














































































































































































CDAT 2-0 are valid at least 10 ns prior to and 65 ns after 
the falling edge of RAS (parameters #50 ts and #51 �~� of 
the QPDM). In a multi QPDM system, each QPDM 
delivers this control information to the four connected 
VDAFs. Figure 3.1-7 shows that the ACD2_0 data on the 
VDAF have a set-up and hold time with respect to XFER 
of 12 ns and 57 ns, which fulfillS the 10 ns and 15 ns 
(parameter #9 ts and #1 0 tH ofthe VDAF). The set-up and 
hold time for the strobing of the valid bit count data on the 
the CDAT2-O lines during the first possible DSTB pulse 
follows the timing of the general DSTB pulse and is 
discussed under the video clock cycle timing section for 
theVDAF. 

Figure 3.1-7 shows that the VSTB signal of the QPDM is 
in a HIGH state at the beginning and the end of the 
transfer cycle. A VSTB LOW pulse can be activated by 
register programming. The QPDM's VSTB signal is 
HIGH 90 ns (parameter #52 ts of the QPDM) before the 
falling edge of RAS and stays HIGH until after the first 
possible rising DSTB pulse. The 40 ns VSTB LOW pulse 
(parameter #71 tw. of the QPDM) ends 90 ns (parameter 
#73 ts of the QPDM) after XF/G has become inactive. 
Furthermore, this pulse ends at least 90 ns (parameter 
#72 tpD of the QPDM) before the first possible DSTB 
pulse, the pulse that strobes data into the VDAF. 

The VSTBsidebk*(3:0) signals are produced by an F138 
1-of -8 decoder with a best and worst case propagation 
delay of 5 to 16 ns. The VSTBritebk* (3 :0) signals follow 
the waveform, and the phase of the VSTB signal from the 
QPDM, the VSTBleftbk*(3:0) is inverted. This is neces­
sary to give both the left half and the right half of the word 
sufficient clock to output time inside the video memory 
chip and time to travel from the video memory to the 
VDAF. 

The ADDR9-8 is also fed into the F138 1-of-8 decoder. 
This decoder outputs the SGsidebk*(3:0) signals with a 
propagation delay of 4 ns to 12 ns (interpolation from 
F138 data). At the end of the transfer cycle, before the 
first possible DSTB pulse, the SGleftbk*(3:0) signal is 
asserted and output enables the left byte of the selected 
bank. If the first possible rising DSTB edge occurs the left 
byte is strobed into the VDAFs. Next, the 1-of-8 decoder 
selects the right byte by enabling SGritebk*(3:0) of the 
selected bank when the QPDM's VSTB signal goes LOW 
after the first possible DSTB pulse, that is atthe end ofthe 
transfer cycle. SGritebk*(3:0) ofthe enabled bank follows 
the waveform of the QPDM's VSTB signal, the 
SGleftbk*(3:0) signal of that bank is inverted to its 
SGritebk*(3:0) counterpart. 

Valid data from the serial output of the video memory 
chips must be present at the VDAFs at least 5 ns 
(parameter #5 �t�~� of the VDAF) before the first possible 
DSTB pulse. ThiS is accomplished byfulfillingtwo access 
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time parameters of the video memory. First, after the 
rising edge of VSTBleftbk*(3:0) the first word of new 
background or window data is transferred to the video 
memories serial output pin. This leaves a clock to output 
time of 109 ns (40 ns forthe VSTB pulse width plus 90 ns 
to the first possible DSTB pulse minus 16 ns for the 
VSTBsidebk*(3:0) propagation delay minus 5 ns for the 
data set-up time for the VDAF) for the video memories, 
which is fulfilled by any video memory Chip. Second, after 
asserting SGleftbk*(3:0) and enabling the serial output 
driver of the video memory chips the data travel from the 
video memory chips to the VDAFs. This must be accom­
plished in 73 ns, which again is fulfilled by all video 
memory chips. 

Display Memory Refresh Cycle 

The timing for the refresh cycle is fairly simple. The 
QPDM outputs a CAS before RAS refresh cycle. The set­
up and hold times for the refresh address with respect to 
the falling edge of RAS are identical to the row address 
set-up and hold times during a read cycle and therefore 
are fulfilled. 

The QPDM activates CAS 37 ns (parameter #47 �~� of the 
QPDM) before the falling edge of RAS, and �C�A�~� stays 
active for at least 185 ns (parameter #48 ttl of the QPDM) 
after the falling edge of RAS. The AmPAL 18P8D gener­
ates the appropriate J-K-inputs for the flip-flops F114. 
See Table 3.1-1 for a truth table of the PAL function. 
Since CAS is LOW during the falling edge of RAS al/ four 
flip-flops are set by the J-K-inputs to activate their 
RASbk* 3-0 outputs. Figure 3.1-8 shows that the video 
memory chips see a set-up and hold time of 31 ns and 
176 ns of the CAS*(7:0) signal with respect to the falling 
edge of RASbk*(3:0). 

Video Clock Cycle for VDAF 

With every rising edge of DSTB (DSTRB input on the 
VDAF) a new byte of video data and a new 3-bit control 
word on the ACD -0 inputs are strobed into the VDAF. 
The verification oi the set-up and hold times for the 
control data and the video data is is looked at independ­
ently. 

First, the CDAT 2-0 data from the QPDM are valid at least 
8 ns prior and 15 ns after the rising edge of DSTB 
(parameter #81 ts and #82 tH of the QPDM). The set-up 
and hold time requirement of the ACD2-O inputs with 
respect to the DSTRB input is 5 ns and 10 ns respectively 
(parameter #7 ts and #8 tH of the VDAF), thus the set-up 
and hold time requirements are fulfilled. 

Second, video data is strobed into the VDAFs by the 
DSTB signal. The correct video data is selected by a 
combination of phase shifted clocking with the 
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Figure 3.1-8 Display Memory Refresh Cycle 
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Figure 3.1-9 Video Clock TIming for VDAF 

VSTBsidebk*(3:0) signals and phase shifted output 
enabling with the SGsidebk*(3:0) signals. 

The first byte of a 16-bit video word, i. e. the byte to 
appear first on the screen, is called the left byte. It is 
strobed out of one of the four banks of the video memory 
chips by the rising edge of one of the four possible 
VSTBleftbk*(3 :0) clocks. This byte is, however, not trans-
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mitted to the VDAFs immediately;SGleftbk*(3:0), the 
output enable signal of this video memory chip is not 
enabled yet. With the next rising edge of the DSTB clock 
the output enable signal SGleftbk*(3:0) becomes active 
and the left byte of the video word appears on the 
SDleft(7:0) lines and is brought to the D7_0 inputs of the 
VDAF. While the left byte is strobed into the VDAF, the 
right byte is shifted inside the video memory chip to the 

I 

I~ 
I 



output buffer. It appears on the SDrite7,o outputs with the 
next rising edge of DSTB, at the same time when the next 
left byte is being shifted inside the video memory. 

Every rising edge of DSTB from the QPDM changes the 
polarity of the VSTB signal. The changing of the polarity of 
the VSTB signal may take anywhere from 0 ns to 10 ns 
(parameter #80 ~D of the QPDM) after the rising edge of 
DSTB. This VSTB signal in conjunction with the latched 
bank address ADDR9_8 create the signals 
VSTBsidebk*(3:0) in the B-speed AmPAL18P8 and and 
SGsidebk*(3:0) in a F138. multiplexer. The propagation 
delay through the PAL is 5 ns to 16 ns for a 64 pF (8 
devices with 8 pF each) load. The propagation delay 
through the F138 is 4 ns to 12 ns for a 40 pF (8 devices with 
5 pF each) load. This is illustrated in Figure 3.1-9. 

To obtain a valid data input signal on the VDAFs, two 
conditions must be met. First, the clock-to-output delay, 
and second, the output enable to output delay times of the 
video memory chips must be fulfilled. For a required data 
set-up and hold time for the video data with respect to 
DSTRB of 5 ns (parameter #5 ts of the VDAF) and 5 ns 
(parameter #6 tH of the VDAF), the following maximum 
propagation delays inside the video memory are required. 
The maximum output enable to output delay is 23 ns. (One 
50 ns DSTB clock cycle minus the 10 ns VSTB propaga­
tion delay minus the 12 ns SGsidebk*(3:0) propagation 
delay minus the 5 ns data set-up time.) The maximum 
clock to output delay for all normal video clock cycles is 69 
ns. (Two 50 ns DSTB clock cycle minus the 10 tiS VSTB 

CHAPTER 3 
Display Memory Bus 

propagation delay minus the 16 ns VSTBsidebk*(3:0) 
propagation delay minus the 5 ns data set-up time.) 
These times are easily fulfilled by video memory chips. 
After the rising edge of DSTB there is at least a 5 ns 
delay until SGsidebk*(3:0) becomes inactive. This time 
satisfies the required hold time of 5 ns for the VDAF. 

3.1.5 Physical Board Dimensions 

This design represents a typical graphic terminal mem­
ory design for the QPDM. It uses, in addition to the 
QPDM Am95C60, 64 memory ICs of the organization 
64K by 4, four VDAF ICs, three driver ICs Am28827 A, 
one flip-flop F74 chip, three flip-flops F114 chips, one 
decoder F138, two PALs 18P8, and one inverter F04. 
The required area for these ICs is illustrated in the 
following Table 3.1-4. The table assumes that all chips 
are conventional non-surface mount ICs. 

The size of the memory board is at least 7.5" by 7". 
Approximately three-quarters of the board space is oc­
cupied by the memory chips and decoupling capacitors. 

3.1.6 Considerations for Modification of the 
Design 

This design can be modified to accommodate smaller or 
larger display memory areas. This may require decreas­
ing or increasing the number of banks for decoding the 
address. . 

Table 3.1·4 Required Area for ICa on Memory Board 

64 

4 

3 

3 

2 

75 

Am95C60 

Video Memory 

Arn8171 

Am29827A 

F74 

F114 

F138 

PAL 18P8 

F04 

FOO 

100 nF Caps 

144 pin 

24 pin 

24 pin 

24 pin 

14 pin 

14pin 

16 pin 

20 pin 

14 pin 

14 pin 

2 pin 

2.25 inch2 2.25 inch2 

400 mil 0.60 inch2 38.40 inch2 

600 mil 0.84 inch2 3.36 inch2 

300 mil 0.48 inch2 1.44 inch2 

300 mil 0.28 inch2 1.44 inch2 

300 mil 0.28 inch2 0.28 inch2 

300 mil 0.32 inch2 0.32 inch2 

300 mil 0.40 inch2 0.80 inch2 

300 mil 0.28 inch2 0.28 inch2 

300 mil 0.28 inch2 0.28 inch2 

300 mil 0.03 inch2 2.25 inch2 

50.40 inch2 
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For a slower display system, the complete decoding 
hardware may be implemented in PALs. Simultaneously 
the buffers Am29827 A can be replaced by Am2966 or 
Am2976 dynamic memory drivers which include the 
serial resistor and provide balanced driving to a highly 
capacitive load. 

If the system allows access to the display memory by 
another processor, all address and control lines to the 
display memory must be three-statable. All Am29827A 
have three-state outPtlts. They must be controlled by the 
handshake lines MEMREO and MEMAVL. 

3.2 DISPLAY MEMORY PROGRAM 

In Section 3.2 we present the source code for a program 
which examines the timing parameters for a Display 
Memory Bus. This program is written for MS Basic for a 
Macintosh Plus. It runs with either the compiler or 
interpreter. 

For each VRAM parameter, the program calculates the 
worst-case and the best-case timing margins. These are 
displayed on the screen and may be optionally written to 
aftle. 

The program models a OPDM driving an array of VRAM 
chips. There are certain delays between the OPDM and 
VRAMs as follows: 

RAS Decode Time to decode RAS in a multi-bank 
system 

RAS Delay Time to buffer and distribute the 
decoded RAS 

CAS Decode Time to decode CAS in a multi-bank 
system 

CAS Delay Time to buffer and distribute the 
decoded CAS 

XFG Decode Time to decode XFG in a multi-bank 
system 

XFG Delay Time to buffer and distribute the 
decodedXFG 

WE Decode Time to decode WE in a multi-bank 
system 

WE Delay Time to buffer and distribute the 
decoded WE 

Address Delay Time to buffer and distribute the 
multiplexed address 
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The program uses three values for each delay: minimum, 
nominal, and maximum. These numbers are typically 
taken from data sheets. In any case, the rules at your 
design center should be followed. 

Each value for each delay can be built into the program 
or it can be set at run time. Unfortunately, there is no way 
to permanently change default values short of changing 
the program itself. For the interpreted version, this is 
simple. For the compiled version, it means doing a new 
compilation. 

We calculate three sets of numbers for each parameter. 
In the first set, we use minimum delays for paths which 
must be subtracted, and maximum delays for paths 
which must be added. In the second set, we use nominal 
delays for all paths (obtaining a sort of ''typical" number). 
Inthe third case, we use maximum delays for paths which 
are subtracted and minimum delays for paths which are 
added. The truth is guaranteed to lie somewhere be­
tween the first and third set of numbers. 

Consider VRAM parameter 17, tASR. This is the time 
that the row address is required to be valid at the VRAM 
before RAS can fall (typically it is 0 ns). This is basically 
the same as OPDM parameter 30, but we have to correct 
for decoding and buffer delays. In particular, for this 
particular parameter, we have to subtract delays in the 
addreSS paths and add delays in the RASpath. 

Here is the program's output for parameter 17. 

17,tASR Address Setup to RAS (ns) 

+OPDM Para 35 15.0 15.0 15.0 
-Adrs Delay -10.0 -13.0 -17.0 
+RAS Decode 0.0 0.0 0.0 
+RAS Delay 12.0 10.0 7.0 
Total Time: 17.0 12.0 5.0 
VRAM 0.0 0.0 0.0 
Margins 17.0 12.0 5.0 

The three columns of numbers are for the three cases 
described above. We can be sure that the truth lies 
between the two extremes. 

Generally, these begin with one or more OPDM parame­
ters. This is followed by an appropriate number of 
decodes and delays, depending onthe VRAM parameter 
being calculated. 

Onthe Total Time Une, the numbers are all summed. This 
provides the time available atthe VRAM. We subtract the 
VRAM requirements and the remainder is the margin. 



DIM qpar (4,115) 
ram.vend.count=9 

'here go the qpdm parameters 
'number of ram number sets 
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ram.para.count=98 'number of parameters to worry about 
DIM ram(ram.vend.count,ram.para.count) 
DIM ram.vend$(ram.vend.count) 'who built them 
DIM ram.text$(ram.para.count) 'keep the ram parameter strings 
DIM ram.desc$(ram.para.count) 'ram parameter descriptors 
CALL TEXTFONT(4) 
PRINT FRE(l) 
'we will be using 
clock(2)=50/2 
clock(3)=62/2 
clock(4)=83/2 
st1$="fUU.f" 

the NEC ram parameter numbers (1 .. 70) 
'20mhz clock 
'16 MHZ clock 
'12 MHz clock 
'one decimal point 

st2$="\ \ ffffffff.f ffffffff.f fffffffff.f" 
begin: 
INPUT "Do you want a file copy of the results (y/n)";a$ 
IF a$ <> "y" AND a$<>"Y" THEN GOTO begin1 

begin1: 

file=l 
INPUT "Specify Filename";file$ 
OPEN file$ FOR OUTPUT AS f1 
GOTO getspeed 

IF a$<>"n" AND a$<>"N" THEN GOTO begin2 
file=O 'will not write an output file 
GOTO getspeed 

begin2: 
PRINT "You mustresporui y or rt." 
GOTO begin 

getspeed: 
INPUT "what speed part are you designing with (20,16,12)";a$ 
a=VAL(a$) 'make it a number 
devicespeed=a 'save to compare with clockrate 
IF a<>20 THEN GOTO not20 

not20: 

sp=2 'speed parameter 
GOTO getclock 

IF a<>16 THEN GOTO not16 

not16: 

sp=3 'speed parameter 
GOTO getclock 

IF a <>12 THEN GOTO not12 
sp=4 
GOTO getclock 

not12: 
PRINT"you need to enter a number:20, 16, or 12.":GOTO getspeed 

getclock: 
INPUT "what clock rate (SYSCLK in MHz) are you designing to";a$ 
a=VAL(a$) 
IF a <=devicespeed THEN GOTO speedok 
PRINT "I won't let you design with SYSCLK out of spec for part." :GOTO getclock 
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speedok: 
'force clock(n) to c/2 according to selected clock rate 
clock(sp)=500/a 'reciprocal over 2 

get.fake: 
INPUT "Do we use the stored delays? (yin) ";a$ 

IF a$="y" OR a$="Y" THEN 
fake.numbers=l :GOTO got.fake 
END IF 
IF a$="n" OR a$="N" THEN 
fake.numbers-O :GOTO got.fake 
END IF 
PRINT "You must respond 'y' or 'n'" 
GOTO get.fake 

got.fake: 
IF fake.numbers=l THEN GOTO read. fakes 'otherwise get from keyboard 
INPUT "Specify lRAS Decode min,nom,max ";ras.decode(1),ras.decode(2),ras.decode(3) 
INPUT "Specify lRAS Delay min,nom,max";ras.delay(1),ras.delay(2),ras.delay(3) 
INPUT "Specify ICAS Decode min,nom,max";cas.decode(1),cas.decode(2),cas.decode(3) 
INPUT "Specify ICAS Delay min,nom,max";cas.delay(1),cas.delay(2),cas.delay(3) 
INPUT "Specify IXFG Decode min,nom,max";xfg.decode(1),xfg.decode(2),xfg.decode(3) 
INPUT "Specify IXFG Delay min,nom,max";xfg.delay(1),xfg.delay(2),xfg.delay(3) 
INPUT "specify lWE Decode min,nom,max ";we.decode(1),we.decode(2),we.decode(3) 
INPUT "Specify lWE Delay min,nom,max";we.delay(1),we.delay(2),we.delay(3) 
INPUT "Specify Address delay min, nom,max ";ad.delay(1),ad.delay(2),ad.delay(3) 

get.cas: 
INPUT "Are you going to make early ICAS from IXF-G (y/n)";a$ 
IF a$<>"n" AND a$<>"N" THEN GOTO notn 
early.cas(O)=O 'no early cas 
GOTO ram.para 
notn: 
IF a$<>"y" AND a$<>"Y" THEN GOTO noty 
early. cas (0)=1 'we will be doing early cas 
INPUT "Specify IXF-G to early ICAS delay min,nom,max 
";early.cas(1),early.cas(2),early.cas(3) 
GOTO ram. para 
noty: 
PRINT "you must respond with 'n' or 'y''':GOTO get.cas 

read.fakes: 
ras.decode(l)=O: 
ras.delay(1)=7: 
cas.decode(l)=O: 
cas.delay(1)=5: 
xfg.decode(l)=O: 
xfg.delay(1)=6: 
we.decode(l)=O: 
we • delay (1) =6: 
ad.delay(l)=lO: 
early.cas(O)=O: 
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ras.decode(2)=O: 
ras.delay(2)=10: 
cas.decode(2)=O: 
cas.delay(2)=10: 
xfg.decode(2)=0: 
xfg.delay(2)=9: 
we.decode(2)=0: 
we.delay(2)=9: 
ad.delay(2)=13: 
early.cas(1)=8: 

ras.decode(3)=0 
ras.delay(3) =12 
cas.decode(3)=0 
cas.delay(3)=15 
xfg.decode(3)=0 
xfg.delay(3)=11 
we.decode(3)=0 
we.delay(3)=11 
ad.delay(3) =17 
early.cas(2)=10: early.cas(3)=12 
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ram. para: 
FOR i=l TO ram.para.count 

FOR j=l TO ram. vend. count 
READ ram(j,i) 'read ram parameters 

'PRINT USING "tttttt";ram(j,i), 
NEXT j 
READ ram.text$(i) 'and the text 

'PRINT ,ram.text$(i) 
READ ram.desc$(i) 'and the description 

'PRINT ,ram.desc$(i) 
NEXT i 

GOTO ram. vendors 

'these are the data which are moved into table RAM 

'it is ordered first by NEC parameter number and secondly by device 

'the sec,ond ordering is the same as RAM. VEND $ 

'a value of 99 says that parameter is not defined for that vendor 

DATA 220,270,220,260,190,220,260,230,260,tRC,Read Write Transfer 
DATA 300,365,295,345,260,300,355,300,345,tRWC,RMW Cycle 
DATA 120,145,120,145,70,85,105,120,145,tPC,Page Mode Cycle 
DATA 120,150,120,150,100,120,150,120,150,tRAC,Row Access 
DATA 60,75,60,75,50, 60,75, 60, 75,tCAC,Column Access 

DATA O,O,O,O,O,O,O,O,O,tOFF,Output Disable from CAS HI 
DATA 3,3,3,3,3,3,3,3,3, tT,Transition 
DATA 90,100,90,100,80,90,100,100,100,tRP,RAS Precharge 
DATA 120,150,120,150,100,120,150,120,150,tRAS,RAS Pulse Width 
DATA 60,75,60,75,50,60,75,60,75,tRSH,CAS Falls to RAS Rises 

DATA 25,30,25,30,99,99,99,50,60,tCPN,CAS Precharge (Not PM) 
DATA 50,60,50,60,10,15,20,50,60,tCP,CAS Precharge (PM) 
DATA 60,75,10,75,50,60,75 ,60,75,tCAS,CAS Pulse Width 
DATA 120,150,120,150,100,120,150,120,150,tCSH,CAS Hold From RAS Falls 
DATA 60,75,60,75,50,60,75,60,75,tRCD,RAS to CAS Delay 

DATA 10,10,10,10,10,10,10,0,0,tCRP,CAS Hi to RAS Low Precharge 
DATA 0,0,0,0,0,0,0,0,0, tASR,Address Setup to RAS 
DATA 15,20,15,20,15,15,20,15,15,tRAH,Row Address Hold 
DATA O,O,O,O,O,O,O,O,O,tASC,Address Setup to GAS 

:REM 5 

:REM 10 

:REM 15 

DATA 20,25,20,25,20,20,25,20,25,tCAH,Column Address Hold :REM 20 

DATA 80,100,80,100,99,99,99,80,100,tAR,Column Address Hold from RAS 
DATA O,O,O,O,O,O,O,O,O,tRCS,Read Command Setup to CAS 
DATA 20,20,20,20,10,10,10,10,10,tRRH,Read Command Hold from RAS Hi 
DATA O,O,O,O,O,O,O,O,O,tRCH,Read Command Hold from CAS Hi 
DATA 0,0,0,0,0,0,0,-5,-5,tWCS,Write Command Setup to CAS :REM 25 

DATA 35,45,35,45,25,25,35,35,45,tWCH,Write Command Hold 
DATA 95,120,95,120,99,99,99,95,120,tWCR,Write CMND Hold from RAS Falls 
DATA 35,45,35,45,15,20,25,35,45,tWP,Write Pulse Width 
DATA 40,45,40,45,35,40,45,35,45, tRWL,Write Command to RAS 
DATA 40,45,40,45,30,40,45,35,45,tCWL,Write Command to CAS Lead Time :REM 30 
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DATA O,O,O,O,O,O,O,O,O,tDS,Data Setup to CAS 
DATA 35,45,35,45,25,25,30,35,45,tDH,Data Hold from CAS 
DATA 95,120,95,120, 99, 99, 99, 95,120,DHR,Data Hold from RAS 
DATA 60,75,100,120,85,100,125,90,110,tCWD,CAS to WE Delay 
DATA 120,150,160,195,99,99,99,150,185,tRWD,RAS to WE Delay 

DATA 30,40,35,40,30,35,40,40,45,tOEA,Access from OE 
DATA 35,40,35,40,25,30,40,99,99,tOED,OE High to Data in Setup 
DATA 30,40,30,40,10,15,20,0,0,tOEH,OE Hi hold from WE Low 
DATA 30,40,30,40,0,0,0,25,30,tOEZ,Output Disable from OE Hi 
DATA 10,10,10,10,10,10,10,20,25,tCSR,CAS to RAS Setup for Refresh 

DATA 25,30,25,30,20,25,30,20,25,tCHR,CAS before RAS Refresh Hold 
DATA 0,0,0,0,10,10,10,99,99,tRPC,RAS Hi to CAS Lo Precharge 
DATA 4,4,4,4,4,4,4,4,4,tREF,Refresh Interval 
DATA O,O,O,O,O,O,O,O,O,tDLS,DT to RAS Setup for Xfer 
DATA 100,130,90,130,80,90,110,99,99,tRDH,DT Hold from RAS for Xfer 

DATA 40,55,40,55,99,99,99,99,99,tCDH,DT Hold After CAS LO 
DATA 10,20,20,25,99,99,99,10,15,tSDD,SC Hi to DT Hi Delay 
DATA 10,20,10,20,99,99,99,10,15,tSDH,SC Low Hold after DT Hi 
DATA 35,40,35,40,99,99,99,0,0,tOE,OE Pulse Width 
DATA 30,40,99,99,25,25,30 ,20,25,tSOZ,Serial Output Disable 

DATA 40,60,40,60,40,40,60,40,50,tSCC,Serial Clock Cycle 
DATA 10,20,10,20,10,10,20,10,10,tSCH,Serial Clock Hi 
DATA 10,20,15,20,10,10,10,10,10,tSCL,Serial Clock Precharge 
DATA 5,5,5,5,99,99,99,99,99,tSOO,SOE LOW to Serial Out Setup 
DATA 35,50,35,50,25,30,40,20,25,tSOA,Serial Access from SOE 

(LOW) 

DATA 10,10,10,10,lO,10,10,8,8,tSOH,Serial Out Hold after SC Lo 
DATA 40,60,40,50,40,40,60,40,50,tSCA,Serial Access from SC 
DATA O,O,O,O,O,O,O,O,O,tDHS,DT Hi Setup to RAS (no XFER) 
DATA 20,25,20,25,99,99,99,15,15,tDHH,DT Hold from RAS 
DATA lO,lO,lO,lO,lO,lO,lO,-lO,-lO,tDTR,DT Hi to RAS Hi Delay 

DATA lO,lO,lO,lO,10,10,10,99,99,tDTC,DT Hi to CAS Hi Delay 
DATA lO,10,30,40,99,99,99,99,99,tOES,OE Setup to RAS Hi 
DATAO,O,O,O,O,O,O,O,O,tCOD,unused parameter 
DATA O,O,O,O,O,O,O,O,O,tWBS,Masked Write Command Setup 
DATA 20,25,20,25,15,15,20,15,15,tWBH,Masked Write Command Hold 

DATA O,O,O,O,O,O,O,O,O,tWS,Write Mask Setup 
DATA 20,25,20,25,15,15,20,15,15,tWH,Write Mask Hold 
DATA 15,20,10,20,99,99,99,99,99,tSOE,SOE Pulse Width(Lo) 
DATA 15,20,10,20,99,99,99,99,99,tSOP,SOE Precharge (Hi) 
DATA 20,25,20,25,15,15,20,99,99,tDTH,DT HI Hold after RAS Hi 

DATA 99,99,30,40,99,99,99,99,99,th(OECH),CAS hold after OE low 
DATA 99,99,99,99,99,99,99,99, 99,th(OERH),Unused 
DATA 99,99,120,150,99,99,99,99,99,th(RLOE),OE hold after RAS low 
DATA 99,99,0,0,99,99,99,99,99,tDOEL,Delay Data to OE low 
DATA 99,99,0,0,99,99,99,99,99,tDCL,Delay data to CAS low 
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DATA 99,99,10,20,99,99,99,99,99,tw(SEL),SOE low pulse width 
DATA 99,99,10,20,99,99,99,99,99,tw(SEH), SOE high pulse width 
DATA 99,99,0,0,99,99,99,0,0,tsu(WE),WE setup to RAS low 
DATA 99,99,20,25,99,99,99,15,15,th(WE),WE hold after RAS low 
DATA 99,99,0,0,99,99,99,0,0,tsu(SE),SE setup to RAS low 

DATA 99,99,15,20,99,99,99,15,15,sh(SE),SE hold after RAS low 
DATA 99,99,0,0,0,0,0,0,0,tsu(SD),Serial in setup to SC high 
DATA 99,99,10,15,15,20,25,15,15,th(SD),Serial in hold after SC high 
DATA 99,99,20,30,99,99,99,99,99,tsu(SCRL),SC setup to RAS low 
DATA 99,99,10,15,99,99,99,99,99,tsu(SEH),SE disable setup to SC high 

DATA 99,99,20,30,99,99,99,99,99,th(SEH),SE disable hold from SC high 
DATA 99,99,10,15,99,99,99,25,30,tsu(SEL),SE enable setup before SC high 
DATA 99,99,20,30,99,99,99,99,99,th(SEL),SE enable hold from SC high 
DATA 99,99,0,0,99,99, 99,99, 99, tDDTH, Delay data to DT high 

:REM 80 

:REM 85 

DATA 99,99,20,30,99,99,99,25,30,tDTHD,Delay DT high to data :REM 90 

DATA 99,99,99,99,99,99,99,40,45,tw(TRG),tRG Pulse width 
DATA 9"9,99,99,99,99,99,99,60,75, tCLGH, CAS low to TRG high 
DATA 99,99,99,99,99,99,99,100,120,tRLSH,RAS low to SC high after TRG hi 
DATA 99,99,99,99,99,99,99,100,100,tTHRL,tRG high to RAS low after xfer 
DATA 99,99,99,99,99,99,99,40,45,tCLSH,CAS low to SC after TRG :REM 95 

DATA 99,99,99,99,99,99,99,40,45,tSHRL,SC high to RAS low (w/xfer) 
DATA 99,99,99,99,99,99,99,30,45,tRHSH,RAS high to SC high 
DATA 99,99,99,99,99,99,99,10,15,tTHSH,tRG high to SC high 

ram. vendors: 
ram.vend$(l)="NEC uPD41264-12" 
ram.vend$(2)="NEC uPD41264-15" 
ram.vend$(3)="Mitsubishi M5M4C264P-12" 
ram.vend$(4)-"Mitsubishi M5M4C264-15" 
ram.vend$(5)="Hitachi HM53461-10" 
ram.vend$(6)="Hitachi HM53461-12" 
ram.vend$(7)="Hitachi HM53461-15" 
ram.vend$(8)="T.I. TMS4461-12" 
ram.vend$(9)="T.I. TMS4461-15" 
GOTO qpdm.para 

qpdm.para: 
FOR i=l TO 115 

NEXT i 

FOR j=l TO 4 
READ qpar(j,i) 
NEXT j 

GOTO ramkind 

FOR i=l TO 115 
PRINT USING "tUU"; i; 
IF qpar(l,i)<>O THEN GOTO inuse 
PRINT " parameter is not used." 
GOTO loopend 

inuse: 
IF qpar(l,i»O THEN GOTO formula 
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PRINT USING st1$;qpar(2,i),qpar(3,i),qpar(4,i) 
GOTO loopend 

formula: 
FOR j=2 TO 4 
PRINT USING st1$;(qpar(1,i)*clock(j»+qpar(j,i), 
NEXT j 
PRINT 
loopend: 

NEXT i 
GOTO ramkind 
'now the 95C60 parameters 
'this is ordered by parameter number, 1 .. 115 
'there are four entries for each parameter number 
'the first number:O ->number unused.-1->normal,>0->uses formulas, value is 
'clock half cycles. 1 -> c/2, 7-> 7c/2, etc 
'the other three numbers are for -20, -16, -12. Values if no note 4, else note 4 
adders 
'system bus timing 
DATA -1,0,0 ,0 : REM 1 
DATA -1,65,95,125 : REM 2 
DATA -1,50,60,70 : REM 3 
DATA -1,50,60,70 : REM 4 
DATA -1,10,10,10 : REM 5 
DATA -1,65,70,75 : REM 6 
DATA -1,0,0,0 : REM 7 
DATA -1,10,10,10 : REM 8 
DATA -1,0,0,0 : REM 9 
DATA -1,110,110,120 : REM 10 
DATA -1,10,10,10 : REM 11 
DATA -1,35,40,45 : REM 12 
DATA 0,0,0,0 : REM 13 unused 
DATA -1,10,20,20 : REM 14 
DATA -1,10,20,20 : REM 15 
DATA -1,0,0,0 : REM 16 
DATA -1,70,90,110 : REM 17 
DATA -1,50,75,100 : REM 18 
DATA -1,15,25,25 : REM 19 byte mode 
DATA -1,120,150,180 : REM 20 
DATA -1,0,0,0 : REM 21 
DATA -1,0,0,0 : REM 22 
DATA 0,0,0,0 : REM 23 ususd 
DATA 0,0,0,0 : REM 24 
DATA 0,0,0,0 : REM 25 
DATA 0,0·,0,0 : REM 26 
DATA 0,0,0,0 : REM 27 
DATA 0,0,0,0 : REM 28 
DATA 0,0,0,0 : REM 29 
DATA 1,-10,-15,-20 : REM 30 (uses formula) 
DATA 2,-15,-17,-20 : REM 31 
DATA 7,-15,-15,-20 : REM 32 
DATA 8,-20,-23,-25 : REM 33 
DATA 1,-11,-16,-20 : REM 34 
DATA 4,-5,-15,-20 : REM 35 
DATA 3,-10,-15,-20 : REM 36 
DATA 1,-12,-16,-20 : REM 37 
DATA 4,-20,-20,-22 : REM 38 
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DATA 5,-25,-25,-27 : REM 39 
DATA 2,-10,-15,-20 : REM 40 
DATA 4,-20,-24,-26 : REM 41 
DATA 2,-10,-15,-20 : REM 42 
DATA 1,-12,-15,-20 : REM 43 
DATA 5,-15,-17,-20 : REM 44 
DATA -1,20,30,45 : REM 45 (no formula) 
DATA -1,0,0,0 : REM 46 
DATA 2,-13,-17,-20 : REM 47 
DATA 8,-15,-23,-25 : REM 48 
DATA 1,-13,-18,-20 : REM 49 
DATA 1,-15,-20,-20 : REM 50 
DATA 3,-10,-15,-20 : REM 51 
DATA 4,-10,-15,-20 : REM 52 
DATA 2,-10,-15,-20 : REM 53 
DATA 4,-10,-15,-20 : REM 54 
DATA 2,-10,-15,-20 : REM 55 
DATA 4,-10,-15,-20 : REM 56 
DATA 4,-20,-24,-26 : REM 57 
DATA 8,-15,-18,-20 : REM 58 
DATA 1,-14,-17,-20 : REM 59 
DATA 1,-12,-17,-20 : REM 60 
DATA 4,-22,-24,-26 : REM 61 
DATA -1,2,7,15 : REM 62 
DATA 3,-15,-20,-20 : REM 63 
DATA -1 ,2,7,15 : REM 64 
DATA 3,-15,-20,-20 : REM 65 
DATA -1,-8,-12,-16 : REM 66 (note negative numbers) 
DATA 0,0,0,0 : REM 67 (unused 
DATA 0,0,0,0 : REM 68 
DATA 0,0,0,0 : REM 69 
DATA 0,0,0,0 : REM 70 
DATA 0,0,0,0 : REM 71 
DATA 0,0,0,0 : REM 72 
DATA 0,0,0,0 : REM 73 
DATA 0,0,0,0 : REM 74 
DATA 0,0.,0,0 : REM 75 
DATA 0,0,0,0 : REM 76 
DATA 0,0,0,0 : REM 77 
DATA 0,0,0,0 : REM 78 
DATA 0,0,0,0 : REM 79 
DATA -1,10,10,10 : REM 80 (also has a min of 0) 
DATA -1,0,0,5 : REM 81 
DATA -1,20,30,40 : REM 82 
DATA 2,0,0,0 : REM 83 
DATA -1,25,50,75 : REM 84 
DATA 2,0,0,0 : REM 85 
DATA 6,0,0,0 : REM 86 
DATA 0,0,0 ,0 : REM 87 (unused) 
DATA 0,0,0,0 : REM 88 
DATA 0,0,0,0 : REM 89 
DATA 5,35,35,35 : REM 90 
DATA 18,0,0,0 : REM 91 
DATA 0,0,0 ,0 : REM 92 
DATA 0,0,0 ,0 : REM 93 
DATA 0,0,0 ,0 : REM 94 
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DATA 0,0,0 ,0 : REM 95 
DATA 0,0,0 ,0 : REM 96 
DATA 0,0,0,0 : REM 97 
DATA 0,0,0,0 : REM 98 
DATA 0,0,0 ,0 : REM 99 
DATA -1,25,31,41 : REM 100 
DATA -1,0,0,0 : REM 101 
DATA -1,15,20,25 : REM 102 
DATA -1,30,40,50 : REM 103 
DATA -1,15,20,25 : REM 104 
DATA -1,15,20,25 : REM 105 
DATA -1,50,62,83 : REM 106 
DATA -1,5,5,5 : REM 107 
DATA -1,18,23,32 : REM 108 
DATA -1,18,23,32 : REM 109 
DATA -1,66,72,83 : REM 110 
DATA -1,5,5,5 : REM 111 
DATA -1,25,27,32 : REM 112 
DATA -1,25,27,32 : REM 113 
DATA 8,0,0,0 : REM 114 
DATA -1 ,20,25,30 : REM 115 

ramkind: 
PRINT "Please specify the RAM chips you are designing for:' 
FOR i=l TO ram. vend. count 
PRINT i,ram.vend$(i) 
NEXT i 
INPUT ram.point 
IF ram.point >0 AND ram.point<ram.vend.count+1 THEN GOTO membus 
PRINT "you must specify a number in the range displayed." 
GOTO ramkind 

membus: 
GOSUB out.top 

param1: 
ramp=l: GOSUB out.param 

'print the time and date 

text$="QPDM guarantees 6 SYSCLK cycles = "+STR$(12*clock(sp» :GOSUB out.string 
text$-"RAM requires "+STR$(ram(ram.point,l» :GOSUB out.string 
IF 12*clock(sp) < ram(ram.point,l) THEN GOSUB out.problem 

param2 : 
ramp=2 :GOSUB out.param 
text$= "QPDM never does Read/Modify/Write Cycles.": GOSUB out.string 

param3: 
ramp=3: GOSUB out.param 
text$= "QPDM never does Page Mode Cycles.":GOSUB out.string 

param4: 
ramp=4 : GOSUB out.param 

qpdmp=32 : GOSUB pos. qpdm 
GOSUB neg.ras 
qpdmp=45: GOSUB neg.qpdm 
GOSUB totals 
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GOSUB finish 

param5: 
ramp=5 : GOSUB out.param 
IF early.cas(O)=l THEN GOTO param5.1 
qpclmp=41: GOSUB pos.qpdm 
GOSUB neg.cas 
qpdmp=45: GOSUB neg. qpdm 
GOSUB totals 
GOSUB finish 
GOTO param6 
param5.I: 
qpdmp=44": GOSUB pos .qpdm 
GOSUB neg.e.cas 
GOSUB neg.cas 
qpclmp=45: GOSUB neg. qpdm 
GOSUB totals 
GOSUB finish 

param6: 
ramp=6 :GOSUB out.param 
qpdmp=46 :GOSUB neg.qpdm 
qpdmp=43 : GOSUB pos. qpdm 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 

param7: 
ramp-7 :GOSUB out.param 
text$=ram.desc$(ramp): min=ram(ram.point,ramp) 
nom=min: max=min :GOSUB out.values 
GOTO param8 

param8: 
ramp=8: GOSUB out.param 
qpdmp=35 :GOSUB pos.qpdm 
GOSUB totals 
GOSUB finish 

param9: 
ramp=9: GOSUB out.param 
qpclmp=33 :GOSUB pos .qpdm 
GOSUB totals 
GOSUB finish 

paramlO: 
ramp=IO: GOSUB out.param 
qpdmp=39 : GOSUB pos. qpdm 
GOSUB totals 
GOSUB finish 

paramll: 
ramp-II: GOSUB out.param 
qpdmp=40 :GOSUB pos.qpdm 
GOSUB totals 
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GOSUB finish 

paraml2: 
ramp=l2: GOSUB out.param 
text$="QPDM never does Page Mode Cycles." 
GOTO paraml3 

paraml3: 
ramp=l3:GOSUB out.param 
qpdmp=57 :GOSUB pos.qpdm 
GOSUB totals 
GOSUB finish 

paraml4: 
ramp=l4 :GOSUB out.param 
qpdmp=33 : GOSUB pos. qpdm 
GOSUB neg.ras 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 

paraml5: 
ramp=l5: GOSUB out.param 
IF early.cas(O)=l THEN GOTO paraml5.l 
qpdmp=36: GOSUB pos. qpdm 
GOSUB neg.ras 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 
GOTO paraml6 
paraml5.l: 
qpdmp=42: GOSUB pos. qpdm 
GOSUB neg.ras 
GOSUB pos.e.cas 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 
GOTO paraml6 

paraml6: 
ramp=l6 :GOSUB out.param 
qpdmp=35 : GOSUB pos. qpdm 
GOSUB neg.cas 
GOSUB pos.ras 
GOSUB totals 
GOSUB finish 

paraml7: 
ramp=l7 .:GOSUB out.param 
qpdmp=30 :GOSUB pos.qpdm 
GOSUB neg.adrs 
GOSUB pos.ras 
GOSUB totals 
GOSUB finish 

paraml8: 

3·26 

GOSUB out.string 



ramp=18:GOSUB out.param 
qpdmp=3l :GOSUB pos.qpdm 
GOSUB pos.adrs 
GOSUB neg.ras 
GOSUB totals 
GOSUB finish 

param19: 
ramp=19: GOSUB out.param 
IF early.cas(O)=l THEN GOTO param19.l 
qpdmp=37: GOSUB pos.qpdm 
GOSUB neg.adrs 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 
GOTO param20 
param19.l: 
qpdmp=66 :GOSUB pos .qpdm 
GOSUB neg.adrs 
GOSUB pos.e.cas 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 
GOTO param20 

param20: 
ramp=20: GOSUB out.param 
qpdmp=38: GOSUB pos .qpdm 
GOSUB pos.adrs 
GOSUB neg.cas 
GOSUB totals 
GOSUB finish 

param2l: 
ramp=2l: GOSUB out.param 
qpdmp=56: GOSUB pos.qpdm 
qpdmp=38: GOSUB pos.qpdm 
GOSUB pos.adrs 
GOSUB neg.ras 
GOSUB totals 
GOSUB finish 

param22: 
ramp=22: GOSUB out.param 
qpdmp=43: GOSUB pos.qpdm 
qpdmp=40: GOSUB pos.qpdm 
GOSUB neg.xfg 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 

param23 : 
ramp=23: GOSUB out.param 
qpdmp=35 :GOSUB pos .qpdm 
qpdmp=59 : GOSUB neg. qpdm 
GOSUB pos. xfg 
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GOSUB neg.ras 
GOSUB totals 
GOSUB finish 

param24: 
ramp=24: GOSUB out.param 
qpdmp=35 :GOSUB pos .qpclm 
qpc1mp=59 : GOSUB neg. qpclm 
GOSUB pos.xfg 
GOSUB neg.cas 
GOSUB totals 
GOSUB finish 

param25: 
ramp=25:GOSUB out.param 
qpdmp-60 :GOSUB pos .qpclm 
GOSUB pos.we 
GOSUB neg.cas 
GOSUB totals 
GOSUB finish 

param26: 
ramp=26:GOSUB out.param 
qpdmp=61 :GOSUB pos.qpclm 
qpc1mp=60 :GOSUB neg.qpclm 
GOSUB pos.we 
GOSUB neg.cas 
GOSUB totals 
GOSUB finish 

param27 : 
ramp=27:GOSUB out.param 
qpdmp=61 : GOSUB pos. qpclm 
qpdmp=56 : GOSUB pos. qpclm 
qpc1mp=60 :GOSUB neg.qpclm 
GOSUB pos.we 
GOSUB neg.ras 
GOSUB totals 
GOSUB fi"nish 

param28: 
ramp=28 :GOSUB out.param 
qpc1mp=61 :GOSUB pos .qpclm 
GOSUB totals 
GOSUB finish 

param29: 
ramp=29:GOSUB out.param 
qpc1mp=33: GOSUB pos.qpclm 
qpc1mp=56: GOSUB neg. qpclm 
qpdmp=60: GOSUB pos .qpclm 
GOSUB pos.ras 
GOSUB neg.we 
GOSUB totals 
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GOSUB finish 

param30: 
ramp=30 :GOSUB out.param 
qpdmp=60:GOSUB pos.qpdm 
qpdmp=57: GOSUB pos .qpdm 
GOSUB pos.cas 
GOSUB neg.we 
GOSUB totals 
GOSUB finish 

param3l: 
ramp=3l:GOSUB out.param 
qpdmp=64 :GOSUB pos.qpdm 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 

param32: 
ramp=32:GOSUB out.param 
qpdmp=65 :GOSUB pos.qpdm 
GOSUB neg.cas 
GOSUB totals 
GOSUB finish 

param33: 
ramp=33:GOSUB out.param 
qpdmp=56 :GOSUB pos.qpdm 
qpdmp=65 :GOSUB pos.qpdm 
GOSUB neg.ras 
GOSUB totals 
GOSUB finish 

param34: 
ramp=34 :GOSUB out.param 
text$= "QPDM never does Read/Modify/Write Cycles.": GOSUB out.string 

param35: 
ramp=35:GOSUB out.param 
text$= "QPDM never does Read/Modify/Write Cycles.": GOSUB out.string 

param36: 
ramp=36:GOSUB out.param 
qpdmp=44 :GOSUB pos .qpdm 
GOSUB neg.xfg 
qpdmp=45 :GOSUB neg.qpdm 
GOSUB totals 
GOSUB finish 

param37: 
ramp=37 :GOSUB out.param 
text$= "QPDM never does Read/Modify/Write Cycles.": GOSUB out.string 

param38: 
ramp=38:GOSUB out.param 
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text$= "QPDM never does Read/Modify/Write Cycles.": GOSUB out.string 

param39: 
ramp=39:GOSUB out.param 
qpdmp=46 :GOSUB pos .qpdm 
GOSUB pos.xfg 
GOSUB totals 
GOSUB neg.finish 

param40: 
ramp=40:GOSUB out.param 
qpdmp=47 :GOSUB pos.qpdm 
GOSUB pos.ras 
GOSUB neg.cas 
GOSUB totals 
GOSUB finish 

param41: 
ramp=41:GOSUB out.param 
qpdmp=48 :GOSUB pos.qpdm 
GOSUB neg.ras 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 

param42: 
ramp=42:GOSUB out.param 
qpdmp=40 :GOSUB pos .qpdm 
GOSUB pos.cas 
GOSUB neg.ras 
GOSUB totals 
GOSUB finish 

param43: 
ramp=43: GOSUB out.param 
intval=ram(ram.point,ramp)*(lOOOOOO!/256) 'refresh in nanosec 
text$="You may program DMRR to "+STR$(INT(intval/clock(sp)+.99» 
GOSUB out.string 

param44: 
ramp=44:GOSUB out.param 
qpdmp=49 :GOSUB pos.qpdm 
GOSUB neg.xfg 
GOSUB pos.ras 
GOSUB totals 
GOSUB finish 

param45: 
ramp=45:GOSUB out.param 
qpdmp=32 :GOSUB pos.qpdm 
GOSUB neg.ras 
GOSUB pos.xfg 
GOSUB totals 
GOSUB finish 

param46: 
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ramp=46: GOSUB out.param 
qpdmp=41 :GOSUB pos.qpdm 
GOSUB neg.cas 
GOSUB pos.xfg 
GOSUB totals 
GOSUB finish 

param47: 
ramp=47: GOSUB out.param 
qpdmp=52: GOSUB pos.qpdm 
qpdmp=32: GOSUB pos. qpdm 
GOSUB pos.xfg 
GOSUB totals 
GOSUB finish 

param48: 
ramp=48: GOSUB out.param 
qpdmp=34: GOSUB pos.qpdm 
qpdmp=53: GOSUB pos. qpdm 
GOSUB totals 
GOSUB finish 

param49: 
ramp=49: GOSUB out.param 
qpdmp=44: GOSUB pos .qpdm 
GOSUB totals 
GOSUB finish 

param50: 
param51: 
param52: 
param53: 
param54: 
param55: 
param56: 
param57: 
param58: 
ramp=58: GOSUB out.param 
qpdmp=43: GOSUB pos.qpdm 
qpdmp=35: GOSUB pos.qpdm 
GOSUB pos.ras 
GOSUB neg.xfg 
GOSUB totals 
GOSUB finish 

param59: 
ramp=59: GOSUB out.param 
qpdmp=42: GOSUB pos.qpdm 
GOSUB neg.ras 
GOSUB pos.xfg 
GOSUB totals 
GOSUB finish 

param60: 
ramp=60: GOSUB out.param 
qpdmp=34: GOSUB pos. qpdm 
GOSUB pos.ras 
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GOSUB neg.xfg 
GOSUB totals 
GOSUB finish 

param61: 
ramp=61: GOSUB out.param 
qpdmp=43:GOSUB pos.qpdm 
GOSUB pos.cas 
GOSUB neg.xfg 
GOSUB totals 
GOSUB finish 

param62: 
ramp=62: GOSUB out.param 
qpdmp=44: GOSUB pos.qpdm 
qpdmp=34: GOSUB pos .qpdm 
GOSUB neg.xfg 
GOSUB pos.ras 
GOSUB totals 
GOSUB finish 

param63: 
param64: 
ramp=64: GOSUB out.param 
qpdmp=59: GOSUB pos. qpdm 
GOSUB neg.we 
GOSUB pos.ras 
GOSUB totals 
GOSUB finish 

param65: 
ramp=65: GOSUB out.param 
qpdmp=60: GOSUB pos .qpdm 
qpdmp=61: GOSUB pos.qpdm 
GOSUB pos.ras 
GOSUB neg.we 
GOSUB totals 
GOSUB finish 

param66: 
ramp=66: GOSUB out.param 
qpdmp=52: GOSUB pos. qpdm 
GOSUB pos.ras 
GOSUB totals 
GOSUB finish 

param67: 
ramp=67: GOSUB out.param 
qpdmp=63: GOSUB pos. qpdm 
GOSUB neg.ras 
GOSUB totals 
GOSUB finish 

param68: 
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param69:, 

param70: 
ramp=70: GOSUB out.param 
qpdmp=35: GOSUB pos. qpdm 
qpdmp=49: GOSUB neg.qpdm 
GOSUB neg.ras 
GOSUB pos.xfg 
GOSUB totals 
GOSUB finish 

param71: 
ramp=71 :GOSUB out.param 
qpdmp=44:GOSUB pos.qpdm 
qpdmp=43: GOSUB pos. qpdm 
GOSUB neg.xfg 
GOSUB pos.cas 
GOSUB totals 
GOSUB finish 
param72: 

param73: 
ramp=73 :GOSUB out.param 
qpdmp=42 : GOSUB pos. qpdm 
qpdmp=44 :GOSUB pos.qpdm 
GOSUB neg. ras 
GOSUB pos.xfg 
GOSUB totals 
GOSUB finish 

param74: 
ramp=74: GOSUB out.param 
text$="QPDM never does hidden refresh cycles." :GOSUB out.string 

param75: 
ramp=75: GOSUB out.param 
qpdmp=57 :GOSUB pos.qpdm 
qpdmp=40 :GOSUB pos.qpdm 
qpdmp=65 :GOSUB pos.qpdm 
GOSUB neg.cas 
GOSUB totals 
GOSUB finish 

param76: 

param77:' 

param78: 
ramp=78: GOSUB out.param 
text$="QPDM never does write transfer cycles.":GOSUB out.string 

param79: 
ramp=79: GOSUB out.param 
text$="QPDM never does write transfer cycles.":GOSUB out.string 

param80: 
ramp=80: GOSUB out.param 
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text$="QPDM never does write transfer cycles.":GOSUB out.string 

param81: 
ramp=81: GOSUB out.param 
text$="QPDM never does write transfer cycles.":GOSUB out.string 

param82: 
ramp=82 :GOSUB out.param 
text$="QPDM never does serializer writes.":GOSUB out.string 

param83: 
ramp=83 :GOSUB out.param 
text$="QPDM never does serializer writes.":GOSUB out.string 

param84: 
ramp=84 :GOSUB out.param 
text$="QPDM never does serial·izer writes.": GOSUB out. string 

param8S: 
ramp=8S :GOSUB out.param 
text$="QPDM never does serializer writes.":GOSUB out.string 

param86: 
ramp=86 ':GOSUB out.param 
text$="QPDM never does serializer writes.":GOSUB out.string 

param87: 
ramp=87 :GOSUB out.param 
text$="QPDM never does serializer writes.":GOSUB out.string 

param88: 
ramp-88 :GOSUB out.param 
text$="QPDM never does serializer writes.":GOSUB out.string 

param89: 
ramp=89 :GOSUB out.param 
text$="QPDM never does serializer writes.":GOSUB out.string 

param90: 
ramp-90 :GOSUB out.param 
text$="QPDM never does serializer writes.":GOSUB out.string 

param91: 
ramp=91 :GOSUB out.param 
qpdmp=44 :GOSUB pos .qpdm 
GOSUB totals 
GOSUB finish 

param92: 
ramp=92 :GOSUB out.param 
qpdmp=41 :GOSUB pos .qpdm 
GOSUB totals 
GOSUB finish 

param93: 
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ramp=93 :GOSUB out.param 
text$="this will handled only on REV C QPDM silicon.":GOSUB out.string 

param94: 
ramp=94 :GOSUB out.param 
qpdmp=34 : GOSUB pos. qpdm 
qpdmp=35 :GOSUB pos.qpdm 
GOSUB pos.ras 
GOSUB neg.xfg 
GOSUB totals 
GOSUB finish 

param95: 
ramp=95 :GOSUB out.param 
text$="this will handled only on REV C QPDM silicon.":GOSUB out.string 

param96: 
ramp=96: GOSUB out.param 
text$="QPDM never does write transfer cycles.":GOSUB out.string 

param97: 
ramp=97: GOSUB out.param 
text$="QPDM never does write transfer cycles.":GOSUB out.string 

param98 : 
ramp=98: GOSUB out.param 
text$="this will handled only on REV C QPDM silicon.":GOSUB out.string 

closeup: 
IF file=l THEN CLOSE #1 
IF file=O THEN GOTO w1 
OPEN file$ FOR INPUT AS f1 
WHILE NOT EOF(l) 

LINE INPUT f1, a$ 
PRINT a$ 
WEND 

CLOSE fl 
w1: 

GOTO w1 

out.top: 'no input, just print time and date 
PRINT DATE$,tIME$ 
IF file=l THEN PRINTf1,DATE$,tIME$ 
IF sp=2 THEN text$=STR$(20) 'build up a header 
IF sp=3 THEN text$=STR$(16) 
IF sp=4 THEN text$=STR$(12) 
text$=text$+" MHz QPDM at" 
text$=text$+STR$(500/clock(sp»+"MHz" 
PRINT text$ 
IF file=l THEN PRINT f1, text$ 
PRINT ram.vend$(ram.point) 
IF file=l THEN PRINT #1, ram.vend$(ram.point) 
RETURN 

out.string: 
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PRINT textS 
IF file=l THEN PRINTtl,text$ 
RETURN 

out.param: 'print ram parameter text index by ramp (RAM Parameter) 
PRINT 
PRINT ramp,ram.text$(ramp),ram.desc$(ramp) 
IF file=l THEN PRINTtl," 
IF· file=l THEN PRINTtl, ramp, ram. text $ (ramp), ram.desc$ (ramp) 
mint=O: nomt=O: maxt=O 'clear accumulators 
RETURN 

out.problem: 
PRINT "***THERE MAY BE A PROBLEM IN THE ABOVE PARAMETER***" 
IF file=l THEN PRINTtl, "****THERE MAY BE A PROBLEM IN THE ABOVE PARAME­

TER****" 
RETURN 

out.values: 'formatted output 
PRINT USING st2$;text$,min,nom,max 
IF file=l THEN PRINTtl, USING st2$;text$,min,nom,max 
RETURN 

eval.qpdm: 'input is qpdmp. output is min,nom,max all set to (same) value from 
qpar 'qpar of qpdmp. will use clock (sp) if necessary 

IF qpar(l,qpdmp)<>O THEN GOTO eval.qpdml 
PRINT "QPDM Parameter is unused: ";qpdmp 
STOP 

eval.qpdml: 
IF qpar(l,qpdmp»O THEN GOTO eval.qpdm2 
min=qpar (sp,qpdmp): nom=min: max=min 
RETURN 

eval. qpdm2 : 
min=clock(sp)*qpar(l,qpdmp)+qpar(sp,qpdmp) 
nom=min: max=min 
RETURN 

accumulate: 
mint=mint+min 
nomt=nomt+nom 
maxt=maxt +max 
RETURN 

decrement: 
mint=mint-min 
nomt=nomt-nom 
maxt=maxt-max 
RETURN 

change.sign: 
min=-min 
nom=-nom 
max=-max 
RETURN 

get.ras.decode: 
min=ras.decode(l) 
nom=ras.decode(2) 
max=ras.decode(3) 
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RETURN 
get.ras.delay: 

min=ras.delay(l) 
nom=ras.delay(2) 
max=ras.delay(3) 
RETURN 

get.cas.decode: 
min=cas.decode(l) 
nom=cas.decode(2) 
max=cas.decode(3) 
RETURN 

get.cas.delay: 
min=cas.delay(l) 
nom=cas.delay(2) 
max=cas.delay(3) 
RETURN 

get.xfg.decode: 
min=xfg.decode(l) 
nom=xfg.decode(2) 
max=xfg.decode(3) 
RETURN 

get.xfg.delay: 
min=xfg.delay(l) 
nom=xfg.delay(2) 
max=xfg.delay(3) 
RETURN 

get.we.decode: 
min=we.decode(l) 
nom=we.decode(2) 
max=we.decode(3) 
RETURN 

get.we.delay: 
min=we.delay(l) 
nom=we.delay(2) 
max=we.delay(3) 
RETURN 

get.ad.delay: 
min=ad.delay(l) 
nom=ad.delay(2) 
max=ad.delay(3) 
RETURN 

get.early.cas: 
min=early.cas(l) 
nom=early.cas(2) 
max=early.cas(3) 
RETURN 

pos.ras: 
text$="+RAS Decode":GOSUB get.ras.decode: GOSUB pos.delay 
text$="+RAS Delay": GOSUB get.ras.delay: GOSUB pos.delay 
RETURN 

neg.ras: 
text$="-RAS Decode":GOSUB get.ras.decode:GOSUB neg.delay 
text$="-RAS Delay":GOSUB get.ras.delay:GOSUB neg.delay 
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RETURN 

pos.cas: 
text$="+CAS Decode":GOSUB get.cas.decode: GOSUB pos.delay 
text$="+CAS Delay": GOSUB get.cas.delay: GOSUB pos.delay 
RETURN 

neg.cas: 
text$="-CAS Decode":GOSUB get.cas.decode: GOSUB neg.delay 
text$="-CAS Delay": GOSUB get.cas.delay: GOSUB neg.delay 
RETURN 

neg.e.cas: 
text$="-Early CAS": GOSUB get.early.cas: GOSUB neg.delay 
RETURN 

pos.e.cas: 
text$="+Early CAS": GOSUB get.early.cas: GOSUB pos.delay 
RETURN 

pos.xfg: 
text$="+XFG Decode":GOSUB get.xfg.decode: GOSUB pos.delay 
text$="+XFG Delay": GOSUB get.xfg.delay: GOSUB pos.delay 
RETURN 

neg.xfg: 
text$="-XFG Decode":GOSUB get.xfg.decode:GOSUB neg.delay 
text$="-XFG Delay":GOSUB get.xfg.delay:GOSUB neg.delay 
RETURN 

pos.we: 
text$="+WE Decode":GOSUB get.we.decode: GOSUB pos.delay 
text$="+WE Delay": GOSUB get.we.delay: GOSUB pos.delay 
RETURN 

neg.we: 
text$="-WE Decode":GOSUB get.we.decode:GOSUB neg.delay 
text$="-WE Delay":GOSUB get.we.delay:GOSUB neg.delay 
RETURN 

pos.adrs: 
text$="+Adrs Delay": GOSUB get.ad.delay: GOSUB pos.delay 
RETURN 

neg.adrs: 
text$="-Adrs Delay": GOSUB get.ad.delay: GOSUB neg.delay 
RETURN 

finish: 
'write the totals line, the ram parameter line, and the margins 
'print the error message if necessary 
IF ram(ram.point,ramp)<>99 THEN GOTO finishl 
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text$="Not a Parameter for this VRAM Vendor": GOSUB out.string: RETURN 
finishl: 
min=ram(ram.point,ramp): nom=min: max=min: text$="VRAM": GOSUB out.values 
text$="Margins:": min=mint-min :nom=nomt-nom: max=maxt-max: GOSUB out.values 
IF min=>O AND nom=>O AND max=>O THEN RETURN 
GOSUB out.problem 
RETURN 

neg.finish: 
'write the totals line, the ram parameter line, and the margins 
'print the error message if necessary 
IF ram(ram.point,ramp)<>99 THEN GOTO neg.finishl 
text$="Not a Parameter for this VRAM Vendor": GOSUB out.string: RETURN 
neg. fini'shl: 
min=ram(ram.point,ramp): nom=min: max=min: text$="VRAM": GOSUB out.values 
text$="Margins:": min=min-mint :nom=nom-nomt: max=max-maxt: GOSUB out.values 
IF min=>O AND nom=>O AND max=>O THEN RETURN 
GOSUB out.problem 
RETURN 

totals: 
text$="Total Time:": min=mint: nom=nomt: max=maxt: GOSUB out.values 
RETURN 

pos.qpdm: 
text$="+QPDM Para "+STR$(qpdmp) 
GOSUB eval.qpdm: GOSUB out.values: GOSUB accumulate: RETURN 

neg.qpdm: 
text$="-QPDM Para "+STR$(qpdmp) 
GOSUB eval.qpdm: GOSUB change.sign 
GOSUB out.values: GOSUB accumulate 
RETURN 

pos.delay: 
SWAP min,max: GOSUB out.values: GOSUB accumulate: RETURN 

neg.delay: 
GOSUB change.sign: GOSUB out.values: GOSUB accumulate: RETURN 
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3.3 FONT STORAGE IN KANJI ROMS 

3.3.1 Introduction 

This note describes a method of storing very large fonts 
in a Am95C60 Quad Pixel Dataflow Manager (QPDM) 
system. This method avoids the expense and board 
space that would be required to keep the fonts in VRAM 
by allowing them to reside in (relatively slow) MOS 
ROMs. 

3.3.2 String Operations on the QPDM 

The QPDM provides a powerful text manipulation facility, 
described in detail in Chapter 1 0 ofthe Technical Manual. 
An overview is provided here. 

The Font 

A font is stored in display memory (typically with Input 
Block) and the QPDM is notified of the location of the font 
using the Set Character Font Base instruction. Each 
(there may be two) font contains up to 4096 character 
entries, all beginning at the same X address. See Figure 
3.3-1. Each character description begins with a 16-bit 
attribute word which specifies the size of the character. 
This is followed by as many pattern words as are required 
to describe the character. In the font described in this 
section, each character is 24 pixels by 24 scan lines. 
With this mechanization, character are separated hori­
zontally by up to eight blank pixels. 

j.--XII= ~ 
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The String Instruction 

The String instruction is used to move characters from 
the font area to a (normally) visible area of the display 
memory. The String instruction specifies the beginning 
location where the text is to appear. The String instruc­
tion is followed by a variable-length list of character 
codes. Each entry in this list is processed as one 
character. 

The QPDM processes list entries as follows: The entry 
is used as an index into the font. Since characters in the 
font are ordered vertically, the index is a Y -offset from the 
base of the font. The attribute word is fetched first so that 
the QPDM knows the size of the character. 

Then, for each scan line of the character, as many 16-bit 
pattern words as necessary are fetched and placed into 
the display memory. Since we are processing 24-bitwide 
characters, two pattern words per scan line are required 
(the right-most eight bits are discarded). 

The QPDM processes all the scan lines of a character (in 
this case there are 24) and moves the Current Pen 
Position to the beginning of the next character space. 
The high-order bit of the current list entry is tested to 
determine if it is the last in the list. If not, the process 
continues with the next entry. 

3.3.3 Memory Requirements for Very 
Large Fonts 

This method of storing fonts in the display memory 
presents a problem when the fonts become very large. 
Consider a 24 x 24 font containing 8192 entries. Each 
scan line of each character is stored in 32 bits (eight of 
which are unused). There are 768 bits for pattern storage 
plus 16 bits for the attribute word. Each character 
requires 784 bits; the complete font requires over6 Mbits. 
At least in the short run (until 1 M x 4 VRAMs become 
available), this is sufficiently expensive that we would like 
to find a better way. 

3.3.4 The Solution for KANJI 

Kanjifonts are available in 300 ns ROMs. There are two 
sets of three ROMs each; 1st level Kanjicontains 2965 
characters and 2nd level Kanjicontains 3388 characters. 

Each ROM in the three-chip set contains an 8-bit slice of 
each scan line of each character. The ROMs are ad­
dressed in parallel; there are 12 address bits to select a 
character and 5 address bits to select a scan line. Not all 
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ofthe character codes are used, and only the first 24 scan 
lines are used. The arrangement of the three ROMs is 
shown in Figure 3.3-2. The development of the ad­
dresses is shown in Table 3.3-1 

These ROMs have an access time (both address and 
Chip Select) of 300 ns, but the QPDM provides the 
address only 60 ns before the data are required. So there 
is insufficient memory access time. This problem is 
solved by pipelining the accesses. 

Figures 3.3-3 and 3.3-4 show how this works. When the 
QPDM executes the display memory read to fetch the 
attribute word, this is detected in the PAL device since X11 
is a one and Xg through X4 are all zeroes. This is defineo 
as an attribute word. EN_ATTRIB_WORD* enables U6 
and U7 onto the OM lines during CAS. This is a "hard­
wired" attribute word which specifies a 24 x 24 character. 
The bits in the attribute word are described in Section 
3.3.5. 

During this same memory cycle, the character address is 
clocked into U2 and U3 with ClK_CHAR atthe beginning 
of CAS. Further, the scan line number (which always 
begins at zero) is clocked with ClK_SCAN_L1NE, also at 
the beginning of CAS. X10 is also clocked with 
ClK SCAN LINE. This is used to enable one or the 
othertriplet of ROMs based on the level selected. 

The ROMs begin to access the data for the first scan line, 
i.e., scan-line number zero, as the QPDM completes 
fetching the attribute word. Even assuming back-to-back 
cycles, the ROMs have somewhat over 300 ns before the 
data are required. 

When the QPDM executes a memory-read cycle to fetch 
the first word of the first scan line, the address will have 
both 'Sl. and X:'Las ones. The PAL device U5 will make 
EN_lt:t-T_WOHD* active while ICAS is active, gating 
the upper 16 bits onto the OM lines via U8 and U9. At the 
falling edge of ICAS, ClK_RIGHT_WORD will clock the 
lower eight bits into U10. 

When the QPDM executes a memory-read cycle to fetch 
the second word of the first scan line, the address will 
have X 1 and Xs ones, and X4 will be a zero. The PAL 
device kill then make term EN_RIGHT_WORD* active 
which will enable the lower eight bits of the font onto 
DM15-8 via U10 and zeroes onto DM7_ via U11. The 
purpose of the zeroes is to guarantee tlanks between 
characters. At the falling edge of ICAS, Xg through X.li are 
clocked into U4 with ClK SCAN LINE and the RuMs 
will begin to access the second scan line (scan line one). 
Referring to Table 3.3-1, one can observe that X4 from 
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Table 3.3-1 Address Blta 

ROM ADDRESS BIT QPDMSOURCE CONFIGE CONFIGD 

A1S V11 A10 @CAS Ag@CAS 

A15 V10 Ag@CAS Aa@CAS 

A14 Vg Aa@CAS A,@CAS 

A13 Va A,@CAS Aa@RAS 

A12 V7 A,@RAS A7 @RAS 

A11 Vs As@RAS As@RAS 

A10 Vs As@RAS As@RAS 

Ag V4 A4 @RAS A4 @RAS 

Aa V3 ~@RAS A3 @RAS 

A7 V2 ~@RAS A2 @RAS 

As V1 A1 @RAS A1 @RAS 

As Vo Ao@RAS Ao@RAS 

A4 Xg As@RAS A5 @RAS 

A3 Xa A4 @RAS A4 @RAS 

A2 X7 ~@RAS A3 @RAS 

A1 Xs ~@RAS A2 @RAS 

Ao Xs A1 @RAS A1 @RAS 

The purpose of this table is to indicate the detailed source of each address bit into the ROM. The column labeled 
"OPOM SOURCE" is the V or X address bit internal to the OPOM. The columns labeled ''CONFIG E" and "CONFIG 
0" indicate which address pin of the OPOM presents the address bit and whether it comes out during RAS or CAS time. 

Xll=1 indicates the access is a Kanji font address. Xl0 selects first level or second level Kanji. 

A16 through As select a character in the ROM; A4 through Ao select a scan line. 
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the CPOM is not part ofthe address going into the ROMs, 
but is used to determine which half of the character 
should be fetched. 

When the CPOM executes a memory read cycle to fetch 
the first word ofthe second scan line, X.! will be a one. The 
PAL device makes EN_LEFT_WORu· active and the 
process continues. 

3.3.5 Remarks 

The X11 Problem 

This solution requires that the CPOM emit address Xu 
which is not the case for memory configurations 0 and E 
(see Chapter 12 of Tech Manual). The third major 

BIT 
VALUE 

FIELD 

15 I 14 I 13 I 12 
1 I 1 I 0 I 0 

H 

11 I 10 I 9 I 8 
o I 0 I 0 I 0 

S 

revision of silicon (REV. C) supports these two address 
bits in configurations D and E. 

An interim solution is diagramed in Figure 3.3-5. The 
CPOM is actually programmed for memory configuration 
C (see Section 12 of the technical manual) so that 
address X1\ is available. Then, we externally put a 
multiplexer 10 front of ~ to the VRAMs to make the 
addresses the same as they would have been in configu­
ration E. The implementer must insure that no RAM 
timing parameters are violated. Row address set-up and 
hold times should be checked especially carefully. 

The Form of the Attribute Word 

The attribute word should be as follows: 

7 I 6 5 I 4 I 3 I 2 I 1 I 0 
o I 0 o I 1 I 1 I 1 I 0 I 0 

0 ICO 

H is set to 1100 (decimal 12). Assuming cell scale is 2, this corresponds to 24 scan lines of active characters. If the 
cell scale is set to 4, this should be 0110 (decimal 6). 

S is set to 0000 because we do not want any space above characters. 

o is set to 00 to force left-to-right character positioning. 

ICO is s!'!t to 01 1100 (decimal 28). Since the character occupies 24 pixels, this leaves four pixels between 
characters. These pixels are forced to zero by U11. Since eight zeroes are provided, the ICO could be as much 
as 32, leaving eight pixels between characters. 

An ...... SlOl.eft SlO Right SLll.eft 81.1 Right 

RAS 

CAS 

ClK-CHAR 

CLK-SCAN-
LINE 

EIMTIRIB-
WORD' 

EN-LEFT· 
WORD' 

EN-RIGHT-
WORD' 

PROM 0 
Address 

X-AddI888 0 2 3 4 
fromQPOM 

Figure 3.3-3 Timing Diagram 

3-44 



All ....... - ....... -------f 

QPOM 

RASI_---I 

CASI---L..J~=~~;;;;;t..., 

CHAPTER 3 
Display Memory Bus 

DM1~--------~-+_-------+-_I_-~--;_---

DM~I_---------~---------+-----+-----

Figure 3.3-4 logic Diagram 

Intervening Memory Cycles 

Memory cycles can intervene between accesses to the 
font memory. There will certainly be write cycles to 
Visible Display Memory, and there normally will be trans­
fer cycles and refresh cycles. This is no problem so long 
as none of them make Xll a one, because the registers 
in the ROM logic will remain static. The QPDM will not 
make Xll a one during transfer or refresh cycles. It is up 
to the userto avoid using addresses that would make Xll 
a one during read or write cycles. 

Preventing a Bus Crash 

The implementer should use Xll to prevent the VRAMs 
from executing read cycles when the Font ROM is being 
accessed. Otherwise, a bus contention will result with 
both the VRAMs and ROMs attempting to put data onto 
the DM lines. 

Logic Minimization 

I made no attempt to minimize the logic in this note since 
I wanted clarity of purpose above all else. It is possible, 
for example, to combine U6 and U8 into a single PAL 
device (16H8). Another possibility is to combine U7, U9, 
and U11 into a single PAL device. 

As Cf7atRAS) 
(XII aICAS) 

MUX 

s 

to VRAMs (A7 ) 

RAS" ____ .... 

(0 selects As) 

RAS ,'--___ ---'r-
CAS ,\.-_-.Jr-

~~~X~ ____ Y~8 _____ ~ 

PIO 09682A 3.3-5 

Figure 3.3-5 Xll Solution 
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X11,X9,XB,X7,X6,XS,X4 
RAS,CAS 
POS_RAS 
ClK_CHAR 
ClK_SCAN_LlNE 
EN_lEFT_WORD 
EN_RIGHT_WORD 
ClK_RIGHT_WORD 
EN_ATTRIB_WORD 
SPARE_IO 
SPARE_IN 

POS_RAS 
ClK_CHAR 

ClK_SCAN_LlNE 

liEN_lEFT_WORD 
IIEN_RIGHT_WORD 

ClK_RIGHT_WORD 

IIEN_ATTRI B_WORD 

IC# Type 

# 
# 
# 
# 

U1 
U2 

Octal FF 
Quad FF 

U3 
U4 

US 
U6 
U7 
UB 
U9 
U10 
U11 

Octal FF 

Hex FF 

PAL Device 
Octal Buffer 
Octal Buffer 
Octal Buffer 
Octal Buffer 
Octal FF w/3S 
Octal Buffer 

Table 3.3.2 PAL Equations 

PIN 1,2,3,4,S,6,7; 
PIN B,9; 
PIN 19; 
PIN 1B; 
PIN 17; 
PIN 16; 
PIN 1S; 
PIN 14; 
PIN 13; 
PIN 12; 
PIN 11; 

!RAS; 
X11 &!X9 & !X8 & IX7 & !X6 & IXS & IX4 & IICAS; 

X11 & !X4 & ICAS 

X11 & X4 & !CAS 
X11 & X9 &IX4 & !CAS 
X11 & XB & !X4 & ICAS 
X11 & X7 & IX4 & !CAS 
X11 & X6 & !X4 & !CAS 
X11 & XS & !X4 & ICAS; 

X11 & X4 & ICAS: 

X11 & !X9 & !XB & IX7 & !X6 & IXS & !X4 & !CAS 

Table 3.3.3 Device Type and Purpose 

Purpose 

Save Row Address until CAS time. 
Contains Yll,10,Q,8 ((High Order Char Adrs) 
Contains Y7-YO (low Order Char Adrs) 

Contains X10-XS (Select and Scan Line) 

Control 
Emits left Byte of Attribute 
Emits Right Byte of Attribute 
Buffers Top Byte of Kanji Character 
Buffers Middle Byte of Kanji Character 
Latches, Buffers low Byte of Kanji Character 
Emits eight zeros for inter-character space 

The purpose of this table is to indicate the device type and purpose of each IC in this design, It really could be part 
of the block diagram. 
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CHAPTER 4 

Video Bus 
4.0 INTRODUCTION 

This section covers the Video Bus, defined as the monitor 
controls and the serializers. The monitor controls 
(HSYNC and VSYNC) are covered first. Then we pres­
ent three detailed examples of the video serializers. The 
first serializerused in the AMO evaluation/demonstration 
board is suitable for video rates up to 40 MHz. The 
second serializer uses Am8177s and is suitable for video 
rates up to 125 MHz. The third serializer uses Am8172s 
and is suitable for video rates up to 125 MHz. These 
serializers have all been built and tested. 

For a detailed analysis of a demonstration levaluation 
board that was built and tested, please refer to 
Section 5. 

4.1 VIDEO BUS 

In this section we discuss the ways of designing the video 
bus portion of a apOM design. We first talk about the 
monitor controls and then cover three different video 
serializers. 

4.1.1 Monitor Controls 

The three monitor controls from the apOM (BLANK, 
HSYNC, and VSYNC) have substantial (greater than 
one-tenth dot clock) timing uncertainty and will have to be 
resynchronized prior to use. In general, the timing with 
which the SYNC signals are synchronized is not critical, 
so long as it is consistent (does not vary more than a 
fraction of a dot time from scan line to scan line). If the 
design provides a timing pulse that is synchronous with 
VIOCLK and is guaranteed to follow the positive edge by 
at least timing parameter 1 03 plus the register set-up 
time, there will be no problem. The SYNC pulses may be 
buffered (with or without inversion) and driven directly to 
the monitor. Alternatively, the SYNCs may go to the color 
palette to be mixed with the video (usually green). 

The time at which BLANK must be synchronized is very 
much dependent on how the serializers work. We will 
cover this in the discussion of each of the three serializer 
methods. 

4.2 SERIALIZERS IN GENERAL 

The final serialization process is the responsibility of the 
system deSigner, not the apOM. The apOM will execute 
the transfer cycles to load the scan line into the VRAM 
serial port and provide the blank signal to indicate when 
the actual serialization should take place. The usertakes 
care of the rest. 

If the system contains Am8172 VOAF's or the equivalent, 
the apOM will take care of loading the INPUT side of the 
FIFO but taking data out of the FIFO must be done by the 
user. 

4.2.1 Slow-speed Serializers 

An example of slow-speed serialization is covered in 
some detail in Section 5.1. To re-cap, the apOM display 
memory is organized in 16-bit words. Thus, the display 
memory chips are allocated four (64K • 4) to a bit plane. 
We use the serial output enables on the four chips to 
multiplex to a 4-bit bus. This bus is loaded into a 4-bit 
parallel-to-serial shift register with synchronous reset. 
Every four bit times, the shift register is loaded. During 
blanking time the output ofthe shifter is forced to a "O"with 
the synchronized blanking pulse. 

The longest path in this circuit is shown in Figure 4.1-1. 
The dot clock causes a change in the dot counter value 
(U,o)' which makes VRAM output enable active (U,,). This 
in turn puts serial data from one of the VRAMs onto the 
nibble bus. This data must be set up before the fourth 
subsequent dot clock arrives at the serializer(U,.). The 
table below summarizes for various families of PAL 
devices. In each case, we assume -12 VRAMs. In 
practice, this should be compared to tmax for the PAL 
Family. 

Table 4.1-1 Summary of PAL devices 

Parameter 16XXTyp 16XXMax 16XXA Max 16XXB Max 

U,o teo 17 25 15 12 
U. tpo 23 35 25 15 
VRAMt_ 20 35 35 35 

U,. t. 20 30 15 10 
Total 80 125 90 72 
TotaVBit 20 31 22 18 
Freq 50 32 44 56 
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4.2.2 High-speed Serializer without HW 
Windows (Am8177) 

The following discussion assumes the reader has access 
to the data sheets for the parts that are used in the 
examples. These parts and their data-sheet numbers 
are listed below: 

Am8151 Graphics Color Palette (GCP) 
Am8158 Video Timing Controller (VTC) 
Am8172 Video Data Assembly FIFO (VDAF) 

Am8177 Video Data Serializer (VOS) 

046530 
04659C 
07554A 

07080B 

Figures 4.1-2 and 4.1-3 are schematic fragments show­
ing a method of serializing video at up to 125 MHz. This 
method does not provide for a hardware window and 
requires that the screen be placed on a 16-bit boundary. 

Figure 4.1-2 shows an Am8158 Video Timing Controller 
used to generate the Oot Clock and VIOClK. Oot Clock 
is generated on board the Arn8158 with a built-in oscilla­
tor and 5Xfrequency multiplier. VIOClK is generated in 
the Am8158 with a divider that is programmed for divide­
by-16. VIOClK is buffered to minimize loading in the 
Arn8158 and drives the QPOM VIOClK, as well as being 
used to generate the shift clocks for the VRAMs. 

Dot 
Clock 

U10 
COUNT 

U9 
ENABLE 

OClKOUT is buffered in three sections of a 10103 to 
provide two copies of the clock for the 8177 VOSs and 
both rails forthe Am8151 GCPs. The fourth sectionofthe 
10103 is used to gate the load pulse to the serializers. 
Using all the sections of a single chip to generate these 
signals ensures that the skew will be minimized. 

puulng Words Into the Serlallzer 

The Arn8158 generates lO* during the last dot clock of 
any VIOClK during which VC was ever lOW. The 
relationship amongst these signals is shown in Figure 
4.1-4 OOT.ClK and VIOClK (CClK) run continuously. 
QBlANK from the QPOM goes not active during the 
VIOClK period before the video will actually begi n which 
causes lO* during the last OOT.ClK of that VIOClK. 
This loads the first 16-bit word into the Am8177 serializer 
(this is shown as word 0 of VIOEO). Eight bit times later, 
SHIFT.ClK goes high to clock the next 16-bit word into 
the VRAM serializer outputs. Actually, this can occur 
almost anywhere during the word; the falling edge of 
VIOClK is a convenient time. Then, during the very last 
OOT.ClK of the first word, lO* goes active again to clock 
the second word into the Am8177s. This continues until 
the very last word has been serialized. 

U14 
RED 

09862A4.1·1 

FIgure 4.1-1 Slow Serlallzer 
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Figure 4.1-2 High Speed Serlallzer without HW Window - Controls 
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Figure 4.1-3 High Speed Serializer with HW Window - Serlallzer 
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Scan Line End CondItIons 

It is necessary now to examine the beginning and the end 
of scan lines. As it turns out, the BLANK input of the 
Am8151 is a TIL signal and cannot be used to start and 
stop the video at precisely the correct times. Rather, we 
guarantee that the video outputs of the Am8177 is all 
zeroes before and aftmthe active portion ofthe scan line 
and require thatthe 0 entry ofthe Am8151 lUT gener­
ate black video. This is accomplished by connecting the 
serial input of the Am8177 to an ECl zero and suppress­
ing the load signals except during the active portion. The 
Am8158 suppresses the lO* pulses before the active 
video. The Am8158 generates one lO* pulse after the 
active video (because the QPOM doesn't drive QBLANK 
active in time); we suppress this lO* pulse with 
ECL.BlANK in the fourth section of the Am1. 01 013. Note 
that ECL.BLANK doesn' need to have very precise 
timing. 

To guarantee that the monitor will accomplish OC resto­
ration correctly, we must drive the video to blank (rather 
than black) during HSYNC. QBLANK is AN Oed with a 
delayed QBLANK before going to the Am8151. This is 

OOT.CLOCK 

CClK 

QBLANK \ 

lO" U U 

LSR" U U 

SHIFT.ClK 

VIDEO 
word 0 

shown as 51 BlK in Figure 4.1-4 51 BlK goes not active 
before the beginning of the scan line but this doesn't 
cause any problem because the video is still black. 
51 BlK does not go active until slightly after the end ofthe 
scan line butthis doesn' cause any problem because the 
video is already black (because the Am8177s ran out of 
data to serialize). 

VRAM Serial Shifter Control 

We must provide a shift pulse to the VRAMs after the 
transfer cycle and before the first lSR*. This clocks the 
first word to be serialized into the VRAM serial outputs. 
This is done in the PAL device in Figure 4.1-2 which 
monitors XFER* to generate the initial pulse. It then 
generates an edge for every VIOClK after the active 
portion of the scan line has begun. 

4.2.3 High-speed Serializer with HW Win­
dow (Am8172) 

Figures 4.1-5 and 4.1-6 are schematic fragments show­
ing a method of serializing QPOM video with a hardware 
window. This uses the Am8172 Video Oata Assemblyl 

r / .. 

r 
"U U U 

r 
"U U 

r word 78 word 79 

" 

\I-_________ -:f;.-________ ----'I,.) 
09862A4.HI 

51BlK 

Figure 4.1-4 High Speed Serlallzer without HW Window - Timing Diagram 
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Figure 4.1-5 High Speed Serializer with HW Window - Control 
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VIDCLK 

58 LK 

to 8151 

D9862A 4.1·6 

Figure 4.1-6 High Speed Serializer with HW Window - Serializer 
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FIFO (VDAF). The VDAF provides two functions. The 
first function is that of a "rubber- band" to provide video 
when the VRAMs are executing transfer cycles. The 
second function is to discard unused bits at the edges of 
windows. 

Figure 4.1-5 shows the Am8158 and associated logic. 
This is similar to the Am8158 schematic shown in Figure 
4.1-2 exceptthat we need to load the final serializer every 
eight pixels rather than every 16. This is done by 
programming the CCLK divider for eight rather than for 
16. In addition, we divide this clock by 2 to generate 
VIDCLK (to keep VIDCLK below 15 MHz). 

Figure 4.1-6 shows the VRAM serializers, the Am8172, 
and the control logic. We consider first the removal of 
data from the VDAF and then the loading of the VDAF. 

Removing S(!rial Data from the VDAF 

Figure 4.1-7 is a timing diagram showing how the seriali­
zation controls are used to drive the Am8172. Observe 
that the horizontal scale for this diagram is by byte 
whereas for Figure 4.1-4 it is by word. CCLK is generated 
in the Am8158 and divided by two to generate VIDCLK. 
When QBLANK goes not active the first LD* pulse forthe 
scan line is generated which in turn generates the first 
LSR* pulse to the Arn8172s. 51 BLK will have already 
gone not active but the pixels before active video will be 
black. 

CCLK 

VIDCLK ~ 

QBLANK \ 

LO" U U 

LSR" U U 

VIDEO 
Byte 0 

51BLK \ 

Scan Line End Conditions 

At the end of the scan line, the finalLD* pulse has to be 
suppressed; this is done by ANDing with ECl.BLANK. 
As in the case of using the Am8177, the timing of 
ECl.BLANK is not critical. The serial video from the 
Am8172s goes to a set of three Am8151 color palettes 
and thence on to a monitor. 

Putting Data Into the VDAF 

Figure 4.1-8 is a timing diagram showing the video bytes 
being loaded into the Am8172 VDAF. For purposes of 
timing analysis, it is easiest to use DSTB from the QPDM 
as the reference. VSTB from the QPDM changes be­
tween 0 and 10 ns following each positive edge of DSTB 
(this is QPDM parameter 80). CDAT has 8 ns setup 
(QPDM parameter 81) and 15 ns hold (QPDM parameter 
82) from each positive edge of DSTB. All the signals 
which go between the QPDM and the VDAF pass 
through a common 22V1 0 PAL device. Using this com­
mon device, even for signals which have no logical 
requirement, guarantees that the skew will be minimized. 

We will generate ACDO-2 directly from CDATO-2 and 
DCLK will come from DSTB. The multiplexer select will 
come from VSTB. The VRAM serial clocks will be 
generated from DSTB immediately after the data has 
been clocked into the VDAF. The two clocks (CLK.HI and 
CLK.LO) will be generated out of phase. 

[ I , 

r • U U U 

r • U U 

[ Byte 78 Byte 79 . 
r I • 

09862A 4.1-7 

Figure 4.1-7 High Speed Serlalizer with HW Window· Timing Diagram 
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ACD Setup and Hold Times 

The VOAF has a 5 ns setup from ACO before OCLK can 
rise. The QPOM provides 8 ns setup from COAT to 
OSTB. We get a timing margin of 3 ns. 

Parameter min typ max 

OPDM Para 81 8 8 8 
+ PAL (DSTB - DCLK) 5 10 15 
- PAL (CDAT - ACD) 5 10 15 
Totals 8 8 8 
Required (Para 7) 5 5 5 
Margins 3 3 3 

The VOAF has a 10 ns hold time after OCLK rises before 
ACO can change. The QPOM provides 15 ns hold time. 

Parameter 

OPDM Para 82 
- PAL (DSTB - DCLK) 
+ PAL (CDAT - ACD) 
Totals 
Required (Para 8) 
Margins 

min 

15 
5 
5 

15 
10 
5 

typ max 

15 15 
10 15 
10 15 
15 15 
10 10 
5 5 

Data Setup and Hold Times 

CHAPTER 4 
Video Bus 

The VOAF requires that the data (from the VRAM serial­
izers) be valid 5 ns before OCLK can rise. This setup is 
interesting because it actually begins a full OSTB early. 
In the worst case (the PAL device is very fast and the 
multiplexer is very slow). the margins are 22 ns. 

Parameter min typ max 

DSTB Period 50 50 50 
- OPDM Para 80 10 5 0 
- PAL (VSTB - mux) 5 10 15 
-Mux (Sto 0) 21 14 7 
+ PAL (DSTB1 - DCLK) 5 10 15 
Totals 24 41 58 
Required (Para 5) 2 2 2 
Margins 22 39 56 

The VOAF requires that the data be held on 07-0 for 5 ns 
after OCLK has risen. In the worst case (the PAL device 
is very slow. delaying OCLK). the timing margin is 2 ns. 
This assumes an extremely fast multiplexer as well. 

I \\..._--J \ 

VSPB 00 \\\\ 

I 

00 

\~ _ _JI 

\\\\ 

\~_-,I 

00 

CDAT =x_---.JX~ _ _'X'-------JX'_ _ _JX~ _ _JX'_ _ _JX~ _ _'X~ _ _JX~ _ __'x:::= 
MUX 

Select 000 \\\\\\ I/lOl \ ..... \\..o..;\ ..... \\.....,\'--_....s.I..L.oI1 ..... I.LJ0 

D S TB1 _-,I ..... I.l..JO \\\\ 00 \\\\ ml \\\\ 00 \\\\ /01 

D7~ ________ X~V~AL=ID~X~ ____ ~X~V~AL~ID~X~ ____ ~X~V~AL~ID~X~ ____ ~X~V~A=LlD~X~ ____ ~X~V~AL~ID~ 

ACD 

DCLK /00/ \\\\\\ 000 \\\\\\ mm \\\\\\ 10m \\\\\\ mm 
ClK.HI \\\\\\\ /00 \\\\\\\ 000 \\\\\\ 

ClK.lO Imm \\\\\ 1////0 \\\\\\ 000 

Figure 4.1-8 VDAF Timing Diagram 
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Parameter min typ max 

QPDM Para 80 10 5 0 
+ PAL (VSTB - mux) 5 10 15 
+ MUX (Sto Q) 21 14 7 
- PAL (DSTB - DCLK) 5 10 15 
Totals 31 19 7 
Required (Para 6) 5 5 5 
Margins 26 14 2 

SBCLK Generation 

When the transfer cycle is executed to move the scan line 
or partial scan line into the VRAM serial registers, the 
QPDM places data on the CDAT lines to identify the first 
bit to be serialized. The interface has to recognize this is 
taking place and generate a positive edge on SBCLK at 
the correct time. 

Figure 4.1-9 is a timing diagram that shows when this 
clock is generated. Two inputs of a PAL device monitor 
XFG and RAS to determine when a transfer cycle is 

XFG ,~----~---------

taking place. This is the case when XFG is low and RAS 
is high (that is, a transfer cycle is about to begin). This is 
fed back and latched until RAS goes inactive. 

The VDAF requires 15 ns setup time from ACD to the 
positive edge of SBCK; the QPDM provides only 10 from 
CDAT valid to RAS falls. We solve this problem by 
throwing another PAL output at it. That is, we delay RAS 
once through the PAL and use the result to time SBCK. 

TELSC (That Extra Little Shift Clock) 

We have saved the best for last. We must provide one 
shift pulse to the VRAMs after the transfer cycle and 
before the first data bits are clocked into the VDAF. 
Figure 4.1-10 shows the timing required to accomplish 
this. 

The bounds on the time at which the edge can occur are; 
The edge cannot occur too soon after the rising edge of 
XF-G (atthe VRAM) or it will violate VRAM parameter 48. 

Requires 15 setup, 
15 hold ~ r- p49=12ns 

------..;~_------.J/ 

p50 = 10 ns -.I 'l:- p51 = 65 ns --I 

RAS 

COAT __________ ~Xr----~--~V~a~lid~S~t-art-B~i-~------~x::: 

DRAS -----------""'I:\T\"\\~\\ 

-------~~----------~~ ACO 

SBCK 
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Figure 4.1-9 SBCLK Generation 
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It must occur soon enough to insure the data is available 
and through the multiplexer to meet the VRAM set-up 
time to the first DCLK. 

Parameter 

OPDM Para 34 
+ OPDM Para 55 
+ PAL (DSTB - DCLK) 
- XFG Buffer Delay 
- XFG - XFG_D Delay 
- XFG_D - SCLK Delay 
- SC Access Time 
-Mux D-Q 
Total 
Required (Para 5) 
Margins 

min 

14 
40 
5 

15 
5 
5 

10 
5 

19 
5 

14 

CHAPTER 4 
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typ max 

14 14 
40 40 
10 15 
12 10 
5 5 

10 15 
10 10 
10 14 
17 15 
5 5 

12 10 

The trailing edge of XFG is probably the best edge from 
which to generate the extra shift clock. It occurs a little 
earlier than the shift clock should and it is the edge from 
which the critical timing parameter is measured. XFG at 
the VRAM should be used; this eliminates timing uncer­
tainties through the buffer. If this goes directly into the 
PAL device, there is a possibility of the SCLK coming too 
early (the PAL minimum delay is 5 ns and we require 10 
ns). So a 5 ns active delay line must be inserted. 

For Rev.C and later, this is unnecessary because the 
Now we consider whether the data will be available atthe 
VDAF inputs in time. As before, we have a 5 ns setup 
time. Beginning with XFG rising edge, we have: 

RAS 

CAS 

XFG 

VSTB 

DSTB 

DCLK 

XFER 

SCLK 

QPDM itself will generate the pulse. 

-+lI+-
S ns 

55 

Figure 4.1-10 Extra Shift Clock Timing 
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CHAPTER 5 ~ 

Evaluation and Demonstration Board 

5.0 EVALUATION AND DEMONSTRATION 
BOARD 

In this chapter we describe an evaluation Idemonstration 
board designed and built by AMO. This board has been 
put into pilot production; the design has been thoroughly 
tested. 

5.1 PC INTERFACE 

5.1.1 Address Buffers 

We need to buffer 20 address bits onto the board. Each 
Am29C827 contains 10 bits per device. The two buffers 
needed are U46 and U47. U47 is shown on Sheet 2 of 
the schematic diagram; U46 is shown on Sheet 3. Be­
cause 29C827s suffered supply shortage in early 1987, 
some boards may be populated with 29827s. These 
consume somewhat more power than the CMOS version 
but otherwise present no problem. 

5.1.2 Address Decoder 

AddressdecodingisdoneinU36,anAmPAL22V10. We 
must monitor 18 address lines (BA 19-BA2) and generate 
four address match terms. The address match terms are: 
PROM*, QPOM·, LUT*, and AUX·. This PAL device 
must be replaced in orderto move any function within the 
address space. The equations for this PAL device are in 
Section5.9.1. The PAL device isshownonSheet20fthe 
schematic diagram. 

5.1.3 System Bus Control Decoders 

The control decoder for the system bus interface is split 
into two devices, both AmPAL22V10s. BCONT, refer­
ence designator U29, controls the data buffers and 
PROM enables. 10CONT, reference designator U21, 
controls the 1/0 devices. These two devices take the four 
address match terms from U36, and eight command lines 
and a single address line from the system bus. The 
outputs are the controls for the three data buffers, RD· 
and WR· forthe QPOM, two control lines for the Am8159, 
separate enables for the two PROMs, and a control line 
for the AUX register. The equations for these PAL 
devices are in Sections 5.9.2 and 5.9.3. U21 is shown on 
Sheet 2 of the schematic diagram and U29 is shown on 
Sheet 3. 

5.1.4 Data Buffer 

Three 8-bit bidirectional buffers are used to get data on 
to and off of the board. The table below shows the refer­
ence designator and bus assignments for the devices: 

Device Enable Tarm System Bus Intarnal Bus 

U .. E_HLBUF* 80, •.. 8008 10B, •.. IDB. 
U .. E_LO_BUF* 807 •• 80. IOB7·.I0B. 
U34 E_8W_BUF* 807 •• 80. IOB, •. .I0B. 

These buffers are shown on Sheet 3 of the schematic 
diagram. 

When the board is plugged into an 8-bit backplane (PC or 
XT), buffer U45 is never used. Buffer U48 transfers all 
data onto and off of the board and U34 is used to transfer 
bytes from the left EPROM (U6) to the low-order data 
bus. 

When the board is plugged into a 16-bit backplane (AT), 
all transfers to and from the QPOM and the PROMs take 
place in 16-bit mode. U48 transfers the low bytes and 
U45 transfers the high bytes. The software must be 
compiled differently for each case. 

5.1.5 SYSCLK Generator 

Y 2 is a standard crystal oscillator with a TTL output. To 
insure that the SYSCLK input to the Am95C60 is as 
nearly symmetrical as poSSible, the oscillator operates at 
twice the desired SYSCLK frequency. This 2X signal is 
divided by two in a 74F74, at reference designator U17. 
The output of the F74 drives only the SYSCLK input and 
is terminated to minimize undershoot. The terminator is 
physically placed at the end of the trace farthest from the 
F74• Y2 and U17 are shown on Sheet 4 of the schematic 
diagram. 

For a 20 MHz operation, a 40 MHz oscillator is chosen. 
When the board is set up for a 16 MHz operation, a 32 
MHz oscillator is chosen. 
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5.1.6 INT Jumpers 

The INT output of the Am95C60 is active HIGH. H is 
buffered in a 74S244 (reference designator U4) to make 
a term called BINT. This can be connected to any ofthree 
interrupt input pins at jumper block W4. The interrupt 
inputs which may be chosen are INT2, INT3, and INTs. 
These are the interrupts that are least likely to be used in 
a standard PC. The software available from AMD that 
uses interrupts is configured for INT5• U4 is shown on 
Sheet 8 of the schematic diagram. 

5.1.7 System Bus Cycles with QPDM 

In general, the timing for system bus cycles with the 
QPDM all comes from the PC bus timing. This is due to 
the generous margins provided in the PC. 

CPU Read Cycle from QPDU 

Figure 5.1-1 shows the timing involved in a CPU read 
cycle. The cycle begins when the address settles some­
time during clock T1• This makes term QPDM* (which is 
the QPDM chip select) active. Near the beginning of T2, 

T1 T2 

Clock 

IOR* on the bus becomes active. PAL device U21 

generates QPDMRD* to the QPDM and makes the buffer 
control terms active. Within 100 ns, the read data are 
valid at the QPDM and within another 20 ns, are valid on 
the bus. The data are not required on the bus until just 
before the beginning of T4• At the beginning of T4, IOR* 
goes inactive, making QPDMRD* at the QPDM, as well 
as the buffer control terms, inactive. At the end of T4, the 
address changes, making CS* at the QPDM inactive. 
This completes the cycle. 

CPU Write Cycle to QPDU 

The timing for aCPUWriteCycleisshown in Figure5.1-2. 
The cycle begins when the address becomes valid late in 
T,. This generates QPDM*, which is the QPDM Chip 
Select. During T2, the term IOW* on the bus goes active, 
which makes QPDMWR* to the QPDM and the buffer 
control terms active. The data on the bus is valid later in 
T 2. IOW* on the bus goes inactive at the end of T w' which 
allows QPDMWR* and the buffer control terms to go 
inactive. The cycle completes at the end of T4, when the 
address changes, making QPDM* (CS* to the QPDM) 
inactive. 

T3 TW T4 T1 

A9...AO X, X~~ ___ _ -------- .~.------------------~ . 
QPOM' 

lOR' 

QPOMRO* 
Buffer Control 

\ /~---

\\ • \ 
OataValid ------------<XX\I!~~ __________ »)---------

OataReqUired ___________________ <'-__ --')~-------
- 9682A5.'.' 

Figure 5.1-1 CPU Read Cycle 
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TW T4 T1 

__________ ~xu,~ __________________ ~x~,~-------
QPDM' ------------~\ }~-------
A9 ... AO 

lOW' \'\ I 
~ 

QPDM WR' ------------. ,....---------
Buffer Control \ / 

'------~ 

Data Valid --------------~(~--------------~)~------

Data Required -------------------------.(0)--------
9682A5.1·2 

Figure 5.1·2 CPU Write Cycle 

5.1.8 DMA Modifications 

After this board was put into production, AMD decided 
that 16-bit DMA transfer to the instruction FIFO was 
necessary., This would make it possible to drive the 
QPDM to saturation with a 286-class processor. 

The modification is shown in Figure 5.1-3. A DMA Ac­
knowledge ''fakes'' a write to the instruction FIFO. This is 
done by forcing QPDMCS·, AEN* and ALE·. In addition, 
both address inputs to the QPDM are forced low. 

U36·19 

U46·22 

U46-21 

J1·A11 

J2·28 

(FD near 
u29-1ol 

(FD near 
U28-1lJ 

U27 =er-
CPOM· 

2 19 
BA1 

3 18 
BA2 

4 17 
AEN 

5 16 
AlE 

6 15 

7 14 

8 13 

9 12 

1 11 

Figure 5.1·3 
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5.2 DISPLAY MEMORY INTERFACE 

The display memory interface is tailored to allow 20 MHZ 
QPDM operation with 120 ns VRAMs. This involves 
careful buffering and generating ICAS as early as pos­
sible. 

The display memory is implemented with 64K x 4 
VRAMs. Four devices per bit plane (total of 16 on the 
board) allow fora bit map of 1 Kx 1K. Actually, the bit map 
could be configured as 256 X4K, 512x 2K or 1Kx 1K by 
reprogramming the Memory Mode Register (Register 
23). The software that comes with the board uses only 
the 1 K x 1 K configuration. 

5.2.1 Address Buffer 

The display memory addresses are buffered from ADo­
AD7• The buffer used here is an Am2966 (reference 
designator U16 shown on Sheet 5 of the schematic 
diagram). Since 16 devices are driven with a maximum 
of 5 pF input capacitance each, we estimate a maximum 
of 90 pF loading on this 2966. Using the chart in the 2966 
data sheet, we estimate the delay through this buffer to 
be between 1 0 and 17 ns. 

Si nce the edge rates of the 2966 are relatively slow, due 
to the internal series resistors, we would not expect any 
significant undershoot or ringing on these lines. 
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5.2.2 Write Enable Buffer 

The four write enables from the OPOM are buffered in 
half of an Am2966 (reference designator U5 shown on 
Sheet 5 of the schematic diagram). Each output drives 
four VRAMs with a maximum of 5 pF input capacitance 
each, for a total of 20 pF. Using the chart in the 2966 data 
sheet, we estimate the delay through this buffer to be 
between 6 and 11 ns. 

5.2.3 XFG Buffer 

XF/G from the OPOM drives four inputs of an Am2966 
(reference designator U2 shown on Sheet 5 of the 
schematic diagram). Each of the four outputs of this 
device drives four VRAM inputs. Each VRAM input has 
5 pF input capacitance so that each 2966 is driving 20 pF. 
From the chart in the 2966 data sheet, we estimate the 
delay througl1 this buffer will be between 6 and 11 ns. 

5.2.4 RAS Buffer 

RAS from the OPOM drives four inputs of an Am2966 
(reference designator U2 shown on Sheet 5 of the 
schematic diagram). Each of the four outputs of this 
device drives four VRAM inputs. Each VRAM input has 
7 pF input capacitance so that each 2966 output is driving 
28 pF. From the chart in the 2966 data sheet, we estimate 
the delay through this buffer to be between 7 and 12 ns. 

Since the XFG and RAS buffers reside on the same chip, 
we expect the delays to track. That is, if the XFG buffers 
are especially slow (due to temperature, VCC, or proc­
essing) we expect that the RAS buffers to be also slow. 

5.2.5 CAS PAL Device 

The equations for the PAL device that generates CAS are 
given in Section 5.9.4. This is an Am18P8B, reference 
designator U3. This device is shown on Sheet 8 of the 
schematic diagram. 

A signal called !XFER is generated for use inside the PAL 
device. This term is active during any transfer cycle from 
the time XF/G falls until RAS rises. The first min-term 
detects that XF/G has fallen before RAS (which happens 
only at the beginning of a transfer cycle) and the second 
min-term serves to latch the signal until RAS rises at the 
end of the cycle. 

Four separate but identical/CAS terms are generated, 
one for each four VRAMs. This duplication keeps loading 
below 50 pF so that the PAL device timing parameters 
are guaranteed. This also minimizes the length of trace 
necessary to help reduce undershoot. 

5-4 

There are three min-terms in the CAS equations. The 
first makes CASn whenever CAS is active and XF/G is 
not. This occurs during write and refresh cycles. The 
second min-term makes CASn whenever Delayed XF/G 
(OXFG) is active and XFER is inactive. This occurs only 
during read cycles. The purpose is to generate CAS as 
early as possible during read cycles. We delay XF/G just 
long enough to guaranteethatthe Column Address Set­
up Time will be met. The third min-term for CASn is 
whenever CAS is active and XFER is active. This is the 
case during a transfer cycle. 

Delayed Transfer (OL YFER·) is used to force the extra 
clock pulse required by the VRAMs before serialization 
begins. This is generated at the very end of the transfer 
cycle by passing XFER back through the PAL device. 

Two additional terms that have absolutely nothing to do 
with the display memory interface are generated in this 
device. Active LOW RESET· is generated by inverting 
RESET from the backplane. A high-frequency filter has 
been added to this outputto minimize noise on the OPOM 
Reset line. Synchronized Composite Sync (SCS) is 
generated by combining Synchronized Vertical Sync 
(SVS) with Synchronized Horizontal Sync (SHS). This is 
done with an exclusive-OR function. 

5.3 TIMING GENERATOR 

The timing generator emphasizes simplicity and clear­
ness of thought. Using standard (40 ns) PAL devices, it 
supports a dot clock of up to 25 MHz. Using -A (25 ns) 
PAL devices, it will operate at up to 40 MHz. 

5.3.1 The Oscillator and Buffers 

The Dot Clock oscillator is a standard TIL crystal oscil­
lator, reference designator Y1. In the standard OPOM 
board configured for the NEC MUltiSync (tm) or equiva­
lent, this is a24 MHz oscillator. It is buffered infourpieces 
of 74S244 (reference designator U4) making the terms 
OCLKO-OCLK3. The purpose of the careful clock distri­
bution is to avoid the problems that result from not being 
careful about clock distribution. The oscillator and buffer 
are shown on Sheet 8 of the schematic diagram. 

5.3.2 The COUNT PAL Devices 

This AM 16R8 is used to generate the basic timing for the 
serializers, reference designator U1 O. The equations for 
this PAL device are shown in Section 5.9.5. The device 
is shown on Sheet 2 of the schematic diagram. 



Terms 0 0 , 0 1, and VIDCLK form a divide-by-8 binary 
counter that changes state on the positive edge of DCLK. 
These terms are decoded both internally and in the 
ENABLE PAL device to allow timing at any required dot 
clock within a byte. In addition, VIDCLK directly drives 
VIDCLK of the Am95C60. CFF1* is used to clock an 
external flip-flop that extends the divide-by-8 to divide-by-
16. Basically, it keeps track of which byte of the current 
word we are serializing. 

LSR* is generated once every four dot clocks and is used 
to load a nibble into the final4-bit serializer shift registers. 
ECBLNK* resynchronizes Am95C60 signals BLANK, 
HSYNC, and VSYNC to a specific dot clock in U18. This 
is necessary because these signals have substantial 
timing uncertainty at the OPDM pins. 

The timing relationships amongst these signals are 
shown in Figure 5.1-4. Since this is a registered device, 
the outputs actually become active during the clock cycle 
following the one during which the inputs satisfied the 
equations. 

DCLK 

co 

Ql--.J 

VIDCLK 
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A completely unrelated function of this PAL device is to 
delay SBLK a single dot clock for use in the Am8159. This 
delay is necessary to compensate for the delay of SBLK 
through the serializers. 

5.4 SERIALIZERS 

The Am95C60 requires that display memory be organ­
ized into 16-bit words (for each bit plane). This in turn 
requires that the serializers be organized to handle 16-bit 
words. We will discuss only one bit plane; the other three 
operate identically. 

On this board, it was convenient to mechanize the 
serialization as a 2-step process. First, the 16-bit words 
are brought out onto a 4-bit bus using the serial output 
enables of the four VRAMs. Then the contents of the 
4-bit bus are serialized in a registered PAL device. 

LSR' LJ 

CFF1' LJ 

LJ LJ 

LJ 

LJ LJ 

LJ 

FFI 

GO" 

Gl' 

G2'! 

G3' 

VIDEO 110 I 9 I 8 I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 115 114 113 112 111 110 I 9 I 8 I 7 I 6 I 5 I 4 

SHIFT l' LJ 

SHIFT 2' LJ 
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Figure 5.1-4 Serlallzer. 
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5.4.1 The Enable AMD VCLK PAL Device 

PAL device ENABLE is used to handle the first level of 
serialization, reference designator U9. The equations for 
this device are given in Section 5.9.6. This device is 
shown on Sheet 2 of the schematic diagram. Figure 5.1-4 
shows the timing relationships amongst the signals into 
and out of this device. 

Output enables GO* through G3 are generated by track­
ing the VIDCLK and FF1 inputs. The table below indi­
cates which bits are enabled by each of these terms, as 
well as which VRAMs are enabled. 

Enable Bits Red Green Blue Intensify 

GO· 15-12 U40 U44 U25 U33 
G1· 11-8 U39 U43 U24 U32 
G2· 7-4 U38 U42 U23 U31 
G3· 3-0 U37 U41 U22 U30 

0 1 from COUNT is used to qualify each of the four 
enables. This precaution avoids a bus contention which 
could otherwise exist on the 4-bit bus. 

The shift terms to the VRAMs are also generated in the 
PAL device ENABLE. We generate two ofthese terms to 
allow the left-most byte of the word to be shifted, inde­
pendently of the right-most byte. This made the timing 
somewhat easier. The second min-term is generated at 
the end of a transfer cycle with DL YFER. This makes the 
first word of data available at the serializer outputs of the 
VRAMS. 

5.4.2 The Serializer PAL Devices 

The final serialization takes place in the SHIFT PAL 
devices. There are four identical devices, one for each bit 
plane. The reference designators are U12-U15 and are 
shown on Sheets 6 and 7 of the schematic diagram. The 
equations for these devices is given in Section 5.9.7. 

The shifters are loaded once every four pixel times with 
LSR*. Following the rising clock edge during which LSR* 
is active, the data on D3 appears at the output (OJ. If 
SBLK is active, then the output will be zero regardless of 
what is loaded. This ensures the TTL outputs are zeroes 
during blanking. 

Figure 5.1-5 shows the timing at the beginning of each 
scan line (the left margin of the screen). Sometime after 
the rising edge of VIDCLK, the Am95C60 will make its 
BLANK output (OBLANK) goes inactive, Signaling the 
beginning of a scan line. At a specific dot clock within 
each VIDCLK period, ECBLNK will go active allowing 
QBLANK (and HSYNC and VSYNC) to be sampled. This 
occurs so that SBLK goes active one dot clock before the 
first pixel is to be serialized. During the next dot clock 
period, LSR* is active, allowing the first four pixels to 
enter the shifters. At. the very next positive transition of 
DCLK, the first pixel is serialized. 

2 3 4 S 6 7 8 9 10 11 12 16 17 18 19 20 21 22 23 

DCLK 

VDCLK ---,L. _____ ...I L..-___ ..... r-
QBLANK 1111111111111111111111111 

ECBLNK u u u 
SBLK 

u u u LJ 

VIDEO _____________________ .... 1...;1;.;;,S .... I...;.;14 ... 1....,,;,;;13 ... 1....,,;,;;12""'1'-'-'11 .... 1"""""'10...l1"""""9 .... 1L...",;8 .... 1I...,;"7 .... IL..,,,;;s 
9682A5.1-5 

Figure 5.1·5 Left Edge Timing 
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5.4.3 FF1 

FF1 (reference designator U11 on Sheet 2 of the sche· 
matic diagram) keeps track of whether we are currently 
serializing at left byte or right byte. It can be considered 
a high-order appendage of the counterformed by the 0 0, 

a" and VIDCLK outputs of the PAL device COUNT. 

5.4.4 SYNC Synchronizer 

The monitor controls HSYNC, VSYNC, and BLANK must 
be resynchronized outside the Am95C60. This is be­
cause of the substantial uncertainty in their timing at the 
Am95C60 outputs. This takes place in the 74S379 Ouad 
Registerwith Clock Enable, reference designator U18 on 
Sheet 5 of the schematic diagram. The clock input is the 
dot clock; the clock enable is ECBLNK*. This is gener­
ated once every VIDCLK cycle in the PAL device 
COUNT. 

In addition to timing these signals precisely, the '379 also 
provides both the true and complement output of each of 
the three terms. 

5.5 COLOR LOOKUP TABLE AND DACS 

The REV. B board contains an Am8159 Color Palette to 
provide analog video. The device is shown on Sheet 8 of 
the schematic diagram. This device contains a 64- entry 
look-up table as well as three 4-bit DACs. Thus, we can 
display 16 colors simultaneously from a palette of 4096. 

The System Address (SAO-5) and H/L inputs of the 
Arn8159 come directly from the buffered address bus of 
the PC. The data inputs CDO-7 are tied to the intemal 
data bus IDBO-7. The remaining CD pins are not con­
nected. 

The Video Address inputs are connected as indicated 
below: 

VA Input 

o 
1 
2 
3 
4 
5 

Source 

Intensify Plane Video 
Blue Plane Video 
Green Plane Video 
Red Plane Video 
Output of HILITE Oscillator 
Ground 

(Plane 3) 
(Plane 2) 
(Plane 1) 
(Plane 0) 

Thus, the video from the four planes select one of 16 
. entries in the look-up table and the HILITE oscillator 
selects between one of two banks of 16 entries. The 
remaining 32 entries in the look-up table are not used. 
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The BLANK input ofthe Arn8159 is connected to DBLNK, 
which is SBLK delayed one bit time. This delay exactly 
compensates for the 1-bit time SBLK is delayed in the 
serializers. 

HSYNC and VSYNC inputs to the Arn8159 can be 
jumpered to the corresponding synchronized sync from 
the Am95C60 or can be jumpered to ground. If either or 
both sync inputs are connected, the corresponding (or 
composite) sync will appear on the green output of the 
DAC. If they are both connected to ground, no sync will 
appear on the green output. 

REF OUT is connected to IREF via a nominal 1020 n 
resistor. This provides a current level that is correct for 
double- terminated 75 n video outputs. This node is 
heavily bypassed to ground. 

The R, G, and B outputs are connected to pins 1, 2, and 
3 of J2 (the analog output connector). Each is terminated 
in 75 n to ground at the connector. We expect the 
monitor to have a similar termination at its end of the 
cable. 

5.5.1 DC-DC Convertor 

Since the Arn8159 requires a substantial amount of 
current at -5.2 V with respect to ground, we chose to put 
a de-de converter on board. This is shown on Sheet 8 of 
the schematic diagram, reference designator is U8. 

Note: Experiments with a single IBM XT indicated that it 
could supply adequate -5.0V to power the Am8159. 
There is no spec for this supply, nor is there any guaran­
tee that some other board in the system is not taking 
power from the system. We chose to be conservative. 

The unit is manufactured by Reliability Incorporated and 
is rated at 450 mAo The -5.2 V supply is decoupled at the 
convertor output and at both connections to the Arn8159. 
In addition, each VEE pin on the Am8159 has its own trace 
to the converter. This appears to provide adequate 
isolation between the inputs. 

5.5.2 HILITE Logic 

To provide a highlighting capability (and more closely 
utilize the functionality of the Arn8159) we provided a 
means of switching between two 16-entry banks of the 
Arn8159. This switching is provided by the hardware at 
several programmable rates and duty factors . 
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The control for the oscillator is an Am29845 register at 
reference designator U35 shown on Sheet 8 of the 
schematic diagram. It is cleared to all zeroes when 
RESET" is active. It may then be programmed as 
required by the host by writing to the AUX port. Bits 
designation in this register are indicated below: 

BIT: I 7 I 6 I 5 I 4 I 3 I 2 I 1 I 0 I 

I T --r::: HILITE Duty Factor 
L _____ HILITE Rate 

L... _______ (Unused) 

The four low-order bits control PAL device HI at reference 
designator U28 (Sheet 8 of the schematic diagram). This 
Am22V10 is programmed as a variable rate divider that 
is clocked by SVS (Vertical Sync). The logic equations 
for this device are given in Section 5.9.8. 

The divisors available are: 

BH1 

o 
o 
1 
1 

Bit 0 

o 
1 
o 
1 

Divide Ratio Nominal Rata 

(OFF) 
32 
64 
128 

No Hilite 
2Hz 
1 Hz 

0.5 Hz 

The Duty Factors available are: 

Bit 3 

o 
o 
1 
1 

Bit 2 

o 
1 
o 
1 

Duty Factor (ON/OFF) 

0/100 (No Hilite) 
25175 
50150 
75125 

5.5.3 Monitor Connections 

Two monitor connectors are on the board. They are both 
shown on Sheet 8 of the schematic diagram. J1 is for a 
TTL monitor and J2 is for an analog monitor. The 
software that comes with the board assumes an NEC 
Multisync (or equivalent) monitor connected to J2 (the 
analog connector). Each of these connectors is a female 
DB- 9. The pin assignments are indicated below: 

Pin Number 

5-8 

1 
2 
3 
4 
5 
6 
7 
8 
9 

J1(TTL) 

Ground 
Ground 
Red Video 
Green Video 
Blue Video 
Intensify Video 
(No Connect) 
Horizontal Sync 
Vertical Sync 

J2(Analog) 

Red Video 
Green Video 

Blue Video 
Horizontal Sync 

Vertical Sync 
Ground 
Ground 
Ground 
Ground 

5.6 EPROMS 

The two EPROM sockets are U6 and U7, shown on Sheet 
3 of the schematic diagram. Each socket is intended for 
an Am27512; U6 is the left byte and U7 is the right byte. 
The device enable (chip select) to both devices is made 
active anytime an address in the range of OBOOOO­
OBFF7E is on the bus. The output enables are independ­
ent. Ifthis is an AT, then both enables go active together. 
Ifthisis an IBM-XT or PC, then only a single output enable 
is made active, depending on the low-order address bit. 

In the case of an AT, buffers U45 and U48 are both 
enabled to drive a 16-bit word onto the bus. In the case 
of a PC or XT, buffer U48 is made active. In addition, 
buffer U34 will be made active with U6 to drive the left 
byte onto the low-order bus. 

AMD does not, at the time of this writing, supply any 
software for these sockets. The intention is for user 
supplied software. 

5.7 MEMORY BUS TIMING ANALYSIS 

The following table is a complete timing analysis of the 
display memory bus. This assumes a 20 MHz QPDM 
running at 20 MHz and -10 VRAM chips (Hitachi 
HM53461-1-). This file was produced using the program 
described in 3.2. For eachVRAM parameter, listed by 
number, acronym andfull name, this file explains the best 
case, nominal and worst-worst case timing analysiS. The 
left column assumes min delays for paths to be sub­
tracted; max delays for paths to be added. The middle 
column (nominal case) uses nominal delays. The right 
column assumes max delays for paths to be subtracted, 
min delays for paths to be added. The truth is guaranteed 
to lie somewhere between the left and right column. 

There is a remote possibility of a timing problem with the 
Address Setup to CAS. If one assumes a very slow 
address buffer and a very fast CAS decoder, there is a 
negative 1 ns margin. 

There is a problem with DT HIGH to CAS HIGH after a 
transfer cycle. This problem will be corrected with REV C 
QPDMs. 
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1 tAC Read Write Transfer 9 t AAS RAS Pulse Width 

OPDM guarantees 6 SYSCLK cycles - 300 +CPDM Para 33 180.0 180.0 180.0 
RAM requires 190 Total Time: 180.0 180.0 180.0 

VRAM 100.0 100.0 100.0 
2 t RWC RMWCycle Margins: 80.0 80.0 80.0 

OPDM never does ReadlModifyIWrite Cycles. 10 t ASH CAS Falls to RAS Rises 

3 tpc Page Mode Cycle +CPDM Para 39 100.0 100.0 100.0 
Total Time: 100.0 100.0 100.0 

OPDM never does Page Mode Cycles. VRAM 50.0 50.0 50.0 
Margins: 50.0 50.0 50.0 

4 t AAC Row ACC8SS 
11 tCPN CAS Pracharge (Not PM) 

+OPDM Para 32 160.0 160.0 160.0 
-RAS Decode 0.0 0.0 0.0 +CPDM Para 40 40.0 40.0 40.0 

-RAS Delay -7.0 -10.0 -12.0 Total Time: 40.0 40.0 40.0 

-OPDM Para 45 -20.0 -20.0 -20.0 Not a Parameter for this VRAM Vendor 

Total Time: 133.0 130.0 128.0 
VRAM 100.0 100.0 100.0 12 tcp CAS Precharge (PM) 

Margins: 33.0 30.0 28.0 
OPDM never does Page Mode Cycles. 

5 tCAC Column ACC8SS 
13 tCAS CAS Pulse Width 

+OPDM Para 41 80.0 80.0 80.0 
-CAS Decode 0.0 0.0 0.0 +CPDM Para 57 80.0 80.0 80.0 
-CAS Delay -3.0 -5.0 -10.0 Total Time: 80.0 80.0 80.0 
-CPDM Para 45 -20.0 -20.0 -20.0 VRAM 50.0 50.0 50.0 
Total Time: 57.0 SS.O 50.0 Margins: 30.0 30.0 30.0 

VRAM 50.0 50.0 50.0 
Margins: 7.0 5.0 0.0 14 tCSH CAS Hold From RAS Falls 

6 IoFF Output Disable from CAS HI +CPOM Para 33 180.0 180.0 180.0 
-RAS Decode 0.0 0.0 0.0 

-CPDM Para 46 0.0 0.0 0.0 -RAS Delay -7.0 -10.0 -12.0 

+OPDM Para 43 13.0 13.0 13.0 +CAS Decode 0.0 0.0 0.0 

+CASDecode 0.0 0.0 0.0 +CAS Delay 10.0 5.0 3.0 

+CASDelay 10.0 5.0 3.0 Total Time: 183.0 175.0 171.0 

Total Time: 23.0 18.0 16.0 VRAM 100.0 100.0 100.0 

VRAM 0.0 0.0 0.0 Margins: 83.0 75.0 71.0 
Margins: 23.0 18.0 16.0 

15 tACO RAS to CAS Delay 

7 tr Transition 
+CPDM Para 36 65.0 65.0 65.0 

Transition 3.0 3.0 3.0 -RAS Decode 0.0 0.0 0.0 
-RAS Delay -7.0 -10.0 -12.0 

8 tAP RAS Precharge +CAS Decode 0.0 0.0 0.0 
+CAS Delay 10.0 5.0 3.0 

+OPDM Para 35 95.0 95.0 95.0 
Total Time: 68.0 60.0 56.0 

Total Time: 95.0 95.0 95.0 
VRAM 50.0 .50.0 50.0 

VRAM 80.0 80.0 80.0 
Margins: 18.0 10.0 6.0 

Margins: 15.0 15.0 15.0 
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16 tCRP CAS HI to RAS Low Precharge 21 tAR Column Address Hold from RAS 

+QPDM Para 35 95.0 95.0 95.0 +OPDM Para 56 90.0 90.0 90.0 
-CAS Decode 0.0 0.0 0.0 +OPDM Para 38 80.0 80.0 80.0 
-CAS Delay -3.0 -5.0 -10.0 +Adrs Delay 17.0 13.0 10.0 
+RASDecode 0.0 0.0 0.0 -RAS Decode 0.0 0.0 0.0 
+RASDelay 12.0 10.0 7.0 -RAS Delay -7.0 -10.0 -12.0 
Total Time: 104.0 100.0 92.0 Total Time: 180.0 173.0 168.0 
VRAM 10.0 10.0 10.0 Not a Parameter for this VRAM Vendor 
Margins: 94.0 90.0 82.0 

22 t RCS Read Command Setup to CAS 
17 t ASR Address Setup to RAS 

+OPDM Para 43 13.0 13.0 13.0 
+QPDM Para 30 15.0 15.0 15.0 +OPDM Para 40 40.0 40.0 40.0 
-Adrs Delay -10.0 -13.0 -17.0 -XFG Decode 0.0 0.0 0.0 
+RAS Decode 0.0 0.0 0.0 -XFG Delay -6.0 -9.0 -11.0 
+RAS Delay 12.0 10.0 7.0 +CAS Decode 0.0 0.0 0.0 
Total Time: 17.0 12.0 5.0 +CAS Delay 10.0 5.0 3.0 
VRAM 0.0 0.0 0.0 Total Time: 57.0 49.0 45.0 
Margins: 17.0 12.0 5.0 VRAM 0.0 0.0 0.0 

Margins: 57.0 49.0 45.0 
18 tRAH Row Address Hold 

23 tRRH Read Command Hold from RAS Hi 

+QPDM Para 31 35.0 35.0 35.0 
+Adrs Delay 17.0 13.0 10.0 +OPDM Para 35 95.0 95.0 95.0 
-RAS Decode 0.0 0.0 0.0 -QPDM Para 59 -11.0 -11.0 -11.0 
-RAS Delay -7.0 -10.0 -12.0 +XFG Decode 0.0 0.0 0.0 
Total Time: 45.0 38.0 33.0 +XFG Delay 11.0 9.0 6.0 
VRAM 15.0 15.0 15.0 -RAS Decode 0.0 0.0 0.0 
Margins: 30.0 23.0 18.0 -RAS Delay -7.0 -10.0 -12.0 

Total Time: 88.0 83.0 78.0 

19 tASC Address Setup to CAS VRAM 10.0 10.0 10.0 
Margins: 78.0 73.0 68.0 

+QPDM Para 37 13.0 13.0 13.0 
-Adrs Delay -10.0 -13.0 -17.0 24 t RCH Read Command Hold from CAS HI 

+CAS Decode 0.0 0.0 0.0 
+CAS Delay 10.0 5.0 3.0 +OPDM Para 35 95.0 95.0 95.0 
Total Time: 13.0 5.0 -1.0 -QPDM Para 59 -11.0 -11.0 -11.0 
VRAM 0.0 0.0 0.0 +XFG Decode 0.0 0.0 0.0 
Margins: 13.0 5.0 -1.0 +XFG Delay 11.0 9.0 6.0 
····THERE MAY BE A PROBLEM IN THE ABOVE PA- -CAS Decode 0.0 0.0 0.0 
RAMETER···· -CAS Delay -3.0 -5.0 -10.0 

Total Time: 92.0 88.0 80.0 

20 tCAH Column Address Hold VRAM 0.0 0.0 0.0 
Margins: 92.0 88.0 80.0 

+QPDM Para 38 80.0 80.0 80.0 
+Adrs Delay 17.0 13.0 10.0 25 lwcs Write Command Setup to CAS 

-CAS Decode 0.0 0.0 0.0 
-CAS Delay -3.0 -5.0 -10.0 +OPDM Para 60 13.0 13.0 13.0 

Total Time: 94.0 88.0 80.0 +WEDecode 0.0 0.0 0.0 
VRAM 20.0 20.0 20.0 +WEDelay 11.0 9.0 6.0 

Margins: 74.0 68.0 60.0 -CAS Decode 0.0 0.0 0.0 
-CAS Delay -3.0 -5.0 -10.0 
Total Time: 21.0 17.0 9.0 
VRAM 0.0 0.0 0.0 
Margins: 21.0 17.0 9.0 
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26 fwCH WrHe Command Hold 31 tos Data Setup to CAS 

+OPDM Para 61 78.0 78.0 78.0 +OPDM Para 64 2.0 2.0 2.0 
-QPDM Para 60 -13.0 -13.0 -13.0 +CAS Decode 0.0 0.0 0.0 
+WE Decode 0.0 0.0 0.0 +CAS Delay 10.0 5.0 3.0 
+WEDelay 11.0 9.0 6.0 Total Time: 12.0 7.0 5.0 
-CAS Decode 0.0 0.0 0.0 VRAM 0.0 0.0 0.0 
-CAS Delay -3.0 -5.0 -10.0 Margins: 12.0 7.0 5.0 
Total Time: 73.0 69.0 61.0 
VRAM 25.0 25.0 25.0 32 tDH Data Hold from CAS 
Margins: 48.0 44.0 36.0 

+OPDM Para 65 60.0 60.0 60.0 
27 fwCR Write CMND Hold from RAS Falls -CAS Decode 0.0 0.0 0.0 

-CAS Delay -3.0 -5.0 -10.0 
+OPDM Para 61 78.0 78.0 78.0 Total Time: 57.0 55.0 50.0 
+OPDM Para 56 90.0 90.0 90.0 VRAM 25.0 25.0 25.0 
-QPDM Para 60 -13.0 -13.0 -13.0 Margins: 32.0 30.0 25.0 
+WE Decode 0.0 0.0 0.0 
+WEDelay 11.0 9.0 6.0 

33 DHR Data Hold from RAS -RAS Decode 0.0 0.0 0.0 
-RAS Delay -7.0 -10.0 -12.0 
Total Time: 159.0 154.0 149.0 +OPDM Para 56 90.0 90.0 90.0 

Not a Parameter for this VRAM Vendor +OPDM Para 65 60.0 60.0 60.0 
-RAS Decode 0.0 0.0 0.0 

28 fwp Write Pulse Width 
-RAS Delay -7.0 -10.0 -12.0 
Total Time: 143.0 140.0 138.0 

+OPDM Para 61 78.0 78.0 78.0 
Not a Parameter for this VRAM Vendor 

Total Time: 78.0 78.0 78.0 34 tcwo CAS to WE Delay 
VRAM 15.0 15.0 15.0 
Margins: 63.0 63.0 63.0 

OPDM never does ReadJModifylWrite Cycles. 

29 tAWL Write Command to RAS 
35 tRWO RAS to WE Delay 

+OPDM Para 33 180.0 180.0 180.0 
-QPDM Para 56 -90.0 -90.0 -90.0 OPDM never does ReadJModifylWrite Cycles. 

+OPDM Para 60 13.0 13.0 13.0 
+RAS Decode 0.0 0.0 0.0 37 toeD OE High to Data In Setup 

+RAS Delay 12.0 10.0 7.0 
-WE Decode 0.0 0.0 0.0 OPDM never does ReadJModifylWrite Cycles. 
-WE Delay -6.0 -9.0 -11.0 
Total Time: 109.0 104.0 99.0 38 toeH OE HI hold from WE Low 
VRAM 35.0 35.0 35.0 
Margins: 74.0 69.0 64.0 OPDM never does ReadJModifylWrite Cycles. 

30 tCWL Write Command to CAS Lead Time 39 toez Output Disable from OE HI 

+OPDM Para 60 13.0 13.0 13.0 +OPDM Para 46 0.0 0.0 0.0 
+OPDM Para 57 80.0 80.0 80.0 +XFG Decode 0.0 0.0 0.0 
tCAS Decode 0.0 0.0 0.0 +XFG Delay 11.0 9.0 6.0 
+CAS Delay 10.0 5.0 3.0 Total Time: 11.0 9.0 6.0 
-WE Decode 0.0 0.0 0.0 VRAM 0.0 0.0 0.0 
-WE Delay -6.0 -9.0 -11.0 Margins: -11.0 -9.0 -6.0 
Total Time: 97.0 89.0 85.0 ····THERE MAY BE A PROBLEM IN THE ABOVE PA-
VRAM 30.0 30.0 30.0 RAMETER···· 
Margins: 67.0 59.0 55.0 
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40 tCSR CAS to RAS Setup for Refresh 46 tCDH DT Hold After CAS LO 

+QPDM Para 47 37.0 37.0 37.0 +OPDM Para 41 80.0 80.0 80.0 
+RAS Decode 0.0 0.0 0.0 -CAS Decode 0.0 0.0 0.0 
+RAS Delay 12.0 10.0 7.0 -CAS Delay -3.0 -5.0 -10.0 
-CAS Decode 0.0 0.0 0.0 +XFG Decode 0.0 0.0 0.0 
-CAS Delay -3.0 -5.0 -10.0 +XFG Delay 11.0 9.0 6.0 
Total Time: 46.0 42.0 34.0 Total Time: 88.0 84.0 76.0 
VRAM 10.0 10.0 10.0 Not a Parameter for this VRAM Vendor 
Margins: 36.0 32.0 24.0 

47 tSDD SC HI to DT HI Delay 
41 icHR CAS before RAS Refresh Hold 

+OPDM Para 52 90.0 90.0 90.0 
+QPDM Para 48 185.0 185.0 185.0 +OPDM Para 32 160.0 160.0 160.0 
-RAS Decode 0.0 0.0 0.0 +XFG Decode 0.0 0.0 0.0 
-RASDelay -7.0 -10.0 -12.0 +XFG Delay 11.0 9.0 6.0 
+CAS Decode 0.0 0.0 0.0 Total Time: 261.0 259.0 256.0 
+CAS Delay 10.0 5.0 3.0 Not a Parameter for this VRAM Vendor 
Total Time: 188.0 180.0 176.0 
VRAM 20.0 20.0 20.0 48 tSOH SC Low Hold after DT HI 
Margins: 168.0 160.0 156.0 

+OPDM Para 34 14.0 14.0 14.0 
42 tRPc RAS HI to CAS Lo Precharge +OPDM Para 53 40.0 40.0 40.0 

Total Time: 54.0 54.0 54.0 
+QPDM Para 40 40.0 40.0 40.0 Not a Parameter for this VRAM Vendor 
+CAS Decode 0.0 0.0 0.0 
+CAS Delay 10.0 5.0 3.0 49 toe OE Pulse Width 
-RAS Decode 0.0 0.0 0.0 
-RAS Delay -7.0 -10.0 -12.0 +OPDM Para 44 110.0 110.0 110.0 
Total Time: 43.0 35.0 31.0 Total Time: 110.0 110.0 110.0 
VRAM 10.0 10.0 10.0 Not a Parameter for this VRAM Vendor 
Margins: 33.0 25.0 21.0 

58 tDHS DT HI Setup to RAS (no XFER) 
43 tREF Refresh Interval 

+QPDM Para 43 13.0 13.0 13.0 
You may program DMRR to 625 +OPDM Para 35 95.0 95.0 95.0 

+RAS Decode 0.0 0.0 0.0 
44 IoLS DT to RAS Setup for Xfer +RAS Delay 12.0 10.0 7.0 

-XFG Decode 0.0 0.0 0.0 
+QPDM Para 49 12.0 12.0 12.0 -XFG Delay -6.0 -9.0 -11.0 
-XFG Decode 0.0 0.0 0.0 Total Time: 114.0 109.0 104.0 
-XFG Delay -6.0 -9.0 -11.0 VRAM 0.0 0.0 0.0 
+RAS Decode 0.0 0.0 0.0 Margins: 114.0 109.0 104.0 
+RAS Delay 12.0 10.0 7.0 
Total Time: 18.0 13.0 8.0 59 tDHH DT Hold from RAS 
VRAM 0.0 0.0 0.0 
Margins: 18.0 13.0 8.0 +OPDM Para 42 40.0 40.0 40.0 

-RAS Decode 0.0 0.0 0.0 
45 tRDH DT Hold from RAS for Xfer -RAS Delay -7.0 -10.0 -12.0 

+XFG Decode 0.0 0.0 0.0 
+QPDM Para 32 160.0 160.0 160.0 +XFG Delay 11.0 9.0 6.0 
-RAS Decode 0.0 0.0 0.0 Total Time: 44.0 39.0 34.0 
-RAS Delay -7.0 -10.0 -12.0 Not a Parameter for this VRAM Vendor 
+XFG Decode 0.0 0.0 0.0 
+XFGDelay 11.0 9.0 6.0 
Total Time: 164.0 159.0 154.0 
VRAM 80.0 80.0 80.0 
Margins: 84.0 79.0 74.0 
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60 tOTR DT HI to RAS HI Delay 66 lws Write Mask Setup 

+OPDM Para 34 14.0 14.0 14.0 +OPDM Para 52 90.0 90.0 90.0 
+RAS Decode 0.0 0.0 0.0 +RAS Decode 0.0 0.0 0.0 
+RAS Delay 12.0 10.0 7.0 +RAS Delay 12.0 10.0 7.0 
-XFG Decode 0.0 0.0 0.0 Total Time: 102.0 100.0 97.0 
-XFG Delay -6.0 -9.0 -11.0 VRAM 0.0 0.0 0.0 
Total Time: 20.0 15.0 10.0 Margins: 102.0 100.0 97.0 
VRAM 10.0 10.0 10.0 
Margins: 10.0 5.0 0.0 67 lwH Write Mask Hold 

61 lore DT HI to CAS HI Delay +OPDM Para 63 60.0 60.0 60.0 
-RAS Decode 0.0 0.0 0.0 

+OPDM Para 43 13.0 13.0 13.0 -RAS Delay -7.0 -10.0 -12.0 
+CASDecode 0.0 0.0 0.0 Total Time: 53.0 50.0 48.0 
+CAS Delay 10.0 5.0 3.0 VRAM 15.0 15.0 15.0 
-XFG Decode 0.0 0.0 0.0 Margins: 38.0 35.0 33.0 
-XFG Delay -6.0 -9.0 -11.0 
Total Time: 17.0 9.0 5.0 70 tOTH DT HI Hold after RAS HI 
VRAM 10.0 10.0 10.0 
Margins: 7.0 -1.0 -5.0 +OPDM Para 35 95.0 95.0 95.0 
····THERE MAY BE A PROBLEM IN THE ABOVE PA- -oPDM Para 49 -12.0 -12.0 -12.0 
RAMETER···· -RAS Decode 0.0 0.0 0.0 

-RAS Delay -7.0 -10.0 -12.0 
62 tOES OE Setup to RAS HI +XFG Decode 0.0 0.0 0.0 

+XFG Delay 11.0 9.0 6.0 
+OPDM Para 44 110.0 110.0 110.0 Total Time: 87.0 82.0 77.0 
+OPDM Para 34 14.0 14.0 14.0 VRAM 15.0 15.0 15.0 
-XFG Decode 0.0 0.0 0.0 Margins: 72.0 67.0 62.0 
-XFG Delay -6.0 -9.0 -11.0 
+RAS Decode 0.0 0.0 0.0 71 th(OECHI CAS hold after OE low 
+RASDelay 12.0 10.0 7.0 
Total Time: 130.0 125.0 120.0 +OPDM Para 44 110.0 110.0 110.0 
Not a Parameter for this VRAM Vendor +OPDM Para 43 13.0 13.0 13.0 

-XFGDecode 0.0 0.0 0.0 
64 \vas Masked Write Command Setup -XFG Delay -6.0 -9.0 -11.0 

+CAS Decode 0.0 0.0 
+OPDM Para 59 11.0 11.0 11.0 0.0 
-WE Decode 0.0 0.0 0.0 +CAS Delay 10.0 5.0 
-WE Delay -6.0 -9.0 -11.0 3.0 
+RAS Decode 0.0 0.0 0.0 Total Time: 127.0 119.0 
+RASDelay 12.0 10.0 7.0 115.0 Total Time: 17.0 12.0 7.0 
VRAM 0.0 0.0 0.0 Not a Parameter for this VRAM Vendor 

Margins: 17.0 12.0 7.0 
73 th(RLOE) OE hold after RAS low 

65 \vaH Masked Write Command Hold 
+OPDM Para 42 40.0 40.0 40.0 

+OPDM Para 60 13.0 13.0 13.0 +OPDM Para 44 110.0 110.0 110.0 

+OPDM Para 61 78.0 78.0 78.0 -RAS Decode 0.0 0.0 0.0 

+RAS Decode 0.0 0.0 0.0 -RAS Delay -7.0 -10.0 -12.0 

+RAS Delay 12.0 10.0 7.0 +XFG Decode 0.0 0.0 0.0 

-WE Decode 0.0 0.0 0.0 +XFG Delay 11.0 9.0 6.0 

-WE Delay -6.0 -9.0 -11.0 Total Time: 154.0 149.0 144.0 

Total Time: 97.0 92.0 87.0 Not a Parameter for this VRAM Vendor 

VRAM 15.0 15.0 15.0 
Margins: 82.0 77.0 72.0 
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Delay Data to OE low 

QPDM never does hidden refresh cycles. 

75 tOCL Delay data to CAS low 

+QPDM Para 57 80.0 
+QPDM Para 40 40.0 
+QPDM Para 65 60.0 
-CAS Decode 0.0 
-CAS Delay -3.0 
Total Time: 1n.O 
Not a Parameter for this VRAM Vendor 

78 tllU{WEl WE setup to RAS low 

QPDM never does write transfer cycles. 

80.0 
40.0 
60.0 

0.0 
-5.0 

175.0 

79 th(WE1 WE hold after RAS low 

QPDM never does write transfer cycles. 

SE setup to RAS low 

QPDM never does write transfer cycles. 

81 ~(SEI SE hold after RAS low 

QPDM never does write transfer cycles. 

82 t.U(SOI Serial In setup to SC high 

QPDM never does serializer writes. 

Serial In hold after SC high 

QPDM never does serializer writes. 

~ t'U(SCRL) SC setup to RAS low 

QPDM never does serializer writes. 

85 t.u(SEH) SE disable setup to SC high 

QPDM never does serializer writes. 

86 th(SEHI SE dlseble hold from SC high 

QPDM never does serializer writes. 

87 t.U(SEL) SE enable setup before SC high 

QPDM never does serializer writes. 
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80.0 
40.0 
60.0 

0.0 
-10.0 
170.0 

88 th(SEL) SE enable hold from SC high 

QPDM never does serializer writes. 

Delay data to DT high 

QPDM never does serializer writes. 

Delay DT high to data 

QPDM never does serializer writes. 

91 tW(TRG) TRG Pulse width 

+CPOM Para 44 110.0 110.0 
Total Time: 110.0 110.0 
Not a Parameter for this VRAM Vendor 

CAS low to TRG high 

+CPOM Para 41 80.0 80.0 
Total Time: 80.0 80.0 
Not a Parameter for this VRAM Vendor 

RAS low to SC high after TRG hi 

This will handled only on REV C QPDM silicon. 

94 ~RL TAG high to RAS low after xfer 

+CPOM Para 34 14.0 
+CPOM Para 35 95.0 
+RAS Decode 0.0 
+RAS Delay 12.0 
-XFG Decode 0.0 
-XFG Delay -6.0 
Total Time: 115.0 
Not a Parameter for this VRAM Vendor 

14.0 
95.0 

0.0 
10.0 
0.0 

-9.0 
110.0 

95 tCLSH CAS low to SC after TRG 

This will handled only on REV C QPDM silicon. 

SC high to RAS low (whder) 

QPDM never does write transfer cycles. 

RAS high to SC high 

QPDM never does write transfer cycles. 

98 ~H TAG high to SC high 

This will handled only on REV C QPDM silicon. 

110.0 
110.0 

80.0 
80.0 

14.0 
95.0 

0.0 
7.0 
0.0 

-11.0 
105.0 



5.8 SOFTWARE 

At this writing, the following software packages are 
known to run on this board. These are all available from 
AMO. 

5.8.1 QASM 

CASM (CPOM Assembler) is a line-at-a-time assembler 
designed explicitly for the CPOM. The binary code is 
shipped with the board and the source code is available 
from AMO for a nominal price. 

CASM can be used with the board in two basic ways. In 
interactive mode, the user can enter an instruction in 
mnemonic form and watch the resu"s on the screen. This 
is very useful for experimenting with the CPOM (evalu­
ation). The other way CASM can be used with this board 
is to assemble from a prepared file, perhaps for a dem­
onstration. 

CASM can also be used to translate mnemonic CPOM 
instructions into "ones and zeroes" for entry into other 
programs. The ''C. array initializer is especially useful for 
this purpose. 

In addition to CASM itseH, a number of generally useful 
source files (CASM input) are shipped with the board. 
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5.8.2 QDEMO 

AMO has prepared an extensive demonstration program 
for the CPOM that runs on this board. The binary code 
forthis program is shipped with the board and the source 
code is available from AMO. 

The demonstration runs for about 10 minutes and we are 
making additions to it as time permits. It is intended to 
show the CPOM to its best advantage. In addition to 
being a good demonstration of CPOM capability, it also 
contains many examples of CPOM programming 
methods. 

5.8.3 Other Demos 

An additional set of demos has been written for the 
CPOM. These became available in August of 1987. The 
binaryforthese is shipped with the boards. These demos 
must be run on an AT and require the OMA modification. 

5.8.4 G.K.S. 

AMO has a "C" binding of the ANSI Graphical Kernel 
System (G.K.S.). This board was used as the debugging 
vehicle for this library. This is available from AMO. / 

5.8.5 Others 

AMO has contracted with various third-party vendors for 
drivers for X-Windows, MS Windows, AutoCAO, and 
GEMlVP. These will become available during the first 
haH of 1988. In most cases, the board will have been 
used as the debugging tool. 
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5.9 PAL DEVICE EQUATIONS 

5.9.1 ADECODE 
MODULE ADECODE 
FLAG '-R2' 
TITLE 'Generates Address Decodes on REV B QPDM BOARD' 

"COPYRIGHT 1987 ADVANCED MICRO DEVICES, INC 
"Tom Crawford Feb 17, 1987 

"DECLARATIONS 
IC36 DEVICE 'P22V10'; 
BA2,BA3,BA4,BA5,BA6,BA7 PIN 1,2,3,4,5,6; 
BA8,BA9,.BA10,BA11,BA12,BA13 PIN 7,8,9,10,11,23; 
BA14,BA15,BA16,BA17,BA18,BA19 PIN 22,21,16,15,14,13; 
PROM PIN 20; 
QPDM PIN 19; 
LUT PIN 18; 
AUX PIN 17; 
VCC PIN 24; 
GND PIN 12; 

EQUATIONS 

!QPDM BA9 & BA8 & BA7 & !BA6 & BA5 & !BA4 & !BA3; 

!AUX BA9 & BA8 & BA7 & !BA6 & BA5 & !BA4 & BA3; 

!LUT BA19 & !BA18 & BA17 & BA16 & BA15 & BA14 & 
BA10 & BA9 & BA8 & BA7; 

!PROM BA19 & !BA18 & BA17 & BA16 & !BA15 
BA19 & !BA18 & BA17 & BA16 & !BA14 
BA19 & !BA18 & BA17 & BA16 & !BA13 
BA19 & !BA18 & BA17 & BA16 & !BA12 
BA19 & !BA18 & BA17 & BA16 & !BAll 
BA19 & !BA18 & BA17 & BA16 & !BA10 
BA19 & !BA18 & BA17 & BA16 & !BA9 
BA19 & !BA18 & BA17 & BA16 & !BA8 
BA19 & !BA18 & BA17 & BA16 & !BA7; 

END 

5.9.2 BCONT 
MODULE BUFFER_CONTROL 
FLAG '-R2' 

BA13 & BA12 & BAll & 

TITLE 'Generates Buffer Ebables and Prom Enables for REVB QPDM BOARD' 

"COPYRIGHT 1987 ADVANCED MICRO DEVICES, INC 
"Tom Crawford Feb 17, 1987 
"Dave August 27 May 87 

"DECLARATIONS 
IC29 DEVICE 'P22V10'; 
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PROM PIN 1; 
AEN,SMEMR,SBHE,AT PIN 3,4,5,6; 
Q,RD,WR PIN 7,8,9; 
SPIN10,SPIN13 PIN 10,13; 
BAO PIN 11; 
GND PIN 12; 
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EN LO BUF,EN_SW_BUF,EN_HI~UF,DRV_PC PIN 14,19,21,15; 
SI016,SI018,SI020 PIN 16,18,20; 
MEMCS16 PIN 17; 
EN_LO_PROM,EN_HI_PROM PIN 22,23; 
VCC PIN 24; 

EQUATIONS 
!EN_HI_PROM !PROM & !AEN & !SMEMR & !AT & !SBHE & !BAO "Word Access on AT 

* !PROM & !AEN & !SMEMR & !AT & !SBHE & BAO "Odd Byte on AT 

* !PROM & !AEN & !SMEMR & AT & BAO; "Odd Byte on PC 

!EN_LO_PROM !PROM & !AEN & !SMEMR & !AT & !SBHE & !BAO "Word Access on AT 

* !PROM & !AEN & !SMEMR & !AT & SBHE & !BAO "Even Byte on AT 

* !PROM & !AEN & !SMEMR & AT & !BAO; "Even Byte on PC 

!EN_HI_BUF !PROM & !AEN & !SMEMR & !AT & !SBHE & !BAO "Word Access 

* !PROM & !AEN & !SMEMR & !AT & !SBHE & BAO "Odd Byte on AT 

* Q & !AT &RD & !SBHE "Word Access to QPDM 
Jt Q & !AT & WR & !SBHE; "Word Access to QPDM 

!EN_SW_BUF !PROM & !AEN & !SMEMR & AT & BAO; "Odd Byte on PC 

!EN_LO_BUF !PROM & !AEN & !SMEMR & !AT & !SBHE & !BAO "Word Access on AT 

* !PROM & !AEN & !SMEMR & !AT & SBHE & !BAO "Even Byte Access on 

* !PROM & !AEN & !SMEMR & AT "Memory Access on PC 

* Q & !AT &RD "QPDM on PC 
Jt Q & !AT &WR "QPDM on PC 

* RD "LUT 

* WR; "LUT 

!DRV_PC RD; 

ENABLE MEMCS16 !PROM; 

!MEMCS16 !PROM & !AEN & !SMEMR & !AT & !SBHE & !BAO; 
END BUFFER_CONTROL; 
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5.9.3 lOCO NT 
MODULE IOCONTROL 
FLAG '-R2' 
TITLE 'GENERATES QPDM, LUT, AUX, IOCS16 FOR REVB QPDM BOARD' 

"COPYRIGHT 1987 ADVANCED MICRO DEVICES, INC 
"Tom Crawford Feb 17, 1987 
"After thought by Dave August 27 May 87 

"DECLARATIONS 
IC21 DEVICE 'P22V10'; 

SPIN1, SPIN11, SPIN13 PIN 1,11,13; 
DDACK,AEN,SMEMR PIN 2,3,4; 
QPDM, AUX, LUT PIN 5,7,6; 
lOR, lOW, SMEMW PIN 8,9,10; 
GND PIN 12; 
VCC PIN 24; 
LUTS1, LUTSO PIN 14,15; 
WR_AUX PIN 21; 
IOCS16 PIN 20; 
QPDM_RD, QPDM_WR PIN 22,23; 
Q, RO, WR PIN 18,17,16; 

EQUATIONS 

!LUTSO 

!QPDM & 

!QPDM & 

!AUX & 

!LUT & 

!AEN & 

!AEN & 

!AEN & 

!SMEMW 

!IOR; 

!IOW; 

!IOW & 

& !AEN 

DDACK; 

!LUT & !LUTS1 & SMEMR & !AEN; 

!LUTS1 

ENABLE IOCS16 

!IOCS16 

Q 

RO 

WR 

END IOCONTROL; 
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!LUT & !SMEMR & !AEN 
! LUT & ! LUTSO & ! SMEMW & ! JI.EN; 

!QPDM; 

!QPDM; 

!QPDM & !AEN; 

!QPDM & !AEN & !IOR 
!LUT & !AEN & !SMEMR; 

!QPDM & !AEN & !IOW 
!LUT & !AEN & !SMEMW 
!AUX & !AEN & !IOW; 



5.9.4 CAS 
MODULE CAS 
FLAG '-r2' 
TITLE 'PAL TO CONTROL CAS ON ONE-BANK BOARD' 

"COPYRIGHT 1985 ADVANCED MICRODEVICES, INC 
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"TOM CRAWFORD JUNE 20,1985 CHANGED MARCH 10, 1986 RCYCLED FEB 18, 87 

"DECLARATIONS 

IC3 DEVICE 'P18P8'; 

IN1,IN8,IN9 PIN 1,8,9; 

RESET, INVRESET PIN 11,13; 

SVS, SHS, SCS PIN 6,7,12; 

RAS, CAS, XFG PIN 2,5,3; 
DELAY XFG PIN 4; 

CASO, CAS1, CAS2, CAS3 PIN 14,15,16,17; 
XFER PIN 18; 
DLYFER PIN 19; 

EQUATIONS 

!INVRESET 
SCS 

!XFER 

!DLYFER 
!CASO 
!CAS1 
!CAS2 
!CAS3 

END CAS_CONTROL; 

RESET; 
SVS & !SHS 
!SVS & SHS; 
!XFG & RAS 
!XFER & !XFG; 
!XFER; 
!CAS; 
!CAS; 
!CAS; 
!CAS; 
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5.9.5 Count 
MODULE COUNT 
FLAG '-R2' 
TITLE 'BIT COUNTER FOR QPDM SMALL BOARD' 

"COPYRIGHT 1985 ADVANCED MICRO DEVICES, INC 
"TOM CRAWFORD JUNE 17, 1985 PINOUTS MARCH 10, 1986 RECYCLED FEB 17, 87 

"DECLARATIONS 
IC10 DEVICE 'P16R8'; 

CLOCK PIN 1; 
IN2,IN4,IN5,IN6,IN7,IN8,IN9 PIN 2,4,5,6,7,8,9; 
QO,Q1,VIDCLK PIN 14,13,17; 
LSR PIN 18; 
CBLANK PIN 16; 
CFF1 PIN 15; 
SBLK, DBLNK PIN 3,19; 
ROUT12 PIN 12; 
OUTPUT_ENABLE PIN 11; 

EQUATIONS 
QO := 
Q1 "= 

* VIDCLK "= 

* * !LSR := 
!ECBLANK := 
!CFF1 := 
DBLNK := 
END COUNT; 

5.9.6 Enables 
MODULE ENABLE 
FLAG '-R2' 

!QO; 
!Q1 & QO 
Q1 & !QO; 
!VIDCLK & Q1 & QO 
VIDCLK & !Q1 
VIDCLK & !QO; 
Q1 & !QO; 
!VIDCLK & !Q1 & QO; 
!VIDCLK & Q1 & !QO; 
SBLK; 

TITLE 'PAL TO ENABLE VRAMS AND GENERATE SHIFT PULSES AS WELL' 

"COPYRIGHT 1985 ADVANCED MICRODEVICES, INC 
"TOM CRAWFORD JUNE 17,1985 

"DECLARATIONS 
IC9 DEVICE 'P16L8'; 

DXCYC, VIDCLK, FF1 PIN 1,3,9; 
QO, Q1 PIN 6,7; 
IN4, IN5, IN8, IN11 PIN 4,5,8,11; 
SBLK PIN 2; 
SHIFT1, SHIFT2 PIN 16,15; 
GO, G1, G2, G3 PIN 18, 17, 14, 13; 
OUT12, OUT19 PIN 12, 19; 
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EQUATIONS 

!GO 
!G1 
!G2 
!G3 
!SHIFT1 

!SHIFT2 

END ENABLES; 

5.9.7 Shift 
MODULE SHIFT 
FLAG '-R2' 

!VIDCLK & FF1 & Q1; 
VIDCLK & !FF1 & Q1; 
!VIDCLK & !FF1 & Q1; 
VIDCLK & FF1 & Q1; 
!VIDCLK & !FF1 & !Q1 & !QO & !SBLK 
!DXCYC; 
!VIDCLK & FF1 & !Q1 & !QO & !SBLK * !DLYFER; 

CHAPTERS 
Evaluation and Demonstration Board 

TITLE '4-BIT PARALLEL TO SERIAL SHIFT REGISTER WITH SYNCHRONOUS BLANK' 

"COPYRIGHT 1986 ADVANCED MICRO DEVICES, INC 
"TOM CRAWFORD JUNE 17,1985 RECYCLED FEB 18, 1987' 

"DECLARATIONS 
IC12 DEVICE 'P16R8'; 

CLOCK PIN 1; 
D3,D2,D1,DO PIN 7,6,4,5; 
Q3,Q2,Q1,QO PIN 19,18,17,16; 
BLANK PIN 3; 
LSR PIN 2; 
IN8, IN9 PIN 8,9; 
ROUT15,ROUT14,ROUT13,ROUT12 PIN 15,14,13,12; 
OUTPUT_ENABLE PIN 11; 

EQUATIONS 

Q3 := 
t 

Q2 := 
t 

Q1 := 
t 

QO := 

END SHIFT; 

5.9.8 Hilite 
MODULE HILITE 
FLAG '-R2' 

!BLANK & LSR & Q2 
!BLANK & !LSR & D3; 
LSR & Q1 
!LSR & D2; 
LSR & QO 
!LSR & D1; 
!LSR & DO; 

TITLE 'GENERATES BLINK FOR REVB QPDM BOARD' 

"COPYRIGHT 1987 ADVANCED MICRO DEVICES, INC 
"Tom Crawford Feb 17, 1987 

"DECLARATIONS 
IC28 DEVICE 'P22V10'; 
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CHAPTERS 
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51,52 PIN 10,5; 
P1,P2 PIN 4,3; 
BLINK PIN 18; 
QO,Q1,Q2,Q3,Q4,Q5,Q6,Q7 PIN 23,15,22,16,21,17,20,19; 
PIN14 PIN 14; 

EQUATIONS 

QO := !QO; 

Q1 := QO & !Q1 
f !QO & Q1; 

Q2 := QO & Q1 & !Q2 
t !QO & Q2 
t !Q1 & Q2; 

Q3 := QO & Q1 & Q2 & !Q3 
t !QO & Q3 

* !Q1 & Q3 

* !Q2 & Q3; 

Q4 := QO & Q1 & Q2 & Q3 & !Q4 
t !QO & Q4 
t !Q1 & Q4 
t !Q2 & Q4 

* !Q3 & Q4; 

QS := QO & Q1 & Q2 & Q3 & Q4 & !QS 

* !QO & Q5 
t !Q1 & QS 
f !Q2 & Q5 
f !Q3 & QS 

* !Q4 & Q5; 

Q6 := QO & Q1 & Q2 & Q3 & Q4 & QS & !Q6 
f !QO & Q6 

* !Q1 & Q6 

* !Q2 & Q6 
t !Q3 & Q6 
t !Q4 & Q6 

* !Q5 & Q6; 

Q7 := QO & Q1 & Q2 & Q3 & Q4 & Q5 & Q6 & 
t !QO & Q7 
t !Q1 & Q7 

* !Q2 & Q7 
t !Q3 & Q7 
t !Q4 & Q7 
f !QS & Q7 

* !Q6 & Q7; 
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BLINK .= !51 & 52 & !P1 & p2 & 
it !51 & 52 & P1 & !P2 & 
it !51 & 52 & P1 & p2 & 
it !51 & 52 & P1 & p2 & 
it 51 & !52 & !P1 & P2 & 
it 51 & !52 & P1 & !p2 & 
it 51 & !52 & P1 & P2 & 
it 51 & !52 & P1 & P2 & 
it 51 & 52 & !P1 & p2 & 
it 51 & 52 & P1 & !P2 & 

it 51 & 52 & P1 & p2 & 
it 51 & 52 & P1 & p2 & 

PIN14 BLINK; 

END HILITE; 

5.10 USERS GUIDE 

5.10.1 Addressing 

The locations used by the board in the address spaces of 
the host are controlled by programming U36. The logic 
equations are shown in 5.9.1. The user may change 
these addresses if necessary; then the software sup­
plied by AM 0 will also have to be changed. The standard 
addresses are shown in the following table. 

1/0 
Space: 

03M 
03A2 
03A4 
03A6 
03A8 

Memory 
Space: 

BOOOOto 

Write Access 

Write CPOM FIFO 
Write CPOM BIF 
Write CPOM Reg Adrs 
Write CPOM Register 
Write Hilite Oscillator 

-BFF7F not applicable 
BFF80to 
BFFFF Write 8159 LUT 

Read Access 

Read CPOM Status 
Read CPOM BOF 
Read CPOM Reg Mrs 
Read CPOM Register 

Read EPROM 

Read 8159 LUT 

CHAPTER 5 
Evaluation and Demonstration Board 

Q4 & Q5 
Q5 
Q5 
Q4 

Q5 & Q6 
Q6 
Q6 
Q5 
Q6 & Q7 
Q7 

Q7 
Q6; 

5.10.2 Jumpers 

The following table shows the jumper blocks and their 
use on the board. 

Jumper USE Case 1 Case 2 Case 3 

W1 CAS Oelay 5 ns 10 ns 15 ns 
W2 HSYNC Active HI Active LO Composite 
W3 VSYNC Active HI Active LO Composite 
W4 Interrupt INT2 INT3 INT5 
W5 8159VSYNC Vsync Ground 
W6 8159 HSYNC Hsync Ground 
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CHAPTER 6 

Software 
In this section, we present some software application 
hints for the Am95C60. Section 6.1 is a BASIC program 
that completely initializes the QPDM (from power on) and 
draws a very simple message on the screen. This 
program initializes the registers in the recommended 
order. It then issues the minimum instructions to get the 
QPDM started and draws a few wide lines. 

In Section 6.2, we discuss the logical and arithmetic 
operations that can be performed on the source and 
destination fields during Copy Block operations. 

6.1 INITIALIZATION 

The following program will completely initialize the add­
in board and draw the word "HI!" using stroke characters 
with a logical PEL (Pixel Element). This program was 
written in IBM PC BASICA and compiled using the BASIC 
compiler. Both source code and the compiled binary are 
shipped with the demonstration board. 

The program contains adequate comments; we shall 
amplify as necessary. The board is described in 
Chapter 5. 

When we execute lines 60-190, we are loading the look­
up table olthe Am8159. It is programmed as indicated in 
the table below; the 'Entry' column lists the values used 
by Set Color Bits. 

When we execute lines 210-290, we define the 1/0 
addresses and set the HILITE oscillator to 2 Hz with a 
25% duty factor. 

When we execute lines 310-420, we call on subroutines 
that initialize the registers. This is the recommended 
order. Note that entering 8-bit mode may not be neces­
sary for some applications. 

When we execute lines 440-520, we tum on Video 
Refresh Enable. This is synchronized to top-of-frame by 
waiting for Vertical Blanking Interrupt. When this pro­
gram is executed from the interpreter (at least on a PC), 
the timing is not synchronized properly because it takes 
several milliseconds to execute lines 500 and 510. The 
compiled version does not have this problem. 

When we execute lines 540-590 we send instructions to 
the QPDM to initialize it and draw a simple message. 
These are the minimum instructions required to program 
the QPDM. Line 560 removes one word from the list of 
data statements. If it is not the termination word (-1), it is 
sentto the instruction FIFO. After the last word has been 
sent, the program stops at line 600. The instructions are 
in the form of DATA statements occupying lines 630-840. 

The subroutine at 1600 ensures there is room in the FI FO 
by waiting for FREQ (x4000 in Status Register) to be a 
"1". It then sends the word to the FIFO. 

Table 6.1 Programming the Am8159 

Entry HIUTEOff HIUTEOn 

0 Black Black 
1 Black Grey 
2 Dim Blue Dim Blue 
3 Bright Blue Bright Blue 
4 .DimGreen Dim Green 
5 Bright Green Bright Green 
6 Dim Cyan Dim Cyan 
7 Bright Cyan Bright Cyan 
8 Dim Red Dim Red 
9 Bright Red Bright Red 
10 Dim Magenta Dim Magenta 
11 Bright Magenta Bright Magenta 
12 Dim Yellow Dim Yellow 
13 Bright Yellow Bright Yellow 
14 Dim White Dim White 
15 Bright White Bright White 
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10 'This programs the 95C60 on Tom Crawford's demo board 

20 ' for the NEC Multi-sync (or equivalent) monitor. The 

30 ' monitor is color, 640 x 480. The Am8159 Color Palette 

40 ' is programmed strictly as one to one (RGBI in, RGBI out) . 
50 DEFINT A-Z 

60 DEF SEG=&HBFF8 

70 FOR J = 0 TO 126 STEP 2 

80 R=O: G=O: B=O :1=0 

90 IF «J AND 6)=4) THEN B=8 

100 IF «J AND 6)=6) THEN B=15 

110 IF «J AND 10)=8) THEN G=8 

120 IF «J AND 10)=10) THEN G=15 

130 IF «J ANn 18)=16) THEN R=8 

140 IF «J AND 18)=18) THEN R=15 

150 IF «J AND 62)=34) THEN R=4: G=4: B=4: 

160 POKE J, (G*16+R) 

170 POKE J+1,B 

180 NEXT J 

190 DEF SEG 

200 , 
210 BSE=&H3AO 

220 INST=BSE 

230 STATUS=BSE 

240 BIF=BSE+2 
250 BOF=BSE+2 

260 QADRS=BSE+4 

270 QEG=BSE+6 

280 AUX=BSE+8 

290 OUT AUX,9 

300 , 
310 'Write the Registers to Initialize the QPDM 

320 GOSUB 870 

330 GOSUB 920 

340 GOSUB 970 

350 GOSUB 1010 

360 GOSUB 1080 

370 GOSUB 1170 

380 GOSUB 1240 

390 GOSUB 1320 
400 GOSUB 1360 

410 GOSUB 1400 

420 GOSUB 1440 

430 ' 

'point to base of LUT 

'128 locations in lut 

'dim blue 
'bight blue 

'dim green 

'bright green 

'dim red 

'bright red 

'blink intense black 

'bits 7-0 

'bits 11-8 

'put it back to basic 

'instruction FIFO 

'status register 

'block input FIFO 

'block output FIFO 

'register address pointer 

'io register 

'BLINK CONTROL REGISTER 

'SET BLINK TO 1 Hz, 25 

'sw reset 

'8-bit mode 

'interrupts off 

'screen 

'windows 

'horizontal 

'vertical 

'vrnode 

'mmode 

'dmrr 

'vte 

440 'now wait for vertical Blank to enable video timing 

450 'First clear all the interrupts (especially VLKBI) 

460 QA=30 :V=&H3FF :GOSUB 1480 'clear interrupts 

470 'Now read Status Register until VBLKI goes Active 

480 B=INP(STATUS) :BL=INP(STATUS) 'always do two byte reads 
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490 IF (B AND 1) = 0 THEN GOTO 480 'wait for interrupt to occur 

500 OUT QADRS,O :OUT QADRS,29 'start video timing 

510 OUT QEG,O :OUT QEG,l 

520 PRINT "enable VRE" 

530 

540 'Now send some instructions to QPDM 

550 'We will initialize it and then write HI! with strokes 

560 READ V 

570 IF V= -1 THEN GOTO 600 

580 GOSUB 1600 

590 GOTO 560 

600 STOP 

610 ' 
620 'Here are the instructions in the form of DATA statements 

630 DATA &HOOB8 :'set QPDM Position, enable 
Masked Writes 

640 DATA &H29,0,0 

650 DATA &H39, &H03fO,0,&H01fO 

660 DATA &H34, &H35 

670 DATA &h30,15 

680 DATA &H31,0 

690 DATA &H36,15 

700 DATA &H22,10,10 

710 DATA &H20,0 

720 DATA &h0550,0,0,1023,1023 
memory 

730 DATA &H20,15 

740 DATA &H54A,469,277,474,272 

750 DATA &H21,15 

760 DATA &H54,469,277 

770 DATA &HB6, 7441 

780 DATA &H54C,100,60,100,280 

790 DATA &H54C,220,60,220,280 

BOO DATA &H54c,100,160,220,160 

B10 DATA &H54c,300,60,340,60 

B20 DATA &H54C,320,60,320,2BO 

B30 DATA &H54C,300,2BO,340,2BO 

B40 DATA &H54C,469,60,469,240 

B50 DATA -1 

B60 ' 
B70 PRINT "sw reset" 

BBO OUT QADRS,O :OUT QADRS,27 

B90 OUT QEG,O :OUT QEG,O 

900 RETURN 

910 ' 

920 PRINT "B-Bit Mode" 

930 OUT QADRS,31 :OUT QEG,O 

940 OUT QADRS,59 :OUT QEG,O 

:'turn off scaling 

:'stack boundary 

:' turn off clipping and picking 

., Turn on all activity bits 

:'Set Listen Bits to All Planes 

:'turn off logical pel 

:'small block size 

: ' black color 

:'Filled Rectangle to clear 

:'white drawing color 

:'Circle with radius of five 

:'Search Color of all ones 

:'Fill the Circle with White 

:'Logical PEL at 464,272 

:'Left Stroke of 'H' 

:'Right Stroke of 'H' 

:'Crossbar of 'H' 

:'Top of 'I' 

:'Vertical Stroke of 'I' 

: 'Bottom of 'I' 

: ' Stroke of '!' 
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950 RETURN 

960 ' 
970 PRINT "Interrupts Off" 

980 QA=26 :v=O :GOSUB 1480 

990 RETURN 

1000 ' 
1010 PRINT "Screen Parameters" 

1020 QA=l :V=O :GOSUB 1480 

1030 QA=2 :v=O :GOSUB 1480 

1040 QA=3 :V=640 :GOSUB 1480 

1050 QA=4 :V=480 :GOSUB 1480 

1060 RETURN 

1070 , 
1080 PRINT "windows" 
1090 QA=14 :V=800 : GOSUB 1480 

1100 QA=15 :V=500 : GOSUB 1480 

1110 QA=16 :V=800 : GOSUB 1480 

1120 QA=17 :V=500 : GOSUB 1480 

1130 QA=18 :V=800 : GOSUB 1480 

1140 QA=19 :v=800 : GOSUB 1480 

1150 RETURN 

1160 , 
1170 PRINT "horizontal" 

1180 QA=10 :V=10 : GOSUB 1480 

1190 QA=l1 :v=20 : GOSUB 1480 

1200 QA=12 :V=80 :GOSUB 1480 

1210 QA=13 :V=104 :GOSUB 1480 

1220 RETURN 

1230 , 
1240 PRINT "vertical" 

1250 QA=5 :V=40 : GOSUB 1480 

1260 QA=6 :V=50 : GOSUB 1480 

1270 QA=7 :V=50 :GOSUB 1480 

1280 QA=8 :V=480 :GOSUB 1480 

1290 QA=9 :V=1024 :GOSUB 1480 

l300 RETURN 

1310 , 
1320 PRINT "vrnode" 

1330 QA=22 :V=ll :GOSUB 1480 

1340 RETURN 

1350 ' 
1360 PRINT "mmode" 

1370 QA=23 :V=&H70 :GOSUB 1480 

1380 RETURN 

1390 ' 
1400- PRINT "DMRR" 

1410 QA=24 :V=&H200+320 :GOSUB 1480 

1420 RETURN 
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'real start x 

'real start y 

'real term x 

'real tern y 

'Apparent X Start 

'Apparent Y Start 

'Apparent X Terminate 

'Apparent Y Terminate 

'Real X Start 

'Real Y Start 

'HSYNC 

'H Scan Delay 

'H Active 

'H Total 

'VSYNC 

'V Scan Delay Odd 

'V Scan Delay Even 

'V Active 

'V Total 

'Non-interlaced, Master, Master 

'64K Devices, 1K Display Memory 

'320 SYSCLK Cycles and Bit 9 



1430 ' 
1440 PRINT "VTE" 

1450 QA=28 :V=l :GOSUB 1480 

1460 RETURN 

1470 ' 
1480 'write 16 bit word to register 

1490 'reg adrs in qa, value in v 

1500 'most significant byte first 

1510 B=INT(QA/256) :OUT QADRS,B 

1520 B=QA MOD 256 :OUT QADRS,B 

1530 'PRINT B, 

1540 B=INT(V/256) :OUT QEG,B 

1550 'PRINT B;" "; 

1560 B=V MOD 256 :OUT QEG,B 

1570 'PRINT B 

1580 RETURN 

1590 ' 
1600 'write 16 bit word to inst FIFO 

1610 'word is in v 

1620 'most sig byte first 

1630 'first make sure there is room in the FIFO 

1640 B=INP (STATUS) :B1=INP(STATUS) 'always read two bytes 

1650 IF (B AND 64) = 0 THEN GOTO 1640 'wait until FREQ is hi 

1660 B=INT(V/256) :OUT INST,B 

1670 'PRINT B;" "; 

1680 B=V MOD 256 :OUT INST,B 

1690 'PRINT B 

1700 RETURN 
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6.2 COPY BLOCK OPERATORS IN THE 
QPDM 

6.2.1 Introduction 

This chapter documents how to perform various logical 
and arithmetic operations with the Copy Block instruction 
on the CPOM. This study was inspired by Dale Sim­
monds who took the corresponding operations on the 
TMS34010 seriously. 

6.2.2 Logical Operations 

When two bi-modal quantities are logically combined, 
there are 16 possible results. In other words there are 16 
functions of two variables, A and B. It is easy to prove 
there are exactly 16 ways; simply write down the cases 
exhaustively. 

We can also describe the procedure for each of these. 
Twelve of the 16 cases can be executed in one operation. 
The other four require two operations each. 

6.3.3 Arithmetic Operators 

Overview 

People have argued that arithmetic operations are useful 
when doing graphics. The operations are: 
Add dest ,. dest plus source 
Add with Saturation Forces all ones rather than overflow 
Subtract dest • dest minus source 
Subtract w. Saturation Forces all zeroes rather than 

underflow 
Maximum Compare and use the numerically 

larger 
Minimum Compare and use the numerically 

smaller 

These operations can all be synthesized from the logical 
operations we have (SOAXZ). The only part that is 
expecially interesting (and time consuming) is the 
propagation of carries. As you go over this code, bear in 
mind that each operation is being done on more than 
one quantity (pixel) in parallel. This means that optimiz­
ing in real time based on the partial resuHs cannot be 
done. Rather, you have to just go blindly through all the 
motions. 

Add 

We shall describe the add routine in great detail. All the 
others are builtto some greateror lesser degree on add. 
The nomenclature for the four bit planes in a single 
CPOM is shown below. 

Plane Number 0 1 2 3 
Weight 8 4 2 1 

(for font instruction) 
(for act instruction) 

Carries propagate from right to left. Plane number 3 
contains the LSB of each pixel; plane number 0 contains 
the MSB of each pixel. 

Four blocks in the display memory are defined. The two 
original operands are "dest" and "source". The operation 
is defined in a manner consistent with the normal CPOM 
logical operations. 

dest = dest plus source 

The other two blocks are "temp1" and "temp2H. These 
are used to contain intermediate resuHs as described 
below. 

Input Values of B,A: (where B Is the source and A the destination) 

0,0 0,1 1,0 1,1 Name Equation Procedure 

0 0 0 0 Clear A=O Copy Destination to itself with AND and SI 
0 0 0 1 And A-A ANDB Copy Block with logical AND 
0 0 1 0 And Reverse A.A ANDB a) Invert Destination, b) Copy with logical AND 
0 0 1 1 Copy A=B Copy Block with logical SET 
0 1 0 0 Andlnverted A.A ANDB Copy Block with logical AND, SI 
0 1 0 1 NoOp A-A (left as an exercise for the reader) 
0 1 1 0 Xor A-A XORB Copy Block with logical XOR 
0 1 1 1 Or A-A OR B Copy Block with logical OR 
1 0 0 0 Nor A-A OR B a) Copy Block with logical OR, b)lnvert Dest 
1 0 0 1 Equivalent A.A XORB Copy Block with logical XOR, SI 
1 0 1 0 Invert A-A Invert Destination 
1 0 1 1 OrReverse A-AORB a) Invert Destination, b)Copy Block with OR 
1 1 0 0 Copylnverted A-B Copy Block with logical SET, SI 
1 1 0 1 Orlnverted A-AORB Copy Block with logical OR, SI 
1 1 1 0 NAnd A-A ANDB a) Copy Block with logical AND, b)lnvert Dest 
1 1 1 1 Set A-1 Copy Destination to itself with OR and SI 

• Invert Destination" means: Copy Block Dest to Dest with SI 
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The program for add is shown in addtemp (which stands 
for add TEMPlate). The block size of the arrays to be 
added is set and all the activity bits are set. 

The "propagates" are calculated and placed in temp1. 
The propagate for each bit position of each pixel is the 
logical OR of the two operands. If the result is set, then a 
carry into this bit position will result in a carry out. Note 
that this calculation is a two-step operation. This is 
because the OPOM requires the destination block to be 
the same as one of the sources. (2-address machine) 

The "generates' are calculated and placed in temp2. The 
generate for each bit position of each pixel is the logical 
AND of the two operands. If the result is set, then there 
will be a carry out from this bit position regardless of any 
carry in. We will see later how the propagates and 
generates are combined. 

The initial sums (with no carries) are calculated into 
"dest" by XORing with ·source". Recall that XOR is a so­
called "haH-add". This is all there is to it except for the 
carries. 

For the case of add, there is no carry into the low-order 
bit, so we can go directly to plane 2. We must add any 
carry generated from plane 3 into plane 2. We want to 
affect plane 2 only, so we set only its activity bit. We want 
to use the generate from plane 3 so we set the single 
plane source with the fnt 3: instruction. We XOR the 
generate from plane 3 into the destination of plane 2. This 
leaves the correct sum in plane 2. Note that the single 
plane source bit is set so that the source operand (temp2) 
comes from plane 3. 

Now the generate from plane 3 is AN Oed with the 
propagate from plane 2 with the result left in the plane 2 
propagate array. Finally, this is ORed with the plane 2 
generate and the result is left in plane 2 generate. This 
can be done without single plane source since both 
operands are in plane 2. Observe all this has affected 
only plane 2. 

"Generate" from any plane is propagate and carry-in or 
generate. In a similar manner, we calculate the sum for 
plane 1 and the carry from plane 1. Finally, we calculate 
the sum for plane O. This completes the add routine. 
There is no need to calculate the carry-out of plane O. 
This has all taken 12 Copy Block instructions, five of 
which use the single plane source option. 

Add with Saturation 

Add with Saturation is exactly the same as add except 
that,H the result H larger than the maximum value, the 
result is forced to the maximum value (there is no 
overflow). The code is shown in addstemp. It is exactly 
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the same as addtemp with an extra step at the end. We 
calculate the carry out of plane 0 (this is the overflow). 
This carry is ORed with all four planes, forcing the 
maximum for all pixels that have generated an overflow. 

Subtract 

The classical method of subtracting is "complement and 
add". The complement is a two's complement; we do a 
one's complement and force a carry into plane 3. This is 
shown in subtemp. The block temp3 is used as a source 
of 1 s to force the carry into plane 3. The complement of 
the subtrahend is the very first ·cpy". The carry is forced 
into plane 3. Afterthat, it is identical to add (down to and 
including the comments). 

Subtract with Saturation 

This is identical to subtract except we calculate the carry 
from plane o. Everywhere there is no carry, we force the 
result to O. The listing is substemp. 

Maximum 

The two values corresponding to the pixel are compared 
and the one that is numerically larger is chosen. This is 
listing maxtemp. Copies of the two operands are saved 
and the source is subtracted from the destination. The 
carry-out of plane zero is used to select either the source 
or destination (from the saved copies). The result is left 
in the destination. 

Minimum 

The two values corresponding to the pixel are compared 
and the one that is numerically smaller is chosen. This is 
shown in mintemp. This is identical to maxtemp except 
for the ANOs which select the operands at the end. 

Propagation of carries Saturation between QPDMs 

Clearly, in a multi-OPOM system, it is necessary to 
propagate the carry from the low-order OPOM to the 
high-order OPOM. It is also necessary to convey the final 
carry in the operations with saturate as well as maximum 
and minimum. This is done using the match logic. Ob­
serve that while this works, it Is not especially fast. 

1. Zero the destination plane 
2. Set the listen bits for the source plane only. 
3. Set the search color to ones in the source plane 
4. Copy the destination to itseH using source invert and 

match. 

Everywhere else the source plane is a one, the destina­
tion will be forced to a one. 
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6.2.4 Transparency 

TI has defined a logical operation called transparency. 
This involves executing copy block only for pixels where 
the source is not zero. This buys two things: 

I. You can build up your destination in layers with the most 
recent information on top, providing a type of visual 
priority. (Using a straight Copy Block obscures the old 
layers). 

II. No new colors are created which might distort the 
readability or change the intended meaning of color 
coded information. (Observe that using logical opera­
tions to merge information does just that. So does con­
trolling the activity bits to write only selected planes). 

The String instruction can do exactly what is called for 
here. If you use an SOAXZ field of 101 (Graphical Set) 
and a single plane font, then the character will be written 
into all planes wherever there is a one in the font. Any 
place there is a zero in the font, the pixel will not be 
written; allowing the data that is underneath to come 
through. 

The drawing instructions (Line, Point, etc) also do this 
verywell. UsingaSOAXZfieldof101 (Graphical Set), the 
drawing colorwill be written into all bit planes everywhere 
the object exists. This also works properly for single 
plane PELs. 
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For Copy Block, the situation may be slightly more 
complex. If the source is a single plane, the Graphical Set 
does exactly the correct thing: everywhere the source is 
a one, all the planes of the destination will be written with 
the current drawing color. 

It is more interesting ifthe source image contains several 
colors and the application wants to copy all of them to the 
destination without overlaying anything where the source 
is all zeroes. In this case, we cannot use a single plane 
source because of the multiple color situation. One 
method is: 

1. Make a copy of the source (if it needs to be pre­
served). 

2. Copy the destination to the source matching on a 
field of all zeroes. 

3. Copy the source to the destination. 

A third example involves the case where all pixels of a 
single color are to be copied from the source block, but no 
others. The solution involves the self-canceling effect of 
exclusive OR. 

1. Copy the source to a temporary region. 
2. Copy the source to temporary with logical XOR, 

matching on the desired color. 
3. Copy the source to temporary with logical XOR. 

This leaves all pixels, except those of the desired 
color, at zero. 

4. Choose a plane whose color bit for the desired 
color is a one and execute a single plane copy 
from temporary to the destination. Use Graphical 
Set with drawing color set to the desired color. 
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MAXTEMP 

blk [blksiz] 

act 0 11S} 
cpy [dest] [temp4] 

cpy [source] [tempS] 

cpy - [source] [source] 

cpy [dest] [temp1] 

cpy 0 [source] [temp1] 

cpy [dest] [temp2] 
cpy a [source] [temp2] 

cpy x [source] [dest] 

;save copy of original dest 
;and source 

;invert the subtrahend 

; propagates 

; generates 

; half-adders 

;now we have to propagate carries from 3 to 0 
act 0 18} ;will set all carries into plane three 

cpy - 0 [temp3] [temp3] 

act OIl} ;force carries into plane three 
fnt 0: [nul] O_[fntO] 1_[fnt1] 

cpy 11 x [temp3] [dest] 

cpy 11 a [temp3] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 12} 
fnt 3: [nul] O_[fntO] 1_[fnt1] 
cpy 11 x [temp2] [dest] 
cpy 11 a [temp2] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 14} 
fnt 2: [nul] O_[fntO] 1_[fnt1] 

cpy 11 x [temp2] [dest] 
cpy 11 a [temp2] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 18} 
fnt 1: [nul] O_[fntO] 1_[fnt1] 
cpy 11 x [temp2] [dest] 

;now we do the saturation part 

;look for a carry out of plane zero 

;carries come from plane zero 

;final sum for plane three 

;lower plane generate and this propagate 
;ORd with this plane generate (final carry) 

;write plane two only 
;plane 3 is Source 
;final sum for plane two 
;lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

;write plane one only 

;plane 2 is Source 
;final sum for plane one 
;lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

;write plane zero only 
;plane 1 is Source 
;final sum for plane zero 
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cpy 11 a [temp2] [tempi] 

cpy 0 [tempi] [temp2] 

act 0 US} 
fnt 0: [nul] O_[fntO] 1 [fntl] 

cpy 11 a [temp2] [temp4] 

cpy 11 - a [temp2] [tempS] 

cpy [temp4] [dest] 
cpy 0 [tempS] [dest] 
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;lower plane generate and this propagate 

;final carry from plane zero 

;all activity bits 

;and will force all zeroes where it isn't 

; keep the maximums 

;from each of the two images 

;and merge them together 

;in the final destination 



MINTEMP 

blk [blksiz] 

act 0 lIS} 

cpy [dest] [temp4] 

cpy [source] [tempS] 

cpy - [source] [source] 

cpy [dest] [tempI] 

cpy 0 [source] [tempI] 

cpy [dest] [temp2] 

cpy a [source] [temp2] 

cpy x [source] [dest] 

;save copy of original dest 

;and source 

;invert the subtrahend 

;propagates 

; generates 

; half-adders 
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;now we have to propagate carries from 3 to 0 

act 0 IS} ;will set all carries into plane three 

cpy - 0 [temp3] [temp3] 

act 0 II} 

fnt 0: [nul] 0 [fntO] 1 [fntl] - -
cpy 11 x [temp3] [dest] 

cpy 11 a [temp3] [tempI] 

cpy 0 [tempI] [temp2] 

act 0 12} 

fnt 3: [nul] O_[fntO] l_[fntl] 

cpy 11 x [temp2] [dest] 

cpy 11 a [temp2] [tempI] 

cpy 0 [tempI] [temp2] 

act 0 14} 

fnt 2: [nul] O_[fntO] 1_[fntl] 

cpy 11 x [temp2] [dest] 

cpy 11 a [temp2] [tempI] 

cpy 0 [tempI] [temp2] 

act 0 {S} 

fnt 1: [nul] O_[fntO] 1_[fntl] 

cpy 11 x [temp2] [dest] 

;now we do the saturation part 

;look for a carry out of plane zero 

;force carries into plane three 

;carries come from plane zero 

;final sum for plane three 

;lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

;write plane two only 

;plane 3 is Source 

;final sum for plane two 

;lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

;write plane one only 

;plane 2 is Source 

;final sum for plane one 

;lower plane generate and this propagate 
;ORd with this plane generate (final carry) 

;write plane zero only 

;plane 1 is Source 

;final sum for plane zero 
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cpy 11 a [temp2] [temp1] 

cpy 0 [temp1] [temp2] 

act 0 {lS} 

fnt 0: [nul] O_[fntO] 1_[fnt1] 

cpy 11 - a [temp2] [temp4] 

cpy 11 a [temp2] [tempS] 

cpy [temp4] [dest] 

cpy 0 [tempS] [dest] 

6-12 

;lower plane generate and this propagate 

;final carry from plane zero 

;all activity bits 

;and will force all zeroes where it isn't 

;keep the minimums 

;from each of the two images 

;and merge them together 

;in the final destination 



ADDSTEMP 

blk [blksiz] 

act 0 {IS} 

cpy [dest] [temp1] 

cpy 0 [source] [temp1] 

cpy [dest] [temp2] 

cpy a [source] [temp2] 

cpy x [source] [dest] 

; propagates 

; generates 

; half-adders 
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;now we have to propagate carries from 3 to 0 

act 0 {2} 

fnt 3: [nul] O_[fntO] 1_[fnt1] 

cpy 11 x [temp2] [dest] 

cpy 11 a [temp2] [temp1] 

cpy 0 [temp1] [temp2] 

act 0 {4 } 

fnt 2: [nul] 0 [fntO] 1 [fntl] -
cpy 11 x [temp2] [dest] 

cpy 11 a [temp2] [temp1] 

cpy 0 [templ] [temp2] 

act 0 {S} 

fnt 1: [nul] 0 [fntO] 1 [fntl] -
cpy 11 x [temp2] [dest] 

;write plane two only 

;plane 3 is Source 

;final sum for plane two 

;lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

;write plane one only 

;plane 2 is Source 

;final sum for plane one 

; lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

; write plane zero only 

;plane 1 is Source 

; final sum for plane zero 

;now we look for a carry 

cpy 11 a [temp2] [temp1] 

cpy 0 [templ] [temp2] 

out of plane zero 

act 0 {lS} 

fnt 0: [nul] O_[fntO] 1_[fnt1] 

cpy 11 0 [temp2] [dest] 

;lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

;and will force all ones with it 

; (forcing result to saturated) 
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ADDTEMP 

blk [blksiz] 
act o {lS} 

cpy [dest] [temp1] 
cpy 0 [source] [temp1] 

cpy [dest] [temp2] 
cpy a [source] [temp2] 

cpy x [source] [dest] 

; propagates 

; generates 

; half-adders 

;now we have to propagate carries from 3 to 0 

act 0 12} 
fnt 3: [nul] O_[fntO] 1_[fnt1] 
cpy 11 x [temp2] [dest] 
cpy 11 a [temp2] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 14} 
fnt 2: [null O_[fntO] 1_[fntl] 
cpy 11 x [temp2] [dest] 
cpy 11 a [temp2] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 IS} 
fnt 1: [nul] O_[fntO] 1_[fnt1] 
cpy 11 x [temp2] [dest] 
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;write plane two only 
;plane 3 is Source 
;final sum for plane two 
;lower plane generate and this propagate 
;ORd with this plane generate (final carry) 

;write plane one only 
;plane 2 is Source 
;final sum for plane one 
;lower plane generate and this propagate 
;ORd with this plane generate (final carry) 

;write plane zero only 
;plane 1 is Source 
;final sum for plane zero 



SOBTEMP 

blk [blksiz] 

act 0 {1S} 

cpy - [source] [source] 

cpy [dest] [temp1] 

cpy 0 [source] [temp1] 

cpy [dest] [temp2] 

cpy a [source] [temp2] 

cpy x [source] [dest] 

;invert the subtrahend 

; propagates 

; generates 

; half-adders 
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;now we have to propagate carries from 3 to 0 

act 0 {8} ;will set all carries into plane three 

cpy - 0 [temp3] [temp3] 

act 0 {l} 

fnt 0: [nul] O_[fntO] 1_[fnt1] 

cpy 11 x [temp3] [dest] 
cpy 11 a [temp3] [temp1] 

cpy 0 [temp1] [temp2] 

act 0 {2} 

fnt 3: [nul] O_[fntO] 1_[fnt1] 

cpy 11 x [temp2] [dest] 

cpy 11 a [temp2] [temp1] 

cpy 0 [temp1] [temp2] 

act 0 {4} 
fnt 2: [nul] 0 [fntO] 1 [fntl] -
cpy 11 x [temp2] [dest] 

cpy 11 a [temp2] [temp1] 

cpy 0 [temp1] [temp2] 

act 0 {8} 

fnt 1: [nul] 0 [fntO] 1 [fnt1] - -
cpy 11 x [temp2] [dest] 

;force carries into plane three 

;carries come from plane zero 

;final sum for plane three 
;lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

;write plane two only 

;plane 3 is Source 

;final sum for plane two 

;lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

; write plane one only 

;plane 2 is Source 

; final sum for plane one 

; lower plane generate and this propagate 

;ORd with this plane generate (final carry) 

; write plane zero only 

; plane 1 is Source 

;final sum for plane zero 
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SUBSTEMP 

blk [blksiz] 
act 0 {lS} 

cpy - [source] [source] 

cpy [dest] [tempI] 
cpy 0 [source] [tempI] 

cpy [dest] [temp2] 
cpy a [source] [temp2] 

cpy x [source] [dest] 

;invert the subtrahend 

; propagates 

; generates 

; half-adders 

;now we have to propagate carries from 3 to 0 
act 0 {S} ;will set all carries into plane three 
cpy - 0 [temp3] [temp3] 

act 0 {I} 
fnt 0: [nul] 0 [fntO] 1 [fnt1] -
cpy 11 x [temp3] [dest] 
cpy 11 a [temp3] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 {2 } 
fnt 3: [nul] 0 [fntO] 1 [fnt1] - -
cpy 11 x [temp2] [dest] 
cpy 11 a [temp2] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 {4} 
fnt 2: [nul] O_[fntO] 1_[fnt1] 
cpy 11 x [temp2] [dest] 
cpy 11 a [temp2] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 {S} 
fnt 1: [nul] O_[fntO] 1_[fnt1] 
cpy 11 x [temp2] [dest] 

;now we do the saturation part 
;look for a carry out of plane zero 

cpy 11 a [temp2] [temp1] 
cpy 0 [temp1] [temp2] 

act 0 {lS} 
fnt 0: [nul] O_[fntO] 1_[fnt1] 
cpy 11 a [temp2] [dest] 
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;force carries into plane three 
;carries come from plane zero 
;final sum for plane three 
;lower plane generate and this propagate 
;ORd with this plane generate (final carry) 

;write plane two only 
;plane 3 is Source 
;final sum for plane two 
;lower plane generate and this propagate 
;ORd with this plane generate (final carry) 

;write plane one only 
;plane 2 is Source 
;final sum for plane one 
;lower plane generate and this propagate 
;ORd with this plane generate (final carry) 

;write plane zero only 
;plane 1 is Source 
;final sum for plane zero 

;lower plane generate and this propagate 
;final carry from plane zero 

;all activity bits 
;and will force all zeroes where it isn't 
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