ASIC Technology Brief

Ball Grid Array (BGA) Packages

Fujitsu, a world leader in packaging and interconnect techno-
logy now offers Ball Grid Array (BGA) packaging options in
both our CG/CE46 (0.65 micron) and CG/CE51 (0.5 micron)
high performance CMOS ASIC product families.

BGA's have proven to offer several advantages over more con-
ventional packages including:

1. Reduced footprint: High pin count BGA packages require
up to 26% less real estate than QFPs.

2. Better electrical characteristics: Up to 38% lower induc-
tance than a comparable QFP.

3. Improved thermal resistance: Thermal vias allow up to a
33% reduction in thermal resistance compared to a QFP.

4. Higher I/O's: BGA's can easily support upwards of 1000
power and signal pins.

High pin count, fine pitch QFP's have traditionally posed an
assembly problem for high volume manufacturing due to the
difficulty of maintaining lead coplanarity. The alternative has
often been to use a high cost Pin Grid Array (PGA) which are
frequently incompatible with a surface mounted packaging
assembly process. The inherent coplanarity of BGA's offers
significantly improved manufacturing assembly yields which
result in lower overall product cost.

Fujitsu offers four type of BGA packages to suit a wide variety
of performance needs.
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The Type "A" PBGA is used primarily as a prototyping vehicle. It
incorporates a resin filled dam on a four layer printed circuit
board substrate. It is cost effective package for very low vol-
ume, moderate performance designs
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The Type "B" BGA is an OMPAC (Over Molded Pad Array Car-
rier) style package designed for high volume applications. It
utilizes a four layer printed circuit board substrate and provides
a high level of electrical performance. It provides good thermal
performance for moderate power designs. Thermal perfor-
mance can be further enhanced through the use of additional
thermal vias and balls placed directly under the die mounting
area. Epoxy-filled through holes in the substrate insure a high
level of reliability. For very cost sensitive designs, a lower per-
formance, two layer printed circuit board version of the type
"B" is also available
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The Type "C" PBGA is a high performance, cavity down, high
power package. It utilizes either a six or eight layer printed
circuit board substrate and provides a very high level of
electrical performance. The backside of the die is attached to a
metal heat spreader for high power dissipation. Conventional
wire bond technology is used for die to package connection.
The cavity is filled with potting resin to insure high levels of
reliability.
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The Type "D" PBGA is a very high performance, high power
package. It utilizes a multi-layer BT resin substrate. Die attach
is by area bump ("Flip Chip"). A copper heat slug provides high
power dissipation. The Type "D" provides the best electrical
performance and highest available 1/0's of all BGA packages.
The Type "D" is designed for very high performance sub micron
and deep sub-micron system level ASIC designs.
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BGA256 Type B Thermal Characteristics Vs. 208 PQFP
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BGA256 Type B Electrical /Thermal Characteristics

BGA416 Type C Electrical/Thermal Characteristics

Air flow w/thermal ball w/o thermal ball Air flow w/o Heat Sink w/Heat Sink
Bja 0m/s 19 deg C/W 24 deg C/W 0om/s 13.1 deg C/W 10 deg C/W
1m/s 16 deg C/W 21 deg C/W Bja 1m/s 9.4 deg C/W 6 deg C/W
3 m/s 13 deg C/W 17 deg C/W 3m/s 7.4 deg C/W 5 deg C/W
Bjc — 2.5 deg C/W 2,5 deg C/W
BGA Package Summary
Outline Dimension (mm) Pin Pitch (mm) Pin Matrix Type

PBGA 256 27.00 sq. 1.27 20P12M Type-B

PBGA 352 35.00 sq. 1.27 26P18M Type-B

PBGA 352 35.00 sq. 1.27 26P18M Type-C

PBGA 416 40.00 sqg. 1.27 30P22M Type-C

PBGA 576 40.00 sqg. 1.27 30P18M Type-C

PBGA 899 42.50 sq. 1.27 32x32 Full Type-D
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BGA Mechanical Summary

BGA 256 BGA 352 BGA 352 BGA 416 BGA 576
(Type - B) (Type - B) (Type - C) (Type - C) (Type - C)
Body size
X (mm) 27 35 35 40 40
Y (mm) 27 35 35 40 40
Z (mm) 2.36 3.10 3.10 3.10 3.10
Ball pitch (mm) 1.27 1.27 1.27 1.27 1.27
Ball height (mm) 0.6 0.6 0.6 0.6 0.6
Ball size (0) 0.75 0.75 0.75 0.75 0.75
PKG Weight ~2.89 TBD ~8.0g 11.2g ~11.5g
Package Selector Guide for CG/CE51 0.5 micron ASIC Products
CGb51 Device | CG51343 CG51114 CG51164 CG51214 CG51284 CG51364 CG51484 CG51654 CG51754
CE51 Device | CE51343 CE51114 CE51164 CE51214 CE51284 CE51364 CE51484 CE51654 CE51754
No. of Pads 120 208 240 272 304 352 400 456 496
BGA-256
0 g 0
(Type-B)
BGA-352
0 0 O
(Type-B)
BGA-352
0 0 a
(Type-C)
BGA-416
0 0
(Type-C)
BGA-576 0
(Type-C)
Package Selector Guide for CG/CE46 0.65 micron ASIC Products
CE46 Device | CE46533 CE46713 CE46833 CE46903 CE46104 CE46114 CE46134 CG46154 CE46194
No. of Pads 208 240 256 272 288 304 336 352 400
BGA-256
0 a 0 0 a 0
(Type-B)
BGA-352
0 0 0 0
(Type-B)
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PACKAGE DIMENSIONS
BGA352 (Type-C)
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BGA576 (Type-C)
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BGA352 (Type-B)
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UNITED STATES

CALIFORNIA

Irvine

Century Center

2603 Main Street, Ste. 510
Irvine, CA 92714

Tel: (714) 724-8777

Fax: (714) 724-8778

Santa Clara

2880 Lakeside Drive, Ste. 250
Santa Clara, CA 95054

Tel: (408) 982-1800

Fax: (408) 982-1825

COLORADO

Denver

12000 North Washington Street
Suite 370

Thornton, CO 80241

Tel: (303) 254-9901

Fax: (303) 254-9921

GEORGIA

Atlanta

3500 Parkway Lane, Ste. 210
Norcross, GA 30092

Tel: (770) 449-8539

Fax: (770) 441-2016

ILLINOIS

Chicago

One Pierce Place, Ste. 1245W
Itasca, IL 60143-2681

Tel: (708) 250-8580

Fax: (708) 250-8591

MASSACHUSETTS

Boston

1000 Winter Street Ste. 2500
Waltham, MA 02154

Tel: (617) 487-0029

Fax: (617) 890-9002

MINNESOTA

Minneapolis

3800 West 80th Street Ste, 430
Bloomington, MN 55431-4419
Tel: (612) 893-5570

Fax: (612) 893-5580

FUJITSU MICROELECTRONICS, INC.

NEW YORK

New York

Hauppauge Office Park

Building 2, Ste. 310

898 Veterans Memorial Highway
Hauppauge, NY 11788

Tel: (516) 582-8700

Fax: (516) 582-3855

OREGON

Portland

15220 N.W. Greenbrier Parkway
Suite 360

Beaverton, OR 97006

Tel: (503) 690-1909

Fax: (503) 690-8074

TEXAS

Dallas

14785 Preston Road Ste. 274
Dallas, TX 75240

Tel: (214) 233-9394

Fax: (214) 386-7917

Houston

Two Chasewood Park, Ste. 250
20405 SH 249

Houston, TX 77070

Tel: (713) 379-3030

Fax: (713) 379-1059

ASIA

HONG KONG

Fujitsu Microelectronics Pacific Asia Ltd.
616-617, Tower B, New Mandarin Plaza
14 Science Museum Road.

Tsimshatsui East,

Kowloon, Hong Kong

Tel: 723-0393

Fax: 721-6555

JAPAN

Fujitsu Limited

Semiconductor Marketing
Furukawa Sogo Building

6-1 Marunouchi, 2-chome
Chiyoda-ku, Tokyo 100, Japan
Tel: 03-3216-3211

Fax: 03-3216-9771

SINGAPORE

Fujitsu Microelectronics PTE Ltd.
51 Bras Basah Road

Plaza by the Park

#06-04/07 Singapore 0718

Tel: 336-1600

Fax: 336-1609

3545 North First Street, San Jose, CA 95134-1804

(408) 922-9000

FAX (408) 432-9044

EUROPE

FRANCE

Fujitsu Mikroelektronik GmbH
Europarc

127, Chemin des Bassins
94035 Creteil Cedex, France
Tel: 01-45131212

Fax: 01-45131213

GERMANY

Fujitsu Mikroelektronik GmbH
Am Siebenstein 6-10

6072 Dreieich-Buchschlag,
Germany

Tel: 06103-6900

Fax: 06103-690122

Fujitsu Mikroelektronik GmbH
Carl-Zeiss-Ring 11

8045 Ismaning, Germany
Tel: 089-9609440

Fax: 089-96094422

Fujitsu Mikroelektronik GmbH
Am Joachimsberg 10-12
7033 Herrenberg, Germany
Tel: 07032-4085

Fax: 07032-4088

ITALY

Fujitsu Microelectronics ltalia, S.R.L.
Centro Direzionale Milanfiori

Strada 4-Palazzo A/2

20094 Assago (Milano), Italy

Tel: 02-8246170/176

Fax: 02-8246189

SWEDEN

Fujitsu Microelectronics Ltd.
Kung Hans vag 12

S-19176 Sollentuna, Sweden
Tel: 08-626-6720

Fax: 08-626-6711

UNITED KINGDOM

Fujitsu Microelectronics, Ltd.
Hargrave House

Belmont Road

Maidenhead

Berkshire SL6 6NE, United Kingdom
Tel: 0628-76100

Fax: 0628-781484
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