
















































instruction which restores the program counter (see be­
low) and sends out the contents of the SRC register at X2 
and X3, and generates the appropriate CM-ROM and CM­
RAM at X2. This restores the ROM and RAM select logic 
to their conditions. 

Extended Address Register Stack 

The address stack of the 4040 is an 8 x 12 bit array (com­
pared to 4 x 12 bits in the 4004). One level of the stack is 
required for the program counter; hence seven levels of 
subroutines may be nested using the 4040. 

When an interrupt occurs the program counter is not in­
cremented, but is stored down one level in the stack by the 
execution of the forced JMS instruction. This value is re­
stored by the execution of the BBS instruction at the end 
of the interrupt routine. 

General Information Applying to Interrupt 

The 4040 is capable of servicing one interrupt at a time. 
rhe INTERRUPT ACKNOWLEDGE signal is used in­
ternally to prevent a second interrupt from being entered 
until the first is completely serviced. 

Two instructions, INTERRUPT ENABLE (EIN) and 
INTERRUPT DISABLE (DIN) are provided for protecting 
sequences of instructions from being interrupted. These 
are described in detail in the Definition of Instruction Set 
section. 

The RESET signal disables interrupt. If the processor is 
started from a RESET condition, an EIN instruction must 
be performed before an interrupt will be recognized. 

If an INTERRUPT and STOP signal occur such that they 
are both latched at M2 of the same instruction cycle, the 
STOP logic will have priority, and must be cleared before 
the interrupt can be recognized. 

CYCLE #1 

As mentioned in the DATA BUS Contents section, the 
INTERRUPT control may be used to exit from a HALT 
condition. The timing for this is shown. The processor 
enters the HALT mode at instruction cycle #1· and re­
mains in that mode until the INTERRUPT signal is rec­
ognized at instruction cycle #4. When the INTERRUPT 
flip-flop is set, it causes the HALT flip-flop to be reset. 
The processor is then in the INTERRUPT mode. In this 
way a processor could be used in a completely asynchro­
nous control application in which the INTERRUPT signal 
would begin the processing routine. When the routine was 
complete the processor would execute the HLT instruc­
tion and wait for a new INTERRUPT. 

Extended ROM Addressing Capability 

The 4040 is equipped with two CM-ROM output buffers, 
each of which can be used to select a bank of sixteen 256 x 8 
ROMs. A total of 8K x 8 bit words can be directly addressed. 
Bank switching is accomplished through the use of two new 
instructions, DESIGNATE BANK 0 (DBO) and DESIGNATE 
BANK 1 (DB1). Both of these instructions take effect on the 
third cycle following their execution. The Use DBO & DB 1 
section provides example uses of the DBO, 1 instructions. 

Since the INTEI'IRUPT control logic will force a JMS to 
page 0, location 3, the first few instructions of the interrupt 
routine will have to be duplicated in both ROM banks (see 
Interrupt Processing section). 

The fact that the bank switching operation requires three 
instruction cycles to be completed means that an INTER­
RUPT, Stop and Halt cannot occur during those three cycles. 
For this reason the INTERRUPT Stop and Halt logic is in­
ternally disabied during the execution of DBO or DB1. 

A, A2A3M, M2X, X2X A, A2A3M, M2X, X2X A, A2A3M, M2X, X2X3 A, A2A3M, M2X, X2X3 

SYNC 

DECODED HALT 

HALT FLlp·FLOP 

STOP ACKNOWLEDGE 

INTERRUPT 

INTERNAL INTERRUPT 

INTERRUPT FLlP·FLOP 

INTERRUPT 
ACKNOWLEDGE/MASK 

L 
I I I I 

L 
\ 

\ 

\ 
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Figura 1-13. Halt Timing (Exit Using Interrupt). 
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4040 PROGRAMMING TECHNIQUES 

Use of Designate ROM Bank Instructions 

The DB instructions present a convenient method of 
switching from one ROM bank to another. As shown in the 

following examples, the bank switch is delayed until the 3rd 
instruction cycle after the DB is executed. 

Example #1: 

Example #2 

• Bank #0, 1 

ROM Location* 
Bank I Page I Word 

0 107 
0 2 108 
0 2 109 
0 2 110 

27 

63 

Instruction 

XXX 
OBI 
JUN 1 

27 

XXX 

DBO 
64 ISZ 3 

65 151 

o 66 

o 151 

ROM Location 
Bank I Page I Word 

o 131 
o 132 
o 133 
o 134 

96 

170 

xxx 

xxx 

Instruction 

xxx 
OBI 
JMS2 

96 

xxx 

DBO 

171 XCH 7 
172 BBL 

o 135 XXX 

Page #0 ·15 Word #0·255 

CYCLE #1 

Comment 

Designate Bank 1. 

During this instruction cycle a "1" is loaded in bit #3 of the 
command register. 

JUN occurred to Bank 1 because eM-ROM, has been activated. 

Designate Bank O. 

Program jumps here if (I R3 ) = O. 

Program jumps here if (I R3) =1= O. 

Comment 

Designate Bank 1. 

Address 7, 135 saved in stack. 

JMS occurs to 1,2,96 since eM· ROM, is activated at this instruction cycle. 

Designate Bank O. 

Address 7,135 pulled from stack and placed in PC; branch back occurs 
to 7, 135 in Bank 0 because eM-ROMO is activated during this instruction 
cycle. 

A1A2A3M1M2X1X2X3 A1A2A3M1M2X1X2X Al A2AjMl M2Xl X2 X3 Al A2A3 Ml M2Xl X2 X3 Al A2A3 Ml M2Xl X2X3 

I I I I I I I I I I I I I I I I I I I I I I 

SYNC 

\..... L L L L L 
DECODED DBl 

\ I 
ROM BANK FLlP·FLOP 

\ 

CM·ROMO 

CM·ROM, 

OBI 2 CYCLE DELAY ALLOWS OBI 
INSTRUCTION JUMP INSTRUCTION TAKES EFFECT 

I 
BANKO BANK 1 

Figure 1-14. ROM Bank Switching. 
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EXTENDED BANK SWITCHING 

The following describes how additional ROM banks can 
be added to the 4004 or how to further expand the capa­
bility of the 4040 to greater than two ROM banks. 

When the ROM bank is to be switched, the RAM output 
port has one line either set or reset. The drawing assumes 
SET (logical "1", MCS-40'" definition) to select BANK 1 and 

RESET (logical "a") to select BANK o. The normal condi­
tion shall be BAN K a selected. 

The RAM port output basically steers the CM-ROM line 
to one of two separated output lines labeled CM-ROM 
BANK a and CM-ROM BANK 1. While the logic shown is a 
TTL implementation, an equivalent circuit at MOS levels 
may be built. 

The circuit will functior)ally switch banks under software 
control by utilizing the WMP command for writing accumula­
tor contents to the RAM port (A more detailed description 
of the programming sequence will be presented later). The 
next instruction after the WMP will execute from the bank 
selected. The bank selection remains in effect until another 
WMP for that port is issued (port value changed). Any sub­
sequent instructions execute from the newly selected bank. 
The operation is similar to the DCl command for RAM 
BANK selection. 

Because the program counter contents are incremented, 
execution of a command after the bank switch begins at 
PC + 1 but from the new ROM bank, not the ROM bank 
which issued the switch command. 

I.E. 
BANK 

a 
a 
a 

RAM 
4002 

CPU 
4004 

PC 

00 
01 
02 
03 
04 
05 

PROGRAM 

WMP .. 

ANY RAM OUTPUT 
PORT LINE 

SWITCH HERE 

- -~ - ---,------1 

12K 

-10V 

eM·ROM 

12K 

BANK PC PROGRAM 

1 06 
1 07 WMP SWITCH BACK 
a 08 

.. 
a 09 
a OA 
a OB 

To avoid unnecessary gaps in either bank, an established 
switch point should be made. Since it is assumed that more 
than 16 ROM's are necessary, then BANK a ROM 15 loca­
tion F F is always available and that BAN K 1 ROM a location 
FF likewise is always available. More precjsely, location FF 
of the last used ROM of BANK 1 is always available. There­
fore, two "natural" switch points for bank switching exist. 
These "natural" points are easily seen if we assume 16 ROMs 
in each bank. Then a programming sequence might look 
like ... 

Last byte, 
last ROM 
BANKO 

last byte, 
last ROM 
BANK 1 

BANK 

a 
a 
a 
a 
a 

1 

a 
a 

+5V 

+5V 

PC 

FFB 
FFC 
FFD 
FFE 
FFF 

000 
001 
002 
003 

etc. 

FFC 
FFD 
FFE 
FFF 

000 
001 

PROGRAM 

+5V 

+5V 

WMP SWITCH HERE --

W~SWITCH BACK 

eM-ROM BANK 1 

/ 
TO 4001 

ROMs OR 
4008 AND 4009 

eM-ROM BANK 0 

SETTING PORT OUTPUT TO MCS-4 LOGICAL "'" 
SELECTS BANK 1. RESETTING PORT (NORMAL 
CONDITION) SELECTS BANK O. 

-10V -10V -10V 

Figure 1-15. ROM Bank Selection Logic. 
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This is an "end around" switch and the beginning loca­
tions in ROM bank 0 must be reserved to "recognize" the 
switch back to bank 0 from bank 2. The recognition may be 
as simple as a jump back to the program beginning in 
BANK O. For example: 

BANK PC 

o 
o 

FFF 
000 
010 

PROGRAM 

~~~~~~TRCTH HERE 

(address of 
START) 

It may also cause a jump to any address within BANK O. 
If less than 16 ROM's are used in Bank 1, then as an 

example: 

BANK 

0 
0 
0 

Last byte, 
last ROM 
(only 0-6 

0 
used in 

0 
Bank 1) 

0 

PC 

FFD 
FFE 
FFF 
000 
001 
002 
6FC 
6FD 
6FE 
6FF 

700 
010 
011 

PROGRAM 

WM!.----SWITCH HERE 

WM!..--§>WITCH BACK 

JUN START 
(address of 
START) 

Here, the first locations of ROM 7 BANK 0 must be 
reserved to "recognize" the switch back and to get to the 
correct location within Bank O. 

The basic programming steps for the switch are as follows: 

FFB SWITCH, 
FFD 
FFE 
FFF 

FIM 0, 0 
SRCO 

* LDM 1 
WMP 

..... _---
;RAM PORT 0 selected 

;Load 0001 to ACC 

* LDM 1 for BAN K 1, LDM 0 for BAN K 0 

The SWITCH may be called from any point within the 
ROM bank in which that SWITCH is located. For example: 

BANK ADDRESS PROGRAM EXECUilON 

0 7A2 
0 7A3 
0 7A4 JUN SWITCH 
0 FFB SWITCH FIM OP 0 
0 FFD SRCOP 

0 FFE * LDM 1 
0 FFF .. WMP 

000 

The switching instructions as given can also be written as a 
subroutine with a BBL at the end. The program will switch 

1-16 

to BANK 1 (for example) and execute from the address just 
following the address of the JMS (in Bank 0, for example) 
which called the switch. 

When going from bank 0 to bank 1, the next instruction 
can be a resumption of program flow just prior to the switch, 
if the normal program would "overflow" into BANK 1. 
When going from BANK 1 to BANK 0, a determination must 
be made of where the program should resume executing 
from. 

The first three instructions (FIM, SRC, LDM) can actually 
be anywhere in the program within one bank, and a 
JUN FFF will cause the program to switch at the end of 
ROM if the instruction at FF is WMP. 

If the RAM port which is used for ROM Bank Selection is 
not used for anything else, the remaining three lines may be 
used to indicate where the program should go to within the 
newly selected bank. This is done by testing the accumulator 
contents after the switch. For example: 

BANK ADDRESS PROGRAM EXECUTION 

0 FFB 
0 FFD 
0 FFE 

0 FFF 
000 
001 
002 

Switch FIM 0,0 
SRCO 

** LDM N 
WMP .. 
CLC 
RAL 
JC SOMEWHERE 
RAL 
JC SOMEPLACE 
RAL 
JC ELSEWHERE 

** LDM N where 
N=DDDb 

;Simple 
;3 line 
;test & 
;branch 

DDD=one of three branch 
conditions 
B=Bank select code 

Or, for more branch conditions, test the three DDD bits for 1 
of 8 branch codes . 

General Notes: 

1. The use of the RAM port is advisable since addressing that 
port is possible from either bank, while ROM ports can 
only be addressed within the bank with which they are 
associated. It follows that the ROM port structures associ­
ated with bank 0 can be duplicated for bank 1 and used 
for entirely different purposes. This general scheme (RAM 
port addressing) can also be used as a means of ROM 
input and output port expansion for systems using the 
4289. 

2. It is advisable to keep all calls to subroutines within one 
bank. When switching ROM banks, no subroutine calls 
should be in effect, i.e., the stack for return addresses is 
empty. Pseudo-calls to subroutines can be made between 
banks by using JUN commands to the switch points in 
each bank and by testing the accumulator to determine 
which subroutine to go to. The return is a BBL to another 



JUN command which switches you back to the previous 
bank. The use of the JMS and BBl after the switch has 
been made still leaves the stack empty when the return 
switch is made, and conforms with normal programming 
procedures involving subroutines. 

3. The RAM port used should be one controlled by CM· 
RAM a since this group of' RAM's is automatically selec· 
ted after power on and reset, thereby assuring that the 
program begins in ROM bank a. 

Interrupt Processing 

t:>----I~ RAM BANK 1 
CM-RAM, t:>----I~ RAM BANK 2 

CM-ROM1 4040/4004 CM-RAM2 ~==:::: RAM BANK 3 
CPU 1---"':"'-11 OF 8 RAM BANK 4 

CM-RAM, RAM BANK 5 

L_J:==:::: RAM BANK 8 
RAM BANK 7 

An interrupt processing routine is, in general, composed 

of three parts: 0 0 C;~====::;====:=J 
a. The instructions required to save the current processor 

status. 

b. A portion which determines and services the interrupting 
device. 

c. The instructions required to restore program control to 
the pre·interrupt conditions. 

In the first example, t~e processor is used with a single ROM 
bank, and Index Register (I R) Bank 1 is used to save status 
(accumulator/carry, Command Register (CR)). The six reo 
maining registers in I R Bank 1 are available for interrupt 
servicing. In addition to being relatively simple, this scheme 

Example #3: 

ROM location Instruction Comment 
Bank I Page / Word 

ROM 
Unlimited .xpanlton of RAM Bank by uti of a MOS 1 of 8 
decoder. Up to 16 RAM. are possible without a decoder Oft 

four RAM Bank •. With the decoder 84. RAMs can be placed. 

Figure 1·16. CM-RAM Expansion. 

has the advantage of saving processor status with the fewest 
number of instructions. Note that since only one ROM bank 
is available, it is only necessary to save'the lower three bits of 
CR. This allows saving the CR and CY to be merged in the 
same register location. 

a 6 82 SRC 4 (lR 8,9) sent to ROM & RAM, load SRf Reg. 

a 6 83 INC9 Interrupt occurs here. 
a 6 84 (JMSa) Interrupt acknowledged, 6,84 saved in stack; instruction at 6,84 ignored. 
a 6 84 (3 ) 

a a 3 SB1 Select I R Bank 1. 
a a 4 XCH 7 (ACC) -+-1 R7* - ACC saved. 
a a 5 lCR (CR) -+-ACC 
a a 6 RAl (CY) -+- Acco, Acco -+- Acc, ... ACC3 -+- CY 
a a 7 XCH6 (ACC) -+-IR6* CY, CR saved. 
a a 8 
a a 9 Routine for determining and servicing interrupt is executed here. 

a P n XCH6 (I R6*) -+- ACC 
n+1 RAR ACCO -+- CY - CY restored 
n+2 DCl ACCo -+-CRO, ACC, -+-CR" ACC2 -+-CR2, CR restored. 
n+3 XCH 7 (I R7*) -+- ACC 
n+4 BBS Address 6,84 loaded into PC; contents of SRC register sent out; 

a 6 84 WRM program restored. 

*Index Register Bank is automatically restored with BBS. 
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INSTRUCTION SET 
The 4040 is functionally compatible with the 4004 and 

therefore recognizes all 46 instructions valid for the 4004. In 
addition, the 4040 recognizes 14 new instructions giving a 
total of 60 instructions in the set. The instruction format is, 
of course, identical to that used in the 4004. 

Four groups of instructions can be defined as follows: 

a. Macliine Instructions - This group of 16 instructions 
are designated by an OPR code ot-OOOO - 1101. Within 
this group is contained a second group which is desig' 
nated supplemental group. 

b. 4040 Group - This group of 14 instructions is desig· 
nated by an OPR code of 0000 and an OPA code of 
0001 - 1110. These are the new instructions which 
have been added to the 4040. 

c. I/O Group - Designated by an OPR code of 1110, this 
group of 16 instructions is used for transferring data 
between the processor and the RAM chips or I/O cir· 
cuits. 

d. Accumulator Group - This group of 14 instructions is 
designated by an OPR code of 1111 and operates only 
on the accumulator/carry flip·flop, the special ROMs 
and the command register. 

Instruction Set Format 

Machine Instructions 

• l·word instructions - 8 bits wide and requiring 8 clock 
periods (1 instruction cycle) 

• 2·word instructions - 16 bits wide and requiring 16 clock 
periods (2 instruction cycles) for execution 

A l·word instruction occupies one location in ROM (each 
location can hold one 8 bit word) and a 2·word instruction 
occupies two successive locations in ROM. Each instruction 
word is divided into two 4 bit nibbles. The upper 4 bits is 
called the OPR and contains the operation code. The lower 4 
bits is called the OPA and contains the modifier. For a single 
word machine instruction the operation code (OPR) contains 
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the code of the operation that is to be performed (add, sub· 
tract, load, etc.). The modifier (OPA) contains one of 4 
things: 

1. A register address 

2. A register pair address 

3. 4 bits of data 

4. An instruction modifier 

For a 2·word machine instruction the first word is similar 
to a l·word instruction, however, the modifier (OPA) con· 
tains one of 4 things: 

1. A register address 

2. A register pair address 

3. The upper portion of another ROM address 

4. A condition for jumping 

The 2nd word contains either the middle portion (in OPR) 
and lower portion (in OPAl of another ROM address or 
8 bits of data (the upper 4 bits in OPR and the lower 4 bits 
in OPAl. 

The upper 4 bits of instruction (OPR) will always be 
fetched before the lower 4 bits of instruction (OPA) during 
Ml and M2 times respectively. 

Input/Output & RAM Instructions and Accumulator Group 
Instructions 

In these instructions (which are all single word) the OPR 
contains a 4 bit code which identifies either the I/O instruc­
tion or the accumulator group instruction and the OPA 
contains a 4 bit code which identifies the operation to be 
performed. 

Index Register Organization 

The index register can be addressed in two modes at any 
one time: 

a. By specifying lout of 16 possible locations with an OPA 
code of the form R R R R(l). The bank switch of the 4040 
can access an additional 8. 

b. By specifying lout of 8 pairs (12 pairs on 4040) with an 
OPA code of the form RRRX (2) 



ONE WORD INSTRUCTIONS 

D. 0, 0, Do D. 0, 0, Do 

X I X I X I X I X I X I X I X I 
DPR OI'A 

OI'CODE MODIFIER 

I X X I X I X I INDEX REGISTER ADORESS R R R R 
OR 

I X X I X X 1'7E~:~:R ':R! 
OR 

I X I X I X I X I DATA 
0 0 0 0 

TWO WORD INSTRUCTIONS 

,,, INSTRUCTION CYCLE 
0, 0, 0, Do 0, 0, 0, D. 

I X I X I X I X I X I X I X I X I 
OI'R OI'A 

01' CODE MODIFIER 

I X I X I X IX I UPPER ADDRESS I 
• A3 Aa A3 AI. 

I X X I X I X I CONDITION c.1 c, C, C. 

X I X I X 
INOI!X REGISTER X ADORESS R a a R 

X I X I X I X I'NDEX~o,:::R PAIRI 
R R A x 

OR 

OR 

OR 

2nd INSTRUCTION CYCLE 
O:! 02 0, DD 0 3 01 Ow Do 

IXIXIXIXIXIXIXIXI 
DPR OI'A 

OP CODE MODifiER 

MIDDLE ADDRESS LOWER ADDRESS 
Az AI AI Az A, At At A, 

MIDDLE ADDRESS LOWER ADDAE18 
AI AI AI Az At A, A, A, 

MIDDLE ADDRESS I LOWER AIIORE18 
Az AI AI A2 A, At At A, 

UPPER DATA I LOWER DATA 
02 02 02 02 0, 0, D, D, 

Figure 1·17. Machine Instruction Format. 

03 0, 0, Do 0, 0, 0, Do 

I x I x I x I x I x I x I x I x I 
OPR OPA 

INPUTIOUTPUT&: , I , I, o I x I x I x I x ! RAM INSTRUCTIONS 

ACCUMULATOR GROUP , 
I 
, 

I 
, 

I ' I x xl x I x I INSTRUCTIONS 

WHERE X - EITHER A "0" OR A"'''. 

;Figure 1·18. I/O and Accumulator Group Instruction 
Formats. 

REGISTER 
NUMBER 

SINGLE REGISTER ADDRESSING 

'4 '5 

'2 '3 

'0 " 
8 9 

6 7 

• 5 

2 3 

0 , 

6" 

4" 

3" 

'" 
*ADDITIONAL INDEX REGISTERS WITH 4040. 

!figure 1·19. Index Register Organization. 
f 

7" 

5" 

2" 

0" 
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When the index register is used as a pair register, the even 
number register (RRRO) is used as the location of the middle 
address or the upper data fetched from the ROM, the odd 
number register (RRR1) is used as the location of the lower 
address or the lower data fetched from the ROM. 

Operation of the Address Register (Program Counter 
and Stack) 

The address register contains four 12 bit registers; one 
register is used as the program counter and stores the instruc· 
tion address, the other three registers make up the push 
down stack. 

Initially, anyone of the 4 registers can be used as the 
program counter to store the instruction address. In a typical 
sequence, the program counter is incremented by 1 after the 

REGISTER PAIR ADDRESSING 

14 

'2 

,'0 
REGISTER 
PAIR 
NUMBER 

~ 
6" 

6 

." • 
2" 

2 

0" 

0 



last address is sent out. This new address then becomes the 
effective address. If a JMS (Jump to Subroutine) instruction 
is received by the CPU, the program control is transferred to 
the address called out in JMS instruction. This address is 
stored in the register just above the old program counter 
which now saves the address of the next instruction to be 
executed following the last JMS.(3) This return address 
becomes the effective address following the BBl (Branch 
back and load) instruction at the end of the subroutine. The 
4040 CPU can in addition to executing JMS/BBl combina· 
tion to get to and from a subroutine, can also execute an 
Interrupt/BBS. In this case, the interrupt forces the program 
to location 003. The BBS returns the program counter to its 
previous value plus 1 and restores the SRC. 

1. In this case of JMS the instruction is executed on the 4 bit 
content addressed by R R R R. 

2. In this case the instruction is executed on the 8 bit 
content addressed by R R RX, where X is specified for 
each instruction. 

3. Since the JMS instruction is a 2-word instruction the old 
effective address is incremented by 2 to correctly give the 
address of the next instruction to be executed after the 
return from JMS. 

In summary, then, a JMS instruction pushes the program 
counter up one level and a BBl instruction pushes the 
program counter down one level. Since there are 7 registers 
in the push down stack of the 4040, 7 return addresses may 

ADDRESS REGISTER 

E~~g~~~ ~ PROGRAM COUNTER 

JMS #2 
RECEIVED ----.. 

JMS #4 
RECEIVED -------.. 

PROGRAM COUNTER 

RETURN ADDRESS #2 

RETURN ADDRESS #1 

RETURN ADDRESS #3 

RETURN ADDRESS #2 

PROGRAM COUNTER 

RETURN ADDRESS #4 

,THE DeEPEST RETURN ADDRESS IS LOST 

be saved. If an eighth JMS occurs, the deepest return address 
(the first one stored) is lost. 

Operation of the Command Lines and the SRC 
Command 

The CPU command lines (CM-ROM, CM-RAMi) are used 
to control the ROM's and RAM's by indicating how to 
interpret the data bus content at any given time. 

The command lines allow the implementation of RAM 
bank, chip, register and character addressing, ROM chip 
addressing, as well as activating the instruction control in 
each ROM and RAM chip at the time the CPU receives an 
I/O and RAM group instruction. 

Each CM-RAMi line can be selected by the execution of 
the DCl (Designate Command Line) instruction. The 
CM-ROM line, however, is always enabled.f11 

For the execution of an I/O and RAM group instruction 
the following steps are necessary: 

1. The appropriate command line must be selected (by DCl) 

2. The ROM chip and RAM chip, register and character must 
be selected using the SRC (Send Register Control) 
instruction. 

3. An I/O and RAM instruction must be fetched (WRM, 
RDM, WRR, .... ) 

Note 1. If the number of ROM's in the system needs to be more than 
16, external circuitry can be used to route CM~ROM to two 
ROM banks. The same comment applies to the eM-RAM; 
lines if more than 16 RAM's need to ,be used. 

ADDRESS REGISTER 

PROGRAM COUNTER -4------- EFFECTIVE 
ADDRESS 

RETURN ADDRESS #1 

PROGRAM COUNTER PUSHED UP ONE lEVEL 

RETURN ADDRESS #3 

RETURN ADDRESS #2 

RETURN ADDRESS #1 

PROGRAM COUNTER 

RETURN ADDRESS #3 

RETURN ADDRESS #2 

PROGRAM COUNTER 

PROGRAM COUNTER PUSHED DOWN ONE LEVEL 

Figure 1-20. Operation of the Address Register on a Jump to Subroutine Instruction for 4004_ 
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1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~1~I~I~I~I~I~I 
SYNC'U U U U 

FETC~~~ I- ·1· \ I I ~ :~~HED ~ :~~::~C~~~ FETCHED 

eM-RAM, CODE IS TRANSFERRED TO 
THE COMMAND CONTROL REGISTER 

CM·ROM .U U 

CM.R~------~l.Jr----------------------------------------------------------~ r--- eM-RAMo IS DEACTIVATED 

CM.RA·'::M-, ----------U LJr---u-ur------,U-­
~ eM.RAM, IS ACTIVATED 

DATA------------------------------------~~~--------'~~~-----------------B~ ____________________________________ ~~~--------~---~-------------------

Figure 1·21. Operation of the Command Control lines. 

. Following is a detailed explanation of each step. 

1. Prior to execution of the DCl instruction the desired 
CM·RAM i code must be stored in the accumulator (for 
example through an lDM instruction). 

2. During DCl the CM·RAMi code is transferred from the 
accumulator to the command control register in the CPU. 
One CM·RAMi line is then activated (selecting one RAM 
bank) during the next instruction which would be an 
SRC. 

The CM·RAMi code remains in the command control 
register until a new DCl instruction is received. Each time 

'-v---' t 
THE 8-8IT ADDRESS THE MODIFIER (OPA) 
SENT BY THE CPU OF THE I/O AND RAM 
IS RECEIVED BY INSTRUCTION IS RECEIVED 
ROM's AND RAM', BY ROM', AND RAM's 
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a new SRC instruction is executed it will operate on the 
same RAM bank. This allows all RAM and I/O instruc· 
tions to be executed within the same RAM bank without 
the necessity of executing another DCl instruction each 
time. DCl does not affect CM·ROM. Only the RAM on 
the designated command line will latch the SRC. 

If up to 4 RAM chips are used in a system, it is convenient 
to arrange them in a bank controlled by CM·RAMO. This 
is because CM·RAMO is automatically selected after the 
application of at least one RESET (usually at start·up 
time.) In this case DCl is unnecessary and Step 1 & 2 are 
omitted). 



BASIC INSTRUCTION SET 
The basic instruction set of the 4040 and 4004 (CPU) are shown below. The following section will describe each instruction in 

detail. 

[Those instructions preceded by an asterisk (*) are 2 ,word instructions that occupy 2 successive locations in ROM) 

MACHINE INSTRUCTIONS (Logic 1 = Low Voltage = Negative Voltage; Logic 0 = High Voltage = Ground) 

OPR OPA 
MNEMONIC 0 3 0 2 0 1 Do ~~Dl Do DESCRIPTION OF OPERATION 

NOP 0 0 0 0 0 0 0 0 No operation. 

*JCN 0 0 0 1 C1 C2 C3 C4 
Jump to ROM address A2 A2 A2 A2. Al Al Al Al (within the same 
ROM that contains this JCN instruction I if condition Cl C2 C3 C4(1) 

A2 A2 A2 A2 Al Al Al Al is true, otherwise skip (go to the next instruction in sequence). 

*FIM 0 0 1 0 R R R 0 Fetch immediate (direct) from ROM Data 02,01 to index register pair 
O2 O2 O2 O2 0 1 0 1 0 1 0 1 location RRR.(2) 

SRC 0 0 1 0 R R R 1 Send register control. Send the address (contents of index register pair RRA) 
to ROM and RAM at X2 and X3 time in the Instruction Cycle. 

FIN 0 0 1 1 R R R 0 Fetch indirect from ROM. Send contents of index register pair location 0 
out as an address. Data fetched is placed into register pair location R R R. 

JIN 0 0 1 1 R R R 1 Jump indirect. Send contents of register pair RRR out as an address 
at Al and A2 time in the Instruction Cycle. 

*JUN 0 1 0 0 A3 A3 A3 A3 Jump unconditional to ROM address A3. A2. AI. 
A2 A2 A2 A2 Al Al Al Al 

*JMS 0 1 0 1 A3 A3 A3 ~ Jump to subroutine ROM address A3. A2. A 1. save old address. (Up 1 level 
'A2 A2 A2 A2 Al Al Al Al in stack.) 

INC 0 1 1 0 R R R R Increment contents of register RRRR. (3) 

*ISZ 0 1 1 1 R R R R Increment contents of register RRRR. Go to ROM address A2. Al 

A2A2A2~ Al Al Al Al 
(within the same ROM that contains this ISZ instruction) if result >I 0, 
otherwise skip (go to the next instruction fn sequence). 

ADD 1 0 0 0 R R R R Add contents of register RRRR to accumulator with carry. 

SUB 1 0 0 1 R R R R Subtract contents of register RRRR to accumulator with borrow. 

lD 1 0 1 0 R R R R Load contents of register RRRR to accumulator. 

XCH 1 0 1 1 R R R R Exchange contents of index register RRRR and accumulator. 

BBl 1 1 0 0 0 0 0 0 Branch back (down 1 level in stack) and loed data DODD to accumulator. 

lDM 1 1 0 1 0 0 0 0 loed data DODD to accumulator. 

NEW 4040 INSTRUCTIONS 

MNEMONIC 
OPR OPA 

DESCRIPTION OF OPERATION 
D:! D:! 01 Do D:!D:!Dl Do 

HlT 0 0 0 0 0 0 0 1 Halt- inhibit program counter and data buffers. 

BBS 0 0 0 0 0 0 1 0 Branch Back from Interrupt and restore the previous SRC, The Program 
Counter and send register control are restored to their pre·interrupt value. 

lCR 0 0 0 0 0 0 1 1 The contents of the COMMAND REGISTER are transferred to the 
ACCUMULATOR. 

OR4 0 0 0 0 0 1 0 0 The 4 bit contents of register #4 are logically "OR·ed" with the ACCUM. 

OR5 0 0 0 0 0 1 0 1 The 4 bit contents of index register #5 are logically "OR·ed" with the 
ACCUMULATOR. 

AN6 0 0 0 0 0 1 1 0 The 4 bit contents of index register #5 are logically "AND-ed" with the 
ACCUMULATOR 

AN7 0 0 0 0 0 1 1 1 The 4 bit contents of index register #7 are logically "AND·ed" with the 
ACCUMULATOR. 

DBO 0 0 0 0 1 0 0 0 DESIGNATE ROM BANK O. CM·ROMO becomes enabled. 

DB1 0 0 0 0 1 0 0 1 DESIGNATE ROM BANK 1. CM·ROM, becomes enabled. 

SBO 0 0 0 0 1 0 1 0 SELECT INDEX REGISTER BANK O. The index registe" 0·7, 

SB1 0 0 0 0 1 0 1 1 SELECT INDEX REGISTER BANK 1. The index registers O' . 7*, 

EIN 0 0 0 0 1 1 0 0 ENABLE INTERRUPT. 

DIN 0 0 0 0 1 1 0 1 DISABLE INTERRUPT. 

RPM 0 0 0 0 1 1 1 0 READ PROGRAM MEMORY. 
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INPUT/OUTPUT AND RAM INSTRUCTIONS 
(The RAM's and ROM's operated on in the 110 and RAM instructions have been previously selected by the last SRC instruction executed.) 

OPR OPA 
MNEMONIC D:! ~ 0 1 Do 0 3 0 2 0 1 Do DESCRIPTION OF OPERATION 

WRM 1 1 1 0 0 0 0 0 
Write the contents of the accumulator into the previously selected 
R AM main memory character. 

WMP 1 1 1 0 0 0 0 1 
Write the contents of the accumulator into the previously selected 
RAM output port. 

WRR 1 1 1 0 0 0 1 0 
Write the contents of the accumulator into the previously selected 
ROM output port. (I/O linesl 

WPM 1 1 1 0 0 0 1 1 
Write the contents of the accumulator into the previously selected 
half byte of read/write program memory (for use with 4008/4009 only) 

WRt/J141 1 1 1 0 0 1 0 0 
Write the contents of the accumulator into the previously selected 
RAM status character O. 

WR1 141 1 1 1 0 0 1 0 1 
Write the contents of the accumulator into the previously selected 
RAM status character 1. 

WR2(41 1 1 1 0 0 1 1 0 
Write the contents of the accumulator into the previously selected 
RAM status character 2. 

WR3141 1 1 1 0 0 1 1 1 
Write the contents of the accumulator into the previously selected 
RAM status character 3. 

SBM 1 1 1 0 1 0 0 0 
Subtract the previously selected RAM main memory character from 
accumulator with borrow. 

ROM 1 1 1 0 1 0 0 1 
Read the previously selected RAM main memory character 
into the accumulator. 

RDR 1 1 1 0 1 0 1 0 
Read the contents of the previously selected ROM input port 
into the accumulator. 0/0 Lines) 

ADM 1 1 1 0 1 0 1 1 
Add the previously selected RAM main memory character to 
accu mu latar with carry. 

ROt/J(41 1 1 1 0 1 1 0 0 Read the previously selected RAM status character 0 into accumulator. 

RD1(41 1 1 1 0 1 1 0 1 Read the previously selected RAM status character 1 into accumulator. 

R02(41 1 1 1 0 1 1 1 0 Read the previously selected RAM status character 2 into accumulator. 

R03141 1 1 1 0 1 1 1 1 Read the previously selected RAM status character 3 into accumulator. 

ACCUMULATOR GROUP INSTRUCTIONS 

ClB 1 1 1 1 0 0 0 0 Clear both. (Accumulator and carry) 

ClC 1 1 1 1 0 0 0 1 Clear carry. 

lAC 1 1 1 1 0 0 1 0 Increment accumulator. 

CMC 1 1 1 1 0 0 1 1 Complement carry. 

CMA 1 1 1 1 0 1 0 0 Complement accumulator. 

RAl 1 1 1 1 0 1 0 1 Rotate left. (Accumulator and carry) 

RAR 1 1 1 1 0 1 1 0 Rotate right. (Accumulator and carry) 

TCC 1 1 1 1 0 1 1 1 Transmit carry to accumulator and clear carry, 

DAC 1 1 1 1 1 0 0 0 Decrement accumulator. 

TCS 1 1 1 1 1 0 0 1 Transfer carry subtract and clear carry. 

STC 1 1 1 1 1 0 1 0 Set carry. 

DAA 1 1 1 1 1 0 1 1 Decimal adjust accumulator. 

KBP 1 1 1 1 1 1 0 0 
Keyboard process. Converts the contents of the accumulator from a 
one out of four code to a binary code. 

DCl 1 1 1 1 1 1 0 1 Designate command line. 

NOTES: (1 )The condition code is assigned as follows: 

C1 = 1 Invert jump condition C:2 = 1 Jump if accumulator is zero C4 = 1 Jump if test signal is • 0 
C1 = 0 Not Invert jump condition C:3 = 1 Jump if carry/link is a 1 

(2)RRR is the address of 1 of 8 index register pairs in the CPU. 

(3)RRRR is the address of 1 of 16 index registers in the CPU. 

(4)Each RAM chip has 4 registers, each with twenty 4-bit characters subdivided into 16 main memory characters and 4 status characters. 
Chip number, RAM register and main memory character are addressed by an SRC instruction. For the selected chip and register, however. 
status character locations are selected by the instruction code (OPAL 
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DETAILED INSTRUCTION DESCRIPTION 

A. Symbols and Abbreviations 

The following symbols and abbreviations will be used throughout the next few sections: 

SRCR 
( ) 

ACC 
CY 
ACBR 
RRRR 
RRR 
PL 
PM 
PH 
aj 
CMj 
M 
Msj 
DB (T) 
Stack 
CR 
IE 
RBO 
RBl 
V 
A 

SRC Register 
the content of is transferred to 
Accumulator (4 bit) 
Carry Flip-Flop 
Accumulator Buffer Register (4 bit) 
Index register address 
Index register pair address 
Low order program counter Field (4 bit) 
Middle order program counter Field (4 bit) 
High order program counter Field (4 bit) 
Order i content of the accumulator 
Order i content of the command register 
RAM main character location 
RAM status character i 
Data bus content at time T 
The 3 or 7 registers in the address register other than the program counter. 
Command register 
Interrupt enable 
Register bank 0 RRRRo - RRRR, enable 
Register bank 1 RRRRo - RRRR, enable 
Logical OR 
Logical AND 

Throughout the text "page" means a block of 256 instructions whose address differs only on the most 
significant 4 bits_ 

Example: page 7 means all locations having addresses between 0111 00000000 and 0111 1111 1111 

B. Format for Describing Each Instruction 

Each instruction will be described as follows: 

(1) Mnemonic symbol and meaning 
(2) OPR and OPA code 
(3) Symbolic representation of the instruction 
(4) Description of the instruction (if necessary) 
(5) Example and/or exceptions (if necessary) 

C. One Word Machine Instructions 

Mnemonic: 
.OPR OPA: 
Symbolic: 
Description: 

NOP (No Operation) 
0000 0000 
Not applicable 
No operation performed 

Mnemonic: 
OPR OPA: 

LDM (Load Data to Accumulator) 
1101 DODD 

Symbolic: 
Description: 

DDDD-+ACC 
The 4 bits of data, DODD stored in the OPA field of instruction word are loaded into the 
accumulator. The previous contents of the accumulator are lost. The carry/link bit is 
unaffected. 
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Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Example: 

LD (Load index register to Accumulator) 
1010 RRRR 
(RRRR) -+ACC 
The 4 bit content of the designated index register (RRI'IR) is loaded into the accumula­
tor. The previous contents of the accumulator are lost. The 4 bit content of the index 
register and the carry/link bit are unaffected. 

XCH (Exchange index register and accumulator) 
1011 RRRR 
(ACC) -+ACBR, (RRRR) -+ACC, (ACBR) -+RRRR 
The 4 bit content of the designated index register is loaded into the accumulator. The 
prior content of the accumulator is loaded into the designated register. The carry/link bit 
is unaffected. 

ADD (Add index register to accumulator with carry) 
1000 RRRR 
(RRRR) + (ACC) + (CY) -+ACC, CY 
The 4 bit content of the designated index register is added to the content of the accumu· 
lator with carry. The result is stored in the accumulator. The carry/link is set to 1 if a sum 
greater than 1510 was generated to indicate a carry out; otherwise, the carry/link is set to 
O. The 4 bit content of the index register is unaffected. 

Augend 
(ACC) 

~ 
(CY) 

~ 
Addend 
(RRRR) 

CARRY- c4 s3 s2 sl So _SUM 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Example: 

+~ 
(CY) (ACC) 

SUB (Subtract index register from accumulator with borrow) 
1001 RRRR 
(ACC) + (RRRR) + (CY) -+ACC, CY 
The 4 bit content of the designated index register is complemented (ones complement) 
and added to content of the accumulator with borrow and the result is stored in the 
accumulator. If a borrow is generated, the carry bit is set to 0; otherwise, it is set to 1. 
The 4 bit content of the index register is unaffected. 

Minuend 
(ACC) 

+ a3 a2 a1 aO 

Co 

+)1'31'21'11'0 

Subtrahend 
(RRRR) 

I 

Borrow - c4 s3 s2 sl So """-Result 

t~ 
(CY) (ACC) 
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Mnemonic: 
OPR OPA: 
Symbolic: 
Descri pti on: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Descri ption: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Description: 

I NC (I ncrement index register) 
0110 RRRR 
(RRRR) +l->-RRRR 
The 4 bit content of the designated index register is incremented by 1. The index register 
is set to zero in case of overflow. The carry/link is unaffected. 

BBL (Branch back and load data to the accumulator) 
1100 DDDD 
(Stack) ->- PL, PM, PH; DDDD ->- ACC 
The program counter (address stack) is pushed down one level. Program control transfers 
to the next instruction following the last jump to subroutine (JMS) instruction. The 4 
bits of data DDDD stored in the OPA portion of the instruction are loaded to the 
accumulator. BBL is used to return from subroutine to main program. 

JIN (Jump indirect) 
0011 RRRl 
(RRRO) ->-PM 
(R R R 1) ->- PL; PH unchanged 
The 8 bit content of the designated index register pair is loaded into the low order 8 
positions of the program counter. Program control is transferred to the instruction at that 
address on the same page (same ROM) where the JIN instruction is located. The 8 bit 
content of the index register is unaffected. 

EXCEPTIONS: When JIN is located at the address (PH) 1111 1111 program control is transferred to the 
next page in sequence and not to the same page where the JI N instruction is located. That 
is, the next address is (PH + 1) (R RRO) (R RR 1) and not (PH) (R R RO) (RR R1) 

Mnemonic: SRC (Send register control) 
OPR OPA: 0010 RRRl 
Symbolic: (RRRO) ->-DB (X2) 

(RRR1) ->-DB (X3) 
Description: The 8 bit content of the designated index register pair is sent to the RAM address register 

at X2 and X3. A subsequent read, write, or I/O operation of the RAM will utilize this 
address. Specifically, the first 2 bits of the address designate a RAM chip; the second 2 
bits designate lout of 4 registers within the chip; the last 4 bits designate lout of 16 
4 bit main memory characters within the register. This command is also used to designate 
a ROM for a subsequent ROM I/O port operation. The first 4 bits designate the ROM 
chip number to be selected. The address in ROM or RAM is not cleared until the next 
SRC instruction is executed. The 8 bit content of the index register is unaffected. 

Mnemonic: 
OPR OPA: 
Symbolic: 

Description: 

FIN (Fetch indirect from ROM) 
0011 RRRO 
(PH) (0000) (0001) ->- ROM address 
(OPR)->-RRRO 
(OPA) ->-RRR.l 
The 8 bit content of the 0 index register pair (0000) (0001) is sent out as an address in 
the same page where the FIN instruction is located. The 8 bit word at that location is 
loaded into the designated index register pair. The program counter is unaffected; after 
FIN has been executed the next instruction in sequence will be addressed. The content of 
the 0 index register pair is unaltered unless index register 0 was designated. 

EXCEPTIONS: a. Although FIN is a l-word instruction, its execution requires two memory cycles (21.6 
Msec). 

b. When FIN is located at address (PH) 1111 1111 data will be fetched from the next 
page (ROM) in sequence and not from the same page (ROM) where the FIN 
instruction is located. That is, next address is (PH + 1) (0000) (0001) and not (PH) 
(0000) (0001). 
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Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
, OPR OPA: 

Symbolic: 

Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Examples: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

HLT 
0000 0001 
1 ~HALT 1 ~STOP 
The processor sets the HALT and STOP flip-flops. Program counter incrementer and data 
input buffers are inhibited. The processor executes NOP continuously; continuation can 
occur by means of STOP or INTERRUPT control. 

In this mode, the Program Counter + 1 is gated out at A1, A2, and A3, times on the data 
bus. M1, M2 times will contain the addressed ROM instruction on the data bus. X1 , the 
4 bit Accumulator contents, X2 and X3 will contain the 8 bit SRC register. 

BBS 
0000 0010 
(Stack ~PL' PM, PH;) 
SRCRO ~ DB(X2) 
SRCRl ~DB(X3) 
This instruction is a combination of BRANCH BACK and SRC. The effective address 
counter is decremented and program control is returned to the location saved by the 
forced JMS which occurred at the beginning of the interrupt routine. In addition, the 
content of the SRC register is sent out at X2 and X3 of the instruction cycle, thus 
restoring the 1/0 port selection. This instruction will also turn off the INTA line re­
enabling the CPU for Interrupt. 

The previously selected Index register bank will also be restored during this instruction. 

LCR 
0000 0011 
(CR) ~ACC 
The 4 bit contents of the COMMAND REGISTER are transferred to the ACCUMULA· 
TOR. This allows saving the command register values before processing the interrupt. 

OR4 
0000 0100 
(RRRR4) V (ACC) ~ACC 
The 4 bit contents of index register #4 are logically "OR·ed" with the ACCUMULATOR. 
The result is placed in the ACCUMULATOR and the CARRY flip·flop is unaffected. 

(ACC) 0101 
(RRRR4) 1001 
ACC 1101 

(ACC) 0000 
(RRRR4 ) 1000 
ACC 1000 

OR5 
0000 0101 
(RRRR5) V (ACC) ~ACC 
The 4 bit contents of index register #5 are logically "OR·ed" with the ACCUMULATOR. 
Carry flip·flop is unaffected. 
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Mnemonic: 

OPR OPA: 
Symbolic: 
Description: 

Examples: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Description: 

AN6 

0000 0110 
(RRRR6) A (ACC) -+ACC 
The 4 bit contents of index register #6 are logically "AND-ed" with the ACCUMU­
LATOR_ The result is placed in the ACCUMULATOR and the CARRY is unaffected_ 

(ACC) 0110 
(RRRR6) 0100 
ACC 0100 

(ACC) 1" 1 
(RRRR6) 0001 
ACC 0001 

AN7 
0000 0111 
(RRRR7 ) A (ACC) -+ACC 
The 4 bit contents of index register #7 are logically "AND-ed" with the ACCUMU­
LATOR_ Carry flip-flop is unaffected_ 

DBO 

0000 1000 
Enable -+CM-ROMO 
DESIGNATE ROM BANK 0_ The most significant bit of the COMMAND REGISTER, 
CR3, is reset. On the third instruction cycle following its execution, it causes CM-ROMo 
to be activated. This Bank is selected with reset. 

DBl 
0000 1001 
Enable -+CM-ROM 1 
DESIGNATE ROM 8ANK 1. The most significant bit of the COMMAND REGISTER, 

CR3, is set. On the third instruction cycle following its execution, it causes CM-ROM1 to 
be activated. 

SBO 
0000 1010 
l-+RBO,O-+RBl 
SELECT INDEX REGISTER JaANK O. The index register bank select flip-flop is reset. 
Index registers 0 - 7, 8 - 15 will be available for program use. This bank is to be selected 

with a Reset. 

SBl 
0000 1011 
O-+RBO l-+RBl 
SELECT INDEX REGISTER lANK 1. The index register bank select flip-flop is set. 
Index registers 0* - 7*, 8 - 15 will be available for program use. 

RPM 

0000 1110 
(1111) (SRC) -+ ROM/RAM address 
(DODD) -+ACC 
READ PROGI'lAM MEMORY. This instruction can be used only with the 4289 Standard 
Memory and I/O Interface Chip. The contents of the previously selected nibble of R/W 
Program Memory are transferred to the 4040 and loaded to the ACCUMULATOR. 
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Mnemonic: 
OPR OPA: 
Symbolic: 
Descri pti on: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

EIN 
0000 1100 
1 -0> IE 
ENABLE INTERRUPT. Internal interrupt detection logic is enabled. 

DIN 
0000 1101 
o IE 
DISABLE INTERRUPT. Internal interrupt detection logic is disabled. 

D. Two Word Machine Instruction 

Mnemonic: 
1st word OPR OPA: 
2nd word OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
1st word OPR OPA: 
2nd word OPR OPA: 
Symbolic: 

Description: 

Example: (4004) 

NoJMS 
received -

JMS #2 
received -
JMS#4 
received -

JUN (Jump unconditional) 

0100 A3 A3 A3 A3 
A2 A2 A2 A2 A, A, A, A, 
A, A, A, A, -0> PL , A2 A2 A2 A2 -0> PM, A3 A3 A3 A3 -0> PH 
Program control is unconditionally transferred to the instruction locator at the 
address A3 A3 A3 A3, A2 A2 A2 A2, A, A, A, A, 

JMS (Jump to Subroutine) 

0101 A3 A3 A3 A3 
A2 A2 A2 A2 A, A, A, 
(PH, PM, PL + 2) -0> Stack 

A, A, A, A, -o>PL , A2 A2 A2 A2 -0> PM , A3 A3 A3 A3 -0> PH 
The address of the next instruction in sequence following JMS (return address) is 
saved in the push down stack. Program control is transferred to the instruction 
located at the 12 bit address (A3A3A3A3A2A2A2A2A, A, A, A,). Execution of a 
return instruction (BBL) will cause the saved address to be pulled out of the stack, 
therefore, program control is transferred to the next sequential instruction after the 
last JMS. 

The push down stack has 4 registers (B registers in 4040). One of them is used as 
the program counter, therefore nesting of JMS can occur up to 3 levels (7 levels in 
the 4040). 

Stack Stack 

JMS#' 
----.. received .. -Program Counter 

Program Counter Return address #, 

Stack Stack 

Program Counter 

Program Counter JMS#3 Return address #3 
-.. received .. -Return address #2 Return address #2 

Return address #, Return address #, 

Stack 

Return address #4 Program Counter 

Return address #3 
BBL 

Return address #3 
----.. received .. -Return address #2 Return address #2 

Program Counter 

The deepest return address is lost. 
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Mnemonic: 
1st word OPR OPA: 
2nd word OPR OPA: 
Symbolic: 

Description: 

Example: 

EXCEPTIONS: 

JCN (Jump conditional) 

0001 Cl C2 C3 C4 
A2 A2 A2 A2 Al Al Al Al 
If C1 C2 C3 C4 is true, A2 A2 A2 A2 -->-PM 
Al Al Al Al -->-P L , PH unchanged 
if Cl C2 C3 C4 is false, 
(PH)-->-PH, (PM)-->-PM, (PL +2)-->-PL 

If the designated condition code is true, program control is transferred to the 
instruction located at the 8 bit address A2 A2 A2 A2, Al Al Al Al on the same 
page (ROM) where JCN is located. 

If the condition is not true the next instruction in sequence after JCN is executed. 

The condition bits are assigned as follows: 

C1 = 0 Do not invert jump condition 
Cl = 1 Invert jump condition 
C2 = 1 Jump if the accumulator content is zero 
C3 = 1 Jump if the carry/link content is 1 
C4 = 1 Jump if test signal (pin 10 on 4004) is zero. 

Cx Condition Table for JCN Instruction 

c, C:1 C:3 ~ 

0 0 0 0 NO OPERATION 

0 0 0 Jump if test = 0 (High) 

0 0 0 Jump if CY = 1 

0 0 Jump if test = 0 or CY = 1 

0 0 0 Jump if AC = 0 

0 0 Jump if test = 0 or AC = 0 

0 0 Jump if CY = 1 or AC = 0 

0 1 1 1 Jump if test = 0 or CY = 1 or AC = 0 

0 0 0 Jump Unconditionally 

0 0 1 Jump if test = 1 (Low) 

0 0 Jump if CY = 0 

0 1 1 Jump if test = 1 and CY = 0 

0 0 Jump if AC"* 0 

0 Jump if test = 1 and AC"* 0 

0 Jump if CY = 0 and AC "* 0 

Jump if test = 1 and CY = 0 and AC "* 0 

OPR OPA 

0001 0110 Jump if accumulator is zero or carry = 1 

Several conditions can be tested simultaneously. 

The logic equation describing the condition for a jump is given below: 

JUMP = Cl • ((ACC = 0) • C2 + (CY = 1) • C3 + TEST' C4) + 

Cl • ((ACC - 0) • C2 + (CY - 1) • C3 + TEST' C4) 

If JCN is located on words 254 and 255 of a ROM page, when JCN is executed and 
the condition is true, program control is transferred to the 8 bit address on the next 
page where JCN is located. 

1-30 



Mnemonic: 
1st word OPR OPA: 
2nd word OPR OPA: 

IS2 (increment index register skip if zero) 
0111 RRRR 

A2 A2 A2 A2 A1 A1 A1 A1 
Symbolic: 

Description: 

EXCEPTIONS: 

Mnemonic: 

(RRRR) + 1 -+ RRRR, if result ~ 0 
(PH)-+PH, (PM)-+PM, (PL +2)-+PL : 

if result i= 0 (PH) -+ PH, 
A2 A2 A2 A2 -+ PM, A1 A1 A1 A1 -+ PL 

The content of the designated index register is incremented by 1. The accumulator 
and carry /Iink are unaffected. If the result is zero, the next instruction after IS2 is 
executed. If the result is different from 0, program control is transferred to the 
instruction located at the 8 bit address A2 A2 A2 A2, A1 A1 A1 A1 on the same 
page (ROM) where the IS2 instruction is located. 

If IS2 is located on words 254 and 255 of a ROM page, when IS2 is executed and 
the result is not zero, program control is transferred to the 8 bit address located on 
the next page in sequence and not on the same page where IS2 is located. 

1st word OPR OPA: 
2nd word OPR OPA: 

FIM (Fetched immediate from ROM) 
0010 RRRO 

D2 D2 D2 D2 D1 D1 D1 D1 
D2 D2 D2 D2 -+ R R RO Symbolic: 

Description: 
D1 D1 D1 D1 -+ RRR1 
The 2nd word represents 8 bits of data which are loaded into the designated index 
register pair. 

E. Input/Output Instructions 

The following I/O instructions are described as they relate to ROM and RAM devices. These same instruc­
tions (mnemonics) can be redefined for devices other than ROM and RAM. 

Mnemonic: 
OPR OPA: 
Symbolic: 
Descri ption: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Mnemonic: 
OPR OPA: 
Symbolic: 

RDM (Read RAM character) 
1110 1001 
(M) -+ACC 
The content of the previously selected RAM main memory character is transferred to the 
accumulator. The carry/link is unaffected. The 4 bit data in memory is unaffected. 

R DO (Read RAM status character 0) 
11101100 
(MsO) -+ACC 
The 4 bits of status character 0 for the previously selected RAM register are transferred to 
the accumulator. The carry/link and the status character are unaffected. 

R D1 (Read RAM status character 1) 
1110 1101 
(Ms1) -+ACC 

R D2 (Read RAM status character 2) 
1110 1110 
(MS2) -+ACC 

R D3 (Read RAM status character 3) 
1110 1111 
(MS3) -+ACC 
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Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Example: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Descri ption: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

RQR (Read ROM port) 

1110 1010 
(ROM input lines) -+ACC 
The data present at the input lines of the previously selected ROM chip is transferred to 
the accumulator. The carry/link is unaffected. 

If the I/O oPtion has both inputs and outputs within the same 4 I/O lines, the user can 
choose to have either "0" or "1" transferred to the accumulator for those I/O pins coded 
as outputs, when an RDR instruction is executed. 

Given a port with I/O coded with 2 inputs and 2 outputs, when RDR is executed the 
transfer is as shown below: 

(ACC) 

1 X X 0 ~ 1 
, I 

(1 orO) (10rO) 0 
, I 

Input Data User can choose 

WRM (Write accumulator into RAM character) 

1110 0000 
(ACC) -+M 
The accumulator content is written into the previously selected RAM main memory 

character location. The accumulator and carry/link are unaffected. 

WRO (Write accumulator into RAM status character 0) 

1110 0100 
(ACC) -+Mso 
The content of the accumulator is written into the RAM status character 0 of the 
previously selected RAM register. The accumulator and the carry/link are unaffected. 

WR 1 (Write accumulator into RAM status character 1) 
1110 0101 
(ACC) -+MSI 

WR2 (Write accumulator into RAM status character 2) 
1110 0110 
(ACC) -+MS2 

WR3 (Write accumulator into RAM status character 3) 

1110 0111 
(ACC) -+MS3 

WRR (Write ROM port) 

1110 0010 
(ACC) -+ ROM output lines 
The content of the accumulator is transferred to the ROM output port of the previously 
selected ROM chip. The data is available on the output pins until a new WR R is executed 
on the same chip. The ACC content and carry/link are unaffected. (The LSB bit of the 
accumulator appears on I/Oq.) No operation is performed on I/O lines coded as inputs. 
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Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

WMP (Write memory port) 
1110 0001 
(ACC) ...... RAM output register 
The content of the accumulator is transferred to the RAM output port of the previously 
selected RAM chip. The data is available on the output pins until a new WMP is executed 
on the same RAM chip. The content of the ACC and the carry/link are unaffected. (The 
LSB bit of the accumulator appears on 00, Pin 16, of the 4002.) 

ADM (Add from memory with carry) 
1110 1011 
(M) + (ACC) + (CY) ...... ACC, CY 
The content of the previously selected RAM main memory character is added to the 
accumulator with carry. The RAM clIaracter is unaffected. 

SBM (Subtract from memory with borrow) 
1110 1000 
(riA) + (ACC) + (CY) ...... ACC, CY 
The content of the previously selected RAM character is subtracted from the accumulator 
with borrow. The RAM character is unaffected. 

F. Accumulator Group Instructions 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Descri pti on: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

CLB (Clear both) 
1111 0000 
O ...... ACC, O ...... CY 
Set accumulator and carry/link to O. 

CLC (Clear carry) 
1111 0001 
O ...... CY 
Set carry/link to 0 

CMC (Complement carry) 
1111 0011 
(CY) ...... CY 
The carry/link content is complemented 

STC (Set carry) 
1111 1010 
l ...... CY 
Set carry/link to a 1 

CMA (Complement Accumulator) 
1111 0100 --.--
a3 a2 a, ao ...... ACC 
The content of the accumulator is complemented. The carry/link is unaffected. 

lAC (Increment accumulator) 
1111 0010 
(ACC) + 1 ...... ACC 
The content of the accumulator is incremented by 1. No overflow sets the carry/link to 0; 
overflow sets the carry/link to a 1. 
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Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Example: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 

Description: 

DAC (decrement accumulator) 
1111 1000 
(ACC) - 1 -+ACC 
The content of the accumulator is decremented by 1. A borrow sets the carry/link to O. 
no borrow sets the carry/I ink to a 1. 

+) 1 1 1 1 

C4 S3 S2 Sl So 

" 1 • CY ACC 

RAL (Rotate left) 
1111 0101 

Co -+ao. aj -+aj-1. a3 -+ CY 

The content of the accumulator and carry/link are rotated left. 

RAR (Rotate right) 
1111 0110 
ao -+CY. aj -+aj-1. Co -+a3 
The content of the accumulator and carry/link are rotated right. 

TCC (Transmit carry and clear) 
1111 0111 
o -+ACC. (CY) -+ao. 0 -+CY 
The accumulator is cleared. The least significant position of the accumulator is set to the 
value of the carry/link. The carry/link is set to O. 

DAA (Decimal adjust accumulator) 
1111 1011 
(ACC) + 0000 -+ ACC 

or 
0110 

The accumulator is incremented by 6 if either the carry/link if 1 or if the accumulator 
content is greater than 9. The carry/link is set to a 1 if the result generates a carry. 
otherwise it is unaffected. 

TCS (Transfer carry subtract) 
1111 1001 
1001 -+ACC if (CY) ~ 0 
1010-+ACC if (CY)~l 
O-+CY 
The accumulator is set to 9 if the carry/link is O. 
The accumulator is set to 10 if the carry/link is a 1. 
The carry/link is set to O. 
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Mnemonic; 
OPR OPA: 
Symbolic: 
Description: 

Mnemonic: 
OPR OPA: 
Symbolic: 
Description: 

KBP (Keyboard process) 
1111 1100 
(ACC) ~ KBP ROM ~ ACC 
A code conversion is performed on the accumulator content, from 1 out of n to binary 
code. If the accumulator content has more than one bit on, the accumulator will be set to 
15 (to indicate error). The carry/link is unaffected. The conversion table is shown below. 

(ACC) before KBP (ACC) after KBP 

o 0 0 0 .. o 0 0 0 
000 1 .. 00 0 1 
001 0 .. 001 0 
o 1 0 0 .. 001 1 
1 000 .. o 1 0 0 
001 1 .. 
0 o 1 .. 
o 1 1 0 ..-
o 1 1 1 .. 
1 0 0 1 .. 

010 .. 
o 1 1 .. 
100 ..-

o 1 .. 
1 0 .. 
1 1 .. 

DCl (Designate command line) 
1111 1101 
ao ~CMo, a1 ~CM1. a2 ~CM2 
The content of the three least significant accumulator bits is transferred to the command 
control register within the CPU. 

This instruction provides RAM bank selection when multiple RAM banks are used. (If no 
DCl instruction is sent out, RAM Bank number zero is automatically selected after 
application of at least one RESET). DCl remains latched until it is changed. 

The selection is made according to the following truth table. 

(ACe) CM • RAM; Enabled Bank No. 

X 000 CM· RAMo Bank 0 
X 0 0 1 CM· RAM1 Bank 1 
X 0 1 0 CM· RAM2 Bank 2 
X 1 0 0 CM· RAM3 Bank 3 
X 0 1 1 CM . RAM1 , CM . RAM2 Bank 4 
X 1 o 1 CM . RAM1 ' CM . RAM3 Bank 5 
X 0 CM· RAM2, CM . RAM3 Bank 6 
X 1 1 CM· RAM,. CM . RAM2, CM . RAM3 Bank 7 
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DATAOX2 

INSTRUCTION D3D2D1 DO 
NOP 1 1 1 1 
JCN 1 1 1 1 

A2, Al 1 1 1 1 

FIM RRRO (RRRO) 
02 0 1 1 I 1 1 

SRC RRRI (RRRO) 
FIN RRRO (RRRO) 

2nd cycle 1 I I 1 
JIN RRRO (RRRO) 
JUN A3 A3 
A2,Al A3 

JMS A3 
A2,AI 

A3 
A3 

INC RRRR (RRRR) 
ISZ RRRR (RRRR) 
A2,AI 1 1 1 I 

ADD RRRR (RRPlR) 
SUB RRRR (RRRR) 
lD RRRR (RRRPI) 
XCH RRRR (RRRR) 

BBl DODD 
lDM DODD 
WRM,WRO,WRI, (ACC) 
WR2,WR3, 
WPM, WMP, WRR (ACC) 

ROM, ROO, RDI, RD2 (M) or (Input! 
1'103, ADM, SBM, RDR 
ClB, ClC, lAC, CMC 0 0 0 0 
CMA, RAl, PAR, TCC 
TCS 1 0 0 
STC, DAC, DCl I I 1 
DAA 0 0 0 o or 

0 I 1 0 
KBP 0000,0001,0010 

0011,0100,1111 

DATA@X3 

D3 D2D1 DO 

1 1 1 1 
1 1 1 1 
1 1 1 1 

(RRA1) 
1 1 I I 

(RRR]) 
(RRR1) 

I 1 1 I 
(RRR1) 

I 1 1 I 

1 I 1 1 
1 I 1 1 

(RRRR) +1 
(RRRR) +1 

1 1 1 1 

1 1 
I 1 
I I 

(ACC) 

I 
1 1 (CY) 

1 (CY) 

(M) or (INPUT) 

I 1 

1 
1 

1 1 

I 1 

COMMENTS 

The content of address 
pair RRR 

Content of register RRRR; 
Content +1 of RRRR 

Content of register R R R 

Content of register RRRR; the content of ACC 
Data DODD 
Data DODD 

Content of accumulator; 
Content of CY F IF is 
present on Do 

Data fetched from RAM or 
input 

X2 depends on ACC content 

X 2 depends on Ace content 

Figure '-22. 4004 Data Bus Content During Execution of Each Instruction. 

INSTRUCTION 

NOP 

HlT* 

BBS 

lCR 

OR4 

ORS 

AN6 

AN7 

DBO 

DBl 

SBO 

SBl 

EIN 

DIN 

RPM 

(SRCH) 

(COM. REG) 

(0100) 

(0101) 

(0110) 

(0111 ) 

(P.M.) 

DATA@X3 

03 02 01 Do 

(SRCl) 

(P.M.) 

COMMENTS 

After execution of Hl T, processor enters STOP mode. 

(SRCH) means contents of 4 high order bits of SRC register. 

Program memory content 

Figure '-23. Summary of 4040 Data Bus Content During Instruction Execution. 
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Writing sequences of instructions for a computer is known 
'as programming. To be able to program a computer effec· 
tively, the programmer must understand the action of each 
of the machine instructions. (The instruction set of the 
MCS-40 microcomputer is described in detail in the section.) 

Each machine instruction manipulates data in some way. 
~The data may be the contents of the program counter which 
:indicates where the next instruction is to be found, the 
contents of one of the CPU registers, accumulator, or carry 
fHp·flop, the contents of RAM or ROM, or the signals at a 
port. 

Programming is probably most easily learned by use of 
,examples. I n the pages that follow, a number of sample 
program segments are described. In general, the examples are 
shown in order of increasing complexity. These examples 
have been chosen to illustrate the use of the I/O ports, basic 
program loops, multiple precision arithmetic, and the use of 
subroutines. When reviewing these examples refer frequently 
to the instruction definitions. 

Example #1 
Consider the case where it is desired to test the status of a 

single switch connected to the CPU (4004 chip) on the test 
input (pin 10). A jump on condition instruction (JCN) can 
,be used to perform this test. Suppose the JCN instruction: 

'JCN TEST, 16 (2 word instruction) is stored at ROM mem­
: ory locations 2 and 3. The instruction would look as follows: 

Location #2 

Location #3 

aPR OPA 

C1 C2C3C4 

0001 000 1 
(JCN) (Jump if test 

signal ~ Logic "0") 

0001 o 0 0 0 
(Jump to ROM memory Location 
#16) 

When this instruction is executed, if the switch connects a 
logic "0" (ground) to the test pin of the CPU, the program 
cQunter in the address register in the CPU will jump to 16. 
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(That is, the next instruction to be executed would be 
fetched from ROM Memory location 16.) If the switch had 
been connected to a logic "1" (negative voltage) the program 
counter would not jump but would be incremented by 1 and 
hence the instruction in ROM memory location 4 would be 
executed next. Thus the switch status can be tested simply 
with one instruction. Furthermore, if it were desired to jump 
if a test signal equalled a logic "1 ", the JCN instruction could 
be coded 

aPR OPA 

C1C2C3C4 

Location #2 0001 100 1 I nverted jump • ~ condition 

Location #3 0001 o 0 0 0 

In this case the invert condition bit Cl is used to indicate a 
jump is to be made on a logiC "1" on the test signal. 

If more switches are required a ROM port may be used as 
shown in the next example. 

Example #2 

Consider the case where it is desired to test the status of a 
switch connected to the port of ROM #2. To make access to 
the port, it is necessary to execute an SRC instruction. The 
SRC instruction utilizes the contents of a pair of registers: 
which must contain the proper numbers to select the desired 
port. Register pairs may be most easily loaded using the FIM 
instruction. 

Thus the sequence 

Mnemonic 

FIM 0, 20H 

SRC 0 

Description 

;Fetch immediate (direct) from ROM 
data (0010, 0000), to index register 
pair O. (20H refers to 20 Hexi­
decimal.) 

;Send the contents of index register 
pair 0 to select a ROM. The first 4 
bits of data sent out at X2 time 
(0010) select ROM #2 (4001). 



RDR ;Read the contents of the previously 
selected ROM (ROM #2) input port 

into the accumulator. 

has the effect of loading the accumulator with the values 
appearing at ROM port #2. Individual bits may be tested by 
shifting them into the carry flip·flop and using a jump on 
condition instruction. In this manner up to 4 switches can be 
interrogated from one set of ROM input ports (4 of them). 

NO TE: All command statements are punc· 
tuated with ; at the initial statement 
Description entry. 

Example #3 

Suppose a series of 10 clock pulses must be generated, 
perhaps to drive the clock line of a 4003 port expander. Let 
us assume that RAM #3 is to be used. The high order 2 bits 

of data sent out at X2 time during an SRC instruction selects 
the RAM chip. Hence 1100 (binary equivalent of 12) is 

required at X2 to select RAM #3. 
Since we must select the port on RAM #3 we will require 

FIM 0, OCOH; 192 

SRC a 

This pair of instructions sets up the desired port for use. To 

generate the clock pUlses, we must alternately write a 1 and a 
a into the appropriate port bit. Let us assume that we will 
only use the high order bit of the port on RAM #3 and that 
it is initially set at zero (so that the program does not have to 
reset it). Furthermore, let us assume that we do not care 
about the other three bits of the port. 

First let us set the accumulator to a 
LDM a ;Set accumulator to a 

We may then complement the high order bit of the accumu· 

lator by the sequence 

RAL 

CMC 

RAR 

;Rotate left (accumulator and carry) 

;Complement carry 

;Rotate right (accumulator and carry) 

which achieves the operation by shifting the bit into the 
carry flip-flop, complementing it, and shifting it back. 

An alternate way to complement the high order bit is to 

add 8 (binary 1000) to the accumulator. We may set the 
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contents of one register, say register 15, to 8 by the 
sequence: 

LDM 8 

XCH 15 

LDM a 

;Load data DODD (1000) to the 
accumulator. 

;Exchange contents of index register 15 
and accumulator 

;Load (0000) to accumulator 

The first instruction loads the binary number 1000 into the 
accumulator and the second places the contents of the 
accumulator into register 15. Since the prior contents of 
register 15 are also placed in the accumulator, an LDM 
instruction is then executed to clear the accumulator. 

Now the operation ADD 15 will add the binary value 
1000 to the accumulator, because Register 15 contains the 
value 8. 

Note the difference in how the LDM and the XCH and 
ADD instructions utilize the second half of the instruction. 
The LDM loads the accumulator with the value carried by 
the instruction, i.e., in binary code LDM 8 appears as 
1101 1000 and loads the accumulator with 1000. However, 
the ADD and XCH select a register, and the contents of the 
register are used as data. That is, ADD 8 would add the 
contents of register 8 to the accumulator, not the value 8. 

To generate the sequence of 10 clock pulses, one could 
repeat the following 4 instructions 10 times. 

ADD 15 

WMP 

ADD 15 

WMP 

;Add contents of register 15 
(1000 previously stored in 
the register) to accumulator 

;Write the contents of the 

accu mu lator into the 
previously selected RAM 
output port 

one clock 
pulse 
generated 

However, this would take some 40 instructions. The indexing 
operation available with the ISZ instruction allows a program 
loop to be repeated 10 times. 

The ISZ instruction increments a selected register. If the 
register initially contained any value other than the value 15 
(binary 1111) the instruction performs a JUMP to an address 
specified by the instruction. This address must be on the 
same page (within the same ROM) as the instruction imme­
diately following the ISZ. 

If however, the register originally contained 15, the CPU 
will proceed to execute the next instruction in sequence. 

By loading a register, say register 14, with the value 6, on 
the 10th execution of an ISZ, the processor will proceed to 
the next instruction in sequence rather than jump. 

Execution of the ISZ does not affect the accumulator, so 
that the accumulator does not have to be "saved" prior to its 

execution. 
The program sequence which performs the desired action 

is then 



Instruction # 
Address 
Name Mnemonic OPA 

(1 ) 
(2) 

(3) 

(4) 

(5) 

(6) 

(7) 

(8) 

(9) 

(10) 
(11 ) 

(12) 

LDM 
XCH 
LDM 
XCH 
FIM 
12, 

SRC 
LDM LJOOP ADD 
WMP 
ADD 
WMP 

ISZ 

8 
15 

6 
14 
o 
o 
o 
o 

15 

15 

14,LOOP 

Explanation of Program 

(a) Instruction #1 and #2 - Loads the number 8 (1000) 
into index register number 15 
(1111 ) 

(b) Instruction #3 and #4 - Loads the number 6 (0110) 
into index register number 14 
(1110) 

(c) Instruction #5 

(d) I nstructi on #6 

(e) Instruction #7 

(I) Instruction #8, 9, 
10,and11 

- Fetches the address of the de· 
sired RAM and stores it in an 
index register pair 

- Send~ the stored address to the 
R AM bank and selects the 
desired RAM 

- Initializes the accumulator to 
0000. 

- Generates one clock pulse as 
follows: 

Complement of highest order bit of accumula· 
tor and send back to RAM output port 

" ",,,oct; 00 #8 "d 9) J 

1 
1 

Initial state of RAM 
output port 

Highest order bit of accumulator is com pie· 
mented again and sent back to the RAM output 
port (I nstructions 10 and 11) 
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Description 

;Load 1000 to accumulator 
;Exchange contents of index regi'ster 15 and accumulator 
;Load 0110 to accumulator 
;Exchange contents of index register 14 and accumulator 
;Fetch immediate from ROM, Data (11000000) to index 
;register pair location 0 
;Send address (contents of index register pair 0) to RAM 
;Set accumulator to 0 
;Add contents of register 15 to accumulator 
;Write contents of accumulator into RAM output ports 
;Add contents of Register 15 to accumulator 
;Write contents of accumulator into RAM output ports 
;Increment contents of register 14. Go to ROM address 
;A2, AI (called Loop) if result * 0, otherwise skip. 

(g) Instruction #12 - The contents of Register 14 are 
incremented by 1 (0001). The 

number 7 (0111) is now stored 
in register 14. Since this result 
is not equal to zero, program 
control jumps to the address 
specified in the 2nd word of 
this instruction. In this case the 
address stored in the 2nd word 
is the address of instruction 
#8. The program then executes 
the next 4 instructions in 
sequence and generates a 2nd 
clock pulse. This sequence is 
repeated a total of 10 times, 
thus generati ng 10 clock 
pu Ises. On the 10th ti me when 
the contents of register 14 are 
incremented it goes to the 
value 0000 and the program 
skips to the next instruction in 
sequence and gets out of the 
loop. 



Example #4 

Clock pulse streams of the type derived above are often 
used to drive groups of 4003 shift registers. It may often be 
desirable to transfer the contents of a RAM register to a 
group of 4 shift registers via two output ports. 

To operate this system, it is necessary to fetch a character 
from RAM and present it at port #2, then issue the clock 
pulse at port #1. This sequence requires three SRC com· 
mands, one for the RAM selection, one for port #1 selection, 
and one for port #2 selection. 

In addition, the location in RAM must be incremented 
each time to provide selection of the next character. 

RAM PORT 1 { --{) 
--{) 

--{) 

CLOCK 

Figure 2-1. RAM Output Ports Driving Groups of Shift 
Registers 

~ ".", 
7 SEGMENT DISPLAY 

4003 

:: :~ 
I I 

I i·", 
4003 

I 

'----------Do---DP (NOT USED) 

Figure 2-2. Shift Registers Driving Seven Segment LED 
Displays 

The main loop is then as follows: 

LOOP: 

SRC ;Send address to selected RAM 
RDM;Read selected RAM character into 

;accumulator 
SRC ;Send address to RAM #2 
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WMP ;Write contents of accumulator (previously 
;selected RAM character) into Port #2 

SRC ;Send address to RAM #1 
LDM 0 
ADD 15 
WMP 
ADD 15 
WMP 
INC 

;Set accumulator to "0" 

;Generate 1 clock pulse 

;Increment by 1 the contents of the register 
;pair holding the selected RAM address 

ISZ 14,LOOP ;Increment contents of register 1110. 
;Jump if result oF 0, otherwise skip. 

The loop above uses 3 pairs of registers for RAM and port 
selection, and two registers for temporary storage and index­
ing. The initialization must provide for loading each of these 
registers. 

Example #5 

The example above might be extended if for example, the 
4003's were driving seven segment LED displays: A 4 line to 
7 segment code converter could be used for each display 
device driven. However, the ROM table lookup capability of 
the 4040 can be utilized to advantage to save these con­
verters. Suppose the LED displays are wired as shown with 
each LED using two adjacent locations in each of the 4003's. 

The instruction FIN allows a ROM table to be accessed 
based on the contents of registers 0 and 1. To save register 
space, the fetched data may be loaded over the table ad­
dresses. The table address may be initialized by an FIM or by 
the sequence 

LDM 
XCH 

where the data in the LDM represents the high-order 4 bits of 
the table address. The low order 4 bits will be derived from 
the data character itself. 

The main loop now becomes as follows: 

FIM O,DBGH ;initial table address 
SRC ;fetch data character 
ROM ;Read into ACC 
XCH 1 ;store at register 1 
FIN 0 ;fetch from ROM table 
SRC ;select output port 
XCH 0 ;fetch 1st half of 7 segments 
WMP ;transfer to output port 
SRC ;select clock port 
LDM 0 ;Set accumulator to "0" 

ADD 15 

} """",,,"",01"0' P'" 
WMP 
ADD 15 
WMP 

SRC ;select output port 
XCH ;transfer 2nd half of display 
WMP ;transfer to output port 
SRC ;select clock port 
LDM 0 ;Set accumulator to "0" 



ADD 15 

} ",",,,,, ""' ""'k ",,, 
WMP 
ADD 15 
WMP 

INC ;set next RAM character 
ISZ 14 ;test for no. of characters 

Note that two data characters (8 bits) are transferred for 
each digit to be displayed. 

This loop must be initialized by setting the registers to 
their initial conditions. The following sequence of 4 instruc­
tions is sufficient: 

FIM* 

FIM 
FIM 
FIM 

Example #6 

;select RAM register for display 

;initial ize clock port selector 
;initialize output port selector 
;initialize no. of digits and set reg. 

*Operands are device dependent. 

Proceeding with the example outlined above, suppose that 
the user finds it necessary to display the contents of a 
number of different RAM registers, at different places in the 
program. The sequence of instructions could be used when­
ever this was necessary. However, by making the entire 
sequence a "subroutine", the user can call out the sequence 
each time it's needed with only a JMS instruction. 

The JMS utilizes the address push down stack. When a 
JMS is executed, the program counter is pushed up one level 
and is reloaded with the address to which the jump to take 
place, and execution will proceed from this new location. 
However, before the program counter is reloaded, the old 
value is saved in the "stack." This stack operates as 
follows: 

1. Each time a JMS is executed, all addresses saved in the 
stack are pushed down 1 level. The last value of the 
program counter is loaded into the top of the stack, 
the program counter value corresponds to the instruc­
tion immediately following the JMS. 

2. The BBl (BBS in the 4040) instruction raises every 
entry in the stack one level, with the top value in the 
stack entering the program counter. 

In the example shown, if the RAM register to be transferred 
to the display is different in different parts of the program, 
the FIM which selects the RAM register should not be made 
part of the subroutine. The subroutine would then include 
the three F I M instructions followed by the main loop and 
terminated by the BBl or BBS. 

To display any register from any point in the program, the 
programmer need use only 4 bytes of ROM: 

FIM 
JMS 

Reg Pair, Date (Byte) 

The FIM selects the register and the JMS calls the subroutine. 
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Example #7 

Storing and Fetching a floating point decimal number in the 
4002 RAM (How to lise the Status and Main Memory 
Characters in the 4002 RAM) 

The 4002 RAM has 4 registers, each with twenty 4 bit 
characters subdivided into 16 main memory characters and 4 
status characters. (320 bits total.) Each register is capable of 
storing a 20 digit, unsigned, fixed point, binary-coded 
decimal (BCD) number. A more practical use for the 
register is the storage of a signed, floating point, BCD 
number having a 16 digit mantissa (fraction) and a 2 digit 
exponent. 

Consider the number 

+.1372994157387406 x 10-59 
I I I t 

Mantissa (16 digits) Exponent (2 digits) 

Storage is required for both the sign of the mantissa (in this 
case positive) and the sign of the exponent (in this case 
negative). 16 digits of mantissa and 2 digits of exponent. The 
4 status characters of the register can be used to hold the 
signs (in this case a "1" represents minus - this definition is 
completely arbitrary and is completely up to the user) and 
the 2 digit exponent. The 16 main memory characters are 
used to hold the 16 digit mantissa. 

For example, let's store the previously shown number in 
Bank #2, Chip number #3, register #1. It would be stored in 
the 4002 as follows: 

Decimal digit - 6 0 

Decimal digit - 0 0 

oeci mal digit - 4 0 

Decimal digit - 7 0 

Decimal digit - 8 1 

Decimal digit - 3 0 

Decimal digit - 7 0 

Decimal digit - 5 0 

Decimal digit - 1 0 

Decimal digit - 4 0 

Decimal digit - 9 1 

Decimal digit - 9 1 

Decimal digit - 2 0 

Decimal digit - 7 0 

Decimal digit - 3 0 

Decimal digit - 1 0 

1 

0 

Exponent Value I 
59 L 

Exponent Sign - Neg. 0 

Mantissa Sign - Pas. 0 

Register #1 

1 1 

0 0 

1 0 

1 1 

0 0 

0 1 

1 1 

1 0 

0 0 

1 0 

0 0 

0 0 

0 1 

1 1 

0 1 

0 0 

0 0 

1 0 

0 0 

0 0 

0 

0 

0 

1 

0 

1 

1 

1 

1 

0 

1 

1 

0 

1 

1 

1 

1 

1 

1 

0 

4 

10 

11 

12 

13 

14 

15 

Main 
Memory 
Character # 

1 Status O} 
: Character # 



The following instructions would be used to fetch char­
acter #6, the signs, and exponent value: 

Mnemonic Machine Language 
OPR OPA 

{lDM 2 1101 0010 
Select Bank #2 

DCl 111 1 1101 

FIM 4 0010 1000 

13, 6 11 01 ,01,10, 
'-r'Y 

0 :II s: 
:r (1\ QI 

"6' to :;' 
~. 

3 1!l ~ ., 
:!!; 3 

Select ~~ 
Chip #3, Register #1 0 

:r 
QI 

Character #6 OJ 
!:l 
~ 

SRC 4 0010 1001 

Fetch the Mantissa sign r 1110 1111 

From status Character #3 

to Register #10 in the 

CPU XCH 10 1011 1010 

Fetch the exponent sign r 1110 1110 

From status Character #2 XCH 11 1011 1011 

to Register #11 in the 

CPU 

,,". lli ... ~",""rom fm 1110 1101 

status Character #1 and #0 SCH 12 1011 1100 

to Register #12 and ROO 1110 1100 

#13 respectively SCH 13 1011 1101 

Fetch the previously 

{"" 
1110 1001 

selected main memory 

Character #6 (wh ich 

stored the decimal digit 7 

to the accumulator 

Example #8 - Interpretive Mode 

Interpretive mode programming may be used to reduce 
the amount of ROM required to implement a particular 
system function, In this mode, data words fetched from 
ROM or RAM are treated as instructions of a computer 
which might be quite different than the MCS-40'" micro­
computer. The MCS-40 program "interprets" the data, using 
it to call appropriate subroutines which simulate the instruc­
tions of the different computer. In effect another computer 
architecture is simulated. 

In the interpretive mode, the instructions of the simulated 
computer (pseudo instructions) may be derived from RAM 
or ROM. The instructions are fetched from RAM via the 
normal RAM operations (SRC, RDM), using a simulated 
program counter to maintain the address. The JIN instruc­
tion is often useful for interpreting the fetched instruction. 
(Address for the JIN is computed from the fetched pseudo 
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instruction. Each address value is the location of a JMP, or 
JMS to an appropriate routine, or the routine itself.) 

When fetching pseudo instructions from ROM, the FIN is 
used. As the FIN instruction must be located on the same 
ROM chip as the fetched data, one cannot use all 256 8 bit 
bytes of a ROM for pseudo instructions. It is sufficient to 
allow an FIN followed by a BBl on the ROM chip. Thus up 
to 254 bytes of each ROM chip can be used for pseudo 
instructions. The simulated program counter must corre­
spond to this address structure. If the FIN and BBl instruc­
tions are located in the first two locations of the ROM chip, 
the 254 step program address counter can be implemented 
by initializing the chip address to location 2 rather than 
location O. If the interpretive mode program exceeds 254 
bytes, the program control routine must determine the 
proper chip to find the next pseudo instruction. The instruc­
tion is then fetched by a JMS to address 0 of the appropriate 
chip. Refer to the Programmer's Manual for further details. 

Example #9 - Interrupt Routine (4040) 

The I nterrupt signal, when armed and activated, causes 
the CPU to suspend normal program execution. The CPU is 
forced to execute a predetermined Interrupt subroutine 
starting from location 003. At the completion of the I nter­
rupt routine, the CPU is returned to the normal program 
execution with a BBS instruction. 

The Interrupt utilizes the address push down stack. When 
an Interrupt is executed, the program counter is pushed up 
one level and is reloaded with address 003. Execution will 
proceed from this location. The location may contain Jump 
(JIN, JUN) which allows the user to place the Interrupt 
routine anywhere in memory. A stack level should always be 
reserved for the interrupts to avoid overflowing the stack. 

Since the Interrupt forces the CPU out of the normal 
instruction sequence, the state of the CPU's internal register 
values must be preserved and restored prior to returning from 
the Interrupt routine. The SRC and the Index Register Bank 
will automatically be saved. The designer should store the 
value of the accumulator and carry flip-flop, command 
register, current ROM bank, and index registers that will be 
used during the Interrupt execution. 

The MCS-40 system has three groups of eight index regis­
ters organized into two banks. Registers 8-15 are common to 
both. Bank 0, Register 0-7 can be designated for normal 
program execution while Bank 1, Register 0-7 can be desig­
nated for interrupt execution. The designer need only switch 
banks to save the first seven registe~ values. These will be 
restored automatically with the BBS. 

The following is an example of a typical Interrupt sub- ' 
routine. It illustrates entering and exiting the Interrupt 
routine, determining an Interrupt source from multiple 
requests and then directing the Interrupt routine to service 
the interrupting device. 

The programmer must first enable the CPU to accept an 
Interrupt. This is done by executing th~ EIN instruction. 
When an Interrupt occurs, the program counter is forced to 
location 003 in whichever ROM bank it is executing. 



label Code 

Interrupt occurs 

003 

INTR 

TS 

TS+l 

JUN 

SBO 

XCH 

TCC 

XCH 

LCR 

XCH 

SBl 

JUN 

JUN 

TS+7 JUN 

Operand 

INTR 

5 

6 

7 

10 

11 

17 

Comment 

;Branch to Interrupt 

;Switch to Bank a 

;Store accumulator (Acc) in 
Register (Reg) 5 

,;Place carry (CY) in Acc 
(a3 bit position) 

;Store carry in Reg 6 

;Load command Reg (CR) 
into Acc 

;Store CR in Reg 7 

;Switch to Bank 1. This bank 
could typically be used for 
Interrupt work registers while 
Bank a could be established 
for normal program 
execution. This is an 
arbitrary definition. 

;1 nterrupt vector table 

;Eight branches, one for each 
possible source 

Assume there are eight sources of Interrupt. The Interrupt is 
a common line such that one or more sources can Interrupt 
simultaneously. The Interrupt Acknowledge should be daisy­
chained so that only one device will respond to the Interrupt. 
This is one technique for arbitrating simultaneous interrupt 
requests. 

Let us further assume that each of the eight sources has a 
3 bit binary address. The interrupting device Will place this 
address on ROM 2 (430B) Port 3. This port is designated an 
input, common to all I nterrupt sources. 

The program will interrogate the above port, taking the 
address of the interrupting device and adding it,to a table of 
JUN (TS) instructions. The resulting source will cause the 
program to vector a unique routine to service the particular 

Interrupting source of interest. 

Code Operand Comment 

FIM 0,176 ;Load 1011,0000 into the index register 
pair a (ROM 2, Port 3) 

SRC a ;Select ROM 2, Port 3 for I/O transfer 

RDR ;Read in the 3 bit address to Acc. This 
address will be multiplied by 2 and 
added to JS. The result will access the 
JUN of interest. 

ClC ;Clear Carry 
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RAL 

FIM B,TS 

CLC 

ADD 9 

XCH 

ADD B 

XCH a 

JIN a 

;Shift content of Acc toward MSB posi­
tion (multiple by 2) will allow the TS 
table to be accessed by 2 (JUN being 2 
bytes) on even boundaries. 

;Fetch table starting address 

;Clear Carry 

;This adds the least significant nibble of 
TS to the source address. 

;This stores the partial sum in Register 1 
and loads zero into Acc. 

;This adds any previously generated 
carry into the most significant nibble 
positi on of TS. 

;Stores the results in Register O. The 
indirect address has been accumulated. 

;Indirect jump to a table location. 

After the unique source interrupt routine has been 
initiated, a return must be generated. Prior to the return, the 
previous state of the CPU must be restored. 

SBO 

XCH 

*RAl 

* JNC 

*DBl 

*RAR 

DCl 

XCH 

RAR 

XCH 

BBS 

7 

$+2 

6 

5 

;Switch Bank a 

;Read back command register value 

;Shift a3 (CM-ROM) bit into CY. 

;Jump if CY is zero, hence select DBa 
(CM-ROMol. otherwise switch banks to 
DBl (CM-ROM). 

;Select CM-ROM. 

;Shift back. 

;Load command register. 

;Fetch carry. 

; Restore carry. 

;Fetch accumulator. 

;The program counter is restored to the 
value prior to the interrupt. The SRC is 
restored to the current PCL selection. 
The index register bank selection is 
restored. The Interrupt Acknowledge 
line is cleared, 

*These instructions may be omitted if only one ROM bank is being 
used. 

The above example assumes that index registers did not 
contain information to be preserved before or after the Inter­
rupt. If index registers are to be saved, they would be saved 
in RAM or protected index register zones. This is program 
dependent. 



INTERFACE DESIGN WITH THE MCS-40'" 
SYSTEM 

MCS·40 computer systems are often used to replace 
random logic controllers in a wide variety of systems. In each 
of these systems a number of peripheral devices, such as 
keyboards, switches, indicator lamps, numeral displays, 
printer mechanisms, relays, solenoids, etc., may have to be 
interrogated or controlled. The engineer who wishes to uti· 
lize an MCSAO system must include, as part of his design, 
suitable interface circuits and programs. 

Devices to be operated or interrogated by an MCSAO 
computer are attached to the system via the input and out· 
put data ports. The design of an interface consists of the 
following steps: 

1. Establish I/O configuration by assigning peripheral device 
connections to port connections. If the number of avail· 
able output ports is insufficient, 4003 output port ex· 
panders, 4207, 4209 or 4211 general purpose I/O may be 
used. Reducing the number of I/O lines can be accom· 
plished by the use of multiplexers. These multiplexers can 
be controlled by output ports. 

2. Develop the necessary level conditioning circuits for each 
signal. Port inputs and outputs are at MaS levels (logic 0 = 
OV with a series output resistance of typically 150 ohms, 
logic 1 = -7V with a series resistance of typically 2K for 
outputs. Inputs use the same levels, and appear as a 
capacitive load of approximately 5pF). These levels must 
be converted to the levels necessary to drive solenoids, dis· 
plays, etc. For TTL compatibility refer to next section. 

3. Write the programs necessary to interpret inputs and 
generate the output levels necessary for proper operation 
of the peripherals. This is best done by use of a functional 
flow diagram. 

Any interface design requires all three of these steps. Each 
design will typically involve decisions concerning the inter· 
action of the three areas. For example, techniques which 
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reduce the number of output lines may result in more 
complicated programs. 

The following sections describe typical interfaces for a 
number of common peripheral devices. 

Keyboards 

The MCSAO microcomputer can be programmed to scan 
and debounce a keyboard or can interface to a keyboard 
which presents precoded (such as ASCII) data. The output 
lines from a keyboard with precoded data are read at one or 
more input ports. An input port line or the test line of the 
4040 CPU may be interrogated to determine if a key has been 
pressed. If the Interrupt is used, the CPU will be placed into 
a subroutine to incorporate the keyboard. 

Scanning and debouncing a keyboard takes a more elao· 
orate program. The keyboard is usually arranged as an n x m 
(n columns, m rows) matrix of key switches. This type of 
keyboard is connected as if it had n inputs and m outputs -
that is, it requires n output lines from the MCS 40 and m 
input lines. Under program control, each output is activated 
in turn. The input ports connected to the keyboard are read 
and tested to see if a key has been pressed. This testing may 
utilize the KBP instruction. 

After reading (into the ACC) 4 bits corresponding to key 
status information for one column of the keyboard arrays, 
execution of the KBP rearranges the data as follows: 

1. If no key is pressed (ACC=OOOO). the ACC remains at 
0000. 

2. If more than one key is pressed, ACC is set to 1111. 

3. If one key is pressed, the ACC indicates the bit position of 
the key, as shown below. 

ACC before 

0001 
0010 
0100 
1000 

KBP 

ACC after 

0001 
0010 
0011 
0100 



Scanning of a keyboard is implemented by moving a single 
"0" in a field of "1 "s across the lines driving the keyboard 
inputs. The 4003 shift register is useful for generating the 
scans. I n addition, the 4003 has the characteristic that if two 
outputs are connected, with one at a logic "1" (- 6V) and the 

lOOk 

iii iii i i -15V 

Figure 3-1. Keyboard Interface - (Scanned Array)_ 

other at a logic "0", the result will be equivalent to a logic 
"0". By scanning a keyboard with a moving "0", multiple 
key presses in a row can be resolved. Furthermore, if the 
4003 is disabled, all outputs go to logic "0" and all keys can 
be sampled simultaneously to determine if a scan is required. 

Debouncing of the keyboard inputs, etc., is accomplished 
by testing for the same "press" condition on several succes­
sive scans. 

Display 

Display devices such as Nixie'···tubes and LED arrays are 
easily interfaced to the MCS-40'·system. These displays may 
be DC driven or multiplexed. (In the multiplexed mode, a 
number of display devices are activated one at a time in rapid 
sequence. For sufficiently rapid scanning, the eye accepts the 
data as a continuous display.) To use the multiplexed mode, 
the display device usually requires some form of coincident 
selection technique. For example, Nixie'···tubes are activated 
only when the anode supply is present at the same time that 
the appropriate ~athode is grounded (through the proper 
resistance). In a multiplexed Nixie"· array, one set of (10 or 
11) cathode drivers is used in combination with one anode 
driver for each Nixie"· tube. Under program control, the 
array is scanned. One tube is selected; the cathode driver 
corresponding to the numeral for that position is activated, 
and then the anode driver for that position is activated for a 
period. The same steps are executed for the next position in 
turn. 

To avoid flicker, a scan rate of approximately 100 com­
plete scans per second (or higher) should be maintained. This 
figure allows a scanning program to have up to 60 instruction 
executions per displayed digit, giving a 16 digit display. 

Multiplexed displays typically require high peak driving 
currents to maintain reasonable average brightness. The 
drivers used must be capable of supplying the peak currents. 

NOTE: Nixie T.M. is a registered trademark of Burroughs Corporation. 
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Although the technique described above specifically men­
tioned Nixie'· tubes, the same technique can be applied to 
7 segment LED numeral displays. 

In systems which combine a numeric display and a key­
board, considerable savings in program memory space and 
external hardware can be achieved by combining the display 
scan and keyboard scan. The same loop control and output 
port logic can be used for keyboard column selection and 
numeral digit position selection. 

Printer 

Most standard printer interfaces are parallel in nature. The 
interface signals may be divided into two groups, data and 
control. The control section would typically consist of forms 
manipulation and printing handshaking. Due to their parallel 
nature, the general purpose I/O devices lend themselves well 
to this application, having 16 bits of I/O, printer functions 
can be assigned to the various bit Ii nes and programmed 
accordingly. 

Teletype Interface 

The MCS-40 system is designed to interface with all types 
of terminal devices. Interface with teletype is a typical 

Figure 3-2. Flow Chart for Teletype Interfaces. 



example. The interface consists of three simple transistor 
circuits. (See figure below.) One transistor is used for receiv­
ing serial data from the teletype, one for transmitting data 
back into the teletype, and the third one for tape reader 
control. 

It requires approximately 100 msec for the teletype to 
transmit or receive serially 8 data plus 3 control bits. The 
first and the last bits are idling bits. The second bit is a start 
bit. The following eight bits are data. Each bit stays on for 
about 9.09 msec. The MCS-40,Msystem is ideal for this timing 
control. The flow chart further explains the details of the 
program. 

TTY 
TRANSMITTER 

DATA FROM 
MCS-4 (4001 
OR 4(02) 

TTY 

+5 

-10 

+5 RECEIVER +5 

L~~ 
TTY 

-10 

TAPE 
READER CONTROL 

DATA FROM 
MCS-4 (4001 
OR 4002) 

+5 

Figure 3-3. MCS-40 and Teletype Interface Circuits. 

INTERFACE CHARACTERISTICS OF THE 
MCS-40 MICROCOMPUTER 

The following pages provide the electrical characteristics 
for the MCS-40 system. For TTL compatibility, a resistor 
should be added between the output and V DD. All outputs 
are push-pull MaS outputs. 

The input oPtions for the ROMs are shown with the 
detailed description of the ROM I/O ports. All other inputs 
are high impedance MaS inverters. Inputs to the ROMs, 
general purpose I/O and 4003 are TTL compatible (the 4001 
non-inverting option is an exception). 
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Voo = -lOV voo = -10V 

-----
4207 
4209 

-l 
12Kf2 ---; 4211 

4308 
4001/4002 OUT 

OUTPUT PORT 

---4 ---; 

-----

Vss = Vee = +5V Vss = Vee = 5V 

Figure 3-4. MCS-4 Output Configuration for TTL 
Compatibility . 

voo voo 

r-- -I 
I I I ---; I I I I 
I I 
I I 

IN~ --l I 
I I L __ _--l 

v" v" 

5.6Kn 

OUT 

OUT 

Figure 3-5. Typical MCS-4 Input and Output Circuitry. 
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I , 
I 

Voo = lOV 

Vss = +5V r 

~f 
I 
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I 
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----- --, 
VOD=-lOV I 

Vee = +5V 

-= GND= OV 

LOW POWER 
TTL OR 

PNP INPUT 

I Voo = +5V 

~r:~~-----
V001 = OV 

_______ J 
-------, 

Voo""-10V I 

~r!~ 
V001 = -5V I 

I 
I _______ .J 

Vss = OV 

Voo = +5V 

Vee = -5V 

Vee = +5V 

N-CHANNEL 
MOS 

CMOS 

Figure 3-6. 4289 Interface Method by Using VDD 1. 



SYSTEM CONFIGURATIONS 

The following diagrams illustrate various configurations to 
which the MCS-40 'M. components can be applied. All of the 
block diagrams can be ·expanded to accommodate a specific 
appl ication. 

System Considerations 

Although all MCS-40 components are designed to operate 
as a compatible family, there are certain system considera­
tions that should be kept in mind when designing your, 
system. 

1. When determining the system clock time, the clock 

THE MINIMUM SYSTEM 
PROVIDES 1 K OF MEMORY 
AND SIXTEEN PROGRAM· 
MABLE I/O LINES. 

THE SYSTEM IS EASilY 
EXPANDED BY ADDING 
MORE ROM, RAM OR 
GPI/O. 

eM-ROM 

4040 
CPU 

4308 
ROM 

o 

INTERRUPT 

BRANCH TEST LINE 

0 
~ 
4 4 

7 ~ I-

4207 
4002 4209 
RAM 4211 

GPI/O 

4 

Ula -/ 
I/O LINES 

Figure 3-7. The Minimum System Provides 1 K of Memory 
and Sixteen Programmable I/O Lines. 
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period should be set to the slowest component. If 4001 
and 4308 are used in the same system, the maximum 
clock rate of the 4001 will determine the system time. 

2. For normal operations, 4001 or 4308 ROMs may not be 
used in the same ROM bank with the 4289. This is 
because the 4289 will respond to all I/O and program 
references, presenting a data bus conflict with I/O and 
ROM components. 

3. When using either 4207, 4209, or 4211 on a CM-RAM or 
CM-ROM in a system, the four most significant page 

CPU 
4004 
4040 

....-r-...... CM. 

4201 
CLK 

ROM 

4002 
RAM 

4289 
INTERFACE 

4002 
RAM 

Figure 3-8. System Diagram Using Standard Memory 
Components. 

I/O 



numbers must be left vacant. ROM page 12, 13, 14, 15 
(4308 chip select 3). This is done to avoid bus conflict. 

4. If a system has two memory banks and the system uti· 
lizes the 4040 interrupt, location 003 of both memories 
should route the program to the interrupt routine. 

5. A BBS will only restore a single SRC to the RAM bank 
enabled. Other RAM banks that would require SRC 
restoration after an Interrupt must be done under pro· 
gram control. 

6. During reset (Reset pin low), all RAM's and static FF's 
are cleared, and the data bus is set to "0". After reset, 
program control will start from "0" step and CM·RAMo/ 
CM·ROMo is selected. To completely clear all registers 
and RAM locations in the CPU the reset signal must be 
applied for at least 12 full instruction cycles (96 clock 
cycles) to allow the index register refresh counter to scan 
all locations in memory. (256 clock cycles for the 4002 
RAM.) 

GPI/O GP I/O 
RAM 4207 4207 
4002 4209 4209 

4211 4211 

d~ }. 
eM.RAM, I ~ } < .. 

eM.RAM3 
CPU 
4040 DATA 141 
4004 

CM.ROM~ }. i>. < }. 

t L 4 

7 ' ;, , 7 

ROM* ROM" ROM-
ClK 4308 4308 4308 
4201 400/0 400'./. 400~ 

*ROM ADDRESS 3 on Pages 12, 13, 14. 15 most be 
vacant for GP I/O on eM-RAM. 

Figure 3-9. System Diagram Illustrating GP I/O 
onCM-RAM. 

GPI/O 
RAM 4207 
4002 4209 

421'/a I-;e--

~~~r 
.. .., I' 

cPU » 
4040 DATA 141 
4004 

CM.ROM.( .( ~ ]-t l 7 ~7 ~ ~ 
ROM ROM ROM 

ClK 4308 4308 4308 
4201 400/0 4°Ofi 4oo/{ 

FiflUre 3-10. Typical System Using GP I/O. 
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7. Memory address, memory data, I/O bus, and control 
lines from 4289 are c1efined with respect to positive 
logic. The,MCS-40™data and control lines from the CPU 
are defined with respect to negative logic. As a result, in 
program memory used with the 42119, programs should 
be coded with logic "1 "=high level and logic "O"=low 
level (i.e., NOP = 0000 0000 = NNNN NNNN). 

8. 

A preferred method is to use negative logic program 
memory and place inverting buffers at the data inputs of 
the 4289. This allows program code to be consistent 
with that of the 4001 and 4308 mask-programmed 
ROMs and assures that 4289 input capacitance will not 
limit system speed when using several 4702A PROMs for 
program storage. 

Note that programs are defined for the ROM in 
terms of negative logic such that NOP = 0000 0000 = 
PPPP PPPP. Carefully check all tapes submitted for metal 
mask ROMs to be sure that the correct logic definitions 
are used. 

Input and output data from the 4289 I/O bus is defined 
in terms of positive logic. If these interface devices are 
used for prototyping a 4001/4308 program memoJY, 
care should be taken to be sure that the I/O ports for the 
ROMs are defined consistent with the 4289 system. 

9. An I/O port associated with the 4289 can have lines with 
both input and output capability. On the 4001/4308 
each I/O line may have only a single function, either 
input or output. 

10. Although RAM Program Memory can be used for data 
storage, it is not a direct substitute for the 4002 read/ 
write data storage. They perfOf"m distinctly different 
functions. 

11. CM-ROM and CM-RAMo cannot be used to control 
4002s when CM-ROM is used for 4289 and the WPM 
instruction is being used. The reason is that the WPM 
instruction is interpreted as a Write Memory (WRM) by 
4002s connected to the same CM line as a 4289 CM­
RAMo in absence of a DCl behaves exactly like CM­
ROM. For 4002's with FPO numbers H7224 or' higher 
this precaution is not necessary. 

12. The 4207, 4209 and 4211 will not operate in the same 
ROM bank with a 4289. 
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Figure 3-15. Control Panel Encoder with Display. 
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figure 3-18. Basic Process Controller. 
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4201*CLOCK GENERATOR 

Introduction 

The 4201 is a CMOS MSI integrated circuit designed to fill 
the clock requ irements of the MCSAO'·· microcomputer set. 
The 4201 contains a crystal controlled oscillator (XIAL 

.ex~rnal~ clock generation circu itry, and both twcf' phase 
ifcJS an TTL level clock driver circu its. 

The 4201 also performs the power on reset function 
required by MCS-40 components and provides the logic 
necessary to implement the single-step function of the 4040 
central processor unit. 

Hardware Description ) 
The 4201 is packaged in a 16 pin DIP. The pin configura­

tion is shown in the following figure, and a functional de­
scription of each pin is given below: 

* Available first quarter 1975. 

GND 0" 

01T Vee 

0, 0, 

VDD RESET 

MODE RESET IN 

N. OPEN STOP 

X, ACK 

x, N. CLOSED 

Figure 4-1. 4201 Pin Configuration. 

Pin Description 

Pin No. Designation 

GND 

2 cf>1T 

3 

4 VOD 

5 MODE 

6 N.OPEN 

7 Xl 

8 X2 

9 N.CLOSED 

10 ACK 

11 STOP 

Description of Function 

Circuit ground potential. This 
pin can be left floating for low 
power application. MaS clock 
output will be operative, TTL 
clock outputs will not. 

Phase 1 TT L level clock output. 

Phase 2 MaS level clock out­
put. Directly drives all MCS 40 
components. 

Main Power Supply Pin. 
VOO = VSS - 15V ± 5%. 

Counter mode control pin. 
Determines whether counter 
divides basic frequency by 8 or 
7. 
Mode 1 = VSS 
Mode 2 = VDD 

Input of single step circuitry to 
which normally open contact 
of SPOT switch is connected. 

External Crystal Connection 

External Crystal Connection 

Input of single step circuitry to 
which normally closed contact 
of SPOT switch is connected. 

Acknowledge input to single 
step circuitry normally connec­
ted to stop acknowledge out­
put of 4040. 

Stop output of single step cir­
cuitry normally connected to 
stop input of 4040. 



12 RESET IN 

13 

14 

15 VSS 

16 <l>2T 

Vss 

EXTERNAL 
RESET 1MSl 

Input to which RC network is 
connected to provide power-on 
resettiming_ 

Reset signal output which 
directly connects to all MCS 40 
reset inputs_ 

Phase 1 MaS level clock out­
put_ Directly drives all MCS 40 
clock inputs_ 

Circuit reference potential -
most positive supply voltage_ 

Phase 1 TTL level clock out­
put_ 

.il RESET IN 
0----0 ~~~~~~ 

VDD 
.5/Jfd T o NC 

VDD 
VDD <>---0--.... 

SINGLE 
STEP 

XTAL 

Figure 4-2_ 4201 Implementation_ 

Functional Description 

FROM 4040 
STOPACK 

TO 4040 
STOP INPUT 

The 4201 consists of the following functional blocks: 

CRYSTAL OSCILLATOR 

The oscillator is a simple series mode crystal-type circuit 
consisting of two inverters biased in the active region, and a 
series crystal element_ 

PROGRAMMABLE SHIFT REGISTER 

The shift register in the 4201 divides the master clock and 
generates the proper states for generating the desired two­
phase clock_ The circuit is a seven bit dynamic device which 
circulates a logical "1" through a field of zeroes_ The output 

of the various stages are then combined to provide the proper 
clock waveforms_ 

In order to maintain the proper clock timing over the full 
operating frequency range of the MCS-40'" system, the shift 
register is programmable (using mode pin) as either a 7 bit or 
4 bit device_ When in the 4 bit mode the clock is divided by 2 
and the relationship between the phases is equal; that is, <1>, 

pulse width, <1>2 pulse width, <1>, to <1>2 and <1>2 to <1>, times are 
all equal. 

7 7 COUNTER I 1 2 I 3 I 4 I 5 I 6 I 7 I 
8, -,L_----'"------,L-
8,---------------, 

MODE 1 

-'- 4 COUNTER 

8, -,L_----'"-------,L 
8,---------------, 

MODE2 

Figure 4-3_ 4201 Shift Register Modes_ 

PHASE DECODER 

A simple gate complex is used to decode the shift register 
OlitputS to provide phase 1 and phase 2 clock waveforms_ 
This circuitry is controlled by the mode input to achieve the~ 
two sets of timing discussed in the previous section_ . 

OUTPUT BUFFERS 

There are two sets of output buffers for the 2 phase clock_ 
One set is the MaS level drivers designed to directly drive a 
full complement of MCS-40 components_ The second set pro­
vides TTL compatible outputs which can drive one standard 
TTL load_ 

RESET CIRCUIT 

The reset circuit is simply a level detector and driver stage_ 
An external RC network connected between VDD and VSS 
at the reset input pin of the 4201 provides the required 
power-on delay_ 

A reset pulse can be generated externally by discharging 
the external capacitor. 

MOOEo-------------~~---+_+----~ 

'--__ '-__ -------'~} TTL 

RESET IN 

DRIVER !-_. __ 

RESET OUT 0--------' r-----;;;;;;~--l-------------------< 
N.D. o--------------,S"'T"'EP=---=-l_s_'N_G_LE_ ... I_ 111 0 STOP N.C. 0 -: STEP F/F _ 0 STOP ACK 

Vss Voo GROUND 

Figure 4-4_ 4201 Block Diagram 



In addition to driving members of the MCS-40™system 
externally, the reset pulse is used internally for initializing 
the single step circuitry. 

SINGLE STEP CONTROL 

The 4201 contains the necessary circuitry for allowing the 
4040 CPU to execute instructions one at a time. Using the 

stop input and stop acknowledge output of the 4040, the 
4201 generates a pulse that allows the 4040 to perform only 
one instruction. The stop command can be provided by a 
SPDT pushbutton directly since debouncing is provided by 
the 4201. A SPST toggle switch, in series with the ACK line, 
provides the Run/Halt feature. 



4001 - 256 X 8 MASK PROGRAMMABLE ROM 
AND 4 BIT I/O PORT 

Introduction 

The 4001 performs two basic and distinct functions: As a 
ROM it stores 256 x 8 words of program or data tables; as a 
vehicle of communication with peripheral devices it is pro­
vided with 4 I/O pins and associated control logic to perform 
input and output operations_ The 4001 is a PMOS device, 
compatible with all other MCS-40 T.M devices_ 

Hardware Description 

The 4001 is packaged in a 16 pin DIP_ The pin configura­
tion is shown in the following figure, and a functional de­
scription of each pin is given below_ 

r ~) DATA D1 1/01 INPUT/ 
IUS OUTPUT 
110 02 "°2 LINES 

0, "°3 
\Iss "no 

CLDCK}_ { MEMORY 
,..ASE 1 1 eM CONTROL 

INPUT 
CLDCK} __ {CLEAR INPUT 

PHASE Z 2 CL fOR I/O LINES 

I~~:~ }SVNC RESH 

Figure 4-5_ 4001 Pin Configuration_ 

Pin Description 

Pin No_ Designation 

1-4 

5 VSS 

6-7 ¢1, ¢2 

8 SYNC 

9 RESET 

10 CL 

Description of Function 

Bidirectional data bus_ All ad­
dress and data communication 
between the processor and 
ROM IS handled by these lines_ 

Circuit GND potential - most 
positive supply voltage_ 

Non-overlapped clock signals 
which determine device timing_ 

System synchronization signal 
generated by processor. 

Reset input_ A "1" level on 
this pin will clear internal flip­
flops and buffers_ The input 
buffers are not cleared by this 
signal. 

Clear input for I/O lines_ A "1" 
level on this pin will clear this 
buffer_ 

Pin No_ Designation 

11 CM-ROM 

12 VDD 

13-16 1/00-1/0 3 

Timing Consideration 

Description of Function 

Chip enable generated by the 
processor_ 

Main supply voltage value must 
be VSS - 15_0V ± 5%_ 

A single I/O port consisting of 
4 bidirectional and selectable 
lines which are selectively com­
patible to a host of logic 
families_ 

In the ROM mode of operation the 4001 will receive an 8 
bit address during Al and A2 time and a chip number, 
together with CM-ROM during A3 time_ When CM-ROM is 
present, only the chip whose metal option code matches the 
chip number code sent during A3 is allowed to send data out 
during the following two cycles: Ml and M2- The activity of 
the 4001 in the ROM mode ends at M2-

The 4001 can have a chip number via the metal option of 
from 0 - 15_ The following table shows the chip number 
relationship between 4308 and 4001_ 

Page No_ 

0-3 
4-7 
8-11 

12-15 

4308 

Chip No_ 

(0) 

(1 ) 

(2) 
(3) 

4001 

Page No_ Chip I~O_ 

0-15 0-15 

The above options for the 4308 are the only ones possible 
hence care should be taken not to have overlapping 4308 and 
4001 page numbers when using the devices_ 

In the I/O mode of operation, the selected 4001 (by SRCI 
after receiving RDR will transfer the information present at 
its I/O pins to the data bus at X2- If the instruction received 
was WRR, the data present on the data bus at X2'¢2 will be 
latched on the output flip-flops associated with the I/O lines_ 

Principles of Operation 

Address and data are transferred in and out by time multi­
plexing on 4 data bus lines_ Timing is internally generated 
using two clock signals, ¢1 and ¢2, and a SYNC signal sup­
plied by the 4004_ Addresses are received from the CPU on 
three time periods following SYNC, and select lout of 256 
words and lout of 16 ROM's_ For that purpose, each ROM 
is identified as #0, 1, 2, through 15, by metal option_ A 
Command Line (CM) is also provided and its scope is to 
select a ROM bank (group of 16 ROM's)_ 

During the two time periods (Ml & M2) following the 
addressing time, information is transferred from the ROM to 
the data bus lines_ 
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DO o--o~___f__=::_l 
0,0-4-..... -1 
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MUX 
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AND 

DECODER 

ROM 
256 X 8 

Figure 4-6_ 4001 ROM Block Diagram_ 

A second mode of operation of the ROM is as an Input/ 
Output control device. In that mode a ROM chip will route 
information to and from data bus lines in and out of 4 I/O 
external lines. Each chip has the capability to identify itself 
for an I/O port operation, recognize an I/O port instruction 
and decide whether it is an Input or an Output operation and 
execute the instruction. An external signal (Cl) will asyn­
chronously clear the output register during normal operation. 

All internal flip flops (including the output register) will 
be reset when the RESET line goes low (negative voltage). 

Each I/O pin can be uniquely chosen as either an input or 
output port by metal option. Direct or inverted input or 
output is optional. An on-chip resistor at the input pins, 
connected to either VDD or VSS is also optional. 

Instruction Execution 

The 4001 responds to the following instructions. 

1. SRC Instruction (Send address to ROM and RAM) 

When the CPU executes an SRC instruction it will send 
out B bits of data during X2 and X3 and will activate 
the CM-ROM and one CM-RAM line at X2. Data at X2, 
with simultaneous presence of CM-ROM, is interpreted 
by the 4001 as the chip number of the unit that should 
later perform an I/O operation. Data at X3 is ignored. 
After an SRC only one CM-ROM and CM-RAM device 
will be selected. 

2. WRR - Write ROM Port 

The content of the accumulator is transferred to the 
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ROM output port of the previously selected ROM chip. 
The data is available on the output pins until a new 
WRR is executed on the same chip. The ACC content 
and carry/link are unaffected. (The lSB bit of the 
accumulator appears on 1/00.) No operation is per­
formed on I/O lines coded as inputs. 

3_ RDR - Read ROM Port 

The data present at the input lines of the previously 
selected ROM chip is. transferred to the accumulator . 

If the I/O option has both inputs and outputs within the 
same 4 I/O lines, the user can choose to have either "0" 
or "1" transferred to the accumulator for those I/O pins 
coded as outputs, when an RDR instruction is executed. 

Given a port with I/O coded with 2 inputs and 2 out­
puts, when R D R is executed the transfer is as shown 
below: 

13 02 0, 10 (ACC) 

1 X X 0-.1 

" I Input Data 

(1 orO) (10rO) 0 
, I 

User can choose 

I/O Options 

Each I/O pin on each ROM can be uniquely chosen to be 
either an input or output line by metal option. Also each 
input or output can either be inverted or direct. When the 
pin is chosen as an input it may have an on-chip resistor 
connected to either VDD or VSS. 

When ordering a 4001 the following information must be 
specified: 

1. Chip number 

2. All the metal options for each I/O pin. 

3. ROM pattern to be stored in each of the 256 
locations. 

A blank customer truth table is available upon request 
from Intel. A copy of this table is shown and blank copy can 
be found in Section 7. 

EXAMPLES - DESIRED OPTION/CONNECTIONS RE­
QUIRED 

1. Non-inverting output - 1 and 3 are connected. 

2. I nverting output - 1 and 4 are connected. 

3. Non-inverting input (no input resistor) - only 5 is 
connected. 

4. Inverting input (input resistor to VSS) - 2, 6, 7, and 9 
are connected. 

5. Non-inverting input (input resistor to VDD ) - 2, 7, B, 
and 10 are connected. 

6. If inputs and outputs are mixed on the same port, the 
pins used as the outputs must have the internal resistor 
connected to either VDD or VSS (B and 9 or Band 10 
must be connected). This is necessary for testing pur­
poses. For .example, if there are two inverting inputs 
(with no input resistor) and 2 non-inverting outputs the 



connection would be made as follows: 

Inputs - 2 and 6 are connected 
Outputs - 1, 3, 8 and 9 are connected or 
1, 3, 8 and 10 are connected 

If the pins on a port are all inputs or all outputs the 
internal resistors do not have to be connected. 

It should be noted that all internal logic and processing is 
performed in negative logic, i.e., "1" equals VOO and "0" 

MCS·4 CUSTOM ROM ORDER FORM 

4001 Metal Masklld ROM 

INTEL STANDARD MARKING 

The mo<klng as .nown01 "ghlmUSlcon •• ,n.he In'ol109O, 
the Pt<>duO!tv~(1'40011.1helou'd,g"lnt.lpa".rnnum 
t..r(PPPPI •• dato codeIXXXXI,ondlhetwodig;,ch,p 
numbot (DO) Anoptlo",lcuotom.,..,den"f,C3t,cnnumbe.­
m,y btwb.!Mute<! for the ch,p number (ZZ) 

"D ____ ,, ____ _ 

Opf>onol Cu",omer Number (Maximum 6 oharlCt." or space,l __ 

A CHIP NUMBER _ (M"stbe,pee,f,od_.nynumberlromO,hrough15_DDl 

B I/O OPTION - Specify the connection numbe" for eoeh I/O pIn (n,,, pogo) E •• mplesef som.clthe peso,hl,IIO 

C 4001 CUSTOM ROM PATTERN - Progr.mmi"ll ,n/afm."on sIIould be .nl .n the form of compute< puncMd 
card.orp1.H>Chll<lpapertipeln.i ...... c ..... pnntoulof.thel"'tht_mullt..,.,."..~ytl1.or<let Retertolntel'.O ... 
C.tologIOfcomplet.ponern,pocific","on •. Alte,nat'oejv.tho IICCOm""nvingtnlthtoblem.vbeuOiOd. 8ned on thopa< 
t,cul.'custom ... potl.'".thech"'ac""'.""uldbe"',itt'"' ..... P .. for.h'~IevoIO<J1l>UI·n.1000c"0" (nogot'." logic "0"1 
or~ .. N .. for.lowlevelou'put·n.IODIc .. , .. (n"'}OlI""IogIO .. l .. , 

No •• ttuo.NO¥- BPPI'P PI'PPF· 00000000 

Figure 4·7. 4001 Custom ROM Order Form. 

4·6 

equals VSS. For positive logic conversion, the inverted 
options should be selected. 

TTL Compatability is obtained by VOO = 10V ± 5% and 
VSS = 5V ± 5%. An external 12K resistor should be used on 
all outputs to insure the logic "0" state (VoU. 

ROM 
PATTERN MUX 

SET 
LOGIC 

OUTPUT 
FIF 

..... --°00 
(PIN 1) 

31 I· 
: 701'"" .~[----~- ,~* 

8 2 

17 

AI Voo 8~ 
'1/0" 1/02• ANO 1/03 1.. 9 J 
FOLLOW THE SAME FORMAT. -=- v ... GNO --;0-

Figure 4-8. 4001 Available Metal Options for Each I/O Pin. 



4308 READ ONLY MEMORY 

Introduction 

The 4308 is a 1024 x 8 bit word ROM memory with four 
I/O ports. It is designed for the MCS-40™system, and is opera­
tionally compatible with all existing MCS-40 elements. The 
4308 is functionally identical to four 4001 chips. It has 16 
I/O lines arranged in four groups of four lines. Port selection 
and accessibility is accomplished as previously, with the 
4001. In addition, 4308 has input I/O buffer storage with an 
optional strobe. A substitution of four 4001 programs can be 
incorporated in one 4308, including I/O, with no other con­
sideration. 

Hardware Description 

The 4308 is packaged in a 28 pin DIP. The pin configura­
tion is shown in the following figure and a functional de­
scription of each pin is given below. 

Figure 4-9. 4308 Pin Configuration. 

Pin Description 

Pin No. 

2-5 

6-9 

14-17 
18-21 
24-27 

10,23 

11 

12 

13 

Designation 

VSS 

1/01 3-1/01 0 

00-0 3 

1/023-1/020 
1/033-1/030 
1/003-1/000 

4>1,4>2 

SYNC 

CM-ROM 

RESET 

Description of Function 

Circuit GND potential - most 
positive supply. voltage. 

Four I/O ports consisting of 

Bi-directional data bus all infor­
mation between processor and 
device are transmitted to these 
four pins. 

4 bidirectional and selectable 
lines which are selectively com­
patible to a host of logic 
families. 

Non-overlapped clock signals 
which determine device timing. 

System synchronization signal 
generated by processor. 

Chip enable generated by the 
processor. 

Reset input. A "1" level on 
this pin will clear internal flip-
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Pin No. Designation 

22 CLR/LD 

28 VDD 

Basic Timing 

Description of Function 

flops and buffers. The input 
buffers are not cleared by this 
signal. 

Clear/Load input. When this 
option is selected, a "0" to "1" 
state change wi II cause the out­
put buffer to clear or the input 
buffer to load the contents of 
I/O bus. This bus is common to 
a II I /0 ports and is TT L 
compatible. 

Main supply voltage value must 
be VSS - 15.0V ± 5%. 

Referring to the timing diagrams, at the beginning of each 
instruction sequence, a SYNC pulse is generated externally to 
synchronize the processor with the various components of 
the system. This pulse, along with the clock inputs 4>1 and 
4>2, is used in the 4308 as an input to a timing register. 

During time AI, A2, and A3 the address is sequentially 
accepted from the data bus and decoded. During time A3, 
the CM-ROM line will be active, and if the 2 bit (highest 
order) chip select matches the metal pre-programmed chip 
select option, the ROM will respond to the current address. 

At time Ml, M3, the instruction OPR, OPA will be placed 
on the data bus for the processor. The 4308 responds to 3 
I/O instructions in the 4004/4040 instruction set - SRC, 
RDR, and WRR. 

The SRC or Send Register Control instruction is used to 
designate a set of 4 I/O lines (1 port) on a particular ROM 
which are to be used for subsequent ROM I/O operations. 
When this instruction is executed by the processor, the 
processor sends a 4 bit code to the ROM during X2, and 
CM-ROM goes to a "1". The first two bits (D3, D4) of this 
code select a group of lout of 4 possible 4308, and the last 
two bits select a particular port (1 of 4 ports). This port 
remains selected until the next SRC instruction is executed. 

As in the 4001, the WR R (write to ROM port) instruction 
will cause the contents of the accumulator to be transferred 
to a previously selected ROM port. As in both the R D Rand 
WRR operations, the CM-ROM line will become active during 
time M2, and if the ROM has a previously selected I/O port it 
will respond to the I/O in two ways. For a WR R accumula­
tor, data will be transferred to an internal ROM selected 
output port flip-flops during ><:2. Data will be available on 
the I/O line from time X3 • 1i2. The data will remain on the 
bus until a new WRR occurs, a res,et occurs, or a clear 
(CLR/LD line) is generated. The RDR instruction will trans­
fer information from the input port flip-flops of a previously 
selected port. Prior to RDR instruction the user should 
insure that the input flip-flops have been loaded via the 
CLR/LD strobe if the load strobe is specified. If the load 
strobe is not specified, information on the input lines will be 
loaded into the accumulator at the time of the RDR. Input 
ports or lines are TTL compatible as well as the CLR/LD 
line. Outputs require external pull-up and +5V, -10V supply. 
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Figure 4·10 .. 4308 External Timing. 
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Principles of Operation 

The 4308 ROM memory is arrayed 1024 x 8 bit words. As 
in the 4001, the A 1 - A3 time periods are used to address 
the ROM contents. The 4308 decodes the first ten bits of the 
address to select lout of 1024 words, 8 bits wide. The 
remaining two bits select a package number, one of four 
combinations are possible per ROM bank. The package (chip 
select) number is selected by a metal mask option. As with 
the 4001, instruction information is available in two 4-bit 
segments during Ml and M2 time periods. A 4004 system can 
accommodate up to four 4308's while a 4040 system can 
utilize up to eight devices. Since the 4308 is compatible with 
all components of the MCS·40'·system, 4308 and 4001 can 
be mixed on one memory bank as long as the chip select 
addresses are mutually exclusive. 

As an I/O device, the 4308 ROM recognizes the same class 
of I/O instructions (SRC, WRR, and RDR) as that of the 
4001 ROM. Each of the four I/O ports are program selec· 
table. Each of the four lines can be specified as either inputs 
or outputs. This is done via the metal mask option. A 
complete description of the I/O option capabilities are given 
below. The 4308 has an input storage buffer for utilization 
with those I/O pins designated as inputs. A common strobe 
line allows the asynchronous loading of data from the I/O 
lines. The same strobe line can also serve as a clear to the I/O 
output port buffers when designated. This line is common to 
all ports on a 4308 and when toggled, will effect those I/O 
lines connected by the metal mask option. For an input line, 
if the strobe line is left unconnected, or if it is pulled up 
(VSS), then the output of the buffer will follow the input. 

Figure 4-12. 4308 I/O Pin Options. 
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I/O Options 

The 4308 offers all of the feasibilities found in the 4001. 
In addition, there are enhancements over the 4001: 

1. The user can programmably clear any or all output 
ports with the CL/LD signal. 

2. When operated as in input port, both the inverting and 
non·inverting inputs paths are TTL compatible. 

3. By selecting the LD option, the input buffer becomes 
an input flip-flop and the CL/LD signal becomes an 
asynchronous clock for loading data. 

Referring to the block diagram of the single I/O pin illus· 
trating the various options, it should be noted that the 
OPtion numbering differs from that of 4001. Certain pin 
combinations are mutually exclusive and should not be 
specified together. There are also certain invalid combina­
tions. The following combinations should be avoided: 

8,9 
5,6 
3,4 
10, 11 

Examples of some common desired OPtion/connections are: 

a. I/O pin inputs * 

non·inverting 
inverting 

b. I/O pin outputs 

non-inverting 
inverting 

11, 2, 5, 7, 9 (TTL) - 2, 5, 7, 8 
11, 2, 6, 7, 9 (TTL) - 2, 6, 7, 8 

3, 1 (10 optional) 
4,1 (10 optional) 

Other combinations exist and should be used with caution. 

*NOTE: Option 11 need not be specified if an unbuffered in­
put is desired. This is equivalent to a 4()() 1 input. 



For TTL compatibility on the I/O lines, the supply volt· 
age should be VDD = -10V ± 5%, VSS = +5V ± 5%. External 
pull·up is required for outputs. 

All 4308 metal masked ROM orders must be submitted on 
forms provided by Intel. Programming information should be 
provided in the form of computer punched cards or punched 
tape. In either case, a print·out of the truth table must 
accompany the order. Refer to the Appendix for complete 
pattern specification and a sample 4308 ROM form. 

inter 
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Figure 4·13. 4308 Custom ROM Order Form. 

4001 & 4308 ROM PROGRAMMING 
INSTRUCTIONS 

To insure optimum handling of ROM programs and avoid 
delays, programs should be specified in the following format. 

Paper Tape Format* 

A 1" wide paper tape using 8 bit ASCII code, such as a 
model 33ASR teletype produces: 

A. Preamble 

1. Preceding the first word field and following the 
last word field, there should be a leader/trailer 
length of at least 25 characters. This should con· 
sist of rubout punches. 

'NOTE: Cards may also be submitted. 

B. 

4·10 

2. 

3. 

Included in the tape before the leader, and pre· 
ceded by another leader, should be the cus· 
tomer's complete telex or twx number and if 
more than one pattern is being transmitted, the 
ROM pattern number. 

The first ROM pattern preamble field is the 
device type number or ROM number. The field 
should be framed by an "I" and "-" 

14308- or 14001-

This should be followed by the chip select infor· 
mation encoded in decimal (two digits), and 
enclosed by "c" and "S", as in 

"ChhS" 

The valid select digits for the 4308 are 0-3 

"COS" - "C3S" 

The valid select digits for the 4001 are 0-15 

"COS" - "C15S" 

Finally, the I/O options would be specified on a 
port·by·port basis with the connections to be 
made separated by commas, and enclosed in 
parentheses: 

"(n1, n2, n3 ... )". 

where (n1, n2 ... ) are the option numbers asso· 
ciated with one I/O line. Hence, for a 4001 there 
will be four bracketed collections of I/O options 
and for the 4308 there will be sixteen. 

Each I/O pin has a series of possible connec· 
tions', 11 for 4308 and 10 for 4001. These 
connections are consecutively numbered from 
1=10(11). It is these numbers that should be in 
parentheses for each I/O pin. 'The connection 
numbers do not correspond for the two devices. 

Example: .. ( ) .. indicates no connection 
.. ( 1 ) .. indicates only #1 
"(2,5,7)" indicates connections 
#2,5 and 7. 

I/O OPtions should be placed on the tape sequen· 
tially for the 4308, from 1/000 - 1/033(16) and 
for the 4001 from 1/00 - 1/03(4). Always avoid 
illegal combinations (Refer to device descrip· 
tion). 

ROM Code 

The format requirements are as follows: 

1. All word fields are to be punched in consecutive 
order, starting with word field 0 (all addresses 
low). There must be exactly N word fields for 
the N x 8 ROM organization. 

2. Each word field must begin with the start charac· 
ter B and end with the stop character F. There 
must be exactly 8 data characters between the B 
and F. Witbin the word field, a P results in a high 



Start Character 

level output and a N results in a low level output 
(Positive logic). 

Example of 256 x 8 format (N=256): 

! S,op Ch"",,, 1 Dot' Field MI" LI" 

BPPPNN N N N FBNN N N NNPP F ... BN PNPPPNN F 

~ 

3. 

Word Field a Word Field 1 Word Field 255 

Between word fields, comments not containing 
B's or F's may be inserted. Carriage return and 
line feed characters should be inserted (as a 
"comment") just before each word field (or at 
least between every four word fields). When 
these carriage returns, etc., are inserted, the tape 
may be easily listed on the teletype for purposes 
of error checking. The customer may also find it 
he I pf u I to insert the word number (as a 
comment) at least every four word fields. 

4. 
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Within the ROM pattern words a character, 
"X", may be used. Where "P" and "N" indicate a 
"1" and "0" setting, an "X" will indicate a single 
bit - "Don't Care" setting. This allows the 
optimum default bit values to be selected by 
Intel. The bit value will be fixed to allow for 
testing. The values will be specified to the user 
on the Verification Listing tape. 

In the place of a standard BPNF word, a "B*nF" 
word may be used. This indicates that the data in 
the last BPNF word encountered is to be 
repeated for the next n words (1 ::::;: n ::::;: 1023). 
Note that if a repeat count of 4 is given in word 
position 10, then words 10, 11, 12, and 13 will 
be repeats of word 9 (except for Don't Care bits 
which might conceivably have different assigned 
values). 

To indicate that an entire block (such as the 
remainder of a ROM) is not used (j.e., Don't 
Care), a word of Don't Care data can be followed 
by the remaining word count in a repeat count 
form. 



4002 - 320 BIT RAM AND 4 BIT OUTPUT PORT 

Introduction 

The 4002 performs two distinct functions. As a RAM it 
stores 320 bits arranged in 4 registers of twenty 4 bit charac­
ters each (16 main memory characters and 4 status charac­
ters). As a vehicle of communication with peripheral devices, 
it is provided with 4 output lines and associated control logic 
to perform output operations_ The 4002 is a PMOS device 
and is compatible with all MCS 40 components. 

Hardware Description 

The 4002 is packaged in a 16 pin DIP. The pin configura­
tion is shown in the following figure and a functional de­
scription of each pin is given below. 
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Figure 4-14. 4002 Pin Configuration. 

Pin Description 

Pin No_ Designation 

1-4 

5 VSS 

6-7 

8 SYNC 

9 RESET 

Description of Function 

Bidirectional data bus. All ad­
dress, instruction and data 
communication between proc­
essor and the RAM MEMORY 
or the output port is trans­
mitted on these 4 pins. 

Circuit GND potential; most 
positive supply voltage. 

Non-overlapping clock signals 
which are used to generate the 
basic chip timing. 

Synchronization input signal 
driven by SYNC output of 
processor. 

RESET input. A logic "1" level 
applied to the chip, will cause a 
clear of all output and control 
static flip-flops and will clear 
the RAM array. To completely 
clear the memory, RESET 
must be applied for at least 32 
instruction cycles (256 clock 
periods) to allow the internal 
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Pin No. 

10 

Chip No. 

11 

12 

o 
1 
2 
3 

13-16 

Designation 

Po 

CM 

4002 Option 

4002-1 
4002-1 
4002-2 
4002-2 

VDD 

Timing Considerations 

Description of Function 

refresh counter to scan the 
memory. During RESET the 
data bus output buffers are 
inhibited (floating condition). 

For chip selection, the 4002 is 
available in two metal options, 
4002-1 and 4002-2. An exter­
nal pin, Po is also available for 
chip selection. The chip num­
ber is assigned as follows: 

GND 0 0 

VDD 0 
GND 0 

VDD 

Command input driven by 
CM-RAM output of processor. 
Used for enabling the device 
during the decoding SRC and 
i nstructi ons. 

Main power supply pin. Value 
must be VSS - 15V ± 5%. 

Four bit output port used for 
transferring data from the CPU 
to the users system. The out­
puts are buffered and data 
remains stable after the port 
has been loaded. This port- can 
be Inade TTL compatible. 

Presence of CM-RAM during X2 tells 4002's that an SRC 
instruction was received. For a given combination of data at 
X2 on D2, D3 , only the chip with the proper metal option 
and Po state will be ready for the I/O or RAM operation that 
follows. 

When an I/O or RAM instruction is received by the CPU, 
the CPU will activate one CM-RAM line during M2, in time 
for the 4002's to receive the OPA (2nd part of the instruc­
tion), which will specify the I/O or RAM operation to be 
performed. 

In the I/O mode of operation, the selected 4002 chip (by 
SRC), after receiving the OPA of an I/O instruction 
(CM-RAM activated at M2), will decode the instruction. 

If the instruction is WMP, the data present on the data bus 
during X2°02 will set the output flip-flops associated with 
the I/O pins. That information will be available until next 
WMP for peripheral devices control. 

In the RAM mode, the operation is as follows: When the 
CPU receives an SRC instruction it will send out the content 
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Figure 4-15. 4002 RAM Block Diagram_ 

of the designated index register pair during X2 and X3 and 
will activate one CM-RAM line at X2 for the previously (1) 
selected RAM bank. 

The data at X2 and X3 is interpreted as shown below: 

(0 through 3) 

0 1 Do 

Register No. 

(0 through 3) 

0 1 DO 

Main Memory Character No. 

(0 through 15) 

All RAM mode instructions will be executed during the 
X2 and X3. The instruction decoding is performed during the 
M2 time when the OPA portion of the instruction is 
decoded. The CM-RAM of the selected Bank is enabled at 
that time. 

Principles of Operation 

The twenty 4 bit characters for each 4002 register are 
arranged as follows: 

1. 16 characters addressable by an SRC instruction: 
Four 16 character registers constitute the "main" 
memory. 

2. 4 characters addressable by the OPA of an I/O 
instruction: Four 4 character registers constitute the 
"status character" memory. 

The status character location (0 through 3) as well as the 

REG3 

4-13 
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OF THE RAM ARRAY 

MEMORY CHARACTER 0 
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o THROUGH 15 

MEMORV CHARACTER 15 
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I 

STATUS CHARACTER 3 

'---r--i 
4 BITS 

} 
STATUS CHARACTERS 

o THROUGH 3 

operation to be performed on it are selected by the OPA 
portion of the I/O and RAM instructions. 

The RAM Registers Locations Status Characters and 
Output Port are select and accessed with a corresponding 
RAM Instruction. Shown below is a list of the 15 possible 
I/O and RAM operations. 

The I/O and RAM operations are divided into Read opera­
tions (lOR) and Write Operations (lOW). The state of 03 will 
determine if the operation is a read or a write. 03 = 13 for 
lOR, 03 = 0 for lOW. 

ROM 4002 CPU 
4207, Data Bus Data Bus Data Bus 

4209,4211, 4002 4002 Output Output Output 
Instr. 4308,4001 1/0 RAM Buffer Buffer Buffer 

Mnem. 1/00per. Oper. Op. Enabled Enabled Enabled 

WRM X X 

WMP X X 

WRR X X 

WRO X X 

WR1 X X 

WR2 X X 

WR3 X X 

SBM X X 

ROM X X 

RDR X X 

ADM X X 

ROO X X 

RD1 X X 

RD2 X X 

RD3 X X 



There can be up to four RAMS per RAM Bank 
(CM·RAM). There can be four RAM banks per system with· 
out decoding or 8 with decoding. 

Bank switching is accomplished by the CPU after receiving 
a "DCl" (designated command line) instruction. Prior to 
execution of the DCl instruction the desired CM·RAM code 
has been stored in the accumulator (for example through an 
lDM instruction!- During DCl the CM·RAM code is trans· 
ferred from the accumulator to the CM·RAM register. The 
RAM bank is then selected starting with the next instruction. 

If no DCl is executed prior to SRC, the CM·RAM will 
automatically be activated at X2 provided that RESET was 
applied at least once to the System (most likely at the start· 
uptime). 

Instruction Execution 

The following instructions are executed by the 4002. 

1. RDM Read RAM character 

The content of the previously selected RAM main 
memory character is transferred to the accumulator. 
The 4 bit data in memory is unaffected. 

2. R DO·3 Read RAM status characters 0·3 

The 4 bits of status characters 0·3 for the previously 
selected RAM register are transferred to the 
accumulator. 

4·14 

3. WRM Write accumulator into RAM character 

The accumulator content is written into the pre· 
viously selected RAM main memory character 
location. 

4. WRO·3 Write accumulator into RAM status charac· 
ters 0·3 

The content of the accumulator is written into the 
RAM status characters 0·3 of the previously selected 
RAM register. 

5. WMP Write memory port 

The content of the accumulator is transferred to the 
RAM output port of the previously selected RAM 
chip. The data is available on the output pins until a 
new WMP is executed on the same RAM chip. The 
content of the ACC and the carry/link are unaffected. 
(The lSB bit of the accumulator appears on 00, Pin 
16 of the 4002.) 

6. ADM Add from memory with carry 

The content of the previously selected RAM main 
memory character is added to the accumulator with 
carry. The RAM character is unaffected. 

7. SBM Subtract from memory with borrow 

The content of the previously selected RAM charac· 
ter is subtracted from the accumulator with borrow. 
The RAM character is unaffected. 



4207,4209 and 4211 I/O DEVICES 

Introduction 

The 4207,4209, 4211 are three PMOS devices designed to 

greatly expand the I/O capability of the MCS-40'" family_ 
These devices are appended to the CPU via the four bit 
internal data bus on one side, and contain a 16 bit TTL 
compatible I/O interface on the other side_ The above devices 
replace one 4308 or four 4001 's on the CM-ROM line_ The 
chips are designated 4308 ROM address 3_ The above devices 
can also reside on a CM-RAM line along with four 4002s per 
line_ 

Hardware Description 

The 4207,4209, and 4211 are packaged in a 28 pin DIP. 
The pin configurations are shown in the following figures and 
a functional description of each pin is given below: 

Figure 4-16_ 4207,4209,4211 Pin Configuration_ 

Pin Description 

Pin No_ Designation 

Vss 

Description of Function 

Circuit GND potential - most 
positive supply voltage (5v for 
TTL operation) 

4-15 

Pin No_ 

2-5 
24-27 

6-9 

14-17 

18-21 

10,23 

11 

12 

13 

22 

28 

Timing 

Designation 

00-07 

10-17 

00-07 

Do-D3 

CO-C3 

10-13 

SO-S3 

14-17 

¢1-¢2 

SYNC 

CM 

RESET 

CLR/LD 

VDD 

Description of Function 

a. 4207 Output ports that can 
be cleared with CLR/LD 
line 

b. 4209 I nput ports that can 
be strobed with CLR/LD 
line 

c_ 4211 - Output ports 

Bi-directional data bus all infor­
mation between processor and 
device are transmitted to these 
four pins. 

a. 4207, 4209 - Output port 
used for control functions 

b. 4211 - Input port; strobe 
with CLR/LD line 

a. 4207, 4209 - Input port 
used for status input 

b. 4211 - I nput port; strobe 
with CLR/LD line 

Non-overlapped clock signals 
which determine device timing. 

System synchronization signal 
generated by the processor. 

Chip enable generated by the 
processor. 

Reset input; a "1" level on this 
pin will clear all internal flip­
flops and buffers. 

Clear/Load Input. A "0" to 
"1" state change will cause the 
output buffer to go to a "0" 
state when this pin is desig­
nated as a clear. When this pin 
is designated a load strobe, "0" 
to "1" state change will cause 
the I/O input data to be locked 
in to the Input buffer. When 
Load is a "0", the buffer out­
puts will follow the I/O inputs. 

Main supply voltage value must 
be Vss - 15.0V ± 5% (-10v 
for TTL operation) 

Referring to the timing diagram, the SRC or Send Register 
Control instruction is used to designate one of the four I/O 
ports associated with 4207, 4209, or 4211 to which the 
subsequent I/O is intended. When an SRC is executed, the 
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CLEAR 

processor sends a 4 bit code to the GPI/O during X2, and CM 
goes to a "'''. The first two bits are always ", the second 
two bits select the port of interest. 

00 selects port 0 
0' selects port' 
, 0 selects port 2 

" selects port 3 

A port remains selected until a new SRC is generated. 
The GPI/O responds to the following instructions: SRC, 

WRR, and RDR. In both the RDR and WRR operations, 
the CM line will become active during the M2 time. The 
GPI/O will respond to the I/O in two ways. For a WRR 
Accumulator data will be transferred to an internal GPI/O 
selected Output port flip·flops during X2. Data will be avail· 
able on the I/O line from time X3-\1>2. The data will remain 
on the Output port bus until a new WR R occurs, a reset 
occurs, or a clear (ClR/lD) line is generated. The RDR 
instruction will transfer information from the Input port 
flip·flops of a previously selected port to the accumulator. 
Prior to the R DR instruction, the user should insure that the 
input flip·flops have been loaded via the ClR/lD strobe. If 
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the ClR/lD line is connected to VSS, the strobe will be 
inactive and the flip·flop outputs will follow the inputs. The 
I/O lines as well as the ClR/lD line are TTL compatible. 

Any port designated as an Output port can be interro· 
gated by an RDR. This means that an output buffer can bel 
viewed by the program. When a port is designated an Input 
Port, a WRR will be ignored. 

SYNC 0-':..;.' _______ -+-1 

cM 
,2 

Figure 4·18. 4207,4209,4211 Functional Block Diagram. 

In many applications it is desirable to place one GPI/O on 
the CM·RAM line. This allows the user up to 4 GPI/O per 
system, one for each DCl operand decode. 

Whenever a GPI/O is in the system the 4308 ROM address 
3 must be left vacant on the CM·ROM line. Whether the 
GPI/O is on aCM·RAM or CM·ROM, it will always respond 
to an SRC, RDR, and WRR command in the same way. 

A logical "'" in the CPU accumulator (VDD or negative 
logic) will be transferred to the I/O port pin as a"'" (VSS or 
logical , positive logic). A positive logic "'" Vss will be 
transferred to the accumulator "s a negative logic "'" 
(VDD ). 
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4003 10 BIT SERIAL-IN/PARALLEL-OUT, 
SERIAL-OUT SHIFT REGISTER 

Introduction 

The 4003 is a 10 bit serial·in, parallel-out, serial·out shift 
register with enable logic. The 4003 is used to expand the 
number of ROM and RAM I/O ports to communicate with 
peripheral devices such as keyboards, printers, displays, 
readers, teletypewriters, etc. 

Hardware Description 

The 4003 is packaged in a 16 pin DIP. The pin configura­
tion is shown in the following figure, and a functional de· 
scription of each pin is given. 

CLOCK} 
PULSE INPUT CP 

DATA IN 

PARAllEl{Oo 
OUTPUTS 

0 1 

{

02 

PARAllEL 0 
OUTPUTS 3 

04 

E ENABLE INPUT 

SERIAL OUT 

Yeo 

09 

0 8 

0 7 
PARALLel 
OUTPUTS 

06 

0 5 

Figure 4-21. 4003 Pin Configuration. 

Pin Description 

Pin No. Designation 

CP 

2 DATA IN 

3 00 

4 01 

6 O2 

7 03 

8 04 

9 05 

10 06 

11 07 

12 Os 

13 09 

5 Vss 

Description of Function 

The clock pulse input A"O" to 
"1" transition will shift data 
in. 

Serial data input line. 

Parallel data output I ines, when 
enabled. 

Circuit GND potential - most 
positive supply voltage. 
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14 

16 

Serial out 

E 

Serial data output. 

Enable, when E="O" the out· 
put lines contain valid data. 
When E="1" the output lines 
are at VSS. 

Timing Considerations 

The 4003 is a single phase static shift register; however, 
the clock pulse (CP) maximum width is limited to 10 msec. 
Data-in and CP can be simultaneous. To avoid race condi· 
tions, CP is internally delayed. 

o-!-~ 
(ENA8LEI~ 

, , I 
10 BIT PARALLEL 
OUTPUT BUFFER 
, I ' I I 

Figure 4-22. 4003 Shift Register Block Diagram. 

Functional Description 

The 4003 is designed to be typically appended to an 
MCS 40 I/O port. This can be the I/O port of a 4001,4002, 
4289, 4308, 4207/9/11. One I/O line is assigned to be the 
Enable (E). another the Clock (CP). and still another the 
Serial Data·lnput. For example, to access the 4003 a sub· 
routine of sequential outputs consisting of Data, clock pulse 
on, Enable - followed by an output of clock pulse off and 
Enable, will serially load the 4003. 

Data is loaded serially and is available in parallel on 10 
output lines which are accessed through enable logic. When 
enabled (E = low). the shift register contents are read out; 
when not enabled (E = high), the parallel-out lines are at 
Vss. The serial-out,line is not affected by the enable logic to 
allow longer word cascading. 

Data is also available serially permitting an indefinite 



number of similar devices to be cascaded together to provide 
shift register length multiples of 10. 

The data shifting is controlled by the CP signal. An inter· 
nal power·on·clear circuit will clear the shift register 
(Qi = VSS) between the application of the supply voltage and 
the first CP signal. 

The 4003 output buffers are useful for mUltiple key 
depression rejection when a 4003 is used in conjunction with 
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a keyboard. In this mode if up to three output lines are 
connected together, the state of the output is high (Logic 
"0") if at least one line is high. 

Another typical application of the 4003 is for Keyboard 
or Display Scanning where a single bit of Logic" "is shifted 
through the 4003 and is used to activate the various digits, 
keyboard rows, etc. (Refer to the interface design for the 
MCS-40' " section.) 



4289 STANDARD MEMORY INTERFACE 

Introduction 

The4289 standard memory interface and I/O interface en­
ables the CPU devices to utilize standard memory components 
for use as program data memory_ Noteably, PROMs (4702A), 
RAMs (2102) and ROMs can be arranged in a memory array 
to facilitate system development_ Programs generated using 
the 4289 and interface can be committed to MCS-40'-M-ROMs 
(4308 and 4001) with no change to software. 

The 4289 also contains a 4 bit bi-directional I/O bus and 
necessary steering logic to multiplex a host of I/O sources to 
the CPU. The Read and Write Program Memory instruction 
allows the user to store data and modify program memory. 
The device directly addresses 4K of program memory. The 
address is obtained sequentially during Al-A3. The eight bit 
instruction is presented to the CPU during Ml and M:z via the 
four bit data bus. 

The 4289 stores the SRC instruction operand as an I/O ad­
dress and responds to the ROM I/O instructions (WR Rand 
RDR) by reading or writing data to and from the processor 
and 4289 I/O bus. 

Description of Basic Hardware 

The 4289 is packaged in a 40 pin DIP. The pin configura­
tion and a brief functional description of each pin is given 
below: 

O. voo 

0, lID, 

0, 1/0 2 

0, 1/0 3 

OPRO 1/0 4 

OPR' VOD1 

OPR2 c, 

OPR3 C, 

OPA. C, 

OPAl C. 

OPA2 A, 

OPA3 As ., .... 

" ... 
SYNC A, 

CM A, 

RESET A, 

IN A. 

OUT Fl 

vss PM 

Figure 4-23_ 4289 Pin Configuration. 

Pin Description 

Pin No. Designation 

1-4 

5-8 OPRO-OPR3 

9-12 

13-14 

15 SYNC 

16 CM 

17 RESET 

18 IN 

19 OUT 

20 VSS 

21 PM 

22 F/L 

23-30 Ao-A7 
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Description of Function 

Bidirectional data bus. All ad­
dress, instruction and data 
communication between proc­
essor and the PROGRAM 
MEMORY or I/O ports is trans­
mitted on these 4 pins. 

The high order 4 bits (OPR) of 
the instruction or data (RPM) 
from the PROGRAM MEM­
ORY are transferred to the 
4289 on these pins. 

The low order 4 bits (OPA) of 
the instruction or data (RPM) 
are transferred to the 4289. 

Non-overlapping clock signals 
which are used to generate the 
basic chip timing. 

Synchronization input signal 
driven by SYNC output of 
processor. 

Command input driven by 
CM-ROM output of processor. 
Used for decoding SRC and 
I/O instructions. 

RESET input. A logic "1" level 
applied to this input resets the 
CM flip-flop and FIRST/LAST 
flip-flop. 

Output signal generated by 
4289 when the processor exe­
cutes an RDR or RPM instruc­
tion. 

Output signal generated by the 
4289 when the processor 
executes a WRR or WPM 
instruction. 

Ci rcu it Reference potential; 
most positive supply voltage. 

Output signal generated by the 
4289 when the processor exe­
cutes an RPM or WPM instruc­
tion. 

Output signal generated by the 
4289 to indicate which half­
byte of PROGRAM MEMORY 
is to be operated on. 

Address output buffers. The 
demultiplexed address values 
generated by the 4289 from 
the address data supplied by 
the processor at Al and A2. 



31-34 CO-C3 Chip select output buffers_ The 36-39 1/00-1/0 3 Bid i rectional I/O data bus_ 

address data generated by the 
processor at A3. or during an 
SRC are transferred here_ 

35 VDD1 Supply voltage for address and 40 VDD 

chip select buffers_ 

SYNC ~ 

I i 
CM !IF SINGLE CYCLE I IF I/O I '-___ --I' _____ ..I _____ J 

ENABLE 
DATA IN 

ENABLE 
DATA OUT 

-ENABLE 
I/O IN 

ENABLE 
!/OOUT 

IN 

OUT 

EENABLEO_\ 
_____ 1-----------------------

-----------------1 

------------, 

Data to and from I/O ports or 
data to write PROGRAM 
MEMORY are transferred via 
these pins_ 

Main power supply pin_ Value 
must be Vss - 15V ± 5%_ 

i i 
I IFSRC I L _____ ...l 

ENABLE 
If ADR + RPM 

ENABLE 1 
IF RDR 

\ ENABLE IF WRR + WPM I 
IF RDR + RPM 

PM If RPM + WPM r-L---_____ ----li 

OUT 
1--- HiGHFOR 'OoDNO: iiiPM+WPM'---J 

LOW FOR EVEN NO. (RPM + WPM) 

Figure 4-24_ 4289 Timing Diagram_ 
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Basic Circuit Timing 

The basic timing of the 4289 which is generated by the 
two non-overlapping clock pulses cfJ, and cfJ2. The 4289 is 
synchronized to the processor by the SYNC signal generated 
by the processor and sent out at the beginning of each 
instruction cycle. 

During a typical instruction cycle, the 4289 follows the 
sequence of events outlined below: 

a. The device latches the address information sent by the 
processor at A" A2, and A3, and presents the 12 bit 
parallel address on pins AO-A7 and CO-C3. Ao-A7 
select 1 out of 256 eight bit words and CO-C3 enable 1 
out of 16 pages of PROGRAM MEMORY. 

b. The 8 bit contents of the selected memory location are 
transferred to the 4289 on pins OPRo-OPR3 and 
OPAo-OPA3. They are then multiplexed and trans­
ferred to the processor in two 4 bit groups at M, and 

M2 · 

c. The 8 bit contents of the internal SRC register are 
transferred to the ADDRESS and CHIP SELECT 
buffers at Xl' This value is used as an address for an 
ensuing I/O or PROGRAM MEMORY operation. 

DO 
0, 

02 
03 

4 4 

OPAo 
OPA, 

OPA2 

OPA3 4 
OPRo 
OPR, 

OPR2 
OPR3 

1/0 DATA 
BUS 

BUFFERS 
4 

1/00 1/0, 1/02 1/03 F/L PM IN OUT 

Figure 4-25. 4289 Block Diagram_ 

d. The special control signals IN, OUT, PROGRAM 
MEMORY and FI RST /LAST are generated by the 

4289. They are required for performing the I/O and 
PROGRAM MEMORY operations and directing the in­
formation flow. 

Major Circuit Blocks 

The major functional blocks which make up the chip are: 

a. Data bus input-output buffer and multiplex circuitry. 

b. Address and chip select output buffers and multiplex 
circuitry. 

c. 8 bit SRC register. 

d. I/O input-output buffers. 

e. Timing and control logic. 

A brief description of each of these major circuit blocks is 
given below. 

1/0 PORT CHIP 
Co 

OR SELECT 
C, 

CHIP SELECT BUFFERS C2 
ADDRESSMPX 4 C3 

SRC 4 
REG. 

(UPPER) 

SRC AD 
REG. 

(LOWER) A, 

MEMORY ADDRESS A2 
ADDRESS BUFFERS A3 

MPX ~ 
A5 

A6 
Al 

0, 

02 

SYNC 
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Data Bus I nput-Output Buffer 

The bidirectional data bus buffers provide a communica­
tion channel to the processor. The associated multiplex 
circuitry allows the 4289 to send PROGRAM MEMORY or 
I/O port information to the processor. 

Address and Chip Select Output Buffers 

The address and chip select output buffers provide a 12 
bit parallel address to the PROGRAM MEMORY for instruc­
tion fetch operations. At Xl the contents of the internal 
SRC register is transferred to the address and chip select 
buffers to be used as an address for an I/O or PROGRAM 
MEMORY operation. The high order 4 bits (SRCRH) are 
transferred to CO-C3 and to A4·A7. The low order 4 bits 
(SRCR L) are transferred to Ao·A3' 

SRC Register 

The 8 bit SRC register stores the address value sent out by 
the processor at X2 and X3 of an SRC instruction.' The 
contents of this register are transferred to the address and 
chip select buffers at Xl of every instruction cycle, as 
described above. 

I/O Input-Output Buffers 

The I/O buffers are used to transfer data between the 
processor and the input/output ports or from the processor 
to the PROGRAM MEMORY in the case of a WRITE 
PROGRAM MEMORY (WPM) instruction. 

Timing and Control Circuitry 

This includes: 

a. The internal timing register. 

b. Instruction decoding for the following instructions: 
WRR, RDR, WPM, RPM. 

c. FI RST/LAST flip-flop. 

d. The logic required for generating the external control 
signals, IN, OUT, PM, and F/L. 

Detailed Description of Operating Modes 

As stated in the Introduction, the 4289 enables the 4 bit 
microprocessor chip (4004 or 4040) to interface to standard 
memory components. This allows construction of prototype 
or small volume systems using electrically programmable 
ROM's or RAM's in place of 4001 mask programmable 
ROM's. Since 4001 's also contain mask programmable I/O 
ports, the 4289 has provisions for directly addressing 16 
channels of 4 bit I/O ports. In its role as a Memory and I/O 
interface device, the 4289 provides three different types of 
operation, namely; 

a. Interface to Program Memory for instruction fetch 
operations. 

b. Interface to Input/Output ports for storing or fetching 
data using WRR, RDR instructions. 

c. Interface to R/W Program Memory for storing or fetch­
ing data or for program alteration using WPM, RPM 
instructions. This last feature allows the use of stand­
ard R/W RAM to be used for data storage. 
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These three basic operations will be discussed in detail in the 
following paragraphs. 

Instruction .Execution 

The contents of the data bus at AI, A2, and A3 are latched 
by the 4289 and transferred to the address and chip select 
output buffers. The low order address at Al is transferred to 
Ao-A3 outputs, the middle order address at A2 is transferred 
to A4 -A7 outputs and the high order address at A3 is trans­
ferred to Co-~ outputs. These 12 output lines provide the 
necessary address and chip select signals to interface to a 
4K x 8 bit Program Memory. 

The 8 bit word selected by AO-A7 and CO-C3 is trans­
ferred to the processor via the OPRO-3, OPAO.3 input lines 
and the data output buffer. The high order bits (OPR) are 
transferred at Ml and the low order 4 bits (OPA) are trans­
ferred at M2. 

The 4289 has been designed to work equally well with 
either the 4004 or 4040 processor elements. Since the 4040 
is provided with two CM-ROM controls which allow it to 
directly address up to 8K x 8 bits of Program Memory (4K x 
8 bits selected by each CM-ROM controll. two 4289's would 
be required for full memory capability. In this case, one 
4289 would be controlled by CM-ROMO and the other by 
CM-ROM1. The 4289 which receives CM at A3 would be 
enabled to transfer data at Ml and M2. 

It should be noted that the two CM-ROM controls permit 
the simultaneous use of 4001, 4308, and 4289 in the same 
system. The ROM's 4001 and 4308 can be mixed and 
assigned to one CM-ROM control line while a single 4289 can 

: be assigned to the other. Within one CM-ROM control line, 
4289, 4001, and 4308 cannot be mixed. The reason being 
that bus contention will arise between the devices. 

I/O Port Operation 

When the processor executes an I/O port instruction 
(WR R or RDRl. a previously selected I/O port is enabled to 
receive or transmit 4 bits of data. In the case of WRR, the 
selected output port receives the 4 bit contents of the proc­
essor accumulator, and in the case of RDR, the selected 
input port transmits 4 bits of data to the processor accumula­
tor. In either case, the port selection must be made by means 
of a previous SRC instruction. The 4 bit value sent out at X2 
is used as the port address. The 4289 must therefore be 
capable of storing the SRC. address sent by the processor and 
presenting that address to the I/O port selection logic. To 
accomplish this, the 4289 behaves as follows: 

a. When the processor executes an SRC instruction, the 
4289 stores the address sent out by the processor at X2 
and X3. The contents of this SRC register are trans­
ferred during every Xl time to the address and chip 
select are available for subsequent I/O instructions. The 
high order 4 bits are presented at CO-C3 and will select 
the I/O port. 

b. When the processor then executes a WR R instruction, 
the 4289 latches the data sent out by the processor at 
X2 and transfers this data to the I/O output buffer. 
This buffer is enabled during X3 and transmits the data 



to the selected output port. So that external port logic 
may be enabled to receive the data, the 4289 generates 
the OUT strobe signal. 

c. When the processor executes an RDR instruction, the 
4289 generates the IN strobe. This enables the selected 
input port to transmit its data to the I/O bus, where it 
is latched by the 4289 and transferred to the processor 
at X2. 

Read/Write Program Memory Operations 

If the 4289 is used in conjunction with the 4040, both the 
WRITE and READ PROGRAM MEMORY (WPM/RPM) func­
tions are directly available. To accomplish these operations, 
the following are required: 

a. A program memory address. 

b. The proper control signals. 

c. A means of transmitting the data to be stored or 
fetched. 

The 4289 provides all of these as described in the following 
paragraphs. 

Program Memory Address 

The address for an RPM or, WPM operation is provided by 
the 8 bit contents of the SRC register. At X, of every 
instruction cycle this 8 bit value is transferred to the address 
output buffers Ao-A7. These addresses will select 1 out of 
256 program memory words. During execution of WPM or 
RPM, the 4289 does not transfer the high order 4 bits of the 
SRC register to CO-C3' Instead, it forces all 4 chip select 
output buffers to a logic "1" state (positive true logic). If 
only one page of R/W memory is required the 1111 condi­
tion on CO,C3 can be used to enable that page. If more than 
one page is required, an output port will be necessary to 
store the 1 out of 16 page select address. 

Since the program memory is organized as 8 bit words, 
and since RPM and WPM are transmitting only 4 bit words, it 
is also necessary to specify either the upper or lower half· 
byte of program memory. 

This is done automatically by the FIRST/LAST flip-flop 
in the 4289. The state of this flip-flop is used to generate the 
control signal F/L which determines the proper half-byte of 
program memory. If F/L is a logic "1" state, the first or 
lower half-byte is selected, and when F/L is a logic "0", the 
last or upper half-byte is selected. The user can directly reset 
the FI RST/LAST flip-flop in the 4289 by applying a RESET 
signal. 

Starting from a "reset" condition the FI RST/LAST flip­
flop automatically toggles after executing either an RPM or 
WPM instruction. Hence, odd numbered program memory 
operations select the ~first' half-byte and even numbered 
program memory operations select the 'last' half-byte. 
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Program Memory Control Signals 

When the processor executes either WPM or RPM, the 
4289 generates the following control signals: 

a. F /L - As indicated above. 

b. PM - This output signal is generated whenever a pro· 
gram memory operation is to be performed. ThiS signal 
a II ows external logic to differentiate between a 
program memory operation and an I/O operation. 

c. OUT - This strobe signal is generated only during 
WPM and WRR instructions. The combination of PM 
and OUT is used as a WRITE ENABLE signal for the 
program memory. 

The system examples shown demonstrate the use of these 
control signals. 

Program Memory Data Paths 

When the processor executes the WPM instruction, the 
4289 latches the data sent out at X2 by the processor and 
transfers it via the I/O output buffers to the I/O bus. The I/O 
bus must be connected to the data input pins of the R/W 
memory chips (Refer to the following Applications). 

If the processor (4040) executes the RPM instruction, 
then the entire 8 bit program memory word is transferred to 
the OPRo-OPR3 and OPAo-OPA3 inputs of the 4289. 
Depending on the state of F/L either the first (OPA) or last 
(OPR) half-byte is automatically selected by the 4289. 

Applications 

The 4289 can be used to form systems of widely varying 
complexity. Simple systems containing only one page (256 x 
8) of PROGRAM MEMORY and few I/O ports, or more 
complex systems requiring as many as 32 pages (8K x 8) of 
memory and 32 I/O ports can readily be implemented. 
Several examples will be described here. 

1. Basic Microcomputer System. This system contains: 

a. 1 K x 8 bits of PROGRAM MEMORY (4702A 
ROM) 

b. 1280 bits of DATA MEMORY (4002 RAM) orga­
nized as 16 20-character registers 

c_ '4 RAM output ports (4002) 

d. 4 I/O ports 

This system used 3205's to decode the IN and OUT 
strobes for the I/O ports. Since the I/O buffers of the 
4289 can sink one full TTL load, no additional buffer· 
ing is required. 
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Figure 4-25. 4289 Typical System Implementation. 
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2. This system again contains 4 pages of PROM storage 
but, in addition, has one page of RAM storage which 
can be used for either PROG RAM or DATA storage by 
using the WPM/RPM instructions. (The RPM instruc· 
tion is valid only with the 4040). The RAM storage has 
been implemented with 2101 's (256 x 4 static RAM). 
Notice that separate WRITE ENABLE signals must be 
generated for the upper and lower half·bytes of RAM. 

3. Systems using two 4289's can be designed as shown 

here. In this case each 4289 is control red from a sepa· 
rate CM·ROM control signal. The CM·ROMO and 
CM·ROM1 lines are generated by the 4040. This 
system cannot be implemented with the 4004. 

As mentioned above, a separate supply pin, V001, has 
been provided for the ADDRESS and CHIP SELECT output 
buffers. The section on I nterfaces shows examples of the use 
of VOOl when interconnecting the 4289 with other circuit 
families. 



ADDITIONAL PARTS DESIGNED TO BE USED 
WITH THE 4289 STANDARD MEMORY INTERFACE-
4702A, 4101, 4316, and 3216/3226 

4702A - 2048 BIT ERASABLE AND ELECTRICALLY 

REPROGRAMMABLE READ ONLY MEMORY 

• Access Time -1.7 f,lsec Max. 

• Fast Programming - 2 Minutes for 
All 2048 Bits 

• Fully Decoded, 256 x 8 Organization 

• Static MOS - No Clocks Required 

• Inputs and Outputs TTL Compatible 

• Three-State Output - OR-Tie 
Capability 

• Simple Memory Expansion Chip 
Select Input Lead 

• Compatible with the 4289 

The 4702A is a 256 word by 8 bit electrically programmable ROM ideally suited for microcomputer system 
development where fast turn-around and pattern experimentation are important. The 4702A undergoes 
complete programming and functional testing on each bit position prior to shipment, thus insuring 100% 
programmability. 

The 4702A is packaged in a 24 pin dual-in line package with a transparent quartz lid. The transparent quartz 
lid allows the user to expose the chip to ultraviolet light to erase the bit pattern. A new pattern can then be 
written into the device. This procedure can be repeated as many times as required. 

The circuitry of the 4702A is entirely static; no cl~cks are required. 

A pin-for-pin metal mask programmed ROM, the Intel 1302 or 4316, is ideal for large volume production runs 
of systems initially using the 4702A. 

The 4702A is fabricated with silicon gate technology. This low threshold technology allows the design and 
production of higher performance MaS circuits and provides a higher functional density on a monolithic 
chip than conventional MaS technologies. 

PIN CONFIGURATION BLOCK DIAGRAM 

2. VDD 
DATA OUT 1 DATA OUT 8 

23 Vee 

22 Vee 

·DATA OUT 1 4 (lSB) 21 A3 

·DATA OUT 2 20 A, 

"DATA OUT 3 19 A5 

4702A 
"DATA OUT 4 18 A, 

"'DATA OUT 5 17 A7 

"DATA OUT 6 16 VGG 

"DATA OUT 7 10 15 VBB 

"DATA OUT B 11 (MSB) ,. CS 

Vee 12 13 PROGRAM 

"THIS PIN IS THE DATA INPUT LEAD DURING PROGRAMMING. 

PIN NAMES 



4101 - 1024 BIT (256 x 4) STATIC MOS RAM 

WITH SEPARATE I/O 

• 256 x 4 Organization to Meet Needs 
for Small System Memories 

• Access Time - 1 Ilsec Max. 

• Single +5V Supply Voltage 

• Directly TTL Compatible - All Inputs 
and Output 

• Statis MOS - No Clocks or 
Refreshing Required 

• Simple Memory Expansion - Chip 
Enable Input 

• Compatible with the 4289 

• Inputs Protected - All Inputs Have 
Protection Against Static Charge 

• Low Cost Packaging - 22 Pin Plastic 
Dual·ln·Line Configuration 

• Low Power - Typically 150mW 

• Three·State Output - OR·Tie 
Capability 

• Output Disable Provided for Ease of 
Use in Common Data Bus Systems 

The Intel 4101 is a 256 word by 4 bit static random access memory element using normally off N·channel 
MaS devices integrated on a monolithic array. It uses fully DC stable (static) circuitry and therefore requires 
no clocks or refreshing to operate. The data is read out nondestructively and has the same polarity as the 
input data. 

The 4101 is designed for memory applications where high performance, low cost, large bit storage, and sim· 
pie interfacing are important design objectives. 

It is directly TTL compatible in all respects: inputs, outputs, and a single +5V supply. Two chip-enables 
allow easy selection of an individual package when outputs are OR·tied. An output disable is provided so that 
data inputs and outputs can be tied for common I/O systems. Output disable is then used to eliminate any 
bidirectional logic 

The Intel 4101 is fabricated with N·channel silicon gate technology. This technology allows the design and 
production of high performance, easy·to·use MaS circuits and provides a higher functional density on a mono 
olithic chip than either conventional MaS technology or P·channel silicon gate technology. 

Intel's silicon gate technology also provides excellent protection against contamination. This permits the use 
of low cost silicone packaging. 

PIN NAMES 
DIN DATA INPUT 00 OUTPUT DISABLE 

Ao - ~ ADDRESS INPUTS OaUT_ DATA OUTPUT 

Riw - REAOIWRITE INPUT Ii Vee - POWER(+5VI 

ro. eE2 CHIP ENABLE 
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BLOCK DIAGRAM 

CEll ARRAY 
32 ROWS 

32 COLUMNS 

~vcc 
~GND 

0", PIN NUMBERS 



4316 -16,384 BIT STATIC MOS READ ONLY MEMORY 

• Organization - 2048 Words x 8 Bits 

• Single +5 Volts Power Supply Voltage 

• Directly TTL Compatible - All Inputs 
and Outputs 

• Low Power Dissipation of 10.7 pW/Bit 
Maximum 

• Three Programmable Chip Select 
Inputs for Easy Memory Expansion 

• Three-State Output - OR-Tie 
Capability 

• Fully Decoded - On Chip Address 
Decode 

• Inputs Protected - All Inputs Have 
Protection Against Static Charge 

• Compatible with the 4289 

The Intel 4316 is a 16,384 bit static MOS read only memory organized as 2048 words by 8 bits. This ROM 
is designed for microcomputer memory applications where high performance, large bit storage, and simple 
interfacing are important design objectives. 

The inputs and outputs are fully TTL compatible. This device operates with a single +5V power supply. The 
three chip select inputs are programmable. Any combination of active high or low level chip select inputs 
can be defined and the desired chip select code is fixed during the masking process. These three program­
mable chip select inputs, as well as 0 R-tie compatibility on the outputs, facilitate easy memory expansion. 

The 4316 read only memory is fabricated with N-channel silicon gate technology. This technology provides 
the designer with high performance, easy-to-use MOS circuits. Only a single +5V power supply is needed 
and all devices are directly TTL compatible. 

PIN CONFIGURATION BukK DIAGRAM 

4316 

A7 2' Vee 

A, 23 0, Ao 

A, 22 0, A, 

AlO 21 03 A, 
~ 

'" Ao 20 0, A3 w 
~ 

A, ,. 05 A, ::> 
'" .. 

A, ,. 0, As ir. 
~ 

A3 07 A, ~ cs, 

'" A, 16 0, A7 0 
0 

" As 10 15 es, As cs, 

A, 1. es, A, 

GND 13 e S 3 AlO eS3 

PIN NAMES 
Ao· A10 ADDRESS INPUTS 

o,·os OAT A OUTP'UTs---------

CS," CS3 
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3216/3226* - 4 BIT PARALLEL BIDIRECTIONAL BUS DRIVER 

• Data Bus Buffer Driver for MCS-40 I/O 

• Low Input Load Current - .25mA 
Maximum 

• High Output Drive Capability for 
Driving System Data Bus 

• 3.5V Output High Voltage for Direct 
Interface to MCS-40 

• Three State Outputs 

• Reduces System Package Count 

The 3216/3226 is a 4·bit bi·directional bus driver/receiver. 

All inputs are low power TTL compatible. For driving MaS, the a outputs provide VOH (3.5V), and for 
high capacitance terminated bus structures, the I/O outputs provide a higher IOL (25 mAl capability. 

PIN CONFIGURATION LOGIC DIAGRAM 

3216/3226 

CS vee 10 

00 EN 1100 

1100 0, 00 

I. IIOJ 
I, 

0, I, lID, 

110, 0, 0, 

I, 1/0 2 
I, 

GNO I, 1/02 

0, 

I, 

1/0 3 

0, 

L----+ ..... ----<lOS 
EN~-~---~ 

"The 3226 provides inverted 1/0. 
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INTELLEC4'J 4/MOD 40 MICROCOMPUTER 
DEVELOpMENT SYSTEM 

• Complete hardware/software development system for the 
design and implementation of 4040 CPU based micro· 
computer systems. 

• TTY interface, front panel designer's console, and high 
speed paper tape reader interface, in conjunction with 
PROM resident system monitor provide complete program 
loading, punching, monitoring, interrogation, and altera· 
tion capabilities. 

, 

• Program RAM (4K 8 bit bytes) provides a program devel· 
opment medium which lends itself to rapid and facile 
program monitoring and alteration. 

• Data RAM (320 4 bit bytes expandable to 2560 bytes) 
provides data storage capacity. 

• Program PROM (expandable to 4K 8 bit bytes) in con· 
junction with the resident PROM programmer provide 
capability of simulating final ROM resident program. 

• PROM resident system monitor and RAM resident macro· 
assembler included in standard systems software. 

• Includes such standard program development features as 
program single step, address search (and pass countl, next 
instruction indication, program flow verification. 

• I/O expandable to 16 4 bit input ports and 48 4 bit out· 
put ports (all TTL compatible) allowing "hands·on" 
simulation of entire user system (processor and peripheral 
devices). 

• 'RESET, STOP, INTERRUPT control signals availilble to 
user via back panel. 

• Modular design with expansion capability provided for up 
to eleven optional or user designed modules. 

5·1 

The Intellec 4/MOD 40 (imm 4-44A) system is a complete, 
self·contained microcomputer development system designed 
specifically to support the development and implementation 
of 4040 CPU based microcomputer systems. Its modular 
design provides the flexibility to adapt to any size user 
system and the resident software greatly facilitates program 
development. 

The basic Intellec 4/MOD 40 system consists of a 4 micro· 
computer modules (CPU, RAM, MEMORY CONTROL, and 
PROM PROGRAMMER), power supplies, I/O connectors, 
console, and displays. The heart of the system is the imm 4·43 
central processor module built around Intel's high performance 
4 bit 4040 CPU on a single chip. The imm 4·43 is a complete 
microcomputer system containing the system clock, 1 K 8 bit 
bytes of PROM memory, 320 4 bit bytes of data RAM 
memory, 3 4 bit input ports and 84 bit output ports. The 
imm 6·28 program RAM memory module contains a 4K x 8 
memory array composed of Intel 2102 static random access 
memory elements. The imm 4·72 control module contains 
the circuitry required to interface the central processor 
module to the program RAM module. The imm 6:76 PROM 
programmer module provides the capability of programming 
Intel 1702A PROMs in conjunction with the front panel 
PROM ~ocket and system monitor. All I/O ports are TTL 
compatible and accessible from the back panel 37 pin con· 
nectors. The front panel designer's console provides a means 
of monitoring and controlling system operation. 

The modular design of the Intellec allows great design 
system flexibility. Program PROM can be expanded to 4K -
8 bit bytes using imm 6·26 or imm 4·22 optional modules. 
Data RAM can be expanded to 2560 4 bit bytlls using 
imm 4·24 modules. I/O capability cim be expanded to 16 
4 bit input and 48 4 bit output ports using optional 
imm 4·60 modules. The universal prototype card (imm 6·70) 
in conjunction with the eleven optional card sockets (which 
contain all essential system signals) provide the capability for 
interfacing custom designed modules. 

The user RESET IN/OUT, STOP/STOP ACKNOW· 
LEDGE, and INTERRUPT/INTERRUPT ACKNOWLEDGE 
control signals are all available at the back panel. Hence, the 



user can interrupt, halt, and reset the resident CPU via his 
own interface. 

Program interrogation and alteration can be accomplished 
by using any desired combination of the front panel design' 
er's console, a teletype, the imm 4-90 high speed paper tape 
reader, and other Intellec@ compatible peripherals. The front 
panel designer's console provides the capability of manually 
writing data into memory and displaying memory contents, 
monitoring CPU bus contents during each processor subcycle, 
"freezing" system status after execution of a predefined 
instruction after a specified number of passes, single'stepping 
the program and verifying program flow. The teletype and 
reader serve as vehicles to input and output paper tapes and 
execute the system monitor. 

Every Intellec@ 4/MOD 40 system comes with two sys­
tems software products - the PROM resident system monitor 

~ CONTROL 
CONSOLE 

CONSOLE 
CONTROL (AVAILABLE ON BACK PANEL) 
BUS RESH STOP INTERRUPT 

JJ ~J ~J 

and the RAM resident assembler. The assembler has a paper· 
tape editor feature. The systems software is a powerful ap­
plication program development tool. 

The system monitor provides the capability of displaying 
and modifying memory contents, reading and punching 
object tapes, dynamically assigning system peripherals, pro· 
gramming and verifying PROMs, and performing other 
functions which significantly reduce program debug and 
development time. 

The Intellec 4/MOD 40 RAM resident assembler trans· 
lates source code into object code which will execute on 
the Intellec 4/MOD 40 or any MCSAO T"system. The assembler 
collects information' from the source program, builds an 
internal symbol table, outputs a listing of the assembled 
program including error messages, and punches an object 
program tape. 

DATA 

CPU BUS. STORAGE 
16 PORTS 

MODULE 
imm4-24 

DATA 

16 PORTs) CPU BUS STORAGE 
MODULE 
imrnA-24 

lk PROM CPU MODULE 41/0 ~ 
MONITOR imm4-43 PORTS 

-" 
4 PORTS 

T 

LS U INST BUS 

1= .-- CPU BUS CPU BUS r--

.S 
t-- r-- r--

,t~ 
AO TO A7 

I/O PORTS 14 and 15 r--
MEMORY CONTROL r--

MODULE 
imm4-72 . CO TO C3 

JATA yDDR 

RAM MEMORY I f--
/L. PORTSJ 

MODULE INST 
imm6-28 I 

f-- I/O BUS 

I/O MODULE ~ 

imm4-60 

1 
AO TO A7 

CO TO C3 ~ 
INSTRUCTION BUS 

I 
/L 

I/O BUS 8 PORTS 
PROM MEMORY 

I/O MODULE 
~ 

MODULE 
immS-26 imm4-60 

~ CO TO C3 CO TO C3 

"Memory control module selects MONITOR, PROM or RAM for EXECUTION. 

Figure 5-1. System Block Diagram. 

5-2 



Specifications 

Word Size 

Data: 4 bits 
Instructions: 8 bits/16 bits 

Memory Size 

5K bytes expandable to 12K bytes (combination of PROM, 
Data RAM, Program\ RAM) in three 4K byte memories select­
able for execution from the front panel. 

I nstruction Set 

60; including conditionals, binary and decimal arithmetic, 
and I/O 

Machine Cycle Time 

10.8 microseconds 

System Clock 

Crystal-controlled at nominal 5.185 MHz 

I/O Channels 

All ports are 4-line TTL 
3 input ports expandable to 16 
8 output ports expandable to 48 

Interrupt 

Available at back panel 

Console Memory Access 

Standard via control console 

Memory Access Time 

1 fJ.s with standard memory modules 

Environmental Characteristics 

Operating temperature: 0° C to 55° C 

Electrical Characteristics 

DC power supplies: Vee = 5V ± 5% 
lee = 12A 
Voo = -10V ± 5% 
100 = 1.8A 

AC power supplies: Mod 40: 60 Hz, 115 VAC @ 200 W 
Mod 40/220: 50 Hz, 230 VAC @ 200 W 
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Physical Characteristics 

Intellec 4/40: 7" ~ 17 1/8" x 12 1/4" (table top only; 
optional rack mount available) 

Weight: 30 lb. (13.61 kg.) 

Optional Modules 

Available for the Intellec 4/MOD 40: 

imm 4-22 Instruction/Data Storage Module 
imm 4-24 Data Storage Module 
imm 4-60 Input/Output Module 
imm 6-26 PROM Memory Module 
RAM Memory Modules (Additional) 
imm 6-36 Rack Mounting Kit 
imm 6-70 Universal Prototype Module 
imm 6-72 Module Extender 

Equipment Supplied 

Central Processor Module 
RAM Memory Module 
PROM P.rogrammer Module 
Memory Control Module 
Chassis with Mother Board 
Power Supplies 
Control and Display Panel 
Finished Cabinet 
PROM Resident System Monitor 
RAM Resident Assembler 

Complete Hardware Software 

Programmers Manual 
Operators Manual 
Hardware Reference Manual 
Module Schematics 



PA4-04 PROGRAM ANALYZER FOR Mes 4 
DEVELOPMENT SYSTEM 

The PA4-04 Program Analyzer is a compact (9" x 9" 
x 1.5") portable unit providing a powerful real-time analysis 
capability for MCS-4'· users. It was designed as an MCS-4 de­
velopment tool and for convenient field service of micro­
computer systems. Applications consist of software and sys­
tem debugging, CPU data logging, program event detector, 
address comparator, binary display unit, and trouble shooting 
in the field. 

The analyzer connects to the 4004 CPU via a 16 pin D I P­
CLIP and displays all of the significant CPU parameters. LED 
displays thus latch and display the contents of the four bit 
data bus displaying the address sent out by the CPU, the in­
struction received back from ROM and the execution by the 
CPU. Displays also indicate which CM-RAM line is active 
and what the last RAM/ROM point is (SRC-instructions). In 
the free running mode this display is naturally changing as 
the program ru ns. 

Provisions have been made for examining the contents of 
the data bus and the status of the CPU at selected points in 
the program. This is done by entering the selected instruction 
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number into the SEARCH ADDRESS switches provided on 
the front panel. Now as the program runs the PA4-04 will 
latch the data at the selected instruction number. The display 
will hold until the reset button is hit (which also applies a re­
set pulse to the MCS 4 system being operated on). 

While the display of the search address is latched, the next 
instruction can be examined by hitting the NEXT INSTRUC­
TION switch. Pushing the INCREMENT button will incre­
ment the program one more count and this can be continued 
indefinitely. The previous instnuction can be examined by 
using the DECREMENT switch in the same fashion. 

A switch selectable pass counter provides interrogation of 
program loops by delaying the display until after a preset 
number of passes (1 to 15) have been made through the pre­
set SEARCH ADDRESS. 

SEARCH CONTROL and TEST switches provide addi­
tional features for easy program debugging. 

All displayed parameters are also accessible in buffered 
TTL form via external 16 pin DIP sockets on the back panel. 
This allows for external monitoring needed for data logging 
applications. 

The PA4·04 requires a single external power supply (+5V 
DC, 2.0A) which is connected to banana plug provided on 
the back panel. 



MCS-40'· SOFTWARE SYSTEM 
DEVELOPMENT TOOLS 

Programming for the MCS-40 microcomputer can be done 
easily and quickly using Intel's new cross macro assembler, . 
MAC4. This powerful assembler translates three letter mne­
monics representing each MCS-40 instruction into a-numeric 
representation that may be loaded directly into an Intellec 4 
development system or programmed to ROM. Advanced 
MAC4 features provide full macro capability and conditional 
assembly capability. All output is in hexadecimal for easy 
interpretation. 

MAC4 is written in ANSI standard FORTRAN IV and is 
designed to run on any large scale computer system (32 bit 
word size or larger) with little or no modification. The FOR­
TRAN source program for MAC4 is available on magnetic 
tape directly from Intel. In addition MAC4 may be used on 
either TYMSHARE, UNITED COMPUTING SYSTEMS, or 
GENERAL ELECTRIC worldwide timesharing services and 
may also be used on TIMESHARING LTD in Europe.Con­
tact these services directly for further information. 

MCS-40 USER'S LIBRARY 

The MCS-40 User's Library is a collection of programs 
written by users of the 4004 and 4040 CPU chips. These pro­
grams have been contributed to the user's library for the bene-

• Chebyshev Approximation Functions 
64 bit Addition, Subtraction, Multiplication, Division 
SIN 
COS 
EXP 
LOG 
TAN 

• Parity Checker/Generator 
• Parity Generator, ASCII Character 
• ASCII to EBCDIC Code Conversion 
• Delay Subroutines 
• Cross Assembler for NOVA 
• Bit Manipulation Routine 

(User's Library submittal forms are in back of manuaL) 

MICROCOMPUTER USER'S 
i~_· __ L_IBR_AR_V_SUBMl __ TT._N._FOR __ M ___ _ 

04004 08008 08080 04040 IU"lddlf,onal,h",,, ,f noc"_yl 

Title 

Function 

Required 

Input 
PIr.mttlfn 

fit of all MCS-40 users. Intel will make source listings of all """'"' 
programs and detailed instructions on their use available to 
all members of the MCS-40 User's Library. To become a 
member simply: 

1. Submit a program to the library with detailed docu­
mentation and a completed user's library submittal 
form, or 

2. Pay a yearly membership fee. 

For more information, contact your local Intel representative. 
Some of the current programs in the library include: 

• Cross Assembler for PDP 8 
• BNPF Tape Generator for PDP 8 
• MCS-40 Simulator for PDP 8 

Mlximum Subroutine Netting lev": 

RAMRllquiN!d: 

ROM Rtqw .... : Progrlnlmt,: 

CoInPti'lY: 

Figure 5-2. Microcomputer User's Library Submittal Form_ 
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Detailed characteristics on all MCS-40 components will be supplied during the first quarter of 1975. 

4207,4209,4211,4308,4289,4040,4001,4002,4004 GENERAL SYSTEM CHARACTERISTICS 
TA = O°c to +70°C; VDD = -15V ±5%, Vss = GND* 

Limit 

Product Symbol Test Min. Max. Unit Conditions 

tey Clock Period 1.35 2 fJ.s 

MCS40 
t4>R 

Clock Rise and Fall Times 50 
t,pF 

ns 

All 
Clock Width 380 480 ~ ns 

!,pol Clock Delay From 4>1 to 4>2 400 550 ns 

!,po2 Clock Delay From 4>2 to 4>1 150 ns 

TIMING DIAGRAM 

* VDD = VSS -15V ±5%. For TTL compatability use VDD = -10V, VSS = 5V. 
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4903 A.C. Characteristics 

TA = O"C to +70·C; voo = -15 ± 5%, Vss = GND 

SYMBOL TEST 

'WL CP LOW WIDTH 

'WH CP HIGH WIDTH 

·CO ClOCK.()N TO OATA.QFF TIME 

'0. CP TO DATA SET DELAY 

' .. CP TO DATA OUT DELAY 

'.2 ENABLE TO DATA OUT DELAY 

"'3 
ePTO SERIAL OUT DELAY 

tcf4 ENABLE TO DATA OUT DELAY 

NOTES: f1ltWH can be anv time greater than 6 p. sec. 
(2lDeta can occur prior to CPo 

4003 Timing Diagram 
• 

SERIAL OUT 

Capacitance 

'.3 

LIMIT 

MIN. 

6 

6 

3 

Note (21 

250 

200 

f= 1 MHz;V1N=OV;TA= 25°C Un1"easured Pins Grounded. 

I LIMIT (pFI 

PRODUCT ,YMBOL , .T TVP, MAX. 

4001/2/3/4 C'N INPUTtlJ • .0 
CAPACITANCE 

4001/2 C."C.P2 CLOCK INPUT 
CAPACITANCE 

8 •• 
4_ C¢,'C.P2 CLOCK INPUT •• 20 

CAPACITANCE 

NOTE: 111 Refers to all Input pins except data bus 1/0 and 4>1 and 47. 

Typical Load Characteristics 
SET TIME VS, OUTPUT CAPACITANCE 
IDAtA LINES FOR 4001, 4002, 4004 

lit SYNC FOR 40041 
700 

, ',,,,,,, ~ 380 nil&(: ... 1(.01 .. 400 mM: -
1<>02 .. 150 mM: 

1<>f1 ., I,.F = 40 nsec: 
VOD .. -15.0V -

~ 

I'-.. -........: ::::--r-. 
........ 

............. ~ r---.. ......... r-
TA"O"'~~ V r----~ r--+25"C 

+j'C 
'00 . 

100 200 300 400 500 600 700 800 

OUTPUT CAPACITANCE IpFI 
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PRODUCT 

4002/4 

400. 

MAX. UNIT CONDITIONS 

10,000 ",sec 

NOle 111 lJ$ec 

"'" 
250 "'" 

1,750 - ".0< 
350 "'" COUT ~ 20 pF 

1,250 ""'" COUT = 20 pF 

1:0 """ 
COUT = 20 pF~ 

LIMIT (pFI' 

SYMBOL TEST TYP. MAX. 

Cbl DATA BUS 6 .• .0 
Ito LINES 
CAPACITANCE 

CO2 DATA BUS 
I/O LINES 

9 .• •• 
CAPACITANCE 

SET TIME VS, OUTPUT CAPACITANCE 
ICM·ROM 40041 

I""" .. 380_ 

1--11--11-- 1,"0' .. 400 nae 
1002 ",60_ 

"'I--t-+-..p>"""'t----ll--l 

'00:'. --:!:--:!:--:!:--:!:--:!:-,::! ... 
OUTPUT CAPACITANCE !pFI 



COMPONENT AVAILABILITY 

DEVICE LEADS 

4040 24 
4004 16 
4308 28 
4001 16 
4002-1 16 
4002-2 16 
4201 16 
4003 16 
4207 28 
4209 28 
4211 28 
4289 40 
4702A 24 
4316 24 
4101 22 
3216/3226 16 

Refer to the above description when ordering. 

When ordering ROMs 4308 and 4001, the chip number, I/O options and custom pattern in­
formation must be contained on input tape or cards. The chip number and I/O options must 
be duplicated on the ROM order form. Hand written custom pattern truth tables will not 
be accepted. All input must be in the BPNF input format, on tape or cards. 
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PACKAGING INFORMATION 

16-LEAD CERAMIC DUAL IN-LINE PACKAGE OUTLINE 

"'-. 
I · - , ~, 

I I ! I 

I .735 _I 
.830 

,055 

~'J:'~ 

16-LEAD PLASTIC DUAL IN-LINE PACKAGE OUTLINE 

~ ~'~:'Il 

'--;;;:1 

T 
.060/.076 REFL .245 

~:::l'"Er't::i""Ei~~1 

16-LEAD CerDIP (GLASS SEAL) PACKAGE OUTLINE (D) 

~ ~ .045 _ ,055 1_ .245 

~ 4':~f,9' ,295 , 
_~MAX 

015 i ~ .008 

',23 1--' I , J I ,100 020 .012, ' ' -10 .060 

010 090 I - '290 
065---J~--.110TVP- ,032 REF, f-- r----- ',410- -"-.: 
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24-LEAD CERAMIC DUAL IN-LINE PACKAGE OUTLINE (C) 

CCEI 
PINl ~ ~~ TYP, NOTE 1 

NOTE 2 

I 1.176 'I 1 .050/.120 
.040 1.300 REF 

RE~ __ L 

0.125 MAX. FOR 1602A 
0.150 MAX. FOR n02A 

0.050 MAX. FOR '602A 
0.015 MAX. FOR 1702A 

THE 1702A HAS AN ADHESIVE LABEL 
FOR IDENTIFYING THE CUSTOMER ROM 
PATTERN NUMBER. THIS ALLOWS THE 
ROM PATTERN NUMBER TO BE EASILY 
CHANGED AFTER ERASING 

NOTE 2 ,~~W~ TT 
.090 .032 ---..J ,015 0" __ T1 r~. TYP. Ir-~ ~'7 

~ 
~ 

"'~ \\"" 
,.610 LINE ---\\-~ 

24-LEAD PLASTIC DUAL IN-LINE PACKAGE OUTLINE 

-;,~fo------~1 

a 

r-=-:- "'j' '" I'" 
- L":" . .I_l~ 

! 150 REF 



PACKAGING INFORMATION (Con't.) 

28·LEAD PLASTIC DUAL IN·LlNE PACKAGE OUTLINE 

.075 .200 ~ 
~~~~ ,060 DIA,lt ,010 DEEP 
r--- PIN NO.1 IOENT. 

.160 OIA. 11.005 DEEP 

--1 .'90 
~., .. -L'l 
.075 

r-r 

40·LEAD PLASTIC DUAL IN·LlNE PACKAGE OUTLINE 
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4308 CUSTOM ROM ORDER FORM 

4308 Metal Masked ROM 

All custom ROM orders must be submitted on forms provided by Intel. Programming information should be sent 
in the form of computer punched cards or punched paper tape. I n either case, a print-out of the truth table 
must accompany the order. Refer to the 4308 Data Catalog for complete pattern specifications. Additional forms 

are available from Intel. 

CUSTOMER 

ADDRESS 

P.O. NUMBER 

DATE 

INTEL STANDARD MARKING 

The marking as shown at right must contain the Intel logo, 
the product type (P430S), the four digit Intel pattern num­
ber (PPPP). a date code (XXXX), and the two digit chip 
number (DO). An optional customer identification number 
may be substituted for the chip number (ZZ). _____ _ 

Optional Customer Number (Max imum 6 characters or. spaces) 

ROM DESCRIPTION 

Chip Select Vaiue (0-3) ______ (Must be specified.) 

I n the table below, select the connections which should be 

PIN OPTION 

I/O 00 27 1 2 3 4 5 6 7 8 9 10 11 

I/O 0, 26 1 2 3 4 5 6 7 8 9 10 11 

I/O 02 25 1 2 3 4 5 6 7 8 9 10 11 

I/O 03 24 1 2 3 4 5 6 7 8 9 10 11 

I/O 10 5 1 2 3 4 5 6 7 8 9 10 11 

I/O 1, 4 1 2 3 4 5 6 7 8 9 10 11 

I/O 12 3 1 2 3 4 5 6 7 8 9 10 11 

I/O 13 2 1 2 3 4 5 6 7 8 9 10 11 

I/O 20 17 1 2 3 4 5 6 7 8 9 10 11 

I/O 2, 16 1 2 3 4 5 6 7 8 9 10 11 

I/O 22 15 1 2 3 4 5 6 7 8 9 10 11 

I/O 23 14 1 2 3 4 5 6 7 8 9 10 11 

I/O 30 21 1 2 3 4 5 6 7 8 9 10 11 

I/O 3, 20 1 2 3 4 5 6 7 8 9 10 11 

I/O 32 19 1 2 3 4 5 6 7 8 9 10 11 

I/O 33 18 1 2 3 4 5 6 7 8 9 10 11 

Inlel1974!Pronled III U.S,A.lMCS-216-08741500 

Intel use 

S# PPPP 

STD ZZ 

APP DO 

DATE I/O 

made for each of the 16 I/O port input lines. Avoid the use 
of illegal options-refer to the 430S Data Catalog. 

Mark the appropriate box for an option connection. Leave 
blank for a no connection. 

r-----;:==::::y=1-- Intel Pattern 
• P4308 I PPPP I Number 

I xxxx 

Date Code 

Chip Number or 
Customer Number 

71 alO---O Voo 

~ 
I/O PORT LINE OPTION l Vss 



inter MCS-4 CUSTOM ROM ORDER FORM 

4001 Metal Masked ROM 

All custom ROM orders must be submitted on forms provided by Intel. Programming information should be sant 
in the form of computer punched cards or punched paper tape. I n either case, a print-out of the truth teble 
must accompany the order. Refer to Intel's Dilta Catalog for complete pattern specifications. Alternatively, the 
accompanying truth table may be usad. Additional forms are available from Intel. 

For Intel use only 

CUSTOMER S# ______ _ PPPP_------

STO ______ _ zz _______ _ 
P,O, NUMBER 

APP ______ _ 00 ______ _ 

DATE OATE _____ _ 1/0 _______ _ 

INTEL STANDARD MARKING 
r=-----""'i===:::;:=!I-- Intel Pattern 

• P4001 I PPPP Number The marking as shown at right must contain the Intel logo, 
the product type (P400'), the four digit Intel pattern num- zz ber (PPPPI. a date code (XXXX), and the two digit chip 
number (DO). An optional customer identification number 
may be substituted for the chip number (ZZ). 

I xxxx 
L='===F==~==;;!;;:;:;;:If-- ~~:o~~~~~':~.r 

Date Code 

Optional Customer Number (Maximum 6 characters or spaces) ____ _ 

MASK OPTION SPECIFICATIONS 

A. CHIP NUMBER ___ (Must be specified - any number from 0 through'5 - DO) 

B, I/O OPTION - Specify the connection numbers for each (10 pin (next page). Examples of some of the possible 1/0 
options are shown below: 

EXAMPLES - DESIRED OPTION/CONNECTIONS REQUIRED 

1. Non-inverting output - 1 and 3 are connected. 

2. Inverting output - 1 and 4 are connected. 
3. Non-inverting input (no input resistor) - only 5 is connected. 

4. Inverting Input (input reliltor to Vss) - 2, 6, 7, and 9 are connected. 
5. Non-inverting input (input reliltOr to Voo) - 2.7,8, and 10 are connected. 
6. If Inputs and outputs are mixed on the same port, the pin. used as the outputs must have the internal resistor connected to either 

VOD or VSS (8 and 9 or 8 and 10 must be connected). This is necessary for testing purposeL For example. If there are twO In .. 

vertlng inputs (with no Input reliltor) and 2 non .. tnverting outputs the connection would be made as follows:. 

Inputs - 2 and 6 are connected 

Outputs - 1, 3,"8 and 9 are connected or 

1, 3, 8 and 10 are connected 

If the pins on a port are all inputs or all outputs the internal resistors do nOt have to be connected. 

C. 4001 CUSTOM ROM PATTERN - Programming information should be sent in the form of computer punched 
cards or punched paper tape. In either case, a print-out of the truth table must accompany the order. Refer to Intel's Data 
Catalog for complete pattern specifications. Alternatively, the accompanying truth table may be used. Based on the par­
ticular customer pattern, the characters should be written as a "P" for a high level output = n-Iogic "0" (negative logic "O") 
or an "N" for a low level output = n-Iogic "'" (negative logic ","). 

Note that NOP = BPPPP PPPPF = 0000 0000 



4001 1/0 Options 

1/00 (PIN 16) 
CONNECTIONS OESIRED (LIST NUMBERS & CIRCLE 

CONNECTIONS ON SCHEMATICI _____ _ 

a. For T2L compatibility on the lID lines the supply voltages should be 
VOD = -10V ±5%, Vss = +5V ±5% 

b. If non-inverting input option is used, V1l = -6.5 Volts maximum (not TTL). 

a -.-
• 

~ a 
v. 

1/02 (PIN 14) 

10 

0, 
(PIN 3) 

CONNECTIONS DESIRED (LIST NUMBERS & CIRCLE 
CONNECTIONS ON SCHEMATICI _____ _ 

a. For T2L compatibility on the I/O lines the supply voltages should be 
VOO = -lOV ±5%, VSS = +5V ±5% 

b. If non· inverting input option is used, V1L '" -6.5 Volts maximum (not TTL). 

1/0, (PIN 15) 
CONNECTIONS DESIRED (LIST NUMBERS & CIRCLE 
CONNECTIONS ON SCHEMATICI _____ _ 

a, For T2L compatibility on the 110 lines the supply voltages should be 
VOD ; -IOV '5%, Vss ; +5V ,5% 

b. If non-inverting input option is used, V1L ". -6.5 Volts maximum (not TTL), 

1/03 (PIN 13) 
CONNECTIONS DESIRED (LIST NUMBERS & CIRCLE 
CONNECTIONS ON SCHEMATICI _____ _ 

a. For T 2l compatibility on the 110 lines the supply voltages should be 
Voo = -lOV :1-5%, VSS = +5V :t5% 

b. 11 non-inverting input option is used, V1l '" -6.5 Volts maximum (not"TTL)' 



MICROCOMPUTER USER'S 
inte,_r __ LI_BR_A_R_V_S_U_B_M_IT_TA_L_F_O_R_M ___ _ 

o 4004 0 8008 0 8080 0 4040 (use additional sheets if necessa 

Program 
Title 

Function 

Required 
Hardware 

Required 
Software 

Input 
Parameters 

Output 
Results 

Registers Modified: Maximum Subroutine Nesting Level: 

RAM Required: Assembler/Compiler Used: 

ROM Required: Programmer: 

Company:, 



INSTRUCTIONS FOR PROGRAM SUBMITTAL TO MCS USER'S LIBRARY 

1. Complete Submittal Form as follows: (Please print or type) 

a. Processor (check appropriate box) 

b. Program title: Name or brief description of program function 

c. Function: Detailed description of operations performed by the program 

d. Required hardware: 
For example: TTY on port 0 and 1 

I nterrupt circuitry 
I/O Interface 
Machine line and configuration for cross products 

e. Required software: 
For example: TTY routine 

Floating point package 
Support software required for cross products 

f. I nput parameters: Description of register values, memory areas or values accepted from input ports 

g. Output results: Values to be expected in registers, memory areas or on output ports 

h. Program details (for resident products only) 
1. Registers modified 
2. RAM required (bytes) 
3. ROM required (bytes) 
4. Maximum subroutine nexting level 

i. Assembler/Compiler Used: 
For example: PL/M 

I ntellec 8 Macro Assembler 
IBM 370 Fortran IV 

j. Programmer and company 

2. A source listing of the program must be included. This should be the output listing of a compile or assembly. 
Extra information such as symbol table or code dumps should not be included. 

3. A test program which assures the validity of the contributed program must be included. This is for the user's 
verification after he has transcribed and assembled the program in question. 



u.s. SALES AND MARKETING OFFICES 
U.S. MARKETING HEADQUARTERS 
3065 Bowers Avenue 
Santa Clara. CalifornIa 95051-
Tel: (408) 246-7501 
TWX: 910-338-0026 
TELEX: 34·6372 

NATIONAL SALES MANAGER 
Hank O'Hara 
3065 Bowers Avenue 
Santa Clara, California 95051' 
Tei: (408) 246-7501 
TWX: 910-338-0026 
TELEX: 34-6372 

U.S. REGIONAL SALES MANAGERS' OFFICES 
WESTERN MID-AMERICA 
William T. O'Brien Mick Carrier 
1651 E. 4th St. 6350 L.B.J;Freeway 
Suite 228 Suite 178 
Santa Ana, California 92701' Dalias, Texas 75240' 
Tel: (714) 835-9642 Tel: (214) 661-8829 
TWX: 910-595-1114 

U.S. SALES OFFICES 
ARIZONA 
Sales Engineering, Inc. 
7155 E. Thomas Road, No.6 
Scottsdale 85252 
Tel: (602) 994-3230 
TWX: 910-950-1288 

CALIFORNIA 
3065 Bowers Avenue 
Santa Clara 95051-
Tel: (408) 246-7501 
TWX: 910-338-0026 
1651 E. 4th Street 
Suite 228 
Santa Ana 92701 
Tel: (714) 835-9642 
TWX: 910-595-1114 
Earle Associates, Inc. 
4433 Convoy Street 
Suite A 
San Diego 92111 
Tel: (714) 278-5441 
TWX: 910-335-1585 

COLORADO 
1341 South Lima Street 
Aurora 80010· 
Tel: (303) 758·2505 

FLORIDA 
1090 N.E. 27th Terrace 
Pompano Beach 33062 
Tel: (305) 781-7450 

"Dlred InlllOfficel 

ILLINOIS 
Mar-Con Associates, Inc. 
4836 Main Street 
Skokie 60076 
Tel: (312) 675-6450 
1701 Carmen Dr. 
Elk Grove Village 60007* 
Tel: (312) 439-3764 
TWX: 910-222-2710 

MARYLAND 
Barnhill and Associates 
1931 Greenspring Drive 
Timonium 21093 
Tel: (301) 252-5610 

Barnhill and Associates 
P.O. Box 251 
Glen Arm 21057 
Tel: (301) 252-5610 

MASSACHUSEn'S 
2 Militia Drive 
Suite 4 
Lexington 02173" 
Tel: (617) 861-1136 
TELEX: 92-3493 
Datcom 
55 Moody Street 
Waltham 02154 
Tel: (617) 891-4600 
TELEX: 92-3462 

MICHIGAN 
Sheridan Associates, Inc. 
33708 Grand River Road 
Farmington 48024 
Tel: (313) 477-3800 

EUROPEAN MARKETING OFFICES 
EUROPEAN MARKETING HEADQUARTERS 
BELGIUM FRANCE 
Tom Lawrence Bernard Glroud 
Intel Office Intel Office 
216 Avenue Louise Cldex R-141 
BruS\.'3ls B1050 94534 Rungis 
Tel: (02) 649-20-03 Tel: (1) 677-60-75 
TELEX: 24814 TELEX: 27475 

INTERNATIONAL DISTRIBUTORS 
AUSTRALIA 
A. J. Ferguson (Adelaide) PTY, Ltd. 
125 Wright Street 
Adelaide 5000 
Tel: (51) 6895 
AUSTRIA 
Bacher Elektronlsche Gerate GmbH 
Meidlinger Hauptstrasse 78 
A 1120 Vienna 
Tel: (0222) 83-63-96 
TELEX: (01) 1532 
BELGIUM 
Inelco Belgium SA 
Avenue Val Ouchesse, 3 
B-1160 Bruxelles 
Tel: (02) 660 00 12 
TELEX: 25441 

ORIENT MARKETING OFFICES 

DENMARK 
Scandinavian Semiconductor 
Supply AlS 
20, Nannasgade 
DK-2200 Copenhagen N 
Tel: (1) 93-50-",0 
TELEX: 19037 
FINLAND 
Havulinna Oy 
P.O, Box 468 
SF 00100 Helsinki 10 
Tel: (90) 661451 
TELEX: 12426 
FRANCE 
Teke/ec Airtronic 
Cite des Bruyeres 
Rue Carle Vernet 
92 Sevres 
Tel: (1) 626-02-35 
TELEX: 25997 

ORIENT MARKETING HEADQUARTERS ORIENT DISTRIBUTORS 
JAPAN JAPAN 
Y. Magaml Pan Elektron Inc. 
Intel Japan Corporation No.1 Higashlkata-Maehi 
Kasahara Bldg. Mldorl-Ku, Yokohama 228 
1-6-10, Uchlkanda Tel: (045) 471-8321 
Chiyoda-ku TELEX: 781-4773 
,Tokyo 101 

Tel: (03) 295-5441 
TELEX: 781-28426 

GREAT LAKES REGION 
Hank Josefczyk 
856 Union Rd. 
Englewood, Ohio 45322· 
Tel: (513) 836-2808 

MINNESOTA 
800 Southgate Office Plaza 
5001 West 78th Street 
Bloomington 55437" 
Tel: (612) 835-6722 

'MISSOURI 
Sheridan ASSOCiates, inc, 
110 S. Highway 140 
Suite 10 
Florissant 83033 
Tel: (314) 837-5200 

NEW JERSEY 
Addem 
Post Office Box 231 
Keasbey 08832 
Tei: (516) 567-5900 

NEW YORK 
Ossmann Components Sales Corp. 
395 Cleveland Drive 
BuffalO 14215 
Tel: (716) 832-4271 
Addem 
45 Cambridge Street 
Deer Park 11729 
Tel: (516) 567-5900 
Ossmann Components Sales Corp. 
280 Metro Park 
Rochester 14623 
Tel: (716) 442-3290 
Ossmann Components Sales Corp. 
1911 Vestal Parkway E. 
Vestal 13850 
Tel: (607) 785-9949 

DENMARK 
John Johansen 
Intel Office 
Lyngbyvej 32 2nd FI. 
2100 Copenhagen East 
Tel: (01) 182000 
TELEX: 19567 

GERMANY 
Alfred Neye Enatachnlk GmbH 
SchiHerstrasse 14 
2085 Quickborn-Hamburg 
Tel: (041) 06/612-1' 
TELEX: 02-13590 
ISRAEL 
Telsys Ltd. 
54, Jabotlnsky Road 
Ramat - Gan 52 464 
Tel: (3) 739865 
TELEX: TSEE-IL 32392 
ITALY 
Eledra 3S 
Via Ludovlco da Viadana 9 
20122 Milano 
Tel: (02) 86-03-07 
TELEX: 32027 
SPAIN 
Interface 
Ronda General Mitre #7 
Barcelona 17, 
Spain 
Tel: (093) 203-53-30 
TELEX: 54713 

EASTERN 
Jim Saxton 
2 Militia Drive 
Suite 4 
Lexington, Massachusetts 02173· 
Tel: (617) 861-1136 
TELEX: 92-3493 

Ossmann Components Sales Corp. 
132 Pickard Building 
Syracuse 13211 
Tel: (315) 454-4471 
Ossmann Components Sales Corp. 
140 Pine Street 
Kingston 12401 
Tel: (914) 338-5505 

NORTH CAROLINA 
Barnhill and Associates 
6030 Bellow Street 
Raleigh 27602 
Tel: (919) 787-5774 

OHIO 
Sheridan Associates, Inc. 
23224 Commerce Park Rd. 
Beachwood 44122 
(216) 831-0130 
Sheridan Associates, Inc. 
Shiloh Bldg. 
Suite 250 
5045 North Main Street 
Dayton 45405 
Tel: (513) 277-8911 
Sheridan Associates. Inc. 
10 Knollcrest Drive 
Cincinnati 15237 
Tel: (513) 761-5432 
TWX: 810-461-2670 

CANADA 
Multilek, Inc. 
4 Barran Street 
Ottawa, Ontario K2J 1 G2 
Tel: (613) 825-4695 
TELEX: 053-4585 

EUROPEAN MARKETING OFFICES 
ENGLAND 
Keith Chapple 
Intel Office 
Broadfield House 
4 Between Towns Road 
Cowley, Oxford 
Tei: (0865) 771431 
TELEX: 837203 

NETHERLANDS 
Joan Muyskenweg 22 
NL1006 
Amsterdam 
Tel: (020) 93-48-24 
TELEX: 14622 
NORWAY 
Nordisk Eleklronik (Norge) AIS 
Mustads Vel 1 
Oslo 2 
Tel: (02) 553893 
TELEX: 16963 
SOUTH AFRICA 
Electronic Building Elements 
P.O. Box 4609 
Pretoria 
Tel: (78) 9221 
TELEX: 30181 SA 

MID-ATLANTIC 
John Kitzrow 
520 Pennsylvania Ave. 
Fort Washington, Pennsylvania 19034* 
Tel: (215) 542-9444 

PENNSYLVANIA 
Vantage Sales Company 
21 Bala Avenue 
Bala Cynwyd 19004 
Tel: (215) 667-0990 
Sheridan Associates, Inc. 
1717 Penn Avenue 
Suite 5009 
Pittsburgh 15221 
Tel: (412) 244-1640 

TENNESSEE 
Barnhill and Associates 
206 Chlcasaw Drlve 
Johnson City 37601 
Tel: (615) 928-0184 

TEXAS 
Evans & McDowall Associates 
13777 N. Central Expressway 
Suite 405 
Dallas 75231 
Tel: (214) 238-7157 
TWX: 910-867-4763 

VIRGINIA 
Barnhill and Associates 
P.O. Box 1104 
lynchburg 24505 
Tel: (703) 846-4624 

WASHINGTON 
SDR1 Products and Sales 
14040 N.E. 8th Street 
Bellevue 98007 
Tel: (206) 747-9424 
TWX: 910-443-2483 

GERMANY 
Erling Holst 
Intel Office 
WoHratshauserstrasse 169 
08 Munchen 71 
Tel: (089) 798923 
TELEX: 5-212870 

SWEDEN 
Nordisk Electronlk AB 
Fack 
S-103 Stockholm 7 
Tel: 08-204-83-40 
TELEX: 10547 
SWITZERLAND 
hidustrade AG 
Gemsenstrasse 2 
Postcheck 80 - 21190 
8021 Zurich 
Tel: 01-60-22-30 
TElEX: 56788 
UNITED KINGDOM 
Walmore Electronics Ltd. 
11-15 Betterton Street 
Drury Lane 
London WC2H 9BS 
Tel: (01) 836-1228 
TELEX: 28752 



4040 AND 4004 
BASIC INSTRUCTION SET 
(Those instructions preceded by an asterisk (*) are 2.word instructions that occupy 2 successive locations in ROM) 

MACHINE INSTRUCTIONS (Logic 1 " Low Voltage = Negative Voltage' Logic 0 '" High Voltage '" Ground) 

MNEMONIC 

NOP o 0 0 0 

°JCN 

SRC o 0 1 0 

FIN o 0 1 1 

JlN o 0 

-JUN 

°JMS 

INC o , , 0 

ADD 1 0 0 0 

SUB 1 0 0 1 

LD , 0 , 0 

XCH , 0 1 1 

BBL , , 0 0 

LDM , , 0 , 

NEW 4040 INSTRUCTIONS 

MNEMONIC 

HLT 

BBS 

LCR 

OR4 

OR5 

AN. 

AN' 

DBO 

DB! 

sao 
SB! 

ElN 

DIN 

RPM 

OPR 

0,0,0,00 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

o 0 0 0 

C'C2 C3 C. A, A, A, A, 
R A R 0 

°1 °1 °,°1 

A R A 1 

A R A 0 

R R R , 

A3 A3 A3 A3 
A, A, A, A, 

R R R R 

R R R R 

R R R R 

R R R R 

R R R R 

o 0 0 0 

o 0 0 0 

OPA 

D:J~D,Do 

o 0 0 1 

o 0 , 0 

o 0 1 1 

o 1 0 0 

o 1 0 1 

o 1 1 0 

o 1 1 1 

1 0 0 0 

1 0 0 1 

1 0 1 0 

1 0 1 1 

t 1 0 0 

1 1 0 1 

1 1 1 0 

DESCRIPTION OF OPERATION 

No operation_ 

Jump to ROM address .0.2 .0.2 .0.2 14.2. A, A, A, A, (wflhin the Nme 
ROM Ihal containS this JCN instruction I .f condition C, C2 C3 C.!lI 
IS true, otherwise skip (go to the ..... )(1 instructiOn in sequence!. 

Fetch Immediate (direet/ from ROM Data 02,0, to index register ~Ir 
location RRA.(2) 

Send reglner control. Send the eddress (contlnt, of index regiSlIt!" ~Ir RRR) 
to ROM and RAM.t X2 al'ld X3 time in the Inl'lruction CVcle. 

Fetch Indirect from ROM. Send contents of lodell register pjlir loc.tloo 0 
out .a an addreK. O.ta 'etchad ia placed loto rwglst.r pelr 1000tJori R RR. 

Jump indirect. Sand contenn 0' register pair RRR out IS.O eddren 
at A, and A2 time In thelnatructlon Cycle. 

Jump uncondltiooel to ROM addreK A3. A2. A,. 

Jump to subroutine ROM addreK A3. A2. At,"ve old addran. IUp' level 
inatack.) 

increment contents of register RRRR. 131 

locrement contents of reglner RRRR. Go to ROM addreu A2. A, 
Iwithin the .. me ROM that cont.ln, thialSZ Instruction) If rawlt ;0, 
otherwise skip (go to the next Instruction In sequenceJ. 

Add contenl$ of regllter RRRR to accumul.tor with CIIfry. 

Subtract conteots of register RRRR to accumulator with borrow. 

load contents of regl'ter RRRR to accumuletor. 

Ellche. contents of Ind .. regilter RRRR.nd .ccumulator. 

Branch back IdoWl'! , 1.".1 .0 sIKkj .nd load dete DODD to accumul.tor. 

Load date DODD to eccumul.tor. 

DESCRIPTION OF OPERATION 

Halt - iohibit program counter and data buffers. 

Braoch Back from loterrupt and restore the previous SAC. The Program 

Counter and send register control are reatored to their pre-interrupt value. 

The contents of the COMMAND REGISTER are traosferred to the 
ACCUMULATOR. 

The 4 bit cooteots of register #4 are logically "OA-ed" with the ACCUM. 

The 4 bit conteots of index register:llS are logically "OR-ed" with the 
ACCUMULATOR. 

The 4 bit contents of index reginer #6 are logically" AND-ed" with the 
ACCUMULATOR 

The 4 bit contents of index register #7 are logically "AND-ed" with the 

ACCUMULATOR. 

DESIGNATE ROM BANK O. CM.ROMo beeomesenabled. 

DESIGNATE ROM BANK 1. CM-AOM, becomes enabled. 

SELECT INDEX REGISTER BANK O. The index reginer';O· 7. 

SELECT INDEX REGISTER BANK 1. The index registers O· . 7·. 

ENABLE INTERRUPT. 

DISABLE INTERRUPT, 

READ PROGRAM MEMOAY, 

INPUT/OUTPUT AND RAM INSTRUCTIONS 
!Tne RAM's end ROM's operated on In the I/O.nd RAM Instructions h_ been prev~uslV selected by the 1.51 SRC instruction 8118CUtedJ 

MNEMONIC 

WRM 

WMP 

WRR 

WPM 

WR4I (4) 

WR,I4J 

SBM 

RDM 

ROR 

ADM 

, 0 

, 0 

, 1 , 0 

, , , 0 

1 1 , 0 

, I , 0 

, 1 1 0 

1 1 , 0 

, , , 0 

1 , 1 0 

, 1 1 0 

, 1 1 0 

OPA 
0,0, 0, "0 

o 0 0 0 

o 0 0 1 

o 0 , 0 

o 0 

o , 0 0 

o , 

, 0 0 0 

1 0 0 1 

, 0 , 0 

, 0 , , 

o 0 

, , 0 , 

, , 

ACCUMULATOR GROUP INSTRUCTIONS 

CLB , , , , o 0 0 0 

CLC o 0 0 , 

lAC o 0 

CMC o 0 

CMA o , 

RAL o , 0 , 

RAR o , , 0 

TCC , I o , 

DAC 1 0 0 0 

TCS 111' , 0 0 , 

STC '111 1 0 , 0 

OAA , 0 1 , 

KBP o 0 

OCL t 1 0 , 

NOTES, 

(1) The condition code is assigned as follows: 
C1 = , Invert jump condition 
C, == 0 Not invert jump condition 
C2'" 1 Jump if accumulator IS zero 
C3 == , Jump if carry/link is a 1 
C4 == 1 Jump if test signal is a 0 

(2) RRR is the address of 1 of 8 index register pairs in the 
CPU. 

DESCRIPTION OF OPERATION 

Wnte the contenn of the .ccumulator Into the previouslv se!ected 
RAM main memory character 
Write the contents of the accumu ator Into the preYlOI./slV _!ectad 
RAM outPU!'port 
Wnte the COf1lents of the accumulator Into the prevlOuslV selected 
ROM output pon, OlD LIf1es) 
Write tne COntents of the accumulator mto the prevlouslV selected 
half byte of read/ ...... "te program memory Uor use ...... ,th 400814009 onlv) 
Wflte the contef1lS 01 the accumulator 10to the previously selected 
RAM status character 0 
Write the contents of the accumulator Into the prevlouslV selected 
RAM status character 1 
Write the COf1lents of the accumulator Into the prevlouslV selected 
RAM status character 2 
Write the contenU of the accumulator into the previouslV selected 
RAM status Character 3 
Subtract the prevlouslV selected RAM main memory character from 
accumu lator with borro ...... 
Read the previously selected RAM main memory character 
into the accumulator 
Read the conteots of the previouslv selected RuM input pori 
into tne accumulator, 1110 Unes) 
Add the prevlOuslv selected RAM main memory character to 
accumulator ...... ,thCllrrv 

Read the prevlouslV selected RAM status character 0 ioto accumulator, 

Read the prevIOusly selected RAM status character' 10tO accumulator 

Read the prevlouslv selected RAM Slatus charaCter 2 Into accumulator 

Read the previously selected RAM status character 3 Into accumulator 

Clear both, (Accumulator and carry) 

Clearcarrv. 

Complemef1l carrv, 

Complement accumulator, 

Rotate left. (Accumulator aod carry) 

Rotate right. IAccumulator and carry) 

Transmit carry to accumulator and clear carrv, 

Decrement accumulator 

Transfercarrv lubtrllCtandcle.rcarrv 

Set carry. 

Decimal adjust accumulator 

Kevboard process. Converts the contents of tne accumulator from a 
one out of four code to a binarV code 

Designate commaod line. 

(3) RRRR is the address of 1 of 16 index registers in the 
CPU. 

(41 Each RAM chip has 4 registers. each with twenty 4-bit 
characters subdivided into 16 main memory characters 
and 4 status characters. Chip number. RAM register 
and main memory character are addressed by an SRC 
instruction. For the selected chip and register, how­
ever. status character locations are selected by the 
instruction code (OPAL 
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