














































































































































































































































Chapter 9 

Development Support 

9.1 INTRODUCTION 

National Semiconductor supports its microprocessors 
and microcomputers with a full range of publications, 
technical support. and products. 

National's publications contain detailed component or 
system information; National's technical support consists 
of full-time training, technical support specialists, and 
Field Applications Engineers; and National's product 
support provides an interactive, versatile, and easy-to-use 
development system. 

9.2 PUBLICATIONS 

Publications are available covering the various devices 
manufactured by National Semiconductor. The available 
literature is grouped in the following categories: 

Literature Index 
Handbooks 
Manuals 
Linear Applications, Vol I and II 
Databooks 

• Guides 
Product Selection Guides 
Briefs 
Individual Application Notes 
Individual Data Sheets 

See appendix B for rnore detailed reference material. For 
list of currently available literature, refer to the Literature 
Index. 

9.3 TRAINING 

National Semiconductor operates a microprocessor 
training center in Santa Clara, Calif. The training center is 
fully equipped and professionally staffed to provide 
students with an effective mixture of hardware/software 
theory and hands-on laboratory experience. Courses 
covering our microprocessor related products are 
available at the National Semiconductor Training Center. 
To obtain information on current courses being offered 
and schedules, please contact: 

Western Training Center 
1333 Lawrence Expressway 
Santa Clara, CA. 95051 
(408) 737-6453 

9.4 TECHNICAL SUPPORT PROGRAMS 

National Semiconductor has the strongest on-the-scene 
technical support team - in the U.S. and abroad - of any 
semiconductor manufacturer. Our large network of 
independent sales representatives and franchised dis-
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trlbutors is backed by our Field Application Engineers 
(FAE's) and microprocessor Application Engineers. The 
FAE's are 'available domestically and internationally to 
offer on-site technical assistance, and are equipped 
technically to help analyze your application, translate 
your needs into a viable hardware/software configuration, 
and then follow it through to system delivery. The micro­
processor application engineers are National's home­
base technical support specialists who support the FAE's 
in the field, and who help you use your microprocessor 
most effectively; they are always available to answer 
specific technical questions regarding the use of 
National's microprocessor and peripheral components. 

9.5 STARPLEX DEVELOPMENT SYSTEM 

National Semiconductor provides everything you need for 
efficient NSC800 system development. The I ine of 
available support tools is complete and has been carefully 
designed to make the development process as si mple and 
speedy as possible. 

The STARPLEX'· Development System (see Figure 9-1), 
provides an ideal software development environment. The 
powerful operating system offers a level of convenience 
that simply has not been available in this type of system. 
Comprehensive system prompts guide inexperienced 
users through complex tasks. Menus are presented to the 
user for command and function selection. System 
functions can be selected with single keystrokes. Also, 
STARPLEX offers a powerful CRT oriented editor, which 
eliminates the need to remember the cornplex commands 
used in standard editors. High level languages (BASIC, 
FORTRAN, PLM and Pascal) as well as cross assemblers 
are available. 

STARPLEX hardware is complete. All necessary elements 
are included in the STARPLEX package - central 
processor, 64K of RAM, floppy disc drives, CRT and 
keyboard are standard. Options to further expand the 
system's capability such as double density disc or high 
speed line printer are available, but the basic system has 
everything you need to begin work. 

9.6 IN-SYSTEM EMULATOR 

National Semiconductor has In-System-Emulators 
available for both the 5-volt and 3-12-volt versions of the 
NSC800. These products feature high performance as 
well as the flexibility required for successful debug at the 
hardware/software integration level. The emulator 
consists of three cards: trace, 32K map memory, and an 
NSC800 target card. This set plugs directly into 
STARPLEX for real-time emulation of a single NSC800 or 
two sets can be installed in an emulator chassis for 
multiprocessor emulation. 



The In-System Emulator software follows the STARPLEX 
ease-of-use philosophy. Commands are easy to learn and 
can be listed in files (IN-FILE) for automatic execution of 
predetermined sequences. Breakpoint facilities are 
extremely flexible, offering 35 possible combinations 
including a coast feature which allows the processor to 
run for up to 256 additional cycles after break conditions 
have been met. The In-System Emulator features an 
NSC800 in-line assembler and disassembler for 
interactive patching as well as symbolic debug capability. 

STARPLEX, with the In-System Emulator, provides the 
capability you need for timely development for your 
NSC800 based product. This saves you money in the long 
run but you don't have to wait to realize this economic 
advantage. Although STARPLEX with In-System 
Emulator offers features not found in other development 
system products, it costs less to own and operate than any 
competitive system. 

FIGURE 9-1. STARPLEX Development System 
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Chapter 10 

General Information 

10.1 INTRODUCTION 

This chapter provides information relative to National 
Semiconductor's requirements for programming the 
NSC830 ROM-I/O. and. packaging protection for ship­
ments of NSC800 Family devices 

10.2 NSC830 ORDERING INFORMATION 

The information contained in Table 10-1 mustbesupplied 
when ordering NSC830 ROM-I/O devices. 

10.3 PACKAGING AND PROTECTION 

The input circuits for all NSC800 Family devices are pro­
tected from static charge with diode clamps to both Vee 
and Ground. However. the normal precautions exercised 
with MOS devices are recommended. 

10.4 PHYSICAL DIMENSIONS 

Dimensions for the NSC800 Family, and compatible 
devices, are included in the Data Sheets in Appendix A. 

Ordering Information for Custom Programmed Parts 
The following information must be submitted with each customer microcomputer program. An order will not be pro­
cessed unless it is accompanied by this information. This form acts as a Traveler from Customer through Customer 
Service to ROM programming. Please retain a copy of this form to compare against the verification listing. The form 
will be sent back to the customer by Customer Service. 

Name 

Address 

City IState Zip 

Telephone ( ) 

Authorized Signature 

INPUT MEDIUM 

See following page for approved formats. Please check 
the medium you are using 

o Paper Tape 

o 2617 EPROM 

o 2708 EPROM 

_Total number of EPROMs 

National Microcomputer Part Number 

ROM Letter Code (National Use Only) 

Date 

Customer Print or 1.0. No. 

Purchase Order No. 

Name of person National can contact (Print) 

Date 
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OPTIONS FOR NSC830 ROM - 1/0 

Option 1 = 0 

CEo Select, enter: 0 for CEo 
1 for CEo 

Option 2 = 0 

GE1/10R Select, enter: 0 for lOR 
1Ior GEl 
2 for CEl 



TABLE 10-1. Required Ordering Information 

APPROVED FORMATS FOR CUSTOM PROGRAMMED 
PARTS 

INPUT MEDIUM: 

2716 EPRbM 
2708 EPROM 
PAPER TAPE 

IMPORTANT - EPROM LABELLING 

Only one customer program may be included in a single 
order. The following method must be used to identify the 
EPROMs comprising a program. 

a I The EPROMs used for storing a custom program are 
designated as shown: 

2716: 

2708: 

Block A 

Block A 
Block B 

0-2047 

0-1023 
1024-2047 

bl All EPROMs must be labelled (stickers, paint, etc.) 
with this block designation plus a customer assigned 
print or identification number. 

Example: 

I) Customer Data 
• Custom Program Length - 2K 
• Medium - Two 2708's 
• Customer Print or 1.0. No. 

C123-45 

2) EPROM Labels 

C123-45 
A 

0-1023 

Paper Tape 

C123-45 
B 

1024-2047 

Tapes may only be submitted in binary complement 
format. Thefollowing information should be written on the 
paper tape. 

Company Name 
Customer Print or 1.0. No. 
NSC Part No. 
A Punch = ("1" or "0") 
This is ___ logic (POS or NEG) 

NOTE: This information is provided in the NSC830 Data 
Sheet in Appendix A. 

BINARY COMPLEMENT FORMAT 

;;.::.: ..... \ ') .... J ... ~.BI'T 1 

•• • 1 • 
••• / TOP. ... --. ••• • 
•• • • - BIT 8 

NOTE 1: Tape must be blank except for the dala words. 
NOTE 2: Tape must start with a rubout character. 
NOTE 3: Data Is comprised of two words, the first being 

the actual data and the second being the com­
plement of the data. 

Verification 

You will receive a listing of the options ordered and the 
input dala. If you also wish to receive EPROMs for 
verification, please send additional blank EPROMs as 
necessary for this purpose. You can use software (the 
'listing) or hardware (EPROMs) to verify the program. 
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You will be asked for a GOINO GO response within one 
week after you receive the listing. 

VERIFICATION LISTING 

The verification listing has six sections: 

1. A cover sheet with provision for "STOP, DO NOT 
PROCEED" or "VERIFICATION CERTIFIED" 
signatures. 

2. Description of the options you have chosen. 

3. A description of the log designations and assumptions 
used to process the data. 

4. A listing of the data you have submitted. 

5. An error summary. 

6. A definition of the standard logic definitions for the 
ROM and the reduced form of the data. This list shows 
the output word corresponding toeach address coded 
in binary. 



Appendix A 

Data Sheets 
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~National 
~ Semiconductor 

Preliminary 
January 1980 

NSC800 High-Performance Low-Power 
Microprocessor 

General Description 
The NSC800 is an 8-bit microprocessor that functions as 
the central processing unit (CPU) in National 
Semiconductor's NSC800 microcomputer family. The 
device is fabricated using National's P2CMOS 
technology. This technology provides the system 
designer with devices that equal the performance levels of 
comparable NMOS products, combined with the low­
power advantages and extended (3 volts to 12 volts) 
operating voltage range of CMOS. Many system functions 
are incorporated on the device, such as: vectored priority 
interrupts, refresh control, power-save feature and 
interrupt acknowledge. The NSC800 is housed in a 40 pin, 
dual-in-line package. 

Dedicated memories (NSC810 RAM-I/O Timer and 
NSC830 ROM-I/O) have on-chip logic for direct interface 
to the NSC800. In addition, National also offers a full line 
of P2CMOS and CMOS components to allow a full low­
power solution to system designs. 

Features 
• Single 3V to 12V Power Supply 

• Fully Compatible with Z80'· Instruction Set 

• Powerful Set of 158 Instructions 

• 10 Addressing Modes 

• 22 I nternal Registers 

• Low Power: 50mW at 5V Vee 

• Multiplexed Bus Structure 

• On-Chip Bus Controller and Clock 
Generator 

• On-Chip 8-Bit Dynamic RAM Refresh 
Circuitry 

• Standard Speed: 1.6,"s Instruction Cycle at 
2.5 MHz 

• Fast Version: 1 '"S Instruction Cycle at 
4 MHz 

• Capable of Addressing 64K Bytes of Memory 
and 256 I/O devices 

• Five Interrupt Request Lines On-Chip 

• Schmitt Trigger Input on Reset 

• Unique Standby-Current (Power Save) Feature 

NSC800 Microcomputer Family Block Diagram 

(8) Vee GND (8) PORT A ADO-7 ADO-7 
8 BITS 

(8) (8) 
PORT B 

A13 NSC810 8 BITS 
RAM (6) PORT C 

NSC800 RD 1/0 6 BITS 
(CPU) WR TIMER 

ALE 
101M -TIMEROIN 

RESET OUT TIMER 0 OUT 

(8) PORT A 
8 BITS 

(8) PORT B 
NSC830 8 BITS 

ROM (4) 
1/0 PORT C I 

4 BITS 
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Absolute Maximum Ratings 
Storage Temperature .......................... -6SoC to +lS0°C 
Voltage on Any Pin 
with Respect to Ground ....................... -0.3 to Vee + 0.3V 
Lead Temperature (Soldering 10 Seconds) ................. 300°C 
Power Dissipation .......................................... 1 W 

Operating Range 

Component Type Ambient Temperature* Vee 

Industrial -40° C to +8So C + 3V to + 12V 
Commercial O°C to +70°C + 3V to + 12V 

NOTE: MaKimum ratings indicate limits beyond which permanent 
damage may occur. Continuous operation at these limits is not 
intended and should be limited to those conditions specified under 
DC Electrical Characteristics. 

DC Electrical Characteristics 
TA = 0 to 70°C, Vee = sv ± 10%, GND = OV 

Symbol Parameter Min Typ Max Unit Test Conditions 

VIH Logical 1 Input Voltage 0.7 Vee Vee V 

VIL Logical 0 Input Voltage 0 0.3 Vee V 

VHY Hysteresis at RESET IN input O.S V Vee = SV 

VOHl Logical 1 Output Voltage 2.4 V lOUT = -1.0 mA 

VOH2 Logical 1 Output Voltage Vee-O.S V lOUT = -10!J.A 

VOLl Logical 0 Output Voltage 0 0.4 V IOL = 2 mA 

VOL2 Logical 0 Output Voltage 0 0.1 V lOUT = lO!J.A 

ilL Input Leakage Current -1.0 1.0 !J.A 0,,; VIN"; Vee 

IOL Output Leakage Current -1.0 1.0 !J.A 0,,; VIN"; Vee 

Icc Active Supply Current 10 mA lOUT = 0 

*Availability of Military temperature range components to be announced. 
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AC Electrical Characteristics 
TA = 0 to 70"C, Vcc = 5V ± 10%, GND = OV 

Symbol Parameter Min Typ Max Unit Test Conditions (Note 1) 

tx Period at XIN and XOUT pins 200 ns 

t Period at "CLK" output 
(= 2 tx) 400 ns 

tSIADI Address Set Up Time .1..- 75 ns 
2 

tHIADLI Address (0-7) Hold Time .1 - 75 ns 
2 

tWIALEI ALE Width .1..- 50 ns 
2 

tDAR Falling Edge of ALE to Leading .1- 50 ns 
Edge of Read Strobe 2 

tAcclRDI Read Access Ti me (Note 2) M - 125 ns 
2 

tWIRDI Read Strobe Width during OP t - 50 ns Add 1/2 for Memory Read Cycles 
Code Fetch. (Note 2) 

tHIADHI1 Address (8-15) Hold Time during 0 ns 
OP Code Fetch. 

tSIWDI Write Data Setup Time .1..- 75 ns 
2 

tHlwDI Write Data Hold Time .1- 75 ns 
2 

tDAW Falling Edge of ALE to Leading t - 100 ns 
Edge of WR 

tWlwRI Write Strobe Width (Note 2) t - 50 ns 

tHIADHI2 Address (8-15) Hold Time during .!... - 75 ns 
Memory or 1-0 Read and Write 2 

tDIRFSHI Falling Edge of ALE to Leading M+50 ns 
Edge of Refresh Strobe (Note 2) 2 

tWIRFSHI Refresh Strobe Width 2t - 75 ns 

tDlwAITI Falling Edge of ALE to Wait t ns 
Input Valid 

tW(WAITI Wait Input Width .!... + 50 ns 
2 

tDIl1 ~n.9 ~d~of ALE to INTR, NMI, t Add t for OP Code Fetch Cycles 
RST A-C, PS & BREO Inputs 
Valid (Note 2) 

tWill Width of INTR, NMI, RST A-C, .!... + 50 ns 
PS & BREO Inputs 2 

tDAI Falling Edge of ALE to Interrupt ..1-- 50 ns 
Acknowledge Strobe 2 

tWIINTAI Interrupt Acknowledge Strobe 3t - 50 ns (Figure 10) 
Width (Note 2) 

tDIBACKI1 Falling Edge of ALE to Falling ~+50 ns Add t for Op Code Fetch Cycles 
Edge of BUS Acknowledge Out- 2 
put (Note 2) 

tDIBACKI2 Rising Edge of Bus Request to .!... !!.! + 50 ns (Figure 6) 
Rising Edge of BUS Acknowledge 2 2 

tDPA Rising Edge of Power Save to .!... !!.! + 50 ns (Figure 12) 
Falling Edge of ALE 2 2 

ts (ALE) Setup Time .1 - 75 ns 
2 

Notes: 1. Output Capacitive loading = 100pl; 2. Add t lor each WAIT state 
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Timing Waveforms 

M1 

:1 T2 t T3 t T4 

\ \ \ 

f 
1 y-

I I / r I 1 1 

C~ J '~ '}r--~ 
I~ I 

ALE ~t-H(A-OL-).';"'I ____ --,.-J 

A(8-15):=X X'-___ --= _______ )( 

1 1 I ~~ I 
AO(O-7) :::x AO(O-7) }- - - - - - -0.- - -< AO(O-7):or -- - - - - - - -- -

1 I. I tACC(RO) .1 1 1 I 

~ II I '"'": I ~"' .~l ~"O""'. .rl 
I 

tS(ALE) ,I.. to(RFSH) _ _ tW(RFSH) __ . .. ... 
IO/iill, 50.5, =:J( C 

I~ T1 

CLKJ. \ 

I I. tW(ALE) .1 
ALE ---=::Jj 

A(8-15) ==::x=====~=========================x=~= 
I I. tS(AO) .I~H(AOL).I I 1 

~~~~-6~==::X AO(O-7) }--------I-~---I---
1 I. tACC(RO) .1 

1 I. tOAR ~ tW(RO) ;bl 
(~~\~~~ ==x AO(O-7) X OUT x== 

1 1 1 I. tS(WO) .1 ~I 

I 1 

I \. L tH(AOH)*21 

.• tOAW .1. tW(WR) ~I 
WAIT _-_--:-_-_-_-_-___ --'Y'_ ____ -oX - - - - - --

_ _ ~ tD(WAIT) .1. tW(WAIT) .1 
BREO, NMI 
~TR,RSTA-C _1 ____________ __________________ _ 

I I. tS(ALE) .1 1 1 1 

101M, SO. 5, =x: x== 
"NOTES: 1. Output capacitive loading = 100pf tS(ALE) Setup time Typ1-75 

2. Add t for each WAIT state 

Memory Read and Write Cycle 45-19 
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Timing Reference 

elK 

ALE 

45-17 

Timing reference diaQ.@.m used for specify~arameters related to INTR, NMI, RSTA, 
RSTB, RSTC, BREQ, PS inputs and BACK, INTA outputs 

Notes: 1. BREQ input recognized during the last T-State of any M-cycle 
2. Response to INTR input. See Figure 10. 
3. Response to BREQ input. See Figure 6. 
4. Response to PS input. See Figure 12. 

NSC800 Functional Pin Descriptions 

The following describes the function of all NSC800 
input/output pins. Some of these descriptions reference 
internal circuits. 

INPUT SIGNALS 

Reset Input (RESET IN): Active low. Sets A (8-15) and AD 
(0-7) to TRI-STATE'" (high impedance). Clears the 
contents of PC, I and R registers, disables interrupts, and 
causes a reset output to be activated. 

Bus Request (BREQ): Active low. Used when another 
device is requesting the system bus. BREQ is recognized 
at the end of the current machine cycle, then A(8-15), AD 
(0-7), loiM, RD, and WR are set to the high impedance 
mode and the request is acknowledged via the BACK 
output signal. 

Non-Maskable Interrupt (NMI): Active low. The non­
maskable interrupt, generated by the peripheral 
device(s), is the highest priority interrupt request line. 
Input is only recognized at the end of the current 
instruction. Its execution is independent of the interrupt 
enable flip-flop. NMI execution involves saving the PC on 
the stack and automatic branching to restart address 
X'0066 in memory. 

Restart Interrupts A, B, C, (RSTA, RSTB, RSTC): Active 
low. Restarts generated by the peripherals are recognized 
at the end of the current instruction if their respective 
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interrupt enable bits (and IFF1/1FF2) are set. Execution is 
identical to NMI except interrupts are enabled for the 
following restart addresses: 

NAME RESTART ADDRESS (X') 

003C 
0034 
002C 

The order of priority is fixed (highest first) as follows: 

1) RSTA, 2) RSTB, 3) RSTC 

Interrupt Request (INTR): Active low. An interrupt 
request input generated by a peripheral device is 
recognized at the end of the current instruction provided 
that the interrupt enable and master interrupt enable bits 
are set. INTR is the lowest priority interrupt request input. 
Under program control, INTR can be executed in three 
distinct modes in conjunction with the INTA output. 

Walt (WAIT): Active low. When set low during RD or WR, 
the CPU extends its machine cycle in increments of t 
(wait) states. The wait machine cycle continues until the 
WAIT input returns high. 

Power Save (PS): Active low. PS is sampled at the end of 
the current instruction cycle. When PS is low, the CPU 
stops executing at the end of current instruction and 
keeps itself in the low-power mode. Normal operation 
resumes when PS is returned high. 



f' 
CD 

NSC800 CPU FUNCTIONAL BLOCK DIAGRAM 

(40) 
POWER {~ 
SUPPLY ~ 

TIMING AND CONTROL 

RFSH I - - -

(21) 

NMI 

(28) RD WR ALE PS So S1 IO/M 
ClK OUT WAIT (32) (31) (30) (39) (29) (27) (34) BREQ RESET 

IN (33) (9) (38) (36) 

NOTE: Applicable pinout numbers are included 
within parentheses 

BACK RESET OUT 
(35) (37) 

F' (8) 

H' L' (8) 

D' E' (8) 

B' C' (8) 

A (8) F (8) 

H (8) L (8) 

D (8) E (8) 

B_ (8) -~~ 

IX (16) 

(16) 

R (8) 

(16) 

INCREMENTER 
DEC REM ENTER (16) 

ADDRESS LATCH 

A B-15 
ADDRESS BUS 

REGISTER 
ARRAY 

ADo_7 
ADDRESS/DATA BUS 



OUTPUT SIGNALS 

Bus Acknowledge (BACK): Active low. BACK indicates 
to the bus requesting device that the CPU bus and its 
control signals are in the TRI-STATE mode. The re­
questing device may then take control of the bus and its 
control signals. 

Address Bits 8-15 [A(8-1S)]: Active high. These are the 
most significant 8 bits of the memory address bus, or of 
the input/output address. During a BREQ/BACK cycle, 
the A (8-15) bus is in the TRI-STATE mode. 

Reset Out (RESET OUT): Active high. When RESET OUT 
is high, it indicates the CPU is being reset. The signal is 
normally used to reset the peripheral devices. 

Inp!!!/Output/Memory (IOiM): An active high on the 
101M output signifies that the current machine cycle is 
relative to an input/output device. An active low on the 
101M output signifies that the current machine cycle is 
relative to memory. It is TRI-STATE during BREQ/BACK 
cycles. 

Refresh (RFSH): Active low. The refresh output indicates 
that the dynamic RAM refresh cycle is in progress. RFSH 
goes low during T3 and T4 states of all Ml cycles. 

Address latch Enable (ALE): ALE is active only during 
the Tl state of M cycles and T3 state of Ml cycles. The 
high to low transition of ALE indicates that a valid memory 
II-O/refresh address is available on the AD (0-7) lines. 

Read Strobe (RD): Active low. On the trailing edge of the 
RD strobe, data are inputtothe CPU via the AD (0-7) lines. 
The RD line is in the TRI-STATE mode during 
BREQ/BACK cycles. 

Write Strobe (WR): While the WR line is low, valid data are 
output by the CPU on the AD (0-7) lines. The WR line is in 
the TRI-STATE mode during BREQ/BACK cycles. 

Clock (ClK): ClK is an output provided for use as a 
system clock. The ClK output isa square wave at one half 
the input frequency. 

Interrupt Acknowledge (INTA): Active low. The interrupt 
acknowledge output IS activated in the M1 cycle (S) 
immediately following the t state in which the INTR input 
is recognized. (Output is normally used to gate the 
i nterru pt response vector from the peri pheral controller 
onto the AD (0-7) lines). It is used in two of the three 
interrupt modes. In mode 0, an instruction is gated onto 
the AD (0-7) line during INTA. In mode 2, a single interrupt 
response vector is gated onto the data bus. 

Status (SO, 51): Bus status outputs indicate encoded 
information regarding the ensuing M cycle as follows: 

51 SO STATE 

0 0 HALT 
0 1 WRITE 

0 READ 
(OPCODE) FETCH 
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INPUT/OUTPUT SIGNALS 

Power (Vee): +3 to +12-volt supply. 

Ground (GND): O-volt reference. 

Crystal or R-C (XIN, XOUT): XIN may be used as an 
external clock input. 

Multiplexed Address/Data (AD 0-7): Active High 

At RD Time: 

At WR Time: 

At Falling Edge 
of ALE Time: 

During BREQI 
BACK Cycle: 

INPUT PROTECTION 

Input data to CPU 

Output data from CPU 

least significant byte of address 
during memory reference cycle. 
8-bit port address during 1/0 re­
ference cycle. 

High Impedance 

All inputs are protected from static charge with diode 
clamps to both Vee and GND. Normal precautions taken 
with MaS devices are recommended. 

PIN CONFIGURATION 

M Voo 
A9 PS 

A12 
A13 
A14 
A1S 
ClK 

XOUT 
XIN 

ADO 
ADl 
AD2 
AD3 
AD4 
ADS 
AD6 
AD7 

GND 

WAIT 

RESET OUT 
BREa 
BACK 
101M 
RESET IN 
AD 

ALE 

S, 
INTA 
INTR 
RSTC 
RSTB 
RSTA 
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TIMING CONTROL 

All necessary timing signals are provided by a single state 
inverter oscillator contained on the NSCBOO chip. The 
chip operation frequency is equal to one half of the 
frequency of this oscillator. The oscillator frequency can 
be controlled by one of the following methods: 

1. Leaving the XOUT pin unterminated and driving the 
XIN pin with an externally generated clock as shown 
in Figure 1A. 

2. Connecting a resistor capacitor feedback network 
between the XIN and XOUT pins as shown in Figure 
18. 

3. Connecting a crystal with the proper biasing network 
between XIN and XOUT as shown in Figure 1e. 

FUNCTIONAL DESCRIPTION 

The NSC800 is an B-bit general-purpose microprocessor 
designed for stand-alone and DMA (direct memory 
access) applications. A minimum system can be con­
structed with an NSCBOO, an NSCB10 (RAM/la/Timer) 
and an NSCB30 (ROM/I 0). 

NSCBOO uses a multiplexed bus for data and addresses. 
The 16-bit address bus is divided into a high-order B-bit 
address bus that handles bits B-15 of the address, and a 
low-order B-bit multiplexed address/data bus that 
handles bits 0-7 of the address and bits 0-7 of the data. 
Strobe outputs from the NSCBOO (ALE, RD and WR) 
indicate when a valid address or data is present on the 
bus. I aiM indicates whether the ensuing cycle accesses 
memory or I/O. 

Figure 2 illustrates the timing relationship for OP code 
fetch cycles with and without a wait state. Figure 3 
illustrates the timing relationship for memory read and 
write cycles with and without wait state. Input/output 
cycles with and without a wait state are shown in Figure 4. 

INITIALIZATION 

The NSCBOO and its peripheral components are initialized 
by RESET IN and RESET OUT. RESET IN input is 
associated with an on-chip Schmitt trigger that facilitates 
using an R-C network power-on reset scheme (Figure 5). 

To ensure proper power-up conditions for the NSC800, 
the following power up and initialization procedure is 
recommended: 

fiN [> f(XIN) 
-----; XIN ClK~-2-
EXTERNAL 1 
ClK L:X:.::O~U~T,--___ ....J XIN 

ClKf-----~ 
2 

XOUT 

(A) 
45-20 

ClK r---- f(XTAL) 
2 

XIN XOUT 

(C) 
45-22 

FIGURE 1. Timing Control Configurations 
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ClK 

ClK 
ALE 

AD(D-7) 

C=TltT2tT3tT41 
hi Inl I 
~---(3( AD(D-?) ~-----
I I I I I 

RBi i~ i 1 

A(8-15) !X lOCI K 
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1. Apply power (Vee and GND) and set RESET IN active 
(low). Allow sufficient time (approximately 100 ms if 
crystal used) for the oscillator and internal clocks to 
stabilize. RESET TN must remain low for at least 3 t 
state (CLK) times. RESET OUT, following the clock 
stabilization period, responds by going high, in­
dicating to the system that the NSC800 is being reset. 
RESET OUT signal becomes available to reset the 
peripherals. 

2. Set RESET IN high following which the RESET OUT 
goes low and the CPU initiates the first opcode fetch 
cycle. 

1 Vcc 
,--------tl 

r--ov"'c""c ---, 

R NSC800 

NOTE: The NSCBOO initialization includes: Clear PC to 
X'OOOO (the first opcode fetch, therefore, IS from memory 
location X'OOOO). Clear registers I (Interrupt Vector Base) 
and R (Refresh Counter) to X '00. Clear interrupt control 
register bits IEA,IEB and IEC. The interrupt control bit lEI 
is set to 1 to maintain INSBOBOA/ZBOA" compatability 
(see interrupts for more details). Maskable Interrupts are 
disabled and the CPU enters Interrupt Mode O. While 
RESET IN is active (low), the A (8-15), and AD (0-7) lines 
go to high impedance (TRI-STA TE) and all CPU strobes 
go to the inactive state. 

f-------- RESET IN f-----
RESET OUT INDICATES WHEN CPU 

~C GND IS BEING RESET 

I 

FIGURE 5. Power On Resel 

BUS ACCESS CONTROL 

Figure 6 illustrates Bus access control in the NSC800. The 
external device controller produces an active BREQ 
signal that requests the bus. When the CPU responds with 
BACK then the bus and related control strobes go to high 
impedance (TRI-STATE). It should be noted that (1) 

elK 

BREQ I 
-'----'---~ 

~I 
AD (0-7)1--' ___ ....;,. ___ --. 
A (8-15) _.:..I ___ -=-__ --:....J 
Im,WR , 

45-5 

BREQ is sampled at the last t state of any M machine cycle 
only. (2) the NSC800 will not acknowledge any 
interrupt/restart requests, and will not perform any 
dynamic RAM refresh functions until after BREQ input 
signal is inactive high. (3) BREQ signal has priority over 
all interrupt request signals, should BREQ and interrupt 
request occur active simultaneously. 

FIGURE 6. Bus Acknowledge Cycle 
45-10 

Tz = Time states Bus and control signals are in 
high impedance mode. 
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REGISTER CONFIGURATION 

The NSC800 contains 22 programmable registers as 
shown in Figure 7. The CPU working registers are 
arranged in two, 8-register configurations, each of which 
includes an 8-bit accumulator, a flag register, and six 
general purpose 8-bit registers. Only one, 8-bit register 

CPU Main Working Register Set 

Accumulator A (8) Flags F (8) 
Register B (8) Register C (8) 
Register D (8) Register E (8) 
Register H (8) Register L (8) 

set may be active at any given moment in time. However, 
simple instructions exist that allow the programmer to 
exchange the active and alternate register sets. 

It should also be noted that the six, 8-bit general purpose 
registers (B, C, D, E, H, and L) can be accessed as 16-bit 
registers (BC, DE, and HL). The functions of these 
become apparent in the instruction set description. 

CPU Alternate Working Register Set 

Accumulator A' (8) Flags F' (8) 
Register B' (8) Register C' (8) 
Register D (8) Register E' (8) 
Register H' (8) Register L' (8) 

CPU Dedicated Registers 

Index Register IX (16) 
Index Register IV (16) 
Interrupt Vector Register I ( 8) 
Memory Refresh Register R ( 8) 
Stack Poi nter S P (16) 
Program Counter PC (16) 

FIGURE 7. Register Configuration 

DEDICATED REGISTERS 

1. Program Counter (PC). The program counter 
contains the 16-bit address of the current instruction 
being fetched from memory. The PC is incremented 
after its contents have been transferred tothe address 
lines. When a program jump occurs, the new address 
is placed in the PC, overriding the incrementer. 

2. Stack Pointer (SP). The stack pointer contains the 
16-bit address of the current top of a stack located in 
external system RAM memory. The external stack 
memory is organized as a last-in, first-out (LIFO) file. 
The stack allows simple implementation of multiple 
level interrupts, virtually unlimited subroutine nesting 
and simplification of many types of data manip­
ulation. 

3. Index Registers (IX & IV). The two,16-bit index 
registers hold a 16-bit base address used in indexed 
addressing modes. In this mode, an index register 
is used as a base to point to a region in memory from 
which data is to be stored or retrieved. An additional 
byte is included in indexed instructions to specify a 
displacement from this base. This displacement is 
specified as a two's complement signed integer. 

4. Interrupt Page Address Register (I). The NSC800 
CPU can indirectly call any memory location in 
response to a mode 2 interrupt. The I Register is 
used to store the high order 8 bits of the address. 
The low order 8 bits are supplied by the interrupting 
peripheral. This feature allows interrupt routines to be 
dynamically located anywhere in memory with 
minimal access time to the routine. 

A-14 

5. Memory Refresh Register (R). The NSC800 CPU 
contains a memory refresh counterto enable dynamic 
memories to be used with the same ease as static 
memories. This 8-bit register is automatically in­
cremented after each instruction fetch. The data in 
the refresh counter is sent out on the lower portion of 
the address bus along with a refresh control signal 
while the CPU is decoding and executing the fetched 
instruction. This mode of refresh is totally transparent 
to the programmer and does not slow down the CPU 
operation. The programmer can load the R register for 
testing purposes, but this register is normally not 
used by the programmer. 

ACCUMULATORS AND FLAG REGISTERS 

The CPU includes two, 8-bit accumulators and two 
associated 8-bit flag registers. The accumulator holds the 
results of 8-bit arithmetic or logical operation. The flag 
register indicates specific conditions for 8-bit or 16-bit 
operations. 

FLAG REGISTERS (F,F') 

The two NSC800 Flag registers each contain six status 
bits that are set or reset (cleared) by various CPU 
operations (see Figure 8). Four of these bits, the Carry, 
Zero, Sign, and Parity/Overflow Flags, can be tested by 
the programmer. The descriptions of the flags follow. 

1. Carry Flag (C) - This flag is set by the carry from the 
highest order bit of the accumulator during an add 
instruction or a borrow generated during a 
subtraction instruction. Specific shift and rotate 
instructions also affect this bit. 



2. Zero Flag (Z) - This flag is set when a zero is loaded 
into the accumulator as a result of an operation. 
Otherwise it remains clear. 

3. Sign Flag (S) - This flag stores the state of bit 7 (the 
sign bit) in the accumulator after an arithmetic 
operation. This flag is intended to be used with signed 
numbers. 

4. Parlty/Overllow Flag (P/v) - During logical 
operations this flag is set when the parity of the 
result is even and reset when it is odd. It represents 
overflow when signed two's complement arithmetic 
operations are performed. An overflow occurs when 
the resultant of a two's complement operation (in 
the accumulator) is out of range. 

The two non-testable flag register bits used for BCD 
arith metic are: 

1. Hall carry (H) - This flag indicates a BCD carry or 
borrow result from the least significant four bits of 
an operation; when using the DAA (Decimal Adjust 
Instruction), it is used to correct the result of 
a previously packed decimal add or subtract. 

2. Add/Subtract Flag (N) - Since the algorithm lor 
correcting BCD operations is different for addition or 
subtraction, this flag specifies what type of 
instruction was executed last in order that the DAA 
operation will be correct for either operation. 

BIT 7 BIT 0 

I s I z I~ H I~ PlY I N I C I 
I JD/SU~~::~~ 
I PARITY/OVERFLOW 

'-------HALF CARRY· 

'--------------------------ZERO 

L-----------------------------~SIGN 

45-4 
FIGURE 8. Flag Register 

INTERRUPT 

The NSC800 has five interrupt/restart inputs, four are 
maskable (RSTA, RSTB, RSTC, and INTR) and one is 
non-maskable (NMI). NMI (see Figure 9), having the 
highest priority of all interrupts, is always serviced and 
cannot be disabled by the user. After recognizing an 
active input on NMI, the CPU ignores the next instruction, 
pushes the PC onto the stack, and jumps to address 
X'0066, where the users interrupt sevice routine is located 
(i.e. 'restart to memory location X'0066). NMI is intended 
for interrupts requiring immediate attention, such as 
power down, control panel, etc. 

A-15 

RSTA, RSTB and RSTC are restart inputs, which, if 
enabled, execute a restart to memory location X'003C, 
X'0034, and X'002C, respectively. Note that the CPU 
response to the NMI and RST (I'\,B,C) request input is 
basically identical. Unlike 1\IliiIT, however, restart request 
inputs must be enabled. The NSC800 also provides one 
more general-purpose interrupt request input, TN'fR. 
When enabled, the CPU responds to INTR in one of the 
three modes defined by instruction IMO, IM1, and 1M2 lor 
modes, 0, 1, and 2, respectively. Following reset, the CPU 
automatically sets itself in mode O. 

Interrupt (INTR) mode 0: Identical to INS8080A mode. 
The CPU responds to an interrupt request by providing an 
INTA (interrupt acknowledge) strobe, which can be used 
to gate an instruction from a peripheral onto the data bus. 
The CPU follows by executing the instruction. Normally 
this instruction is a one byte call (Restart instruction) or a 
three-byte call (Call nn instruction). Two wait states are 
automatically inserted by the CPU during INTA cycle to 
allow the interrupting device (or its controller) ample time 
to gate the instruction and determine external priorities. 
(Figure 10). 

Interrupt (INTR) mode 1: Similar to an NMI interrupt 
except the restart location is X'0038. 

Interrupt (INTR) mode 2: With this mode, the 
programmer maintains a table that contains the 16-bit 
starting address of every interrupt service routine. This 
table may be located anywhere in memory. When the 
mode 2 interrupt is accepted (see Figure 11). a 16-bit 
pointer must be formed to obtain the desired interrupt 
service routine starting address from the table. The upper 
8 bits of this pointer are from the contents olthe I register, 
which has been previously loaded with the desired value 
by the programmer. The lower 8 bits of the pointer are 
supplied by the interrupting device with the low order bit 
forced to zero. The pointer is used to get two adjacent 
bytes from the interrupt service routine starting address 
table to complete 16-bit service routine starting address. 
The first byte of each entry in the table is the least 
significant (lOW order) portion of the address. The 
programmer must obviously fill this table with the desired 
addresses before any interrupts are to be accepted. 

Note that this table can be changed at any time to allow 
peripherals to be serviced by different service routines. 
Once the interrupting device supplies the lower portion of 
the pointer, the CPU automatically pushes the program 
counter onto the stack, obtains the starting address from 
the table and does a jump to this address. 

NMI, RST, A, B,C, and INTR have fixed priorities built into 
the NSC800 as: 

NMI 

RSTA 

RSTB 

RSTC 

INTR 

(Highest Priority) 

(Lowest Priority) 



elK 

NMIOR 
RSTA,B,C 

ALE 

AD (0-7) 

AD 

A (8-15) 

101M, SO,S1 __________ ~x~ __________________ ~x~ __ __ 
FIGURE 9. Non-Maskable Restart Interrupt Cycle 45-13 
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FIGURE 10. Interrupt Acknowledge Cycle 

Tw is the CPU generated wait state in response to 
an interrupt request. 
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SUPPLIED BY I REGISTER 

1 LOW ORDER BYTE 

'--__ *_---'-_-+_----'1-'0 .... 1/ HIGH ORDER BYTE 

SUPPLIED BY PERIPHERAL 

SUBROUTINE 
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FIGURE 11. Interrupt Mode 2 

ENABLING INTERRUPTS 

I. NMI, being a non-maskable interrupt request, is 
executed as it occurs and can never be disabled. 

2. The maskable interrupt inputs (RSTA, RSTB, RSTC, 
and INTR) are enabled under program control 
through the use of the interrupt control register and 
enable/disable interrupt instruction. 

The appropriate interrupt control bits in 4-bit interrupt 
control register (lEA, IEB, IEC, and lEI) must be enabled 
in conjunction with IFFI and IFF2, before the maskable 
INTR and RST A, S, C can be accepted by the CPU. 

3 2 o 
lEA IEB IEC lEI 

The interrupt control register is an on-chip write only 
output port located at port address X'BB. Its contents are: 

BIT NAME FUNCTION 

0 lEI Interrupt Enable for INTR 
IEC RSTC 

2 IEB RSTB 
3 lEA RSTA 

For Example: In order to enable RSTB, CPU interrupts 
must be enabled and IEB must be set. 

LAST M-CYCLE 

At reset, I EI bit is set and other mask bits, I EA, I EB, I EC are 
cleared. This maintains the software compatibility 
between NSC800 and INS8080A (or Z80A). 

POWER SAVE FEATURE 

The NSC800 .E!:.0vide~ unique power save mode by the 
means of the PS pin. PS input is sampled at the last t state 
of the last M cycle of an instruction. After recognizing an 
active (low) level on PS, the NSC800 stops its internal 
clocks, thereby reducing its power dissipation, yet 
maintaining all register values and internal control status. 
A small amount of power is still consumed as the NSC800 
keeps its oscillator running, and makes the ClK signal 
available to the system. When PS is returned high, the 
opcode fetch (or MI cycle) 01 the CPU begins in a normal 
manner. Note this MI cycle could also be an interrupt 
acknowledge cycle if the NSC800 was interrupted 
simultaneously with PS. Figure 12 illustrates the power 
save feature. 
In the event BREQ is asserted (low) at the end of an 
instruction cycle and PS is active simultaneously, the 
following occurs: 

I. NSC800 goes into a BACK cycle 
2. All TRI-STATE lines go to the high impedance mode 
3. NSC800 goes into the power save mode 
4. The high impedance bus and control signals (RD, WR, 

etc.) could cause other CMOS devices in the system 
to disipate power. 

OF INSTRrTS~:f_T-T_E-~+-+t+~ _---T-l--'I:-'--T-l--':-I-' --T-1t-1M1 Tl-tT2t 

CLK ~ 

~ I l~~ONLY 
~:,81:-,:lo/M I----'-----;'-C: ; ; I I ~, ~1: I FETCH 

I i I i loe. \,--;--1 _ ALE 

FIGURE 12. NSC800 Power Save 
45-12 
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INSTRUCTION SET 

In the following instruction set listing, the notation used is 
shown below. 

b: Used in instructions employing bit mode address­
ing to designate one bit in a register or memory 
location. 

cc: Designates condition codes used in conditional 
Jumps, Calls, and Return instructions; may be 

d: 

NZ = Non Zero (Z Flag = 0) 
Z = Zero (Z Flag = 1) 

NC = Non Carry (C Flag = 0) 
C = Carry (e Flag = 1) 

PO = Parity Odd or No Overflow (PIV = 0) 
PE = Parity Even or Overflow (PIV = 1) 

P = Positiv'e (S = 0) 
M = Negative (S = 1) 

Used in instructions employing relative or indexed 
modes of addressing to designate 8-bit signed 2's 
complement displacement. 

kk: Subset of cc condition codes used in conjunction 
with conditional relative jumps; may be NZ, Z, NC or 
C. 

ml: Used in instructions employing register indirect or 
indexed modes of addressing; may be (HL), (IX + d), 
or (IY + d). 

m2: Used in instructions employing register indirect or 
direct modes of addressing; may be (BC), (DE), or 
(nn). 

n: Any 8-bit binary number 

nn: Any 16-bit binary number 

pp: Used in 16-bit arithmetic instructions employing 
register modes of addressing; may be BC, DE, SP, 
or register designated as destination operand. 

qq: Used in instructions employing register modes of 
addressing; may be BC, DE, HL, AF, IX, or IY. 

r: Used in instructions employing register mode of 
addressing; may be A, B, C, D, E, H, or L. 

rr: Used in instructions employing register mode of 
addressing; may be BC, DE, HL, SP, IX, or IY. 

ss: Used in instructions employing register mode of 
addressing; may be HL, IX, or IY. 

T: Used in restart instructions employing modified 
page zero addressing mode; may take on hex values 
of 0, 8, 10, 18, 20, 28, 30, or 38. 

XL: Subscript L indicates the low order byte of a 16-bit 
register. 

XH: Subscript H indicates the high order byte of a 16-bit 
register. 

( ): Parentheses indicate the contents are considered a 
pointer to a memory or 1/0 location. 
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8-BIT LOADS 

- Register to Register -

Mnemonic Description 

LD rd, r, Load register rd with r, 

LD A, I Load ACC with register I 

LD I, A Load register I with ACC 

LD A, r Load ACC with register 
R 

LD r, A Load register R with 
ACC 

LD r, n Load register r with 
immediate data n 

- Register to Memory -

Mnemonic Description 

LD ml, r Load memory from 
register r 

LD m2, A Load memory from 
ACC 

LD ml, n Load memory with 
immediate data n 

- Memory to Register -

Mnemonic Description 

LD r, ml Load register r from 
memory 

Operation 

rd - rs 

A~I 

I~A 

A~r 

r ~ A 

r ~ n 

Operation 

Operation 

LD A, m2 Load ACCfrom memory A ~ m2 

16-BIT LOADS 

- Register to Register -

Mnemonic Description 

LD rr, nn 

LD SP, ss 

Load register rr with 
immediate data nn 

Load S P reg ister 
with register ss 

- Register to Memory -

Mnemonic Description 

LD (nn), rr Load memory loca-
tion nn with 16-bit 
register rr 

PUSH qq Push contents of 
16-bit register qq onto 
memory stack 

Operation 

rr ~ nn 

SP ~ ss 

Operation 

(nn) ~rrL 
(nn+1) ~ rrH 

(SP-1) ~ qqH 
(SP-2) ~ qqL 
SP ~ SP-2 



- Memory to Register - - Immediate Addressing Mode Arithmetic-

Mnemonic Description Operation Mnemonic Description Operation 

LD rr, (nn) Load 16-bit register rrl - (nn) ADD A, n Add number n to A - A+n 
rr from memory loca- rrH - (nn+1) ACC 
tion nn 

ADC A, n Add with carry num- A - A+n+CY 
POP qq Pop contents of stack qql - (SP) ber n to ACC 

to register qq qqH - (SP+1) 
SP - SP+2 SUB n Subtract number n A - A-n 

a-BIT ARITHMETIC 
from ACC 

- Register Addressed Arithmetic - SBC A, n Subtract with carry A - A-n-CY 
number n from ACC 

Mnemonic Description Operation 
AND n AND number n with A - A I\n 

ADD A, r Add contents of re- A - A+r ACC 

gister r to ACC 
OR n OR number n with A - AVn 

ADC A, r Add with carry con- A - A+r+CY ACC 

tents of register r to 
XOR n Exclusive OR number A - A),,(n ACC 

n with ACC 

SUB r Subtract contents of A - A-r 
register r from ACC CP n Compare number n A:n 

to ACC Z flag - 1 

SBC A, r Subtract with carry A - A-r-CY if A=n 

contents of register r Otherwise 

from ACC Z Flag - a 

AND r Logically AND con- A - A I\r 
tents of register r with 

- Memory Addressed Arithmetic -ACC 

OR r Logically OR eon- A - AVr Mnemonic Description Operation 
tents of register r with 
ACC ADD A,m1 Add memory to ACC A - A+m1 

XOR r Excl usive OR contents A-A}'/'r ADC A,m1 Add with carry mem- A - A+m1+CY 
of register r with ory to ACC 

ACC 
SUB m1 Subtract memory A - A-m1 

CP r Compare contents of A:r from the ACC 

register r to ACC Z flag - 1 
if A=r SBC A, m1 Subtract with A - A-m1-CY 
Otherwise carry memory from 

Z Flag - a ACC 

INC r Increment contents of r- r+1 AND m1 AND memory with A - A I\m1 
register r ACC 

DEC r Decrement contents of r-r-1 OR m1 OR memory with A - A Vm1 
register r ACC 

DAA Decimal adjust ACC (ACC adjust XOR m1 Exclusive OR memory A - A )o(m1 
for BCD) with ACC 

CPL Complement ACC A-A CP m1 Compare memory A:m1 

(1's complement) with ACC Z flag - 1 
if A=r 

NEG Negate ACC (2's A - a-A Otherwise 

complement) Z Flag - a INC 

CCF Complement carry CY - CY m1 Increment memory m1 -m1+1 

flag 
DEC m1 Decrement memory m1 - m1-1 

SCF Set carry flag CY -1 
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16-BIT ARITHMETIC 

- Register Addressed Arithmetic -

Mnemonic 

ADD ss pp 

ADC HL, pp 

SBC HL, pp 

INC rr 

DEC rr 

Description 

Add l6-bit register pp 
to l6-bit register ss 

Add with carry 16-bit 
register pp to HL 1 

Subtract with carry 
16-bit register pp 
from HL 

Increment 16-bit 
register rr 

Decrement 16-bit 
register rr 

Operation 

ss ~ ss+pp 

HL ~ HL 
+pp+CY 

HL ~ HL 
-pp-CY 

rr ~ rr+l 

rr~rr-l 

BIT SET, RESET, and TEST 

- Register -

Mnemonic Description Operation 

SET b, r Set bit b in re- rb ~ 1 
gister r 

RES b, r Reset bit b in re- rb ~ 0 

gister r 

BIT b, r Test bit b in re- Z ~ rb 
gister r 

- Memory-

Mnemonic Description Operation 

SET b, ml Set bit b in mlb ~ lb 
memory location ml 

RES b, ml Reset bit b in mlb ~ 0 
memory location ml 

BIT b, ml Test bit b in Z ~ mlb 
memory location ml 

EXCHANGES 

- Register/Register 

Mnemonic 

EX DE, HL 

EX AF, AFl 

EXX 

Description Operation 

Exchange contents of DE - HL 
DE and HL register 

Exchange contents of A AF - AF' 
and F registers with A 1 

and Fl registers 

Exchange contents of BC - BC' 
BC, DE and HL registers DE - DE' 
with corresponding al- HL - HL' 
tern ate registers 
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- Register/Memory -

Mnemonic Description Operation 

EX (SP), ss Exchange top of 
stack with 16-bit re­
gister ss 

(SP) - SSL 

(SP+l) - SSH 

MEMORY BLOCK MOVES and 
SEARCHES 

- Single Operations -

Mnemonic Description Operation 

LDI 

LDD 

CPI 

Move data from memory (DE) ~ (HL) 
location (HL) to memory DE ~ DE+l 
location (DE), incre- HL ~ HL+l 
ment memory pointers, BC - BC-l 
and decrement byte 
counter BC. 

Move data from memory (DE) - (HL) 
location (HL) to memory DE - DE-l 
location (DE), and HL - HL-l 
decrement memory BC - HL-l 
pointer, and byte 
counter BC. 

Compare data in mem- A- (HL) 
ory location (HL) to HL - HL+l 
ACC, increment mem- BC - BC-l 
ory pointer and decre-
ment byte counter 
BC. 

CPD Compare data in mem- A- (HL) 
ory location (HL) to HL - HL-l 
ACC and decrement BC - BC-l 
memory pointer and 
byte counter BC. 

- Repeat Operations -

Mnemonic Description Operation 

LDIR 

LDDR 

CPIR 

Move data from memory (DE) - (HL) 
location (HL)to memory DE - DE+l 
location (DE), incre- HL - HL +1 
ment memory pointers, BC - BC-l 
decrement byte counter Repeat until 
BC, repeat until BC=O BC=O 

Move data from memory (DE) - (HL) 
10cation(HL)tomemory DE - DE-l 
location (DE), decre- HL - HL-l 
ment memory pointers BC - BC-l 
and byte counter BC, Repeat until 
repeat until BC=O BC=O 

Compare data in mem- A-(HL) 
ory location (HL) to HL - HL +1 
ACC, increment mem- BC - BC-l 
ory pointer, decrement Repeat until 
byte counter BC, re- BC=O or 
peat until BC=O or (HL)=A 
(HL) = A 



- Repeat Operations -

Mnemonic Description Operation 

CPDR Compare data in mem- A-(HL) 
ory location (HL) to HL - HL-1 
ACC, decrement mem- 8C - 8C-1 
ory pointer and byte 
counter 8C, repeat 
until 8C=0 or (HL)=A 

Repeat until 
8C=0 or 
(HL)=A 

INPUT/OUTPUT 

Mnemonic Description Operation 

IN A, (n) Input from 1/0 device at A - (n) 
address n to ACC 

OUT (n), A Output to 1/0 device at (n) - A 
address n from ACC 

IN r, (C) Input from 1/0 device at r - (C) 
address (C) to register 

OUT (C), r Output to 1/0 device at (C) - r 
address (C) from re-

INI 

OUTI 

IND 

OUTD 

INIR 

OUTIR 

gister 

Input from 1/0 device at (HL) - (C) 
address (C) to memory HL - HL+1 
location (HL), incre- 8 - 8-1 
ment pointer, and de-
crement 8 counter 

Output to 1/0 at address (C) - (HL) 
(C) from memory loca- HL - HL +1 
tion (HL), increment 8 - 8-1 
painter, and decrement 
8 counter 

Input from 1/0 device at (HL) - (C) 
address (C) to memory HL - HL-1 
location (HL) and decre- 8 - 8-1 
ment pointer, and 8 
counter 

Output to 1/0 device at (C) - (HL) 
address (C) from mem- HL - HL-1 
ory location (HL) and 8 - 8-1 
decrement pointer and 
8 counter 

Input from 1/0 device (HL) - C 
at address (C) to mem- HL - HL +1 
ory location (HL), incre- 8 - 8-1 
men! pointer, decre- Repeat until 
ment 8 counter, and r~ - 8=0 
peat until 8=0 

Output to 1/0 device at (C) - (HL) 
address (C) from mem- HL - HL +1 
ory location (HL), incre- 8 - 8-1 
ment pointer, decre- Repeat until 
ment 8 counter, and re- 8=0 
peat until 8=0 
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Mnemonic Description Operation 

IN DR Input from 1/0 device at (HL) - (C) 
address (C) to memory HL - HL-1 
location (HL), decre- 8 - 8-1 
ment pointer and 8 Repeat until 
counter, and repeat until 8=0 
8=0 

OUTDR Output to 1/0 device at (C) - (HL) 
address (C) from mem- HL - HL-1 
ory location (HL), de- 8 - 8-1 
crement pointer and 8 Repeat until 
counter, and repeat until 8=0 
8=0 

CPU CONTROL 

Mnemonic Description 

NOP No operation 

HALT Halt processor 

DI Disable Interrupts 

EI Enable Interrupts 

1M 0 Set Interrupt Mode 0 

1M 1 Set Interrupt Mode 1 

1M 2 Set Interrupt Mode 2 

PROGRAM CONTR'OL 

- Jumps -

Mnemonic Description 

JP nn Unconditional jump 
direct to nn 

JP (ss) 

JP cc, nn 

JR d 

JR kk, d 

DJNZ,d 

Unconditional jump 
indirect via ss register 

Conditionally jump 
direct to nn if cc is 
true 

Unconditional jump 
to PC + d 

Conditionally jump 
PC + d if kk is 
true 

Decrement B register 
and jump to PC + d if 
8 "" 0, otherwise 
continue 

Sets INTR 
mode 0,1,2 

Operation 

PC - nn 

PC - ss 

If cc true 
PC - nn, 
else 
continue 

PC - PC+d 

If kk true, 
PC - PC+d, 

8 - 8-1 
If B~O 
PC - PC+d 



PROGRAM CONTROL 

- Calls -

Mnemonic Description 

CALL nn Unconditional call 
to subroutine at 
location nn 

CALL cc, nn Conditional call to 
subroutine at location 
nn if cc true 

- Returns -

Mnemonic Description 

RET Unconditional return 
from subroutine 

RET cc Conditional return 
from subroutine 

RETI Return from interrupt 

Operation 

(SP-l) - PCH 
(SP-2) - PCl 
PC - nn 

If cc true: 
(SP-l) - PCH 
(SP-2) - PCl 
PC - nn, 
else 
continue 

Operation 

PCl - (SP) 
PCH - (SP+l) 

If cc true: 
PCl - (SP) 
PCH - (SP+l) 
else 
continue 

PCl - (SP) 
PCH - (SP+l) 

ROTATE and SHIFT 

- Register -

Mnemonic 

RLC r 

RL r 

RRC r 

RR r 

SLA r 

SRA r 

SRL r 

Description 

Rotate register r left circular 

Rotate register r left through 
carry 

Rotate register r right circular 

Rotate register r right through 
carry 

Shift register r left arithmetic 

Shift register r right arithmetic 

Shift register r right logical 
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- Returns -

Mnemonic Description 

RETN Return from non­
maskable interrupt 

- Restarts -

Mnemonic Description 

RST T Interrupt to loca­
tion T 

Operation 

LriiH 7- ° 1:1 
CI7-0f"LlEJ 

q 7 - ° t-[ijiJ 

Cj7ol-E] 

Operation 

PCl - (SP) 
PCH - (SP+l) 
Restore 
interrupt 
enable 
status 

Operation 

(SP-l) - PCH 
(SP-2)- PCl 
PC - T 

O_17_0~~ 



- Memory-

Mnemonic Description Operation 

RLC m1 Rotate memory left circular ~~ 7_0 1:1 
m1 

RL m1 Rotate memory left through carry LB~ 7_0 1:1 
m1 

RRC m1 Rotate memory right circular ~17_0 tLEJ 
m1 

RR m1 Rotate memory right through C17_0 t-EP circular m1 

SLA m1 Shift memory left arithmetic ~--i 7_0 1_0 
m1 

SRA m1 Shift memory right arithmetic cS_ o ~EJ 
m1 

SRL m1 Shift memory right logical 0-1 7-0 t-~ 
m1 

- Register/Memory -

Mnemonic Description Operation 

'I' ! i RLD Rotate digit left and right between AI7 01 17 o I (HL) 
ACC and memory (HL) I 

.~ t 

~ RRD Rotate digit right and left between A 17 01 17 o I (HL) 
ACC and memory (HL) 

~ I; 
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Physical Dimensions 
inches (millimeters) 

(52~03~:)---------j 
MAX 

" " 
0.025 
-RAP 
(0.635) 

-r 
0.530-0.550 

(13.462-13.970) 

'-r-:Tr:TT:TT:n-;-nr:-rr.Tr;;-r==rr.:==:n::TT""::n""-==-r::1.J~SS 
l---- 0.590-0,622 _ 0.175 

(4.445) 
MAX I (14.986-15.800) 

(I,OG5-0.025 

(0,127-·0.635) 

~-
r~~~~~~ 

~--- I ~ ~ 0,(160'_0.005 
(3.175) (1.524 'O.,21)----j 
MIN TYP 

! I 1_ 0.685 '0,025 
~111.400,D,6l5)--

(~::~~:: ::::~) --il--
TYP 

0.100'-0.010 I 
(H40 ~ 0.2&4) --j 

TYP 

0.050 

(1.270) 
MIN (BOTH ENDS) 

D.062 

(1.515)~ 

"AD 

PIN NO.1 INDENT 

0.030 

Ceramic Dual-In-Line Package (J) 

O,~50 o,oo~ 

(i3.91o--Oj21) 

0.060 iIl.162j 0.050 

Ir= 0.600-0.620 ~'.52.41 MAX ~(1210)--- ~~ 
(15.240-15.148) j i (3302 01271 

r = ~---T=l - f 1 
~~, i TI 

+0.025 (0.229-0.3811 I ~20 f---- 0.625 0.015 __ I 0.015 '0.015 __ 1__ _I f- (~~~) _11_ 0.018 'D,D!!3 ~5 (~~~81 
~~~;5 ~:~~~) -- (,.905-:0-:-381) TYP {O,457 0.076) (3M~~5) 

Plastic Dual-In-Line Package (N) 

Ordering Information 

NSC800X~b = Industrial Temperature (_400 C to +850 C) 

M = Military Temperature (Availability to be announced) 

N = Plastic Package 
J = Cerdlp Package 

National Semiconductor 
Corporation 
2900 Semiconductor Drive 
Santa Clara, California 9JOJI 
Tel (408)737-JOOO 
TWX (9101339·9240 

National SemH:onductor GmbH 
Eisenheimerstrasse 6t/ll 
8000 Munchen 21 
Wesl Germany 
Tel (089)~760g1 

Telex OJ·22172 

NS Internalionallnc., Japan 
Miyake Bllllding 
1'9 Yotsuya. ShlfllUku·kU t60 
Tokyo,Japan 
Tel (03) 35~·3711 
TWX 232,2015 NSCJ·J 

Nallenal Semiconductor 
!Hong Kong) lid 
8th Floor 
Cheung Kong Electronic Bldg 
4 Hmg YIp Street 
Kwun Tong 
Kowloon, Hong Kong 
Tel 3·89923~ 

Telex 73866 NSEHK HX 
Gable NATSEMI 

NS Eiectronics Do Brasil NS ElectrORlCS P1r· lid 
Avda Bngadelro Fana Lima 844 Cm Siud Rd & Mtn Highway 
11 Andal Coni unto 1104 Bayswater, Victoria 31J3 
Jardlm Pauilslano Australia 
Sao Paulo BraSil Tel 
Telex Telex 

1121008 CABINE SAO PAULO 

National does not assume any responSlbrllly tor use of any CirCUitry described no CIrCUit patenl licenses are Implied and National reserves the fight at any time Without notice to change said CIrcuitry 
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~National 
~ Semiconductor 

NSC810 RAM-I/O-Timer 

General Description 
The NSC810 is a RAM-I/O-Timer device contained in a 
standard 40-pin, dual-in-line package. The chip, which is 
fabricated using P2CMOS silicon gate technology, 
functions as a memory, an input/output peripheral 
interface and a timing device. The memory is comprised of 
1024 bits of static RAM organized as 128 x 8. The I/O 
portion consists of 22 programmable input/output bits 
arranged as three separate ports, with each bit individually 
definable as an input or output. The port bits can be set or 
cleared individually and can be written or read in bytes. 
Several types of strobed mode operations are available 
through Port A. The ti mer portion of the device consists of 
two programmable 16-bit binary down-counters each 
capable of operation in anyone of six modes. Timer 
counts are extendable by one of the available prescale 
values. 

Preliminary 
September 1979 

Features 
• 128 x 8 Random Access Memory 

• Three Programmable 1/0 Ports 

• Two 16-Blt Programmable Counter/Timers 

• 3-12 V Power Supply 

• Very Low Power Consumption 

• Fully Static Operation 

• Single-Instruction I. 0 Bit Operations 

• Timer Operation - DC to 4MHl 

• Directly Compatible With NSC800 Family 

NSC800 Microcomputer Family Block Diagram 

-tNTR 

~RSTA,B,C 
-NMt 

(8) 
ADO-7~ __ .~ 

I 

INTA 
so 
51 
RFSH 
BREQ 
BACK 
WAIT 
PS 

NSC800 
(CPU) 

RD 
WR 

ALE 
10/M 

RESET OUT 

(8) 
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ADO-7 
Vee GND (8) PORT A 

8 BITS 

(8) PORT B 
NSC810 8 BITS 

RAM (6) PORT C 
1/0 

TIMER 
6 BITS 

~TIMEROIN 

TIMER 0 OUT 

(8) PORT A 
8 BITS 

(8) 
PORT B 

NSC830 8 BITS 
ROM (4) 
1/0 PORT C 

4 BITS 

45"1 

z 
en o 
00 
~ 

o 
:D » 
3: 
I -....... 
o 

I 

-I 
3 
(1) 
~ 



Absolute Maximum Ratings 

Storage Temperature Range ...................... -65° C to 150° C 
Voltage at Any Pin with Respect to Ground .... -0.3V to Vee +0.3V 
~e ........................................................ 1~ 
Lead Temperature (Soldering. 10 seconds) ......... ...... . .300° C 
Power Dissipation ........................................... 1 W 

NOTE: Absolute maximum ratings are those values beyond which 
the safety of the device cannot be guaranteed. Continuous operation 
at these limits is not intended; operation should be limited to those 
conditions specified under DC Electrical Characteristics. 

Operating Range 

Component Type Ambient Temperature' Vee 

Industrial _40° C to +85° C +3V to +12V 
Commercial O°C to +70°C +3V to +12V 

• Availability of Military tem peratu re range components to be 
announced. 

DC Electrical Characteristics 
TA ~ O°Cto f 70°C. Vee ~ f-5V t 10%, GND = OV 

Symbol Parameter Min Typ Max Unit Test Conditions 

V,H Logical 1 Input Voltage 0.7 Vee Vee V 

V,L Logical a Input Voltage 0 0.3 Vee V 

VOH Logical 1 Output Voltage 2.4 V IOH - -1.0 mA 

Vee-0.5 V lOUT - -10 I-'A 

VOL Logical a Output Voltage a 0.4 V IOL - 2 mA 

a 0.1 V lOUT = 10 I-'A 

IlL Input Leakage Current -1.0 1.0 I-'A as Y,N S Vee 

IOL Output Leakage Current -1.0 1.0 I-'A aS V,N S Vee 

Icc Active Su pply Current 5 mA lOUT ~ a 
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AC Electrical Characteristics 
T A - D° C to + 70° C, Vee ~ +5V ± 10%, GND ~ OV 

Symbol Parameter Min Typ Max Unit Test Conditions 

tAce Access Time from ALE 250 ns CL = 100 pF 

tAS Address 0-7, CE, IOT/M 50 ns 
Set-Up Time 

tAH Address 0-7, CE, IOT/M 50 ns 
Hold Time 

tROD Data Bus Disable 0 75 ns CL~ 100pF 

tARw ALE to Read or Write Strobe 75 ns 

tRO Read Strobe Width 200 ns 

tWR Write Strobe Width 200 ns 

tALE ALE Strobe Width (high) 100 ns 

tos Data Set-up Time 50 ns 

tOH Data Hold Time 75 ns 

tRWA Read or Write to Next ALE Time 100 ns 

tps Peripheral Data Set-up Ti me 100 ns 

tpH Peripheral Data Hold Ti me 100 ns 

too Port Data Output Valid 200 ns Port Loading ~ 100 pF 

tSB STB to Buffer Full Valid 250 ns 

tsw Minimum STB Width 200 ns 

tss Peripheral Data Set-up Time 100 ns 

tSH Peripheral Data Hold with Re- 100 ns 
spect to STB 

tSI STB to INTR Output 250 ns 

tRB RD to BF Output 250 ns 

tRI RD to INTR Output 250 ns 

tWB WR to BF Output 250 ns 

tWI WR to INTR Output 250 ns 

tpE Peripheral Bus Enable 200 ns 

tpz Peripheral Bus Disable 150 ns 
(TRI-STATE") 

Timer AC Electrical Characteristics (See Figure 5.) 
Symbol Parameter Min Typ Max Unit Test Conditions 

Fe Clock Frequency dc 2.0 MHz 

Fcp Clock Frequency dc 4.0 MHz Prescale selected 

tew Clock Pulse Width 200 ns 

tewp Clock Pulse Width 100 ns Prescale selected 

tew Gate Width 150 ns High or low time 

tGS Gate Set-up Time 100 ns With respect to negative going 
clock edge 

tGH Gate Hold Time 50 ns With respect to neg alive 
going clock edge 

teo Clock to Output Delay 250 ns CL ~ 1 DO pF 
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Capacitance 

Symbol Parameter 

CIN In put Capacitance 

COUT Output Capacitance 

General Timing Waveforms 

Read Cycle 

NOTE: Diagonal lines indicate 
interval of invalid data. 

Min Typ Max Unit 

4 7 pF 

6 10 pF 

(Read from RAM, Port or Timer) 

Write Cycle 

NOTE: Diagonal lines indicate 
interval of invalid data. 

(Write to RAM, Port or Timer) 
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Handshake Timing 

5TB --i" Isw t n 

I fS~ 
(:~~~~)E;~~ !lllZ17IJ/JX DATA VALID )(jj~7~""""'!/""""'!2"""'M"""'7I/""""'7~""""'!/"""'!2"""'/; 

BF 1 ' ISB: r l ~I~\~,--
~ tAl 

INTR ------ ~ I :1 
~~--~l~l----------------~~f, 

IOT~~ !(J/ / lliJiJ//J//J// !12m.. X!l///ft//lJ////I//JT/i 
ALE --------{lJ \ _________ -:.-1 __ 

I 

AD 0-7 II) !///Jl/J//II////J//ZX ADD~~~J ~ALlD >- ------~ --

NOTE: Diagcnal lines indicate 
interval of invalid data. 

Strobed Mode Input 

IOT7~ z:zx XlII Il///lJ!l///I/{(/l/ZzzzlllZzzmmm 
AD (0-7) 2Z0< PORT A ADDR XZlZlJX DATA IN X?2 2!OZZZZllflJlZZZ//lZV 

ALE \~--------------~4~~~---------------
\ -r-a 

INTR '-----~tw:I~~l ISII-~ 
BF ------IW-BI---'pl ISBI~~ '------

I 1---ISW~~ 5TB ---------------I-----i?' -----
[ACTIVE (MODE 2) IDa -I 

~ 1- OLD DATA X-------N-'-EW-D-AT-A----

i ~,:'~~" -'"~~'-~ __ m _______ n n ____ ~J.~ '" -I ~ ___ m __ _ 

NOTE: Diagonal lines indicate 
interval of invalid data. 

Strobed Mode Output 
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Timer Waveforms 

~tcW=1 
elK 

~ l ..... tGH 

GATE 1\ 
OUTPUT ~I 
(Active low) 

NSC810 Functional Pin Descriptions 
The function and mnemonic for the NSC81 0 input/output 
signals are described below: 

INPUT SIGNALS 

Reset (RESET): RESET is an active-high input that resets 
all registers to 0 (low). The RAM contents remain 
unaltered. 

Input/Output Timer or RAM Select (IOT/M): 10T/M is an 
I/O memory select input line. A logic 1 (high) input selects 
the I/O-Timer portion of the chip; a logic 0 (low) input 
selects the RAM portion of the chip. 10TlM is latched at 
the falling edge of ALE. 

Chip Enable (CE): CE is an active-high input that allows 
access to the NSC810. CE is latched at the falling edge of 
ALE. 

Read (RD): The RD is an active-low input that enables a 
read operalion of the RAM or I/O-Timer location. 

Write (WR): The WR is an active-low input that enables a 
write operation to RAM or I/O-Timer locations 

Address latch Enable (ALE): The falling edge of the ALE 
input latches ADO-AD?, CE and I o TiM inputs to form the 
address for RAM, I/O or timer. 

Timer 0 Input (TOIN): TOIN IS the clock input for timer 0 

OUTPUT SIGNALS 

Timer 0 Output (TOOUT): TOOUT is the programmable 
output of timer O. 

POWER SUPPLY PINS 

Positive DC Voltage (Vee): Vee IS the 3-12 volt supply pin. 

Ground (Vss): Vss is the ground reference pin. 

J-+C:-l 

I ~ I 
~ ~ \ 
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INPUT/OUTPUT SIGNALS 

Address/Data Bus (ADO-AD7): The multiplexed 
bidirectional address/data bus, ADO-AD? pins, are in the 
high impedance state when the NSC810 is not selected. 
ADO-AD? will latch address inputs at the falling edge of 
ALE. The address will designate a location in RAM, I/O or 
timer. WR input enables 8-bit data to be written into the 
addressed location. RD input enables 8-bit data to be read 
from the addressed location. The RD or WR inputs occur 
while ALE is low. 

Port A, 0-7 (PAO-PA7): Port A is an 8-bit basic mode 
input/output port, also capable of strobed mode I/O 
utilizing three control signals from Port C. Port A strobed 
mode outputs can be active or any of the three states of the 
TRI-STATE output. 

Port B, 0-7 (PBO-PB7): Port B is an 8-bit basic mode 
input/output port (see Figure 3 Port functions). 

Port C, 0-5 (PCO-PCS): Port C is a 6-bit basic mode I/O 
port. Each pin has a programmable second function, as 
follows: 

PCO/INTR: I NTR is an active-low strobed mode interrupt 
request to the Central Processor Unit (CPU). 

PC1/BF: SF is an active-high buffer full output to 
peripheral devices. 
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PC2/STB: STS IS an active-low strobe input from 
peripheral devices. 

PC3/TG: TG is the timer gating signal. 

PC4/T1 IN: T11N is the clock input for timer 1. 

PCS/Tl OUT: T1 OUT is the programmable output of 
timer 1 



Pin Configuration 

PC3/TG 
PC4/T1IN 

TOIN 
RESET 

PCS/T10UT 

Vee 
PC2/STB 
pel/SF 
PCO/INTR 
PB7 

TOOUT PB6 
IOTiM PBS 

CE PB4 

RD PB3 
WR PB2 

ALE PB1 

ADO PBD 
AD1 PA7 
AD2 PAS 

AD3 PAS 
AD4 PA4 
ADS PA3 

AD6 PA2 
AD7 PAl 
Vss PAD 

(12-19) 

ADo-7 ...... ~ 

~ _____ ...r--

CONTROL 
LOGIC 

RAM 
1024 BITS 
(128 X 8) 

ADDRESS/ 
DATA 

BUFFERS & 
LATCHES 

TO COMMAND 

TO IN~I TO PRESCALE 

Vcc~ 
GND~ 

PRESCALE 
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NSC810 Functional Description 
Refer to Figure 1 for a detailed block diagram of the 
NSCS10. 

Random Access Memory (RAM): The memory portion of 
the RAM-I/O-Timer is accessed by a 7-bit address input to 
pins ADO through AD6. The I o Tiiiii input must be low 
(RAM select) and the CE input must be high at the falling 
edge of ALE to address the RAM. Address bit AD7 is a 
"don't care" for RAM addressing. Timing for RAM read 
and write operations is shown in the RAM timing 
diagrams. 

Input/Output (I/O): The I/O portion of the NSC810 
contains three sets of I/O called Ports. There are two ports 
(A and B) which contain eight bits each and one port (Port 
C) which has six bits. Any bit or combination of bits in a 
port may be addressed with Set or Clear commands. A 
port can also be addressed as an S-bit word (6 bits for Port 
C). All ports share common function of Read, Write, Bit­
Set and Bit-Clear. Additionally, Port A is programmable 
for strobed (handshake) mode input or output. Port C has 
programmable second functions for each bit associated 
with strobed modes and timer functions. Table 1 defines 
the address location of the ports, timers and control 
registers. 

(21-28) 

PAD 7 

(29-36) 

PBo 7 

(37-39,1,2,5) 

PCO-5 
HANDSHAKE & 

TIMER 
FUNCTIONS 

Note: Applicable Pinout Numbers Are 
Included Within Parentheses 

FIGURE 1. NSC810 Detailed Block Diagram 20-7 
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MODE DEFINITION REGISTER (MDR) 

The Mode Definition Register (MDR) defines the 
operating mode for Port A. While Ports Band Carealways 
in the basic I/O mode, there are four operating modes for 
Port A: 

Mode 0 - Basic I/O (Input or Output) 
Mode 1 - Strobed Mode Input 
Mode 2 - Strobed Mode Output - Active Peripheral 

Bus 
Mode 3 - Strobed Mode Output - TRI-STATE 

Peripheral Bus 

The MDR has the 1/0 address assignment xxx00111 and is 
illustrated for the four modes' 

~ Bit 
MOde~ 

o 
1 
2 
3 

765 432 o 
xxxxxxxO 
x x x x x x 0 
x x x x x 0 
x x x x x 

x = don't care 

DATA DIRECTION REGISTERS (DDR) 

Each port bit has a data direction register (DDR) that 
defines the I/O state of the bit The bit is configured as an 
input if a "0" is written into its DDR, or as an output if a ''1'' 
is written. The DDR bits cannot be individually written to; 
the entire DDR byte is affected by a write to the DDR ad­
dress. Thus, all data must be consistent with the direction 
desired for each port 

Table 1. 

1/0 and Timer Address Designations 

8-Bit Address Field Designation 
Bits 1/0 Port, Timer, etc. 

7 6 5 4 3 2 0 

x x x a a 0 a 0 Port A (byte) 
x x x a 0 0 0 1 Port B (byte) 
x x x 0 a a 0 Port C (byte) 

x x a a a 1 Not Used 
x x x 0 a a a DDR - Port A 
x x x 0 a a 1 DDR - Port B 
x x x a a 0 DDR - Port C 
x x x 0 a 1 1 Mode Definition Reg. 
x x x 0 a a a Port A - Bit Clear 
x x x 0 0 0 1 Port B - Bit Clear 

x x x a 0 0 Port C - Bit Clear 
x x x 0 a 1 Not Used 
x x x a 0 a Port A - Bit Set 
x x x 0 a 1 Port B - Bit Set 
x x x a 0 Port C - Bit Set 

x x 0 Not Used 

x x a a a a Timer 0 (LB) 
x x x a 0 a 1 Timer a (HB) 
x x x a 0 a Timer 1 (LB) 
x x x a 0 1 1 Timer 1 (HB) 

x x x a 0 a STOP Timer 0 
x x x 1 a a 1 START Timer a 
x x x 1 a a STOP Timer 1 
x x x 1 0 1 START Timer 1 
x x x 1 0 a a Timer 0 Mode 
x x x 1 a a Timer 1 Mode 

_. don't care 
LB Low Order Byte 
HB c High Order Byte 

• A write accesses the Modulus Register. 
A read accesses the Timer 
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R (Read) 
W (Write) 

R/W 
R/W 
R/W 

W 
W 
W 

W 

W 
W 
W 

W 

W 
W 

W 
W 
W 

W 
R/W 
R/W 



Any write or read operations on a port contradicting the 
DDR will not affect the port output or input. However, a 
read of a port bit, defined as an output, will cause a read 
from the output latch, and a write to a port bit, defined as 
an input, will modify the output latch. Refer to Figure 2. 

PORT FUNCTIONS - BASIC I/O 

Basic I/O is the mode of operation of Ports Band C and 
mode 0 of Port A (defined by the MDR). Read and write 
byte operations, and bit operations can be executed in the 
basic I/O mode. The timing for basic input and basic 
output modes is shown in the AC Characteristics tables. 

When a read occurs, the information is latched from the 
peripheral (Port) bus during the leading (falling) edge of 
the RD strobe. When a write occurs, the port bus is 
modified after the trailing (rising) edge of the WR strobe 
with data from the AD bus. Port output data remains valid 
at the output pin from one trailing edge of WR strobe to the 
trailing edge of the next WR strobe which then modifies 
that port. 

BIT OPERATIONS 

The I/O features of the RAM-I/O-Timer allow modification 
of a single bit or several bits of a port with Bit-Set and Bit­
Clear (see Figure 2). The address is set up to indicate that 
a bit set (or clear) is taking place. The incoming data on 
the address/data bus is latched at the trailing edge of the 
WR strobe and is treated as a mask. All bits containing 
"1's" will cause the indicated operation to be performed on 
the corresponding port bit. All bits of the data mask with 
"D's" cause the corresponding port bits to remain 
unchanged. Three sample operations are given, using 
Port B as an example: 

Operation Set B7 Clear B2 Set B4, B3 
& BO & B1 

Address xxx01101 xxx01001 xxx01101 

Data 10000000 00000101 00011010 

Port Pins 

Prior State 00001111 10001111 10001010 

Next State 10001111 10001010 10011010 

INTERNAL 
DATA BUS WR(SET) 

~R ! WR(fLR) 

~ OUTPUT DATA L~:r __ P_(i1)_ 
I I LATCH I l--( 

~~)--r4--~ 
(DATA DIRECTION) 

MUX 

INPUT DATAl 
LATCH r 

t 
FIGURE 2. Block Diagram for Port Bit (i) 20-8 
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PORT A - STROBED (HANDSHAKE) MODE 

Port A can be programmed (via the MDR) into one of 3 
types of strobed mode for handshake communication with 
Intelligent peripherals. When Port A is in mode 1,2, or 3 
(see description of MDR), Port C pins 0, 1, and 2 are used 
as handshake signals between the peripheral and the 
CPU. These handshake signals are designated STB, BF, 
and INTR. Bit Set and Clear operations are not allowed on 
these bitsof Port C when Port A is in strobed mode. Timing 
parameters and timing diagrams are detailed under AC 
Ch aracteristics. 

INTR (Strobe Mode Interrupt) IS an active-low 
interrupt from the I/O to the CPU. I n strob­
ed Input Mode, the CPU reads the valid 
data at Port A to clear the interrupt. In 
strobed Output Mode, the CPU clears the 
interrupt by writing to Port A. 

The interrupt is enabled or disabled by set­
ting or clearing Bit 2 of Port C. 

STB (Strobe) is an active-low input from the 
peripheral device, signaling that data­
transfer is about to begin. This strobe is 
interpreted as an "output request" if Port A 
is in a strobed output mode, or as a "data­
valid" signal if Port A is in strobed input 
mode. 

BF (Buffer Full) is an output from the I/O to the 
peripheral signaling that data transfer is 
complete. In strobed input mode, this 
strobe indicates that data is received into 
Port A and that no further data should be 
transmitted by the peripheral device until 
the port has been read (emptied). In strob­
ed output mode BF indicates that the 
request from the peripheral has been pro­
cessed by the CPU and the valid data now 
appears in Port A. 

The bits of Port C that are used for handshake control of 
Port A (bits CO, C1, & C2) must be direction-defined 
appropriately in the DDR. Also, the DDR of Port A must be 
consistent with the mode specified in the MDR. Register 
set-up configurations for the three handshake modes are 
illustrated in Table 2. 

Table 2. 

Mode Definition Register Configurations 

Mode MOR OOR ODR Port C 
Port A Port C Output 

Latch 

Strobed xxxxxx01 00000000 xxx011 xxx1xx 
Input 

Strobed 
Output xxxxx011 11111111 xxx011 xxx1xx 
(Active) 

Strobed 
Output xxxxx111 11111111 xxx011 xxx1xx 
(TRI-
STATE) 



TIMERS 

The two timers in the RAM-I/O-Timer are 16-bit binary 
down counters, each timer having six modes of operation. 
Full count is reached at "n+1 ", where'n" is the value 
loaded into the modulus register. Read and write 
commands can occur at any time, asynchronous to timer 
operation by addressing the timer read buffer or modulus 
register, respectively. Each timer has a mode register and 

TIN(CLK) START/STOP LOGIC 
TG(GATE) AND I-=T=-~I 

WR __ ~ __ P_R_E_S_C_A_LE_R_~ 

a write-only start/stop register. Each timer also has a 
prescaler which divides the incoming clock signal by a 
programmable value, extending the effective ranges of the 
timers while maintaining 16-bit precision. Selected timer 
outputs are +1 or +2 for Timer 1, and +1, +2, or +64 for 
Timer O. A diagram representing one timer and associated 
registers is shown in Figure 3. 

INTERNAL BUS 

TERMINAL 
COUNT 

16 

CONTROL _________________ --J 

FIGURE 3. Timer Internal Block Diagram (One of Two) 

SELECTING TIMER MODE 

The Timer Mode Register (TMR) may be written 6r read at 
any time; however, to assure accurate timing it is 
important to modify the mode when the timer IS stopped. 
The timer mode is selected from one of six modes with 
TMR bits O. 1, and 2. Bits 3 and 4 select the prescale value if 
the prescaler is to be used. Bits 5, 6 and 7 select the 
read/write mode, gate input polarity, and output sense 
(active high or low). The bit functions of the TMR are 
further Illustrated in Figure 4. Details of each timer mode 
are illustrated in Figure 5, 
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TMR 7 6 5 4 3 2 1 0 

~LTiming Mode 

~ pres:e Value 

RD/WR Mode 

Gate Input Polarity 

L..... _______ Output Sen,se 

BIT 2 1 0 

o 0 1 
o 1 0 
o 1 1 

o 0 
1 0 
1 1 0 

Timer Function 

Event Counter 
Event Timer (Stop watch) 
Event Timer (Resetting) 
One Shot 
Square Wave 
Pulse Generator 

NOTE: 000 and 111 are no op's (timer halted, output 
Inactive). 

FIGURE 4. Timer Mode Register (Mode Selection) 



Timer Mode Examples 
(Modulus register is loaded with 0004 for these examples.) 

CLOCK 

COUNT 

WR (ADDRESS START) 

RD (ADDRESS TIMER) 

OUTPUT (ACTIVE-LOW INTERRUPT) 

~I ~ ONE CYCLE 

Mode 1: Counter 

CLOCK 

COUNT 

WR (ADDRESS START) 

RD (ADDRESS TIMER) 

_I ~ ONE CYCLE 

GATE (ACTIVE-HIGH) ______ ..:r 

OUTPUT (ACTIVE-LOW INTERRUPT) 

Mode 2: Timer 

CLOCK 

COUNT 

WR (ADDRESS START) 

RD (ADDRESS TIMER) 

_I I" ONE CYCLE 

GATE (ACTIVE-HIGH) ______ ..... 

OUTPUT (ACTIVE-LOW) 

Mode 3: Timer 20-12 

CLOCK 

COUNT 

WR (ADDRESS START) 

~ I" ONE CYCLE 

GATE (ACTIVE-HIGH) _______ --1 

OUTPUT (ACTIVE-LOW) 

Mode 4: One Shot 20-13 
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'-1 1_ ONE CYCLE 

ceoc' 
_ COUO'~""'~43210 

WR (ADDRESS START) _ _ 

OUTPUT 

Mode 5: Square Wave 20-14 

.-1 1_ ONE CYCLE 

CLOCK 

_ couo,= 
WR(ADDREssSTART) _ _ _ 

Prescale 

Read/Write 

OUTPUT 

Mode 6: Pulse Generator 20-15 

FIGURE 5. Timer Mode Examples 

The timer output is affected by the 
prescale selection. The 'output responds to 
the timer clock, not the incoming clock 
(TIN); so, TOUT will be prescaled by the 
same value as the timer. Although the 16-
bit prescaled count of the timer may be 
read, the internal value of the prescaler 
cannot be read by the user. A "00" for either 
timer represents .~ 1 (no prescale). Timer 
a has the two possibilities of c- 2 or ~ 64: 

TIMER Bit 4 3 

a a 
a 1 
1 x 

Prescale 

1 
2 
64 

Timer 1 has only the :- 2 prescale available; 
TMR bit 4 IS a "don't care' 

TIMER Bit 43 

x a 
x 1 

Prescale 

1 
2 

A two-byte word (or a single byte when 
one byte IS a "don't care") may be read from 
or wlltten to the timers. To program the 
timer buffers. TMR bit 5 must be set as 
follows: 

a - Double byte read or wllte Low byte 
first, then high byte (see note) 

1 - SI ngle byte read or wllte Low byte 
only - high byte "don't care" 
or high byte only with low byte 
"don't care" 
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NOTE: The order of fow byte first, high byte second 
must be maintained for proper Read/Write 
communications 

Gate Input Polarity and Output Sense 

Either timer (or both) programmed In one of 
the gated modes (010, all, or 100) can select the 
gate input TG as true or complement. A "1" in bit 
6 of the TMR selects the complement of TG; a 
"O"selects the true value. Similarly, TMR, bit 7 
selects active-low output if programmed with a 
"0", or active-high if programmed "1". See Figure 
6 

TG~D1---,TIMER hD-TOUT 

TMR 1 r 
BIT 6 TMR 

BIT 7 20-16 

FIGURE 6. Gate Input Polarity and Output Sense 



STARTING/STOPPING THE TIMERS The timer will start only when the gate (TG) is active if the 
timer is in a gated mode. 

To start either timer, the applicable START address must 
be written into I/O location xxx10101 for Timer 0, and Into 
xxx 1 0111 for Ti mer 1. The data for the start (or stop) write 
is "don't care" so that the trailing edge of the WR strobe 
may be referenced for accurate timing applicatIOns. The 
timer will start as soon as this edge propagates within the 
chip. 

Stopping the timer occurs with the trailing edge of the WR 
strobe when the applicable STOP address is written into 
I/O location xxx10100 for Timer 0, and into xxx10110 for 
Timer 1 The timer will also stop when the gate goes to an 
Inactive state If the timer is in mode 2 or 3. The timer is 
always halted when the TMR bits 0, 1, and 2 are all "1 's" or 
all "O's" START/STOP timing is illustrated in Figure 7. 

TIN 

ADDRESS 

TIMER CLOCK FOR 
NON-GATED MODES 

(1.5.6) 

TG (GATING SIGNAl) 
(TMR 6 ~ 0) 

TIMER CLOCK FOR 
GATED MODES 

(2.3.4) 

Ir-'---) -I -----:-I-U __ twsp 

:z; START Y/jITmzmJJ///lzmzzm771/ STOP '<VOlmZ 
ADDRESS / ADDRESS 

VALID / r-' VALID 

INTERNAL jTIMER ;CTIVE I 
____________________________ --.-___ }t --tGST ~~~_--___ t_G_S_P __________________ ___ 

\..F\....I 
~ 

INTERNAL TIMER ACTIVE 

NOTES: For Mode 4 (one shot). only start-timing applies 

tWST - WR set-up for starting timer 150 ns 
twsp - WR set-up for stopping timer 150 ns 
tGST - TG (gate) set-up for starting timer 100 ns 
tGSP - TG (gate) set-up for stopping timer 100 ns 

FIGURE 7. Start/Stop Timing 
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NOTE: Diagonal lines indicate 
interval of invalid data. 

20-17 



TIN, TOUT, AND TG 

Timer 0 has dedicated pins for its clock, TOIN, and its 
output, TOOUT. Timer 1 must borrow its input and output 
pins from Port C. This is accomplished by writing to the 
TMR for Timer 1. If mode 1, 2, 3,4,5, or 6 is specified in 
TMR 1, the pins from Port C (PC-3, PC-4, and PC-5) are 
automatically made available to the timer(s) for gating 
(TG), T1IN, and T1 OUT, respectively. These pins are also 
taken from Port C any time Timer 0 is in mode 2, 3, or 
4. This is also automatically accomplished by writing 
TMR O. 

TG (PC-3), the timer gate, is used to hardware control the 
starting/stopping (or triggering) of the timers. Eithertimer 
or both may use TG. 

The DDR for Port C must be programmed with the correct 
I/O direction for TG and the input and output of Timer 1. 
Several examples showing various programmed 
conditions for the timers are shown in Table 3. 

Table 3. 

Timer Programming Selection 

Mode Register Bit Mode Description Port C DDR 
Output Gate 
Sense Polarity Read/Write Mode Prescale Timing 

7 6 5 4 3 2 1 0 Active Active Single/Double Value Mode 5 4 3 2 1 0 
LlH LlH Byte 

TIMER 0 

x x x x x 0 0 0 x x x x 0 x x x x x x 

0 x 0 a 0 a a 1 L x D 7 1 1 x x x x x x 

1 x a 1 x 1 1 0 H x D 'C 64 6 x x x x x x 

1 0 a 0 1 1 0 0 H H D ~ 2 4 1 a 0 x x x 

0 1 1 a 0 a 1 0 L L S 1 2 1 0 0 x x x 

TIMER 1 

x x x x x 1 1 1 x x x x 7 x x x x x x 

0 x 0 x 0 0 a 1 L x D 7 1 1 1 a a x x x 

1 0 1 x 1 1 0 1 H H S 7 2 5 1 a a x x x 

a 1 a x 0 a 1 1 L L D 1 3 1 a 0 x x x 

x = "don't care" 
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Physical Dimensions 
inches (millimeters) 

(52324) 
MAX 

~RAO 
(06351 

O.53G-0550 

000500.5 

W 127-06351 

113.462-13.970) 
MAX GLASS 

I 

~~~~~~=c~==~==~~~ 

0115 0.200 

~~~I~~~I 
-'-_--'-1_ 

I 06850025 I 
1--0740006351--

---.----.,l,- ~ ~ 0.0'"'0.001 II I ~ J ~" .. 94m 

~- O_060000~ (04&70051)1- 0100'0.010 0.050 

(3M~~51 115240~~~ TYP (254(1' U~~~ I '~;~7~~OTH ENDS) 

0.062 

(151-5) "", 

RAD 

PIN NO I INDENT 

0.030 

0.060 (0.162) 

r-'C;I:'T·~.:.::-,-~.::;:.~:.:c:8::,) -fI:!.: 
f 0.625~::: +10229-03811 
~ - ~.815 ~~~~.~) -I (~.:~: :.~~~) 

Ceramic Dual·ln·line Package [Cerdlp (J)] 

0.050 

0550 0 oo~ 

113.97001271 

I 

~
(1m)_- ~~~O __ ~005 

TYP (330201271 

-1 ! 
I .- fo!'o 

, _I 010~ __ 1_ 0(118 on03 012~(~~~8) 
I 12540) (0457 00761 (31751 

TYP MIN 

Plastic Dual·in·Line Package (N) 
Ordering Information 
NSC810XX 

I LMI ~ Industrial Temperature (·40°C 10 +850 C) 
- Mihtary Temperature (Availability to be announced) 

N = Plastic Package 
J - Ceramic Dual·ln·Line Package [Cerdip (J)] 

National Semiconductor 

~Corpora'ion 
2900 Semiconductor Drive 

Santa Clara CA 95051 

Tel 

Nalional Semiconductor GmbH NS International Inc .. Japan National Semiconductor 
Eisenhelfnerstrasse 61'11 (Hong Kong) Ltd. 
8000 Munchen 21 160 8th Floor 

Wf'sl 

Tel 

Telex 73866 NSEHK HX 
Cable NATSEMI 

N5 ElectrOnics 00 Brasil 

Avda 

Bayswater 

Australia 
Sao Paulo. BraSil Tel 03-729-6333 

Telex 1121008 Cablne Sao Paulo Telex 32096 

National does not assume any responSibility for use of any CirCUItry deSCribed no CirCUit patent licenses are Implied and National reserves the fight at any time Without notice. to change said circuitry 
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NSC830 ROM-I/O; NSC831 I/O Only 

General Description 
The NSC830 is a ROM-I/O device contained in a standard 
40-pin, dual-in-line package. The chip, which is fab­
ricated using P2CMOS silicon gate teChnology, functions 
as a memory, and an input/output peripheral interface 
device. The memory is comprised of 16,384 bits of ROM 
organized as 2048 x 8. The 1/0 portion consists of 20 
programmable inputloutput bits arran(;ed as three 
separate ports, with each bit individually definable as an 
in put or output. The port bits can be set or cleared 
individually and can be written to or read from in bytes. 
Several types of strobed mode operations are available 
through Port A. 

The NSC831 1/0 Only is similar to the NSC830 except it 
has no ROM. The NSC831 is useful for prototyping work 
prior to ordering the NSC830, and when on-chip ROM is 
not required. 

NSC800 Microcomputer Family Block Diagram 

(8) 
ADO-7 

(8) 

NSC800 RD 
(CPU) WR 

ALE 
10/M 

RESET OUT 

I 
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Features 
• 2K x S Read Only Memory 

• Three Programmable 1/0 Ports 

• 3-12 V Power Su pply 

• Very Low Power Consumption 

• Fully Static Operation 

• Single-Instruction I/O Bit Operations 

• Directly Compatible With NSCSOO Family 

• Strobed Modes Available on Port A 

Vee GND (8) PORTA ADO-7 
8 BITS 

(8) 
PORT B 

NSC810 8 BITS 
RAM (6) PORTC 
I/O 

TIMER 6 BITS 

-TIMER 0 IN 
TIMER 0 OUT 

(8) PORT A 
8 BITS 

(8) 
PORT B 

NSC830 8 BITS 
ROM (4) 
I/O PORTC 

4 BITS 



Absolute Maximum Ratings 

Storage Temperature Range ............ ....... ... -65" C to 150" C 
Voltage at Any Pin with Respect to Ground ... . -0.3V to Vee +0.3V 
V~ ............................. ..... . ............... ...... 15V 
Lead Temperature (Soldering. 10 seconds) ............ .... .300" C 
Power Dissipation ...... .. . ..... ..... . ............ ........ 1W 

NOTE: Absolute maximum ratings are those values beyond which 
the safety of the device cannot be guaranteed. Continuous operation 
at these limits is not intended; operation should be limited to those 
conditions specified under DC Electncal Characteristics. 

Operating Range 

Component Type Ambient Temperature- Vee 

Industrial _40" C to +85" C +3V to +12V 
Commercial 0" C to +70" C +3V to +12V 

• Availability of Military temperature range components to be 
announced. 

DC Electrical Characteristics 

TA = O"C to + 70"C, Vee = +5V ± 10%, GND = OV 

Symbol Parameter Min Typ Max Unit Test Conditions 

VIH Logical 1 Input Voltage 0.7Vee Vee V 

VIL Logical 0 Input Voltage 0 0.3 Vee V 

VOH Logical 1 Output Voltage 2.4 V IOH = -1.0mA 
Vee -0.5 lOUT = -10/lA 

VOL Logical 0 Output Voltage 0 0.4 V IOL = 2mA 
Vee -0.5 V lOUT = 10/lA 

IlL Input Leakage Current -1.0 1.0 /lA o <; VIN <; Vee 

IOL Output Leakage Current -1.0 1.0 /lA o <; VIN <; Vee 

lee Active Supply Current 5 mA lOUT = 0 

A-41 



AC Electrical Characteristics 
TA = DoC to + 70°C, Vcc = +5V ± 10%, GND = OV 

Symbol Parameter Min Typ Max Unit Test Conditions 

tACC Access Time from ALE (Note 1) 250 ns CL = 100 pF 

tAS Address Set-Up time 50 ns 

tAH Address Hold Time 50 ns 

tADD Data Bus Disable 0 75 ns CL=100pF 

tAAW ALE to Read or Write Strobe 75 ns 

tAD Read Strobe Width 200 ns 

tWA Write Strobe Width 200 ns 

tALE ALE Strobe Width (high) 100 ns 

tDS Data Set-up Time 50 ns 

tDH Data Hold Time 75 ns 

tAWA Read or Write to Next ALE Time 100 ns 

tps Peripheral Data Set-up Time 100 ns 

tPH Peripheral Data Hold Time 100 ns 

tDa Port Data Output Valid 200 ns Port Loading = 100 pF 

tSB STB to Buffer Full Valid 250 ns 

tsw Minimum STB Width (Note 2) 200 ns 

tss Peripheral Data Set-up Time 100 ns 

tSH Peripheral Data Hold with Re- 100 ns 

spect to STB 

tSI STB to INTR Output 250 ns 

tAB RD to BF Output 250 ns 

tAl RD to INTR Output 250 ns 

tWB WR to BF Output 250 ns 

tWI WR to INTR Output 250 ns 

tpE Peripheral Bus Enable 200 ns 

tpz Peripheral Bus Disable 150 ns 

(TRI-STATE) 

Note: 1 See Read and Write Waveforms. 

Note: 2 See Strobe Mode Input and also Strobed Mode Output Waveforms. 
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Capacitance 

Symbol Parameter Min Typ Max Unit Test Conditions 

Input Capacitance 4 7 pF 

COUT Output Capacitance 6 10 pF 

Timing Waveforms 

Read Cycle 

IO~~ !(!lJ'JII1 I FJI ///II !l//JIIf////J////1fl1J' /iJZl 
AD(O-7) W/@fiADDRESSIN),I(lllll){..DATAVALlD)r----

ALE /.' LIAS '* IAH .1 IACC ·1 I r-
I IALE I IARW I ~I I 

Write Cycle 

t 1" It I~ 

NOTE: Diagonal lines indicate 
Interval of invalid data 

(Read from ROM, or Port) 

NOTE Diagonal lines indicate 
Interval of invalid data 

(Write to Port) 
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Handshake Timing 

STB -t Isw },.-----'llll------
I I Iss I ISH I 

(:5=~~)E~~~ I/JI!)71/J!i. DA:A ~ALlD ~""'%""'~"""'7/"""'!/T"1Z"""'0r-T%""""'7/;"""~"""!/"""'~"""'I!"""'/ 
BF ,. ISB: ;rl I~l 

~I 
----------~~ ~ 

INTR \: I ~Ir­~~--~1~1 --------------------~~~ 

I06~ !lJfilJjj/JIIlJllJj!l2m X7J17///JIIi 1/1/07// 
ALE ---------------------~lJ \ ....... _________________ --:-1 ____ ____ 

I 

AD(O-7) ///J/.../I!III)! !IIJ///I/IJXADD~~~~ ~ALlD}--- - - - ~--

NOTE: Diagonal lines indicate 
interval of invalid data. 

Strobed Mode Input 

u 

I06~ z:ax XTOJIIT/////Jlll/((iTOZIlZ7IIlZZZIlIlIlZ 
AD(O-7) ZZX PORT A ADDR XZZZlJX DATA IN Xl( 2!IlZZZzmm7lZZ/lm 

ALE \ 4~l------------------

'-----Iwe ---\..)2 Is,I.---+-1 
\ F}:2 

INTR f' 1 ~ 
BF --------IWB-:-I--.Jrl Iss -~ '-----

I ~--Isw--I 
STB ~-AC-TI-VE-(M-O-DE-2-) ------I-Do-I---(I ~ ~ 1-----
~ OLD DATA X NEW DATA 

i ''''''~'=_~M_oo:_!! ______________________________ ~~6 'e' ~I J;::------------
NOTE Diagonal lines indicate 

interval of invalid data 

Strobed Mode Output 
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NSC830 Functional Pin Description 

The following describes the function of all NSC830 
input/output pins. Some of these descriptions reference 
internal circuits. 

INPUT SIGNALS 

Master Reset (RESET): An active-high input on the 
RESET pin initializes the chip causing the three I/O ports 
(A, B and C) to revert to the input mode. The three ports, 
the three data direction registers and the mode definition 
register are reset low (0). 

Input/Output/Memory Select (IOiM): The 10/M pin is a 
latched, select input line. A high (1) input selects the I/O 
portion of the chip; a low (0) input selects the ROM 
portion of the chip. The select input is latched by the 
trailing edge (high to low transition) of the ALE signal. 

Chip Enable (CEo/CEo, IOR/CE,/CE,): The chip enable 
inputs are mask programmable at the factory. The CE 
inputs permit the use of multiple NSC830's in a system 
without using a chip select decoder. The CE inputs must 
be active at the falling edge of ALE. At ALE time, the CE 
inputs are latched to provide access to the NSC830. The 
lOR input performs the same function as the combination 
of 10iM input' high and the RD input low. 

Read (RD): When the RD (or the lOR, when mask 
programmed) input is an active low, data is read from the 
AD(0-7)bus. When both RDand lOR are high, the AD (0-7) 
bus is in the high impedance state. 

Write (WR): When the CE inputs are active, and the 10iM 
input is high, an active low WR input causes the selected 
output port to be written with the data from the AD(0-7) 
bus. 

Address Latch Enable (ALE): The trailing edge (high to 
low transition) of the ALE input signal latches the 
address/data present on the AD(0-7) bus, A(8-10) bus, 
plus the input control signals on 10/M, CEo/CEo, and 
CE,/CE,. 

Address Bus A (8-10): The high-order bits of the ROM 
address are input on this 3-bit bus and are latched by the 
high-to-Iow transition of the ALE input. These bits do not 
affect the I/O operations. 

Power (Vee): 3-12 volt supply. 

Ground (Vss): Ground reference 

INPUT/OUTPUT SIGNALS 

Bidirectional Address/Data Bus AD (0-7): The lower 8 
bits of the ROM or I/O address are applied to these pins, 
and latched by the trailing edge of ALE. During read 
operations, 8 bits are present on these pins, and are read 
when RD or lOR is low. During an I/O write cycle, Port A, 
B, or C is written with the data present on this bus at the 
trailing edge of the WR strobe. 
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Ports A, B, C [PA (0-1), PB (0-1), PC (0-3)): These are 
general purpose I/O pins. Their input/output direction is 
determined by the contents of the Data Di rection 
Registers (DDRs) 

PAD 
AS 
A9 

AID 
RESET 

PIN CONFIGURATION 

Vee 
PAl 
PA2 
PA3 
PA4 

CEo/CEo' PAS 
101M PA6 

IOR/CEJiCE,' PA7 
RD PCD/INTR 
WR PCt/BF 

ALE PC2ISTB 
ADO PC3 
ADt PBD 
AD2 PBt 
AD3 PB2 
AD4 PB3 
ADS PB4 
AD6 PBS 
AD7 PBS 
Vss PB7 -c ____________ r-

'NOTE: Pin 6 is mask programmable as CEo or CEo. 
Pin 8 is mask programmable as lOR, GE1, or CE,. 
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PIN CONFIGURATION 

PAD Vce 
PAt 
PA2 
PA3 

RESET PA4 
CEo PAS 
Vcc PA6 
CE, PA7 
RD PCD/INTR 
WR NSCS3t PCt/BF 

ALE PC2/STB 
ADO PC3 
ADt PBD 
AD2 PBt 
AD3 PB2 
AD4 PB3 
ADS PB4 
AD6 PBS 
AD7 PB6 
Vss PB7 

'NOTE: Tie pins 2, 3 and 4 to either Vec or Vss. 
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NSC830 Functional Description 

Refer to Figure 1 for a detailed block diagram of the 
NSC830, while reading the following paragraphs. 

Read Only Memory (ROM): The memory portion of the 
ROM-liD is accessed by an 11-bit address input to pins 
AD (0-7) and A (8-10). The 10iMinput must be low (ROM 
select) and the chip enable inputs in the active 
programmed state at the falling edge of ALE to address 
the ROM. Timing for ROM read and write operations is 
shown in the timing diagrams. 

CEolCEo 
(6) 

IOR/CE,/C]:, 
(8) 

WR 
(10) 

RD (9) 

101M 
(7) 

ALE 
(11) 

RESET 
(5) 

(2-4) 
A(8-10) •• ii".~ 

(12-19) 
AD(0-7) ...... ~ 

VCC----'(~40:..:.1_ .. 
GND---,(c:.20:!.)_ .. 

CONTROL 
LOGIC 

ROM 
16,384 BITS 
(2048 X 8) 

ADDRESS 
BUFFERS 

ADDRESSI 
DATA 

BUFFERS 
AND 

LATCHES 

INTERNAL 
DATA 
BUS 

NOTE: Applicable pinout numbers are included 
within parentheses. 

Input/Output (I/O): The I/O portion of the NSC830 
contains three sets of I/O called Ports. There are two ports 
(A and B) which contain 8 bits each and one port (Port C) 
which has 4 bits. Any bit or combination of bits in a port 
may be addressed with Set or Clear commands. A port 
can also be addressed as an 8-bit word (4 bits for Port C). 
All ports share common functions of Read, Write, Bit-Set 
and Bit-Clear. Additionally, Port A is programmable for 
strobed (handshake) mode input or output. Port C has a 
programmable second function for each bit associated 
with strobed modes. Table 1 defines the address location 
of the ports, and control registers. 

PORTA 

PORTB 

PORTC 

PA(0-7) 

(21-28) 

PB(0-7) 

(29-32) 

PC(0-3) 
HANDSHAKE 

FIGURE 1. NSC830 Block Diagram 46-5 
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Table 1. 1/0 and Address Designations 

8-BII Address Field 
B i t s 

7 6 5 4 3 2 1 0 

x x x a a a a a 
x x x a 0 0 0 1 
x x x 0 0 0 1 0 
x x x a 0 a 1 1 
x x x 0 0 1 0 0 
x x x 0 0 1 0 1 
x x x a a 1 1 0 
x x x a 0 1 1 1 
x x x 0 1 0 0 a 
x x x 0 1 0 0 1 
x x x a 1 0 1 0 
x x x 0 1 0 1 1 
x x x 0 1 1 0 0 
x x x a 1 1 0 1 
x x x 0 1 1 1 0 
x x x 0 1 1 1 1 

x ~ don't care 

MODE DEFINITION REGISTER (MDR) 

The Mode Definition Register (MDR) defines the 
operating mode for Port A. While Ports Band C are always 
in the basic 1/0 mode, there are four operating modes for 
Port A: 

Mode 0 - Basic 1/0 (Input or Output) 
Mode 1 - Strobed Mode Input 
Mode 2 - Strobed Mode Output - Active Peripheral 

Bus 
Mode 3 - Strobed Mode Output - TRI-STATE 

(high impedance) 
Peripheral Bus 

The MDR has the 1/0 address assignment xxxOOlll. The 
bit configuration for the mode selection is illustrated 
below: 

""BIT 
MODE "" 7 6 5 4 3 2 1 0 

a x x x x x x x a 
1 
2 
3 

xxxxxx01 
xxxxxOll 
xxxxxill 

x ~ don't care 

DATA DIRECTION REGISTERS (DDR) 

Each port bit has a data direction register (DDR) which 
defines the 1/0 state of the bit. The bit is configured as an 
Input if a "0" is written into its DDR, or as an output if a "1" 
is written. The DDR bits cannot be individually written to; 
the entire DDR byte is affected by a write to the DDR ad­
dress. Thus all data must be consistent with the direction 
desired for each port. 

Designation R (Read) 
1/0 Pori, etc. W (Write) 

Port A (byte) R/W 
Port B (byte) R/W 
Port C (byte) R/W 

Not Used -
DDR - Port A W 
DDR - Port B W 
DDR - Port C W 

Mode Definition Reg. W 
Port A - Bit Clear W 
Port B - Bit Clear W 
Port C - Bit Clear W 

Not Used -

Port A - Bit Set W 
Port B - Bit Set W 
Port C - Bit Set W 
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Not Used -

Any write or read operations on a port contradicting the 
DDR will not affect the port output or input. However, a 
read of a port bit defined as an output will cause a read 
from the output latch, and a write to a port bit defined as 
an input will modify the output latch. 

PORT FUNCTIONS - BASIC 1/0 

Basic 1/0 is the mode of operation of Ports Band C and 
mode 0 of Port A (defined by the MDR). Read, write, and 
bit operations can be executed in the basic 1/0 mode. The 
timing for basic input and basic output modes is shown in 
the AC Characteristics tables. 

When a read occurs the information is latched from the 
peripheral bus on the leading (falling) edge of the RD 
strobe. When a write occurs the port bus is modified after 
the trailing (rising) edge of the WR strobe with data from 
the AD bus. Port output data remains valid on the output 
pin from one trailing edge of WR strobe to the trailing 
edge of the next WR strobe. 

BIT OPERATIONS 

The 1/0 features of the RAM-I/O allow modification of a 
single bit or several bits of a port with Bit-Set and Bit­
Clear (see Figure 2). The address is set up to indicate that 
a bit set (or clear) is taking place. The incoming data on 
the address/data bus is latched at the trailing edge of the 
WR strobe and is treated as a mask. All bits containing 
"1's" will cause the indicated operation to be performed 
on the corresponding port bit. All bits of the data mask 
with "O's" cause the corresponding port bits to remain 
unchanged. Three sample operations are given, using 
Port B as an example: 



Operation Set B7 Clear B2 Sel B4, B3 
& BO & B1 

Address xxx01101 xxx01001 xxx01101 

Data 10000000 00000101 00011010 

Port Pins 

Prior State 00001111 10001111 10001010 

Next State 10001111 10001010 10011010 

INTERNAL 

DATA BUS WR(SET) 

~R l WR(fLR ) 

-.-JOUTPUT DATA L. ~>-__ P_(i--,)~ 
I I LATCH I 11-< 

WR(~DR) 

~r--',~--~ 
(DATA DIRECTION) 

MUX 

INPUT DATAl 
LATCH J 

FIGURE 2. Block Diagram lor Port Bit (I) 

PORT A - STROBED (HANDSHAKE) MODE 

Port A can be programmed (via the MDR) into one of 3 
types of strobed mode for handshake communication 
with intelligent peripherals. When Port A is in mode 1,2, or 
3 (see description of MDR), Port C pins 0,1, and 2 are used 
as signals to and from the peripheral and to the CPU, 
controlling handshake operations. These control Signals 
are designated STB, BF, and 1""i\ifR. Bit Set and Clear 
operations are not allowed on these bits of Port C when 
Port A is in strobed mode. Timing parameters and timing 
diagrams are detailed under AC Characteristics. 
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iNTR (Strobe Mode Interrupt) is an active-low 
interrupt from the 1/0 to the CPU. In strob­
ed Input Mode, the CPU reads the valid 
data at Port A to clear the interrupt. In 
strobed Output Mode, the CPU clears the 
interrupt by writing to Port A. 

The interrupt is enabled or disabled by set­
ting or clearing Bit 2 of Port C. 

STB (Strobe) is an active-low input from the 
peripheral device, signaling that data­
transfer is about to begin. This strobe is 
interpreted as an "output request" if Port A 
is in a strobed output mode, or as a "data­
valid" signal if Port A is in strobed input 
mode. 

BF (Buffer Full) is an output from the II0tothe 
peripheral signaling that data transfer is 
complete. In strobed input mode this 
strobe indicates that data is received into 
Port A and that no further data should be 
transmitted by the peripheral device until 
the port has been read (emptied). In strob­
ed output mode the BF indicates that the 
request from the peripheral has been pro­
cessed by the CPU and the valid data now 
appears in Port A. 

The bits of Port C that are used for handshake control of 
Port A (bits CO, C1, & C2) must be direction-defined 
appropriately in the DDR. Also, the DDR of Port A must be 
consistent with the mode specified in the MDR. Register 
set-up configurations for the three handshake modes are 
illustrated in Table 2. 

Table 2. Mode Definition Register Configurations 

Mode MDR DDR 
Port A 

DDR 
Port C 

Strobed xxxxxx01 00000000 xxx011 
Input 

Strobed 
Output xxxxx011 11111111 xxx011 
(Active) 

Strobed 
Output xxxxx111 11111111 xxx011 
(TRI-
STATE) 

Port C 
Output 
Latch 

xxx1xx 

xxx1xx 

xxx1xx 



APPROVED FORMATS FOR CUSTOM PROGRAMMED 
PARTS 

INPUT MEDIUM: 

2716 EPROM 
2708 EPROM 
PAPER TAPE 

IMPORTANT - EPROM LABELLING 

Only one customer program may be included in a single 
order. The following method must be used to identify the 
EPROMs comprising a program. 

a) The EPROMs used for storing a custom program are 
designated as shown: 

2716: 

2708: 

Block A 

Block A 
Block B 

0-2047 

0-1023 
1024-2047 

b) All EPROMs must be labelled (stickers, paint, etc.) 
with this block designation plus a customer assigned 
print or identification number. 

Example: 

1) Customer Data 
• Custom Program Length - 2K 
• Medium - Two 2708's 
• Customer Print or 1.0. No. 

C123-45 

2) EPROM Labels 

C123-45 
A 

0-1023 

Paper Tape 

C123-45 
B 

1024-2047 

Tapes may only be submitted in binary complement 
format. The following information should be written on the 
paper tape. 

Company Name 
Customer Print or 1.0. No. 
NSC Part No. 
A Punch = ("1" or "0") 
This is ___ logic (POS or NEG) 
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BINARY COMPLEMENT FORMAT 

;;.::.; .... }) .... J ... ~.BIIT 1 ::: I TOP • • ... --. ••• • 
•• • • - BIT 8 II :~:~,:~!., LRD N ., 

COMPLEMENT WORD 1 

WORD 1 

,---COMPLEMENT WORD 0 

-WORDO 

'-----START 

NOTE 1: Tape must be blank except for the data words. 
NOTE 2: Tape must start with a rubout character. 
NOTE 3: Data is comprised 01 two words, the lirst being 

the actual data and the second being the com­
plement 01 the data. 

Verification 

You will receive a listing of the options ordered and the 
input data. If you also wish to receive EPROMs for 
verification, please send additional blank EPROMs as 
necessary for this purpose. You can use software (the 
1isting) or hardware (EPROMs) to verify the program. 

You will be asked for a GOINO GO response within one 
week after you receive the listing. 

VERIFICATION LISTING 

The verification listing has six sections: 

1. A cover sheet with provi~ion for "STOP, DO NOT 
PROCEED" or "VERIFICATION CERTIFIED" 
signatures. 

2. Description of the options you have chosen. 

3. A description olthe log designations and assumptions 
used to process the data. 

4. A listing of the data you have submitted. 

5. An error summary. 

6. A definition of the standard logic definitions for the 
ROM and the reduced form of the data. This list shows 
the output word corresponding to each address coded 
in binary. 



Ordering Information for Custom Programmed Parts 
The following information must be submitted with each customer microcomputer program. An order will not be pro­
cessed unless it is accompanied by this information. This form acts as a Traveler from Customer through Customer 
Service to ROM programming. Please retain a copy of this form to compare against the verification listing. The form 
will be sent back to the customer by Customer Service. 

National Microcomputer Part Number 

ROM Letter Code (National Use Only) 

Name Date 

Address Customer Print or I.D. No. 

City Zip Purchase Order No. 

Telephone Name of person National can contact (Print) 

Authorized Signature Date 

INPUT MEDIUM OPTIONS FOR NSC830 ROM - 1/0 

See previous page for approved formats. Please check the Option 1 = 0 
medium you are using: 

CEo Select, enter: 0 for CEo 
o Paper Tape 1 for CEo 

o 2617 EPROM Option 2 = 0 

o 2708 EPROM CElliOR Select, enter: 0 for lOR 
1Ior CEl 

_ Total number of EPROMs 2 for CEl 

A-50 



Physical Dimensions 
inches (millimeters) 

1

1 ___ 0685 0025 

117400 0635) 

Ordering Information 
NSC830XX 

r 
0025 
-RAD-
10635) II ~3D~D.550 

113.462-13.9701 

0062 

(1.575)-­
RAU 

PIN NO 1 INDENT-

(4445) 

M" 

I 

~~TTrn~~Tr~~~7IT~·~~~TTrn~~ 

GLASS 
'~SEAlANT 

(5680) 

"" 
j~--I 

IV V V ~ V vooV !,V V V Y V V V V Y Y y~, 
0060 O .. ?05 I (0:45700511 -1- 0100 0010 I L II _ 0050 

(3115) 115240127j-----j (2540 0254) - -- -- ~~27iii - -~-
Ceramic Dual-In-Line Package [Cerdlp (J)) 

2.010 

Plastic Dual-In-Line Package (N) 

Ordering Information 
NSC831X 

-I 
05500005 

11397001271 

J 

~ :1 = Industrial Temperature (_40°C to +85°C) 
= Military Temperature (Availability to be announced) 

= Plastic Package 
J = Ceramic Dual-In-Line Package [Cerdlp (J)) 

I J Package 
eN Package 

(0 _70° Conly) 

Nallonal Semiconductor 

~ Corporation 
2900 Semiconductor Dnve 
Santa Clara. CA 95051 
Tel (408)737-5000 
TWX (910)339-9240 

National Semiconductor GmbH 
Elsenhelmerstrasse 61111 

8000 Munchen 21 
West Germany 
Tel (089)S76091 
Telex 05-22772 

NS Inlernatlonallnc., Japan 
Miyake BUilding 
1-9 Yotsuya Slllnjuku-ku 160 

Tokyo, Japan 
Tel (03)355-3711 

TWX 232-2015 NSCJ-J 

National Semiconductor 
(Hong Kong) Ud. 
8th Floor 
Cheung Kong ElectroniC Bldg Jardlm Paullstano 

4 Hlng YIp Street Sao Paulo, Brasil 

NS Electronics Ply. ltd. 
enr Stud Rd & MIn Highway 
Bayswater, Victoria 3153 
Australia 
Tel 03-729-6333 

Kwun Tong Telex 1121008 Cablne Sao Paulo Telex: 32096 
Kowloon. Hong Kong 
Tel 3-899235 
Telex 73866 NSEHK HX 
Cable NATSEMI 

National does not assume any responsibility for use of any CirCUitry descnbed no CirCUli patent licenses are Implied. and National reserves the right. at any time Without notice, to change said circuitry 
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~National 
~ Semiconductor 

Preliminary 
January 1980 

MM74PCOO Quad 2-lnput NAND Gate 
MM74PC02 Quad 2-lnput NOR Gate 
MM74PC04 Hex Inverter 
MM74PC08 Quad 2-lnput AND Gate 
MM74PC32 Quad 2-lnput OR Gate 

General Description Features 

These Logic gates are fabricated using National's 
P2CMOS technology. This technology offers wide op­
erating voltage, low power consumption, high noise 
immunity, and high speed. Function and pinout com­
patibility with Series-74 devices minimizes design time for 
those designers already familiar with the 74 logic family. 
These components may be utilized in completing NSC800 
high-performance, low-power designs. 

• Single 3V to 12V Power Supply 

Connection Diagrams 

MM74PCOO 
Top View 

MM74PC08 
Top View 

• Low Power Dissipation 

• Drive Capability of 100pF Load 

• Fully Compatible with CMOS Logic Levels 

• TTL Drive Capability 
When Vee = 5V 

• Fast: Typical Propagation Delay 
18ns (Vee = 10V, CL = 15pF) 

MM74PC02 
Top View 

MM74PC04 
Top View 

GND 
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MM74PC32 
Top View 

7 
GND 
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Absolute Maximum Ratings 

Storage Temperature Range ..... ..... .... . ....... -65' C to 150' C 
Voltage at Any Pin with Respect to Ground . . . . . -0.3V to Vee +0.3V 

Vee ......... .......................... ......... .... .. ..... 15V 

Lead Temperature (Soldering, 10 seconds) . ..... ... . ... . .. 300'C 
Power Dissipation ............... .......... .... . ..... . .... 500mW 

NOTE: Absolute maximum ratings are those values beyond which 
the safety of the device cannot be guaranteed. Continuous operation 
at these limits is not intended; operation should be limited to those 
conditions specified under DC Electrical Charactristics. 

Operating Range 

Component Type Ambient Temperature< Vee 

Industrial _40' C to +85' C +3V to +12V 
Commercial O'C to +70'C +3V to +12V 

<Availability of Military temperature range components to be 

announced. 

DC Electrical Characteristics 
MiniMax limits apply across temperature range, unless otherwise specified. 

Symbol Parameter Vcc Conditions Min Typ Max Units 

CMOS TO CMOS 

V,H Input High Voltage SV Vo ~ O.SV or 4.SV 3.S0 V 

10V Vo ~ 1.0V or 9.0V 8.00 V 

V,L Input Low Voltage SV Vo ~ O.SV or 4.SV I.S0 V 

10V Vo ~ 1.0V or 9.0V 2.00 V 

VOH Output High Voltage SV VI = Vee or GND 4.9S V 
10V 1101 < I~A 9.9S V 

VOL Output Low Voltage SV V, ~ Vee or GND 0.05 V 

10V 1101 < lpA 005 V 

10H Output High (Source) CUrrent 5V Va ~ 4.6V, V, ~ OV or SV -2.0 rnA 

10V Va ~ 9.SV, V, ~ OV or 10V -3.0 mA 

10L Output Low (Stnk) Current 5V Va ~ 0.4V, V, ~ OV or SV +2.0 mA 

10V Va ~ O.SV, V, ~ OV or 10V +3.0 mA 

Icc Supply Current 12V V, ~ Vee or GND t 5 pA 

All Outputs Open 

II Input Current 12V V, ~ Vee or GND +t pA 

CMOS TO LSTTL INTERFACE (BUFFERED OUTPUT GATES) MM74PC04 

Vee 5V ± 5% unless otherwise specified MM74PC08 

Symbol Parameter Conditions Min Typ Max Units 

VI (1) Input High Voltage Vee -1.S V 

VI {ll) Input Low Voltage 0.8 V 

VO(l) Output High Voltage VI --0 VI (1) Min or VI (0) Max 2.4 V 

10 ~ -2.0mA 

Va (01 Output Low Voltage VI --;0 VI (1) Min or VI (O) Max 0.4 V 
10 ~ +2.0mA 
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DC Characteristics - Cont'd. 

CMOS TO LSTTL INTERFACE (UNBUFFERED OUTPUT GATES) MM74PCOO 

Vee = 5V ± 5% unless otherwise specified. MM74PC02 
MM74PC32 

Symbol Parameter Conditions Min Typ Max Units 

V, (1) Input High Voltage Va ~ 4AV or OAV Vee -1.5 V 

10 ~ ± lO~A 

V, (0) Input Low Voltage Va ~ 4AV or OAV 0.8 V 
10 ~ ± lO~A 

Va (1) Output High Voltage V, ~ 4.0V or 1.0V 2.4 V 
10 ~ ± 2.0mA 

Va (0) Output Low Voltage V, ~ 4.0V or 1.0V OA V 
10 ~ ± 2.0mA 

OUTPUT DRIVE 
Vee ~ 5V, TA ~ -40"C to +85"C 

Symbol Parameter Conditions Min Typ Max Units 

MM74PCOO Quad 2-lnput NAND Gate 

ISOURCE Output Source Current (P-channel) VauT ~ 2AV -10.5 mA 

ISINK Output Sink Current (N-channel) VaUT ~ OAV 3.7 mA 

MM74PC02 Quad 2-lnput NOR Gate 

ISOURCE Output Source Current (P-channel) VauT ~ 2AV -10 mA 

ISINK Output Sink Current (N-channel) VauT ~ OAV 4 mA 

MM74PC04 Hex Inverter 

ISOURCE Output Source Current (P-channel) VauT ~ 2AV -10.5 mA 

ISINK Output Sink Current (N-ehannel) VauT ~ OAV 3.7 mA 

MM74PC08 Quad 2-lnput AND Gate 

ISOURCE Output Source Current (P-channel) VauT ~ 2AV -10.5 mA 

ISINK Output Sink Current (N-channel) VauT ~ OAV 3.3 mA 

MM74PC32 Quad 2-lnput OR Gate 

ISOURCE Output Source Current (P-channel) VauT ~ 2AV -14 mA 

ISINK Output Si nk Current (N-channel) VauT ~ OAV 7 mA 

A-54 



AC Electrical Characteristics 
TA = 25" C 

Symbol Parameter Vee Conditions Min Typ Max Unil. 
15pF 100pF 

MM74PCOO Quad 2-lnpul NAND Gale 

tpoD Propagation Delay to Logical "0" 5V 18 30 ns 
10V 18 25 ns 

tpOl Propagation Delay to Logical "1" 5V 18 30 ns 
10V 18 25 ns 

MM74PC02 Quad 2-lnpul NOR Gale 

tpOD Propagation Delay to Logical "0" 5V 18 22 ns 
10V 15 22 ns 

tpOl Propagation Delay to Logical "1" 5V 14 25 ns 
10V 12 20 ns 

MM74PC04 Hex Inverler 

tpOD Propagation Delay to Logical "0" 5V 12 20 ns 
10V 9 16 ns 

tp01 Propagation Delay to Logical "1" 5V 12 20 ns 
10V 9 16 ns 

MM74PC08 Quad 2-lnpul AND Gale 

tpoo Propagation Delay to Logical "0" 5V 18 28 ns 
10V 15 20 ns 

tpOl Propagation Delay to Logical "1" 5V 18 28 ns 
10V 15 20 ns 

MM74PC32 Quad 2-lnput OR Gale 

tpOD Propagation Delay to Logical "0" 5V 22 30 ns 
10V 14 16 ns 

tpOl Propagation Delay to Logical "1" 5V 22 30 ns 
10V 14 18 ns 

Timing Waveforms 

INPUT 
Vee 

OUTPUT 

~II-" -III' y 
Vee---

INPUT --.Y(o.5vec O.5ve~ 
OV I- l~, ~l 

PULSE f---'>-- DEVICE 
I-< GENERATOR UNDER 

Vee TEST 

OUTPUT Jo.5vee O.5VC~ 
OV Cl I 

tr = tf ::; 20n5 -10% to 90% 

Cl = 15pF, 100pF 

Propagation Delay (CMOS to CMOS) 91-2 
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Physical Dimensions 
inches (millimeters) 

Ordering Information 

MM74PCOOXX 
MM74PC02XX 
MM74PC04XX 
MM74PC08XX 
MM74PC32XX --I 

National Semiconductor 

~ Corporation 
2900 Semiconductor Drive 
Santa Clara, CA 95051 
Tel (408)737-5000 
TWX (910)339-9240 

0.025 

(0.635) 
RAD 

0.290-0.320 ~ 

(5.588-7.874) 

O"""""'r-r:-r--r::-r-rcr-r::-r...,..,....,r:-r-'~ 

0.200 

(5.080) C""'ii' MAX 0.020-0.060 

EE~d~;:~~~~~~~3-t (0.508-1.524) II _ 
0.008-0.012 

86"94"TY]i 

~ 0.385 '.0.025 --J (0.203-0.305) I I 
(9.779 . 0.635) 0.098 

(2.489)- -
MAX BOTH ENDS __ 

l(:~:: :::~:).-jl- (~:~::) 
0.100 '0.010 0.150 MIN 

(2.540,0.254) iiBiI 
MIN 

Ceramic Dual-in-line Package [Cerdip (J)] 

~RADNOM 
(0.813) 

0.770 1:-=-:(19.558) 
MAX 

14 13 12 11 10 ---, 
0.250 '0.005 

(6.350,0.127) 

......".~F.Ff'~F'i":'F~~ 
0.300-0.320 

(7 620-8 128) 

~ 0065 

I ern I I1j511 e , ~-~ r 95' '5" -t- 0009-0.015 

II 0325 +~ ~~~ II (0 229-: :~:) ° 015 1 1_ L 8~y9r (3.175) 

f+,-~8 255 +0 ~~) (1905 0381) :--r- MIN 
( -n,381 0.100 '0.010 

(~:~~~) (2.540 '0.254) (0.457,0.076) 

MIN 

Plastic Dual-in-Line Package (N) 

Industrial Temperature (_40°C to 18S0C) 

Plastic Package 
Ceramic Dual-in-Line Package [Cerdip (J)] 

j 

National Semiconductor GmbH 
Elsenheimerstrasse 61/11 

NS International Inc., Japan 
Miyake Building 

National Semiconductor NS Electronics 00 Brasil NS Electronics Ply. lid. 

8000 Munchen 21 
West Germany 
Tel. (089)576091 
Telex 05-22772 

'-9 Yotsuya. Shin)uku-ku 160 
Tokyo, Japan 
Tel' (03)355-3711 
TWX. 232-2015 NSCJ-J 

(Hong Kong) Ltd. Avda Brigadeiro Faria Lima 844 Cnr. Stud Rd. & MIn. Highway 
8th Floor 11 Andar Conjunlo 1104 Bayswater, Victoria 3153 
Cheung Kong Electronic Bldg Jardim PaullStano Australia 
4 Hing Yip Street· Sao Paulo. BraSil Tel: 03-729-6333 
Kwun Tong Telex',1121008 Cabme Sao Paulo Telex: 32096 
Kowloon, Hong Kong 
Tel: 3-899235 

Telex. 73866 NSEHK HX 
Cable: NATSEMI 

National does not assume any responsibility for use ot any circuitry described: no circuit patent licenses are implied. and National reserves the right. at any time without notice. to change said circuitry 
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~National 
~ Semiconductor 

MM74PC74 Dual D Flip-Flop 

Preliminary 
January 1980 

General Description Features 

The MM74PC74 Dual D Flip-Flop (edge triggered) is 
fabricated using National's P2CMOS technology. This 
technology offers wide operating voltage, low power 
consumption, high noise immunity, and high speed. 
Function and pinout compatibility with Series-74 devices 
minimizes design time for those designers already familiar 
with the 7410gic family. The MM74PC74 may be utilized in 
completing NSC800 high-performance, low-power 
designs. 

Each flip-flop has independent data, preset, clear and 
clock inputs, plus Q andQ outputs. The logic level present 
at the data input is transferred to the output during the 
rising edge of the clock pulse. Preset or clear status is 
independent of the clock and is caused by a low level at the 
preset, or clear input. 

Logic Diagram 

CL CL 

T CL 

CL CL 

CLOCK~ 

• Single 3V to 12V Power Supply 

• Typical Propagation Delay from Clock of 
40ns (@5V) 

• Low Power Dissipation 

• Drive Capability of 100pF Load 

• Fully Compatible with CMOS Logic Levels 

• TTL Drive Capability 
When Vee ~ 5V 

I ~ All P-Channel Substrates 
l f- Connected to Vcc 

-1 
f-14- All N-Channel Substrates 
f- Connected to GND 

+cc 

Input Protection To Internal Circuit 
For All Inputs 

90-1 
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Absolute Maximum Ratings 

Storage Temperature Range ...................... -65 0 C to 1500 C 
Voltage at Any Pin with Respect to Ground .... . -0.3V to Vee +0.3V 
Vee ........................................................ 15V 
Lead Temperature (Soldering, 10 seconds) ., ............... 3000 C 
Power Dissipation ........................................ 500mW 

NOTE: Absolute maximum ratings are those values beyond which 
the safety of the device cannot be guaranteed. Continuous operation 
at these limits is not intended; operation should be limited to those 
conditions specified under DC Electrical Charactristics. 

Operating Range 

Component Type Ambient Temperature" Vee 

Industrial -40 0 C to +85 0 C +3V to +12V 
Commercial 0 0 C to +70 0 C +3V to +12V 

"Availability of Military temperature range components to be 
announced. 

DC Electrical Characteristics 
MiniMax limits apply across temperature range, unless otherwise specified. 

Symbol Parameter Vee Conditions Min Typ Max Units 

CMOS TO CMOS 

V,H Input High Voltage SV VO" O.SV or 4.SV 3.S0 V 
10V Vo - 1.0V or 9.0V 8.00 V 

V" Input Low Voltage SV Vo ~ 0.5V or 45V 1.50 V 
lOV Vo ~ 1.0V or 9.0V 2.00 V 

VOH Output High Voltage 5V V, • Vee or GND 4.95 V 
10V 1101 < 'MA 9.9S V 

VOL Dutput Low Voltage SV V, - Vee or GND 0.05 V 
10V 1101 • lMA 0.05 V 

10H Output High (Source) Current 5V Vo <- 4.6V. V, -- OV or 5V -2.0 rnA 
lOV Vo 9.5V, V, OV or 10V -3.0 rnA 

10L Output Low (Sink) Current 5V Va 04V, V, OV or 5V 12.0 rnA 
10V Vo 0.5V, V, - OV or 10V 13.0 mA 

Icc Supply Current 12V V, Vee or GND 60 MA 
All Outputs Open 

II Input Current 12V V, - Vee or GND '1 MA 

CMOS TO LSTTL INTERFACE (BUFFERED OUTPUT GATES) 

Vee 5V 7- 5% unless otherwise specified. 

Symbol Parameter Conditions Min Typ Max Units 

V111) Input High Voltage Vo Va (1) Min or Va (0) Vee -1.5 V 
Max at specified current 

VI {OJ Input Low Voltage Vo ~ Vo (1) Min or Vo (Ol 0.8 V 
Max at specified current 

Va (1) Output High Voltage V, Vlll) Min or VI (0) Max 24 V 
10 -2.0mA 

Va (0) Output Low Voltage V, VI (1) Min or VI (0) Max 04 V 
10 12.0mA 
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OUTPUT DRIVE 
Vee ~ SV, TA ~ -40'C to +8S'C 

Symbol Parameter Conditions Min Typ Max Units 

ISOURCE Output Source Current (P-channel) VOUT ~ 2AV -16 mA 

ISINK Output Sink Current (N-channel) VOUT ~ OAV 5.8 mA 

AC Electrical Characteristics 
TA - 25° C 

Symbol Parameter Vee Conditions Min Typ Max Units 
15pF 100pF 

Propagation Delay to Logical "0" SV 22 31 ns 
or Logical" 1" from Clock to 0 or Q 

Propagation Delay to Logical "0" 5V 40 47 ns 
from Preset 

Propagation Delay to Logical "0" SV 30 40 ns 
from Clear 

Propagation Delay to Logical "1" 5V 30 40 ns 
from Preset 

Propagation Delay to Logical "1" SV 40 47 ns 
from Clear 

tSETUP Time Prior to Clock Pulse That 15 ns 
Data Must Be Present 

tHOLD Time After Clock Pulse That 10 ns 
Data Must Be Held 

tWL tWH Minimum Clock Pulse Width 50 ns 

Minimum Preset and Clear Pulse Width 50 ns 

Maximum Clock Rise and Fall Time 1.0 ~s 

Maximum Clock Frequency 10 MHz 

Capacitance* 
F 1 MHz, VSIAS - 2.5V, Vee +5V. TA - 25' C 

Symbol Parameter Conditions Min Typ Max Units 

C,N Data Input Capacitance 7 pF 

C,N Clock Input Capacitance 13 pF 

COUT Q, 0 Output CapaCitance 10 pF 

*This parameter is sampled and not 100% tested. 
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Switching Time Wav.eforms 

CMOS to CMOS 

vcc--------~~r-----------------
CLOCK 

ov----- AC Test Circuit 

DATA 
ov 

INPUT DATA Q t--------, 

DATA OV ...... _____ _ ~ISETUP 0 , I • IHOLD 0 'h 
Vcc 

..... f l.tPo 1 +. .... tr 
Vcc __________ ....Jir--QorQ f 

OV 
VCC 

QorQ l\ 
I, = If = ::n-s-----~I:-.---IP-D-O---.1-
10% to 90% 90-2 

Figure 1 illustrates the calculation of a more useful pro­

pagation delay. The figure uses a 5-volt supply with a 
tolerance of ±10%, ambient temperature of +25' C, and a 
load capacitance of 100pF. The AC Characteristics table 
depicts tpD, at 5 volts, 25' C, equalling 31 ns. Use the graph 
in Figure 1 to get the degradation multiple for 150pF. The 
number shown is 1.13. The adjusted propagation delay is, 
therefore 31 x 1.13 or 35ns. 

Propagation Delays 

t------'J~ 
QOra-- \ V 

CLOCK 

CL (pF) 

INPUT CLOCK 

TA =25'C 
400 Vcc =5V 

tPD =31ns@CL=100pF 

300 

200 

100 

50 

.5 1.0 

tPD 
IPD (loopF) 

FIGURE 1. Normalized Typical Propagation Delay 
vs Load Capacitance 
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Typical Applications 

Ripple Counter (Divide by 2n) 

CLOCK 0 CLOCK 0 

Truth Table 

Preset Clear On 

0 0 --
0 1 1 
1 0 0 
1 1 'On 

'No Change in output from 
previous state. 

On 

--
0 
1 

"'On 

CLOCK 0 

Not Allowed 
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Shill Regllter 

DATA o DATA o DATA o 

CLOCK Q CLOCK a 

90-6 

10 9 8 

PRESET 

DATA CLOCK 

Connection Diagram 

Top View 

Note: A logic "0" on clear sets 
a to logic "0," 
A logic "0" on preset sets 
a to logic "1," 
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Physical Dimensions 
Inches (millimeters) 

0.785 

1------119.9391-----·1 

0.032 RAD NOM 
10.8131 

0.025 

10.6351 
RAD 

MAX 

I 
0220-0.310 

15.588-7.8741 

'--,-;-r-r::T"r.:TT.""' ...... ",---'~ 

0.200 

15.080) 

MAX 0.020-0.060 

10.508-1.5241 

ll~:::: :~:~:~I--JI- I~~~:I 
0.100 &010 0.150 MIN 

12.540 '0.2541 (3.8ij 
MIN 

Ceramic Dual-in-Line Package ICerdip (J)] 

0.770 t:-: 119.558) 
MAX 

14 13 12 11 10 , 
0.250 ±0.005 

16.350 ±0.1271 

~"'F.F!'~F"f";'F'Fo'F"F"""~ 

I 

0.300-0.320 

Ordering Information .. "'''.~ : 
National Semiconductor 

~Corportltlon 
2900 Semiconductor Drive 
Santa Clara. CA 95051 
Tel" (408)737-5000 
TWX (910)339-9240 

86" 94° 0.125 10.5081 

TYP 13.175) MIN 

MIN 

Plastic Dual-in-Line Package (N) 

= Industrial Temperature (_40° eta +850 C) 
= Military Temperature (Availability to be announced) 

= Plastic Package 
~ Ceramic Dual-in-Line Package ICerdip (J)] 

National Semiconductor GmbH 
Elsenhelmerstrasse61/11 
8000 Munchen 21 
West Germany 
Tel (089)576091 
Telex. 05-22772 

NS International Inc., Japan 
Miyake BUilding 
1-9 Yotsuya Shlnluku-ku 160 
Tokyo, Japan 
Tel (03)355-3711 
TWX 232-2015 NSCJ-J 

National Semiconductor NS Electronics 00 81'8111 NS Electronics Ply. Ltd. 
(Hong Kong) Ud. Avda Bngadelro Faria Lima 844 enr Stud Rd & Min Highway 
8th Floor 11 Andar Conjunto 1104 Bayswater, VictOria 3153 
Cheung Kong Electronic Bldg Jard!m Paulistano Australia 
4 Hlng YIp Street Sao Paulo, Braslt Tel 03-729-6333 
Kwun Tong Telex 1121008 Cablne Sao Paulo Telex 32096 
Kowloon, Hong Kong 
Tel: 3-899235 
Telex 73866 NSEHK HX 
Cable NATSEMI 

National does not assume any responSibility for use of any Circuitry desCribed no circUit patent licenses are Implied, and National reserves the right. at any time without notice, to change said Circuitry 
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~National 
~ Semiconductor 

MM74PC138 3-Line to 8-Line 
Decoder/Demultiplexer 

General Description 

The MM74PC138 is fabricated using National's P2CMOS 
technology, which offers wide operating voltage, low 
power cOrisumption, high noise immunity, and high 
speed. The speed of the MM74PC138 compares favorably 
with the speed of low power Schottky. Function and 
pinout compatibility with the 74LS138 and the 8205 
minimizes design time for those designers already familiar 
with these two devices. 

Three enable inputs are provided (two active low and one 
active high) to reduce the need for external gates or in­
verters when expanding a system. 

The MM74PC138's simple expansion in decoder and de­
multiplexer applications is particularly useful in com­
pleting NSC800 high-performance, low-power designs, 
while reducing component count. 

When using the device as a demultiplexer, one of the three 
enable inputs (G1, G2A, G2B) serves as the data input 
terminal while the remaining enable inputs are enabled. 
The information will then be transmitted to the selected 
output, as determined by the 3-Line select address (A, B, 
C). 

MM74PC138 Decoder/Demultiplexer 

SELECT { 
INPUTS 

Logic Diagram 

Preliminary 
November 1979 

Features 

• Simple Expansion - Three Enable Inputs 

• P2CMOS Technology 

• Fast: Typical Propagation Delay 
19ns (Vee = 10V, CL = 15pF) 

• High Density 16-Pin Package 

• Outputs Sink 6mA Minimum 

• Single Power Supply, 
Wide Voltage Range: 3V to 12V 

• High Noise Immunity: 0.45 Vee Typical 

• Low Quiescent Power Dissipation 

• Full Interface to CMOS Logic Levels 

• TTL Drive Capability 
When Vee = 5V 

DATA OUTPUTS 

r,..----.----~, 
Vee YO Y1 Y2 Y3 Y4 Y5 Y6 

DATA 
OUTPUTS 

93-1 
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1 2 3 
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~ 

SELECT 

13 12 11 10 9 

p-

4 5 6 7 

1
8 

--G2A G2B G1 Y7 GND 

'ENABi:E' OUTPUT 

Connection Diagram 93-2 
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Absolute Maximum Ratings 

Storage Temperature Range .................... -650 C to 1500 C 

Voltage at Any Pin with Respect to Ground ..... -0.3V to Vee +0.3V 
~e ........................................................ 1~ 

Lead Temperature (Soldering, 10 seconds) ................ 3000 C 
Power Dissipation ........................................ 500mW 

NOTE: Absolute maximum ratings are those values beyond which 
the safety of the device cannot be guaranteed. Continuous operation 
at these limits is not intended; operation should be limited to those 
conditions specified under DC Electrical Characteristics. 

Operating Range 

Component Type Ambient Temperature' Vee 

Industrial -400 C to +850 C +3V to +12V 
Commercial 00 C to +700 C +3V to +12V 

• Availability of Military temperature range components to be 

announced. 

DC Electrical Characteristics 
MiniMax limits apply across temperature range, unless otherwise specified. 

SYMBOL PARAMETER Vce CONDITIONS MIN TYP MAX UNITS 

CMOS TO CMOS 

V,H Input High Voltage SV Vo ~ O.SV or 4.SV 3.S0 V 
10V Vo ~ 1.0V or 9.0V 8.00 V 

V,L Input Low Voltage SV Vo ~ O.SV or 4.SV 1.50 V 
10V Vo ~ 1.0V or 9.0V 2.00 V 

VOH Output High Voltage SV V, ~ Vee or GND 4.9S V 
10V 1101 < 1/,A 9.9S V 

VOL Output Low Voltage SV V, ~ Vee or GND O.OS V 
10V 1101 < 1/,A O.OS V 

10H Output High (Source) Current 5V Vo ~ 4.6V, V, ~ OV or SV -2.0 mA 
10V Vo ~ 9.SV, V, ~ OV or 10V -3.0 mA 

10L Output Low (Sink) Current SV Vo ~ OAV, V, ~ OV or 5V +2.0 mA 
10V Vo ~ O.SV, V, ~ OV or 10V +3.0 mA 

Icc Supply Current 12V V, ~ Vee or GND 300 /,A 
All Outputs Open 

II Input Current 12V V, ~ Vee or GND ±1 /,A 

CMOS TO LSTTL INTERFACE (UNBUFFERED OUTPUT GATES) 
Vee ~ 5V ± 5% unless otherwise specified. 

SYMBOL PARAMETER CONDITIONS MIN TYP MAX UNITS 

Villi Input High Voltage Vo ~ 4.4V or O.4V Vee-1.S V 
10 ~ ± 10/,A 

V'IDI Input Low Voltage Vo ~ 4.4V or O.4V 0.8 V 
10 ~ ± 10MA 

VOlll Output High Voltage V, ~ 4.0V or 1.0V 2.4 V 
10 ~ ± 2.0mA 

VOIDI Output Low Voltage V, ~ 4.0V or 1.0V 0.4 V 
10 ~ ± 2.0mA 
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DC Electrical Characteristics - (Cont'd.) 

OUTPUT DRIVE 
Vce~ 5V, TA ~ -40°C to +85°C 

SYMBOL PARAMETER CONDITIONS MIN TYP MAX UNITS 

ISOURCE Output Source Current Your ~ 2.4V -20 rnA 
(P-Channel) 

ISINK Output Sink Current Your ~ O.4V 6 rnA 
(N-Channel) 

AC Electrical Characteristics 
TA = 25° C 

SYMBOL PARAMETER Vee CONDITIONS MIN TYP MAX UNITS 
15pF 100pF 

Select to Output Propagation Delay Time 

tpLH(11) Low-to-High Level Input; 
Low-to-High Level Output 5V 26 32 ns 

10V 15 19 ns 

tpHL(11) Law-to-High Level Input; 
High-to-Low Level Output 5V 20 26 ns 

10V 11 15 ns 

tpLH(12) High-to-Law Level Input; 
Law-to-High Level Output 5V 20 26 ns 

10V 10 12 ns 

tpHL(12) High-to-Law Level Input; 
High-te-Low Level Output 5V 29 35 ns 

10V 15 18 ns 

Enable to Output,Propagation Delay Time 

tpLH(21) Low-to-High Level Input; 
Low-to-High Level Output 5V 33 39 ns 

10V 19 22 ns 

tpHL(21) Low-to-High Level Input; 
High-to-Low Level Output 5V 26 31 ns 

10V 15 18 ns 

tpLH/22) High-to-Law Level Input; 
Low-to-High Level Output 5V 21 25 ns 

10V 10 13 ns 

tpHL(22) High-to-Law Level Input; 
High-to-Low Level Output 5V 27 33 ns 

10V 14 17 ns 

Capacitance 

SYMBOL PARAMETER CONDITIONS MIN TYP MAX UNITS 

C'N Input Capacitance 
Select Input Pin 10 pF 
Enable Input Pin 6 pF 

Cour Output Capacitance 
Output Pin 25 pF 



Timing Waveforms 

IpHL(11) 

I p LH(12) 

• I pHL(12) • 

IpLH(11) I 

SELECT 
':: ----- m 6----_________________________ _ 

:~~~~~~: I 20"5 

IpLH(22) 

tpHL(22) ,. ':: -----------------------t --------------
Vee 1/+ ------~O: --- -4" ,...-------

ENABLE 

OUTPUT ,,--------------6 &--------
tr,lf 
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Switching Time Waveforms 

Functional Pin Definitions 

INPUT SIGNALS 

Enable Inputs (G1, G2A, G2B): Gl is active high. G2A 
and G2B are both active low. When Gl is high and both 
G2A and G2B are low, the data output line selected by the 
Select Inputs (A, B, C) is low and all other data outputs are 
high. A logic low on Gl or a high on either G2A or G2B 
causes all data outputs to go high regardless of the levels 
on select inputs. 

Select Inputs (A, B, C): The bit configuration, when 
enabled, selects one of the eight data output lines to a 
logic low level and causes all other data output lines to go 
to a logic high level. When enable gate EN (conditioned by 
Gl, ~. and G2B) is disabled, all data output lines are 
logic high. (See truth table.) 

OUTPUT SIGNALS 

Data Outputs (VO-V7): The eight active low output lines, 
of which only one can be logic low at a time, are selected 
by the value of the binary input on the select input pins, if 
the enable gate EN is enabled. When enable gate EN 
(conditioned by Gl, G2A, and G2B) is disabled, all data 
output lines are high. 

Functional Description 

Decoder 

The MM74PC138 contains a one-of-eight binary decoder. 
It accepts a three-bit binary code input that activates one 
of the eight outputs at a time, if the enable gate EN is 
active. For example, when a binary code of "011" (C=O. B 
= A = 1) is present at the select inputs and the device is 
enabled, an active low signal is present at data output line 
V3. All of the other data output lines are therefore high 
(see truth table). 
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Enable Gate 

To reduce package count the MM74PC138 has an on-chip 
enable gate with both active high (Gl) and active low 
(G2A, G2B) inputs for ease of interface to other system 
components. The enable gate EN with three enable inputs 
ANDed together provides one enable signal for the de­
coder. See 1f''1ic diagram on page 1. 



Truth Table 

APPLICATIONS 

SELECT ENABLE 
GG 
2 

C B A A 

L L L L 
L L H L 
L H L L 
L H H L 
H L L L 
H L H L 
H H L L 
H H H L 
X X X L 
X X X H 
X X X L 
X X X H 
X X X H 
X X X L 
X X X H 

H = high level 
L = Low level 
X = Don't care 

2 
B 

L 
L 
L 
L 
L 
L 
L 
L 
L 
L 
H 
H 
L 
H 
H 

G 
1 

H 
H 
H 
H 
H 
H 
H 
H 
L 
L 
L 
L 
H 
H 
H 

YO 

L 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 

Typical applications include expansion of devices in 
systems that use input ports, output ports, and memory 
components. When the MM74PC138 is enabled, one of its 
eight outputs goes low, thus a single device, or group of 
devices, is selected (e. g., one row of a memory system). 
The three chip-enable inputs (two active low and one 
active high) on the MM74PC138 allow easy system 
expansion. For very large systems these decoders can be 
cascaded (see Figure 1) so each decoder drives up to eight 
other decoders for expansion, such as memory systems or 
input/outpul subsystems. 

Y1 

H 
L 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
H 

DATA OUTPUTS EN 

Y2 Y3 Y4 YS Y6 Y7 

H H H H H H 1 
H H H H H H 1 
L H H H H H 1 
H L H H H H 1 
H H L H H H 1 
H H H L H H 1 
H H H H L H 1 
H H H H H L 1 
H H H H H H 0 
H H H H H H 0 
H H H H H H 0 
H H H H H H 0 
H H H H H H 0 
H H H H H H 0 
H H H H H H 0 

-< 0 

ENABLE -< 1 "0"-<) 

- 2 :>----- "1"-

3 0>--
MM74PC138 4 0>--

SELECT 
A 

-
-

-

ELECT ONE 
PTO EIGHT 

TO S 
OF U 
DEV ICES 

SELECT 
B 

50>--

60>--

70>--

--(J 

"o"-c 

"1"-

--< 

TO OTHER 
MM74PC138 
DEVICES 

"0"--< 

"1"-

ENABLE op--

1p--

2p--

3 p--
MM74PC138 4 

f>-
Sf>-

6f>-

7P--

ENABLE 00-

1p--

2P--

MM74PC138 3 p--

40>--

50-

60>--

7<>-

ENABLE 00-

1p--
2p-

3 p--
MM74PC138 4 

p--

sP--

6f>-

7f>-

FIGURE 1. Cascaded MM74PC138 Devices 93-4 

A-57 



The circuit shown in Figure 2 can be used to generate 
enable signals for I/O ports or memory interface systems. 
When 1 K ROM and/or RAM memory devices are used, a 
24K memory system can be constructed. Additional Ii nes 
are shown for addressing individual memory addresses. 

AM - AN a •••••• ~~~TO MEMORIES 

A3 

A4 

EN 

A 

B 

C 

MM74PC138 

G2A 

G2B 

G1 

>-A 

~-B 

>-f---C 

MM74PC138 

G2A 

G2B 

G1 

~A 

-B 

-C 

MM74PC138 

G2A 

G2B 

G1 

YO P-
Y1 P-
Y2 P-
Y3 p--
Y4 p-
Y5 p-
Y6 p----
Y7 p--

YO :>--

Y1 :>--

Y2 :>--

Y3 :>--

Y4 :>--

Y5 :>--

Y6 :>--

Y7 :>--

YO :>--

Yl :>--

Y2 :>--

Y3 :>--

Y4 :>--

Y5 :>--

Y6 :>--

Y7 0--

o 

2 

3 

4 

5 

6 

8 

9 

10 
11 PORT NUMBERS 

OR 
12 CHIP SELECTS 
13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

FIGURE 2. I/O Port Decoder or Memory Interface 
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A logic sequencer can be designed using the MM74PC138 
for decoding and activating the line forthe desired state in 
any sequence or time duration by programming the en­
able and select inputs (see Figure 3). 

SELECT 

SYNC 

CLOCK 

SYSTEM RESET 

A 

B 

C 

MM74PC138 

G2A 

G2B 

G1 

FIGURE 3. Logic Sequencer 

T1 

T2 

T3 

T4 

T5 

T6 

WAIT 

STOP 
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For demultiplexer applications, one of the three enable 
inputs (G1, G2A, G2B) serves as the data input terminal, 
while the other enable inputs are enabled (see Figure 4). 
The transmitted data is distributed to the selected output 
as determined by the 3-line select address (A, B, C). 
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FIGURE 4. Eight-Output Demultiplexer 93-7 



Physical Dimensions 
inches (millimeters) 

0025 

10.6351--­
RAD 

0.785 

~ 
MAX 

-I 
I 

0310 

(7874) 

,MAX 
T GLASS 

0291 
173-91) 

MAX 

,"=""""""''''"T7T"T7T-r.r' -~ 

0.290-0_320 

(7.)66 B.1281 1406-41 Src~LL:~~ '" Q,060 0,005 rc -~ Mr ,,(1,~ - r-

r-\ ' ~' OOOB 0012 I 
- -102030305) 

0050 
, "_38_5002_' _I L. I I 80002 I 
I- _ (1m) - - i. I -~-.-. -' --I '--

(9779 0.6351 MAX ! (0457 '0,051) 

~ 1-- (~:~:~ :~:~;:J 

0.200 

(5.080) 

MAX 0.020-0,070 

-1 (O5081778} 

0_1751 
MIN 

t 

Ceramic Dual-In-Llne Package [Cerdlp (J)] 

(1286)---- i--
0,092 NOM I 

(J,870 

(22.0981-­
MAX 

0,090 1_ 

DI~2-Jt~ F""'f' """"bl"!bI,""="'J,,""',.!!'!ld''bj 
O_250'O_il05 

PIN NO llNOENT --~ ~-O.lZ71 

bF.F~'FT:T'T7FT~T.F _1 

Plastic Dual-In-Llne Package (N) 

Ordering Information 
MM74PC138XX 

National Semiconductor 

~ Corporation 
2900 Semiconductor Dnve 
Santa Clara, CA 95051 
Tel (408)737-5000 
TWX. (910)339-9240 

~: ~ Industrial Temperature (_40 0 C to +85 0 C) 

~ Plastic Package 
J ~ Ceramic Dual-In-Llne Package [Cerdlp (J)] 

National Semlconduclor GmbH 
Elsenhe,merstrasse 61/11 

8000 Munchen 21 
West Germany 
Tel. (089)576091 
Telex' 05-22772 

Tokyo, Japan 
Tel (03)355-3711 
TWX 232-2015 NSCJ-J 

National Semiconductor 
(Hong Kong) lid. 

NS ElectronlCII Do Brasil NS ElectronlclI Pty. Ltd. 
Avda Brigadeiro Faria Lima 844 Cnr Stud Rd & Mtn Highway 
11 Andar Conjunto 1104 Bayswater. Victoria 3153 

Cheung Kong ElectrOnic Bldg Jardlm Paullstano Australia 
4 Hing Yip Street Sao Paulo, BraSil Tel: 03-729-6333 
Kwun Tong Telex 1121008 Cabme Sao Paulo Telex 32096 
Kowloon. Hong Kong 
Tel: 3-899235 
Telex: 73866 NSEHK HX 
Cable: NATSEMI 

National does not assume any responsibility for use of any CirCUitry described: no CirCUit patent licenses are implied. and National reserves the right, at any time Without notice, to change said circuitry 
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~National 
~ Semiconductor 

MM82PC08 8-Bit 
Bidirectional Transceiver 

General Description 

The MM82PC08 is an 8-bit TRI-STATE'"' high­
performance, low-power P2CMOS transceiver. It provides 
bidirectional drive for bus-oriented microprocessor and 
digital communications systems. Straight through 
bidirectional transceivers are featured . 

One input, Transmit/Receive, determines the direction of 
logic signals through the bi'directional transceiver; 
Transmit specifies data flow from PortA to Port B; Receive 
specifies data flow from Port B to Port A. The Chip Disable 
input disables both ports by placing them in the high­
impedance state. 

The MM82PC08 may be utilized in completing NSC800 
high-performance, low-power designs. 

Features 

• P2CMOS Technology 

Preliminary 
February 1980 

• 8-Bit Bidirectional Data Flow Reduces 
System Package Count 

• Bidirectional TRI-STATE Inputs/Outputs 
I nterface with Bus-Oriented Systems 

• Full Interface to CMOS Logic Levels 

• Pinouts Simplify System Interconnections 

• Transmit/Receive and Chip Disable Simplify 
Control Logic 

• Compact 20-Pin Dual-In-Line Package 

• Low Power 

• Both Ports Have 100pF Load Drive Capability 

• TTL Drive Capability 
When Vee = 5V 

MM82PC08 Basic System Configuration 
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Absolute Maximum Ratings 

Storage Temperature Range ..................... . _65° C to 150° C 

Voltage at Any Pin with Respect to Ground ..... -0.3V to Vee +0.3V 
Vee ........................................................ 15V 
Lead Temperature (Soldering, 10 seconds) ................. 300°C 
Power Dissipation ........................................ 500mW 

NOTE: Absolute maximum ratings are those values beyond which 
the safety of the device cannot be guaranteed. Continuous operation 
at these limits is not intended; operation should be limited to those 
conditions specified under DC Electrical Charactristics. 

Operating Range 

Component Type Ambient Temperature* Vee 

Industrial -40° C to +85° C +3V to +12V 
Commercial DoC to +70°C +3V to +12V 

*Availability of Military temperature range components to be 
announced. 

DC Electrical Cha racteristics 
MiniMax limits apply across temperature range, unless otherwise specified. 

Symbol Parameter Vee Conditions Min Typ Max Units 

CMOS TO CMOS 

V,H Input High Voltage SV Vo ~ O.SV or 4.SV 3.S0 V 
10V Vo ~ 1.0V or 9.0V 8.00 V 

V,L Input Low Voltage SV Va ~ O.SV or 4.SV 1.50 V 
10V Va ~ 1.0V or 9.0V 2.00 V 

VOH Output High Voltage SV V, ~ Vee or GND 4.9S V 
10V 1101 < lilA 9.9S V 

VOL Output Low Voltage SV V, ~ Vee or GND O.OS V 
10V 1101 < lilA O.OS V 

10H Output High (Source) Current SV Va ~ 4.6V, V, ~ OV or SV -2.0 rnA 
10V Va ~ 9.5V, V, ~ OV or 10V -3.0 rnA 

10L Output Low (Sink) Current SV Va ~ OAV, V, ~ OV or SV +2.0 rnA 
10V Va ~ O.SV, V, ~ OV or 10V +3.0 rnA 

lee Supply Current 12V V, ~ Vee or GND 300 IlA 
All Outputs Open 

I, Input Current 12V V, ~ Vee or GND ±1 IlA 

CMOS TO LSTTL INTERFACE (BUFFERED OUTPUT GATES) 
Vee - 5V ± 5% unless otherwise specified 

Symbol Parameter Conditions Min Typ Max Unit. 

V',1I Input High Voltage Va ~ 4AV or OAV Vee -1.5 V 
10 ~ ±lOIlA 

V',OI Input Low Voltage Va ~ 4AV or OAV 0.8 V 
10 ~ ±lOIlA 

Va III Output High Voltage VI = VI (1) Min or VI (0) Max 2.4 V 
10 ~ -2.0rnA 

Va 10, Output Low Voltage VI -= VI (1) Min or VI (0) Max 004 V 
10 ~ +2.0rnA 
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OUTPUT DRIVE 
Vee = 5V, TA = -40'C to +85'C 

Symbol Parameter Conditions Min Typ Max Units 

ISOURCE Output Source Current (P-channel) VOUT = 2AV -16 rnA 

ISINK Output Sink Current (N-channel) VOUT = OAV 5 rnA 

AC Electrical Characteristics 
TA = 25°C 

Symbol Parameter Vcc Conditions Min Typ Max Units 
15pF 100pF 

Port Data/Mode Specifications 

tPDLH Propagation Delay to Logical "1" 5V See Figure 1 32 40 ns 
from Port A, B to Port B, A 10V 19 23 ns 

tPDHL Propagation Delay to Logical "0" 5V See Figure 1 32 40 ns 
from Port A, B to Port B, A 10V 19 23 ns 

tPTRH Propagation Delay from High 5V See Figure 1 44 55 ns 
Impedance to Logical "1" from 10V 26 32 ns 
TiR to Port 

tPTRl Propagation Delay from High 5V See Figure 1 52 65 ns 
Impedance to Logical "0" from 10V 30 38 ns 
TiR to Port 

tPZH Propagation Delay from High 5V See Figure 3 40 50 ns 
Impedance to Logical "1" from 10V S3=OS4=1 23 29 ns 
CD to Port R2 = 5K C3 = 15pF, 100pF 

tPZL Propagation Delay from High 5V (See Figure 3) 52 65 ns 
Impedance to Logical "0" from 10V S3=IS4=0 30 38 ns 
CD to Port R2 =,5K C3 = 15pF, 100pF 

Symbol Parameter Vce Conditions Min Typ Max Units 

Transmit/Receive Mode Specifications 

tPHZTR Propagation Delay from Logical "1" to 5V (See Figure 2) 50 ns 
High Impedance from TiFi to Port 10V S, = 0 S2 = 1 29 ns 

tPLZTR Propagation Delay from Logical "Q"to 5V (See Figure 2) 55 ns 
High Impedance from TiFi to Port 10V S, = 1 52 = 0 32 ns 

tPHZ Propagation Delay from Logical "1" to 5V (See Figure 3) 50 ns 
High Impedance from CD to Port 10V S3=OS4=1 29 ns 

R2 = 1 K C3 = 5pF 

tPlZ Propagation Delay from Logical "0" to 5V (See Figure 3) 55 ns 
High Impedance from CD to Port 10V S3=IS4=0 32 ns 

R2 = 1 K C3 = 5pF 

-
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Switching Time Waveforms (CMOS to CMOS) 

Port to Port 

AC Test Circuit 

INPUT 
AN or BN 

Vee ~II,---_I; -----,--+11-11 

OV --.Jr/.o.5vee 0'5ve~1 "---
INPUT 

Vee 
y OUTPUT 

OUTPUT 
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~I ~PDH\ 1 
Vee------

OV fo·5vee 0.5ve~ 
tr = t/ s: 20n5 
10% to 90% 

PULSE 
GENERATOR 

DEVICE 
UNDER 
TEST 

FIGURE 1. 
C1 ~ 15pF, 100pF 
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Propagation Delays 

T/R to High-Impedance 

Vee----------~~----------~~~~--------------~~~ 

INPUT TlR 1"-1' I, ~ 11 5 20n5 1,-\1 .... _____ _ 
OV--------....... 10% TO 90% ~ 

("OUTPUT VOH __________ -:-__ \ ______ 1L- (VOH---------------, t 

PORT 
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[j~.1Vee ~1vce 
tPHZTA t tPHZTR - ~ I t 

PORT ~ 
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IPlZTR I t IPlZTR -I ~ 
,OUTPUT VOl ___________ -...J0 t e Val --------------L~-......:::0.~1V.;:t e:::c:..... 
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Vee -+---0 UNDER R1 0---- Vcc 

TEST 

~o S1~ 
-= Till 

=IC2 

1 

~ -= 
PULSE 

GENERATOR 
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CD to High-Impedance, CD to Port Output 

VCC-----------~;=====~I,~------II~,~~11~5~20~n~s----------~======~ 
INPUT CD 0.5Vcc 10% TO 90% 

II 

PORT 
OUTPUT 

PORT 
OUTPUT 

OV _____ J 

VOH----~-'l------~t-­
~.,VCC 

IPHz-1 t 

IPLZ -I ~ 

Fa.,VCC 
VOL--------------~·,--------t.-

PORT 
INPUT Vcc 

S4 ~ 1 
VCC ---.0 

~4~O 

PORT 
OUTPUT 

INPUT 
DEVICE 
UNDER 
TEST 

S3 ~ 1 
o--.Vcc 

PULSE 
GENERATOR 

NOTE: Port input is in a fixed logical 
condition. See AC Table. 

FIGURE 3. 

Functional Pin Descriptions 

INPUT SIGNALS 

Chip Disable (CD): When CD is high, Port A and Port B 
are disabled. A Iowan CD allows data to be transmitted in 
the direction specified by T/R. 

Transmit/Receive (TiA): When T/R is high. Port A is 
designated as "IN" and Port B is designated as "OUT". 
When T/R is low, the flow is reversed so that Port B is "IN" 
and Port A is "'OUT". 

INPUT/OUTPUT SIGNALS 

Pori A (AO-A1): Port A is an 8-bit bidirectional port with 
TRI-STATE outputs for bus-oriented microprocessor and 
digital communications systems. 

Port B (BO-B7): Port B is identical to Port A including 
drive capability. 
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Pin Configuration 

Ao Vee 
A1 

'0 ) 
A2 B1 

PORT 
A3 B2 
A4 5 MM82PC08 B3 PORT A As B4 B 
A6 Bs 
A7 B6 

CD B7 
GND T/R 
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Logic Diagram 

Ao 
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I 
L __ 
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I 

Bo 
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------'-oB4 PORT 
-------1 B 
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CHIP 0-..... ------------' 
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FIGURE 4. 
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Physical Dimensions 
inches I millimetersl 

Ordering Information 
MM82PC08XX 

National Semiconductor 

~corporatlon 
2900 Semiconductor Dri~e 
Santa Clara, CA. 96051 
Tel. (408)737-5000 
TWX: (910)339-9240 

RAD r-~~~~-12D;':,5'1 MAX-~~---jl 
11 

1 
0.280 --MAX 

~~~~~-~~7rT7rr7TT7TT7TT7TT~~~~'MA~l:~o::O] 
GLASS (7.620) 

GLASS 
SEALANT 

! 
0.200 

8-6'-~j 
~ (5.080) MAX 

I 0.1110 
~-MAX 
(4.064) 94 

TV' 

0.040 

(11iT6) -- t1 MAX 
BOTH ENOS 0.100 ±O.010 

--- TV' 
(2.540 +0.254) 

t I 
O.020~O.010 0.125 
(O.508~1.778) (i1'7'5) MIN 

~~~ 
_I L 0.018 .±:O.OOJ 

II (0.457 1.0.016) 
(TVP) 

Ceramic Dual-in-Line Package [Cerdip (J)) 

0.300-0.320 

I D.345 I 
t---(8.763} -­

MAX 

0.092 

(2.337) 
OIA NOM 

0.030 
(0.762) 
MAX 

I 

1.010 
r-~~~~~127.1781-~~~~~ 

MAX 
~~~~~~~~--t 

0.250 ±O.OD5 

(6.350 ±O.127) 

~ITITmmT.m~~TIIT~~ 

0.130 :0.005 

,.,.,--;------f+----'lL 

Plaslic Dual-in-Line Package (N) 

Induslrial Temperalure (_40 0 C 10 + 85° C) 
Militry Temperature (Availability to be announced) 

Plastic Package 
Ceramic Dual-in-Line Package [Cerdip (J)] 

National Semiconductor GmbH 
Elsenhelmerstrasse 61/11 

8000 Munchen 21 
West Germany 
Tel: (089)576091 
Telex. 05-22772 

Nallonal Semiconductor 
(Hong Kong) Ltd. 

160 8th Floor 

TWX 232-2015 NSCJ"-J Kwun Tong 

KOWloon. Hong Kong 
Tel 3-899235 
Telex 73866 NSEHK HX 
Cable' NATSEMI 

NS Electronics 00 BrasU NS Electronics Pty. Ltd. 
Avda 8ngadeiro Faria lima 844 Cnr. Stud Rd & Min Highway 
11 Andar Conlunto 1104 8ayswater, Victona 3153 

Australia 
Sao Paulo, Brasil Tel: 03-729-6333 
Telex.1121008 Cablne Sao Paulo Telex: 32096 

National does not assume any responsibility for use of any circuitry described' no ClrClilt patenllicenses are Implied, and National reserves the right at any time Without notice. to change said CirCUitry 
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~National 
~ Semiconductor 

Preliminary 
January 1980 

MM82PC12 8-Bit Input/Output Port 

General Description 

The MM82PC12 is a P2CMOS 8-bit input/output port 
contained in a standard 24-pin dual-in-ilne package. The 
MM82PC12 can be used to implement latches, gated 
buffers, or multiplexers. Thus, all of the major peripheral 
and input/output functions of a microcomputer system 
can be implemented with this device. 

The MM82PC12 includes an 8-bit latch with TRI-STATE® 
output buffers, and device selection and control logic. 
Also included is a service request flip-flop for the 
generation and control of interrupts to the 
microprocessor. 

The MM82PC12 is pinout and function compatible with 
standard INS8212 and DP8212 devices. 

MM82PC12 System Configuration 

0(0-7) 
00(1-8) 

INTR 

~ 
INT 01(1-8) 

RO 

CS 
s~~~------------I 

RESET y 
S~~~~--------~I 
T 
E 
M 

B 
U 
S 

0(0-7) 

INTR 

RESET 

WR 

CS 

,) 1980 National Semiconductor Corp 

<t-
(>o-

OS, 
MM82PC12 

OS, STB 

CLR 

MO 

*" 
01(1-8) 

INT 00(1-8) 

CLR 
MM82PC12 

OS, STB 

OS, 

MO 

0 

Features 

• Supply Voltage Range 3V to 12V 

• Drive Capability - 100pF Load 

• High Noise Immunity 

• Low Power Dissipation 

• Full Interface to CMOS Logic Levels 

• P2CMOS Technology 

• TTL Drive Capability 
When Vee ~ 5V 

• 8-Bit Data Latch and Buffer 

• Service Request Flip-Flop for Generation 
and Control of Interrupts 

• 11'A Input Load Curent 

• Reduces System Package Count by 
Replacing Buffers, Latches, and Multi­
plexers in Microcomputer Systems 

PERIPHERAL 

-It-

PERIPHERAL 

-It-

92-1 
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A-77 

-
::J 

"C 
c: -........ o 
c: -"C 
c: -
""C 
o 
"'" -



Absolute Maximum Ratings 

Storage Temperature Range ...................... -65° C to 150° C 
Voltage at Any Pin with Respect to Ground ..... -0.3V to Vee +0.3V 
Vee .......... ·· ....... ··· ......... · ........................ 15V 
Lead Temperature (Soldering, 10 seconds) ................. 300° C 
Power Dissipation ........................................ 500mW 

NOTE: Absolute maximum ratings are those values beyond which 
the safety of the device cannot be guaranteed. Continuous operation 
at these limits is not intended; operation should be limited to those 
conditions specified under DC Electrical Charactristics. 

Operating Range 

Component Type Ambient Temperature' Vee 

Industrial -40° C to +85° C +3V to +12V 
Commercial O°C to +70° C +3V to +12V 

'Availability of Military temperature range components to be 
announced. 

DC Electrical Characteristics 
MiniMax limits apply across temperature range, unless otherwise specified. 

Symbot Parameter Vce Conditions Min Typ Max Units 

CMOS TO CMOS 

V,H Input High Voltage 5V Va ~ 0.5V or 4.5V 3.50 V 
10V Vo ~ 1.0V or 9.0V 8.00 V 

V,L Input Low Voltage 5V Va ~ 0.5V or 4.5V 1.50 V 
10V Va ~ 1.0V or 9.0V 2.00 V 

VOH Output High Voltage 5V V, ~ Vee or GND 4.95 V 
10V 1101 < I~A 9.95 V 

VOL Output Low Voltage 5V V, ~ Vce or GND 0.05 V 
10V 1101 < I~A 0.05 V 

10H Output High (Source) Current 5V Vo ~ 4.6V, V, ~ OV or 5V -2.0 mA 
10V Vo ~ 9.5V, V, ~ OV or 10V -3.0 mA 

10L Output Low (Sink) Current 5V Va ~ O.4V, V, ~ OV or 5V +2.0 mA 
10V Va ~ 0.5V, V, ~ OV or 10V +3.0 mA 

lee Su pply Current 12V V, ~ Vee or GND 300 ~A 

All Outputs Open 

II Input Current 12V V, ~ Vee or GND ±1 ~A 

CMOS TO LSTTL INTERFACE (UNBUFFERED OUTPUT GATES) 
Vee = SV ± 5% unless otherwise specified. 

Symbol Parameter Conditions Min Typ Max Units 

Villi Input High Voltage Vo ~ 4.4V or O.4V Vee -1.5 V 
10~±10~A 

VI (0) Input Low Voltage Vo ~ 4AV or OAV 0.8 V 
10 ~ ±10~A 

Vo III Output High Voltage V, ~ 4.0V or 1.0V 2.4 V 
10 ~ ±2.0mA 

Vo 101 Output Low Voltage V, ~ 4.0V or 1.0V 0.4 V 
10 ~ ±2.0mA 
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OUTPUT DRIVE 
Vee ~ 5V, TA ~ -40°C to +85°C 

Symbol Parameter Conditions Min Typ Ma. Units 

ISOURCE Output Source Current (P-channel) VOUT ~ 2AV -12.5 mA 

ISINK Output Sink Current (N-ehannel) VOUT ~ OAV 6.8 mA 

AC Electrical Characteristics 
TA = 25° C 

Symbol Parameter Vee Conditions Min Typ Ma. Units 
15pF 100pF 

tpw Pulse Width 5V tr = tf = Sns 25 25 ns 

tpo Data to Output Delay 5V 20 25 ns 

tWE Write Enable to Output Delay 5V 37 45 ns 

tSET Data Setup Time 5V 15 15 ns 

tH Data Hold Time 5V 20 20 ns 

tR Reset to Output Delay 5V 31 38 ns 

ts Set to Output Delay 5V 20 28 ns 

te Clear to Output Delay 5V 21 28 ns 

tEO, too Output Enable/Disable Time 5V 28 28 ns 

tEL tOl Output Enable/Disable Time 5V 36 36 ns 

Capacitance* 

F = 1 MHz, VBIAS = 2.5V, Vee = +5V, TA = 25° C 

Symbol Parameter Conditions Min Typ Ma. Units 

C'N DS" MD, 011-D18 Input Capacitance 14 pF 

C'N DS2, CLR, STB Input Capacitance 16 pF 

COUT 00, DOs Output Capacitance 10 pF 

'This parameter is sampled and not 100% tested. 
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AC Test Circuits 

lED 

DATA 
LATCH 

Vee 

1K 

I 5.OPF' 

DATA 
LATCH 

Output Test Circuit 
for TRI-STATE Delays 

*including jig and probe capacitance 

SWitching Time Waveforms 
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j (OS, • 052) 

OV 

Vee 
00(1-8) 

OV 

Timing Waveforms 

Read Timing 

~I t 

X;vce 
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92-2 
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Output Test Circuit 
for Propagation Delays 

*including jig and probe capacitance 
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Timing Waveforms (Cont'd.) 

Data Setup, Hold, Propagation Delay Timing 

DATA >r:-----------'j ---- ------'1· ISET IH ·1'-----------------... II- .. 
STB or (OS1 • OS2)---------:-I,--IP-O--'-I'; ______________________ _ 

OUTPUT _______________ X'_ ____________________ _ 
Interrupt Timing 

STB~ \ 
~I,~~IP~W--~,~I'--------------------------------

y Ipw 

'I 
} 

'I ~ '\ ! 
I IR . 

Clear Timing 

I' Ipw ,,-----

1'----. -Ie -,\----'. 

\---------DO 

92-5 

Propagation Delays 400 

STB or (051 • 052)\ j 
, i\,--, __ ---' 300 

TA~25'C 

Vcc~5V 

tpo~45ns @ CL ~ 100pF 

21 
DO 

CL (pF) 

200 

~I 
100 

50 

0.8 

FIGURE 1. Normalized Typical Propagation Delay 
vs. Load Capacitance 
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Figure 1 illustrates the calculations of a more useful pro­
pagation delay. The figure uses a 5-volt supply with a 
tolerance of ±10%, ambient temperature of +25°C, and a 
load capacitance of 100pF. The AC Characteristics table 
depicts tPD, at 5 volts, 25° C, equalling 25ns. Use the graph 
in Figure 1 to get the degradation multiple for 150pF. The 
number shown is 1.09. The adjusted propagation delay is, 
therefore 25 x 1.09 or 27ns. 

Functional Pin Descriptions 

The following describes the function of all the MM82PC12 
input/output pins. Some of these descriptions reference 
internal circuits. 

INPUT SIGNALS 

Device Select (OS,. OS2): When OS, is low and OS2 is 
high, the device is selected. The output buffers are 
enabled and the service request flip-flop is 
asynchronously reset (cleared) when the device is 
selected. 

Mode (MO): When MO is high (output mode), the output 
buffers are enabled and the source of the data latch clock 
input is the device selection logic (OS, • OS2). When MO is 
low (input mode), the state of the output buffers is 
determined by the device selection logic (OS1 • OS2) and 
the source of the data latch clock input is the strobe (STB) 
input. 

Strobe (STB): STB is used as the data latch clock input 
when the mode(MO) input is low (input mode). STB isalso 
used to synchronously set the service request flip-flop, 
which is negative edge triggered. 

Data In (Oh-018): Data In is the eight-bit data input to the 
data latch, which consists of eight O-type flip-flops, 
incorporating a level sensitive clock. While the data latch 
clock input is high, the Q output of each flip-flop follows 
the data input. When the clock input returns low, the data 
latch stores the data input. Clear (CLR) is only effective 
when the clock is low (latch in the latched state), 

Clear (ClR): When CLR is low, the data latch is reset 
(cleared) if the clock is also low. The clock input high 
overrides the clear (CLR) input data latch reset. CLR being 
low also resets the service request flip-flop. The service 
request flip-flop is in the non-interrupting state when 
reset. 

OUTPUT SIGNALS 

Interrupt (INT): The interrupt pin goes low (interrupting 
state) when either the service request flip-flop is 
synchronously set by the strobe (STB) input or the device 
is selected. 

Data Out (00,-008): Data Out is the eight-bit data 
output of data buffers, which are TRI-STATE, non­
inverting stages. These buffers have a common control 
line that either enables the buffers to transmit the data 
from the data latch outputs or disables the buffers by 
plaCing them in the high-impedance state. 

Pin Configuration 

OS, Vee 

MO INT 

Oh Dis 
00, 008 

II" 017 

002 007 
Db 016 

003 006 

01. 015 
DO. 005 
STB 11 CLR 

GNO 12 OS2 
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Logic Diagram 

DEVICE SELECT 

)O----INT~ 

"1 " D 

SERVICE 
----~--~rt-----------~C ____ ~REQUESTFF 

ENABLE 

@MD 

BUFFERS 

12:> Dh D D01@ 
Logic Table A 

DATA OUT C 
STB MD DS, • DS2 

EQUALS 

0 0 TRI-STATE 

1 0 TRI-STATE @D12 D D02@ 
0 DATA LATCH 

1 0 DATA LATCH C 

0 0 DATA LATCH 

0 DATA IN 

0 DATA IN (2) Db D D03@ 

DATA IN 
C 

CLR '- resets data latch to the output low state. 
The data latch clock is level sensitive, a low 
level clock latches the data. CU DI4 D D04~ 

C 

Logic Table B 

CLR DS, • DS2 STB Q' INT ~D15 D D0512!> 
o RESET 0 0 0 

0 0 C 

0 " 1 RESET 0 0 

0 0 0 ~D16 D D06E> 

'Internal Service Request flip-flop. C 

~D17 D D07 G!> 
C 

~D18 D D08~ 

C 
R 
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Applications in Microcomputer Systems 
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Applications in Microcomputer Systems (Cont'd.) 

DATA 
BUS 

STB 

MM82PC12 

OUTPUT STROBE 
(HAND-SHAKING 
SIGNAL FROM 
OUTPUT DEVICE) 

~ SYSTEM OUTPUT 

J I
:, MD 

SYSTEM .1 
INTERRUPT Vee 

CLRP--- SYSTEM RESET 
OS, 

} 
PORT SELECTION 
(LATCH CONTROL) 

'--------
Output Port (with Hand-Shaking) 

92-1' 

A-85 



-... o 
a. -~ 
Co -~ 
o --~ 
Co 
r:::: 

-III 
I 

CO 

C\I ,.. 
U 
a. 
C\I 
co 
~ 
~ 

Physical Dimensions 
inches (millimeters) 

1-
0590-0.620 

(14.986-15.748) 

0.025 

(0.635)-'" 
RAO 

0.160 

I (4.064) 

1.290 1 0.600 

1

1- ------(3~l~6J - ------- (15.'401 

,-=-""-'=-"-' ....... ""-='-"-'-'-=-'-" ....... ""--"-'-'--'-",,' --; r ~~:SS 
! 

I 
0.515-0.525 

0.200 

(5.080) 

\

-t Mr 
'-----'--'-----' , r I I - .. -~ 

·fMA~ (::!:=::::I 
0.0080.012 

(0.203-0.305) 

-- T 

1- 06850.025 I 0.060-0.100 1- 0.10000'0 I 
(2.540 0.254)--

I II 0,018'0.002 0.125 
(173990.635) -I (1.524-=-2.5401 -: t-- - --- (0.457 . 0.051) fi175) 

0030 

Ceramic Dual~in-Line Package [Cerdip (J)] 

0.062 

(1.575)­
RAO 

1270 

(3~i5B) MAX 

MIN 

T 

1 

0.540 0.005 

(137160.127) 

I 

~~~T.T~~~~~~~~ 

0.600 0 620 (~:~i (~-'~I 0.040 0.160 '0.005 

,
I ~"5~_4 15_7481---,~_1 ' -~'':~: - 'lr;0117J

tr 
0.0090015 

0625 +00.°0',55 W.229 0 ]81) 0015 
0075 0.015 _ _ _I 1_ ~ -11- 0018 ooo:r-- 0125 (OJ81) 

Ordering Information 

MMB2PC12XX 

~
NatiOnal Semiconductor 

Corporation 
2900 Semiconductor Drive 
Santa Clara, CA 95051 

Tel (408)737-5000 
TWX (910)339-9240 

(15875 +~:~~~) (1905 0.381) I ~2y~40) (0457 0076) -(3.-17-5) MIN 

MIN 

Plastic Dual-in-Line Package (N) 

Industrial Temper<1tlllo (-40' C to ,85" C) 

Mlllt<1ry Temper;:ltule (AV<1ri<1Dlllty to be announced) 

PlastiC Package 

Ceramic Dual-In-Llne Package [Cerdlp (J)] 

National Semiconductor GmbH 
Elsenhelmerstrasse61/11 
8000 Munchen 21 

West 
T,I 

NS International Inc., Japan National Semiconductor NS Electronics 00 Brasil 
(Hong Kong) LId. Avda 

160 8th Floor 
Kong Electronic Bldg Jardlm 

4 Hlng Street Sao Paulo Brasil 

NS Electronics Pty. Ltd. 
Cnr Stud Rd & Mtn Highway 
Bayswater, Victoria 3153 
Australia 
Tel 03-729-6333 

Telex Kwun Tong Telex 1121008 Cablne Sao Paulo Telex 32096 

Kowloon. Hong Kong 
Tel 3-899235 
Telex 73866 NSEHK HX 
Cable NATSEMI 

National does not assume any responsibility for use of any CirCUitry d'-SCribed no ClfCUlt patent licenses are Implied and National reserves the right, at any time Without notice, to change said CIrCUitry 

A-86 



Comparison Study 
NSC800 VS. 8085, Z80® 

Introduction 

The NSC800 is an 8-bit parallel processor with a Z80 
compatible instruction set manufactured using National's 
P2CMOS process. This process combines the speed of 
silicon gate NMOS with the low power and wide supply 
voltage range (3 to 12V) inherent to CMOS. 

The NSC800 has a 16-bit address bus which consists of 
the upper eight address bits (A8-A 15) and the lower eight 
address bits (ADO-AD?). Address bits AD-A? are time 
multiplexed on the 8-bit bidirectional addressldata bus 
(ADO-AD?). 

There are several advantages to using a multiplexed 
addressldata bus. Multiplexing frees pins on the CPU and 
peripheral packages for other purposes, such as status 
outputs, DMA control lines, and multiple interrupts. This 
can reduce system component count. Fewer bus signal 
lines are required for device interconnections in most 
applications (16 lines for multiplexed bus systems vs. 24 
lines for non-multiplexed systems). This reduces PC 
board complexity. 

For small systems which utilize other members of the 
NSC800 family (NSC810 RAM-I/O-TIMER, NSC830 
ROM-I/O, NMC6504 4K x 1 Static RAM "5V only", 
NMC6514 1K x 4 Static RAM "5V only"), no extra 
demultiplexing is necessary as they have internal address 
latches which perform the required demultiplexing. In 
addition to the above parts, a complete family of low 
power speed compatible logic and interface parts is also 
available. See list of NSCBOO devices on page three. 

NSC800 vs. 8085 

In terms of bus structure, the NSC800 is similar to the 
B085. Both processors utilize a multiplexed bus and 
timing relationships are approximately the same. The 
8085 does not guarantee that output data on ADO-AD? are 
valid on both the leading and trailing edges of WR. Forthe 
NSC800, data are valid on both the leading and trailing 
edges of WR. 

Status signals produced by the NSC800 are the same as 
the 8085. These signals are: ALE, SO, S1, and 10iM. The 
lower eight address bits are guaranteed to be valid on the 
data bus at the trailing edge (high to low transition) of ALE 
(Address Latch Enable). This signal is used by the 
external system components to separate the address and 
data buses. When the only components utilized in the 
system are members of the NSC800 family (which contain 
on-chip demultiplexors), ALE needs only to be connected 
to the enable inputs. If non-NSC800 family components 
are used, ALE can be used to enable an 8-bit latch to 
perform the function of bus separation. 

Decoding status bits SO and S1, in conjunction with 101M, 
notifies the external system of the type of the ensuing M 
cycle. Table 1 shows a truth table of the encoded 
information. This status information from the NSC800 is 
identical to that of the 8085. 

o")Z80 IS a registered trademark of Z1I09, Inc 
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Table 1. 

Machine Cycle Status - NSC8DO and 8085 

SO 51 101M STATUS 

1 0 0 Memory Write 

0 1 0 Memory Read 

1 0 1 1/0 Write 

0 1 1 1/0 Read 

1 1 0 Op-code Fetch 

1 1 1 Interrupt Acknowledge 

0 0 z Halt 

z = High Impedance state 

Direct Memory Access (DMA) control signals BREO and 
BACK of the NSC800 perform the same functions as 
HOLD and HLDA on the 8085. The NSC800allowssimpie 
wire ORing by using active low states forthe DMA control 
signals. An active Iowan the BREO (Bus Request) line, 
tested during the last T state of the current M cycle, 
initiates a DMA condition. The NSC800 will then respond 
with an active low BACK (Bus Acknowledge) signal 
causing the address, data and control buses (TRI­
STATE® circuits) to go to the high impedance state, and 
notifies the interrupting device that the system bus is 
available for use. There is a difference in the timing re­
lationship between these functions for the two 
processors. The 8085 responds with HLDA, one-half T 
state after it recognizes HOLD. The NSC800 responds 
with BACK, one T state after it recognizes BREO. 

During InputlOutput cycles for peripherals, the NSC800 
automatically inserts one wait state. This reduces the ex­
ternal hardware required for slow peripherals. The 8085 
does not insert its own wait state during these 1/0 cycles. 
When they are needed, the B085 user must design his 
system to contain the additional hardware required to do 
the wait state insertion. When more than one wait state is 
required, additional wait states can be added to the 1/0 
cycles in a similar wayan both the NSCBOO and the 8085. 
On the NSC800, this is accomplished by bringing the 
WAIT control signal active low during T2 of an 1/0 or 
memory cycle. The 80B5 is controlled in the same way 
through the use of the READY line. 

The NSC800 instruction set is Z80 compatible and more 
powerful than the 8085's. The NSCBOO does not support 
the RIM and SIM instructions of the 8085 (RIM and SIM 
can be emulated with 1/0 instructions), but has an 
improved instruction set for enhanced system 
performance. The NSC800 has two functions, RFSH and 
PS, instead of the two serial 110 lines SOD and SI D. RFSH 
(Refresh) is a status signal which indicates that an eight 
bit refresh address is present on the addressldata bus 
(ADO-AD?). This output (refresh address) occurs during 
T3 and T4 of each M1 (op-code fetch) cycle. The internal 
refresh counter is incremented after each instruction 
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cycle. This counter output can be employed by the user's 
dynamic RAM refresh circuits. The PS (Power Save) 
control input, when active, causes the CPU to stop all 
internal clocks at the end of the current instruction, which 
reduces power consumption. The on-chip oscillator and 
ClK remain active for any required external timing. The 
NSC800 leaves all buses unchanged during this time, 
which has the effect of reducing power consumption on 

other CMOS parts in the system since the buses are not 
changing states. All internal registers and status 
conditions are maintained, and when PS subsequently 
goes high, the op-code fetch cycle begins in a normal 
fashion. 

Table 2 indicates the major differences between the 
NSC800 and the 8085 presented in tabular form for quick 
reference. 

Table 2, 

NSC800 vs. 8085 Comparison 

Item 

Power Supply requirements 
Voltage Range 
Power Consumption 

Bus Drive Capacity 

Dynamic RAM Refresh Counter 

Automatic WAIT State on 1/0 

Number of instruction types 

Number of Programmer 
Accessible Registers 

Block 1/0 and Search 

Minimum System 
(CPU, 2K ROM, 128 RAM, 1/0) 

Power Required (Total) 

NSC800 VS. Z80 

The NSC800 contains the same complement of internal 
registers as the Z80 and maintains instruction set and op­
code compatibility. 

Machine cycle timing for the standard speed version of 
the NSC800 compares directly with the Z80. The high 
speed version, the NSC800A, compares with the Z80A. 
Although the software execution speeds are comparable, 
the NSC800 offers architectural advantages. 

The bus structures of the NSC800 and the Z80 are quite 
different. The NSC800 uses a multiplexed addressldata 
bus. The Z80 has separate address and data buses. As 
stated earlier, the separate bus structure requires 
additional signal lines for interconnection and gives up 
some package pins which could be used for other 
purposes. 

The main differences between the NSC800 and the Z80, in 
addition to the bus structures, are the refresh counter, on­
chip clock generation, and the interrupt capability. 

1. The NSC800 contains an 8-bit refresh counter as 
opposed to a 7-bit refresh counter in the Z80. 
(This enables refresh of a 64K dynamic RAM system 
memory.) The refresh timing of the NSC800 is 
functionally identical to that of the Z80. 

NSC800 8085 

3 to 12V 5V 
50mW@ 5V 850mW@ 5V 

1 std. TTL 1 std. TTL 
(100 pF) (100 pF) 

Yes, 8-bit No 

Yes No 

158 80 

22 10 

Yes No 

(50+25+25) mW (850+900+900) mW 
100 mW@5V 2650 mW @ 5V 

A-SS 

2. The on-chip clock generation reduces the system 
component count. In place of an external clock 
generator chip, the NSC800 needs only a crystal or 
RC circuit to produce the system clock. 

3. The NSC800 provides three interrupts that are not 
available on the Z80: RSTA, RSTB, RSTC. This gives 
the NSC800 five levels of vectored, prioritized 
interrupts with no external logic. The general 
purpose interrupt (INTR) and Non-maskable 
Interrupt (NMI) are identical to the Z80. INTR has 
the same three modes of operation in both pro­
cessors: Modes 0, 1, and 2. Upon initialization, the 
NSC800 is in mode 0 to maintain 8080 code com­
patibility. NMI, when active, causes a restart to 
location X'66 as is the case with the Z80. Being a non­
maskable interrupt, NMI cannot be disabled. The 
additional interrupts RSTA, RSTB, and RSTC cause 
restarts to locations X'3C, X'34, and X'2C 
respectively. The priority levels of the five interrupts 
are: NMI (highest), RSTA, RSTB, RSTC, and INTR 
(lowest). For the NSC800, Interrupt acknowledge 
(INTA) is provided on a dedicated output pin and 
need not be decoded externally, as is the case with the 
Z80. 

With the status outputs (SO, S1, 10iM), early 
readlwrite information is obtainable. This is im­
possible to derive from the Z80. 



Refer to Table 3 for comparison of the major 
differences between the NSC800 and the Z80. 

Table 3. 

Nscaoo vs. zao Comparison 

Item 

power Supply Requirements: 
Voltage Range 
Power Consumption 

Instruction Execution 
(Minimum) 

On-Chip Clock Generator 

Number of On-Chip Vectored 
Interrupts 

Early Read/Write Status 

Dynamic RAM Refresh Counter 

Nscaoo Family Devices (P2CMOS) 

MM74PCOO Quad 2-lnput NAND gate 
MM74PC02 Quad 2-lnput NOR gate 
MM74PC04 Hex inverter 
MM74PC08 Quad 2-lnput AND gate 
MM74PC32 Quad 2-lnput OR gate 
MM74PC74 Dual D flip-flop 
MM74PC138 3-Line to 8-Line Decoder/Demultiplexer 
MM82PC08 8-Bit Bidirectional Transceiver 
MM82PC12 Input/Output Port 

NOTE: The above devices are pin for pin and function 
compatible with the standard TTL. CMOS or 
NMOS versions currently available. 

SUMMARY 

National"s NSC800 has a Z80 compatible instruction set. 
which is more powerful than the 8085. NSC800 external 
hardware requirements are less because of on-chip 
automatic wait state insertion. clock generation and five 
levels of vectored prioritized interrupts. 

Nscaoo zao 

3 to 12V 
50mW @ 5V 

5V 
750mW @ 5V 

A-89 

1 I's 

Yes 

5 

Yes 

Yes,8-bit 

1 I's 

No 

2 

No 

Yes,7-bit 

The 8085 and the NSC800 have similar bus structures, 
timing and status signals. The key advantages of the 
NSC800 over the 8085 are the larger instruction set, more 
registers accessible to programmers, low power 
consumption, and a dynamic RAM refresh counter. 

The main advantages of the NSC800 compared to the Z80 
are the multiplexed address/data bus, an 8-bit refresh 
counter for dynamic RAMs, on-chip clock generation, 
and five interrupts. The speed of the NSC800 and Z80 is 
the same but, the NSC800 has very low power 
consumption. 

REFERENCE 

Series 800 Microprocessor Family Handbook 
National Semiconductor Corporation, Santa Clara, CA 
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Software Comparison 
NSC800 vs. 8085, Z80® 

Introduction 

The NSC800 is an 8-bit parallel microprocessor 
fabricated using National's P2CMOS process. This pro­
cess allows fabrication of a microprocessor family that 
has the performance of silicon gate NMOS along with the 
wide power supply voltage range (3 to 12v) and low power 
inherent to CMOS. The NSC800 instruction set is a 
superset of the 8080's instruction set. It comprises 696 
operation codes falling into 158 instruction types. The 
instruction categories are: 

• Load and Exchange 

• Arithmetic and Logic 

• Rotate and Sh ift 

• Jump and Call 

• Input/Output 

• Bit manipulation (set, test, reset) 

• Block Transfer and Search 

• CPU control 

The load instructions allow the movement of data into and 
out of the CPU, between internal registers, plus the 
capability to load immediate data into internal registers. 
The exchange instructions allow swapping of data 
between two registers. 

The arithmetic and logic instructions operate on the data 
in the accumulator (primary working register) and in the 
other registers. Status flags are set or reset depending on 
the result of the particular operation executed. This group 
includes 8-bit and 16-bit operations. 

The rotate and shift instructions allow any register or 
memory location to be rotated or shifted, left or right, with 
or without carry. These can be either an arithmetic or 
logic type. 

The jump and call group includes several different types: 
one byte calls, two byte relative jumps, conditional 
branching, and three byte calls and jumps, which can 
reach any location in memory. Calls push the current 
contents of the Program Counter onto the stack before 
branching to the new program address to facilitate 
subroutine execution. 

Input/Output instructions allow communication between 
the NSC800 and external peripheral devices. There are 
255 (location X'BB is used for an interrupt mask) unique 
peripheral 1/0 locations available to the NSC800. 1/0 
instructions can move data between anymemory location 

8Z80 is a registered trademark of Zilog, Inc 
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or internal register and any 1/0 location. There are also 
block 1/0 instructions which allow moving data blocks of 
up to 256 bytes directly from memory to any peripheral 
location or from any peripheral location to a block of 
memory. 

Bit manipulation instructions can set, test or reset any bit 
in the accumulator, any general purpose register or any 
memory location. 

The block transfer instructions allow a single instruction 
to move any size block of memory to any other location in 
memory. Through the use of the block search in­
structions, any size block of memory can be searched for 
a particular byte of data. 

Finally, the CPU control group allows user control over 
the various modes of CPU operation, such as enabling 
and disabling interrupts or setting modes of interrupt 
response. 

The following sections will compare the instruction set of 
the NSC800 with those of the 8085 and the Z80. 

NSC800 VI. 8085 

The 8085 instruction set consists of 246 op codes falling 
into 80 instruction types. With the exception of RIM and 
SIM, the NSC800 is instruction and op code compatible 
with the 8085. The RIM and SIM instructions are not 
supported because the NSC800 does not have the SID 
and SOD serial 1/0 lines. The interrupt mask on the 
NSC800 is accessable by writing the mask word to 110 
location X'BB. The bit positions for the interrupt enables 
are shown below: 

Location X'BB Bit Assignments 

Bit Interrupt Enable for 

7 N/A 
6 N/A 
5 N/A 
4 N/A 
3 RSTA 
2 RSTB 
1 RSTC 
0 INTR 

N/A = not used: a don't care bit 
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As an example, to enable interrupts on the RsTA input, a 
logic '1' is written into bit 3 of I/O location X'BB. If the 
master interrupt enable has been set by executing the 
Enable Interrupt (EI) instruction, interrupts will now be 
accepted on RSTA only. 

Other than the method of enabling and disabling 
individual interrupts and the RIM and SIM instructions 
themselves, the NSC800 instruction set is a superset of 
the 8085's instruction set. 

The following benchmark demonstrates the code 
reduction and throughput improvement obtained by 
using one of the special NSC800 instructions over the 
same function implemented with the limited 8085 
instruction set. The function is to move a 512-byte block 
of data from one section of memory to another. The CPUs 
used for this demonstration are the NSC800A (250 ns 
cycle) and the 8085A-2 (200 ns cycle). 

3 
3 

3 

3 

Total: 19 

3 
3 
3 
2 

Total: 11 

LOOP: 

8085 

MNEMONICS CYCLES 

LXI H,SOURCE 10 
LXI D,DEST 10 
LXI B,COUNT 10 
MOV A,M 7 
STAX D 7 
INX H 6 
INX D 6 
DCX B 6 
MOV A,C 4 
ORA B 4 
JNZ LOOP 10 

Total: 80 

NSC800 

MNEMONICS CYCLES 

LD HL, SOURCE 10 
LD DE,DEST 10 
LD BC,COUNT 10 
LDIR 21 

Total: 51 

The use of the LDIR instruction of the NSC800 results in a 
47.5% increase in throughput and a 42% decrease in the 
number of bytes required to implement the function when 
compared with the 8085 implementation. The time 
required to make the move is approximately 2.69 ms for 
the NSC800 and approximately 5.12 ms for the 8085. Note 
that even though the 8085 runs at a faster cycle time (200 
ns vs. 250 ns), the improved instruction set olthe NSC800 
produces an .increase in system performance. 

The NSC800 includes all 8085 flags plus some additional 
flags. The flag formats for the NSC800 and 8085 are: 
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NSC800 Flags (Z80 Flags) 

I ~ I 6 

I 
5 

I 
4 

I 
3 Ip;v I ~I gl Z X H X 

8085 Flags 

I ~ I 6 

I 
5 IA~ I 3 

I 

2 

I 
1 I~Y Z X X P X 

The differences between the flag registers on the NSC800 
and the 8085 are identified below: 

1. Bit position Dl (additional on the NSC800) contains 
an add/subtract flag that is used internally for 
proper operation of BCD instructions. 

2. In the NSC800, the P/v flag will not match the 8085's 
P flag after an 8-bit arithmetic operation, since it 
acts as an overflow bit for the NSC800, but acts as a 
parity bit for these operations in the 8085. 

3. Bit position D2 (changed for the NSC800) is a dual 
purpose flag; it indicates the parity of the result in the 
accumulator when logical operations are performed 
and also represents overflow when signed two's 
complement arithmetic operations are performed. An 
overflow occurs when the result of a two's com­
plement operation within the accumulator is out 
of range. 

4. For general Compare operations, the NSC800 uses 
the P/v flag as an overflow bit, while the 8085 uses the 
P flag for parity. 

5. The H flag (bit position D4) on the NSC800 is func­
tionally the same as the auxiliary carryon the 8085. 

6. For Double Precision Addition, the NSC800 leaves the 
H flag undefined, while the 8085 does not affect the 
AC flag for this operation (DAD). 

7. For Rotate operations, the NSC800 resets the H flag, 
while the 8085 leaves the AC flag unaffected for these 
operations. 

8. When Complementing the Accumulator, the NSC800 
sets the H flag (H = 1), while the 8085 leaves the AC 
flag unaffected. 

9. When Complementing Carry, the NSC800 leaves the 
H flag undefined, while the 8085 leaves the AC flag 
unaffected. 

10. When Setting the Carry, the NSC800 clearstheHflag 
(H = 0), while the 8085 leaves the AC flag un­
affected. 



NSC800 VB. Z80 

The instruction set and op codes of the NSC800 are 
identical to those of the l80. Software written for the l80 
will run on the NSC800 without change, unless I/O 
location X'BB is used. Another location should be 
assigned since location X'BB is an on-chip write-only 
register used for the interrupt mask. Since the NSC800 
executes code at the same cycle time as the l80, any 
software timing loops will also remain the same, and no 
change is necessary. The NSC800 expanded interrupt 
capability is transparent to the user unless specifically 
evoked by the user software. 

A-93 

The NSC800 has 8-bit refresh rather than the 7-bit refresh 
scheme of the lBO. Therefore, the state of the 8th bit will 
be indeterminate since it is part of the R Register and so 
included in refresh operations. 

The status flags on the NSCBOO are identical to those on 
the lBO. There is no difference between the positions of 
the individual bits in the flag register, nor in the manner in 
which the flags are set or reset due to an arithmetic or 
logical operation. Testing of the flags is also the same. 
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