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2.0 Functional Description (Continued) 

r-SCR BITS 1,2,3-1 

�r�~� 

�i�~� 

SCAN UNE 0._. 
b. Underline Size 

Register = 90 

SCAN UNE 

c. Cursor Size 
Register = 9A 

SCAN LINE ................. _ .......... 

d. Cursor Size 
Register = 48 

TL/DD/5526-25 a. Character 
Cell Format 

Specification (OB, OC, 00, OE, OF) 
may also be used 

FIGURE 16. Underline and Cursor Register Operation 

Note: The internal cursor flip-flop gets set to ON whenever a scan line corresponding to the begin cursor nibble is reached, and gets set to cursor OFF whenever a 
scan line corresponding to the end cursor nibble is reached. The cursor attributes are inserted whenever the character position being displayed corresponds to the 
one pointed to by the cursor address register. A similar situation applies for characters with the underline attribute selected. Therefore, care should be taken when 
setting the ES/F register and setting the cursor and underline sizes. In particular the ES/F value should not be between the upper nibble and lower nibble values of 
the underline size register or between the upper nibble and lower nibble values of the cursor size register. To use the cursor as a pointer without displaying it, set 
the lower nibble of the cursor size register to a value less than CSHR and the upper nibble to a value greater than CSHR. 

2.5.2 TIMING CHAIN LOAD VALUE EXAMPLE 

It is desired to have a display field of 80 columns by 25 rows 
with the last screen row being a status row. It has been 
determined that 25 character width times will be necessary 
to complete horizontal retrace and that Horizontal sync 
should be positioned to start a full seven character times 
after blanking and end twenty characters after blanking to 
give us a total sync width of 13 character times. (See Figure 
17 for example.) 

Additionally, vertical retrace will take 23 scan line times to 
complete with vertical sync starting three scan line times 
after vertical blanking begins and occupying a total period of 
11 scan lines. 

It is desired to make the character cells 12 scan lines tall. 
The cursor will be a block shape and occupy the bottom 11 

scan lines in a cell. The underline attribute will actually be a 
strike through dash occupying the 4th scan line from the top 
in a cell. 

Our line width is 80 displayed characters plus 25 for retrace 
making HLR = 80 + 25 - 1 = 104. Blanking will start after 
the 80th character so HBR = 80 - 1 = 79. To achieve 
seven character times after horizontal blanking, HSBR = 
87 + 2 = 89. To achieve twenty character times after 
blanking HSER = 100 + 2 = 102 (note 102 - 89 = 13 
total). Cell height is 12 lines so CSHR = 12 - 1 = 11. 
Since there are 12 scan lines per cell or row, vertical retrace 
will require 23/12 = 1 row and 11 scan lines. This makes 
our total row count VLR = 25 + 1 - 1 = 25 and ES/F = 
11 - 1 = 10. Thus, timing chain location 4 would be coded: 
1011 1010. We will display 25 rows soVBR = 25 - 1 = 
24. Vertical sync will start at the beginning of the fourth scan 

:1-1; =--�-�=�~�_�-�=�-�-�~�H�B�R�-�H�S�-�B�R�~�H�S�E�R�_�H�L�R�=�=�=�=�I�-�=�-�~�-�I� -I -II 
.--.--i------------------; - - - -- - - -, 

DISPLAY INFORMATION BLANKED 

�S�R�B�R�-�I�-�+�-�-�-�<�~� 
VSBR-l--=:!:::::;;!----------------------I 

VSER- t==1 BLANKED 

r--L
--------------------------------

ESIF 

FIGURE 17. Typical Video Screen Format Specification 
TL/DD/5526-26 
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2.0 Functional Description (Continued) 

line of the row after blanking begins so VSBR = 4 - 1 = 3. 
It will run for 11 scan lines or specifically the 4, 5, 6, 7, 8, 9, 
10, 11, 12, 1, 2 ending at the beginning of the 3rd so VSER 
= 3 - 1 = 2. The status row will be after the 24th so 
SRBR = 24 - 1 = 23. To specify the underline and cursor 
sizes one must remember that the first scan line is num­
bered O. To get our 11 line block cursor we begin after the 0 
line and end at the end of the 11 line making CSR = 0000 
1011. The underline dash will be USR = 0011 0100. Note 
that the CSHR determines the scan counter modulo and if a 
scan compare register value (ES/F, VSBR, VSER, USR, 
CSR) is never reached, the signal end or begin will never be 
initiated. 

2.6 ATTRIBUTES 

Eight independent attributes may be inserted itno the video 
dot stream to affect display characters on either an individu­
al or global basis. The eight attributes along with their con-

ATTRIBUTE LATCH BIT 

ATTRIBUTE MEMORY BIT 

'-----REVERSE VIDEO 
'-------HALF INTENSITY 

'--------BLINK 
'---------DOUBLE HEIGHT 

'----------DOUBLE WIDTH 
'-----------UNDERLINE 

'-----------------BLANK 
'----------------GRAPHICS 

TLIDD/5526-27 

FIGURE 18. Attribute Bit Assignments 

DOUB~~~I~~~_"" ___ ~ 

SCAN UNE 
CLDCK 

VIDED 
DATA 

BUNK FIELDI 
CHAR VCR 0 

trol word bit assignments are detailed in Figure 18. The 
scope with which a particular set of attributes affects the 
display depends upon whether attribute control is internal or 
external as determined by bit 4 in the VCR. 

Attributes are present if the corresponding bit is a ZERO 
(low). 

2.6.1 Internal Attribute Selection 

In internal mode attribute control comes from one of two 
internal attribute latches designated ALO and AL 1, either of 
which is directly loadable from the CPU accumulator. The 
choice of which of the two is used for a particular display 
character is determined by bit 7 (MSB) in the display memo­
ry data byte with 0 = ALO and 1 = AL 1. (Characters are 
represented in display memory as ASCII values occupying 
the low 7 bits of each 8-bit byte thus leaving bit 7 free for 
attribute control.) 

2.6.2 External Attribute Selection 
In external mode each display character has associated 
with it, a dedicated attribute field in the form of a high 8-bit 
extension to the regular display memory character byte. To 
use this mode the system bus msut be configured for 16-bit 
bidirectional operation (SCR bit 4 = 1) and external attri­
butes must be selected (VCR bit 4 = 1). 

2.6.3 Attribute Processing 

Each of the eight attributes may be independently enabled 
thus yielding a number of possible combinations. The exact 
processing involved is shown in Figure 19. Note that attri­
butes are always present. Whether any of them are active 
depends upon the particular control bit being enabled in the 
latch or memory. 

UNDERUNE ATTRIB. 5 

HALF INTENSITY ATTRIB. 1---•• INTENSIFO 
CHAR BUNK ATTRIB. 2 

TL/DD/5526-28 

FIGURE 19. TMP Attribute Processing 
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2.0 Functional Description (Continued) 

2.6.4 Attribute Operation 
Reverse Video: A character and its surrounding cell are reversed in video from what was selected for the rest of the screen. 

Half Intensity: To use the half intensity function the shared INTENSITY /FO ClK pin (25) must be selected for INTENSITY 
operation by setting SCR bit 6 low. In operation the half intensity pin will be low whenever a character for which 
the attribute is active is being displayed. To perform the actual attenuation function external circuitry must be 
connected between the INTEN and Video Output pins. In fact the signal may be used for another purpose such 
as switching between two colors. 

Blink: A character or the field around it blinks as selected by VCR bit o. 
Double Height: A designated character is stretched out so that it will occupy a 2-row tall space. This attribute is implemented 

by slowing down by half the scan line stepping to the internal character generator. To use this attribute the 
desired double high character must be placed into the two display memory locations corresponding to the top 
and bottom row positions. For both locations the double high attribute is set. In addition the Blank attribute for 
the bottom character is also set to tell the controller it is the bottom half of a double high character. The double 
high attribute has no effect on element graphics or on pixel graphics displays. If an external character genera­
tor is used special circuitry must be employed to implement double high characters. 

Double Width: A designated character is stretched out so that it will occupy a 2-character cell wide space. This attribute is 
implemented by slowing down by half the clock to the video dot shifter. To use this attribute the desired double 
wide character must be placed in the left character position and the double wide attribute bit set. The following 
character position (right) can have any character as it will be ignored. 

Underline: If set this attribute causes the underline figure to be added to the video dot stream. Since the underline, like the 
cursor, can be specified as to position and size in the character cell, the underline can be an overline, block, 
strike through or anyone of a number of effects. The underline overwrites any dot where it overlaps the 
character. 

Blank/Double 
High Bottom: 

A character is inhibited from being displayed while still allowing it to be stored in the display memory. If this 
attribute and the double height attribute are set for the same character, the normal blank function is disabled 
for that character position and the character is displayed as the bottom half of a double height character. 

Graphics: This attribute determines whether the video memory data byte as accessed by the display memory controller is 
routed through the character generator or block graphics control logic. If routed through the block graphics 
logic (attribute active) the effect on the video display will be as described in the Block Graphics section. Note 
that because Block Graphics mode is selected as an attribute it may be mixed in with normal alphanumerics 
characters. Also all other attributes with the exception of double height operate on the block graphics charac­
ters. 

2.7 CHARACTER GENERATOR 

The internal character generator holds 128 characters in a 
7 x 11 matrix. The standard character sets are addressed 
using 7-bit ASCII codes stored in the display memory. When 
operating with fonts smaller than the maximum of 7 x 11, 
zeroes are encoded into the unused bits. When putting out a 
character the video controller always starts character gen­
eration on the second scan line of a row, leaving the first 
scan line blank. Similarly, the first (left) column in a charac­
ter cell is blanked with character generation starting on the 
second column. Therefore, the specified cell size must be 
one greater in height and width than the display characters 
(including descenders) otherwise they will be chopped off. If 
the character cells are larger than the internal 7 x 11 matrix, 
blank dots will be put out after exhausting the internal gen­
erator (See Figure 20 for example.) 

ALWAYS ALWAYS 
BLANKED BLANKED 

ALWAYS_! •••••••• l! ... 
BLANK •••••••• • 1 ••••••• · .. · · · · · .: ...... . · •...... ·1· · · · · · . 

•••••••• • 1 ••••••• · ...... · .: ........ . · •. . ·1·.· · · .•. 
• •• • • •• 1 ••••••••• · .. · .: ........ . .•. . ·1·.· •••. · · · .1. e ..... · · · .: .•....... 

I TL/DD/5526-29 

FIGURE 20. Character Cell Format 
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2.7.1 External Character Generation 

The chip may be used with an external character generator 
by switching over to a pixel graphic display mode with modi­
fied address stepping as controlled by VCR bits 6, 7. In this 
mode an external character generator supplies pixel data to 
the chip as depicted in Figure 21. Character addressing 
comes from the display memory and scan line stepping from 
a 4-bit counter clocked by the Horizontal Sync. Scan line 
synchronization is achieved by using the Scan Count Clear 
signal coming out on RE11, pin 36. After the display of a row 
it pulses low to initialize the scan line counter for the start of 
a new row. In pixel mode both the character and any spac­
ing between characters must be encoded into the external 
character generator. In addition, the chip will access and 
use at most 8 bits of pixel data for each character cell. How­
ever, if the cell width is specified to be 9 or 10, the ninth and 
tenth dots will repeat what was coded into the first. There­
fore, assuming at least one dot spacing between charac­
ters, external fonts can at most be seven dots wide. 

No limitations apply to the height of a character as long as 
the external generator can supply all of the scan lines as 
specified by the CSHR. As in regular pixel mode the lSB 
brought in is the first dot put out. 

Since the eighth data bit is used for character generation it 
cannot effectively be used for internal attribute latch selec­
tion although one of the latches will be selected every data 
byte. Therefore, both internal attribute latches must be load­
ed with the same values. If external attribute operation is 
specified the full 8-bit high order attribute field is available 
for usage. 



2.0 Functional Description (Continued) 

J I 
..L 

RAM ALE 1 
ADDRESS ..... H SYNC 

LATCH SBO-SB15 ..... ....". V SYNC 

VD 
DATA 

NS405 
ALE 

.... ,. • • I 
I WRITE BUFFER I V 

DISPLAY ... + CHARACTER 
RE11 ro- LATCH I--GENERATOR RAM .... ... 

7 BITS RAM RAM 
'IIIf ....,. ,.. 4 BITS RD WR 

i T ~ .. I 

4-8IT CLR EXT SCAN CNt 

IC~ COUNTER 
CLR 
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2.8 BLOCK GRAPHICS 

FIGURE 21. External Character Set Implementation 

2.8.1 Graphics Partitioning 

Block graphics is an alternative display mode to normal al· 
phanumerics which is selected through attribute bit 7. Ex­
ample (Figure 22). It can operate on a character cell by 
character cell basis (see Attributes) and words by rerouting 
display memory bytes through the Block graphics logic in­
stead of the internal character generator. 

CAN BE USED TO DRAW VERTICAL 
AND HORIZONTAL UNES 

0000 ••••• 
0000 ••••• 
0000 ••••• 
ClDDU ••••• ......... ......... ......... ......... ......... 
OODDOODao 
000000000 
000000000 
OODOOOOOO 

0000 ••••• 
0000 ••••• 
OOClO ••••• 
0000 ••••• ......... ......... ......... ......... ......... 
0000 ••••• 
LloOO ••••• 
DOCO ••••• 
DaDO ••••• 

ooooaoooo 
0000.0000 
000080000 
0000.0000 
0000.0000 
000080000 
• •••• 0000 
000000000 
000000000 
Dooooaooo 
aOOQDODOO 
000000000 
DaODoaCHlO 

000080000 
DDDO.COOC 
0000.0000 
0000.0000 
0000.0000 
0000.0000 . ....... . 
DDOO.OOOO 
0000.0000 
0000.0000 
OODo.ao 00 
DOOO.OOOD 
0000.0000 
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FIGURE 22. Example Block Graphics Display Patterns 

The Graphics Logic operates by partitioning the character 
cell space into nine possible areas as shown in Figure 23 
and then using the seven lower bits in the display data byte 
to turn these areas on or off. In this way one can draw 
contiguous lines or simple geometric figures while at the 
same time displaying alphanumeric characters in other 
cells. 

The partitioning of the cell is controlled by two timing chain 
registers which specify two Horizontal and two Vertical cut 
off points to the graphics logic. Through these two registers 
one can make the sections as large or as small as desired, 
even eliminating sections entirely. Note that data bits 0 and 
5 each control two sections as depicted in Figure 23. 

7-23 

LEFT CDLUMN-----' 

MIDDLE COLUMN 

RIGHT COLUMN 

o -.-TOP ROW 

4 -.-MIDDLE ROW 

5 -'-BOTTOM ROW 

TL/DD/5526-32 

FIGURE 23. Block Graphics Cell Partitioning 

The registers defining the graphics areas function as fol­
lows: 

The Graphics Row Register - 8 bits (GRR) is divided into 
the following two (2) registers: 

• Graphics Middle Row, (GMR): 
Defines the scan count at which the middle row begins 
(4 most significant bits of GRR). 

• Graphics Bottom Row, (GBR): 
Defines the scan count at which the bottom row begins 
(4 least significant bits of GRR). 

See Figure 24.1a for row example. 
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2.0 Functional Description (Continued) 

The Graphics Column Register - 8 bits (GCR) controls ver­
tical partitioning through bit patterns as follows: (See Figure 
24.) 

7 1 5 4 

L L L R 

L L L R 

L L L R 

L L L L 

3 Z 

R X 

R R 

R R 

R R 

1 

X 

X 

R 

R 

0 

X 

X 

X 

R 

_OCR 

_I DOT FIELD WIDTH 

_7 DOT FIELD WIDTH 

_e DOT FIELD WIDTH 

_9 DOT FIELD WIDTH 
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FIGURE 24. Block Graphics Column Partitioning 

6 5043 21 

O! I 
11 : +-TOP 

2! I 
31 : +-IIIOOLE 

~! ! 
51 I +-BOTTOII 
6 1 I 
I I 
L II 
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GRR = 24 
GCR = 60 (0110 OXXX) 
cell size = 6 x 7 

FIGURE 24.1a Block Graphics Example 

For all bits in the Graphics Column Register, a one assigns 
that bit position to the middle column. A zero in an L bit 
position assigns that bit position to the left column. A zero in 
an R bit position assigns that bit position to the right column. 
There is always at least one middle dot although the left and 
right sections may be eliminated entirely. For 10 dot wide 
cells the 10th bit will repeat the 9th bit. An easy way to 
determine the column partitioning is to fill the GCR with all 
ones, thereby making it one large middle section. Then, 
starting from the outermost Land R bit positions, put zeros 
in until the left and right sections are the sizes needed. 

2.9 PIXEL GRAPHICS 

When bits 6 and 7 of the Video Control Register are both 
set to 1, the character generator and block graphics circuits 
are disabled. Video output directly reflects the contents of 
the display memory byte on a pixel (dot) per bit basis with 
data output LSB first. Example (Figure 25). 

Nine bits at a time are accessed from each video memory 
location with as many bits being used as defined in the char­
acter cell width specification. If a cell width of 10 is specified 

RECEIVE BUFFER RI BUFFER FULL 

SI RECEIVE SHIFTER 

:::;C::I:lOCD::I=OC:Jr;:J ••• o:Jooo:Jo:J:Jo:JO:1nwo 
::lOCO::lO []:;::; :J0>:l0 •••• 00000000 00 OO:J [] 01 
CO:J:J 00 []:J 0000 ••••• 0 :JO:J O:JOOOO:lO :JO" 
:JOOO:J:JODD:JDO ••••• ULJOOOQUOOO:JO:J ••• 
0000::1::100000 •••••• 0000000::1::10::10 •••• 
~auIJCOCOOO ••••••• OOOOOOO:JOO:J ••••• 
o:J:Joocaoo ••••• OO.OOOO:JOODOO ••••• O 
[] 000 DODO •••• lao 01000000 0 00 ••••• 00 
0::10000 0 ••••• 000 0 100000::1 0 o ••••• u aD 
000000 ••••• 0 :::10001000 00::10 ••••• 00::10 
0000 :J ••••• 00 00001000::1 0:1 ••••• 000 00 
OOCO ••••• OOOOOOO.OOOOO ••••• :JOOO:J. 
0::10 ••••• 00000 •• 0 •• 000 ••••• 00000 •• 
(10 •••• 100000 ••• 0 •• 00 •••• 100000 ••• 
:J ••••• oooao •••• o •••••••• oonClO •••• 
••••• :JOOOO ••••• O ••••••• C;OOO:J ••••• 
•••• 00000 •••••• 00 ••••• 00000 ••••• 0 
••• ocooc ••••••• CO •••• OCOOO ••••• OO 
•• 00000 ••••• 00.0000000000 ••••• 000 
.oc::lco ••••• oon.ooooooooo ••••• OOOO 
00000 ••••• 0000.00000000 ••••• 00000 
u:J:::lO ••••• OOOOO.OOOOOO::l ••••• OOO:::lO:J 
OOO ••••• OOOOOO.OOOOOO ••••• OOOO::lOU 
OO ••••• OOOOOOO.OOOOO ••••• OO:::lOO::lOO 
O ••••• OOOOCOOO.OOOO ••••• ::IOOOOOO::lO 
••••• 000000000.000 ••••• 0000::1000::10 
•••• 0::1 ::100 0::1 0 0::1 •• 0 ••••• 000 0 0 000 oeo 
••• :JOOOOOO:::lL:lOc ••••••• OOOUO::lUOCOOO 
•• 0:JO::lOOOOOOOO •••••• 0000000000000 
.0::1::1 00 C 0 00 000 0 ••••• 00 000 ooooon nnn 
oonnOOClOOO:JUtlOo ••• ooooouooooooooo 
LJU:JtJl)lItHlIJU'JUUUUU.OOOCOL:luuoooononc 
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FIGURE 25. Example Pixel Graphics 

the 10th bit will merely repeat the 9th bit. Attributes are still 
operable in pixel mode, on a data byte basis, with internal 
and external operation possible. With internal attribute latch 
operation the same values must be loaded into both latches 
since the usual latch select bit is now being used for pixel 
control. Unless, however, only a 7 dot wide cell is used leav­
ing the 8th bit free. With external attribute operation we are 
now limited to a 7-bit attribute field since pixel data can now 
occupy 9 of the 16 bus bits. Because of this the LSB attri­
bute, Reverse Video is totally disabled from operation in 
Pixel Graphic mode. This also applies to internal attribute 
latch operation. Note, however, that reverse entire screen 
video is still operable. Address sequencing through the vid­
eo memory is sequential with as many data bytes being read 
in as is necessary to satisfy the pixel requirements of the 
screen. 

2.10 LIGHT PEN 

Activation of the light pen interrupt causes the horizontal 
and vertical screen position of the currently displayed char­
acter to be latched into the Horizontal Light Pen Register 
HPEN (7 bits) and Vertical Light Pen Register VPEN (5 bits) 
respectively. Both HPEN and VPEN may be read into the 
CPU accumulator. The values latched remain in VPEN and 
HPEN until another light pen interrupt latches new values. 

2.11 UART 

The UART features full duplex operation with double buff­
ered Receive and Transmit sections. Baud rate generation 
is fully programmable through a 2-stage divider chain. CPU 
control of the UART is extensive with polled or interrupt 
driven operation possible. 

UART CDNTRDL 

UART STATUS 

CRYSTAL I 

SO TRANSMIT SHIFTER 
(OUTPUT REGISTER) 

TI SHIFTER EMPTY 

TRANSMIT BUFFER TI BUFFER EMPTY 

TL/DD/5526-35 

FIGURE 26. TMP UART Block Diagram 
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2.0 Functional Description (Continued) 

2.11.1 UART Control 

UART Status Register (STAT): Contains error and status 
bits which reflect the internal state of the UART. Read into 
CPU accumulator. Bits 0, 5 are the same as those found in 
the internal interrupt register. 

1 7 I • I 5 I 4 I 3·1 2·11· I 0 1 
L..-J 

lliL1 .. UART RECEIVE BUFFER FULL L; -PARITY ERROR DETECTED 

1 = FRAMING ERROR DETECTEO 
'-----1 = OVERRUN ERROR OETECTED 

'--------1 = TRANSMInER OUTPUT REGISTER EMPTY 
(OUTPUT SHIneR) 

'-------_1 = TRANSMInER BUFFER EMPTY 

'---------ALWAYS ONES 

TLlDD/5526-36 

UART Status Register bits 1, 2, 3 are only cleared on a chip reset or a read 
of the UART Receive Buffer. If another word were to come in before the 
Receive Buffer could be read the errors associated with the new word would 
add to those already present. The receipt of a new word can cause the three 
bits to go from a 0 to a 1, but not from a 1 to a o. 

FIGURE 27. UART Status Register 

Note: The Transmit Output Register Empty flag is set to one whenever the 
transmitter is idle. The flag is reset to zero when a data character is 
transferred from the Transmit Buffer to the Output Register. This 
transfer does not occur until the next rising edge of the internal UART 
Transmit Clock. The Transmitter Output Register Empty flag occurs at 
the beginning of the last stop bit. 

UART Control Register (UCR): Contains control bits which 
configure the format of transmitted data and tests made 
upon received data. Written to from CPU accumulator. 

171615·14131211101 

I I I 

lS
D = 7 BITS (EXCLUDING PARITY) 
1 = 8 BITS (EXCLUDING PARITy) 
o - 1 STOP BITTRANSMlmo 
1 = 2 STOP BITS TRANSMITIED 
(RECEIVER ALWAYS CHECKS FOR ONE STOP BIT) 
o = PARITY DISABLED 
1 = PARITY ENABLED 
00 = DOD PARITY (IF PARITY 

ENABLED) 
01 = EVEN PARITY ( IF PARITY 

ENABLED) 
10 = MARK (1) (IF PARITY ENABLED) 
11 = SPACE (0) (IF PARITY ENABLED) 

'-------- 0 = BREAK DISABLED (NORMAL 
SERIAL OUTPUT) 

1 = SERiAl OUTPUT FORCED LOW 
(SPACE) 

L-_______ 0 = NO LOOP BACK 

1 .. SERiAl OUTPUT INTERNALLY 
LOOPED BACK TO SERIAL INPUT. 
OUTPUT STill ACTIVE. '----------0 .. TRANSMInER ENABLED 

OBit 5 set to 0 by RESET. 

1 '" TRANSMITIER DISABLED (DATA 
IN TRANSMIT BUFFER NOT 
TRANSFERRED TO TRANSMITIER 
OUTPUT REGISTER) 
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FIGURE 28. UART Control Register 

UART TRANSMIT 
CLOCK 

UART RECEIVE 
CLOCK 

UART 
MUI1IPlEX 
REGISTER +16 

2.11.2 Baud Clock Generation 

The basic BAUD clock is derived from the crystal frequency 
through a two-stage divider chain consisting of a 3.5-11 
prescale and an 11-bit binary counter. (Figure 29). The di­
vide factors are specified through 2 write only registers 
shown in Figure 30. Note that the 11-bit Baud Rate Divisior 
spills over into the Prescale Select Register. The correspon­
dences between the 4-bit Prescale Select and Prescale fac­
tors is shown in Table I. There are many ways to calculate 
the two divisor factors but one particularly effective method 
would be to try to achieve a 1.8432 MHz frequency coming 
out of the first stage then use the BAUD Rate Divisor factors 
shown in Table II. 

(4-- PRE SCALE REGISTER -1 4 BAUD REGISTER ----+t 
I 3 I 2 \1 \ 0 \ X 110 \ 9 \ 81 716 \ 5 I 41 312 11 I 0 I 
PRESCALE SELECT BAUD RATE DIVISOR 

TL/DD/5526-39 

FIGURE 30. UART BAUD Clock Divider Registers 

TABLE I. Prescale Factors 

Prescale 
Select 

0000 
0001 
0010 
0011 
0100 
0101 
0110 
0111 
1000 
1001 
1010 
1011 
1100 
1101 
1110 
1111 

Prescale 
Factor 

3.5 
4 

4.5 
5 

5.5 
6 

6.5 
7 

7.5 
8 

8.5 
9 

9.5 
10 

10.5 
11 

TABLE II. Baud Rate Divisors (1.8432 MHz Input) 

BAUD RATE 
SELECT 11 BITS 

110-19.200 BAUD 

Baud 
Rate 

110 (110.03) 
134.5 (134.58) 
150 
300 
600 

1200 
1800 
2400 
3600 
4800 
7200 
9600 

19200 

Baud Rate 
Divisor (N - 1) 

1046 
855 
767 
383 
191 
95 
63 
47 
31 
23 
15 
11 
5 

TL/DD/5526-36 

FIGURE 29. UART BAUD Clock Generation 
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2.0 Functional Description (Continued) 

The frequency coming out of the BAUD Rate Divisor is then 
passed through the UART Multiplex Register. Through the 
UART Multiplex Register one can specify that the Transmit­
ter or Receiver clock be the same or a power of two multiple 
of the other. 

UART Multiplex Register (UMX): Contains the bits which 
determine the divisor which is used to count down from the 
primary baud rate when different rates are used for send 
and receive (eight bits). 

1.DIVIDEIY1 
1-DMDEIY2 
1.DMDEIY4 

'-----1 • DMDE IY. 
L..----l • DMDE IY 1. 

ONLY ONE fACTOR 
MAY BE SELECTED 
IIJ A TIME 

L..-----'1 • DMDE IY 32 
L.....-----UNUSED (0) 

L.....------(O) DMDED RATE IS USED fOR SEND 
(1) DMDED RATE IS USED fOR RECEIVE 

TL/DD/5526-40 

FIGURE 31. UART Multiplex Register 

The actual baud rate may be found from: 

BR = Fc/(16*N*P*D) 

Where: 
BR is the Baud Rate 
Fc is the external crystal frequency 

N is one plus the value of the Baud Rate Divisor contained 
in the Baud Rate Select Register and the Prescale Select 
Register. 

P is the Prescale Divide Factor Selected by the value in the 
Prescale Select Register. 

o is the Multiplex Register Divide Factor 

3.0 Slave Processing 
The TMP may be used as a slave video controller by having 
a host system perform Direct Memory Accesses into the 
display RAM. To assist in implementing such a system the 
chip features two DMA control pinS-HOLD (Hold Request) 
and HLDA (Hold Acknowledge). These two signals come 
out on shared ROM Expand Bus pins REB and RE12. To 
request a DMA access a host would activate HOLD (active 
high and await the acknowledging HLDA from the TMP be­
fore proceeding with the DMA. The TMP only allows DMA 
operations during the vertical blanking period and will acti­
vate HLDA in response to a HOLD shortly after vertical 
blanking starts. In DMA mode all 16 TMP System Bus driv­
ers are tri-stated while the bus control signals RAM ALE, 
RAM RD, RAM WR go to their inactive (high)' states. A 
HOLD request must arrive two CPU cycles before vertical 
blanking starts; otherwise it will miss that retrace cycle and 
will have to wait until the next one, one frame later. Once 
DMA mode is entered, it is maintained for the duration of 
vertical blanking regardless of the state of HOLD. Near the 
end of vertical blanking the DMA mode will terminate in 
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preparation for the display of the next frame, but the HLDA 
will NOT turn off. Specifically, this will occur one scan time 
before the end of vertical blanking. It is up to the designer to 
be sure that the host is off the BUS before this happens or 
suffer bus contention with the video controller. He can do 
this by either predetermining the length of time the host has 
to remain on the bus, or by using the end of vertical sync (as 
shown in Figure 32) to signal the end of a safe DMA period. 
If during DMA the CPU attempts to do a display memory 
access it would be put into a wait state until DMA is conclud­
ed and normal memory accessing is resumed. 

Tl.tP 

HLOA t-=:=3~S -+-:.t 
ALE t=-2 .... 1 --t--c> 

~ 27 

+sv 

10kJ). 

rmRt-:1.:.7 ____ .... 

HLO": 

TL/OD/5526-45 

Vertical sync should be programmed to end as late as pOSSible, but must 
end at least one scan time before the end of vertical blanking. 

FIGURE 32 

4.0 Reset 
The TMP will reset if the RESET (32) pin is held at a logic 
low « O.BV) for at least five CPU cycle times. This pre-sup­
poses that the Vee is up, stable and within operational limits 
(+ 5V ± 10%) and that the oscillator is running. For a power 
on reset, time must be allowed for the power supplies to 
stabilize (typically 50 ms) and the oscillator to start up. If 
power supply noise or ripple causes Vee to exceed the 
+ 5V ± 10% limits neither reset nor operation is guaran­
teed. 

Internally, the RESET pin has a depletion load pullup that 
typically acts as a 30 JlA current source from Vee in the 
voltage range of interest. A typical reset circuit with a 0.5 
second reset pulse is shown in Figure 33. 

SWITCH 
TMP 

..L HIl 

f_ 
o-~'\0-4 ... +...:32=f iiffiT 

4~F~ 

TL/DD/5526-41 

FIGURE 33. Typical Reset Circuit 



4.0 Reset (Continued) 

During RESET a number of internal registers are initialized as follows: 

4.1 CPU 

CPU Clock divide = 1.5 (SCR bit 0 = 1) 
Shared VIDClK/FI ClK = 0 (SCR bit 7 = 0, FI ClK gated to external pin) 
Program Counter = 0 
Stack Pointer = 0 
Program Memory Bank = 0 
RAM Register Bank = 0 
Timer Stopped 
Instruction Register cleared 
FO and F1 cleared 

4.2 INTERRUPTS 

Internal and External Interrupts disabled 
Internal Interrupt Register set to 000011 XO 

4.3 UART 

Receiver initialized to look for start bit 
Status Register set to 11110000 
Transmitter initialized to wait for OUT XMTR instruction 
Control Register bit 5 = 0 (No BREAK) 

4.4 VIDEO 

Video generation shutdown (VCR bit 5 = 0) 
FIFO Cleared Out 
Timing Chain Character Counter = O} 

Timing Chain Scan Counter == __ O~ IN TEST MODE ONLY 
Timing Chain Row Counter 
Timing Chain Blink Counter 

4.5 PIN STATES AT RESET 

Pins 1-8 (SBO-7) 

Pins 9-16 (SB8-15) 

Pin 17 (VID ClK/FI ClK) 

Pin 18 (RAM ALE) 

Pin 19 (RAM WR) 

Pin 20 (RAM RD) 

Pin 21 (ALE) 

Pin 22 (XT Al 2) 

Pin 23 (XTAl 1) 

Pin 24 (Gnd.) 

Pin 25 (INTENS/FO ClK) 

Pin 26 (VO) 

Pin 27 (VS) 

Pin 28 (HS) 

Pin 29 (EA) 

In TRI-STATE during reset and until either the CPU executes a MOVX instruction or bit 5 of 
the VCR is set. 

If bit 4 of the SCR is set, SB8-15 will behave like SBO-7. If bit 4 of the SCR is cleared, SB8-
15 will act as outputs (any of which may be either high or low). Note that bit 4 of the SCR may 
be one or zero at power-up. 

High during reset and until bit 5 of the VCR is set. 

High during reset and until the CPU executes a MOVX instruction or bit 5 of the VCR is set. 

High during reset and until the CPU executes a MOVX (of the output to display RAM variety) 
instruction. 

High during reset and until either the CPU executes a MOVX instruction or bit 5 of the VCR is 
set. 

Pulses continuously. 

Crystal input or master clock input. 

Crystal input. 

May be either high or low during reset. 

low (because of asserted blanking signals) from reset until bit 5 of the VCR is set. 

In TRI-STATE mode upon RESET, enabled when bit 5 of the VCR is set. 

low from reset until bit 5 of the VCR is set. 

Input only. (must be tied HIGH (V1H2» 
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4.0 Reset (Continued) 

Pin 30 (PSEN) Active during reset. 

Pin 31 (RD) 

Pin 32 (RESED 

Pin 33 (SO) 

High during reset and until an IN PORT instruction is executed. 

Input only. 

Pin 34 (SI) 

High during reset and until an OUT XMTR instruction is executed. 

Input only. 

Pin 35 (RE12/HlDA) If HOLD is low: low during reset. If HOLD is high: low at falling edge of ALE and during PSEN, 
may be low or high at rising edge of ALE. 

Pin 36 (RE11/SC ClR) If reset asserted: low at falling edge of ALE and during PSEN, sampled value of internal Scan 
Count Clear signal is output at rising edge of ALE. 

Pin 37 (RE10/INTR) 
Pin 38 (RE9/lPEN) 
Pin 39 (RE8/HlDR) 

} If reset asserted: low at falling edge of ALE and during PSEN. Always in TRI-STATE at rising 
edge of ALE. 

Pins 40-47 (REO-7; 1/00-7) If reset asserted: low at falling edge of ALE, in TRI-STATE during PSEN, and may be either 
high or low at the rising edge of ALE. 

Pin 48 (Vee> 

5.0 Extra Attributes 
One may want to expand the external attribute field by add­
ing more bits so that functions such as color (Red­
Green-Blue drive) or grey scale may be implemented. Like 
the eight attributes which the chip handles internally these 
extra attributes would operate on a character cell basis. To 
add attribute bits one would have to duplicate the internal 4 
level character/attribute FIFO externally using fast MSI 
chips. To assist in handling the external FIFO circuitry the 
TMP features two FIFO clocking signals on pins 17 and 25. 
The FIFO IN Clock (FI ClK) is used to strobe attribute data 
into the external FIFO circuits in synchronism with the inter­
nal TMP FIFO. Its timing is identical to RAM RD but is only 
active when the video does a display RAM read to load its 
FIFO. The FIFO OUT Clock (FO ClK) pulses for 1-3 bit 
times each time the video starts the display of a new char­
acter cell. The external FIFO would use the rising edge of 
this signal to clock out or latch the attribute output. 

+5V 

In order for the TMP CPU to access the additional attribute 
bits special bus gating arrangements would have to be 
worked out on the System Bus (Video Data Bus is at most 
16 bits wide). Unless one were to run with internal attributes 
or only use a few of the external attributes in which case the 
unused bits could be used with the external FIFO. Whenev­
er using the FO ClK the Intensity attribute is disabled since 
they both share the same pin. 

6.0 TMP BUS Interfacing 
The two external buses on the TMP, ROM Expand and Sys­
tem are easily interfaced to as shown in Figures 34 and 35. 
Important bus information output from the chip is latched 
using the rising or falling edges of the various control sig­
nals. I/O port information is read in through a TRI-STATE® 
buffer chip such as an 81 lS96. 

HLOA, SCCLR, INTR, LP, HOLD 

EA 

AU~---1~--------------------------~ 
NS405 

TLlDD/5526-42 

FIGURE 34. TMP ROM Expand BUS 
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6.0 TMP BUS Interfacing (Continued) 

08-015 

~ I CHIP 'l1li 
I .... I .... SELECT I DECODING 

74LS373 

.... A8-A15 I 
..... S88-SB15 L _____ 

L VIDEO RAM 
OR 

110 PORTS 

.... AO-A7 ~ I .... SBO-SB7 

74lS373 
.... I I .... 

.III ~ 

00-07 

FIGURE 35. TMP System Bus 

TMP Registers (Excluding Timing Chain Registers) 

.. 
,. 

NS405 

RAM ALE 

.. 
,. 

RAM RAM 
RD WR 

sl S 
TL/DD/5526-43 

TMP Registers Associated Intructlons 

A 
# data 
Rr 
@Rr 

*HACC 

C 

= Accumulator - 8 bits 
= data immediate 
= Register 
= Register pointed to by RO or R1 

= High Accumulator - 8 bits 

= Carry Bit 

*LONG RO = Register Pair, RO, RA 

*LONG R1 = Register Pair R1, RB 

T = Timer - 8 bits 

FO =FlagO 
F1 = Flag 1 

INTR = Interrupt Register- 8 bits 

CPU SECTION 

ADDA,Rr 
ADDA,#data 
ADDA,@Rr 
AD DC A, Rr 
ADDC A, # data 
ADDCA,@Rr 
ANLA,Rr 
ANLA,#data 
ANLA,@Rr 
CLRA 
CPLA 
DAA 
DECA 
DECRr 
INCA 
INCRr 
INC@Rr 

*MOVA,HACC 

CLRC CPLC 

*DECL RO 
*MOVLRO,A 

*DECL R1 
*MOVLR1,A 

MOVA,T 
STRTT 

CLRFO CPLFO 
CLR F1 CPLF1 

MOVA,INTR 
*DIS II 
ENXI 
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MOVA,Rr XCHA,Rr 
MOVA,@Rr XCHA,@Rr 
MOVA,#data XCHDA,@Rr 
MOVRr,A XRLA,Rr 
MOV Rr,#data XRLA,@Rr 
MOV@Rr,A XRLA,#data 
MOV @Rr,#data JBn addr 
MOVPA,@A JNZ addr 
MOVP3A,@A JZaddr 
RLA DJNZ Rr,addr 
RLCA 
RRA 
RRCA 
ORLA,Rr 
ORLA,@Rr 
ORLA,#data 
SWAP A 

*MOVHACC,A 

JNCaddr JC addr 

*INCL RO *MOVLA,RO 
*MOVXA,@RO *MOVX @RO,A 

*INCL R1 *MOVLA,R1 
*MOVXA,@R1 *MOVX@R1,A 

MOVT,A STOPT 
*JNTF addr JTF addr 

JFO addr *JNFO addr 
JF1 addr *JNF1 addr 

JNXI addr JXI addr 
DISXI *EN II 

z en 
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(1j TMP Registers (Excluding Timing Chain Registers) (Continued) 
Z 

TMP Registers 

MASK 

PSW 

PORT 

= Internal Interrupt MasK - 8 bits 

= Program Status Word - 8 bits 

= 8 bit 1/0 Port 

CPU SECTION (Continued) 

*MOV MASK,A 

MOVA,PSW 

ANL PORT,#data 
ORL PORT,#data 

Miscellaneous Instructions CALLaddr 
NOP 
SELMBO 
*SEL MB3 

VIDEO MANAGEMENT 

SCR 
VCR 
HOME 
CURS 

BEGD 
ENDD 
SROW 
ALO 
AU 
HPEN 
VPEN 
VINT 

= System Control Register - 8 bits 
= Video Control Register - 8 bits 
= Home Address Register - 16 bits 
= Cursor Address Register - 16 bits 

= Beginning of Display RAM Register - 16 bits 
= End of Display RAM Register - 16 bits 
= Status Row Register - 16 bits 
= Attribute Latch 0 - 8 bits 
= Attribute Latch 1 - 8 bits 
= Horizontal Light Pen Register - 7 bits 
= Vertical Light Pen Register - 5 bits 
= Vertical Interrupt Register - 5 bits 

*DEC CURS 
*MOVCURS,A 

UART CONTROL 

PSR 
BAUD 
UCR 
UMX 
STAT 
RCVR 
XMTR 
TCP 
@TCP 

= Pre scale Register (UART) - 8 bits 
= Baud Rate Select Register - 8 bits 
= UART Control Register - 8 bits 
= UART Multiplex Register - 8 bits 
= Status Latch (UART) - 6 bits 
= UART Receive Buffer - 8 bits 
= UART Transmit Buffer - 8 bits 
= Timing Chain Pointer 
= Register Pointed to by TCP 

·New instruction added to 8048 subset. 

Symbol Definitions 
Symbol Definition 

AC Auxiliary Carry Flag 

addr Program Memory Address 

b Bit Designator (b = 0 - 7) 

BS RAM Bank Switch 

data Number or Expression (8 bits) 

DBF Program Memory Bank Select Bits (2) 

EXI External Interrupt Pin 

FO,F1 Internal Flags 

P 1/0 Port (8 bits) 

Symbol 

PC 
SP 

TF 
# 
@ 

( ) 

« » 
~ 
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Associated Instructions 

MOVPSW,A 

IN PORT 
OUT PORT 

JMPaddr 
RET 
SEL MB1 
SELRBO 

Associated Instructions 

*MOVSCR,A 
*MOVVCR,A 
*MOVA,HOME 
*INCCURS 
*MOVA,CURS 

*MOVBEGD,A 
*MOVENDD,A 
*MOVSROW,A 
*MOV ALO,A 
*MOVAL1,A 
*MOVA,HPEN 
*MOVA,VPEN 
*MOVVINT,A 

*MOVPSR,A 
*MOVBAUD,A 
*MOVUCR,A 
*MOVUMX,A 
*MOVA,STAT 
*IN RCVR 
*OUTXMTR 
*MOVTCP,A 
*MOV@TCP,A 

JMPP@A 
RETR 
*SEL MB2 
SELRB1 

*MOVHOME,A 
*MOVX A,@CURS 
*MOVX @CURS,A 

Definition 

Program Counter 
Stack Pointer 
Timer Flag 

Prefix for Immediate Data 
Prefix for Indirect Address 

Contents of Register 
Contents of Memory Location pointed to by 
designated register 

Replaced by 



Instruction Set 

Mnemonic Machine Code Function 

ADDA, Ar 0 1 1 0 1 r r r (A) ~ (A) + (Ar) for 
r= 0 - 7 

ADDA, #data 0 0 0 0 0 0 1 1 (A) ~ (A) + data 
d7 d6 d5 d4 d3 d2 d1 dO 

ADDA, @ Ar 0 1 1 0 0 0 0 r (A) ~ (A) + «Ar)) for 
r = 0 - 1 

AD DC A, Ar 0 1 1 1 1 r r r (A) ~ (A) + (C) + (Ar) 
for r = 0 - 7 

ADDC A, # data 0 0 0 1 0 0 1 1 (A) ~ (A) + (C) + data 
d7 d6 d5 d4 d3 d2 d1 dO 

AD DC A, @Rr 0 1 1 1 0 0 0 r (A) ~(A) + (C) + 
«Ar) ) for r = 0 - 1 

ANLA, Ar 0 1 0 1 1 r r r (A) ~ (A) AND (Ar) for 
r = 0-7 

ANLA, # data 0 1 0 1 0 0 1 1 (A) ~ (A) AND data 
d7 d6 d5 d4 d3 d2 d1 dO 

ANLA, @ Ar 0 1 0 1 0 0 0 r (A) ~ (A) AND ( (Ar) ) 
forr = 0 - 1 

ANL POAT, # data 0 1 1 1 0 0 1 1 (P) ~ (P) AND data 
d7 d6 d5 d4 d3 d2 d1 dO 

CALL addr a10 a9 a8 1 0 1 0 o «SP)) ~ (PCO-12) 
a7 a6 a5 a4 a3 a2 a1 aO ( (SP)) ~ (PSW3-7) 

(SP) ~ (SP) + 1 
(PC8-1 0) ~ addr 8-1 0 
(PCO-7) ~ addr 0-7 
(PC11-12 ~ DBFO,1 
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Description 

Add contents of 
designated register 
to the Accumulator 
(8-bit operation) 

Add immediate the 
specified data to the 
Accumulator (8-bit 
operation) 

Add indirect the 
contents of data 
memory pointed to 
by Arto the 
Accumulator (8-bit 
operation) 

Add with carry the 
contents of the 
designated register 
to the Accumulator 
(8-bit operation) 

Add immediate with 
carry the specified 
data to the 
Accumulator (8-bit 
operation) 

Add indirect with 
carry the contents of 
data memory pointed 
to by Ar to the 
Accumulator (8-bit 
operation) 

Logical AND 
contents of 
designated register 
with Accumulator (8-
bit operation) 

Logical AND 
specified Immediate 
Data with 
Accumulator (8-bit 
operation) 

Logical AND indirect 
the contents of data 
memory pointed to 
by Arwith 
Accumulator (8-bit 
operation) 

Logical AND 
immediate specified 
data with output port 
(8-bit operation) 

Call designated 
subroutine 

Cycles Bytes 

1 1 

2 2 

1 1 

1 1 

2 2 

1 1 

1 1 

2 2 

1 1 

2 2 

2 2 

C AC 

· · 
· · 

· · 

· · 

· · 

· · 

Flags 

HACC 

· 

· 

· 

· 

· 

· 

FO F1 
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Instruction Set (Continued) 

Mnemonic Machine Code Function Description Cycles Bytes 
Flags 

C AC HACC FO F1 

CLRA 0 0 1 0 0 1 1 1 (A) ~o Clear the 1 1 
Accumulator 

CLRC 1 0 0 1 0 1 1 1 (C) ~O Clear carry bit 1 1 * 
CLRFO 1 0 0 0 0 1 0 1 (Fa) ~o Clear Flag 0 1 1 * 
CLR F1 1 0 1 0 0 1 0 1 (F1) ~a Clear Flag 1 1 1 * 
CPLA 0 a 1 1 a 1 1 1 (A) ~NOT(A) Complement the 1 1 

contents of the 
Accumulator (8-bit 
operation) 

CPLC 1 0 1 a a 1 1 1 (C) ~ NOT (C) Complement carry 1 1 * 
bit 

CPLFa 1 a 0 1 a 1 a 1 (Fa) ~ NOT (Fa) Complement Flag a 1 1 . 
CPLF1 1 a 1 1 0 1 a 1 (F1) ~ NOT (F1) Complement Flag 1 1 1 . 
DAA 0 1 a 1 a 1 1 1 Decimal Adjust the 1 1 · * 

contents of the 
Accumulator (8-bit 
operation) 

DECA 0 a 0 a a 1 1 1 (HACC, A) ~ (HACC, Decrement by 1 the 1 1 · . 
A) -1 contents of HACCI 

ACC 

DEC CURS 0 a a a 1 0 1 a (CURS) ~ (CURS) - 1 Decrement by 1 the 1 1 
contents of the 
Cursor Address 
Register 

DECRr 1 1 a a 1 r r r (Rr) ~ (Rr) - 1 Decrement by 1 the 1 1 · contents of the 
designated register 
(8-bit operation) 

DECL Rr a 0 a a 1 a a r (Rr) ~ (Rr) - 1 for Decrement by 1 the 1 1 
r = a - 1 contents of the 

designated 16-bit 
register pair 

DIS II a 0 1 1 a 1 a 1 Disable internal 1 1 
interrupts 

DISXI a 0 a 1 a 1 a 1 Disable external 1 1 
interrupts 

DJNZ Rr, addr 1 1 1 0 1 r r r (Rr) ~ (Rr) - 1 for Decrement the 2 2 
a7 a6 a5 a4 a3 a2 a1 aa r = a - 7 specified register 

If (Rr) =1= a do (PCO-7) and Jump if not zero 
~addr to designated 
If (Rr) = 0 do (PC) address within page 
~PC+2 (a-bit decrement) 

ENII a a 1 0 a 1 a 1 Enable internal 1 1 
interrupts. 

ENXI a a a a a 1 a 1 Enable external 1 1 
interrupt. 

INCA a a a 1 0 1 1 1 (HACC, A) ~ (HACC, Increment by 1 the 1 1 * . 
A) + 1 contents of HACCI A. 

INCCURS a a 1 1 1 a 1 0 (CURS) ~ (CURS) + 1 Increment by 1 the 1 1 
contents of the 
Cursor Address 
Register. 
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I nstruction Set (Continued) 

Mnemonic Machine Code 

INCRr 0 0 0 1 1 r r r 

INC@ Rr 0 0 0 1 0 0 0 r 

INCL Rr 0 0 1 1 1 0 0 r 

IN PORT 1 1 1 0 0 0 0 1 

IN RCVR 1 1 1 0 0 0 0 0 

JBb addr b2 b1 bO 1 0 0 1 0 
a7 a6 a5 a4 a3 a2 a1 aO 

JCaddr 1 1 1 1 0 1 1 0 
a7 a6 a5 a4 a3 a2 a1 aO 

JFO addr 1 0 0 1 0 1 1 0 
a7 a6 a5 a4 a3 a2 a1 aO 

JF1 addr 0 1 1 1 0 1 1 0 
a7 a6 a5 a4 a3 a2 a1 aO 

JMP addr a10 a9 a8 0 0 1 0 0 
a7 a6 a5 a4 a3 a2 a1 aO 

JMPP @ A 1 0 1 0 0 0 1 1 

JNCaddr 1 1 1 0 0 1 1 0 
a7 a6 a5 a4 a3 a2 a1 aO 

Function Description 

(Rr) ~ (Rr) + 1 for Increment by 1 the 
r=0-7 contents of the 

designated register 
(8-bit increment) 

((Rr» ~ ((Rr» + 1 for Increment in direct 
r = 0 - 1 the contents of data 

memory pointed to 
by Rr (8-bit 
increment) 

(Rr) ~ (Rr) + 1 for Increment by 1 the 
r=0-1 contents of the 

designated 16-bit 
register pair 

(A) ~(P) Input data from port 
into Accumulator 
(8-bit transfer) 

(A) ~(RCVR) Input contents of 
UART Receive buffer 
into Accumulator (8-
bit transfer). Also, 
clears Receive 
Buffer Full interrupt. 

(PCO-7) ~ addr if Jump to specified 
(b) = 1 address within page 
(PC) ~ (PC) + 2 if if Accumulator bit is 
(b) = 0 for b = 0 - 7 set 

(PCO-7) ~ addr if Jump to specified 
C=1 address within page 
(PC) ~ (PC) + 2 if if Carry flag is set 
C=O 

(PCO-7) ~ addr if Jump to specified 
FO = 1 address within page 
(PC) ~ (PC) + 2 if if Flag FO is set 
FO = 0 

(PCO-7) ~ addr if Jump to specified 
F1 = 1 address within page 
(PC) ~ (PC) + 2 if if Flag F1 is set 
F1 = 0 

(PC8-1 0) ~ addr 8-10 Direct Jump to 
(PCO-7) ~ addrO-7 specified address 
(PC11-12) ~ DBFO, 1 within 2k Bank 

(PCO-7) ~ ((A» Jump indirect within 
page to the address 
specified in the 
memory location 
pointed to by the 
Accumulator 

(PCO-7) ~ addr Jump within page to 
ifC = 0 specified address if 
(PC) ~ (PC) + 2 Carry flag is 0 
ifC = 1 
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Cycles Bytes 

1 1 

1 1 

1 1 

2 1 

1 1 

2 2 

2 2 

2 2 

2 2 

2 2 

2 1 

2 2 

Flags 

C AC HACC . 
. 

FO F1 

z 
C/) 
.c:a. 
o 
C1I 

• 



II) 
o 
~ 
U) 
z 

Instruction Set (Continued) 

Mnemonic Machine Code 

JNFO addr 1 0 0 0 0 1 1 
a7 a6 a5 a4 a3 a2 a1 

JNF1 addr 0 1 1 0 0 1 1 
a7 a6 a5 a4 a3 a2 a1 

JNTF addr 0 0 0 0 0 1 1 
a7 a6 a5 a4 a3 a2 a1 

JNXI addr 1 0 1 0 0 1 1 
a7 a6 a5 a4 a3 a2 a1 

JNZ addr 1 1 0 1 0 1 1 
a7 a6 a5 a4 a3 a2 a1 

JTF addr 0 0 0 1 0 1 1 
a7 a6 a5 a4 a3 a2 a1 

JXI addr 1 0 1 1 0 1 1 
a7 a6 a5 a4 a3 a2 a1 

JZ addr 1 1 0 0 0 1 1 
a7 a6 a5 a4 a3 a2 a1 

MOVA,CURS 1 0 0 1 1 0 1 

MOVA, HACC 1 1 1 0 0 0 1 

MOVA,HOME 1 0 0 1 1 0 1 

MOVA,HPEN 0 0 1 1 1 1 1 

0 
aO 

0 
aO 

0 
aO 

0 
aO 

0 
aO 

0 
aO 

0 
aO 

0 
aO 

1 

0 

0 

1 

Function Description Cycles Bytes 
Flags 

C AC HACC FO F1 

(PCO-7) ~ addr if Jump within page to 2 2 
FO = 0 specified address if 

(PC) ~ (PC) + 2 if FOisO 

FO = 1 

(PCO-7) ~ addr if Jump within page to 2 2 
F1 = 0 specified address if 

(PC) ~ (PC) + 2 if F1 isO 

F1 = 1 

(PCO-7) ~ addr if Jump within page to 2 2 
TF = 0 specified address if 

(PC) ~ (PC) + 2 if Timer flag is reset. If 

TF = 1, (TF) ~ 0 not, continue and 
resetTF 

(PCO-7) ~ addr if Jump within page to 2 2 
EXI = LOW specified address if 

(PC) ~ (PC) + 2 if External Interrupt pin 

EXI = HIGH is LOW 

(PCO-7) ~ addr if Jump within page to 2 2 
A =1= 0 specified address if 

(PC) ~ (PC) + 2 if Accumulator is not 0 

A=O 

(PCO-7) ~ addr if Jump within page to 2 2 
TF = 1, (TF) ~ 0 specified address if 

(PC) ~ (PC) + 2 if Timer flag is set. If 

TF = 0 jump taken Timer 
flag reset 

(PCO-7) ~ addr if Jump within page to 2 2 
EXI = HIGH specified address if 

(PC) ~ (PC) + 2 if External Interrupt pin 

EXI = LOW isHIGH 

(PCO-7) ~ addr if Jump within page to 2 2 
A=O specified address if 

(PC) ~ (PC) + 2 if Accumulator is 0 

A =1= 0 

(HACCI A) ~ (CURS) Copy the contents of 1 1 * 
the Cursor Address 
Register into the 
HACCI A (16-bit 
transfer) 

(A) ~(HACC) Copy contents of the 1 1 
High Accumulator 
into the Low 
Accumulator (B-bit 
transfer) 

(HACCI A) ~ (HOME) Copy the contents of 1 1 * 
the Home Address 
register into the 
HACCI A (16-bit 
transfer) 

(AO-6) ~ (HPEN) Copy the contents of 1 1 
(A7) ~O the Horizontal Light 

Pen Register into the 
Accumulator (7 -bit 
transfer, A7 cleared) 
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Instruction Set (Continued) 

Mnemonic Machine Code Function 

MOVA,INTR 1 0 a 0 1 1 0 0 (A) +- (INTR) 

MOVA, PSW 1 1 a 0 0 1 1 1 (A) +- (PSW) 

MOVA, Rr 1 1 1 1 1 r r r (A) +-(Rr) 
forr = a - 7 

MOVA,STAT 1 0 0 1 1 1 0 o (AO-5) +- (STAT) 
(A6-7) +- 11 

MOVA, T 0 1 0 a a 0 1 o (A) +- (T) 

MOVA, VPEN 0 0 1 1 1 1 1 0 (AO-4) +- (VPEN) 
(A5-7) +-0 

MOVA, @Rr 1 1 1 1 0 0 0 r (A) +- ( (Rr) ) for 
r = 0 - 1 

MOVA, # data 0 0 1 0 0 0 1 1 (A) +- data 
d7 d6 d5 d4 d3 d2 d1 dO 

MOVALO,A 0 0 1 1 1 1 0 o (ALO) +- (A) 

MOVAL1,A 0 0 1 1 1 1 0 1 (AL 1) +- (A) 

MOV BAUD, A a 0 0 0 0 0 1 o (BAUD) +- (A) 

MOVBEGD,A a 0 0 0 1 1 0 1 (BEGD) +- (HACCI A) 
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Description 

Copy the contents of 
the Interrupt Register 
into the Accumulator 
(a-bit transfer) 

Copy contents of the 
Program Status word 
into the Accumulator 
(a-bit transfer) 

Copy the contents of 
the designated 
Register into the 
Accumulator (a-bit 
transfer) 

Copy the contents of 
the UART Status Latch 
into the Accumulator 
(6-bit transfer, A6 and 
A7 set) 

Copy the contents of 
the Timer into the 
Accumulator (a-bit 
transfer) 

Copy contents of the 
Vertical Light Pen 
Register into the 
Accumulator (5-bit 
transfer, A5-A7 
cleared) 

Copy indirect the 
contents of data 
memory pointed to by 
Rr into the 
Accumulator (a-bit 
transfer) 

Load immediate the 
specified data into the 
Accumulator (a-bit 
load) 

Copy the contents of 
the Accumulator into 
Attribute Latch 0 (a-bit 
transfer) 

Copy the contents of 
the Accumulator into 
Attribute Latch 1 (a-bit 
transfer) 

Copy the contents of 
the Accumulator into 
the UART Baud Rate 
Select Register (a-bit 
transfer) 

Copy the contents of 
HACCI A into the 
Beginning of Display 
RAM Register (16-bit 
transfer) 

Cycles Bytes 

1 1 

1 1 

1 1 

1 1 

1 1 

1 1 

2 2 

1 1 

1 1 

1 1 

1 1 

Flags 

C AC HACC Fa F1 

z 
en 
~ o 
U1 

• I 



Instruction Set (Continued) 

Mnemonic Machine Code Function Description Cycles Bytes Flags 

C AC HACC FOF1 

MOVCURS, A 1 0 0 0 1 0 1 1 (CURS) ~ (HACCI A) Copy the contents of 1 1 
HACCI A into the 
Cursor Address 
Register (16-bit 
transfer) 

MOVENDD,A 0 0 0 0 1 1 0 o (ENDD) ~ (HACCI A) Copy the contents of 1 1 
HACCI A into the End 
of Display RAM 
Register (16-bit 
transfer) 

MOVHACC,A 1 1 0 0 0 0 1 o (HACC) ~ (A) Copy the contents of 1 1 . 
the Low Accumulator 
into the High 
Accumulator (8-bit 
transfer) 

MOVHOME,A 1 0 0 0 1 0 1 o (HOME) ~ (HACCI A) Copy the contents of 1 1 
HACCI A into the 
Home Address 
Register (16-bit 
transfer) 

MOVMASK,A 1 0 0 0 0 0 1 o (MASK) ~ (A) Copy the contents of 1 1 
the Accumulator into 
the Interrupt Mask 
Register (8-bit transfer) 

MOVPSR,A 0 0 1 0 0 0 1 o (PSR) ~(A) Copy the contents of 1 1 
the Accumulator into 
the UART Prescale 
Register (8-bit transfer) 

MOVPSW,A 1 1 0 1 0 1 1 1 (PSW) ~(A) Copy contents of the 1 1 . . 
Accumulator into the 
Program Status Word 
(8-bit transfer) 

MOVRr,A 1 0 1 0 1 r r r (Rr) ~ (A) for Copy contents of the 1 1 
r = 0 - 7 Accumulator into the 

designated register (8-
bit transfer) 

MOVSCR,A 0 1 0 1 0 1 0 1 (SCR) ~(A) Copy contents of the 1 1 
Accumulator into the 
System Control 
Register (8-bit transfer) 

MOVSROW,A 0 0 0 0 1 1 1 o (SROW) ~ (HACCI A) Copy the contents of 1 1 
HACCI A into the 
Status Row Register 
(16-bit transfer) 

MOVT,A 0 1 1 0 0 0 1 o (T) ~(A) Copy the contents of 1 1 
the Accumulator into 
the Timer (8-bit 
transfer) 

MOVTCP,A 1 0 0 0 0 1 1 1 (TCP) ~ (A) Copy the contents of 1 1 
the Accumulator into 
the Timing Chain 
Pointer 
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Instruction Set (Continued) 

Mnemonic Machine Code Function 

MOVUCR,A 0 0 0 0 0 0 0 1 (UCR) ~(A) 

MOVVCR,A 0 1 0 0 0 1 0 1 (VCR) ~(A) 

MOVVINT,A 1 0 1 0 0 0 1 o (VIND ~(A) 

MOV Rr, # data 1 0 1 1 1 r r r (Rr) ~ data for 
d7 d6 d5 d4 d3 d2 d1 dO r = 0-7 

MOV@Rr,A 1 0 1 0 0 0 0 r ( (Rr» ~ (A) for 
r = 0 - 1 

MOV @ Rr, # data 1 0 1 1 0 0 0 r «Rr» ~ data for 
d7 d6 d5 d4 d3 d2 d1 dO r = 0 - 1 

MOV@TCP,A 1 0 1 1 0 1 1 1 ( (TCP» ~ (A) 
(TCP) ~ (TCP) + 1 

MOVUMX,A 0 0 1 1 0 0 1 1 (UMX) ~(A) 

MOVLA, RO 1 0 0 1 1 0 0 o (HACCI A) ~ (RA, RO) 

MOVLA, R1 1 0 0 1 1 0 0 1 (HACC/A) ~ (RB, R1) 

MOVLRO,A 1 0 0 0 1 0 0 o (RA, RO) ~ (HACCI A) 

MOVL R1, A 1 0 0 0 1 0 0 1 (RB, R1) ~ (HACC/A) 
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Description 

Copy the contents of 
the Accumulator into 
the UART Control 
Register (8-bit transfer) 

Copy the contents of 
the Accumulator into 
the Video Control 
Register (8-bit transfer) 

Copy the contents of 
the Accumulator into 
the Vertical Interrupt 
Register 

Load immediate the 
specified data into the 
designated register (8-
bit load) 

Copy indirect the 
contents of the 
Accumulator into the 
data memory location 
pointed to by Rr (8-bit 
transfer) 

Load indirect the 
specified immediate 
data into the data 
memory location 
pointed to by Rr (8-bit 
load) 

Copy indirect the 
contents of the 
Accumulator into the 
Timing Chain Register 
pointed to by TCP. 
Contents of TCP 
incremented by 1 

Copy the contents of 
the Accumulator into 
the UART Multiplex 
Register (8-bit transfer) 

Copy the contents of 
RA, RO into HACCI A 
(16-bit transfer) 

Copy the contents of 
RB, R1 into HACC/A 
(16-bit transfer) 

Copy the contents of 
HACCI A into RA, RO 
(16-bit transfer) 

Copy the contents of 
HACCI A into RB, R1 
(16-bit transfer) 

Cycles Bytes 

1 1 

1 1 

1 1 

2 2 

1 1 

2 2 

1 1 

1 1 

1 1 

1 1 

1 1 

1 1 

Flags 

C AC HACC 

. 
* 

FO F1 

z en 
oC:Ia o en 
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Instruction Set (Continued) 

Mnemonic Machine Code 

MOVPA,@A 1 0 1 1 0 0 

MOVP3A,@A 1 1 1 1 0 0 

MOVX A, @ CURS 1 0 0 1 1 1 

MOVXA,@RO 1 0 0 1 0 0 

MOVXA,@R1 1 0 0 1 0 0 

MOVX @ CURS, A 1 0 0 0 1 1 

MOVX@RO,A 1 0 0 0 0 0 

1 

1 

0 

0 

0 

0 

0 

Function Description Cycles Bytes 
Flags 

C AC HACC FO F1 

1 (PCO-7) ~ (A) Replace low 8 bits of 2 1 
(A) ~«PC» PC with A. Load 
(pCO-7) ~ (old PCO-7) indirect within page the 
+ 1 contents of the 

memory location 
pointed to by new PC 
into Accumulator. 
Restore PC with old 
value plus 1. Operates 
in all memory banks. 

1 (PCO-7) ~ (A) Replace low 8 bits of 2 1 
(PC8-10) ~ 011 PC with A. Next 3 bits 
(A) ~ «PC» replaced with 011. 
(PC) ~ (old PC) + 1 Load indirect within 

page 3 the contents of 
the memory location 
pointed to by new PC 
into the Accumulator. 
Restore PC with old 
value plus 1. Operates 
in all memory banks. 

1 (HACCI A) ~ ( (CURS) ) Copy indirect the Min. 2 1 · contents of display 
memory as pointed to 
by CURS into HACCI A 
(16-bit transfer) 

o (HACCI A) ~ ( (RA, RO) ) Copy indirect the Min.2 1 · contents of display 
memory as pointed to 
by RA, RO into HACCI 
A (16-bit transfer) 

1 (HACC/A) ~ «RB, R1» Copy indirect the Min. 2 1 · contents of display 
memory as pointed to 
by RB, R1 into HACCI 
A (16-bit transfer) 

1 ( (CURS» ~ (HACCI A) Copy indirect the Min. 2 1 
contents of HACCI A 
into the display 
memory location as 
pointed to by CURS 
(16-bit transfer) 

o «RA, RO» ~ (HACCI A) Copy indirect the Min.2 1 
contents of HACCI A 
into the display 
memory location as 
pointed to by RA, RO 
(16-bit transfer) 
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Instruction Set (Continued) 

Mnemonic Machine Code Function 

MOVX@R1,A 1 0 0 0 0 0 0 1 «RB, R1» ~ (HACC/A) 

NOP 0 0 0 0 0 0 0 0 

ORLA, Rr 0 1 0 0 1 r r r (A) ~ (A) OR (Rr) for 
r=O-7 

ORLA, @ Rr 0 1 0 0 0 0 0 r (A) ~ (A) OR ( (Rr) ) 
for r = 0 - 1 

ORLA, # data 0 1 0 0 0 0 1 1 (A) ~ (A) OR data 
d7 d6 d5 d4 d3 d2 d1 dO 

ORL PORT, # data 0 1 1 0 0 0 1 1 (P) ~ (P) OR data 
d7 d6 d5 d4 d3 d2 d1 dO 

OUT PORT 1 1 0 0 0 0 0 1 (P) ~(A) 

OUTXMTR 1 1 0 0 0 0 0 o (XMTR) ~ (A) 

RET 1 0 0 0 0 0 1 1 (SP) ~ (SP) - 1 
(PCO-12) ~ «SP» 

RETR 1 0 0 1 0 0 1 1 (SP) ~ (SP) - 1 
(PCO-12) ~ «SP» 
(PSW 3-7) ~ «SP» 

RLA 1 1 1 0 0 1 1 1 (An + 1) ~ (An) 
forn = 0 - 6 
(AO) ~(A7) 

RLCA 1 1 1 1 0 1 1 1 (An + 1) ~ (An) for 
n=O-6 
(AO) ~ (C) 
(C) ~(A7) 
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Description 

Copy indirect the 
contents of HACC/ A 
into the display 
memory location 
pointed to by RB, R1 
(16-bit transfer) 

No Operation 

Logical OR contents of 
designated register 
with Accumulator (a-bit 
transfer) 

Logical OR indirect the 
contents of the data 
memory location 
pointed to by Rr with 
Accumulator (a-bit 
operation) 

Logical OR the 
specified immediate 
data with the 
Accumulator (a-bit 
operation) 

Logical OR immediate 
specified data with 
output port 

Output the contents of 
the Accumulator to the 
I/O Port (8-bit transfer) 

Copy the contents of 
the Accumulator into 
the UART Transmit 
Buffer (a-bit transfer). 
Also clears Transmit 
Buffer empty interrupt 

Return from subroutine 
without restoring 
Program Status Word 
bits 5-7 

Return from 
Subroutine restoring 
Program Status Word 
(use for all returns from 
interrupts) 

Rotate Accumulator 
left by 1 bit without 
carry 

Rotate Accumulator 
left by 1 bit through 
carry 

Cycles Bytes 

Min.2 1 

1 1 

1 1 

1 1 

2 2 

2 2 

2 1 

1 1 

2 1 

2 1 

1 1 

1 1 

Flags 

C AC HACC 

. . 

. 

FO F1 

z en 
~ 
Q 
U1 

III 



Instruction Set (Continued) 

Mnemonic Machine Code Function Description Cycles Bytes 
Flags 

C AC HACC FO F1 

RRA 0 1 1 1 0 1 1 1 (An) ~ An + 1 Rotate Accumulator 1 1 
forn = 0 - 6 right by 1 bit without 

carry 

RRCA 0 1 1 0 0 1 1 1 (An) ~ An+ 1 Rotate Accumulator 1 1 . 
forn = 0-6 right by 1 bit through 
(A7) ~(C) carry 
(C) ~(AO) 

SELMBO 1 1 0 0 0 1 0 1 (DBF) ~OO Select Bank 0 1 1 
(0-2047) of Program 
Memory 

SELMB1 1 1 0 1 0 1 0 1 (DBF) ~ 01 Select Bank 1 1 1 
(2048-4095) of 
Program Memory 

SELMB2 1 1 1 0 0 1 0 1 (DBF) ~ 10 Select Bank 2 1 1 
(4096-6143) of 
Program Memory 

SELMB3 1 1 1 1 0 1 0 1 (DBF) ~ 11 Select Bank 3 1 1 
(6144-8191) of 
Program Memory 

SELRBn 1 1 n 0 0 0 1 1 (BS) ~n Select Data RAM Bank 1 1 
for n = 0 - 1 (0-7) or 1 (24-31) 

STOPT 0 1 1 0 0 1 0 1 Stop Timer 1 1 

STRTT 0 1 1 1 0 1 0 1 Start Timer 1 1 

SWAP A 0 1 0 0 0 1 1 1 (A4-A7) ~ (AO-A3) SWAP 4 bit nibbles in 1 1 
Accumulator 

XCHA, Rr 0 0 1 0 1 r r r (A) ~ (Rr) Exchange the 1 1 
for r = 0 - 7 Accumulator and 

contents of designated 
register (8-bit transfer) 

XCHA,@Rr 0 0 1 0 0 0 0 r (A) ~ «Rr» Exchange indirect the 1 1 
for r = 0 - 1 contents of the 

Accumulator and the 
data memory location 
pOinted to by Rr (8-bit 
transfer) 

XCHDA, @ Rr 0 0 1 1 0 0 0 r (AO-3) ~ «Rr»0-3 Exchange indirect the 1 1 
for r = 0 - 1 low 4 bits of the 

Accumulator and the 
data memory location 
pOinted to by Rr (4-bit 
transfer) 

XRLA, Rr 1 1 0 1 1 r r r (A) ~ (A) XOR (Rr) Logical XOR contents 1 1 
for r = 0 - 7 of designated register 

with Accumulator (8-bit 
transfer) 

XRLA, @ Rr 1 1 0 1 0 0 0 r (A) ~ (A) XOR ( (Rr) ) Logical XOR indirect 1 1 
forr = 0 - 1 the contents of the 

data memory location 
pointed to by Rr with 
the Accumulator 

XRLA, # data 1 1 0 1 0 0 1 1 (A) ~ (A) XOR data Logical XOR the 2 2 
d7 d6 d5 d4 d3 d2 d1 dO immediate specified 

data with the 
Accumulator 
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TMP Opcode Chart 

o 

2 

3 

4 

5 

6 
M 
S 
N 

7 

8 

9 

A 

B 

c 

D 

E 

F 

o 

NOP 

INC 
@RO 

XCH 
A, 

@RO 

XCHD 
A, 

@RO 

ORL 
A, 

@RO 

ANL 
A, 

@RO 

ADD 
A, 

@RO 

ADDC 
A, 

@RO 

MOVX 
@RO, 

A 

MOVX 
A, 

@RO 

MOV 
@RO, 

A 

MOV 
@RO, 
#data 

OUT 
XMTR 

XRL 
A, 

@RO 

IN 
RCVR 

MOV 
A, 

@RO 

MOV 
UCR, 

A 

INC 
@R1 

XCH 
A, 

@R1 

XCHD 
A, 

@R1 

ORL 
A, 

@R1 

ANL 
A, 

@R1 

ADD 
A, 

@R1 

ADDC 
A, 

@R1 

MOVX 
@R1, 

A 

MOVX 
A, 

@R1 

MOV 
@R1, 

A 

MOV 
@R1, 
# data 

OUT 
PORT 

XRL 
A, 

@R1 

IN 
PORT 

MOV 
A, 

@R1 

2 3 

MOV ADD 
BAUD, A, 

A #data 

AD DC 
JBO A, 

# data 

MOV MOV 
PSR, A, 

A # data 

MOV 
JB1 UMX, 

A 

MOV ORL 

A,T A, 
#data 

ANL 
JB2 A, 

# data 

MOV ORL 

T,A 
PORT, 
#data 

ANL 
JB3 PORT, 

# data 

MOV 
MASK, RET 

A 

JB4 RETR 

MOV JMPP 
VINT, @A 

A 

MOVP 
JB5 A, 

@A 

MOV SEL 
HACC, RBO 

A 

XRL 
JB6 A, 

#data 

MOV SEL 
A, RB1 

HACC 

MOVP3 
JB7 A, 

@A 

LSN 
4 5 6 7 8 

JMP EN DECL 
(page XI JNTF DECA RO 

0) 

CALL DIS INC 
(page XI JTF INCA RO 

0) 

JMP EN XCH 
(page 

II 
CLRA A, 

1) RO 

CALL DIS INCL 
(page 

II 
CPLA RO 1 ) 

JMP MOV 
SWAP 

ORL 
(page VCR, 

A 
A, 

2) A RO 

CALL MOV ANL 
(page SCR, DAA A, 

2) A RO 

JMP STOP ADD 
(page T JNF1 RRCA A, 

3) RO 

CALL STRT ADDC 
(page 

T JF1 RRA A, 
3) RO 

JMP CLR MOV MOVL 
(page 

FO JNFO TCP, RO, 
4) A A 

CALL CPL MOVL 
(page FO JFO CLRC A, 

4) R2 

JMP CLR 
MOV 

(page 
F1 JNXI CPLC RO, 

5) A 

CALL CPL MOV MOV 
(page F1 JXI @TCP, RO, 

5) A # data 

JMP SEL MOV DEC 
(page MBO JZ A, RO 6) PSW 

CALL SEL MOV XRL 
(page MB1 JNZ PSW, A, 

6) A RO 

JMP SEL DJNZ 
(page MB2 JNC RLA RO 

7) 

CALL SEL 
MOV 

(page 
MB3 JC RLCA A, 

7) RO 
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9 A B c 

DECL DEC 
MOV 

R1 CURS 
ENDD, 

A 

INC INC INC INC 
R1 R2 R3 R4 

XCH XCH XCH XCH 
A, A, A, A, 
R1 R2 R3 R4 

INCL INC 
MOV 

R1 CURS 
ALO, 

A 

ORL ORL ORL ORL 
A, A, A, A, 
R1 R2 R3 R4 

ANL ANL ANL ANL 
A, A, A, A, 
R1 R2 R3 R4 

ADD ADD ADD ADD 
A, A, A, A, 
R1 R2 R3 R4 

ADDC ADDC ADDC ADDC 
A, A, A, A, 
R1 R2 R3 R4 

MOVL MOV MOV MOV 
R1, HOME, CURS, A, 
A A A INTR 

MOVL MOV MOV MOV 
A, A, A, A, 
R1 HOME CURS STAT 

MOV MOV MOV MOV 
R1, R2, R3, R4, 
A A A A 

MOV MOV MOV MOV 
R1, R2, R3, R4, 

# data # data # data #data 

DEC DEC DEC DEC 
R1 R2 R3 R4 

XRL XRL XRL XRL 
A, A, A, A, 
R1 R2 R3 R4 

DJNZ DJNZ DJNZ DJNZ 
R1 R2 R3 R4 

MOV MOV MOV MOV 
A, A, A, A, 
R1 R2 R3 R4 

D 

MOV 
BECD, 

A 

INC 
R5 

XCH 
A, 
R5 

MOV 
AL1, 

A 

ORL 
A, 
R5 

ANL 
A, 
R5 

ADD 
A, 
R5 

AD DC 
A, 
R5 

MOVX 
@CURS, 

A 

MOVX 
A, 

@CURS 

MOV 
R5, 
A 

MOV 
R5, 

#data 

DEC 
R5 

XRL 
A, 
R5 

DJNZ 
R5 

MOV 
A, 
R5 

E 

MOV 
SROW, 

A 

INC 
R6 

XCH 
A, 
R6 

MOV 
A, 

VPEN 

ORL 
A, 
R6 

ANL 
A, 
R6 

ADD 
A, 
R6 

ADDC 
A, 
R6 

MOV 
R6, 
A 

MOV 
R6, 

#data 

DEC 
R6 

XRL 
A, 
R6 

DJNZ 
R6 

MOV 
A, 
R6 

F 

INC 
R7 

XCH 
A, 
R7 

MOV 
A, 

HFEN 

ORL 
A, 
R7 

ANI.. 
A, 
R7 

ADD 
A, 
R7 

ADDC 
A, 
R7 

MOV 
R7, 
A 

MOV 
R7, 

# data 

DEC 
R7 

XRL 
A, 
R7 

DJNZ 
R7 

MOV 
A, 
R7 

z 
(J) 
~ o 
U1 



~ r---------------------------------------------------------------------------~ 
o 
~ 
tJ) 
z 

Ordering Information 
ORDER PART NUMBERS 

ROM less NS405-A12N 
NS405-B12N NS405-B18N 
NS405-C12N 
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~---------------------------------------------------------------,~ 

~* Throughput Considerations 
In NS405 System Planning 

The intricate timing relationships inherent in video genera­
tion require that a designer have a firm grasp of the funda­
mentals of NS405 operation in order to achieve his design 
objectives. Towards this end the key facets of NS405 oper­
ation will be examined and examples given. 

The NS405 is a complete video controller that reads in vid­
eo data, processes it and outputs it to a CRT. Given this, 
one may derive all essential operating parameters from the 
following two statements: 

1. You must be able to read in video data faster than you 
output it. 

2. Video data accesses are based on the CPU cycle which 
in turn is based on the crystal or dot clock. 

Application of these two statements immediately leads to a 
limitation on the character cell width as follows: 

if f = crystal frequency or dot clock 

then (f +1) +15 or (f +1.5) +15 = CPU Instruction Execu­
tion Clock Frequency 

Since there are three video data accesses each CPU In­
struction Execution cycle, there are 3 • (f + 1) + 15 or 3 • 
(f + 1.5) + 15 video data accesses per second. 

if w=dot width of character cell then f+w=number of 
character cells being displayed per second. 

Statement 1 says that video data accesses/sec :<: display 
characters/ sec 

for CPU Clock + 1 

3· (f+1)+15:<:f+w 

f+5:<:f+w 

Ys:<:1/w 

for CPU Clock + 1.5 

3· (f+1.5)+15:<:f+w 

(3· f)+22.5:<:f+w 

3/22.5:<: 1/w 

w:<:5 w:<:~5 

So depending on the CPU clock divide factor (+1 or +1.5) 
the character cell width must be a minimum as shown. 

Cell width also impacts CPU throughput since both the CPU 
and Video controller vie for video memory access through 
the DMA controller. The rules of access are simple and 
straightforward. The Video Controller gets as many of the 
accesses as it needs with the CPU getting any left over. The 
maximum access rate as already shown is f+5 or f+7.5 
depending on the CPU clock divide. If the CPU attempts a 
video memory access when things are very busy it will be 
put into a wait state and remain frozen until things clear up. 
Of course, no display characters are necessary when the 
display is blanked, so during the horizontal and vertical re­
trace periods the CPU has unlimited access to video memo­
ry. 

Normally, the CPU doesn't have to wait until horizontal re­
trace to get into video memory, but exactly how often it can 
get in during a display line requires analysis of the worst 
case video requirements. 

Since the results can vary dramatically depending on the 
parameters chosen, two typical cases will be presented. 

I. With a dot clock of 18 MHz the display line consists of 
80 character cells, 9 dots across. Since the CPU clock 
divide must be 1.5 the video memory access rate is 18 
MHz+7.5=2.4 MHz. 

National Semiconductor 
Application Brief 14 
James Murashige 

To display one line requires (9X80)/18 MHz=40 us. 

In one line time there are 2.4 MHzX40 us=96 video 
memory accesses. Of the 96, 80 are required for the 
characters displayed in the line leaving 16 available for 
the CPU. This is an average of one every six video 
memory accesses or once every two CPU instruction 
cycles. This would be fine since all CPU video memory 
instructions require two instruction cycles to execute 
anyway. However, in addition to the DMA controller the 
video circuits also employ a four level FIFO to insure a 
smooth data flow. The FIFO is normally kept full at four 
in which case it stops accessing video data and allows 
the CPU to have all the accesses. However, the FIFO 
can drop down quite far before starting to fill up again by 
taking all of the video memory accesses. The net effect 
is that instead of being evenly distributed, the accesses 
available to the CPU are clumped together with long 
gaps between clumps. Taking the worst case condition 
of the FIFO being completely empty and having to fill to 
four by taking the accesses which the CPU could have 
gotten, the longest gap is (4X6)+5=29 accesses:::: 10 
CPU instruction cycles. Generally speaking this tends to 
happen towards the middle of a line since the FIFO is 
filled prior to the start of a line and tries to end a line 
empty. In fact, accesses for video are performed up to 
the second to the last display character. The FIFO pre­
fetch for the next line is performed shortly after horizon­
tal blanking starts. 

II. If the dot clock is now 12 MHz with a display line of 80 
character cells 7 dots across the CPU clock divide can be 
1. 
The video memory access rate is 12 MHz+5=2.4 MHz. 

To do one line requires (7X80)/12 MHz=46.7 us. In one 
line time there are 2.4 MHzX46.7 us= 112 video memory 
accesses. Of the 112, 32 are now available to the CPU. 
This averages out to one every 3.5. Figuring the FIFO in, 
the worst case wait for the CPU becomes 
(4 X 3.5) + 2.5 = 16.5 accesses:::: 6 CPU instruction cy­
cles. A significant improvement over the first example. 

In general, to maximize CPU access to video memory one 
must maximize the average number of "free" accesses dur­
ing the display time. The number of free accesses as a frac­
tion of the total number available is: 

(w-5d)/w Where w=character cell dot width 

d = CPU divide factor of 1 or 1.5 

As can be seen, throughput performance depends entirely 
on the cell width and CPU clock divide. To maximize per­
formance one would try to choose a large wand a d of 1. 

Applying the delay imposed by the four level FIFO, the maxi­
mum CPU delay in accessing video memory becomes = 

(4w+5d)/(w-5d) Memory cycles 
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The TMP External Interrupt (lNTR) is a level sampled inter­
rupt input. Specifically this means that the input is sampled 
once each CPU cycle with interrupts being generated as 
long as the sampled input is a logic low. INTR shares pin 37 
with RE10 and is sampled on each ALE rising edge as 
shown in the data sheet. If a logic low level is detected, 
interrupt service will commence if interrupts had been previ­
ously enabled with an EN XI instruction. Service consists of 
finishing up the currently executing instruction, pushing the 
PC and other pertinent information onto the stack, disabling 
all interrupts while in service and finally performing a JUMP 
to location 003. Upon completion of service a RETR would 
be executed to pop the stack and return to where we left off 
in the main program. 

The exact timing involved may be observed through the ex­
ample program of Figure 1 and its instruction execution se­
quence in Figure 2. In Figure 2 the numbers shown on the 
falling ALE edges are the program addresses put out by the 
TMP. As written the program will loop endlessly unless di­
verted by an external interrupt such as point A in Figure 2. 
Since it just missed the previous rising ALE edge it will not 
be until point 8 that the logic low INTR is read in. However, 
by then the CPU will have started execution of the first byte 
of the JMP 11 instruction. Since instructions are always fin­
ished once started, it will not be until point C that we begin 
interrupt service. At this point the next address would have 
been back at 11 but we now want to service the interrupt 
and push the stack. Stack pushing or popping takes 2 CPU 

ADDRESS 
000 
001 
002 
003 
004 
oo~ 

006 
007 
006 
009 
OOA 
OOB 
OOC 
000 
OOE 
oor 
010 
011 
012 
013 
014 
Ol~ 

OPCODE 
04 
10 

El 
93 

03 
04 
11 

cycles so the two address 11's shown following point Care 
dummies. Finally, we start interrupt service at point D by 
outputting address 003 and reading in the IN PORT instruc­
tion. Since the IN PORT instruction is only 1 byte long but 
takes 2 CPU cycles to execute, the address "4" at point E is 
a dummy and isn't really needed until point F when we read 
in the RETR instruction. Like IN PORT, RETR is a 1 byte 
instruction that takes 2 CPU cycles to execute. Therefore, 
the address "5" at point G is redundant. Upon returning 
from subroutine we immediately push the stack again (point 
H) since the interrupt is still there. Note that we immediately 
push the stack and do not execute the JMP at 11. Once 
more we go through the interrupt service routine but this 
time the interrupt ends at point I. Since it missed the preced­
ing rising ALE edge where it was still seen as a logic low, we 
will immediately execute another interrupt service routine as 
shown. Finally, at point J as we prepare to return from serv­
ice, INTR will be seen as a logic high and from point K 
onward execution will proceed normally. 

When enabling and disabling interrupts, the rules for when 
you will and will not service them are predicated on the 
latest sampled interrupt level and last instruction executed. 
This is illustrated by the example program of Figure 3 and 
instruction execution sequences of Figure 4. As shown in 
Figure 4a, the interrupt goes low at point A and will be sam­
pled at the rising ALE of point 8. However, since the current 
executing instruction (DIS XI at location 13) must be com­
pleted before starting interrupt service, the interrupt will be 

IINEMONIC 
JIIP010 

IN FORT 
RETR 

ENXI 
JIIPOOl 

;RESET VECTOR 

;EXTERNAL INTERRUPT VECTOR 

;IIAIN PROGRAII 

FIGURE 1.INTR Service Timing Example Program 

TL/DD/6972-1 

FIGURE 2. INTR Service Timing 
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locked out. Execution continues unperturbed until the inter­
rupt is re-enabled with an EN XI from location 11, point F. 
Although the interrupt went logic high at point E it was still 
sampled as a logic low at pOint D. 

Therefore, after executing the EN XI at location 11, interrupt 
service will commence as shown. If the interrupt had gone 
logic high before point 0 it would have been sampled high 
and no interrupt service would have been performed. 

ADDRESS 
000 
DOl 
002 
003 
004 
oo~ 

006 
007 
008 
009 
aDA 
OOB 
DOC 
000 
001 
oor 
010 
011 
012 
013 
014 
Ol~ 

016 

OPCODI 
04 
10 

00 
93 

00 
O~ 

00 
I~ 

04 
10 

Returning to the missed interrupt at pOint A, if the interrupt 
low had come in time to be sampled at point G, the instruc­
tion at 12 would have been the last one executed before 
interrupt service started as demonstrated in Figure 4b. 

Although describing the external interrupt, all of the service 
sequences presented may be directly applied to TMP inter­
nal interrupts. 

IINEIIONIC 
JIIPOIO 

NOP 
RETR 

NOP 
ENXI 
Nap 
DISXI 
JIIPOIO 

;RESxr VECTOR 

;!XTERRAL INTERRUPT VECTOR 

;IL\INPROGlWI 

FIGURE 3. INTR Enable/Disable Timing Example Program 
G A 8 C 

INTR 

AlE J1JLJl..JUL 
5 12 13 14 15 

TLlDD/6972-2 

FIGURE 4a. INTR Enable/Disable Timing 

IHTR 

TL/DD/6972-3 

FIGURE4b 
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TMP Rowand Attribute 
Table Lookup Operation 

This note describes in detail the operation of the TMP Attri­
bute Demo Program - TAD. Although a short program, it 
nicely demonstrates row table lookup operation in the TMP 
while at the same time putting out a visual display of the 
various video attributes available in the chip. While this dis­
play management approach is much more involved than 
normal sequential lookup mode, it is necessary when at­
temping to do fast screen updates or line editing with the 
TMP. 

The hardware environment for which the program was writ­
ten is the TMP Demo board. Appropriate references to and 
descriptions of the hardware will be made as necessary. For 
those who have not seen it, the net function of the program 
is to put up and manage a single frame of video data. In the 
top half of the display the same message is repeated 5 
times but each time with a different set of attributes. In the 
lower half of the display are 4 rows representing the 128 
possible block graphics patterns. All of the attribute effects 
displayed are achieved by updating the internal ALO attri­
bute latch at the end of each display row. At the same time 
a message table lookup is performed in order to obtain the 
appropriate character string that will work with the new attri­
bute set selected. 

The flowchart for the program is shown in Figure 1. As you 
can see, the program essentially consists of initialization 
and waiting for and servicing video interrupts to manage the 
screen display. Initialization starts at BEGIN with the Vertical 
Interrupt Register and Timing Chain being loaded first. The 
Vertical interrupt is used for end of frame synchronization 
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and is set to activate after the 27th row. The Timing Chain is 
loaded as follows: 

TCP 0 Horizontal Length 104 
1 Characters/Row 80 
2 Horizontal Sync Begin 84 
3 Horizontal Sync End 100 
4 Character Height 10 

Extra Scans/Frame 2 
5 Vertical Length 27 
6 Vertical Blank 25 
7 Vertical Sync Begin/End 7,3 
8 Status Row Begin 31 
9 Blink Rate/D.C. F4H 

10 Graphics Column Register = 30H 
11 Graphics Row Register 36H 
12 Underline Size Register 89H 
13 Cursor Size Register 09H 

Given these values, one can ascertain that the display is 80 
columns across and 25 rows tall. The character cell height 
is 10 scan lines and no status line will be displayed. The 
character underline is the bottom most scan line in a cell 
and the cursor occupies an entire cell. The partitioning of 
the block graphics cells is as follows: 

0011100 
0011100 
0011100 
2233344 
2233344 
5566655 
5566655 
5566655 
5566655 

TAD Flowchart 

TL/C/5729-1 

FIGURE 1 
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Following timing chain initialization various system registers 
are set to configure the chip to operate in its hardware envi­
ronment. The video memory is a 2kX8 NMC2116 located 
between addresses 000-7FF. The crystal dot clock is 12 
Mhz allowing us to use divide by 1 to generate the CPU 
clock. Accordingly the SCR is set to 24H (SB8-15 address 
output only, cell width = 7, divide by 1 for CPU clock, row 
table lookup operation). RAM Bank 0 is selected and 
HOME, BEGD, RAiRO are cleared. ENDD and CURS are 
set to 7FFFH and AL 1 is set to FFH (no attributes selected). 
Video display memory (80 X 25 char) is then cleared out by 
storing spaces at all of the memory locations. Along with the 
spaces, attribute latch 1 is specified to be used. Video is 
then turned on by setting the VCR to 21 H (normal alphanu­
meric display, internal attribute latch operation, normal 
video). 

Next, the message tables are built up in the video memory. 
By updating the attribute latch ALO each row, the entire 
screen display can be constructed from the 7 message rows 
stored in memory. Each of the message rows consist of 80 
consecutive characters and are called up for display by 
loading the HOME register with the address of the first char­
acter in the row. The background characters in each of the 
rows are the spaces previously stored. Each of the display 
characters stored use attribute latch ALO which is updated 
each row. The first row (0-79) consists entirely of spaces to 
provide us with a blank display row. The second row (80-
159) has the message "tmp does it BETTER'" for normal 
and double high display. The third row (160-239) contains 
"ttmmpp ddooeess iitt BBEETTTTEERRI!" for double wide 
and double size display. Rows 4-7 contain 32 block graph­
ics characters per row for a total of 128 patterns. The 128 
characters stored are merely all binary combinations of the 
low 7 data bits in ascending order. The 32 characters in 
each row are stored in every other memory location to 
achieve a blank space between characters. For all of the 
message rows, data is positioned to give a centered display 
on the screen. 

With initialization accomplished, we set the interrupt mask, 
re-enable interrupts and wait for a video interrupt. 

Video display management is performed by the internal in­
terrupt service routine located at 007 and consists of updat­
ing the HOME register and ALO at the end of each display 
row. To accomplish this, a row counter (R3) is used as a 
pointer into the data lookup tables which follow the interrupt 
service routine. The R3 row counter is incremented on each 
End of Row interrupt or preset and incremented on are­
synching Vertical Interrupt. 

Because the next row pointers are pipe lined in the video 
memory controller, an understanding of End of Rowand 
Vertical Interrupt operation is necessary in order to correctly 
set up the interrupt service routine and lookup tables. In 
table lookup mode, the Current Row Start Register (CRSR), 
which is a pointer to the first character address in a row, is 
automatically reloaded from the HOME register after the 
display of the last scan line in a row, a few characters into 
horizontal blanking. The timing of the CRSR reload when 
operating in sequential lookup mode is the same but in this 
case the pointer is advanced by the character width of the 
display row. It is the reloading of CRSR either in sequential 
or table lookup modes that generates the End of Row inter­
rupt. The duration of the signal is % CPU cycle making it a 
one time event each row. The End of Row interrupt register 
bit is cleared when a reload of HOME, i.e., MOV HOME, A is 
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executed. A simple example will illustrate the pipe lining in­
volved. In Figure 2, at the end of Row 1 (Point A) an EaR 
interrupt is generated. In preparation for this event HOME 
should have been loaded with the starting address of ROW 
2 since the interrupt is generated when CRSR reloads from 
HOME. In service of the EOR, the program would load 
HOME with the starting address of ROW 3 in preparation for 
the EOR interrupt at Point B. However, notice that we have 
an entire row time from A to B to do, the HOME reload. 
Finally note that EOR's are generated at the end of all rows 
except those blanked during vertical blanking. Vertical Inter­
rupt operates with the same timing as End of Row except 
that it is specified to occur at the end of a particular row 
designated by the Vertical Interrupt Register. The row that it 
is specified to occur on must be < = Vertical Length Regis­
ter (timing chain rows are counted starting from 0). Other­
wise, it will never occur since the row counter will never 
count up that far. Usually Vertical Interrupt is specified to 
occur on a row blanked during vertical blanking so that it 
may be used as a frame sync signal. 

Returning to TAD, Figure 3 shows the interrupt positioning 
for all of the rows on the screen including the blanked ones. 
There are 25 displayed rows and 2 blanked ones in a frame 
for a total of 27. In addition, there are 2 extra scan lines 
which may be ignored as far as interrupt operation is con­
cerned. Vertical Interrupt is set to occur at the end of the 
last row in the frame as shown. Row pointer operation for 
rows 2 to 24 is pipe lined as described in Figure 2. At the end 
of ROW 24 (point E) the CRSR will be loading the pointer to 
ROW 25 and the interrupt service will load HOME with the 
pointer to ROW 1. At the end of ROW 25 (point F) the 
CRSR will load the pointer to ROW 1 and save it for the next 
frame. Since no EaR's are generated during vertical blank­
ing, CRSR will remain static until ROW 1. At this point, it 
doesn't matter what the interrupt service loads into HOME 
and ALO since the Vertical Interrupt at ROW 27 will reset the 
row counter and perform a new lookup for HOME and ALO. 
A Vertical Interrupt will not do a CRSR load, thus the pointer 
to ROW 1 will be preserved. At Vertical Interrupt, the row 
counter will be reset to 0 and we will want to do a pointer 
lookup for ROW 2 in preparation for the CRSR load at the 
end of ROW 1 (point A). Correspondingly, the row pointer 
lookup tables are organized 2 to 25, 1. Since the attribute 
latches aren't pipelined, the ALO lookup table is arranged 1 
to 25 since the new attribute set will be needed immediately 
for the display of the next row. 

Row Table Lookup Plpelinlng 

ROW 1 

A 
ROW 2 

+-
ROW3 

TL/C/5729-2 

FIGURE 2 
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TAD Interrupt Positioning 

DISPLAY RDW 1 
A EDR 

DISPLAY RDW 2 

+- B EDR 

DISPLAY RDW 3 
C EDR · · · · · +-D EDR 

DISPLAY RDW 24 
E EDR 

DISPLAY RDW 25 

+- F EDR 
BLANKED RDW 26 

BLANKED RDW 27 
HYINT 

TL/C/5729-3 

FIGURE 3 

TMP Attribute Demo Program 
1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 

0000 
0050 
OOAO 
OOFO 
0140 
0190 
OlEO 

0000 

23 0000 0468 
24 
25 
26 
27 
28 
29 
30 
31 
32 

0003 

0007 

33 0007 8C 
34 0008 320C 
35 OOOA BBFF 
36 OOOC lB 
37 OOOD 234F 
38 OOOF 6B 
39 0010 B3 
40 0011 3C 
41 
42 0012 231D 
43 0014 6B 

.TITLE MAIN, nTMP ATTRIBUTE DEMO - TAD' 

James Murashige 10/05/83 
;This program displays the various character attributes available with 
;the TMP by dynamically updating the attribute latch each display row. 
;In addition it uses End of Rowand Vertical interrupts to perform row 
;table lookup screen refreshing. 

LINE 1 
LINE 2 
LINE 3 
LINE 4 
LINE 5 
LINE 6 
LINE 7 

• = 00 

RESET; 

• = 03 

EXI: 

• = 07 

INI: 

EOR: 

o 
80 

160 
240 
320 
400 
480 

JMP BEGIN 

MOV A, INTR 
JBI EOR 
MOV R3, #OFF 
INC R3 
MOV A, #ATTO 
ADD A, R3 
MOVP A, @A 
MOV ALO, A 

;LINE 1 START, 
;LINE 2 START, 
;LINE 3 START, 
;LINE 4 START, 
;LINE 5 START, 
;LINE 6 START, 
;LINE 7 START, 

ALL BLANKS 
NORMAL MESSAGE 
DOUBLE WIDE MESSAGE 
FIRST GRAPHICS LINE 
SECOND GRAPHICS LINE 
THIRD GRAPHICS LINE 
FOURTH GRAPHICS LINE 

;START AT PROGRAM LOCATION 0 

;VECTOR TO RESET CODE 

;VECTOR TO EXTERNAL INTERRUPT PROCESSING 

;VECTOR TO INTERNAL INTERRUPT PROCESSING 

;READ INTERRPUT REGISTER 
;HAVE AN EOR INTERRPUT 
;VINT INTERRUPT 
;INCREMENT TO DO NEXT ROW 
;GET ATTRIBUTE LATCH 0 

;LOAD ATTRIBTE LATCH 0 

MOV A, #HOMHIG ;GET HOME HIGH ORDER BYTE 
ADD A, R3 
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TMP Attribute Demo Program (Continued) 

Z 
W 

44 0015 B3 MOVP A, @A U1 

45 0016 C2 MOV HACC, A ~ 

46 0017 2336 MOV A, #HOMLOW :GET HOME LOW ORDER BYTE 
47 0019 6B ADD A, R3 
48 001A B3 MOVP A, @A 
49 001B 8A MOV HOME, A :LOAD HOME 
50 001C 93 RETR 
51 • FORM 
52 
53 :HOME HIGH ORDER BYTE LOOKUP TABLE 
54 
55 001D 00 HOMHIG: .BYTE 0 :ROW 2 
56 001E 00 .BYTE 0 :ROW 3 
57 001F 00 .BYTE 0 :ROW 4 
58 0020 00 .BYTE 0 :ROW 5 
59 0021 00 .BYTE 0 :ROW 6 
60 0022 00 .BYTE 0 :ROW 7 
61 0023 00 .BYTE 0 :ROW 8 
62 0024 00 .BYTE 0 :ROW 9 
63 0025 00 .BYTE 0 :ROW 10 
64 0026 00 .BYTE 0 :ROW 11 
65 0027 00 .BYTE 0 :ROW 12 
66 0028 00 .BYTE 0 :ROW 13 
67 0029 00 .BYTE 0 :ROW 14 
68 002A 00 .BYTE 0 :ROW 15 
69 002B 00 .BYTE 0 :ROW 16 
70 002C 00 .BYTE 0 :ROW 17 
71 002D 00 .BYTE 0 :ROW 18 
72 002E 01 .BYTE H(LINE5) :ROW 19 
73 002F 00 .BYTE 0 :ROW 20 
74 0030 01 .BYTE H(LINE6) :ROW 21 
75 0031 00 .BYTE 0 :ROW 22 
76 0032 01 .BYTE H(LINE7) ;ROW 23 
77 0033 00 .BYTE 0 :ROW 24 
78 0034 00 .BYTE 0 :ROW 25 
79 0035 00 .BYTE 0 :ROW 1 
80 0036 00 • FORM 
81 
82 :HOME LOW ORDER BYTE LOOKUP TABLE 
83 
84 0036 00 HOMLOW: .BYTE 0 :ROW 2 BLANK 
85 0037 50 .BYTE L(LINE2) :ROW 3 NORMAL 
86 0038 00 .BYTE 0 :ROW 4 BLANK 
87 0039 AO .BYTE L(LINE3) :ROW 5 DOUBLE WIDE 
88 003A 00 .BYTE 0 :ROW 6 BLANK 
89 003B 50 .BYTE L(LINE2) :ROW 7 DOUBLE HIGH 
90 003C 50 .BYTE L(LINE2) :ROW 8 DOUBLE HIGH 
91 003D 00 .BYTE 0 :ROW 9 BLANK 
92 003E AO .BYTE L(LINE3) :ROW 10 DOUBLE SIZE 
93 003F AO .BYTE L(LINE3) :ROW 11 DOUBLE SIZE 
94 0040 00 .BYTE 0 :ROW 12 BLANK 
95 0041 AO .BYTE L(LINE3) :ROW 13 DOUBLE SIZE 
9S 0042 AO .BYTE L(LINE3) :ROW 14 DOUBLE SIZE 
97 0043 00 .BYTE L(LINE1) :ROW 15 BLANK 
98 0044 00 .BYTE L(LINE1) :ROW lS BLANK 
99 0045 FO .BYTE L(LINE4) :ROW 17 GRAPHICS 

100 0046 00 .BYTE L(LINE1) :ROW 18 BLANK 
101 0047 40 .BYTE L(LINE5) :ROW 19 GRAPHICS • 102 0048 00 .BYTE L(LINE1) :ROW 20 BLANK 
103 0049 90 .BYTE L(LINES) :ROW 21 GRAPHICS 
104 004A 00 .BYTE L(LINE1) :ROW 22 BLANK 
105 004B EO .BYTE L(LINE7) :ROW 23 GRAPHICS 
lOS 004C 00 .BYTE L(LINE1) :ROW 24 BLANK 
107 004D 00 .BYTE L(LINE1) :ROW 25 BLANK 
108 004E 00 .BYTE L(LINE1) :ROW 1 BLANK 
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TMP Attribute Demo Program (Continued) 
109 • FORM 
110 
111 
112 
113 004F FF 
114 0050 FF 
115 0051 FF 
116 0052 FF 
117 0053 EF 
118 0054 FF 
119 0055 F7 
120 0056 B7 
121 0057 FF 
122 0058 E7 
123 0059 A7 
124 005A FF 
125 005B E2 
126 005C 82 
127 005D FF 
128 005E FF 
129 005F 7F 
130 0060 FF 
131 0061 7F 
132 0062 FF 
133 0063 7F 
134 0064 FF 
135 0065 7F 
136 0066 FF 
137 0067 FF 
138 
139 
140 
141 
142 0068 15 
143 0069 35 
144 006A 65 
145 006B 231A 
146 006D A2 
147 006E 27 
148 006F 87 
149 0070 2367 
150 0072 B7 
151 0073 234F 
152 0075 B7 
153 0076 2353 
154 0078 B7 
155 0079 2363 
156 007B B7 
157 007C 2391 
158 007E B7 
159 007F 231A 
160 0081 B7 
161 0082 2318 
162 0084 B7 
163 0085 2362 
164 0087 B7 
165 0088 231E 
166 008A B7 
167 008B 23F4 
168 008D B7 
169 008E 2330 
170 0090 B7 
171 0091 2336 
172 0093 B7 
173 0094 2389 

;ATTRIBUTE LATCH 0 LOOKUP TABLE 

ATTO: 

• FORM 

.BYTE OFF 

.BYTE OFF 

.BYTE OFF 

.BYTE OFF 

.BYTE OEF 

.BYTE OFF 

.BYTE OF7 

.BYTE OB7 

.BYTE OFF 

.BYTE OE7 

.BYTE OA7 

.BYTE OFF 

.BYTE OE2 

.BYTE 082 

.BYTE OFF 

.BYTE OFF 

.BYTE 07F 

.BYTE OFF 

.BYTE 07F 

.BYTE OFF 

.BYTE 07F 

.BYTE OFF 

.BYTE 07F 

.BYTE OFF 

.BYTE OFF 

;ROW 1 
:ROW 2 
:ROW 3 
:ROW 4 
:ROW 5 
:ROW 6 
:ROW 7 
:ROW 8 
:ROW 9 
:ROW 10 
:ROW 11 
:ROW 12 
:ROW 13 
:ROW 14 
:ROW 15 
:ROW 16 
:ROW 17 
:ROW 18 
:ROW 19 
:ROW 20 
:ROW 21 
:ROW 22 
:ROW 23 
:ROW 24 
:ROW 25 

;START OF INITIALIZING CODE 

BEGIN; DIS XI 
DIS II 
STOP T 
MOV A, #26 
MOV VINT, A 
CLR A 
MOV TCP, A 
MOV A, #103 
MOV @TCP, A 
MOV A, #79 
MOV @TCP, A 
MOV A, #83 
MOV @TCP, A 
MOV A, #99 
MOV @TCP, A 
MOV A, #091 
MOV @TCP, A 
MOV A, #26 
MOV @TCP, A 
MOV A, #24 
MOV @TCP, A 
MOV A, #062 
MOV @TCP, A 
MOV A, #30 
MOV @TCP, A 
MOV A, #OF4 
MOV @TCP, A 
MOV A, #030 
MOV @TCP, A 
MOV A, #036 
MOV @TCP, A 
MOV A, #089 

;INTERRUPTS OFF FOR NOW 

;SET UP TIMING CHAIN FOR DEMO BOARD 

;HORIZONTAL LENGTH 

;CHARACTERS/ROW 

;HORIZONTAL SYNC BEGIN 

;HORIZONTAL SYNC END 

;CHARACTER HEIGHT/EXTRA SCANS 

;VERTICAL LENGTH 

;VERTICAL BLANK 

;VERTICAL SYNC BEGIN/END 

;STATUS ROW BEGIN 

;BLINK RATE 

;GRAPHICS COLUMN REGISTER 

;GRAPHICS ROW REGISTER 

;UNDERLINE SIZE REGISTER 
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TMP Attribute Demo Program (Continued) 
174 0096 B7 MOV @TCP, A 
175 0097 2309 MOV A, #009 ;CURSOR SIZE REGISTER 
176 0099 B7 MOV @TCP, A 
177 
178 
179 • FORM 
180 009A 2324 MOV A, #024 ;SET SYSTEM CONTROL REGISTER 
181 009C 55 MOV SCR, A ;8 BI,7 DOTS, DIVIDE 1, TABLE LOOKUP 
182 
183 0090 C3 
184 009E 27 
185 009F C2 
186 OOAO 8A 
187 00A1 00 
188 00A2 88 
189 
190 00A3 237F 
191 00A5 C2 
192 00A6 23FF 
193 00A8 OC 
194 00A9 8B 
195 OOAA 3D 
196 
197 
198 
199 OOAB BD19 
200 OOAD BA50 
201 OOAF 23AO 
202 
203 00B1 80 
204 00B2 38 
205 00B3 EAB1 
206 00B5 BA50 
207 00B7 EDB1 
208 
209 00B9 2321 
210 OOBB 45 
211 
212 
213 
214 OOBC 2300 
215 OOBE C2 
216 OOBF 236E 
217 00C1 88 
218 00C2 BAEO 
219 00C4 BB13 
220 00C6 FA 
221 00C7 B3 
222 00C8 80 
223 00C9 38 
224 OOCA 1A 
225 OOCB EBC6 
226 
227 
228 OOCD 98 
229 OOCE 0334 
230 0000 88 
231 0001 BAEO 
232 0003 BB13 
233 0005 FA 
234 0006 B3 
235 0007 80 
236 0008 38 
237 0009 80 
238 OODA 38 

SEL RBO 
CLR A 
MOV HACC, A 
MOV HOME, A 
MOV BEGD, A 
MOVL RO, A 

MOV A, #07F 
MOV HACC, A 
MOV A, #OFF 
MOV ENDD, A 
MOV CURS, A 
MOV ALl, A 

;SELECT RAM BANK 0 
;SET RAM POINTERS 

;CLEAR MEMORY POINTER 

;NO ATTRIBUTES FOR LATCH 1 

;CLEAR OUT MEMORY 

MOV R5, #25 
MOV R2, #80 
MOV A, #OAO 

;00 25 ROWS 
;00 80 CHARACTERS PER ROW 
;INITIALIZE FOR A SPACE, ATTRIBUTE LATCH 1 

LOOP: MOVX @RO, A 
INCL RO 

;STORE A CHARACTER 
;INCREMENT POINTER 
;TEST IF ROW DONE DJNZ R2, LOOP 

MOV R2, #80 
DJNZ R5, LOOP 

MOV A, #021 
MOV VCR, A 

;TEST IF SCREEN DONE 

;SET VCR FOR INTERNAL ATTRIBUTES 
:INTERNAL CHARACTER GENERATOR 

;FIRST LINE ARE ALL BLANKS, SECOND LINE HAS SINGLE SPACING MESSAGE 
MOV A, #H(LINE2+30) ;SET RO POINTER TO FIRST LINE 
MOV HACC, A 
MOV A, #L(LINE2+30) 
MOVL RO, A 
MOV R2, #L(MSG1) ;SET R2 TO MESSAGE #1 
MOV R3, # 19 ;SET R3 TO MESSAGE LENGTH 

DISP1: MOV A, R2 
MOV A, @A ;DISPLAY NORMAL MESSAGE 
MOVX @RO,A 
INCL RO 
INC R2 
DJNZ R3, DISP1 

.FORM 
;THIRD LINE HAS DOUBLE WIDE MESSAGE 

MOVL A, RO ;SET RO POINTER 
ADD A, # (31 + 21) ;LINES3 + 21 
MOVL RO, A 
MOV R2, #L(MSG1) 
MOV R3, #19 

DISP2: MOV A, R2 
MOVP A, @A ;DISPLAY DOUBLE WIDE 
MOVX @RO, A 
INCL RO 
MOVX @RO, A 
INCL RO 
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TMP Attribute Demo Program (Continued) 
239 OODB lA INC R2 
240 OODC EBD5 DJNZ R3, DISP2 
241 OODE 04F3 JMP FOURTH 
242 
243 OOEO 74 
244 

MSQ,l: .BYTE 'tmp does it BETTER!' 

245 :FOURTH LINE STARTS GRAPHICS CHARACTERS DISPLAY 
FOURTH: MOVL A, RO 246 00F3 98 

247 00F4 031D 
248 00F6 88 
249 00F7 BB04 
250 00F9 BA20 
251 OOFB 2300 
252 OOFD 2400 
253 

ADD A, # (21 + 8) ;LINE4 + 8 

254 
255 

0100 

256 0100 80 
257 0101 38 
258 0102 38 
259 0103 17 
260 0104 EAOO 
261 
262 0106 BA20 
263 0108 AC 
264 0109 98 
265 010A 0310 
266 010C 88 
267 010D FC 
268 010E EBOO 
269 

MOVL RO, A 
MOV R3, #4 
MOV R2, #32 
MOV A, #000 
JMP BLOOP 

0100 

BLOOP: MOVX @RO, A 
INCL RO 
INCL RO 
INC A 
DJNZ R2, BLOOP 

MOV R2, #32 
MOV R4, A 
MOVL A, RO 
ADD A, # (8+8) 
MOVL RO, A 
MOV A, R4 
DJNZ R3, BLOOP 

;DO 4 LINES 
;DO 32 GRAPHICS CHARACTERS PER LINE 

;ATTRIBUTE LATCH 0 SELECTED 

;STORE CHARACTER 

;INITIALIZE FOR NEW ROW 
;TEMPORARY SAVE A 

;POINT TO NEXT LINE 

;RESTORE A 
;CONTINUE IF NOT THROUGH 

270 
271 0110 2303 
272 0112 82 
273 0113 25 
274 0114 2414 
275 

;REENABLE INTERNAL INTERRUPTS AND MASK OFF UNUSED ONES 
MOV A, #03 

ATTO 004F 
DISP2 00D5 
HOMHIG 001D 
LINE2 0050 
LINE6 0190 
PAU 0114 

NO ERROR LINES 

PAU: 
END 
BEGIN 
EOR 
HOMLOW 
LINE3 
LINE7 
RESET 

272 ROM BYTES USED 

SOURCE CHECKSUM= CF60 
OBJECT CHECKSUM= 0576 

INPUT FILE A: TAD. MAC 
LISTING FILE A: TAD. PRN 
OBJECT FILE A: TAD. LM 

MOV MASK, A 
EN II 
JMP PAU 

0068 BLOOP 
OOOC EXI 
0036 INI 
OOAO LINE4 
OlEO LOOP 
0000 * 

;REENABLE INTERNALS 
;WAIT FOR A VIDEO INTERRUPT 

0100 DISPl 00C6 
0003 * FOURTH 00F3 
0007 * LINEl 0000 
OOFO LINE5 0140 
OOBl MSGl OOEO 
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TMP - Dynamic RAM 
Interfacing 

TMPs Interface easily and directly to dynamic RAMs as illus­
trated in the basic TMP system schematic of Figure 1. In 
addition to providing the necessary Read/Write cycle con­
trol, the TMP will also automatically refresh the memories 
through the video controller, further easing interface re­
quirements. 

The circuitry to the right of the TMP provides program mem­
ory interfacing and I/O support while to the left lie the dy­
namic video RAM circuits. The memory width shown here is 
8 bits although 16 bits can easily be accommodated. Using 
the 64K x 1 dynamic RAMs shown the entire video memory 
space is filled with RAM. However, by using a slightly modi­
fied addressing configuration smaller memroy chips could 
be substituted. 

The requisite dynamic RAM control signals RAS, CAS and 
WE are generated directly from the system bus control sig­
nals RAM ALE, RAM RD and RAM WR. RAM ALE is used 
directly as RAS while RAM WR serves as WE. CAS is the 
logical AND of RAM RD and RAM WR. The 16 system bus 
bits are multiplexed down to the 8 bit RAM address vector 
by the two 74LS157's under the control of the RAM ALE. As 
configured, the row and column addresses strobed in are 
S80-7 and S88-15 respectively. 

With the configuration shown, the pertinent TMP Read and 
Write cycle timing parameters for Figure 2 are listed in Table 
1. Going through the table one sees that the TMP easily 
interfaces to 150 ns access RAMs and will routinely work 
with 200 ns RAMs. The four parameters which may be a 
tight squeeze for 200 ns RAMs are: 

1. tAAG- Access Time from RAS is max 150 ns, typ 220 ns. 
This is a basic access time requirement which ne­
cessitates fast parts. 

2. tAAH- Row Address Hold Time is min 10 ns, typ 15 ns. 
This parameter is entirely dependent on the 
switching speed of the 74LS157. 

3. tACO- RAS to CAS Delay Time is min 10 ns, typ 50 ns. 
This parameter isn't too critical since most dy­
namic RAMs internally gate the CAS signal 
should it come along too early. 

4. tAP- RAS Precharge Time is min 100 ns, typ 135 ns. 
Since RAS is actually the RAM ALE signal tAP is 
the high time of RAM ALE. 

However, rather than getting faster RAMs one could also 
meet spec by running the TMP CPU slower, thereby stretch­
ing out the allowable access time. 

Since the TMP video controller will regularly and automati­
cally access video memory in order to obtain characters for 
display, one may have dynamic RAM refreshing performed 
automatically by making sure that the required number of 
consecutive address locations (ROW Addresses) are ac­
cessed in the alloted time. Typically this is 128 ROW ad­
dresses in 2 ms. 

For example, in a typical system we may have an 80 column 
by 25 row display with each row consisting of 10 scan lines. 
Each scan line has a period of 60.67 us. The vertical blank 
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period consists of 25 scan lines for a total duration of 1.52 
ms. Assuming sequential rather than table lookup operation, 
80 consecutive character addresses are accessed each 
scan line and a 160 consecutive character addresses are 
accessed every 2 rows; more than enough to refresh all of 
the RAS rows. Of course one must be sure that the memory 
addresses of any two consecutive rows encompass all 128 
possible RAS addresses. In the middle of the screen the 
worst case refresh period is 11 scan lines (.667 ms), since 
to do 160 consecutive addresses requires one complete 
row plus the first scan line of the next row. At the bottom of 
the screen the refresh period must also include the vertical 
blank time since no video characters are accessed then. In 
this case refresh stretches out to a worst case 2.184 ms. 

Although in this example we exceeded the 2 ms refresh 
period, there are a number of things that we could do to get 
things back into spec. For example, we could cut down on 
vertical blank time, use memory chips with longer refresh 
periods, or have the CPU refresh video memory during verti­
cal retrace. Taking the case of using different memory 
chips, another popular refreshing arrangement is 256 row 
addresses in 4 ms. In the middle of the screen this gives us 
a worst case period of 10 + 10 + 10 + 1 scan lines or 31 
X 60.67 us = 1.88 ms. Adding in the vertical blanking peri­
od the absolute worst case refresh delay is 1.88 + 1.52 = 

3.4 ms. Of course in this arrangement, making sure that any 
four consecutive rows encompass all 256 RAS addresses is 
much more difficult. 

When operating in pixel mode meeting refresh requirements 
isn't as difficult since each scan line will access a different 
set of consecutive RAM addresses. 

Returning to the circuit of Figure 1, we have assumed that 
S80-7 are multiplexed address/ data while S88-15 output 
addresses only. Since the RAM addresses are latched in 8 
bits at a time there is no need for a separate latch for S80-
7 since all 8 bits are clocked in on the falling ALE edge. 
However, when operating with smaller 8K or 16K RAMs 
where only 7 bits are clocked in at a time, latching arrange­
ments for S87 must be made. An example of this is shown 
in Figure 3 where bits S80-7 are all latched by the 
74LS373. 

Normally I/O registers, as well as other memory banks, will 
also be memory mapped into the 64K video RAM space. In 
order to do this some sort of chip enabling scheme must be 
worked out since the dynamic RAMs have no direct enable 
control. One possibility is shown in Figure 4 where the RAM 
bank CAS and WE are disabled unless selected by the 
74LS138 decoder. In this way the RAM output drivers will 
remain TRI-STATE® and no data will be written unless the 
bank is selected. However, memory refreshing as controlled 
by RAS will still be performed on each RAM bank. 

8y expanding on these basic examples a memory configu­
ration for the TMP utilizing dynamic memories may be quick­
ly and easily worked out. 
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TABLE 1. TMP Dynamic RAM Interface Timing 12 MHz CPU 

Symbol Parameter Min Typ Max Units 

tAR Column Address Hold Time Referenced to RAS 250 280 ns 

tASC Column Address Set Up Time-Dependent on Switching of 74LS157 25 35 ns 

tASR Row Address Set Up Time 20 90 ns 

tCAC Access Time from CAS 180 140 ns 

tCAH Column Address Hold Time 140 250 ns 

tCAS CAS Pulse Width 140 160 ns 

tcp CAS Precharge Time 140 166 ns 

tCRP CAS to RAS Precharge Time 100 136 ns 

tCSH CAS Hold Time 250 280 ns 

tCWL Write Command to CAS Lead Time 140 160 ns 

tOH Data In Hold Time 160 175 ns 

tOHR Data In Hold Time Referenced to RAS 180 310 ns 

tos Data In Set Up Time 10 50 ns 

tOFF Output Buffer Turn Off Delay 0 60 ns 

tRAC Access Time from RAS 220 150 ns 

tRAH Row Address Hold Time-Dependent on Switching of 74LS157 10 15 ns 

tRAS RAS Pulse Width 250 280 ns 

tRC Random Read/Write Cycle Time 416 ns 

tRCO RAS to CAS Delay Time 10 50 ns 

tRCH Read Command Hold Time 100 175 ns 

tRCS Read Command Set Up Time 100 175 ns 

tRP RAS Precharge Time 100 135 ns 

tRRH Read Command Hold Time Referenced to RAS 100 175 ns 

tRSH RAS Hold Time 140 160 ns 

tRWL Write Command to RAS Lead Time 140 150 ns 

tWCH Write Command Hold Time 140 150 ns 

tWCR Write Command Hold Time Referenced to RAS 160 275 ns 

twcs Write Command Set Up Time-Dependent on Delay of 74LS08 5 11 ns 

twp Write Command Pulse Width 140 150 ns 
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FIGURE 1. TMP with 64K Dynamic Memory 
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TMP External Character 
Generation 
Built into the TMP video circuitry is the ability to access an 
external character generator to display custom FONT sets. 
In addition to the flexibility afforded by user selectable 
FONTs, by going "external" the number of different charac­
ter patterns directly addressable is virtually limitless. On the 
other hand the disadvantages of going external are the ad­
ditional hardware necessary to control data routing and the 
general need to use faster memories. 

Figure 1 shows a minimum configuration with which to do 
external character generation. In the TMP, external charac­
ter generation is selected through Video Control Register 
bits 6, 7 and is a cross between normal alphanumeric and 
pixel graphics display modes. Like normal alphanumeric 
mode the TMP sequences through the video memory ad­
dress space based upon the screen format specification. 
But instead of routing the data through the internal charac­
ter generator, it is treated as pixel data and directly inserted 
into the video dot stream. In effect what we are doing exter­
nally is duplicating the internal character generator ROM. In 
external mode video attributes are fully operational except 
for double height and block graphics. 

Operation of the circuit shown is straight forward and fol­
lows a pipe-line approach. On a video data read the display 
memory address is output onto the system bus with the 8 
low order bits being latched by the 74LS373. On the RAM 
AD signal the 2116 display RAM ouputs a data character 
onto the pipeline bus which is used to address the 
MM52116 character generator which in turn deposits the 
required pixel data onto the system bus so that it may be 
read in. The 2116 determines which character is to be 
looked up in the 52116 while the 74LS163 tells the charac­
ter generator which row in the character we wish to look at. 
The 74LS163 is a counter which is appropriately clocked by 
the horizontal sync pulse so that we will advance each scan 
line to point to the next row in the character FONT. At the 
end of each screen row the counter must be cleared in 
preparation for the display of a new row. This is the function 
of the Scan Count Clear signal which is available as a multi­
plexed output on t\1e RE11 pin. It is a low going signal which 
pulses for 1 scan line time during the last scan line in a 
screen ROW. Its timing is shown in Figure 2. Note that since 
the 74LS163 is a fully synchronous counter the clear input 
will not be accepted until the very last H-Sync clock pulse in 
the screen row. Because of the necessity to not clear the 
counter before all pixel data is brought in, nor to delay clock­
ing lest the Scan Count Clear pulse be missed, the starting 
H-Sync clock edge must be postioned close to the start of 
horizontal blanking. 

Continuing with the read operation, we see that video RAM 
is only accessed if SB15 is low, i.e., the lower 32K. Note that 
the 52116 used here contains 128 characters in a 5 x 7 
FONT. Consequently, it has 5 data output lines connected 
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to the system bus. The other three "dummy" lines shown 
connected are actually output bits which are always 0 by 
default, thus giving us blank spaces. There are two reasons 
why the character bits start on SB1. The first is that since 
everything brought in is considered pixel data, spaces be­
tween characters must be externally inserted. The second is 
that the video controller always brings in 8 bits even though 
the cell width can be defined to be 9 or 10. In these in­
stances the 9th and 10th bits repeat what was encoded into 
the SBO bit. As a result external characters can practically 
be at most 7 dots wide although the cells can be up to 8, 9, 
or 10 dots wide. Cell and/or character heights can be up to 
16 lines tall as specified by the Character Scan Height Reg­
ister. 

On a video memory write, data is routed through the 
81 LS95, onto the pipe-line bus and into the 2116. Writing 
into the 2116 is controlled by RAM WR as shown. Ordinarily 
the MSB data bit is used for internal attribute latch selection 
and could be directly connected to the SB7 line if character 
cells were specified to at most be 7 dots wide. Otherwise 
SB7 will be needed for pixel generation as shown in Figure 
1, thereby rendering internal attribute latch selection use­
less. In this case both internal attribute latches would have 
to be loaded with the same values. As shown here, 7 video 
RAM data bits are used to address the 128 possible charac­
ters in the 52116. If a larger character generator were avail­
able, additional data bits could be used to select from a 
larger character set. Since the TMP features a 16-bit multi­
plexed address/data bus, by using all 16 available data bits 
we could address 65,536 different character patterns 

With the video data pipe-lined as shown, very fast memory 
circuits are required for external character generation. With 
a 12 MHz CPU clock, character pixel data must be available 
within a max of 220ns (typ. 300ns) after an address goes 
out. To accomplish this the character generator will typically 
have to be bipolar and the video RAM fast MOS. However, if 
faster memories are a problem, access times may be 
stretched out by slowing down the CPU clock since video 
RAM cycling is based on the CPU clock. For instance with a 
CPU clock of 8 MHz, access time stretches out to 385 ns 
max, 500 ns typo If using the divide by 1.5 factor on the 
crystal to obtain the slower CPU clock, remember that due 
to system constraints the character cell MUST BE AT 
LEAST 8 DOTS WIDE. In Figure 1 the 2116 output enable is 
shown being driven by RAM RD. Although this may seem 
redundant and will slow things down (why not just leave the 
output enabled?) it is necessary in order to avoid bus con­
flict when doing a memory write operation. 

By expanding on this basic circuit, numerous options such 
as external attributes, expanded character sets and dynam­
ic RAM may be added to achieve the desired end system. 
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SCAN COUNT CLEAR TIMING 
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• Edge must come before Scan Count Clear goes away but not before the video controller has brought in all necessary display Information for the last scan line. 
Edge should not be more than 3 character widths from the beginning of blanking. 
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NS405 TMP Logic Analyzer 

INTRODUCTION 

The NS405 TMP is ideally suited for use in Test and Instru­
mentation equipment as the system or display controller. To 
demonstrate this, the following note describes how to turn 
the NS405 Demo Board into a simple 8 bit Logic State Ana­
lyzer. Featured in this system is a data capacity of 156 eight 
bit words, 21 J.ls data acquisition time, keyboard command 
entry, UP/DOWN rOiling scroll and 24 line data display. 

SYSTEM ARCHITECTURE 

All of the necessary resources to build our system are avail­
able in a TMP Demo Board system when normally set up as 
a data terminal. Commands are entered through the at­
tached ASCII encoded keyboard with data being strobed on 
the external interrupt. Data words are input through the 
switch configuration register SW2 by strobing the Light Pen 
interrupt. Video is output to the attached display monitor. 
The only real difference between our Logic Analyzer and the 
Data Terminal is the ROM software in U9 running the TMP. 
An overview of the system is shown in Figure 1. 

In order to maximize the available 2k of video RAM, a dis­
play line length of 13 was chosen. This yields 157 lines of 
display information (157 X 13 = 2041), one of which is 
used to display title information. Thus our display data field 
consists of 156 lines of information, any 24 of which may be 
displayed at any given time. On each line is displayed the 
STEP number, followed by 2 spaces and 8 bits of 1 or 0 
information. A typical display pattern is illustrated in Figure 
2. By manipulating the pointer registers in the TMP DMA 
controller, the Title line is made to be stationary while the 
rest of the screen scrolls. This is accomplished by reversing 
the roles of the HOME register and Status Section SROW 
pointer. Specifically HOME points to the last row in memory 
which holds the title information while the status section is 
set to start after the display of the first row. Scrolling is 
accomplished by bumping the SROW pointer up or down 1 
line width and checking for end of memory conditions. 

National Semiconductor 
Application Note 369 
James Murashige 

S T E P 7 o A T A 0 _STATIONARY 

0 0 1 1 0 0 0 0 
0 1 1 1 1 0 0 0 
0 2 1 1 1 0 0 0 
0 3 1 1 1 0 0 0 
0 4 1 1 1 0 0 
0 5 1 1 1 0 
0 6 1 1 1 0 
0 7 1 1 1 0 
0 8 1 1 1 0 
0 9 1 1 1 0 
1 0 1 1 1 0 
1 1 1 1 1 0 
1 2 1 1 1 0 SCROWNG 
1 3 1 1 1 0 FIELD 
1 4 1 1 1 0 
1 5 1 1 1 0 
1 6 1 1 1 0 
1 7 1 1 1 0 
1 8 1 1 1 0 
1 9 1 1 1 0 
2 0 1 1 1 0 
2 1 1 1 1 0 
2 2 1 1 1 0 

o 2 3 11 o 0 o 0 0 0 

TLIDD/6970-2 

FIGURE 2. TMP Logic Analyzer Screen Format 

SYSTEM SOFTWARE 

Since the system must rely on external events at several 
points before proceeding with processing, an interrupt driv­
en approach was taken in structuring the software. A flow­
chart for the main program is shown in Figure 3. After sys­
tem initialization there are 2 levels of processing associated 
with our logic analyzer operation. The first is a wait for an 
external interrupt signifying a new keyboard command. Re­
ferring to the keyboard service routine in Figure 4, the key is 
first read in and decoded as to function. In our simple sys­
tem there are only 3 commands: 

S or s = Start data acquisition 
U or u = Scroll display up 
I or i = Scroll display down 

VIDEO OUT 

t------~ILlGHT PEN INTERRUPT 

SYSTEM BUS 

210(8 
VIDEO RAM ..... __ ... 

NS405 
TMP 

EXTERNAL INTERRUPT 1-----4 

MONITOR 

U9 
PROGRAM 

ROM 

FIGURE 1. TMP Logic Analyzer (System Overview) 
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The scrolling functions are easily handled in the service rou­
tine by bumping the memory pointers and checking for an 
end of memory condition. A command to start data acquisi­
tion moves us to our second level of processing-the actual 
acquisition and display of data. 

In both the keyboard and data acquisition interrupt service 
routines, flags FO and F1 are used to pass system status 
back and forth from the main program. In this way the main 
program holds at major points while the service routines 
accomplish their functions. The data acquisition routine 
does nothing more than read data in from the SW2 port, 
store it in video memory and check a loop counter to see 
whether we have read in enough data. Since the Light Pen 
interrupt is being used, only high to low transitions will initi­
ate an SW2 read. While very little is being done in data 
acquisition, it is time consuming because it's done in soft­
ware. A count of Instructions yields a worst case processing 

INITIALIZE 
SET UP TIMING CHAIN AND VIDEO 

POINTERS. CLEAR MEMORY. RESET 
"START" AND "THROUGH" BITS. 

PUT UP TITLE INFORMATION. 
II OFF. EXI ON 

RESET "START." TURN OFF VIDEO. 
CLEAR MEMORY, SET POINTERS. 

CLEAR PENDING INTERRUPTS. ENABLE 
INTERNAL INTERRUPTS 

DISASSEMBLE DATA. TURN VIDEO 
ON. REENABLE KEYBOARD INTERRUPT. 

RESET "THROUGH" 

WAIT FOR 
KEYBOARD COMMAND 

DATA ACQUISITION 
LOOP 
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FIGURE 3. TMP Demoboard Logic Analyzer 
Main Program 
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time of 21 JJ.s between data strobes. In addition, since the 
data isn't latched it must remain stable until the actual read 
occurs. Following data acquisition, the stored data words 
are disassembled into their ASCII "1's" and "O's" patterns 
and the data entires numbered. With data acquistion com­
pleted, the program returns to await another keyboard com­
mand. 

SUMMARY 

As demonstrated, the NS405 is very effective as a display 
controller in a video instrumentation system. Certain func­
tions, however, such as data acquisition are better left to 
dedicated hardware controllers. Nevertheless, the system 
as presented is still a very useful diagnostic tool. Through 
small enhancements to the hardware and software, features 
such as word recognition, number base conversion, wider 
data words and loop delay may readily be added. 

SET "STARr' BIT. 
DISABLE FURTHER KEYBOARD 

INTERRUPTS. WAIT FOR 
CURRENT INTERRUPT TO 

GO AWAY. 
RETURN 
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FIGURE 4. TMP Demoboard Logic Analyzer 
Command Input Routine 

READ WORD IN 
CLEAR INTERRUPT FLAG. 

STORE IN VIDEO MEMORY. 
BUMP POINTERS 

RETURN 
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FIGURE 5. TMP Demoboard LogiC Analyzer 
Data Acquisition Routine 



1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 

07DF 
07EB 
07EC 
0020 
0000 

0000 

30 0000 0452 
31 
32 
33 

0003 

34 0003 0412 
35 
36 
37 
38 

0007 

39 0007 8C 
40 0008 91 
41 0009 80 
42 OOOA 98 
43 OOOB 6B 
44 oooC 88 
45 OOOD EAll 
46 
47 oooF B5 
48 0010 35 
49 
50 0011 93 
51 
52 
53 0012 El 
54 0013 53DF 
55 0015 AA 
56 0016 D353 
57 0018 C627 
58 00IA FA 
59 001 B D355 
60 001D C62B 
61 001F FA 
62 0020 D349 
63 0022 C63C 
64 0024 A624 
65 0026 93 
66 
67 0027 95 
68 0028 15 
69 0029 0424 
70 
71 002B 99 

• TITLE MAIN,' TMP LOGIC ANALYZER DEMO' 

James Murashige 2/09/84 
;This program turns the TMP Demo board into a simple 8 bi t logic analyzer. 
;Command inputs are entered from the attached ASCII keyboard while data 
;acquisition takes place through the switch configuration socket, S't/2. 
;The DIP switch may have to be unsoldered from the board. Data is strobed 
lin with an external clock applied to Light Pen Interrupt on 't/8A. Each time 
;data acqusition is started 156 words of 8 bits each are acquired and displayed. 
; Display is in the form of STEP location and the associa ted 8 bi t l' sand 0' 8 

;pattern. 
;Commands are S· Start data acqusition 

U • Scroll display up 
I • Scroll display down 

LSTLIN • 07DF 
MEMEND • 07EB 
STLIN • 07EC 

;START OF LAST LINE 
; END OF MEMORY 
;START OF TITLE LINE 

VON • 020 ;VIDEO ON 
';VIDEO OFF VOFF • 000 

• • 00 ;START AT PROGRAM LOCATION 0 

RESET: JMP BEGIN ; VECTOR TO RESET CODE 

• • 03 

EXI: 

• • 07 

INI: 

JMP KEY 

MOV A,INTR 
MOVX A,@R1 
MOVX @RO,A 
MOVL A,RO 
ADD A,R3 
MOVL RO,A 
DJNZ R2,NOTRU 

; VECTOR TO KEYBOARD COMMAND DECODE 

;DATA STROBE INTERRUPT SERVICE 
; CLEAR OUT INTERRUPT 
;GET DATA CHARACTER 
;STORE CHARACTER AWAY 
; BUMP RO POINTER 

; CHECK IF THROUGH 

CPL F1 
DIS II 

; YES THROUGH, SET INDICATOR BIT 
; DISABLE LP INTERRUPT 

NOTRU: RETR ; RETURN 
• FORM 
;KEYBOARD COMMAND DECODE 
KEY: IN PORT ;KEYBOARD DATA READ 

ANL A,IIODF ~CONVERT LOWER TO UPPER CASE 
MOV R2,A ;SAVE COpy IN R2 
XRL A,II's' 
JZ START ;GOTO START 
MOV A,R2 
XRL A,II'U' 
JZ UP ;GOTO SCROLL UP 
MOV A,R2 
XRL A,II'I' 
JZ DOWN ; GOTO SCROLL DOWN 

CKOFF: JNXI CKOFF ;NOT A VALID KEY a WAIT FOR EX! TO GO AWAY 

START: 

UP: 

RETR ; RETURN 

CPL FO 
DIS XI 
JMP CKOFF 

MOVL A,Rl 

;START BIT SET 
;DISABLE FURTHER KEYBOARD INTERRUPTS 

;SCROLL UP 
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en r-----------------------------------------------------------------------------------~ 
CD 
Cf) 

• z 
cC 

72 002C 030D 
73 002E 89 
74 002F 0314 
75 0031 E2 
76 0032 03FB 
77 0034 E639 
78 0036 27 
79 0037 C2 
80 0038 89 
81 0039 99 
82 003A OE 
83 003B 93 
84 
85 003C 99 
86 003D 03F3 
87 003F AA 
88 0040 E2 
89 0041 03FF 
90 0043 F64D 
91 0045 2307 
92 0047 C2 
93 0048 23DF 
94 004A 89 
95 004B OE 
96 004C 93 
97 004D C2 
98 004E FA 
99 004F 89 

100 0050 OE 
101 0051 93 
102 
103 
104 
105 
106 0052 C5 
107 0053 c3 
108 0054 15 
109 0055 35 
110 0056 65 
111 0057 27 
112 0058 87 
113 0059 2367 
114 005B B7 
115 005C 230C 
116 005E B7 
117 005F 2353 
118 0061 B7 
119 0062 2363 
120 0064 B7 
121 0065 2391 
122 0067 B7 
123 0068 231 A 
124 006A B7 
125 006B 2318 
126 006D B7 
127 006E 2362 
128 0070 B7 
129 0071 2300 
130 0073 B7 
131 0074 23F4 
132 0076 B7 
133 0077 2330 
134 0079 B7 
135 007 A 2336 
136 007C B7 
137 007D 2389 
138 007F B7 
139 0080 2309 
140 0082 B7 
141 
142 

ADD A,#13 ;ADVANCE TO NEXT ROW 
MOVL Rl,A ;SAVE NEW VALUE 
ADD A,#L(-L(STLIN» ;CHECK FOR END OF DISPLAY 
MOV A,HACC ;SUBTRACT STLIN FROM A 
ADD A,#L(-H(STLIN) - 1) ;CARRY WILL BE SET IF A WAS> OR • 
JNC UPTRU iNEW VALUE OK, LOAD SROW AND RETURN 
CLR A ;RESET SROW TO BEGINNING 
MOV HACC,A 
MOVL Rl,A 

UPTRU: MOVL A,Rl ;LOAD Rl INTO SROW 
MOV SROW,A 
RETR 

DOWN: MOVL A,Rl ;SCROLL DOWN 
ADD A,#-13 ;SUBTRACT TO NEXT ROW 
MOV R2,A ;TEMP SAVE OF LOW ORDER 
MOV A,HACC iNOW DO UPPER HALF 
ADD A,HoFF iCARRY WILL BE SET IF A WAS 12 OR MORE 
JC DNTRU ;NEW VALUE OK, LOAD VALUE INTO SROW 
MOV A,#H(LSTLIN) ;RESET SROW TO LAST ROW 
MOV HACC,A 
MOV A, #L(LSTLIN) 
MOVL Rl,A 
MOV SROW,A 
RETR 

DNTRU: MOV HACC, A 
MOV A,R2 
MOVL Rl,A 
MOV SROW,A 
RETR 

.FORM 

;START OF INITIALIZING CODE 

BEGIN: SEL MBO 
SEL RBO 
DIS XI ; INTERRUPTS OFF FOR NOW 
DIS II 
STOP T ;TIMER OFF 
CLR A ;SET UP TIMING CHAIN FOR DEMO BOARD 
MOV TCP, A 
MOV A, #103 iHORIZONTAL LENGTH 
MOV @TCP, A 
MOV A, #12 i CHARACTERS/ROW 
MOV @TCP, A 
MOV A, #83 iHORIZONTAL SYNC BEGIN 
MOV @TCP, A 
MOV A, #99 iHORIZONTAL SYNC END 
MOV @TCP, A 
MOV A, #091 ;CHARACTER HEIGHT/ EXTRA SCANS 
MOV @TCP, A 
MOV A, #26 iVERTICAL LENGTH 
MOV @TCP, A 
MOV A, #24 iVERTICAL BLANK 
MOV @TCP, A 
MOV A, #062 iVERTICAL SYNC BEGIN/END 
MOV @TCP, A 
MOV A, #00 iSTATUS ROW BEGIN 
MOV @TCP, A 
MOV A, #OF4 i BLINK RATE 
MOV @TCP, A 
MOV A, #030 iGRAPHICS COLUMN REGISTER 
MOV @TCP, A 
MOV A, #036 iGRAPHICS ROV REGISTER 
MOV @TCP, A 
MOV A, #089 iUNDERLINE SIZE REGISTER 
MOV @TCP, A 
MOV A, #009 ;CURSOR SIZE REGISTER 
MOV @TCP,A 
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143 
144 0083 2304 
145 0085 55 
146 
147 0086 27 
148 0087 C2 
149 0088 OD 
150 0089 OE 
151 oo8A 88 
152 008B 89 
153 008C 2307 
154 008E C2 
155 008F 23EC 
156 0091 OC 
157 0092 8A 
158 0093 23FF 
159 0095 C2 
160 0096 8B 
161 0097 3C 
162 0098 3D 
163 0099 85 
164 009A A5 
165 oo9B 2320 
166 009D 82 
167 
168 oo9E 3456 
169 
170 OOAO 05 
171 OOAI 2400 
172 
173 OOA3 86A3 
174 
175 
176 
177 
178 
179 00A5 85 
180 00A6 2300 
181 00A8 45 
182 00A9 3456 
183 OOAB 27 
184 OOAC C2 
185 OOAD OE 
186 OOAE BA9C 
187 OOBO 2305 
188 00B2 88 
189 00B3 23CO 
190 OOB5 C2 
191 00B6 89 
192 00B7 BBOD 
193 OOB9 8C 
194 OOBA 25 
195 
196 ooBB 66BB 
197 
198 
199 OOBD A5 
200 ooBE BA9C 
201 OOCO 27 
202 ooCl C2 
203 00C2 2305 
204 ooC4 88 
205 00C5 BBOS 
206 ooC7 90 
207 00C8 04CB 
208 ooCA FC 
209 ooCB F7 
210 OOCC AC 
211 OOCD F6D3 
212 OOCF 2330 
213 OODI 04D5 

.FORM 
MOV A, #004 
MOV SCR, A 

; SET SYSTEM CONTROL REGISTER 
;8 BI, 7 DOTS, DIVIDE 1, SEQUENTIAL LOOKUP 

CLR A ;SET VIDEO RAM POINTERS 
MOV HACC, A ; ACCUMULATOR CLEARED 
MOV BEGD, A 
MOV SROW, A ; SROW WILL BE OUT HOME 
MOVL RO, A ;CLEAR HEMORY POINTER 
MOVL Rl, A ; 1 IS SROW IMAGE 
MOV A, #H(MEMEND +1) 
MOV HACC, A 
MOV A,#L(MEMEND +1) 
MOV ENDD,A ;SET END OF MEMORY POINTER 
MOV HOME, A ;SET POINTER TO TITLE ROW 
MOV A, #OFF 
MOV HACC,A 
MOV CURS, A ;NO CURSOR 
MOV ALO, A ;NO ATTRIBUTES FOR LATCH 0 
MOV ALI, A ;NO ATTRIBUTES FOR LATCH 1 
CLR FO ;FO IS "START" BIT 
CLR Fl ;Fl IS "THROUGH" BIT 
MOV A,#020 
MOV MASK,A ;SET INTERRUPT MASK 

CALL MEMCLR ; CLEAR VIDEO MEMORY 

EN XI ; REENABLE EXTERNAL INTERRUPTS 
JMP LINNUM ;DISPLAY TITLE INFORMATION 

KEYIN: JNFO KEYIN ;WAIT FOR KEYBOARD INPUT 

.FORM 

;DATA ACQUISITION ROUTINES 

CLR FO ;CLEAR START BIT 
MOV A,#VOFF ;VIDEO OFF 
MOV VCR,A 
CALL MEMCLR 
CLR A 

; CLEAR VIDEO MEMORY 

MOV HACC,A 
MOV SROW,A 
MOV R2, #156 
MOV A,#5 
MOVL RO,A 
MOV A,#OCO 
MOV HACC,A 
MOVL Rl,A 
MOV R3,#13 
MOV A,INTR 
EN II 

;RESET SROW TO BEGINNING 
;SET LOOP COUNTER FOR # WORDS TO READ 

;SET MEMORY POINTER TO FIRST DATA DEPOSIT 

;LOAD Rl WITH ADDRESS OF SWITCH REGISTER 
;LOAD R3 WITH POINTER BUMP CONSTANT 
; CLEAR OUT ANY PENDING INTERRUPTS 

;REENABLE LP INTERRUPT 

DATAIN: JNFI DATAIN ;WAIT FOR "THROUGH" BIT TO SET 

; DISASSEMBLE DATA INTO DISPLAY FORMAT 
CLR Fl ;RESET "THROUGH" 
MOV R2,#156 ;DISASSEMBLE DATA, LOAD WORD COUNTER 
CLR A 
MOV HACC,A 
MOV A,#5 
MOVL RO,A 
MOV R3,#8 

;SET KEMORY POINTER TO FIRST DATA DEPOSIT 
;DO 8 BITS 

UNASS: MOVX A ,@RO ;LOAD IN DATA BYTE 
JMP DEPST 

RETRIV: KOV A,R4 ;RETRIEVE CHARACTER 
DEPST: RLC A ;ROTATE BIT INTO CARRY 

MOV R4, A ; TEMPORARY SAVE 
JC ONE ;STORE A "1" 
MOV A,#'O' ;STORE A "0" 
JMP CONT 
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~ r-----------------------------------------------------------------------------~ 
CD 
C") 
• z 

ct 
214 OOD3 2331 
215 00D5 80 
216 OOD6 38 
217 OOD7 EBCA 
218 
219 OOD9 98 
220 OODA 0305 
221 OODC 88 
222 OODD BB08 
223 OODF EAC7 
224 OOE1 2400 
225 
226 
227 0100 
228 
229 0100 27 
230 0101 C2 
231 0102 88 
232 0103 BA9C 
233 0105 BBOA 
234 0107 BCOA 
235 0109 BDOA 
236 
237 010B FB 
238 010C 343B 
239 010E 80 
240 010F 38 
241 0110 FC 
242 0111 343B 
243 0113 80 
244 0114 38 
245 0115 FD 
246 0116 343B 
247 0118 80 
248 
249 0119 98 
250 011 A 030B 
251 011 C 88 
252 
253 011 D ED26 
254 011 F BDOA 
255 0121 EC26 
256 0123 BCOA 
257 0125 CB 
258 
259 0126 EAOB 
260 
261 0128 9A 
262 0129 88 
263 012A BAOD 
264 012C BB49 
265 
266 012E FB 
267 012F B3 
268 0130 80 
269 0131 38 
270 0132 1B 
271 0133 EA2E 
272 
273 
274 
275 0135 2320 
276 0137 45 
277 0138 05 
278 0139 04A3 
279 
280 
281 
282 013B 033E 
283 013D B3 
284 OnE 93 

ONE: MOV A,II'1' ;STORE A "1" 
CONT: MOVX @RO,A ;STORE CHARACTER 

.FORM 

INCL RO ; INCREMENT POINTER 
DJNZ R3,RETRIV ; CONTINUE IF WORD NOT DONE 

MOVL A,RO 
ADD A,1I5 
MOVL RO,A 
MOV R3,#8 
DJNZ R2, UNASS 
JMP LINNUM 

l BUMP MEMORY POINTER TO NEXT WORD 

l RESET BIT COUNTER 
;CONTINUE IF ALL LOCATIONS NOT DONE 
; JUMP TO NEXT PAGE 

l LINE NUMBBRING ROUTINES 
• - 0100 

LIl/NUM: CLR A 
MOV HACC,A 
MOVL RO,A l CLEAR MEMORY PODITER 
MOV R2,#156 lDO 156 LINES 
MOV R3,#10 lSET HUNDREDS POINTER 
MOV R4,#10 ;SBT TENS POINTER 
MOV R5,#10 ;SET ONES POINTER 

NUMLP: MOV A,R3 l LOOK UP HUNDREDS ASCI I CODE 
CALL LKUP 
MOVX @RO,A ;STORE HUNDREDS ASCII CODE 
INCL RO 
MOV A,R4 l LOOK UP TENS ASCI I CODE 
CALL LKUP 
MOVX @RO,A ; STORE TENS ASCII CODE 
INCL RO 
MOV A,R5 ; LOOK UP ONES ASCII CODE 
CALL LKUP 
MOVX fIiIRO,A ; STORE ONES ASCII CODE 

MOVL A,RO l BUMP RO TO NEXT LINE 
ADD A,#11 
MOVL RO,A 

DJNZ R5, CONNUM l INCREMENT ONES POINTER 
MOV R5,1I10 ;MUST NOW INCREMENT TENS 
DJNZ R4, CONNUM ; INCREMENT TENS POINTER 
MOV R4,#10 ;MUST NOW INCREMENT HUNDREDS 
DEC R3 

CONNUM: DJNZ R2,NUMLP ;DO ANOTHER ROW 

MOV A,HOME lPUT UP TITLE LINE 
MOVL RO,A 
MOV R2, 1113 l LOOKUP 13 CHARACTERS 
MOV R3,#L(TITLE) lLOAD POINTER TO ASCII TITLE STRING 

TITLP: MOV A,R3 
MOVP A,@A 
MOVX @RO,A 
INCL RO 
INC R3 
DJNZ R2, TITLP 

• FORM 

MOV A,#VON ;TURN VIDEO BACK ON 
MOV VCR,A 
EN XI l REENABLE KEYBOARD INTERRUPTS 
JMP KEYIN ;RETURN AND WAIT FOR NEXT START 

;SUBROUTINES 

LKUP: ADD A,#L(CHAR)-1; 
MOVP A,@A lLOOK UP ASCII NUMBER 
RETR l RETURN 
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285 
286 013F j9 CHAR: .BYTE '987654"5210' 
287 
288 0149 53 TITLE: .BYTE 'STEP 7 DATA 0' 
289 
290 0156 27 MBMCLR: CLR A ;VIDEO MEMORY CLEAR LOOP 
291 0157 C2 MOV HACC,A ;ACCUMULATOR CLEAR 
292 0158 88 MOVL RO,A ;RO CLEAR 
293 0159 BAOO MOV R2,#0 ; INNER LOOP COUNTER SET 
294 015B BB08 MOV R3, #8 ;OUTER LOOP COUNTER SET 
295 015D 2320 MOV A,#020 ; SPACE CHARACTER 
296 015F 80 MCLRLP: MOVX @RO,A ; STORE A CHARACTER 
297 0160 38 INCL RO ;INCREMENT POINTER 
298 0161 EA5F DJNZ R2, MCLRLP ;TEST INNER LOOP 
299 0163 BAOO MOV R2,#0 ;RELOAD INNER LOOP 
300 0165 EB5F DJNZ R3, MCLRLP ;TEST OUTER LOOP 
301 0167 93 RETR 
302 
303 .END 
BEGIN 0052 CHAR 
CONT 00D5 DATAIN 
DOliN 003C EXI 
KEYIN 00A3 LINNUM 
MCLRLP 015F MEMCLR 
NUMLP 010B ONE 
START 0027 STLIN 
UNASS 00C7 UP 
VON 0020 

NO ERROR LINES 

328 ROM BYTES USED 

SOURCE CHECKSUM = 40D8 
OBJECT CHECKSUM = 0649 

INPUT FILE A LOGIC.MAC 
LISTING FILE A LOGIC.PRN 
OBJECT FILE A LOGIC.LM 

013F 
OOBB 

0003 • 
0100 
0156 
00D3 
07EC 
002B 

;THROUGH, RETURN 

CKOFF 0024 CONNUM 
DEPST OOCB DNTRU 
INI 0007 • KEY 
LKUP 013B LSTLIN 
MEMEND 07EB NOTRU 
RESET 0000 • RETRIV 
TITLE 0149 TITLP 
UPTRU 0039 VOFF 
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Building an Inexpensive but 
Powerful Color Terminal 

Historically, the design of a color CRT terminal has involved 
a significant upgrade of the circuit for a monochrome termi­
nal. The result was a stiff increase in price for the electron­
ics as well as for the monitor when going from monochrome 
to color. As a result, most companies built monochrome 
terminals and a few built color terminals only. 

On the personal computer front where separate monitors 
are common, manufacturers have started to offer video 
cards which will support either a monochrome or a color 
monitor. More recently, color terminals have begun to ap­
pear which are extensions of monochrome terminal families. 
They require a board full of I.C.s for even the most space 
efficient designs. But now, using the TMP, you can do the 
same job with just one VLSI chip and a half dozen 7400 
family TTL chips. 

The National Semiconductor NS405 Series Terminal Man­
agement Processor (TMP) was originally conceived as a 
monochrome "terminal on a chip". However, the design 
team took special pains to build in "hooks" to allow users to 
augment the basic features of the TMP. In particular the 
TMP supports almost unlimited attribute expansion, and 
therein lies the key to adding color to a TMP-based terminal. 
Even nicer, the addition of color attributes does not sacrifice 
any of the other powerful features provided by the TMP. 

Here, we will delve into a little of the mechanics of TMP 
attribute handling. The diagram in Figure 1 shows the path 
of the attribute bits (normally 8) from the display memory 

EXTERNAL 
DISPLAY 
MEMORY 

(DATA AND 
ATTRIBUTE 
MEMORy) 

TMP 

National Semiconductor 
Application Note 374 
Leigh Cropper 

into the TMP, through the FIFO, the attribute control logic, 
and finally to the video output section where the attributes 
are combined with the serialized video output. 

Because the display memory space may be large (up to 64k 
x 16), it is easy to store many more attribute bits by adding 
display memory chips. A 2k x 8 RAM will hold 8 attribute bits 
for every location on an 80 row by 25 line display. However, 
in order to implement color attributes, three problems must 
be examined: (1) how to let both the CPU and the display 
controller address the extra attribute memory in a practical 
manner; (2) how to imitate the behavior of the internal FIFO 
and maintain proper synchronization; and (3) how to com­
bine the color attributes and the video output signal. 

Before addressing the three problems in detail, a discussion 
of the number and type of color attributes is in order. The 
simplest type of color display would require only 3 bits (red, 
green, and blue). That allows a character to be displayed in 
any of 7 colors over a black background or, when reverse 
video is asserted, the character is black on a colored back­
ground. For independent control of both the foreground and 
background colors, 6 bits are required. To get more shades 
of color, add more bits. 

A practical approach employs a 2k x 8 RAM for the color 
attribute memory. Three of the bits control the foreground 
color, three control the background color and the remaining 
two may be used to adjust intensity (1 for foreground and 1 
for background). 

DOT 
SHInER 

AND 
VIDEO 

OUTPUT 
LOGIC 

VIDEO 
OUT 
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FIGURE 1. TMP Attribute ProceSSing 
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Now let's tackle the problems one by one. 

1. COLOR ATIRIBUTE MEMORY ADDRESSING. When 
fetching data for the display, we need to get 24 bits in 
parallel (8 data, 8 attribute and 8 color attribute). But 
when the CPU accesses memory, it can handle only 16 

r-----------~------------~----------~2K 

COLOR 
ATTRIBUTE 
MEMORY 

ATTRIBUTE 
MEMORY 

DATA 
MEMORY 

TL/00I7923-2 

FIGURE 2. Memory Map as Selected for Screen Refresh 

The mapping is implemented by the following circuit: 

TMP 

SBI-SB15 ... - ..... 

SBD-SB7 ...... "a..,. .. 

YO 

LATCH 

OCTAL 
TRANSCEIVER 

A11-A15 

AD-A10 

DECODER 

bits at a time, so the CPU must be able to read and write 
color attributes in a different bank of memory from that 
where the data and ordinary attributes are stored. For an 
80 character by 25 row display the memory could be 
mapped as shown in Figures 2 and 3: 

4K 

COLOR 
ATTRIBUTE 

MEMORY 

7 6 5 4 3 2 1 0 
2K 

ATTRIBUTE DATA 
MEMORY MEMORY 
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FIGURE 3. Memory Map as Selected 
for CPU Access 

SELECT D-2K 

SELECT 2K-4K 
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FIGURE 4. Color Attribute Memory Mapping Circuit 
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During a display refresh cycle the color attribute memory is 
selected by the low bank select (the same select signal that 
enables the data and attribute memories). However, the col­
or attribute bits drive the external FIFO's, whereas the out­
put from the other two memories is routed through the TMP. 
The data path from the color attribute memory to the TMP is 
buffered by an octal transceiver which is disabled when the 
low bank is selected. During a CPU access to color attribute 
memory, the high bank select enables the color attribute 
memory and the octal transceiver. The direction control of 
the transceiver is controlled by the RAM RD signal from the 
TMP. 

2. EXTERNAL FIFO SYNCHRONIZATION. The TMP pro­
vides FI ClK (FIFO Input Clock) and FO ClK (FIFO Out­
put clock) signals which may be used to clock an exter­
nal FIFO. The FI ClK signal is identical in timing and duty 
cycle to the RAM RD signal except that FI ClK is dis­
abled (stays high) when the CPU accesses display mem­
ory. When the 74lS224 is used as an external FIFO, FI 
ClK must be inverted. The rising edge of FO ClK occurs 
when output of the internal FIFO is loaded into the inter­
nal dot shifter. The FO ClK is used to empty a word from 
the external FIFO and clock it into an octal latch. 

3. COMBINING COLOR ATTRIBUTES WITH VIDEO. When 
using foreground and background color attributes, a 
74lS157 multiplexer works nicely to switch between the 
two. The eight color attribute bits from the latch are sep­
arated into groups of four. The video output signal is 
used to switch the multiplexer. When the video output is 
high, foreground attributes are selected: and when the 

10 

video output is low, background attributes are selected. 
The outputs of the multiplexer (red, green, blue and in­
tensity) directly drive the color monitor inputs. A minor 
problem arises because the video output from the TMP 
already includes the blanking signal. That makes it im­
possible to differentiate between a series of spaces in 
the middle of the screen and the horizontal blanking in­
terval. In either case, the video output is low. The easiest 
solution is handled in software. let's assume that we 
want an 80 column display and are using three 2K x 8 
memory chips for the data, attribute and color memories. 
We set up the TMP for 81 columns and then configure 
the program so that the 81 st column always contains a 
space code with all attribute bits off (including color). 
That way the background color will always be black dur­
ing both horizontal and vertical retrace. The cost is 25 
locations in each of the memories, but we can afford that 
many because an 80 x 25 display requires 2000 loca­
tions, leaving 48 free. 

A Practical Example 
Here we will present a color terminal circuit with the associ­
ated program as an example of what you may want to do. 
We started with the terminal design of the TMP develop­
ment board. See the block diagram in Figure 5. 

The block diagram of the color terminal (with the old por­
tions of the original monochrome terminal unshaded and 
the new color circuits shaded) appears in Figure 6. The new 
circuitry was added in the prototyping area of the develop­
ment board. 

TLlDD17923-5 

FIGURE 5. TMP Development Board Block Diagram 
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FIGURE 6. TMP Development Board Color Circuitry Block Diagram . 
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COLOR ATTRIBUTE BIT ASSIGNMENTS The demonstration program which runs on the development 

The bit assignments are: board allows limited color support. The Escape, V sequence 

Bit 0 - Blue foreground 
from the keyboard or the receiver prompts the program to 
treat the next character received as an eight bit color attri-

Bit 1 - Green foreground bute byte with the bit assignments as listed above. That 
Bit 2 - Red foreground byte is written to the color attribute memory as each suc-
Bit 3 - Blue background ceeding character is received, until another escape, V se-

Bit 4 - Green background quence is encountered. The table which follows Includes 
the foreground and background color combinations for 

Bit 5 - Red background characters which can be entered from the keyboard, but it 
Bit 6 - Foreground intensity ignores the effect of the 2 high-order bits (foreground and 
Bit 7 - Background intensity background intensity). 

Without using the intensity control bits you get 8 foreground COLOR COMBINATIONS FOR RGB MONITORS 
colors: red, green, blue, magenta, cyan, yellow, white, and Table I gives the Foreground/Background color combina-
black (beam off). The same 8 colors may be independently tions that occur when using the '<ESC> Vv' Escape se-
selected for the background. There are several RGB moni- quence. To set the current color attribute, all that you need 
tors available in the moderate price range with sufficient to do is select the color combination from the Table below, 
bandwidth to work with a 12 MHz TMP. Some of them in- and send it to the NS405 as part of the <ESC> Vx se-
clude a separate intensity (or luminence) input. Others in- quence. For example. '< ESC> V'" causes the Foreground 
clude internal decoding circuitry which provides the ability to color to be green and the Background color to be 
handle 4 bits of color input and provide as many as 16 dif- red ... not all that pleasing, to my tastes, but choose what 
ferent colors. you will. 

TABLE I 
Foreground/Background Color Combinations 

Char Fore/Back Char Fore/Back Char Fore/Back 

sp Black/Red 6 Yellow/Yellow K Cyan/Blue 
I Blue/Red 7 White/Yellow L Red/Blue 

" Green/Red 8 Black/White M Magenta/Blue 
# Cyan/Red 9 Blue/White N Yellow/Blue 
$ Red/Red : Green/White 0 White/Blue 
% Magenta/Red ; Cyan/White P Black/Green 
& Yellow/Red < Red/White Q Blue/Green 
, 

White/Red = Magenta/White R Green/Green 
( Black/Magenta > Yellow /White S Cyan/Green 
) Blue/Magenta ? White/White T Red/Green . Green/Magenta @ Black/Black U Magenta/Green 

+ Cyan/Magenta A Blue/Black V Yellow/Green 
, Red/Magenta B Green/Black W White/Green 

- Magenta/Magenta C Cyan/Black X Black/Cyan 
Yellow/Magenta 0 Red/Black Y Blue/Cyan 

/ White/Magenta E Magenta/Black Z Green/Cyan 
0 Black/Yellow F Yellow/Black [ Cyan/Cyan 
1 Blue/Yellow G White/Blue \ Red/Cyan 
2 Green/Yellow H Black/Blue ] Magenta/Cyan 
3 Cyan/Yellow I Blue/Blue A Yellow/Cyan 
4 Red/Yellow J Green/Blue White/Cyan 
5 Magenta/Yellow 
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TMP Extended Program 
Memory Application Note 

OVERVIEW /INTRODUCTION 
The purpose of this application note is to describe methods 
for expanding the program memory of the NS405 series 
TERMINAL MANAGEMENT PROCESSOR (TMP) and to 
provide direction in software techniques for utilizing the ex­
panded memory efficiently. The chip has a built-In capability 
of addressing up to 8k of external program memory (ROM), 
via the ROM Expand Bus, and 64k of video display memory 
(RAM), via the System Bus. Although 8k of program memo­
ry is sufficient for most applications there are many applica­
tions, such as emulating multiple terminals or using many 
look-up tables, that require still more memory. However, it is 

National Semiconductor 
Application Note 399 
Richard Lazovick 

very rare that the entire 64k of video RAM is used since that 
is more than enough memory to store two screens of data in 
the pixel mode or thirty-two screens of data in the alphanu­
meric/block graphics mode. Therefore it is practical to use a 
video memory address to switch between two or more 8k 
memory arrays. 

The idea behind using a bank select switch to change from 
one memory array to another is not new, nor is it difficult, 
and when implemented properly it can be a very useful tool. 
The TMP has all the necessary control signals to make both 
the software and hardware straight-forward. 

Block Diagram 

ROM EXPAND BUS 

u. -u-
SYSTEM BUS 

TMP 

CONTROL 8k 8k n ROM ROM 

• 

• • • 

I 
ARRAY 
SELECT 

LOGIC 
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SOFTWARE 

For purposes of demonstration it will be easier to look at the software aspects of using an array select switch first, then 
designing the hardware to implement it. 

The easiest case occurs if we use less than 16k of display memory. Then we have two system bus address lines available to 
select either of our two arrays. To switch arrays all we have to do is read from (or write to) an address that uses the address line 
you wish to toggle. It is safer to read from the address since we do not want to change data in memory at the location addressed 
by the lower order address lines. 

Suppose we choose S814 to select the low order array and S815 to select the high order array. The program steps we would go 
through to switch from the low array to the high array could be: 

MOV A,#OBO 
MOV HACC,A 
MOVL RO,A 
MOVX A,@RO 

;Load HACC wI BOH to set SB15 HI 
;and set SB14 LO. We do not care 
;about the other address bits. 
;SB15 goes HI. 

In general we will want to switch arrays several times, and we will want to be able to conveniently control the destination address 
in the new array. 

Since it is very cumbersome to rewrite the whole sequence everytime, let's mimic the internal select memory bank command 
(SEL M8x) by using a subroutine and a CALL followed by a JMP to conveniently control our array switching. 

CALL SELHA ;Select HI order array. 
JMP HERE ; Jump to HERE in new array. 

SELHA: MOV A,#080 ;Load HACC wI BOH to set SB15 HI 
MOV HACC,A ;and set SB14 LO. We do not care 
MOVL RO,A ;about the other address bits. 
MOVX A,@RO ;SB15 goes HI. 
RET ;Return to execute the jump. 

Now each time we switch to the high order array all we have to do is execute a CALL and a JMP. 

System Signals Timing Diagram 

mRJ w u u L 
ALE 

I 
SYnEMBUS------------------------------------~~~-------------------------

Note 1: Enable ROM output drivers. 

Note 2: ROM address available. 

Note 3: RE bus addresses changes during rising edge of ALE and are stable by falling edge. 

I 

Note 4: No PSEN signal present during last cycle of MOVX instruction, however PSEN is active during both RET cycles. 
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HARDWARE 

Now that we have made the software simple and straight­
forward we have to look at what hardware is necessary to 
implement it. 

We want to: 1) create two mutually exclusive enable 
signals-one for each array, 

2) be able to easily use and latch the ad­
dress line signals, and 

3) delay the actual switching of arrays 
until after the jump instruction, with 
the new address, is read into the TMP 
from the old array. 

Looking at the program we see that the system bus chang-

es after the MOVX instruction with the RET and JMP in­
structions still to be read in from memory before we actually 
want to switch arrays. Each instruction takes two cycles, 
therefore we want to delay our array switching signal by four 
cycles. Looking at all the output signals on the TMP there 
are two possible signals to use as a clock to delay the array 
switching signal. These signals are PSEN and ALE (see 
System Signals Timing Diagram). 

The main disadvantage of using ALE is that whereas we 
want a rising edge to clock the flip-flops used for the delay, 
the ROM addresses are not stable until the falling edge of 
ALE. Therefore, we save one inverter by using PSEN. 

One possible circuit implementation is shown below: 

Circuit Diagram 

S814-t>e----. 

~--~~~~--~--+-~~-+--~--+-~ 

I 
I 
I 
I 

2184 HI ARRAY 

20 

2184 LDARMY 

~--4----~-~-----~------+-------~ I L __________________ ~ 

The first flip-flop latches one of the two system bus signals 
and the next four delay the array switching signal by four 
PSEN cycles. The two inverters are there so that we trigger 
off a ONE on the address. If the system bus was configured 
as a 16 bit address/data bus (bit 4 of SCR set) then the 
latched address lines would have to be used. Since it is 
always desirable to have the flip-flops in a known state at 
power up, some sort of reset circuitry should be used (e.g., 
by tying the power up reset circuit to the clear inputs on the 
flip-flops), or both arrays should have identical reset se­
quences that include setting the flip-flops to a known state. 

LOOKING IN DEPTH 

Now that we have the basic software format we are going to 

TLIDD/B430-3 

use and the hardware to implement it, let's look at what is 
actually happening (see Array Switching Timing Diagram 1). 
The system bus line switches after the first cycle of the 
MOVX instruction, but there is no PSEN during the second 
cycle. Then there are two PSEN signals during the RET 
instruction and two PSEN signals during the JMP instruc­
tion. Just after the second byte of the JMP is read into the 
TMP, the arrays are switched, the PC gets loaded with the 
new address, and the program continues execution as nor­
mal in the new array from the address indicated in the JMP 
instruction. Be sure you understand the Array Switching 
Timing Diagram 1 before continuing. 

Array Switching Timing Diagram 1 

ALE 

SI 

ARRAYSWIlCH 

Note 1: No PSEN signal. 

Note 2: Arrays switch here. 

Note 3: Valid approximately 360 ns. 

V' 
MOYX 

I 
I I 
;;r~ 
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ADDENDUMS 
Although it can be a problem when trying to execute a call across array boundaries, the problem can be easily overcome as 
can the confusion that arises when many array switchings occur. All that one needs to do is to organize the program memory 
efficiently. One such scheme would be to set aside a block of memory in each bank, such as the last page to use for memory 
mapping. For example if we wanted to jump from location HOME in the LO array to location HERE in the HI array and then 
back to HOME we could map our memory as shown below: 

Lo Array Hi Array 

MAIN PROGRAM: 

0500 HOME: JMP HERE 

0680 HERE: NOP 
0681 JMP HOME 

ARRAY SWITCHING SUBROUTINE: 

0700 SELHA: MOV A.#080 0700 SELLA: MOV A.#040 
0702 MOV HACC.A 0702 MOV HACC.A 
0703 MOVL. RO.A 0703 MOVL RO.A 
0704 MOVX A.@RO 0704 MOVX A.RO 
0705 NOP 0705 NOP 
0706 NOP 0706 NOP 
0707 RET 0707 RET 

MEMORY MAP: 

070A HERE: CALL SELHA:: ::070A HOllE: CALL SELLA 
070C JIIP HOllE -- 070C JMP HERE 
070E (CALL SELHA) ;:- -::: 070E (CALL SELHA) 
0710 (JIIP addr) -0710 (JMP addr) TL/DD/8430-6 

Note: The arrows show which JMP corresponds to which subroutine call. For example the JMP HOME at location 070C in the LO ARRAY corresponds to the 
CALL at location 070A in the HI ARRAY. The ()'s show how the CALL's and JMP's can be strung together in a neat pattern. 

Notice that there are two NOP's in the subroutine. Since the JMP after the CALL was moved to the new array the two NOP's 
were added to the subroutine so that the actual array switching occurs just after the completion of the RET instruction. The 
PC is then loaded with the new jump value, loaded in from the new array, and we continue execution as expected. Be sure to 
understand the timing before going any further (see Array Switching Timing Diagram 2). The way the memory map is set up it 
is easy to organize and keep track of jumps using the pattern indicated in the example. This method also eliminates any 
problems with the assembler searching for undefined labels. 
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ADDENDUMS (Continued) 
Array Switching Timing Diagram 2 

'----v------' 
MOVX HOP NOP 

LOW ARRAY 

~ 
I 
I 

HI ARRAY 

~ 
JMP HERE NOP 

SYSTEM BUS ______ CD_2-'1'<'--_________ -t-! _______________ _ 

I 
ARRAY SWITtH r;'( 

----------------------------~I ~----------------

PROGRAM COUNTER 0704 

Note 1: Missing PSEN signal. 

Note 2: System bus changes. 

MOCK 
ADDRESS 0705 0706 

Note 3: Arrays switch. 

Note 4: Now in new array. 

I 
MOCK 070C 

0707 ADDRESS @ 0700 
0680 

(HERE:) 

TL/DD/B430-5 

Since there are two extra NaP's in the switching array subroutine the hardware can now be simplified and the system speed 
increased by removing two of the flip-flops from the chain. Through the use of the SEL MBx commands the memory map 
can be located in any page of any memory bank. For example if we wanted to jump to location HERE in memory bank 2 of 
the HI array from memory bank 1 of the La array (after having removed two flip-flops) we could map our memory as shown 
below: 

Lo Array 

ARRAY SWITCHING SUBROUTINE: 

0700 SELHA: MOV 
0702 MOV 
0703 MOVL 
0704 MOVX 
0705 RET 

MEMORY MAP: 

070A HERE: CALL 
070C 
070E 

MAIN PROGRAM: 

0800 HOME: SEL 
0801 JMP 

A,#080 
HACC,A 
RO,A 
A,@RO 

SELHA 

MBO 
HERE 

0700 
0702 
0703 
0704 
0705 

070A 
070C 
070E 

Hi Array 

SELLA: MOV A,#040 
MOV HACC,A 
MOVL RO,A 
MOVX A,@RO 
RET 

SEL MB2 
JMP HERE 

1000 HERE: NOP 

If a call into the other array is necessary a similar pattern to that above could be used. Start by replacing the JMP's with 
CALL's to the desired subroutine and appropriately placing returns. For example (here it comes) if we wanted to CALL 
HOME from HERE we could memory map as shown below. 
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~ r---------------------------------------------------------------------~ 
~ 
C") . 
z c:c 

MAIN PROGRAM: 

Lo Array 

HOME: NOP 
RET 

ARRAY SWITCHING SUBROUTINE: 

SELHA: 

RET 

MEMORY MAP: 

Hi Array 

HERE: NOP 
CALL HOME 

SELLA: 

RET 

""-_---------HOME: CALL SELLA 
CALL HOME += 
CALL SELHA ____________ ...... 

-+RET TLIDD/B430-7 

~i~ce calling between different memory banks is not straight forward it is advisable to be very careful when doing it, or to 
limit calls between arrays only to those that reside in the same memory bank. 

HELPFUL HINTS 

These schemes can all be modified to multiple arrays and 
easier or fancier mappings, however there are a few things 
to keep in mind. 

1) If using a system bus address line to toggle the array, 
don't use that line as part of an actual display memory 
address. 

2) The MOVX instruction can require more than two cycles 
depending on system bus contention, however we are 
only concerned with the last two cycles and the P8EN 
signals that occur after the system bus line changes. 

3) If using interrupts-disable them while switching arrays 
and keep all time critical routines in the same array. 

4) A demux or decoder can be used to select memory ar­
rays or decode address lines when more than two 8k 
arrays are implemented or more than 16k of video RAM 
is being used. 

5) If extra memory is needed, but a good deal of the pro­
gram memory is data storage, the data could be stored in 
the video memory space instead of implementing a new 
array. 

6) If the TMP is going to be used in a noisy environment or 
the system bus is configured as a 16 bit bidirectional bus 
a synchronous latch should be used to assure stable lev­
els on 8814 and 8815. 

7) The given array switching circuit can be implemented 
with the demo board by wiring it into an extension board 
that can be plugged into the prom socket U9. Wire the 
two new proms in parallel with each other and with a 
cable that can plug directly into the prom socket. Howev­
er, instead of using pin 20 from the demo board, use the 
two array enable lines as the chip enables for the 2764 
proms. 

Also use 8812 and 8813 instead of 8814 and 8815. 
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~National 
~ Semiconductor 

Development Support 

Our job doesn't end when you buy a National microcontrol­
ler, it only begins. 

The next step is to help you put that microcontroller to 
work-delivering real-world performance in a real-world ap­
plication. 

That's why we offer you such a comprehensive, powerful, 
easy-to-use package of development tools. 

MICROCONTROLLER ON-LINE EMULATOR 
Our Microcontroller On-Line Emulator (MOLETM) is a com­
plete, inexpensive system designed to support both hard­
ware and software development of all NSC microcontrollers. 

Using standard computer platforms (IBM PC, VAX, and oth­
ers), the MOLE system gives you the tools to write, assem­
ble, debug, and emulate software for your target microcon­
troller, whether it belongs to the COP400 4-bit family, the 
COP800 8-bit family, or the HPC 16-bit family. 

The MOLE system itself consists of two circuit boards that 
interface to each other and to the host computer using a 
MOLE software package. 

One board is called the Brain Board and is common to all 
MOLE systems. It provides the major functional features of 
the system, linking the various elements, including other 
Brain Boards for a multi-workstation system tied to a single 
host. 

The other board is called the Personality Board and is differ­
ent for each microcontroller family. It provides the unique 
emulation functions for the system. 

Your own computer CPU provides a powerful, cost-effective 
base for bulk storage of object code, disk editing and as­
sembly, and for high-speed processing. 

USing resident firmware in the Monitor section of each Per­
sonality Board, you can download results from your host 
computer, you can display and alter code in both hex and 
mnemonic format, you can set Breakpoints and Traces, you 
can execute Time measurements, and you can examine and 
modify internal registers and 1/0. 

8-3 

Once you've got debugged code, you can transmit it directly 
to National, where we'll use it to create the tooling neces­
sary for manufacturing the appropriate masks for your mi­
crocontroller. 

DIAL-A-HELPER ON-LINE APPLICATIONS SUPPORT 
Dial-A-Helper lets you communicate directly with the Micro­
controller Applications Engineers at National. 

Using standard computer communications software, you 
can dial into the automated Dial-A-Helper Information Sys­
tem 24 hours a day. 

You can leave messages on the electronic bulletin board for 
the Applications Engineers, then retrieve their responses. 

You can select and then download specific applications 
data. 

And you can even arrange for the Applications Engineering 
Group to take over direct control of your MOLE system for 
particularly tough debug problems. 

DIAL-A-HELPER 
Voice: 

Modem: 

Setup: 

(408) 721-5582 (8 a.m.-5 p.m. PST) 

(408) 739-1162 (24 Hrs.lday) 

Baud rate 300 bps or 1200 bps 8 bits, no parity, 
1 stop 

DEDICATED APPLICATIONS ENGINEERS 
We've assembled a dedicated team of highly trained, highly 
experienced engineering profeSSionals to help you imple­
ment your solution quickly, effectively, efficiently and to en­
sure that it's the best solution for your specific application. 

At National, we believe that the best technology is also the 
most usable technology. That's why our microcontrollers 
provide such practical solutions to such real design prob­
lems. And that's why our microcontroller development sup­
port includes such comprehensive tools and such powerful 
engineering resources. 

No one makes more microcontrollers than National and no 
one does more to help you put those microcontrollers to 
work. 
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Microcontroller 
Development Support 

MOLETM DEVELOPMENT TOOLS 
The MOLE (Microcontroller On Line Emulator) system is de­
signed to support the development of NSC Microcontroller 
products. These include COPSTM family, and the HPCTM 
family of products. The MOLE provides effective support for 
the development of both software and hardware in Micro­
controller-based applications. 

The purpose of the MOLE is to provide the tools required to 
write and assemble code for the target microcontroller and 
assist in the debugging of both the hardware and software. 

A MOLE system consists of three components: a MOLE 
Brain Board, a MOLE Personality Board, and software for a 
host computer. The host may be an IBM®-PC, or one of a 
number of inexpensive PC compatibles. The cross-assem­
blers and cross-compilers provided by National Semicon­
ductor will run under control of the host computer MS-DOS 
operating system. 

The Brain Board provides the MOLE system with the capa­
bility of communicating with the user's Host CPU. Resident 
firmware on the Brain Board allows the user to download 
assembled load modules over the RS-232 link from the host 
computer, display and alter code in both hex and mnemonic 
format, initiate Breakpoints, Traces, and timing on address­
es and external events, examine and modify the internal 
resources of the Microcontroller being emulated. The Brain 
Board also provides all the hardware and firmware to pro­
gram standard EPROMs up to 27256's (32k x 8). 

National Semiconductor 
Application Note 456 
Microcontroller Marketing 
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Development system flexibility is provided by the Personali­
ty board. This component tailors the system to emulate a 
single microcontroller family or device. For instance, one 
Personality Board supports the COP400 CMOS and NMOS 
family. This Personality Board provides emulation capability 
for 42 Microcontroller device types. 

Personality boards are also available for the HPC and COPS 
family of M2CMOS products. 

The host CPU contributes cost effective bulk storage and 
high speed processing. Disk editing and assembly opera­
tions are controlled by the host CPU. The results are down 
loaded to the Brain Board over the RS-232 link. 

Once the application program has been completely de­
bugged, the code may be submitted to National Semicon­
ductor for use in creating the tooling necessary for manufac­
turing the masked Microcontroller device. 

The MOLE concept provides the user with a powerful devel­
opment system based around a familiar host. The Brain 
Board/Personality Board/Host combination provides FULL 
emulation capability. This modular design provides maxi­
mum flexibility and maximum utility for the development of 
Microcontroller based systems. 
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~ MOLE BRAIN BOARD 
Z 
<I: 

GENERAL DESCRIPTION 

The Brain Board is the pivotal component of the MOLE con­
cept. In conjunction with a terminal and Personality Board it 
provides the user with a freestanding workstation for Micro­
controller emulation. It ties the system together by commu­
nicating with the Personality Board, printers, modems, op­
tional host computer, and other Brain Boards. Multiple Brain 
Boards, tied to a common host, can function as emulators 
for individual projects where each Brain Board is a separate 
workstation. They can also function as individual Microcon­
troller emulators within a multicontroller system. 

The MOLE Brain Board utilizes a NSC800TM Microproces­
sor with 64k RAM and firmware ROM. It has an EPROM 
/EEPROM programmer for on-line changes. There are 
three RS-232 ports and a bus to connect the Brain to the 
Personality Board for actual emulation of code in the user's 
application system. 

The RS-232 ports are used via the communication routines 
in firmware to interface with a host computer, terminal, mo­
dem, printer, or other MOLEs, for greater flexibility during 
system development. 

The MOLE firmware is controlled by an EXEC. There are 
three major sets of EXEC commands. The first set of com­
mands are calls to other main programs. These are: 

COMM Invoke Communications Program 

DIAG Invoke Diagnostics Program 

MONITOR 

PROG 

Invoke Personality Emulation Monitor 

Invoke PROM Programming Program 

The second set of EXEC commands are: 

CALC Adds/Subtracts decimal and hex numbers 

COMPARE Compares one buffer with another 

ERASE Used to erase all or part of a buffer 

HELP 

MOVE 

STATUS 

Prints a summary of EXEX commands 

Moves data from one buffer to another 

Display status of buffers, display and alter 
RS-232 parameters 

The third set of commands are used exclusively for multiple 
MOLE configurations and they are: 
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CONNECT Connect the user with the requested sys­
tem 

DISCONNECT Disconnects the MOLE 

IDENT Identifies a MOLE system 

The MOLE Brain Board supports NSC's entire family of 
MOLE Personality boards. 

FEATURES 

• Single 5V operation 

• Ability to interface to host computers 

• Full communication control of other MOLEs with host 
computer and a modem 

• Three RS-232 ports 

• Auto baud selection (110, 300, 600, 1200, 2400, 4800, 
9600, 19200 baud) 

• Self diagnostics 

• Program EPROMS 
- MM2716, NMC27C16 

- MM2732, NMC27C32 

- NMC2764-NMC27256 

• Program EEPROMs 
-9816 

• Program emulator devices 

PHYSICAL SIZE 
10" x 12" 

POWER REQUIREMENTS 
+5V DC @ 3.5A 
+12.5/+21V or +25V @ 50 mA 
(Optional-required only for PROM programming) 

ORDER PIN: 
MOLE-BRAIN 

MOLE-BRAIN PACKAGE CONTAINS 
MOLE Brain Board 
MOLE Brain User's Manual 
2 RS-232 Cables 
Power Cable 
Miscellaneous Hardware 



MOLE PERSONALITY BOARDS 

The Personality Board lends personality to the MOLE sys­
tem. The Monitor debugger firmware that is resident on the 
Personality Board is customized for the microcontroller that 
the Personality Board is designed to emulate, thereby giving 
the MOLE "personality". The Monitor firmware allows the 
user to display the application program in either hex or mne­
monic format. The user can alter or deposit hex data into 
the program memory. A one-line assembler is also available 
to allow the user to put new instructions into the application 
program. Breakpoint, Singlestep, Trace or Time functions 
are available. They allow triggering on addresses or external 
events. The Monitor also provides the ability to examine and 
modify the internal RAM and registers of the Microcontroller 
being emulated. 

Each Personality Board has its own Monitor; however, each 
Monitor implements a standard set of MOLE functions. This 
gives all MOLE systems a common set of functions with 
identical syntax. This commonality is designed to help pro­
vide a clear and simple migration path from the low-cost 
COP400 4-bit microcontrollers to the high performance HPC 
16-bit microcontrollers without the need to relearn the de­
velopment tool. 
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MOLE DEBUG FEATURES 

The standard set of MOLE functions common to all MOLE 
Personality Boards is as follows. 

TABLE I. Common MOLE Monitor Commands 

Alter 
AUtoprint 
Breakpoint 
Clear 

Deposit 
Dlagonstic 

Find 
Go 
Help 

List 
Modify 
Next 

Put 
Reset 
RGo 
SEarch 
Singlestep 

STatus 

Alter consecutive bytes in shared memory 
Specify information to be printed on Breakpoint 

Set trigger point(s) for Breakpoint 
Clear Breakpoint, Time and Trace functions 
Deposit byte value into range of shared memory 

On·board test routine for system checkout 
Find data or string in shared memory 
Start program execution or enable function 
On-screen Help menu 
List data in shared memory 
Modify on-chip RAM or Registers during Breakpt 
Singlestep through subroutine 

One-line assembler 
Reset chip 
Reset chip and execute Go automatically 
Search Trace memory for data or address 
Execute one instruction, then Breakpoint 
Show chip and MOLE Status 

Time Time program execution or external events 
TRace Specify triggers for capturing Trace data 
Type Type Trace data or on-Chip data during Breakpt 

Unassemble Disassembler for Trace or shared memory 

These commands are implemented on the HPC, COP800 
and COP400 MOLEs. 

Additionally, each Personality board has its own special 
Monitor functions that give that system additional capabili­
ties. 
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~ MOLE COP400 FAMILY PERSONALITY BOARD 
:Z COPS Personality Board 
c( 

GENERAL DESCRIPTION 
The MOLE COPS Family Personality Board supports the 
emulation of COP400 family of Microcontrollers. The Per­
sonality Board allows the user to emulate the appropriate 
Microcontroller in the user's end system for fast develop­
ment of application code and hardware. The Personality 
Board consists of: a Monitor, the hardware to control the 
operation of the Microcontroller in the emulation system, 
and an emulation cable to connect the emulator to the appli­
cation system. The cable has the same pin configuration as 
the final masked part. 

The Personality Board Monitor is contained in firmware 
ROM, contains an assembler and disassembler and is di­
rectly executable by the NSC800 on the Brain Board. The 
Monitor commands will allow the user to execute the appli­
cation code, examine and modify internal registers and 1/0, 
examine and alter object code in hex or mnemonic format, 
execute Time measurements, and set Trace and Break­
points. 

The Personality Board also contains 2k bytes of shared 
memory (RAM) for application code and the necessary 
hardware for Trace and Breakpoint operation. 

FEATURES 
• Supports entire COPS CMOS and NMOS family 

• Single 5V operation 

• Firmware monitor directly executed by Brain CPU 

• Firmware diagnostics directly executed by Brain CPU 

• Firmware Line Assembler and Unassembler 

• 2k bytes of shared memory 
• 256 deep trace memory 

• Eight external event inputs 

• Trace on multiple addresses, address ranges, or external 
events 

• Breakpoint on multiple addresses, address ranges or ex-
ternal events 

• List and alter shared memory 

• Print and modify internal registers 

• Singlestep 
• Next-singlestep around subroutine calls 

• Trigger output for logic analyzer 

• Real time emulation 
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Common MOLE Monitor Commands 

Alter 
AUtoprint 
Breakpoint 
Clear 
Deposit 
Diagnostic 
Find 
Go 
Help 
List 
Modify 
Next 
Put 
Reset 
RGo 
SEarch 
Singlestep 
STatus 
Time 
TRace 
Type 
Unassemble 

Alter consecutive bytes in shared memory 
Specify information to be printed on BreakpOint 
Set trigger point(s) for Breakpoint 
Clear Breakpoint, Time and Trace functions 
Deposit byte value into range of shared memory 
On-board test routine for system checkout 
Find data or string in shared memory 
Start program execution or enable function 
On-screen Help menu 
List data in shared memory 
Modify on-Chip RAM or Registers during Breakpt 
Singlestep through subroutine 
One-line assembler 
Reset chip 
Reset chip and execute Go automatically 
Search Trace memory for data or address 
Execute one instruction, then Breakpoint 
Show chip and MOLE Status 
Time program execution or external events 
Specify triggers for capturing Trace date 
Type Trace data or on-chip data during Breakpt 
Disassembler for Trace or shared memory 

COP400 Monitor Special Functions 

Chip 
Option 
Set 

Specify COP device to emulate 
Specify COP chip options being emulated 
Set special emulation options 

PHYSICAL SIZE 
12" x 12" 

POWER REQUIREMENTS 
+5V @ 3.5A 

ORDER PIN: 
MOLE-COPS-PB1 

MOLE-COPS-PB1 PACKAGE CONTAINS 
MOLE CMOS COPS Personality Board 
MOLE CMOS COPS PB Manual 
3 Emulator Cables 
Power Cable 
Miscellaneous Hardware 

SOFTWARE ORDERED SEPARATELY 
See How To Order 



MOLE COP800 FAMILY PERSONALITY BOARD 

COP800 Personality Board 

GENERAL DESCRIPTON 

The COP8DO Family Personality Board allows the MOLE 
system to emulate the COP80a family. The Personality 
Board consists of a firmware Monitor, 16k bytes of shared 
memory, 2000 deep Trace memory, Port recreation logic to 
recapture the pins used for emulation, emulation hardware, 
and an In System Emulator (ISE) cable. The ISE cable has 
the same pinout as a socketed masked part and allows the 
Personality Board to function within the application system. 

The NSC800 CMOS Microprocessor, located on the Brain 
Board, directly executes the Personality Board Monitor firm­
ware. The Monitor allows execution of application code, ex­
amination and alteration of internal registers, examination 
and alteration of shared memory, and the setting of trace 
and breakpoints. The ISE cable connects these capabilities 
to the application system. Up to eight external events as 
well as 15-bit address and 8-bit data busses can be traced 
in the 2000 deep trace memory. Multiple breakpoints, plus 
assemble and unassemble commands are at the user's dis­
posal. 

Application programs of up to 32k bytes from Personality 
Board RAM may be emulated. 

FEATURES 

• Supports COP800 microcontroller family 

• Single 5V operation 

• Firmware monitor directly executed by Brain CPU 

• Firmware diagnostics directly executed by Brain CPU 

• Firmware Line Assembler and Unassembler 

• 32k bytes of shared program memory 

• 2000 deep trace memory 

• Eight external event inputs 

• Trace on multiple addresses, address ranges or external 
events 

• Breakpoint on multiple addresses, address ranges or ex-
ternal events 

• List and alter shared memory 

• Print and modify internal registers 

• Singlestep 

• Next-singlestep around subroutine calls 

• Trigger output for logic analyzer 

• Real time emulation 
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Common MOLE Monitor Commands 

Alter 
AUtoprint 
Breakpoint 
Clear 
Deposit 
Diagnostic 
Find 
Go 
Help 
List 
Modify 
Next 
Put 
Reset 
RGo 
SEarch 
Singlestep 
STatus 
Time 
TRace 
Type 
Unassemble 

Alter consecutive bytes in shared memory 
Specify information to be printed on Breakpoint 
Set trigger point(s) for Breakpoint 
Clear Breakpoint, Time and Trace functions 
Deposit byte value into range of shared memory 
On-board test routine for system checkout 
Find data or string in shared memory 
Start program execution or enable function 
On-screen Help menu 
List data in shared memory 
Modify on-chip RAM or Registers during Breakpt 
Singlestep through subroutine 
One-line assembler 
Reset chip 
Reset chip and execute Go automatically 
Search Trace memory for data or address 
Execute one instruction, then Breakpoint 
Show chip and MOLE Status 
Time program execution or external events 
Specify triggers for capturing Trace date 
Type Trace data or on-Chip data during Breakpt 
Diassembler for Trace or shared memory 

COP8 Monitor Special Functions 

CYcles Capture COP8 execution cycles Trace memory 
End Exit Monitor and return to Brain Exec 
EXclusion Specify address ranges to exclude from Trace 
istUnassemble List shared memory in mnemonic form 

TypeUnassemble Type Trace memory in mnemonic form 

PHYSICAL SIZE 
12" x 12" 

POWER REQUIREMENTS 
+5V @ 3.5A 

ORDER PIN: 
MOLE-COP8-PB 1 
MOLE·COP8·PB2 

COP820/840 
COP888 

MOLE-COP8-PB1/2 PACKAGE CONTAINS 
MOLE CMOS COP8 Personality Board 
MOLE CMOS COP8 PB Manual 
Emulator Cables 
Power Cable 
Miscellaneous Hardware 

SOFTWARE ORDERED SEPARATELY 
See How To Order 



MOLE HPC FAMILY PERSONALITY BOARD 

HPC Personality Board 

GENERAL DESCRIPTION 
The HPC Family Personality Board allows the MOLE system 
to emulate the High Performance Controller (HPC) family. 
The Personality Board consists of a firmware Monitor, 16k 
bytes of shared memory, 2k x 48 Trace memory, Port recre­
ation logic to recapture the pins used for emulation, emula­
tion hardware, and an In System Emulator, ISE, cable. The 
ISE cable has the same pinout as a socketed masked part 
and allows the Personality Board to function within the ap­
plication system. 

The NSC800 CMOS Microprocessor, located on the Brain 
Board, directly executes the of Personality Board Monitor 
firmware. The Monitor allows execution of application code, 
examination and alteration of internal registers, examination 
and alteration of shared memory, and the setting of trace 
and breakpoints in either shared or user memory. The ISE 
cable connects these capabilities to the application system. 
Up to eight external events as well as 16-bit address and 
16-bit data busses can be traced in the 2k deep trace mem­
ory. Multiple breakpoints, and chip error conditions plus as­
semble and unassemble commands are at the user's dis­
posal. 

Applications programs of up to 16k bytes from Personality 
Board RAM or 64k bytes from user system RAM may be 
emulated. 

FEATURES 
• Supports HPC microcontroller family 

• Single 5V operation 

• Firmware monitor directly executed by Brain CPU 

• Firmware diagnostics directly executed by Brain CPU 

• Firmware Line Assembler and Unassembler 

• 16k bytes of shared program memory 

• 2000 deep trace memory 

• Eight external event inputs 
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• Trace on multiple addresses, address ranges or external 
events 

• Breakpoint on multiple addresses, address ranges or ex-
ternal events 

• List and alter shared memory 

• List and alter display memory 

• Print and modify internal registers 

• Singlestep 

• Next-singlestep around subroutine calls 

• Trigger output for logic analyzer 

• Real time emulation 

Common MOLE Monitor Commands 

Alter 
AUtoprint 
Breakpoint 
Clear 
Deposit 
Diagnostic 
Find 
Go 
Help 
List 
Modify 
Next 
Put 
Reset 
RGo 
SEarch 
Singlestep 
STatus 
Time 
TRace 
Type 
Unassemble 

Alter consecutive bytes in shared memory 
Specify information to be printed on Breakpoint 
Set trigger point(s) for Breakpoint 
Clear Breakpoint, Time and Trace functions 
Deposit byte value into range of shared memory 
On-board test routine for system checkout 
Find data or string in shared memory 
Start program execution or enable function 
On-screen Help menu 
List data In shared memory 
Modify on-chip RAM or Registers during Breakpt 
Singlestep through subroutine 
One-line assembler 
Reset chip 
Reset chip and execute Go automatically 
Search Trace memory for data or address 
Execute one instruction, then Breakpoint 
Show chip and MOLE Status 
Time program execution or external events 
Specify triggers for capturing Trace date 
Type Trace data or on-chip data during Breakpt 
Disassembler for Trace or shared memory 



HPC Monitor Special Functions 

AlterWord Alter consecutive words in shared memory 
BAnk Specify bank trigger information 
CHip Select chip and specify system memory map 
DepositWord Deposit word value in range of shared memory 
End Exit Monitor and return to Brain Exec 
ERror Enable/disable HPC access error checking 
EXclusion Specify address ranges to exclude from Trace 
FindWord Find word values in shared memory 
ListWord List shared memory or memory range as words 
MAp Specify address range of memory on-board MOLE 
XMove Move data from one address range to another 
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PHYSICAL SIZE 
12" x 12" 

POWER REQUIREMENTS 
+5V @ SA 

ORDER PIN: 
MOLE-HPC-PB1 

MOLE-HPC-PB1 PACKAGE CONTAINS 
MOLE HPC Personality Board 
MOLE HPC PB User's Manual 
1 Emulator Cable 
Power Cable 
Miscellaneous Hardware 

SOFTWARE ORDERED SEPARATELY 
See How To Order 
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HPC DESIGNER'S KITS 

HPC Designers Kits 

GENERAL DESCRIPTION 
The HPC Designer Kits are a 16-bit microcontroller Devel­
opment System for program development and real-time em­
ulation. An on-board HPC microcontroller executes monitor 
firmware and also acts as the target processor. 

When used as the target processor, all of the features of the 
HPC are available for use in the application. All operating 
modes of the HPC are supported, with up to 64k bytes of 
addressable memory available for application programs. 

This kit contains all of the components, manuals, and soft­
ware to design an HPC system. Just add an IBM or compati­
ble PC, + 5V DC 1.5-Amp power supply and RS232 cables. 

Two kits are offered. The evaluation package contains eval­
uation software that allows up to 1000 lines of code to be 
assembled and linked. The development package has a 
complete Assembler/Linker/Librarian with no code limita­
tions. 

FEATURES 
• Supports HPC microcontroller family 

• Single 5V operation 

• Firmware monitor directly executed by the HPC 

• Firmware diagnostics directly executed by the HPC 

• Firmware Line Assembler and Unassembler 

• 64k bytes of addressable program memory 

• Breakpoint on multiple addresses 

• List and alter memory 

• Print and modify internal registers 

• Singlestep 

• Real time emulation 

• Evaluation module that allows up to 1000 lines of code to 
be developed for evaluation purposes 
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HPC Development Board Monitor 

Alter 
AUtoprint 

BAud 
BYpass 
Breakpoint 

Clear 
Deposit 

Dlagonstic 
Go 

Help 

List 
ListUnassemble 

LOad 

Modify 

ModifyByte 

ModifyWord 
Put 
Restart 

Singlestep 

Type 
Unassemble 

Alter consecutive bytes in shared memory 
Specify information to be printed on 
Breakpoint 

Set or display the host or terminal Baud rate 
Connect terminal port to host port 

Set trigger point(s) for Breakpoint 

Clear Breakpoint function 
Deposit byte value into range of shared 
memory 
On-board test routine for system checkout 
Start program execution 
On-screen Help menu 
List data in shared memory 
List shared memory in mnemonic form 

Load hex object file from terminal or host 
port 
Modify on-Chip RAM or Registers during 
Breakpt 
Modify on-chip RAM or registers as bytes 
Modify on-chip RAM or registers as words 

One-line assembler 
Restart HPC chip, same as Reset on the 
MOLE 
Execute one instruction, then Breakpoint 

Type on-chip data during Breakpoint 
Disassembler for shared memory 



PHYSICAL SIZE 
12H x 12H 

POWER REQUIREMENTS 
+5V @ 1.5A 

ORDER PIN: 
HPC-MOLE-EVALO (Evaluation Package) 
HPC-MOLE-DEVLO (Development Package) 

MOLE·HPC·EVALO PACKAGE CONTAINS 
HPC Evaluation Board 
ISE Cable w/connector for PGA socket 
Development Board Communications Software 
(MS·DOS) 
HPC Assembler/Linker/Evaluation Software 
C Compiler Evaluation Module Software 
HPC46083/46043/46003 User's Manual 
HPC46083/46043/46003 Datasheet 
Dial·A·Helper User's Manual 

MOLE·HPC·DEVLO PACKAGE CONTAINS 
HPC Evaluation Board 
ISE Cable w/connector for PGA socket 
Development Board Communications Software 
(MS·DOS) 
HPC FULL Assembler/Linker/Librarian Software 
C Compiler Evaluation Module Software 
HPC46083/46043/46003 User's Manual 
HPC46083/46043/46003 Datasheet 
Dial·A·Helper User's Manual 
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MOLE SYSTEMS Included, along with the cross assembler, in the software 

HOW TO ORDER MOLE SYSTEMS 
package are two file conversion routines to convert the as-
sembler output (LM) to HEX and to convert HEX to LM. Also 

MOLE systems are available for a variety of microcontrol- included in the software package is a COMM program which 
lers. To order a complete development package, select the facilitates the downloading and uploading between the host 
section for the microcontroller to be developed and order and the MOLE, and adds the capability to make the host act 
the parts listed. as a terminal. 

Development Tools Selection Table 

Microcontroller 
Order 

Description Includes 
Manual 

Part Number Number 

MOLE-BRAIN Brain Board Brain Board Users Manual 420408188-001 

MOLE-HPC-PB1 Personality Board HPC Personality Board 
Users Manual 420410477-001 

MOLE-HPC-IBMR Relocatable Assembler HPC Software Users Manual 
Software for IBM and Software Disk 424410836-001 

HPC PC-DOS Communications 
Software Users Manual 420040416-001 

MOLE-HPC-IBM-CR C Compiler for IBM HPC C Compiler Users Manual 
and Software Disk 424410883-001 
Assembler Software for IBM 
MOLE-HPC-IBM 

424410897 -001 Users Manual 424410897 -001 

MOLE-BRAIN Brain Board Brain Board Users Manual 420408188-001 

MOLE-COP8-PB 1 Personality Board COP820/840 Personality Board 
Users Manual 420410806-001 

COP820/840 
MOLE-COP8-IBM Assembler Software for IBM COP800 Software Users Manual 

and Software Disk 424410527 -001 
PC-DOS Communications 
Software Users Manual 420040416-001 

420410703-001 Users Manual 420410703-001 

MOLE-BRAIN Brain Board Brain Board Users Manual 420408188-001 

MOLE-COP8-PB2 Personality Board COP888 Personality Board 
Users Manual 420420084-001 

COP888 MOLE-COP8-IBM Assembler Software for IBM COP800 Software Users Manual 
and Software Disk 42441 0527 -001 
PC-DOS 
Communications Software 
Users Manual 420040416-001 

MOLE-BRAIN Brain Board Brain Board Users Manual 420408188-001 

MOLE-COPS-PB 1 Personality Board COP400 Personality Board 420408189-001 
Users Manual 

MOLE-COPS-IBM Assembler Software for IBM COP400 Software Users Manual 
COP400 and Software Disk 424409479-002 

PC-DOS 
Communications Software 
Users Manual 420040416-001 

424410284-001 Users Manual 424410284-001 
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DESIGNER KITS 

HOW TO ORDER DESIGNER KITS 

Designer Kits are self contained development systems that Two types of kits are offered. The Evaluation package con-
contain all of the components, manuals and software to de- tains evaluation software that allows limited code to be de-
sign a microcontroller based system. Just add an IBM-PC or veloped. The Development package has no restrictions on 
compatible PC, + 5V DC 1.5 Amps power supply and the assembler software. 
RS232 cables. 

Microcontroller 
Order 

Description Includes 
Manual 

Part Number Number 

MOLE-HPC-EVALO HPC Designer's Kit HPC-DB1 Board 
Evaluation Version Evaluation Compiler, 

Assembler / Linker, 

HPC 
Manuals 420410901-1 

MOLE-HPC-DEVLO HPC Designer's Kit HPC-DB1 Board 
Development Version Evaluation Compiler, 

FULL Assembler/Linker, 
Manuals 420410901-1 
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DEVELOPMENT SYSTEM ACCESSORIES AND REPLACEMENT PARTS 

Part Type 
I 

Order Part 

I 
Description 

Number 

MOLE EMULATOR CABLES 

68-Pin PGA Cable MOLE-CBL-68PGA Cable used for in-system emulation of the HPC in a 68 PGA package. 
For the HPC MOLE. 

68-Pin PLCC Cable MOLE-CBL-68PCC Cable used for in-system emulation of the HPC in a 68 PLCC 
package. For the HPC MOLE. 

44-Pin PLCC Cable MOLE-CBL-44PCC Cable used for in-system emulation of the COP8 in a 44 PLCC 
package. For the COP888 MOLE. 

28-Pin PLCC Cable MOLE-CBL-28PCC Cable used for in-system emulation of the COP8 in a 28 PLCC 
package. For the COP8 MOLE. 

40-Pin DIP Cable MOLE-CBL-40DIP Cable used for in-system emulation of the COP8 in 40-pin DIP 
packages. For the COP8 MOLE. 

28-Pin DIP Cable MOLE-CBL-28DIP Cable used for in-system emulation of COP4 and COP8 devices in 
the 28-pin DIP package. For use with the COP4 and COPS MOLEs. 

24-Pin DIP Cable MOLE-CBL-24DIP Cable used for in-system emulation of COP4 and COPS devices in 
the 24-pin DIP package. For use with the COP4 and COPS MOLEs. 

20-Pin DIP Cable MOLE-CBL-20DIP Cable used for in-system emulation of COP4 and COPS devices in 
the 20-pin DIP package. For use with the COP4 and COPS MOLEs. 

SUPPORT PRODUCTS 

COP444 PIG COP444CP A piggy-back emulator product designed to provide programmable 
form, fit and function emulation for the COP4XXC products in a 2S-
lead DIP package. An Sk x S EPROM sits piggy-back in a socket on 
top of a hybrid packaged 2S-lead COP404C controller. 

COPS20/S40 PIG COPS20CP-X A piggy-back emulator product designed to provide programmable 
COPS40CP-X form, fit and function emulation for the COPS20 and COPS40 

products in a 2S-lead DIP package. An Sk x S EPROM sits piggy-back 
in a socket on top of a hybrid packaged 2S-lead COPS20/S40 
controller. X is the clock option (from datasheet). 

COPS720 Programmer MOLE-COPS-PROG Adapter board for use in programming the COPS720, S721 or S722 
devices on the MOLE-Brain board. 

COPSSS PIG TBD A piggy-back emulator product designed to provide programmable 
form, fit and function emulation for the COP8SS family. 

HPC PCB Emulator HPC16083MH A form, fit and function programmable emulator for the 6S-lead PLCC 
HPC160S3 device used in single-chip mode. Programmed with an 
adapter board on the MOLE-Brain. 

HPC160S3MH Programmer MOLE-HPC-PROG Adapter board for programming the HPC160S3MH. 

SYSTEM HARDWARE 

MOLE-Brain MOLE-BRAIN Main board component of the MOLE Development System. 

MOLE Enclosure TBD Kit for complete enclosure of the HPC and COPS MOLE systems. 
Includes box, power supply and all cabling required to upgrade 
existing MOLE Systems. 

MOLE SOFTWARE SUPPORT FOR THE IBM-PC 

HPC Assembler MOLE-HPC-IBMR Relocating ASMHPC Asembler/Linker/Librarian. 

HPC C Compiler MOLE-HPC-IBM-CR CCHPC C Compiler. Includes the HPC Assembler. 

HPC Evaluation Software MOLE-HPC-IBMEVL HPC Evaluation software. Includes: ASMHPC and CCHPC evaluation 
modules and manuals. 

COPS Assembler MOLE-COPS-IBM COPSOO Assembler. 

COP4 Assembler MOLE-COPS-IBM COP400 Assembler. 

Dial-A-Helper MOLE-DIAL-A-HLP Dial-A-Helper manual and communications software. 
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HPCTM Software Support Package 

• Choice of host systems 
-IBM® XT/AT PC-DOS 
- VAXTM VMSTM 
-VAX UNIX® 

• CCHPC C Compiler 
- ANSI Draft Standard C (February 1986) 
- Additional storage class modifiers 

supported 
- Additional statement types included 
- Supports embedded assembly code 
- Supports multiple source files 

• ASM HPC Assembler 
- Macro and conditional assembly 
- Instruction size optimization 
- Symbol table and cross reference 

output 
- Object files are linkable and 

relocatable 

General Description 
The HPC software support packages provide develop­
ment system support for the HPC family of 16-bit sin­
gle chip microcontrollers. Two software packages are 
offered that support the HPC: HPC Assembler/Linker/ 
Librarian and HPC C Compiler. 80th packages are 
available for a choice of host systems: IBM XT/AT 
PC DOS, VAX VMS and VAX UNIX. 
The assembler produces relocatable object modules 
from the HPC macro assembly language instructions. 
The object modules are then linked and located to 
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• LNHPC Linker 
- Links multiple relocatable object 

modules 
- Selects required modules from library 

files 
• LIBHPC Librarian 

- Supports user developed library 
modules 

• DBHPC Source Debugger 
- High level software debugging 
- Real-Time Hardware Emulation 
- Source file listing 
- Variable set and view 
- Set break points at C source level 
- Display dynamic function nesting 
- Display debugger status 
- Call operating system commands 

absolute memory locations. The absolute object mod­
ule may be downloaded to the HPC MOLETM (Micro­
controller Online Emulator) development system for 
debugging. 
The C compiler generates assembly source. The C 
Compiler may optionally pass symbolic information 
through the assembler and linker to the absolute ob­
ject module. The source debugger then uses this in­
formation for C and Assembly language debugging on 
the host in conjunction with the MOLE. 
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HPC C Compiler-CCHPC Introduction 
The HPC C Compiler (CCHPC) is a full and complete 
implementation of ANSI Draft Standard C (Feb 1986) 
for freestanding environment. Certain additions are in­
cluded to take advantage of special features of the 
HPC (for the specific needs of microcontrollers). The 
Enhancements include the support of two non-stan­
dard statement types (loop and switchf), non-standard 
storage class modifiers and the ability to include as­
sembly code in-line. The compiler supports enumerat­
ed types of structures by value, functions returning 
structures, function prototyping and argument check­
ing. 
Symbol Names, both internal and external, are 32 
characters. Numerics are 16-bit for short or Int, 32-bit 
for long, and 8-bit for char, all as either signed or 
unsigned; floating point is offered as float of double, 
both using IEEE format. 

CCHPC SPECIFICATIONS 

Note: Enhancements are boldface. 

Name length 
Numbers 

Integer, Signed and Unsigned 
Short and Long 

Floating, Single and Double 
Preprocessor 

#include 
#define #defineO #undef 

All data types, storage classes and modifiers are sup­
ported. Additional storage class modifiers are provid­
ed: 
BASEPAGE place static variable in faster and more 
efficient on-chip basepage memory. 
NOLOCAL declare function without local variables, 
thus no stack frame. 
INTERRUPTn declare function to execute in re­
sponse to specific interrupt(s). 
ACTIVE declare function to be accessed via faster 
and more efficient function call mechanism. 
All statement types are supported, and two additions 
are provided: 
loop (count) simpler, more efficient for looping com­
mand. 
switchf (value) faster form of switch command with­
out constraint checking. 

32 letters, 2 cases 

16-32 bits 
16 bits and 32 bits 
32 bits and 32 bits 

#if #ifdef #ifndef #if defined #else #elif #endif 
Declarations 

auto register const volatile BASEPAGE 
static static global static function NOLOCAL INTERRUPTn ACTIVE 
extern extern global extern function 
char short int long signed unsigned float double void 
struct union bit field enum 
pointer to array of function returning 
type cast typedef initialization 

Statements 
; { ... I expression; assignment; structure assignments; 
while 0 ... ; do ... while 0; for(;;;) ... ; loop () ••• ; 
if 0 ... else ... ; switch 0 ... ; case: ... ; default: ... ; swltchf () ••• ; 
return; break; continue; goto ... ; ... . 

Operators 
primary: functionO array[] strucLunion. strucLpointer-> 
unary: '" & + - ! - + + -- sizeof (typecast) 
arithmetic: '" / % + - < < > > 
relational: < > < = > = ! = 
boolean: & A I && II 
assignment: += "'= /= %= »= «= &= A= 1= 
misc.: ?: , 

Functions 
arguments: Numbers, Pointers, Structures 
return values: Numbers, Pointers, Structures 
forward reference (argument checking) 

Library Definition Limited-Freestanding environment 
Embedded Assembly Code 
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HPC C Compiler-CCHPC Introduction (Continued) 

All operators are supported, and anachronisms have 
been eliminated (as per the standard). Structure as­
signment, structure arguments, and structure func­
tions are also supported. Forward reference functions 
and argument type checking is supported. 
Assembly code may be embedded within C programs 
between special delimiters. 

COMPILER COMMAND FEATURES 

The CCHPC runs under different host operating sys­
tems. Depending on the host system and the CCHPC 
command line options, ordering of the elements and 
their syntax may vary. In all cases, the command line 
consists of the command name, options or switches, 
and the filename to be compiled. 
The compiler output, in the form of ASMHPC assem­
bler source statements, is put in a file with the exten­
sion ".asm". 
The following is a description of the CCHPC options or 
switches: 
Include C code in assembler code output-Assem­
bler output file contains the C source code lines as 
comments. 
Invoke C preprocessor before compilation-Al­
lows the C preprocessor invocation to be skipped. 
Invoke an alternative C preprocessor before com­
pilation-Allows an alternative preprocessor to be 
used. 
Setting the stack size-This switch takes a numeric 
argument in the form of a C constant. If the module 
being compiled contains the function main, the com­
piler uses the number as the size of the program's 
execution stack, in words. The option is ignored if the 
module does not contain main. 
Creating 8-bit wide code-This switch creates code 
that can be executed from a-bit wide memory by 
avoiding the use of instructions that fetch 16-bit oper­
ands (such as JIDW). This option DOES NOT allow 
the use of 16-bit values or data in a-bit memory. 
Placing string literals in ROM-The ANSI draft lan­
guage standard calls for string literals, and individual 
copies for each usage of the literal to be stored in 
RAM. This switch allows CCHPC to override this re­
quirement for efficiency, saving startup time, RAM and 
ROM space. Turn off compiler warning messages. 
Indicating directories for include files-This switch 
takes a string argument which is passed to the C pre­
processor. The C preprocessor uses it as a directory 
to search for include files. 
Defining symbol names-This switch passes the 
string argument to the C preprocessor. It instructs the 
preprocessor to perform the same function as the 
#define, allowing the symbol definitions to be moved 
to the invocation line. 
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Undefining symbol names-Similarly, this switch 
passes a string argument to the C preprocessor. It 
removes any previous definitions. 
Permit old-fashioned constructs-Certain anachro­
nisms from Kernighan and Ritchie C that are not per­
mitted in ANSI C will be accepted by the compiler if 
this option is specified. This option is a convenience 
for users porting a C program to CCHPC from a Kerni­
ghan and Ritchie compiler. 
Set chip revision level-This switch is used to gener­
ate code to work around bugs in specified chip revi­
sions. 
Generate symbolic debug information-This option 
causes the compiler to create symbolic debug infor­
mation which is passed to the output assembly file. 

BASIC DEFINITIONS 

Names may be arbitrarily long, but only the first 32 
characters are significant. Case distinctions are re­
spected. 
Constants may be of type decimal, octal, hex, charac­
ter and string. 
Escape sequences for new line, horizontal and verti­
cal tab, backspace, carriage return, form feed, alert, 
backslash, single quote, double quote, octal and hexi­
decimal numbers are supported. 
Comments imbedded in the source code begin with 
"/*" and end with "*/". Comments can not be nest­
ed. 
CCHPC supports the following Data types: 

Name Size in Bits 

char cca 
short 16 
int 16 
enum a or 16 
long 32 
signed char a 
signed short 16 
signed int 16 
signed long 32 
unsigned char a 
unsigned short 16 
unsigned int 16 
unsigned long 32 
float 32 
double 32 
long double 32 
struct sum of component sizes 
union maximum of component sizes 

The type "char" is treated as signed. Unsigned opera­
tions are treated the same as signed operation, ex­
cept for multiplication, division, remainder, right shifts 
and comparisons. For signed integers, the compiler 
uses an arithmetic right shift. For unsigned integers, a 
logical shift is used when shifting right. 
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HPC C Compiler-CCHPC Introduction (Continued) 

Keywords const and volatile can be applied to any 
data. Const indicates that the symbol refers to a loca­
tion which is read-only. If the symbol is· in static or 
global storage, it will be assigned to ROM memory. 
Volatile indicates that optimization must not change or 
reduce the accesses to the symbol. 
Since the HPC supports 8-bit operations, CCHPC 
does not automatically promote "char" types to "int" 
when evaluating expressions. For a binary operation, 
the compiler promotes a "char" to an "int" only if the 
other operand is a 16-bit (or more) value or if the re­
sult of the operation is required to be a 16-bit (or 
more) value. The use of 8-bit operations yields effi­
cient code without compromising the correctness of 
the result. 
CCHPC uses the standard C preprocessor and any 
standard preprocessor functions, including" # define", 
"#include" and macros with arguments are support­
ed. 

A program is set of intermixed variable and function 
definitions. Variables must always be defined before 
use, functions may be defined in any order. 
Variable initialization is performed according to the 
draft ANSI standard rules. 
Standard C operators, and their hierarchy are as de­
scribed in the ANSI standard draft. 
CCHPC allows the programmer to imbed assembler 
code directly in the C source. All data between "/$" 
and "$/" is copied directly to the assembler output file 
generated by CCHPC. 

CCHPC IMPLEMENTATION DEPENDENT 
CONSIDERATIONS 

Memory 

CCHPC is designed to execute in a 16-bit environ­
ment. Special care must be taken when using CCHPC 
in an 8-bit HPC system. 

Storage Classes 

CCHPC supports the following storage classes: 
auto 
static 
register 
typedef 
extern 

Due to HPC architectural features, the "register" stor­
age class is limited. A variable can be assigned a 
"register" only if it is of type pointer and only if a regis­
ter is available. The first "register" pOinter variable en­
countered is assigned to the HPC B register, the sec­
ond to the HPC X register and any subsequent ones 
are treated as "auto" (unless NOLOCAL is in effect, in 
which case it will be treated as "static"). 
The default storage class for global declarations is 
"static". The default storage class for declarations 
within functions is "auto". 
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Storage Class Modifiers 

To make maximum efficient use of HPC architectural 
features CCHPC supports the notion of "storage class 
modifiers". A storage class modifier may appear with 
or in place of a storage class. Following is the set of 
storage class modifiers: 

Keyword Applicable to 

BASEPAGE variable 
ACTIVE function 
NOLOCAL function 
INTERRUPTn function 
(where n = 1 to 7) 

Storage class modifiers may be supplied with each 
variable or function declaration. The effect of each 
storage class modifier is described in the following: 
BASEPAGE-The variable will be allocated in the 
BASE section. Accessing a basepage variable is more 
efficient than accessing any other type of variable but 
the amount of basepage storage is limited. 
ACTIVE-The address of the function is placed in the 
16 word JSRP table. Calls to the function will require 1 
byte of code. The most frequently called functions 
should be considered for designation as ACTIVE func­
tions for maximum code efficiency. 
NOLOCAL-The functions local variables are not al­
located on the run-time stack. Instead, they are allo­
cated in static storage. Access to local variables in a 
NOLOCAL function will be more efficient since access 
can be direct rather than indexed from the frame 
pointer. If a function has no arguments or local vari­
ables, then entry and exit from the function will be 
much more efficient since there will be no need to 
adjust the frame pointer on entry and exit of the func­
tion. 
INTERRUPTn-These modifiers can be used to set 
interrupt vectors (one through seven) to point to a par­
ticular function. Any function which has an INTER­
RUPT storage class modifier has special entry and 
exit code generated. This code will push all HPC regis­
ters (A, B, K, X, PSW and word at RAM address 0) 
onto the stack before executing normal function entry 
code. Exit code restores all registers before returning 
from the interrupt. 

C Stack Formation 

The Stack Pointer (SP) is initialized to the start ad­
dress assigned by the linker. The Stack Pointer al­
ways points to the next free location at the top of the 
stack. 
Within a function, the compiler maintains a Frame 
Pointer which is used to access function arguments 
and local automatic variables. The Frame Pointer lo­
cation is reserved by the compiler at location Oxbe. 



HPC C Compiler-CCHPC Introduction (Continued) 
To call a function, the compiler pushes arguments 
onto the stack in reverse order, performs a jump sub­
routine to the function, then decrements the Stack 
Pointer by the number of bytes pushed onto the stack. 
Since all stack pushes are 16-bits, any 8-bit argu­
ments are automatically promoted to 16-bits. On func­
tion entry, the compiler creates new stack and frame 
pointers for the function. On exit, the stack and frame 
pointers are restored to the values they had on entry 
to the function. 
Using In-Line Assembler Code 

CCHPC allows in-line assembler code to be entered in 
the body of a C function. The assembler code can 
access any of the currently active variables or can get 
the address of a variable. 
Efficiency Considerations 

HPC code size and execution time can be optimized 
by making maximum use of BASEPAGE variables. 
When BASEPAGE is full, static variables are next 
most efficient. The least efficient variables are auto­
matic since they require an indirect indexed access. 
Minimizing the use of longs and floats will improve 
efficiency. The HPC architecture strongly supports un­
signed arithmetic, so the programmer should use un­
signed variables except for cases that absolutely re­
quire signed arithmetic. The compiler does not at­
tempt to identify common subexpressions for compu­
tation only once, so this must be done by the program­
mer. 
Statements and Implementation 

The following C statements are supported by CCHPC: 

expression; 
if 
if ... else 
while .. . 
do ... while 
for .. . 
break 
goto 
continue 
return 
return .. . 
case .. . 
default 
switch .. . 
switchf .. . 
loop .. . 

The switch statement will generate an efficient jump 
table for a set of cases if the cases are sufficiently 
close, or it will generate individual tests for each case. 
The switchf statement is the same as the switch state­
ment except that when a jump table is generated for 
the switchf statement the compiler does not generate 
the code necessary to check the bounds of the value 
to be switched on. This creates a more efficient form 
of the switch statement but the programmer must in­
sure that the value being switched on is in range. 
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The loop statement is an extension to the ANSI stan­
dard. Loop allows the programmer to create a code 
efficient loop by using the HPC DECSZ instruction. 
The loop statement may be nested. A break state­
ment inside the loop will cause an immediate exit from 
the loop. 

Run-Time Notes 

During evaluation of complex expressions, the compil­
er uses the stack to store intermediate results. 
All HPC C programs start with a call to the function 
"main" with no arguments. Before calling "main", run­
time start-up code initializes RAM. The initial values of 
static or global variables with initialization are stored in 
ROM and copied to the appropriate variables in RAM. 
Static or global variables without initialization are 
cleared to zero. The function "main" must be defined. 
When "main" returns to the run-time start-up routine it 
executes the HALT macro provided which puts the 
chip in an infinite loop. 
Since the run-time stack is of fixed size and there is no 
check for stack overflow, it is up to the programmer to 
insure that the stack area is large enough to prevent 
stack overflow. 
Memory location zero is reserved by the compiler. 

The HPC C Compiler User's Manual provides addition­
al information on the features and functions of 
CCHPC. 

HPC Cross Assembler-ASMHPC 
INTRODUCTION 

The MOLE HPC cross-assembler (ASMHPC) is a 
cross-assembler for the NSC HPC family of microcon­
trollers. ASMHPC translates symbolic input files into 
object modules and generates an output listing of the 
source statements, machine code, memory locations, 
error messages, and other information useful in de­
bugging and verifying programs. 
ASMHPC has the following useful features-
- Macro capability that allows common code se­

quences to be coded once. 
- Conditional code assembly is supported. 

- Translates symbolic assembly code modules into 
object code. Object modules are linkable and relo­
catable. 

- Symbolic names may be defined for any HPC reg­
ister, memory location or 1/0 port. Symbols may 
be defined as byte or word size. 

- Symbol table and cross-reference output is provid­
ed. 

- Full set of Assembler directives are provided for 
ease of generating vector tables for interrupts, 
short subroutine calls, jump indirects and other 
data generation within the object program. 

- Data and code sections are user definable. Sec­
tions may be relocatable or absolute. Sections 
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HPC Cross Assembler-ASMHPC (Continued) 

may be assigned to 8-bit memory to support the 
HPC 8-bit mode. Data sections may be assigned to 
basepage RAM on the HPC to maximize efficient 
access to variables. 

- Accepts assembly source code generated by the 
HPC C Compiler, CCHPC. 

- Full set of Assembler controls for greater flexibility 
in debugging modules and programs created by 
ASMHPC. 

ASSEMBLY LANGUAGE ELEMENTS 

Assembly Language Statement 

Assembly language statements are comprised of four 
fields of information. 
Label field-This is an optional field. It may contain a 
symbol used to identify a statement referenced by 
other statements. A symbol used in this manner is 
called a label. 
Operation field-This field contains an identifier 
which indicates what type of statement is on the line. 
The identifier may be an instruction mnemonic or an 
assembler directive. The operation field is required on 
all assembler statement lines, except those lines 
which consist of only a label and/or comment. 
Operand field-The operand field contains entries 
that identify data to be acted upon by the operation 
defined in the operation field. Operand examples are 
source or target addresses for data movement, imme­
diate data for register initialization, etc. 
Comment field-Comments are optional descriptive 
notes that are included in the program and listings for 
programmer reference and program documentation. 
Comments have no effect on the asembled object 
module file. 

Character Set 

Each assembly language statement is written using 
the following characters: 
Letters-A through Z (a through z) 
Numbers-O through 9 
Special Characters-!$%'( )*+ ,-./;:< = >&#?_b" 
Note: Upper and lower case are distinct; b' indicates a blank. 

Location Counter 

There is a separate location counter for each program 
section, and the counter is relative to the start of that 
section. The assembler uses the location counter in 
determining where the current statement goes in the 
current program section. If the program section is relo­
catable, the linker does the final job of assigning an 
absolute address to the instruction. 

Symbols and Labels 

Symbols and labels are used to provide a convenient 
name for values and statements. Symbols and labels 
have the same rules for construction, only their use 
distinguishes a symbol from a label. 
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Rules for symbol or label construction are: 
1. The first character must be either a letter, a ques­

tion mark (?), an underscore (_), a dollar sign ($) or 
a period (.). 

2. All other characters may be any alphanumeric char­
acter, dollar sign ($), question mark (?) or under­
score (_). 

3. The maximum number of characters in a symbol or 
label may be selected by the user with the SIZE-
SYMBOL control. The default is 64. 

4. Symbols starting with dollar sign ($) are local sym-
bols and are defined only within a local region. 

5. Labels and symbols are case sensitive. 

Operand Expression Evaluation 

The expression evaluator in the assembler evaluates 
an expression in the operand field of a source pro­
gram. The expressions are composed of combina­
tions of terms and operators. An expression may con­
sist of a single term or may consist of two or more 
terms combined using operators. Terms are-num­
bers in decimal, hexadecimal, octal or binary, string 
constants, labels and symbols or the location counter 
symbol. Each term has four attributes: its' value, relo­
cation type, memory type and size. The relocation 
type is either absolute or relocatable. The memory 
type indicates whether the term represents a BASE, 
RAM8, ROM8, RAM16, ROM16 or null (in the case of 
an absolute term). The size of a term is null, byte or 
word. 
The operators allowed in ASMHPC are: arithmetic, 
logical, relational, upper and lower byte extraction and 
untype operators. Arithmetic operators are +, -, *, /, 
MOD, SHL, ROL and ROR. The logical operators are 
NOT, AND, OR and XOR. The relational operators are 
EO, NE, GT, L T, GE and LE. Upper and lower extrac­
tion operators are HIGH and LOW. The untype opera­
tor is &. 
Parentheses are permitted in expressions. Parenthe­
ses in expressions override the normal order of evalu­
ation, with the expression(s) within parentheses being 
evaluated before the outer expressions. 
Numbers are represented in ASMHPC in 16-bit 2's 
complement notation. Signed numbers in this repre­
sentation have a range of -32768 (x'8000) to 
+ 32767 (x'7FFF). Unsigned numbers are in the range 
of a to 65535. String constants are internally repre­
sented in the 8-bit ASCII code. All expression evalua­
tion is done treating terms as unsigned numbers, for 
example, -1 is treated as having the value x'FFFF. 
The magnitude of the expression must be compatible 
with the memory storage available for the expression. 
For example, if the expression is to be stored in an 8-
bit memory location, then the value of the evaluated 
expression must not exceed x' FF. 
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ASSEMBL V PROCESS 

The ASMHPC assembler performs its functions by 
reading the assembly language statements sequen­
tially from the beginning of a module or a program to 
the end, generating the object code and a program as 
it proceeds. 

The ASMHPC assembler is a multi-pass assembler 
which allows it to resolve forward referenced symbols 
and labels efficiently. The number of passes can be 
selected using the PASS control. This allows the user 
to select the level of optimization of forward refer­
enced instructions. 

MACROS 

Macros help make an assembly language program 
easier to create, read and maintain. A macro definition 
is an assembly statement or statements that are re­
ferred to by a macro name. The macro may have pa­
rameters that are operated upon by the assembly 
statements. ASMHPC will substitute the macro defini­
tion for the macro name with the appropriate parame­
ters during the assembly process. Repetitive or similar 
code can be defined as macros and the programmer 
can use the macros to build a library of basic routines. 
Variables unique to particular applications can be de­
fined in and passed to a particular macro when called 
by main programs. 

Defining a Macro 

Macros must be defined before they are used in a 
program. Macro definitions do not generate code. 
Code is generated only when the macros are called by 
the assembly program. Macro definitions have a Mac­
ro name by which the macro will be referred in the 
program, declaration of any parameters to be used in 
the macro, assembler statements that are contained 
in the macro and directives that define the boundaries 
of the macro. 
Following is the macro definition structure: 

.MACRO mname [,parameters] 

• 
• 
• 

macro body 

.ENDM 
where: 

• 
• 
• 

- .MACRO is the assembler directive which initiates 
the macro definition. 

- mname is the name of the macro. Multiple macros 
can have the same name. The last macro defined 
is the macro definition used. Macro definitions are 
retained in the macro definition table; if the current 
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macro is deleted by the .MDEL directive, the previ­
ous definition becomes active. If mname is the 
same as a valid instruction mnemonic, the macro 
name is used in place of the normal instruction. 

- Parameters are the optional list of parameters 
used in the macro. Parameters are delimited from 
mname and additional parameters with commas. 

- The macro body is a sequence of assembly lan­
guage statements and may consist of simple text, 
text with parameters, and/or macro-time opera­
tors. 

- .ENDM identifies the end of the macro and must 
be used to terminate the macro definition. 

Calling a Macro 

Once a macro has been defined, it may be called by a 
program to generate code. A macro is called by plac­
ing the macro name in the operation field of the as­
sembly language statement, followed by the actual 
value of the parameters to be used (if any). The form 
of a macro call is: 

mname [parameters] 
where: 
- mname is the previously assigned name in the 

macro definition and 
- parameters are the optional list of input parame­

ters. When a macro is defined without parameters, 
the parameter list is omitted from the call. 

The macro call as well as the expanded macro as­
sembly code will appear on the assembler listing if the 
appropriate controls are enabled. 

Using Parameters 

The power of a macro can be increased with the use 
of optional parameters. The parameters allow variable 
values to be declared when the macro is called. 

When parameters are included in a macro call, the 
following rules apply to the parameter list: 

1. One comma and zero or more blanks delimit pa­
rameters. 

2. A semicolon terminates the parameter list and 
starts the comment field. 

3. Single quotes (') may be included as part of a pa­
rameter except as the first character of a parame­
ter. 

4. A parameter may be enclosed in single quotes (,), in 
which case the quotes are removed and the string 
is used as the parameter. This function allows 
blanks, commas, or semicolon to be included in the 
parameter. To include a quote in a quoted parame­
ter, include two quotes ("). 

5. Missing or null parameters are treated as strings of 
length zero. 

The macro operator @ references the parameter list in 
macro call. Using the operator @ in an expression, the 
number of parameters can be used to control condi­
tional macro expansion. The @ operator may also be 
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used with a constant or symbol to reference the indi­
vidual parameters in the macro parameter list. These 
capabilities eliminate the need for naming each pa­
rameter in the macro definition, which is useful when 
there are long parameter lists. Using the @ parameter 
count operator it is possible to create macros which 
have a variable number of parameters . 
The macro operator for concatenation is A. In a macro 
expansion the A operator is removed and the strings 
on each side of the operator concatenated after pa­
rameter substitution. This operator provides the ability 
of creating variable labels through the use of macros. 

Local Symbols 

When a label is defined within a macro, a duplicate 
definition results with the second and each subse­
quent call of the macro. This problem can be avoided 
by using the .MLOC directive to declare labels local to 
the macro definition. 

Conditional Expansion 

The conditional assembly directives allow the user to 
generate different lines of code from the same macro 
simply by varying the parameter values used in the 
macro calls. 

Nested Macro Calls 

Nested macro calls are supported. A macro definition 
may call another macro. The number of allowable lev­
els of nesting depends on the sizes of the parameter 
lists, but at least ten is typical. 

A logical extension of the nested macro call is the 
recursive macro call, that is a macro that calls itself. 
This is allowed, but the programmer must insure that 
the call does not create an infinite loop. 

Nested Macro Definitions 

A macro definition may be nested within another mac­
ro. Such a macro is not defined until the outer macro 
is expanded and the nested macro is executed. This 
allows the creation of special purpose macros based 
on the outer macro parameters. Using the .MDEL di­
rective and the nested macro capability a macro can 
be defined only within the range of the macro that 
uses it. 

Macro Comments 

All lines within a macro definition are stored with the 
macro, however, any text following "; ;" is removed 
before being stored. This text will appear on the listing 
of the macro definition but will not appear on the mac­
ro expansion. 

ASSEMBLY LISTING 

The listing generated by ASMHPC contains program 
assembly language statements, line numbers, page 
numbers, error messages and a list of the symbols 
used in the program. The listing of assembly language 
statements which generate machine code includes 
the hexadecimal address of memory locations used 
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for the statement and the contents of these locations. 
To the left of the instruction, an "R" indicates a relo­
catable argument in this instruction, "X" indicates an 
external argument, "C" indicates a complex argument 
and "+" indicates macro expansion. 
The assembler listing optionally includes an alphabeti­
cal listing of all symbols used in the program together 
with their values, absolute or relocatable type, word or 
byte or null type, section memory type and public or 
external. Optionally a cross reference of all symbol 
usage by source line number is given; the defining line 
number is preceded by a "-". 
The total number of errors and warnings, if any, is 
printed with the listing. Errors and warnings associat­
ed with assembly language statements are flagged 
with descriptive messages on the appropriate state­
ment lines. 

Directives 

Directive statements control the assembly process 
and may generate data in the object program. The 
directive name may be preceded by one or more la­
bels, and may be followed by a comment. The direc­
tive's name occupies the operation field. Some direc­
tives require an operand field expression. 

Assembler Controls 

An assembler control is a command that may be used 
in the source program on a control line or on the invo­
cation line as an option. A control line is indicated by a 
# in column 1 of the source line. Comments may be 
included on a control line by preceding the comment 
with a semicolon. Invocation line controls are masters 
and override the same controls in the program source. 
Examples of assembler control capabilities are: format 
control of the assembly listing, enable/disable listing 
of conditional code and conditional directives, listing 
of comment lines, macro expansion lines, macro ob­
ject lines only. Cross references and symbol tables 
can be generated in the listing file, macro local sym­
bols and constants can be put into the symbol table, 
number of assembler passes specified, assembler 
controls saved and restored ... 

ASSEMBLER INVOCATION 

ASMHPC invocation will vary somewhat depending 
upon the host operating system being used. All sys­
tems have a similar invocation line format. The argu­
ments for ASMHPC invocation are: the name of the 
assembly program(s) or module(s) to be assembled, 
list of assembler options and the name of a command 
file that contains additional invocation line source file­
names and/or options. An assembler invocation line 
option is an assembler control that is specified in a 
manner consistent with the requirements of the oper­
ating system. When specifying a filename, the name 
may include a directory path. If no arguments are 
specified on the invocation line, the ASMHPC HELP 
menu is displayed. 



HPC Cross-Unker-LNHPC 
INTRODUCTION 

The MOLE HPC cross-linker (LNHPC) links object files 
generated by ASMHPC. The result is an absolute load 
module in various formats, such as the MOLE II .1m" 
format, INTEL Hex or COFF formats. LNHPC com­
bines a number of ASMHPC relocatable object mod­
ules into a single absolute object module with a" the 
relocatable addresses assigned. A" external symbol 
references between modules are resolved, and library 
object modules are linked as required. 
LNHPC creates two outputs: 
1. An absolute object module file that can be down­

loaded to the MOLE development system for emu­
lation and debugging. The output could also be 
used by the HPC Source Level Debugger if the 
SYMBOL option was used on CCHPC to create 
symbolic information. 

2. A load map that shows the result of the link with an 
optional cross reference listing. 

LNHPC MEMORY ALLOCATION 

The Linker places each section in memory based on 
the attributes of the section and the memory that is 
available. Available memory is specified by the 
RANGE command. Each section has the following at­
tributes: 
Memory type-BASE, ROM8, ROM16, RAM8, 
RAM16 
Size-determined from the object modules 
Absolute-section was specified as absolute in as­
sembler 
Fixed-starting address was specified by the SECT 
command 
Ranged-memory range was specified by the SECT 
command. 
Memory is allocated section by section. Sections are 
allocated in the following order: 
1. Each absolute or fixed section is placed in memory 

at its specified address. 
2. Each ranged section is placed in memory within the 

specified range, regardless of whether this memory 
has been allocated in the Range Definition. An error 
will occur if the section can not be located. 

3. A" remaining sections are allocated as follows: As 
each section is processed, the ranges for its memo­
ry type are examined to find enough free space to 
allocate the section. Each range is examined in or­
der. The first space large enough to contain the 
section is used. At this point, the memory allocated 
is marked used. If not enough memory is available 
to allocate the section, an error message is dis­
played. For efficiency, sections which may contain 
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word aligned data (ROM16, RAM16, BASE which 
are word aligned) are allocated first. The user wi" 
benefit if the word aligned data is placed in these 
sections and byte data in other sections. 

The load map shows the following: 
- Range definitions showing the memory ranges 

specified by the /RANGE option or by the default. 
- The Memory Order Map showing the starting and 

ending addresses of each contiguous range of 
memory used. 

- The Memory Type Map showing how memory is 
allocated organized by the memory type. 

- The Total Memory Map showing the allocation of 
a" ROM and a" RAM. 

- The Section Table showing each section in the link, 
along with its starting and ending address. Section 
attributes are also displayed. 

LINKER INVOCATION 

LNHPC invocation wi" vary somewhat depending 
upon the host operating system being used. A" sys­
tems have a similar invocation line format. The argu­
ments for LNHPC invocation are-the name of the ob­
ject file(s), module(s) or libraries to be linked, list of 
linker options and the name of a command file that 
contains additional invocation line source filenames 
and/ or options. A linker invocation line option is a link­
er control that is specified in a manner consistent with 
the requirements of the operating system. When spec­
ifying a filename, the name may include a directory 
path. If no arguments are specified on the invocation 
line, the LNHPC HELP menu is displayed. 

HPC Cross-Librarian-LlBHPC 
INTRODUCTION 

The MOLE HPC cross-librarian (LlBHPC) reads object 
modules produced by ASMHPC and combines them 
into one file called a library. The linker can then 
search the library for any undefined external symbols 
and link the object module associated with the exter­
nal symbol. LNHPC wi" only link in those library object 
modules required to satisfy external references to 
maximize efficient use of memory space. LlBHPC is a 
librarian utility that is provided to allow the user to de­
velop standard modules and place them in libraries. 
The user may add, delete and list modules in a library 
file. A library of typical C functions is supplied with the 
HPC C Compiler (CCHPC). This library is an example 
of the type of library that could be created for an HPC 
application program. It is intended to be used as a 
template for the user to create a custom library specif­
ic to the application for maximum code efficiency. 
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HPC Cross-Librarian-LlBHPC (Continued) 

LIBRARIAN INVOCATION 

L1BHPC invocation will vary somewhat depending 
upon the host operating system being used. All sys­
tems have a similar invocation line format. The argu­
ments for LlBHPC invocation are-the name of the 
library file to process, list of librarian options and the 
name of a command file that contains additional invo­
cation line source filenames and/or options. A librari­
an invocation line option is a librarian control that is 
specified in a manner consistent with the require­
ments of the operating system. When specifying a file­
name, the name may include a directory path. If no 
arguments are specified on the invocation line, the 
LlBHPC HELP menu is displayed. 

HPC Source Debugger-DBHPC 
The HPC Source Debugger is designed to be a 
source-level debugger for the HPC family of microcon­
trollers. This package will have capabilities similar to 
the HPC MOLE, yet offer the support of symbolics and 
source code debugging facilities for C language pro­
grams. DBHPC will execute on the IBM PC or compat­
ible machines and control the MOLE development 
station using interactive sequences transparent to the 
user to effect high level debug functions. DBHPC will 
also provide download capability to the MOLE. 

DBHPC will have the ability to display and modify data 
as symbolic variables or as variable addressing ex­
pressions in the context of the program. Data will be 
displayed as the variable or expression type, but can 
be overridden by specifiers derived from "printf"-type 
controls. The HPC hardware registers are available for 
display and modification. Those registers defined and 
used by the program will be available in the context of 
their use by the program and with the others, e.g. in­
terrupt or processor registers, will also be available, 
even though the program does not access them. 

The debugger will provide hardware Breakpoint capa­
bility as supplied by the MOLE. Also available will be 
software qualification of Breakpoints done by the PC 
to provide the user with the capability of specifying 
complex Breakpoint triggering conditions. Breakpoints 
can be set for execution of functions, source lines or 
addresses and accesses to variables or data address­
es. Singlestepping will be available by source code 
line or by machine instruction. Functions may be 
stepped through as if it were a single operation or into 
the function to examine the internal actions within the 
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function. During Breakpoint, the trace will record and 
display the prior 2000 HPC accesses, machine in­
structions or C source lines. 

DBHPC will display source code and search for strings 
in the source code. The display of source code can be 
C source from the file, disassembled assembly code, 
or as C source with corresponding assembly code in­
termixed. The C stack can be displayed showing the 
current function calling history. The program variables 
and data may be autoprinted on execution of a Break­
point. 
A history file may be created with DBHPC recording 
the DBHPC input and responses. The history file, or a 
simple ASCII file, may be used as input to DBHPC. 
This provides the capability of re-running debug ses­
sions. Operating system commands can be executed 
from within DBHPC and control can be passed back to 
the debugger. A transparent mode will allow interac­
tion through the debugger directly to the MOLE. 
DBHPC uses COFF files generated by the HPC C 
Compiler, Assembler, and Linker to obtain the object 
code and symbolic information required for debug­
ging. The COFF files are created with the /symbol 
switch on the CCHPC and ASMHPC packages. 

Following is a summary of the commands and fea­
tures of DBHPC: 

Commands for Data Manipulation 

Command Options 
Byte 

Alter Word 
Deposit 
Find 
List 

Type 
Modify 

Long 
Float 
Pointer 
Chars 

These MOLE commands are available on the HPC 
Debugger with additional arguments. The Byte, Word, 
... options are used to define the data type to be used 
in performing this operation. 

The Type and Modify commands have only Byte, 
Word and Long options. 

Added to the MOLE commands for data manipulation 
is a command for displaying variables, values of ex­
pressions and data pointed at by variables or address 
expressions. This command is called View. 



HPC Source Debugger-DBHPC (Continued) 

Debug Commands 

Autoprint Displays user selected information on each Breakpoint, Watchpoint or Singlestep. 

Breakpoint MOLE hardware Breakpoint specified with C source trigger conditions. 

Clear Clears Breakpoint, Time, Trace, Watch point enables. 

Watchpoint Hardware/Software Breakpoint allowing the user to define complex triggering 
conditions and sequences. The user program will not execute in real time until 
reaching the Watchpoint condition in all cases. 

Trace MOLE hardware Trace specified with C source trigger conditions. 

Time MOLE Time function specified with C source trigger conditions. 

Singlestep Step each C source line. 

Next Source Step over a function. 

Single Inst. Step each machine instruction. This is the MOLE Singlestep function. 

Next Inst. Step over subroutines. This is the MOLE Next function. 

Reset Resets the HPC on the MOLE. 

RGo Performs a Reset and Go command. 

Go Starts running the HPC or enables a Breakpoint, Trace, Time or Watchpoint 
command. 

Search Search Trace memory for specified occurrence. 

Stack History Display program stack showing functions, arguments and local variables. 

List Source Lists C source code. 

List Xtended Lists program as C source followed by assembly code. 

Put MOLE Put function allows input of assembly code line-by-line. 

Commands for Controlling Status 

Radix Sets default radix for input and display. 

Trace Mode Sets mode of Trace. Capture of source line, machine cycle or machine instruction. 

Status Display chip and debugger status. 

Help Displays Help menu. 

End Ends debugger session. 

History Create a History file on disk. 

Special Commands 

Load Load file from disk to MOLE and initialize DBHPC. 

Map Map emulation memory on or off-board the MOLE. 

Bypass Bypass debugger and communication directly with MOLE. 

Chip Define chip and system memory configuration for MOLE. 

Diagnostic Run MOLE on-board Diagnostics. 

I Invoke a shell or execute a DOS command. 
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HPC Source Debugger-DBHPC (Continued) 

HOW TO ORDER HPC SOFTWARE 

HPC software is available for a variety of host environ­
ments. To order a software package, seleGf the host 
system and order the part number listed. 

Included, along with the cross assembler, in the soft­
ware package are two file conversion routines to con­
vert the assembler output (LM) to HEX and to convert 
HEX to LM. Also included in the software package is a 
COMM program which facilitates the downloading and 
uploading between the host and the MOLE, and adds 
the capability to make the host ·act as a terminal. 

The C compiler package also includes the relocatable 
assembler. Order one or the other but not both. 

An HPC software evaluation package is available 
(MOLE-HPC-IBMEVAL) that will allow up to 1000 lines 
of code to be compiled, assembled and linked. 

Software Selection Table 

Host· 
Order 

Description Includes 
Manual 

Part Number Number 

IBM-PC MOLE-HPC-IBMR Relocatable Assembler HPC Software Users Manual 
Software for IBM and Software Disk 424410836-001 
(ASMHPC, L1BHPC, PC-DOS Communications 
LNHPC, DBHPC) Software Users Manual 420040416-001 

MOLE-HPC-IB~-CR C Compiler for IBM HPC C Compilers Users Manual 
(CCHPC) and Software Disk 424410883-001 

Assembler Software for IBM 
MOLE-HPC-IBM 424410897 -001 

MOLE-HPC-IBMEVL Evaluation Module Includes Assembler 
and C Compiler 
Evaluation Software 

'VAX, VMS and VAX UNIX will be supported in the near future. Contact field sales for more information. 

8-28 



Section 9 
Appendices/ 
Physical Dimensions 



Section 9 Contents 
Industry Package Cross Reference ................................................... 9-3 
Surface Mount . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9-5 
PLCC Packaging........................................ ........................... 9-7 
TapePak Packaging ................................................................ 9-11 
Physical Dimensions. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9-12 
Data Bookshelf 
Authorized Distributors 

9-2 



Industry Package Cross-Reference Guide 

NSC Signetics Intel Motorola 

0 8·, 14·, 16·, 
20· and 28·Lead 0 I C L 

mrow Glass/Metal DIP 

0 8·, 14· 16·, 20·, 
24· and 28·Lead 

J F 0 U 
Low Temperature 

mmw Ceramic DIP 

0 
IGUUUUUtd 

SO 
(Narrow Body) M 0 0 

RRRRRRRRRR (Wide Body) WM 

D 
• 

1::11::1 ~H:HH:H:HH:l1::I 

IiAAAARJUUiRJ 

D 8·, 14· 16·, 20· V, 
24· and 28·Lead N A, P P m Plastic DIP B 

9·3 

TI RCA 

0 

J 

0 M 

OW 

P, 
E 

N 

~ 
Hitachi NEC 

C 0 

G 0 

MP G 

P C 

S' 
a. 
c rn 
~ 
-a 
I» 
C") 
;III;'" 
I» 
ca 
CD 
o a rn rn 
:b 
CD ;-
c;J 
:::J 
n 
CD 
C) 
C c: 
CD 

• 



~ r---------------------------------------------------------------------------~ 
"C 
'5 
CJ 
~ 
u 
c 
~ ... 
~ -~ a: 
~ rn 
o ... 
o 
~ 
C) 
ftI 

...lIII: 
U as 
a.. 
~ -rn :::s 

"C 
.5 

PCC 

NSC Signetics Intel Motorola TI RCA Hitachi NEC 

v A N FN FN Q CP L 

9·4 



~National 
D Semiconductor 

Transmission Line Drivers/Receivers 

The common purpose of transmission line drivers and re­
ceivers is to transmit data quickly and reliably through a 
variety of environments over electrically long distances. 
This task is complicated by the fact that externally intro­
duced noise and ground shifts can severely degrade the 
data. 

The connection between two elements in a system should 
be considered a transmission line if the transmitted signal 
takes longer than twice its rise or fall time to travel from the 
driver to the receiver. 

Single-Ended Data Transmission 
In data processing systems today there are two basic 
means of communicating between components. One meth­
od is single-ended, which uses only one signal line for data 
transmission, and the other is differential, which uses two 
signal lines. 

The Electronics Industry Association (EIA) has developed 
several standards to simplify the interface in data communi­
cations systems. 

RS-232 

The first of these, RS-232, was introduced in 1962 and has 
been widely used throughout the industry. RS-232 was de­
veloped for single-ended data transmission at relatively 
slow data rates (20 kBaud) over short distances (up to 
50 ft.). 

RS-423 

With the need to transmit data faster and over longer dis­
tances, RS-423, a newer standard for single-ended applica­
tions, was established. RS-423 extends the maximum data 
rate to 100 kBaud (up to 30 ft.) and the maximum distance 

to 4000 feet (up to 1 kBaud). RS-423 also requires high 
impedance driver outputs with power off so as not to load 
the transmission line. 

Differential Data Transmission 
When transmitting at very high data rates, over long dis­
tances and through noisy environments, single-ended trans­
mission is often inadequate. In these applications, differen­
tial data transmission offers superior performance. Differen­
tial transmission nullifies the effects of ground shifts and 
noise signals which appear as common mode voltages on 
the transmission line. 

RS-422 

RS-422 was defined by the EIA for this purpose and allows 
data rates up to 10 MBaud (up to 40 ft.) and line lengths up 
to 4000 feet (up to 100 kBaud). 

Drivers designed to meet this standard are well suited for 
party-line type applications where only one driver is con­
nected to, and transmits on, a bus and up to 10 receivers 
can receive the data. While a party-line type of application 
has many uses, RS-422 devices cannot be used to con­
struct a truly multipoint bus. A multipoint bus consists of 
multiple drivers and receivers connected to a single bus, 
and anyone of them can transmit or receive data. 

RS-485 

To meet the need for truly multipoint communications, the 
EIA established RS-485 in 1983. RS-485 meets all the re­
quirements of RS-422, but in addition, this new standard 
allows up to 32 drivers and 32 receivers to be connected to 
a single bus-thus allowing a truly multipoint bus to be con­
structed. 

RS-232C Application 

DATA 
IN 

DATA 
IN 

":" 

EIA RS-423 Application 
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Differential Data Transmission (Continued) 

EIA RS-422 Application 

I-- RS422 ---I 
I INTERFACE .... I 

,~---~~~ )~~-----t 

DA1: 0- > DPTIONA: ~ 
- » »LfJ 

DATA 
OUT 

TLIOO/2901-3 

The key features of RS-485: 
• Implements a truly multipoint bus consisting of up to 32 

drivers and 32 receivers 
• An extended common-mode range for both drivers and 

receivers in TRI-STATE and with power off (-7V to 
+12V) 

• Drivers can withstand bus contention and bus faults 

National Semiconductor produces a variety of drivers, re­
ceivers, and transceivers for these four very popular trans­
mission standards and numerous other data transmission 
requirements. 

Shown below is a table that highlights key aspects of the 
EIA Standards. More detailed comparisons can be found in 
the various application notes in Section 1. 

RS-485 Application 

1 ~ri ~ / / / / ~ ~~o 
OHMS i"~""-__ ~ __ ~~"">-""'-+_-+~I-""" __ ~'\:""'~>-"""'--4""-+-'-"_--'-1' OHMS 

D-Driver 

R - Receiver 

T - Transceiver 

// 1/\ lAl) // 1 
'j."K/D\ V 

TL/OO/2901-4 

SpeCification RS-232C RS-423 RS-422 RS-485 

Mode of Operation Single-Ended Single-Ended Differential Differential 

Number of Drivers and Receivers 1 Driver, 1 Driver, 1 Driver, 32 Drivers, 
Allowed on One Line 1 Receiver 10 Receivers 10 Receivers 32 Receivers 

Maximum Cable Length 50 feet 4000 feet 4000 feet 4000 feet 

Maximum Data Rate 20 kb/s 100 kb/s 10 Mb/s 10 Mb/s 

Driver Output Maximum Voltage ±25V ±6V - 0.25V to + 6V -7Vto + 12V 

Driver Output Signal Level I Loaded ±5V ±3.6V ±2V ±1.5V 

I Unloaded ±15V ±6V ±5V ±5V 

Driver Load Impedance 3 kO to 7 kO 4500 min 1000 540 

Maximum Driver Output Current I Power On ---- ---- ---- ± 100 /-LA 
(High Impedance State) I Power Off VMAX/3000 ± 100 /-LA ±100 /-LA ± 100 /-LA 

Slew Rate 30 V//-Ls max Controls Provided ---- ----
Receiver Input Voltage Range ±15V ±12V -7Vto +7V -7Vto +12V 

Receiver Input Sensitivity ±3V ±200 mV ±200 mV ±200mV 

Receiver Input Resistance 3 kO to 7 kO 4 kO min 4 kO min 12 kO min 

9-6 



~National 
~ Semiconductor 
Plastic Leaded Chip Carrier (PLCC) Packaging 

General Description 
The Plastic Leaded Chip Carrier (PLCG) is a miniaturized 
low cost semiconductor package designed to replace the 
Plastic Dual-In-Line Package (P-DIP) in high density applica­
tions. The PLCC utilizes a smaller lead-to-Iead spacing-
0.050" versus 0.100" - and leads on all four sides to 
achieve a significant footprint reduction over the P-DIP. The 
rolled under J-bend lead form separates this package style 
from other plastic quad packages with flat or gull wing lead 
forms. As with virtually all packages of 0.050" or less lead 
spacing, the PLCC requires surface mounting to printed cir­
cuit boards as opposed to the more conventional thru-hole 
mounting of the P-DIP. 

History 
The Plastic Leaded Chip Carrier with J-bend lead form was 
first introduced in 1976 as a premolded plastic package. 
The pre molded version has yet to become popular but the 
quad format with J-Bend leads has been adapted to tradi­
tional post molded packaging technology (the same tech­
nology used to manufacture the P-DIP). In 1980 National 
Semiconductor developed a post molded version of the 
PLCC. The J-bend leadform allowed them to adopt the foot­
print connection pattern already registered with JEDEC for 
the leadless chip carrier (LCG). In 1981 a task force was 
organized within JEDEC to develop a PLCC registration for 
package I/O counts of 20,28,44,52,68,84,100, and 124. 
A registered outline was completed in 1984 (JEDEC Outline 
MO-047) after many changes and improvements over the 
original proposals. This first PLCC registration covers 
square packages with an equal number of leads on all sides. 
A second registration, MO-052, was completed in 1985 for 
rectangular packages with I/O counts of 18, 22, 28 and 32. 

Since 1980 many additional semiconductor manufacturers 
and packaging subcontractors have developed PLCC capa­
bility. There are now well over 20 sources with the number 
growing steadily. 

Surface Mounting 
Surface mounting refers to component attachment whereby 
the component leads or pads rest on the surface of the PCB 
instead of the traditional approach of inserting the leads into 
through-holes which go through the board. With surface 
mounting there are solder pads on the PCB which align with 
the leads or pads on the component. The resulting solder 
joint forms both the mechanical and electrical connection. 

ADVANTAGES 
The primary reason for surface mounting is to allow leads to 
be placed closer together than the 0.100" standard for DIPs 
with through-hole mounting. Through-hole mounting on 
smaller than 0.100" spacing is difficult to achieve in produc­
tion and generally avoided. The move to 0.050" lead spac­
ing offered with the current generation of surface mounted 
components, along with a switch from a dual-in-line format 
to a quad format, has achieved a threefold increase in com­
ponent mounting density. A need to achieve greater density 
is a major driving force in today's marketplace. 
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MANUFACTURING TECHNIQUES 
Learning how to surface mount components to printed cir­
cuit boards requires the user to become educated in new 
assembly processes not typically associated with through­
hole insertion/wave soldering assembly methods. 

Surface mounting involves three basic process steps: 

1) Application of solder or solder paste to the printed circuit 
board. 

2) POSitioning of the component onto the printed circuit 
board 

3) Reflowing of the solder or solder paste. 

As with any process, there are many details involved to 
achieve acceptable throughput and acceptable quality. Na­
tional Semiconductor offers a surface mounting guide which 
deals with the specifics of successful surface mounting. We 
encourage the user to review this document and to contact 
us if further information on surface mounting is desired. 

Benefits of the PLCC 
There are four principle advantages offered the user by 
switching from P-DIP to PLCC. These four advantages are 
outlined below as follows: 

1. Increased Density-
- Typically 3-to-1 size reduction of printed circuit 

boards. See Figure 1 for a footprint comparison be­
tween PLCC and P-DIP. This can be as high as 6-to-
1 in certain applications. 

- Surface mounting allows components to be placed 
on both sides of the board. 

- Surface mount and thru-hole mount components can 
be placed on the same board. 

- The large diameter thru-holes can be reduced in 
number, entirely eliminated, or reduced in size (if 
needed for via connection). 

2. Increased Performance-
- Shorter traces on printed circuit boards. 
- Better high frequency operation. 
- Shorter leads in package. Figure 2 and Table I com-

pare PLCC and P-DIP mechanical and electrical 
characteristics. 

3. Increased Reliability-
- Leads are well protected. 
- Fewer connectors. 
- Simplified rework. 
- Vibration and shock resistant. 

4. Reduced Cost-
- Fewer or smaller printed circuit boards. 
- Less hardware. 
- Same low cost printed circuit board material. 
- Plastic packaging material. 
- Reduced number of costly plated-through-holes. 
- Fewer circuit layers. 
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TABLE I. ElectrIcal Performance of PLCC VS. P·DIP (44110 PLCC VS. 40 I/O P·DIP, both with Copper Leads) 

CrIterIa 
Shortest Lead Longest Lead 

PLCC P·DIP PLCC P·DIP 

Lead Resistance 3!l 4!l 6!l 7!l 
(Measured) 

Lead-to-Lead Capacitance 0.1 pF 0.1 pF 0.3 pF 3.0pF 
(Measured on Adjacent Leads) 

Lead Self-Inductance 3.2 nH 1.4 nH 3.5 nH 19.1 nH 
(Calculated) 

~TOTAlWlDlH 
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~ TOTAl 
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FIGURE 3. Package OutlIne 

TABLE II. PrIncIple DImensIons Inches/(Millimeters) (Refer to Figure 3) 

Lead Total WIdth Total HeIght Body WIdth Contact Spread 

Count MIn Max MIn Max MIn Max MIn Max 

20 0.385 sq. 0.395 sq. 0.165 sq. 0.180 sq. 0.345 sq. 0.355 sq. 0.310 sq. 0.330 sq. 
(9.779) (10.03) (4.191) (4.572) (8.763) (9.017) (7.874) (8.382) 

28 0.485 sq. 0.495 sq. 0.165 sq. 0.180 sq. 0.445 sq. 0.455 sq. 0.410 sq. 0.430 sq. 
(12.32) (12.57) (4.191 ) (4.572) (11.30) (11.56) (10.41) (10.92) 

44 0.685 sq. 0.695 sq. 0.165 sq. 0.180 sq. 0.645 sq. 0.655 sq. 0.610 sq. 0.630 sq. 
(17.40) (17.65) (4.191) (4.572) (16.38) (16.64) (15.49) (16.00) 
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TABLE II. Principle Dimensions Inches/(Mllilmeters) (Refer to Figure 3) (Continued) 

Lead Total Width Total Height Body Width Contact Spread 

Count Min Max Min Max Min Max Min Max 

68 0.985 sq. 0.995 sq. 0.165 sq. 0.180 sq. 0.945 sq. 0.955 sq. 0.910 sq. 0.930 sq. 
(25.02) (25.27) (4.191) (4.572) (24.00) (24.26) (23.11) (23.62) 

84 1.185 sq. 1.195 sq. 0.165 sq. 0.180 sq. 1.150 sq. 1.158 sq. 1.110 sq. 1.130 sq. 
(30.10) (30.36) (4.191) (4.572) (29.21) (29.41) (28.20) (28.70) 

124 1.685 sq. 1.695 sq. 0.180 sq. 0.200 sq. 1.650 sq. 1.658 sq. 1.610sq. 1.630 sq. 
(49.13) (49.39) (4.572) (5.080) (41.91) (42.11) (40.90) (41.40) 

TABLE III. Package Thermal Resistance 
(Deg. C/Watt, Junctlon-to-Amblent, Board Mount) 

Lead Count 
Device Size 

1,000 MII2 10,000 MII2 100,000 MII2 

20 102 85 67 

28 95 73 55 

44 54 47 40 

68 44 40 38 

84* 40 35 30 

124* 40 35 30 

"Estimated values 

Package Design Criteria when considering reliability. Many years of research and de-
velopment have gone into steadily improving our P-DIP 

Experience has taught us there are certain criteria to the quality and maintaining a leadership position in plastiC pack-
PLCC design which must be followed to provide the user age reliability. All of this technology can be directly applied 
with the proper mechanical and thermal performance. to the PLCC. Table V shows the results 01 applying this 
These requirements should be carefully reviewed by the technology to the PLCC. As we make further advances in 
user when selecting suppliers for devices in PLCC. Some of plastic package reliability, these will also be applied to the 
these are covered by the JEDEC registration and some are PLCC. 
not. These important requirements are listed in Table IV. 

Reliability Sockets 
There are several manufacturers currently offering sockets 

National Semiconductor utilizes an assembly process for for the plastic chip carrier. Following is a listing of those 
the PLCC which is similar to our P-DIP assembly process. manufacturers. The listing is divided into test/burn-in and 
We also utilize identical materials. This is a very important production categories. There may be some individual sock-
point ets that will cover both requirements. 

TABLE IV. Package Design Criteria 

Criteria 
Required to Comply with 

JEDEC Registration 

Minimum Inside Bend Radius of Lead at Shoulder Equal or Greater than Lead Not Required 
Thickness-to Prevent Lead Cracking/Fatigue 

Minimum One Mil Clearance Between Lead and Plastic Body at all Points-to Not Required 
Provide Lead Compliancy and Prevent Shoulder Joint Cracking/Fatigue 

Copper Leads for Low Thermal Resistance Not Required 

Minimum 10 Mil Lead Thickness for Low Thermal Resistance and Good Not Required 
Handling Properties 

Minimum 26 Mil Lead Shoulder Width to Prevent Interlocking of Devices Yes 
During Handling 

Maximum 4 Mils coplanarity Across Seating Plane of all Leads Yes 
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TABLE V. Reliability Test Data 
(Expressed as Failures per Units Tested) 

Device/Package OPL TMCL TMSK BHTL 

LM324/20 Lead 0/96 0/199 0/50 0/97 

LF353/20 Lead 0/50 0/50 - 0/45 

DS75451 /20 Lead 0/47 - 0/50 0/93 

DM875191 /28 Lead 0/154 0/154 0/154 0/154 

DM875181/28 Lead 0/77 0177 0/77 0177 

OPL = Dynamic high temperature operating life at 125·C or 150·C, 1,000 hours. 

ACLV 

0/300 

0/100 

0/179 

0/154 

0177 

TMCL = Temperature cycle, Air-to-Air, -400C to + 125·C or -65·C to + 1500C, 2,000 cycles. 

TMSK = Thermal shock, Liquid-to-Liquid, - 65·C to + 150·C, 100 cycles. 

BHTL = Biased humidity temperature life, 85·C, 85% humidity, 1,000 hours. 

ACLV = Autoclave, 15 psi, 121·C, 100% humidity, 1,000 hours. 

Production Sockets 
AMP 

Test/Burn-In Sockets 
Plastronics 
Irving, TX Harrisburg, PA 

(715) 564·0100 

Augat 
Attleboro, MA 
(617) 222·2202 

Burndy 
Norwalk, CT 
(203) 838·4444 

Methode 
Rolling Meadows, IL 
(312) 392·3500 

Textool 
Irving, TX 
(214) 259·2676 

Thomas & Betts 
Raritan, NJ 
(201) 469·4000 

(214) 258·1906 

Textool 
Irving, TX 
(214) 259·2676 

Yamaichi 
c/o Nepenthe Dist. 
(415) 856·9332 

ADDITIONAL INFORMATION AND SERVICES 
National Semiconductor offers additional Databooks which 
cover surface mount technology in much greater detail. We 
also have a surface mount laboratory to provide demonstra· 
tions and customer support, as well as technology develop· 
ment. Feel free to contact us about these additional reo 
sources. 

9·10 



~National 
~ Semiconductor 

TapePak® 

The latest generation in VLSI packaging, TapePak is the 
package of the future-low-cost, reliable, high-Ieadcount 
packaging that's easy to handle, easy to test, and easy to 
mount. It's also compatible with existing surface-mount 
technology. 

TapePak uses tape-automated bonding technology and a 
unique outer ring (patent pending) to protect the leads and, 
at the same time, provide an effective test interface. 

This outer ring is molded at the same time as the body of 
the package and creates test points outside the package 
leads. The test ring is discarded along with the tape as the 
package is excised by the automatic pick-and-place ma­
chine at the point of assembly. 

During testing, the leads themselves never come in contact 
with the test socket, so lead damage and coplanarity prob­
lems are eliminated. The test ring also allows burn-in to be 
performed on each device. 

Not only does this ring protect the leads during handling, 
testing and assembly, but it also allows leads to be placed 
on 0.020-inch (0.50-mm) centers while the test points are 
placed on 0.050-inch (1.27-mm) centers. That way, the test 
points are compatible with existing automatic test equip­
ment. 

As a result, packages can be manufactured in smaller sizes 
with higher leadcounts and still be compatible with automat­
ic assembly systems. With TapePak, packages contain from 
40 to more than 300 leads, yet a 300-lead package mea­
sures only 1.2 inches (30.5 mm) on a side. 

A TapePak device can be less than 1110 the size of a tradi­
tional DIP and 1h the size of other surface-mount packages 
such as a PLCC. 

9-11 

TapePak was designed to take full advantage of automatic 
assembly systems with their high speed and precision. It 
can be used with existing precision surface-mount assembly 
equipment with minimal modification. The only requirement 
is an accessory for removing the test ring and forming the 
leads at the point of assembly. 

TapePak also provides a significant improvement in the 
electrical characteristics of each package. Lead capaci­
tance and inductance, for example, can be reduced up to 
ten times that of other packages. Signal propagation time is 
also reduced, and thermal characteristics are improved. 

Performance and reliability are improved because there are 
one-third fewer connections between the die and the PC 
board. Low-stress molding compounds also improve pack­
age reliability. TapePak devices pass stringent environmen­
tal tests, including autoclaving at 121°C at 15 psi and ther­
mal shock from -65°C to + 150°C for 1000 cycles. 

No other package takes similar advantage of materials tech­
nology to provide the combination of low cost, high density, 
testability, damage resistance, and reliability. 

To further the technology in the industry and make these 
advantages available to everyone, National has submitted 
TapePak specifications to the JEDEC (Joint Electronic De­
vice and Engineering Council) packaging committee as an 
industry standard. We have also licensed other manufactur­
ers to use TapePak packaging for their own proprietary de­
vices. 
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~National 
~ Semiconductor 
Bookshelf of Technical Support Information 
National Semiconductor Corporation recognizes the need to keep you informed about the availability of current technical 
literature. 

This bookshelf is a compilation of books that are currently available. The listing that follows shows the publication year and 
section contents for each book. 

Please contact your local National sales office for possible complimentary copies. A listing of sales offices follows this 
bookshelf. 

We are interested in your comments on our technical literature and your suggestions for improvement. 

Please send them to: 

Technical Communications Dept. M/S 23-200 
2900 Semiconductor Drive 
P.O. Box 58090 
Santa Clara, CA 95052-8090 

For a recorded update of this listing plus ordering information for these books from National's Literature Distribution operation, 
please call (408) 749-7378. 

ALS/AS LOGIC DATABOOK-1987 
Introduction to Bipolar logic • Advanced low Power Schottky. Advanced Schottky 

ASIC DESIGN MANUAL/GATE ARRAYS & STANDARD C~LLS-1987 
SSI/MSI Functions • Peripheral Functions • lSllVlSI Functions • Design Guidelines • Packaging 

CMOS LOGIC DATABOOK--1988 
CMOS AC Switching Test Circuits and Timing Waveforms. CMOS Application Notes. MM54HC/MM74HC 
MM54HCT/MM74HCT. CD4XXX. MM54CXXX/MM74CXXX. Surface Mount 

DATA CONVERSION/ACQUISITION DATABOOK-1984 
Selection Guides. Active Filters • Amplifiers ~Analog Switches • Analog-to-Digital Converters 
Analog-to-Digital Display (DVM) • Digital~to-Analog Converters • Sample and Hold • Sensors/Transducers 
Successive Approximation Registers/Comparators • Voltage References 

DATA COMMUNICATION/LAN/UART DATABOOK-Rev. 1 
LAN IEEE 802.3 • High Speed Serial/IBM Data Communications • ISDN Components • UARTs 
Modems • Transmission Line Drivers/Receivers 

INTERFACE DATABOOK---1988 
Transmission Line Drivers/Receivers • Bus Transceivers • Peripheral Power Drivers • Display Drivers 
Memory Support • Microprocessor Support. level Translators and Buffers • Frequency SynthesiS • Hi-Rei Interface 

INTERFACE/BIPOLAR LSI/BIPOLAR MEMORY/PROGRAMMABLE LOGIC 
DATABOOK-1983 
Transmission Line Drivers/Receivers • Bus Transceivers • Peripheral/Power Drivers 
level Translators/Buffers • Display Controllers/Drivers. Memory Support • Dynamic Memory Support 
Microprocessor Support • Data Communications Support • Disk Support • Frequency Synthesis 
Interface Appendices. Bipolar PROMs. Bipolar and ECl RAMs. 2900 Family/Bipolar Microprocessor 
Programmable logic . 

INTUITIVE IC CMOS EVOLUTION-1984 
Thomas M. Frederiksen's hew book targets some of the most significant transitions in semiconductor technology since the 
change from germanium to silicon. Intuitive IC CMOS Evo/ution highlights the transition in the reduction in defect densities and 
the development of new circuit topologies. The author's latest book is a vital aid to engineers, and industry observers who need 
to stay abreast of the semiconductor industry. 



INTUITIVE IC OP AMPS-1984 
Thomas M. Frederiksen's new book, Intuitive /e Op Amps, explores the many uses and applications of different IC op amps. 
Frederiksen's detai/ed book differs from others in the way he focuses on the intuitive groundwork in the basic functioning 
concepts of the op amp. Mr. Frederiksen's latest book is a vital aid to engineers, designers, and industry observers who need to 
stay abreast of the computer industry. 

LINEAR APPLICATIONS HANDBOOK-1986 
The purpose of this handbook is to provide a fully indexed and cross-referenced collection of linear integrated circuit 
applications using both monolithic and hybrid circuits from National Semiconductor. 

Individual application notes are normally written to explain the operation and use of one particular device or to detai/ various 
methods of accomplishing a given function. The organization of this handbook takes advantage of this innate coherence by 
keeping each application note intact, arranging them in numerical order, and providing a detailed Subject Index. 

LINEAR 1 DATABOOK-1988 
Voltage Regulators • Operational Amplifiers • Buffers • Voltage Comparators • Instrumentation Amplifiers • Surface Mount 

LINEAR 2 DATABOOK-1988 
Active Filters. Analog Switches/Multiplexers. Analog-to-Digital. Digital-to-Analog. Sample and Hold 
Sensors. Voltage References • Surface Mount 

LINEAR 3 DATABOOK-1988 
Audio Circuits • Radio Circuits • Video Circuits • Motion Control • Special Functions • Surface Mount 

LINEAR SUPPLEMENT DATABOOK-1984 
Amplifiers. Comparators • Voltage Regulators • Voltage References • Converters • Analog Switches 
Sample and Hold • Sensors • Filters • Bui/ding Blocks • Motor Controllers • Consumer Circuits 
Telecommunications Circuits • Speech • Special Analog Functions 

LS/S/TTL DATABOOK-1987 
Introduction to Bipolar logic • low Power Schottky • Schottky. TTL • low Power 

MASS STORAGE HANDBOOK-Rev. 2 
Winchester Disk Preamplifiers • Winchester Disk Servo Control • Winchester Disk Pulse Detectors 
Winchester Disk Data Separators/Synchronizers and ENDECs • Winchester Disk Data Controller 
SCSI Bus Interface Circuits. Floppy Disk Controllers 

MEMORY SUPPORT HANDBOOK-1986 
Dynamic Memory Control. Error Checking and Correction • Microprocessor Interface and Applications 
Memory Drivers and Support 

NON-VOLATILE MEMORY DATABOOK-1987 
CMOS EPROMs • EEPROMs • Bipolar PROMs 

SERIES 32000 DATABOOK-1986 
Introduction • CPU-Central Processing Unit • Slave Processors. Peripherals • Data Communications and lAN's 
Disk Control and Interface. DRAM Interface. Development Tools. Software Support. Application Notes 

RANDOM ACCESS MEMORY DATABOOK-1987 
Static RAMs. TTL RAMs. TTL FIFOs. ECl RAMs 



RELIABILITY HANDBOOK-1986 
Reliability and the Die • Internal Construction • Finished Package • MIL·STD·883. MIL·M·38510 
The Specification Development Process. Reliability and the Hybrid Device • VLSIIVHSIC Devices 
Radiation Environment • Electrostatic Discharge • Discrete Device • Standardization 
Quality Assurance and Reliability Engineering • Reliability and Documentation • Commercial Grade Device 
European Reliability Programs • Reliability and the Cost of Semiconductor Ownership 
Reliability Testing at National Semiconductor· The Total Militaryl Aerospace Standardization Program 
883B/RETSTM Products. MILSIRETSTM Products. 883IRETSTM Hybrids. MIL·M·38510 Class B Products 
Radiation Hardened Technology. Wafer Fabrication. Semiconductor Assembly and Packaging 
Semiconductor Packages. Glossary of Terms. Key Government Agencies. ANI Numbers and Acronyms 
Bibliography. MIL·M·38510 and DESC Drawing Cross Listing 

TELECOMMUNICATIONS-1987 
Line Card Components • Integrated Services Digital Network Components • Modems 
Analog Telephone Components • Application Notes 

THE SWITCHED-CAPACITOR FILTER HANDBOOK-1985 
Introduction to Filters • National's SWitched·Capacitor Filters • Designing with Switched·Capacitor Filters 
Application Circuits • Filter Design Program • Nomographs and Tables 

TRANSISTOR DATABOOK-1982 
NPN Transistors • PNP Transistors • Junction Field Effect Transistors • Selection Guides • Pro Electron Series 
Consumer Series • NAINB/NR Series • Process Characteristics Double·Diffused Epitaxial Transistors 
Process Characteristics Power Transistors • Process Characteristics JFETs • JFET Applications Notes 

VOLTAGE REGULATOR HANDBOOK-1982 
Product Selection Procedures • Heat Flow & Thermal Resistance • Selection of Commercial Heat Sink 
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