
































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Typical Performance Characteristics 
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FIGURE 1. Output Characteristics 
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FIGURE 3. Transfer Characteristics 
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FIGURE 5. Capacitance vs 
Drain to Source Voltage 

11-274 

Process F4 

0.1 
0 4 12 16 20 

lo - DRAIN CURRENT- A 

TL/G/10041-80 

FIGURE 2. Static Drain to Source 
Resistance vs Drain Current 
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FIGURE 4. Temperature Variation of 
Gate to Source Threshold Voltage 
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FIGURE 6. Gate to Source Voltage 
vs Total Gate Charge 
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Typical Performance Characteristics (Continued) 
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FIGURE 7. Forward Biased Safe Operating Area 

Typical Electrical Characteristics 
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FIGURE 9. Switching Test Circuit 

Probe Testing 
Each die is probed and electrically tested to the limits speci­
fied in the Electrical Characteristics Table. However, high 
current parameters and thermal characteristics specified in 
the packaged device data sheets cannot be tested or guar­
anteed in die form because of the power dissipation limits of 
unmounted die and current handling limits of probe tips. 
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FIGURE 8. Transient Thermal Resistance vs Time 
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FIGURE 10. Switching Waveforms 

These parameters are: 

Thermal Resistance 
Forward Voltage Drop at Rated Current 
Reverse Recovery Characteristics at Rated Current 
Surge Current 
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~National 
~Semiconductor 

Transistor Glossary of Symbols 

DC PARAMETERS 

BVcso 

BVcEO 

BVcER 

BVcEX 

Collector-Base Breakdown Voltage with 
Emitter Open-Circuited 
The breakdown voltage of the collector-base 
junction, measured at a specified current, with 
the emitter open-circuited. 

Collector-Emitter Breakdown Voltage with 
the Base Open-Circuited 
The collector-emitter breakdown voltage, 
measured at a specified collector current, with 
the base open-circuited. 

Collector-Emitter Breakdown Voltage with 
Resistance between Emitter and Base 
The collector-emitter breakdown voltage 
measured at a specified current with a specified 
resistance R connected between the base and 
the emitter. 

Collector-Emitter Breakdown Voltage with 
Base Shorted to Emitter 
The collector-emitter breakdown, measured at a 
specified current, with the base shorted to the 
emitter. 

Collector-Emitter Breakdown Voltage at a 
Specified Condition 
The collector-emitter breakdown voltage 
measured at a specified current with the base­
emitter junction forward or reverse biased by a 
specified voltage or current. 

Emitter-Base Breakdown Voltage with 
Collector Open-Circuited 
The emitter-base breakdown voltage, measured 
at a specified current, with the collector open­
circuited. 
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J P·-$1,. 
TL/XX/0125-1 

BVcEQ. BVcrn. BVcEs 

BV~BVcEs 

I ------- BVcEO .. 
0 ~ 

TL/XX/0125-2 

TL/XX/0125-3 

BVcEX 

TL/XX/0125-4 

BVEBo 

TL/XX/0125-5 
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DC PARAMETERS (Continued) 

hFE Common-Emitter DC Current Gain 
The ratio of DC collector current to DC base 
current measured at a specified collector-emitter 
voltage and a specified collector current. 

lcso Inverse Collector-Base Current 
The collector-base current with the junction 
reverse biased by a specified voltage, with the 
emitter open-circuited. 

icEX• Inverse Collector-Emitter Current at a 

ICES Specified Condition 
The collector-emitter current measured at a 
specified collector-emitter voltage with the base 
forward or reverse biased by a specified voltage 
or current, or with the base shorted to the 
emitter. 

IEBO Inverse Emitter-Base Current 
The emitter-base current with the junction 
reverse biased by a specified voltage with the 
collector open-circuited. 

LVcEO· Pulsed Limiting Breakdown Voltages 

LVcER· These are similar to the corresponding, above 

LVcES· defined, BV parameters but are measured at a 

LVcEX· or specified high current point where collector-

VcEo (sust) emitter voltage is lowest. The duration of the 
pulse and its duty cycle must be specified. The 

VcER (sust) letter L indicates LIMITING Value and is 
VcEs (sust) measured outside the negative resistance zone 
VcEx (sust) of the reverse characteristic. 
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hFE - BETA 

'ik_ 10V --------
~ 

le 
TL/XX/0125-6 

/3 a 
a~--j3~--

/3+ 1 1 - a 

"d ·l· -.. ~le 
TL/XX/0125-7 

lceo 

:=r + :J·-
TL/XX/0125-8 

lcrn ~ (/3 + 1) lcso 

rl. , ... 
1_ lcu 

~ 

), v .. 

TL/XX/0125-9 

IEeO 

·-C } L 
TL/XX/0125-10 

LVcEQ. LVcER· LVcES· LVcEX 

·I 
\CEO 

) 

v" 
TL/XX/0125-11 

"~ LVceo 

0 R x 

TL/XX/0125-12 

0 

·-~·U:S ~ ~""'" 
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DC PARAMETERS (Continued) 

VsE(ON) Unsaturated Base-Emitter Voltage 
The base-emitter voltage measured in the VsE(ON) 

common-emitter connection at a specified 

) ~-collector to emitter voltage and specified $t Va IHI collector current. ~ '" 
TL/XX/0125-14 

6 VsE(ON) " at "' 1.8 mV i°C - 2.4 mV/'C 

·1 ---------------
Va;~NI 

600 h,. 
TL/XX/0125-15 

VsE(SAT) Base-Emitter Saturation Voltage VsE(SAT)• VcE(SAT) 
The base-emitter voltage measured in the 

~·--§ ~·--" ~· common-emitter connection at a specified le 1.$ collector and base saturation currents. PcKT ~ -
19 

VeE(SAD Collector-Emitter Saturation Voltage 
The collector-emitter voltage measured in the TL/XX/0125-16 
common-emitter connection at specified 

·M·i~~-
collector and base saturation currents. 

FORCED BETA 
TL/XX/0125-17 

1.D lc1 lc2 lc3 ' 

VcE \__ \__ ~, <lc.<la 

: SATURATION 
I 

LOG le 
TL/XX/0125-1 B 

VAT Reach Through Voltage 
VPT Punch Through Voltage 

The collector-base voltage above which an 
increase of applied voltage can be measured in 
the emitter-base open circuit. 

SMALL SIGNAL PARAMETERS 

Cob Common-Base Output Capacitance CAPACITANCE 
The common-base output capacitance with 1) Cob 
input ac open. E ""c r MEASURE 

OPEN OUTPUT 
CAPACITANCE 

B 
TUXX/0125-19 

""B 

Cre Common-Emitter Reverse Transfer 
Capacitance 
This parameter is the imaginary port of Y re· 
When le = 0, C,6 is identical to Cea. 
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SMALL SIGNAL PARAMETERS (Continued) 

Cte. Base-Emitter Capacitance 
C;b, The capacity of the base-emitter junction at a 
Cea specified inverse voltage with the collector 

open. 
Cea Collector-Base Capacitance 

Collector-base capacitance measured at some 
specified collector-base voltage. 

CG9 , CGb Conversion Gain, Common-Emitter or 
Common-Base 
The ratio of the output power of a mixer, at one 
specified frequency, to its input power, at 
another specified frequency. This parameter is a 
function of oscillator injection voltage and the 
mixer operating point. 

Common-Base Cut Off Frequency 
The frequency at which the hib (a) is reduced to 
0. 707 of its low frequency value. 
Common-Emitter Cut Off Frequency 
The frequency at which the hte (/3) is reduced to 
0. 707 of its low frequency value. 
Gain Band-Width Product 
The common-emitter current gain bandwidth 
product in the frequency range where the 
current gain is falling at approximately 6 db/ 
octave. 
Transition Frequency 
The frequency at which the hte (13) is equal to 
1.0. This is a device figure of merit that is often 
specified at a Vee and 10. 

Maximum Frequency of Osclllatlon 
This parameter is a device figure of merit that is 
calculated from ft and rb'Cc. 
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0 
Vee 

E~l-y-oc 
c.. Ic.. 

BO I OB 
TL/XX/0125-20 

cob = Cea + Gee Gee = Gee + Gee 
Gee+ Gee 

2) Gee 
Gee = Cob (WITH EMITTER GUARDED) 

CONVERSION GAIN 
1) SPECIFY le;. Vee 
2) IRF• f1F LO LEVEL, CIRCUIT 

TL/XX/0125-21 

LOGt-­
TL/XX/0125-22 



SMALL SIGNAL PARAMETERS (Continued) 

GP0 Common-Emitter Power Gain 
PG Power Gain 

Can be common-emitter or common-base. 
Usually stability-limited gains involved, thus are 
effectively a transducer gain measurement. 

GTE Common-Emitter Transducer Gain 
A test fixture must be specified. 

GMA Stability Limited Gain or Gain Maximum 
Available 
This parameter is a device figure of merit and 
must be calculated from the two port "y" 
parameters. 

h Parameters 

hte Common-Emitter Current Gain 
The common-emitter forward current transfer 
ratio with output ac shorted. This is a complex 
quantity. 

h;e Common-Emitter Input Impedance 
The common-emitter input impedance with the 
output ac shorted. This is a complex quantity. 

POWER GAIN, TRANSCONDUCER GAIN 
1) SPECIFY le. VcE 
2) lo, /3w, CIRCUIT, NEUTRALIZED? 

;f-cf--i 
j if H1- RF 

Vl)lT 
METER 

-f ~r ; f;J, ) f;J, ) t-,, USUALLY 
son 

nv" rl7 
c v" TL/XX/0125-23 

G _ POWER DELIVERED TO THE LOAD 
TE - POWER AVAILABLE FROM THE SOURCE 

GMA = 10 LOG [i~::: ( k -~)] 
NOT DEFINED FOR K < 1 

h-PARAMETERS 

~ .,+ t .. 
TL/XX/0125-24 

WHERE e1, i1, 02, i2 ARE SMALL SIGNAL VOLTAGES AND CURRENTS 
THE h - (HYBRID) PARAMETERS ARE DEFINED BY 

e1=h1111 + h12e2 
i2 = h21 i1 + h22 e2 

AND FOR COMMON EMITTER OPERATION THESE E Q BECOME 
e1 = hie i1 + hre e2 
i2 = hte i1 + hoe e2 

h - PARAMETERS-COMMON EMITTER 

··e 5 '·P 
hte ~ !9[ 

lbVce=O 

TL/XX/0125-25 

··$ ·i 1J vb•[ 
hie= I; Vee= 0 

TL/XX/0125-26 
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SMALL SIGNAL PARAMETERS (Continued) 

h00 Common-Emitter Output Admittance 

MAG 

MSG 

NF 

The common-emitter output admittance with the 
input ac open. This is a complex quantity. 

Common-Emitter Reverse Voltage Transfer 
Ratio 
The common-emitter reverse voltage transfer 
ratio with input ac open. This is a complex 
quantity. 

Maximum Available Gain 
Device figure of merit that must be calculated 
from the two port "y" parameters. 

Maximum Stable Gain 
This parameter is a device figure of merit that is 
calculated from the two port "y" parameters. 

Noise Figure 
Noise figure = 1 0 log10F, where F is the ratio of 
total output noise power to the output power due 
solely to the thermal noise of the source 
impedance. 

Base< <Spreading>> Resistance 
Equivalent to the real part of h;6 at some 
specified very high frequency. 

rb'Cc Collector Base Time Constant 
This parameter is a device figure of merit and is 
measured in a specified test circuit. 

hoe= ~1. 
Vee lb= 0 

TL/XX/0125-27 

TL/XX/0125-28 

MAG = 10 LOG 4 Re (Y11) Re (Y22) 

MSG = 10 LOG IYtel 
IYrel 

NOISE FIGURE MUST SPECIFY 
1) VcE. le 
2) Rs. 10 , PBW 

NOISE __. 0- IMPEDANCEl-- WIDE .--i 
BAND AMP 

~ .., SOURCE ~ 
SDURCE 

L..--.....1 

H N~~~E .__ 

..._ __ _ 

12-8 

AMPLIFIER 

AND ~---.......... 
DETECTOR 

J dB 
PAD 

FILTER 
SETS I-­
BAND 
WIDTH 

TL/XX/0125-29 

rb' MEASUREMENT 

+jx 

-jx 
TL/XX/0125-30 

r , C _ COLLECTOR BASE TIME CONSTANT 
b c - SPECIFY - le, VcE. FREQUENCY 



SMALL SIGNAL PARAMETERS (Continued) 

Common-Emitter Switching Parameters 
In the following, drive circuit conditions and 
collector circuit conditions must be specified. 
The transition times of the input must be 
negligible compared to the measured times. 
Delay Time 
The time interval during turn-on from the point 
when the input pulse at the base reaches 10% 
of its full amplitude to the point when the 
collector pulse changes from 0% to 10% of its 
maximum amplitude. 
Rise Time 
The time interval during turn-on in which the 
collector pulse changes from 10% to 90% of its 
maximum amplitude. 

15 Storage Time 
The time interval during turn-off from the point 
when the turn-off pulse at the base changes 

toFF from 100% to 90% of its full amplitude to the 
time when the collector current has changed 
from 100% to 90% of its maximum amplitude. 

t1 Fall Time 

Yte 

The time interval during turn-off in which the 
collector pulse decreases from 90% to 10% of 
its maximum amplitude. 

Y Parameters 

Common-Emitter Forward Transfer 
Admittance 
The common-emitter forward transfer 
admittance with output AC shorted. This is a 
complex quantity (gfe + ibtel· 

12-9 

90% 

SWITCHING PARAMETERS 

Vee 

'9 
lei .~ 

J-o 

TL/XX/0125-31 

ToN = td +tr 
ToFF = ts +If 

TL/XX/0125-32 

Y PARAMETERS 

LAN 

TL/XX/0125-33 

Y PARAMETERS ARE DEFINED BY 

i1 = Y11 e1 + Y12e2 
i2 = Y21 e1 + Y22 e2 

OR IN COMMON EMITTER NOTATION 

i1 = Yie e1 + Yre e2 
i2 = Yte e1 + Yoe e2 

·$ i 5 ~I ic 1 
1 Yte = -2... 

Vbe Vee a: 0 

TL/XX/0125-34 

a 



SMALL SIGNAL PARAMETERS (Continued) 

Y;e Common-Emitter Input Admittance Y PARAMETERS-COMMON EMITTER 

The common-emitter input admittance with 

s I 
output AC shorted. This is a complex quantity i.e v •• : 

Yie = _!p_I 
(Q;e + ib;el· Vbe Vee= 0 

TL/XX/0125-35 

Yoe Common-Emitter Output Admittance 
The common-emitter output admittance with ic 

input AC shorted. This is a complex quantity (g00 

~ 
le I Yoe~ V V ~ 0 

+ iboel· ce be 

TL/XX/0125-36 

Yre Common-Emitter Reverse Transfer 

?·· 
Admittance 

·cfS The common-emitter reverse transfer 
ib ! 

admittance with input AC shorted. This is a Yro = VcelVbe = 0 
complex quantity (9re + jb,9). 

TL/XX/0125-37 

LARGE SIGNAL PARAMETERS 

'J) Collector Efficiency 
This parameter applies to oscillators and class C 'J) - COLLECTOR EFFICIENCY 
amplifiers, predominantly. It is defined as the 

P0 (RF) vi ratio of RF Power Out/DC Power In. 'J)=--=---
P1N(DC) le x VcE 

Po Power Out 
This parameter applies to oscillators. The units I DSC I ~1 POWER I are Watts and a test circuit must be specified. METER 

TL/XX/0125-38 

SPECIFY - le VcE UNDER QUIESCENT CONDITIONS 

- fo, RLOAD 

THERMAL PARAMETERS 

RrH Internal Junction-to-Case Thermal 
Resistance 
The rated increase of junction temperature with 
respect to the case temperature per unit of 
dissipated power. It is called Thermal 
Resistance with infinite heat sink. 

II Jc Junction-to-Case Thermal Rating 

ilJA Junction-to-Ambient Thermal Rating 

12-10 



I wNational Semiconductor 

Diode and Rectifier 
Glossary of Symbols and Terms 

BV Breakdown Voltage: Figure 1 shows the reverse 
characteristic ol a typical silicon diode. Breakdown voltage 
is generally the reverse voltage at a point beyond the 
"knee" of the reverse characteristic. In Figure 1, the break­
down voltage is specified at a reverse current of IR2. 

C Capacitance: Diode capacitance is measured at a 
specified reverse voltage using an AC signal of specified 
frequency. When capacitance is measured at VA = 0, this 
is sometimes denoted by the symbol C0 . 

Cc Case Capacitance: This is that part of a diode's total 
capacitance which is attributable to the diode package. 

f0 Series Resonant Frequency: The frequency of oscilla­
tion of the tuned circuit formed by the capacitance and in­
herent series inductance of the diode. 

If Continuous Forward Current (Rating): The maximum 
direct current that can be safely passed through a diode in 
the forward direction. 

If Forward Current: The direct current passing through a 
diode in the forward direction. 

11 Forward Current: The forward current passing through 
a diode operated under switching conditions. See Figure 3. 

11 Peak Repetitive Forward Current: The maximum val­
ue of the peak point of a current that can safely be passed 
through a diode in the forward direction. This is a continuous 
(i.e. repetitive) rating. 

lfsurge Peak Forward Surge Current: The maximum val­
ue of the peak point of a single cycle of current that can 
safely be passed through a diode in the forward direction. 
This is not a continuous rating. 

lfsM Peak Forward Surge Current: This rating is the 
same as lt(surge) but is more generally applied to rectifiers. 
lo Average Rectified Current: The average value of the 
forward current passing through a diode; as a rating, the 
maximum value of such current that can safely be passed. 

IA Reverse Current: The leakage current which flows in 
the reverse direction through a diode when a reverse volt­
age is applied to the diode. Referring to Figure 1, IA is usual­
ly measured at a specified reverse voltage at a point below 
the "knee" on the reverse characteristic. 

I, Reverse Current: The peak value of reverse curent 
which occurs immediately after switch-off. The value of I, is 
limited by the circuit, which determines that rate at which 
stored charge can be dissipated. See Figure 3. 

Irr Reverse Current: The steady value of reverse current 
at equilibrium after switch-off. See Figure 3. 

IRAV Average Reverse Current: The average reverse 
current which flows when AC voltage is applied across a 
diode. 

12-11 

IRM Reverse Recovery Current: The peak value of re­
verse current which flows immediately after switching ap­
plied voltage from the forward to the reverse direction. IRM 
is the same as 1,, generally used for rectifiers. 

IRx Reverse Current: IRx is the symbol used to denote 
the reverse current of a single diode in an array at a time 
when all other diodes in the array are passing forward cur­
rent. It is a measure of cross-talk between diodes. 

lz Zener Current: The reverse current which flows in a 
zener diode at a point beyond the knee in the reverse char­
acteristic. See Figure 2. 

lzsurge Maximum Zener Surge Current: The maximum 
value of the peak point of a single cycle of current that can 
safely be passed through a zener diode in the reverse direc­
tion. This is not a continuous rating. 

lzM Maximum Zener Current: The maximum value of di­
rect current that can safely be passed through a zener diode 
in the reverse direction. 

Ls Series Inductance: Series inductance that is inherent 
in the construction of a diode, normally measured between 
two specified points on the diode leads. 

No Noise Density: A measurement of the noise generat­
ed within a zener diode, both due to zener breakdown and 
internal resistance. Noise density, measured in microvolts 
rms per square root cycle, can be used to calculate rms 
noise over any frequency range. 

NF Noise Figure: This is a ratio used to measure the 
noise generated within a diode. The ratio used is total out­
put noise compared to that part of output noise due to input 
noise This ratio, when multiplied by 10 log10, is known as 
noise figure and is measured in decibels (dB). 

Q Figure of Merit: Generally used as a measure of the 
"quality" of varactor diodes, Q, the figure of merit, is defined 
as the ratio of energy stored to energy dissipated. 

Os Stored Charge: The charge stored in a diode when 
passing current in the forward direction. Stored charge is 
usually measured by switching the diode off and measuring 
the area of the I versus t curve from switchoff to equilibrium. 
See Figure 3. 

Ro Dynamic Resistance: Small signal resistance of a di­
ode operating in the reverse direction determined by the 
small signal or AC values of reverse current and reverse 
voltage. This parameter is of particular importance in varac­
tor diodes. 

r dill Differential Resistance: Small signal resistance of a 
diode operating in the forward direction determined by the 
small signal or AC values of forward current and forward 
voltage. 

RE Rectification Efficiency: The ratio of DC load voltage 
to peak RF input voltage to a detector. 
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Diode and Rectifier 
Glossary of Symbols and Terms (Continued) 

Reverse Characteristic 

KNEE 

VR1 WTV 5V 

YR-REVERSE VOLTAGE 

TLIXX/0122-1 

FIGURE 1 

Reverse Recovery Characteristic 

AREA=O, 

TL/XX/0122-3 

FIGURE3 

Rs Series Resistance: Small signal resistance of a diode 
operating in the forward direction determined by the small 
signal or AC values of forward current and forward voltage. 
Same as rdiff· 
TC Temperature Coefficient: A coefficient which deter­
mines the variation of various parameters (e.g. Capacitance, 
Zener voltage, forward voltage) with temperature. A sub­
script is often used to denote the parameter to which the 
temperature coefficient refers. 

ttr Forward Recovery Time: The time interval between 
the point at which a diode is turned on and the point at 
which the forward voltage comes to within 10% of its equi­
librium level. See Figure 4. 

trr Reverse Recovery Time: The time interval between 
the point at which a diode is turned off and the point at 
which the reverse current comes to within 10% of its equilib­
rium level. See Figure 3. 

VF Forward Voltage: The voltage applied across a diode 
in the forward direction (anode more positive than cathode). 
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VFAV Average Forward Voltage: The average value of 
forward voltage when current is being passed through a di­
ode in the forward direction. 

v,, Forward Recovery Voltage: The peak value of for­
ward voltage reached immediately after switch-on. The val­
ue of v,, is limited by the circuit in which the diode is operat­
ing. 

VFx Forward Voltage: VFx is the symbol used to denote 
the forward voltage of a single diode in an array at a time 
when the condition of the other diodes in the array is de­
fined. It can be used as a measure of cross-talk between 
diodes. 

VpK Peak Forward Voltage: The peak value of forward 
voltage reached immediately after switch-on. Same as v,,. 
VR DC Blocking Voltage Rating: The continuous reverse 
voltage at which a rectifier can be safely operated without 
going beyond the "knee" in the reverse characteristic 
(Figure 1). 



Diode and Rectifier 
Glossary of Symbols and Terms (Continued) 

VR Reverse Voltage: The voltage applied across a diode 
in the reverse direction (anode more negative than cath-
ode). 

VRRM Peak Repetitive Reverse Voltage: The maximum 
value of the peak point of a reverse voltage that can be 
safely applied to a diode. This is a continuous (i.e. repetitive) 
rating and includes all repetitive transient voltages. 

VRrms rms Reverse Voltage: The maximum rms value of 
a reverse voltage that can be safely applied to a diode. 

VRwM Working Peak Reverse Voltage: The maximum 
value of the peak point of a reverse voltage that can be 
safely applied to a diode. This is not a continuous rating and 
does not include transient voltages. 

Vz Zener Voltage: The reverse voltage across a zener 
diode at a point where zener current is flowing. See 
Figure2. 
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WIV Working Inverse Voltage: The maximum reverse 
voltage at which a diode can be operated below the "knee" 
on the reverse characteristic. See Figure 1. 

Zz Zener Impedance: The small signal impedance of a 
zener diode operating in the zener region, determined by 
the small signal or AC values of zener current and zener 
voltage. 

ZzK Zener Knee Impedance: Zener impedance mea­
sured at a defined point on the "knee" of the zener charac­
teristic (See Figure 2). 

~IR Reverse Current Match: The difference in reverse 
current between any two diodes measured under the same 
condition for each. 

~VF Forward Voltage Match: The difference in forward 
voltage between any two diodes measured under the same 
conditions for each. 

Ci)C 
oo· 
U> CL 
U> CD 
I» I» 
~ ::J 
0 CL 
-::n 
~~ 
35 
1CT-· 
0 CD _ ... 
U> 
I» 
::J 
CL 

~ ... 
3 
U> 

IE 



'?'JI National 
~Semiconductor 

JFET Glossary of Symbols 

DC Parameters 

BVoGo(V) 
orBVGDO 

BVsGoM 
orBVGso 

BVGss(V) 
or BV, V(BR)GSS 

loGo(PA) 
orlGDO 

lo(µ.A) 
orlo(ON) 

lo(OFF)(PA) 

loss(mA) 

Drain-Gate Breakdown Voltage with 
Source Open Circuited 
The breakdown voltage of the drain-gate 
junction, measured at a specified current 
with the source open-circuit. 

Source-Gate Breakdown Voltage with 
Drain Open-Circuited 
The breakdown voltage of the source­
gate junction, measured at a specified 
current, with the drain open-circuited. 

Source-Gate Breakdown Voltage with 
Drain-Source Shorted 
The breakdown voltage of the source­
gate and drain-gate junctions, measured 
at a specified current with the drain­
source shorted. 

Drain-Gate Leakage Current, Source 
Open-Circuited 
The leakage current of the drain-gate 
junction, measured at a specified voltage, 
with the source open-circuited. 

Drain ON Current 
The drain current, measured at a specified 
drain-source voltage and gate-source 
voltage. 

Drain Cutoff Current 
The drain cutoff current, measured at a 
specified drain-source voltage and gate­
source voltage. 

Drain Saturation Current 
The drain current, measured at a specified 
drain-source voltage with the source 
shorted to the gate (VGs = O) 
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DC Parameters (Continued) 

IG(PA) 
orlG(ON) 

IGss(PA) 

lsGo(PAl 
orlGso 

DS(!l) or rds• 
Ros. ros(ON) 

Vos(ON) (mV) 

VGs(V) 
orVGS(ON)> VG 

VGS(OFF)(V) 
orVp 

Gate Leakage Current with Drain 
Current Flowing 
The gate leakage current, measured at a 
specified drain current and drain-gate 
voltage. 

Gate-Source Reverse Leakage Current 
with Drain-Source Shorted 
The gate-source reverse leakage current 
measured at a specified gate-source 
voltage. 

Source-Gate, Reverse Leakage Curent 
with Drain Open-Circuited 
The leakage current of the source-gate 
junction, measured at a specified voltage, 
with the drain open-circuited. 

Drain-Source ON Resistance 
The drain-source ON resistance, 
measured at a specified gate-source 
voltage and drain current. 

Drain-Source ON Voltage 
The drain-source ON voltage, measured 
at a specified gate-source voltage and 
drain current. 

Operating Gate-Source Voltage 
The gate-source voltage, measured at a 
specified drain current and drain-source 
voltage. 

Forward Gate-Source Voltage 
The forward gate-source voltage, 
measured at specified current. 

Gate-Source Cutoff (Pinch-Off) Voltage 
The gate-source cutoff voltage, measured 
at a specified drain current and drain­
source voltage. 
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Small Signal Parameters 

C;88(pF) Common-Source Input Capacitance 
or C;8 , Cgss The common-source input capacitance 

measured between the gate and source 
with the drain A-C shorted to the source 
at specified drain-source and gate-source 
voltages. 

Coss(PF) 
or Cos• Cdss 

Crss(PF) 
orC,8 , Cdg 

en (nV/,/RZ 
or en, Vn, En 

g19(mV) (mn) 
OrYtg 

g18(mV)(mO) 
or gm, Y18 , 

RelYtsl 

g;ss (µ.V) (µ.0) 
orY;s 

Common-Source Output Capacitance 
The common-source output capacitance, 
measured between the drain and source 
with the source A-C shorted to the gate 
at specified drain-source and gate-source 
voltages. 

Common-Source Reverse Transfer 
Capacitance 
The common-source reverse transfer 
capacitance, measured between the drain 
and gate at specified drain-source and 
gate source voltages. 

Equivalent Input Noise Voltage 
The equivalent input noise voltage per unit 
bandwidth, measured with the input A-C 
shorted to the source at a specified 
operating condition. 

Common-Gate Forward 
Transconductance 
The common-gate forward 
transconductance with the output A-C 
shorted. This is a complex quantity (g19 + 
ibfg). 

Common-Source Forward 
Transconductance 
The common source forward 
transconductance with the output A-C 
shorted. This is a complex quantity (g18 + 
ibtsl· 
Common-Source Input Conductance 
The common-source input conductance 
with the output A-C shorted. This is a 
complex quantity (g;8 + ibisl· 
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Small Signal Parameters (Continued) 

goss (µ V)(µ.O.) Common-Source Output Conductance 
orY05 The common source output conductance 

with the input A-C shorted. This is a 
complex quantity (gos + ibosl· 

Gpg{dB) Common-Gate Power Gain 
The common-gate power gain is the ratio 
of output power to input power. 

Gp5 (dB) Common-Source Power Gain 
The common-source power gain is the 
ratio of output power to input power. 

in {pA/ v'Hzl Equivalent Input Noise Current 
The equivalent input noise current 
measured with the input open-circuited 
under specified operating conditions. 

NF(dB) Spot Noise Figure 
Noise figure = 1 O 10910 F were Fis noise 
factor which is the ratio of the total output 
noise power to the output noise power of 
the source. Measured at specified 
operating conditions and source 
resistance. 

Common-Source Switching Parameters 

In the following, drive circuit conditions and drain circuit 
conditions must be specified. The transition times of the input 
must be neglible compared to the measured times. 

tct(ns) Turn-On Delay Time 
The time interval during turn-on from the 
point when the input pulse at the gate 
reaches 10% of its full amplitude to the 
point when the drain pulse changes from 
0% to 10% of its maximum amplitude. 

t,(ns) Rise Time 
The time interval during turn-on in which 
the drain current pulse changes from 10% 
to 90% of its maximum amplitude. 

tct(ns) Turn-Off Delay Time 
The time interval during turn-off from the 
point when the turn-off pulse at the gate 
changes from 100% to 90% of its full 
amplitude to the time when the drain 
current has changed from 100% to 90% 
of its maximum amplitude. 

t1(ns) Fall Time 
The time interval during turn-off in which 
the drain current pulse decreases from 
90% to 10% of its maximum amplitude. 
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Dual FET Parameters 

BVG1, G2M Gate to Gate Breakdown Voltage 
or BVG1-2 The breakdown voltage of the gate to 

gate junctions, measured at a specified 
current. 

CMRR(dB) 
orCMR 

g1s1-2(%) 
or g1s1/g1s2 

goss1-2(µ.V) 
or gos1-2 

loss1-2(%) or 
los1-2. 
loss1/loss2 

IG1-2(pA) 

IG1,G2(PA) 

Common-Mode Rejection Ratio 
The common-mode rejection ratio is the 
ratio of the change In differential gate 
voltage with a change In the drain to gate 
voltage. 

CMRR = 20 loil10 AVoG 
£\Vos 

Common-Source Forward 
Transconductance Ratio (Match) 
The transconductance ratio = g1s1 I gfs2 
x 100% measured at specified drain-gate 
voltage and drain current. 

Common-Source Output Conductance 
(Match) 
Output conductance match = lgos1 -gos21 
measured at specified drain-gate voltage 
and drain current. 

Drain Saturation Current Ratio (Match) 
The drain saturation current ratio = 

loss1lloss2 x 100% measured at 
specified drain-source voltages. 

Dlflerentlal Gate Leakage Current 
Differential gate leakage current = i IG1 -
IG2I measured at specified drain-gate 
voltage and drain current. 

Gate to Gate Reverse Leakage Current 
The gate to gate reverse leakage 
measured at a specified voltage 
monolithic dual with diode isolation 
shown. 
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Dual FET Parameters (Continued) 

VGS1-2 (mV) 
or Ci.VGs. V08, 

IVGs1-VGs2I 

Ci.VGs1-2(µV/'C) 
or ti.IVGs1-VGs2I/ ti. T 
ti.Vos/ti.T 

Differential Gate-Source Voltage 
The differential gate-source voltage, measured at a 
specified drain-gate voltage and drain current. 

Dlfferentlal Gate-Source Voltage Drift 
The differential gate-sorce voltage drift is the 
change in the differential gate-source voltage with a 
change in device temperature at a specified 
operating condition. 

Ci.Vos= l(VGs1-VGs2llT1 - (VGs1-VGs2llT21 
Ci.T T1-T2 
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~Semiconductor 

Choose the Proper FET 

National Semiconductor utilizes 17 different FET geome­
tries to cover, without compromise, the full spectrum of ap­
plications. Detailed data on each process, along with a list 
of all part numbers manufactured from each process, is to 
be found in Section 11. 

To further simplify the selection procedure, the FET Family 
Tree is included for quick identification. After narrowing 
down the process types, it is suggested that the process 
sheets and specific part number characteristics be consult­
ed. 

FET FAMILY TREE 

N-CHANNEL SINGLES P-CHANNEL SINGLES N-CHANNEL DUALS 

I l l 
GENERAL PURPOSE AMP 

PSO - 91s 3-7 mmhos 
loss 1-20 mA 

PS2 - 91s O.S-3 mmhos 
loss0.1-10mA 

PSS - 911 0.8-S mmhos 
lossO.S-17 mA 

GENERAL PURPOSE 
P83 - IG3 pA@20V 

91s 0.8S mmho 0 0.2 mA 
P94 - IG 1 pA@35V 

CMRR 125dB 

GENERAL PURPOSE AMP 
PBS - 91s 4-17 mmhos 

lossS-90mA 
P89 - 9fs 1-4 mmhos 

loss 0.3-20 mA 

I I I 
RF/VHF/UHF 

PSO - Gps 12 d8@400 MHz 
911 S.S mmhos 

PSO - Gpt 11 d8@4SOMHz 
911 Bmmhos 

P92 - Gpg 12d8@450MHz 
91s 19 mmhos 

ULTRA-LOW INPUT CUR 
P84 -1 pA02SV 

91s 17Sµmho 

SWITCH/CHOPPER 
PBS - •os so-200.0. 

ID(or2iso pA 
PBS - r05 4 .o. 

lo(OFF) 20 pA 

I I 
ULTRA-LOW LEAKAGE AMP WIDE BAND-LOW NOISE 

PSO - IGS) S pA @ 20V 
91s -7mmhos 

P93 - 91s 6 mmhos @ S mA 
Cb4.2pF 

PS3 - IGSs 0.3 pA@ 20V 
91s 0.08-0.3 mmhos 

P96 - 91s 9 mmhos@2 mA 
c11 1opF 

I I 
LOW FREQ-LOW NOISE AMP LOW FREQ-LOW NOISE 

PSO - •n 8nV/./Hz@10 Hz 
C11 3pF 

PSS -en8nV/.JHz@10Hz 
91s 1-4 mmhos 

PS1 - •n 6nV/.JHz@10 Hz 
91s20mmhos 

P96 -en7nV/./Hz@10Hz 
91s 10-22 mmhos 

l 
SWITCH/CHOPPER 

PSO - ros 100-SOO.O. 
ID(oFF)S pA 

PS1 - ros 20-100.0. 
ID(oFr) 1 S pA 

PSS - r05 3-20.0. 
~FF)SOpA 

TL/XX/0123-1 
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Typical Performance Characteristics 

Dual FET Drain 
Saturation Current 
vs Cutoff Voltage 
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FET Application Guide 
National Semiconductor manufactures a broad line of silicon Junction Field Effect Transistors (JFETs). National's JFETs provide 
excellent performance in many areas such as RF amplifiers, analog switching, low input current amplifiers, low noise high 
impedance amplifiers and outstanding matched duals for operational amplifiers input applications. 

The following FET guides enable the user to determine when to use FETs and where to look for the best choice . 

:z :z ... II.I N 
~ Popular Product ~ 

..,. 
~ ... !b ~ co 

~ O> O> ... N ,;, ... 
Types ,,; .., .., co .., N ..,. 
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PROCESS DESIGNATION 

50 51 52 53 55 58 59 83 84 88 89 90 92 93 94 95 96 

Low Current Amplifier s p s p p p p p 

Low Freq Ampli ,;; 100 Hz s s p s s p p 

High Freq Ampli > 100 MHz p p p p p 

General Purpose Amplifier p p p p 

Low Noise Amp (1 O Hz (en) s s s s s p p p p 

Low Noise Amp > 50 MHz p s p p p p 

High Frequency Mixer p p p 

Dual Diff Pair p p p p s p 

AGC Amplifier p p 

Electrometer Preamp p p p 

Microvolt Amplifier p p p 

Low Leakage Diode p 

Diff/Angle Ended lnp. Stag. p p p p p 

Active Filter p s p s 
Oscillator p s p s p p 

Voltage Variable Resistor p p s p p p 

Hybrid Chips p p p p p p p p p 

Analog/Digital Switch p p p p s 
Multiplexing p p s s s p 

Choppers p p p p p 

Nixie Drivers 

Reed Relay Replacement p p 

Sub pA Dual Diff Pair p 

Sample-Hold p p s p 

Buffer Interface to CMOS p p 

Matched Switch s s s p 

HF > 400 MHz Prime p p 

Current Limiter p p 

Current Source p s p s 
P- Prime Choice 

S- Secondary (Alternate) Choice 
,/ 
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FET Application Guide (Continued) 
Advantages of Using Field-Effect Transistors (Continued) 

Appllcatlon Advantages Final Assembly Where Used 

DC Amplifiers High Z;n Transducers, Military Guidance 
Low Drift Duals Systems, Control Systems, Temp 
Low Noise Indicators, Multimeters 

Low Frequency Small Coupling Capacitors Sound Detection, Microphones, 
Amplifiers Low Noise, Distortion Inductive Transducers, Hearing Aids, 

High Input Impedance High Impedance Transducers 

Operational Summing Point Essentially Control Systems, Potted Op Amps, 
Amplifiers Zero. Low Device Noise. Test Equipment, Medical Electronics 

Less Loading of Transducers 

Medium and High Low Cross Modulation FM Tuners, Communication Received 
Frequency Low Device Noise Scope Inputs, Most Instrumentation 
Amplifiers Equipment, High Impedance Inputs 

Mixer-100 MHz Low Mixing Noise FM Tuners, Communication Receivers 
and Up Low Cross Modulation 

Oscillators Low Drift Transmitters, Receivers, Organ 

Logic Gates Virtually Infinite Fan in Guidance Controls, Computer Market 
Simplified Circuitry Mini Military Teaching Aids, Traffic 
Zero Storage Time Control, Telemetry 
Symmetrical 

Choppers Zero Offset Op Amp Modules Guidance Controls 
Low Leakage Currents Instrumentation Equipment 
Simplified Circuitry 
Eliminates Input Transformers 

AD Converters Improved Isolation of Input Control System, DVM's and Any Read-

Multiplex Switching and Output. Zero Offset. out Equipment, Medical Electronics 
(Arrays) and Sample Hold Symmetrical. Low Resistance 

Simplified Circuitry 

Relay Contact Solid State Reliability Test Equipment, Airborne Equipment 
Replacement Zero Offset, High Isolation Instrumentation Market 

Symmetrical 
No Inductive Spring 

No Contact Bounce 
High Repetition Rate 

Voltage Variable Symmetrical Organ, Tone Controls, Control Circuits to 

Resistor Solid State Reliability Input Operational Amplifiers 

Functions as Variable Resistor. 
Low Noise. High Isolation 
Improved Resolution 

Current Limiters Two Lead Simplicity Hybrid Circuits, Amplifiers, Power Supply 

Sources Wide Selection Range Protection, Timing Circuits, Voltage 

Low Voltage Operation Regulators 
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Important Parameters by Application 
Listed In Approxmiate Order of Importance 

Low Low Low High 
Source Electrometer 

Frequency 
Follower Ampllfler 

Drift Noise Frequency 
Amplifier Amplifier Ampllfler Amplifier 

Yfs Yfs IG loz en Re(yfs) 

loss lG yfs yfs@ loz IG Re(yfs) 

VGS(off) Crss loz VGs ® loz in NF 
C;ss C;ss en lG yfs Crss 
Crss loss 9os BVGSS loss Re(Yosl 
en VGS(off) VGS(off) loss 

BVGSS BVGss VGS(off) 
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Analog 
Differential and 

Oscillator 
Amplifier Digital 

Switch 

yfs IVGs1 - VGs2I Ros( on) 

loss 
AIVGs1 - VGs2I 

lo(off) AT 

Crss llG1 - lG2I C;ss 
C;ss IG Crss 

VGS(off) yfs VGS(olf) 
BVGss yfs1 /yfs2 BVGss 

1Yos1 - Yod 
CMRR 

VGS(oll) 



Introduction to Power 
Supplies 

INTRODUCTION 

Virtually every piece of electronic equipment, e.g., comput­
ers and their peripherals, calculators, TV and hi-ti equip­
ment, and instruments, is powered from a DC power source, 
be it a battery or a DC power supply. Most of this equipment 
requires not only DC voltage but voltage that is also well 
filtered and regulated. Since power supplies are so widely 
used in electronic equipment, these devices now comprise 
a worldwide segment of the electronics market in excess of 
$5 billion annually. 

There are three types of electronic power conversion devic­
es in use today which are classified as follows according to 
their input and output voltages: 1) the AC/DC power supply; 
2) DC/DC converter; 3) the DC/ AC inverter. Each has its 
own area of use but this paper will only deal with the first 
two, which are the most commonly used. 

A power supply converting AC line voltage to DC power 
must perform the following functions at high efficiency and 
at low cost: 

1. Rectification: Convert the incoming AC line voltage to DC 
voltage. 

2. Voltage transformation: Supply the correct DC voltage 
level(s). 

3. Filtering: Smooth the ripple of the rectified voltage. 

4. Regulation: Control the output voltage level to a constant 
value irrespective of line, load and temperature changes. 

v.1------_,,- - J _ 1 _ , A.V0 
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5. Isolation: Separate electrically the output from the input 
voltage source. 

6. Protection: Prevent damaging voltage surges from reach­
ing the output; provide back-up power or shut down dur­
ing a brown-out. 

An ideal power supply would be characterized by supplying 
a smooth and constant output voltage regardless of varia­
tions in line voltage, load current or ambient temperature at 
100% conversion efficiency. Figure 1 compares a real pow­
er supply to this ideal one and further illustrates some power 
supply terms. 

LINEAR POWER SUPPLIES 

Figure 2 illustrates two common linear power supply circuits 
in current use. Both circuits employ full-wave rectification to 
reduce ripple voltage to capacitor C1. The bridge rectifier 
circuit has a simple transformer but current must flow 
through two diodes. The center-tapped configuration is pre­
ferred for low output voltages since there is just one doide 
voltage drop. For 5V and 12V outputs, Schottky barrier di­
odes are commonly used since they have lower voltage 
drops than equivalently rated ultra-fast types, which further 
increases power conversion efficiency. However, each di­
ode must withstand twice the reverse voltage that a diode 
sees in a full-wave bridge for the same input voltage. 

PEAK-TO-PEAK 
RIPPLE VOLTAGE 

Tlt.lE 
TL/G/10061-1 

FIGURE. 1. Idealized Power Supply 
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b. Full-Wave Bridge Input 
FIGURE 2. Linear Voltage Regulator 
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The linear voltage regulator behaves as a variable resist­
ance between the input and the output as it provides the 
precise output voltage. One of the limitations to the efficien­
cy of this circuit is due to the fact that the linear device must 
drop the difference in voltage between the input and output. 
Consequently the power dissipated by the linear device is 
(V; - V0 ) x 10 . While these supplies have many desirable 
characteristics, such as simplicity, low output ripple, excel­
lent line and load regulation, fast response time to load or 
line changes and low EMI, they suffer from low efficiency 
and occupy large volumes. Switching power supplies are 
becoming popular because they offer better solutions to 
these problems. 

SWITCHING POWER SUPPLIES 

Pulse Width Modulation 

In the early 60's, switching regulators started to be designed 
for the military, who would pay a premium for light weight 
and efficiency. One way to control average power to a load 
is to control average voltage applied to it. This can be done 
by opening and closing a switch in rapid fashion as being 
done in Figure 3. 

The average voltage seen by the load resistor R is equal to: 

Vo(avg) = (t(on)/T) X V; (A) 

Reducing t(on) reduces Vo(avg)· This method of control is 
referred to as pulse width modulation (PWM). 

Buck Regulator 

As we shall see, there are many different switching voltage 
regulator designs. The first one to be considered because of 
its simplicity is the buck regulator (Figure 4), also known as 
a step-down regulator since the output voltage as given by 
equation (A) is less than the input voltage. A typical applica­
tion is to reduce the standard military bus voltage of 28V to 
5V to power TTL logic. 

At time t(o) in Figure 4, the controller, having sensed that the 
output voltage V0 is too low, turns on the pass transistor to 
build up current in L, which also starts to recharge capacitor 
C. At a predetermined level of V 0, the controller switches off 
the pass transistor Q, which forces the current to free wheel 
around the path consisting of L, C, and the ultra-fast rectifier 
D. This effectively transfers the energy stored in the induc­
tor L to the capacitor. Inductor and capacitor sizes are in­
versely proportional to switching frequency, which accounts 
for the increasing power density of switching power sup­
plies. Power MOSFETs are rapidly replacing bi-polar transis­
tors as the pass transistor because of their high frequency 
capability. Since the pass transistor must not only carry load 
current but reverse recovery current of diode D, an ultra-fast 
recovery diode is mandatory. 

~Tl 

T 
Vo(avg) ___ --- -V;---

TL/G/10061-3 

FIGURE 3. Example of Pulse Width Modulation 

TL/G/10061-4 

FIGURE 4. Buck Regulator Circuit with Voltage and Current Waveforms 

TIME 
TL/G/10061-6 

FIGURE 5. Boost Regulator and Associated l/V Waveforms 
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Boost Regulator 

A second type of regulator shown in Figure 5 is capable of 
boosting the input voltage. Applications for this circuit would 
be to increase 5V battery sources to 15V for CMOS circuits 
or even to 150V for electro-luminescent displays. 

The concept of this circuit is still the same as the previous, 
namely to transfer the energy stored in the inductor into the 
capacitor. The inductor current can ramp up quickly when 
the transistor switch is closed at time t(o) since the full input 
voltage is applied to it. The transistor is turned off at time t(1) 
which forces the inductor current to charge up the capacitor 
through the ultra-fast diode D. Since the energy stored in 
the inductor is equal to L x I x 1;.. the PWM IC can increase 
V0 by increasing its own on-time to increase the peak induc­
tor current before switching. The transfer function is: 

Vo= V1N (T/(T - t(on)ll (B) 

Inverting Regulator 

Figure 6 shows a switching circuit which produces an output 
voltage with the opposite polarity of the input voltage. This 
circuit works in the same fashion as the boost converter but 
has achieved the voltage inversion by exchanging positions 
of the transistor and inductor. The circuit is also known as a 
buck-boost regulator since the absolute magnitude of the 

O+ 
v. 

c 

output voltage can be higher or lower than the input voltage, 
depending upon the ratio of on-time to off-time of the pass 
transistor. 

c 

TL/G/10061-7 

FIGURE 6. Inverting Regulator and l/V Waveforms 

Flyback Converter 

The three previous regulators are suitable for low voltage 
control when no electrical isolation is required. However in 
off-line switchers operating from 110V/220V mains, electri­
cal isolation is an absolute must. This is achieved by using a 
transformer in place of the inductor. The flyback converter 
shown in Figure 7 is commonly used in power supplies up 
through 150W, which is sufficient for most personal comput­
ers, many test instruments, video terminals and the like. 

TL/G/10061-8 

FIGURE 7. Flyback Converter 
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FIGURE 8. Complete Flyback Switching Supply 
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Since the transformer operates at high frequency, its size 'is 
much smaller than a 50 Hz/60 Hz transformer shown in 
Figure 2. Within certain frequency limits, transformer size is 
inversely proportional to frequency. 
Inspection of the switching waveforms in Figure 7 shows 
that the circuit behaves very similarly to the boost regulator. 
The transformer should be regarded as an inductor with two 
windings, one for storing energy in the transformer core and 
the other for dumping the core energy into the output ca· 
pacitor. Current increases in the primary of the transformer 
during the on-time of the transistor (t(o) - tc1 i> but note that 
no secondary current flows because the secondary voltage 
reverse biases diode D. When the transistor turns off, the 
transformer voltage polarities reverse because its magnetic 
field wants to maintain current flow. Secondary current can 
now flow through the diode to charge up the output capaci· 
tor. The output voltage is given by the basic PWM equation 
times the transformer turns ration (N2/N1): 
Vo = V1N x (t(on)l(T - tcon>l x (N2/N1) (C) 
Voltage control is achieved by controlling the transistor on· 
time to control the peak primary current. 
The flyback converter is well suited for multiple output and 
high voltage power supplies since the transformer induc­
tance replaces the filter inductor(s). The major disadvan­
tages which limit its use to lower wattage supplies are: 
1. The output ripple voltage is high because of half-wave 

charging of the output capacitor. 
2. The transistor must block 2 x V1N during turn-off. 
3. The transformer is driven in only on direction, which ne· 

cessitates a larger core, i.e., more expensive, in a flyback 
design than for an equivalent design using a forward or 
push-pull design. 

Off·Llne Switching Supply 
Based on the flyback regulator circuit, a complete off-line 
switching supply is shown in Figure 8. The supply is called 
"off-line" because the DC voltage to the switch is devel· 
oped right from the AC line. 
The circuit also shows the feedback loop completed from 
the output back to the switching transistor. This feedback 
loop must have isolation in order for the DC output to be 
isolated from the AC line. This is normally accomplished by 
a small transformer or opto-coupler. 

Switching power supplies designed for international usage 
must have selectable AC input voltage ranges of 115V and 
230V. Figure 9 shows how this Is accomplished for many 
switching power supplies. 

115/230V 
AC INPUT 

320V 
DC OUTPUT 

TL/G/10081-10 

FIGURE 9. Selector Switch for 115V /230V Inputs 

Forward Converter 
Although the forward converter is not as well-known as the 
flyback converter, it is becoming increasingly popular for 
power supplies in the 1 OOW-500W range. Figure 10 shows 
the basic circuit of the forward converter. When the transis· 
tor is switched on, current rises linearly in the primary and 
secondary current also flows through diode D1 into the in· 
ductor and capacitor. When the transistor switch is opened, 
inductor current continues to free-wheel through the capaci· 
tor and diode D2. This converter will have less ripple since 
the capacitor is being continuously charged, an advantage 
of particular interest in high current supplies. 
The relationship between input and output for this circuit 
configuration is: 

Vo = V1N x (N2/N1) x (t(onitn (D) 
Note that the transformer shown in the above figure has 
been wound with a third winding and series diode D3. The 
purpose of this winding is to transfer the magnetizing energy 
in the core back to the DC supply so it does not have to be 
dissipated in the transistor switch or some other voltage 
suppressor. The turns ratio N3/N1 limits the peak voltage 
seen by the transistor and is normally chosen equal to 1 so 
that the forward converter can run at 50% duty cycle. Under 
this condition, the transistor must block 2 x V1N during turn· 
off. 

TIME 
TL/G/10061-11 

FIGURE 10. Forward Converter 
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SYMMETRICAL CONVERTERS 

Push-Pull Converter 
The circuit for this best-known and widely used converter is 
shown in Figure 11. 

Transistors 01 and 02 are alternately switched on for time 
period t(on)· This subjects the transformer core to an alter­
nating voltage polarity to maximize its usefulness. The 
transfer function still follows the basic PWM formula but 
there is the added factor 2 because both transistors alter­
nately conduct for a portion of the switching cycle. 

V0 = 2 X V1N X (N2/N1) X (t(on)/T) (E) 

The presence of a dead time period t(d) is required to avoid 
having both transistors conduct at the same time, which 
would be the same as turning the transistors on into a short 
circuit. The output ripple frequency is twice the operating 
frequency which reduces the size of the LC filter compo­
nents. Note the anti-parallel diodes connected across each 
transistor switch. They perform the same function as diode 
03 in the forward converter, namely to return the magneti­
zation energy to the input voltage whenever a transistor 
turns off. 

Compared to the following symmetrical converters, this cir­
cuit has the advantage that the transistor switches share a 
common signal return line. Its chief disadvantages are that 
the transformer center-tap connection complicates the 
transformer design and the primary windings must be tightly 
coupled in order to avoid voltage spikes when each transis­
tor is turning off. 

Half-Bridge Converter 
This converter (Figure 12) operates in much the same fash­
ion as the previous push-pull circuit. 

The input capacitors C1 and C2 split the input voltage 
equally so that when either transistor turns on, the trans­
former primary sees V1n12. Consequently note no factor of 
"2" in the following transfer equation: 

V0 = V1N X (N2/N1) X (t(on)tn (F) 

Since the two transistors are connected in series, they nev­
er see more than the input voltage V1N plus the inevitable 
switching transient voltages. The necessity of a dead time is 
even more obvious here since the simultaneous conduction 
of both transistors results In a dead short across the Input 
supply. Anti-parallel ultra-fast diodes return the magnetiza­
tion energy as in the push-pull circuit but alternately to ca­
pacitors C1 and C2. This circuit has the slight inconvenience 
of requiring an isolated base drive to 01, but since most 
practical base drive circuits use a transformer for isolation, 
this shortcoming is hardly worth noting. 

Full-Bridge Converter 
Because of its complexity and expense, the full-bridge con­
verter circuit of Figure 13 is reserved for high power con­
verters. Ideally, all voltages are shared equally between two 
transistors so that the maximum voltage rating of the device 
can approach V1N· 

TL/G/10061-12 

FIGURE 11. Push-Pull Converter 

02J 
TL/G/10061-13 

FIGURE 12. Half-Bridge Converter Circuit 
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Switching v1 Linear Power Supplies 

AGURE 13. Full·Brldge Converter Circuit 

DC·DC CONVERTERS 

TL/G/10061-14 

Switching power supplies are becoming popular due to high 
efficiency and high power density. Table I compares some 
of the salient features of both linear and switching power 
supplies. Line and load regulation are usually better with 
linear supplies, sometimes by as much as an order of mag­
nitude, but switching power supplies frequently use linear 
post-regulators to improve output regulation. 

DC-DC converters are widely used to transform and distrib­
ute DC power in systems and instruments. DC power is usu­
ally available to a system in the form of a system power 
supply or battery. This power may be in the form of 5V, 28V, 
48V or other DC voltages. All of the previously discussed 
circuits are applicable to this type of duty. Since voltages 
are low, isolation is not usually required. 

TABLE I. Linear v1 Switching Power Supplies 

Specification Linear Switcher 

Line Regulation 0.02%-0.05% 0.05%-0.1% 

Load Regulation 0.02%-0.1% 0.1%-1.0% 

Output Ripple 0.5 mV-2 mV RMS 25 mV-100 mVp_p 

Input Voltage Range ±10% ±20% 

Efficiency 40%-55% 60%-80% 

Power Density 0.5 W/cu. in. 2W-5W/cu. in. 

Transient Recovery 50 µ.s 300 µ.s 

Hold-Up Time 2ms 30ms 
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Optimizing the Ultra-Fast 
POWERplanar™ Rectifier 
Diode for Switching Power 
Supplies 

INTRODUCTION 

A key device in all high voltage AC-DC power supplies is the 
ultrafast, reverse recovery rectifier diode. These diodes (D1 
and D2 in Figure 1 ) not only play a major role in power 
supply efficiency but also can be major contributors to cir­
cuit electromagnetic interference (EMI) and even cause 
transistor failure if they are not selected correctly. One 
would assume that by now, this rectifier diode should ap­
proximate the behavior of an ideal switch, i.e., zero on-state 
voltage, no reverse leakage current and instanteous turn­
on. At first glance, the design of this single pn-junction de­
vice would appear to be quite straight forward but a review 
of the device equations reveals that many compromises 
must be made to optimize its performance. An understand­
ing of these tradeoffs will allow the circuit designer to select 
the most appropriate rectifier diode. 

TL/G/10062-1 

FIGURE 1a. Buck Regulator to Step-Down 
Input Voltage V1N 

c 

TL/G/10062-2 

FIGURE 1b. Forward Converter 
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Consider how the non-ideal behavior of rectifier D2 affects 
the circuit performance of the buck regulator in Figure ta. 
The solid lines in Figure 2a depict the switching behavior of 
the transistor switch and rectifier in comparison to the wave­
forms (dashed lines) that represent an ideal rectifier. There 
are four differences between the two cases: 

1. The most significant difference is that the peak collector 
current of the transistor switch (Ir in Figure 2a ) at the end 
of turn-on (time t2) has been increased by the magnitude 
of the peak reverse recovery current of the rectifier 
(IR(REC)l· Correspondingly, the peak power dissipation 
within the transistor has increased from Pr to Pr as 
shown in Figure 2c. 

2. The maximum transistor voltage Vr at turn-off (t4-t5 in 
Figure 2a) has been increased by the dynamic voltage 
drop of the rectifier during turn-on. Since buck regulators 
generally run at low voltages, this increase has a minimal 
effect. However, it is more significant in the forward con­
verter circuit of Figure 1b and in bridge circuits operating 
from high bus voltages where the voltage margins cannot 
be as generous. 

3. Since the rectifier is not ideal, its power dissipation con­
sists of the following components: 

a. Conduction loss (VF x IF) during the on-time. 

b. Turn-off loss during time t2-t3 and turn-on loss during 
time ts-ts (Figure 2d). 

c. Reverse blocking loss (VA x IR) during period t3-ts. 

4. The rectifier regains its reverse blocking capability at time 
t2. A "snappy" rectifier that quickly turns off IR(REC) will 
contribute much more EMI than a "soft", fast recovery 
rectifier. 

A better transistor switch will intensify rather than improve 
the shortcomings of the fast recovery rectifier, so it is nec­
essary to consider more fully the conduction and switching 
behavior of the rectifier diode. 
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- - - - - - Ideal Diode ----Practical Diode 

TL/G/10062-3 

FIGURE 2. Transistor and Rectifier Voltage 
and Current Waveforms for the Buck 

Regulator In Figure ta 
a) Transistor and Rectifier Voltage Waveforms 
b) Transistor and Rectifier Current Waveforms 
c) Transistor Power Dissipation 
d) Rectifier Power Dissipation 

POWER LOSSES IN THE UL TRA·FAST 
RECTIFIER DIODE 
Consider the idealized rectifier current and voltage wave­
forms in Figure 3 for a 50 kHz buck regulator. Power dissipa­
tion within the rectifier for a 50% duty factor is: 

P = P(conduction) + P(blocking) + P(reverse recovery) 

1 
P = 2(VFIF + VAIR) + VRMIA(REC)tbf 

Typical values for a 200V, BA rectifier are: 

f = 50 kHz IA = 1 mA 
VF = 0.9V ts = 25 ns (assuming lb = trr12) 
IF = BA VA = 50V 
IR(REC) = 2.0A VRM = 200V 

P = ~[(BA) (0.9V) + (50V) (1 mA)] 

+ (200V) (2A) (25 ns) (50 kHz) 

P = 3.6W + 0.025W + 0.5W = 4.125W 
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CONDUCTION LOSSES 
DC conduction or on-state losses occur whenever the recti­
fier is conducting forward current and consists simply of 
the integration of IF x VF during the on-time. Literature has 
dealt extensively with the computation of VF for many differ­
ent rectifier structures (Reference 1 ). The National 
Semiconductor POWERplanarTM line of fast recovery di­
odes are planar passivated, P + N - N + epitaxial type, for 
which a cross-sectional view can be found in Figure 4. It can 
be shown that VF is inversely proportional to minority carrier 
lifetime and directly proportional to epitaxial thickness (Wi in 
Figure4). 

Figure 5 plots theoretical curves of normalized VF vs minori­
ty carrier lifetimes for rectifiers with 250V and 500V ava­
lanche voltage breakdown. Since Irr is approximately equal 
to minority carrier lifetime, it is apparent that high current 
pn-junction rectifiers are limited to 20 ns-50 ns reverse re­
covery times because VF dramatically increases for minority 
carrier lifetimes less than these. It is also apparent that the 
VF curves have a broad minima around 1 O ns-30 ns so that 
another reason to select this value of minority carrier life­
time is that VF becomes independent of small changes in 
minority carrier lifetime due to manufacturing tolerances. 

It is immediately obvious that the key to maximizing current 
through the rectifier is to minimize VF. However at 200 kHz, 
reverse recovery losses will quadruple to 4W, so that in­
creasing attention must be paid to this parameter as operat­
ing frequency is raised. 
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FIGURE 3. Representative Current and Voltage 
Waveforms for the Rectifier in the Buck 

Regulator Found In Figure ta 
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FIGURE 4. Cross-Sectional View of a POWERplanarTM 
P + N - N + , Fast Recovery Rectifier 
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FIGURE 5. Normalized VF for 250V and SOOV Rated 
Rectifiers as a Function of Minority 

Carrier Lifetime 

REVERSE BLOCKING LOSSES 

Planar passivation techniques have reduced surface leak­
age currents (IA) to a negligible amount so that the principle 
reverse leakage current is recombination current in the 
space charge region. Some of the many methods to control 
minority carrier lifetimes are electron or neutron irradiation 
and gold or platinum diffusion, each with its own advantages 
and disadvantages. For 200V, ultrafast recovery rectifiers, 
gold diffusion still represents the best compromise between 
speed, VF. IA and "soft" recovery. 

A drawback to gold diffusion is its relatively high reverse 
leakage current. It should be pointed out that the reliability 
of the gold-diffused product is the same as other rectifiers 
(all other factors being equal), since this leakage current is a 
bulk and not a surface phenomenon. Figure 6 illustrates the 
dependency of recombination current on junction tempera­
ture and minority carrier lifetime, which is inversely propor­
tional to the amount of gold in the depletion region. Experi­
mental leakage test results have been plotted in Figure 6 for 
the National Semiconductor BA and 16A series of rectifiers 
(FRP820 and FRP1620 respectively) at 100'C, 125'C and 
150'C. These points indicate that the low current injection 
level lifetime ranges from 20 ns-30 ns and is relatively inde­
pendent of T J· Since reliability design guidelines specify that 
the rectifiers be operated at one-half their voltage rating and 
25'C-50'C below their maximum junction temperature, the 
expected leakage currents in well designed power supplies 
will run less than 1 mA. 
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REVERSE RECOVERY LOSSES 

All pn-junction rectifiers, operating in the forward direction, 
store charge in the form of excess minority carriers. The 
amount of stored charge is proportional to the magnitude of 
the forward current. The process by which a rectifier diode 
is brought out of conduction and returned to its block state 
is called commutation. Figure 7 shows an expanded view of 
current commutation, also called reverse recovery. Starting 
at time to. the rectifier is switched from its forward conduct­
ing state at a specified current ramp rate (-dlF/d1). The 
current ramp rate will be determined by the external circuit 
(E/L) or the turn-on time of a transistor switch. During the 
time t1-t2. the store charge within the rectifier is able to 
supply more current than the circuit requires, so that the 
rectifier behaves like a short circuit. Stored charge is deplet­
ed both by the reverse recovery current and recombination 
within the rectifier. Eventually the stored charge dwindles to 
the point that a depletion region around the junction starts 
to grow, allowing the rectifier to regain its reverse blocking 
voltage capability (t2). From a circuit-design standpoint, the 
most important parameters are the peak reverse recovery 
current and "S", the softness factor. A "snappy" rectifier 
will produce a large amplitude voltage transient and contrib­
ute significantly to electro-magnetic interference. Figure 8 
illustrates the actual reverse recovery of two rectifier diodes. 
The peak voltage of the snappy rectifier is 175V compared 
to 142V peak for the FRP820, the higher voltage resulting 
from both the higher IA(AEC) and the fact that the reverse 
recovery current decays to zero in a shorter time. 
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FIGURE 6. Regeneration Current for Gold-Doped, 
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FIGURE 7. Expanded View of Current 
Commutation in a Rectifier Diode 

The relative snappiness of a rectifier may be defined quanti­
tatively by dividing the reverse recovery time Irr into two 
subperiods, la and lb, as shown in Figure 7. The softness 
factor "S" is simply the ratio lb/la. A rectifier with a low 
value S factor will be more likely to produce dangerous volt­
age transients, but it will also dissipate less reverse recov­
ery energy than a high S factor rectifier. A reasonable com­
promise between these two conflicting constraints would be 
to design a rectifier with S = 1 (ta = tbl· The S factors of 
the FRP820 rectifier and the competitive device in Figure 8 
are 0.55 and 0.31 respectively. 

Only recently has it become possible to model the ramp 
recovery in p-i-n rectifiers (References 2, 3) and the follow­
ing equations have proved useful in predicting reverse re­
covery parameters. 

Wih/Da 
trr=--8--

Wi 
s = 4J0a7 

( dlF) ( Wi ) IR(REC) = dt T 1 + BJDaT -1 

QR(REC) = 0.5 T2 ( ~~) 
where: 

T = minority carrier lifetime 

Wi = epitaxial thickness 

Da = ambipolar diffusion constant 

The blocking voltage rating of the rectifier primarily deter­
mines Wi; but for a given Wi, note that a short minority life­
time not only decreases IR(REC) but happily increases S. 
These two key parameters are plotted as a function of mi­
nority carrier lifetime in Figure 9for dlF/dt = 100 A/µs and 
T J = 25'C. As has been noted before, the minority carrier 
lifetime had been targetted for 20 ns-30 ns to minimize VF 
and this choice has resulted in a typical value of S = 0.65 
and IR(REC) = 1.5A. 

Test Conditions: 

Tj ~ 25'C 
IF~ BA 
dlF/dt ~ 100 A/µS 

Test Conditions: 

I~ 0.5 A/DIV 
T ~ 10 ns/DIV 

Tj ~ 25'C I ~ 50 VA/DIV 
IF ~ BA T ~ 10 ns/DIV 
dlF/dt ~ 100 A/µs 

TL/G/10062-9 

TL/G/10062-10 

FIGURE 8. Comparison of Reverse Recovery 
of the FRP820 Series Rectifier 

to a Snappy Rectifier 

REVERSE RECOVERY CHARACTERIZATION 

Figures 10-13 plot QR(REC)· IR(REC)· Irr and S versus dlF/dt 
for the FRP1600 series of rectifiers and typical use condi­
tions of IF = 16A and VR = 200V and for two different 
junction temperatures of 25'C and 125'C. Theory not only 
predicts, but it has also been experimentally verified, that 
these parameters are relatively independent of IF so only 
one value of the latter suffices. Any three of the four Figures 
10-13 completely specifies the reverse recovery behavior 
of the rectifier. Since S and T,, vary the least over the plot­
ting dlF/dt range, it is convenient to formulate reverse re­
covery energy loss P in microwatts in terms of the circuit 
parameters VR and dlf/dt: 

V (dlF)t 

p = R di (~)210-3( W) 
2S 1 + S µ, 

where: 

VR = peak reverse voltage 

dlF/dt = ramp rate (A/µs) 

= operating frequency (kHz) 

12-34 



10 .--.,,.,..~-,--,~~t-r/d-=2;=~ ....... 6o.....,1_E!.....,_ l ...... .L----. 
t----+--+~~~~t----t--t-~~--t 

~~± L 
t---+-+_,_,-~1> • • FRP1620 

~ FRP820 
l.O 1---+--+-t--t-,---;~Vnl"!'\..--+--+FR--+PS--+2-0--t 

t---+-t-"~ •. FRP1620 

0.1 L 
1a° 

MINORITY CARRIER LIFETIME- ns 
TL/G/10062-11 

FIGURE 9. Theoretical Plots of IR(REC) and 
S vs Minority Carrier Lifetime 

101 

... 
I 
I-z ... 
a: a: 
::> 
0 

~ 1a° ... 
~ 
&l a: ... 
Cl) 
a: ... 
i!i a: 

10-l 
101 

dlr/dt=A/µs 

TL/G/10062-12 

FIGURE 10. Reverse Recovery Current for 

0 c 
I ... .., 

a: ... 
::c 
0 

~ 
~ 
0 
0 ... 
a: ... 
Cl) 
a: ... 
i!i 
a: 

the FRM/FRP1620 Serles Rectifiers 

1a3 

1a2 

.-1!-v 
t---TJ=125~ 

~ L ._. 
~25"C_ 

1a2 

dlr/dt= 100A/µs 

TL/G/10062-13 

FIGURE 11. Reverse Recovery Charge for 
the FRM/FRP1600 Series Rectifier Diodes 

.. 
c 
I ... 

::E 
I= 

! 
a: 

~ 
a: 

JS 
~ 

TJ= 145"C 
..... -'H-1.. 

TJ=25"C --

dlr/dt=A/µs 

TL/G/10062-14 

FIGURE 12. Reverse Recovery Time of the 
FRM/FRP1600 Series Rectifier Diodes 

1.0 

~ TJ~25"C 

~ 
_j_ 0.5 

0.4 

0.3 
1).. 

rJ 1~s<>c 
N 

0.2 

0.1 
10 20 50 100 200 500 

dlr/dt - A/ JLS 

TL/G/10062-15 

FIGURE 13. Softness Factor S for the 
FRM/FRP1600 Series Rectifier Diodes 

Example: Calculate the reverse recovery power loss for the 
FRP1620 rectifier running at: 

IF= 16A VR = 100V 

dlF/dt = 100 A/µs TJ = 125•c 

f = 75 kHz 

From Figures 12 and 13 Irr = 56 ns and S = 0.29. Subsli· 
luting these values in the above equation: 

= (1 OOV) (100 A/ µs)(75 kHz) [ (0.29)(56 ns)] 210 _ 3 W 
p (2)(0.29) 1 + 0.29 "' 

P = 0.205W 

There are may ways to shape the reverse recovery voltage 
spike. The most simple and still most popular is the RC 
snubber circuit connected across the primary of the trans­
former in Figure 1b. This serves the dual purpose of sup­
pressing voltage ringing and EMI due to the switching action 
of both the transistor and rectifier. William McMurray has 
shown how to design an RC snubber to minimize voltage 
transients and/ or dV I dt ramps just due to the diode reverse 
recovery current (Reference 4) and also how to de-
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:g sign snubbers to minimize transistor power dissipation (Ref­
Z erence 5). But to date, because the RC snubber plays a 
CC major role in reducing EMI, its design tends to be empirical 

rather than theoretical. 

CONCLUSION 
This application note has pointed out the major considera­
tions in designing an ultrafast reverse recovery rectifier and 
shown that the control of minority carrier lifetime is the key 
in arriving at an optimum device. Because the diode contrib­
utes to EMI, its reverse recovery behavior must be carefully 
controlled and characterized in order to guarantee similar 
performance from lot to lot. 
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Introduction to Power 
MOSFETs 
and Their Applications 

INTRODUCTION 

The high voltage power MOSFETs that are available today 
are N-channel, enhancement-mode, double diffused, Metal­
Oxide-Silicon, Field Effect Transistors. They perform the 
same function as NPN, bipolar junction transistors except 
the former are voltage controlled in contrast to the current 
controlled bi-polar devices. Today MOSFETs owe their 
ever-increasing popularity to their high input impedance and 
to the fact that being a majority carrier device, they do not 
suffer from minority carrier storage time effects, thermal run­
away, or second breakdown. 

MOSFET OPERATION 

An understanding of the operation of MOSFETs can best be 
gleaned by first considering the later MOSFET shown in 
Figure 1. 

BODY 

SOURCE GATE 

National Semiconductor 
Application Note 558 
Ralph Locher 

With no electrical bias applied to the gate G, no current can 
flow in either direction underneath the gate because there 
will always be a blocking PN junction. When the gate is 
forward biased with respect to the source S, as shown in 
Figure 2, the free hole carriers in the p-epitaxial layer are 
repelled away from the gate area creating a channel, which 
allows electrons to flow from the source to the drain. Note 
that since the holes have been repelled from the gate chan­
nel, the electrons are the "majority carriers" by default. This 
mode of operation is called "enhancement" but it is easier 
to· think of enhancement mode of operation as the device 
being "normally off", i.e., the switch blocks current until it 
receives a signal to turn on. The opposite is depletion mode, 
which is a normally "on" device. 

DRAIN 

METAL (Ai) 

SILICON DIOXIDE 
(SIOz) 

TL/G/10063-1 

FIGURE 1. Lateral N-Channel MOSFET Cross-Section 
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The advantages of the lateral MOSFET are: 

1. Low gate signal power requirement. No gate current can 
flow into the gate after the small gate oxide capacitance 
has been charged. 

2. Fast switching speeds because electrons can start to 
flow from drain to source as soon as the channel opens. 
The channel depth is proportional to the gate volage and 
pinches closed as soon as the gate voltage is removed, 
so there is no storage time effect as occurs in bipolar 
transistors. 

The major disadvantages are: 

1. High resistance channels. In normal operation, the 
source is electrically connected to the substrate. With no 
gate bias, the depletion region extends out from the N + 
drain in a pseudo-hemispherical shape. The channel 
length L cannot be made shorter than the minimum de­
pletion width required to support the rated voltage of the 
device. 

2. Channel resistance may be decreased by creating wider 
channels but this is costly since it uses up valuable silicon 
real estate. It also slows down the switching speed of the 
device by increasing its gate capacitance. 

Enter vertical MOSFETs! 

The high voltage MOSFET structure (also known as DMOS) 
is shown in Figure 3. 

Vo RL 

----1111-----'IN"'""-~ 

CHANNEL 
STOP 

---~1----. 

INVERTED 
ZONE 

G 

P BODY SUBSTRATE 

TL/G/10063-2 

FIGURE 2. Lateral MOSFET Transistor Biased for Forward Current Conduction 

N+ SUBSTRATE 

;;; ~~CYslLICATE DRAIN 
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FIGURE 3. Vertical DMOS Cross-Sectional View 
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The current path is created by inverting the p-layer under­
neath the gate by the identical method in the lateral FETs. 
Source current flows underneath this gate area and then 
vertically through the drain, spreading out as it flows down. 
A typical MOSFET consists of many thousands of N + 
sources conducting in parallel. This vertical geometry 
makes possible lower on-state resistances (Ros(on)l for the 
same blocking voltage and faster switching than the lateral 
FET. 

There are many vertical construction designs possible, e.g., 
V-groove and U-groove, and many source geometries, e.g., 
squares, triangles, hexagons, etc. All commercially available 
power MOSFETs with blocking voltages greater than 300V 
are manufactured similarly to Figure 3. The many considera­
tions that determine the source geometry are Ros(on)• input 
capacitance, switching times and transconductance. 

PARASITIC DIODE 

Early versions of MOSFETs were very susceptible to volt­
age breakdown due to voltage transients and also had a 
tendency to turn on under high rates of rise of drain-to­
source voltage (dV /dt), both resulting in catastrophic fail­
ures. The dV I dt turn-on was due to the inherent parasitic 
NPN transistor incorporated within the MOSFET, shown 
schematically in Figure 4a. Current flow needed to charge 
up junction capacitance CoG acts like base current to turn 
on the parasitic NPN. 

The parasitic NPN action is suppressed by shorting the N + 
source to the P + body using the source metallization. This 
now creates an inherent PN diode in anti-parallel to the 
MOSFET transistor (see Figure 4b ). Because of its exten­
sive junction area, the current ratings and thermal resist­
ance of this diode are the same as the power MOSFET. 
This parasitic diode does exhibit a very long reverse recov­
ery time and large reverse recovery current due to the long 
minority carrier lifetimes in the N-drain layer, which pre­
cludes the use of this diode except for very low frequency 
applications, e.g., motor control circuit shown in Figure 5. 
However in high frequency applications, the parasitic diode 
must be paralleled externally by an ultra-fast rectifier to en­
sure that the parasitic diode does not turn on. Allowing it to 
turn on will substantially increase the device power dissipa­
tion due to the reverse recovery losses within the diode and 
also leads to higher voltage transients due to the larger re­
verse recovery current. 

CONTROLLING THE MOSFET 

A major advantage of the power MOSFET is its very fast 
switching speeds. The drain current is strictly proportional to 
gate voltage so that the theoretically perfect device could 
switch in 50 ps-200 ps, the time it takes the carriers to flow 
from source to drain. Since the MOSFET is a majority carrier 
device, a second reason why it can outperform the bipolar 
junction transistor is that its turn-off is not delayed by minori­
ty carrier storage time in the base. A MOSFET begins to 
turn off as soon as its gate voltage drops down to its thresh­
old voltage. 
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SWITCHING BEHAVIOR 

Figure 6 illustrates a simplified model for the parasitic ca­
pacitances of a power MOSFET and switching voltage 
waveforms with a resistive load. 

There are several different phenomena occurring during 
turn-on. Referring to the same figure: 

Time interval t1 < t < t2: 

The initial turn-on delay time td(on) is due to the length of 
time it takes VGs to rise exponentially to the threshold volt­
age VGS(th)· From Figure 6, the time constant can be seen 
to be Rs x CGS· Typical turn-on delay times for the National 
Semiconductor IRF330 are: 

td(on) = Rs X CGs X In (1 - VGS(th)/VPK) 
For an assumed gate signal generator impedance of Rs of 
500 and CGs of 600 pF, td comes to 11 ns. Note that since 
the signal source impedance appears in the td equation, it is 
very important to pay attention to the test conditions used in 
measuring switching times. 

Physically one can only measure input capacitance C;ss. 
which consists of CGs in parallel with CoG· Even though 
CGs > > CoG. the latter capacitance undergoes a much 
larger voltage excursion so its effect on switching time can­
not be neglected. 

Plots of C;ss• Crss and Coss for the National Semiconductor 
IRF330 are shown in Figure 7 below. The charging and dis­
charging of CoG is analogous to the "Miller" effect that was 
first discovered with electron tubes and dominates the next 
switching interval. 

Time interval t2 < t < ts: 

Since VGs has now achieved the threshold value, the 
MOSFET begins to draw increasing load current and Vos 
decreases. CoG must not only discharge but its capacitance 
value also increases since it is inversely proportional to 
VoG. namely: 

CoG = CoG(O)/(VoGl" (2) 

Unless the gate driver can quickly supply the current re­
quired to discharge CoG. voltage fall will be slowed with the 
attendant increase in turn-on time. 

Time interval ts < t < t4: 

The MOSFET is now on so the gate voltage can rise to the 
overdrive level. 

Turn-off interval t4 < t < te: 

Turn-off occurs in reverse order. VGs must drop back close 
to the threshold value before Ros(on) will start to increase. 
As Vos starts to rise, the Miller effect due to CoG re-occurs 
and impedes the rise of Vos as CoG recharges to Vee· 

Specific gate drive circuits for different applications are dis­
cussed and illustrated below. 
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MOSFET CHARACTERIZATION 

The output characteristics (lo vs Vos) of the National Semi­
conductor IRF330 are illustrated in Figures 8 and 9. 

The two distinct regions of operation in Figure 8 have been 
labeled "linear" and "saturated". To understand the differ­
ence, recall that the actual current path in a MOSFET is 
horizontal through the channel created under the gate oxide 
and then vertical through the drain. In the linear region of 
operation, the voltage across the MOSFET channel is not 
sufficient for the carriers to reach their maximum drift veloci­
ty or their maximum current density. The static Ros(on)• de­
fined simply as Vos/los. is a constant. 

As Vos is increased, the carriers reach their maximum drift 
velocity and the current amplitude cannot increase. Since 
the device is behaving like a current generator, it is said to 
have high output impedance. This is the so-called "satura­
tion" region. One should also note that in comparing 
MOSFET operation to a bipolar transistor, the linear and 
saturated regions of the bipolar are just the opposite to the 
MOSFET. The equal spacing between the output lo curves 
for constant steps in V GS indicates that the transfer charac­
teristic in Figure 9 will be linear in the saturated region. 

IMPORTANCE OF THRESHOLD VOLTAGE 

Threshold voltage V GS(th) is the minimum gate voltage that 
initiates drain current flow. VGS(th) can be easily measured 
on a Tektronix 576 curve tracer by connecting the gate to 
the drain and recording the required drain voltage for a 
specified drain current, typically 250 µA or 1 mA. (V GS(th) in 
Figure 9 is 3.5V. While a high value of VGS(th)· can appar­
ently lengthen turn-on delay time, a low value for power 
MOSFET is undesirable for the following reasons: 

1. V GS(th) has a negative temperature coefficient 
-7 mv1°c. 

2. The high gate impedance of a MOSFET makes it suscep­
tible to spurious turn-on due to gate noise. 

3. One of the more common modes of failure is gate-oxide 
voltage punch-through. Low V GS(th) requires thinner ox­
ides, which lowers the gate oxide voltage rating. 

1 fZ 4V 
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FIGURE 8. Output Characteristics 
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POWER MOSFET THERMAL MODEL 

Like all other power semiconductor devices, MOSFETs op­
erate at elevated junction temperatures. It is important to 
observe their thermal limitations in order to achieve accept­
able performance and reliability. Specification sheets con­
tain information on maximum junction temperature (T J(max)l• 
safe areas of operation, current ratings and electrical char­
acteristics as a function of T J where appropriate. However, 
since it is still not possible to cover all contingencies, it is 
still important that the designer perform some junction cal­
culations to ensure that the device operate within its specifi­
cations. 

Figure 10 shows an elementary, stead-state, thermal model 
for any power semiconductor and the electrical analogue. 
The heat generated at the junction flows through the silicon 
pellet to the case or tab and then to the heat sink. The 
junction temperature rise above the surrounding environ­
ment is directly proportional to this heat flow and the junc­
tion-to-ambient thermal resistance. The following equation 
defines the steady state thermal resistance R(th)JC between 
any two points x and y: 

R(th)JC = (Ty - Tx)/P (3) 

where: 

T x = average temperature at point x (°C) 

Ty = average temperature at point y (°C) 

P = average heat flow in watts. 

Note that for thermal resistance to be meaningful, two tem­
perature reference points must be specified. Units for 
R(th)JC are 'C/W. 
The thermal model show symbolically the locations for the 
reference points of junction temperature, case temperature, 
sink temperature and ambient temperature. These tempera­
ture reference define the following thermal references: 

R(th)Jc: Junction-to-Case thermal resistance. 

R(th)cs: Case-to-Sink thermal resistance. 

R(th)SA: Sink-to-Ambient thermal resistance. 

Since the thermal resistances are in series: 

R(th)JA = R(th)JC + R(th)CS + R(th)SA· (4) 
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FIGURE 10. MOSFET Steady State Thermal Resistance Model 

The design and manufacture of the device determines 
R(th)JC so that while R(th)JC will vary somewhat from device 
to device, it is the sole responsibility of the manufacturer to 
guarantee a maximum value for R(th)JC· Both the user and 
manufacturer must cooperate in keeping R(th)CS to an ac­
ceptable maximum and finally the user has sole responsibili­
ty for the external heat sinking. 

By inspection of Figure 10, one can write an expression for 
TJ 

T J = TA + Px [R(th)JC + R(th)CS + R(th)SAI (5) 
While this appears to be a very simple formula, the major 
problem in using it is due to the fact that the power dissipat­
ed by the MOSFET depends upon T J· Consequently one 
must use either an iterative or graphical solution to find the 
maximum R(th)SA to ensure stability. But an explanation of 
transient thermal resistance is in order to handle the case of 
pulsed applications. 

Use of steady state thermal resistance is not satisfactory for 
finding peak junction temperatures for pulsed applications. 
Plugging in the peak power value results in overestimating 
the actual junction temperature while using the average 
power value underestimates the peak junction temperature 
value at the end of the power pulse. The reason for the 
discrepancy lies in the thermal capacity of the semiconduc­
tor and its housing, i.e., its ability to store heat and to cool 
down before the next pulse. 

The modified thermal model for the MOSFET is shown in 
Figure 11. The normally distributed thermal capacitances 
have been lumped into single capacitors labeled CJ, Cc, 
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and Cg. This simplification assumes current is evenly distrib­
uted across the silicon chip and that the only significant 
power losses occur in the junction. When a step pulse of 
heating power P is introduced at the junction, Figure 12a 
shows that T J will rise at an exponential rate to some steady 
state value dependent upon the response of the thermal 
network. When the power input is terminated at time t2, T J 
will decrease along the curve indicated by T cool in Figure 
12a back to its initial value. Transient thermal resistance at 
time t is thus defined as: 

~TJc(t) 
Z(th)JC = -p- (6) 

The transient thermal resistance curve approaches the 
steady state vaule at long times and the slope of the curve 
for short times is inversely proportional to CJ. In order that 
this curve can be used with confidence, it must represent 
the highest values of Z(th)JC for each time interval that can 
be expected from the manufacturing distribution of prod­
ucts. 

While predicting T J in response to a series of power pulses 
becomes very complex, superposition of power pulses of­
fers a rigorous numerical method of using the transient ther­
mal resistance curve to secure a solution. Superposition 
tests the response of a network to any input function by 
replacing the input with an equivalent series of superim­
posed positive and negative step functions. Each step func­
tion must start from zero and continue to the time for which 
T J is to be computed. For example, Figure 13 illustrates a 
typical train of heating pulses. 
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T J at time t is given by: 

TJ(t) = TJ(O) +!Pi (7) 

j ~ 0 

[Z(th)JC (tn - t;) - Z(th)JC (tn - t; + 1 )] 
The usual use condition is to compute the peak junction 
temperature at thermal equilibrium for a train of equal ampli­
tude power pulses as shown in Figure 14. 

To further simplify this calculation, the bracketed expression 
in equation (G) has been plotted for all National Semicon­
ductor power MOSFETs, as exemplified by the plot of 
Z(th)JC in Figure 14b. From this curve, one can readily calcu­
late T J if one knows PM. Z(th)JC and Tc using the expres­
sion: 

TJ =Tc+ PM X Z(th)JC (8) 
Example: Compute the maximum junction temperature for a 
train of 25W, 200 µs wide heating pulses repeated every 
2 ms. Assume a case temperature of 95'C. 

Duty factor = 0.1 

From Figure 14b: Z(th)JC = 0.55'C/W 

Substituting into Equation (H): 

TJ(Max) = 95 + 25 X 0.55 = 108.75'C 

t=O 
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SAFE AREA OF OPERATION 

The power MOSFET is not subject to forward or reverse 
bias second breakdown, which can easily occur in bipolar 
junction transistors. Second breakdown is a potentially cata­
strophic condition in bi-polar transistors caused by thermal 
hot spots in the silicon as the transistor turns on or off. 
However in the MOSFET, the carriers travel through the 
device much as if it were a bulk semiconductor, which ex­
hibits a positive temperature coefficient of 0.6%/'C. If cur­
rent attempts to self-constrict to a localized area, the in­
creasing temperature of the spot will raise the spot resist­
ance due to the positive temperature coefficient of the bulk 
silicon. The ensuing higher voltage drop will tend to redis­
tribute the current away from the hot spot. Figure 15 deline­
ates the safe areas of operation of the National Semicon­
ductor IRF330 device. 

Note that the safe area boundaries are only thermally limit­
ed and exhibit no derating for second breakdown. This 
shows that while the MOSFET transistor is very rugged, it 
may still be destroyed thermally by forcing it to dissipate too 
much power. 
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FIGURE 15. Safe Area of Operation of the 
National Semiconductor IRF330 MOSFET Transistor 

ON-RESISTANCE Ros(on) 
The on-resistance of a power MOSFET is a very important 
parameter because it determines how much current the de­
vice can carry for low to medium frequency (less than 
200 kHz) applications. After being turned on, the on-state 
voltage of the MOSFET falls to a low value and its Ros(on) 
is defined simply as its on-state voltage divided by on-state 
current. When conducting current as a switch, the conduc­
tion losses Pc are: 

Pc = 12o(RMS) x Ros(on) (9) 
To minimize Ros(on)o the applied gate signal should be large 
enough to maintain operation in the linear or ohmic region 
as shown in Figure 8. All National Semiconductor MOSFETs 
will conduct their rated current for V GS = 1 OV, which is also 
the value used to generate the curves of Ros(on) vs lo and 
T J that are shown in Figure 16 for the National Semiconduc­
tor IRF330. Since Ros(on) increases with TJ, Figure 16 plots 
this parameter as a function of current for room ambient and 
elevated temperatures. 
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FIGURE 16. Ros(on) of the 
National Semiconductor IRF330 

Note that as the drain current rises, Ros(on) increases once 
lo exceeds the rated current value. Because the MOSFET is 
a majority carrier device, the component of Ros(on) due to 
the bulk resistance of the N - silicon in the drain region 
increases with temperature as well. While this must be tak· 
en into account to avoid thermal runaway, it does facilitate 
parallel operation of MOSFETs. Any inbalance between 
MOSFETs does not result in current hogging because the 
device with the most current will heat up and the ensuing 
higher on-voltage will divert some current to the other devic­
es in parallel. 

TRANSCONDUCTANCE 

Since MOSFETs are voltage controlled, it has become nec­
essary to resurrect the term transconductance g,9, com· 
monly used in the past with electron tubes. Referring to Fig­
ure 8, g19 equals the change in drain current divided by the 
change in gate voltage for a constant drain voltage. Mathe· 
matically: 

. dlo(A) 
g19 (Siemens) = dVGs(V) (10) 

Transconductance varies with operating conditions, starting 
at O for VGs < VGs(th) and peaking at a finite value when 
the device is fully saturated. It is very small in the ohmic 
region because the device cannot conduct any more cur­
rent. Typically g19 is specified at half the rated current and 
for Vos = 20V. Transconductance is useful in designing 
linear amplifiers and does not have any significance in 
switching power supplies. 

GATE DRIVE CIRCUITS FOR POWER MOSFETs 

The drive circuit for a power MOSFET will affect its switch­
ing behavior and its power dissipation. Consequently the 
type of drive circuitry depends upon the application. If on­
state power losses due to Ros(on)• will predominate, there is 
little point in designing a costly drive circuit. This power dis­
sipation is relatively independent of gate drive as long as 
the gate-source voltage exceeds the threshold voltage by 
several volts and an elaborate drive circuit to decrease 
switching times will only create additional EM\ and voltage 
ringing. In contrast, the drive circuit for a device switching at 
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200 kHz or more will affect the power dissipation since 
switching losses are a significant part of the total power 
dissipation. 

Compare to a bi-polar junction transistor, the switching loss­
es in a MOSFET can be made much smaller but these loss­
es must still be taken into consideration. Examples of sever­
al typical loads along with the idealized switching wave­
forms and expressions for power dissipation are given in 
Figures 1 7 to 19. 
Their power losses can be calculated from the general ex­
pression: 

Po = ( ~ J:1o(t) • Vos(t)dt) • fs 

where: f9 = Switching frequency. 

(11) 

For the idealized waveforms shown in the figures, the inte­
gration can be approximated by the calculating areas of tri­
angles: 

Resistive load: 

P _ V2oo [teen) + tcott) + R • T] • f 0 - R 6 OS(on) s 

Inductive load: 

Po = VcL Im tcott)fs + Pc 
2 

where: 

Pc = conduction loss during period T. 

Capacitive load: 

p = (CV2oo + V2ooRos(on) T) f 
O 2 R2 9 

Gate losses and blocking losses can usually be neglected. 
Using these equations, the circuit designer is able to esti­
mate the required heat sink. A final heat run in a controlled 
temperature environment is necessary to ensure thermal 
stability. 

..n. 

10=Voo/R 
,. _________ , 

I \ 
I \ 

I \ 
I \ 

I \ 

l--t---1 
TL/G/10063-23 

FIGURE 17. Resistive Load Switching Waveforms 
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I 

U1 
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CC) 
Lt) 
Lt) 

I z 
<( 

Vos =Yoo 

FIGURE 18. Clamped Inductive 
Load Switching Waveforms 

---· I 
I 

: Voo/R 

·--------~ \ 
\ 

TL/G/10063-24 

TL/G/10063-25 

FIGURE 19. Capacitive Load Switching Waveforms 

12-46 

Since a MOSFET is essentially voltage controlled, the only 
gate current required is that necessary to charge the input 
capacitance C;88. In contrast to a 1 OA bipolar transistor, 
which may require a base current of 2A to ensure saturation, 
a power MOSFET can be driven directly by CMOS or open­
collector TTL logic circuit similar to that in Figure 20. 

Turn-on speed depends upon the selection of resistor R1, 
whose minimum value will be determined by the current 
sinking rating of the IC. It is essential that an open collector 
TTL buffer be used since the voltage applied to the gate 
must exceed the MOSFET threshold voltage of 5V. CMOS 
devices can be used to drive the power device directly since 
they are capable of operating off 15V supplies. 

Interface ICs, originally intended for other applications, can 
also be used to drive power MOSFETs, as shown below in 
Figure21. 

Most frequently switching power supply applications employ 
a pulse width modulator IC with an NPN transistor output 
stage. This output transistor is ON when the MOSFET 
should be ON, hence the type of drive used with open-col­
lector TTL devices cannot be used. Figures 22 and 23 give 
examples of typical drive circuits used with PWM ICs. 

le 

1.0 kA 

TL/G/10063-26 

FIGURE 20. Open Collector TTL Drive Circuit 



µA9665 

100.0. 

+SV +12V 

1 k.n 

µA9643 

FIGURE 21. Interface ICs Used to 
Drive Power MOSFETs 

PWM 
le 

220.n 

22.n IN4150 

2N2907 

FIGURE 22. Circuit for PWM IC Driving MOSFET. 
The PNP Transistor Speeds Up Turn-Off 

1 k.'1 

FIGURE 23. Emitter Follower with Speed-Up Capacitor 
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1 k.n 

TL/G/10063-27 

TL/G/10063-28 

TL/G/10063-29 

II 



:g 
~ Isolation: Off-line switching power supplies use power MOS-
Z FETs in a half-bridge configuration because inexpensive, 
CC high voltage devices with low Ros(on) are not available. 

Since one of the power devices is connected to the positive 
rail, its drive circuitry is also floating at a high potential. The 
most versatile method of coupling the drive circuitry is to 
use a pulse transformer. Pulse transformers are also nor­
mally used to isolate the logic circuitry from the MOSFETs 
operating at high voltage to protect it from a MOSFET fail­
ure. 

The zener diode shown in Figure 25 is included to reset the 
pulse transformer quickly. The duty cycle can approach 
50% with a 12V zener diode. For better performance at 
turn-off, a PNP transistor can be added as shown in Figure 
26. 

Figure 21 illustrates an alternate method to reverse bias the 
MOSFET during turn-off by inserting a capacitor in series 
with the pulse transformer. The capacitor also ensures that 
the pulse transformer will not saturate due to DC bias. 

I 
1-1,J.J.J..; 
I 

TL/G/10063-30 

FIGURE 24. Half-Bridge Configuration 

+12v-----. 
22A 

• 
1kA 

TL/G/10063-31 

FIGURE 25. Simple Pulse Transformer Drive 
Circuit. The Transistor May Be a 
Part of a PWM IC if Applicable. 
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• 
1 kA 

TL/G/10063-32 

FIGURE 26. Improved Performance at Turn-Off 
with a Transistor 

150A 

2.2µF 22A 

• 
1 kA 

TL/G/10063-33 

FIGURE 27. Emitter Follower Driver 
with Speed-Up Capacitor 

Opto-isolators may also be used to drive power MOSFETs 
but their long switching times make them suitable only for 
low frequency applications. 

SELECTING A DRIVE CIRCUIT 

Any of the circuits shown are capable of turning a power 
MOSFET on and off. The type of circuit depends upon the 
application. The current sinking and sourcing capabilities of 
the drive circuit will determine the switching time and switch­
ing losses of the power device. As a rule, the higher the 
gate current at turn-on and turn-off, the lower the switching 
losses will be. However, fast drive circuits may produce ring­
ing in the gate and drain circuits. At turn-on, ringing in the 
gate circuit may produce a voltage transient in excess of the 
maximum VGs rating, which will puncture the gate oxide and 
destroy it. To prevent this occurrence, a zener diode of the 
appropriate value may be added to the circuit as shown in 
Figure 28. Note that the zener should be mounted as close 
as possible to the device. 

At turn-off, the gate voltage may ring back up to the thresh­
old voltage and turn on the device for a short period. There 
is also the possibility that the drain-source voltage will ex­
ceed its maximum rated voltage due to ringing in the drain 
circuit. A protective RC snubber circuit or zener diode may 
be added to limit drain voltage to a safe level. 



Figures 29-34 give typical turn-on and turn-off times of vari­
ous drive circuits for the following test circuit: 

Device: National Semiconductor IRF450, Voo = 200V, 

Load = 330 resistor. 

J 
1N5250 

TUG/10063-34 

FIGURE 28. Zener Diode to Prevent Excessive 
Gate-Source Voltages 

+12v----

• 

Note: Voltage Fall Time = 50 ns, Voltage Rise Time = 112 ns 

DRIVE CIRCUIT TURN-ON/TURN·OFF TIMES 

1k.O. 

TUG/10063-35 

Note: Voltage Fall Time = 17 ns, Voltage Rise Time = 20 ns 

FIGURE 29. Emitter Follower PWM 

22.0. 

1 k.O. 

TL/G/10063-36 

FIGURE 30. Simple Pulse Transformer 

PWM 
le 

220.0. 

Note: Voltage Fall Time = 50 ns, Voltage Rise Time = 16 ns 

22.0. 1N4150 

FIGURE 31. Pulse Width Modulator 
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2N2907 

TUG/10063-37 

I 



! c 

1k4 

TL/G/10063-38 

Note: Voltage Fall Time = 63 ns, Voltage Rise Time = 74 ns 
FIGURE 32. Pulse Transformer with Speed-Up Capacitor 

100.0. 

1k4 

µA9665 
TL/G/10063-39 

Note: Voltage Fall Time = 200 ns, Voltage Rise Time = 84 ns 
FIGURE 33. Interface Drive 

+SV +12V J~ 

1 k.O. 

µA9643 
TL/G/10063-40 

Note: Voltage Fall Time = 70 ns, Voltage Rise Time = 30 ns 
FIGURE 34. Interface Drive 
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J?'A National 
~Semiconductor 

Packaging Options and Ordering Information 
for Small Signal Diodes and Transistors 

This brochure outlines the many packaging options for small signal discrete devices. The packaging options are: 

A. Diode 

1. Bulk 

2. Tape and reel (Figure 1) 

B. Transistor 

1. Bulk 

2. Tape and reel (Figure 2) 

3. Ammo pack (Figure 3) 

C. Surface Mount devices-tape and reel (Figure 4) 

D. Diode and transistor arrays in P-DIP or ceramic tubes. 

E. SOIC transistor or diode arrays-tape and reel (Figure 5) 

Ordering Information for axial lead diodes. 
No suffix indicates bulk packaging. 

Package quantity: D0-35 = 2,000 min 
D0-7 = 1,000 min 

Package quantities for Zener Diodes: D0-35 = 5,000 

D0-41 = 3,000 

Ordering Information for Tape & Reel Options for Axial Lead Diodes 

1 .. TR suffix indicates axial Tape & Reel (50mm tape spac­
ing) package. (Example: 1N4148.TR). See Figure 1. 

2 .. PS suffix indicates axial Tape & Reel (26mm tape spac­
ing) package. (Example: 1N4148.PS). See Figure 1. 

WETAL OR CHIPBOARD 

RETAIN WITH ONE 
89.0 x 6.4(3.5 x 2.5) 
RUBBER BAND 

WHITE(ANOOE) 

Reel quantities for .TR and .PS options: 

Signal Diodes 

D0-35 = 10,000 

D0-7 = 7,000 

Zener Diodes 

D0-35 = 5,000 

D0-41 = 3,000 

WHITE(ANODE) 

1.19 (.047) RADIUS WAX. 

0.76 (.03) WAX. -I I..- 5.46(.215) 
I I 4.10(.185) 

CENTER LINE 
to.76 (t .03) 

RED(CATHODE) f 

51.56 (2.03) 
50.88 (2.003) 

J 

!.-- 101.6(4.0) 21 DIODES -----! -i-
7.87(.310) 
4.83(.190) 

26.5(1.04)' 
26.0(1.02) 

l 

'PS OPTION 
50 OR 60 POUND KRAFT PAPER TO BE WOUND 
BETWEEN LAYERS OF DIODES 63.5 (2.5) WIDE 
WINIWUW 1 /2 TURNS EXCESS 

FIGURE 1 

Note: All dimensions in millimeters with inches in parenthesis. 
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Ordering information for transistors. 

No suffix indicates bulk packaging. Package quantities 
are: 

T0-18 = 500 

T0-39 = 400 

T0-92 = 2,000 

Transistor Tape & Reel for T0-92 

1. Choose the appropriate option from the eight listed in 
Figure2. 

™ 0 

TL/00/3706-2 

D26Z ~ flat side down, tape left 
side of reel, adhesive on top 
side, large arbor hole. 

@ D28Z ~ flat side down, tape mright side of reel, adhesive on 
top side, large arbor hole. 

, 

TL/00/3706-4 

TL/00/3706-6 

TL/00/3706-8 

2. Cost adders are applicable to these options. Ammo Pack 
is the most economical option available. Contact the lo­
cal National Semiconductor sales office or franchised 
distributor for details. 

3. Standard pack and minimum order quantities apply. 

A. Tape and Reel = 2,000 pieces. 

B. Ammo Pack = 2,000 pieces. 

Scheduled orders must be in multiples of 2,000. 

4. Ordering example: 

2N3904/D26Z (flat side down, tape on left, large arbor 
hole) 

TL/00/3706-3 

TL/00/3706-5 

' . 
TL/00/3706-7 

TL/00/3706-9 

D11Z = reverse wound version 
-~~~'--_._, of option D26Z, adhesive on 

bottom side, large arbor hole. 

D81Z = reverse wound version 
..-U.JUL-""'-''-....,_._, of option 0272, adhesive on 

bottom side, large arbor hole. 

, 

D89Z = reverse wound version 
of option 0292, adhesive on 
bottom side, large arbor hole. 

FIGURE 2. Transistor Tape and Reel Options 

Transistor Ammo Pack Options 

1. Two ammo pack options can replace the eight tape and reel options illustrated 
in Figure 2 because the tape can be fed out of either the top or the bottom of the 
box and the box can be oriented either front or back with respect to a feeder. 
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TL/00/3706-10 

075Z Radial Ammo Pack 

Ammo Pack equivalent to options 026Z, 028Z, 01 OZ, 
011 Z. Specific option dependent on feed orientation from the 
cartridge. Round side of transistor on adhesive side of tape. 

074Z Radial Ammo Pack 

Ammo Pack equivalent to options 027Z, 029Z, 089Z, 
081 Z. Specific option dependent on feed orientation from the 
cartridge. Flat side of transistor on adhesive side of tape. 

TL/00/3706-11 

TL/00/3706-15 

TL/00/3706-17 

The drawings show package T0-92 transistors, which is the most common product selected for tape and reel; however, the same information applies for other 
package styles, such as T0-237 and tall T0-92. 

FIGURE 3. Transistor Ammo Pack Options 
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2. The two ammo pack options are: 

D74Z Radial Ammo Pack 
Ammo Pack equivalent to options D27Z, D29Z, D89Z, 
061 Z. Specific option dependent on feed orientation from 
the cartridge. Flat side of transistor on adhesive side of 
tape. 

-\ /-Ah 

l-------.......... 
H l l 
fil~~T 

w 

--+--1-1----l 

Symbol 

A 
A1 
T 
B 
H 

HO 
H1 
AP 
Ah 
p 

PO 
P1 
P2 
F1 
d 
L 
L 1 
t 

t1 
w 

WO 
W1 
W2 
DO 
s 

S1 
52 

*From tape center 
•*Spring after cut 

MM Value 
(Min/Max) 

3.2/9.0 
6.0 Max 
6.0Max 
2.5 Max 

27.0/29.21 
15.5/16.5 
18.5/19.5 

±0.8 
±0.8 

12.2/13.2 
12.5/12.9 
3.55/4.04 
6.05/6.50 

2.4/2.6 
0.45/0.55 
10.9 Max 
4.0/6.6 

0.66/0.96 
0.38/0.68 
17.5/18.5 
5.7/6.3 
0.5 Max 
8.5/9.75 
3.8/4.2 

±0.1 
4.69/5.28 
2.36/2.62 
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D75Z Radial Ammo Pack 
Ammo Pack equivalent to options D26Z, D28Z, D10Z, 
011 Z. Specific option dependent on feed orientation from 
the cartridge. Round side of transistor on adhesive side of 
tape. 

TL/00/3706-18 

Decimal Value 
(Min/Max) 

0.126/0.354 
0.236Max 
0.236Max 
0.098Max 

1.063/1.150 
0.610/0.650 
0.728/0.768 

±0.031 
±0.031 

0.480/0.520 
0.492/0.508 
0.140/0.159 
0.240/0.254 
0.094/0.102 
O.Q18/0.022 
0.429 Max 

0.157 /0.260 
0.026/0.038 
0,015/0.027 
0.689/0.728 
0.224/0.248 
0.020Max 

0.026/0.038 
0.150/0.165 

±0.004 
0.185/0.208 
0.093/0.103 



Surface Mount Diodes and Transistors in SOT-23/T0-236 
package and LL-34 packages; (See Figure 4) 

1. Transistors 

a. No suffix denotes low profile package (T0-236AB) on 
7" diameter reel. (Example: MMBT2222A) Reel quan­
tity = 3,000 

b. Suffix -HIGH is used to order the profile package 
(T0-236AA) on 7" diameter reel. (Example: 
MMBT2222A-HIGH) Reel quantity = 2,500 

2. Diodes encapsulated in T0-236 package 

a. .SA suffix denotes high profile package (T0-236AA) on 
7" diameter reel. (Example: FDS01201.SA). See Fig­
ure 4. Reel quantity = 2,500 

EMBOSSMENT 

TL/00/3706-19 

b .. LA suffix indicates low profile package (T0-236AB) on 
7" diameter reel. (Example: FDS01201.LA). Reel 
quantity = 3,000 

3. Leadless Diodes in LL-34 package 

Suffix characters .TR indicates 7" diameter Tape & Reel 
(Example: FDLL4148.TR) See Figure 6. Reel quantity = 

2,500 

4. SOIC Packages (14-SOIC, 16-SOIC) See Figure 5. 

a. T suffix letter indicates a 7" diameter reel with 700 
devices. (Example: FSA02509T) 

b. X suffix letter indicates a 13" diameter reel with 2,500 
devices. (Example: FSA02509X) 

0 0 0 0 0 0 

[g[g[g[g[g 
TL/00/3706-20 

SOT-23 Style A 

0 0 0 0 0 0 

~~~~~ 
TL/00/3706-21 

LL-34 Style A 

FIGURE 4. T0-236 and LL-34 Taping Specification 

FOR MACHINE REFERENCE ONLY 
INCLUDING DRAFT AND RADII 

1.51 (.063) 
1.50 (.059) 

EMBOSSMENT 
4.10(.161) 
3.90 (.153) 

2.05 (.081) 1.85 (.073) 
1.95 (.077) 1.65 (.065) 

EB-+=i 

USER DIRECTION OF FEED 

FIGURE 5. SOIC Taping Specification 
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~National 
~Semiconductor 

PACKAGE OUTLINES 
o· ' . inches 

1mens1ons are in (millimeters). 

Numbers in parentheses behind package titles are NS internal package 
codes. 

Dimensions and package codes shown are applicable at time of printing. Factory should be consulted to confirm dimensions, 
package codes, and other information given. 

NS Package JEDEC NS Package 
Code Code Code 

01 T0-11614-Lead Plastic DIP 42 
02 T0-18Glass 43 
03 16-Lead Plastic DIP 44 
04 T0-5Glass 48 
06 T0-46 Solid Kovar 49 
07 T0-52 Solid Kovar 51 
08 T0-71 Glass T0-18 (6 Leads) 55 
09 T0-05 Solid Kovar 56 
10 T0-39 Solid Steel 60 
11 T0-18 Glass 67 
12 T0-71 Glass T0-18 (6 Leads) 87 
14 T0-85 10-Lead Flat Pack 90 
17 T0-39 Solid Steel Low Profile 91 
18 T0-52 Solid Kovar 92 
19 T0-18Glass 94 
23 T0-72 Glass (4-Lead T0-18) P Channel FET 95 
24 T0-78 Glass T0-5 Diff Amp 8-Lead FET 96 
25 T0-72 Glass (4-Lead T0-18) 4-Lead FET 97 
26 T0-86 14-Lead Flat Pack 98 
27 16-Lead Ceramic Dual-In-Line 99 
29 T0-72 Glass (4-Lead T0-18) S1 
30 T0-78 Glass T0-5 (8 Leads) S2 
35 T0-116-2 14-Lead DIP S3 
37 T0-220 3-Lead D1 
38 T0-220 Multiple Rectifier 3-Lead D2 
39 T0-116 14-Lead Molded DIP D3 
40 T0-247 Power 3-Lead Plastic D4 
41 T0-220 Rectifier 2-Lead 4L 

00·7 (01) 00·35 (02) 
0.105 
(2.667) MAX DIA 

0.019-0.021 DIA 
(0.483-0.533) 

1.000 

~O) 

0.230-0.275 

-=46.985) 

1.000 
(25.40) 

__i 
TL/G/10336-1 

0.019-0.021 DIA 
(0.483-0.533) 

a~ 

-i 
0.140-0.180 

:r.572) 

12-56 

0.060-0.075 DIA 
(1.524-1.905) 

TL/G/10336-2 

JEDEC 
Code 

T0-204 Power MOSFET 30 Mil Lead 
T0-204 Power MOSFET 60 Mil Lead 
T0-24 7 Rectifier 2-Lead Plastic 
T0-236 (SOT-23) High Profile SMD 
T0-236 (SOT-23) Standard Profile SMD 
T0-202 Molded Plastic 
T0-202 Molded Plastic 
T0-202 Molded Plastic 
8-Lead Molded Mini-DIP 
8-Lead Molded Mini-DIP 
T0-96 10-Lead T0-5 
T0-237 Plastic 
T0-237 Plastic 
T0-92 Plastic 
T0-92 Plastic 
T0-226 Plastic (Tall T0-92) 
T0-92 Faraday Shield Plastic 
T0-92 Plastic 
T0-92 Faraday Shield Plastic 
T0-226 (Tall T0-92) Plastic 
SOIC 8-Lead SMD 
SOIC 14-Lead SMD 
SOIC 16-Lead SMD 
D0-7 Axial Diode 
D0-35 Axial Diode 
LL-34 Diode SMD 
D0-41 Axial Diode 
16-Lead Flat Pack 

00·41 (04) 

0.029-0.031 
(0. 737 -0. 787) 

0.090-0.1001 
(2.286-L 

0.145-0.155 
(3.683-3.937) -.--

=-T 
1.100-1.200 030.48) 
0.165-0.175 
(4.191-4.445) 

1---=r-0.057 
1-c- (1.397-1.448) 

TL/G/10336-3 



T0-5(04) 
0.335-0.370 I 18.509-9.398) 

I r 0.305-0.335 

Pin 

1 
2 
3 1:::::~::::1 '.f I :· .,;·~ 1. L SEATING 

_LPLANE 

0.500 

~ ~ ~ ~ 
0.009-0.125 __J l-- 0.016-0.019 

10.229-3.175) 10.406-0.483) 

T 

E 
B 
c 

TL/G/10336-4 

T0-39 (09, 10) 

0.240-0.260 

(6.096-6.604) 

0.350-0.370 rr 18.890-9.398) 
0.315-0.335 r-18.001-8.509) 1 

Pin 

1 
2 
3 

! SEATING ·g .l__ _LPLANE 

0.045 

~ ~ ~ ~ 
0.500 

112.70) 
MIN 

0.016-0.019 -l l-
1o.4o5-o.483) 0.190-0.210 

T 

E 
B 

c 

TL/G/10336-6 

T0-18 (02, 11, 19) 
0.209-0.230 
15.309-5.842) Pin T(02),(19) 

0.175-0.195 0.170-0.210 1 

2 
3 

Pin 
FET 

N(02) 
0.030 

(0.762) o o a 
MAX IL D.500 

0.016-0.019 - (12.70) 
10.406-0.483) MIN 

1 s 
2 D 

3 G 

TL/G/10336-5 

T0-39(17) Lo-Profile 

(8.890-9.398) Pin 

0.160-0.180 0.315-0.335 1 

2 

rr 0.350-0.370 ~ 

(4.064-4.572) . (8.001-8.509) I Lg SEATING 
_£PLANE 

o.soo 

~ ~ ~ ~ 

3 

0.009-0.125 

(0.228-3.175) 

--1 ~ 0.016-0.019 
10.406-0.483) 

E 

B 

c 

FET 
P(11) 

s 
G 
D 

T 

E 
B 

c 

TL/G/10336-7 
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-a 
DI 
n 
~ 
DI 
cc 
Cl) 

0 
c 
~ ::;· 
Cl) 
UI 



T0-52 (07, 18) 
0.209-0.219 R(5.309-5.563) 

0 178-0.191 0.142-0.159 

__:____851) (3.607-4.039) 

K•TI•:~g=t 
0.030 o a aT 

(0.762) L D.500 
MAX ---

0.016-0.019 J (12.70) 
(0.406-0.483) 

0.100 

(2.5401 s 

TL/G/10336-8 

T0-72 (23, 25, 28, 29) 

Pin 

3 

4 

R
~~~::;~~~::2) 
0.170-0.210 .. ,,:::~~1n1~·r 

j__mllD.500 

D 0 ~~~DI --1~ 0.030 o 016-0.019 f-- --
. - (0.762) (0.406-0.483) MAX 

T(25) 

E 

8 

c 
GNO 

FET 

N(25,29) 

s 
0 
G 

CASE 

0.100 
(2.540) 

T(28) 

8 

E 

c 
GNO 

FET 

P(23) 

s 
G 

0 

CASE 

T0-71 (08, 12) 
0.209-0.219 

(5.309-5.563) 

0.188-0.210 

0.030 m 0 m 
(0.76:) D.500 

MA JL (1270) 0.016-0.0lS MiN 
(0.406-0.483) 

I 

0.100 

(2.540) 

Pin 

5 

6 

TL/G/10336-9 

T0-78 (24, 30) Pin T(30) 

E1 

2 81 

3 C1 

E2 

6 82 

C2 

TL/G/10336-11 

12-58 

FET(12) 

S1 

01 

G1 

S2 

02 

G2 

FET(24) 

S1 

01 
G1 

S2 

02 

G2 



T0-85 (14) 
(Diode Arrays) 

0.004-0.006 
(0.102-0.152) 

j__y 
+ + 

0.035 
(0.889) 

TYP 

0.075-0.085 
(1.905-2.159) 

t 

I I + 
0.240-0.260 

..... ,_ _ ___,., ___ .i6.096-6.804) 

TL/G/10336-12 

T0-92 (92, 94, 96, 97, 98) 

Pin 
(92)STD 

T FET 

1 c G 
2 B s 
3 E D 

Pin 
(94) 

T FET 

1 B s 
2 c G 
3 E D 

T0-86 (26) 
(Diode Arrays) 

0.250-0.370 
(6.350-9.398) 

0.004-0.006 
(0.102-0.152) 

L_t 
+ + 

0.025 
(0.6351 

TYP 

I 0.240-0.2&0 j._ 
--.j (6.096-6.604) 

-r 
5'NOM 

_i_ 

5'NOM 

0.250-0.370 
(6.350-9.3981 

0.050-0.065 
(1.270 -1.651) 

TL/G/10336-13 

Pin 
(96) 

T FET 

11 0.0145-0.0155 
--j ~ ----~- TYP 

(0.3683-0.3937) 

1 c G 
2 E D 

3 B s 
0.045-0.055 

Pin 
(97)' (98)' 

T FET T 

1 E D B 

2 B s E 
3 c G c 

~ R NOM~m(1.143-1.397) 
(2.286) -

1 2 3 

J~ Jt ,::::::::~::, 
10°NOM 10°NOM 

TL/G/10336-14 

• Leadformed to T0-18 configuration prior to bulk shipment. For in-line leads, order option L342. 

Drain-Source Interchangeable on most JFET Devices. 
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!/) 
CP 
.5 
=§ T0-92 (92, 94, 96) 
o T0-18 Lead Form 
CP 
C) 

~ 
u 
111 

Cl.. 

T0-92 (92, 94 ,96) 
T0-5 Lead Form 

-18 Option 
0.160 

H(4.064) 

,
1 

Ji. 0.180 
--: I - (4.572) -.---

0.180 I 
(4.572) 

_j_ 

+-
0.025 

(0.635) 
MIN 

0.014-0.016 _J ~ 
(0.356 -0.406) 

0.100 
' (2.540) 

j 
0.375 

(9.525) 
NOM 

A 
0.100 ~l.-100NOM 

(2.540) 
DIA PIN CIRCLE 

-5 Option 

(4.45-4. 70) 
0.175-0.185 n 

0.175-0.185 

(4.45-4.70) 

0.05-0.100 
(1.27·0.2541 

0.375 

(9.53) 
NOM 

0.090 
(2.29) 
NOM 

j L 0.014-0.016 
(0.356-0.406) 

0.090-0.110 10. 3 

(2.29-2.791 ~ 
DIA PIN CIRCLE 2 

12-60 

11 0.015 
-.j ~ (0.381) NOM 

TL/G/10336-15 

TL/G/10336-16 



T0-92 (97, 98) 
T0-18 Lead Form STD* 

11 0.015 
--J f.- (0.381) NOM 

TL/G/10336-17 

*Note: All package 97 or 98 transistors are leadformed to this configuration 
prior to bulk shipment. Order L34Z option if in-line leads preferred on these 
package codes. 

T0-92 (92, 94, 96) 
T0-18 Lead Form and 
Crop J 14Z Option 

' 0.160 :---1 (4.064) 

I Ii... 0.180 
·~ I (4.572) .----

0.180 I 
(4.572) ' 

_L_ 

,-
0.025 

(0.635) 
MIN 

0.014-0.016 _J 1.­
(0.356-0.406) 

0.100 
(2.540) 

j 
0.150-0.180 
(3.810-4.572) 

~ 
0.100~ 

(2.540) _.., 14-10° NOM 

DIA PIN CIRCLE 

11 0.015 
--J I- (0.381) NOM 

TLIG/10336-19 

12-61 

T0-92 (92, 94, 96) 
0.100" Spacing Lead Form 
J61Z Option 

t 
0.175-0.185 

{4.445-4.6991 

• 0.050-0.100 

{1.270-2.540) 

j 
0.425-0.450 

0.175-0.185 

-- 14.45-4.70) -

{10 79r 430) ~ ~ ~ 

0.014-0.016 -11-­
(0.356-0.406) 

RAD 
0.90 

1 ~a2~1 0.045-0.055 

~45-0:~15.s_ I 11.143-1.3911 

{0.3683C1~ I J 0.135-0.145 

--~-- {3.429-3.683) 

t J~~-1- t 
{4.826-5.334) 

T0-92 (92, 94, 96) 
T0-18 Lead Form and 
Crop J22Z Option 

n,::~~) 
0.180 

-.i, r- (4.572) --.-
0.180 

(4.512> I 
_L_ ---,--
0. 025 

(0.635) 
MIN 

0.014-0.016 _J 1.­
(0.356 -0.406) 

~ 
0.100 ~l.-10" NOM 

(2.540) 
DIA PIN CIRCLE 

TL/G/10336-18 

11 0.015 
--JI- (0.381) NOM 

TL/G/10336-20 

"ti 
DJ 
(") 
~ 
DJ 

CCI 
CD 
0 
c = :;· 
m 



T0-92 (92, 94, 96) 
T0-5 Lead Form and Crop 
J25ZOption 

0.05-0.10 

(1.27-2.54) 

0.15-0.18 

(3.81-4.57) 

t----t-~ I I (4.46-4. 101 

-+-"'rr'TT'1'T" 

]
175-0.185 

4.46-4.70) 

~ 
0.025 

(0.635) 
MIN 

j 1- 0.014-0.016 
(0.356-0.406) 

0.09-0.11 __> n. 3 

(2.29-2.79) ~ 
DIA PIN CIRCLE 2 

T0-96 (87) 

TL/G/10336-21 

T0-92 (94) 
T0-18 Lead Form 

(4.064) n 0.160 

0.180 --! r- (4.572) 

r 
0.180 

(4.572) 

j__ ,---
0.025 

(0.635) 
MIN 

0.014-0.016 _J 1.- (9.525) 
(0.356-0.406) NOM 

J35Z Option 

Jl.-~NOM 
(0.381) 

10' NDM-lloi 1- 0.100 
1 t (2.540) ~ DIAPIN CIRCLE 

~ 
TL/G/10336-22 

0.335-0.370 -141-----~ 
(8.509-9.398) 

0.016-0.020 
(0.406-0.508) 

DIA 
10 LEADS 

0.305-0.335 
14------i~ (7.747-8.509) 

0.240 -0.260 

t (6.096 i6.604) 

• SEATING 
l---..-.--0.500 PLANE 

0.230 
(5.842) 

TYP 0.115 
(2.921) 

TYP 

12-62 

0.040 (12.70) 
(1.016) MIN 

MAX t 

TL/G/10336-23 



T0-116 (01) 

Pin T Pin T 

1 C1 8 C3 
2 81 9 83 
3 E1 10 E3 
4 NC 11 NC 
5 E2 12 E4 
6 82 13 84 
7 C2 14 C4 

T0-116·2 (35) 
(Diode Arrays) 

0.070-0.080 
(1.778-2.032) 

0.025 
(0.635) R NOM 

0.040-0.0511 
(1.016-1.270) 

0.290-0.310 
(7.366-7.874) 

(5.080) -.i 0.045-0.065 (7.366-7.874) 
o.zoo I l o.290-0.310 w 
t-~c~ (~:~!~, __l___Q MIN 

......... ,:::::=:::~, J l __l "·"'-'·"" 
o.o!-0.110 _J l j 0.016-0.020 L~--.l 

(2.286-2.794) (0.406-0.508) (9.525) 
TYP 0.027-0.037 0.065-0.095 NOM 

(0.686-0.940) (1.651-2.413) 
STANDOFF 

WIDTH 

12-63 

TL/G/10336-24 

TL/G/10336-25 

.,, 
DI n 
~ 

IQ 
CD 

0 c 
:::t s· 
:: 

IE 



T0-202 (51, 55, 56) 

0.480-0.520 
(12.192-13.2081 

0.310-0AOO 

(9.144-10.1801 1 • 

0.110-0,120 

~I 
· 1 0.240-0.260 

I !8.098-a.8041 
0.128-0.132 

~ 

1.21 

(3::~1;---,.._=..,,, 
0.286-0.316 

(7.237-8.0011 

0.080 

u::S:=~~:51 ~ + ~ l 
1!~::~:!::1~1!J:a.095-a105 jf ,:::::~::::1 

0•028 I 12.413-2.6671 j__ 0.019-0.026 

(0 680) i-- I (0.483-0.6801 
. 0.095-0.105 

(2.413-2.8871 

4501 
~; 

T0-202 (51, 55, 56) 
T0-5 Lead Form, Crop and Tab Shear 
J46ZOption 

0.373-0.371 

~ r(9.474-9.57611 
(0.762-1.2701 0.240-0.260 

1-p~rr 

1 
0.215-0.315 

(7.239-9.0011 

,::~:=::!::It b 0.0195-0.0205 

(0.4953-0.52071~ 

0.170-0.190 

i4.ii'B-4.ii6i-J_ J_ -1 TAI 

0.157 0.065 

(3.9881 IU51) 

t 
7"TVP 

0.&15 NOM NOM _l 

Pin T(51) T(55) 

1 E E 
2 c B 
3 B c 

TL/G/10336-26 

0.300-0.365 

(7.620-9.2711 

.!:!!.. 
(1.5241 

o.041-0.049 I 

I 0.095-0.105 

1:=(2.413-2.6671 

(17.151 l___l__ ...... rr" ...... ~ 

·~ ~~ 
0.0195-0.02051t--1'--&O" REF 
(0.4953-0.52071 

TVP 
0.195-0.205 

(4.953-5.2071 

"<(' 0.095-0.075 

""'1 (1.651-1.9051 

45°} 
l"fi"J 
~ 

12-64 

0.090-0.110 

~ 

TL/G/10336-27 

T(56) 

B 

c 
E 



T0-202 (51, 55, 56) 
T0-5 Lead Form and Crop 
J41Z Option 

0.095-0.105 

~-1 0.170-0.190 
(4.318-4.8281 

..!1!!. 
(30.73) D.157 0.065 

NOM NOM 

LJ_ 
I_,,,_,, 

r-c >,:::. I RAO 
TVP 

~--H-- BO' REF 
(D.4163-0.52D71 

~- L (2.181-2.7141 

D.047-0.D&l E 
~-1 TVP 
G.1124-0.021 

(0.810-0.71111 . I D DIS-0105 
TYP j -·--·-

0.195-0.205 ~I 12.41a-us11 

(4.953-6.20711--~--1 
(9.474-9.578) 

"'1 < _-' D.085-0.075 

rn
-~ 

= ' 
TL/G/10336-28 

12-65 

T0-202 (51, 55, 56) 
Lead Form J52Z Option 

1.135 
(28.131 

REF 

D.095-0.105 

{2.413-2JJ87)t 

~, 
(U9s3-o.s201) i I 

1 -
0.435 

(11L 

0.170-0.190 

i4.i18.Ta2ei 

80° REF TYP 

~-11( (DA953-0.52071 I 

~ L 
11.854-1.95&) 

I 
0.380-0.400 

.!!.!! -~ 
(2.921) 0.240-0.280 

lrl~I -0-~ (3.251-3.3531 
D.500 DIA 

T 11'"'======='1"""1 
0.285-0.315 

''·"1l•Jo11 I .11::r':;::;;::;:::;=i=-1 

..!:!!!.. (1.5241 
,::=:~:. lj ~ 

O.U47-0.049 jll 
"~:§Jj 

("953-6.2071 

I O.Dl5 .... 1D5 

t(U13-2.H11 

••• <::: .. Q.317 

19.474-9.516) 

" 0.0&5-0.875 
--(1.151-1.9151 

TL/G/10336-29 

~ 
=-co 
CD 

0 c 
:::t s· 

= 



T0-202 (51, 55, 56) 
T0-66 Lead Form, Crop and Tab 
Form J45Z Option 

iifil-'imi1 8.0195-0.0205 

0.095-0.105 [ 

~-11 .· rt 0.110-0.130 

0.170-0.190 - 12.194-3.3021 

I 
O.&IO-tl.&90 

·1 

1 
0.425 

14.318-4.828) ' ' 

0.065-0.095 

~ 

L_ r-1_ 0.310 =i 
0.0195-0.0205 '(9.398) 
{0.4953-0.52071 MIN 

1.015-0.01& 
12.151-2.413) 

0.060 
(1.524) 

J_ 
--T 

"~ 
0.285-0.315 0.060 

~ ftiii) 

l -· L 2 • 

T-1--- I' ' ( I CENTER 
U95-0.105 I \Lt.LEAD 

(2.413-2.861) ~I. I 1~ I CUTOFF 
0.195-0.205 
--------- i-
(4.953-5.207) I 

0.373-0,377 
--- (9.414-9.5761-· 

TL/G/10336-30 

12-66 

T0-202 (51, 55, 56) 
T0-5 Lead Form for Flush 
Mount J68Z Option 

1 

0.095-0.105 

(2.413-2.667)1 
0.0195-0.0205 

(0.4953-0.5207) ~ 

0.170-0.190 -
(4.318-4.826) 

0.580±0.010 ~ 
~ 114.73±0.254) T 
{17.27±0.254) I i0.1165-0.095 

l~~·11c.=ss=1-=2.4=13=1==:::::;i::f-

o 019.r.:-cl--,: :~., 
(0 4953-0 5207) MIN 

0 200 
(5.080) 

MIN 

--- 0.360-0.380 --1 I (9.144-9.652) 

0.113-0.117 r ,::::=::::, rr 0.128-0.135 

(2.870-2.972) - T (3.251-3.429) 

l 
0.465 
(tt.B;j 

l' :;::,·IF"=""'""'=;'""'l 

0.285-0,315 

~ 

I 

~ 
(0.610-0.7111 

BEFORE 
LEAD FINISH 

~ 
(U&B-1.270) 

0.065-0.075 
--{1.651-1.905) 

TL/G/10336-31 



T0·204AA (42) 
1.550 

MAX 

(21.08) 

(39.37)~ 
0.830 I 

0.055-0.0TII MAX 

(1.397-1.778) ~ 0.250-0.300 
j___ (6.350-7.620) -.-- =i 

0.150-0.165 
(3.810-4.191) 

0.215 
(5.461) 

BSC 

J l 0.440-0.480 
0.038-0.043 (11.18-12.19) 
(0.965-1.092) 

1.187 
(30.15) 

BSC 
0.6115 

(16.89) 
BSC 

0.150-0.165 
(3.810-4.191) 

TL/G/10336-32 

T0-220 (41) 
(Rectifier Package) 

0.140-0.190 
(3.556-4.826) 

0.02D-0.055i1 r (0.508-1.391 

r ;..;----l----T-

0.230-0.270 
(5.842-6.858) 

0.560-0.650 
(14.22-16.51) 

0.500-0.580 
(12.70-14.73) 

D.016-0.020 
(D.406-0.508) 

T0·204AE (43) 
1.550 

MAX lf
(39.37)~ 
0.830 

(21.08) 
0.055-0.070 MAX I 

(1.397-1.778) 6T: J. 0.250-0.300 
...J____ (6.350-7.620) -.-- =i 

Jl 0.440-0.480 

0.150-0.165 
(3.810-4.191) 

0.215 
(5.461) 

8SC 

0.057-0.063 (11.18-12.19) 
(1.441- UDO) 

0.150-0.165 
(3.810-4.191) 

TL/G/10336-33 

r 0.380-0.420 
(9.652-10.67) 0.139-0.162 

(3.531-4.115) 

D.045-0.061 
(1.143-1.549) 

Pin 

1 
2 

3 

R(41) 

A 

CUT 
c 

0.095-0.115 
(2.413-2.921) 0.180-0.220 j 

(4.572-5.588) 

\..- D.090-0.110 

~ (2.286-2.794) 

TL/G/10336-34 

12-67 

I 
CD 
0 c = !" 

II 



T0-220 (37) 

0.045-0.DID 
(1.143-1.524) 

0.028-0.Dall 
(G.I08-0.81tl 

o.oaa-0.110 
(2.211-2. 7141 

---·-

7• 
2 Pl.ACES 

0.011-0.m 

(0.aaD-0.1351 
0.09-0.115 _J 

(2.281-2.1211 

~
SUTINI PLANE 

0.175-0.1811 

(4.4'1-UHI 

0.841-0.152 
(1.219-1.1211 

=i 
0.24-0.21 

(6.DIM.1841 

Pin T(37) 

1 B 
2 c 
3 E 

Tl/Cl/10336-35 

T0-220 (38) 
(Rectifier Package) 

0.140-0.190 
(3.556-4.828) 

0.139-0.182 
(3.531-4.115) 

0.020-0.05&i1 r 
(0.llOl-1.3971 

r --+----.-

0.230-0.270 
(5.842-6.8581 

r 0.380-0.420 
(9.652-10.67) 

O.ll&0-0.650 
(14.22-16.51) 

o.•-o.&ao 
(12.70-14.73) 

0.095-0.115 
(2.413-2.921) 

._..........., ....... _l_ 
0.250 
(6.350) 

MAX 

0.016-0.020 
(0.405-0.808) 

0.045-0.061 ~ u 
(1.143-1.549) q 

0.180-0.220 
(4.572-5.588) 

12-68 

• 
0.025-0.035 

(0.635-0.189) 

b 0.090-0.110 
(2.286-2.794) 

TUCl/10338-38 

F(37) 

G 
D 
s 



T0-220 (37, 41) 
T0-66 Lead Form and Crop J48Z Option 

0.110:!:0.010 

0.395-0.420 (2.794:tD.2D4) 

1~-1_J _ ___, __ _ 
0.151:1:0.002 
(3.94:tD.D51) 

DIA 

~-
SEATING PlANE 

0.050:t0.002 

(1.27D:t0.051)1 
0.180:1:0.005 
(4.572±0.127)-

0.250:t0.010 

(6.350r264) +---
0.580-i.810 0.340±0.010 7• ~A:~~D 1' 

(8.836~±-D._25-4)---~~rr=-=:=====i 1,,. T~ 

I 

T0-220 (37, 38) 
T0-5 Lead Form J69Z Option 

0.110±0.010 

0.395-0.410 (2.794±0.254) 

l~l__J 

0.130±0.025 
(3.302±0.635) 

o.m~g:gJg 

0.305 
-,7.75)­

MIN 

(2 867+0.254)-
. -0.381 

0.050±0.002 

(1.270±0.061) 1 
0.180±0.005 

(4.572±0.127)~ .------
0.151±0.002 0.250±0.010 

(3.835±0.051) (8.350±0.254) 
DIA 

t 
0.340±0.010 .,. 

(8.636±0.254) 

r-
TAPERED 1° 
2 SIDES 

.... Fi"i"'i"i"i" ... __11.020±0.015 

,m·r 
0.050,j~I (1.270) 
TVP 

0.032±0.005 

(0.813±0.127 J 
TVP 

~ l-
(5.080t0.254) 

~ f--
(2.540±0.254) 

' 0.150 
0.540±0.015 

T (3.810) 
MAX 

0.015~::~~ 

\. -0.051 fo 391 •t1.254)j 

12-69 

L 

SEATING PLANE 

0.100±0.010 L (2.540±0.254) 

TL/G/10336-37 

TL/G/10336-36 

IE 



T0·220 (37, 38) 
T0·5 Lead Form for Flush Mount 

0.110±0.010 

J67Z Option 

0.050±0.002 

(1270±0.05111 
0.180±0.005 

(4.572±0.127)] __ 

i--+--.-- 0.151±0.002 0.250±0.010 

(3.835±0.051) (6.350r.254) I 
DIA [ I 

__i__J ' 
t 

0.340±0.010 7• 
(8.636±0.254) 

TAPERED 1° 
2SIDES 

H===*=======!~ 
0.032±0.005 LJJ 

(0.813±0.j27) t TYP 
0.200±0.010 

(5.010±0.254) 

0.100±0.010 

(2.540±0.254) 

T0-226 (95, 99) 

0105
+11.oio J 0.015_:::~~ 

· -a.015 (rn1 ::::~~) 
{2.667 ::::~~) 0.200 M 
~ 0. I 00 MIN (5.080) IN 

(2.540) 

~ 0.175-0.185 1 0.015 

.,.! __ .,; 1 ~4.699) 1o1--10M .. ·~r-8i=> =c:--'-

f 0.150-0.180 j___ ---r 
o 300 (3.810-4.572) 2° NOM 2 PLCS 

(7.620) 
NOM 

SEATING PLANE t---........... ~ t 
0.065 

q, (1.651) 
NOM 

D.500 
(12.70) EJECTOR PIN MARK 

L~~~ 
11 0.015-0.019 -I J.- (0.381-0.482) 

BEFORE 
LEAD FINISH 

~ 
11 0.015-0.016 

-.j J.- (0.381-0.406) 
BEFORE 

LEAD FINISH 

0.090 0 
(2.286) RN M 

0.135-0.145 
(3.429-3.683) 

Pin 

1 

2 

3 

TL/G/10336-39 

T(95) T(99) 

B c 
c B 
E E 

TL/G/10336-40 

12-70 



T0-226 (95, 99) 
T0-5 Lead Form 
-5 Option 

T0-226 (95, 99) 
T0-18 Lead Form 
-18 Option 

H 0.175-0.185 
(4.445-4.699) 

1 
0.300 

(7.620) 
NOM 

+ • 
0.050-0.100 

(1.270-2.540) 

0.375 
(9.525) NOM 11 0.015-0.019 TYP +11- (0.381 0.482) 

0.095 -0.105 0.135-0.145 

(2.413-2.667) Rjr· , ~ ·mr, 
l 0.045-0.055 

0.045-0.055 (1.143-1.397) 

(1.143-1.397) 

f 
.300 
.620) 

0 
-(7-

NOM 

t-
.475 NOM 0 

-(1-I, 

0.050 R NOM 
(1.270) 

0.015-0.016 
(0.381-0.406) 

H 0.175-0.185 
(4.445-4.699) 

,.-) 
'-... 0.050-0.100 

(1.270-2.540) 

i__ 

0.375 
(9.525) NOM 

t 
11 0.015-0.019 -11-- (0.381-0.482) 

0.135-0.145 
(3.429-3.683) 

0.045 -0.055 
(1.143-1.397) 

12-71 

0.025 
(0.635) 

MIN 
_j_ 

"=-------+ 

TL/G/10336-41 

TL/G/10336-42 IFJ 



T0-226 (95, 99) 
0.100" Spacing Lead Form 
J61Z Option 

T0-237 (90, 91) 

1 
0.300 

(7.6211) 
NOM 

* * 0.050-0.100 
(1.270-2.540) 

H 0.175-0.185 
(4.445-4.699) 

.--'\ ,_, 

D 0 D 
0.425-0.450 

(10.80-11.43) 11 0.015-0.019 -.\I- (0.381-0.482) 

0.190-0.210 
(4.826-5.334)-1----.i 

0.020 
-R 
10.5081 

TVP 
NOM 

0.090 R 
(2.286) 

NOM 

0.055-0.045 
(1.391-1.143) 

0.135-0.145 
(3.429-3.683) 

0.045-0.055 
(1.143-1.397) 

0.050 
(1.210) 

t 

0.090 0.185-0.175 
(2.286) (4.699-4.4461 
NOM 

0.055-0.046 

(1.391-1.143) 

12-72 

~ 
I\ 0.015-0.016 --1-+- (0.381-0.406) 

TL/G/10336-43 

Pin 

1 

2 

3 

TL/G/10336-44 

T(90) T(91) 

B c 
c B 
E E 



T0-237 (90, 91) 
0.100" Spacing Lead Form J61Z Option 

T0-237 (90, 91) 
T0-18 Lead Form 

0.10G 

(2.540) 
NOii 

t 

0.11111-0.10G 

iWO-iiiii 

0.342 r ~ ~ ~ 
~--ll-
(0.391-D.4Dll) 

TYP 

-18 Option 

0.175-0.185 

~ 1-- 0.014~0.016 
(o.351-D.405) 

0.1fNI 

(2.540) 
DIA 
PC 

I 
O.OCS-0.055 

1a•NOlll 

(1.143-1.397) 

10• NOM 

12-73 

t 
0.045-0.055 

(1.143-1.397) TL/G/10336-45 

s• MOM 

s• MOM 

TL/G/10336-46 



II) 
Cl> 
.5 
= ::I 
0 
Cl> 

f 
D. 

T0-237 (90, 91) 
T0-5 Lead Form 

T0-247/D0-3P (44) 
(Rectifier Package) 

-05 Option 

I 
H 0.175-0.185 

(4.445-4.699) 

0.300 ___ .,. 

(7.620) 
NOM 

+ + 
0.050-0.100 

(1.270-2.540) 

0.375 ~~ (9.525) NOM 0.015-0.019 TYP 
(0.381-0.482) 

0.095-0.105 0.135-0.145 

(2.413-2.667) R:r (3.429-3.683) 2s=tf 
1 1T-=f-l 

0.045-0.055 
o.045-0.055 I 11.143-1.397) 

(1.143-1.397) ~ 
TL/G/10336-47 

Pin 

0.275 

SSC (15 85-1615) 
(6.985) I 0.624-0.636 

j_ .. 

0.118-0.133 
(2.997-3.378) 1 F 0.190-0.209 

(4.826-5.308) 

0.070-0.089 1 (1.778-2.260) 

1 

2 
3 

0.268-0.283 
(6.807-7.188) 

0.050 
(1.270) 

TYP 

0.079-0.094 
(2.006-2.387) 

0.040-0.055 
(1.016-1.397) 

+ 

0.858-0.874 
(21. 79 -22. 20) 

0.165-0.188 
(4.191-4.775) 

Ill- I o.m 

u(10.92) 
TYP 

0.740-0.810 
(18.80-20.57) 

12-74 

* 
0.066-0.102 

(2.184-2.590) 

Pin 1-Anode 
Pin 3- Cathode 

4 
CASE 

0.016-0.031 
(0.406-0.787) 

TL/G/10336-48 

R(44) 

A 

Cut 
c 



T0-24 7 /T0-3P ( 40) 

0.275 

(6.985) ~ 0.624-0.636 Li (15.85-16.15) 

0.268-0.283 
(6.807 -7.188) 

0.079 -0.094 

0.118-0.133 
(2.997-3.378) 

+ 

0.858-0.874 
(21.79-22.20) 

0.165-0.188 
(4.191-4. 775) 

0.740-0.810 
(18.80-20.57) 

i 

1 F 0.190-0.209 
(4.826-5.308) 

0.070-0.089 I (1.778-2.260) 

4 
CASE 

(2.006-2.387) 

0.040-0.055 
(1.016-1.397) 

0.118-0.133 
(2.997-3.378) 

11--11-..::0:.:..01:.::6_-.:::0 . .:::03"-1 -+\ (0.406-0.787) 

0.086-0.102 
(2.184-2.590) 

0.215 BSC 
(5.461) 

Molded Dual-In-Line Package (39) 
(Diode Arrays) 

0.300-0.320 

0.092 

(2.337) 
DIA NOM 
~~I, 

0.250:!:0.005 
(6.350:1:0.127) 

.......... ...,.,,.,. ......... .,.,.,...,,,.,...,. .......... ,,....._t_ 

0.130:!:0.005 

(3.302:1:0.127) 

12-75 

Pin FET(40) 

1 G 
2 D 

3 s 

TL/G/10336-49 

TL/G/10336-50 

R(40) 

See 
Part 

Nmbr. 

-: 
n 
~ ca 
CD 

0 
a s· 
CD rn 



Molded Mini-DIP (60, 67) 

0.092 
(2.337) 

DIA 
HOM 

PIN N0.1 !DENT 

0.378-0.400 -------:--1 (3.&29-10.1G) 

' 0.250:1:0.005 
(&.350:1:0.127) 

l;;;i;F;_......,._t 

Pin 

1 
2 
3 
4 

5 
6 
7 
8 

(60) (67) 

NC 51 
51 01 
01 NC 
G1 G1 
52 52 
02 02 
G2 NC 
NC G2 

TL/G/10336-51 

8·SOIC ($1) 

0.025 0.038-0.044 
(0.635) (0.965-1.118) 

0. 230-0. 242 
(5.842-6.147) 

0.154 

0.025 
(3.912) 

REF 
(0.635) i 

8 0.038-0.044 
(0.965-1.118) 

(4.902±0.102) (0.381) 

O.OlO DIA TYP 
0.254) 

0.025 0.060 
(0.635) (1.524) 

REF 

Pin 

1 
2 
3 
4 
5 
6 

7 

8 

0.193±0.004 ~ O.Ol5 OJA TYP 

~ ~1"'"-~--:~~======~ 
o.050 I I 11 0.016 ~j lo·;:;~~o.024 o.004!o.ooa 

(1.270) ...j I.- -11+-(0.406) (0.203) (0.508-0.610) (0.102-0.203) 
TYP TYP TYP 

12-76 

T(S1) D(S1) 

51 See 

01 Part 
NC Num-
G1 ber 

52 
02 
NC 
G2 

TL/G/10336-52 



14-SOIC (S2) 
(Diode Arrays) 

0.030 DIA 0.004 
(0. 762) x (0.102) OEEP ..... 

9 10 11 12 13 14 

0.025 
(0.635) 

0.025 
(0.635) 

O.OlO DIA TYP t ·~ r~-m •m> ~ •m> 
E5 0.254) 

0.038-0.044 
(0.965-1.118) 

0.038-0.044 
(0.965-1.118) 

Jato_ rJ 0.050 0.016 0.008 0.020-0.024 
(0.508-0.610) (1.270) (0.406) (0.203) 

TYP TYP TYP 

16-SOIC (S3) 
INDEX 
AREA 

-..0.228-0.245 
I (5. 191-6.223) 

0.149-0.158 
(3.785-4.013) 

ll:j;;;;;;;;o;;;;"""""i""i"P""'i"P=;;;o;;;;.;111 _____j_ 

9 10 11 12 13 14 15 16 

_____ ""o"".38""5_-""'o.""39'"'4· __ ___,~ 
(9.779-10.01) 

o.oso I 
(1.270) -I 

BSC 

LL-34 (03) 
0.063-0.067 

(1.600-1.702) {r='~:~:=~·~:)11 
0.016-0 022 0.098-0 102 

(0406-0.559) 1(2.489-2591)1 

· D E 
12-77 

0.025 0.060 
(0.635) (1.524) 

REF 

~ 
0.004-0.008 

(0.102-0.203) 

TL/G/10336-55 

TL/G/10336-53 

TL/G/10336-54 



T0-236AA ( 48) (SOT-23) 

0.015-0.018 -1 r­
{0.381-0.457) . I I 0.083-0.098 

{2.108-2.489) ........ -~~~~~----+-
-+ 

0.047-0.055 
{1.194-1.397) 

..__...__,.._i 

0.020 -0.024 J 
(0.508-0.610) 

0.035-0.040 
{0.689-1.016) 

-----++- 0.070-0.080 
{1.778-2.032) 

0.110-0.120 0.033-0.047 

Pin T(48) 

1 c 
2 B 

3 E 

Q~··· ::t:: 
0.004-0.010 0.018-0.024 

{0.102-0.254) {0.457-0.610) 

{2. 794-3.048) 

Note 1: Meets all JEDEC dimensional requirements for T0-236AA. 

Note 2: Controlling dimension: millimeters. 

T0-236AB ( 49) (SOT-23) 

0.083-0.098 
{2.108-2.489) 

0.015-0.018 -1 r­
(0.381-0.457) . I I 

P-l-•----------1----+---.--. 
0.047 -0.055 
(1.194-1.397) 

..__...__,.._i 

.:.:::.:::.J 
0.110-0.120 

{2.794-3.048) 

Note 1: Meets all JEDEC dimensional requirements for T0-236AB. 

Note 2: Controlling dimension: millimeters. 

HIGH(48) 

0.035-0.040 
{0.689-1.016) 

0.070-0.080 
(U78-2.032) 

0.030-0.041 
{0.762-1.041) 

STANDARD (49) 

0.004-0.010 0.001-0.004 
(0.102-0.264) (0.025-0.102) 

Pin T{48) 

1 c 
2 B 

3 E 

0(48) 

See 

Part 

Nmbr 

TL/G/10336-56 

0(48) 

See 

Part 

Nmbr 

TL/G/10336-57 

TL/G/10336-58 

NOTE: FOOTPRINT IS THE SAME FOR STANDARD AND HIGH PROFILE PACKAGES. 

12-78 



16-Lead Ceramic (27) 
(Diode Arrays) 

0.755-0.785 ~ 
(19.18-19.94) 

,::El::::::: f ,~:, .... 
9~10~1 12 13 14 15 16 

0.100-0.165 
(2.540-4.191) 

0.045-0.065 
(1.143-1.651) 

0.090~1 
2.286-2.794) ---.1 

0.027-0.037 
(0.686-0.940) 

STANDOFF 
WIDTH 

0.015-0.045 II~ I o.375 I 
(0.381-1.143~--ll i.----,9.525)-1 

0.016-0.020 NOM 
(0.406-0.508) 

16-Lead Plastic (03) 
(Diode Arrays) 

0.020-0.025 0.008 -0.012 

0.740-0.760 ~ (0.50J:::~0.203f 305) 

(18.80-19.30) • ·~ 

:=a::::::?~~~~: 
9 10 11 12 13j14l15 16 L 

0.040 -0.050 
(1.016-1.270) 

0.200 
(5.080) 

MAX 

0.045-0.065 0.025 
(1.143-1.651) -I (0.635) 

(0.686-0.940) 
STANDOFF 

WIDTH 

HOM 

0.015 
(0.381) 

NOM 
_j_ 

11 0.016-0.020 ....J\. (0.406-0.508) 

12-79 

0.290-0.300 
(7.366-7.620) 

TL/G/10336-59 

TL/G/10336-60 

"'D 
~ 

E 
CD 
0 
c 
= s· 
CD 
UI 

IE 



~ 
.5 16-Lead Flat Pack (4L) 
~ (Diode Arrays) 
Cl> 

1 u ca a. 

0.050 
(1.270) 

TYP 

_i_~==i 
0.00~ I 0.247-0.2831 0 t 

(0.102-0.152) -.i{6.274-7.188)i-- {0:610) 

TYP 

12-80 

+ 
l 0.060-0.075 

(1.524-1.905) 

TL/G/10336-61 



~National a Semiconductor 
Bookshelf of Technical Support Information 
National Semiconductor Corporation recognizes the need to keep you informed about the availability of current technical 
literature. 

This bookshelf is a compilation of books that are currently available. The listing that follows shows the publication year and 
section contents for each book. 

Please contact your local National sales office for possible complimentary copies. A listing of sales offices follows this 
bookshelf. 

We are interested in your comments on our technical literature and your suggestions for improvement. 

Please send them to: 

Technical Communications Dept. M/S 23-200 
2900 Semiconductor Drive 
P.O. Box 58090 
Santa Clara, CA 95052-8090 

For a recorded update of this listing plus ordering information for these books from National's Literature Distribution operation, 
please call (408) 749-7378. 

ALS/ AS LOGIC DATABOOK-1987 
Introduction to Bipolar Logic• Advanced Low Power Schottky• Advanced Schottky 

ASIC DESIGN MANUAL/GATE ARRAYS & STANDARD CELLS-1987 
SSl/MSI Functions• Peripheral Functions• LSI/VLSI Functions• Design Guidelines• Packaging 

CMOS LOGIC DATABOOK-1988 
CMOS AC Switching Test Circuits and Timing Waveforms• CMOS Application Notes• MM54HC/MM74HC 
MM54HCT/MM74HCT. CD4XXX. MM54CXXX/MM74CXXX. Surface Mount 

DATA COMMUNICATION/LAN/UART DATABOOK-Rev. 1-1988 
LAN IEEE 802.3 • High Speed Serial/IBM Data Communications• ISDN Components• UARTs 
Modems • Transmission Line Drivers/Receivers 

DRAM MANAGEMENT HANDBOOK-1988 
Dynamic Memory Control • Error Detection and Correction • Microprocessor Applications for the 
DP8408A/09A/ 17/18/19/28/29 • Microprocessor Applications for the DP8420A/21 A/22A 

F100K DATABOOK-1989 
Family Overview • F1 OOK Datasheets • 11 C Datasheets • 1 OK and 1 OOK Memory Datasheets 
Design Guide • Circuit Basics • Logic Design • Transmission Line Concepts • System Considerations 
Power Distribution and Thermal Considerations• Testing Techniques• Quality Assurance and Reliability 

FACT™ ADVANCED CMOS LOGIC DATABOOK 
Reprint of Fairchild 1987 Databook 
Description and Family Characteristics • Ratings, Specifications and Waveforms 
Design Considerations • 54AC/7 4ACXXX • 54ACT /7 4ACTXXX 

FAST® ADVANCED SCHOTTKY TTL LOGIC DATABOOK-1988 
Circuit Characteristics• Ratings, Specifications and Waveforms• Design Considerations• 54F/74FXXX 

GRAPHICS DATABOOK-1988 
Advanced Graphics Chipset • Application Notes 



INTERFACE DATABOOK-1988 
Transmission Line Drivers/Receivers• Bus Transceivers• Peripheral Power Drivers• Display Drivers 
Memory Support • Microprocessor Support • Level Translators and Buffers • Frequency Synthesis • Hi-Rel Interface 

LINEAR APPLICATIONS HANDBOOK-1986 
The purpose of this handbook is to provide a fully indexed and cross-referenced collection of linear integrated circuit 
applications using both monolithic and hybrid circuits from National Semiconductor. 

Individual application notes are normally written to explain the operation and use of one particular device or to detail various 
methods of accomplishing a given function. The organization of this handbook takes advantage of this innate coherence by 
keeping each application note intact, arranging them in numerical order, and providing a detailed Subject Index. 

LINEAR 1 DATABOOK-1988 
Voltage Regulators• Operational Amplifiers• Buffers• Voltage Comparators• Instrumentation Amplifiers• Surface Mount 

LINEAR 2 DATABOOK-1988 
Active Filters • Analog Switches/Multiplexers • Analog-to-Digital • Digital-to-Analog • Sample and Hold 
Sensors• Voltage References• Surface Mount 

LINEAR 3 DATABOOK-1988 
Audio Circuits • Radio Circuits • Video Circuits • Motion Control • Special Functions • Surface Mount 

LS/S/TTL DATABOOK-1987 
Introduction to Bipolar Logic• Low Power Schottky• Schottky• TTL• Low Power 

MASS STORAGE HANDBOOK-1988 
Winchester Disk Preamplifiers • Winchester Disk Servo Control • Winchester Disk Pulse Detectors 
Winchester Disk Data Separators/Synchronizers and ENDECs •Winchester Disk Data Controller 
SCSI Bus Interface Circuits• Floppy Disk Controllers 

MEMORY DATABOOK-1988 
PROMs, EPROMs, EEPROMs • Flash EPROMs and EEPROMs •TTL 1/0 SRAMs 
ECL 1/0 SRAMs • ECL 1/0 Memory Modules 

MICROCONTROLLER DATABOOK-1988 
COP400 Family• COP800 Family• COPS Applications• HPC Family• HPC Applications 
MICROWIRE and MICROWIRE/PLUS Peripherals• Display/Terminal Management Processor (TMP) 
Microcontroller Development Tools 

PROGRAMMABLE LOGIC DATABOOK & DESIGN MANUAL-1989 
Product Line Overview• Datasheets • Designing with PLDs • PLO Design Methodology• PLO Design Development Tools 
Fabrication of Programmable Logic • Application Examples 

SERIES 32000 MICROPROCESSORS DATABOOK-1988 
Series 32000 Overview • Central Processing Units • Slave Processors • Peripherals • Board Level Products 
Development Systems and Tools• Software Support• Application Notes• NSC800 Family 

RELIABILITY HANDBOOK-1986 
Reliability and the Die• Internal Construction• Finished Package• MIL-STD-883 • MIL·M-38510 
The Specification Development Process • Reliability and the Hybrid Device • VLSl/VHSIC Devices 
Radiation Environment • Electrostatic Discharge • Discrete Device • Standardization 
Quality Assurance and Reliability Engineering • Reliability and Documentation • Commercial Grade Device 
European Reliability Programs • Reliability and the Cost of Semiconductor Ownership 
Reliability Testing at National Semiconductor• The Total Military/ Aerospace Standardization Program 
883B/RETSTM Products. MILS/RETSTM Products. 883/RETSTM Hybrids. MIL-M-38510 Class B Products 
Radiation Hardened Technology• Wafer Fabrication• Semiconductor Assembly and Packaging 
Semiconductor Packages• Glossary of Terms• Key Government Agencies• AN/ Numbers and Acronyms 
Bibliography• MIL-M-38510 and DESC Drawing Cross Listing 

TELECOMMUNICATIONS-1987 
Line Card Components• Integrated Services Digital Network Components• Modems 
Analog Telephone Components• Application Notes 



NATIONAL SEMICONDUCTOR CORPORATION DISTRIBUTORS 
ALABAMA Sunnyvale Winter Park MASSACHUSETTS 

Huntsville Arrow Electronics Hamilton/ Avnet Lexington 
Arrow Electronics (408) 745-6600 (407) 628-3888 Pioneer Northeast 
(205) 837-6955 Bell Industries GEORGIA (617) 861-9200 
Bell Industries (408) 734-8570 Norcross Zeus Components 
(205) 837·107 4 Hamilton/ Avnet Arrow Electronics (617) 863-8800 
Hamilton/ Avnet (408) 743.3355 (404) 449-8252 Norwood 
(205) 837·7210 Time Electronics Bell Industries Gerber Electronics 
Pioneer (408) 734-9888 (404) 662-0923 (617) 769-6000 
(205) 837 ·9300 Thousand Oaks Hamilton/ Avnet Peabody 

ARIZONA Bell Industries (404) 447-7500 Hamilton/ Avnet 

Phoenix (805) 499-6821 Pioneer (617) 531-7430 

Arrow Electronics Torrance (404) 448-1711 Sertech Laboratories 

(602) 437-0750 Time Electronics 
ILLINOIS 

(617) 532·5105 

Tempe (213) 320-0880 
Bensenville 

Time Electronics 

Anthem Electronics Tustin 
Hamilton/ Avnet 

(617) 532-6200 

(602) 966-6600 Arrow Electronics 
(312) 860-7780 

Wilmington 

Bell Industries (714) 838-5422 Anthem Electronics 

(602) 966-7800 Yorba Linda Elk Grove Village (617) 657-5170 
Zeus Components Anthem Electronics Arrow Electronics Hamilton/ Avnet (312) 640-6066 

(602) 961-6400 (714) 921-9000 (617) 935-5134 
Bell Industries Lionex Corporation 

CALIFORNIA COLORADO (312) 640-1910 
Agora Hills Englewood Itasca 

(617) 657-5170 

Zeus Components Anthem Electronics Arrow Electronics MICHIGAN 

(818) 889-3838 (303) 790-4500 (312) 250-0500 Ann Arbor 

Anaheim Arrow Electronics Urbana Arrow Electronics 

Time Electronics (303) 790-4444 Bell Industries (313) 971-8220 

(714) 934-0911 Hamilton/ Avnet (217) 328-1077 Bell Industries 

Zeus Components (303) 799-9998 
IN DIANA 

(313) 971-9093 

(714) 921-9000 Wheatridge 
Carmel 

Grand Rapids 

Chatsworth Bell Industries 
Hamilton/ Avnet 

Arrow Electronics 

Anthem Electronics (303) 424-1985 
(317) 844-9333 

(616) 243-0912 

(818) 700-1000 CONNECTICUT Fort Wayne 
Hamilton/ Avnet 

Arrow Electronics Cheshire Bell Industries 
(616) 243-8805 

(818) 701-7500 Time Electronics (219) 423-3422 
Pioneer Standard 

Hamilton Electro Sales (203) 271-3200 Indianapolis 
(616) 698-1800 

(818) 700-6500 Danbury Advent Electronics Inc. 
Livonia 

Time Electronics Hamilton/ Avnet (317) 872-4910 
Hamilton/ Avnet 

(818) 998-7200 (203) 797-2800 (3t 3) 522-4700 
Arrow Electronics Pioneer Costa Mesa Meridan (317) 243-9353 

Avnet Electronics Anthem Electronics Bell Industries 
(313) 525-1800 

(714) 754-6050 (203) 237-2282 (317) 634-8202 
Wyoming 

Hamilton Electro Sales Norwalk Pioneer 
R. M. Michigan, Inc. 

(714) 641-4159 Pioneer Northeast (317) 849-7300 
(616) 531-9300 

Garden Grove (203) 853-1515 
IOWA 

MINNESOTA 
Bell Industries Wallingford Eden Prairie 
(714) 895-7801 Arrow Electronics Cedar Rapids Anthem Electronics 

Gardena (203) 265-7741 Advent Electronics (612) 944-5454 
Bell Industries FLORIDA 

(319) 363-0221 Pioneer-Twin Cities 
Arrow Electronics (213) 515-1800 Altamonte Springs (319) 395-7230 

(6t 2) 944-3355 
Hamilton Electro Sales Arrow/Kierulff Electronics Bell Industries 

Edina 
(213) 217-6751 (305) 682-6923 (319) 395-0730 

Arrow Electronics 
Irvine Pioneer Hamilton/ Avnet 

(612) 830-1800 
Anthem Electronics (305) 834-9090 Minnetonka 
(714) 768-4444 Deerfield Beach 

(319) 362-4757 Hamilton/ Avnet 
Ontario Arrow Electronics KANSAS (612) 932-0600 

Hamilton/ Avnet (305) 429-8200 Lenexa MISSOURI 
(714) 989-4602 Bell Industries Arrow Electronics Earth City 

Rocklin (305) 421-1997 (913) 541-9542 Hamilton/ Avnet 
Bell Industries Pioneer Overland Park (314) 344-1200 
(916) 969-3100 (305) 428-8877 Hamilton/ Avnet St. Louis 

Roseville Fort Lauderdale (913) 888-8900 Arrow Electronics 
Bell Industries Hamilton/ Avnet MARYLAND (314) 567-6888 
(916) 969-3100 (305) 971-2900 Columbia Time Electronics 

Sacramento Lake Mary Anthem Electronics (314) 391-6444 
Anthem Electronics Arrow Electronics (301) 995-6640 NEW HAMPSHIRE (916) 922-6800 (407) 323-0252 Arrow Electronics Hudson Hamilton/ Avnet Largo (301) 995-0003 Bell Industries (916) 925-2216 Bell Industries Hamilton/ Avnet (603) 882-1133 San Diego (813) 541-4434 (301) 995-3500 Manchester Anthem Electronics Orlando Lionex Corp. Arrow Electronics (619) 453-9005 Chip Supply (301) 964-0040 (603) 668-6968 Arrow Electronics (305) 298-7100 Time Electronics Hamilton/ Avnet (619) 565-4800 Oviedo (301) 964-3090 (603) 624-9400 Hamilton/ Avnet Zeus Components Zeus Components 
(619) 571-7510 (407) 365-3000 (301)997-1118 
Time Electronics Palm Bay Gaithersburg 
(619) 586-1331 Arrow Electronics Pioneer 

San Jose (305) 725-1480 (301) 921-0660 
Anthem Electronics St. Petersburg 
(408) 295-4200 Hamilton/ Avnet 
Zeus Components (8 t 3) 576-3930 
(408) 998-5121 



NATIONAL SEMICONDUCTOR CORPORATION DISTRIBUTORS (Continued) 

NEW JERSEY Durham Pittsburgh WISCONSIN 
Cherry Hill Pioneer Technology Hamilton/ Avnet Brookfield 

Hamilton/ Avnet (919) 544-5400 (412) 281-4150 Arrow Electronics 
(609) 424-0100 Raleigh Pioneer (414) 792-0150 

Fairfield Arrow Electronics (412) 782-2300 Mequon 
Hamilton/ Avnet (919) 876-3132 CAM/RPC Ind. Elec. Taylor Electric 
(201) 575-3390 Hamilton/ Avnet (412) 782-3770 (414) 241-4321 
Lionex Corporation (919) 878-0810 TEXAS Waukesha ' 
(201) 227-7960 Winston-Salem Addison Bell Industries 

Marlton Arrow Electronics Quality Components (414) 547-8879 
Arrow Electronics (9t 9) 725-8711 (214) 733-4300 Hamilton/ Avnet 
(609) 596-8000 OHIO Austin (414) 784-4516 

Parsippany Centerville Arrow Electronics CANADA 
Arrow Electronics Arrow Electronics (512) 835-4180 WESTERN PROVINCES 
(201) 538-0900 (513) 435-5563 Hamilton/ Avnet Burnaby 

Pine Brook Cleveland (512)837-8911 Hamilton/ Avnet 
Nu Horizons Electronics Pioneer Pioneer (604) 437-6667 
(201) 882-8300 (216) 587-3600 (512) 835-4000 Semad Electronics 
Pioneer Dayton Quality Components (604) 438-2515 
(201) 575-3510 Bell Industries (512) 835-0220 Calgary 

NEW MEXICO (513) 435-8660 Minco Technology Labs Hamilton/ Avnet 
Albuquerque Bell Industries (512) 834-2022 (403) 250-9380 

Alliance Electronics Inc. (513) 434-8231 Carrollton Samad Electronics 
(505) 292-3360 Hamilton/ Avnet Arrow Electronics (403) 252-5664 
Arrow Electronics (513) 439-6700 (214) 380-6464 Zentronics 
(505) 243-4566 Pioneer Dallas (403) 272-1021 
Bell Industries (513) 236-9900 Pioneer Edmonton 
(505) 292-2700 Zeus Components (214) 386-7300 Zentronics 
Hamilton/ Avnet (914) 937-7400 Houston (403) 468-9306 
(505) 765-1500 Highland Heights Arrow Electronics Richmond 

NEW YORK CAM/Ohio Electronics (713) 530-4700 Zentronics 

Amityville (216) 461-4700 Pioneer (604) 273-5575 

Nu Horizons Electronics Solon (713) 988-5555 Saskatoon 

(516) 226-6000 Arrow Electronics Irving Zentronics 

Binghamton (216) 248-3990 Hamilton/ Avnet (306) 955-2207 

Pioneer Hamilton/ Avnet (214) 550-7755 Winnipeg 

(607) 722-9300 (216) 831-3500 Richardson Zentronics 

Buffalo Westerville Anthem Electronics (204) 694-1957 

Summit Distributors Hamilton/ Avnet (214) 238-0237 EASTERN PROVINCES 
(716) 887-2800 (614) 882-7004 Zeus Components Brampton 

Fairport OKLAHOMA (214) 783-7010 Zentronics 
Pioneer Northeast Tulsa Stafford (416) 451-9600 
(716) 381-7070 Arrow Electronics Hamilton/ Avnet Mississauga 

Hauppauge (918) 252-7537 (713) 240-7733 Hamilton/ Avnet 
Anthem Electronics Hamilton/ Avnet Sugarland (416) 677-7432 
(516) 273-1660 (918) 252-7297 Quality Components Nepean 
Arrow Electronics Quality Components (713) 240-2255 Hamilton/ Avnet 
(516) 231-1000 (918) 664-8812 UTAH (613) 226-1700 
Hamilton/ Avnet Radio Inc. Midvale Zentronics 
(516) 434-7413 (918) 587-9123 Bell Industries (613) 226-8840 
Lionex Corporation OREGON (801) 972-6969 Ottawa 
(516) 273-1660 Beaverton Salt Lake City Semad Electronics 
Time Electronics Almac-Stroum Electronics Anthem Electronics (613) 727-8325 
(516) 273-0100 (503) 629-8090 (801) 973-8555 Pointe Claire 

Port Chester Anthem Electronics Arrow Electronics Samad Electronics 
Zeus Components (503) 643-1114 (801) 973-6913 (514) 694-0860 
(919) 937-7400 Arrow Electronics Bell Industries St. Laurent 

Rochester (503) 645-6456 (801) 972-6969 Hamilton/ Avnet 
Arrow Electronics Lake Oswego Hamilton/ Avnet (514) 335-1000 
(716) 427-0300 Bell Industries (801) 972-4300 Zentronics 
Hamilton/ Avnet (503) 241-4115 WASHINGTON (514) 737-9700 
(716) 475-9130 Hamilton/ Avnet Bellevue Waterloo 
Summit Electronics (503) 635· 7850 Almac-Stroum Electronics Zentronics 
(716) 334-8100 

PENNSYLVANIA (206) 643-9992 (800) 387 -2329 
Ronkonkoma Hamilton/ Avnet Willowdale 

Zeus Components Horsham ElectroSound Inc. 
(516) 737-4500 Anthem Electronics (206) 453-5844 

(416) 494-1666 
(215) 443-5150 Kent 

Syracuse Arrow Electronics 
Hamilton/ Avnet UonexCorp. 

(206) 575-4420 
(315) 437-2641 (215) 443-5150 

Redmond Pioneer Time Electronics 
(215) 674-4000 Anthem Electronics 

(315) 432-0355 
King of Prussia (206) 881-0850 

Westbury 
Time Electronics Hamilton/ Avnet 

Hamilton/ Avnet (206) 867-0148 
(516) 997-6868 (215) 337-0900 

Monroeville 
NORTH CAROLINA Arrow Electronics 

Charlotte (412) 856-7000 
Pioneer 
(704) 527-8188 
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