
















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Vapor-Phase Furnace ' 

TL/F/8768-10 

Solder Joints ,on a SO-14 Package on PCB 

TL/F/8766-12 

9-28 

Batch-Fed Production Vapor-Phase Soldering Unit 

SECONDARY 

PRIMARY 

TLlF/8766-11 

;'" 

Solder Joints on a 80-14 Package on PCB 

TLlF/8766-13 



PRINTED CIRCUIT BOARD common and well-tried method. The paste is forced through 
The SO package is molded out of clean, thermoset plastic the screen by a V-shaped plastic squeegee in a sweeping 
compound and has no particular compatibility problems with manner onto the board placed beneath the screen. 
most printed circuit board substrates. The setup for SO packages has no special requirement 
The package can be reliably mounted onto substrates such from that required by other surface-mounted, passive com-
as: ponents. Recommended working specifications are: 

o G10 or FR4 glass/resin 0 Use stainless-steel, wire-mesh screens, #80 or #120, 
o FR5 glass/resin systems for high-temperature wire diameter 2.6 mils. Rule of thumb: mesh opening 

applications should be approximately 2.5-5 times larger than the aver­
age particle size of paste material. 

• Polymide boards, also high-temperature 
applications 0 Use squeegee of Durometer 70. 

o Ceramic substrates 0 Experimentation with squeegee travel speed is recom-
mended, if available on machine used. 

General requirements for printed circuit boards are: 
o Use solder paste of mesh 200-325 . 

• Mounting pads should be solder-plated whenever 
applicable. 0 Emulsion thickness of 0.005" usually used to achieve a 

solder paste thickness (wet) of about 0.008" typical. 
o Solder masks are commonly used to prevent solder bridg-

ing of fine lines during soldering. 0 Mesh pattern should be 90 degrees, square grid. 

The mask also protects circuits from processing chemical 0 Snap-off height of screen should not exceed Va" , to avoid 
contamination and corrosion. damage to screens and minimize distortion. 

If coated over pre-tinned traces, residues may accumulate SOLDER PASTE 
at the mask/trace interface during subsequent reflow, Selection of solder paste tends to be confusing, due to nu-
leading to possible reliability failures. merous formulations available from various manufacturers. 
Recommended application of solder resist on bare, clean In general, the following guidelines are sufficient to qualify a 
traces prior to coating exposed areas with solder. particular paste for production: 
General requirements for solder mask: 0 Particle sizes (see following photographs). Mesh 325 (ap-
_ Good pattern resolution. proximately 45 microns) should be used for general pur­

poses, while larger (solder globules) particles are pre-
- Complete coverage of circuit lines and resistance to ferred for lead.less components (LCC). The larger particles 

flaking during soldering. can easily be used for SO packages. 
- Adhesion should be excellent on substrate material to 0 Uniform particle distribution. Solder globules should be 

keep off moisture and chemicals. spherical in shape with uniform diameters and minimum 
- Compatible with soldering and cleaning requirements. amount of elongation (visual under 100/200 x magnifica-

SOLDER PASTE SCREEN PRINTING tion). Uneven distribution causes uneven melting and sub-
sequent expulsion of smaller solder balls away from their 

With the initial choice of printed circuit lithographic design proper sites. 
and substrate material, the first step in surface mounting is 
the"application"ofsolder"paste.--- "---- ____ --'o"'C"'o"'m"Jl1osition, generally 60/40 or 63/37 Sn/Pb. Use 62/36 

Sn/Pb with 2% Ag in the presence of Au on the soldering 
The typical lithographic "footprints" for SO packages are area. This formulation reduces problems of metal leaching 
illustrated below. Note that the 0.050" lead center-center from soldering pads. 
spacing is not easily managed by commercially-available air 
pressure, hand-held dispensers. • RMA flux system usually used. 

USing a stainless-steel, wire-mesh screen stencilled with an 0 Use paste with aproximately 88-90% solids. 
emulsion image of the substrate pads is by far the most 
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RECOMMENDED SOLDER PADS FOR SO PACKAGES 

so-a, SO-14, SO-16 
0.045" :I: 0.005" 

r····~ 0.245" 0.160" 

L •••• I 
0.030" :1:0.005" -I I- -I 1-0.050"TYP 

TlIF/8766-14 

SOT-23 

0.030" :1:0.005"1 I-

ii" ·'I.-tl-f 
TL/F/8766-16 

So-16L,So-20 

IIII " ... ····1 
'GE ••• ~1°O· 

0.030· :1:0.005"--1 1- ~' 1-:J.TYp 

TL/F/6766-15 

" ,'" 

Comparison of Particle Size/Shape of Various Solder Pastes 

200 x Alpha (62/36/2) 200 x Kester (63/37) 

TlIF/8766-17 TL/F/B766-1B 
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i 
Comparison of Particle SizelShape of Various Solder Pastes (Continued) 

Solder Paste Screen on Pads 200 x Fry Metal (63137) 

TL/F/8766-19 TL/F/B766-20 

200 ESL (63137) 

TL/F/B766-21 
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CLEANING 

The most critical process in surface mounting SO packages 
is in the cleaning cycle: The package is mounted very close 
to the surface of ·the substrate and has a tendency to collect 
residue left behind after reflow soldering. . 

Important considerations in cleaning are: 

• Time between soldering and cleaning to be as short as 
possible. Residue should not be allowed to solidify on the 
substrate for long periods of time, making it difficult to 
dislodge. 

• A low surface tension solvent (high penetration) should be 
employed. CFC solvents are being phased out as they are 
hazardous to the environment. Other approaches to 
cleaning are.commercially available and should be investi­
gated on an individual basis considering local and govern­
ment environmental rules. 

Prelete or 1,1,1-Trichloroethane 
Kester 5120/5121 

• A defluxer system which allows the workpiece to be sub­
jected to a solvent vapor, followed by a rinse in pure sol­
vent and a high-pressure spray lance are the basic requir­
ments for low-volume production. 

• For volume. production, a conveyorized, multiple hot sol­
vent spray/jet system is recommended. 

• Rosin, being a natural occurring material, is not readily 
soluble in solvents, and has long been a stumbling block 
to the cleaning process. In recent developments, synthet­
ic flux (SA flux), which is readily soluble in Freon TMS 
solvent, has been developed. This should be explored 
where permisSible. 

The dangers of an inadequate cleaning cycle are: 

• Ion contamination, where ionic residue left on boards 
would cause corrosion to metallic components, affecting 
the performance of the board. 

• Electro-migration, where ionic residue and moisture pres­
ent on electrically-biased boards would cause dentritic 
growth between close spacing traces on the substrate, 
resulting in failures (shorts). 

REWORK 

Should there be a need to replace a component or re-align 
a previously disturbed component, a hot air system with ap­
propriate orifice masking to protect surrounding compo­
nents may be used. 

When rework is necessary in the field, specially-designed 
tweezers that thermally heat the component may be used to 
remove it from its site. The replacement can be fluxed at the 

Hot-Air Solder Rework Station 

/'~B ------
-:~;±~!~~B:O:AR:D:ON x-v TABLE 

RETRACT POSITION 

----c------_. , 
HEAT SHIELD 

HOTAIR--

TL/F/8788-22 
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Hot-Air Rework Machine 

TUF/B7BB-23 

lead tips or, if necessary, solder paste can be dispensed 
onto the pads using a varimeter. After being placed into 
position, the solder is reflowed by a hot-air jet or even a 
standard soldering iron. 

WAVE SOLDERING 

In a case where lead insertions are made on the same 
board as surface-mounted components, there is a need to 
include a wave-soldering operation in the process flow. 

Two options are used: 

• Surface mounted' componerits are placed and vapor 
phase reflowed before auto-insertion of remaining compo­
nents. The board is carried over a standard wave-solder 
system and the underside of the board (only lead-inserted 
leads) soldered. 

• Surface-mounted components are placed in position, but 
no solder paste is used. Instead, a drop of adhesive about 
5 mils maximum in height with diameter not exceeding 
25% width of the package is used to hold down the pack­
age. The adhesive is cured and then proceeded to auto­
insertion on the reverse side of the board (surface-mount­
ed side facing down). The assembly is then passed over a 
"dual wave" soldering system. Note that the surface­
mounted components are immersed into the molten sol­
der. 

Lead trimming will pose a problem after soldering in the 
latter case, unless the leads of the insertion components 
are pre-trimmed or the board specially designed to localize 
certain areas for easy access to the trim blade. 

The controls required for wave soldering are: 

• Solder temperature to be 240-260"C. The dwell time of 
components under molten solder to be short (preferably 
kept under 2 seconds), to prevent damage to most com­
ponents and semiconductor devices. 

• RMA (Rosin Mildly Activated) flux or more aggressive OA 
(Organic Acid) flux are applied by either dipping or foam 
fluxing on boards prior to preheat and soldering. Cleaning 
procedures are also more difficult (aqueous, when OA flux 
is used), as the entire board has been treated by flux (un­
like solder paste, which is more or less localized). Non­
halide OA fluxes are highly recommended. 

• Preheating of boards is essential to reduce thermal shock 
on components. Board should reach a temperature of 
about 100·C just before entering the solder wave. 

• Due to the closer lead spacings (0.050" vs 0.100" for 
dual-in-line packages), bridging of traces by solder could 
occur. The reduced clearance between packages also 
causes "shadowing" of some areas, resulting in poor sol­
der coverage. This is minimized bY'dual-wave solder sys­
tems. 



Mixed Surface Mount and Lead Insertion 

(a) Same Side 

t t t t 
PREHEAT 

A typical dual-wave system is illustrated below, showing the 
various stages employed. The first wave typically is in turbu­
lence and given a transverse motion (across the motion of 
the board). This covers areas where "shadowing" occurs. A 
second wave (usually a broad wave) then proceeds to per­
form the standard soldering. The departing edge from the 
solder is such to reduce "icicles," and is still further reduced 
by_an_air~!1j!~plac~d_cJo3!e_to_ttLe final sold_ering step. This_ 
air knife will blow off excess solder (still in the fluid stage) 
which would otherwise cause shorts (bridging) and solder 
bumps. 

AQUEOUS CLEANING 

• For volume production, a conveyorized system is often 
used with a heated recirculating spray wash (water tem­
perature 130'C), a final spray rinse (water temperature 
45-55'C), and a hot (120'C) air/air-knife drying section. 

• For low-volume production, the above cleaning can be 
done manually, using several water rinses/tanks. Fast­
drying solvents, like alcohols that are miscible with water, 
are sometimes used to help the drying process. 

• Neutralizing agents which will react with the corrosive ma­
terials in the flux and produce material readily soluble in 
water may be used; the choice depends on the type of flux 
used. 

• Final rinse water should be free from chemicals which are 
introduced to maintain the biological purity of the water. 
These materials, mostly chlorides, are detrimental to the 
assemblies cleaned because they introduce a fresh 
amount of ionizable material. 
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ADHESIVE 

/\ ~\L7dF=\ 
(b) Opposite Sides 

SOLDER FLOW 

TUF/8766-24 

Dual Wave 

TL/F/8766-25 

CONFORMAL COATING 

Conformal coating is recommended for high-reliability PCBs 
to provide insulation resistance, as well as protection 
against contamination and degradation by moisture. 

Requirements: 

o Complete coating over components and solder jOints. 

o Thixotropic material which will not flow under the pack­
ages or fill voids, otherwise will introduce stress on solder 
jOints on expansion. 

o Compatibility and possess excellent adhesion with PCB 
material/components. 

o Silicones are recommended where permissible in 
application. 

:I> 
z 
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SMD Lab Support 
FUNCTIONS 

Demonstration-Introduce first-time users to surface­
mounting processes. 

Service-Investigate problems experienced by users on 
surface mounting. 

Reliability Builds-Assemble surface-mounted units for re­
liability data acquisition. 

9-34 

Techniques-Develop techniques for handling different 
materials and processes in surface mounting. 

Equipment-In conjunction with equipment manufacturers, 
develop customized equipments to handle high density, 
new technology packages developed by National. 

In-House Expertise-Availability of in-house expertise on 
semiconductor research/development to assist users on 
packaging queries. 
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Land Pattern Recommendations 

The following land pattern recommendations are provided as guidelines for board layout and assembly purposes. 

These recommendations cover the following National Semiconductor packages: PLCC, PQFP, SOP, SSOP and TSOP. 

For SOT-23 (5-Lead) and TO-263 (3- or 5-Lead) packages, refer to land patterns shown in the Physical Dimensions for MA05A 
and TS3B or TS5B packages, respectively. 

Plastic Leaded Chip Carriers (PLCC) 
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TL/P111811-1 
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,D D' 
Lead 

L L' W P A A' B B' X 
Body Body 

Count 
Lead Tip Lead Tip Lead Lead/Pad Inner Pad Inner Pad Outer Pad Outer Pad Land 

Size Size 
No. 

to Tip to Tip Width Pitch to Pad Edge to Pad Edge to Pad Edge to Pad Edge Width 
(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) 

8.89 8.89 20 10.03 10.03 0.53 1.27 6.73 6.73 10.80 10.80 0.63 

11.43 11.43 28 12.57 12.57 0.53 1.27 9.27 9.27 13.34 13.34 0.63 

11.43 14.05 32 12.57 15.11 0.53 1.27 9.27 12.00 13.34 16.00 0.63 

16.51 16.51 44 17.65 17.65 0.53 1.27 14.35 14.35 18.42 18.42 0.63 

19.05 19.05 52 20.19 20.19 0.53 1.27 16.89 16.89 20.96 20.96 0.63 

24.13 24.13 68 25.27 25.27 0.53 1.27 21.97 21.97 26.04 26.04 0.63 

29.21 29.21 84 30.35 30.35 0.53 1.27 27.05 27.05 31.12 31.12 0.63 
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Plastic Quad Flat Packages (PQFP) 
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D' 
Lead 

Body Body Count Lead Tip 
Size Size to Tip 
(mm) (mm) No. (mm) 

D L P A A' 
Inner Pad Inner Pad 

to Pad Edge to Pad Edge 
(mm) (mm) 

L' w 
Lead Tip Lead Lead/Pad 

to Tip Width Pitch 
(mm) (mm) (mm) 

7 7 40 9.29 9.29 0.26 0.50 7.50 7.50 

7 7 48 9.40 9.40 0.27 0.50 6.88 6.90 

10 10 44 13.35 13.35 0.45 0.80 10.53 10.53 

10 10 52 14.15 14.15 0.38 0.65 9.08 9.08 

12 12 64 14.00 14.00 0.38 0.65 11.48 11.48 

14 14 80 18.15 18.15 0.38 0.65 13.08 13.08 

14 20 80 17.80 23.80 0.35 0.80 13.50 19.50 

14 14 100 17.45 17.45 0.30 0.50 13.08 13.08 

14. 20 100 17.80 23.80 0.30 0.65 13.50 19.50 

20 20 100 24.30 18.30 0.40 0.65 21.28 15.28 

24 24 132 24.21 24.21 0.30 0.64 21.67 21.67 

28 28 120 32.15 32.15 0.45 0.80 27.88 27.88 

28 28 128 31.45 31.45 0.45 0.80 28.03 28.03 

28 28 144 32.15 32.15 0.38 0.65 28.03 28.03 

28 28 160 32.40 32.40 0.38 0.65 29.48 29.48 

28 28 208 30.60 30.60 0.30 0.50 28.08 28.08 
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B 
Outer Pad 

to Pad Edge 
(mm) 

9.78 

10.42 

14.47 

15.17 

15.02 

19.17 

18.50 

18.47 

18.50 

25.32 

25.23 

33.17 

32.47 

33.17 

33.42 

31.62 

TLlP/11811-2 

B' X 
Outer Pad Land 

to Pad Edge Width 
(mm) (mm) 

9.78 0.30 

10.40 0.32 

14.47 0.55 

15.17 0.43 

15.02 0.43 

19.17 0.43 

24;50' 0.40 

18.47 0.35 

24.50 0;35 

19.32 0.45 

25.23 ·0.40 

33.17 0.55 

32.47 0.55 

33.17 0.43 

33.42 0.43 

31.62 0.35 



JEDEC Small Outline and Shrink Small Outline Packages (SOP and SSOP) 
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D 
Lead 

C L W P A B X 
Body 

Count 
Shoulder Lead Tip Lead Lesd/Pad Inner Pad Outer Pad Pad 

Size 
No. 

to Shoulder to Tip Width Pitch to Pad Edge to Pad Edge Width 
. (In) (In) (In) (In) (In) (In) (In) (In) 

SOP 

0.150 8 0.144 0.244 0.020 0.050 0.094 0.294 0.028 

0.150 14 0.144 0.244 0.020 0.050 0.094 0.294 0.028 
.. 

0.150 16 0.144 0.244 0.020 0.050 0.094 0.294 0.028 

0.300 14 0.3300 0.4100 0.0190 0.0500 0.2800 0.4600 0,0270 

0.300 16 0.3300 0.4100 0.0190 0.0500 0.2800 0.4600 0.0270 

0.300 20 0.3300 0.4100 0.0190 0.0500 0.2800 0.4600 0.0270 

0.300 24 0.3300 0.4100 0.0190 0.0500 0.2800 0.4600 0.0270 

0.300 28 0.3300 0.4100 0.0190 0.0500 0.2800 0.4600 0.0270 

SSOP 

0.150 29 0.185· 0.241 0.010 0.025 0.145 0.281 0.014 

0.150 24 0.185 0.241 0.010 0.025 0.145 0.281 0.014 

0.300 48 0.340 0.420 0.012 0.025 0.300 0.460 0.016 

0.300 56 0.340 0.420 0.012 0.025 0.300 0.460 0.016 
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EIAJ Small Outline, Shrink Small Outline, and Thin Small Outline Packages (SOP, SSOP and TSOP) 
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0 
Lead 

C L Wi P A B 
Body 

Count Shoulder ' Lead Tip , , Lead Lead/Pad Inner Pad Outer Pad 
Size 

No. 
to Shoulder to Tip Width Pitch to Pad Edge to~adEdge 

(mm) ,(mm) (mm) ,(mm) (mm) (mm) (mm) 

SOP TYPE II 

5.300 14 6.280 8.000 ' 0.400 ',1.270 5.010 9.270 

5.300 16 6.28.0 , ,MOO, ' 0.400 1.270 5.010 9.270 

5.300 20 Q.280' 8.000 D.400 1.270 5.010 9.270 

SSOPTYPEII 

5.300 20 ' 6.600 ' 8.'100 0.400 0.650 5.584 ,9.116 

5.300 24 6.600 8.100 0.400 0.650 5.584 9.116 

SSOP TYPE III " 

7.500 
1 

40 
1 

8.900 
.. 

1 
10.500' I' 0.350 

1 
0.650 

1 
7.884 

1 
11.516 

TSOPTYPEI 

18.500 1 32 
1 

19.000 
1 

20.200 ',I 0.250 
1 

0.500 
1 

17.984 I 21.216 
, 

i 
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X 
Pad 

Width 
(mm) 

o.sOO 

0.600 

0.600 

0.451 

0.451 

1 
0.452 

1 
0.301 
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f}1National Semiconductor 

Appendix A 
General Product Marking & Code Explanation 

LF 356 N IA+ 11 I R,''''''' """"" (Opti~" (Refer to Appendix C) 

Package Type (See Right) 

Device Number (Generic Type) 
and Suffix Letter (Optional) 

Aor B: Improved 
Electrical 
Specification 

C, I, E or M: Temperature 
Range 

L-_______ Device Family (See Below) 

Device Family 
ADC Data Conversion 
AF Active Filter 
AH Analog Switch (Hybrid) 
DAC Data Conversion 
OM Digital (Monolithic) 
I-tS Hybrid 
LF Linear (BI-FETTM) 
LH Linear (Hybrid) 
LM Linear (Monolithic) 

Package Type 
o 
E 
F 
G 
H 

GlasslMetal DIP 
Ceramic Leadless Chip Carrier (LCC) 
GlasslMetal Flat Pak (%" x %") 
12 Lead TO-8 Metal Can (MIG) 
Multi-Lead Metal Can (MIG) 

H-05 4 Lead M/C (TO-5) } Shipped with 
H-46 4 Lead M/C (TO-46) Thermal Shield 
J Lo-Temp Ceramic DIP 
J-8 8 Lead Ceramic DIP ("MiniDIP") 
J-14 14 Lead Ceramic DIP (-14 used only when 

product is also available in -8 pkg). 
K TO-3 M/C in Steel, except LM309K 

which is shipped in Aluminum 
KC TO-3 M/C (Aluminum) 
K Steel TO-3 M/C (Steel) 
M Small Outline Package 
M3 3-Lead Small Outline Package 
M5 5-Lead Small Outline Package 
N Molded DIP (EPOXY B) 
N-01 Molded DIP (Epoxy B) with Staggered Leads 
N-8 8 Lead Molded DIP (Epoxy B) ("Mini-DIP") 
N-14 14 Lead Molded DIP (Epoxy B) 

(-14 used only when product is also 
available in -8 pkg). 

~ 
"C 
"C 
CD 
::J 
iCI. >C. 
~ 

I 
G) 
CD 
::J 
CD 

e!. 
-a .. o 
iCI. 
C 
~ 
3: 
III .. 
~ 
S· 
ca 
AD 
o 
o 
iCI. 
CD 
m 
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"C 
iii" 
::J a o· 
::J 

--~LM~C~---~----~Li~n-ea-r~CM()S-------------

LMD Linear DMOS 

P 3 Lead TO-202 Power Pkg 
~Q:---tc~e=:r:::;d;':lp~W~i~th:=;U:';;V~W7.inC:'di:o:':-w~"------------·-- --1-------

LP Linear (Low Power) . 
LPC Linear CMOS (Low Power) 
MF Linear (Monolithic Filter) 
LMF Linear Monolithic Filter 

DATE CODE 
NON-MILITARY 

2ND DIGIT - CALENDAR YEAR 
3RD.!c4TH DIGITS-CALENDAR WORK WEEN 

MILITARY- 883& M38510 
1SU2ND DIGITS-CALENDAR YEAR 
3RD & 4TH DIGITS - CALENDAR WORK WEEN 
(EXAMPLE: 9201 = 1ST WEEK OF 1992) 

MILITARY ONLY 
ESD 

S 3,5,11, & 15 Lead TO-263 Surf. Mt. Power Pkg 
T 3,5,11,15 & 23 Lead TO-220 PWR Pkg (EpoxY B) 

Multi-lead Plastic Chip Carrier (PCC) v 
W 
WM 

Lo-Temp Ceramic Flat Pak 
Wide Body Small Outline Package 

DATE CODE 
1 ST DIGIT - CALENDAR YEAR 
2ND DIGIT - 6-WEEK PERIOD 

IN CALENDAR YEAR 
3RD &: 4TH DIGITS - WAFER LOT CODE 

INDICATES PLANT 
OF MANUFACTURE 

(ELECTROSTATIC DISCHARGE) 
INDICATES PLANT SENSITIVITY INDICATOR 
Of MANUfACTURE 

WAfER LOT 
CODE ---.,c.;...::: .... 

PIN 1 ORIENTATION TL/XX/0027 -2 
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Appendix B 
Devicel Application Literature· Cross-Reference 

Device Number Application Literature 

ADCXXXX ...................................................•......•..•..•.........•..•..•..............•. AN-156 

ADC80 ........ : •.................•..............................•..............................•..•...... AN-360 

ADC0801 ............................... ~ ............ : ........ AN-233, AN-271, AN-274, AN-280, AN-281, AN-294, LB-53 

ADC0802 .................................................................... AN-233, AN-274, AN-280, AN-281, LB-53 

ADC0803 ................. : ................................................. AN-233, AN-274, AN-280, AN-281, LB-53 

ADC08031 ............................................................................•.........•.......... AN-460 

ADC0804 ............................................ AN-233, AN-274, AN-276, AN-280, AN-281, AN-301 , AN-460, LB-53 

ADC0805 ................................................................... AN-233, AN-274, AN-280, AN-281, LB-53 

ADC0808 .................................................................................. AN-247, AN-280, AN-281 

ADC0809 ......................................................................................... AN-247,AN-280 

ADC0816 ...........................•............... , .............................. AN-193, AN-247, AN-258, AN-280 

ADC0817 .................................................................................. AN-247, AN-258, AN-280 

ADC0820 ........................................................................................•.....•... AN-237 

ADC0831 ........ : ................................................................................ AN-280,AN-281 

ADC0832 ......... : .............. ~ ..... " ........................................................... AN-280, AN-281 

ADC0833 ........................................... '.' ......•........•.......................•..... AN-280, AN-281 

ADC0834 ...............................................................................•.....•..•. AN-280, AN-281 

ADC0838 ......................................................................................... AN-280,AN-281 

ADC1001 .....................•.......................••................................... AN-276, AN-280, AN-281 

ADC1005 ................................................................•..............••.•..•..•........ AN-280 

ADC10461 .......................................................•....•................................... AN-769 

ADC10462 ..... .' .................•......•..•........•..••........•..•..•...........•..•................. '. :AN-769 

ADC10464 ...............................•................. : ................................... .' .......... AN-769 

ADC10662 .................................................................................................. AN-769 

ADC10664 ...........................................•.....•..•.....•........... : ...........•............. AN-769 

ADC12030 .................................................................. : .........................•... AN-929 

ADC12032 ................................................................................................ AN-929 

ADC12034 ................................•.............................•.......................•......... AN-929 

ADC12038 .•...........................•...............•.........•.•...........•............•............. AN-929 

ADC12H030 ............................................................................................... AN-929 

ADC12H032 ............................................................................................... AN-929 

ADC12H034 ................................•...........................................•..•............... AN-929 

ADC12H038 ................................................................................................ AN-929 

ADC12L030 ...............•....•.........•..•.•...•....................................................... AN-929 

ADC12L032 ...........................................•................... ; ...................•........... AN-929 

ADC12L034 ...........................................••....•...•••.....•.....•..•.....•.................. AN-929 

ADC12L038 ........................................•.........................•.......................•.... AN-929 

ADC1210 ..•...•.................•........•...............•......•....••...•......•.••..•....•......•..•.. AN-245 

ADC12441 ....•.....•..•..•.......•........•..•..•.....••.....•.......................•....•••.•..•..•.... AN-769 

ADC12451 ..................••.....•..•..•.••.••..••••.••..•..•........•...............•......•.......•.•. AN-769 

DACXXXX .........•.............................•..•••..•.•••.•...•..•.•••.•...••••.•.....•........•...... AN-156 

DAC0800 ...........................•...........••.•.••.....••.....•.••.....•.•..••....•..•..•...•.••..•.• AN-693 

DAC0830 •••.•..•...................•.....•...............•........•..•..•..•.............••.••....•.•.•.• AN-284 
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Device/ Application Literature Cross-Reference (Continued) 

Device Number Application Literature 

DAC0831 ......................................................................................... AN-27l , AN-284 

DAC0832 ............................................................•................•........... AN-27l, AN-284 

DAC1006 .......................................................................... AN-27l, AN-275, AN-277, AN-284 

DAC1007 .......................................................................... AN-27l, AN-275, AN-277, AN-284 

DAC1008 .......................................................................... AN-27l, AN-275, AN-277, AN-284 

DAC1020 ................................................................. AN-263, AN-269, AN-2293, AN-294, AN-299 

DAC102l ................................................................................................. AN-269 

DAC1022 ................................................................................................. AN-269 

DAC1208 ......................................................................................... AN-27l , AN-284 

DAC1209 ......................................................................................... AN-27l , AN-284 

DAC12l0 ..................................................................•...................... AN-27l,AN-284 

DAC12l8 ................................................................................................. AN-293 

DAC12l9 ................................. : ............................................................... AN-693 

DAC1220 ....................................•.................................................... AN-253, AN-269 

DAC122l ................................................................................................. AN-269 

DAC1222 ..........................................................................•...................... AN-269 

DAC1230 .................................................................................•.•............. AN-284 

DAC123l .............................................•..............•............................ AN-27l, AN-284 

DAC1232 ......................................................................................... AN-27l, AN-284 

DAC1280 ............. .' ........................................................................... AN-26l,AN-263 

DH0034 ................................................................................................... AN-253 

DH0035 .................................................................................................... AN-49 

INS8070 ...................•.............................................................................. AN-260 

LFlll ..............................•....................................................................... LB-39 

LF155 ............................................................................................ AN-263,AN-447 

LF198 ............................................................................................ AN-245, AN-294 

LF3ll ....................................................................................................... AN-30l 

LF347 ....................................... AN-256, AN-262, AN-263, AN-265, AN-266, AN-30l, AN-344, AN-447, LB-44 

tF351 .........................................• AN-242, AN-263,-AN-266,AN.2Z1.-AN--215,AN~93,JI.N-447',)I,pp_elldix_C ______ _ 

LF351 A ......•............................................................................................ AN-240 

LF351 B ........................................................•...............•...................... Appendix D 

LF353 .................... AN-256, AN-258, AN-262, AN-263, AN-266, AN-27l, AN-285, AN-293, AN-447, LB-44, Appendix D 

LF356 ..................................................... AN-253, AN-258, AN-260, AN-263, AN-266, AN-27l, AN-272, 

AN-275, AN-293, AN-294, AN-295, AN-30l, AN-447, AN-693 

LF357 ...................................................................................... AN-263,AN-447, LB-42 

LF398 .................................•...........................•. AN-247, AN-258. AN-266, AN-294, AN-298, LB-45 

LF4ll ............................................................................. AN-294, AN-30l , AN-344, AN-447 

LF4l2 ..................................................................... AN-272, AN-299, AN-30l , AN-344, AN-447 

LF441 ............................................................................................ AN-30l,AN-447 

LF13006 .................................................................................................. AN-344 

LF13007 .................................................................................................. AN-344 

LF1333l .......................................................................................... AN-294, AN-447 

LH0002 ..................................................................... AN-13, AN-227, AN-263, AN-272, AN-30l 

LH0024 .................•..•............ : ..........•..............................•....................... AN-253 

LH0032 ........................................................................................... AN-242, AN-253 

LH0033 .................................................................................... AN-48, AN-227, AN-253 

LH006S •••.•..•.••.••.•......•••.•......................•.•.............•...•............•................ AN,-227 

LH0070 ••.••••..••.•.••..••.•.••.••••.••..•.••••.•.••••••••••.•.•...•.•.•................................. AN-SOl 

LH007l ••.••••••.••.•..••...•••.•..••••.•••.••.•..•..••.••..•........•.............•..•..........•........ AN-245 

LH0094 .........••.•.....•..•....••.••.••••..••.••.•••.•...•.•........•.....•.•.......•.....•..........•.. AN-30l 

LH010l ........................................•...•......•..•............................................. AN-261 
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Device! Application Literature Cross-Reference (Continued) 

,Device Number ' Application Literature 

LH1605 ..........•............••............•........•..•......•.....•............•...................•... AN-343 

LH2424 ..•..........•......................•.................................................•............ AN-867 

LM10 ...•........•......................... AN-211. AN-247. AN-258. AN-271. AN-288. AN-299. AN-300. AN-460. AN-693 

LM11 .................•......•..........•..•.....•.•....•.........•........ AN-241. AN-242. AN-260. AN-266. AN-271 

LM12 .................. : .........•.....•...••..•.....•..•....•.•......•......•..........•. AN-446. AN-693. AN-706 

LM101 .............•.........•. : ...................................... AN-4. AN-13. AN-20. AN-24. LB-42. Appendix A 

LM101A ..........•.....•. AN-29. AN-30. AN-31. AN-79. AN-241 AN-711. LB-1. LB-2. LB-4. LB-8. LB-14. LB-16. LB-19; LB-28 

LM102 .•........................•....................................... AN-4. AN-13. AN-30. LB-1. LB-5. LB-6. LB-11 

LM103 .............................•.....•.......•.................•............•....•.....•....... AN-110.LB-41 

LM105 ......••...•....•.... , ...........•.....•............•....•..•............................ AN-23. AN-11 O. LB-3 

LMt06 ......•.........•..........•...•.•....................•....•......•.............•........ AN-41. LB-6. LB-12 

LM107 ........... , ....................................................... AN-20. AN-31. LB-1. LB-12. LB-19. Appendix A 

LM108 .•..•........•.........•...•.....•..•..•...... AN-29.AN-30, AN-31. AN-79. AN-211. AN-241. LB-14. LB-15. LB-21 

LM108A ...................................................................................... ,.AN-260. LB-15. LB-19 

LM109 .............................................................................................. AN-42.LB-15 

LM109A .................................................................................................. : ... LB-15 

LM110 .....•...............•......................................•.................................. LB-11. LB-42 

LM111 ..... ~ .............................................................. AN-41. AN-103. LB-12. LB-16. LB-32; LB-39 

LM112 •.... ; ........•..........................................................•........•.................. LB-19 

LM113 .••.....•....•........•..•..•...•..•...•.....••.........•....•...... AN-56. AN-110. LB-21. LB-24. LB-28. LB-37 

LM117 .............•••...•..........•.••.......•....••..........•..........•. AN-178.AN-181. AN-182. LB-46. LB-47 

LM117HV ............................................................................................ LB-46. LB-47 

LM118 ...•....•..•.........•...................•...........•...•.....•....... LB-17. LB-19. LB-21. LB-23. Appendix A 

LM119 ...•.....•..••....•....•..•......•........••..•..•..•..••...............•......................••...• LB-23 

LM120 ..................................................................................................... AN-182 

LM121 .•........•....•....•..........•...........•...................•.....•. AN-79. AN-104. AN-184. AN-260. LB-22 

LM121A ..................................................................................................... LB-32 

LM122 ................•.•..........• ' ..•...•.•....•.••.•......•..••.....•......•..•.........•........ AN-97. LB-38 

LM125 ...................................................................................................... AN·82 

LM126 •..........•.•.. ' ..................................................................................... AN·82 

,LM129 ..•.••...........•...•..........•........•.••............................... AN-173. AN-178. AN-262. AN-266 

LM131 ......... ; ...... ' .................................................................. AN-210. AN-460. Appendix D 

LM131A ...... : .•....••..••.•........•...•...•..••..•...........•..•..••..•........•....................... AN-210 

LM134 ........ ; ,,'.' .................................................................................. LB-41.AN-460 

LM135' .: ......... : ........................................................ AN-225. AN-262. AN-292. AN-298. AN-460 

LM137 ••....•..•...•..•..••..•.... :' ....•........••..•.••..•..••.•...•.........•.....................•...... LB-46 

LM137HV ............. : .................................................................................... LB-46 

LM138 ..... ;.' ... ' ........................................................................................... LB-46 

LM139 ........... ' ........................................................................................... AN-74 

LM143 •...........•..........•.....•......•...•.••........••.....•...••...•.................•..... AN-127.AN-271 

LM148 ••.•..•• , ......••. , .•.•.. , •. , •...•...•.•...•.••..•.......... '" •... , •.... , •..... " ., .•...•.•.....•.• AN-260 

LM150 .•.... ;' •..............•.......•...•..............................................................•..• LB-46 

LM158 ......... ' ........................................................................................... AN-116 

LM160 .....••.•..•...•..•...•.••.. , •.... " ., ....•..••.•.••.................. , .. , .. , ..•............•........ AN-87 

LM161 ....•..•......•.....•................... ' ..........................................•..•....... AN-87. AN-266 

LM163 ...•••••.••..••..•...............•.................................................................. AN-295 

LM194 .....•.••.•.••..•...•.•....•..........•...................................................... AN-222. LB-21 

LM195 •....••.•.•.•..••..••••••••.••••••••.•••.••.••••••••..•.....••..••••..••.••.•••....••....•......•..• AN-110 

LM199 •..•..•........•••..•..•..•••••..••.•.•••..•.••..•••••••••••.••.•••••••••.••.••.•..••••..••• AN-161.AN-260 

LM199A ..•.••...•........•.........•...........••.........•..•..•..•..•..•.•...•.•....••..•..••..•.••..•• AN-161 

LM211 ••••...•.....•..........................•..•..•..•..................................... ' ...........•.. LB-39 
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Devicel Application Literature Cross-Reference (Continued) 

Device Number Application Literature 

LM231 ....................................•............................................................... AN-210 

LM231A .......................................................•..•.................•.......•............. AN-210 

LM235 ......................................................................................•............. AN-225 

LM239 ..................................................................................................... AN-74 

LM25B .......................................•......................................•.......•....•......•. AN-116 

LM260 .................................•.•.....................••..•.......•............................... AN-B7 

LM261 ..................................................................................................... AN-B7 

LM34 ...........................................•.....................................................•... AN-460 

LM35 ..................................................................................................... AN-460 

LM301A ................•..........................................•...•.... : .............. AN-17B, AN-1Bl, AN-222 

LM30B ............................................................. AN-BB, AN-l B4, AN-272, LB-22, LB-2B, Appendix D 

LM30BA .......................•.....••............................................•................. AN-225,LB-24 

LM309 ............................................................................................ AN-17B,AN-1B2 

LM311 ..................... AN-41, AN-l03, AN-260, AN-263, AN-2BB, AN-294, AN-295, AN-307, LB-12, LB-16, LB-1B, LB-39 

LM313 .......................................•............................•...............•............... AN-263 

LM316 .............................................................•...•.................................. AN-25B 

LM317 .................•.....................................................•............... AN-17B, LB-35, LB-46 

LM317H ..........................•.••.........................•............................................ LB-47 

LM31B, ............................................................................................. AN-299, LB-21 

LM319 .................•......................•........................................... AN-B2B, AN-271 , AN-293 

LM320 ......................................................•..........................................•.. AN-2BB 

LM321 ..................................................................................•.................. LB-24 

LM324 ............................................. AN-BB, AN-25B, AN-274, AN-2B4, AN-30l, LB-44, AB-25, Appendix C 

LM329 .......................................................•............ AN-256, AN-263, AN-2B4, AN-295, AN-301 

LM329B ...................•..............................................•..•.•........•...•.....•.•..... AN-225 

LM330 ...........•..............................................•....•..•..•...•......••.•...•............ AN-301 

LM331 ................................ AN~21 0, AN-240, AN-265, AN-27B, AN-2B5, AN-311, LB-45, Appendix C, Appendix D 
LM331A ............................•................................ ' ........................... AN-2l0,AppendixC 

L.,.,t334_~~._ .......................•.•.................................•.....••.............. AN-242, AN-256, AN-2B4 

LM335 .... o •• .': ••••• o.o ••• o.o ••••••• 0.0 •••••••••• 0 ••• 0 •• 0 •• 0.0 •• 0 •••• 0.0.0.0 •••••••••• •• -:-.AN:225,-AN-263;AN~295 --- ---------
LM336 ............................•...................... ' ....... ' ............. : .......... AN-202, AN-247, AN-li5B 

LM337 .......................................•............................................................. LB-46 

LM33B .•......................................•...................................................... LB-49, LB-51 

LM339 .................•................................................................•.. AN-74,AN-245, AN-274 

LM340 .....................•................................................................•.•.•. AN-l 03, AN-l B2 

LM340L. ................•................................................... ' .............................. AN-256 

LM342 .......................................•................•...•....................................... AN-28B 

LM346 .........................................•...........•..............................•........ AN-202, LB-54 

LM34B .•............................................................................................. AN-202, LB-42 

LM349 ..................................................................... ~ ...........................•... LB-42 

LM35B ................................................. AN-116, AN-247, AN-271, AN-274, AN-2B4, AN-29B, Appendix C 

LM35BA ...........•.•..............................................................................•.. AppendixD 

LM359 ............................................................................................. AN-27B,AB-24 

LM360 ..........................................••........................•.•...............•........•..... AN-B7 

LM361 ..........•..............•......................•...................•...•.................... AN-B7,AN-294 

LM363 ..............•..........•.......................................•.................................. AN-271 

LM3BO .•.................................................•..............•.•......•.............•..• AN-69,AN-146 

LM3B5 .........•............................•..........•..• AN-242, AN-256, AN-301, AN-344, AN-460, AN-693, AN-777 

LM3B6 ... : .................................................................................................. LB-54 

LM391 .....................................••...........•........•..............•••....•.. .' •..•...•..•...• AN-272 

LM392 ............................•.....•..••..•..••.•...••..•..•.. ~ ...•..•.................•....• AN-274, AN-2B6 
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Devicel Application Literature Cross-Reference (Continued) 

Device Number Application Literature 

LM393 ..............•............................................................. AN-271, AN-274, AN-293, AN-694 

LM394 .............................•... : .................... AN-262, AN·263, AN-271, AN-293, AN-299, AN-311, LB-52 

LM395 .............................................. AN-178, AN-181 , AN-262, AN-263, AN-266, AN-301 , AN-460, LB-28 

LM399 ..................................................................................................... AN-184 

LM555 ...................•.........•................................................................ AN.694, AB· 7 

LM556 ................................................................. : .................................... AB-7 

LM565 .................................................................... : ..........•............. AN-46, AN-146 

LM566 ...................................................................... : .... : ......................... AN-146 

LM604 .. .' ................................................................................................. AN-460 

LM628 ........................... : ................................................................ AN-693, AN· 706 

LM629 .................•......•......................................................•.... AN-693, AN-694, AN· 706 

LM709 ....................•......................................................................... AN-24, AN-30 

LM710 ............................ : .......................................... : ...................... AN-41, LB-12 

LM725 .' .•.................•...............•................. ' ............................................... LB-22 

LM741 ................... : ......... ~ ............................... .' ............... .' ....... : .. AN-79, LB-19, LB-22 

LM833 .......•......•...................................................................................... AN-346 

LM1036 ........................•.............. : .......... .' ................................................ AN-390 

LM1202: ......... : ......................................................................................... AN-867 

LM1203 .••......••.••...................... : ............................................................... AN-861 

LM1204 .•............. · .•.......•................... · ...•................................................... AN-934 

LM1458 ............................•...................................................................... AN-116 

LM1524 ...................•...•................................................... AN-272, AN-288, AN-292, AN-293 

LM1558 ..............•.........•..•....................................................................... AN-116 

LM1578A : ..... : ............................................................................................. AB-30 

LM1823 .....................••.•................ , ........................................................... AN-391 

LM1830 .... : .......................................................... : ................................•... AB-10 

LM1865 .................................................... : ............................................... AN-390 

LM1886 ..•......................•.•................. .' ......... ~ ..... : ...................................... AN·402 

LM1889 ..... ' ............................................... ' ............................................... AN-402 

LM1894 ......... : ......................................................................... AN-384, AN-386, AN·390 

LM2419 .................. : •................•.............................................................. AN·861 . . 
LM2577 ............................................................. : ............................. AN-776, AN·777 

LM2876 ....•.................... : .... : ..............................................................•..... AN-898 

LM2889 ........ : ..............•..•.....•........•............................................. : ... AN-391, AN-402 

LM2907 ............ :· .... : ................................................................................. AN-162 

LM291.7 .. .' ................................. : •............................................................. AN-162 

LM2931 ..........................•.•.................... : .................................•................ AB-12 

LM2931CT ................................................................... : ............................. AB-11 

LM3045, .......................•.......................................................................... AN-286 

LM3046 ...............•....•.........................................................•............ AN-146, AN-299 

LM3089 ......................... : .......•...... : ..........•............................................... AN-147 

LM~524 ......... : ................ : .. : .............................................. AN-272, AN-288, AN-292, AN-293 

LM3525A ................................................................................................. AN-694 

~M3578A ................................................................................................... AB-30 

LM3875 .................... .' .............................................................................. AN-898 

LM3876 .......... : ..................•...•........•.................•...................................... AN-898 

LM3886 ........................................................................ : ........................... AN-898 

LM3900 ........................ .' ...................................... AN-72, AN-263, AN-274, AN-278, LB-20, AB-24 

LM3909 .................................................................................................... AN-154 

LM3914 ......................... : .......... : : ...... : ......................................... AN-460, LB-48, AB-25 

LM3915 ........................... .' ....................................................................... AN-386 

LM3999 . .' .........................•................................................................ .' ...... AN-161 
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Device! Application Literature Cross-Reference (Continued) 

Device Number Application Literature 

LM4250 ............................................................................................. AN·88. LB·34 

LM6181 ........................................................................................... AN·813. AN·840 

LM7800 ................................................................................................... AN· 178 

LM12454 .................................................................................. AN·90S. AN·947. AN·949 

LM 12458 .................................................................................. AN·906. AN·947. AN·949 

LM12H454 ................................................................................ AN·90S. AN·947. AN·949 

LM12H458 ................................................................................ AN·906. AN·947. AN·949 

LM12L458 ................................................................................. AN·90S. AN·947. AN·949 

LM18293 ................................................................................................. AN·706 

LM78L 12 ................................................................................................. AN· 146 

LM78S40 ................................................................................................. AN· 711 

LMC555 .......................................................................................... AN·460. AN·828 

LMC660 .................................................................................................. AN·856 

LMC835 .................................................................................................. AN·435 

LMC6044 ................................................................................. '.' .............. AN·856 

LMC6062 ................................................................................................. AN·856 

LMC6082 ................................................................................................. AN·856 

LMC6484 ................................................................................................. AN·856 

LMD18200 ........................................................................................ AN·694. AN·B28 

LMF40 .................................................................................................... AN·779 

LMF60 .................................................................................................... AN·779 

LMF90 .................................................................................................... AN·779 

LMF100 .................................................................................................. AN·779 

LMF3BO .................................................................................................. AN·779 

LMF390 .................................................................................................. AN·779 

LP324 .................................................................................................... AN·284 

LP395 .................................................................................................... AN·460 

LPC660 ................................................................................................... AN·B56 

MF4 ....................... '~'-'" ................................... ,_ .. -'--"_"_"_ .... '-' ............ ~,--,--.AN·77L __ _ 

MF5 ...................................................................................................... AN·779 

MF6 ...................................................................................................... AN·779 

MFB ...................................................................................................... AN·779 

MF10 ............................................................................................. AN·307. AN·779 

MM2716 ................................................................................................... LB·54 

MM541 04 ................................................................................... AN·252. AN·287. LB·54 

MM57110 ................................................................................................. AN·3B2 

MM74COO .................................................................................................. AN·88 

MM74C02 .................................................................................................. AN·88 

MM74C04 .................................................................................................. AN·88 

MM74C948 ....................................................... .' ........................................ AN·193 

MM74HC86 ....................................................................................... AN·861.AN·867 

MM74LS13B ................................................................................................ LB·54 

MM53200 ................................................................................................. AN·290 

2N4339 .................................................................................................... AN·32 
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t!lNational Semiconductor 

-Appendix D 
Military Aerospace Programs 
from National Semiconductor 

This appendix Is intended to provide a brief overView of 
military products available from National Semiconduc­
tor, The process flows and catagorles shown below are 
for general reference only. For further information and 
availability, please contact the Customer Response 
Center at 1-800-272-9959, Mllitaryl Aerospace Marketing 
group or your local sales office. 

National Semiconductor's Military/Aerospace Program is 
founded on dedication to excellence. National- offers com­
plete support across the broadest range of products with 
the widest selection of qualification levels and screening 
flows. These flows include: -

10-10 

Process Flows 
(Integrated Circuits) 

JANS 

JANB 

SMD 

883 

MLP 

-MIL 

MSP 

MCP 

MCR 

MRP 

MRR 

MPC 

Description 

QML products processed to 
MIL-I-38535 Level S or V for. Space 
level applications. 

QML products processed to 
MIL-I-38535 Level B or Q for 
Military applications . 

QML products processed to a 
Standard Microcircuit Drawing with 
Table I Electricals controlled by 
DESC. 

QML products processed to 
MIL-STD-883 Level B for Military 
applications. 

Products processed on the 
Monitored Line (Program) 
developed by the Air Force for 
Space level applications. 

Similar to MIL-STD-883 with 
exceptions noted on the Certificate 
of Conformance. 

Military Screening Products for _ 
initial release of advanced 
products. 

Commercial products processed in 
a military assembly. Electrical 
testing performed at 25°C, plus 
minimum and maximum operating 
temperature to commercial limits. 

Commercial products processed in 
a military assembly. Electrical 
testing performed at 25°C to 
commercial limits 

Military Ruggedized Plastic , 
products processed to avionics 
requirements. 

Commercial Ruggedized plastic 
product processed in a commercial 
assembly with electrical testing at 
25°C. 

Commercial plastic products 
processed in a commercial 
assembly with electrical testing at 
25°C. 



_ QML: The purpose of the QML program, which is ad- National offers both 883 Class Band 883 Class S prod-
ministered by the Defense' Electronics Supply Center uct. The screening requirements for both classes of prod-
(DESC)" is to provide the military community with stan- uct are outlined in Table III. 
dardized products that have been manufactured and As with SMDs a manufacturer is allowed to use his stan-
screened to the highest quality and reliability standards dard electrical tests provided that all critical parameters 
in facilities that have been certified by the government. are tested. Also, the electrical test parameters, test con-
To achieve QML status, manufacturers must submit ditions, test limits and test temperatures must be clearly 
their facilities, quality procedures and design philoso- documented. At National Semiconductor, this information 
phies to a thorough audit aimed at confirming their abili- is available via our Table I (formerly RETS, Reliability 
ty to produce product to the highest design and quality Electrical Test Specification Program). The Table I docu-
standards. They must be listed on DESC's Qualified ment is a complete description of the electrical tests per-
Manufacturer List (QML) before devices can be marked formed and is controlled by our QA department. Individual 
and shipped as QML product. copies are available upon request. 
Two processing levels are specified within MIL-I-38535, Some of National's products are produced on a flow simi-
the QML standard: Class S (typically specified for lar to MIL-STD-883. These devices are screened to the 
space and strategic applications) and Class B (used for same stringent requirements as 883 product, but are 
tactical missile, airborne, naval and ground systems). marked as -MIL; specific reasons for prevention of com-
The requirements for both classes are defined within pliancy are clearly defined in the Certificate of Conform-
MIL-STD-883. National is one of the industry's leading ance (C of C) shipped with the product. 
suppliers of both classes. _ Monitored Line Program (MLP): is a non JAN Level S 

- Standard Microcircuit Drawings (SMD)_ SMDs are is- program developed by the Air Force. Monitored Line 
sued to provide standardized versions of devices of- product usually provides the shortest cycle time, and is 
fered under QML. MIL-STD-883 screening is coupled acceptable for application in several space level pro-
with tightly controlled electrical test specifications that grams. Lockheed Missiles and Space Company in Sun-
allow a manufacturer to use his standard electrical nyvale, California, under an Air Force contract, provides 
tests. Table I explains the marking of JAN devices, and "on-site" monitoring of product processing, and as ap-
Table II outlines current marking requirements for QMLI propriate, program management. Monitored Line orders 
SMD devices. Copies of MIL-I-38535 and the QML can generally do not allow "customizing", and most flows 
be obtained from the Naval Publications and Forms do not include quality conformance inspection. Drawing 
Center (5801 Tabor Avenue, Philadelphia, PA 19120, control is maintained by the Lockheed Company. 
212/697-2179. A current listing of National's SMD of- _ Military Screening Program (MSP): National's Military 
ferings can be obtained from our authorized distribu- Screening Program was developed to make screened 
tors, our sales offices, our Customer Response Center versions of advanced products such as gate arrays and 
(Arlington, Texas, 817/468-6300), or from DESC. microprocessors available more quickly. Through this 

- MIL-STO-883_ Originally intended to establish uniform program, screened product is made available for proto-
test methods and procedures; MIL-STD-883 has also types and breadboards prior to or during the QML activ-
become the general specification for n.o~-SMD milit.ary ities. MSP products receive the 100% screening of Ta-
product. MIL-STD-883 defines the minimum ~eqUlre- ble III, but are not subjected to Group C and D quality 
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ments for a device to be marked and advertised as conformance testing. Other criteria such as electrical 
-883-compliant.-Qesign--a~d -construction- ?riteria,do?u---- --testing anCfl9mperaturerange-wilnra:ry-depending-upon - -- ----
mentation controls, electncal and mechanical screening individual device status and capability. 
requirements, and quality control procedures are out-
lined in paragraph 1.1.2 of MIL-STD-883. 
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TABLE I. JAN S or B Part Marking 
~~8.!!.~/XXXXXyyy 

[

Lead Finish 
A = Solder Dipped 
B = Tin Plate 
C = Gold Plate 
X = Any lead finish above 

is acceptable 

Device Package 
(see Table II) 

- Screening Level 
S or B 

Device Number on 
Slash Sheet 

-Slash Sheet Number 

'-----For radiation hard devices 
this slash is replaced by the 
Radiation Hardness ,Assurance 
Designator (M, D, R, or H of 
t.tIL-I-38535) 

'------t.tIL-t.t-38510 

'-------------JAN Prefix 
TUXX/0030-1 

10·12 

TABLE I·A. JAN Package Codes 

JAN 
Package Microcircuit Industry Description 

Designation 

A 14·pin %" x %" (Metal) Flatpak 
B 14·pin 0/.." x %" (Metal) Flatpak 
C 14·pin %" x %" Dual·ln·Line 
D , 14·pin %" x %" (Ceramic) Flatpak 
E 16'pin %" x %" Dual·ln·Line 
F 16·pin %" x %" (Metal or Ceramic) Flatpak 
G B·pin TO·99 Can or Header 
H 10·pin %" x %" (Metal) Flatpak 
I 1 O·pin TO·1 00 Can or Header 
J 24·pin Yz" x 1 %" Dual·ln·Line 
K 24·pin %" x %" Flatpak 
L 24'pin %" x 1 %" qual·ln·Line 
M 12·pin TO·1 01 Can or Header 
N (Note 1) 
P B·pin %" x %" Dual·ln·Line 
Q 40·pin 3!te" X 2Y16" Dual·ln·Line 
R 20·pin %" x 1 '1ft." Dual·ln·Line 
S 20·pin %" x Yz" Flatpak 
T (Note 1)' 
U (Note 1) 
V 1B·pin %" X 10/1e" Dual·ln·Line 
W 22'pin %" x 1 Ye" Dual·ln·Line 
X (Note 1) 
Y (Note 1) 
Z (Note 1) 
2 20·terminal 0.350" x 0.350" Chip Carrier 
3 2B·terminal 0.450" x 0.450" Chip Carrier 

Note 1: T~ese I~lters are assigned ,to packages by Individual detail specifi­
cations and may be assigned to different packages in different specifica­
tions. 



1. 

2. 

3. 

4. 

5. 

6. 
.-

7. 

8. 

9. 

10. 

11. 

12. 

TABLE II. Standard Military Drawing TABLE II·A. SMD Package Codes 
(SMD) Marking 

SMD 

5962-~02MXA Package Microcircuit Industry Description 

Designation 

t'~ no,," C 14-pin Flatpak 
(Solder) D 14-pinCDIP 
Package Codes E 16-pinCDIP 
(see Table IIA) 

F " 16-pin Flatpak 
Class Designator G B-pin TO-99 Can 
M = MIL-STD-SS3 
B or Q = Class B H 10-pin (Metal) Flatpak 
S or V = Class C . , I 1 O-pin TO-l 00 Can 

l......-- Device Number X (Note 2) 

Drawing Number -
y (Note 2) 

Year of Issue 
P B-pinC DIP 

The n In and n_n can 
2 20-pin LCC 

be replaced by RHA R 20-PinDIP 

designations Note 2: Th~se letlers are assigned to packages by individual detail specifi· 
D = 10 krad cations and may be assigned to different packages in different specifica-
R = 100 krad tions. 
Federal Stock Class 

TL/XX/OO30-2 

TABLE 111.100% Screening Requirements 

Screen 
ClassS Class B 

Method Reqmt Method Reqmt 
: 

Wafer Lot Acceptance 5007 All Lots 

Nondestructive Bond Pull (Note 14) 2023 1000/0 

Internal Visual (Note 1) 2020, Condition A 1000/0 2010, Condition B 1000/0 

Stabilization Bake (Note 16) 1 OOB, Condition C, Min 1000/0 1 OOB, Cond"ition C; Min 1000/0 

24 Hrs. Min 24 Hrs. Min 

Temperature Cycling (Note 2) 1010, Condition C 1000/0 1010, Condition C 1000/0 

Constant Acceleration 2001, Condition E Min 1000/0 2001, Condition E Min 1000/0 
Y 1 Orientation Only 

-~ .-~~--

" y 1 Orientation Only 

Visual Inspection (Note 3) 1000/0 1000/0 

Particle Impact Noise Detection (PIND) 2010, Con"dition A (Note 4) 1000/0 

Serialization (NoteS) 100,-0 

Interim (Pre-Bum-In) Electrical Parameters Per Applicable Device 1000/0 Per Applicable Device 
Specification (Note 13) Specification (Note 6) 

Burn-In Test 1015 1000/0 1015 1000/0 
240 Hrs. @ 125'C Min 160 Hrs. ~ 125'C Min 

(Cond. F Not Allowed) 

Interim (Post Burn-In) Per Applicable Device 1000/0 
Electrical Parameters Specification' (Note 3) 
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TABLE III_ 100% Screening Requirements (Continued) 
", 

Screen 
ClaasS ClassS 

Method Reqmt Method Reqmt 

13. Reverse Bias Burn-In (Note 7) 1015; Test Condition A, C, 100% 
72 Hrs. @ 150'C Min 

: (Cond. F Not Allowed) 

14. Interim (Post-Burn-In) Electrical Per Applicable Device 100% Per Applicable Device 100% 
Parameters Specification (Note 13) Specification 

15. PDA Calculation 5% Parametric (Note 14), All Lots 5% Parametric (Note 14) All Lots 
3 % Functional 

16. Final Electrical Test (Note 15) Per Applicable Device Per Applicable Device 
a) Static Tests Specification Specification 

1) 25'C (Subgroup 1, Table I, 5(05) 100% 100% 
2) Max & Min Rated Operating Temp. 100% ~ 100% 

(Subgroups 2, 3, Table I, 5005) i 

b) Dynamic Tests or Functional Tests 
1) 25"C (Subgroup 4 or 7) 100% 100% 
2) Max and Min Rated Operating Temp. 100% 100% 

(Subgroups 5 and 6 or B, Table I, 
5005) 

c) Switching Tests 25'C 100% 100% 
(Subgroup 9, Table I, 5005) 

17. Seal Fine, Gross 1014 100% 1014 100% 
(Note B) (Note 9) 

lB. Radiographic (Note 10) 2012 Two Views 100% 

19. Qualification or Quality Conformance, (Note 11) Sarnp. (Note 11) Samp. 
Inspection Test Sample Selection 

20. External Visual (Note 12) 2009 100% 100% 

Note 1: Unless otherwise specified, at the manulacturer's option, test samples for Group B, bond strength (Method 5005) may be randomly selected prior )0 or 
lollowing intemal visual (Method 5004), prior to sealing provided all other specification requirements are satislied (e.g., bond strength requirements Shall, apply to 
each inspection lot, bond 'Iallures shall be counted even II,the bond would have failed internal visual). .,:" 

Note 2: For Class B devices, this test may be replaced with thermal shock Method lOll, Test Condition A, minimum. 

Note 3: At the manulactur~~s option, vlsuallnspecllon lor catastrophlc,lailures may be conducted alter each of the thermal/mechanical screens, alter the 
sequence or alter seal test. Catastrophic lailures are defined as missing leads, broken packages, or lids ofl. 

Note 4: The PIND test may be performed In any sequence alter step 6 and prior to step 16. See MIL·I·38565 paragraph 40.6.3. , 

Note 5: Class S devices shall be serialized prior to Interim eleCtrical parameter measurements. 

Note 6: When specHied, all devices shall be tested' lor Ihose parameters r~q~iring della Calculations. 

Note 7: Reverse bias bum·in is a requirement only when specified in the applicable device specHication. The order 01 performing burn-in and reverse bias bum~n 
may be inverted. 

Note 8: For Class S devices, the seal iesl may be performed In any sequence between step 16 and step 19, but it shall be peilormed alter all sheering and 1~lng 
operations on the terminals. 

Note 9: For Class B devices, the fine and gross seal tests shall be performed separately or together in any sequence and order between step 6' and step 20 except , 
that thay shall be performed alter all shearing and lormlng operations on the terminals. When 100% seal screen cannof be performed alter shearing and lormlng 
(e.g., Ilatpaks and chip camers) the seal screen shall be done 100% prior to thase operations and a sample test (LTPD ~ 5) shall be performed on each inspection 
lot lollowing these operations. lithe sample,lails, 100% rescreening shall be required. 

Note 10: The radiographic sCreen may be performed In any sequence alter stap 9. 

Note 11: Samples shall be selected lor tes~ng In accordance with the'specific deViCe class and lot requirements 01 Method 5~05. 
Note 12: Cxtema/ Visual shall be perlJrmed on the lot any time alter step 19' and prior to shipment. 

Note 13: Read and record is required at steps 10 and 12 only lor those perameters lor which post·bum·ln delta measurements are speclfied. All parameters shall 
be read and recorded at step 14. 

Note 14: The PDA shell apply to all subgroup 1 parameters at25"C and all delta parameters. 

Note 15: Only one view is required lor Ilat packages and leadless chip carriers wHh leads on all lour sides. 

Note 16: May be performed at any time prior to step 10. 

. . 
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Military Analog Products Available from National Semiconductor 'a 

'a 
(1) 

Package Process ::J 
SMD/JAN a. 

Device Styles Description Flows 
(Note 3) >C' 

(Note 1) (Note 2) C 

HIGH PERFORMANCE AMPLIFIERS AND BUFFERS I 
LF147 D,J Wide BW Quad JFET Op Amp SMD/JAN 111906 i! 

;:::;: 
LF155A H JFET Input Op Amp 883 - III ... 
LF156 H JFET Input Op Amp 883 - '< 

l:o 
LF156A H JFET Input Op Amp 883 - (1) 

LF157 H JFET Input Op Amp 883 
..,. 

- 0 
LF157A H JFET Input Op Amp 883 

til - 'a 
LF411M H Low Offset, Low Drift JFET Input 883/JAN 111904 III 

n 
LF412M H,J Low Offset, Low Drift JFET Input-Dual 883/JAN 111905 (1) 

LF441M H Low Power JFET Input 883 "tJ - ..,. 
LF44~M H LOw Power JFET Input-Dual 883 

0 - ca 
LF444M D Low Power JFET Input-Quad 883 

..,. 
- III 

LHOO02 H Buffer Amp II-MIL" - 3 
til 

LH0021 K 1.0 Amp Power Op Amp "·MIL" - -..,. LH0024 H High Slew Rate Op Amp "-MIL" - 0 

LH0032 G Ultra Fast FET-Input Op Amp "-MIL" - 3 
LH0041 G 0.2 Amp Power Op Amp "-MIL" Z - III 
LH0101 K PowerOpAmp "-MIL" -- 0' 
LM10 H Super-Block™ Micropower Op Amp/Ref 883/SMD 5962-87604 ::J 

!!. 
LM101A J,H,W General Purpose Op Amp 883/JAN 110103 en 
LM108A J,H,W Precision Op Amp 883/JAN 110104 (1) 

LM118 J,H FastOpAmp 883/JAN 110107 3 
n' LM124 J,E,W Low Power Quad Op Amp 883/JAN 111005 0 

LM124A J,E,W Low Power Quad 883/JAN /11006 ::J a. 
LM146 J Quad Programmable Op Amp 883 - c 

n 
LM148 J,E Quad 741 Opamp 883/JAN /11001 -0 
LM158A J,H Low Power Dual Op Amp 883/SMD 5962-8771002 

..,. 
LM158 J,H Low Power Dual Op Amp 883/SMD 5962-8771001 
LM611AM J Super-Block Op Amp/Reference 883/SMD -
LM613AM J,E Super-Block Dual Op Amp/Dual Comp/Ref 883/SMD -
~tM61-.tAM---;1---- -Super-Block euad0p-Amp/Ret--- --- -883/SMB 

LM709A H,J,W General Purpose Op Amp 883/SMD 7800701 
LM741 J,H,W General Purpose Op Amp 883/JAN /10101 
LM747 J,H General Purpose Dual Op Amp 883/JAN /10102 

LM6118 J,E VIP Dual Op Amp 883/SMD 5962-91565 
LM6121 H,J VIP Buffer 883/SMD 5962-90812 
LM6125 H VIP Buffer with Error Flag 883/SMD 5962-90815 
LM6161 J,E,W VIP Op Amp (Unity Gain) 883/SMD 5962-89621 
LM6162 J,E,W VIP Op Amp (Av > 2, - 1) 883/SMD 5962-92165 

LM6164 J,E,W VIP Op Amp (Av > 5) 883/SMD 5962-89624 
LM6165 J,E,W VIP Op Amp (Av > 25) 883/SMD 5962-89625 
LM6181AM J VIP Current Feedback Op Amp 883/SMD 5962-9081802 
LM6182AM J VIP Current Feedback Dual Op Amp 883/SMD 5962-9460301 

LMC660AM J Low Power CMOS Quad Op Amp 883/SMD 5962-9209301 
LMC662AM J Low Power CMOS Dual Op Amp 883/SMD 5962-9209401 
LPC660AM J Micropower CMOS Quad Op Amp 883/SMD 5962-9209302 
LPC662AM J Micropower CMOS Dual Op Amp 883/SMD 5962-9209402 
LMC6482AM J Rail to Rail CMOS Dual Op Amp 883/SMD 5962-9453401 
LMC6484AM J Rail to Rail CMOS Quad Op Amp 663/SMD 5962-9453402 

OP07 H Precision Op Amp 883 -

II 
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Military Analog Products Available from National Semiconductor (Continued) 

Package Process 
SMD/JAN 

Device Styles Description Flows (Note 3) 
(Note 1) (Note 2) 

COMPARATORS 

LF111 H Voltage Comparator "-MIL" -
LH2111 J,W Dual Voltage Comparator 883/JAN /10305 
LM106 H,W Voltage Comparator 883/SMD 8003701 
LM111 J,H,E,W Voltage Comparator 883/JAN /10304 
LM119 J,H,E,W High Speed Dual Comparator 883/JAN /10306 
LM139 J,E,W Quad Comparator 883/JAN /11201 
LM139A J,E,W Precision Quad Comparator 883/SMD 5962-87739 
LM160 J,H High Speed Differential Comparator 883/SMD 8767401 
LM161 J,H,W High Speed Differential Comparator 883/SMD 5962-87572 
LM193 J, H Dual Comparator 883 -
LM193A J,H Dual Comparator 883/JAN /11202 
LM612AM J Dual-Channel Comparator/Reference 883/SMD 5962-93002 
LM613AM J, E Super-Block Dual Comparator/ 883/SMD 5962-93003 

Dual Op Amp/ Adj Reference 
LM615AM J Quad Comparator/Adjustable Reference 883 -
LM710A* J,H,W Voltage Comparator 883/JAN /10301 
LM711A* J,H,W Dual LM710 883/JAN /10302 
LM760 J, H High Speed Differential Comparator 883/SMD 5962-87545 

"Formerly manufactured by Fairchild Semiconductor as part numbers I'A71 0 and I'A711. 

LINEAR REGULATORS 

Positive Voltage Regulators 

LM105 H Adjustable Voltage Regulator 883/SMD 5962-89588 
LM109 H 5V Regulator, 10 = 20 mA 883/JAN /10701BXA 
LM109 K 5V Regulator, 10 = 1A 883/JAN /1 0701 BYA 
LM117 H,E,K Adjustable Regulator 883/JAN /11703,/11704 
LM117HV H Adjustable Regulator, 10 = 0.5A 883/SMD 7703402XA 
LM117HV K Adjustable Regulator, 10 = 1.5A 883/SMD 7703402YA 
LM123 K 3A Voltage Regulator 883 -
LM138 K 5A Adjustable Regulator "-MIL" -
LM140-5.0 H 0.5A Fixed 5V Regulator 883/JAN /10702 
LM140-6.0 H 0.5A Fixed 6V Regulator 883 -
LM140-8.0 H 0.5A Fixed 8V Regulator 883 -
LM140-12 H 0.5A Fixed 12V Regulator 883/JAN /10703 
LM140-15 H 0.5A Fixed 15V Regulator 883/JAN /10704 
LM140-24 H 0.5A Fixed 24V Regulator 883 -
LM140A-5.0 K 1.0A Fixed 5V Regulator 883 -
LM140A-12 K 1.0A Fixed 12V Regulator 883 -
LM140A-15 K 1.0A Fixed 15V Regulator 883 -
LM140K-5.0 K 1.0A Fixed 5V Regulator 883/JAN /10706 
LM140K-12 K 1.0A Fixed 12V Regulator 883/JAN /10707 
LM140K-15 K 1.0A Fixed 15V Regulator 883/JAN /10708 
LM140LAH-5.0 H 100 mA Fixed 5V Regulator 883 -
LM140LAH-12 H 100 mA Fixed 12V Regulator 883 -
LM140LAH-15 H 100 mA Fixed 15V Regulator 883 -
LM150 K 3A Adjustable Power Regulator 883 -
LM2940-5.0 K 5V Low Dropout Regulator 883/SMD 5962-89587 
LM2940-8.0 K 8V Low Dropout Regulator 883/SMD 5962-90883 
LM2940-12 K 12V Low Dropout Regulator 883/SMD 5962-90884 
LM2940-15 K 15V Low Dropout Regulator 883/SMD 5962-90885. 
LM2941 K Adjustable Low Dropout Regulator 883/SMD TBD 
LM431 H,K Adjustable Shunt Regulator 883 -
LM723 H,J, E Precision Adjustable Regulator 883/JAN /10201 
LP2951 H,E,J Adjustable Micropower LDO 883/SMD 5962-38705 
LP2953AM J 250 mA Adj. Micropower LDO 883/SMD 5962-9233601 . 
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Military Analog Products Available from National Semiconductor (Continued) "t::J 

"t::J 
CD 

Package Process ::l 
SMD/JAN a. 

Device Styles Description Flows 
(Note 3) 

)C' 
(Note 1) (Note 2) C 

LINEAR REGULATORS (Continued) I 
Negative Voltage Regulators 

~ 
;::;: 

LM120-5.0 H Fixed 0.5A Regulator, VOUT = -5V 883/JAN /11501 
II) .... 
'< 

LM120-8.0 H Fixed 0.5A Regulator, VOUT = - 8V 883 - » 
LM120-12 H Fixed 0.5A Regulator, VOUT = -12V 883/JAN /11502 CD .... 
LM120-15 H Fixed 0.5A Regulator, VOUT = -15V 883/JAN /11503 0 

0 
LM120-5.0 K Fixed 1.0A Regulator, VOUT = -5V 883/JAN /11505 "C 

II) 

LM120-12 K Fixed 1.0A Regulator, VOUT = -12V 883/JAN /11506 n 
CD 

LM120-15 K Fixed 1.0A Regulator, VOUT = -15V 883/JAN /11507 '1J 
LM137A H Precision Adjustable Regulator 883/SMD 7703406XA .... 

0 
LM137A K Precision Adjustable Regulator 883/SMD 7703406YA CQ .... 
LM137 H,K Adjustable Regulator 883/JAN /11803,/11804 

II) 

3 
LM137HV H Adjustable (High Voltage) Regulator 883/SMD 7703404XA 0 

LM137HV K Adjustable (High Voltage) Regulator 883/SMD 7703404YA -.... 0 
LM145-5.0 K Negative 3 Amp Regulator 883/SMD 5962-90645 3 
LM145-5.2 K Negative 3 Amp Regulator 883 - Z 

II) 

SWITCHING REGULATORS -0' 
LM1575-5 J, K Simple Switcher™ Step·Down, VOUT = 5V 883/SMD 5962-9167201 ::l 

!!!. 
LM1575-12 J, K Simple Switcher Step·Down, VOUT = 12V 883/SMD 5962-9167301 en 
LM1575-15 J, K Simple Switcher Step·Down, VOUT = 15V 883/SMD 5962-9167401 CD 

LM1575-ADJ J, K Simple Switcher Step·Down, Adj VOUT 883/SMD 5962-9167101 3 
(i' 

LM1575HV-5 K Simple Switcher Step·Down, VOUT = 5V 883 - 0 
LM1575HV-12 K Simple Switcher Step· Down, VOul' = 12V 883 - ::l 

a. 
LM1575HV-15 K Simple Switcher Step·Down, VOUT = 15V 883 - c 

n 
LM1575HV·ADJ K Simple Switcher Step-Down, Adj VOUT 883 - -0 
LM1577-12 K SimpleSwitcherStep·Up, VOUT = 12V 883/SMD 5962-9216701 .... 
LM1577-15 ·K Simple Switcher Step·Up, VOUT = 15V 883/SMD 5962-9216801 
LM1577-ADJ K Simple Switcher Step·Up, Adj VOUT 883/SMD 5962-9216601 

LM1578 H 750 rnA S'liitching Regulator 883/SMD 5962-89586 
._--

LM78S40' J Universal Switching Regulator Subsystem 883/SMD 5962-88761 

'Formerly manufactured by Fairchild Semiconductor as the ,..A78S40DMQB. 

VOLTAGE REFERENCES 

LM103-3.0 H Reference Diode, BV = 3.0V 883/SMD 7702806 
LM103-3.3 H Reference Diode, BV = 3.3V 883/SMD 7702807 
LM103-3.6 H Reference Diode, BV = 3.6V . 883/SMD 7702808 
LM103-3.9 H Reference Diode, BV = 3.9V 883/SMD 7702809 

LM113 H Reference Diode with 5% Tolerance 883/SMD 5962-8671101 
LM113-1 H Reference Diode with 1 % Tolerance 883/SMD 5962-8671102 
LM113-2 H Reference Diode with 2% Tolerance 883/SMD 5962-8671103 

LM129A H Precision Reference, 10 ppm/'C Drift 883/SMD 5962-8992101XA 
LM129B H Precision Reference, 20 ppm/'C Drift 883/SMD 5962-8992102XA 
LM136A-2;5 H 2.5V Reference Diode, 1 % VOUT Tolerance 883 -
LM136A-5.0 H 5V Reference Diode, 1 % VOUT Tolerance 883/SMD 8418001 
LM136-2.5 H 2.5V Reference Diode, 2% VOUT Tolerance 883 -
LM136-5.0 H 5V Reference Diode, 2% VOUT Tolerance 883 -

III 
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Military Analog Products Available from National Semiconductor (Continued) 

Package Process 
SMD/JAN 

Device Styles Description Flows 
(Note 3) 

(Note 1) (Note 2) 

VOLTAGE REFERENCES (Continued) 

LM169 H 10V Precision Reference, Low Tempco 0.05% Tolerance 883 -. ' ;, 

LM185B H,E Adjustable Micropower Voltage Reference 883/SMD 5962-9041401 
LM185BX2.5 H 2.5V Micropower Reference Diode, Ultralow Drift 883/SMD 5962-8759404 
LM185BY H Adjustable Micropower Voltage Reference 883 -
LM185BY1.2 H 1.2V Micropower Reference Diode, Low Drift 883/SMD 5962-8759405 
LM185BY2.5 H 2.5V Micropower Reference Diode, Low Drift 883/SMD 5962-8759406 
LM185-1.2 H,E 1.2V Micropower Reference Diode, Low Drift 883/SMD 5962-8759401 
LM185-2.5 H,E 2.5V Micropower Reference Diode, Low Drift 883/SMD 5962-8759402 
LM199 H Precision Reference, Low Tempco 883/SMD 5962-8856102 
LM199A H Precision Reference, UltralowTempco 883/SMD 5962-8856101 
LM199A-20 H Precision Reference, Ultralow Tempco 883 -
LM611AM J Super-Block Op Amp/Reference 883 - , 
LM612AM J Super-Block Dual-Channel Comparator/Reference 883/SMD 5962-9300201 
LM613AM J, E Super-Block Dual Op Amp/DuaIComp/Dual Ref 883/SMD 5962-9300301 
LM614AM J Super-Block Quad Op Amp/Reference 883/SMD 5962-9300401 
LM615AM J Super-Block Quad Comparator/Reference 883/SMD TBD 
LH0070-0 H Precision BCD Buffered Reference "-MIL" -
LH0070-1 H Precision BCD Buffered Reference "-MIL" -
LH0070-2 H Precision BCD Buffered Reference "-MIL" -

DATA ACQUISITION 

ADC08020L J 8-Bit p'p-Compatible 883/SMD 5962-90966 
ADC0851 J 8-Bit Analog Data Acquisition 883/SMD TBD 

& Monitoring System 
ADC0858 J 8-Bit Analog Data Acquisition 883/SMD TBD 

& Monitoring System 
ADC08061CM J 8-Bit Multistep ADC 883/SMD TBD 
ADC10061CM J 1 O-Bit Multistep ADC 883/SMD TBD 
ADC10062CM J 10-Bit Multistep ADC w/Dual 883/SMD TBD 

Input Mutiplexer 
ADC10064CM J 10-Bit Multistep ADC w/Quad 883/SMD TBD 

Input Multiplexer 
ADC1241CM J 12-Bit Plus Sign Self-Calibrating 883/SMD 5962-9157801 

with Sample/Hold Function 
ADC12441CM J Dynamically-Tested ADC1241 883/SMD 5962-9157802 
ADC1251CM J 12-Bit Plus Sign Self-Calibrating 883/SMD 5962-9157801 

with Sample/Hold Function 
ADC12451CM J Dynamically-Tested ADC1251 883/SMD TBD 
DAC0854CM J Quad 8-Bit D/ A Converter 883/SMD TBD 

with Read Back 
DAC1054CM J Quad 10-Bit D/ A Converter 883/SMD TBD 

with Read Back 
LM12458M EL,W 12-Bit Data Acquisition System 883/SMD 5962-9319501 
LM12H458M EL,W 12-Bit Data Acquisition System 883/SMD 5962-9319502 

10-18 



Military Analog Products Available from National Semiconductor (Continued) 

Package 
Device Styles 

(Note 1) 

DATA ACQUISITION SUPPORT 

Switched Capacitor Flit rs 
LMF60CMJ50 J 
LMF60CMJ100 J 

LMF90CM J 
LMF100A J,E 

Sample and Hold 

I 
LF19B H 

Motion Control 

I LMD1B200-2 0 

Nole 1: D: Side·Brazed DIP 
E: Leadless Ceramic Chip Carrier 
G: Metal Can (TO-B) 
H: Metal Can (TO·39, TO·5, TO·99, TO·t 00) 
J: Ceramic DIP 
K: Metal Can (T0-3) 
W: Flatpak 

I 
I 

Description 

6th Order Butterworth Lowpass 
6th Order Butterworth Lowpass 

4th Order Elliptic Notch 
Dual 2nd Order General Purpose 

Monolithic Sample and Hold 

I 
Dua13A, 55V H-Bridge I 

Nole 2: Process Flows 
JAN - JM3B5tO, Level B 
SMD = Standard Milnary Drawing 
BB3 = MIL·STD-8B3 Rev C 

Process 
Flows 

(Note 2) 

BB3/SMD 
BB3/SMD 

BB3/SMD 
BB3/SMD 

SMD/JA 

BB3/JAN 

·MI L = Exceptions to BB3C noted on 
Carlifieate of Conformance 

SMD/JAN 
(Note 3) 

5962-90967 
5962-90967 

5962-9096B 
5962-9153301 

I 
5962-B760B 
/12501 

I 5962-9232501 

Note 3: Please call your local sales ollice to determine price and availability of space·level products. All "LM" prefix products in this guide are availble with space· 
level processing. 
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Appendix E 
Understanding Integrated Circuit 

Package Power Capabilities 

INTRODUCTION 

The short and long term reliability of National Semiconduc­
tor's interface circuits, like any integrated circuit, is very de­
pendent on its environmental condition. Beyond the me-· 
chanical/ environmental factors, nothing has a greater influ­
ence on this reliability than the electrical and thermal stress 
seen by the integrated circuit. Both of these stress issues 
are specifically addressed on every interface circuit data 
sheet, under the headings of Absolute Maximum Ratings 
and Recommended Operating Conditions. 

However, through application calls, it has become clear that 
electrical stress conditions are generally more understood 
than the thermal stress conditions. Understanding the im­
portance of electrical stress should never be reduced, but 
clearly, a higher focus and understanding must be placed on 
thermal stress. Thermal stress and its application to inter­
face circuits from National Semiconductor is the subject of 
this application note. 

FACTORS AFFECTING DEVICE RELIABILITY 

Figure 1 shows the well known "bathtub" curve plotting fail­
ure rate versus time. Similar to all system hardware (me­
chanical or electrical) the reliability of interface integrated 
circuits conform to this curve. The key issues associated 
with this curve are infant mortality, failure rate, and useful 
life. 

ID 
EARLY LIFE 

INFANT 
MORTALITY 
(SHADED AREAl 

~/ 
11 

USEFUL LIFE 
12 

WEAROUTTIME 

TLlH/9312-1 

FIGURE 1. Failure Rate vs Time 

Infant mortality, the high failure rate from time to to t1 (early 
life), is greatly influenced by system stress conditions other 
than temperature, and can vary widely from one application 
to another. The main stress factors that contribute to infant 
mortality are electrical transients and noise, mechanical 
maltreatment and excessive temperatures. Most of these 
failures are discovered in device test, burn-in, card assem­
bly and handling, and initial system test and operation. Al­
though important, much literature is available on the subject 
of infant mortality in integrated circuits and is beyond the 
scope of this application note. 
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Failure rate is the number of devices that will be expected to 
fail in a given period of time (such as, per million hours}. The 
mean time between failure (MTBF) is the average time (in 
hours) that will be expected to elapse after a unit has failed 
before the next unit failure will occur. These two primary 
"units of measure" for device reliability are inversely relat­
ed: 

MTBF = . 1 
Failure Rate 

Although the "bathtub" curve plots the overall failure rate 
versus time, the useful failure rate can be defined as the 
percentage of devices that fail per-unit-time during the flat 
portion of the curve. This area, called the useful life, extends 
between t1 and 12 or from the end of infant mortality to the 
onset of wearout. The useful life may be as short as several 
years but usually extends for decades if adequate design 
margins are used in the development of a system. 

Many factors influence useful life including: pressure, me­
chanical stress, thermal cycling, and electrical stress. How­
ever, die temperature during the device's useful life plays an 
equally important role in triggering the onset of wearout. 

FAILURE RATES vs TIME AND TEMPERATURE 

The relationship between integrated circuit failure rates and 
time and temperature is a well established fact. The occur­
rence of these failures is a function which can be represent­
ed by the Arrhenius Model. Well validated and predominant­
ly used for accelerated life testing of integrated circuits, the 
Arrhenius Model assumes the degradation of a performance 
parameter is linear with time and that MTBF is a function of 
temperature stress. The temperature dependence is an ex­
ponential function that defines the probability of occurrence. 
This results in a formula for expressing the lifetime or MTBF 
at a given temperature stress in relation to another MTBF at 
a different temperature. The ratio of these two MTBFs is 
called the acceleration factor F and is defined by the follow­
ing equation: 

F = X1 = exp [~ (..!. _ ..!.) ] 
X2 K T2 T1 

Where: X1 = Failure rate at junction temperature T1 

X2 = Failure rate at junction temperature T2 

T = Junction temperature in degrees Kelvin 

E = Thermal activation energy in electron volts 
(ev) 

K = Boltzman's constant 



However, the dramatic acceleration effect of junction tem­
perature (chip temperature) on failure rate is illustrated in a 
plot of the above equation for three different activation en­
ergies in Figure 2. This graph clearly demonstrates the im­
portance of the relationship of junction temperature to de­
vice failure rate. For example, using the 0.99 ev line, a 30' 
rise in junction temperature, say from 130'C tei 160'C, re­
sults in a 10 to 1 increase in failure rate. 

~1000k 

~ lOOk 1--+-+--II-+---..fF--I 

i 10k 

l§ lk I--t--+---..II~~~+--I 
~ 
!i1 100 1--+--,.fL.o"IFi--HI-.J--l 
'" 
::l 10 1-~rF-+--Il:booMF''I--I 
3 
if 

60 90 120 150 lao 210 
JUNCTION TEMPERATURE ('C) 

TUH19312-2 

FIGURE 2. Failure Rate as a Function 
of Junction Temperature 

DEVICE THERMAL CAPABILITIES 

There are many factors which affect the thermal capability 
of an integrated circuit. To understand these we need to 
understand the predominant paths for heat to transfer out of 
the integrated circuit package. This is illustrated by Figures 
3 and 4. 

Figure 3 shows a cross-sectional view of an assembled inte­
grated circuit mounted into a printed circuit board. 

Figure 4 is a flow chart showing how the heat generated at 
the power source, the junctions of the integrated circuit 

flows from the chip to the ultimate heat sink, the ambient 
environment. There are two predominant paths. The first is 
from the die to the die attach pad to the surrounding pack­
age material to the package lead frame to the printed circuit 
board and then to the ambient. The second path is from the 
package directly to the ambient air. 

Improving the thermal characteristics of any stage in the 
flow chart of Figure 4 will result in an improvement in device 
thermal characteristics. However, grouping all these charac­
teristics into one equation determining the overall thermal 
capability of an integrated circuit/package/environmental 
condition is possible. The equation that expresses this rela­
tionship is: 

TJ = TA + PD(8JN 
Where: T J = Die junction temperature 

T A = Ambient temperature in the vicinity device 

PD = Total power dissipation (in watts) 

8JA = Thermal resistance junction-to-ambient 

8JA, the thermal resistance from device junction-to-ambient 
temperature, is measured and specified by the manufactur­
ers of integrated circuits. National Semiconductor utilizes 
special vehicles and methods to measure and monitor this 
parameter. All circuit data sheets specify the thermal char­
acteristics and capabilities of the packages available for a 
given device under specific conditions-these package 
power ratings directly relate to thermal resistance junction­
to-ambient or 8JA. 

Although National provides these thermal ratings, it is crit­
ical that the end user understand how to use these numbers 
to improve thermal characteristics in the development of his 
system using IC components. 

TLlH19312-3 

FIGURE 3. Integrated Circuit Soldered into a Printed Circuit Board (Cross-Sectional View) 

DIE 
DIE PRINTED JUNCTION r--+ DIE --+ ATIACH r--+ PACKAGE --+ LEAD ---+ CIRCUIT r--+ AMBIENT (ENERGY 
PAD MATERIAL FRAME BOARD SOURCE) 

AIRFILM 
AROUND '-+ AMBIENT 
PACKAGE 

TL1H19312-4 

FIGURE 4. Thermal Flow (Predominant Paths) 
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DETERMINING DEVICE OPERATING 
JUNCTION TEMPERATURE 

From the above equation the method of determining actual 
worst-case device operating junction temperature becomes 
straightforward. Given a package thermal characteristic, 
liJA, worst-case ambient operating temperature, T A(max), 
the only unknown parameter is device power dissipation, 
PD. In calculating this parameter, the dissipation of the inte­
grated circuit due -to _ its own supply has to be considered, 
the dissipation within the package due to the external load 
must also be added. The power associated with the load in 
a dynamic (switching) situation must also be considered. 
For example, the power associated with an inductor or a 
capacitor in a static versus dynamic (say, 1 MHz) condition 
is significantly different. 

The junction temperature of a device with a total package 
power of 600 mW at 70'C in a package with a thermal re­
sistance of 63'C/W is 10S'C. 

TJ = 70'C + (63'C/W) x (0.6W) = 10S'C 

The next obvious question is, "how safe is 10S'C?" 

MAl(IMUM AL,LOWABLE JUNCTION TEMPERATURES 

What is an acceptable maximum operating junction temper­
ature is in itself somewhat of a difficult question to answer. 
Many companies have established their own standards 
based on corporate policy. However, the semiconductor in­
dustry has developed some defacto standards based on the 
device package type. These have been well accepted as 
numbers that relate to reasonable (acceptable) device life­
times, thus failure rates. 

National Semiconductor has adopted these industry-wide 
standards. For devices fabricated in a molded package, the 
maximum allowable junction temperature is 150'C. For 
these devices assembled in ceramic or cavity DIP pack­
ages, the maximum allowable junction temperature is 
175'C. The numbers are different because of the differenc­
es in package types. The thermal strain associated with the 
die package interface in a cavity package is much less than 
that exhibited in a molded package where the integrated 
circuit chip is in direct contact with the package material. 

Let us use this new information and our thermal equation to 
construct a graph which displays the safe thermal (power) 
operating area for a given package type. Figure 5 is an ex­
ample of such a graph. The end points of this graph are 
easily determined. For a: 16-pin-molded package, the maxi­
mum allowable temperature is 150'C; at this point no power 
dissipation is allowable. The power capability at 25'C is 
1.9SW as given by the following calculation: 

, - TJ(max)-TA _ 150'C-25'C _ 19 W 
PD @ 25 C - liJA - 63'C/W - . S 
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The slope of the straight line between these two points is 
minus the inversion of the thermal resistance. This is re­
ferred to as the derating factor. 

, 1 
Derating Factor = - a--

"JA 
As mentioned, Figure 5 is a plot of the safe thermal operat­
ing area for a device in a 16-pin molded'DIP. As long as the 
intersection of a vertical line defining the maximum ambient 
temperature (70'C in our previous example) and maximum 
device package power (600 mW) remains below the maxi­
mum package thermal capability line the junction tempera­
ture will remain below 150'C-the limit for a molded pack­
age. If the intersection of ambient temperature and package 
power fails on this line, the maximum junction temperature 
will be 150'C. Any intersection that occurs above this line 
will result in a junction temperature in excess of 150'C and 
is not an appropriate operating condition. 

2.4 I 16.~'N 
I--t-+-~I-MOLfED PACKAGE 

~ 2.0 1iL-;---t---t-'--t----1!---t 
z I' MAXIMUM PACiwE I--
~ 1.6 ~ THERMAL CAPABILITY t---'-
a; ,=:=:!:Y-=--~;LlNE I--

I 1.2 O~~~NG~~ SLO~=--L 
a:: I " 8JA-I 0.8 1'D=600nM I' 

0.4 OPERATlNG_"fI-_-t:-_~~~+-i 
POINT TA=70'C,_+I'~~_-I 

O~~I~~_~I~_~~~ 
25 50 75 100 125 150 

TEMPERATURE I'C) 
175 

TUH/9312-5 

FIGURE 5. Package Power Capability 
vs Temperature 

The thermal capabilities of all integrated circuits are ex­
pressed as a power capability at 25'C still air environment 
with a given derating factor. This simply states, for every 
degree of ambient temperature rise above 25'C, reduce the 
package power capability stated by the derating factor 
which is expressed in mW/'C. For our example-a liJA of 
63'C/W relates to a derating factor of 15.9 mW/'C. 

FACTORS INFLUENCING PACKAGE 
THERMAL RESISTANCE 

As discussed earlier, improving any portion of the two pri­
mary thermal flow paths will result in an improvement in 
overall thermal resistance junction· to-ambient. This section 
discusses those components of thermal resistance that can 
be influenced by the manufacturer of the integrated circuit. It 
also discusses those factors in the overall thermal resist­
ance that can be impacted by the end user of the integrated 
circuit. Understanding these issues will go a long way in 
understanding chip power capabilities and what can be 
done to insure the best possible operating conditions and, 
thus, best overall reliability. 



Die Size 

Figure 6 shows a graph of our 16-pin DIP thermal resistance 
as a function of integrated circuit die size. Clearly, as the 
chip size increases the thermal resistance decreases-this 
relates directly to having a larger area with which to dissi­
pate a given power. 
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FIGURE 6. Thermal Resistance vs Die Size 

Lead Frame Material 

Figure 7 shows the influence of lead frame material (both 
die attach and device pins) on thermal resistance. This 
graph compares our same 16-pin DIP with a copper lead 
frame, a Kovar lead frame, and finally an Alloy 42 type lead 
frame-these are lead frame materials commonly used in 
the industry. Obviously the thermal conductivity of the lead 
frame material has a significant impact in' package power 
capability. Molded interface circuits from National Semicon­
ductor use the copper lead frame exclusively. 
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FIGURE 7. Thermal Resistance vs 
Lead Frame Material 

Board vs Socket Mount 

One of the major paths of dissipating energy generated by 
the integrated circuit is through the device leads. As a result 
of this, the graph of Figure 8 comes as no surprise. This 
compares the thermal resistance of our 16-pin package sol­
dered into a printed circuit board (board mount) compared 
to the same package placed in a socket (socket mount). 
Adding a socket in the path between the PC board and the 
device adds another stage in the thermal flow path, thus 
increasing the overall thermal resistance. The thermal capa­
bilities of National Semiconductor's interface circuits are 
specified assuming board mount conditions. If the devices 
are placed in a socket the thermal capabilities should be 
reduced by approximately 5% to 10%. 

10-23 

110 

w 

~i 100 
!:!iii 
"'2 
~"li 90 
;;!~~ 
2Z .. 

80 ffi S! 0 

=1:; 
7~ 

70 .. ~ .;; 

~ 

~ t-.... .... 
r-... 

~OCKET 

i'~ 

60 
2 3 4 5 678910 

AirFlow 

DIE SIZE (kMIL2) 

FIGURE 8. Thermal Resistance vs 
Board or Socket Mount 

TL/H/9312-B 

When a high power situation exists and the ambient temper­
ature cannot be reduced, the next best thing is to provide air 
flow in the vicinity of the package. The graph of Figure 9 
illustrates the impact this has on thermal resistance. This 
graph plots the relative reduction in thermal resistance nor­
malized to the still air condition for our 16·pin molded DIP. 
The thermal ratings on National Semiconductor's interface 
circuits data sheets relate to the still air environment. 
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FIGURE 9. Thermal Resistance vs Air Flow 

Other Factors 

A number of other factors influence thermal resistance. The 
most important of these is using thermal epoxy in mounting 
ICs to the PC board and heat sinks. Generally these tech­
niques are required only in the very highest of power appli· 
cations. 

Some confusion exists between the difference in thermal 
resistance junction·to-ambient (IIJA) and thermal resistance 
junction-to-case (IIJcl. The best measure of actual junction 
temperature is the junction·to-ambient number since nearly 
all systems operate in an open air environment. The only 
Situation where thermal resistance junction-to-case is impor­
tant is when the entire system is immersed in a thermal bath 
and the environmental temperature is indeed the case tem­
perature. This is only used in extreme cases and is the ex­
ception to the rule and, for this reason, is not addressed in 
this application note. 

NATIONAL SEMICONDUCTOR 
PACKAGE CAPABILITIES 

Figures 10 and 11 show compOSite plots of the thermal 
characteristics of the most common package types in the 
National Semiconductor Linear Circuits product family. Fig­
ure 10 is a compOSite of the 'copper lead frame molded 



package. Figure 11 is a composite of the ceramic (cavity) 
DIP using poly die attach. These graphs represent board 
mount still air thermal capabilities. Another, and final, ther­
mal resistance trend will be noticed in these graphs. As the 
number of device pins increase in a DIP the thermal resist­
ance decreases. Referring back to the thermal flow chart, 
this trend should, by now, be obvious. 

RATINGS ON INTEGRATED CIRCUITS DATA SHEETS 

In conclusion, all National Semiconductor Linear Products 
define power dissipation (thermal) capability. This informa­
tion can be found in the Absolute Maximum Ratings section 
of the data sheet. The thermal information shown in this 
application note represents average data for characteriza­
tion of the indicated package. Actual thermal resistance can 
vary from ± 10% to ±15% due to fluctuations in assembly 
quality, die shape, die thickness, distribution of heat sources 
on the die, etc. The numbers quoted in the linear data 
sheets reflect a 15 % safety margin from the average num­
bers found in this application note. Insuring that total pack­
age power remains under a specified level will guarantee 
that the maximum junction temperature will not exceed the 
package maximum. 

Molded (N Package) DIp· 
Copper Leadframe-HTP 
Die Attach Board Mount­
Still Air 

30 f--"c...:=.-¥-... ·,~.-l!8-40-4iil+'H 
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1 3 4 5 6 7 8 910 

DIE SIZE (kMIL21 
'Packages from 8· to 20-pin 0.3 mil width TL/H/9312-10 

22·pin 0.4 mil width 

24- to 40·pin 0.6 mil width 

FIGURE 10. Thermal ResIstance vs Die SIze 
vs Package Type (Molded Package) 
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The package power ratings are specified as a maximum 
power at 25'C ambient with an associated derating factor 
for ambient temperatures above 25·C. It is easy to deter­
mine the power capability at an elevated temperature. The 
power specified at 25'C should be reduced by the derating 
factor for every degree of ambient temperature above 25'C. 
For example, in a given product data sheet the following will 
be found: 

Maximum Power Dissipation' at 25'C 
Cavity Package 1509 mW 
Molded Package 1476 mW 

• Derate cavity package at 10 mW/'C above 2S'C; derate molded package 
at 11.8 mW/'C above 2S'C. 

If the molded package is used at a maximum ambient tem­
perature of 70'C, the package power capability is 945 mW. 

PD@70'C=1476mW-(11.8mW/'C)X(70'C-25'C) 

= 945mW 

Cavity (J Package) DIP' 
Poly Die Attach Board 
Mount-Still Air 

140 ....----,r---r-"""T-T--r-r-r-n 

~ - 120 I-=~=+-t-++I+H 
!i 
!i ii 100 
~~5 
~~~ 80 

~ ~ , 60 I--+....,t.l+,,," 
7~ 
~':2. 40 1----j::...!:!.{ •• -~8-4IbI-I+H 

20 L-_ ....... _....L.......L.....L....l....L..Io..U 

3 4 5 6 78910 

DIE SIZE (kMIL 2) 

'Packages from 8- to 20-pin 0.3 mil width 

22-pin 0.4 mil width 

24- to 48-pin 0.6 mil width 

TUH/9312-11 

FIGURE 11. Thermal Resistance vs Die Size 
vs Package Type (Cavity Package) 
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COPPER FOIL AREA (SQ. IN.) 
TUH/9312-13 

'For products with high cumant ratings (>3A), thermal resistance may be 
lower. Consult product datasheet for more information. 

FIGURE 13. Thermal Resistance (typ. ') for 3-, 5-, 
and 7-L TO-263 packages mounted on 1 oz. 

(O.036mm) PC board foil 
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APPENDIX F 
How io Get the Right Information From a Data Sheet 

Not All Data Sheets Are Created Alike, and False Assumptions Could Cost an Engineer Time and Money 

By Robert A. Pease 

When a new product arrives in the marketplace, it hopefully 
will have a good, clear data sheet with it. 

The data sheet can show the prospective user how to apply 
the device, what performance specifications are guaranteed 
and various typical applications and characteristics. If the 
data-sheet writer has done a good job, the user can decide 
if the product will be valuable to him, exactly how well it will 
be of use to him and what precautions to take to avoid 
problems. 

SPECIFICATIONS 

The most important area of a data sheet specifies the char­
acteristics that are guaranteed-and the test conditions that 
apply when the tests are done. Ideally, all specifications that 
the users will need will be spelled out clearly. If the product 
is similar to existing products, one can expect the data 
sheet to have a format similar to other devices. 

But, if there are significant changes and improvements that 
nobody has seen before, then the writer must clarify what is 
meant by each specification: Definitions of new phrases or 
characteristics may even have to be added as an appendix. 

For example, when fast-settling operational amplifiers were 
first introduced, some manufacturers defined settling time 
as the time after slewing before the output finally enters and 
stays within the error-band; but other manufacturers includ-
edthe~slewing~time-in-their-definition. Because both groups ___ ~ 
made their definitions clear, the user was unlikely to be con-
fused or misled. 

However, the reader ought to be on the alert. In a few cas­
es, the data-sheet writer is playing a specsmanship game, 
and is trying to show an inferior (to some users) aspect of a 
product in a light that makes it lool~ superior (which it may 
be, to a couple of users). 

GUARANTEES 

When a data sheet- specifies a guaranteed minimum value, 
what does it mean? An assumption might be made that the 
manufacturer has actually tested that specification and has 
great confidence that no part could fail that test and still be 
shipped. Yet that is not always the case. 

For instance, in the early days of op amps (20 years ago), 
the differential-input impedance might have been guaran­
teed at 1 Mfi-but the manufacturer obviously did not mea­
sure the impedance. When a customer insisted, "I have to 
know how you measure this impedance," it had to be ex­
plained that the impedance was not measured, but that the 
base current was. The correlation between Ib and Zin per­
mitted the substitution of this simple dc test for a rather 
messy, noisy, hard-to-interpret test. 

Reprinted by permission from Electronic Engineering Times. 

Every year, for the last 20 years, manufacturers have been 
trying to explain, with varying success, why they do not mea­
sure the Zin per se, even though they do guarantee it. 

In other cases, the manufacturer may specify a test that can 
be made only on the die as it is probed on the wafer, but 
cannot be tested after the die is packaged because that 
Signal is not accessible any longer. To avoid frustrating and 
confusing the customer, some manufacturers are establish­
ing two classes of guaranteed specifications: 

o The tested limit represents a test that cannot be doubt­
ed, one that is actually performed directly on 100 percent 
of the devices, 100 percent of the time. 

o The design limit covers other tests that may be indirect, 
implicit or simply guaranteed by the inherent design of 
the device, and is unlikely to cause a failure rate (on that 
test), even as high as one part per thousand. 

Why was this distinction made? Not just because customers 
wanted to know which specifications were guaranteed by 
testing, but because the quality-assurance group insisted 
that it was essential to separate the tested guarantees from 
the design limits so that the AQL (assurance-quality level) 
could be improved from 0.1 percent to down below 
100 ppm. 

Some data sheets guarantee characteristics that are quite 
expensive and difficult to test (even harder than noise) such 
as long-term drift-(20 ppmor50 ppm over 1,000 hOllfSj'-. --~I------

The data sheet may not tell the reader if it is measured, 
tested or estimated. One manufacturer may perform a 100-
percent test, while another states, "Guaranteed by sample 
testing." This is not a very comforting assurance that a part 
is good, especially in a critical case where only a long-term 
test can prove if the device did meet the manufacturer's 
specification. If in doubt, question the manufacturer. 

TYPICALS 

Next to a guaranteed specification, there is likely to be an-
, other in a column labeled "typical". 

It might mean that the manufacturer once actually saw one 
part as good as that. It could indicate that half the parts are 
better than that specification, and half will be worse. But it is 
equally likely to mean that, five years ago, half the parts 
were better and half worse. It could easily signify that a few 
parts might be slightly better, and a few parts a lot worse; 
after all, if the noise of an amplifier is extremely close to the 
theoretical limit, one cannot expect to find any1hing much 
better than that, but there will always be a few noisy ones. 

If the specification of interest happens to be the bias current 
(lb) of an op amp, a user can expect broad variations. For 
example, if the specification is 200 'nA maximum, there 
might be many parts where Ib is 40 nA on one batch (where 
the beta is high), and a month later, many parts where the Ib 
is 140 nA when the beta is low. 
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Absolute Maximum Ratings (Note 11) 

* If Military/Aerospace specified devices are required, Lead Temp. (Soldering, 4 seconds) 
please contact the National Semiconductor Sales TO-46 Package +3'oO"C 
Office/Distributors for availability and specifications. TO-92 Package + 260'C 
Supply Voltage +35Vto -0.2V 

Specified Operating Temp. Range (Note 2) 
Output Voltage +6Vto -1.0V 

TMINtoTMAX 
Output Current 10mA LM34, LM34A -50'Fto +300"F 
Storage Temperature, LM34C, LM34CA -40'Fto+230'F 

T0-46 Package -76'Fto +356'F 
LM34D + 32'F to + 212'F 

TO-92 Package - 76'F to + 300'F 

DC Electrical Characteristics (Note 1, Note 6) 

LM34A LM34CA 

Parameter Conditions 
Tested Design Tested Design 

Units 
Typical Limit Limit Typical Limit Umlt 

(Max) 
(Note 4) (NoteS) (Note 4) (NoteS) 

Accuracy (Note 7) TA = +77'F ±0.4 ±1.0 ±0.4 ±1.0 of 
TA = O'F ±0.6 ±0.6 ±2.0 OF 

TA = TMAX ±0.8 ±2.0 ±0.8 ±2.0 'F 
TA = TMIN ±0.8 ±2.0 ±0.8 ±3.0 of 

Nonlinearity (Note 8) TMIN s: TA s: TMAX ±0.35 ±0.7 ±0.30 ±0.8 of· 

Sensor Gain TMIN s: TA s: JMAX +10.0 +9.9, +10.0 +9.9, my/OF, min 
(Average Slope) +10.1 +10.1 mV/'F,max 

Load Regulation TA = +77'F ±0.4 ±1.0 ±0.4 ±1.0 mV/mA 
(Note 3) TMIN s: TA s: TMAX ±O.& ±3.0 ±O.S ±3.0 mV/mA 

OS: IL s: 1 rnA 

Line Regulation (Note 3) TA = +77'F ±0.01 ±0.05 ±O.o1 ±0.05 mVIV 
5V s: Vs s: 30V ±0.02 ±O.1 ±0.02 ±O.1 mVIV 

Quiescent Current Vs = +5V, +77'F 75 90 75 90 p.A 
(Note 9) Vs = +5V 131 160 118 139 p.A 

Vs = +30V, +77'F 76 92 76 92 p.A 
Vs = +30V 132 163 117 '142 p.A 

Change of Quiescent 4V s: Vs s: 30V, + 77'F +0.5 2.0 0.5 2.0 p.A 
Current (Note 3) 5V s: Vs s: 30V +1.0 3.0 1.0 3;0 p.A 

Temperature Coefficient 
+0.30 +0.5 +0.30 +0.5 p.AloF 

of Quiescent Current 

Minimum Temperature In circuit of Figure 1, 
+3.0 +5.0 +3.0 +5.0 of 

for Rated Accuracy IL = 0 

Long-Term Stability Tj = T MAX for 1000 hours ±0.16 ±0.16 OF 

Note 1: Unless otherwise noted, these specHications apply: -SO'F " TI " + 300'F lor the LM34 and LM34A; -40'F " TI " +230'F lor the LM34C and 
LM34CA; and +32'F" TI " + 212'Florthe LM34D. Vs = +S Vdc and ILOAD = SO p.A in the circuital Figure2; +6 Vdc lor LM34 and LM34A lor 230'F " Ti " 
300'F. These specifications also apply Irom + S'F to T MAX in the circuH 01 Fl[Jure 1. 

Note 2: Thermal resistance 01 the T0-46 package is 292'FIW iunction to ambient and 43'F{W junction to case, Thermal resistance of the TO·92 package is 
324'F{W Junction fa ambient. 
Note 3: Regulation is measured at constant junction temperature using pulse testing with a low duty cycle. Changes in output due to heating effects can be 
computed by multiplying the internal disslpetlon by the thermal resistance. 
Note 4: Tested limits are guaranteed and 100% tested In production, 
Note 5: Design limits are guaranteed (but not 100% production tested) over the Indicated temperature and, supply voltage ranges. These limits are not used to 
calculate outgoing quality levels, 
Note 6: SpecHication In BOLDFACE TYPE apply over the full rated temperature range. 
Note 7: Accuracy Is defined as the error between the output voltage and 10 mV {'F times the device's <:&se temperature at sPecified conditions of voltage, current, 
and temperature (expressed In 'F). 

Note 8: Nonlinearity is defined as the deviation of the output·voltage·versus·temperature curve from the best·fit straight line over the device's rated temperature 
range. 

Note 9: Quiescent currenl Is defined In the circuit of Figure 1. 

Note 10: Contact factory i~r availability of LM34CAZ. 

* * Note 11: Absolute Maximum Ratings indicate limlta beyond which damage to the device may occur. DC and AC electrical specifications do not apply when 
operating the device beyond its rated operating conditions (see Note 1). 
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A POint-By-Point Look 
Let's look a little more closely at the data sheet of the Na­
tional Semiconductor LM34, which happens to be a temper­
ature sensor. 

Note 1 lists the nominal test conditions and test circuits in 
which all the characteristics are defined. Some additional 
test conditions are listed in the column "Conditions", but 
Note 1 helps minimize the clutter. 

Note 2 gives the thermal impedance, (which may also be 
shown in a chart or table). 

Note 3 warns that an output impedance test, if done with a 
long pulse, could cause significant self-heating and thus, 
error. 

Note 6 is intended to show which specs apply at all rated 
temperatures. 

Note 7 is the definition of the "Accuracy" spec, and Note B 
the definition for non-linearity. Note 9 states in what test 
circuit the quiescent current is defined. Note 10 indicates 
that one model of the family may not be available at the time 
of printing (but happens to be available now), and Note 11 is 
the definition of Absolute Max Ratings. 

• Note-the "4 seconds" soldering time is a new standard 
for plastic packages. 

•• Note-the wording of Note 11 has been revised-this is 
the best wording we can devise, and we will use it on all 
future datasheets. 

APPLICATIONS 
Another important part of the data sheet is the applications 
section. It indicates the novel and conventional ways to use 
a device. Sometimes these applications are just little ideas 
to tweak a reader's mind. After looking at a couple of appli­
cations, one can invent other ideas that are useful. Some 

Another example is the application hint for the LF156 family: 

"Exceeding the negative common-mode limit on either input 
will cause a reversal of the phase to output and force the 
amplifier output to the corresponding high or low state. Ex­
ceeding the negative common-mode limit on both inputs will 
force the amplifier output to a high state. In neither case 
does a latch occur, since raising the input back within the 
common-mode range again puts the input stage and, thus 
the amplifier, in a normal operating mode." 

That's the kind of information a manufacturer should really 
give to a data-sheet reader because no one could ever 
guess it. 

Sometimes, a writer slips a quirk into a characteristic curve, 
but it's wiser to draw attention to it with a line of text. This is 
because it's better to make the user sad before one gets 
started, rather than when one goes into production. Con­
versely, if a user is going to spend more than 10 minutes 
using a new product, one ought to spend a full five minutes 
reading the entire data sheet. 

FINE PRINT 
What other fine print can be found on a data sheet? Some­
times the front page may be marked "advance" or "prelimi­
nary." Then on the back page, the fine print may say some­
thing such as: 

"This data sheet contains preliminary limits and deSign 
specifications. Supplemental information will be published 
at a later date. The manufacturer reserves the right to make 
changes in the products contained in this document in order 
to improve design or performance and to supply the best 
possible products. We also assume no responsibility for the 
use of any circuits described herein, convey no license un­
der any patent or other right and make no representation 
that the circuits are free from patent infringement." 

applications may be of no real interest or use. In fact, after a device is released to the marketplace in a 
In other cases, an application circuit may be the complete preliminary status, the engineers love to make small im-
definition of the system's performance; it can be the test ~rovements and upgrades in spe~i!ica~ions and .cha~acteris-
circuit in which the specification limits are defined, tested t~cs, and hate to degra~e a speclfl~atlon from Its first pub-
andguaranteed~Butrin all other instances, the_performance ___ hshe_~value-but occasionally that IS nec_e_s--;sa_ry-,:-, ---cc----c-

of a typical application circuit is not guaranteed, it is only Another item in the fine print is the manufacturer's tele-
typical. In many circumstances, the performance may de- phone number. Usually it is best to refer questions to the 
pend on external components and their precision and local sales representative or field-applications engineer, be-
matching. Some manufacturers have added a phrase to cause they may know the answer or they may be best able 
their data sheets: to put a questioner in touch with the right person at the 

"Applications for any circuits contained in this document are 
for illustration purposes only and the manufacturer makes 
no representation or warranty that such applications will be 
suitable for the use indicated without further testing or modi­
fication." 

In the future, manufacturers may find it necessary to add 
disclaimers of this kind to avoid disappointing users with 
circuits that work well, much of the time, but cannot be easi­
ly guaranteed. 

The applications section is also a good place to look for 
advice on quirks-potential drawbacks or little details that 
may not be so little when a user wants to know if a device 
will actually deliver the expected performance. 

For example, if a buffer can drive heavy loads and can han­
dle fast signals cleanly (at no load), the maker isn't doing 
anybody any favors if there is no mention that the distortion 
goes sky-high if the rated load is applied. 
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factory. 
Occasionally, the factory's applications engineers have all 
the information. Other times, they have to bring in product 
engineers, test engineers or marketing people. And some­
times the answer can't be generated quickly-data have to 
be gathered, opinions solidified or pOlicies formulated be­
fore the manufacturer can answer the question. Still, the 
telephone number is the key to getting the factory to help. 

ORIGINS OF DATA SHEETS 
Of course, historically, most data sheets for a class of prod­
ucts have been closely modeled on the data sheet of the 
forerunner of that class. The first data sheet was copied to 
make new versions. 

That's the way it happened with the UA709 (the first mono­
lithic op amp) and all its copies, as well as many other simi­
lar families of circuits. 
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Even today, an attempt is made to build on the good things 
learned from the past and add a few improvements when 
necessary. But, it's important to have real improvements, 
not just change for the sake of change. 

So, while it's not easy to get the format and everything in it 
exactly right to please everybody, new data sheets are con­
tinually surfacing with new features, applications ideas, 
specifications and aids for the user. And, if the users com­
plain loudly enough about misleading or inadequate data 
sheets, they can help lead the way to change data sheets. 
That's how many of today's improvements came about­
through customer demand. 

Who writes data sheets? In some cases, a marketing per­
son does the actual writing and engineers do the checking. 
In other companies, the engineer writes, while marketing 
people and other engineers check., Sometimes, a commit­
tee seems to be dOing the writing. None of these ways.is 
necessarily wrong. 

For example, one approach might be: The original designer 
of the product writes the data sheet (inside his head) at the 
same time the product is designed. The concept here is, if 
one can't find the proper ingredients for a data sheet-good 
applications, convenient features for the user and nicely 
tested specifications as the part is being designed-then 
maybe it's not a very good product until all those ingredients 
are completed. Thus, the collection of raw materials for a 
good data sheet is an integral part of the design of a prod­
uct. The actual assembly of these materials is an art which 
can take place later. 
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WHEN TO WRITE DATA SHEETS 

A new product becomes available. The applications engi­
neers start evaluating their application circ,uits and the test 
engineers examine their production test equipment. 

But how can the users evaluate the new device? They have 
to have a data sheet-which is still in the process of being 
written. Every week, as the data sheet writer tries to polish 
and refine the incipient data sheet, other engineers are re­
porting, "These spec limits and conditions have to be re­
vised," and, "Those application circuits don't work like we 
thought they would; we'll have one running in a couple of 
days." The marketing people insist that the data sheet must 
be finalized and frozen right away so that they can start 
printing copies to go out with evaluation samples. 

These trying conditions may explain why data sheets always 
seem to have been thrown together under panic conditions 
and why they have so many rough spots. Users should be 
aware of the conflicting requirements: Getting a data sheet 
"as completely as possible" and "as accur,ately as possi­
ble" is compromised if one wants to get the data sheet "as 
quickly as possible." 

The reader should always question the manufacturer. What 
are the alternatives? By not asking the right question, a mis­
understanding could arise; getting angry with the manufac­
turer is not to anyone's advantage. 

Robert Pease has been staff scientist at National Semicon­
ductor Corp., Santa Clara, Calif., for eleven years. He has 
designed numerous op amps, data converters, voltage reg­
ulators and analog-circuit functions. 
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14 Lead Ceramic Sidebrazed Oual-in-Line Package 
NS Package Number 0140 

All dimensions are in inches (millimeters) 

0.180 
(4.572) 

MAX 

0.05D ± 0.005 
(1.270±0.127) 

0.150 
0.020-0.060 (3.810) 

=!=:r.;;;;;I:;;;;=:;:::;::;;F:;;;;;::;;;;;:L~ (0.508-1.524) MIN 

0.008-0.015 !GJ t * 
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(0.381-0.584) 

0.100 + 0.010 
(2.540 ± 0.254) 

TVP 014D (REV G) 

16 Lead Ceramic Sidebrazed Oual-in-Line Package 
NS-PacRage-Numb-er016C·~--·---- -----. -_.-

All dimensions are in inches (millimeters) 

PIN NO.1 
IDENT 

(6.858-7.747) 

&..r:"r.\-r;T'"I'":'T""I7T"'1r.r-+;~ ~ 

~ r 0.050 ±0.005 0 180 
0.005 r- 0.485111.270 !0.1271 TVP -'--

(0.1271 (12.319) (4.572) 0.020-0.060 
MIN 1 MAX MAX 

--'-- (0.508-1.524) 

R:::::::. ~~ ___ + ___ -+ 
1...1 0.080:J j L 0.015-0.023--'L-

0.290-0.320 (2.032) (0.381-0.584) 

(7.366-8.128) MAX TVP 0.100 to.010 

(2.540 ±0.254) 
(0.1001(2.540) 8se 
TVP REL TO LEADS 
I AND 16) 
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18 Lead Ceramic Sidebrazed Oual-in-Line Package 
NS Package Number 018A . 

I.~------- 0.910 MAX --------·~I 
18 17 16 15 14 13 12 11 10 

T 
0.298 MAX 

L~::r-Ic:r~:::r-c:::r~::r-c:::r-I 
2 5 

r- 0.485 MAX --j 

~ •.• "I ..... 
--I 0.300 MAX I-- . 

28 Lead Ceramic Sidebrazed Oual-in-Line Package 
NS Package Number 0280 

1-------------- U30 MAX --------1 
28 '5 

j 0.485 MAX ----------+------------I 0.805 MAX 

'----'i---------'----+dl 
PIN' 'DENTIFICATION 

I I 

0.'00'0.0'0 TYp-l I-

'4 

SEATING PLANE 

10·30 

All dimensions are in inches 

r 0.06010.020 

O'BA (REV E) 

All dimensions are in inches 

(0.800) 

0021D (llEYc) 



20 Lead Ceram" ~~;~;;~~:-;;-------- " 
NS Packa IC Leadless Ch" . . ge Number E20A Ip Carrier, Type C 

All dimensions .. " 

t 0.350±0.00B 
(B.B90±0.203) .... , 

o 
Top View 

_I 1- 0.063-0.075 J "D-'~' 
LOETAILA 

Side View 

0.003 (0.076) 0.015 
MIN Ty;1 ~(0.3Bl) 
0.022 ~ __ MAX TYP 

... , 1111' MAXTYP r ..!!:!!!!! (0.152) 
MIN TYP 

Detail A 

are In Inch 
0.200 ±0.005 es (millimeters) 

(5.0BO ±0.127) 

0.015 ~/ TYJP --

(0.3Bl)J 
MIN TYP • 

0.045-0.055 --' 

(1'14~Z~'397)j 
, . 0.067 -0.OB3 

. (1.702-2.10B) .... 1 
TYP 

45' x 0.040±0.010 
. (1.016±0.254) 

3 PLCS 

Botlom View 

t 0.045 -0.055 
(1.143-1.397) 

TYP 

E20AtREVOl 
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44 Lead Ceramic Quad J-Bend 
NS Package Number EL44A 

PIN No.1 
NOTCH OPTION 

0.680-0.700 
[17.27-17.78] 

I 
-E:::::3t-tt-----+ - ----.J.HfE3-

I 

(45 0 X 0.020 [0.51]) 
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All dimensions are in inches [millimeters) 

1-____ --1_0.101-0.140 TYP 
[2.57-3.56] 

(R rri~l6~ TYP) 

~~---.-; 

0.030 TYP 
[0.76] 

AT CONTACT POINT 

0.006-0.010 TYP 
[0.15-0.25] l ~~"';r-I----'-

0.054-0.07~J 
[1.37-1.98] 0.013-0.023 TYP 

[0.33-0.58] 

EU4A (REV. 0) 
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2 Lead (0.100" Diameter P.C.) TO-46 Metal Can Package 
NS Package Number H02A 

All dimensions are in inches (millimeters) 

t 0.178-0.195 .J 0.0ID-O.105 
(4.521-4.953) I (2.032-2.667) 

-.-+.r::r~t==f;: ~;:OLL~ 
lJUo.500 

~+~~('~i~D) 
(0.4G6-0.483) 

OIATYP 

H02AIREVC) 

3 Lead (0.200" Diameter P.C.) TO-39 Metal Can Package, High Profile 
NS Package Number H03B 

::r 
':i 
~ 
c 
3' 
CD 
:J 
til 
0' 
:J 
til 

-.---- -·--Alldimensions-are ininches-(millimeters)--I-----

~ 
0.350-0.370 

18.890-9.398) 
DIA 

0.240-0.260 I- 0.315-0.335 1 
(6.096-6.604) I (8,00'DI:·509) 

O'045Q (1.143) 

MAX SEATING L UPLANE 

0.500 - -- [0.025 MAX UNCONTROLlED T ~ ~ ~ (0.635) LEAD OIA 

.-11-.. 0.016-0.019 DIA TVP 
(0.406-0.483) 
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3 Lead (0.100" Diameter P.C.) TO-46 Metal Can Package 
NS Package Number H03H 

All dimensions are in inches (millimeters) 

8 0.209-0.219 DIA 
(5.308-5.563) 

lit 0.178-0.195 
7:"'::"::-:--:-= DIA 

SEATING I (4.521-4.953) . 

PLANElmfi 0.080-0.105 
0.025 MAX L (2.032 - 2.6671 

(0.635) :r- 0.500 
UNCONTROLLED . 0 0 0 (12 70) MIN 

LEAD DIA . 
0.016-0.019 --II-- 0.030 

(0.406-0.483) (0.762) 
DIATYP MAX 

0.100 
1----1-----(2.540) TYP 

H03H (REV C) 

4 Lead (0.100" Diameter P.C.) Shielded TO-46 Metal Can Package 
NS Package Number H04D 

All dimensions are in inches (millimeters) 

SEATING PLANE 

~0.400 __ -'~ ____ ~1 ~~~ 
(10.16) 

MIN 

THERMAL SHIELD 
(VALOX 420·94V·O) 

10-34 

0.207 -0.217 
(5.528 -5.512) 

HIMDjREVEI 



r-----------------------------------------------------------------------------, ~ 
8 Lead (0.200" Diameter P.C.) TO-5 Metal Can Package 
NS Package Number H08C 

All dimensions are in inches (millimeters) 

0.165-0.185 
(4.191-4.6991 

REFERENCE PLANE -i--.--

8 Lead Ceramic Dual-in-Line Package 
NS Package Number J08A 

RO.Ol0 TYP 

RO.025 TYP 

0.200 
MAX 

950HOTYP~~ 0.310 ~L .. ~.J 
7 r-- 0.410 -1 BOTH ENDS 

~:~~~ TYP 

10-35 

t 
0.115-D.I45 

(2.921-3.6831 
DIll 

HaflC(REV E) 

0.220 0.310 MAX 
0.291 GLASS 

l l 

JOa,,{REYk) 

::r 
1, 
fit 
c 
3' 
CD ::s o 
0' 
::s o 



o r---------------------------------------------------------------------------------, 
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a. 

14 Lead Ceramic Dual-in-Line Package 
NS Package Number J14A 

All dimensions are in inches (millimeters) 

0.290-0.320 

I (7.366-8.128) 

~MJ: I I wI 
(4.572) 

0.025 
(0.635) 

HAD 

0.785 

l·o------119.939)-------W~1 MAX 

t 
0.220-0.310 
(5.588-7.874) 

L..r:-r"'T':T'T':'T"'T":T"'T':T'T::T"'r.:'I ....... ~ 

=~-:::::::~ I- 0.125-0200 
(3.175-5.080) 

0.150 
(3.81) 
MIN J1~A (REV G) 

16 Lead Ceramic Dual-in-Line Package 
NS Package Number J16A 

All dimensions are in inches [millimeters] , 

~ 0.785 ~ 
, 

[19.94] MAX --
16 9 "m);:::: :: ;1~:I!1 

[0.64] '\ 
'-R 0.005-0.020 TYP 

[0.13-0.51] 

0.125-0.200 TYP 
[3.18-5.08] 

0.037 ± 0.005 TYP 
[0.94 ± O. 13] 

0.055 ± 0.005 TYP 
[1.40 ± 0.13] 

0.080 MAX ~_' , 
[2.03] I lj' 

BOTH ENDS 

0.100 ± 0.010 TYP 
[2.54 ± 0.25] 

10-36 

0.290-0.320-+_---_ 
[7.37-8.13] 

'J' 95° ± 5° 'L ...... TYP 

0.310-0.410 
[7.87-10.41] 

GLASS SEALANT 

0.010 ± 0.002 TYP 
[0.25 ± 0.05] 

J I6A (REV L) 



r-----------------------------------------------------------------------------, ~ 
18 Lead Ceramic Dual-in-Line Package 
NS Package Number J 18A 

All dimensions are in inches (millimeters) 

..!!:!!!!!. RADMAX 
(0.508) "I 

If 
!:!!! MAX 
(7.874) 

"r.T'1~'T"T':T'r.T"r.;"!""T':;'T~~U 

0.290-0.320 0.055,.0.005 
/(7.366-8.128) I (1.397,.0.127) 

0.200 MAX 
(5.080) 

0.020-0.060 
(0.508-1.524) 

0.125-0.200 
(3.175-5.080) r:~GLASSSEALANT ......... n-----I-+------H-I-!-

0.180 til 0.008-0.012 I 1-f:::t=~=:tT 
(~~) 95'±;- (0.203-0.305) 

J 0.310-0.410 L 86;y~' L 0.100±o.010 JP lJI;I-f--0-.09-8--L..-fc... 
(7.874-10.41) (2.540 ± 0.254) (2.489) 

0.018±0.003 TYP BOT~~DS 
(0.457± 0.076) 

20 Lead Ceramic Dual-in-Line Package 
NS Package Number J20A 

J18AIREYLl 

All dimensions are in inches (millimeters) 

0.111D 
(4.572) 

MAX 

I.- 0.310-0.410 -J 
(7.874-10.41) 

GLASS SEALANT 

0.008-0.012 
(0.203-0.305) 

0.985 
~------(25.019) -----~ 

MAX 

0.100±0.010 
(2.540±O.254) 

10-37 

0.055 ± 0.005 
(1.397±0.127) 

0.018±0.003 ___ IL 
(0.457±0.076) II 

J20AtREVMl 

1. 
~ 
c 
3· 
CD 
:J 
!!. o 
:J 

'" 



o r--------------------------------------------------------------------------, 
C o 
'in 
i 
E 
is 
i 
i: 
D... 

24 Lead Ceramic Dual-in-Line Package 
NS Package Number J24A . 

All dimensions are in inches (millimeters) 

0.025 

(0.6351 
RAD 

0.030-0.055 
(0.762-1.397) 

RADTYP 

~ 0.690-0.620 I 0.005 

~ '''Ti""1 "~ 
;5 .. t~·: . 0.008-0.012 J I 

+0.025· (0.203-0.305) 

I _ 0.685 -0.060 _. I 0.098 

r---( +0.635) .. ~ (2.489) 
17 .40 -1.524 MAX 

1.290 
. (32.7661---'------1 0.600 

'M ·i~ 
0.514-0.526 

0.180 

0.125-0.200 
(3.175-5.080) 

MIN 

0.150 
(Ul0) 

MIN 

J24AIREVHI 

24 Lead (0.300" Wide) Ceramic Dual-in-Line Package 
NS Package NumberJ24F 

All dimensions are in inches (millimeters) 

D.m 
(1.83&) RAD 

1.280 
1----.,.---(32.771 MAX--------I~ 

0.060 ±O.OOS 
(1.524 iO.1211 TVP 

0.030-0.065 
(0.762-1.3!l7) 

I ~RAD TIYP (~~::~:~!:) I 
t (0.508-1.778) . . 

-~~~18~0-~I±;~~;;~~~~~~~~~~~~~3--~~OD~S ~ 
(5.715) 
MAX 

~I 
't. .95':15" ~ !!----!-l -- . (0.203-0.305) 

(2.54 ±O.254)--j 
. TVP 

10·38 

0.125 ~ 0.310-DA10 ~ . TVP 
(3.175) 

MIN (7.B74-IOAI) 

JZ4f(REVGI 



28 Lead Ceramic Dual-in-Line Package 
NS Package Number J28A 

All dimensions are in inches (millimeters) 

1-------------131.84&) MAX ---------1 0.&00 1.490 I 
i~~~ 

0.025 
10.&35) 

RAD 0.514-0.52& 

0.030-0.055 
10.1&2-1.391) 

RAO TVP 

~~~r.r,,;r.~r.r,. ... ~r.r,,;r.~;,rr~rT.~~-,~3'3&) 
0.180 

h --l I, 
0.0&0-0.1 DO 

11.524-2.540) 

40 Lead Ceramic Dual-in-Line Package 
NS Package Number J40A 

0.100,0.010 

12.540 '0.254) 

--lh 
0.018 '0.002 
10.451,0.508) 

13.115) 
MIN 

J28",REVE' 

All dimensions are in inches (millimeters) 

.~ 

" ~ 
n" 
!!!. 
c 
3" 
C1I ::s 
til 
0" 
::i 
til 

0.025 RAD 
___________________ . _._.10.&351-.: 0.530-11.550 

-----------I-~-----r---------· 

0.030-0.055 
10.162-1.397) 

RABTYP 

~..,07rr.TT~~~~rr.~~"_T~~~~~"_T~~rr.~~~~S 

D.D1B ± 0.002 If­
IO.457±D.DS"-

TVP 

10-39 

~II I 
12.540:1 0.2541 ----j r- --t 

TVP 

0.098 
(2.489) 
MAX IBOTH ENDS) 

JoIDA(IIEVIQ 



o r---------------------------------------------------------------------------------, 
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3 Lead Molded SOT -23, Low Profile 
NS Package Number M03B 

All dimensions are in inches 
millimeters 

J. I J" 0.083 0.047 
2.489 - ----+---- - 1.397 

1~;=I;;;;======r*r=Y~94 
2 

0.080 ! 
1-"::':::::"::""-- ~:~~~ -l 

0.041 
0.035 
1.041 

1.778 

0.889 LP.-LJ--"T'"+-r--l __ H 

~~100NOM 
~J-'" . 
0.102 
0.013 

10~ NOM 

100 NOM 

0.024 
0.018 
0.610 
0.457 

"03B (REV E) 

8 Lead (0.150" Wide) Molded Small Outline Package, JEDEC 
NS Package Number M08A 

0.010-0.020 X41,1 Ir::!~=:::1 r 
10.254 -0.5081 l B' MAX TYP 

J ... - ~ l-r 
(0.203-0.2141 ALL LEAD nps .. 0.D16-0.010 

TYP ALL LEADS ~~~J 

All dimensions are in inches (millimeters) 

0.189-0.197 
14.BDD-8.01141 

8 7 6 

0.063 -0.019 
(1.348-1.7631 

0.DD4-0.010 

J-~ ______ ~;;~~~ (0.102io.2541 

-.---=+~===.:l~~~¥==l--SEAIIN6 
0.014 J ~ PlANE 

(0.3561 ..!!:!!!!!!.. 0.014-0.020 TYP 
(1fipDI .!!:!!!.TYP _ (0.356-0.1081 

(0.203) MCIBA [REV HI 

10-40 



14 Lead (0.150" Wide) Molded Small Outline Package, JEDEC 
NS Package Number M 14A 

0.150-0.157 

=1 (3.810 -3.988) -

~45' r (0.254-0.508) x S'MAXTYP 

t aD r~-""") Q., ALL rs 

o.DOer:- ~J It 
(0.203-0.254) I ---I I-~ 
TYP ALL LEADS 0.004 (0.406 -1.270) 

(0.102) TVP ALL LEADS 
ALL LEAD TIPS 

All dimensions are in inches (millimeters) 

0.335-0.344 

1
- (8.509-8.73811 

14 13 12 11 10 A A I 
-1 ..... I....IoIoooIoIoo....lolooololoo~ 

0.228-0.244 
- 3D' 
(5.79116.198) 0 I TA 

LEAD NO.1. ~;::n:::;:;~;:::r:r::;:;:::::j:jJV!~ 
10ENT '1 __ 1 .~ 

1 2 7~ 
.!!!1!MAX 
(0.254) 

0.053 - 0.069 
(1.346-1.753) 

SEIIIING 
PLANE 

t 

* t f 
0.014 

(0.356) 

0.004-0.010 bilELdIflJ (0.102-0.254) 

g,Gj.g - .~ 
~~ 

0.050 J 1 JL _I L 0.014-0.020 TVP 
(1.270) - (0.356 0.508) 

TYP ~TYP 
(0.203) 

1,I'4A(REVI1J 

14 Lead (0.300" Wide) Molded Small Outline Package, JEDEC 
NS Package Number M14B 

All dimensions are in inches (millimeters) 

------------1 -F~l--··-"-------

r(~:~::=~::::)t-
.!:!!!!. x4S' 

0.009-0.013 (0.432) 

(0.229-0.330) 1 S' MAX TYP 
TYPALLLEAOS ~ ALLLEAOS 

. t== =J JI-± 
(0.102) [ (0.762-1.2701 

ALL LEAD TYP ALL LEADS 
TIPS 

0.394-0.419 

'''·r.:::.; ---ro~~;:w;:w~~~ 
0027_li~ 34567 

(0.686) 

0.093-0.104 
(2.362-2.642) 

t t ~ rM (0.102-0.305) 

f -.---t SEMING 
~ ---.---PLANE 
(0.940-1.118) I ~J. JL~TYP 

(1.270) (0.356-0.483) 
TYP 

""US(REVDI 

10·41 

-a 
::T 

~ 
(i' 
!!!. 
c 
3' 
CD :s 
!!, 
o 
:::I en. 



o r------------------------------------------------------------------------------------------, 
C 
.~ 16 Lead (0.150" Wide) Molded Small Outline Package, JEDEC 
55 NS Package Number M 16A 
E All dimensions are in inches (millimeters) 
is 
~ 
.~ 
.c a. 

~45' (0.254 -0.5081 x 
8' MAXTYP 

LEAD NO.1 
10ENT 

0.053-0.069 
(1.346 -1.7531 

* 
0.004-0.010 

(0.102-0.2541 

~ SEAliNG L 
r 

0.008-0.010 
iIToi"=f.ffij 
TTP All LEADS 

J L;~ j L t PLANE 

0.014-0.020 TTP 
(0.355 -D.5081 

O.DDS TTP . 
(0.2031 ""AlREV H) 

16 Lead (0.300" Wide) Molded Small Outline Package, JEDEC 
NS Package Number M16B 

LEAD NO 1 
IDENTIFICATION 

1 2 3 .(. 

I ~.~:,' II I 
0.onl-0.1043 

"""2.35-2.i5 ~ .1 r ~::::~'" 
Ln.oJlD.rulilll.rJ~ 

SEATING L.-I ....r'"-l ...... ~ ..... .......... , r--r.c=--
PUNE I~I 

0.014 cw..J 
D.ii" ALL LEAD TIPS 

10·42 

All dimensions are in .il~ches 
mllmeters 

~ TYPALL LEADS l 
B "AXTYP~ 
All lEADS 

~ TYP ALll£ADS 
0.40-1.27 

all.B(REVr) 



r-----------------------------------------------------------------------------~ ~ 

20 Lead (0.300" Wide) Molded Small Outline Package, JEDEC 
NS Package Number M20B 

au MAXTYP 

L·~===s==~4S 
D.DII9C 1:::1/ I 0.016-0.050 
~ All LEAD TIPS -10.406-1.2701 
TYP ALL LEAOS T'/P ALL LEAOS 

0.093-0.104 
~ 

t 

All dimensions are in inches (millimeters) 

L Eiit1DDii1ilt1tINO 
f f J L JL JL t PLANE I~:::I!:!!!.. ~TYP 

. 11.2701 10.356-0.5081 
TYP 

.!..!!!.TYP 
(0.203) M20SIREVF) 

24 Lead (0.300" Wide) Molded Small Outline Package, JEDEC 
NS Package Number M24B 

::7 

1i 
~ 
c 
3" 
CD 
~ 
(II 

0" 
~ 
t» 

0.6141 

,...-----~.;~:~ ------00-1 

--____ All dimensions arein-=;;;.i1nl;:.c:c:he""so=--I----
mllmeters 

LEAD NO 1 
IDENTIFICATION 

0.1043 
0.0926 

15.20 

0.4190 
0.3940 
10.65 

0.2992 10.00 
0.2914 
-r:s 

7.4 
m 

~:;;:::;:;:::;;:::;:;:r:;;::;:;:::;:;;::;:;:;:;;::;:p!I~ 

T.65L 0.0118 
2.35 o.~~:o 

SEATING * ~l! 
PLANE~ T 

10·43 

0.029 
450 x 0.010 

0:75 
0.25 

0.0125 

0.23 
0.0091 TYP ALL LEADS} 0.32 

8° MAX TYP¥ 
0.0500 ALL LEADS 
0.0160 TYP ALL LEADS 
1]6 .... (RlV r) 



·0r-----------------------------------------------------------------------, 
.~ 
~ 
is 

i a. 

28 Lead (0.300" Wide) Molded Small Outline Package, JEDEC. 
NS Package Number M28B 

I" 0.713 (18.10) 'I 
0.696 (17.70) 

0.050 (1.27) 
. esc 

. 0.020 (0.49) 
0.013 (0.35) 

0.420 (10.65) 
0.393 (10.00) 

! 

All dimensions are in inches (millimeters) 

0.030 (0.75)x45 0 

0.009 (0.25) 

~~ 0.013 (0'~32) ~ 1 0.009 (0.23)r;-=~===:;t==~" 0.105 (2.65) L !:._ 0.092 (2.35) 

\J'~~: L 
0.050 (1.27) 
0.015 (0.40) 

0.0 12 (0.30) 
0.003 (0.10) 

""8 <REV A) 

20 Lead Molded Shrink Small Outline Package, EIAJ, Type II. 
NS Package Number MSA20 

All dimensions are in millimeters ' 

----+------

I 
T-

1.50 
I 

I L 

"'1.2 

1 1-2.35-1 10 

1.80:1: 0.05 L d:=""""'""....":r=-=f=":"..."",..",,.-=:I:i 
! 0.800:1: 0.ci2~ I 

, ',f 
"'0.30,:1:0.10 TYP~ I.,-

1+10.12@lcIA®IB®1 . 

10·44 



,--------------------------------------------------------------------------, ~ 
28 Lead Molded Shrink Small Outline Package, EIAJ, Type II 
NS Package Number MSA28 

All dimensions are in millimeters 
28 15 

o 

1--------- 10.07-10.33 ---------I 

ffi 
5.20-5.38 

rn 
0.10-0.22 

TYP 

rJ; 7.50-7.90 

===~R=i: 

1.73-2.00j L 0.65 TYP 
TYP 

0.20-0.40 TYP 

1+10.254@lcIBIA®1 

24 Lead Molded Thin Shrink Small Outline Package 
NS Package Number MTB24 

LEAD No.1 
IDENTIFICATION 

12 

10-45 

5.6:1: 0.1 

r:±J 

.5.28 <REV A) 

All dimensions are in millimeters 

~ 
~ 
c 
3· 
CD 
::J se. 
o 
::J o 



o r------------------------------------------------------------------------------------------, 
C 
"~ 8 Lead (0.300" Wide) Molded Dual.;in~Line Package 
i NS Package Number N08E 
E All dimensions are in inches (millimeters) 
is 
B 
"l 
.c 
D. 

.!!!!t DlA 
(2.337) 

PIN NO.1 IDENT 

D.045±0.015 
(1.143±D.3811 

14 Lead (0.300" Wide) Molded Dual-in-Line Package 
NS Package Number N 14A 

D'032±o.o05~7 (0.813±0.1271 
RAD 

PIN NO.1 IDENT 

1 

OPTION 2 
0.145 -0.200 

(3.683 -;5.0801 

NQ8ECREVFJ 

All dimensions are in inches (millimeters) 

0.092 U.03D MAX 
(2.3371 DIA (0.7621 DfPTH 

0.020 

0.135±0.005 
(3.429±0.1271 

(0.5081 -
MIN B.125-0.15O II . 

(3.175-3.8101 . 

0.014-0.023 TY~-':'" ~ 
(0.356-0.5841 

OPTION 1 

4' TYP 
OPTIONAL 

'. 1' .... lLf·::.m ... , 
, --(1,905:1;0.3811 

":_ ~TYP 
, ' ,(2.548±0.254) 

...:- 0.OSO±0.Dl0 TYP ': 
(1.270-0,2541 

10-46 

OPTION D2 

0.300-0.320 
(7.520-8.1211 

, 

95·ts. 
,;:-' -L 0.280 I 

' (7.1121 .... 
MIN. 

0.325~~:: . 

(8.255 ~~:~~ 

" 

0065 
-) 
(1 .• 1 , 

I--tO ~TYP 
203-0.4861 (D. 

, , 

Nl<4AIREYf"l 



16 Lead (0.300" Wide) Molded Dual-in-Line Package 
NS Package Number N16A 

0.092 

12.3371 
DlA NOM 

(2X) 

All dimensions are in inches (millimeters) 

I::~~:) ~ 0.030 
MIN 10.762) 

0.300-0.320 MAX 0.040 
17.620-8.128) ~ 

u"'," ~ ".40" 'J P -L10.229-o.381l I· ., 0.07510.015' I J 
0.325 j:~~ 11.90510.381) r-

( . +1 016) 0.10010.010 
8.255 -0:381 12.54010.254) 

Nl6AjREV E) 

16 Lead (0.300" Wide) Molded Dual-in-Line Package 
NS Package Number N 16E 

.~ 0.090 
--j (2.286) 

, 9 
~=========~~---r 

----~------ 0.250tO.Ol0 
(6.350 t 0.254) 

PIN NO. 1 A~i'i"'i'i'i"'r"i"r"i~~~"F.!P--.l . 
IDENT 

OPTION 0.1 

I- 0.030tO.0IS 
, (0.762t0.381) I- O.IOOtD.OIO· 

, (2.540 to.2S4) 
TYP . 

10-47 

All dimensions are in inches (millimeters) 

1~~~~ •... 5 .. 
--- --- . ~ .... ". ·---------------1-
PIN NO. 1 ' .....•. ; 

IDENT 1 2 
opnON 02 0.065 1 0.300-0.320 r- (1.651) 

6;5:'t_~~, 
I- 0.280 ~ (0.203 - 0.406) 1YP 

I.~.I 
(0.325 ~g:gtg 

(8.255~k~1~) 
N16E (REV F) 



• r---------------------------------------------------------------------------------, 
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is 
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.~ 
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18 Lead (0.300" Wide) Molded Dual-in-Line Package 
NS Package Number N18A 

All dimensions are in inches [millimeters] 

PIN NO.1 
IDENT 

0.S45-0.S70 -:LJ [21.46-22.10] 

0.090 
[2.29] TYP. 10 

~ :1.m -W- [6.22-6.4S] 

~"'i'"'i'='i=;O=;:-i=T'"F"'i'"'i'='i=r==i'=!j=j=I .. ~ 
0.300-0.320 

0.065 [3.68-5.08] r;::J[7.62-S.,3] 
0.145-0.200 TYP 0.125-0.135 

[3.18-3.43] 
[1.65] 
1-~--~~------------'-r--+ 

0.125-0.140 
[3.1S-3.56] 

0.020 MIN TYP 
[0.51] 

20 Lead (0.300" Wide) Mol~ed Dual-in-Line Package 
NS Package Number N20A 

• 0.2SO ! I. [7.11] MIN .1 
0.310-0.365 
[7.87-9.27] 

O.OOS-O.O 14 TYP 
[0.20-0.36] 

HIlA (REV F) 

All dimensions are in inches (millimeters) 

0.092 X 0,030 
(2.337 X 0.762) 

MAX DP 

PIN NO. llDENT 

0.065 
(1.651) 

(25.73-2&A2) , 
1.013-1.040 ==1 

~==~~~~I~}~II~I~5~1~4~13~I~Z~I~I~___r 

8.260 <o.oos 
(6.604 .0.127) 

~~~~~~~~~ 

~~~++rr~~~~~~ 

, I 
0.325 ~~:~~ 

0.009-0.015 t . J 
(0.229-0.381) 
TYP 

0,060.0.005 
(1.624.0.121) 

fU55 +1.016) 
~ -0.381 

10-48 

0.032±O.o05~O ,. 
(0.113±0.127) 

, HAD 

PIN NO.IIDENT~ 

1 

t 
0.020 

(0.508) 
MIN 

OPTION 2 

NZOAIREVGI 



r-----------------------------------------------------------------------------~ ~ 

24 Lead (0.600" Wide) Molded Dual-in-Line Package 
NS Package Number N24A 

All dimensions are in inches (millimeters) 

1-------13I.S7-32.26)-----.... ·~ 1.243-1.270 I 

0.082 
11.576) 

RAD 

13 

11 CB CB I 0.S40 .o.oos 

fi~i"'i'::;:=;;:;:;::=F.i'''F.ir=;:;;;=;:;:;='F.i'=;:;;;:=;;;;;=;;:;;;=:;;;;;::!I! J0u, 
, 2 

PIN NO. IIDENT 

O.SBO r: 1I4•73) 
MIN 

0.600-0.820 

!FIIS.24-IS.748) 

9S"±5" 

0.62S :~~~ _. _, 

I---(15B75+O.636)~ 
. -o.3BI 

DOTTED OUTLINES 
REFLECT ALTERNATE 

MOLDED BODY CONFIGURATION 

0.009-0,OIS ~ 
iD.2ii=ffii) 

0.075±0.0IS 
11.905 '0.381) I--

~ t t TYP O.OIS 

~ _'I-- 0.018 .0.0 0.125-0.140 10.381) 
0.100 ±D.OIOI 10.4S7 ±O,O761 13.175-3.5561 MIN 

12.540 .0.254) 

N24A (REV E) 

24 Lead (0.300" Wide) Molded Dual-in-Line Package 
NS Package Number N24C 

0.009-0.015 
(0.229-0.381) 

0.325~~:: 

---0.092-··· 
(2.337) 
(2 PLS) 

0.300-0.320 
i7.62=8.i2ii 

0.065 

0.062 
11.5751 

RAO 

~J (1.651) 

0.075±0.016 I 
11.9115±0.38t) I--

10-49 

All dimensions are in inches (millimeters) 

f 
0.260±0.005 

(6.604 ± 0.127) 
j 

N24C(REVFI 

:T 

l, 
~ 
CI 
3' 
CD 
::I 
(II 

0' 
::I en 



en c 
"~ 28 Lead (0.600" Wide) Molded Dual-in-Line Package 
5i NS Package Number N28B 
E All dimensions are in inches (millimeters) 
is 
1j 
"i­
f. 

PIN NO. 11000 

O.~~~ MAX 10.600-0.62O-j "'ftc ~--.I 
0.125-0.145 
(3.175-3.6831 

N28BC~E) 

40 Lead (0.600" Wide) Molded Dual-in-Line Package 
NS Package Number N40A 

9S"±5D 

o.oaz 
(1.5751 

RAD 

PIN NO. llDENT 

I-- 0.625 :>::m I 0.075 <0.015 

(15.B75~:::)~ (1.905'0.3811 

All dimensions are in inches (millimeters) 

1 @ e ~~ 

~~r.rTff9mrr.~~r.rTff9mrrn~m=ffir~~rr.~ffi=+ffir~~rr.~~0'IZ71 
0.050 

N4OA1IIIVEJ 
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3 Lead Molded TO-202 
NS Package Number P03A 

r 0.360-0.380 ~ -
All dimensions are in inches (millimeters) 

0.170-0.190 
(9.144-9.6S2) (4.31B 4.826) 

0.240-0.260 -+-_+_--..--.;.-1 0.095-0.105 I 
(6.096-6.604) I (2.413 2.667) -- ~ 0.0195-0.0205 

-::-:-:-::'~-:-=--.- - ,. r- (0.495-0.521) 

.t. 0.113-0.117 (BEFORE LEAD FINISH) n (2.870-2.9n' 

~ t t 0.480-0.520 _r-MDUNTING 
(11.049) 0.128-0.132 (12.192-13.208) TAB 

DIA L (3.251-3.353) ---t 
0" TO 7'TYP 

-, r-

'~~ V' ,'-, .~_".'" 
M~~::~~/ LL!:r-=i= ,1:;:) \::;~r=::;:)::;/;=3*"J~'001) '--

Dl r 
0.400-0.415 

-
,... """r"" 

0.046-0.050 
(1.168-1.270) 

TYP (BEFORE 
LEAD FINISH) 

0.375 ::~:~~: 

~ 
-l 0.024-0.028 TYP (BEFORE 

1--,-.---+-_+,.,;0.:;.0;:95~-:;0.",lo=5 (0.610-0.711) LEAD ANISH) 
,.. (2.413-2.667) TYP 

0.195-0.205 
- (4.953-5.207) 

45'-

0.065-0.075 
(1.651-1.905) 

t 

~ ~- r-=.,..........,----~-"'\ ~--- ________ ~_ ~_~ ______ ~-~,---------------- -

hnr-TTTT""1TT~ 
\ UJJ UJJ u.u 

2 ,3 / 
'-*i I--0' TO 7' TYP 

P03A(REVF) 
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o r-------------------------------------------------------------------------------~ 
C 
0' .! 
CP 
E 
is 
B 
~ a. 

3 Lead Molded TO-226 
NS Package Number RC03A 

All dimensions are in inches (millimeters) 

~ 0.175-0.185 1 0.015 

, I ' IJ4
.
699

) , "-..:,..(OM""~X=I)==L-
f 0.150-0.180!"--'-

0.300 _ (3.810-:-4.572)...L......:.. 2° NOM 2 PLCS 

(7.6ro) (+~~--. 
NOM 

SEATING PLANE +---11.'11"1"",,,'1' 
0.065 

, ¢ (1.651)' 

..L--II~ ~ ~ 

0.090 
(2.28~) R NOM 

II 0.015-0.019 ivP -II+: (0.381-0.482) 

20 Lead Molded Plastic Leaded Chip Carrier 
NS Package Number V20A 

~ 
-.ll. 0.015-0.016 

, (0.381 0.406) 
TYPBEFORE 
LEAD FINISH 

ReOlA jREV 81 

All dimensions are in inches [millimeters] 

0.0 17±0.004 TYP 

0.350 ~~:~~~ 
o [B.B9 ~~:~~ ] 

4 0 0.065 [0.43±0: 1 0] J 
5 X [1.65] ~ .I"""'lf=:::!:!S\ 

4 ,.(f---=---Ih 18 ~ 

0.029±0.003 TYP + I 

8 

[0.74±0.OB] 0.31 0±0.020 TYP 
[7.B7±0.51] 

14 _~ 

9 I 13 

I -I '- 0.050 TYP 
I I [1.27] 

-I 0.200 TYP i-
[5.0B] 

SEATING PLANE 

0.020 MIN TYP 
[0.51] 

J-_of- 0. 105±0.015 TYP 
[2.67±0.3B] 

f--____ -t-_0.165-0.1BO TYP 
[4.19-4.57] 

10·52 
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28 Lead Molded Plastic Leaded Chip Carrier 
NS Package Number V28A 

All dimensions are in inches [millimeters] 

11 19 

[4~~;=~:~~J TYP-fo--.j 

SEATING PLANE 

0.1 05tO.0 15 TYP 
[2.67t0.3Sj 

I-=--r:-"..,.,...,.,...~ 

44 Lead Molded Plastic Leaded Chip Carrier 
NS Package Number V44A 

V21A (REY IC) 

---------~---AII·dimensionsareiiiTnches'[millimete!.lI] __ 

17 

+0.006 

PIN 1 IDENT 

6 1 44 40 
45 0 X 0.045 

[1.14] 

[ 

0 [;~~:; ~r~o ] J 
~~~~~~=i39 

0.029tO.003 TYP 
[D.74tO.08j 

29 

18 L' 5' '280.050 -l [1.27]TYP 
0.500 

[12.70]TYP 

0.017:t0.004 P 
[0.43tO.l0j TY 
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0.610:t0.020 
[15.49tO.51] TYP 

v ... (REV KJ 

"D 
:::r 

'Ul 
[ 
c 
3" 
CD ::s 
rn 
0" 
::s 
rn 

II 



o r-----------------------------------------------------------------------------~ .1 44 Lead (10mm x 10mm) Molded Plastic Quad Flat Package 
55 NS Package Number VGZ44A 
E All dimensions are in millimeters 
C 
1j 
} 
A. 

-Lo..8o. 
TYP 

11 23 

o..35~g:g~ TYP j l 22 0. 0 -7 0 

k'~ f o..88to..15 

2.o.o.~0.1 0 L l ~ 0.05 

L.15:1:o..05 TYP 

44 Lead Cerquad, Straight 
NS Package Number WA44A 

LID 10 MARK\ 

1.40.0.:1: 

"" '" 1 

7 

00..590.:1:0..0.15 
B3 

! 17 

f 
0..40.5 ~ 0..010. TYP . 

.~ 

f":"'" r=EL 
[0..052 t 0.0.0.8 

-8-
6 1 40. 

, 

b 

18 28 

! uuaaaaaaa I 
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Iv.:::::f=:::n:::no:n 2.45 MAX 

-
-

DETAIL A 
TYPICAL 

-L ~ [9!O":tO] 
[0..25 MIN 
SEATING PLANE 

VGZ44A. (REV A) 

All dimensions are in inches 

39 

-
-

29 

ro.·o.5o. TYPJ 

'_1 
-lo..o.2o.:I: 

lo.·o.2o.lfil)lAI 
o..o.o.81fi1) A 

0..0.0.3 TYP 

8 (S)lc(S) I 

IO.o.o.7 t 0..0.02 TYP 

t l§lTIM) 
wuu. (REV A) 



3 Lead Molded TO-92 
NS Package Nu!!,ber Z03A 

All dimensions are in inches [millimeters] 

11-502 PLCS 

....----:.1 
t:::=::J~ ._. J 1. ,.",,,.,.",,, "roo. "" "'"' 

..... __ ~ 0.135-0.145 
[3.43-3.68] 

SEATING PLANE ~~2~~~] MIN [0.368-0.394] 

0.090 MAX 
[2.29] I- t- 0.045-0.055 
(UNCONTROLLED ~ [1.14-1.40] 

,-~- -. LEAD DIAl 0.045-0.055 TYP I ....,.-r-
00.175-0.185: + : -" F~ : [[ 

I ::t: - F ~f [1.14-1.40] II [ 
[4.45-4.70] I I -1 . 
L ' I - - [ \ 

7~ -----~ 0.016-0.021 TYP} ~ 
EJECTION MARK [0.41-0.53] 

f/J 0.065 
[1.65] 

T 0.015 MAX 
[0.3S] 
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R 0.090 
[2.29] 

Z03A (REV r) 



NOTES 



t!lNational Semiconductor 

Bookshelf of Technical Support Information 
National Semiconductor Corporation recognizes the need to keep you informed about the availability of current technical 
literature. 

This bookshelf is a compilation of books that are currently available. The listing that follows shows the publication year and 
section contents for each book. 

For datasheets on new products and devices still in production but not found in a databook, please contact the National 
Semiconductor Customer Support Center at 1-800-272-9959. 

We are interested in your comments on our technical literature and your suggestions for improvement. 

Please send them to: 
Technical Communications Dept. M/S 16-300 
2900 Semiconductor Drive 
P.O. Box 58090 
Santa Clara, CA 95052-8090 

ADVANCED BiCMOS LOGIC (ABTC, IBF, BiCMOS SCAN, LOW VOLTAGE 
BiCMOS, EXTENDED TTL TECHNOLOGY) DATABOOK-1994 
ABTC/BCT Description and Family Characteristics • ABTC/BCT Ratings, Specifications and Waveforms 
ABTC Applications and Design Considerations. Quality and Reliability. Integrated Bus Function (IBF) Introduction> 
54174ABT3283 Synchronous Datapath Multiplexer. 74FR900/25900 9-Bit 3-Port Latchable Datapath Multiplexer 
54/74ACTQ3283 32-Bit Latchable Transceiver with Parity Generator/Checker and By1e Multiplexing 
SCAN18xxxA BiCMOS 5V Logic with Boundary Scan. 74LVT Low Voltage BiCMOS Logie 
VME Extended TTL Technology for Backplanes 

ALS/AS LOGIC DATABOOK-1990 
Introduction to Advanced Bipolar Logic. Advanced Low Power Schottky. Advanced Schottky 

APPLICATION SPECIFIC ANALOG PRODUCTS DATABOOK-199S> 
Audio Circuits 0 Video Circuits. Automotive. Special Functions • Surface Mount 

ASIe-DESIGN~MANUAttGATE-ARRAYS-&-STANDARDCEl:l:S;;";;;1987>~ 
SSI/MSI Functions. Peripheral Functions. LSIIVLSI Functions. Design Guidelines. Packaging 

CMOS LOGIC DATABOOK-1988 
CMOS AC Switching Test Circuits and Timing Waveforms 0 CMOS Application Notes. MM54HC/MM74HC 
MM54HCT/MM74HCT. CD4XXX. MM54CXXX/MM74CXXX. Surface Mount 

CLOCK GENERATION AND SUPPORT (CGS) DESIGN DATABOOK-1994 
Low Skew Clock Buffers/Drivers. Video Clock Generators • Low Skew PLL Clock Generators 
Crystal Clock Generators 

COP8™ DATABOOK-1994 
COP8 Family. COP8 Applications • MICROWIRE/PLUS Peripherals • COP8 Development Support 

CROSSVOLTTM LOW VOLTAGE LOGIC SERIES DATABOOK-1994 
LCX Family. LVXTranslator Family. LVX.sus Switch Family. LVX Family. LVQ Family. LVT Family 

DATA ACQUISITION DATABOOK-199S 
Data Acquisition Systems. Analog-to-Digital Converters. Digital-to-Analog Converters. Voltage References 
Temperature Sensors • Active Filters • Analog Switches/Multiplexers. Surface Mount 

DATA ACQUISITION DATABOOK SUPPLEMENT-1992 
New devices released since the printing of the 1989 Data Acquisition Linear Devices Databook. > 



DISCRETE SEMICONDUCTOR PRODUCTS DATABOOK-1989 
Selection Guide and Cross Reference Guides. Diodes. Bipolar NPN Transistors 
Bipolar PNP Transistors. JFET Transistors • Surface Mount Products • Pro-Electron Series 
Consumer Series. Power Components. Transistor Datasheets • Process Characteristics 

DRAM MANAGEMENT HANDBOOK-1993 
Dynamic Memory Control. CPU Specific System Solutions. Error Detection and Correction 
Microprocessor Applications 

EMBEDDED CONTROllERS DATABOOK-1992 
COP400 Family. COP800 Family. COPS Applications. HPC Family. HPC Applications 
MICROWIRE and MICROWIRE/PLUS Peripherals. Microcontroller Development Tools 

FDDI DATABOOK-1994 
Datasheets • Application Notes 

F100K ECl lOGIC DATABOOK & DESIGN GUIDE-1992 
Family Overview. 300 Series (Low-Power) Datasheets • 100 Series Datasheets • 11 C Datasheets 
Design Guide • Circuit Basics • Logic Design • Transmission Line Concepts • System Considerations 
Power Distribution and Thermal Considerations. Testing Techniques • 300 Series Package Qualification 
Quality Assurance and Reliability. Application Notes· 

FACTTM ADVANCED CMOS lOGIC DATABOOK-1993 
Description and Family Characteristics. Ratings, Specifications and Waveforms 
Design Considerations" 54AC/74ACXXX .. 54ACT /7 4ACTXXX • Quiet Series: 54ACQ/7 4ACQXXX 
Quiet Series: 54ACTQ/74ACTQXXX. 54FCT /7 4FCTXXX • FCTA: 54FCTXXXA/7 4FCTXXXA/B 

FAST® ADVANCED SCHOTTKY TTL lOGIC DATABOOK-1990 
Circuit Characteristics. Ratings, Specifications and Waveforms. Design Considerations. 54F /7 4FXXX 

FAST® APPLICATIONS HANDBOOK-1990 
Reprint of 1987 Fairchild FAST Applications Handbook 
Contains application information on the FAST family: Introduction. Multiplexers. Decoders. Encoders 
Operators • FIFOs • Counters • TTL Small Scale Integration • Line Driving and System Design 
FAST Characteristics and Testing. Packaging Characteristics 

HIGH-PERFORMANCE BUS INTERFACE DATABOOK-1994 
QuickRing • Futurebus + IBTL Devices • BTL Transceiver Application Notes • Futurebus + Application Notes 
High Performance TTL Bus Drivers. PI-Bus. Futurebus+ IBTL Reference 

IBM DATA COMMUNICATIONS HANDBOOK-1992 
IBM Data Communications • Application Notes 

INTERFACE: DATA TRANSMISSION DATABOOK-1994 
TIAIEIA-232 (RS-232). TIAIEIA-422/423. TIAIEIA-485. Line Drivers. Receivers. Repeaters 
Transceivers. Low Voltage Differential Signaling. Special Interface. Application Notes 

liNEAR APPLICA nONS HANDBOOK-1994 
The purpose of this handbook is to provide a fully indexed and cross-referenced collection of linear integrated circuit 
applications using both monolithic and hybrid circuits from Natic,mal Semiconductor. 
I ndividual application notes are normally written to explain the operation and use of one particular device or to detail various 
methods of accomplishing a given function. The organization of this handbook takes advantage of this innate coherence by 
keeping each application note intact, arranging them in numerical order, and providing a detailed Subject Index. 

lOCAL AREA NETWORKS DATABOOK-1993 SECOND EDITION 
Integrated Ethemet Network Interface Controller Products. Ethernet Physical Layer Transceivers 
Ethernet Repeater Interface Controller Products. Token-Ring Interface Controller (TROPIC) 
Hardware and Software Support Products. FDDI Products. Glossary and Acronyms 



LOW VOLTAGE DATABOOK-1992 
This databook contains information on National's expanding portfolio of low and extended voltage products. Product datasheets 
included for: Low Voltage Logic (LVQ), Linear, EPROM, EEPROM, SRAM, Interface, ASIC, Embedded Controllers, Real Time 
Clocks, and Clock Generation and Support (CGS). 

MASS STORAGE HANDBOOK-1989 
Rigid Disk Pulse Detectors. Rigid Disk Data Separators/Synchronizers and ENDECs 
Rigid Disk Data Controller • SCSI Bus Interface Circuits • Floppy Disk Controllers. Disk Drive Interface Circuits 
Rigid Disk Preamplifiers and Servo Control Circuits. Rigid Disk Microcontroller Circuits. Disk Interface Design Guide 

MEMORY DATABOOK-1994 
FLASH. CMOS EPROMs • CMOS EEPROMs. PROMs. Application Notes 

MEMORY APPLICATIONS HANDBOOK-1994 
FLASH. EEPROMs • EPROMs • Application Notes 

OPERATIONAL AMPLIFIERS DATABOOK-1995 
Operational Amplifiers. Buffers 0 Voltage Comparators. Active Matrix/LCD Display Drivers 
Special Functions 0 Surface Mount 

PACKAGING DATABOOK-1993 
Introduction to Packaging 0 Hermetic Packages 0 Plastic Packages. Advanced Packaging Technology 
Package Reliability Considerations • Packing Considerations • Surface Mount Considerations 

POWER IC's DATABOOK-1995 
Linear Voltage Regulators 0 Low Dropout Voltage Regulators. Switching Voltage Regulators 
Motion Control. Surface Mount 

PROGRAMMABLIE lOGIC DEVICE DATABOOK AND 
DESIGN GUIDE-1993 
Product Line Overview • Datasheets 0 Design Guide: Designing with PLDs • PLD Design Methodology 
PLD Design Development Tools. Fabrication of Programmable Logic. Application Examples 

REAL TIME CLOCK HANDBOOK-1993 

RELIABILITY HANDBOOK-1987 
Reliability and the Die • Internal Construction 0 Finished Package. MIL-STD-883. MIL-M-38510 
The Specification Development Process 0 Reliability and the Hybrid Device. VLSIIVHSIC Devices 
Radiation Environment. Electrostatic Discharge. Discrete Device. Standardization 
Quality Assurance and Reliability Engineering· Reliability and Documentation. Commercial Grade Device 
European Reliability Programs. Reliability and the Cost of Semiconductor Ownership 
Reliability Testing at National Semiconductor 0 The Total Military/ Aerospace Standardization Program 
883B/RETSTM Products. MILS/RETSTM Products. 883/RETSTM Hybrids. MIL-M-38510 Class B Products 
Radiation Hardened Technology. Wafer Fabrication. Semiconductor Assembly and Packaging 
Semiconductor Packages 0 Glossary of Terms 0 Key Government Agencies 0 AN/ Numbers and Acronyms 
Bibliography 0 MIL-M-3851 0 and DESC Drawing Cross Listing 

SCANTM DATABOOK-1994 
Evolution of IEEE 1149.1 Standard. SCAN BiCMOS Products. SCAN ACMOS Products. System Test Products 
Other IEEE 1149.1 Devic,es 

TELECOMMUNICATIONS-1994 
COMBO and SLiC Devices • ISDN • Digital Loop Devices. Analog Telephone Components. Software. Application Notes 

VHC/VHCT ADVANCED CMOS LOGIC DATABOOK-1993 
This databook introduces National's Very High Speed CMOS (VHC) and Very High Speed TIL Compatible CMOS (VHCn 
designs. The databook includes Description and Family Characteristics • Ratings, Specifications and Waveforms 
Design Considerations and Product Datasheets. The topics discussed are the advantages of VHCIVHCT AC Performance, 
Low Noise Characteristics and Improved Interface Capabilities. 



NATIONAL SEMICONDUCTOR CORPORATION DISTRIBUTORS 
ALABAMA San Jose ' ' Largo MARYLAND 

Huntsville Anthem Electronics Future Electronics Corp. Columbia 
Anthem Electronics (408) 453-1200 (813) 530-1222 Anthem Electronics 
(205) 890-0302 Future Electronics Corp. Hamilton/Hallmark (410) 995-6640 
Future Electronics Corp. (408) 434-1122 (813) 541-7440 Bell Industries 
(205) 830-2322 Hamilton/Hallmark Orlando (410) 290-5100 
Hamilton/Hallmark (408) 435-3500 Chip Supply Future Electronics Corp. 
(205) 837-8700 Pioneer Technology "Die Distributor" (410) 290-0800 
Pioneer Technology (408) 9~9100 (407) 298-7100 Hamilton/Hallmark 
(205) 837-9300 Zeus Elect. an Arrow Co. Time Electronics (410) 988-9800 
Time Electronics (408) 629-4789 (407) 641-6566 Seymour Electronics 
(205) 721-1134 Sunnyvale Winter Park (410) 992-7474 

ARIZONA Bell Industries Hamilton/Hallmark Time Electronics 
Phoenix (408) 734-8570 (407) 657-3300 (410) 720-3600 

Future Electronics Corp. Time Electronics GEORGIA Gaithersburg 
(602) 968-7140 (408) 734-9890 Duluth Plon_ Technology 
Hamilton/Hallmark Tustin Anthem Electronics (301) 921-0660 

(602) 437-1200 Time Electronics (404) 931-9300 MASSACHUSETTS 
Scottsdale (714) 669-0216 Hamilton/Hallmark Andover 

Alliance Electronics Inc. Woodland Hills (404) 623-4400 Bell Industries 
(602) 483-9400 Hamilton/Hallmark Pioneer Technology (508) 474-8680 

Tempe (818) 594-0404 (404) 623-1003 Bolton 
Anthem Electronics Time Electronics Time Electronics Future Electronics Corp. 
(602) 966-6600 (818) 593-8400 (404) 623-5455 (508) 779-3000 
Bell Industries COLORADO Norcross Lexington 
(602) 966-3600 Denver Future Electronics Corp. Pioneer Standard 
Pioneer Standard Bell Industries (404) 441-7676 (617) 661-9200 
(602) 350-9335 (303) 691-9270 ILLINOIS Newburyport 
Time Electronics Englewood Addison Rochester Electronics 
(602) 967-2000 Anthem Electronics Pioneer Standard "Obsolete Products" 

CALIFORNIA (303) 790-4500 (709) 495-9660 (508) 462-9332 

Agoura Hills Hamilton/Hallmark Bensenville Norwood 
Bell Industries (303) 790-1662 Hamilton/Hallmark Gerber Electronics 
(816) 865-7900 Pioneer Technology (709) 860-7780 (617) 769-6000 

Future Electronics Corp. (303) 773-8090 Des Plaines Peabody 
(818) 865-0040 :rime ElectrOnics Advent Electronics Hamilton/Hallmark 
Pioneer Standard (303) 799-5400 (800) 323-1270 (508) 532-3701 

. (818) 865-5800 Lakewood Elk Grove Village Time Electronics 
Time Electronics Future Electronics Corp. Bellindustriss (508) 532-9m 
(818) 707-2890 (303) 232-2008 (709) 640-1910 Tyngsboro 

Calabasas CONNECTICUT Hoffman Estates Port Electronics 
F /X Electronics Cheshire Future Electronics Corp. (509) 649-4660 

(818) 591-9220 Future Electronics Corp. (708) 882-1255 Wilmington 
Chatsworth (203) 250-0093 Itasca Anthem Electronics 

Anthem Electronics Hamilton/Hallmark Zeus Elecl an Arrow Co. (509) 657-5170 

(818) 775-1333 (203) 271-2644 (708) 595-9730 Zeus Elect. an Arrow Co. 
CostaMesa Meriden Schaumburg (509) 658-0900 

Hamilton/Hallmark Bell Industries Anthem Electronics MICHIGAN 
(714) 641-4100 (203) 639-6000 (708) 884-0200 Farmington Hills 

Irvine Shelton Time Electronics Advent Electronics 
Anthem Electronics Pioneer Standard (708) 303-3000 (800) 572-9329 
(714) 768-4444 (203) 929-5600 INDIANA Grand Rapids 
Bell Industries Wallingford Fort Wayne Future Electronics Corp. 
(714) 727-4500 Advent Electronics Bell Industries (616) 698-6800 
Future Electronics Corp. (800) 982-0014 (219) 422-4300 Pioneer Standard 
(714) 453-1515 Waterbury Indianapolis (616)698-1800 
Pioneer Standard Anthem EI~ronics Advent Electronics Inc. Uvonla 
(714) 753-5090 (203) 575-1 75 (800) 732-1453 Future Electronics Corp.' 
Zeus Elect. an Arrow Co. FLORIDA Bell Industries (313) 261-5270 
(7,14) 581-4622 Altamonte Springs (317) 875-8200 O'Fallon 

Rocklin Anthem Electronics Future Electronics Corp. Advent Electronics 
Anthem Electronics (407) 831-0007 (317) 469-0447 (800) 888-9566 
(916) 624-9744 Bell Industries Hamilton/Hallmark Plymouth 
Bell Industries (407) 339-0078 (317) 872-8875 Hamilton/Hallmark 
(916) 652·0418 Future Electronics Corp. Pioneer Standard (313) 416-5800 

Roseville (407) 665-7900 (317) 573-0880 Pion_ Standard 
Future Electronics Corp. Pioneer Technology IOWA 

(313) 418-2157 
(916) 783-7877 (407) 834-9090 Cedar Rapids 

Wyoming 
Hamilton/Hallmark Deerfield Beach Advent Electronics 

A. M. Electronics, Inc. 
(916) 624-9761 Future Electronics Corp. (800) 397-8407 

(616) 531·9300 
San Diego (305) 426-4043 Hamilton/Hallmark MINNESOTA 

Anthem Electronics Pioneer Technology (319) 393-0033 Bloomington 
(619) 453-9005 (305) 428-8877 Hamilton/Hallmark 
Bell Industries Fort Lauderdale KANSAS (612) 661-2600 
(619) 576-3294 Hamilton/Hallmark Lenexa Eden Prairie 
Future Electronics Corp. (305) 484-5482 Hamilton/Hallmark Anthem Electronics 
(619) 625-2800 Time Electronics (913) 669-4747 (612) 944-5454 
Hamilton/Hallmark (305) 484-1864 Overland Park Future Electronics Corp. 
(619) 571-7540 Indialantic Future Electronics Corp. (612) 944-2200 
Pioneer Standard Advent Electronics (913) 649-1531 Pioneer Standard 
(619) 514-7700 (600) 975-8669 KENTUCKY (612) 944-3355 
Time Electronics Lake Mary Lexington Minnetonka 
(619) 674-2800 Zeus Elect. an Arrow Co. Hamilton/Hallmark Time Electronics 

(407) 333-9300 (606) 288-4911 (612) 931-2131 




