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Datapoint 2200/Selectric Interface 

For appli cati ons req uiri ng a low-speed. typewrite r 
quality printer. the Datapo int 2200-2 40 Se lectr ic 
In terface provides a means to con nect a Model 735 IBM 
Se lect r ic typewri te r to the Datapoint 2200. The type­
wr iter is avai lable from IBM Corporat ion. 

Th is in ter face al lows the printer to operate at its ful l 

rated speed of 14.8 charac ters. The inte rface does not 
all ow th e Select ric to be used as a keyboard data entry 
dev ice . However. th e Selec tri c may be used as a stan­
dard o ffi ce typewr iter when not under contro l of th e 
Datapo int 2200. 

No ex tra powe r suppli es are required The 2200-240 
interface plugs direc tly in to the I/ O connector of the 
Datapo int 2200 and the Se lec tri c connects to the 
in terface v ia a furni shed cable. 

Functional Characteristics Physical Characteristics Power Required 

Code 
Correspondence Cod e 

Connection 
Th ro ug h Interface Ad aptor via supplied 
ca bl es . 

Selectric Typewriter Specifications 
IBM Model 735 (130 c har. I ine) o r 731 
(BO'char line) 
Co rrespondence code wired 
24 VDC co il s 
Reversed diode polarity 
Cour ier type styl e (suggested) 
Sandstone beige color (suggested) 
11 5 v.a.c .. 60 Hz motor (or as reqU ired) 

Dimensions 
Height 15.5 lnches 
Width . 10 .5 inc hes 
Depth 2.7 inc hes 

Mounting 
Wall . Conso le, o r Free-Standing of 
Interface Adapto r 

Power supplied by Datapoint 2200 

Model Codes 
2200-240 Selectric Interface Adaptor 
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Datapoint 2200/Shelf Attachment 

The she lf attachment inc reases th e tabl e width of a 
Datapo int co nso le by ten inches. Th e she lf is th e same 
depth as th e tabl e (22-11 / 16" ) Thi s additional work 
space may be attached with th e provided screws to 
either end of any Datapo int con so le or stand-alone. 

Technical Description 

Dimensions 
Width . 10 inches 
Depth : 22-11 / 16 inches 
Material : Plywood and Steel 
Color : 2200 Brown 

Datapoint 2200/Paper Holder 

Th e 2200-165 Paper Holder is des igned to fasten to 
the front of th e 2200 above th e screen. It is useful fo r 
system operato rs who are e ithe r keying in or verify ing 
data from source materi als. Easy to attach or remove, th e 
Paper Holder adds a highly desirabl e co nve nience to 
system operati on. 
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Datapoint 3300'lnteractive Terminal 

The Datapoint 3300 is an interactive data terminal 
designed primar il y for the computer time sharing user. 
Standard fea tures of the 3300 include complete in ter­
changeability w ith standard te letypewrite r equipment, 
hi gh-speed data tran sm iss ion capab ilit ies, a hig h 
capacity and fl exi bl e CRT d isp lay, easy to read 
characters, so lid state co nstru cti on throughout, modern 
sty ling, to tall y se lf co ntain ed and a 64-character set 
keyboard. Opti onal features include magnet ic tape 
memory , hard copy printe r and a ten-key numerical 
keyboard. 

The 3300 is intended prim ari ly for use by the remote 
computer use r who utilizes "dia log ue " wit h a comp uter 
to arrive at a so luti on to a prob lem Typ ica ll y , this 
" inte racti ve " use r is an engi nee r, sc ientist o r simil ar 
professional whose work requires substant ial and 
immediate assistance from a computer. The 3300 w il l 
permit thi s use r to tap the power of the re mote computer 
more effective ly . 

The Datapoint 3300 screen can accommodate 25 full 
lines w ith 72 characte rs in each line-a tota l of 1800 
characters in a single di spl ay Th e characters d isp layed 
on th e CRT are easy to read becau se of the 60-CPS 
" refresh" rate and line synchroni zat ion , which keep 
characte rs tota ll y stab le and dist inct. Th e interacti ve 
user, through the keyboard , can add, correct, rev ise or 
de lete any line or character. The large sc reen makes it 
poss ibl e for him to comprehend, in fu ll , many prob lems 

in a sing le glance and where necessary to make 
modifications and rev isions. Prog ram debugging is 
greatly simplified . With the 3300, the re mote computer 
becomes a much more fl ex ibl e aid to hu man thought 
processes. Data transmission rates of up to 2400 bits per 
second are availab le on the Datapoint 3300. 

Specifications 

Screen size 
Standard 12 inch rectangu lar tube 

Character size 
0.16 inches x 0.11 inches 

Number of characters 
1800 

Characters per line 
72 

Number of lines 
25 

Refresh rate 
60 CPS, line synch ro ni zed 

Type of memory 
MaS semiconductor 

Power 
11 5 v.a.c ., 60 Hz, 180 watts 

Optionally avail ab le w ith th e 3300 is a magneti c tape 
memory unit designed as a compan ion unit to the 
Datapoint 3300. Thi s memory, which utilizes replaceable 
tape cassettes, offers the remote user the flexibility 
of both forward and reverse line-incremental playback 
of data up to a capac ity of 200 full " frames" (2 5 lines of 
72 characters each) Thi s stored data is avail ab le to the 
3300 operator upon demand. 

Keyboard 
Elect roni c, w ith Mode l 33 Teletype layout 
inc luding add iti ona l control s and 
optional 10 key numerical en try n-key 
remover 

Controls 
Cursor : 

Erase: 

up, down , left, r ight , home 
up, home down 
to end of line, to end o f 
frame 

Frame roll : up, down 
Power : on , off 
Mode: remote-local se lect 
Tran smission : full duplex -half duplex 

select 

Cursor 
Flashing , remote or local control 

Input/Output Data rate 
110, 150,220,300, 440, 600 , 880 , 1200. 
1760 , 2400 BPS 

Communication interface 
RS 232B or current loop TTY (u sing 
3300-110) ASC II 8- level start- stop code 

Dimensions 
Width : 18 in ches 
Height 14 in ches 
Dep th : 19 inches 
Weight: 481bs. 

Model Codes 
3300-101 Interactive CRT Terminal 
3300- 102 An swerbac k optio n 

(factory-insta ll ed o nly) 
3300-1 10 Teleg raph Loop Keyer 
3300-1 11 230 v.a .c., 50 Hz option 

(factory-install ed onl y) 
3300-1 12 Auto carri age-retu rn / I ine- feed 

de letion kit 
3300-113 Coded Cu rso r Key Kit 
3300-1 14 Backspace Cod ing Kit 
3300-1 15 Escape Key Coding Kit 
3300-116 Space Over-write Latch Kit 
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Datapoint 3300/Tape Unit 

The Datapoint 3300 Magnetic Tape Unit is used in 
conjunction with the Datapoint 3300 CRT Terminal to 
provide a permanent record of all transactions. The Tape 
Unit consists of a cartridge magnetic tape transport with 
storage buffer and control s to provid e: 

On-line data storage 
Off-line message preparation 
High speed off-lin e message retri eval, forward and 

reverse 
On-line transmission 
Ed iting capability 
The CRT and Tape Unit operate as a system in the 

fo llowing modes: 
Record Mode- The Tape Uni t storage buffer accepts 
data from the CRT Terminal keyboard and communi­
cations interface system. The data is accumulated in 
bl ocks and transferred to mag net ic tape. Th e data 
bl ocks are formed co inc ident with disp layed data lines 
on the CRT Terminal and may be full y ed ited before they 
are co mmitted to tape. 
Reproduce-Local Mode-The Tape Unit prov ides high 
speed -60 characters per second-recall of the stored 
data to the CRT d ispl ay Th e data is reproduced as a 
scro ll and may be accessed in the forward or reverse 
directi ons. Thi s mode does not interfere w ith the on-line 
statu s of the Termin al and all ows the operator to review 
previous transacti ons that have prog ressed off th e 
sc reen of the CRT. 

Datapoint 3300/Data Coupler 

To prov ide the Datapoint user with a simp le, low-cost 
Bell System compat ible method of accessing the 
te lephone network, Datapoint Corporat ion offers the 
Datapo int 3300/ Data Coupler. The Coupler is compati ble 
with the Be ll System 1 03-type Dataphones Rand 
operates in the or iginate mode. 

The Data Coupler prov ides acousti ca l coup li ng to th e 
teleph one network through the handset of a Be ll System 
500-ser ies te lephone set , eliminat ing the need of any 
d irect electri ca l connecti on. It operates at any data rate 
up to 300 bits per second in full or half dup lex mode. A 
full y industry-compati ble (Electronic Ind ustri es 
Assoc iat ion RS-232 B) electrica l interface for inter­
connect ion to Datapoi nt terminals is prov ided An 
additiona t output is also provided for use with auxiliary 
telepr inters or other devices. 
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Reproduce-Remote Mode- The Tape Unit is pl aced 
under th e control of the co mmunicati ons interface 
system of the CRT Term ina l. Data is reprod uced in 
start-stop format at the speed se ttin g of the in te rface. 
Th e "X-on ', X-off " co ntro ls may be appli ed to prov ide 
automat ic computer access of a message prepared 
off-l ine. The data is also d ispl ayed on th e CRT during 
transmission. 

Specifications 

Model Code 
3300-300 

Tape cassette 
Phillip s type 

Storage capacity 
450,000 characters pe r cassette 

Input-Output data rate 
Up to 2400 BPS (240 characters per 
second) 

Interface 
Operates in conju nct ion w ith Datapoi nt 
3300 CRT Term inal 

Functional Characteristics 

Data Rate 
Up to 300 bits per second 

Modulation 
Bell System 103 compat ible, ori g inate 
mode 

Line Conditioning 
Be ll System DOD network li nes 
No spec ial l ines required 

Transmission Mode 
Full o r half duplex 

Line Interface 
Acoustic coup ling 

Terminal Interface 
EIA RS-232B 

Auxiliary Interface 
EIA RS-232B (Transmit onl y) 

Operator Controls 
Full / half dup lex 
Power on/off 

Indicator 
Carr ier detec ti on 

Controls 
Record 
Reprod uce- Local (contro ll ed by 
Datapo int 3300 ROLL co ntro l keys) 
Rep rod uce- Remote 

Power 
25 watts (obtained from Datapo int 3300 
CRT Terminal) 

Size 
7.5 inches wide , 18 inches long, 5 inches 
high (styled as companion un it to the 
Datapo int 3300 CRT Terminal) 

Weight 
12 pounds 

Physical Characteristics 
Dimensions 
Width : 11 .75 in ches 
Height : 4.5 inches 
Depth : 11 .2 inches 
Weight : 4 pounds 

Power Requirements 
115 v.a .c . 60 Hz, 12 watt s 

Model Code 
3300-400 



Datapoint 3300/Thermai Printer 

The Datapoint Th ermal Printer unit is a li ghtwe ight, 
compact , econof!1ical device designed to be used with 
the Datapoint 3300 or Datapoint 2200 (thro ugh a 
comm unications adaptor). The printer unit provides a 
hard copy record capab ility and can produce alpha­
numeric characters at speeds up to 30 characters per 
second. It can accept incoming data at 110, 150,220 
or 300 bps 

The Thermal Printer can serve as a sate llite printer for 
5 Datapoint 3300's, permitting substant ial economy. The 
printer unit is full y compatib le w ith the Datapoint 
3300/Tape Cassette Unit and the Datapoint 3000 CRT 
term inal. Th e unit is cab le connected to the Datapoint 
3300 and uti lizes standard serial data logical interfaces. 
Power is provided from any standard wall outlet. 

Using a standard 8-1/ 2" paper ro ll , the Thermal Printer 
can produce a wide variety of form atted reports, 
ave raging less than a penny per sheet. Printing is 
accompl ished through a thermal process utilizing a 
CRT-compatib le 5x7 dot matrix wh ich does not entai l 
any mechanical impact. Because no inked ribbon is 
used , the operati on is remarkably clean. Operation is 

qu iet because less than 25 moving parts are used . 
Lu bricat ion requirements are minimal. The Datapoint 
3300/Thermal Printer and its compan ion un its are 
handsome ly sty led with sol id state construct ion 
throughout. 

Specifications 

Model Number 
3300-200 

Size 
12" x 15" x 5W' 

Weight 
24.7 pounds 

Plug-in 
Standard wal l outlet 

Power requirement 
57.5 watts 

Print speeds 
Up to 30 cha racters per second 

Speed selection 
Available at 110, 150, 220 and 300 BPS 
through automa tic selection 

Datapoint 3300 & 2200 Interface 
Standard RS232B 

Character Set 
96 character ASC II , upper and lower case 

Print Process 
Thermal , heat sensitive paper 

Print head 
CRT compa ti ble 5x7 dot matrix 

Ribbon 
None required 

Moving Parts 
Less than 25 

Lubrication requirements 
Minimal 

Construction 
So lid State 
Less than 25 mov ing parts 

Character Size 
110" high x .082" wide 

Character Spacing 
10 per inch hOrizontal 
6 per inch vertica l 

Model Codes 
3300-200 Thermal Printer 
3300-201 Coded Print Control 
3300-202 Therma l Roll Paper 
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Datapoint 3000'lnteractive Terminal 

Based on concepts proven in the Datapo int 3300, the 
Datapo int 3000 was developed to provide the time 
sharin g user with an inexpensive, in te ractive d isplay 

te rmin al wi th full -screen teletypewriter compatibility . 
The te rminal is att racti ve ly sty led and quiet enough to 
fit the most critical o ffi ce environment. 

The Datapo int 3000 operates at data rates of 110, 150, 
220, and 300 bits/second (10, 15,20, and 30 characters 
per second ), and ca n be used with a Datapo int 3300 
Therm al Printe r fo r hard copy A separate eleven-key 
number pad and ten fun cti on keys provide a fun ct ional 
keyboard arrangement. 

Functional Characteristics 

Screen Size 
12 inch rectangular tube 

Character Size 
0.16" x 0.1 1" 

Number of Characters 
1800 

Characters Per line 
72 

Number of lines 
25 

Refresh Rate 
60 frames per second 

Character Set (ASCII) 
27 alphabeti c 
10 numeri c 
26 specia l 
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Controls 
Cursor : up, down, right. left , home up, 

homedown 
Erase: to end of line, to end of f rame 
Frame ro ll : up, down 
Power: on, o ff 
Mode: remote/local 
Transm ission : full dup lex / half duplex 
Rate : 11 0, 150 , 220 , 300 bits/ second 

Physical Characteristics 

Dimensions 
Width : 18 in ches 
Heig ht : 14 inc hes 
Dep th : 19 in ches 
Weight : 48 1bs. 

Power Requirements 
11 5 v a.c. , 60 Hz, 140 watts 

Model Codes 
3000- 100 Interactive CRT Termi nal 
3300-102 Answerback option 

(factory-insta ll ed o nly) 
3300-1 10 Telegraph Loop Keyer 
3300-1 11 230 v.a.c , 50 Hz opt ion 

(factory-in stall ed only) 
3300-1 12 Auto carriage-retu rn / I ine-feed 

de letion ki t 
3300-1 13 Coded Cursor Key Kit 
3300-1 14 Backspace Coding Kit 
3300-1 15 Escape Key Cod i ng Kit 
3300- 11 6 Space Over-write Latc h Kit 
3300-20080 Co lum n Print er 
3300-20 1 Print Con tro l option for 

3300-200 
3300-400 Data Coupler 
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Datapoint 3360@/Display Unit 

The Datapoi nt 3360-100 v ideo termi nal is a systems 
or iented term i nal, capab le of 480 character-pe r-second 
operation . Screen capac ity is 2000 characters , formatted 
as 80 characters per line, by 25 lines. In addition to the 
80 characters per line, two addit ional characters can 
be pr inted at the left marg in separated by a space from 
the main text and used for line numbering or index ing of 
the first 24 lines. 

This term inal transmits serial data in an interactive 
or full duplex mode. In addition to the interactive mode, 
thi s terminal also has a block transmit mode capabl e 
of transmitting one co mplete line of data as a bl ock. The 
block transmitted data is selected by positioning the 
cursor to the information desired on the screen, and 
block transmit is initiated by a contro l " 8 " received by 
the termin al. 

The se ri al data is transmitted in ASCII format at one of 
four se lected baud rates. The baud rate se lect switch Many options are avai lab le for thi s terminal , one of 

which is Auto-Tab . Thi s option extends the fl exibil ity is phys icall y located on the back panel near the lower 
left corner of the termin al. 

The terminal may be used where system requirements 
ca ll for a co mputer-contro ll ed buffered terminal. All 
operat ions with the 3360-1 00 must be on-line. No off-lin e 
operations are possible , as the terminal must operate 
in a full-duplex manner. 

of the 3360 Terminal by prov iding direct cursor 
positioning to any location directed by program contro l. 
Thi s opti on will also allow the terminal to search out 
and locate for program con trol the exact locat ion of 
three separate and distinct symbols and multiple 
locations of these symbo ls. 

Specifications 

Terminal 

Screen Size 
Standard 12" rec tangular tube 

Character Size 
0.16" x 0.11 " 

Refresh Rate 
60 cps, Line Synchronized 

Buffer Memory 
2000 Charac ters 

Characters per Line 
SO 

Number of Lines 3360A 
24 (p lus op tion al command lin e) 

Keyboard 
Ful l uppercase ASC II Keyboard plus 
co ntrol keys featuring " n"-key ro ll over 
and 1 0 key numerics pad 

Cursor 
So li d or Fl ashing, on/off under program 
cont ro l 
Remo tely pos iti onab le 

Code Type 
Seri al ASC II Start-Stop 

Data Rate 
300, 1200, 2400, or 4S00 baud se lectable 

Electrical Interface 
E.I.A.-RS 232B (Data Set co mpat ible in 
both socket and signa l) 

Power 
180 Watts, 115 v.a.c., 60 Hz 

Physical Dimensions 
1S" w ide, 1S" long , 14" high , 4S lbs . 

Cursor Controls 
Up Curso r 
Down Cursor 
Left Curso r 
Right Cu rso r 
Home Up 
Back Space 
Line Feed 
Carriage Return 
Turn o ff Cursor and Printer 
Turn On Curso r 
Di rect Curso r PQsi tion 

Other Control Functions 
Bell Ring 
Start Printer 
Block Tran smit Line Cu rsor is on 
Erase sc reen to end o f lin e 
Erase screen to end o f frame 
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Datashare Video Terminal 
The Datapoint 3360-102 is the video terminal offered 

specif ically for use with the Datashare multi-terminal 
timesharing system , In this application the Datashare 
Video Terminal comm unicates with a Datapoint 2200 v ia 
the Multiple Port Communications Adaptor, 

Screen capacity is 2000 characters formatted as 80 
characters per line, by 25l ines, In add ition to the 80 
characters per line, two add itional characters can be 
printed at the left margin separated by a space from the 
main text and used for line numbering or index ing of the 
first 24 lines, 

Thi s terminal transmits and receives serial data in an 
interactive full duplex mode to and from the Multiple 
Port Communications Adaptor v ia direct connect ion or 
over telephone lines using Data Sets, The ser ial data is 
transmitted in ASCII format at one of four se lectable 
baud rates (300 , 1200,2400, 4800) 

The Auto-Tab feature of the 3360-102 extends flexi­
bility by providing direct cursor positioning to any 
screen locat ion from the Datashare program contro lling 
the 3360-102 port. 

Specifications 
Terminal 

Screen Size 
Standard 12" rectangular tube 

Character Size 
,100" x ,058" 

Refresh Rate 
50/60 cps (power line frequency) 

Buffer Memory 
2048 Characters 

Characters Per Line 
82 

Keyboard 
Full uppercase ASCII Keyboard plus 
con trol keys featu ring " n" -key roll over 
and 1 0 numeri cs pad 

Cursor 
Flashing, onloff under program contro l 
remotely positionable 

Code Type 
Seria l ASCII Start-Stop 
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Data Rate 
300 , 1200, 2400, 4800 baud se lectab le 

Electrical Interface 
E,I,A,- RS 232B (Data Set compatible in 
both socket and signal) 

Power 
180 watts , 115 v.a .c" 50/ 60 Hz 
option 3360-111 for 230 v,a,c" 50/60 Hz 

Physical Dimensions 
18" wide , 18" long , 14" high , 481bs, 

Cursor Controls 
Up Cursor 
Down Cursor 
Left Cursor 
Right Cu rsor 
Home Up 
Back Space 
Line Feed 
Carriage Return 
Turn off Cursor 
Turn on Cursor 
Direct Cursor Positi on 

Other Control Functions 
Bell Rin g 
Erase Screen to end of line 
Erase Screen to end of frame 
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Datapoint Training 

The Datapoint Trainin g Center offers a se ri es of 
comprehensive courses designed to acquaint the 
programmer with the Datapo int product line. 

Databus Programming Course (5 days) 
COURSE TOPICS: DATABU S is a high leve l interpretive 
language for use on the Datapo int 2200. The statement 
and command features are spec ifica lly ta il ored to all ow 
the prog rammer to qu ick ly implement a task on the 
Datapo int Tape handlers, CRT routines, pr int routines , 
disk fi le handling routines , commun ications routines, 
arith meti c rout ines , and many other features make 
DATABUS a powerfu l programming too l. Programmers 
with busi ness app li cat ions will find thi s co urse helpful in 
construct ing software systems in a short time . 

Datapoint 2200/ Assembly Language Programming 
Cou rse (5 days) 
CO URSE TOPICS: Thi s course all ows a programmer to 
ga in a detailed insight into the arch itec ture and assemb ly 
leve l language of th e Datapo int 2200. The course wi ll 
prov ide not only the knowledge of th e Datapo int's ce ntral 
processor operati on, but famili arity with tape , keyboard, 
and CRT programm ing Thi s approach y ie lds an ove rall 
ab ility with the 2200 so that the programmer or analyst 
can apply itto his app li cati on in minim um tim e. The 
course assumes some pr ior knowledge of machine and 
assembly leve l language, but many com pil er leve llan­
guage programmers have found the assembly language 
stra ightforward and have had no d iff iculty in implement­
ing a program. 

Datapo int 2200/ Disk Operating System Programming 
(2 days) 
Datapo int prov ides a powerful Di sk Operating System 
to be used in con junction with a Datapoint 2200 and Disk. 
Th is co urse covers th e fil e structu re of the Datapo int 
DOS, the subroutines avail able and the powerful 
interrupt hand ler. The Assembly Lang uage Prog ramming 
course is a prerequisite for the DOS. 

Datapoint 2200/Peripheral Programming (1 day) 
COURSE TOPICS: For systems having add iti onal 
devices such as printers, tapes, card readers and disks , 
this course wil l provide the prog rammer with a thorough 
knowledge of each device. Both software and hardware 
aspects are covered. 

Datapoint 2200/Communications Programming Course 
(2 days) 
COURSE TOPICS: Special programming techniques are 
used to construct a system with data communications by 
direct-lin e or modem . Communications program s involve 
proced ures directing hardware to fo llow a specifi c 
sequence of events. Whether Datapoint-manufactured 

modems or Bell Data Sets are used, each type of device 
has a particu lar "handshaking " sequence. The theory and 
implementation of thi s sequence are covered along with 
th e basic concepts of data commun icat ions. It is 
recommended that the student should attend the 
Assembly Languag e course prior to the Communications 
co urse because coding examples are offered. 

Datapoint 2200/ Maintenance Training 
COU RSE TOPI CS: Datapo int 2200 maintenance training 
is ava il abl e on an as needed basis to all system 
purchasers, includ ing OEM 's. Training inc ludes opera­
tion of software and diagnostics plus detail ed instruct ion 
on Datapoint equ ipment 

Datapoint Documentation 
Datapoint Corporati on makes ava il ab le a comp lete roster 
of documentati on and support literature for each of the 
Datapoint products . These are designed to give the user 
fu ll information on the capabili ty of these systems and 
how they can be put to work most effective ly. Al l of these 
materials are available through Datapo int fi eld sales 
offi ces or from Corporate headquarters. 

Datapoint Supplies 
To insure that your Datapo int equ ipment maintains top 
effici ency, Datapoint Corporat ion co nstantly evaluates 
the support materials that a smooth running data 
processing organization depends upon. 

Cassette Tapes 
Magnetic tapes for the Datapoint 2200 and 3300 units 
are expected to have a long operating life under heavy 
business usage. To meet thi s goal, the cassette tape 
supplied by Datapoint Corporat ion is not on ly dig itally 
verif ied for cons istency, but also indiv iduall y checked 
for a smooth , non-wearing ox ide coat ing. On ly Datapoint 
cassette tapes w ill insure an error free and long life fo r 
yo ur tape system. 
Model Code: 2200-150 Cassette Tape , 300 feet 

2200-161 Blank Tape Labe ls 

Printer Supplies 
A complete line of printing materials is ava il able for your 

Datapoint. 
Model Codes: 2200-202 Ink roller for 2200/ Pri nter 

2200-260 Servo Cloth Ribbon 

Coding Pads 

2200-261 Servo Carbon Ribbon 
2200-270 Servo Courier 72 Printwhee l 
2200-27 1 Servo Pi ca Printwheel 
2200-272 Servo Elite Pr intwhee l 
3300-202 Paper for 3300/Therm al Prin ter 

2200-151 Pad of cod ing forms, 25 / Pad . Pad is su itable 
for use with Assembly Language or DATABUS, a high 
level language. 
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For further information on Datapoint products , please 
write or call the Datapoint Corporation office nearest you . 

• 
ao~ Oln 

Home Office: 
9725 Datapoint Drive/ San Antonio , 
Texas 78284/ (512) 696-4520 

Direct Sales Offices: 
Atlanta (404) 458-6423 
Chicago (312) 671-5310 
Cleveland (216) 921-9200 
Dallas (214) 630-1342 
Detroit (313) 557-6092 
Greensboro (919) 299-8401 
Houston (713) 688-5791 
Los Angeles (213) 645-5400 
Minneapolis (612) 854-4054 
Newark (201) 568-1225 
New York (212) 759-4656 
Ph iladelphia (215) 643-5767 
Phoenix (602) 265-3909 
Portland (503) 244-0101 
San Francisco (415) 968-7020 
Washington D.C. (703) 525-6924 

0973 

Sales Representatives: 
AIDES , Inc ./Lawrence, Kansas/ (913) 842-1147 
AIDES , Inc./Omaha, Nebraska! (402) 397-0166 
AIDES , Inc ./Kansas City, Missouri/ (816) 781-0400 
AIDES , Inc'/St. Louis, Missouri/ (314) 721-4205 
PLS Associates/Denver, Colorado/ (303) 771 -0140 
PLS Associates/Albuquerque, New Mexico/ (505) 255-0120 
PLS Associates/Salt Lake City, Utah/ (801) 272-3681 

International Sales Representatives: 
AUSTRALIA/Sigma Data/Australia (PTY) Ltd ./Sydney 
BELGUIM/Sait Electronics/Brussels/Telex : 846-21601 
CANADA/TRW Data Systems/Scarborough/ (416) 438-9800 ; Telex: 06-23166 
DENMARK/Regnecentralen/Hovedvejen 9/Telex : 855-15468 
ENGLANDlVentek, Ltd.ILondon/Telex: 851-923038 
FINLAND/Oy Nokia Ab Electronics/Helsinki/Telex : 857-12579 
FRANCE/Matra S.A./Paris/Telex : 842-62777 

_ GERMANY/Gier Electronics G.m.b.H/Hanover/Telex: 841-923449 
HAWAII/The Systems Corporation/Honolulu/ (808) 955-6638/Telex: 723414 
HOLLAND/Regnecentralen/Rotterdam 3/Telex: 844-24078 
ISRAEL/I.S. Information Systems, Ltd ./Ramat Abiv/Telex : 922-33816 
JAPAN/CJK Company, Ltd ./Tokoyo/Telex: 781-02322315 
MEXICO/Control Y Proceso Electronico , S.A./Mexico·City/ (905) 563-9902 
NORWAY/SCANIPS/Oslo/Telex: 856-18549 
SOUTH AFRICA/Computer Advances/Johannesburg/Telex: 960-430774 
SWEDEN/Nokia Ab Electronik/Hagersten/Telex : 854-1802 
SWITZERLAND/TRW Communications/Lyss/Berne/Telex : 845-34446 
U.S.A./TRW Electronics-International/Los Angeles/Telex : 674593 

COPYRIGHT © 1973 BY DATAPOINT CORPORATION 

PRINTED IN USA 


