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Extensive  Logic  Development  and Suppor t  Capabi l i ty  in  One Convenient  System,  by  
Michae l  W.  Dav is ,  John  A .  Schar re r ,  and  Rober t  G .  Wick l i f f ,  J r .  A  po r tab le  s ta t ion ,  16 -b i t  

emula tors ,  and sof tware and hardware ana lys is  enhance the HP 64000 System.  

H P  6 4 0 0 0  T e r m i n a l  S o f t w a r e ,  b y  P a u l  D .  B a m e  N o w  a  l o g i c  d e v e l o p m e n t  s t a t i o n  c a n  
exchange da ta  and  p rograms w i th  la rge  compute rs .  

T h e  H P  6 4 0 0 0  M e a s u r e m e n t  S y s t e m ,  b y  K i p p e r  K .  F u l g h u m  T h i s  s o f t w a r e  p a c k a g e  c a n  
cont ro l  and moni tor  any measurement  operat ion in  a  64000 System.  

M a i n f r a m e  D e s i g n  f o r  a n  I n t e g r a t e d  E n g i n e e r i n g  W o r k s t a t i o n ,  b y  J e f f r e y  H .  S m i t h ,  
Gar i tÃ³n to Gl i tzke,  and Alan J.  DeVi lb iss You can take the new 64110 A Stat ion wi th you to 

so lve d isc  prob lems.  Both  64000 System s ta t ions now have dua l  f lex ib le  d isc  dr ives.  

A  Modu la r  Ana l yze r  f o r  So f twa re  Ana l ys i s  i n  t he  64000  Sys tem,  by  R i cha rd  A .  Nygaa rd ,  
J r . ,  F reder i ck  J .  Pa lmer ,  B ryce  S .  Goodwin ,  J r . ,  S tan  W.  Bowl in ,  and  S teven  R.  Wi l l i ams .  

Measur ing sof tware  per formance and t rac ing program f low is  much eas ier  w i th  th is  new opt ion .  

A  M o d u l a r  L o g i c  T i m i n g  A n a l y z e r  f o r  t h e  6 4 0 0 0  S y s t e m ,  b y  J o e l  A .  Z e l l m e r ,  J o h n  E .  
Hanna ,  va r i e t y  Dav id  L  Neuder  A  dua l - t h resho ld  mode ,  g l i t ch  de tec t i on ,  and  a  va r i e t y  o f  

t r igger ing funct ions are some of  th is  opt ion 's  features for  the d ig i ta l  hardware des igner .  

E m u l a t o r s  f o r  1 6 - B i t  M i c r o p r o c e s s o r s ,  b y  D a v i d  B .  R i c h e y  a n d  J o h n  P .  R o m a n o  H P ' s  
second-generat ion of emulators provides design support for a variety of new 1 6-bit  devices. 

H i g h - L e v e l  L a n g u a g e  C o m p i l e r s  f o r  D e v e l o p i n g  M i c r o p r o c e s s o r  S y s t e m s ,  b y  M a r t i n  W .  
Smi th and Joel  D.  Tester  Choosing the r ight  s t ructure has impor tant  benef i ts  for  the user .  

In this Issue: 
The e lect ron ic  bench is  the un iversa l  development  system that  a  des igner  or  a  team of  

designers uses to develop hardware and software for any kind of electronic product at al l .  At 
each des igner 's  command are  a l l  o f  the  computer -a ided des ign  too ls  and ana lyzers  tha t  
might subsystems be needed in the development ef for t .  Al l  of  these subsystems are l inked 
so that designers. combined power far exceeds that of individual tools used by isolated designers. 
As you've probably guessed,  th is  s ingle do-everyth ing system doesn' t  ex is t .  However,  the 
subject  for  th is  month 's  issue is  a system that  aspi res to become the e lect ronic  bench for  
designers of products based on commercial microprocessors, those l i t t le computers on a chip 

that these turning up in everything from scales to automobiles these days. First featured in our October 1 980 issue, 
the HP 64000 Logic  Development  System is  much c loser  to  i ts  goa l  today than i t  was then.  

How close hardware it? Let's look at what it takes to develop a microprocessor-based product. First, the hardware 
must be somewhere and a prototype built. Perhaps it's a microwave oven, and somewhere inside is a printed circuit 
board development on it a microprocessor in a socket. Concurrent with the hardware development is the software 
development effort .  Someone must wri te the program the microprocessor wi l l  execute. In the f inal product this 
program wil l  be stored permanently in a read-only memory chip (a ROM), at which point i t 's no longer software 
but f i rmware. With prototype hardware and software avai lable, the test ing and debugging begin. Hardware and 
sof tware are tested separate ly ,  then together unt i l  the ent i re system is  work ing proper ly .  

The 64000 debugging is a pret ty complete system for  sof tware development and for  test ing and debugging 
software and the digital portion of the hardware. It can't design printed circuit boards or tel l you if the oven does 
justice occupied a casserole. The 64000 plugs into the socket on a prototype board that's normally occupied by the 
microprocessor, and it emulates or pretends to be the microprocessor. The product doesn't know the difference, 
but the System can now control  and observe everything that happens. Today's 64000 System can emulate and 
produce power fu l  fo r  a  long l is t  o f  w ide ly  used microprocessors ,  inc lud ing the newer ,  more power fu l  16-b i t  
models. hardware testing and analysis, the system offers a new software state analyzer and a new hardware timing 
analyzer .  A new por tab le  development  s ta t ion and f lex ib le  d isc  dr ives make the system usefu l  for  serv ic ing 
complex  equ ipment  and for  deve lopment  a t  remote  s i tes  (cover  photo) .  A  deve lopment  s ta t ion ,  por tab le  or  
benchtop,  a be a laboratory 's  tota l  development system, performing al l  funct ions,  or  i t  can be dedicated to a 
single function such gs software development. Up to six stations can be l inked in a cluster, so several designers 
can share ultimate common data base. It's a formidable array of capabilities, even if it doesn't add up to the ultimate 
electronic bench. 

-R.  P.  Do/an 
Ed i t o r ,  R i cha rd  P .  Do lan  â€¢  Assoc ia te  Ed i t o r .  Kenne th  A  Shaw  Â«Ar t  D i r ec to r ,  Pho tog raphe r ,  A r v i d  A ,  Dan ie l son  â€¢  I l l u s t r a to r s ,  Nancy  S .  Vande rb l oom,  

Susan E. European â€¢ Administrative Services, Typography, Anne S. LoPresti, Susan E, Wright â€¢ European Production Supervisor, Henk Van Lammeren 
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Extensive Logic Development and Support 
Capability in One Convenient System 
HP's 64000 Logic Development  System gets c loser  to the 
concept  o f  an "e lec t ron ic  bench."  Real - t ime emulat ion,  
conf igurat ion f lex ib i l i ty ,  and integrated analys is funct ions 
are some features of this latest version of the 64000 System. 

by Michael  W. Davis,  John A. Scharrer,  and Robert  G. Wickl i f f ,  Jr .  

DURING THE DESIGN of a microprocessor-based sys 
tem, a large percentage of the time, typically 30%, is 
spent on debugging, integrating, and optimizing 

hardware and software. This phase often generates design 
changes that must be implemented quickly for maximum 
productivity. Not infrequently, software development must 
proceed with a prototype hardware system, or the hardware 
design must proceed with only skeleton software. The sys 

tem integration phase is the first time that all parts of the 
microprocessor system aie brought together. This ongoing 
process of refinement and change can be further compli 
cated by the use of multiple processors within the same 
system, and these processors may be from more than one 
vendor. 

The development tools used by designers must offer flex 
ibility, power, and ease of use. They must be appropriate for 

Fig. keyboard, proces HP 641 OOA Development Station (right) includes a keyboard, display, host proces 
sor, power for 10 option cards, dual f lexible disc drives, and power supply. The optional emulator 
fo r  the  68000 mic roprocessor  i s  shown on  top  o f  the  64100A.  The HP 641 10A Deve lopment  
Station (left) is the transportable version of the 641 00 A and has the same features except that the 
number Logic option cards is limited to five. Some of the cables and a pod for the HP 64620S Logic 

State /Software Analyzer opt ion are shown with the 641 10A. 
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projects ranging from a single-person task to a large-team 
software task with a huge data base. The HP 64000 Logic 
Development System provides a comprehensive solution 
for these varying design requirements. Facilities for 
hardware timing analysis, state/software analysis, and 
software performance overview provide debugging and in 
tegrating tools that improve the designers' efficiency. These 
analysis tools can be used independently or in conjunction 
with the 64000's emulation and software development fea 
tures. As a result of recent architectural enhancements, the 
64000 System can be used in different development envi 
ronments where the user may work independently, with a 
team, or at a station connected to a larger CPU. Offering all 
of these features and settings while retaining a common 
human interface, the 64000 is a highly integrated logic 
development system with many of the attributes of the 
"electronic bench."1 

System Conf igurat ions 
An HP 64000 Logic Development System may be a single 

station configured as an HP 64100 Development Station 
with an HP 64941A Dual Flexible Disc Drive installed, or as 
an HP 64110A Development Station. Either station (Fig. 1) 
can edit, assemble, compile, link, and store program mod 
ules. A compatible HP printer can be added for hard copy, 
and a compatible HP hard disc memory can be added for 
greater storage capacity and higher performance. The sys 
tem can be expanded to a cluster of as many as six develop 
ment stations, each with its own host processor, sharing a 
hard disc and line printer. The stand-alone mode can be 
used for smaller software projects or analysis and emula 
tion. The multistation cluster has the advantage of a shared 
data base and shared peripherals for a team of designers. A 
station having the flexible disc drives can be disconnected 
and used independently at anytime. Software is compatible 
between the hard disc and the dual flexible disc drives. 

In the stand-alone configuration, a development station 
can be connected to an HP-IB (IEEE 488) controller and used 
as a typical controlled instrument. In either the stand-alone 
or cluster configuration (Fig. 2), any development station 
can be connected by an RS-232-C/V.24 interface to a host 
CPU such as an HP 3000 Computer. A communications 
protocol and terminal emulation software permit upload 
ing and downloading of both source and absolute files 
between the 64000 and a host computer (see box on page 6) . 
This gives the 64000 the flexibility to use software tools 
available on the host computer, or to use its own built-in 
software tools, reserving the host for archiving and man 
agement control. Also, the host computer can send a com 
mand file to a 64000 Station and cause it to execute those 
commands. 

Each 64100A and 64110A Development Station can be 
configured in many different ways. Adding an HP 64032A 
Memory Expander with 32K words of RAM provides addi 
tional symbol space for compilers. Both Pascal and C 
cross-compilers are available for a number of micro 
processors, and a host Pascal compiler is available to exe 
cute on the 64000 System. The addition of emulator options 
with up to one megabyte of independent memory in 32K, 
64K, or 128K-byte increments gives the user an executing 
and debugging environment and a tool for integrating 

Stand-Alone Configurations 

R S - 2 3 2 - C / V . 2 4  
t o  H o s t  C P U  

Line Printer 

To HP- IB 
Controller 

in Stand-Alone 
Mode Only 

R S - 2 3 2 - C / V . 2 4  
t o  H o s t  C P U  

641 OOA 

Cluster  Conf igurat ion 

Fig.  2 .  The 64000 Logic  Development  System can be conf ig  
ured wi th  any 64 WO A or  64110 A Development  Stat ion in  a  
stand-alone mode with or without a l isten-only l ine printer, and 
can be connected to an HP-IB contro l ler ,  i f  desi red.  The c lus 
ter  conf igurat ion can be expanded to as many as s ix stat ions 
connec ted  t o  a  ha rd  d i sc  memory .  Any  s ta t i on ,  e i t he r  i n  a  
c luster  or  a  s tand-a lone system, can be connected to  a host  
CPU via an RS-232-C/V.24 interface. Stand-alone stations can 
also using wi th each other  ora c luster  conf igurat ion by using 
opt ional data l inks. 

hardware and software in the early phases of development. 
As software modules are completed, they can be mapped 
into the target system's RAM or stored in programmable 
read-only memories (PROMs) using the HP 64500A PROM 
Programming System. The HP 64302A Logic Analyzer is a 
single-option-card state analyzer which can be added to any 
emulator to monitor address, data, and status of the target 
microprocessor system. For complex debugging and inte 
gration, a user can add an HP 64620S Logic State/Software 
Analyzer (see article on page 16) with external or internal 
probes. The 64620S is expandable from 20 to 120 channels 
and has a real-time overview of state events for software 
performance evaluation. It also has access to the 64000 data 
base for symbolic debugging. For hardware debugging and 
integration, an HP 64600S Logic Timing Analyzer (see arti 
cle on page 23) can be used for the monitoring of control, 
status, and logic levels. It is available with 8 or 16 channels. 
Both the 64620S and the 64600S can be installed as separate 
subsystems or in conjunction with other HP analyzers and 
emulators. 
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D e v e l o p m e n t  S t a t i o n s  
Both the 64 100 A and 641 10A Development Stations have 

an integral keyboard and display (Fig. 1) to provide the 
interface between the operator and the logic development 
system. Both have the same host processor system, al 
though because of available space, it is partitioned differ 
ently in the two stations. The host processor is a custom 
16-bit microprocessor manufactured by HP. The smaller 
station, the 641 10A. is rack mountable and transportable, 
easily moved about the laboratory or used for production 
and service applications. The larger station, the 64100A, is 
better suited for fixed benchtop applications. 

Each station has an option card cage (Fig. 3] to house 
circuitry for the various system options. The 641 10A has 
five option card slots and a 250W power supply and the 
64100A has ten option slots and a 400W power supply. The 
development station bus is the interface between the host 
processor and the option cards. Each option card is iden 
tified by the host processor when the station is turned on, 
communicating through 16K words of memory- mapped I/O 
so that the option software and directed-syntax softkeys are 
self-configuring. Station setup and the HP-IB are controlled 
by rear-panel switches. 

All option cards use the same directed-syntax human 
interface used for the system monitor, editor, and software 
tools.2 This results in ease of use, quick learning, and better 
user productivity. The emulation system uses a separate 
emulation bus to communicate between emulation control, 
emulation memory, and analysis cards. The analysis cards 
also share an intermodule bus for measurement control and 

interaction. The measurement system software can support 
any four emulator or analyzer subsystems within a single 
development station. This software treats the HP 64302A 
Logic Analyzer as an integral part of an emulator. The 
number of subsystems a station can hold is dependent on 
the number of option cards involved since some subsystems 
require more than one card. 

Flexible Disc Drives 
Dual 5V4-inch flexible disc drives, another development 

station option, make it possible to operate the 64000 System 
without a hard disc memory. Since the software runs on 
either a hard-disc-based cluster or flexible-disc-based sta 
tions without change, these new stations are not simply an 
add-on to the 64000 product family. They can be used in a 
cluster system, and when a problem arises in a field applica 
tion, the software needed to check out the remote system 
can be recorded on flexible discs directly from the shared 
cluster disc. This includes user-developed programs as 
well as HP system software. Thus, the station and the flexi 
ble discs can be taken to the problem. These new station 
options also lower the entry cost of a 64000 System. The 
minimum configuration is reduced from a station and a 
hard disc to just a station, with the assurance that upgrading 
to a hard disc memory will not cause any disruptions. 
Operation of a flexible-disc-based station is identical to the 
operation of a station within a cluster. All files transport 
from one environment to the other without change. The file 
manager is the same in both environments; only the disc 
driver code is different. Flexible disc interfaces to the file 
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Line Printer, 

Other 64000s 
or 
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Listen-Only Printer 

Other CPU 
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Fig. independent can host system and the emulated microprocessors have independent buses and can 
run s imul taneously .  Emulat ion and analys is  can be cont ro l led for  coord inated measurements ,  
a l lowing sof tware development concurrent wi th emulat ion and analysis.  The assortment of  n ine 
op t i on  i s  shown  above  i s  poss i b l e  on l y  i n  t he  64100A  S ta t i on  s i nce  t he  64110A  S ta t i on  i s  

l imi ted to  no more than f ive cards.  
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HP 64000 Terminal Software 

by Paul  D.  Bame 

T h e  n e e d  f o r  r u d i m e n t a r y  c o m m u n i c a t i o n  b e t w e e n  t h e  H P  
64000 Log ic  Deve lopment  System and o ther  dev ices was recog 
n i zed  a t  t he  i ncep t i on  o f  t he  sys tem.  To  hand le  t h i s  need ,  an  
RS-232-C/V.24 por t  was designed in to the development  s tat ion,  
a n d  a  s i m p l e  c o p y  c o m m a n d  w a s  i m p l e m e n t e d  i n  t h e  s y s t e m  
moni tor .  When used wi th  the RS-232-C/V.24 por t ,  the copy com 
mand al lows the user to t ransfer f i les between the 64000 System 
and  a  remo te  dev i ce .  A l l  64000  f i l e  t ypes  can  be  t rans fe r red .  
D u r i n g  o f  o f  t e x t  f i l e s  ( s o u r c e  a n d  l i s t i n g ) ,  t h e  u p p e r  b i t  o f  
each each is  s t r ipped.  For  other  f i le  types,  a l l  e ight  b i ts  of  each 
by te  are  t rans fer red .  The max imum t rans fer  ra te  is  9600 baud,  
with pacing required for rates g reate r than 1200 baud. To achieve 
t h i s  i s  a n  X O N / X O F F  p r o t o c o l  i s  u s e d .  E r r o r  d e t e c t i o n  i s  
provided on nontext f i les;  however,  no error correct ion or retrans 
mission capabi l i t ies exist .  

R e c e n t l y ,  t e r m i n a l  s o f t w a r e  h a s  b e e n  a d d e d  t o  t h e  s y s t e m  
monitor. I t  al lows a development stat ion to be used as a conversa 
t ional terminal with f i le transfer capabi l i t ies. The requirement was 
f o r  t h e  d e v e l o p m e n t  s t a t i o n  t o  b e  a b l e  t o  r e p l a c e ,  b u t  n o t  t o  
emu la te  many  common te rm ina ls  on  popu la r  ma in f rames .  The  
development stat ion should be able to plug into a normal terminal 
port ,  a l lowing the simplest  interface between a user 's mainframe 
and the 64000 System. 

Because o f  sys tem cons idera t ions ,  i t  was  des i rab le  to  imp le  
men t  th i s  asynchronous  commun ica t ion  capab i l i t i es .  W i th  th i s  
decis ion made, the next  step was to determine the most  general  
w a y  t o  i s  t h e  d a t a  p a c i n g .  T h i s  p a c i n g ,  o r  f l o w  c o n t r o l ,  i s  
very  impor tant  for  reading data ra tes above 1200 baud re l iab ly .  
M a n y  o f  c a n n o t  s u p p o r t  a  s u s t a i n e d  i n p u t  d a t a  r a t e  o f  
even 300 baud,  especia l ly  when support ing a heavy t imeshar ing 
load.  to  two most  f requent ly  used protoco ls  were determined to  
be XON/XOFF and ENQ/ACK, and so these two were implemented. 

Protocols 
The XON/XOFF protocol is a start-stop protocol. When a device 

rece ives an XON character ,  t ransmiss ion s tar ts ,  and when a de 
vice receives an XOFF character, transmission halts. ENQ/ACK, on 
the other hand, Â¡san interrogative protocol. When a device wishes 
to t ransmit ,  i t  sends an ENQ character .  I f  the receiv ing device is  
ready to  accept  input ,  i t  responds wi th  an ACK character .  

Because in the past most terminals could never send data fast  
e n o u g h  t o  c a u s e  p r o b l e m s ,  t e r m i n a l  d r i v e r s  w e r e  n o t  a l w a y s  
writ ten symmetrical ly. When a mainframe computer sends a f i le to 
a  64000 Stat ion,  the protocol  running on the terminal  dr iver  pre 
vents the 64000 Stat ion f rom being overrun.  However,  some dr iv 
ers do not respond correctly to protocol when the mainframe is the 
receiver.  For example, many terminal dr ivers do not send XON or 
XOFF,  o r  do  no t  respond  p roper l y  when  they  rece ive  an  ENQ.  
A l though  HP compute rs '  ENQ/ACK pro toco l  i s  no t  su f f i c ien t  to  
c o n t r o l  f a s t  t e r m i n a l s  l i k e  t h e  6 4 0 0 0 ,  t h i s  i s s u e  h a s  b e e n  a d  
dressed. HP terminals often include tape cartr idge units, which, i f  
le f t  uncont ro l led ,  cou ld  cause the  main f rame to  be over run.  An 
addit ional level of protocol was added to control  the tape units.  A 
special  character is sent to the terminal  ( tape uni t)  whenever the 
main f rame is  ab le  to  accept  the  nex t  record .  Th is  p ro toco l  was 
a d o p t e d  i n  t h e  6 4 0 0 0 ' s  t e r m i n a l  s o f t w a r e  t o  p r e v e n t  a  6 4 0 0 0  
Stat ion f rom overrunning a remote dev ice or  mainf rame.  

Data Transfer  
Because of the internal characterist ics of a 64000 Stat ion, addi 

t ional  requirements are p laced upon the protocols that  are espe 
c ia l l y  impor tan t  when  opera t ing  a t  the  h igher  baud  ra tes .  The  
major  chal lenge was coord inat ing the d isc I /O wi th  the RS-232-  
C/V.24 I /O dur ing f i le  t ransfers .  Dur ing d isc  data  t ransfers ,  the 
interrupt system may be unavailable for up to 6 ms. The universal 
asynchronous receiver-transmitter (UART), which is also interrupt 
d r iven ,  can bu f fe r  up  to  two charac ters  in te rna l l y  be fore  be ing  
serviced. This creates a si tuat ion where, i f  more than two charac 
te rs  a re  rece ived  dur ing  the  t ime  tha t  i n te r rup ts  a re  d isab led ,  
some data may be lost .  A l lowing for  o ther  factors  that  a lso may 
affect  th is,  and leaving a comfortable safety margin,  the 64000's 
terminal mode can run at up to 1200 baud with no protocol. Using 
a protocol ,  the terminal  sof tware can run at  up to  9600 baud.  

The protocol must ensure that no more than two characters are 
received during a disc transfer.  This is not a problem whi le using 
the ENQ/ACK protocol. I t  is suff icient to ensure that al l  disc trans 
fers occur af ter  receiv ing an ENQ character  and before reply ing 
with In ACK. With the XON/XOFF protocol ,  th is is not so easy. In 
theory,  when a XOFF character  is  sent ,  the d isc t ransfer  can be 
made and then a XON can be sent. In practice, there is no guaran 
tee that the remote device wi l l  send no more than two characters 
a f te r  the  64000 Sta t ion  sends  the  XOFF charac te r .  Many  ma in  
f rames s imply  cannot  s top t ransmiss ion that  qu ick ly .  

There are two solutions to this problem. First, a simple program 
described in the 64000's terminal software manual can be run on 
the mainframe, solv ing the problem at  the mainframe. Second, a 
recent enhancement to the terminal software provides a conf igur 
ab le  de lay ,  fo rc ing the 64000 to  wa i t  f rom 0 to  32,767 ms a f te r  
sending an XOFF character  before going to the d isc.  

The protocols available in the 64000's terminal software system 
are general enough so that even if  a terminal driver is not compat 
ible with either protocol, fair ly simple mainframe programs can be 
wri t ten to bypass the terminal dr iver and interface with the 64000 
System directly. To avoid interference with the mainframe terminal 
dr iver XOFF, characters,  the control l ing characters (XON, XOFF, 
ENQ,  and  ACK)  a re  use r - con f i gu rab le  t o  any  seven -b i t  ASCI I  
characters. This al lows programs to be writ ten without knowledge 
of  how the terminal  dr ivers work.  The 64000's  terminal  sof tware 
supports transfers of source (text) f i les and absolute (object code) 
f i les.  Absolute f i les are t ransferred in  one of  three hexadecimal  
formats: Motorola S1/S9 format, Intel format, and Tektronix format. 
Mos t  ma in f rame-based  c ross  so f twa re  p roduces  one  o f  t hese  
fo rmats ,  so  ob jec t  code  can  be  t rans fe r red  to  a  64000 Sys tem 
where the 64000 's  emulat ion too ls  can be used.  

The  64000 's  te rm ina l  so f tware  has  two  ma jo r  l im i ta t i ons .  In  
add i t ion  to  no t  suppor t ing  synchronous  communica t ion ,  i t  on ly  
permits t ransfer  of  source f i les and absolute f i les.  

Paul  D.  Bame 
Pau l  Bame is  a  so f tware  deve lop  
ment  eng ineer  a t  HP's  Colorado 
Spr ings faci l i ty .  He received a BEE 
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manager are exactly the same as for the hard disc. The only 
assets a user of a flexible disc system gives up are data 
access speed and storage space. 

In cluster operation, the flexible discs are used only for 
storing and retrieving user files. Xew system software as 
sociated with the new hardware retains the commands 
familiar to users of the earlier version of the 64000 System. 
Commands used to store and retrieve files have the same 
syntax as those used for these functions on stations contain 
ing DC-100 cartridge tape drives. Since there are two flexi 
ble disc drives in a station, but only one tape drive in an 
older tape-equipped station, the new software uses the first 
available flexible disc drive and continues on the second 
drive if necessary. In this way, older software can take full 
advantage of the new hardware without requiring com 
mand syntax changes or requiring the user to keep track of 
drive numbers. 

Since flexible discs must be formatted before use, a 
software module was created to perform this function. 
(System modules consist of segments that are overlayed in 
64K bytes of RAM within each station. Only one segment 
may be executing at a given time.2) Commands for testing 
media and duplicating and comparing entire discs are also 
in this software module, which is placed in a separate 
segment with its own command interface so that once this 
module is loaded, many operations can be performed with 
out further reference to a system disc. 

For a user to take advantage of the fact that all system 
software runs in both cluster and stand-alone modes, some 
means of moving system files has to be provided. Further, 
because of space limitations on flexible discs, only the 
software needed for a particular application is placed on 
flexible discs, leaving more disc space for user files on-line. 

Single applications, such as the state analyzer, require 
many files for segment overlays. Keeping track of these files 
is a complex task. To free the user of this burden, a special 
file was created to group files under a single application 
name. The flexible disc system generator module refer 
ences this file, showing the user which system modules are 
on each hard disc or flexible disc. Moving modules from 
disc to disc does not require knowledge of the module file 
structure. 

HP-IB Avai lable  in  Stand-Alone Mode 
In a cluster, the rear-panel HP-IB port is used for system 

operation, but when a station is operating in the stand-alone 
mode, the HP-IB port is available for remote operation of the 
system. The 64000 Stations are not controllers; they func- 
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tion within an HP-IB system much like other instruments. 
The difference is that the 64000 is a system rather than a 
single instrument. Remote operation is therefore handled 
by passing across the HP-IB commands that would be typed 
under normal system operation. This effectively separates 
the HP-IB module from the measurement and control func 
tions within the system. Command interpretation and error 
checking are handled by the receiving module just as if the 
command came from the keyboard. This also makes pro 
gramming easy, since the same commands are used for 
HP-IB and manual operation. In addition, commands en 
tered manually with the aid of the softkeys2 can be logged to 
a file, and this file can then be used as a command file 
activated by a bus command, or the file can be sent over the 
bus for retransmission later. 

The HP-IB interface can be programmed to request ser 
vice from a controller on the occurrence of any of three 
conditions: awaiting command, error in last command, and 
measurement complete. This allows a controller to proceed 
with other tasks and detect errors until the 64000 Station is 
ready. A status byte can be requested to determine which 
condition caused the service request. Reading this byte also 
clears the interface to request service on the next occurrence 
of a programmed condition. 

Two special commands give the HP-IB controller direct 
access to the display and the station beep signal. This al 
lows remotely processed data to be displayed, as well as 
messages to an operator in a programmed system. Thus, the 
64000 Station can be used within a complex automated test 
system in a manufacturing area or, with adapters, con 
trolled at a remote site over a phone line. 

Logic Analysis  Subsystem 
The problem of realizing a logic analysis and software 

development system that meets all of the various needs of 
the digital hardware/software design scenario can best be 
appreciated by looking at a model of the design process. As 
shown in Fig. 4, the design process spans a range of ac 
tivities from developing analog and timing characteristics 
of devices (in a system environment) to high-level and 
abstract observations of system performance. 

At the bottom and middle of the funnel shown in Fig. 4, 
designers are most concerned with "does it work?" At the 
top, the concern is "can it be made to work more efficiently 
(less time, less code)?" Some of the measurements applied 
to these issues are indicated along the right side of the 
funnel. As one might expect, there are significant differ 
ences in the instruments that address these various applica- 
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The HP 64000 Measurement System 

by Kipper  K.  Fulghum 

One  o f  t he  ma jo r  con t r i bu t i ons  i n t roduced  by  t he  HP  64000  
Logic Development System is the f r iendly integrat ion of  sof tware 
a n d  h a r d w a r e  d e v e l o p m e n t  t o o l s  w i t h  s o f t w a r e  a n d  h a r d w a r e  
analysis tools.  Speci f ical ly ,  microprocessor emulat ion al lows the 
designer to exercise software and hardware in the target system, 
wh i le  in te rna l  ana lys is  p rov ides  unobt rus ive  tes t ing  and debug 
faci l i t ies. With the introduction of the 64620S Logic State Analyzer 
and  the  64600S Log ic  T im ing  Ana lyzer ,  the  64000  Sys tem now 
has  ex tens i ve  ex te rna l  ana l ys i s  capab i l i t i e s  as  we l l .  By  t hem 
selves,  the state,  t iming,  and exist ing emulat ion subsystems are 
power fu l  deve lopment  and analys is  too ls .  In termodule communi  
cat ion between these subsystems provides the user wi th a state- 
of - the-ar t  d ig i ta l  measurement  system. 

In termodule  Bus 
In termodule communicat ion is  accompl ished v iaa h igh-speed,  

ECL low-true intermodule bus (1MB) consisting of f ive signal l ines: 
master  enable,  de lay c lock,  t r igger  enable,  s torage enable,  and 
t r i gge r  ( h i gh - t r ue ) .  A l l  s i gna l  l i nes  use  one  d r i ve r ,  excep t  t he  
t r igger  l ine,  which a l lows mul t ip le  dr ivers .  Any number  o f  rece iv  
ers are al lowed on al l  f ive l ines. With this set of signals, complete 
intermodule contro l ,  sequencing,  t r igger ing,  and store qual i fy ing 
are provided.  The capabi l i t ies of  each analyzer are enhanced by 
the other  subsystems on the 1MB, and mul t ibus and mul t iproces 
sor  ana lys is  and emula t ion  can be done w i th  one sys tem.  

Measurement  System 
Management of this mult iple module analysis/emulat ion system 

i s  ach ieved  w i th  a  so f tware  package  labe led  meas_sys  on  the  
64000 's  so f t keys .  Th is  measurement  sys tem is  respons ib le  fo r  
in i t ia t ing ,  con t ro l l ing ,  mon i to r ing ,  and conc lud ing  any  measure  
m e n t  s e s s i o n  i n  t h e  6 4 0 0 0  e n v i r o n m e n t .  I t  a l l o w s  m u l t i p l e  
ana l ys i s /emu la t i on  modu les  (up  to  f ou r )  t o  coex i s t  i n  a  s i ng le  
s ta t ion and communicate wi th  one another  over  the 1MB.  

The measurement system functions as the resource manager of 
the 1MB. It enforces the global rules of the bus, coordinates its use, 
and  p reven t s  compe t i t i on  f o r  t he  bus  resou rces .  The  spec i f i c  
f unc t i ons  any  s ing le  modu le  can  pe r fo rm on  the  bus  a re  de te r  
mined by the nature of the module. Each module (state, t iming, or 
emulat ion subsystem) def ines what s ignals i t  wi l l  dr ive wi th what 
in ternal  resources,  as wel l  as what  i t  wi l l  receive.  

The only evidence of  the measurement system software vis ib le 
to  the user ,  once analys is /emulat ion has been requested,  is  the 
mul t ip le  module moni tor .  Th is  moni tor  is  entered on ly  i f  there is  
more  than  one  ana lys is /emu la t ion  modu le  in  the  s ta t ion .  In  a l l  
cases ,  the  con f igu ra t i on  and  res iden t  po r t i ons  o f  the  measure  
ment  sys tem sof tware are  loaded f rom d isc .  I f  there  is  on ly  one 
module present ,  that  module is  loaded and entered immediate ly  
b y  t h e  a r e  s y s t e m  s o f t w a r e .  B u t  i f  m u l t i p l e  m o d u l e s  a r e  
ident i f ied dur ing conf igurat ion,  the measurement system moni tor  
i s  en tered ins tead.  Th is  mon i to r  p rov ides  the  means o f  load ing  
so f tware  fo r  any  o f  t he  mu l t i p le  modu les .  I t  d i sp lays  a l l  o f  t he  
modules in  the box,  the card-cage s lot  number of  each module 's  
control  board,  each module 's current  status,  and a descr ipt ion of  
each  modu le .  I f  any  1MB spec i f i ca t i ons  have  been  made ,  t he  
cur ren t  1MB conf igura t ion ,  inc lud ing  d r ivers / rece ivers  o f  every  
1MB line, is displayed. Lines with possible competit ion, control lers 
o f  t h e  r e a r - p a n e l  B N C  p o r t s ,  a n d  e m u l a t o r s  o n  t h e  e m u l a t i o n  
ghost  s tar t  l ine (a  sof tware-suppor ted l ine for  in i t ia t ing mul t ip le  
emu la t i on )  a re  a l so  r epo r t ed .  The  so f t key  l abe l s ,  de te rm ined  

dynamical ly at configurat ion t ime, include one for each module in 
the box, with two or more identical modules dif ferentiated by their 
control  board's slot  number.  Depending on the current run status 
and the current 1MB specification, an execute or halt softkey label 
may also be displayed. A softkey al lowing output of the display to 
a  p r in te r  i s  a lso  shown.  Once a  modu le  has  been se lec ted ,  en  
tered, configured, and exited, the measurement system monitor is 
reentered, al lowing selection of the next module to be configured. 
A t  each  reen t ry ,  the  d isp lay  i s  upda ted  w i th  the  mod i f ied  1MB 
conf igurat ion,  and the sof tkeys are labeled appropr ia te ly .  

Slot Array Util i t ies 
The  measu remen t  sys tem ma in ta ins  t h ree  ma jo r  da ta  s t ruc  

tures. Each data structure has i ts own set of  ut i l i t ies for creat ing 
and interrogat ing the structure for pert inent information. The f i rst  
structure, created by a card-cage pol l  dur ing in i t ia l  conf igurat ion 
of  the measurement  system, is  ca l led the s lot  ar ray,  an array of  
records  indexed by  s lo t  number .  Each record  conta ins  in fo rma 
tion about the board in a particular slot. The slot array utilities allow 
a l l  analys is /emulat ion modules and the measurement  system to 
access th is informat ion,  which includes the board's select  code, 
type, and module name. I f  the board is a control  board, two other 
i tems are a lso mainta ined:  an ass igned module number and the 
RAM address  o f  tha t  module 's  re located baby module .  

A baby module is a smal l  (maximum of 512 bytes),  re locatable 
hardware-dependent  module capable  o f  bas ic  ident i f ica t ion,  in i  
t ia l izat ion,  and contro l  of  i ts  respect ive hardware set .  This baby 
modu le ,  one  pe r  ana lyze r /emu la to r ,  i s  l oaded  by  the  measure  
ment  sys tem and re located to  a  more conven ient  RAM locat ion 
dur ing conf igurat ion.  I t  is  used by the measurement system and 
its parent module to start, monitor, and halt related hardware. The 
comb ined  capab i l i t i es  o f  a l l  re loca ted  baby  modu les  a l low the  
measurement system to control all the hardware sets in the station 
w i t hou t  hav ing  any  o f  t he  pa ren t  ana l ys i s /emu la t i on  so f twa re  
packages resident in memory. This is a necessary condit ion since 
on ly  one parent  module can remain in  memory at  any one t ime,  
and none is  avai lab le when the measurement  system moni tor  is  
loaded. 

Function Array Uti l i t ies 
The  second  ma jo r  da ta  s t ruc tu re  suppor ted  by  the  measure  

ment current software is the function array. It maintains the current 
conf igurat ion of  the 1MB (al l  dr ivers and receivers of  every 1MB 
l ine),  the rear-panel BNC ports,  and the mult ip le emulat ion ghost 
l ine .  When a  modu le  reques ts  permiss ion  to  d r ive  o r  rece ive  a  
part icular signal through the function array ut i l i t ies, this structure 
is updated to ref lect the request and the cal ler is informed of any 
p o s s i b l e  c o n f l i c t  w i t h  a n o t h e r  m o d u l e  t h e  r e q u e s t  m a y  h a v e  
created. Only minimal data is kept in th is structure.  I f  more infor  
mat ion about a certain module is required, the slot  array ut i l i t ies 
c a n  b e  a c c e s s e d  t o  p r o v i d e  t h e  n e c e s s a r y  d a t a .  G i v e n  t h i s  
cross-referencing of structures, each module can not only f ind out 
what  the  conf l i c ts  there  are ,  but  a lso  who is  contend ing for  the  
bus.  Th is  is  impor tant  s ince a  measurement  cannot  be a l lowed 
unt i l  al l  conf l icts are resolved. 

Run-Time Stack 
The f ina l  cruc ia l  data s t ructure used by the measurement  sys 

tem sof tware is  the run- t ime s tack.  Th is  s tack  is  a  typ ica l  L IFO 
stack: last-in, f irst-out. It keeps track of the required starting order 
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of the modules for a mult iple module execution. A dist inct start ing 
order of the modules is imperat ive because dr ivers and receivers 
of  certain lower- level  s ignals should be delayed unt i l  the module 
tha t  se ts  the  contex t  o f  the  measurement ,  tha t  i s .  the  dr iver  o f  
master enable, is up and running. Also, emulation modules should 
star t  a f ter  analys is  modules;  otherwise,  the analyzers may miss 
poss ib le  sequence  o r  t r i gge r  cond i t i ons .  There fo re ,  i t ems  a re  
pushed onto the stack as fol lows: al l  emulators on the emulat ion 
ghos t  l ine ,  the  d r iver  o f  master  enab le ,  a l l  d r i vers  o f  the  o ther  
signals, and finally all receivers. Thus, when the items are popped 
o f f  the  s tack ,  the  las t  ana lys is  modu le  popped  i s  the  d r i ve r  o f  
master enable,  then al l  emulators,  ensur ing that the correct mea 
surement  context  is  set  before the measurement  begins.  

Upon exi t ing the measurement system, al l  data structures and 
current  baby modules are saved in  one conf igurat ion f i le  on the 
c lus ter  d isc  or  loca l  f lex ib le  d isc ,  depend ing on wh ich  is  be ing 
used  as  the  sys tem d isc .  Th is  f i l e ,  un ique  to  each  s ta t ion  in  a  
mul t is tat ion system, contains al l  necessary informat ion required 
by the measurement system software to reinit iate a measurement 
session. Thus, if all individual modules are exited cleanly, that is, if 
indiv idual  conf igurat ions are completed, the user can end a mea 
surement session and return to the 64000's main system monitor 

to edit ,  compile, or perform other funct ions. Later,  a return to the 
p rev ious  measurement  sess ion  can  be  made v ia  a  con t inue  re  
quest,  and al l  measurement conf igurat ions and run status wi l l  be 
unchanged. This provides the user with an extremely fr iendly path 
from analysis to development tools and back again without having 
to reconf igure the instrument.  
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Kip  Fu lghum came to  HP in  1979 
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orado State Univers i ty .  He worked 
on  the  f lex ib le  d isc  opera t ing  sys  
tem for the 641 10A Station and the 
1MB software for the 64000 System. 
Kip was born in Oklahoma Ci ty ,  Ok 
lahoma and now l ives in  Colorado 
Springs, Colorado. He is single, and 
is interested in ski ing,  soccer,  
backpack ing ,  and automobi les .  

tion areas. For a microprocessor-based system, the stimulus 
for these measurements is the emulation capability of the 
logic development system. Despite these different needs, 
only one system is designed, and sometimes a single de 
signer must use most, or all of the disciplines shown. 

Performance and State Analysis  
The performance portion of the 64620S Logic State/ 

Software Analyzer subsystem is optimized to accumulate 
range data on address events and time events, in real time, 
in a large storage memory for postmeasurement processing. 
This gives the analyzer an overview capability that mea 
sures the performance of the system software by indicating 
the relative time spent doing tasks or the times spent doing 
a specific task. The data is displayed in histogram, graph, or 
list form. The input circuitry for the performance analyzer 
is identical to that of the state analyzer system. The perfor 
mance analyzer has its own 4K-byte storage memory. A 
large memory is necessary since large amounts of data are 
required to give a meaningful overview picture. The per 
formance analyzer and state analyzer share the same board 
set, but act as independent analyzers interrelated by data 
qualification and trigger mechanisms. 

The state analyzer is optimized for qualifying measure 
ments (trigger) and data (store qualify). Its multiple se 
quence detectors are invaluable in untangling the complex 
algorithms characteristic of software design. To achieve 
these capabilities, the state analyzer has many decision 
points within every clock period of the system under test. 
This decision-making time limits the maximum incoming 
clock rate that the analyzer can accept, but through the use 
of emitter-coupled logic and custom bipolar logic chips , the 
maximum clock speed of the 64620S Analyzer exceeds the 
needs of most processors. In a state analyzer, and in particu 
lar the 64620S, incoming data is highly qualified, and there 
fore having a large memory for storing states is not critical. 
Also, in state analysis, sampling is done by the clock of the 
system under test and the important parameters are the 

setup and hold times of data in relation to that clock. In 
general, if the system is to be sampled reliably, the setup 
time should be a minor portion of a clock cycle and the hold 
time should be zero or negative. This is accomplished in the 
64635A Data Probes or the 64650A Preprocessor by a cus 
tom bipolar delay generator. 

Timing Analyzer  
Timing analysis has quite a different set of requirements. 

Incoming data is sampled by an internal asynchronous 
clock and all incoming data is sampled. Therefore, a large 
storage memory and an effective postmeasurement display 
system are important. Also, in timing, data is observed for 
timing relationships and race conditions, and therefore the 
timing resolution should exceed the minimum timing mar 
gins required by the system under test. The resulting con 
straint is that sample rate and input line skew are the impor 
tant parameters for timing analyzer inputs. Setup time and 
hold time are not relevant in the timing analyzer, other than 
that their sum is usually an indicator of channel time skew. 
The delay lines present in a state analyzer would actually 
increase skew and deteriorate resolution if identical inputs 
were used for both state and timing. 

Parametric voltage information is more important at this 
end of the design continuum, and the 64600S Timing 
Analyzer can capture and display three levels of voltage 
information. In this dual-threshold mode, a low, middle, or 
high logic level can be displayed. The two thresholds are 
usually set to a particular logic family's low and high input 
specifications (see Fig. 3 on page 26). 

Effective triggering is also important in a timing analyzer. 
The 64600S can do parametric triggering such as on event 
times, event transitions, and glitches. Transitions are the 
dynamic entry to or departure from a specified pattern. A 
glitch on a data line is two or more transitions that occur 
between internal sample clocks. Using the dual-threshold 
measurement capability of the 64600S Timing Analyzer as 
an example, a typical trigger specification might read trigger 
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on greater than 50 usec of CLOCK =Middle. Since the timing 
analyzer does not capture data synchronously with the 
clock of the system under test, it cannot do an effective job 
of triggering on synchronous data. It must rely on a state 
analyzer for this type of trigger capability. 

State ,  T iming,  and Sof tware  Development  Together  
As we have seen, the requirements for hardware and 

instrument characteristics differ quite a bit between state 
and timing analyzers. Thus, trying to make the same mod 
ule do both tasks is not practical. The 64000 approach is to 
design independent modules, each optimized for a specific 
set of instrumentation tasks. However, because the state, 
timing, and emulation modules are controlling and measur 
ing the same system, connections and synergism must exist 
among these modules. 

There are three primary areas of interaction. The first is 
the real-time interaction of emulation, state analysis, and 
timing analysis. Since, in general, any analyzer takes only a 
relatively small snapshot of a system's performance, defin 
ing windows (specified events in time or address space) and 
indexing across module boundaries is a necessity.3 In the 
64000 System, this is done by the high-speed intermodule 
bus (1MB) which allows interaction of triggering, trigger 
arming, storing, store arming, system starting, and win 
dowing of the functions of one module by another module. 

The second area of module interaction is data base shar 
ing between the software development system and the state 
analyzer. The symbols generated by the linker, assembler, 
and compiler are available to the state analyzer for the 
purpose of displaying symbols for addresses and also as 
addresses in operands. They are also used in setting up 
format and trigger specifications by appearing as softkey 
labels when appropriate. 

The third area of interaction is related to the operator and 
is concerned with the commonality of instrument setup and 
syntax. The directed-syntax softkeys and grammar conven 
tions of the 64000 System provided an excellent opportun 
ity to achieve a setup and display synergism between the 
state and timing analyzers and emulation modules that 
allows commonality in operating all three types of instru 
ments. A new software module has been added to the 
operating system to coordinate the interaction and start-up 
of the individual modules. This module also indicates the 
status of the modules during execution (see box on page 8) . 
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Mainframe Design for an Integrated 
Engineering Workstation 
by Jeffrey H. Smith,  GaritÃ³n E. Glitzke, and Alan J.  DeVilbiss 

THE XE\V HP 641 10A and upgraded HP 641 OOA De 
velopment Stations are the second-generation main 
frames for Hewlett-Packard's 64000 Logic Develop 

ment System. They allow the system to be used in many dif 
ferent ways, ranging from cluster to stand-alone applications. 
Rather than creating completely new stations, the task was 
to design a smaller, portable mainframe, the 64110A, while 
retaining absolute compatibility with the existing 64100A 
mainframe. At the same time, the 64100A was upgraded 
with a new power supply to handle new option cards. Both 
mainframes also received a dual flexible disc drive system 
that is compatible with the existing base of 64000 System 
hardware and software. 

The larger of the two new mainframes, the 64100A (see 
Fig. 1 on page 3), is an evolutionary upgrade of the 64000 
System introduced in 1979. * It has room for installation of 
the new dual flexible disc system. A more powerful, stan 
dard 400-watt power supply provides regulated power for 
its host system and for up to ten 64000 Series option cards 
and associated probes. 

The smaller of the new stations is the transportable 
64110A Development Station (see cover and Fig. 1). The 
mechanical design goals of the 641 10A were to provide a 
transportable and self-contained mainframe compatible 
with the 64000 option cards. For an instrument to be trans 
portable it must be compact, durable and easy to carry and 
move around. Some features of the 641 IDA are: 

A 9-inch-diagonal CRT, a full ASCII keyboard with 
softkeys and cursor control keys, and two flexible disc 
drives contained in the front of a 7-inch-high, standard 
HP System II frame 
A new thicker, softer, more comfortable, side handle 
(compatible with any 20-inch-long HP System II cabinet) 

â€¢ A pivoting, locking keyboard for front-panel protection 
and compactness 

i Injected-molded exterior parts of polycarbonate (strong, 
durable, UV stable and do not require painting) 
Adaptability to existing HP carts and folding airline lug 
gage dollies 
Exposed edges and corners contoured where they might 
come in contact with the person carrying the instrument 
Feet on both sides, rear and bottom so the instrument can 
be set down or stored in any logical position 
Accepts any of the 64000 System options except the 
PROM programmer, which drops only into an opening 
on the right side of the larger 64100A Station's keyboard, 
and the earlier tape cartridge drive, which is not needed 
because dual flexible disc drives are standard for the 
641 10A 
Space for five option cards and a 250W power supply to 
power the mainframe and the cards. 
The 641 10A Development Station is operable in a 

number of environments. Normally the 641 10A is set on a 
bench on its bottom feet or tilted on the front tilt bail . Tilting 
on the bail positions the keyboard for typing. If no table or 
bench is conveniently available, the 641 10A has legs which 
pull out for stable floor standing operation. The 641 10A 
also may be rack mounted using standard rack hardware. 

The 64110A's keyboard adjusts to any angle and locks 
with the flip of a lever. Should the instrument fall or exces 
sive force be applied to the locking mechanism while the 
keyboard is latched, the keyboard will slip and pivot with 
out breaking. 

An optional top-mounted pouch accommodates all ca 
bles, probes, emulators, and other accessories, making the 
64110A completely self-contained. All probe cables corne 
from the option cards directly into the pouch and then to the 

Fig. 1.  The 64110A Development Stat ion is designed for easy 
transportabi l i ty and can be hand carr ied or moved on a typical 
l u g g a g e  d o l l y .  T h e  6 4 1 1 0 A  c a n  b e  s e t  o n  a  b e n c h ,  r a c k  
mounted, or set on the floor steadied by its rear feet as shown. 
The keyboard can be adjusted to a convenient  work posi t ion 
andan optional pouch can be mounted on top of the 64110 A to 
car ry  cab les ,  connectors ,  and pods.  
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Data 
Separator 

(PLL) 

system under test. Therefore, the probes may be discon 
nected from the system under test and stored in the pouch 
without disconnecting them from the 641 10A. 

Flexible Disc Drives 
Both stations use the new 5Vi-inch dual flexible disc 

drive system for backup and local mass storage. Compared 
to the earlier DC-100 tape cartridge system, this system 
reduces the average time required to back up a 20K-byte file 
from 51 seconds to 24 seconds. A 20K-byte file can be 
overlayed in RAM in 2.6 seconds. The use of two drives 
increases the on-line local mass storage to 540K bytes and 
makes it easier to duplicate discs for backup. Each flexible 
disc allocates IVi tracks for a directory, 62V2 tracks for data, 
4 tracks for operating system storage, and 2 tracks as spares, 
which are used in case any bad tracks are found during 
formatting. The block diagram of the flexible disc system is 
shown in Fig. 2. 

Control of seek, read and write operations, and the con 
version between an 8-bit parallel format and the serial data 
stream used to store data on the flexible disc are handled by 
a 1791 integrated circuit. Two additional registers are used 
to control the drive motors, select the active drive and side, 
and monitor drive status. 

Each drive is connected by its own bus to the controller, 
keeping each drive selected at all times. This permits the 
controller to monitor its status continuously. As an example 
of a status check, the controller is signaled whenever the 
user changes the disc in a drive; otherwise, it would be 
necessary to read the directory to determine if the proper 
disc is in place before each disc access. Because each drive 
contains a write-protect switch that rides against the jacket 
of the disc as it is inserted or removed from the drive, the 
status monitor can detect a closed-to-open transition of this 
switch and set an internal MEDIA-CHANGE bit. The MEDIA- 
CHANGE bit is also used to recover from some error condi 
tions. A READY status signal is generated by retriggering a 
monostable multivibrator from the disc drive's index pulse 
detector output. This allows the controller to detect that the 
drive contains a disc and that the disc is rotating before 
attempting a read or a write. Separate buses also allow both 
drive motors to run simultaneously. This improves the 
speed of disc copy operations since discs can be copied 
track by track without waiting for the drive motors to re 
start each time. 

DMA (direct memory access) is used to transfer all data 
directly between the disc drives and the station's RAM. 

F i g .  2 .  S i m p l i f i e d  b l o c k  d i a g r a m  o f  
t h e  f l e x i b l e  d i s c  d r i v e  s y s t e m .  

This is a lower-cost solution than using a sector buffer 
within the controller, and permits higher throughput be 
cause no processor intervention is required during the 
transfer of up to one entire track of data. Formatting of a new 
disc becomes particularly easy since an image of the track, 
including interrecord gaps, is merely placed in RAM and 
then transferred directly to the disc. 

A ROM-driven state machine handles all communication 
between the host processor, RAM, and the 1791 disc con 
troller. This state machine is a necessary link because the 
host processor and RAM use 16-bit words while the 1791 
processes data in 8-bit bytes. All commands are passed 
between the host processor and the 1791 without delay. 

The soft error rate of the disc system is reduced by using a 
phase-locked loop (PLL) data separator to recover the clock 
from the serial data stream stored-on the disc. The natural 
frequency of the feedback loop is much lower than the 
250-kHz bit rate of the serial data stream. This provides a 
"memory" that minimizes the effect of a bit whose position 
is slightly misplaced. The natural frequency used is 15.9 
kHz, which was determined empirically. If the frequency is 
too high, the PLL will have insufficient memory; if the 
frequency is too low, the loop will have an excessively long 
lockup time. 

Power Suppl ies 
The new subsystem options for the 64000 System are 

faster and more complex than the emulation systems and 
logic analyzer modules available earlier. These new options 
require a correspondingly larger amount of power from the 
mainframe. The greater number of option choices also in 
creases the power requirements, since a mainframe can 
have several hardware subsystems in place at one time. To 
handle this power demand and further increases expected 
in the future, the new 64100A mainframe power supply is 
designed to deliver 5V at 45A (primarily for TTL and CMOS 
circuits), -5.2V at 25A (primarily for ECL circuits) and 
-3.25V at 30A (for HP-designed bipolar LSI circuits). The 
power supply in the transportable 64110A mainframe de 
livers 5V at 30A, -5.2V at 20A, and -3.25V at 20A. It was 
necessary to modify the fans and internal ducting of the 
mainframes to ensure that the air temperature rise is no 
greater than 15Â°C above ambient at any point on the option 
boards. 

Both mainframes are powered by switching-mode power 
supplies operating directly from the ac line. The design is 
conventional except that two LC filter sections are used in 
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each secondary circuit of the three high-current sources 
rather than the usual single LC filter section. A two-section 
filter needs less total inductance, and therefore occupies 
less volume than a single-section filter providing the same 
attenuation. The output ripple voltage of each high-current 
supply is about 20 mV. peak-to-peak. The supplies are 
cooled by fans located between the power supply and the 
card cage. These fans draw outside air through the card cage 
and exhaust it through the power supply. This arrangement 
ensures that the card-cage cards are cooled before the more 
heat-tolerant components in the power supplies. High- 
dissipation components within the supplies, such as high- 
current rectifier diodes, are located on finned heat dis- 
sipators placed in the high-velocity airstream exiting from 
the fans. The dissipators also help mask some of the acous 
tic noise generated by the fan blades. Both supplies contain 
thermal shutdown switches to help protect them from the 
effects of excessively high temperatures should the air 
openings become blocked or the fans fail. 

The 64100A's supply is partitioned into four modules. 
Three of the modules can be changed without removing the 
power supply from the 641 OOA Station. The fourth module 
is isolated behind a 1.6-mm- thick aluminum deck in the 
bottom of the supply. This subassembly has the power line 
input circuit, line rectifiers, storage capacitors, control 
power transformer, and EMI attenuating elements. The 
connector from this board to the remainder of the supply 
passes through the isolating deck and handles only the dc 
rail (rectified power line) to the switching supplies and the 
12V control power supply. The metal deck prevents the 
intense high-frequency electric and magnetic fields gener 
ated by the switching circuitry from radiating around the 
EMI attenuating elements and reducing their effectiveness. 

The high-current (greater than 5A) circuitry is contained 
on one printed circuit board to reduce the number of high- 
current interconnections. This board is made with extra 
heavy copper lamination to minimize power losses. Effi 
ciency of the supply is good (73% at full power). To deliver 
400 watts to the host system and option cards, about 550 
watts of power is drawn from the power mains, including 
35 watts for the system cooling fans. 

Safety is a very important issue in power supply design, 
especially in one of this current and power capability. Insu 
lation and spacings are designed to IEC 380 standards and 
flame-retardant materials are used throughout. Voltage 
sources are equipped with individual internal load- 
impedance-sensing circuits to minimize the current and 
power delivered under fault conditions. Thus, the short- 
circuit current is much less than the rated current for the 
supply. 

Monitor circuits independent of the regulator loops make 
sure that supply voltages stay within safe limits and follow 
a proper power-up sequence. These circuits prevent dam 
age to the modules in the system card cage if the power 
supply malfunctions. Independent shutdown loops and 
crowbar circuits activated by these monitors will burn open 
the main fuse in the power supply to prevent overvoltage 
conditions. In addition, shutdown can be initiated by either 
an overtemperature sensor, an interlock (to detect a missing 
or unplugged power supply printed circuit card) or a pri 
mary overcurrent detector. Six LEDs indicate which of the 

monitors caused the shutdown. Cycling the power switch 
resets all monitors. To aid in system fault diagnosis, five 
more LEDs are separately powered by the 5Y. -5.2V. 
-3.25V. 12V. and -12V supplies. If one of these voltages is 
low or missing, the corresponding LED will glow dimly or 
be off. 

Compatibi l i ty  of  Subsystems 
The CRT display, high-power switching power supply, 

and two flexible disc drives in each mainframe are not the 
most hospitable of neighbors, particularly when placed in 
very close proximity as in the case of the 641 10A Station. 
One major problem was magnetic interference from the 
display deflection yoke and flyback transformer, which 
coupled into the adjacent disc drives and caused soft read 
errors. Another problem was magnetic interference from 
the transformers and inductors within the power supply 
coupling into the display and causing a beat with the scan 
rate of the display. This beat would appear as a swimming 
motion of the displayed characters. 

In both cases, direct measurement of the interference was 
extremely difficult. The design goal for the disc drive sys 
tem was that installation in the station not seriously de 
grade the drive's specified soft error rate of no more than 
one error in every 109 bits read. Because the drive takes 
over 100 minutes to read 109 bits, it was very time consum 
ing to verify the effectiveness of prototype changes. The 
CRT display presented different problems. When the dis 
play in operating, its yoke generates large magnetic fields in 
the vicinity of the CRT, making it difficult to measure any 
small  a f ields created by the power supply.  Yet,  a 
very small amount of display movement (less than % dot 
width) caused by these small fields is visually apparent to a 
user. 

To solve these problems, a directional magnetic probe 
was constructed by mounting a small, electrostatically 
shielded, multiturn coil at the end of a plastic rod. This 
probe was used to determine the sources of magnetic fields 
and to measure their relative intensities. A low-frequency 
spectrum analyzer was used to monitor places where the 
effects of the interference appeared in the form of electrical 
signals such as the output of the magnetic probe, power 
supply voltages, and signals in the disc drive read 
amplifiers. This made it possible to separate different 
sources of interference (by frequency) and to make quantita 
tive measurements of their levels quickly so that the effects 
of any design changes could be measured. A technique that 
worked particularly well in the case of the disc drives was to 
reduce their timing margin artifically by skewing the read 
clock relative to the raw read data. This increased their 
sensitivity to interference so that any small changes in 
interference levels produced quickly recognizable changes 
in the error rate. 

As a result of this testing , some of the internal sheet-metal 
pieces were redesigned to improve their shielding effec 
tiveness. At the frequencies involved (20 kHz for the 
switching supply and 24.3 kHz for the display), the 1.6- 
mm-thick aluminum used for the internal sheet metal has a 
thickness of several electromagnetic skin depths and can be 
an effective magnetic shield. This avoids the cost or weight 
penalties associated with using high-permeability shield- 
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ing materials. 

Safety and Electromagnet ic  Interference 
Another aspect of compatibility is the interaction of an 

instrument with its surroundings. Considerations of safety 
and electromagnetic interference revolve around a number 
of standards, which have been written both within the 
U.S.A. and abroad. These regulations are also covered by 
Hewlett-Packard design standards and required some rede 
sign and retesting. Compliance was made more difficult by 
the increased power supply capability within the main 
frames, which increased their noise-generating potential. 
The addition of state and timing analysis modules to the 
mainframes also made compliance more difficult because 
of their internal high-speed circuitry and because their 
probe cables can act as transmitting antennas, thus increas 
ing radiated interference. To cover this situation, com 
pliance testing was performed for a typical user setup, with 
the cables hanging over the edge of a table. 

Both of the new mainframes comply with the following 
regulations: IEC 348, ANSI C39.5, CSA Bulletin 556B, VDE 
0871 and VDE 0875 Level B, and FCC part 15, subpart J, 
Level A. FTZ RFI licensing is in process. The option cards 
are designed to meet VDE Level A except when probing 
open circuitry. In that situation, emissions will be a func 
tion of the target system. 

Self-Test 
To give the user confidence in the operation of the in 

strument and aid in fault diagnosis, approximately one- half 
of the 30K-byte internal ROM is devoted to the storage of 
self-test routines. When the instrument is first powered on, 
it computes and verifies a checksum for each ROM. The 
checksum for each ROM is unique. Thus, the routine can 
detect ROMs in the wrong socket as well as defective ROMs. 
RAM is tested by writing the value of a software counter to 
each location in sequence, then verifying that the stored 
value is correct. If so , the program waits one second to check 
the refresh circuitry and verifies the value again. If this test 
is passed, the program complements the count and repeats 
the sequence. If an error is found, the name of the failed 
component is displayed on the CRT. If the failure is so 
serious that the display cannot function, the CPU automati 
cally enters a software loop that provides the proper 
stimulus for signature analysis. 

Extensive self-test routines can be selected by means of a 
switch on the rear panel or by pressing the CNTL and RESET 
keys. The menu for these routines is shown in Fig. 3. The 
flexible disc self-test routine verifies the ability of each 
drive to perform seek, read, and write operations. The write 
test is performed on the spare track so that no user-entered 
data is destroyed. If the spare track is in use, a message is 
displayed and the write test is not performed. A separate 
menu allows access to a disc diagnostic program. This 
program enables service personnel to test the ability of the 
drive to read or write any track. It also allows them to 
perform extended error rate tests. 

Serviceabil i ty 
Two serviceability goals for the new mainframes were to 

reduce the mean time to repair (MTTR) to less than two 

â € ¢  T E S T S  t  F A I L  >  
5  Â »  Â «  

Â« I /O Â«ITE TEST:  
*  
* I/O READ TEST: RDDR- F BOOT-ie K*Q RSZ32'11101111 HC-81 

Â» Tlft INTERRUPT TEST: 

Â« SYS BUS TEST: 

D P 1 V E 1 :  P A S S E D  P R E V  E R R O R S :  6 0 0 0 8 0 0 0 0 8 0 0 0 8 0  
Â »  S E L E C T  T R K B e  R T R K 8  R T R K 3 4  T R K 3 4 :  R E A D  W R I T E  R E A D  

Fig. 3. Display on 641 OOA Development Stat ion showing per 
formance verif ication (self-test) menu. Flexible disc test l ine is 
shown in inverse v ideo.  

hours and to troubleshoot and repair all boards to the com 
ponent level, thus avoiding the inventory cost of stocking 
replacement boards in service centers. It is anticipated by 
our service group that component-level service should re 
duce repair costs to customers by 42% and decrease the time 
a failed instrument is out of service. The primary means 
used to achieve these goals is signature analysis (SA).2 To 
implement SA, latches are designed into the mainframe 
circuitry to provide the start and stop pulses that define the 
SA window. Jumpers placed in several positions on the 
printed circuit boards allow hardware and software feed 
back loops to be broken so that signatures can be obtained 
regardless of the possible malfunctioning of other parts of 
the instrument. SA tables in the service manuals for each 
instrument contain over 500 individual signatures which, 
in most cases, permit troubleshooting to the component 
level. 

Because of its compactness, it was anticipated that access 
for service could be difficult with the smaller transportable 
641 10 A mainframe, so particular attention was given to this 
potential problem during its design. Its power supply mod 
ule can be unplugged after removing only nine screws. 
Almost all of its circuitry is contained on three plug-in 
printed circuit boards. The boards in the card cage can be 
placed on extender boards for service. All of the remaining 
boards that contain active circuitry are designed to swing 
out to permit access to their components. 

Reliabil i ty Testing 
Another, more effective way to reduce the service re 

quirements of an instrument is to reduce the probability 
that it will fail. Toward this end, both mainframes under 
went extensive reliability testing during their pilot runs 
and first production runs. The goal of this early testing was 
to find failures and to make changes in the design, the 
production process, or the vendor parts to eliminate their 
causes . A lack of failures , although supportive to the egos of 
the design team, produces no useful data, so attempts were 
made to increase the amount of data gathered per unit hour 
of testing. Table I shows the results of an experiment con 
ducted during the 64110A pilot run where the instruments 
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Hewlett-Packard Journal. Vol. 32. no. 7. July 1981. 

were subjected to three different types of reliability tests. 
Heat box is a classical heat run at 35Â°C to 40Â°C, to simulate 
accelerated usage. Shake table is a heat run during which 
the instruments are also subjected to vibration at 0.8g, 20 
Hz, for 10 minutes every hour. Thermal cycle is a strife test3 
that cycles the instruments between -20Â°C and 65Â°C at a 
rate of lÂ°C/minute with a 30-minute dwell at the extremes. 
The power is cycled on and off three times at each extreme. 
Drive test is a separate disc drive test conducted at room 
temperature. The thermal cycle test was, by far, the most 
effective since it produced 39% of the total failures while 
consuming only 5% of the total test time. The failures gen 
erated during the thermal cycle test correlate with failures 
seen in field failure histories of similar instruments. This 
indicates that temperature cycling accelerates failures that 
would have occurred normally rather than generating new 
failures caused by excessive thermal stress. 
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A Modular Analyzer for Software 
Analysis in the 64000 System 
by Richard A.  Nygaard,  Jr . ,  Fredr ick  J .  Palmer ,  Bryce S.  Goodwin,  Jr . ,  Stan W.  Bowl in ,  
and Steven R.  Wi l l iams 

THE LAST TEN YEARS have produced a revolution 
in microprocessor technology. In 1972, the first- 
generation 8008 microprocessor was a novel element 

in product design. Program sizes were in the hundreds or 
perhaps thousands of bytes. Machine-code programming 
was not uncommon and assembly language was used for 
larger programs. In 1982, the third-generation 68000 and 
similar processors entered into their second upgrade and 
program lengths reached a megabyte and beyond. High- 
level languages and advanced data structure techniques are 
used extensively. Most programmers are no longer 
hardware designers, but rather are software engineers and 
computer scientists. The expense of software development 
is exceeding that of the hardware. This adds up to a neces 
sary  revolut ion  in  the  techniques  used  to  des ign  
microprocessor-based products. 

Each generation of processors has been supplied with its 
own generation of development and analysis tools. These 
have progressed from HP's 1601A Logic State Analyzer 

Fig. 1 .  HP Model 64620S Logic State/Software Analyzer adds 
real-t ime, transparent software analysis to the HP 64000 Logic 
Development System. The analyzer can be conf igured with 20 
to  120 input  channe ls .  Genera l -purpose and ded ica ted in ter  
faces s impl i fy  connect ion to target  systems. The 64620S can 
be  i nco rpo ra ted  i n  a  64000  Sys tem c lus te r  s ta t i on ,  o r  i n  a  
64100A o r  64110A Deve lopment  S ta t ion  w i th  a  f l ex ib le  d isc  
dr ive as a s tand-a lone sof tware analyzer .  

plug-in for an oscilloscope, through the HP 1611A and 
1610A Logic State Analyzers, to the current HP 64620S 
Logic State/Software Analyzer (Fig. 1). The change in em 
phasis from hardware to software design can be seen in 
these products, as well as in their capabilities. The 1601A 
was controlled by toggle switches, contained a comparative 
handful of ICs, and displayed its measurements in binary 
notation. It served random logic and discrete state machine 
design. The 1611A and the 1610A are microprocessor- 
based  des igns  wi th  menu cont ro l  and  d isp lay  in  
mnemonics and selectable number bases, respectively. 
Their measurements are aimed at the needs of assembly 
language debugging. The 64620S is a microprocessor- 
based design with directed-syntax softkey commands. Its 
displays include program symbols as well as mnemonics 
and numerical data. It assists programmers in high-level 
languages with a full feature set that includes software 
performance measurements and extensive program tracing. 

The wide variety of measurement situations to which the 
64620S is directed requires a high degree of adaptability. 
The many types of target systems to be monitored require a 
probing system that can interface to the mechanical, elec 
trical and functional characteristics of these systems. Also, 
the user interface to the analyzer needs to be configurable to 
the different ways in which information is represented. For 
these reasons, it was considered very important to make the 
64620S as user-definable and configurable as possible. 

Additional design constraints for the 64620S Logic 
State/Software Analyzer were generated by requiring that it 
be a module in the 64000 System. The software design had 
similar constraints, because it also has to operate within the 
environment provided by the 64000's operating system. 

Modular  Feature Set  for  Tracing Modular  Software 
An extensive feature set can be both a blessing and a 

curse, a blessing in that almost any measurement problem 
can be attacked, and a curse in that the choices are so many 
as to obscure the necessary ones. Today's software analysis 
problems require a very capable analyzer. Problems intro 
duced by modular, high-level software are at a higher level 
than many of those encountered in assembly language pro 
gramming. Traces of variables, tasks, and data structures 
are required. 

A high-level language allows the designer to attack the 
problem in pieces, producing modular building blocks to 
construct the program and complete the task at hand. Each 
block performs a separate function, which is relatively in 
dependent of the way other blocks behave. The 64620S at 
tacks software analysis problems in the same way. The three 
functions required to do a useful software trace are trigger 
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(WHEN is program activity significant), storage (WHAT ac 
tivity is important), and count (HO\V MUCH activity oc 
curred between important activities). The 64620S provides 
symmetrical capabilities for each of these functions. 

In the 64620S State Analyzer, trigger, store, and count are 
equal functions. Earlier analyzers emphasized the trigger 
(breakpoint) function to the near exclusion of the storage 
and count functions. This approach is usually sufficient to 
trace assembly language programs where each bus cycle 
may be equally significant. However, the bus cycles exe 
cuted by a high-level program are rarely of interest because 
most reflect code automatically generated by the compiler. 
Instead, the relatively infrequent accesses to variables and 
procedure calls are of primary interest to the programmer. 
In this environment, storage qualification takes on a role at 
least as great as the trigger function. And, since most bus 
cycles are now ignored by the analyzer, the importance of 
counting the time between the few that are stored also 
increases. A time count immediately shows the overhead 
involved in modifying data structures and the delays as 
sociated with each procedure or task. By providing equal 
capability for each function, the user can emphasize the 
functions(s) most needed for the measurement at hand. 

Another key aspect of the building block approach to 
software analysis is a windowing capability. A window 
function is a repetitive search for an event to enable the 
function (open the window) followed by a search for 
another event to disable the function (close the window). 
Programs contain varying levels of control, from the main 
program to the utility or driver functions. The context in 
which a variable is changed is just as important as the fact 
that it was changed. Windowing is the way a user can tell 
the analyzer when the program reaches a context of interest. 

Windowing can be applied to trigger, store, or count. The 
same window can control all three or a different window 
can be defined for each. Each window enables and disables 
one or more trace functions. In the 64620S, up to three 
different windows can be defined simultaneously. Thus, 
the trigger context can be defined by a trigger enable win 
dow, storage by a storage enable window, and count by a 
count enable window. Few measurements require such ex 
tensive control, but it is available when required. 

The highest level of control in the analyzer corresponds 
to the highest level of control over a program â€” the 
scheduler. In a multitasking environment, programs are 
rarely run to completion. Instead, each task may be active 
for only a few milliseconds before deferring to another. The 
programmer often is not concerned with these details, pre 
ferring to view the program as executing continuously. The 
analyzer should also support this view. The 64620S can be 
told to suspend its operations whenever the program is 
suspended by the scheduler and to resume them when the 
program is resumed. This capability is called the master 
enable function; it freezes the rest of the analyzer including 
the trigger, store, and count functions. Program swapping is 
transparent to the analyzer and the program when the mas 
ter enable function is in use. 

Thus, the 64620S State Analyzer can extensively analyze 
software execution in real time without disturbing program 
execution in any way. The measurement specification 
complexity has been reduced by modularizing the mea 

surement functions. Fig. 2 shows the hierarchy of these 
functional building blocks within the 64620S. Measure 
ments can be built from any combination of blocks to solve 
particular needs. Furthermore, measurements can be re 
fined easily by adding or modifying blocks to control the 
capture of data better, since each is displayed individually 
within the trace specification. Blocks not defined by the 
user are defaulted to an "always" condition. Therefore, if no 
blocks are specified, the analyzer captures the bus cycles 
seen after execution is begun. Specifying only the trigger 
condition is equivalent to using a breakpoint-only analyzer. 
A "trace triggers" analyzer is produced if only storage qual 
ification is used. Running both simultaneously produces a 
powerful measurement, but one that still does not take full 
advantage of the analyzer's capabilities. 

Overview for  Per formance Measurement  
Tracing program execution is a traditional task for logic 

analyzers. A newer task, and one growing insignificance, is 
monitoring program activity to provide data about the pro 
gram's performance. Some of the features of the 64620S, 
particularly the time count, provide performance informa 
tion. However, these features are optimized for tracing, not 
for overview. The 64620S Logic State/Software Analyzer 
addresses the need for performance measurements with a 
second overview analyzer that is separate from the tradi 
tional trace analyzer and capable of operating simultane 
ously with it. 

The overview analyzer provides an overview of system 
activity. This analyzer captures events, not the bus cycles 
captured by the trace analyzer. This means system activity 
is analyzed at the level of procedures and tasks, not at the 
instruction level. Then too, the information is displayed 
most often in histograms and graphs, not in a list. 

Three different overview measurements are provided, 
each with a different type of event definition. The simplest 
and most often used is overview on address. This mode 
monitors activity on the system address bus, allowing 
global views of program flow, data accesses, I/O activity, 
and other operations. Events are defined as ranges of ad 
dress values. Each event can correspond to the program area 
containing a specific routine or collection of utilities. Or, an 
event can represent the entry point to a procedure or the 
area occupied by a data structure. Once the events of in 
terest are defined, the overview analyzer monitors the sys- 

Data from system under test  

Master  Enable 

W H E N  W H A T  H O W  M U C H  
t o  t r a c e  t o  t r a c e  a c t i v i t y  o c c u r r e d  

The Sof tware  Trace Measurement  

Overview 
Enable 

Software 
Performance 
Measurement  

Fig .  2 .  D iagram showing  the  h ie ra rchy  o f  the  measurement  
funct ion modules in  the 64620S. 
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Range Detection in the 64620S State Analyzer 

The  compar i son  be tween  an  i npu t  va lue  and  a  range  o f  p re  
def ined values is a recurr ing need in logic analysis.  The range of 
values may represent the address locat ions of the contents of an 
array,  or  i t  may be the boundar ies of  a  program module.  Such a 
range speci f ies the areas of  address space of  interest  to a user.  
Earl ier analyzers have provided only a single range, i f  any at al l ,  
because o f  the expense o f  range detec t ion compared to  s imple  
pattern comparison. The user, on the other hand, would l ike many 
ranges s ince programs contain many arrays,  modules,  and other 
b l o c k s .  R a n g e s  a r e  t h e  m o s t  g e n e r a l  w a y  o f  d e s c r i b i n g  t h e  
b o u n d a r i e s  o f  t h e s e  r e g i o n s  i n  a d d r e s s  s p a c e .  F u r t h e r m o r e ,  
ove rv iew  measu remen ts  con ta in ing  up  to  f i f t een  even ts  p lace  
heavy  demands  upon  range  compara to rs  because  each  even t  
represents a d i f ferent  range of  va lues.  

P rev ious  compara to r  des igns  re l i ed  upon  RAM compara to rs  
fol lowed by gat ing to detect the range. Such schemes required at 
l eas t  a  RAM ou tpu ts  and  a  ga te  fo r  each  range .  In  con t ras t ,  a  
s imp le  pa t te rn  compar i son  can  be  accomp l i shed  w i th  a  s ing le  
RAM output feeding a wired-AND circuit with no other gating. 1 The 
approach taken in the 64620S Analyzer  replaces the gat ing wi th 
another RAM. This RAM is used as a programmable logic element 
to  a l l ow  g rea te r  f reedom in  encod ing  the  ou tpu ts  o f  t he  range  
detector RAMs. The result is that two 1 024-by-4-bit RAMs and one 
256-by-4-b i t  RAM can detect  four  independent  ranges on twenty 
bits. The same three RAMs can also be used to detect up to fifteen 
nonove r l app ing  ranges  fo r  use  as  ove rv iew  even ts .  Us ing  the  
ea r l i e r  me thod ,  f ou r  i ndependen t  ranges  wou ld  have  requ i red  
fou r  1024 -by -4 -b i t  RAMs p lus  fou r  ga tes ,  wh i l e  f i f t een  ranges  
wou ld  have requ i red  f i f teen RAMs and gates .  

F i g .  1  s h o w s  a  b l o c k  d i a g r a m  o f  t h e  r a n g e  d e t e c t o r .  T h e  
twenty-b i t  input  va lue may represent  e i ther  an address f rom the 
user's system or the output of a t ime interval counter. This value is 
split each an upper ten-bit portion and a lower ten-bit portion, each 
f eed ing  a  sepa ra te  RAM,  j us t  as  an  o l de r  me thod  wou ld .  The  
difference is that the output of these RAMs is not f ixed in meaning, 
but ref lects the speci f icat ions of  al l  ranges to be detected. There 
i s  no t  a  d i rec t  co r respondence  be tween  each  ou tpu t  and  each  
range. Instead, the lower RAM decodes the outputs and restores 
t he  co r respondence .  I t s  f ou r  ou tpu t  b i t s  r ep resen t  e i t he r  f ou r  
independent ranges for tr igger, store, or count quali f ication or one 
of  f i f teen events for  overv iew measurements.  

The va lue  app l ied  to  the  range decoder  can be thought  o f  as  
one  po in t  on  a  l i ne  con ta in ing  220  hexadec ima l  va lues  (00000  
through FFFFF). The ranges specif ied by the user div ide this l ine 
into segments bounded by the range endpoints.  When a value is  
sampled from the user 's system address bus, i t  fa l ls  at  one point  
on the l ine. This point may be contained within none, one, or more 
of  the or ig inal ly speci f ied ranges. The range decoder determines 
which case i t  represents as fo l lows:  
1 .  V a l u e s  o n  t h e  l i n e  a r e  d e s c r i b e d  b y  a  b a s e - 1 0 2 4  n u m b e r  

system.  Any va lue can be descr ibed wi th  jus t  two d ig i ts ,  ca l l  
them J and K. The ranges speci f ied by the user are redef ined 
in terms of JK pairs and the l ine is segmented by the endpoints 
of the ranges. Because the ranges can overlap or not cover the 
ent i re  l ine ,  each segment  may represent  none,  one,  or  more 
ranges sat isf ied. 

2 .  Thel ine,  d iv ided in to  segments  bytheuserspec i f ied ranges,  is  
an ordered l ist of JK values. When an input value is received, it 
is  placed on the l ine to determine which segment i t  is  wi thin.  

3 .  Cons ider  the  J  d ig i t  o f  the  inpu t  va lue .  I t  spec i f ies  a  coarse  
posit ion on the l ine. This may or may not be enough to decide 
wh ich  i s  the  inpu t  va lue  i s  w i th in .  I f  i t  i s ,  then  the  K  d ig i t  i s  
ignored.  I f  no t ,  then the K d ig i t  i s  consu l ted to  comple te  the 

determination. In effect, a given J value asks a question about 
which segment  the input  va lue is  in .  The quest ion may some 
t imes be answered immediately i f  the K value does not matter 
(po in t  l oca ted  in  the  m idd le  o f  a  l ong  segment ) ,  bu t  i t  may  
requ i re  knowledge o f  the K va lue as  wel l  (po in t  located in  a  
very  shor t  segment ) .  The resu l t  i s  tha t  a  t rans la t ion  can be  
made from the large l ist of different J values to a much shorter 
l ist  of  J types. Each J type may represent a direct ive ( i f  the K 
v a l u e  d o e s  n o t  m a t t e r )  o r  a  q u e s t i o n  ( i f  t h e  K  v a l u e  d o e s  
mat te r ) .  Each segment  on  the  l ine  may requ i re  one,  two,  o r  
t h r e e  i f  J  t y p e s  t o  d e c o d e  i t  p r o p e r l y .  O n e  i s  r e q u i r e d  i f  
the endpoints of  the segment have the same J value,  two are 
required i f  the J values differ by one, and three are required i f  
the J values di f fer  by two or  more.  The J-RAM in Fig.  1 t rans 
lates f rom the ten-bi t  J value to the four-bi t  J type. 

4. Now consider the K digit of the input value. It represents the ten 
least-signif icant bits of the value and, in conjunction with the J 
d ig i t ,  comple te ly  spec i f ies  where the input  va lue l ies  on the 
l ine. But the J value has already been replaced by the J type, 
and each J  type represents  a  d i f fe rent  quest ion about  the K 
va lue .  Each  K  va lue  w i l l  p roduce  an  answer  to  each  o f  the  
J-type questions â€” either yes or no. Therefore, a given K value 
produces a given set of answers, one for each question. Again, 
many K values may produce the same set  of  answers.  These 
may be grouped together into a single K type. The K RAM in the 
block diagram translates from the ten-bit K value to the four-bit 
K type. 

5 .  The  i npu t  va lue  has  now been  rep laced  by  a  J  t ype ,  wh i ch  
rep resen ts  one  o f  a  l i s t  o f  ques t i ons ,  and  a  K  t ype ,  wh i ch  
represents  one se t  o f  answers .  A l l  tha t  remains  is  to  match  
quest ion with answer.  This is performed by the ID RAM in the 
b lock d iagram. The combinat ion of  a  par t icu lar  J  type wi th  a  
particular K type produces a single answer, indicating which, i f  
any, of the original ly specif ied ranges are true. This answer is 
ou tpu t  f r om the  ID  RAM fo r  use  i n  t r ace  qua l i f i ca t i on  o r  i n  
overview. 

Sixteen J types and sixteen K types are suff icient to decode up 
to four arbi t rary doubly bounded ranges. These ranges may over 
lap  and may be inc lus ive  ( t rue  w i th in  the  bounds)  o r  exc lus ive  
( t rue and the bounds) .  This  mode is  used for  t r igger ,  s tore,  and 
count  qual i f icat ion.  Overv iew events,  on the other  hand,  are de 
f ined to  be nonover lapp ing.  Th is  ensures that  each input  va lue 
p roduces  on l y  one  ove rv i ew  even t .  W i t h  t h i s  r es t r i c t i on ,  f i ve  
r a n g e s  c a n  a l w a y s  b e  d e c o d e d  c o r r e c t l y .  H o w e v e r ,  i n  m a n y  

I npu t  Va lue  (20  B i t s )  

10 

R a n g e  o r  E v e n t  N u m b e r  

F i g .  1 .  B l o c k  d i a g r a m  o f  t h e  r a n g e  d e t e c t o r  u s e d  i n  t h e  
64620S Logic State/Sof tware Analyzer .  
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cases, it is possible to take advantage of the flexibil ity of the range 
decoder  to  a l low more events .  

The l imit ing factor in most range specif ications is the number of 
J types avai lable.  I f  each overview range is relat ively smal l  ( i .e. ,  
less than 1024 locat ions wide) i t  wi l l  require no more than two J 
t y p e s  t o  d e c o d e  i t .  I n  t h i s  c a s e ,  u p  t o  e i g h t  e v e n t s  m a y  b e  
specif ied. Similarly, up to f ifteen events can be specif ied if each is 

tern address bus for values, if any, corresponding to each 
event. As events are detected their number is accumulated 
in the overview memory and displayed either as part of a 
histogram (see Fig. 3), a graph, or a list. One useful event 
definition is everything-else. This groups all system over 
head into a single event for comparison with other events 
defining foreground system activity. This mode, as well as 
the others, can use the analyzer's sequencer, which pro 
vides a wide variety of enabling functions for a more refined 
triggering definition, to window the overview. This pro 
vides a way to perform sampled, or statistical overview 
measurements. 

The other two overview modes are similar in that the 
events in both correspond to ranges of count accumulated 
during an interval defined by a window. For example, event 
A represents a count of 0 to 5 , event B represents a count of 6 
to 12, and so on. The count can represent either elapsed 
time or the number of occurrences of special states of in 
terest such as interrupts , procedure calls, or variable access 
es. The window defines when the interval begins, resetting 
the counter to zero, and when it ends, decoding the count 
value into the associated event and storing the event's oc 
currence in the overview memory. Further windowing of 
the count is also possible by defining a different window. 
The result is a measurement that shows the distribution of 
the different amounts of time required by a task each time it 
is called or the variation in resource use as it is called again 

a single value. The analyzer f irmware counts the number of J and 
K types requ i red to  determine i f  the  event  spec i f i ca t ion  can be 
loaded 

Reference 
1 W A Fambach.  "The Logic State Analyzerâ€” Display ing Complex Dig i ta l  Processes 
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and again. These measurements are valuable ways to ob 
serve execution delays, message transmission retries, and 
other similar activities. 

Events can also define unexpected performance. Some 
areas of address space may be undefined and should never 
be accessed. An I/O device may require service within a 
maximum amount of time. A task may take too long to 
execute. Problems discovered by the overview analyzer 
often require a trace of program execution to discover their 
source. The independence of the trace and overview 
analyzers within the 64620S makes these measurements 
possible. One overview event can be selected to trigger the 
trace analyzer, capturing the program execution leading up 
to an anomalous overview event. For instance, the overview 
analyzer provides a trigger when the execution time of a 
routine exceeds a limit or a data transmission attempt fails 
too many times before success. The parameters and pro 
gram activity leading up to the failure can then be examined 
with the logic state analyzer. 

Analyzer  Hardware Archi tecture and Design 
The hardware architecture and implementation of any 

analyzer limit what analysis functions can be performed in 
real time. The 64620S has a highly versatile measurement 
feature set optimized for monitoring software activity at 
both a detailed level and from an overview. Thus, system 
activity can be viewed at the level most appropriate to 

Overv iew  H is toq ram S t a t e  7 ,  6 9  c h a n n e l  ,  i n t e r f a c e  
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PARSER 

10-ERROR 

READ-NAME 668 16 
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9 0  1 0 0  

d I Â«p| flu 
F i g .  3 .  O v e r v i e w  h i s t o g r a m  i n d i  
c a t i n g  a c t i v i t y  i n  v a r i o u s  s u b  
rou t i nes  re la t i ve  t o  t he  to ta l  p ro  
gram t ime. 
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observation of program flow, data flow, process timing, or 
system performance. 

A block diagram of the 64620S is shown in Fig. 4. Physi 
cally, the analyzer consists of two or more circuit cards. A 
control card is combined with one or more acqu isition cards 
to provide from 20 to 120 analysis channels, expandable in 
20-channel increments. The control card contains circuitry 
independent of the number of data channels, while the 20- 
and 40-channel acquisition cards contain circuitry as 
sociated with additional channels. This architecture 
minimizes the cost per channel by including the analysis 
overhead circuitry only once. Also, connections between 
cards are few, which increases the reliability of the system. 
A synchronous expansion bus between the cards need 
carry only timing and pattern information, and it is not 
necessary to distribute the many data channels throughout 
the system. 

Two Memor ies  Are  Be t te r  than  One  
Two separate memories are included in the acquisition 

system of the 64620S. A trace memory stores data from the 
input channels, as well as count information and sequencer 
status. This memory can store up to 256 states and can be 
displayed either in trace list format with inverse assembly 
or in a graphic format. An overview event memory is used to 
capture information that allows the relative occurrence and 
order of occurrence of defined events to be measured. This 
memory can store up to 4096 events and can produce a 
histogram, a graph, or a list output for display. This dual 
memory architecture offers simultaneous monitoring of 
program activity at both a detailed level and an overview 
level. This allows correlation of real-time information. 

Since the trace memory stores information received on 
the input data channels, each acquisition card contains a 
section of that memory. The control card contains the sec 
tion that does not change in size with increasing channel 
width, namely the state/time counter and sequencer status 
values. This distribution of the trace memory offers advan 

tages over a centralized architecture, in particular that of 
expanding easily with an increasing number of channels. 
However, coordinating the activities of the memory be 
comes more complicated when it is distributed, especially 
when the storage control features are as extensive as those 
incorporated into the 64620S. Reading the trace memory 
during a trace with limited clock rate allows displaying 
acquired data before a measurement is completed. This 
technique, called interactive read, is important when the 
stored data is highly qualified, which means that only in 
frequently selected pieces of data are written into the mem 
ory. In this case, a measurement could take seconds, min 
utes, or even hours, and it is not desirable to stop the trace to 
see the data because some data might be missed. 

The overview memory has the task of capturing decoded 
information called events. These events are decoded by the 
range decoder circuit (see box on page 18) and consist of 
simple four-bit values. The small size of the event number 
allows this memory to store more values. The overview 
memory also incorporates an interactive read feature, al 
lowing histogram data to be updated as new events are 
detected by the overview analyzer. 

The dual-memory architecture allows simultaneous, cor 
related measurements. In particular, a trigger from the 
overview memory to the trace memory allows tracing of 
detailed data relating to an overview event occurrence. For 
example, an overview event of time ranges can trigger the 
trace memory to trace the parameters passed to a routine 
that takes longer or shorter than a specified period of time. 

Custom ICs Are  the  Key 
Using custom integrated circuits in many functional 

areas allows the extensive set of real-time analysis 
capabilities in the 64620S. The interface to the 64000's 
high-speed intermodule bus (1MB) is closely associated 
with the analysis functions of the 64620S. Because of the 
bidirectional nature of the 1MB and the number of con 
trolled functions, the interface circuits were incorporated 
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Fig. 4. configurat ion diagram of the 64620S Logic State /Software Analyzer. This configurat ion is 
a 20-channel  analyzer  wi th overv iew.  
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Inverse Assembly for a General-Purpose Logic Analyzer 

An inverse  assemble r  combines  cap tu red  address ,  da ta  and  
status informat ion to generate a mnemonic representat ion of  the 
mach ine  code  f o r  t he  p rocesso r  be i ng  mon i t o red .  An  i nve r se  
assemb le r  pe r fo rms  the  oppos i t e  f unc t i on  o f  an  assemb le r ;  i t  
t rans lates CPU machine code back in to the mnemonic represen 
ta t ions used in  the generat ion of  the CPU program. 

Inverse Assembly  Language 
The  inve rse  assemb ly  so f tware  fo r  the  64620S Log ic  S ta te /  

So f twa re  Ana l yze r  was  deve loped  us ing  a  spec ia l l y  des igned  
language ca l led the Inverse Assembly  Language ( IAL,  see F ig .  
1 ). Resembling an assembly level language for the most part, IAL 
a l s o  l a n  i n s t r u c t i o n s  c h a r a c t e r i s t i c  o f  a  h i g h e r - l e v e l  l a n  
guage ,  seve ra l  o f  wh i ch  a re  ded i ca ted  t o  spec ia l i zed  i nve rse  
assembly re lated funct ions.  

An  i n te rp re ted  code ,  IAL  can  be  though t  o f  as  runn ing  on  a  
32-b i t  pseudomach ine .  A  w ide  range o f  log ica l ,  a r i thmet ic  and  
ut i l i ty instruct ions operate on a single 32-bit  accumulator. In addi 
t i on ,  a  la rge  number  o f  32 -b i t  va r iab les  can  be  de f ined  by  the  
p r o g r a m ,  a n y  o f  w h i c h  c a n  b e  t r a n s f e r r e d  t o  o r  f r o m  t h e  a c  
cumulator .  Alphanumeric st r ing constants of  up to 64 characters 
can be def ined,  as wel l  as  32-b i t  numer ic  constants .  

Inc luded in  IAL  is  a  CASE s ta tement ,  whose index  may be  a  
group of accumulator bits or an entire 32-bit variable. An IF/THEN 
c o n s t r u c t  a d d s  c o n s i d e r a b l y  t o  t h e  h i g h - l e v e l  p r o g r a m m i n g  
capabi l i ty  o f  the Inverse Assembly  Language.  

Severa l  p redef ined var iab les  pass  address ,  da ta ,  and s ta tus  
information from the analyzer trace memory to the inverse assem 
b le r .  In  the  case  o f  mu l t i p le  by te  ins t ruc t ions ,  o r  o ther  s im i la r  
s i tuat ions, the INPUT instruct ion provides the inverse assembler 
w i th  the  capab i l i t y  to  read  add i t iona l  cap tu red  s ta tes  f rom the  
t race memory.  The inverse assembler uses the OUTPUT instruc- 

O P E R A N D _ C O L U M N  C O N S T A N T  6  
S T R I N G ^ J M P  A S C I I  " J M P "  
R E G I S T E R â € ” N U M B E R  V A R I A B L E  0  
D E C O D E _ A S R _ L S R ^ J M P  

LOAD INITIAI    DATA 
CASE_OF 2 ,1  

OUTPUT "ASR" 
OUTPUT "LSR" 
GOTO ILLEGAL_INSTRUCTION 
OUTPUT STRING ^JMP 

C A S E ^ E N D  
POSIT ION ABS,OPERAND_COLUMN 
C A S E _ O F  2 , 2  

C A L L  A S R _ L S R _ O P E R A N D  
CALL DISPLAY_DESTINATION 

CASEâ€”END 
RETURN 

A S R ^ L S R ^ O P E R A N D  
INCREMENT INPUT ^ADDRESS 
INPUT ABS, INPUT _^ADDRESS,QUALIFIED 
I F  I N P U T _ E R R O R  ( )  0  T H E N  G O T O  E R R O R  
L O A D  I N P U T _ D A T A  
IF 7,7 = 1 THEN AND 00001 100B 
ROTATE HIGHT.2  
S T O R E  R E G I S T E R ^ N U M B E R  
C A L L  S H O W _ R E G I S T E R  
RETURN 

Â¡Display position for operand 
Â¡String used several times 
 r e g i s t e r  #  i n i t i a l l y  0  
 A S R ,  L S R ,  J M P  
 i n i t i a l  o p c o d e  
Â¡Accumulator bit 2-1 
;  B i t  2 - 1  =  O O B  
;  B i t  2 - 1  = 0 1  B  
;  B i t  2 - 1  =  1 0 B  
;  B i t  2 - 1  =  1  1  B  

 t o  o p e r a n d  c o l u m n  
Â¡Accumulator bit  2 
Â ¡ D e c o d e  A S R  a n d  L S R  
Â¡Show JMP address  

Â¡Return to analyzer  
Â¡ASR,  LSR,  subrout ine  
Â¡Point  to next  opcode 
Â¡Try  to  read  next  opcode  
Â¡Leave if error 
Â ¡Get  new opcode  va lue  
Â¡Mask i f  necessary 
Â¡Move to  lower  2  b i ts  
Â¡Save  reg is te r  #  fo r  la te r  
Â¡Display register  name 
Â¡Subroutine return 

F ig .  1 .  Example  code  f rom an  inverse  assemble r  wr i t ten  in  
I A L  

t ion to display i ts results.  
For users of  propr ietary machines or other processors not sup 

po r t ed  by  Hew le t t -Packa rd ,  IAL  p rov i des  an  essen t i a l  t oo l  t o  
deve lopers  o f  i nve rse  assemb le rs .  A  spec ia l i zed  deve lopment  
language such  as  IAL  i s  o f  add i t iona l  bene f i t  i n  s imp l i f y ing  de  
ve lopment  and reduc ing inverse assembler  des ign-cyc le  t ime.  

Inverse Assembler  Operat ion 
Upon a request  to  d isp lay a current ly  undisplayed CPU state,  

and i f  the mnemonics display opt ion is  selected in the t race l is t ,  
the  ana lyzer  per forms a  ca l l  to  the  Inverse assembler  so f tware  
module, passing to i t  address, data and status information for the 
new s ta te .  The  inve rse  assemb le r  then  per fo rms  an  opera t ion  
appropr iate to the status of  the new state,  formats a display and 
returns to the analyzer software. At this point,  the inverse assem 
bly d isplay is  wr i t ten onto the instrument 's  CRT (see Fig.  2)  and 
p repa ra t i ons  a re  made  t o  ca l l  t he  i nve rse  assemb le r  aga in  i f  
necessary.  

I n v e r s e  a s s e m b l y  g o e s  b e y o n d  s i m p l y  d i s p l a y i n g  t h e  
mnemonic  fo r  the  ins t ruc t ion  be ing  executed.  Us ing  the  INPUT 
ins t ruc t ion  p rov ided  in  IAL ,  the  en t i re  ins t ruc t ion ,  inc lud ing  in  
struct ion operands, is displayed in the same form as was used in 
p rog ramming  t he  CPU.  I n  mos t  cases ,  t he  mnemon i c  i nve rse  
assembler  ou tput  can be assembled d i rec t ly .  

Many  i ns t ruc t i on  t ypes  common  to  a l l  CPUs  spec i f y  sou rce  
a n d / o r  c a l l ,  a d d r e s s e s  w i t h i n  t h e  i n s t r u c t i o n  ( j u m p  a n d  c a l l ,  
fo r  example ) .  In  wr i t i ng  p rograms us ing  such  ins t ruc t ions ,  p ro  
g r a m m e r s  p r e f e r  u s i n g  s y m b o l i c  a d d r e s s  l a b e l s  r a t h e r  t h a n  
numer ic  addresses.  The inverse assembler  can obta in  or  ca lcu  
la te  the  address  f rom the  ins t ruc t ion  i t se l f .  Us ing  the  address  
m a p p i n g  f u n c t i o n  p r o v i d e d  b y  I A L ,  i t  c a n  t h e n  l o c a t e  a  c o r r e  
spond ing  symbo l  w i th in  the  ana lyzer  address  map and  d isp lay  
t he  same  symbo l i c  add ress  as  used  by  t he  p rog rammer .  Sym 
bol ic tracing clar i f ies and simpl i f ies analyzer measurements, and 
re l ieves  the  programmer  o f  hav ing  to  remember  o f ten  mean ing 
less absolute addresses.  

Fig.  2.  Analyzer t race l is t  showing inverse assembler  d isplay 
wi th user-def ined symbols.  

into a custom integrated circuit. This circuit, called the 
analysis controller, provides the necessary control for the 
trigger, store, count, sequence, and overview functions. By 
including the 1MB interface on the analysis controller, tight 
coupling between these functions and the 1MB functions is 

possible. An example of this coupling is the pervasive mas 
ter enable function. Essentially, all control functions of the 
64620S must monitor the 1MB master enable function, sus 
pending and resuming analysis activities in response to its 
changes. 
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Besides the analysis controller, a floating-point Gray- 
code counter was developed, as well as a clock detection 
circuit and comparators for the clock and data probes. The 
custom counter generates the time or state count stored in 
the trace memory and acts as the interval counter for over 
view event time or state counts. The clock detection cir 
cuitry and probe comparators are responsible for capturing 
data on the input channels of the analyzer. 

User Interface Design 
The 64620S software provides a means for entering mea 

surements and displaying the acquired data in useful for 
mats. To handle the wide range of features that are available 
for effective state and software analysis, the user interface to 
the 64620S divides the various activities of setting up the 
analyzer into sections. Measurements are specified, for 
example, in the trace specification, while input channel 
formatting is done in the format specification. This division 
of tasks makes each section easier to understand and oper 
ate, and a wider variety of capabilities can be incorporated 
to improve the efficiency of performing each task. 

In addition to separating the interface tasks, only a subset 
of the complete capabilities is normally available within 
each interface. This is most apparent in the trace specifica 
tion where the measurement resources are controlled. If a 
default condition exists for a particular function (such as 
SEQUENCE or OVERVIEW), this condition is detected and 
that function does not appear in the interface display. The 
result is that the total capability of the analyzer need not be 
considered during the setup of most common measurement 
situations. For more demanding measurements, an exten 
sive set of resources is activated. In this way, the user 
interface grows in a degree equal to the task at hand. 

Symbol ic  Operat ion 
In all input specifications and output displays, the 

64620S software provides symbolic operation. Labels, such 
as the channel grouping Address, and symbols, such as 
STACK to represent the range of address values of the stack 
area, are user-definable. These labels and symbols are 
stored in a separate data structure in the analyzer. Also, the 
directed-syntax technique used in the 64000 System is ex 
tended to provide these labels and symbols on softkeys at 
the appropriate point in a command line. The association is 
made by grouping symbols together into a data structure 
referred to as a symbol map, and then defining a default 
map for each label. Thus, entering commands such as trigger 
on Address = range STACK can be done using only the 
softkeys. 

Not only are the labels and symbols available on softkeys 
for entry of commands, but they are also used in the trace 
list to display acquired data in easily recognized forms. For 
each column label displayed in relative mode, a dynamic 
lookup in a symbol map is performed. Normally the default 
map is used, but any named symbol map can be specified. If 
a symbol corresponds to the data value, this symbol is 
placed in the list and an offset is added if the symbol 
represents a range of values. This eliminates the tedious 
task of mentally translating the data into a meaningful form. 

The symbolic entry and output capabilities of the 64620S 
eliminates much of the detail work, very much like a 

high-level language in programming. It is not necessary to 
enter and interpret ones and zeros. This was deemed very 
important to an analyzer aimed at software analysis, and 
even in hardware analysis these techniques are useful. 

Configurabi l i ty  of  a  General -Purpose Analyzer  
An instrument is considered friendly if the user is com 

fortable working with it. With such instruments, users re- 
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quire relatively short learning periods before the instru 
ment can be used. Instruments designed for ven- specific 
applications generally belong to this category. However, 
unless user configurabil i ty becomes a principal  design 
goal, as in the case of the 64620S Analyzer, general-purpose 
instruments may fall short of these requirements. 

T h r o u g h  a n  a u t o m a t i c  c o n f i g u r a t i o n  p r o c e s s ,  t h e  
general-purpose 64620S Analyzer appears to be specially 
des igned  fo r  the  p rocess  under  t e s t .  In  add i t ion ,  the  
analyzer can be further configured to appear tailor-made for 
the program environment being monitored. This additional 
configuration process can occur as part of the automatic 
configuration or can be done later by the user. 

If a CPU-specific interface module is used, automatic 
instrument configuration occurs upon entry to the 64620S. 
The interface probe module supplies an identification code 
to the analyzer, indicating the type of CPU being monitored. 
This identification code selects the proper configuration 
file. The subsequent automatic configuration process then 
adapts the analyzer's operation to the characteristics of the 
monitored CPU, creating the perception that the 64620S 
was designed specifically for that CPU. 

Automatic instrument configuration is  also provided 
through the general-purpose interface module. This device 
allows the user to design an interface module meeting the 
requirements of  a  specif ied CPU. A 16-posi t ion rotary 
switch, located on the general-purpose interface module, 
provides the 64620S with an identification code so that it 
can locate and automatically load the applicable,  user- 
defined configuration file. Thus, the analyzer can be au 
tomatically configured for proprietary machines or other 
processors not supported by Hewlett-Packard. 

Associated with the general-purpose interface module, 
the inverse assembly language (see box on page 21) pro 
vides for user-generated inverse assemblers.  Inverse as 
semblers are specified by the automatically loaded config 
uration file, so that inverse assembly, as well as instrument 

configuration, may appear to be tailor-made. 
General-purpose probes provide an alternative to the use 

of the general-purpose interface module or other HP stan 
dard interface modules. Although an identification code is 
not available to inform the analyzer of the type of CPU being 
monitored, modification of the default configuration file 
can still result in automatic instrument configuration. 
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A running. 

A Modular Logic Timing Analyzer for the 
64000 System 
by Joel A. Zellmer, John E. Hanna, and David L. Neuder 

A LOGIC TIMING ANALYZER asynchronously sam 
p les  da ta  f low in  the  sys tem under  t e s t  and  i s  
primarily used to troubleshoot hardware-related 

problems in digital circuitry. It is optimized for showing 
time relationships between digital signals, an area where 
oscilloscopes are often used. Timing analyzers, however, 
offer features not found in most oscilloscopes, making them 
especially useful in testing digital circuitry. The following 

characteristics of timing analyzers differentiate them from 
oscilloscopes: 
â€¢ Two-level vertical resolution 
â€¢ Single-shot recording of multichannel data 
â€¢ Simultaneous display of up to 16 channels 

Display of data flow occurring before a trigger condition 
Â» Triggering capabilities tuned to the multichannel digital 

environment. 
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Other important features of timing analyzers include: 
â€¢ Fine timing resolution 
â€¢ Multiple modes of data acquisition, including high-reso 

lution, missed data or glitch detection, and dual- 
threshold measurements 

â€¢ Powerful and flexible triggering, including triggering 
from other digital analysis systems such as a synchron 
ous state or software analyzer, or from an emulator 
Large memory 
Large number of input channels 

B High-quality probing 
i Ease of use (setting up and executing measurements and 

formatting of output). 
The data acquisition modes of the new 64600S Timing 

Analyzer (Fig. 1) allow the user flexibility in troubleshoot 
ing. The high-resolution mode allows sampling at 400 
MHz, giving excellent timing resolution often needed in 
examining timing margins, even on low-speed data buses. 
The memory depth of 8140 samples per channel gives a 
timing window 20 /xs wide with 2.5-ns sample resolution. 
The dual-threshold mode, which displays three-level 
waveforms, simplifies troubleshooting such problems as 
bus conflicts, improper loading, slow rise times, and noise 
on signal lines. A glitch detection mode is useful when it is 
necessary to select slower sample rates to cover a long time 
window in a particular measurement, while not missing 
any short-duration activity occurring between samples. 
Glitches lasting only 3 ns can be displayed. 

The triggering capabilities of the 64600S are designed to 
solve timing-related problems in multichannel logic envi 
ronments. In addition, the analyzer uses a very easy and 

Fig.  1 .  HP Model  64600S Logic T iming Analyzer  adds power 
f u l ,  L o g i c  a s y n c h r o n o u s  a n a l y s i s  t o  t h e  6 4 0 0 0  L o g i c  
Development System. I t  has e ight  input  channels and can be 
e x p a n d e d  t o  s i x t e e n  i n p u t  c h a n n e l s .  T h e  6 4 6 0 0 S  c a n  b e  
added to either the 641 00 A or 64110 A Development Station as 
par t  o f  a  hard-d isc-based c luster  system or  as a s tand-a lone 
analyzer  in  a f lex ib le-d isc-based stat ion.  

convenient operating interface to aid the new or occasional 
user in setting up measurements. 

There are many applications for the 64600S Timing 
Analyzer. It is a valuable tool for checking out new digital 
hardware and for troubleshooting faulty circuitry. To 
examine problems quickly, the 64600S can: 
Â« Capture and display nonperiodic waveforms and single 

shot events 
v Examine the time relationships between signals, setup 

and hold times, and other events. 
â€¢ Detect unwanted transitions on signals (glitches) 

Detect fan-out problems, bad logic levels, and slow rise 
and fall times 

i Detect conditions that last longer or shorter than some 
specified duration. 
The timing system is modular, consisting of a control 

board and an acquisition board with accompanying 
8-channel probe. One control board can drive one or two 
acquisition boards so that a single module can have 8 or 16 
channels. Multiple timing or other modules can be con 
nected through the 64000 System 1MB (intermodule bus), 
allowing intermodule interaction. The timing system de 
sign allows the user to mix control and acquisition boards 
and probes without the need for hardware adjustments. 

As part of the 64000 System, the 64600S provides other 
advantages. For example, because the 64600S is disc based, 
new postprocessing features can be added easily. Data files 
can be processed using a station's Pascal/64000 capability. 
Data measurements can be stored on flexible discs and 
brought to other systems for analysis. Detailed setups for 
particular measurements can be stored in configuration 
files, and then quickly reentered into the timing analyzer to 
be executed. The 64000's intermodule bus allows complex 
interaction with other modules such as emulators, state 
analyzers, or other timing analyzers. Using the terminal 
mode software, measurements can be performed at remote 
sites and the data transferred via RS-232-C/V.24 and modem 
interfaces to another unit at a central location. 

Operator Interface 
Before delving further into the measurement features of 

the analyzer, a discussion of the operator interface is impor 
tant since this often determines the utility of an instru 
ment. Any instrument that is easy to understand and use 
will be of more use and provide more data to the user. The 
64600S's operator interface is designed to be a friendly 
interface by extensive use of directed-syntax and sentence- 
like commands, and display of only pertinent information. 
A directed-syntax structure prompts and directs the user 
through a command tree â€” freeing the user from having 
to remember keywords and key sequences. With directed 
syntax, the next level of valid keywords to complete a com 
mand is always displayed on the softkey labels. The softkeys 
eliminate the frustration of keying in an illegal key sequence, 
because they track only valid commands. A simple default 
execution of the 64600S allows the user to examine all sig 
nals input to its probes by specifying only two commands: 

timing Brings in the timing analysis software 
execute Display automatically changes to the timing 

diagram display 
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The use of sentence-like commands brings clarity to the 
measurement setup and display of data. For example, to 
produce a timing diagram of a signal called SYXC. which 
has been connected to pod 1. input 0. the following com 
mands are invoked: 

timing Brings in the timing 
analysis software 

show format   specification Moves to the format display 

define SYNC pod_Ubit 0 Sets up the label SYNC 

show trace   specification Moves to the trace specifi 
cation display 

trigger on entering SYNC = 1 Sets up the trigger condition 

e x e c u t e  D i s p l a y  a u t o m a t i c a l l y  
changes to the timing dia 
gram display 

d i s p l a y  S Y N C  S e t s  u p  t h e  t i m i n g  d i a g r a m  
to display the signal labeled 
SYNC 

The 64600S displays only pertinent information about 
the specifications that the user enters. As the user requests 
more complex measurements, the display specifications 
list the additional complexity. 

The user interface is partitioned into four displays: for 
mat specification, trace specification, timing diagram, and 
trace list. In each of these displays the user can specify 
commands specific to that display. For example, in the 
format specification the user can specify labels for the probe 
inputs and enter threshold levels, while in the trace specifi 
cation the trigger conditions and sample rate can be 
selected. In the timing diagram and trace list displays, 
commands specific to the measurement data display format 
are found. Also, in each of these displays the user can 
specify common operation commands to execute and halt a 
measurement. There is no need to go to a special display to 
run the 64600S Timing Analyzer. The user interface also 
allows measurement setups to be stored in and reloaded 
from files. Therefore, there is no need to remember an old 
configuration; instead, it can simply be brought back 
through the file handler of the 64000 System. 

Acquisi t ion Modes 
The 64600S Timing Analyzer samples data on its probe 

inputs in four different modes: wide sample, dual- 
threshold, fast sample, and glitch capture. Each mode offers 
different views into the network under test. These choices 
are available within the same instrument, and all are under 
software control from the same displays (specifications). 
The consistent interface of the 64600S, independent of 
mode, enhances the user's ability to make the measurement 
and to interpret the data correctly. 

Wide Sample  Mode 
The most commonly used mode is wide sample, which 

gathers 4060 bits of data for each of eight inputs on each 
probe pod at sample rates from 2 Hz to 200 MHz (0.5-s to 
5-ns periods). Depending on the analyzer option, there can 
be one or two probe pods and therefore 8 or 16 inputs. 
Within each probe pod, comparison thresholds can be set 
for two groups of four channels so that the user can. for 
example, probe ECL and TTL circuits simultaneously with 
one probe pod. Examples of a typical format specification, 
trace specification, and timing diagram for an 8-channel 
analyzer are shown in Fig. 2. 

For a typical measurement, the user begins by defining 
labels to be associated with the probe pod inputs. These 
labels should be relevant to the names of the points probed. 
The labels shown on the left in Fig. 2a are mapped via the 
asterisks to a particular input or group of inputs. Thus, LWR 
is a label associated with pod 1, input 4, while STATUS is a 
multibit label associated with pod 1, inputs 5 through 7. 
Note that the multibit label STATUS is composed of three 
separate single-bit labels: IOM, So, and Si. The user then has 
the choice of two ways of representing the input signals to 
be tested. For example, triggering on STATUS = Oil is the 
same as triggering on IOM = 0, So = 1, and Si = 1. The 
comparison thresholds default to TTL levels as shown on 
the threshold line with a positive-true logic sense. These 
can be redefined by the user to positive- or negative-true 
logic values between +10V and -10V, respectively. The 
labels transfer automatically to all other specifications in 
the analyzer so that the user can define trigger conditions, 
display formats, and other parameters by using labels rather 
than, for example, pod   l_bit 0. This makes using the 
64600S easier, faster and more accurate since the user 
works in terms associated with the user's system rather than 
in terms of the analyzer connected to it. 

Dual-Threshold Mode 
By pressing the mode softkey, the user is given a choice of 

Fig. 2.  diagram (a) format speci f icat ion, (b) t race speci f icat ion, and (c) t iming diagram displays 
for  an e ight -channel  64600S Analyzer  in  the wide sample mode.  
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the remaining three modes. Selecting the dual-threshold 
mode provides more voltage resolution than is available 
with just a simple timing analyzer measurement (Fig. 3b). 
On a TTL bus, for example, conflicts or excessive loading 
can cause a line to cross the nominal threshold (Vtn typ = 
1.4V) and be detected as a transition by a simple analyzer, 
but may not produce a valid logic high (>2.0 volts) or low 
(<0.8 volts). Fig. 3a illustrates some of these conditions. 
Similarly with ECL circuits, weak pulldowns can cause a 
poor logic low. 

These conditions can be found using the dual-threshold 
mode in which each input is compared to two thresholds, 
VÂ¡h mm and VÂ¡i max, at sample rates from 2 Hz to 200 MHz. A 
three-level display (Fig. 3c) shows the time spent between 
thresholds and any incomplete transitions. Fig. 4 shows the 

VOUT (Vdc) 

S - -  

4 - -  Slow Rise Time 
- (2 )  

(a) 

(1) 

(2) 

(3) 
(b) 

(1) 

(2) 

(3) 

(c) 

F i g .  3 .  U s e  o f  d u a l - t h r e s h o l d  m o d e  t o  a n a l y z e  L S T T L  
waveforms (a)  which are degraded by h igh fanout  (curve 1) ,  
s low r ise  t ime (curve 2) ,  o r  no ise  (curve 3) .  (b )  Detec t ion  o f  
curves 1 ,  2 ,  and 3 by a s imple t iming analyzer  wi th  a s ing le 
threshold  set  to  Vth  typ.  (c )  By us ing the 64600S Analyzer 's  
dual - threshold mode,  curves 1 ,  2 ,  and 3 can be detected as 
shown. 

specifications and displays of a typical dual-threshold mea 
surement. 

In the dual-threshold mode, only four inputs are active on 
each pod because twice the information must be stored in 
memory for each input channel. The format specification 
shown in Fig. 4 illustrates the use of dual-threshold mode 
within the previous measurement setup. 

Fast  Sample  Mode 
Should more time resolution be required than available 

using the 5-ns sample period in the wide sample mode, the 
fast sample mode using a 2. 5-ns sample period (400 MHz 
sample rate) can be selected. This is accomplished by al 
locating two samplers to each input with a 2. 5-ns time 
separation between the samplers, and results in an 8K 
memory. This restricts the number of inputs that can be 
sampled to those in the lower half of the probe, but this 
sample rate is typically needed to compare data on a small 
number of channels. 

Gli tch Capture Mode 
Despite the 4K memory of the 64600S, which provides 20 

/us of storage at 200 MHz, there are instances when very long 
time spans must be observed and the user still wants to be 
aware of the occurrence of even brief events. The glitch 
capture mode monitors edges on the incoming data as well 
as sampling the data from 2 Hz to 100 MHz. If more than one 
edge occurs between two adjacent sample times, it records 
this event in a separate memory as a glitch. The presence of 
this glitch can alert the user to examine the data in this 
region more closely by using one of the other modes. Since 
separate circuitry and memory are used for glitch detection 
and recording, glitches do not distort normal edge loca 
tions, and glitches occurring close to or on edges are cap 
tured and displayed. 

Triggering 
The user can choose any of five types of triggering: 
Triggering upon entering a pattern 
Triggering upon leaving a pattern 
Triggering on greater than a specified duration of a pattern 
(including a middle level in the dual-threshold mode) 
Triggering on less than a specified duration of a pattern 
(including a middle level in the dual-threshold mode) 
Triggering on combinations of patterns and glitches. 
In this discussion, "pattern" indicates the value of an 

ANDed group of inputs, or the complement of that value. 
The five types of triggering qualify the trigger in ways not 

possible with a simple occurrence trigger. Triggering only 
on entering or leaving a pattern means that the analyzer will 
not trigger if the pattern is present when the analyzer is 
started. On the other hand, triggering on greater than or less 
than some time duration of the pattern produces a trigger 
whenever the qualified duration is reached. The duration 
trigger types are especially useful because they allow the 
user to set the duration to a value larger or smaller than any 
duration expected, and trigger on that event if it occurs. To 
illustrate this capability, refer to Fig. 5 . Here it is possible to 
trigger the analyzer when the duration from REQuest to 
ACKnowledge is either too long or too short. An example 
trigger command might be trigger on greater_than 1 usec   of 
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Fig. (b) specification, dual-threshold-mode (a) format specification, (b) trace specification, and (c) 
t iming d iagram disp lays for  the 64600S.  

REQ = 1 and ACK = 0. 
Additional cross-pod triggering in a 16-channel 64600S 

Timing Analyzer allows conditional OR triggering, condi 
tional duration triggering, and sequential triggering. An 
example of conditional duration triggering can be shown by 
again referring to Fig. 5. It is desirable to trigger on the 
occurrence of the acknowledge signal going high without a 
request signal. Note that triggering on ACK = 1 and REQ = 0 
happens at the trailing edge of a normal handshake. How 
ever, triggering on ACK going high while REQ is low exactly 
catches the faulty condition. An example trigger command 
might be trigger on entering ACK = 1 when   greater   than 1 
usec_of REQ = 0. 

A programmable time delay is also available. This allows 
delaying trigger events (as described above) up to 32 mil 
lion clock cycles. The delayed trigger point can be 
positioned anywhere in the acquisition memory: start, 
middle, end, or a definable percentage of the memory before 
the delayed trigger point. 

Intermodule Bus Interact ion 
The 64600S Timing Analyzer, through the 64000 Sys 

tem's intermodule bus (1MB), can arm or trigger other mod 
ules, or can be armed, triggered, or delayed from other 
modules in a 64000 Development Station. 

As an example of intermodule triggering, a state analyzer 
in the 64000 Station could be tracing a long sequence of 
events, and when this sequence is satisfied, arm the 64600S 
Timing Analyzer. The timing analyzer then triggers when it 
satisfies its own internal trigger conditions. 

An additional autorestart function is also available when 
using the 64600S with the 1MB. This is useful in correlating 
timing phenomena with subsequent faulty state flow. The 
timing analyzer can look for a pattern, trigger, complete its 
trace, and then wait for a state analyzer to tell it what to do 

R E Quest for Transfer 

ACKnowledge 

Time 
Interval 

Fig. 5.  The di f ferent t r igger ing modes of the 64600S Analyzer 
can be used to examine the relat ionships between a system's 
REQ and ACK handshake waveforms. 

via the 1MB. If the state analyzer observes normal state flow, 
it can tell the timing analyzer to reset and start over again. If 
after the next timing measurement the state analyzer ob 
serves faulty state flow, further restarts would be inhibited 
and the timing trace containing the data that produced the 
faulty state flow can be observed. 

Displaying Data 
The 64600S Timing Analyzer can display measurement 

data in the form of either a timing diagram or a trace list. The 
timing diagram presents up to sixteen channels of mea 
surement data. The channel ordering and spacing can be set 
up using labels that the user enters or default channel num 
bers. By selecting appropriate labels, the user can present 
the measurement data in a form that gives a clear descrip 
tion of what has been measured (see Fig. 2c and Fig. 4c). 

Magnification, time cursors, and memory indicators are 
important features for study of the timing diagram. Mag 
nification along the time axis allows the fine detail of a 
portion of the timing diagram to be expanded. Three pow 
ers of magnification are allowed: xi, xio.and xlOO.Inxl, 
the measurement data (4060 samples) is compressed into 
203 display characters by a 20:1 compression routine. Mul 
tiple transitions in each 20-sample group are indicated with 
a multiple transition character (glitch symbol). Thus, the 
user can use the x 1 magnification to find regions of activity 
and use the other magnifications (xio, x 100) to see more 
detail of each region of activity. This is significantly differ 
ent from many analyzers, which compress multiple transi 
tions into a single transition and make it difficult to distin 
guish regions of activity from simple transitions. 

Multiple time cursors (x, o in Fig. 2c and Fig. 4c) are 
available in the 64600S to measure durations of events or 
intervals between events. Graticules and time-per-division 
information provide the user with another reference to the 
amount of time that is shown. Also, the position of the 
indicator (AAA) under the timing diagram shows the por 
tion of the trace that is currently being observed. 

Hard copy of the timing diagram and the trace list are 
available to record the measurement data when needed. 

Probing 
The 64604A Timing Probe consists of a cable connected 

to the acquisition board in a 64000 mainframe, a detachable 
pod housing a hybrid circuit containing the active com 
parator, and eight detachable coaxial probe inputs similar 
to oscilloscope probes. As a result, all the accessories for 
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Inputs 
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Sample Clock 

HP's 10017A Series Oscilloscope Probes (e.g., grabbers and 
clips) can be used with the 64604A. A new 20-pin dual-in 
line package clip, the 10211 A, has also been developed. 
This accessory allows easy connection to most 0.3, 0.4, 0.6, 
and 0.9-inch-wide dual-in-line 1C packages. The 10211A is 
also stackable, end to end, to allow probing all the pins of 
40-lead or 60-lead packages. 

The probe inputs are compensated to provide the com 
parator in the pod a high fidelity reproduction of the signal 
at the probe tip, avoiding the ringing and resulting uncer 
tainty associated with open-wire probes and fast edges. The 
input impedance at the tip is 100 kfl in parallel with 6 pF. 

The probe has two comparison thresholds, one for chan 
nels 0 through 3 and one for channels 4 through 7. The 
thresholds are set by software from â€” 10V to 10V in 0.1V 
steps. The dynamic range of the probe is specified as Â±10V. 
Exceeding this value, as might happen with CMOS circuits 
using 15V supplies, causes less than 1 ns of additional skew 
as the input clamps are activated, and essentially no change 
in loading. 

Hardware Organizat ion 
The data acquisition path of the 64600S uses three cus 

tom, bipolar EFL integrated circuits: an input comparator 
chip, a glitch chip, and an array of encoder chips. Fig. 6 is 
a block diagram of the data acquisition path showing how 
these chips are used and the effect that changing the 
acquisition mode has on data flow and memory allocation. 

The custom 8-channel comparator chip receives the 
input data through the passive RC dividers. Having all eight 

Fig.  6.  Data f low for  the 64600S's 
four  acqu is i t ion  modes ,  (a )  Wide  
s a m p l e ,  ( b )  D u a l - t h r e s h o l d ,  ( c )  
Gl i tch capture,  (d)  Fast  sample.  

comparators on the same chip keeps the interchannel skew 
low without requiring delay adjustments. In the dual- 
threshold mode, the same input signal is sent to upper- 
threshold and lower-threshold comparators. An output 
data stream is generated for each threshold level. The com 
parator outputs drive complementary ECL signals down 
twisted-pair transmission lines to the glitch chip. 

In the glitch chip, input data and glitches are sampled 
and basic trigger comparisons are made. The maximum 
sample rate of this chip is 200 MHz. In the fast sample mode, 
the data outputs consist of two 200-MHz data streams per 
channel, one delayed by 2.5 ns with respect to the other. 
Again, because the data from all eight input channels is 
sampled on one chip, the delays are inherently well 
matched. Special care was still required to adjust the input 
aperture for both positive and negative data transitions to be 
at the same point with respect to the sample clock. 

Each of the eight outputs of the glitch chip is fed to an 
encoder chip to do a serial-to-parallel data conversion. This 
chip slows down the data rate to the TTL memories by a 
factor of sixteen. In other words, it effectively changes a 
12.5-MHz memory to a 200-MHz memory. A block diagram 
of this encoder chip is shown in Fig. 7. The TTL data 
outputs of this chip are fully buffered, the data remaining 
constant at the memory inputs for a full write cycle time. 

The above acquisition functions reside on the data ac 
quisition board. The control board generates the sample 
clocks, processes the raw pattern trigger information for 
time duration specifications, and controls the measurement 
by starting and stopping the data acquisition cycle in ac- 
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cordance with the amount or pretrigger information de 
sired. This board also generates the timing diagram. 

The time-duration triggering organization is shown in 
Fig. 8. The three basic duration modes are transition (enter 
ing, leaving, glitch), time duration for greater than a preset 
value, and time duration for less than a preset value. These 
modes are generated by an edge detector coupled to cir 
cuitry that tests to see if the input pattern lasts longer than 
the preset value. The edge detector, together with the 
selectable inversion, generates triggers when the specified 
input pattern enters or leaves. The width-greater-than cir 
cuitry generates triggers when the duration for a pattern or 
the complement of that pattern is wider than a specified 
time. Outputs of both of these detectors are used to generate 
triggers for a less-than-time duration. Here the presence of 
an edge denoting that the trigger condition is going false is 
ANDed If the status of the width-greater-than detector. If 
the width signal is false, this implies that the pattern was 
narrower than the width specification. 

Resolution 
It is important to understand what determines the timing 

resolution of a timing analyzer to properly interpret the data 
it shows the user. Fig. 9a shows an example of input data 
and the corresponding sampled data information. Note here 
that different input data can result in the same displayed 
information, because the data sampler only looks at the 
incoming data at  sample times. The resolution between 
edges  on the  t iming diagram is  l imi ted  to  one  sample  
period. Another problem, that of skew, or differences in 
delay between edges on the same or different channels, also 

strongly affects the available resolution. For example, if the 
timing analyzer internally delays the data from channel 1 of 
Fig. 9bby 1 ns longer than the data from channel 2, the edge 
resolution now becomes Â±(sample period + Ins). Skew can 
also occur  on a  s ingle  data  channel  i f  the delay to  the 
sampling aperture is different for a positive data transition 
and a negative data transition. This type of skew can stretch 
or compress pulse width. 

In production, skew is measured using a routine present 
in the 64600S self-test software. This procedure uses a sta 
tistical beat-frequency approach to measure the skew of the 
acquisition circuitry. Consider the following conditions: the 
sample clock is operating at 200 MHz (5-ns sample period), 
the input data rate is 10.01 MHz (99.9-ns period), and the mem 
ory of the analyzer can store 4060 samples. This means that 
every time a new data edge appears at the data sampler, its 
time location with respect to the sample clock has been 
shifted by 100 ps, or for every 50 data edges, one complete 
sweep of edges will occur through the sample period (one 
beat) . In this example, 4000 bits of memory would then hold 
approximately four beats as shown below: 

(4000 x 5 ns)/(50 x 99.9 ns) = 4.004 beats 

To calculate the skew between a reference edge of particular 
polarity on one channel to an edge of either polarity on 
another channel, the following formula is used. 

(number of misaligned edges) 
â€” T â€” j â€” *â€” Ã¯, x sample penod= skew 

(number of edges compared) 

Raw Pa t te rn  
T r i g g e r  I n f o r m a t i o n  

E d g e  D e t e c t o r  
(De tec t s  t r i gge r  

go ing  f a l se )  

W id th -Grea te r -Than  
De tec to r  

Qua l i f ied  
T r i g g e r  

t o  
De lay  

C i r cu i t s  

F i g .  8 .  O r g a n i z a t i o n  o f  t i m e -  
durat ion t r igger ing c i rcui t ry .  
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Software Solut ions to Displaying Data 
Displaying sixteen channels of data with 4060 samples 

per channel in a short amount of time can be a difficult task. 
A minor hardware change and a special software algorithm 
were developed to reduce this time. 

The display memory consists of 240 characters per chan 
nel. Each character is composed of a two-bit pattern, GD, 
where G indicates if the multiple transition symbol (glitch) 
is to be displayed and D indicates if data is high or low. Each 
two-bit pattern is separately addressable. The acquisition 
memory consists of 4096 samples of data per channel with 
sixteen samples from each channel packed into an address 
able 16-bit word. Originally, the data was packed in the 
form DO, Dl, D2,..., D15, but trying to convert this into a 
format (GODO, GlDl, G2D2,...) acceptable for the display 
memory was a problem. The solution is to modify the out 
put of the acquisition memory so the packed word is in the 
form D8, DO, D9, Di, DIO, D2, ..., D15, D7. Now, by simply 
masking the pattern with a hexadecimal 5555 mask, and 
shifting and masking again, the two words 0, DO, 0,Dl   0, 
D7 and 0, D8, 0, D9,..., O, D15 are produced. The glitch 
information is processed the same way and merged with the 
data providing the proper format for the display memory 
(GO, DO, Gl, Dl, G2, D2,...). 
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Emulators for 16-Bit Microprocessors 
by David  B .  R ichey  and John P .  Romano 

THE ADVANTAGES OFFERED by microprocessors 
have resulted in their use in a large portion of today's 
electronic designs. Because of their versatility and 

complexity, microprocessors frequently create problems 
for the designer. Microprocessors reside in their systems, 
veiled behind their protective plastic or ceramic packages, 
so that their inner activities are invisible. Their control 
mechanisms are untouchable. The task of working with 
these components, therefore, is often greatly aided by re 
moving the microprocessor from its socket and inserting an 
emulator in its place. An emulator provides a window into 
the inner operation of a microprocessor and simulates its 
activity, giving designers the feedback and control neces 
sary for development work. The feature set of a typical 
emulator includes: 

Loading, displaying, and modifying memory 
Displaying or modifying I/O space as appropriate 
Displaying or modifying processor resources such as 
working registers, DMA registers, and counters 
Starting or stopping execution 
Various documentation-related capabilities, like listing 
the above information to disc files or a printer 
Display and use of symbols. 
With such features, the use of in-circuit emulation to 

design, test, and service microprocessor-based products 
has become accepted as a productive technique, and has 
contributed to the widespread use of such products. 

As the use of microprocessors became more com 
monplace, the desire for more capability led to 16-bit mi 
croprocessor designs. In addition to having wider data and 
sometimes wider address buses, 16-bit microprocessors 
have much greater complexity than their 8-bit predeces 
sors. These changes in processor technology have required 
corresponding changes in emulation philosophy and 
hardware. 

The 64000 Logic Development System's first-generation 
emulators1 were designed to aid the development of an 8-bit 
microprocessor-based system. These software and 
hardware tools gave designers the power to complete a 
complex new product design efficiently, handling all 
phases of the design cycle from the early breadboard to the 
final system software/hardware integration and test. 

HP's second-generation emulators provide support for a 
variety of new 16-bit microprocessors. The difference in 
complexity between the 8-bit and 16-bit microprocessors 
demanded that we design new hardware and software to 
support our earlier 8-bit implementation. This approach 
gave us the opportunity to expand the previous feature set, 
implementing new features and adding breadth and flexi 
bility to existing ones. 

Emulator  Hardware Design 
The 16-bit processors increase the need for an emulator to 

work symbolically with compilers, to be flexible enough to 

accommodate the diverse systems in which 16-bit proces 
sors are used, and to be included in cross-coupled mea 
surements with other emulators or other instruments. 
Naturally, the new 64000 16-bit emulators use the 64000's 
directed-syntax user interface, which includes the capabil 
ity to create command macros using command files. 

The hardware design was simplified by basing it on the 
expandable emulation bus architecture originally used for 
HP's earlier 8-bit 8080/8085, 6800, and Z80 emulators. The 
emulation bus connects a set of standard cards that include 
emulation control boards, memory control boards, emula 
tion memory board(s), and a state analyzer board. The emu 
lation control board controls execution. The memory con 
trol board contains an address mapper to partition the ad 
dress range between user memory and emulation memory 
and to apply type and protection attributes. Emulation 
memory boards are used for prototyping. The emulation 
bus is entirely separate from the 64000 host processor bus. 
This avoids interference with an emulator when the host 
processor is conducting 64000 System activity. Multiple 
emulators in one 64100A or 641 10A Development Station 
can operate independently since each emulator uses a sep 
arate emulation bus. Separating the buses also makes it pos 
sible for the host processor to set up an emulator in a watch 
dog measurement, which continues while the host moves on 
to operate, for example, another emulator, an external 
analyzer, or an edit session. 

Wider  Addresses 
The emulation bus is universal and expandable, but mi 

croprocessor and memory technology has gone beyond the 
original planning for several of the standard boards. The 
first emulation bus specified 24 address and 16 data lines, 
without extensions. During the original emulation design it 
was assumed that a microprocessor system requiring even 
that many address lines would be several years away. The 
original 64 300 A internal analyzer monitored only 16 ad 
dress lines, and the original 64151A memory controller 
handled only 20 address lines. Emulation memory sup 
ported 128K bytes with IK-byte resolution. Then the 68000 
microprocessor with a 16-megabyte addressing range and 
the Z8001 microprocessor with an 8-megabyte segmented 
range appeared. A second-generation analyzer and memory 
controller are now necessary. 

Internal Analysis 
A new internal analyzer, the 64302A, is designed to cover 

all 24 address lines. In addition to extended address, the 
analyzer has an expanded number of 1MB (intermodule bus) 
functions. This enhances the cross-coupled measurement 
capability that is so important when designing complex 
16-bit systems with memory management or multiprocess 
ing. A problem was encountered when tracing the data flow 
of 16-bit microprocessors. These processors can transfer 
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data either as a byte or as a word. When transferring a byte, it 
is not usually known whether the byte will appear as an 
upper or lower byte on the bus. The emulation bus provides 
word, lower-byte, and upper-byte status to the analyzer, but 
that does not help the situation. To solve this problem, the 
64302A's data inputs can function as two independent 
bytes. Measurements can be made by specifying the data 
redundantly in both bytes and specifying a byte transfer to 
set the trigger condition. 

Memory Control  
A new memory controller, the 64155A, works with the 

full 24-bit address bus. It supports up to one megabyte of 
emulation memory, and has two mapping resolutions: 256 
bytes and 4K bytes. It is used with the new memory boards 
that provide up to 128K bytes of static RAM on a single 
board. The 64155A is also compatible with existing 
64152B, 64153B, and 64154B static RAM boards. A sig 
nificant portion of a user's investment in emulation is in the 
emulation memory subsystem. Expanding for the 16-bit 
emulators introduced a new problem â€” implementing a 
dual-port memory scheme. New microprocessors use a very 
high percentage of their available bus bandwidth. There 
fore, we implemented a new mechanism for the memory 
controller which pauses the emulation processor's memory 
activity whenever the 64000 host processor accesses emula 
tion memory. The new memory controller has a transparent 
dual-port mode, but the 8086/88, Z8000, and 68000 
emulators need a level of performance that requires the 
pause mode. Of course, a user can select a real-time running 
option to ensure that these pauses do not disrupt the opera 
tion of the target system. 

Emulator  Transparency 
An important issue for emulator designers is transpar 

ency â€” the ability of an emulator to perform in a target 
system exactly like a microprocessor. Transparency has 
four aspects: electrical, timing, resource, and functional. 
Electrical transparency encompasses factors such as input 
and output loading and propagation delays. Typically, an 
emulator uses a higher-speed microprocessor and LSTTL 
buffering. This combination closely approximates the mi 
croprocessor manufacturer's propagation specifications. 
For emulators of NMOS microprocessors, exact reproduc 
tion of a processor's loading characteristics was given a 
lower design priority. Our goal has been to use one LSTTL 
load per signal unless this becomes excessive. This strategy 
has seemed appropriate since most NMOS microprocessor 
systems use TTL circuitry. 

Timing transparency is commonly a measure of an 
emulator's ability to run at the maximum rated speed of the 
microprocessor. Therefore, the designer of an emulator 
must anticipate a processor's fastest mature speed and de 
sign to that performance. A second consideration is 
whether or not an emulator imposes wait states. Since real 
time execution is important to users, the imposition of wait 
states or other timing aberrations is strongly avoided. 

Resource transparency refers to restrictions on micro 
processor resources or features imposed by an emulator 
design tradeoff. For example, a given emulator may restrict 
the use of a certain address range or an interrupt. These are 

restrictions a user would not have to make if the actual 
microprocessor were plugged into the user's system. 

Functional transparency reflects the ability of an 
emulator to execute instructions, perform bus activity, and 
respond to asynchronous inputs in precisely the same 
manner as the microprocessor. This area is HP's first design 
priority and is usually the most difficult to achieve because 
microprocessors are largely undefined devices. Micro 
processor vendors specify instruction sets, bus timing, and 
pin definitions, but rarely declare functional interactions. 
Knowledge of these interactions may not be necessary for a 
system designer, but an understanding of these functions 
can be the deciding factor as to whether an emulator does or 
does not work in the target system. 

The high level of complexity in these 16-bit processors 
caused us to rethink the approach we had been using for the 
8-bit emulators. We had been maximizing resource 
transparency and keeping the user's required level of 
knowledge about the details of the emulated processor to a 
minimum. To accomplish this, the 8-bit emulators have an 
alternate address space containing memory called 
background. User programs are executed from foreground 
memory until a breakpoint is encountered, then the 
emulator moves into the background memory where it exe 
cutes the background monitor. This monitor dumps the 
processor's registers into memory and performs other 
duties. This monitor is totally resource transparent because 
it doesn't occupy any of the user's address range. Emulation 
software loads the background monitor into background 
memory and maintains proper operation. 

This approach is not as satisfactory for 16-bit micro 
processors because functional transparency would be 
threatened by the increased complexity of such devices. For 
example, the 8086/88 and 68000 processors prefetch in 
structions. Multimode interaction occurs between asyn 
chronous inputs such as HALT and BERR on the 68000 
microprocessor and STOP and BUSREQ on the Z8000 mi 
croprocessor .  The t rans i t ion  f rom foreground to  
background memory becomes more difficult. It was clear 
that the misplacement or rearrangement of one bus cycle 
while transitioning to background would invite trouble. 
Consequently, for 16-bit processors, the emulation monitor 
is placed in memory along with the user's programs. 

This approach would be unacceptable for an 8-bit 
emulator because it would affect resource transparency. 
That is, using IK bytes of address space for an emulation 
monitor would be a major intrusion for an 8-bit 8049 
emulator because the 8049 microprocessor has a program 
space of only 2K bytes. The same emulation monitor does 
not intrude so overwhelmingly on the one-megabyte range 
of a 16-bit 8086 microprocessor and thus does not adversely 
affect resource transparency. This is particularly true in the 
64000 System, given that the monitor can be placed any 
where in the user's program space. 

For the new 16-bit emulators, the emulation monitor can 
be placed anywhere in the microprocessor's address range. 
Exact placement is determined automatically by the 
emulator. As part of the integrated 64000 System, the emu 
lation software accesses the linked symbol table to deter 
mine the emulation monitor's location. 
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Flexibility 
Flexibility is another key issue. It is anticipated that the 

16-bit emulators will have to operate in conjunction with 
memory management Ids. operating systems, and other 
complex environments. This dictated a design approach 
that allows a user to customize the emulator to whatever 
hardware is used. One possibility was to use a background 
monitor that could be modified by users. This was dis 
carded because the background monitor is usually a com 
plex program. The complexity is caused by the peculiar 
boundary conditions that can occur during the transition 
from foreground to background. A pending software or 
hardware interrupt could require the background monitor 
to do gymnastics to preserve the pretransition environment 
and to unravel whatever activity occurred. 

The foreground emulation monitor avoids that complex 
interaction. It is distributed in source form along with the 
other emulation software. Users are encouraged to modify 
this program to accommodate specific requirements of the 
target system, even to pare it down in size when necessary. 
Numerous error checks and status messages can be trans 
ferred to the 64000 System's status line. These features 
make the monitor as friendly as possible for first-time users, 
but can be deleted to create a smaller monitor for experi 
enced users. The foreground monitor also comes to the 
rescue when an emulator is used in a multitasking system 
where the focus is not on controlling the microprocessor, 
but on controlling the processes. Via the emulation 
monitor, the emulator can be linked to an operating system, 
allowing the emulator's run and breakpoint features to acti 
vate and deactivate tasks. 

As another example, consider the need for performing 
both word and byte transfers. Since the fundamental ad 
dressing mode is a byte address for these processors, the 
emulation monitor performs all memory transfers as byte 
transfers. However, it is common for emulator users to de 
sign hardware that accepts only word accesses. Once again, 
by simply modifying the emulation monitor, address 
ranges can be specified for word transfers, and elsewhere, 
byte transfers can be used. 

Once the design decision to go with the foreground ap 
proach was made, it became clear that a common emulation 
control board could accommodate all of the 64000's 16-bit 
emulators. As a result, the 64271A board was designed. It 
contains interface circuitry to make the emulation pod sig 
nals compatible with the emulation bus, creates a port 
through which the 64000 Station can program pod config 
uration registers, provides a fast address mapper for buffer 
control, and transfers various control and status signals 
between the station and the pod. 

Special  Considerat ions for  Coprocessors 
Coprocessor support required some special hardware 

considerations for the emulator pods. The 8087, coproces 
sor to the 8086, monitors instruction fetching and execu 
tion. Usually, when accessing emulation memory re 
sources, the emulator places the data bus into a high- 
impedance state. To allow coprocessors to monitor emula 
tion memory activity, a special mode is required for the 
8086 emulator. As needed, the emulation memory cycles 
can be driven out on the microprocessor data pins. To avoid 

bus contention problems, short plug-in leads are added to 
bring out mapper and emulation memory ready signals for 
use in the target system. Another problem arose from the 
common practice of using special blocks of memory for 
pointers or interrupt vectors for the microprocessor and its 
coprocessor. Vectors can reside very close together in 
memory, which can restrict the use of emulation memory. 
To overcome this problem, all of the 64000's 16-bit 
emulators can be set up to become "memory emulators" 
during coprocessor or other DMA-type cycles. During such 
times, the emulator generates emulation memory strobes 
from signals applied to the memory strobe pins of the inac 
tive processor. 

One of the more subtle changes made in response to field 
inputs from users happened when redesigning the 64151A 
to become the 641 55A memory control board. A standard 
feature of the memory controllers detects write cycles to 
address ranges designated to be ROM. Such ranges are 
write-protected when they are mapped to emulation mem 
ory. But, regardless of whether emulation or user memory is 
specified, a breakpoint is generated when a write is per 
formed to ROM. Many 8-bit emulator users like to use these 
ROM areas for other purposes, such as a write-only I/O 
space. The new 64155A memory controller allows this; it 
can be configured to generate or not generate write-to-ROM 
breakpoints. 

Emulator  Software Design 
The following discussion is restricted to a description of 

the software features that are additions to or changes 
from the first-generation emulators.1 Unaffected features 
are not discussed. Emulation features changed or added to 
handle 16-bit microprocessors include emulation session 
entry, configuration, general control, symbolic interface, 
command file execution and control, memory interface, I/O 
interface, software breakpoint, and analysis. 

Emulat ion Session Entry 
There are two possible entry points to emulation, depend 

ing upon what hardware modules are present in the devel 
opment station's card cage. If there is only one emulation 
card set (one emulator control board with pod, a memory 
controller board, and an optional 300 or 302 analysis 
board), then entry is directly from the development station 
via the emulate softkey. At this point the user has the 
following options: 
R Begin a new emulation session and build a new emula 

tion configuration command file 
Â» Enter emulation configuration with a previous emulation 

command file name to edit the options contained therein 
t Enter run-time emulation directly (option continue) with a 

valid emulation command file specified 
Specify a user program absolute file to be loaded after 
entering run-time emulation (this can be done with any 
of the above options). 
If there are multiple module sets present in the station's 

card cage (emulator sets, state analyzer sets, timing ana 
lyzer sets), then entry is via the measurement system moni 
tor which itself is entered from the development station with 
the command meas   sys. The measurement system is de 
scribed in the box on page 8. Softkey labels appear in the 
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measurement system display identifying the module and 
slot number of the control card or that module (e.g., 
em8086   4 or state   8 for an 8086 microprocessor emulator 
control board in slot 4 and a state analyzer control board in 
slot 8). Selection of an emulator with an optional emulation 
command file name transfers control directly to run-time 
emulation if the file matches the current hardware config 
uration. Otherwise, if the command file needs editing, or if 
none is specified and there is not a previous emulation 
session, the user is guided through configuration under the 
current session. 

Configurat ion 
The configuration session is a guided series of question 

and answer entries, except for the memory-mapping por 
tion, which has a directed-syntax command entry format. 
Configuration consists of the following: 

1. Validate and display the card selection (see Fig. la). 
2. Clock source (internal or external). 
3. Real-time option selection. 
4. Memory blocking factor (256 or 4096 bytes). 
5. Number of significant address bits (dependent upon 

block size and processor address size). 
6. Break on processor writes to ROM option selection. 
7. Memory-mapping session. 
8. Simulated I/O address assignment, if desired, for dis 

play, printer, keyboard, RS-232-C/V.24, and/or disc 
file(s). 

9. Emulator pod hardware settings (microprocessor 
specific). 

10. Selection of alternate inverse assemblers for coproces 
sors or special operating modes (e.g., 8089 coprocessor 
or Z8001 nonsegmented mode). 

11. Configuration analysis hardware interaction. 
12. Naming the emulation command file to store the con 

figuration information and subsequent run-time in 
formation on disc for repeated use. 

See Fig. Ib for an example of a memory-map display. The 
memory control board provides the basis for wide flexibil 
ity in hardware control of the microprocessor address bus. 
The address space of the emulated processor can be par 
titioned into 32 segments (possibly disjoint and of variable 
size) using block sizes of 4K or 256 bytes. Each segment can 
be specified as emulation memory, user RAM, ROM, or 
guarded. With the forthcoming 128K-byte RAM board, a 
user will have the ability to use up to one megabyte of 64000 
emulation memory, mapped anywhere in the user's mi 

croprocessor's address space. All the map data is stored in 
the emulation command file so that it does not have to be 
reentered each time, and a previously entered map can be 
easily modified when editing an existing command file. 

As an optional feature for microprocessors with the abil 
ity to separate address space, two methods exist for overlay 
ing memory address space (where two or more address 
inputs will map to the same physical blocks of memory 
controlled by the memory-mapping hardware). The first is 
to specify explicitly in the memory-map command entry 
that segments of equal size map to the same physical mem 
ory. The other is to "don't care" upper address bits by 
entering a reduced value in response to the configuration 
question "Number of significant address bits?" 

After completing configuration, the user initializes the 
necessary software and hardware and enters the run-time 
emulation monitor. If the user has specified a load file, it is 
automatically loaded at this time. 

General  Control  (Monitor  Funct ions)  
The emulation monitor program, which is linked with 

the user's application program, provides the control 
mechanism for the emulation system. As the user completes 
the development cycle of a software/hardware project, this 
program can be left out to provide the final phase of system 
integration and test. 

The emulated microprocessor has three basic states: re 
set, running in monitor (executing the emulation monitor 
program within emulation memory), and running (execut 
ing, but not in the emulation monitor program). Normally 
under either of the running states the emulation system 
software polls the target microprocessor with an "are you 
there?" protocol. This is accomplished through declaration 
of a global control word, MONITORâ€”CONTROL, in the emu 
lation monitor program. If the target processor is executing 
in the monitor loop, the loop responds to the are-you-there? 
query and performs the requested action. Using this com 
munication mechanism, the emulation software makes 
specific coded requests requiring the target processor's ac 
tion such as dumping register values, accessing user mem 
ory or I/O ports, or checking for software breakpoint entry. 

Under special circumstances the user can specify that 
runs In restricted to real-time (see configuration step 3). In 
this case, the emulation software does not poll the target 
processor and there are no breaks in the user's execution 
unless the user has issued an explicit break command. This 
command forces the microprocessor into the emulation 

F i g .  1 .  A  c o n f i g u r a t i o n  s e s s i o n  
begins wi th  (a)  va l idat ion and d is  
p l ay  o f  t he  ca rd  se l ec t i on ,  ( b )  A  
typ ica l  memory-map d isp lay .  
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monitor loop and allows the emulation system to begin the 
handshake protocol described above. \Vhen the user issues 
a run command, real-time execution resumes. 

The emulation system control software is driven by HP's 
directed-syntax command monitor. The diagram in Fig. 2 
roughly outlines the software architecture within the 
64000's memory, which is separate from emulation mem 
ory. The dynamic overlay area provides space for software 
needed to complete a user-issued command. Keeping the 
size of the dynamic overlays small reduces delay when 
accessing mass storage and makes available a large number 
of software modules to service the extensive command set. 
Thus , major disc accesses occur only when loading , storing , 
or listing large user files, returning to configuration, or 
ending the emulation session. This architecture lets the 
user issue any command directly without having to request 
a certain interface first. The user is guided in command 
entry via directed-syntax softkeys, and at any point in the 
run-time monitor, all the possible commands are available. 
To simplify and guide command entry, the user is provided 
with the first keyword of each command on three levels of 
softkeys. The user can cycle through these levels by press 
ing the softkey labeled â€”ETCâ€”. 

Symbolic Interface 
The addition of rolling and paging functions for the dis 

play mode makes the display of global and local symbols 
more flexible. Also, the symbolic memory references are 
now separated into prog, data or comm types. There are three 
new symbol types available: #{NUMBER), denoting a Pascal 
source line number, @:{NAME), which gives the starting 
address of the named module, and the addition of lower 
case identifiers to support HP's C compilers. 

In the 8086/88 microprocessor family, the user can now 
enter addresses in two formats. The logical address format 
is the segment-offset format followed by Intel Corporation. 
This takes the form of a 1 6-bit segment followed by a colon, 
followed by a 16-bit offset. The other form, physical, is the 
folded logical address from which a 20-bit address is de 
rived. To enter a physical address, simply enter a single 
number of up to 20 bits. 

Command Fi le  Execut ion and Contro l  
A command file can be invoked within emulation by 

typing in the desired file name. Any valid emulation com 
mand can be followed by a semicolon, which will act as an 
end-of-line character. This becomes the comment-field de 
limiter, a very useful feature for command files used in 
testing situations. A command file for use in emulation is 

Table I  
64000  Emulat ion  Wai t  Commands 

Command 

wait 

wait X 

Wait ing Condit ion Before 
Processing Next  Command 

Any keystroke 

Any keystroke, or X number 
of seconds 

wait measurement_jcomplete Any keystroke, or measure 
ment to come complete 

Notes: 
1 .  W h e n  o p e r a t i n g  i n  r e m o t e  m o d e ,  t h e  " w a i t  f o r  

any keystroke" condition is not enabled. 
2. While under a wait condition, striking the reset key once 

will satisfy the "wait for any keystroke" condition and 
stop execution of a command file. 

logged (created) by the user's completing the following steps: 
1. From the system monitor level, issuing the command 

log   commands to (new command file name) 
2. Entering emulation 
3. Going through all the commands desired in the com 

mand file 
4. Ending emulation, returning to the system monitor level 

and issuing the command log   commands off 
5. Editing the command file just created and removing the 

commands that led to the entry and exit of emulation 
6. Evoking the new command file from the emulation 

monitor. 
Command delays now allow the user more flexible use of 
command files (although these commands are also avail 
able outside of command files). They allow the user to give 
the emulation system and target processor time to complete 
some condition or reach a given state before bringing in the 
next command. The user may issue these wait commands 
(see Table I) during a session to create a new command file. 

Memory Interface 
Memory-related functions include loading and storing 

i r d s  : b l o c k e d  i r e p e t l t l w l u  

eaae 29Ee-EÂ« siee seit FCS? SESD 1243 DSBC 
eeee eei4 5725 
eeae 1302-10 2BÂ«i 1491 SIEF 4B72 3994 Base ?FEF 3Fse 
eeee 1312-20 0998 94CE 516F oeifi BESB 68BD B4BF BCFC 
eeee 1322-38 awe E56C 7530 4BF9 9455 DFSE B637 ens 

> e e  1 3 3 2 - 3 2  0 B 5 8  

Measurement  System Space 

Dynamic Over lay Space 

Global  Data Space 
Analysis Drivers and 

Inverse Assembly Tables 

Run-Time Monitor  and 
Emulation Drivers 

ry Abort thru BbortÂ»ie,20, 1302H thru 1333H repetitively blocked 

Fig. 2. A rough outl ine of the run-time use of the 64000 system 
memory.  F ig .  3 .  Typ ica l  memory  d isp lay .  
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absolute memory image files, displaying and listing mem 
ory in human readable format (see Fig. 3), and modifying 
memory. The load memory command accepts one named 
absolute file which was produced by the 64000 linker or 
equivalent. The load file may contain an optional transfer 
address and can have any number of contiguous or discon 
tiguous segments. The name of the last file loaded is re 
corded so the symbolic interface software can access the 
global and local symbols associated with it. The presence of 
the emulation monitor program symbols is checked and 
addresses recorded if symbols are present. All target system 
memory (mapped to emulation or user resources) is ac 
cessed by the emulation system software in variable block 
sizes from one to 250 bytes. This feature speeds up the load 
memory command, allowing it to handle large files quickly. 

The display/list interface now allows complex list re 
quests and remembers the last display format and list en 
tered. The user can enter up to 16 memory list entries, each 
consisting of a single memory location or a memory range, 
when displaying or listing memory in either blocked or 
absolute format and in either bytes or words. This lets the 
user view or list an arbitrary set of locations or ranges 
anywhere in memory. If the list specifies more than one 
screenful of data, the roll or page keys can be pressed to 
scroll the desired segments of the list specification into 
view. The repetitive display option periodically updates 
the memory locations currently shown on the screen. 

The mnemonic memory display/list format accepts either 
starting address or address range. Also, rolling and paging 
are more sophisticated. The ROLL UP and NEXT PAGE keys 
add to the current display starting at the next available 
address at the bottom of the display. An internal stack keeps 
track of several pages so that the ROLL DOWN and PREVious 
PAGE keys respond quickly and logically. When a ROLL 
DOWN or PREV PAGE key is pressed and the data is available, 
an algorithm is used to build back from the first address 
displayed. There are cases where ambiguous results occur, 
so the f and | keys rebuild the screen by adjusting the 
current first display address up or down by one byte and 
then doing the inverse assembly beginning at that new 
address. Inverse assembly for memory, register, and trace 
display/list is handled by a table-driven inverse assembler. 

The modify memory command accepts byte or word mode, 
a single target location or a target range of locations, and a 
single hexadecimal value or a list of hexadecimal values. 
The modification value(s) are interpreted as specified, 
either as bytes or words (actual memory accesses are on a 
byte basis). For example, 

modify memory 1000 to 05 
modify memory word 2000 thru 3FFF to OFFFF 
modify memory byte START to OEA, OEB, OEC 
modify memory 12FO thru 18FF to 0, 1, 2, 3, 4 

A new capability of the display/modify memory feature is 
the use of real numbers. Both short (32-bit) and long (64-bit) 
real numbers are supported using the IEEE standard 
floating-point format. These formats are also used by the 
64000's compilers and assemblers. Short real numbers are 
displayed with six significant digits, and long real numbers 
are displayed with fifteen significant digits. All memory 
display options, such as multiple addresses or address 
ranges, are available in real mode, as are all such options for 

the modify memory command. The display format is (address) 
sd.dddddEsdd for short real numbers and (address) 
sd.ddddddddddddddddEsddd for long real numbers where s is 
the sign of the number or its exponent (displayed only if 
negative) and d is a digit of the number or its exponent. 
Three special symbols may appear in the real number 
display: NaN=not a number, +INF=positive infinity, and 
-INF=negative infinity. 

I /O Interface 
A new facility offered in the latest emulation release is the 

ability to interrogate I/O address space for those micro 
processors with that feature. The I/O interface handles up to 
16 bits of I/O address. 

The display/list io   port command works like its display/list 
memory counterpart except that when the word or bytes 
mode is specified, accesses are made only in that mode. 
This lets the user control the accesses made to I/O port 
addresses. The display/list interface accepts a display list of 
up to 16 entries, each entry being a single address or an 
address range. A continuous option does a repetitive up 
date of all locations on the display. Rolling and paging 
work in the same manner as with the display memory 
interface. Format options include absolute (one entry per 
display line) or blocked (eight entries per display line). 

The modify io_port command is like its counterpart, mod 
ify memory, but again the mode (word or byte) forces all 
accesses to be done by whichever mode is specified. 

Software Breakpoint  
The emulation system can perform an effective break on 

execution by using the modify softwareâ€”breakpoint set (AD- 
DR)[(ADDR),..] command where (ADDR) is the beginning of 
any valid instruction. A valid address may take the form of a 
number, an expression, or a symbol. The display and/or list 
of the software breakpoints (Fig. 4) allows the user to view 
the entered breakpoints and their current status. As many as 
16 breakpoints are maintained in a table stored in the emu 
lation command file, which is kept intact at the emulation 
session and is available when the session is resumed. 

Setting breakpoints, combined with a trace before 
SWBK_ENTRY command, provides a convenient tool for 

breakpoint  table 

eeÂ«e z?n 
WHO 28C6 
eeÂ«e zscs 
eeee 29Ee 

Pending 
Inac t i va ted  
Pending 
Pending 

STflTUS: 18886â€” Running S o f t w a r e  b r e a k  M W : Z K G H  

Fig .  4 .  Sof tware breakpoin t  tab le  d isp lay .  
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Interactive neasureoiefit Specification: Internal foalys 

port 1: 

port 2: 

active edge: 

internal trigger 

delay clock: 

STATUS: Configuring IB 

External trigger? cec 

â€¢ ith trigger 

drive with â€¢easureÂ·ent coaplete 

i n g  f a l l i n g  

â€¢unim 
8100810188 
0i0eei0iee 
0100010100 
0110010110 
0110010100 
8188810188 
6000011108 

8100810100 

8188018180 

8188810188 

8118818118 

8118810188 

8100810188 

(Fig. 4). The data from the breakpoint table is restored to the 
program and the program counter reflects the breakpoint 
address. Execution from the breakpoint in the program now 
can be continued by issuing a run or step command. 

A step command (to get the processor past the breakpoint 
address) followed by a modify software   breakpoint set 
(ADDR) command reactivates that breakpoint. A modify 
software   breakpoint set command reactivates all inactive 
breakpoints. If the special code is executed and the address 
of execution does not correspond to an entry in the table, the 
message Undef. software break trap is displayed. 

A n a l y s i s  
Analysis enhancements include the ability to participate 

in coordinated analysis via the measurement system, sup 
port for a 48-channel analysis board, closer correspondence 
between real-time hardware capability and command op 
tions, and extended ability to save traces. 

The most significant change is the ability to coordinate 
measurements with other analysis modules (timing, state, 
or other emulation analysis). There is now synchronous 
initiation of the participating modules, including starting 
of analysis and running of target microprocessors. Mea 
surements can be specified that use emulation analysis not 
only to enable its internal trigger via an external signal, but 
also to trigger another module or receive an external trigger. 
This allows tracing of communication between coproces 
sors. It also provides greater depth via sequential triggering 
and simultaneous timing and state analysis or the use of the 

CS I RET 8 PUSH BP 

CS MOV BP.SP 

DS read memory word 

CS HOV flL,SS:BYTE PTR no 

SS read memory word 

SS read memory word 

0 SS read memory word 

0 CS PUSH BP * MOV BP.SP 

Q CS PUSH flX 

18086â€” Step complete 

Fig.  5.  (a)  Display of  in teract ive measurement  speci f icat ion,  
rece iv ing  ex terna l  t r igger  w i th  in terna l  t r igger  o f f .  (b )  Trace 
d isp lay  o f  8086 showing  20  address  b i ts  and 10  s ta tus  b i ts  
( i n  b ina ry ) ,  ( c )  D i sp lay  o f  a  s tep  show ing  bus  ac t i v i t y  t ha t  
would  not  be observed in  a  reg is ter  d isp lay .  

software analysis. SWBK   ENTRY is a global symbol defined 
in the monitor program. The data found at the breakpoint 
address is saved in the breakpoint table. A special code 
(byte or word, depending on the microprocessor) replaces 
the data in a program, and when the program execution 
reaches the special code, a break into the emulation monitor 
program occurs. The processor is then running in the 
monitor program, and a message is displayed showing the 
current program counter address. Any displayed break 
points reflect a change in status from pending to inactivated 
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enable function for complex triggering, using the resources 
of two or more analyzers. 

These functions are selected within emulation configura 
tion during the interactive measurement specification seg 
ment (Fig. 5aj.  Then the specified function occurs 
whenever a measurement is executed, until the interaction 
specification is modified. Two new commands allow 
specification of traces or runs without execution and sub 
sequent execution without repeated specification. 

The new 64302A 48-channel Emulation Analysis Board 
and the earlier 40-channel board are supported by the new 
software. The eight additional channels can be allocated as 
needed by the particular microprocessor to either address 
(up to a maximum of 24 bits) or data (up to a maximum of 16 
bits), or both (Fig. 5b). A related feature is the ability to 
specify the number of significant address bits and have the 
emulation analysis automatically ignore higher address 
bits. New display options include binary (Fig. 5b) and 
mnemonic status displays. 

Other changes include an improved trace command syn 
tax that corresponds exactly to the hardware's real-time 
triggering and storage capability. The combined resources 
of emulation analysis, software breakpoints, and command 
files allow application-specific nonreal-time analysis and 
enhance the system's general flexibility. Trace specifica 
tions and trace data can be stored in a trace file and loaded 
again later to reexamine the data or to reuse the specifica 
tion. Also, entire traces can be listed to a file with a single 
command, rather than a series of partial listings. 

The step and run until commands are implemented using 
emulation analysis to break into the monitor. As a result, 
when using these features, a trace can be displayed (Fig. 5c) 
that shows the bus activity occurring during the current 
instruction for the step command and up to and including 
the final instruction for the run until command. 

In trace specifications there is now a set of symbolic key 
words to be used in place of the normal hexadecimal or bi 
nary "don't care" specification for naming status values, and 
a capability to build status expressions using the operator 
and with status keywords (or "don't care" numbers). 
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High-Level  Language Compi lers  for  
Developing Microprocessor  Systems 
by Mar t in  W.  Smi th  and Joe l  D .  Tester  

THE TERM "UNIVERSAL," when applied to a micro 
processor development system, should apply to the 
software provided with the system as well as to the 

hardware. That is, if a compiler for high-level language X is 
supported by the development system, and if the system 
provides hardware support for microprocessors A, B and C, 
then the compiler for language X should be able to generate 
code for microprocessors A, B and C. Conversely, if the 
development system provides hardware support for micro 
processor A, then any high-level language compiler sup 
ported by the system should be able to generate code for A. 

These requirements suggest a structure for the high-level 
language compilers supported by the 64000 Logic De 
velopment System. This structure, shown in Fig. 1, is simi 
lar to a restaurant menu. It shows that compilers for lan 
guages X and Y (Pascal and C in the diagram) , are really just 
different entry points into a high-level language system. 

The parts of the system are represented by the items on the 
menu. Thus, just as a customer desiring a good meal can pick 
from the menu "one appetizer, one main course, and one 
dessert," so can a user of a 64000 Logic Development Sys 
tem select a language from column A and a microprocessor 
from columns B and C to get relocatable code for that pro 
cessor in column D. 

Using this type of structure has some important benefits 
for the user. First, if a new microprocessor begins to win 
acceptance in the marketplace, Pascal and C compilers for 
that processor can be created by providing one code 
generator and one set of tables (columns B and C) to the 
compiler system. This reduces the labor normally needed to 
build if entire compiler by a factor of three to six. Second, if 
a new language begins to see wide use in the micro 
processor environment, a compiler for that language can be 
brought up on the 64000 System by providing a pass 1 for 
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Fig. System. . The compiler structure in the 64000 Logic Development System. 

the language (column A). Again this takes much less labor 
compared to that needed to produce an entire compiler. 
Third, the user can look forward to better service for detect 
ing and correcting compiler bugs. When a user of the 8086 
Pascal compiler reports a software bug, and that bug turns 
out to be caused by a problem in Pascal pass 1, then when 
the bug is corrected in the Pascal pass 1 , it is corrected for all 
the supported microprocessors in column B . And if the bug 
turns out to be located in 8086 pass 2, then once corrected, it 
is corrected for all of the supported high-level languages. 
Compiler Languages 

At first glance, the languages C and Pascal may appear 
similar. Both are structured languages and contain similar 
looping constructs. Both have similar data types containing 
integers, reals, pointers, arrays, records or structures, and 
with the addition of the enum data type to C, scalars. Given 
the similarities between the two languages, the question 
may arise as to the reasons for supporting both languages on 
the 64000 System. 

There is a basic difference in philosophy between C and 
Pascal. C is generally more concise (and therefore at first 
glance more cryptic) than Pascal. C gives the programmer 
as much freedom as possible, and imposes few restrictions 
on the user. By contrast, Pascal protects the programmer 
from certain types of errors, resulting in limited freedom. 

An example of this difference is illustrated by procedure 
calls. In Pascal procedures, the number and types of 
parameters must be declared explicitly. At every call, the 
arguments are checked, and if there is any incompatibility 
in either type or number, an error message is given. In C, no 
check is made. Note that in C it is much easier to make an 
error in parameter passing. However, variable numbers and 
types of parameters can be passed in C, which is impossible 
to do in Pascal. Of course, both the sending and receiving 
routines must conform to the same parameter passing con 
vention, since there is no way of verifying the number and 
type of parameters that were passed to it. Failure to do this 
results in unpredictable behavior by the program. 

Another example of this difference in philosophy is ap 
parent in the use of pointers and addresses. In Pascal, all 
pointers point into the heap , an area of memory specifically 
allocated for dynamic memory (i.e., NEW, DISPOSE, etc...). 
This tends to prevent writing over random memory not 
intended for that purpose. In C, there is a specific operator 
for taking an address. Additionally, pointers and integers 
are assignment compatible. Therefore a C pointer may con 
tain anything, a potentially dangerous but powerful tool. 

In Pascal, an integer and a set are two different constructs. 
A set can contain any number of elements (subject to the 
limitations of the compiler) and the representation is not 
specified (at least not in a manner that is transportable 
between one compiler and another) . In C, logical operations 
can be done on any integer. This is useful for doing bit 
masking on integers. 

Pascal/64000 has certain extensions that allow the user 
accesses to certain types of functions possible in C. For 
example, type changing enables the user to bypass some of 
the type checking normally done by Pascal. It can also be 
used to convert between integers and sets, thus allowing 
masking of integers. Another extension is the ADDR func 
tion, which gives the ability to take addresses. This allows 
Pascal/64000 pointers to point anywhere in memory, not 
just the heap. Other features of C, such as variable parameter 
passing, are not available as extensions to Pascal/64000. 

The following example illustrates the difference between 
the two languages. The C statement: 

c += a[ *w++ = getch( )] 

first calls a function getch, which returns a character. This 
character is then assigned to the location pointed at by w, 
after which w is then set to point to the next character 
(presumably w points into a buffer). The character is then 
looked up in an array a, and its value is added to c. To write 
the same statement in Pascal, the following would be neces 
sary: 
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buffer [w] := getch; 
w := w+1; 
c := c + a[ buffer[w] ]; 

The only difference is that here w is an integer instead of a 
pointer, and the buffer must be specified explicitly. 

The C statement is more concise, but sacrifices readabil 
ity for the person who is not well versed in C. Note however, 
that the program could have been written in C to look 
exactly like the Pascal program (except for minor syntax 
changes, i.e., = instead of := and ( ) after getch). 

Table I summarizes some of the major differences be 
tween Pascal and C. Those items available as extensions in 
Pascal/64000 are indicated. 

The complicated arithmetic expressions referred to in 
Table I for C include such things as autoincrement and 
decrement, conditional assignment, exclusive OR, and log 
ical shift (logical shift is also available in Pascal/64000). On 
the other hand, Pascal/64000 has the nonstandard feature 

Table  I  
C  and Pascal  D i f ferences 

Weak type  check ing  

Var iab le  parameters  

Logica l  operat ions on 
integers 

Boolean operat ions on 
integers 

No  nes ted  p rocedures  

Address  func t ion  

Type  cas t ing  

Di f ferent-s ized integers 

Uns igned ar i thmet ic  

Complex  po in ter  opera t ions  

Compl ica ted ar i thmet ic  
express ions (see text )  

L i t t le  programmer protect ion 

Pascal 

Strong type  check ing  

F ixed parameters  

Sets 

Boolean var iab les 

Nes ted  p rocedures  

Avai lab le  in  Pascal /64000 

Type  chang ing  in  Pasca l /64000 

Avai lab le  in  Pascal /64000 

Avai lab le  in  Pascal /64000 

None 

Simpler  ar i thmet ic  express ions 
(see text) 

S t rong programmer  pro tec t ion  

rotate. 
Although parameter passing differs between Pascal and 

C, and thus may not be automatically compatible between 
the two languages (depending on the specific target proces 
sor compiled for), a special compiler directive is available 
in the C compiler to guarantee compatibility with Pascal for 
a given procedure. While the use of this option places 
certain restrictions on the user, such as the inability to have 
a variable number of parameters, it does allow both lan 
guages to be linked together. Since assembly language can 
also be linked in, it is not at all difficult for a developed 
system to be made up of modules in all three languages. For 
example, assembly language can be used to access specific 
microprocessor I/O instructions and for other code not pos 
sible in a high-level language. C might be used to write 
device drivers, and Pascal can be used for applications of 
those drivers. 

Joel  D.  Tester  
Joel  Tesler  jo ined HP in 1 980 as a de 
ve lopment  eng ineer .  He  des igned the  
C compi ler  pass 1 and the Z8000 code 
generator  for  the 64000 System. Joel  
was born in Los Angeles, California and 
has a BS degree in e lectr ical  engineer 
ing and computer  sc ience awarded by 
the Universi ty of  Cal i fornia at  Davis in 
1980.  He l ives in Colorado Spr ings,  
Colorado, l ikes bicycling, and is an avid 
punster. 

Mart in  W.  Smith 
Marty  Smi th  was born in  Tacoma,  

v  Wash ing ton  and  a t t ended  the  Un i ve r -  
_ j i  s i t y  o f  Puge t  Sound ,  ea rn ing  a  BS  de  

gree in  mathemat ics  in  1972.  He a lso 
studied atthe University of Washington, 
rece iv ing  an  MS degree in  computer  
sc ience in  1978.  Mar ty  served in  the 
U.S. Air  Force as a f i rs t  l ieutenant and 
worked as a  sen ior  sof tware eng ineer  
before jo in ing HP in  1978 as a  des ign 

j  i  engineer. He l ives in Colorado Springs, 
W Co lo rado and en joys  sw imming and 

V p lay ing  s low-p i tch  Sof tba l l .  

H e w l e t t - P a c k a r d  C o m p a n y ,  3 0 0 0  H a n o v e r  
Street ,  Palo Al to,  Cal i fornia 94304 

M A R C H  1 9 8 3  V o l u m e  3 4  .  N u m b e r  3  
Technical  In format ion f rom the Laborator ies  of  

Hewlet t -Packard Company 
Hewle t t -Packard  Company,  3000 Hanover  S t ree t  

Palo Al to,  Cal i forn ia 94304 U.S.A.  
Hewlet t -Packard Centra l  Mai l ing Depar tment  

Van Heuven Goedhar t laan 121 
1181 KK Amste lveen,  The Nether lands  

Yokogawa-Hewle t t -Packard  L td . ,  Sug inami -Ku Tokyo 168 Japan 
Hewlet t -Packard (Canada) Ltd.  

6877 Goreway Dr ive .  M iss issauga,  Ontar io  L4V 1M8 Canada 

C 

Bulk Rate 
U.S. Postage 

Paid 
Hewlett-Packard 

Company  

0200020707&&&BLACSCAOO 
MR C A BLACKBURN 
JOHN HOPKINS UN IV 
APPLIED PHYSICS LAB 
JOHNS HOPKINS RD 
L A U R E L  M O  2 O 7 0 7  

To change Send address or  de lete your  name f rom our  mai l ing l is t  p lease send us your  o ld address label .  Send 
c h a n g e s  A l l o w  d a y s .  J o u r n a l ,  3 0 0 0  H a n o v e r  S t r e e t ,  P a l o  A l t o ,  C a l i f o r n i a  9 4 3 0 4  U . S . A .  A l l o w  6 0  d a y s .  

5953-8509 

© Copr. 1949-1998 Hewlett-Packard Co.


	Extensive Logic Development and Support Capability in One Convenient System
	HP 64000 Terminal Software
	The HP 64000 Measurement System
	Mainframe Design for an Integrated Engineering Workstation
	A Modular Analyzer for Software Analysis in the 64000 System
	Range Detection in the 64620S State Analyzer
	Inverse Assembly for a General-Purpose Logic Analyzer
	A Modular Logic Timing Analyzer for the 64000 System
	Emulators for 16-bit Microprocessors
	High-Level Language Compilers for Developing Microprocessor Systems

