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INTRODUCTION FOR STUDENTS

A brief synopsis of the 64000-UX Overview Course is given below:

Course Name:
Course Number:

Objective:

Content:

Format:

Duration:

Number of Students:

Products Covered:

Prerequisite:
Location:

Options:

HP 64000-UX Overview Course
04120T

Provide the student with the basics of the
64000-UX system. The student should gain
enough practical information through the
course labs to ""come up to speed” on the
64000-UX system and emulation.

An overview of the 64000-UX system including;
access to the computer, the User Interface
Software (pmon),the Softkey Driven Editor
(Sk), command files, the 64000-UX language
tools, concepts of measurement systems,
hardware option__test, philosophy of
emulation, and emulation based on the
Motorola 68000.

Lecture (45%) / Lab (50%) / Overhead (5%)
2 days

8 MAXIMUM

64120A, 64801S, 64808S, 64790S, 64243S, 643024,
64815S, 648198, 64845S

No prerequisite required
HP sales office or 'T'raining Center

None



INTRODUCTION FOR STUDENTS

A brief synopsis of the 64000-UX Overview Course is given below:

Course Name:
Course Number:

Objective:

Content:

Format:

Duration:

Number of Students:

Products Covered:

Prerequisite:
Location:

Options:

HP 64000-UX Overview Course
64120X

Provide the student with the basics of the
64000-UX system. 'The student should gain
enough practical information through the
course labs to "come up to speed" on the
64000-UX system and emulation.

An overview of the 64000-UX system including:
access to the computer, the User Interface
Software (pmon),the Softkey Driven Editor
(Sk), command files, the 64000-UX language
tools, concepts of measurement systems,
hardware option__test, philosophy of
emulation, and emulation based on the
Motorola 68000.

Lecture (45%) / Lab (50%) / Overhead (5%)
2 days

8§ MAXIMUM

64120A, 648018, 64808S, 64790S, 642435, 64302A,
64815S, 64819S, 64845S

No prerequisite required
Customer Site

64120X #001 - Add One Student On-site

vi



SUGGESTED COURSE SCHEDULE:

The schedule shown below is only a suggested schedule. The actual amount of time spent on each section
will have to be determined by the instructor depending upon the customer’s needs. The amount of on-hands
lab time should not be altered, or the effectiveness of the training course will be compromised.

HP 64000-UX Training Course

8:00-8:10 (0
8:10-8:20 )
8:20-8:50 3)
8:50-8:55 (4)
8:55-9:25 5)
9:25-9:35

9:35-10:05 0)
10:05-10:35 (7)
10:35-12:00 8)
12:00-1:00

1:00-1:10 )
1:10-1:40 (10)
1:40-2:10 (11
2:10-2:20

2:20-2:50 (12)
2:50-3:00 (13)
3:00-5:00 (14)

HP 64000-UX Training Course

8:00-9:00 (15)
9:00-9:30 (16)
9:30-9:40

9:40-11:30 (17)
11:30-12:30

12:30-2:00 (18)
2:00-2:10

2:10-4:30 (18)
4:30-4:45 (19)
4:45-5:00 (20)

Day 1

Course Introduction

System Introduction

User Interface Software (pmon)
HELP!

System Introduction Lab

Break

Editors

Command Files

Editor / Command Files Lab
Lunch

HP 64000-UX Language System
Assemblers

Compilers

Break

Linkers

Language System Summary
Assemblers / Compilers / Linkers Lab

Day 2

Measurement Systems
Measurement Systems Lab
Break

Introduction to Emulation
Lunch

Emulation Lab

Break

Emulation Lab

The 64000-UX Product Line
Course Conclusion

vii



COURSE OUTLINE (64120T):

HP 64000-UX Overview Course -

(a) Course Introduction
(1) general information
(i) who should attend
(ii) philosophy of the course
(iii) course objectives
(2) knowledge survey
(i) purpose and use of the survey
(ii) complete the survey

(b) System Introduction
(1) software development process
(i) idea
(ii) specify/design phase
(iii) implement/construct phase
(iv) test/debug phase
(v) product
(2) where does Logic Systems Division fit i
(i) specify/design phase
*  Teamwork SA/SD/RT
(ii) implement/construct phase
* Sk and Vi editors
*  assemblers/linkers
*  C/Pascal compilers
*  ADA connection
(iii) debug/test phase
*  emulators
* timing/state analyzers
*  software performance analyzer
*  software analyzers
(c¢) User Interface Software (pmon)
(1) purpose
(2) features / advantages / benefits
(3) getting started
(i) entering pmon
(ii) special features
*  control characters
*  hidden commands
(iii) softkeys
*  definition
*  terminal keys
*  default pmon screen
- the display screen
- the STATUS line
- the command lines
- the softkeys

Day 1

n?
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HP 64000-UX Overview Course (cont) Day 1

(iv) HP-UX command mapping
*  HP-UX /pmon cross referencing
entering HP-UX commands
gaining access to the shell
(v) exiting pmon
(4) command interpretation
(5) last look at the manual
(d) HELP!
(1) Where is help available?
(i) HP-UX help
*  on-line manuals for HP-UX commands
the HP-UX system manuals
help within HP-UX applications: using "?"
(ii) HP 64000-UX help
*  on-line manuals for HP 64000-UX commands
*  the HP 64000-UX system manuals
*  help within HP 64000-UX applications: "HELP" softkey
(2) 'T'his training course as a source of information

#*

W

£

%

(e) System Introduction Lab
(f) Editors
(1) What is available?
(i) the HP-UX system visual editor: Vi
(ii) the HP 64000-UX system full-screen editor: Sk
(2) a brief look at Vi
(i) features / advantages / benefits
(ii) drawbacks / limitations
(iii) shipped with HP-UX
(3) an in-depth look at Sk
(i) features / advantage / benefits
(ii) drawbacks / limitations
(iii) ordering information
(iv) modes of the editor
*  command mode
insert mode
revise mode
(v) the editor screen
*  format
- text area
- line numbers
status line
command line
softkeys

Ed

*

&*

®

*



HP 64000-UX Overview Course (cont) Day 1

(vi) cursor and screen control
(vii) special keys sequences
*  recalling commands from the command buffer
*  refreshing the screen
*  entering non-printable characters
(viii) commands of the editor
*  common commands available
*  unique and advanced commands
(ix) accessing the editor
*  entering the editor
*  exiting the editor
(g) Command Files
(1) definition of command files
(i) features / advantages / benefits of command files
(2) what command files are available
(i) HP UX command files: shell scripts
creating shell scripts
using shell scripts
*  parameter passing
*  example shell script: the ".profile" file
(ii) HP 64000-UX command files
creating these command files
using these command files
parameter passing
*  possible problems using HP 64000-UX command files

*

E3

»

- entering errors while creating command files
example of pmon command file
example of Sk command file
(i) HP 64000-UX Language System
(1) features / advantages / benefits
(2) components of the language system
(3) source code
(4) absolute code
(j) Assemblers
(1) purpose
(2) features / advantages / benefits
(3) functional components
(i) initialization
(ii) passl
(iii) pass2
(iv) pass3
(V) pass4

*

*



HP 64000-UX Overview Course (cont)

(4) processor directives
(i) uses and syntax
(5) output files of the assembler
(i) relocatable file (.R)
(ii) symbol file (.A)
(iii) listing file (.O)
*  options available
- expansion
- cross-referencing
(6) assembler directives
(i) function
(ii) most useful directives
*  ORG
* END
(7) transfer address
(i) definition

(ii) creation of the transfer address

(k) Compilers
(1) purpose of a compiler
(2) features / advantages / benefits
(3) functional description
(i) optional preprocessor

(ii) passl
(iii) pass2
(iv) pass3

(4) types of compilers
(i) native compilers
(ii) cross compilers
(5) compiler libraries
(6) output files of a compiler
(i) relocatable file (.R)
(ii) symbol file ((A)
(iii) listing file (O)
*  options available
- expansion
- cross-referencing

(iv) assembly file (ASM68000)
(7) processor directives
(i) purpose
(ii) syntax for C
(iii) syntax for Pascal

Day1

Xi



HP 64000-UX Overview Course (cont) Day1

(8) transfer address
(i) overview
(ii) creation of the transfer address in C
(iii) creation of the transfer address in Pascal
(I) Linkers
(1) purpose of a linker
(2) features / advantages / benefits
(3) functional components
(i) initialization
(ii) passl
(iii) pass2
(iv) cross reference
(4) output files of a linker
(i) absolute file (.X)
(ii) linker symbol file (.L)
(iii) linker listing file (.0, .MAP files)
*  generation and syntax
*  options
- cross-referencing
(iv) linker command file (.K)
*  features / advantages / benefits
*  creation
- queries of the linker
- ASCII file generation
(m) Language System Summary
(1) file types
(i) source files
(ii) relocatable files
(iii) assembler / compiler symbol files
(iv) assembler / compiler listing files
(v) linker symbol file
(vi) linker listing file
(vii) linker command file
(viii) object code or absolute file
(2) flow diagram of language system
(n) Assemblers / Compilers / Linkers Lab

Xii



HP 64000-UX Overview Course

(a) Measurement Systems
(1) manual references
(i) HP 64000-UX User’s Guide
HP P/N 64801-90903
(2) definition of a module
(i) available 64000-UX modules
(3) definition of a measurement system
(i) I1MB connection between modules
(ii) definition of IMB
(4) building measurement systems
(i) msinit
*  searching for cardcages
(ii) msconfig
(iii) msstat
*  status messages
- available
unusable
- running
- locked
(iv) msunlock
(5) hardware option test
(i) look at 64120
*  front panel
*  back panel
(ii) look at module (emulation)
*  boards in module
*  boards configuration in cardcage
*  option test software
(b) Measurement Systems Lab
(c) Introduction to Emulation
(1) what is emulation (definition)
(2) emulation vs. simulation
(i) real time execution
(ii) non-real time execution
(3) what is transparency
(i) functional transparency
(ii) timing transparency
(iii) electrical transparency
(4) what is an emulation monitor
(i) foreground monitors
(ii) background monitors
(5) block diagram of emulation

(i) connection between cards and diagram

(ii) connection between cables and buses

Day 2

(iii) connection between hardware and cardcage

xiii



HP 64000-UX Overview Course (cont)

(6) components of emulation
(i) program loading
(ii) conflgurmg the emulator

Ed

*

#*

default configuration
modify configuration
clock specification
restriction to real time runs
illegal opcode detection
memory mapping
- break on write to ROM
- default conditions
- processor specific questions
- kinds of memory

- ROM

- RAM

- guarded
- sources of memory

- emulation

- target
- memory overlays
pod configuration
interactive measurements
configuration command files

(iii) run control

*

*

*

*

run [from] / [until]

single stepping

break on trigger condition
software breakpoints
reset (user and system)

(iv) display / modify commands

ES

*®

*

%

registers
memory
symbols
1/0 ports

(v) edbuild
(vi) usmg analysis with emulation

*

state / timing / spa

internal analyzer (64302)

- use with the emulator

- setting trace specifications
- starting and stopping trace
- displaying trace data

Day 2

Xiv



HP 64000-UX Overview Course (cont) Day 2

(vii) sunulate(l 1/0 (brief discussion of existence)
definition of simulated 1/0
*  standard input
*  standard output
standard error
*  performing simulated 1/0
- keyboard
- file (ex. device files)
displaying simulated 1/0
(d) Emulation Lab

£

*

(e) The 64000-UX Product Line
(1) overall picture of the 64000-UX product line
(2) what training is available for the HP 64000-UX options
(i) overview of training available from LSD
(f) Course Conclusion
(1) course conclusions
(i) information the student should know
(ii) what the student should be able to do with HP 64000-UX
(2) knowledge survey
(i) purpose and use of the survey
(ii) complete the survey

XV



COURSE EVALUATIONS BY STUDENTS AND INSTRUCTORS:

Two types of evaluations for the course need to be filled out by the students. The first is the standard
course evaluation form supplied by the Application Support Division (ASD) and is read by an op-scan
machine. 'The instructor is also required to fill out an evaluation form to be returned to ASD. T'he front
page of this evaluation sheet is for general information about the student and an overview of the knowledge
level of the student in a few general areas. This front page is to be filled out before beginning the coursc.
The back page of the evaluation contains generic questions concerning the training course presentation. labs.
materials, and instructor and should be completed after finishing the course.

The second type of evaluation sheet is supplied with the course and is meant to be filled out once before the
course, and once after the course is complete. ‘The second evaluation or "knowledge survey" will be used to
determine where the weak points of the course are so that the revisions to the training course can reflect the
needs of the students. The first of the two knowledge surveys should be completed prior to beginning the
course and the second copy of the knowledge survey should be completed after finishing the training course.

All the evaluations should be collected by the instructor and returned to Application Support Division for
review,

XVi



[

Course Preview - HP 64000-UX Overview Course - 64120T

Before beginning the training course, take a few minutes to indicate how you the student feel about
performing each of the tasks listed below. Use the table below as a guide to determine what you feel your
confidence level is for each of the areas specified. Circle your choice and return the completed form to the
course instructor.

EC - Extremely Confident
C - Confident

SC - Somewhat Confident
NS - Not Sure

U - Unable

Your are now able to:

1. Login and logoff an HP 9000 series 300 computer.
Degree of Confidence: EC C SC NS U

2. Access the user interface software, "pmon", and use it effectively.
Degree of Confidence: EC C SC NS U

3. Gain on-line help and help contained in the 64000-UX system manuals.
Degree of Confidence: EC C SC NS U

4. Use a text editor such as Sk or Vi.
Degree of Confidence: EC C SC NS U

N

Create and use command files effectively.
Degree of Confidence: EC C SC NS U

6. Assemble and compile source code using the 64000-UX Language System.
Degree of Confidence: EC C SC NS U

7. Link the output of the Assemblers and Compilers to form absolute code.
Degree of Confidence: EC C SC NS U

8 . Build and modify measurement systems.
Degree of Confidence: EC C SC NS U

9 . Understand the philosophy of emulation.
Degree of Confidence: EC C SC NS U

10. Access emulation and have the ability to use the basic commands.
Degree of Confidence: EC ¢ SC NS U

11. Understand the functionality of the internal analyzer and its use with
the emulator.
Degree of Confidence: EC C SC NS U

Xvii
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Course Review - HP 64000-UX Overview Course - 64120T

After finishing the training course, take a few minutes to indicate how
you the student feel about performing each of the tasks listed below.

Use the table below as a guide to determine what you feel your confidence
level is for each of the areas specified. Circle your choice and return

the completed form to the course instructor.

EC - Extremely Confident
C - Confident

SC - Somewhat Confident
NS - Not Sure

U - Unable

Your are now able to:

1. Login and logoff an HP 9000 series 300 computer.
Degree of Confidence: EC C SC NS U

2. Access the user interface software, "pmon", and use it effectively.
Degree of Confidence: EC C SC NS U

w

. Gain on-line help and help contained in the 64000-UX system manuals.
Degree of Confidence: EC C SC NS U

4. Use a text editor such as Sk or Vi.
Degree of Confidence: EC C SC NS U

5. Create and use command files effectively.
Degree of Confidence: EC C SC NS U

6. Assemble and compile source code using the 64000-UX Language System.
Degree of Confidence: EC C SC NS U

7. Link the output of the Assemblers and Compilers to form absolute code.
Degree of Confidence: EC C SC NS U

8 . Build and modify measurement systems.
Degree of Confidence: EC C SC NS U

9 . Understand the philosophy of emulation.
Degree of Confidence: EC C SC NS U

10. Access emulation and have the ability to use the basic commands.
Degree of Confidence: EC C SC NS U

11. Understand the functionality of the internal analyzer and its use with
the emulator.
Degree of Confidence: EC C SC NS U

xviii



[0 Course Introduction

COURSE
INTRODUCTION

O ner Hewlett-Packerd Company

Course Introduction. page 1



[1 Course Introduction

COURSE INTRODUCTION

Who should attend?
® New users of HP 64000-UX development system

Phitosophy of the course
® Use existing HP 64000-UX documentation (manuals)

® Teach basics of most important features of
HP 64000-UX

® Design labs for maximum hands-on experience

a0 QO ner Hewlett-Packard Company

STUDENT NOTES:

Course Introduction, page 2



1 Course Introduction

COURSE INTRODUCTION

Course Objectives

e Use of a development system

® Familiarity with HP 9000 Series 300 hardware
® How to use the user interface software (pmon)
® How to use sk (softkey editor)

e Uses of command files

® Assembling/Compiling/Linking source code

ans ‘ QO ner Hewlett-Pactard Company

STUDENT NOTES:

Course Introduction, page 3



] Course Introduction

COURSE INTRODUCTION
Course Objectives
e Familiarity with HP 64000-UX hardware
® How to configure measurement systems
L] Understand principles of emulation

® How to use a HP 64000-UX emulator to debug code

e How to effectively use the internal analyzer with
emulation

c120 O ner Hewlett-Packard Company

STUDENT NOTES:

Course Introduction, page 4



[1 Course Introduction

COURSE INTRODUCTION

Knowleadge Survey

® Determine knowledge level of student

- before course
- after course

® Use as feedback mechanism for course improvement

® The student MUST be objective!

s O wer Hewlett-Packard Company

STUDENT NOTES:

Course Introduction. page 5



[0 System Introduction

SYSTEM
INTRODUCTION

System Introduction, page i



[0 System Introduction

Software Development Process

0 SPECIFY

0 DESIGN M

C A

Idea U IMPLEMENT _ 2 Product

M CONSTRUCT

£ G

N TEST E

T DEBUG

SHOIS © 87 Hewlett-Packard Company

NOTES:

The diagram above gives a general synopsis of the software development process of a project. The HF
64000-UX product line and HP-UX help the designer with the following parts of the design:

Specify/Design
Implement/Construct
Test/Debug

Manage

Hewlett-Packard currently sells a product called "Alis" which is used for project documentation and would
aide with the following part of the design:

Document

STUDENT NOTES:

System Introduction. page 2



[1 System Introduction

Software Development Solutions

SPECIFY / DESIGN

Teamworlk
SA RT 5D

IMPLEMENT / CONSTRUCT

vi Editor sk Editor
Assembler/Linker
CfPascal Compilers
ADA Connection

DEBUG / TEST

Emulators
Timing/State Analyzers
Performance Analyzers

Software Analyzers

———————
4 zmZTcCcO0OO0
mo>» zZz>»<Z

$10120 © 1087 Hewlett-Packard Company

NOTES:

The "Specify/Design" phase of a project can be handled with the Teamwork SA/SD/R'T products.
SA: Structured Analysis SD: Structured Design RT: Real-Time Extensions

The "Implement/Construct” phase can be handled with the Sk or Vi source code editors, the 64000-1I\
Language System, or the available ADA language tools.

The "Debug/Test" phase is were HP 64000-UX fits in. Logic Systems Division offers a wide varicty of
emulators and analyzers for almost every development need.

The "Manage" portion of a project can be handled with the utilities shipped with HP-UX, such as "SC¢'s"
(source code control system) and "make" (intelligent software management tool).

STUDENT NOTES:

System Introduction, page 3
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USER
INTERFACE
SOFTWARE




[J Interface Software

USER INTERFACE SOFTWARE

Furpose

® Designed to give a user friendly, softkey-driven
interface to HP 64000-UX

® |nterface software acts as an “operating system”,
“interpreter” or "shell" for the HP 64000-UX products

® User Interface software is more commonly known
as pmon

181110 O ner Hewlett-Packard Company

NOTES:

Pmon is considered an "operating system" because it is the interpreter for some of the 64000-UX commands.

STUDENT NOTES:

Interface Software, page 2



] Interface Software

PMON

Features

® User friendly
. Léarning interface to HP-UX

® Similar interface to HP 64000 Logic Development
System

® Shipped with HP 64000-UX software
e Command completion
® Command recall

® Softkey driven

15118 O ner Hewlett-Pactard Company

MANUAL: page 1-2 User Interface Software Operating Manual

NOTES:

Command Completion- is accomplish hy typing the first few letters of a command, pressing the tab key.
and having pmon complete the command. This is an excellent time saving feature for the experienced user.

STUDENT NOTES:

Interface Software, page 3



] Interface Software

PMON

Geltting Started
® Entering pmon

® Special features
- control characters
- hidden commands

o Softkeys
® HP-UX command mapping

® [Cxiting pmon

151120 O mer Hewlett-Packard Company
MANUAL: page 1-4 thru 1-8 User Interface Software Operating Manual

NOTES:

Many control characters are available as time saving features of the command entry editor. A brief list of
the most common commands is on page 1-4. A more complete list is in Appendix B of the manual.

Some of these special commands are "hidden"; they have no softkey representation. T'he more useful
commands are listed on page 1-8. A complete list of these commands is on page B-2 of Appendix B.

Softkeys: a physical representation of an HP-X command associated with one of the eight function keys
(f1-f8) of the terminal keyboard. In essence, they map directly to HP-UX commands and
options. A complete listing of the command mapping is contained in Appendix A.

STUDENT NOTES:

Interface Software, page 4



1 Interface Software

PMON

== }Co«mndu\e

edit

STATUS: (message appear here)

compile assemble

displays 3 lines of 80 characters each

link  MEAS_SYSprom_prg

HELP

" Command
Insert character

" Command string
valid
[i=insert char

i M=iNseRT
R | R=REVISE

Softkey Label

--ETC--| a§f— Line

-

J

151130

NOTES:

© o6

Command Tine: allows for commands up to three lines (240 characters) long

Status Iine: gives error messages as well as command information and explanations

User area: display are for output of commands

STUDENT NOTES:

Interface Software. page 5

Hewlett-Packard Company



1 Interface Software

PMON

Softkeys

® Visual representation of the eight function keys on
keyboard (f1 - 8)

® Multiple sets

® Syntax directed commands - multiple levels of softkeys

151125 O ner Hewlett-Packard Company

NOTES:

Eight function keys (f1-f8) are available on HP terminals such as the HP2392.
Multiple sets: many different sets of softkeys can be accessed with the "-—-ETC--" softkey.

Directed syntax: softkey labels change to aid the user in entering commands with the proper syntax.

STUDENT NOTES:

Interface Software, page 6



] Interface Software

Softkeys
L edit compile assemble link MEAS_SYS prom_prg HELP -—ETC-—J
Llist dir remove move copy cat makedir removdir ——ETC-—J
Lchng_dir date&time  opt_test manual log shell -BACKUP- —-ETC——J
181127 O 187 Hewlett-Packard Company

NOTES:

The three sets of softkeys for pmon are shown in the diagram above.

STUDENT NOTES:

Interface Software, page 7



[J Interface Software ‘

PMON SOFTKEY LABELING

Key Label Description Key Function

assemble lowercase keyword appended
to command line

HELP UPPERCASE performs function

immediately, no carriage
return is required

<FILE> <UPPERCASE> pmon needs information
entry from keyboard

--ETC-- --UPPERCASE-- reacts immediately to
' leading dash. In
softkeys are relabeled
immediately

151128 O ner Hewlett-Packard Company

NOTES:

The table in the diagram above shows the possible types of commands which are available in pmon. Take
note of these, especially the last one which requires user input.

Softkeys with the syntax: "<LABEL>" are not executable, but will give information and/or syntax for the
information needed.

STUDENT NOTES:

Interface Software, page 8



] Interface Software

PMON

Specral Softkeys
e HELP softkeys

e MEAS_SYS

& BACKUP

151138 © 17 Hewlott-Packard Company

MANUAL: pages 1-6 thru 1-7 User Interface Software Operating Manual

NOTES:

HELP softkeys: appear at many levels and give brief descriptions of commands available at that time
(page 1-6)

MEAS SYS softkeys: are the interface to HP 64000-UX emulation hardware, analysis hardware and
software (page 1-6). T'hese features will be explained later (day 3).

BACKUP softkeys: allow the user to backup to tape drive or flexible disc.

STUDENT NOTES:

Interface Software, page 9



] Interface Software

PMON

Directed Syntax
® Softkeys (f1 - f8) dynamically relabeled

® |abels on display indicate function

® Keys relabeled as command entered or as cursor
moves through command

e All valid keywords displayed

181137 O rner Hewlett-Paciard Comparty

NOTES:

directed syntax: this allows commands to be entered quickly and effectively with little or no worries of
making syntax errors,

The softkeys are relabeled every time another softkey is pushed, thus giving the user the choice of all the
available options to a command.

STUDENT NOTES:

Interface Software. page 10
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Interface Software

PMON

Directed Syntax Example

" y

L edit compile assemble link MEAS_SYS prom_prg --ETC--J

asm m

L HELP <FILE> list nolist expand nocode --ETC-—J

asm —-xm

L HELP <SPACE> list nolist expand nocode output verboseJ

asm —xom

L HELP <SPACE> list nolist expand nocode verbose J
151138 O© wer Hewlett-Packard Company

NOTES:

The next two slides show an example command being entered in pmon and how the softkeys change while

the command is being built.

STUDENT NOTES:

Interface Software, page 11



1 Interface Software

PMON

Directed Syntax Example

asm -xo m

HELP <FILE> list nolist expand nocode verbose J
asm -xo main.S m
Llist to print J
asm -xo main.S > m
L : <FILE> J
asm -xo0 main.S > main.Om

151139 © ner Hewlett-Packard Company

STUDENT NOTES:

Interface Software, page 12
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[J Interface Software

PMON

Entering HP-UX Commands

® Preceed all HP-UX commands with an 1"
® Ish is very useful

e Softkeys are more user friendly

151 140 © wer Hawlatt-Packard Comoany

MANUAL: page 1-7 User Interface Software Operating Manual

NOTES:

The "" syntax is needed only while in pmon. It is not the syntax for normal HP-UX commands.

Softkeys are set-up so the user has a more friendly, learning interface to HP-UX commands.

STUDENT NOTES:

Interface Software, page 13




] Interface Software

PMON

How Commanas are Interpreted

User Interface
Softwre reads

HP-UX
command
is executed

command
is executed

pmon
command
is executed

Error occurs;
Command does
ot exis

HP-UX
shell script
is executed

it a shell
script
?

151145 O wner Hewlett-Packard Company

MANUAL: page 1-3  User Interface Software Operating Manual

STUDENT NOTES:

Interface Hoftware, page 14



] Interface Software

PMON

Last Look at the Manual

® Using the User Interface Softkey
® User Interface Software Commands

® Using and Creating Command Files

® Control Characters & Other Commands

® User Interface Software/HP-UX Cross Reference

151150 O ner

NOTES:

Chapter 1 - general information

Chapter 2 - command syntax options

Chapter 3 - commands files will be discussed later today in their own section
Appendix A - HP-UX command cross referencing

Appendix B - more good information about special pmon commands

STUDENT NOTES:

Interface Software, page 15
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HELP!!

Ov14.05 O mner Hewletl-Packard Company

HELP" . page |



1 HELP!!

HELP!!

Avarnable Help
e HP-UX

® HP 64000-UX

Qvi 4.0

HELP! , page 2

Q ner
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J HELP!!

HELP!!

HP-UX

® Hardbound set of manuals supplied with the HP 9000
Series 300 computer

e man <HP-UX command>
man -f <keyword>
on-line manual pages

ovI4s5 O ner Hewlett-Packard Company

NOTES:

The HP-UX system manuals which contain the HP-UX command references are listed below:
HP-UX Reference

Sections 1M, 2, 3, 4, 5, and 7

Sections 1 and 9

Both manuals are listed as a single part number (HP P/N 09000-90009).

STUDENT NOTES:

HELP! , page 3



[JHELP!!

HELP!!

HP 64000-UX
® Hardbound set of manuals
e HP 64000-UX Manual Map

® man <64000-UX command>
man —-f <64000-UX keyword>
On-line manual pages

® "HELP® and "help" commands are available within
- pmon
- measurement system software
- Sk editor

® This training course

ovia20 © mner Hewlott-Packard Company

NOTES:

The manuals which contain the detailed information about the HP 64000-UX commands are listed below:

User’s Guide for the HP 64000-UX Microprocessor Development Environment
HP P/N 64801-90903
User Interface Software for HP 64000-UX
HP P/N 64808-90901
Softkey Driven Editor
HP P/N 64790-90901
68000/68008 Emulation with Internal Analysis for HP 64000-UX
HP P/N 64243-90903
Measurement System for HP 64000-UX Microprocessor Development Environment
HP P/N 64801-90908
Emulation/Analysis Reference Manual for 8 and 16 Bit Emulators
HP P/N 64200-90912
68000/08/10 Cross Assembler/Linker
HP P/N 64845-90905
68000/08/10 C Cross Compiler
HP P/N 64819-90903

HELP! , page 4
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STUDENT NOTES:

HELP! |, page 5
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SYSTEM
INTRODUCTION

LAB

System Introduction Lab , page 1



[J System Introduction Lab

SYSTEM INTRODUCTION LAB

Objectives
® Familiarity with HP 9000 Series 300 hardware

® | 0gging on and logging off
® User file system

® |ntroducing pmon
- entering
- using
- exiting

® Available HELP facilities

151160 O 1wer

STUDENT NOTES:

System Introduction Lab , page 2
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[J System Introduction Lab

HP 64000-UX System Introduction Lab

Objectives:
% familiarity with the 9000 series 300 hardware
* logging on and logging off
* the user file system
* pmon (user interface software)
* available help facilities

Each of the sections of the lab are supplied with a box. This box
should be checked by the student when the tasks or suggestions of
each of these sections are completed.

HP 9000 Series 300 Computer

[ 1 Survey the computer hardware of the 9000 series 300 computer.
Locate the:
computer monitor
computer keyboard
mouse
computer CPU box
system disc(s)
LAN cable (local area network)
RS-232 9-pin modem port
HP-IB interface cables for:
disc
printer
64000-UX instrumentation cardcage

Notes:
The LAN cable is a small coaxial cable connected to the computer
through a "T" type connection.

The HP-IB interfaces are for peripheral connections to the
computer.
A high speed HP-IB interface is used to connect the system disc.
A slow speed HP-IB interface is used to connect a system line
printer.
A third HP-IB interface is used as a dedicated connection to
the 64000-UX cardcage (64120).

Logging On

[ 1 Log on the 9000 using the login name and password supplied by the
instructor.

System Introduction Lab , page 3
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User Interface Software

[1]

[1

Type the command 'pmon' to start the user interface software.
You will notice two portions of the screen, the softkeys and the
status line. The status line begins by showing the revision of
software you have on the system.

Push the "---ETC~--"" softkey. You will notice that the softkey
labels have changed and the status line now shows your current
working directory. Push the "-—--ETC--" softkey two more times
and you see the same keys once again.

Exit pmon by using one of the methods mentioned below.
There are two ways to exit pmon:
1. type the command "end" on the command line
NOTE: although a softkey does not exist for '"end"
it can be typed in on the command line.
2. wuse the end-of-file control sequence 'cntrl q4v.

Help Facilities

[1]

[1]

[1]

[]

[1]

Enter pmon again.

Help is readily available inside pmon for both the 64000-UX
commands and HP-UX commands.

Press the "HELP" softkey and determine the method for gaining
on-line help with HP-UX.

Pmon is so friendly, it even offers help with syntax. Let's check
the system date with the help of pmon. When the "date&time'
softkey is pushed, only one new softkey appears; "<DATE>'.

Anytime a softkey appears with greater than and less than signs

(< >) surrounding it, the user is expected to provide input to

the command whether it be a filename or the date and time.

Press the "<DATE>" key and look at the information on the status
line. Pmon is smart enough to prompt you for the proper syntax of
user input! Now press the return key to see the current date and
time.

One last help facility is the '"help" command. Type the command
help" on the command line and see what happens! You now have
even another way of getting help with HP-UX and 64000~UX.

Complete this help command for both the options and see what
additional information is available.

System Introduction Lab , page 4
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HP-UX Command Mapping

[1]

[1]

[1]

[1]

Cycle the softkeys until the "list dir" set appears. Press the
softkey and note that the softkey has become an "1s'" on the
pmon command line. In essence, the softkey has become an
equivalent HP-UX command.

Next, obtain an options summary of the "list dir'" command using
the available softkeys.

Display the files of the current directory. Sort their names by
modification times, the oldest file first.

As options of original command are used, the softkeys continue to
change to give the user the only options to the command. This is
called directed syntax.

Spend five to ten minutes experimenting with the various levels of
softkeys for the HP-UX commands.

NOTE: The following softkeys are used as part of the HP 64000-UX
development system and will be discussed later:

opt test

MEAS SYS

prom prg

compile

assemble

link

NOTE: The following softkeys have more complicated functions and
will be discussed later in the course:
edit
log
shell
-~BACKUP-

System Introduction Lab , page 5
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Pmon Special Features

[1]

[]

The user interface software has a very helpful feature which could
prove to be very timesaving to an experienced user; the idea of
command completion. What this allows the user to do is type the
first few characters of a pmon command and touch the "tab" key.
Pmon will automatically complete the full command name for you!

As an example type these letters on the command line: "lo"

and press the tab key. You will notice that the command forx

"log commands" has appeared. Now compare this to pressing the
softkey which represents this command. This could save some time
if you did not have to cycle through the softkeys looking for a
specific command.

Pmon has another neat feature called command recall. You can use
the control sequences "ecntrl r" and "cntrl b" to cycle backward and
forward through the previous commands. As an exercise, cycle back
through the commands and re-execute the command for displaying the
files of the current directory sorted on access time with the oldest
file appearing first.

Entering HP-UX Commands

[1]

Since pmon is merely a program running on a shell, it is possible
to start another process and temporarily leave the software.

Use the help facilities to determine how to start this temporary
process and then check and see what your current working directory
is. HINT: '"pwd" command.

NOTE: when changing directories within pmon, never issued the "ca"
command preceded by a "!", This will create a new shell
change the directory for the new shell and will return to
the parent shell. In essence, the directory is changed, but
not in the shell the user desired.

System Introduction Lab , page 6
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[1]

Next, use this new feature to TEMPORARILY exit pmon by creating a
shell. Hint: look at the pmon "shell" command.

Try an HP-UX "ls" command. Notice this was done under the HP-UX
operating system and not under pmon.

Once you have successfully started another shell out of pmon, kill
that shell with a '"entrl 4" or an "exit'". Where did you end up?
As you can see this is a very helpful feature of pmon and can
save large amounts of time not having to exit pmon, do something
and then start the program over.

NOTE: if you start a shell out of pmon, DO NOT type in '‘pmon"
to get back! This will cause an enormous number of processes
to be created.

Additional HP-UX commands

[1]

If time permits, experiment with the other available HP-UX commands
available within pmon listed below:

remove

move

copy 5
cat

makedir

removdir

chng dir

date&tme

System Introduction Lab , page 7
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] Editors

EDITORS

What 1s Avarable?
® The HP-UX visual editor: Vi

® The HP 64000-UX softkey driven editor: Sk

V1640 O ner Hewlett-Packard Company

STUDENT NOTES:

Editors, page 2



(] Editors

EDITORS - Vi

Features
o Full-screen visual editor

® Fast access

® Shipped with HP-UX software

® User-definable macros

e Configurable editing attributes

® Undo commands
Disadvantages/Limitations

® Commands are sequences of keystrokes which must be
memorized

® Difficult text block manipulations (cut and paste)

® Difficult range editing

ov16.18 O ner Hewlett-Paciuard Company

NOTES:

The biggest drawbacks associated with the Vi editor are the cryptic commands which must be memorized 1o
become proficient with the editor. 'T'here is a considerable amount of time required to learn Vi.

One of the nicest features of the Vi editor is the "undo" command. This allows the user to undo the last
insertion of text or deletion of text.

More information is available on Vi in the following manual:
Text Editors and Processors

HP-UX Concepts and Tutorials
HP P/N 97089-90022

STUDENT NOTES:

Editors, page 3



] Editors

EDITORS

Whpat is Avarlable?
® The HP-UX visual editor: Vi

® The HP 64000-UX softkey driven editor: Sk

OV16.20 O 187 Hewlett-Packard Company

STUDENT NOTES:

Editors, page 4



] Editors

EDITORS - Sk

Furpose

e [ull screen softkey driven HP 64000-UX source code
editor

How ao [ get the software?
Sk is available as a HP 64000-UX option
HP P/N 64790S #004
(HP 9000 Series 300 hosted)

ov16.25 O ner Hewlett-Packard Company

MANUAL: page 3-1 Softkey Driven Editor

NOTES:

The Sk editor is available as an option to the 64000-UX Development Environment. Contact your local
Hewlett-Packard sales representative (FE) for more information.

STUDENT NOTES:

Editors, page 5



[J Editors

EDITORS - Sk

Features
® [ull screen

e Softkey driven - syntax directed commands

o Command files available

® Complete compatibility with HP-UX and HP-UX editors
® Command recall

o Command completion

® Block text manipulation commands

® Fasy cursor movement within files

0v16.30 Q ner Hewlett-Packard Compary

MANUAL: page 3-1 Softkey Driven Editor

NOTES:

Sk has all of the features of a conventional editor plus the different features listed below:

command recall

command completion

softkey driven - syntax directed commands
block text manipulation commands

line number referencing

command files available

STUDENT NOTES:

Editors, page 6



1 Editors

EDITORS - Sk

Editor Modes

e Command Mode
® [nsert Mode

[ Révise Mode

ov16.35 O ner Hewlett-Pactard Company

MANUAL: pages 3-3 thru 3-5 Softkey Driven Editor

NOTES:

The default editor mode is "insert mode" for a new file and the "command mode" for already existing file.

STUDENT NOTES:

Editors, page 7



1 Editors

What will the screen look like?
Text Area  (Displays 72 columns on standard Terminal)
e ) )
START Cursor Location
1 (not present in
2 command mode)
3 I Command
> ; Insert character
Text Area 6 " Command String
Displays 19 7 Valid
lines on 8 I"i=insert char
standard 9 I #=|NSERT
terminal 10 R | R=REVISE
END v t | t=TABSET
I R i r |r=RANGE
STATUS: (message appear here) Column o o @ & o a @
== Command Line
- displays 3 fines of 80 characters each
Softkey Label
INSERT REVISE  delete find replace  <line +> end --ETC-- 4— Line
- Y,
OV16.40 O 187 Hewlett-Packard Company

MANUAL: pages 4-1 thru 4-6 Softkey Driven Editor

NOTES:

The Sk editor display screen is made up of the following parts:

text area

line numbers

status line

command lines (3)

softkey command labels

column number and editor status indicators

The editor cursor is used to show the position of the current edit command: whether it is on the command
line or among the text in the text area.

All the information given in this section will be based on a standard Hewlett-Packard terminal, such as th
HP 2392A.

Editors, page 8
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STUDENT NOTES:

Editors. page 9



] Editors

Softhkeys
L INSERT REVISE delete find replace  <LINE+-> end ——ETC—-J
L merge copy extract retrieve join split list ——ETC-—J
Lrenumber repeat tabset range autotab save edit --ETC-—J
L while insert colm_num log help WHATCHAR --ETC-- J
ovIeas O wner Hewlett-Packard Company

MANUAL: page 3-2 Softkey Driven Editor

NOTES:

The above diagram shows the "first" level of softkeys available for the Sk editor. In essence, there is one
first level of softkeys which contains four sets.

STUDENT NOTES:

Editors, page 10



(] Editors

Sk EDITORS SOFTKEY LABELING

Key Label Description Key Function

find lowercase keyword appended
to command line

INSERT UPPERCASE exits one mode and
enters the mode
specified

<LINE +-> <UPPERCASE> Sk needs information
entry from keyboard

--ETC-- --UPPERCASE -- Sk reacts immediately

' : to leading dash. In

this case softkeys
are relabeled immediately

ov16.50 © 1087 Hewlett-Paciard Company

NOTES:

The table above defines the syntax of the various types of commands and softkeys of the Sk editor.

STUDENT NOTES:

Editors, page 11



1 Editors

EDITORS — Sk

Specral Features
® Softkeys - map to terminal keys f1 thru f8

e Command recall

[ CTRL ] [ r ] - recall latest commands (newest to oldest)

[ CTRL ] [ b ] - recall latest commands (oldest to newest)

® Entering non-printing characters

[ CTRL ] [ v ] - useful for entering formfeeds

® Screen refresh

(CTRL ] [ 1 ] - Uowercase L)

V1655 O rner Hewlett-Packard Company

MANUAL: pages 4-3 thru 4-4 Softkey Driven Editor

NOTES:

One of the most productive features of the Sk editor is the ability to recall commands from the command
buffer.

The entering of non-printing characters becomes extremely useful when control sequences or cscape
sequences have to be used in a file, i.e. "formfeeds" can be entered before sending a document to a printer.

STUDENT NOTES:

Editors, page 12



] Editors

String Delimiters

® double quotes ()
® single quotes (')
® carets (")

String Wildcarad's

® anystring ( %)
® anycharacter ( ?)

EDITORS — Sk

Ov16.60

NOTES:

The string delimiters and string wildcards of the Sk editor shown above match the same characters used b:

HP-UX for these functions.

STUDENT NOTES:

Editors, page 13

Hewlett-Packard Company
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] Editors

EDITORS — Sk

Directed Syntax
» Softkeys ( f1 = 8 ) dynamically relabeled

® | abels on display indicate function

® Keys relabeled as command entered or as cursor
moves through command

o All valid keywords displayed

ov16:65 O ner Hewlett-Packard Company

NOTES:

directed syntax: this is a feature of Sk which is used in conjunction with the softkeys to mak«
command entry and command syntax as easy to use and remember as possible. As a command is cntered.

the softkeys change dynamically to show the user what syntax is appropriate. This aids in the building of

complex commands and allows inexperienced users of the Sk editor to become more proficient with Sk in les-

time.

STUDENT NOTES:

Editors, page 14
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] Editors

Directed Syntax Example
" v
INSERT REVISE delete find replace  <LINE+-> end -—ETC-—J
\_
replace M
<STRING> with thru until all
\_ "/
replace ‘“hello” M
with thru until all
§ v,
replace *hello”* with M
<STRING>
\ "/
replace “hello”® with “goodbye” M *
thru until all H
. /
replace “hello® with “goodbye” all
— Y,
ov16.70 O ner Hewlott-Packard Company

NOTES:

Let’s take a look at an example of replacing one word with a different word throughout an entire filc. Thi-
could be useful when changing the name of a symbol or an opcode in an assembly source file.

STUDENT NOTES:

Editors, page 15
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MORE INFORMATION
Y,
® On-line manual pages

» HP-UX Concepts and Tutorials
Text Editors and Processors
HP P/N 97089-90022

® Introducing UNIX System V
HP P/N 98597-90620

» /i Reference Card
HP P/N 98597-90000

ov16.75 O wner Hewlett-Packard Company

NOTES:

All of the resources above should be made available to you during the training course, T'he "on-line manual
pages" and the Concepts and Tutorials manuals were also shipped with your HP 9000 series 300 computer.

STUDENT NOTES:

Editors, page 16
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MORE INFORMATION
Sk

# On-line manual pages

® Softkey Driven Editor manual
HP P/N 64790-90901

ovi630 ' O 17 Hewlott-Packard Company

NOTES:

As is the case most of the time, your best reference for HP 64000-UX products are the manuals supplied
during this course and with your initial order. Knowing where to look in the manuals is one of the more
important points of being successful with a complicated system such as 64000-UNX.

STUDENT NOTES:

Editors, page 17



00-UX Training
1 Editors
EDITORS — Sk
Last ook at the Manua/
® Modes Structure, and HP-UX Connections — Chapter 3
~ Getting Started - Chapter 4
e Editor Command Syntax — Chapter 5

Hewlett-Packard Company

~ H=Ip and Problem Solving —= Chapter 6
» Editor Status Messages - Appendix A

O ner

Oov16.85

NOTES:
STUDENT NOTES:

Let’s take a last look at the sections of the Sk manual.

Editors, page 18
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] Command Files

COMMAND
FILES

O 187

Command Files, page 1
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_HP 64000-UX Training

(] Command Files

COMMAND FILES

Furpose

® Source files created by the user

® DPerform series of commands with minimum input from the
user

Fealtures

® Eliminate repetitive entry of commands

® [fficiently edit files and make HP 64000-UX
measurements
® Parameter passing is available
® Available for: - HP-UX
- Measurement System Software
- pmon
- Sk

ovI 7.0 O wner Hewlett-Packard Company

MANUAL: pages 7-1 thru 7-2  HP 64000-UX User’s Guide

NOTES:

The command files for pmon. Sk. and the Measurement System software all have the same command
formats. These command files can be used to call the other HP 64000-UX applications, i.e. a nmon
command file can be used to call the Sk editor and perform a series of edits.

STUDENT NOTES:

Command Files. page 2



[ Command Files

COMMAND FILES

HP-UX Command Files
® Shell scripts
Using HP-UX Shell Scripts
® Useable at an HP-UX prompt

® UJseable within HP 64000-UX applications if
preceeded by an ‘1"

®» [iles have executable permissions set

ovi7.i5 O wer Hewlett-Packard Company

NOTES:

Shell scripts are a very powerful tool of the HP-UX Operating System. They will be mentioned in (bi:.
course, but only time and experience can help a user write efficient shell scripts. :

Being able to call HP-UX shell scripts from a 64000-UX application gives the user even greater flexibilit:
using 64000-UX with HP-UNX.

STUDENT NOTES:

Command Files. page 3



[J Command Files

COMMAND FILES

Creating HP-UX Shell Scripts

® Can create with ASCII text editor
- Sk
- Vi

Examople.
® The user's .profile file

®» Shell script run automatically upon logging on to
the HP 9000 Series 300 computer

® Your .profile is easily customized

Ov1 7,20 O ner Hewlett-Packard Company

NOTES:

.profile file: is a command file or shell script which customizes the user’s HP-UX environment during
login.

STUDENT NOTES:

Command Files, page 4



] Command Files

COMMAND FILES

Fassing Fosrtional Farameters

e Specifed with command name
e Syntax: <HP-UX shell script> <$1> <$2>

Example of file: is__it__there

echo "Searching for $1in $2°

grep $1 %2

echo "Done’

#echoes string with values of $1
and $2 substituted

#searches for the string $1in file
$2

#indicate when finished

» Execute by typing: is_it_there <$1> <§2>

ovi7.25

NOTES:

The positional parameters of an HP-UX shell script MUST be included with the shell script command.
Shell scripts cannot prompt the user for information unless they were written specifically to do that.

STUDENT NOTES:

O ner Hewlett-Paciard Company

Command Files, page 5



- HP 64000-UX Training

1 Command Files

COMMAND FILES

More Help on HP-UX Shell Scripts

® Shells and Miscellaneous Tools
HP-UX Concepts and Tutorials
HP P/N 97089-90062

ovI7.30 O 87

STUDENT NOTES:

Command Files, page 6
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1 Command Files

COMMAND FILES
Types of HP 64000-UX Command Files

® Pmon
® Emulation/Analysis session
® Sk
Using HP 64000-UX Command Files
® Usable only with the specific application

o Files are non—executable

ovi7.35 QO 1er Hewlott-Packard Company

MANUAL: pages 7-1 thru 7-2 HP 64000-UX User’s Guide

NOTES:

HP 64000-UX command files DO NOT have their execute permissions set and will only run properly when
issued within the specific 64000-UX application.

STUDENT NOTES:

Command Files. page 7



1 Command Files

COMMAND FILES
Creating HP 64000-UX Command Files

® log _commands to <file> command

® Can create with ASCII text editor
- Sk
- Vi

Example.
® Figure /-1 page 7-2
HP 64000—UX User's Guide

OV17.40 O rer Hewlett-Packard Company

MANUAL: pages 7-2 thru 7-4 HP 64000-UX User’s Guide

NOTES:

A example of a very productive 64000-UX command file is shown on page 7-2 of the User’s Guide.

NOTE: the softkey label and the actual 64000-UX command usually do not have the same name. A\s an
example, the softkey "log" translates into the 64000-UX command "log_commands". The full 64000-11\
command must be used in the command file.

When using the "log_commands" command, every command issued by the user will be written into the

command file, even commands which result in errors. The user is responsible for editing the command.
which caused errors out of the command file.

STUDENT NOTES:

Command Files, page 8
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COMMAND FILES

Fassing FParameters
®» Added flexibility
o Make command files generic

Example of Sk command e named:  substitute

PARMS 8&OLDWORD &NEWWORD

# declares formal parameters to be passed

while find "& OLDWORD" all do replace "&OLDWORD" with
"NEWWORD" all doend

# finds each occurance of &OLDWORD and

# replaces it with &NEWWORD

e Execute by typing: substitute only within Sk
e All unknown parameters will be prompted for:
Define parameter &OLDWORD
Define parameter ANEWWORD |

ovi7.45 O ner Hewlott-Packard Company

MANUAL: pages 7-5 thru 7-6  HP 64000-UX User’s Guide

NOTES:

The above example will give you a good idea of the uses and power of command files.
parameters: these are variables which can be changed or customized each time a command file is run.

HP 64000-UX command files will prompt the user for unknown values of parameters in the command file.
unlike HP-UX shell scripts.

NOTE: the "PARMS" statement must be on the first line of the command file. It must also contain \T.1.
the parameters associated with the command file on that one line or the command file will interpret the
commands improperly.

STUDENT NOTES:

Command Files. page 9
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COMMAND FILES
Comparison
HP 64000-UX HP-UX
- non executable file - executable file
- run within HP 64000-UX = run from HP-UX prompt
application
- created within application - created by editor
or by editor
- can call HP-UX shell script - can call HP 64000-UX
command files (example: page
7-10 of User's Guide)
- parameters can be "passed” - parameters must be "positional”
or "positional” unless code is written for
prompting
v17.50 O ner Hewlett-Packard Compary

MANUAL: page 7-9 HP 64000-UX User’s Guide

NOTES:

The chart above lists the major differences between HP 64000-UX command files and HP-UX shell scrints
Two of the most important points to remember about shell scripts and command files are:

- command files can call HP-UX shell scripts and HP-UX shell scripts
can call command files. A example of this is shown on page 7-10
of the User’s Guide. You should take a few minutes to look at this
example.

- command files will prompt the user for unknown parameters where HP-UX
shell scripts will return an error if all the parameters are not
specified.

Command Files, page 10
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STUDENT NOTES:
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COMMAND FILES

Graphical Example

assemble

compile

HP 64000-UX
command files

pmon L »  shell
"Operating System" scripts
HP-UX Operating System
ov17.55 Q ner Hewlett-Packard Company

NOTES:

Pmon functions as a type of Operating System for the 64000-UX products. It resides on top of the HP-UX
Operating System and gives the user a friendly and learning interface to HP-UX and 64000-UX.

This diagram represents the abilities of 64000-UX command files to call HP-UX shell scripts and

vice/versa.

You will notice that the diagram also makes and important point about 64000-UX commands. For the most
part, 64000-UX commands also exist as HP-UX commands, but are only mapped as softkeys to make the

software designer’s job much more efficient.

STUDENT NOTES:

Command Files, page 12
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ED11.05 O 1987 Hewlett-Packard Company

Editor/Command Files Lab, page 1
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[J Editor/Command Files Lab

EDITOR/COMMAND FILES LAB

Objectives
® The advantages/disadvantages of Vi and Sk
® Creating and editing files with Sk

® The advanced editor commands of SK

e Creating command files (HP 64000-UX)
- with Sk
- with the log__commands command

® Creating HP-UX command files (shell scripts)

® Executing command files

£011.10 O ner Hewlett-Packard Company

STUDENT NOTES:

7;1'? SRt (wp the  Search  Potin

¥ Set wp the *termwa_
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1 Editor/Command Files Lab

HP 64000-UX Editor/Command Files Lab

Objectives:

* advantages/disadvantages of Vi and Sk
* creating and editing files with sk
* advanced editor commands of Sk
* creating command files

* with sk

* with the "log commands" command
creating HP-UX command files (shell scripts)
* executing command files

*

Each of the sections of the lab are supplied with a box. This box
should be checked by the student when the tasks or suggestions of
each of these sections are completed.

Accessing the Editors (Vi and Sk)

(]

[1]

Both of these editors have the same syntax for starting an edit
session; either creating a new file or editing a existing file.
Sstarting the editors is as easy as:

vi starts the vi editor
vi <filename> starts the vi editor to edit <filename:
sk starts the sk editor
sk <filename> starts the sk editor to edit <filename:

The "edit" softkey in pmon is defined to be one of these two editors.
Enter the pmon software and touch the edit softkey, but do not hit
the return key. Which editor is defined for your environment?

The edit softkey is defined by the shell variable "EDITOR". This
default can be changed in the user's ".profilem" file. Use the
Sk editor to modify the EDITOR variable. Hint: the Sk editor is
located in '"/usr/hp64000/bin" and the name of the command is "sk'.
End out of the edit session using the '"end" softkey and execute the
following command:

. .profile

Once again enter pmon and begin to start an edit session. The
vedit" softkey should now be mapped to the Sk editor.

You have already edited a file with Sk. Did you have trouble?
Or was the softkey driven editor easy to use?

Editor/Command Files Lab. page 3
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The Vi editor does have its advantages. First it is shipped with
HP-UX where the Sk editor is available as an option. Second, the
access time and response time of Vi is slightly better than that
of Sk. But, the major difference is that Sk is simple to use,
even the first time as compared to a cryptic editor like Vi. It
is highly recommended that you use the Vi Reference Card to help
you get started.

Exiting the Editors

[1]

[1]

[1]

Once you have gained access to an editor, it is wise to learn how
to save a file and end the edit session.

Enter the Vi editor. Use the Vi Reference Card to determine how to
enter the following sentence:

The slow brown fox ran into the lazy dog!
Then save this new file with the following command:

<esc> <esc> :wq lazy.dog
The two <esc>'s get the editor into its command mode and the
v:wq lazy.dog" tells the editor to write the changes, quit the
editor and save the contents in a file called lazy.dog.

You have already had experience ending out of the Sk editor, but
since you noticed the expression in '"lazy.dog'" is wrong, correct it
using the Sk editor to:

The quick brown fox jumped over the lazy dog!

The Sk Editor

[1]

[]

Since the Vi editor was covered in the first day of this course,
equal time must be given to Sk. Have you noticed that many of

the same features of pmon are also inherent in the Sk editor. Many
of these include the use of softkeys, the same basic display screen,
closely related STATUS lines, command completion and command recall.

As an exercise, print a copy of your .profile file with the
following command:

1p .profile
Then use the printout as a template to create a new file called
myprofile" which has the exact contents as your .profile.

Fditor ‘Command Files Lab. page 4
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[ ] Take 20 to 30 minutes to learn as many features of the Sk editor
as possible. Remember, the same help facilities exist in the
Sk editor as did in pmon:
""help!" command
syntax directed softkeys

Another good file to play with can be created with the following
command:
banner I love Sk > editor.play

Learn the uses of the following commands:

REVISE delete end - save
INSERT <LINE+-> extract retrieve
replace find copy renumber
help save

One of the most powerful features of the Sk editor is the ability
to do different types of range editing.

If time permits and you like challenges:

repeat range while insert
list join split WHATCHAR
edit merge log

IMPORTANT!!! The absolute best time to ask questions about a new
product is during a lab like this.

Creating Command Files
[ 1] Make sure ycu it the Sk editor and return to the pmon software.

[ 1] The exercise which follows will give you more practice with the Sk
editor and also introduce you to command files. It will also show
you that command files are available for both Sk and pmon. Exit any
edit session you may be working on and enter pmon. Begin logging
commands to a command file by using the '"log" softkey. Name the
command file "edit.monitor!". Read the help messages if necessary ox
ask for help.

Editor 'Command Files Lab, page 5
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o Editor/Cdlﬁ}han_deiles Lab

[1]

[]

[1]

[1]

[1]

[1]

(1]

From pmon issue the command to copy the file "'$HOME/emul/mon 68000.S"
to a file named "$HOME/new monitor'. The following editing of the
"new monitor'" file should be completed.

Using the Sk editor softkeys, replace every occurrence of the string
"MONITOR CONTROL' with the string "MONITOR CNTRL'.

Uncomment the "TRAP #5'" software breakpoint vector and its appropriate
ORG statement.

Now this is a challenge. 1In the file, there are many lines which
consist of nothing but "#''s, Replace each "*" with a "#"

in the 25th through the 50th columns of these lines. In essence,
replace:

EER TR D R R R R e A

with:
L L L T B E e T e e L T L

HINT: wuse the range and replace commands to make this easy!

When that task is complete, end out of the editor and save your
changes. Then issue the command to pmon to close the log file.

Edit the command log file (edit.monitor) to see what it looks like.
You should notice that it logged every command you made into the

file whether it was an error or not. If you ever plan to use a
command file that you create in this way, you MUST edit the

unwanted commands out of the file or they will be executed just

will the wanted commands. Edit the command file so that each task
specified above can be completed automatically. To test your command
file, make sure the command to copy the original file to your home
directory and the command to enter the Sk editor are still in your
command file and execute the command file by typing "edit.monitox"
on the pmon command line. Verify its proper operation and fix any
bugs which may arise. NOTE: be sure to include the command to exil
the Sk editor when the command file is finished. Also you can use the
"wait" command in the command file to help verify its proper
operation by pausing the execution of the command file.

Command files can also be created by entering the pmon or sk
commands into a file with an editor. The only gotcha with this
method is that you do not have the helping hand of syntax directed
softkeys to help keep the errors to a minimum.

Editor 'Command Files Lab. page 6
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[1]

[1]

[]

[1]

[1

One important point to keep in mind concerning 64000-UX command
files, is that they can only be run from within the program, i.e.
within pmon or Sk. These files do not have the ability to be

run as separate executable files, i.e. NEVER change the permissions
on a 64000-UX command file to make it executable.

A more efficient and productive use of command files will be
introduced during the emulation section of this course. This lab
is meant only to introduce the methods and concepts of creating
command files. In reality, they can save large amounts of time
by eliminating the need to enter repetitive commands over and over
again.

As an exercise in parameter passing for the 64000-UX command
files, copy the example from page 10 of the Command Files
section in the student workbook (comments optional). Get the
command file to work by practicing on different words in the
"new monitor" file.

As a final exercise, create a command file which will modify a
specified file and add 5 blank columns to the leftmost portion
of the file. This will be helpful in changing the margins of a
file if it needs to be printed out. HINT: range command and
replace command.

Test this command file and make sure it works properly.

HP-UX Command Files (shell scripts)

[1]

(1

Use the editor of your choice to create a file called "find.it'.
In that file enter the following:

# usage: find.it <string> <filename>

grep $1 $2
Save the file.
The "$1" and "$2" are considered positional parameters. These
parameters become part of the command when it is executed, just
like the filenames of the '"cp" command are necessary.

Execute the shell script to search for your username entry in the
/etc/passwd file.
Example:

find.it root /etc/passwd

Editor/Command Files Lab, page 7
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[1

[1]

[]

As you noticed, you were flagged with an error telling you that
the "execute permission was denied". This is the big difference
between HP-UX shell scripts and 64000-UX command files. The
HP-UX shell scripts must have their execute permissions set to
be of any use.

Use the following command to set the permissions properly:
chmod 777 find.it

Re~run the shell script to search for your login name in the
/etc/passwd file. Do not forget to include the positional
parameters.

Not only can shell scripts have parameters, but so can the 64000-UX
command files. This feature opens up the flexibility of command
files so that their functionality is only limited by an

individuals resourcefulness.

A perfect example of a shell script is your ".profile'" file which

resides in your HOME directory. Do a listing of the permissions
of this file to verify that it is an acceptable shell script.

Editor/Command Files Lab. page 8
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HP 64000-UX LANGUAGE SYSTEM

Fealures

® | arge processor language support base

e C, Pascal, and Assembly relocatables can be linked
together

® Core assembler and linker technology common to all
assembler/linkers

® "make"” files available

UX1 190 O 1987 Hewlett-Packard Compary

NOTES:

C and Pascal compilers and assemblers are available for a large number of processors and processor families

The HP 64000-UX Language System assemblers and compilers generate relocatables with the same fil-
format. These relocatables can therefore be linked together to form one absolute file.

makefiles: same function as command files but only perform the parts of assembling / compiling / linking
which are needed. The "make" command uses file time stamping to determine if a given relocatable i
up-to-date. 'This utility is also used for source code control.

STUDENT NOTES:

HP 64000 .U'X Language System . page 2
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HP 64000—UX LANGUAGE SYSTEM

components
® Assembly language support
® Cross Assemblers

® High-level language support

- C Cross Compilers
- Pascal Cross Compilers

® Absolute file generation
- Linkers

UXI 115 O wer Hewlett-Packard Company

NOTES:

The HP 64000-UX Language System consists of cross assemblers and cross compilers which generatc the
relocatable files. 1t also consists of linkers which combine the relocatable files into an absolute file.

The word "cross" refers to language system tools which create files to be used on other hosts. A compiled
file to be used on the 9000 series 300 computer would have a "native" compiler.

STUDENT NOTES:

HP 64000-UX Language System ., page 3
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HP 64000-UX LANGUAGE SYSTEM

Source Code
® [nput files to assemblers or compilers
® Created with ASCII editor

®» Created on different hosts
- HP-UX
- VMS
- MS-DOS

File namimng conventions

® Assembly source code file - filename.S

® C source code file - filename.C
® Dascal source code file - filename.P
UX1 120 QO 1w Hewlett-Packard Company

NOTES:

The file naming conventions for source code files are strongly recommended, but not necessary.

STUDENT NOTES:

HP 64000-1IX Language System . prge 4
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HP 64000—-UX LANGUAGE SYSTEM

Absolute Code
® Assembling source code into relocatables
e Compiling source code into relocatables

® |inking relocatables to create the absolute

File naming conventions

e Absolute code file - filename.X

ux1125 O ne? Hewlett-Packard Company

NOTES:

The file naming convention for the absolute code file is defined by the linker.

STUDENT NOTES:

HP 64000 UX Language System . page 5
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ASSEMBLERS

Furpose

o Convert processor specific assembly source code into
binary relocatable files

Features

® Generates symbol information used by analyzers
(edbuild)

® Generates symbol cross-reference information

® Detailed listing files are possible

AS1L10 O wer Hewlett-Packard Company

MANUAL: page 1-2 68000 Cross Assembler/Linker

NOTES:

The assembler generates a ".A" file which is used by the edbuild command to create the symbol databasc file
"Y", which is in turn used by the 64000-UX analyzers and emulators.

Options to the listing files are available and will be explained later in this section.

STUDENT NOTES:

Assemblers , page 2
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ASSEMBLERS

Functional Components

® |nitialization

- input file

- listing file

- options

- processor directive
® Generate symbol table

o Generate relocatable code

® Generate error messages
® Generate sorted assembler symbol file

® Generate cross-reference map

ASILS O mer7 Hewlett-Packard Company

MANUAL: page 2-1 68000 Cross Assembler/Linker

NOTES:

Generating the cross-reference map is only performed if the "xref" option is specified for the listing file.

You can find a good introduction to assembler technology in Appendix A of the 68000 Cros.
Assembler/Linker manual.

STUDENT NOTES:

Assemblers , par}.e 3
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ASSEMBLERS

Frocessor Directive
® Contained in source file
e First line of source file

® Syntax
- "processor"” options
- "processor” tells which assembler
- options tells output files characteristics

AS1120 O ey Hewiett-Packard Company

MANUAL: pages 2-3 thru 2-5 68000 Cross Assembler/Linker

NOTES:

The processor directive for a source file MUST be on the first line of the file, with no blank lines preceding
it.

The options which can be specified as part of the processor directive command can also be specified n«
options to the HP-UX command.

STUDENT NOTES:

Assemblers ., page 4
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ASSEMBLERS

Qutput Fites
* filename.R - relocatable file

» filename.A - assembly symbol file

o listfile.O - listing file (not created by default)

AS1125 O rner Hewlett-Packard Company

MANUAL: pages 2-2 thru 2-3 68000 Cross Assembler/Linker

NOTES:

filename.R: this file is the relocatable for the source code which was assembled. It has the same hase
filename as the source file and contains the assembled object code.

filename.A: this file contains the symbol and line number information of the relocatable file. It is wsed
by the edbuild command, which will be discussed later.

listfile.0: this file is optionally created by the user and contains the assembly code with off<et
addresses specified for the symbols and code. It can also contain a symbol cross reference table depending:
on the options specified.

The ".R" and ".A" files are created by default by the assembler, whereas the ".Q" file is not created h:
default. The ".O" convention is the standard for any type of listing file. It is recommended that thi.

convention is used, but is not necessary.

CAUTION: if the ".O" convention is used, be careful not to name the assembler or compiler listing file the
same as the linker listing file, or the assembler or compiler listing file will be overwritten!

Assemblers . page 5
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] Assemblers

ASSEMBLERS

Options of the Listing File (O)

® |ist - listing of source program
® Nolist - no listing, except errors

® Expand - listing of all source and macro generated
codes

® Nocode - no object code generated

® Xref — symbol cross-referencing

AS1130 O ner Hewlett-Pactkard Company

MANUAL: pages 2-6 thru 2-9 68000 Cross Assembler/Linker

NOTES:
Listing files are not necessary. but HIGHLY RECOMMENDED!

The options to the assembler ¢ian be specified in the source code file as options to the processor directive
(page 2-3) or as options to the HP-UX command (page 2-5) which are mapped as softkeys.

STUDENT NOTES:

Assemblers , page 7
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ASSEMBLERS

Assembler Directives (pseudo instructions)

® Optional instructions which control assembly

® Examples

- ORG - location counter control
- END - module termination

ASI 135 ) QO 7 Hewlett-Packard Company

MANUAL: pages 5-1 thru 5-3 68000 Cross Assembler/Linker

NOTES:

The two pseudo instructions listed are probably used more than any others.

ORG: (page 5-20) this instruction is used to specify an absolute address for the code listed after it. It et
the location counter to the address specified in the operand field of the source code.

END: (page 5-9) this instruction is used to show the logical end of a program module, It is optional. and i
specified with a label will define a transfer address offset for that module. T'ransfer addresses will be
covered on the next slide.

STUDENT NOTES:

Assemblers . page 8
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ASSEMBLERS

[ransfer Adaress

® Start address of main routine

® Assembler determines if module contains transfer
address

‘68000°
HARRY ORG O1000H

source code

END HARRY

AS1 140 O 1987 Hewlett-Packard Company

NOTES:

transfer address: this is defined in one of the relocatable files of a program to be the starting addres.
of the main program.

The label "HARRY" tells the assembler that this module will contain the transfer address. Only one
transfer address is allowed for the relocatable files which will be linked together to form the absolute. 1o

the example shown, the transfer address will be defined as 1000H.

Specifying an "END" with no label or not including the "END" directive will not define the transfer addri .
It will default the transfer address to 0000H uatil it is defined by another relocatable file.

STUDENT NOTES:

Assemblers , page 9
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COMPILERS

€O11.05 O wer Hewlett-Paciard Compary

NOTES:

The C compiler language manual will be used for this section, but the compiler information presented here
applies to both the C compiler and the Pascal compiler, except where noted.

Compilers , page 1
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COMPILERS

Furpose
» Convert C or Pascal source code into binary relocatable
files

Features
® Generates line numbers for source line referencing
e Supports symbolic debug

» Interfaces with Software Performance Analyzer for
duration measurements

CO11.10 O 187 Hewtett-Packard Company

MANUAL: pages 2-1 thru 2-3 68000 C Cross Compiler

NOTES:

Line numbers are generated by the compiler and contained with local symbols in the ".A" file.

symbolic debug: using symbols for physical address references. An example would be: "run from
<symbol>"

‘The compiler also generates the information necessary for the software performance analyzer to perform
duration measurements on modules of code.

STUDENT NOTES:

Compilers . page 2
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COMPILERS
Language Descriptions

Fascal Language
®» Contains many extensions to and a few subsets of the

Pascal User Manual & Report
second edition by Jensen and Wirth "standard”

C Language
® Full implementation of C programming language as
defined in 7he C Programming Language
by Kernighan and Ritchie
- "Standard I/O Library" functions not included

NOTE: Deviations and extensions of a compiler to the “standards”
are listed on the first pages of each compiler manual

o112 O ner Hewdett-Packard Company

NOTES:

The HP 64000-UX Pascal Cross Compilers implement an extension of the Pascal programming langunp:
which is specifically designed and optimized for microprocessor development. Although closely aligned with
the Pascal language as defined in "Pascal User Manual and Report - Second Edition" by Kathleen Jensen
and Niklaus Wirth (Springer-Verlag. 1976). the HP 64000-UX System Pascal language contains man:
extensions and a few subsets of the Jensen and Wirth "standard"

Compilers . page 3
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The HP 64000-UX C Cross Compilers provide a full implementation of the C programming language o
defined in "T'he C Programming Language" by Brian W. Kernighan and Dennis M. Ritchie (Prentice-Hall.
1978) and the supplement published November 15, 1978. Hewlett-Packard has also extended the ¢

language to improve its utility as a tool for microprocessor system programming and to make optimum use of
the HP-UX and HP 64000-UX software development tools.

The "standard 1/0 library" functions (printf, getchar, etc) are not included. External references are
generated by the compiler for these functions.

STUDENT NOTES:

Compilers , page 4
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COMPILERS

Functional Description
®» Optional preprocessor — facilities to alter source code

® Reads source code
® Creates symbolic language (IDS)

® Reads IDS
e Generates cryptic assembly language invented
by HP

® Processor specific code generator creates
relocatable

Co1.5 O wer Hewlett-Packard Company

MANUAL: page 5-2 68000 C Cross Compiler

NOTES:

The preprocessor can be used for the following:
- handling include files
- handling user-defined macros
- defining constants
ex. test flags
If <test flag> =1 converts to
If <test flag> = true

IDS (intermediate data structure): a symbolic language which is read by the compiler to generate
a cryptic assembly language for a given processor.

Reading the source code and generating the IDS is high level language dependant. 'This part of the compiler
is the same for all C compilers. This part of the compiler is also the same for all Pascal compilers, yet if i

different from the C compilers.

Reading the IDS, generating the cryptic assembly language, and generating the relocatable are processo
specific functions: yet are the same in the C and Pascal compilers.

Compilers , page 5
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COMPILERS

Types of Compilers
® Native compilers
® Cross compilers (HP 64000-UX)
Comprler Libraries
® Pre-written general purpose routines
® Available for C and Pascal

® | ibrary routines can be easily linked with an absolute
file

CO1120 O wer Hewlett-Packard Company

NOTES:

native compiler: this is a compiler that generates code for the host it runs on. ie. the 68020 ¢
compiler for the 9000 series 300 computers.

cross compiler: thisis a compiler that can generate code on one host and be used on another host. i«
compiling 68000 C code on a 68020 based 9000 series 300 computer.

MANUAL: pages 4-1 thru 4-33 68000 C Cross Compiler

compiler libraries: pre-written routines which can be linked with the user’s relocatable code fo form
the absolute code.

STUDENT NOTES:

Compilers , page 7
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COMPILERS

Qutout Files of a Compiler

® filename.R - relocatable file

® filename.A - compiler symbol file

|

» listfile.O listing file

» ASM68000 assembly file

CO11.28 O ner Hewlett-Packard Company

MANUAL: pages 2-2 thru 2-3 68000 C Cross Compiler

NOTES:

The ".R" and ".A" files are created as the default of the compiler. The ".O" and the "ASM68000" files are
created only as specified by the user at compile time.

filename.R: this is the binary relocatable file which contains the offset addresses of the source code.
filename.A: this file contains the line number and local symbol information for the module.

ASM68000: this file contains the 68000 assembly language which was generated by the high level languag«
compiler. This file is only created if the user specifies its creation as an option to the compiler.

MANUAL: pages 5-2 thru 5-4 68000 C Cross Compiler

listfile.0: this is the optional listing file. The same options available in the 68000 assembler are also
available in the compiler, such as the cross reference option for symbols. An example of this is shown on
page 5-4 of the manual.

The same caution applies to the compiler listing file as did the assembler listing file,

Compilers , page 8
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] Compilers

COMPILERS

FProcessor Directives

® Contained in source file on first two lines

® Syntax
7 "c” 2) "68000" or "PASCAL"
"68000" "68000"

® Example 1 - is for the 68000 C Compiler
Example 2 - is for the 68000 Pascal Compiler

€011.30 O ner Hewlett-Packard Company

MANUAL: pages 2-2 thru 2-3 68000 C Cross Compiler

NOTES:

The processor directive information MUS'T be on the first line or two lines of the source code file. No hianl
lines are allowed above these statements.

The processor directive for the Pascal compiler can be exactly the same as the directive for the 68000
assembler.

STUDENT NOTES:

Compilers , page 10
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COMPILERS

Compiter Directives
Assembly Pascal C
Pseudo-Instructions| Compiler Directives Compiler
ORG $ORGS $ORGS
$END_ORGS$ $END_ ORG$
GLB(GLOBAL) $GLOBPROC+$ (all "C" functions
$GLOBVARS are global)
global<variable>
EXT(EXTERNAL) |<Proc_name>;EXTERN;|external <variables,
$EXTVARS procedures,
functions>

NOTE: Most compiler directives require $EXTENSIONS ON$ to compile

CO11.32

NOTES:

The above slide gives comparisons of the some of the common compiler/assembler directives. Consult the

O ner Hewlett-Packard Company

individual compiler/assembler manual for a complete list of these directives.

NOTE: to turn off "$GLOBVARS$" in Pascal use the directive "$GLOBVAR-$" or "GLOBV AR OFF".

STUDENT NOTES:

Compilers , page 11
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COMPILERS

Transter Aadaress

® Can be defined

- assembly language
- C source code
- - Pascal source code

& CAUTION!
- only one transfer address allowed

€O11.35 O ner Hewlett-Packard Comparty

NOTES:

Both the C and Pascal compilers as well as the assembler have a unique method of determining the trausfsr
address for a given source code module. Please make a note of these differences in the next few slides.

Multiple transfer addresses (other than those defaulted to 0000H) will result in a warning when the linker
attempts to assign absolute addresses to the various modules.

STUDENT NOTES:

Compilers , page 12
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COMPILERS

Transfer Adaress i C

"68000"

main { )

source code

CO11.40 O ner Hewlett-Packard Comparny

MANUAL: pages 2-9 thru 2-10 68000 C Cross Compiler

NOTES:

The transfer address in the C source code is defined by the "main ()" identifier. This lets the compiler know
the start of the main program is contained in this module.

STUDENT NOTES:

Compilers , page 13
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COMPILERS

lranster Adaress i Fascal

“68000"
PROCEDURE <name>
BEGIN

END;

BEGIN
END

CO11.45

NOTES:

The transfer address in the Pascal source code is defined by the:

BEGIN
END

construct. 'T'his tells the compiler that the transfer address is to be defined since the main procedure i

contained within this module.

STUDENT NOTES:

Compilers . page 14

Hewett-Packard Company
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[] Linkers

LINKERS

Furpose

® Used to define address ranges of relocatables which
will make up the absolute file

® Generates symbol table

Features
® | inker command files available

® Generates code usable with HP 64000-UX analyzers
® "no loads” available

® (Generates cross-reference and program load map
information

LK1 110 O ner Hewlett-Packard Company

MANUAL: page 7-1 68000 C Cross Compiler

NOTES:

Iinker: used to define address ranges of the relocatables and symbolically links the relocatable modules.
The linker symbol table assigns absolute addresses to the symbols of the relocatable modules.

no Jloads: files which have their symbol information loaded, but no absolute code is generated. \n
example would be to use no load files with emulation memory overlays (explained later).

The cross reference and program load map information are optional output of the linker and must he
specified by the user.

STUDENT NOTES:

Linkers , page 2
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[J Linkers

LINKERS

Functional Components

® |nitialization

- object files specified
- libraries specified

- relocation information
- listing options

- command file specified

» Relocates global symbols
e Generates absolute, linker symbol, and
load map files

® Cross reference - generates global symbol reference
information

KI5 O 1987 Hewlett-Packard Company

MANUAL: page 7-2 68000 C Cross Compiler

NOTES:

relocation information: determines where the PROG. DATA. and COMM sections of code will he
located in physical menory.

If global symbols are unknown in the object code during first pass of the compiler, the libraries specified ave
searched.

If memory overlays were specified by the user, they will be flagged by the linker during the second pass of
the compiler.

Cross reference information includes table listings of global symbols, the relocatable which defined the glohal
symbol, and the relocatables which reference the global symbol.

STUDENT NOTES:

Linkers , page 3
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LINKERS

Qutput Files of the Linker

®» <filename>.X - absolute file
® <filename>.. - linker symbol file
o <filename>.K - linker command file

o <|istfile>.0 - linker listing file

K1120 O 187 Hewlett-Packard Company

MANUAL: pages 7-7 thru 7-10 68000 C Cross Compiler

NOTES:

filename.X: this binary file is the combination of all the relocatable files and library routines specificd.

filename.L: this file contains the global symbol information from all the relocatable files and librars
routines used.

filename.K: this optional file is a command file containing all the information entered by the user duriny.
the linker initialization.

listfile.0: this is the optional listing file that contains the information requested by the user with the
use of the linker listing options.

STUDENT NOTES:

Linkers . page 4
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LINKERS

Linker Listing File
® Optional but recommended
» Syntax Ink —ox > <listfile>.0
® O - standard convention for listing files

® CAUTION! - assembler/compiler listing file will be
overwritten if <listfile> matches <filename>!
® Options:
- xref - symbol cross-reference listing

K128 O rner Hewlett-Packard Company

NOTES:

When a linker listing file is specified as an option, a listing load map is generated similar to the one shown
on page 7-7. The syntax example shown would generate linker listing file with the option "xref" turned ou.
An example of a cross reference table is shown on page 7-9.

CAUTION: if the filename of the linker listing matches a filename of one of the listing files of (h«
assembler or compiler. the assembler or compiler listing file will be overwritten!

STUDENT NOTES:

Linkers . page 5
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LINKERS

Linker Command Files

® Created

- ASCII file containing answers
to linker questions
- creating ASCII file with editor

® Features
- time saving
- editable
- ease of use

LK11.30 Q 1wer Hewlett-Packard Company

MANUAL: pages 7-4 thru 7-6 68000 C Cross Compiler

NOTES:

Linker command files are available so the user does not have to re-enter the same information every time
the source code is changed, and the relocatables have to be re-linked.

The easiest method for creating a command file for the linker is by the interactive method. The question:

asked by the linker are shown on page 7-5. The linker prompts for the relocatable and library files which
will be used to create the absolute. It also prompts for the name of the absolute file to be used.

A second way to create or change a linker command file is with an ASCII editor, such as Sk. The format
for the command file is given at the bottom of page 7-4.

STUDENT NOTES:

Linkers . page 6
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] Linkers

LINKER

Example of Linker Queries

execute Ink

object files main.R, towers.R

library files /usr/hp64000/lib/clib/I68000/a5 lib.R

Load addresses: PROG, DATA, COMN, A5 2000h, 3000h,
4000h, 5000h

more files {y orn) y

object files mon__68000.R

library files

Load addresses: PROG, DATA, COMN, A5 1000h, 0, O, O

more files {y orn) n

absolute file name main.X

LK11.35 QO 1087 Hewlett-Pactkard Comparny

NOTES:

NOTE: a linker command file will be created after this session with the file name "main.K".

STUDENT NOTES:

Linkers , page 7
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LANGUAG!
SYSTEM

SUMMARY

(+]

Language System Summary, page |
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[J] Language Sysi;m Summary

LANGUAGE SYSTEM SUMMARY

FILE TYPES
® Source files
.S - assembly source
.C - C source
.P - Pascal source

» R - Relocatable files
e A - assembler/compiler symbol files

e O - assembler/compiler listing files

LS1110 O 1087 Hewlett-Packard Company

NOTES:

The filenaming conventions for the source code and assembler/compiler listing files is not required, but
recommended. If this convention is followed, the user will find that the level of confusion will be less than

usual.

STUDENT NOTES:

language System Summary, page 2
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LANGUAGE SYSTEM SUMMARY

FILE TYPES
o | - linker symbol file

e .O - Linker listing files
e K - linker command file

» X - object code (absolute) file

LSt 115 O 87 Hewlett-Packard Company

NOTES:

The filenaming convention for the linker listing file is not required, but recommended. REMEMBER. do not
give a linker listing file the same name as a assembler/compiler listing file, or the assembler/compiler listing
file will be overwritten.

STUDENT NOTES:

Ianguage System Summary, page 3
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________________

f'—:—l”: _______ %“ HP 64000-UX
Source ||IK T T T T T 7 § Source I
& 2 re WL FILE TYPE

K U S L
!
tt---- USAGE
/ Assembler \ Compiler \
Listing : Relocatable : Assembler : Listing : Relocatable Assember
: .0 ' A Symbots ' 0 . A Svr‘l;bols

______ ! Linker

1 Relocatable : )
v Libraries . Symbols !
. R ' ' L :

' Linker X l}
X Con‘lln;and E_:J>|
LA 3 0

Linker

g

. " Linker 'l' Object Linker
1 Listing Code Symbol
: .0 f X AL

1987 Hewlett-Packard Company

LS11.20

NOTES:

The diagram above shows the complete 64000-UX Language System and the connections between it.
different component parts. All the files that can be generated are also shown with their respective

extensions or suggested extensions.

STUDENT NOTES:

I.anguage System Summary, page 4



] Assemble:@/“l.inkers/Compilers Lab

ASSEMBLERS
COMPILERS

LINKERS
LAB

Assemblers/Linkers/Compilers Lab, page |
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ASSEMBLERS /COMPILERS /LINKERS LAB

Objectives
» \What is a language system
e Functionality of an assembler
» Functionality of a compiler
» Functionality of a linker
® The HP 64000-UX filenaming conventions

® The inputs and outputs of the HPF ©4000-UX language
system

ACI L0 O 1987 Hewlett-Packard Comparny

STUDENT NOTES:

Assemblers/Linkers/Compilers Lab, page 2
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HP 64000-UX Assemblers / Linkers /| Compilers Lab

Objectives:

* understanding of a language system
learn basic functionality of an assembler
learn basic functionality of a compiler
learn basic functionality of a linker
the HP 64000~UX filenaming conventions

& % ¥ ¥

This lab will be broken up into four major components, the language
system introduction, the assembler, the compiler and the linker.

The intent of the. lab is to INTRODUCE the student to the language

system tools available from Logic Systems Division which will eventually
be used to generate the absolute code needed in the HP 64000-UX
Development Environment.

The program to be used with this lab is a game called "Towers of
Hanoi'". This program is written in C for the most part, but does
include a Pascal ''pause" routine to show the flexibility of the
language system. Another concept which will be introduced is the
idea of an emulation monitor program. This program is written in
68000 assembly language and is needed to make the 68000 emulator
function properly. It is user-modifiable source code and needs to
be assembled and linked before using.

A brief description of each of the files used in the "Towers of Hanoi™
program is shown below:

<filename> <description> <implemented language>

mon 68000.S the 68000 emulator monitor program (assembly)
main.C the main routine of the Towers program (C)

pause.P pause routine used to slow display down (Pascal)
towers.C recursive routine for moving discs to pegs (C)
data file for setting data parameters (C)

data comp.C contains data structure for discs and pegs (C)

clr display.C. routine for clearing game display (C)

assign discs.C initialization routine for Hanoi (C)

gen display.C generate next display for game (C)

move disc.C procedure to remove and place discs (C)

place.C places disc on a given peg (C)

remove.C remove a disc from a given peg (C)

comp hanoi command file which assembles and links all modules
all.K a linker command file used to link the relocatable::

Assemblers/Linkers/Compilers Lab. page 3
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The structure of how the different routines are called is shown below:

[—————== main.C -—---—- \
/ \
gen display.C towers.C
/ \ |
clr display.C assign discs.C move disc.C
/ l \

remove.C place.C pause.P
data comp.C ---- loaded into memory
data -=-=-- included with other modules
mon 68000.S ---- loaded into memory as emulation monitor

The student will need to know how to use an editor during this lab.
The Sk editor is probably the best choice since it automatlcally
supplies line numbers in the source file.

Language System

[ 1 Enter pmon and access the help facilities which can give you
information on the following commands:
edit
compile
assemble
link
log

Assembler

[ 1] The file which will be used for this section of the lab is:
mon 68000.8

[ ] Enter the following command:
ed" to the directory to be used for the lab; "$HOME/lang'.

[ 1] Enter the "pmon" software and edit the '"mon 68000.S'" file
with the "sk'" editor. Read the first 33 lines of the file
to get a brief overview of an emulation monitor program.
[ ] We will now look at several features of the assembly source code:
1. The source code processor directive at the top of the file
is used to define which assembler table will be used to

generate the relocatable file.

2. Look at the global variable declarations on lines 36-54.

Assemblers/Linkers/Compilers Lah., page 4
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3. Examine the "ORG" assembler directive located on line 61
of the source file. The assembler will normally generate
relocatable addresses for the code, but in the case of the
"ORG'" statement, the address reference made to these
locations will be defined as absolute addresses.

4. Another important assembler directive is located on the last
line of the file (664). You will notice that the "END"
directive does not have an associated label. Without the label,
the END directive only flags the end of the assembly routine and
does not define a transfer address.

Assembling the Source

[1]
[1]

[]

[1]
[1]

[1]

[1]

Exit the editor and save the assembly source file.

Press the "assembly" softkey from within pmon and use the HELP
utility to determine what the options are available during
assembly.

Assemble the '"mon 68000.S" source code and generate a listfile for
the output. Use the proper options so that a listing will be
generated and you can monitor the assemblers progress Have the
command generate a symbol cross reference as well. Name the listing
file '"mon 68000.0".

An error should have occurred. Use an editor to fix the bug.

Use the command recall feature of pmon ( and ) to recall

your last assembly command and retry its execution. Verify that
the assembly ran with no errors and no warnings. HINT: try the
n-y' option.

Edit the listing file. NOTE: if the listing file is empty,
recheck the options of the "assembly' command and fix the problem.
Page down through the listing file and pay particular attention
to the relative addresses assigned by the assembler. Also

notice the opcode / data fields of the source file and their
associated code generated by the assembler. Another point-of-
interest are the line numbers which exist in the listing file.

Go to the bottom of the file. Hint: search or find the string
UCROSS" which is the header for the cross reference table.
Inspect this table and take note of:

- the symbols are listed in alphabetical order

- the line number where the symbol was defined is shown

- the type of symbol is given (p is for program)

- all the references made to the symbol are listed by

line number

Assemblers/Linkers/Compilers Lab, page 5



7] Assemblers/Linkers/Compilers Lab

[1]

[1]
[1]

One of the more important symbols for the 68000 monitor is the
"MONITOR ENTRY" symbol. Take note of how many different
references are made to this symbol.

Exit the editor

If you suddenly needed to check the cross reference table for a
specific symbol, it would be a waste of time to enter and editor
to look at the information. Instead, a much faster and more
efficient method of looking at this information is with the

HP-UX command "'grep'". Using the "grep'" command determine all the
line numbers which are references to the symbol ""MONITOR ENTRY'.

This is a great utility for locating all the calls to a given
symbol within a source file.

If you need help try: '"grep MONITOR ENTRY mon 68000.S | wc -1"

Compilers

[1]

(1]

The file which will be used for this section is:
main.C

Enter the pmon software and edit the source file main.C with the
Sk editor.

The following features exist for the compiler:
1. Note the processor directive syntax on the first two lines
of the file.

2. The compiler directive "$ASM FILES" is used to tell the
compiler to generate an assembly code file (ASM68000).

3. Note the "extern' statements on lines 13-15. These statements
define the associated variables to be global and external
inside this one particular source file. Notice especially
the line with "extern towers();" and the syntax of comments
used by C.

4. Take note of the "main()'" statement. This is the syntax for
defining a transfer address in C. The transfer address will
actually come from the library routine we will link later om.
This library routine is discussed further in the 68000 C Cross
Compiler manual on Pages 2-9 and 2-10.

Assemblers/Linkers/Compilers Lab. page 6
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Compile the C Source

[1]
[1]

[1]

[1]

[1]

[1

[]

[1

Exit the editor

Press the "compile" softkey and use the HELP facilities to
determine what options are available for the command.

Compile the file with a listing file that has the same name with
a ".,0" extension. Specify the options so you can monitor the
progress of the compilation, a listing will be generated, and

a cross reference will be generated.

A warning should have appeared. Edit the source code file and
fix the bug. HINT: the error has to do with function declarations.
Ask for help, if needed.

Re-compile the source code and verify it for correctness.

Edit the listing file and note the following features:
- the line numbers
- the relative addresses as generated by the compiler
- the cross reference table which shows the symbol
reference information for the file.

End out of the editor and edit the file "ASM68000".
- Note the comments of the file (preceded by a ';") are the
source lines of the original file, including the line numbers.
~- The assembly code generated by the compiler is located directly
below the source code comments.

- NOTE: this is a great feature of the compiler, but only one
compiler file can have an assembly listing per directory since
the ""ASM68000'" filename is predefined.

Exit the editor

Assemblers/Linkers/Compilers Lab, page 7
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Point out more features of the compilers

1. Edit the file:
pause.P

2. Note the compiler directives on the first two lines. These
tell the compiler that this file contains Pascal source
code for the 68000 microprocessor.

3. The compiler directive "S$SEXTENSIONS ONS$' allows the Pascal
source to contain certain extensions to the language which
are not normally available in standard Pascal.

4. A transfer address will be defined by this module with the
syntax at the bottom of the source code, namely:
BEGIN
END.

Compile the Pascal source

[1]
[1]

[1]
[1]

Exit the editor

Compile the Pascal source using the options presented for the
C compiler. Include the listing file.

Verify the source compiled properly.

The listing file for this compile does not differ much from the
listing file of a C compiler.

Calling routines written in different source languages

[1]
[1]

[1]

This is a major benefit of the 64000-UX Language System.
Edit the file "move disc.C" and find the call to the Pascal
routine called ''pause'. Calling other procedures without
parameters is a trivial case, but calling with parameters is
beyond the scope of this course.

Exit the editor.

Assemblers/Linkers/Compilers Lab, page 8
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Linker

[1]

[]

[1]

[]

[]

[]

[1]

Enter pmon. Press the '"link" softkey followed by the "HELP"
softkey. Read the option descriptions available for the linker.

Prepare to link an example file by selecting the cross reference
and output listing options of the link command. The output
listing file should have the filename '"main.map'

Once the command on the command line is built, press the return
key to begin an interactive linking session. As an example,
enter the values shown below:

object files main.R

library files /usr/hp64000/1ib/clib/168000/a5 1lib.R
Load addresses: 1000h,2000h,3000h,4000h B
more files (y or n) n

absolute file name main.X

This command should generate any number of 'undefined symbol"
errors. These are due to the fact that the main routine has
symbol references pointing to many of the different modules in
the Towers program. The only way to fix this problem is to link
in all the appropriate relocatables at one time.

Verify you are in your "$HOME/lang" directory and that the file
"comp hanoi' is also in the directory. There are more modules which
need to be compiled first. Run the script "comp hanoi" and this
will compile the needed files for you. You may want to look at thisz
file at some time because it is a good example of how to use a shell
script as a command file to do work for you.

At this point, you have all the necessary modules assembled and
compiled. The next step is to link the modules together to form
the absolute file. You can accomplish this by using the linker
command file already created for you. It is called:

all.xK
This is a good exercise in that it shows you the second way a
linking session can be performed.

Run the linker and specify a linker listing file of '"main.map"
and use the linker command file "all.K'".

Assemblers/lLinkers/Compilers Tah, page 9
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[1]

[]

As you noticed, the linker gave you errors telling you that
multiple transfer addresses were defined. In order to give

you exposure to the syntax of transfer addresses in the different
languages, transfer addresses were defined in the following modules:

pause.P

main.C
Logically, the transfer address should reside in the '"main.C"
module. EAdit the other module to remove the transfer address
specification. Ask for help if you need to!!

HINT: the transfer address in the Pascal routine looks like:
END;

BEGIN
END.

It should look like this without the transfer address:
END;

NOTE: the real transfer address will be defined in the library
routine mention above. The 64000~-UX C compilers know to include
this routine as the transfer address so that proper functioning
of the 64000-UX emulators can be preserved.

Refer to pages 2-9 and 2-10 of the 68000 C Cross Compiler manual
for more thorough coverage of this topic!

Don't forget, the modified file has to be re-assembled

and re-compiled. Now try to re-link the modules using the
"all.K" linker command file. If all is well, you have done it!!

Assemblers/Linkers/Compilers Lab. page 10
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'] Measurement Systems

MEASUREMENT SYSTEMS
Modules

Features
e 64000-UX product

®» Separation by functionality

- emulation
~- analysis
- prom programming

a User definable name
» Four modules per cardcage
® Cross—triggering with IMB

® Flexible grouping (measurement systems)
- standalone
- multiple module systems

MS1 LIO O 1987 Hewlett-Packard Company

MANUAL: pages 1-1 thru 1-3 HP 64000-UX Measurement Systems

NOTES:

module: a single 64000-UX product installed in the cardcage.

Example modules:

64243S 68000 emulation subsystem
64310A software performance analyzer
64620A state analyzer

646105 timing analyzer

64501A prom programmer

A single module can consist of several boards, i.c. the 68000 emulation subsystem you will use in lab covosint
of the following hardware components:

64243 68000 emulation control card

64243 68000 emulation pod

64302A Emulation bus analyzer (internal analyzer)
64155B Emulation memory controller with static RAM

(or equivalent memory subsystem: 64155A and 64162A)

Measurement Systems, page 2
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IMB (inter-module bus): the 64000-UX analyzer communication bus. Allows features such
driving triggers, receiving triggers. and analyzer enable signals.

An example of 1MB connections is shown on page 1-5 of the 64000-UX Measurement System manual.

STUDENT NOTES:

Measurement Systems, page 3
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] Measu‘rementméystems

MEASUREMENT SYSTEMS
Building Measurement Systems
fFeatures
» Flexible grouping of modules
» Multiple measurement systems/multiple users
® One user can “own" each measurement system
® Multiple cardcages per computer

®» Easy configuration commands

MSI LIS O mner7 Hewiett-Packard Company

NOTES:

measurement system: one or more modules connected together with an IMB cable for the purposc of
coordinating measurements between the modules.

HP 64000-UX limitations:
- up to six modules can be in one measurement system
- only one measurement system can cross between cardcages due to
IMB cabling constraints
- up to four measurement systems per cardcage
- maximum of four measurement systems running simultaneously

STUDENT NOTES:

Measurement Systems, page 4
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MEASUREMENT SYSTEMS
Productive Examples

Cardcage 1 Cardcage 2
Measurement System 1 Measurement System 3
Emulator with Emulator with
Internal Analysis Internal Analysis
Measurement System 2 Measurement System 2
Emulator with
. State Analyzer
Internal Analysis

IMB IMB |

IMB IMB

inter-cardcage IMB cable

MS1120 O 1wer Hewlett-Packard Company

MANUAL: page 1-3 Measurement Systems Manual

NOTES:

The above slide shows a possible two cardcage configuration which contains three emulation systems. In«
of these systems also utilizes the state analyzer and the 64000-UX IMB.

STUDENT NOTES:

Measurement Systems, page 5
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MEASUREMENT SYSTEMS
Productive Configurations
Dual Emulation System |4~ Measurement
. System
3:32 68000 Emulator
—— [ w/64302 Analysis |
e 8051 Emulator
l—-" L w/64302 Analysis J
I
3 3
Target System
MS1 125 O ner Hewlett-Packard Company

NOTES:

The above dual emulation system shows one possible interaction between a 68000 emulator and an R0 ¢
microcontroller. The 68000 can be used to detect a trigger condition and to activate the 8051 for furthe
software debugging.

STUDENT NOTES:

Measurement Systems, page 6
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MEASUREMENT SYSTEMS
Productive Configurations

Analysis System

A — A
Emulation System [#—Measurement —
Systems
68000 Emulator », I State Analyzer J

IMB

l——’-| Timing Analyzer ]

X w/64302 Analysis

one cardcage

Target System

MSI 130

NOTES:

The above slide shows the flexibility and power of the HP 64000-UX Development System.

Hewett-Packard Company

Thie

configuration combines the 68000 emulator with the power of the state analyzer and timing analyzer o an»

efficient hardware and software debugging

STUDENT NOTES:

tool.

Measurement Systems. page 7
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MEASUREMENT SYSTEMS

Configuration Commands
» msinit <-s>
» msconfig

» msstat

I

available
unusable
- running
- locked

® msunlock
- can be restricted to:
root permission
group permission

MS1135 O ner Hewlott-Packard Company

MANUAL: pages 2-1 thru 2-9 HP 64000-UX Measurement Systems manual

MANUAL: pages 2-1 thru 2-3 HP 64000-UX Measurement Systems manual
msinit: initializes the cardcages and all modules contained in the cardcages.
The "-s" option is used whenever a cardcage is added or deleted from the 9000 series 300 computer. 1t

should also be used when changes are made to the IMB cabling. A full list of these situations is on page * !
of the manual.

MANUAL: pages 2-4 thru 2-7 HP 64000-UX Measurement Systems manual

msconfig: a softkey driven interface which allows the grouping of available modules into measuremant
systems.

The "msconfig" command brings up its own set of softkeys. These commands are summarized on page 2-/ of
the manual.

Measurement Systems. page 8
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MANUAL: pages 2-8 thru 2-9 HP 64000-UX Measurement Systems manual
msstat: displays the status of the defined measurement systems.
The following are possible states of measurement systems:
available - system is initialized and ready for use
running - a user is running the system
locked - a user has temporarily stopped using the system
unusable - hardware is improperly setup or the power is off
MANUAL: pages 3-6 HP 64000-UX Measurement Systems manual

msunlock: used to "free up" measurement systems locked by other users.

The "msunlock” command can be controlled by modifying the execution permissions of the command itselt
The access can be restricted to:

"root" permission
"eroup" permission
"all others" permission

STUDENT NOTES:

Measurement Systems, page 9
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MEASUREMENT SYSTEMS
Hardware Option Test

Features

®» Fasy to use
e [ ocates failures in 64000-UX hardware
® Available for cardcage
- visual verification
® Available for modules

- software driven
- visual display of results

e Checks configuration errors

® Pinpoints hardware failures

MS1 140 O 87 Hewett-Packard Comparty

MANUAL: pages 9-1 thru 9-6 HP 64000-UX User’s Guide

NOTES:

option test: isa program which tests 64000-UX hardware for failures.

Option test should be ideally performed every time a module is installed or reinstalled in the cardcage ¥
should also be run if the user suspects that the hardware is the cause of operational problems.

Option test has the ability to pinpoint a hardware failure to a specific cardcage and to a specific hoard in
that cardcage.

STUDENT NOTES:
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MEASUREMENT SYSTEMS
Hardware Option Test

ENTER OPTION TEST
SET UP TESTING MODE
MULTIPLE CARDCAGES SINGLE CARDCAGE
PRESS MULTI PRESS SLOT#

INCLUDE CARDCAGES
AND SLOTS

il

ENABLE ERRORLOG FILE
BEGIN TESTING
OBSERVE FAILURES

CALL HP REPRESENTATIVE IF FAILURES ARE FOUND
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MANUAL: pages 9-2 thru 9-5 HP 64000-UX User’s Guide

NOTES:

The above flow diagram shows the steps involved in testing 64000-UX hardware.

The methods of accessing the option test and using the option test should he discussed in the lecture (Viser
Guide - Chapter 9). You will get to perform the option test on the emulation hardware in lab.

Descriptions of the "Options Test Softkeys" are shown on page 9-5 of the User’s Guide.

STUDENT NOTES:

Measurement Systems, page |1
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MEASUREMENT
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MEASUREMENT SYSTEMS LAB

Objectives
» Familiarity with cardcage
® [Familiarity with module hardware
® Board configuration
o Measurement system cabling
® Hardware option test

» Creating/editing/deleting measurement systems
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STUDENT NOTES:

Measurement Systems Lab. page 2
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HP 64000-UX Measurement Systems Lab

The HP 64000-UX Measurement Systems manual is an excellent source of
information for this 1lab.

Objectives:
* familiarity with cardcage
familiarity with module hardware
board configuration
measurement system cabling
hardware option test
creating / editing / deleting measurement systems

* ¥ ¥ X ®

The beginning of this lab will be a short explanation of the hardware
associated with a measurement system, specifically the 68000 emulation
module with internal analysis.

The lab will be broken up into three basic parts: hardware configuration,
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