






























































































































































































Entering String Data 
Strings are groups of ASCII characters of varying lengt hs. Unlike numlwrs. almost any 
character can appear in any position within a string: there is not really any defined 
structure of string data. The routine us('d to enter string data is therefore much simpler 
than the number builder. It only needs to keep track of tIl(' dimensioned length of the 
string variable and look for string-itelll terminators (such as CR/LF. LF. or EOI sent 
with a character). 

String-item terminator characters are either a line-feed (LF) or a carriage-return followed 
by a line-feed (CR/LF). As with 11lulll'rlc-ltl'1Il tl'nlliwitul;:-' dl<tlcHtel';:-,. t11('::-;(' �(�h�d�r�a�c�t�l�'�r�~� 

are not entered into the string variable (during free-field enters): they are "lost'" when 
they terminate the entry. The EOI signal also terminates entry into a string variable. 
but tll(' variable must be the last item in the destination list (during free-field enters). 

All characters received from the source are entered directly into the appropriate string 
variable until any of the following conditions occnrs: 

• an item terminator character is received. 

• the number of characters entered ('quais the dimensioned length of the string vari­
able. 

• the EOI signal is rcceived. 

The following statements and resultant variablP contents illustrate the first two condi-

Five_char$ and Ten_char$ are dimensioned to lellgths of Z) alld 10 characters. respectively. 
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Example 

ENTER ~Device;Five_char$ 

Consumed 
~ 

ABC 0 E F G H I CR I LF I 

Ignored Terminator (for both 
item and statement) 

The variable Five_char$ only receives the characters "ABCDE", but the characters 
"FGR" are entered (and ignored) in search of the terminating carriage-return/line-feed 
(or line-feed). 

Example 

ENTER ~Device;Ten_char$ 

Consumed 
~ 

ABC 0 E FIG I LF I or 

~----------~--------~.~ 
Terminator (for 
both item and statement) 

Consumed 
r , 

ABC 0 E F G I CR I LF I 

Terminator (for both 
item and statement) 

The result of entering the preceding data with the given ENTER statement is that 
Ten_char$ receives the characters "ABCDEFG" and the terminating LF (or CR/LF) is 
lost. 
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Terminating Free-Field ENTER Statements 
Terminating conditions for free-field ENTER statements are as follows. 

1. If the last item is terminated by a line-feed or by a character accompanied by EO!. 
the entire statement is properly terminated. 

2. If an END indication is received while entering data into the last item, the statement 
is properly terminated. Examples of END indications are encountering the last 
character of a string variable while entering data from the variable. receiving EOI 
with a character. ann receiving a control block while entering data through the 
Data Communications interface 

3. If one of the preceding statement-termination conditions has not occurred but entry 
into the last item has been terminated,up to 256 additional characters are entered 
in search of a termiuat ion condition. If one is not fonnd. an error OCCllrs. 

One case in which this termination condition may not be obvious can occur while entering 
string data. If the last variable in the destination list is a string and the dimensioned 
length of the string has been reached before a terminator is received, additional characters 
are entered (but ignored) until the terminator is found. The reason for this action is that 
the next characters received are still part of this data item, as far as the data sender 
is concerned. These characters are accepted from the sender so that the next enter 
operation will not receive these "leftover" characters. 

Another case involving numeric data can also occur (see the example given with "rule 
4" describing the numr)('r huilder). If a trailing non-numeric character terminates the 
last item (which is a numeric variable), additional characters will be entered in search of 
either a line-feed or a character accompanied by EO!. Unless this terminating condition 
is found hefore 256 charactrrs have hren enter('(L an rrror is reportrd. 
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EOI Termination 
A termination condition for the HP-IB Interface is the EOI (End-or-Identify) signal. 
When this message is sent, it immediately terminates the entire ENTER statement, 
regardless of whether or not all variables have been satisfied. However, if all variable 
items in the destination list have not been satisfied, an error is reported. 

Example 

ENTER ~Device;String$ 

I A I B I c I 0 I ElF I or I A I B I c I 0 I ElF I LF I or I A I B I c I 0 I ElF I CR I LF I 
'--' 

Sent with 
EOI 

'--' 
Sent with 

EOI 

'--' 
Sent with 

EOI 

The result of entering the preceding data with the given ENTER statement is that String$ 
receives the characters "ABCDEF". The EOI signal being received with either the last 
character or with the terminator character properly terminates the ENTER statement. 
If the character accompanied by EOI is a string character (not a terminator), it is entered 
into the variable as usual. 

Example 

ENTER ~Device;Number 

Used to build Number ,.-......., 
2 I 3 I 4 I 5 I or 

______ y-____ ~I~ 

Number Sent with 
EOI 

2 3 4 

Number 

Consumed 
,.-......., 

I 5 IA I 
'~ 

Sent with 
EOI 

or 

Consumed 
,.-......., 

2 3 4 I 5 I LF I 
'-----__ ------"~ 

Number Sent with 
EOI 

The result of entering any of the above data streams with the given ENTER statement 
is that Number receives the value 12345. If the EOI signal accompanies a numeric 
character, it is entered and used to build the number; if the EOI is received with a 
numeric terminator, the terminator is lost as usual. 
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Example 

ENTER ~Device;Nurnber.String$ 

I 2 I 3 I 4 I 5 I 
~----V-----~I~ 

Number Sent with 
EOI 

An error is reported 
(Error 153 Insufficient data for ENTER). 

The result of entering the preceding data with the given statement is that an error is 
reported whell the charact ('r "5" cu'('olllpani(>d by EO! i:-; l'(>cpjv('d. How('v('r. ::\ lllllbn 

receives the value 12345. but String$ retains its previous value. An error is reported 
l)('Calls(' all variables in the destination list have not been satisfied when the EOI is 
rcc('ived. Thus. the EOI signal is an immediate statement terminator during free-field 
enters. Th(' EOI signal ha:-; a different d('finitioll during (,llt('rs that l1S(, irnag('s. as 
described later in this chapter. 

The EOI signal is implemented on the HP-IB Interface. d('scribed in the "HP-IB Inter­
face:~ chapter of this manual. Since it is often convenient to to use the keyboard and CRT 
for external d('vic('s. these internal ckvices hav(' twen design('ci to simulat(' this signal. 
Further descriptions of this feature's implementation in the CRT display and keyboard 
are contained in the "Display Interfaces1

' and "Keyboard Interfaces" chapters of this 
manual. r('sp('ctivply. 
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Enters that Use Images 
The free-field form of the ENTER statement is very convenient to use; the computer auto­
matically takes care of placing each character into the proper destination item. However, 
there are times when you need to design your own images that match the format of 
the data output by sources. Several instances for which you may need to use this type 
of enter operations are: the incoming data does not contain any terminators; the data 
stream is not followed by an end-of-line sequence; or two consecutive bytes of data are 
to be entered and interpreted as a two's-complement integer. 

The ENTER USING Statement 
The means by which you can specify how the computer will interpret the incoming data 
is to reference an image in the ENTER statement. The four general ways to reference 
the image in ENTER statements are as follows. 

1. 100 ENTER (QDevice_x USING "6A,DDD.DD";String_var$,Num_var 

2. 100 Image_str$="6A,DDD.DD" 
110 ENTER (QDevice_x USING Image_str$;String_var$,Num_var 

3. 100 ENTER (QDevice USING Image_stmt;String_var$,Num_var 
110 Image_stmt: IMAGE 6A,DDD.DD 

4. 100 ENTER (QDevice USING 110;String_var$,Num_var 
110 IMAGE 6A,DDD.DD 
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Images 
Images are used to specify how data entered from the source is to be interpreted and 
placed into variables: each image consists of one or more groups of individual image 
specifiers that determine how the computer will interpret the incoming data bytes (or 
words). Thus. image lists can be thought of as a description of either: 

• the format of the expected data. or 

• the procedure that the ENTER statement will us(' to (,Ilter and interprt't th(' in­
coming data bytes. 

The examples given here treat the image list as a procedure. 

All of tht' image specifiers used in image lists are valid for both entprs and outputs. 
Rowen'!'. lllOSt of the sp('(' ifiefs have a slightly different llleaning for each opefat iOll. If 
you plan to use the same image for output and enter 1 you must fully understand how 
both statements will use the image. 

Example of an Enter Using an Image 
This example is used to show you exactly how the computer uses tll(' imag(' to enter 
incoming data into variables. Look through the example to get a general feel for how these 
enter operations work. Afterwards. you should r('ad the descriptions of th(' pertinent 
specifier( s). 

Assume that the following stream of data bytes are to be entered into the computer. 

~ ________ ~ __________ -J' ________________ ~!~~ __________ ~ __________ ~ 

Units$ Ignored Degrees Ignored ~ 
Assume EOI is sent 
with this character 
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Given the preceding conditions, let's look at how the computer executes the following 
ENTER statement that uses the specified IMAGE statement. 

300 ENTER ~Device USING Image_1;Degrees,Units$ 
310 Image_1: IMAGE 8X,SDDD.D,A 

Step 1. 

Step 2. 

Step 3. 

Step 4. 

Step 5. 

The computer evaluates the first image of the IMAGE statement. It is a 
special image in that it does not correspond to a variable in the destination 
list. It specifies that eight characters of the incoming data stream are to be 
ignored. Eight characters, "Temp.= " , are entered and are ignored (i.e., are 
not entered into any variable). 

The computer evaluates the next image. It specifies that the next six char­
acters are to be used to build a number. Even though the order of the sign, 
digit, and radix are explicitly stated in the image, the actual order of these 
characters in the incoming data stream does not have to match this specifier 
exactly. Only the number of numeric specifiers in the image, here six, is all 
that is used to specify the data format. When all six characters have been 
entered, the number builder attempts to form a number. 

After the number is built, it is placed into the variable "Degrees"; the rep­
resentation of the resultant number depends on the numeric variable's type 
(INTEGER, REAL, or COMPLEX l

). 

The next image in the IMAGE statement is evaluated. It requires that one 
character be entered for the purpose of filling the variable "U nits$". One byte 
is then entered into Units$. 

All images have been satisfied; however, the computer has not yet detected a 
statement-terminating condition. A line-feed or a character accompanied by 
EOI must be received to terminate the ENTER statement. Characters are 
then entered, but ignored, in search of one of these conditions. The statement 
is terminated when the EOI is sent with the "t". For further explanation, see 
"Terminating Enters that Use Images", near the end of this chapter. 

The above example should help you to understand how images are used to determine the 
interpretation of incoming data. The next section will help you to use each specifier to 
create your desired images. 
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Image Definitions During Enter 
This section describes the individual image specifierH in detail. The specifiers have been 
categorized into data and function type. 

Numeric Images 
Sign. digit. radix. and exponent specifiNs are all used identically in ENTER imageH. The 
number builder can also be used to l'lltf'r Il11111eric data. 

Ta hIe 5-1. Numeric Specifiers 

Image Specifier Meaning 

D Specifies that eHle byt(, is to be entered and interpreted as a numeric char-
(ictero If t Ill' character,; i,; !lOll-nUmeric (including leading- spaces and item 
terminators), it will still "consume " one digit of the image item. 

Z, * Same action as D. Keep in mind that A and * can only appear to the left 
of the radix indicator (decimal point or R) in a numeric image item. 

S. M Same action as D in that one byte is to 1)(' entered and interpreted as a 
numeric character. At least one digit specifier must follow either of these 
specifiers in an image item. 

Same action as D 1Il that one byte is to be entf'red and interprP1ed as a 
numeric character. At least one digit specifier must accompany this specifier 
in an image item. 

R Same act ion as D III that one hyte is to he PIltered awl interpreted <1S a 
numeric character; however. when R is used in a nUIIleric image. it directs 
the number builder to use the comma as a radix indicator and the period 
as a terminator to the nUlnerIC item. At least one digit specifier must 
accompany this specifier in the image item. 
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Table 5-1. Numeric Specifiers (Continued) 

Image Specifier Meaning 

E Equivalent to 4D, if preceded by at least one digit specifier (Z, * , or D) in 
the image item. 

The following specifiers must also be preceded by at least one digit specifier. 

ESZ Equivalent to 3D. 

ESZZ Equivalent to 4D. 

ESZZZ Equivalent to 5D. 

K,-K Specifies that a variable number of characters are to be entered and inter-
preted according to the rules of the number builder (same rules as used in 
"free-field" ENTER operations). 

H, -H Like K, except that a comma is used as the radix indicator, and a period 
is used as the terminator for the numeric item. 

Examples of Numeric Images 

ENTER <DDevice USING IISDD.DII;Number 
ENTER <DDevice USING 113D.DII;Number 
ENTER <DDevice USING 115DII;Number These 5 are equz"valent. 
ENTER <DDevice USING IIDESZZII;Number 
ENTER <DDevice USING 1I**.DDII;Number 

ENTER Device USING 11K II ; Number Use the rules of the number budder. 

ENTER <DDevice USING IIDDRDDII; Number Enter fz"ve characters, 
usz"ng comma as radZ"x. 

ENTER <DDevice USING IIHII; Number Use the rules of the number 
budder, but use the comma as radix 
and perz"od as termz"nator. 
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String Images 
The following specifiers are used to determine the number of and the interpretation of 
data bytes entered into string variables. 

Table 5-2. String Specifiers 

Image Specifier Meaning 

A Specifies that one byte is to be entered and interpreted as a string character. 
Any terminators are entered into the string when this specifier is used. 

K. H Specifies that "free-field" E~TER conventioll:'; are to be u:';ed to enter data 
into a string variable; characters are entered directly into the variable until a 
terminating condition is sensed (such as CR/LF, LF. or an END indication). 

--K. ~H Like K, except that line-fceds (LF's) do not terminate entry into the string: 
instead, they are treated as string characters and placed in the variable. 
Receiving an END indication terminates the image item (for instance, re­
ceiving EOI with a character on an HP-IB interface, encountering an end­
of-data, or reaching the variable's dimensioned length). 

L, @ These specifiers are ignored for ENTER operations; however, they are al­
lowed for compatibility with OUTPUT statements (that is, so that one 
image may be used for both ENTER and OUTPUT statements). Note 
that it may be necessary to skip characters (with specifiers such as X or 
/) when ENTERing data which has been sent by including these specifiers 
in an OUTPUT statement. Even greater care must be given to cases in 
which pad bytes may be sent: see "The BYTE and WORD Attributes" III 

I the "I/O Path AttrIbutes" chapter for further explanatlOn. 

Examples of String Images 

ENTER (QDevice USING "10A";Ten_chars$ 

ENTER (QDevice USING "K";Any_string$ 

ENTER (QDevice USING "5A.K";String$.Number$ 

ENTER (QDevice USING "5A.K";String$.Number 

ENTER (QDevice USING "-K";All_chars$ 
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Enter using the free-field rules. 

Enter tl1'O .'itring.'l. 

Enter a string and a number. 

Enter characters until string 
is "full" or END is received. 



Ignoring Characters 
These specifiers are used when one or more characters are to be ignored (i.e., entered 
but not placed into a string variable). 

Table 5-3. Specifiers Used to Ignore Characters 

I Image Specifier I Meaning 

X Specifies that a character is to be entered but ignored (not placed into a 
variable). 

"literal" Specifies that the number of characters in the literal are to be entered but 
ignored (not placed into a variable). 

/ Specifies that all characters are to be entered but ignored (not placed into a 
variable) until a line-feed is received. EOI is also ignored until the line-feed 
is received. 

Examples of Ignoring Characters 

ENTER <ODevice USING 15X,5A" ; Five_chars$ Ignore first five and use 
second five characters. 

ENTER <ODevice USING "5A, 4X ,lOA" ; S_l$, S_2$ Ignore 6th through 9th characters. 

ENTER <ODevice USING "/ ,K"; String2$ Ignore 1st item of unknown length. 

ENTER <ODevice USING """ZZ "",AA" ;S_2$ Ignore two characters. 
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Binary Images 
These specifiers are used to enter one byte (or word) that willlw interpreted as a number. 

Table 5-4. Binary Specifiers 

Image Specifier Meaning 

B Specifies that one byte is to be entered and interpreted as an integer in the 
range 0 through 255. 

W Specifies that one 16-bit word is to be entered and interpreted as a 16-bit, 
two's complement I;';TEGER. If either an I/O path name with the I3YTE 
attribute (see the "I/O Path Attributes" chapter) or a device selector is 
used to access an 8-bit interface, two bytes will be entered; the first byte 
entered is most significant. If an I/O path name with the BYTE attribute 
is uscd to access a 16-bit interface. the BYTE attribute is overwritten and 
one word is entered in a single operation. If an I/0 path name with the 
WORD attribute is used to access a 16-bit interface, one byte is entered and 
ignored when necessary to achieve alignment on a word boundary. If the 
source is a file, string variable, or BUFFER, the WORD attribute is ignored 
and all data are entered as bytes: however, one byte may still be entered 
and ignored when necessary to achieve alignment on a word boundary. 

Y Like W, except that pad bytes are never entered to achieve word alignment. 
If an I/O path name with the BYTE attribute is used to access a 16-bit 
interface, the BYTE attribute is not overwritten (as with the W specifier). 

Examples of Binary Images 

ENTER <ODevice USING liB, B, B" ; Nl, N2, N3 Enter three bytes, then look 
for LF or E1VD indication. 

ENTER <ODevice USING "W,K";N,N$ Enter the first two bytes as an 
INTEGER, then the rest as string data. 

A,;sunn that /l,Devicc possesses the WORD attribute. 

ENTER <ODevice USING IB,W";Num_l,Nwn_2 Enter one byte. ignore one (pad) 
byte. enter one word. then search 
for terminator. 
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@Device may possess either BYTE or WORD attribute. 

ENTER ClDevice USING liB. yll ; Nwn_l. Nwn_2 Enter one byte, enter one word, 
then search for terminator. 

Terminating Enters that Use Images 
This section describes the default statement-termination conditions for enters that use 
images (for devices). The effects of numeric-item and string-item terminators and the 
end-or-identify (EOI) signal during these operations are discussed in this section. After 
reading this section, you will be able to better understand how enters that use images 
work and how the default statement-termination conditions are modified by the #, %, +, 

and - image specifiers. 

Default Termination Conditions 
The default statement-termination conditions for enters that use images are very similar 
to those required to terminate free-field enters. Either of the following conditions will 
properly terminate an ENTER statement that uses an image . 

• An END indication (such as the EOI signal or end-of-data) is received w£th the byte 
that satisfies the last image item or within 256 bytes after the byte that satisfied 
the last image item . 

• A line-feed is received as the byte that satisfies the last image item (exceptions, are 
the "B" and "W" specifiers) or within 256 bytes after the byte that satisfied the 
last image item. 
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EOI Re-Definition 
It is important to realize that when an enter uses an illlage (when the secondary keyword 
"USING'~ is specified). the definition of the EOI signal is automatically modified. If the 
EOI signal terminates the last image item. the entire statement is properly terminated. as 
with free-field enters. In addition. multiple EO! signals are now allowed and act as item 
terminators: however. the EOI must be received with thp byte that satisfips each image 
item. If the EOI is received before any image is satisfied. it is ignored. Thus. all images 
must be satisfied, and EOI will not cause early termination of the ENTER-USING-image 
statement. 

The following table summarizes the definitions of EOI during several types of ENTER 
statement. The statement-terminator modifiers are more fully described in the next 
section. 

Table 5-5. Effects of EOI During ENTER Statements 

Free-Field ENTER ENTER ENTER 
ENTER USING USING USING 

Statements without # or % with # with % 

Definition of EOI Immediate Item terminator Item terminator Immediate 
statement or statement or statement statement 
terminator terminator terminator terminator 

Statement Yes Yes No No 
Terminator 
Required? 

Early No No No Yes 
Termination 
Allowed? 
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Statement-Termination Modifiers 
These specifiers modify the conditions that terminate enters that use images. The first 
one of these specifiers encountered in the image list modifies the termination conditions 
for the ENTER statement. If another of these specifiers is encountered in the image list, 
it again modifies the terminating conditions for the statement. 

Table 5-6. Statement-Termination Modifiers 

Image Specifier Meaning 

# Specifies that a statement-termination condition is not required; the 
ENTER statement is automatically terminated as soon as the last image 
item is satisfied. 

% Also specifies that a statement-termination condition is not required. In 
addition, EOI is re-defined to be an immediate statement terminator, 
allowing early termination of the ENTER before all image items have 
been satisfied. However, the statement can only be terminated on a "legal 
item boundary". The legal boundaries for different specifiers are as follows. 

+ 

Specifier 

K,-K 

S,M,D,E 
Z,.,A,X 
"literal" 
B,W 

/ 

Legal Boundary 

With any character, since this specifies 
a variable-width field of characters. 

Only with the last character that satisfies 
the image (e.g., with the 5th character 
of a "5A" image). If EOI is received 
with any other character, it is ignored. 

Only with the last line-feed character 
that satisfies the image (e.g., with the 
3rd line-feed of a "3/" image); 
otherwise it is ignored. 

Specifies that an END indication is required to terminate the ENTER state­
ment. Line-feeds are ignored as statement terminators; however, they will 
still terminate items (unless a -K or -H image is used for strings). 

Specifies that a line-feed is required to terminate the statement. EOI is 
ignored, and other END indications (such as EOF or end-of-data) cause an 
error if encountered before the line-feed. 
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Examples of Modifying Termination Conditions 

ENTER (QDevice USING "#, B" ; Byte Enter a single byte. 

ENTER (QDevice USING "#, W" ; Integer Enter a single word. 

ENTER (QDevice USING ", K" ; Array (*) Enter an array, allowing 
early termination by EO!. 

ENTER (QDevice USING "+, K" ; String$ Enter characters into String$ 
until line-feed received, 
then continue entering characters 
until END received. 

ENTER (QDevice USING If_ ,Kif ;String$ Enter characters until 
line-feed received; 
ignore E01, zf received. 
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Additional Image Features 
Several additional image features are available with this BASIC language. Some of these 
features have already been shown in examples, and all of them resemble the additional 
features of images used with OUTPUT statements. 

Repeat Factors 
All of the following specifiers can be preceded by an integer that specifies how many 
times the specifier is to be used. 

Repeatable Specifiers 

D, Z, A, X, I, ~, L 

Image Re-Use 
If there are fewer images than items in the destination list, the list will be re-used, 
beginning with the first item in the image list. If there are more images than there are 
items, the additional specifiers will be ignored. 

Examples 

ENTER ~Device USING 1#,B";Bl,B2,B3 The "B" is re-used~ 

ENTER ~Device USING 12A,2A,W";A$,B$ The "W" is not used. 

Nested Images 
Parentheses can be used to nest images within the image list. The hierarchy is the same 
as with mathematical operations; evaluation is from inner to outer sets of parentheses. 
The maximum number of levels of nesting is eight. 

Example 

ENTER ~Source USING "2 (B, 5A,/) ,/" ; Nl, Nl$, N2, N2$ 
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Registers 6 
A register is a memory location. Some registers are memory locations on interface cards, 
while others are memory locations in the computer which are maintained by BASIC to 
keep track of various conditions related to interfaces. Some registers store parameters 
that describe the operation of an interface, some store information describing the I/O 
path to a device, and some are in locations at which interface cards reside (remember 
that the computer implements "memory-mapped I/O"). 

Registers are accessed by the computer when executing I/O statements that specify an 
interface select code, a device selector, or an I/O path name. Thus, each interface and 
I/O path has its own set of registers. The general programming techniques used to 
access these registers and the specific definitions of all I/O path registers are given in 
this chapter; however, the specific definitions of the interface registers are given in the 
chapter that describes each interface. 

There are three levels of register access. 

• Firmware register(s) are automatically accessed by BASIC when an I/O statement 
is executed. 

OUTPUT ~File;Data$ 
ENTER ~Buffer;Numeric_item 

Changes file pointer registers. 
Changes buffer pointer registers. 

• STATUS and CONTROL (firmware) registers are explicitly accessed by BASIC 
statements: 

100 STATUS CRT. 13;Crt_height 
110 CONTROL CRT. 13;Crt_height+3 

• Interface (hardware) registers are directly read or written. 

100 READIO 15.0;Card_id 
110 WRITEIO 15.3;Intr_mask Write to Breadboard card reg. 3 

Registers 6-1 



Interface Registers 
A simple example of an interface register being accessed explicitly by the program and 
then automatically by I/O statements is shown in the following program. Register 0 
of interface select code 1 is the "X~· screen coordinate at which subsequent characters 
output to the the CRT will begin being displayed: register 1 is the corresponding "Y" 
coordinate. 

100 STATUS CRT;Reg_O,Reg_l ! Pgrm accessing X & Y coords. 
110 OUTPUT CRT;"Print coordinates before 1st OUTPUT:" 
120 OUTPUT CRT;IX=";Reg_O,1 Y=";Reg_l 
130 OUTPUT CRT 
140 
150 OUTPUT CRT;11234567"; Note 
160 STATUS CRT;Reg_O,Reg_l 
170 OUTPUT CRT 
180 OUTPUT CRT;"Print coordinates after OUTPUTs: II 

190 OUTPUT CRT;IX=";Reg_O,1 Y=";Reg_l 
200 OUTPUT CRT; II II 

210 
220 END 

The STATUS Statement 
The contents of a STATUS register can be read with the STATUS statement. Typical 
examples are shown below. A complete listing of each interface's registers is given in the 
chapter that describes programming each interface; the definitions of I/O path registers 
are described later in this chapter. 

Example 

STATPS register 7 of the illtrrfac(' at select code 2 is read with the following statemrIlt. 
The first parameter identifies the interface and the optional second parameter identifies 
which register is to be read. The specified numeric variable receives the register's current 
contents. 

Interface select code 

/ 
STATUS 2 , 7 

/ 
Register number 

(optional) 
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Example 

I/O path STATUS register 0 is read with the following statement. (Note that this is not 
the same register as keyboard register 0.) Since the second parameter is optional and 
has been omitted in this instance, register 0 is accessed. 

100 STATUS ~Keyboard;Reg_O 

Example 

STATUS registers 4 and 5 of the interface at select code 7 are read with the following 
statement. 

Since two numeric variables are to receive register contents, the next register (5) is 
accessed. If more than two variables are specified, successive registers are read. 

The CONTROL Statement 
When some I/O statements are executed, the contents of some CONTROL registers 
are automatically changed. For instance, in the above example registers 0 and 1 were 
changed whenever the OUTPUT statements to the CRT were executed. The program 
can also change some register's contents with the CONTROL statement, as shown in the 
following examples. Again, all of the CONTROL register definitions for each interface 
are given in the chapter that describes programming each interface. 
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Example 

Register 0 of interface select code 1 is modified with the following statement. This register 
determines the .. X~' screen coordinate at which subsequent characters output to the CRT 
display will appear. 

Interface select code 

/ 
CONTROL 1 ; X_pas 

Example 

" Numeric expression(s) to be sent 
to the appropriate reglster(s) 

Register 1 of interfcH·(1 select cod(' 1 is lIlodified with the following statelllPnt. This 
register's contents determine the "Y" screen coordinate at which subsequent characters 
output to the CRT display will appear; changing the contents of this register also allows 
scrolling the display. 

100 CONTROL 1.1;Line_pas 

" Register number 
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I/O Path Registers 
At this point you know how to access the registers associated with interfaces and I/O 
path names, but you may not know much about the differences or about the interaction 
between these two types of registers. Let's first review the definition of an I/O path 
name. 

An I/O path name is a data type that contains a description of an I/O path between the 
computer and one of its resources sufficient to allow accessing the resource. You learned 
in the "Directing Data Flow" chapter that the computer uses this information whenever 
the I/O path name is used in an I/O statement. Much of this information stored in this 
I/O-path-name table can be accessed with the STATUS and CONTROL statements. 

When an I/O path name is used to specify a resource in an I/O statement, BASIC 
accesses the first table entry (the validity flag) to see if the name is currently assigned . 

• If the I/O path name is assigned, the computer reads I/O path register 0 which 
tells the computer the type of resource involved . 

• If the resource is a device, BASIC must also access the registers of the interface 
specified by the device selector. 

• If the resource is a file, the table contains additional entries that govern how 
the I/O process is to be executed. 

Registers 6-5 



A:; you can see. thf' set of I/O path registers is not thf' samp Sf't of rf'gist('rs associatpd 
\vith an intprfac('. Th(' following program is an pxamplf' of using I/O path rf'gist('r 0 to 
determine the type of resource to which the I/O pat h namp has b('en assigned. 

700 Find_type: STATUS ~Resource;Reg_O 
710 
720 
730 

IF Reg_O=O THEN GOTO Not_assigned 

740 IF Reg_O=1 THEN GOTO Device 
750 
760 IF Reg_0=2 THEN GOTO File 
770 
780 PRINT "Resource type unrecognized" 
790 PRINT "Program STOPPED." 
800 STOP 
810 
820 Not_assigned: PRINT "I/O path name not assigned" 
830 GOTO Common_exit 
840 
850 Device: STATUS ~Resource.1;Reg_1 
860 PRINT "~Resource assigned to device" 
870 PRINT "at intf. select code ";Reg_1 
880 GOTO Common_exit 
890 
900 
910 File: STATUS ~Resource.1;Reg_1.Reg_2.Reg_3 
920 
930 PRINT "File type ";Reg_1 
940 PRINT "Device selector ";Reg_2 
950 PRINT "Number of sectors ";Reg_3 
960 
970 
980 Common_exit: Exit paint of this routine. 

Once the type of resource has been determined. it can be further accessed with the I/O 
path registers or the interface registers. depending on the resource type . 

• If the I/O path name has been assigned to a device. the interface registers should 
be accessed for further information . 

• If the name has been assignf'd to a mass storage file. the I/O path registers should 
be accessed. 
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I/O path names can be assigned to device selectors, files, and buffers. The following 
program shows an example of determining the interface select code of the resource to 
which the I/O path name has been assigned. 

100 
110 
120 

! Example of determining select code 
! to which an I/O path name is assigned. 

130 Show_sc: IMAGE II' (D!o_path' assigned to II, K, II; Select code 
i40 
150 ASSIGN ~Io_path TO 701 ! Device selector. 
160 Device_selector=FNSc(~Io_path) 
170 OUTPUT CRT USING Show_sc;lIdevice 701 11 ,Device_selector 
180 
190 ASSIGN ~Io_path TO IIDatal ll ! ASCII file. 
200 Device_selector=FNSc(~Io_path) 

210 OUTPUT CRT USING Show_sc;IIASCII filell,Device_selector 
220 
230 ASSIGN ~Io_path TO IIChapl ll ! BOAT file. 
240 Device_selector=FNSc(~Io_path) 
250 OUTPUT CRT USING Show_sc;IIBDAT filell,Device_selector 
260 
270 ASSIGN ~Io_path TO BUFFER [1024] ! Buffer. 
280 Device_selector=FNSc(~Io_path) 
290 OUTPUT CRT USING Show_sc; II BUFFER II ,Device_sel,ector 
300 
310 END 
320 
330 DEF FNSc(~Io_path) ! ************************************* 
340 ! Read I/O path register O. 
350 STATUS ~Io_path;Resource_code 
360 SELECT Resource_code 
370 CASE 0 ! Not assigned. 
380 RETURN -1 ! Return a select code out of range. 
390 
400 CASE 1 ! Assigned to a device selector. 
410 STATUS ~Io_path,l;Select_code 
420 RETURN Select_code 
430 
440 CASE 2 ! Assigned to a file specifier. 
450 STATUS ~Io_path,2;Device_selector 
460 RETURN Device_selector MOD 100 ! Remove addressing. 
470 
480 CASE 3 ! Assigned to a buffer. 
490 RETURN 0 ! No error, but cannot determine source 
500 ! or destination of transfer to/from buffer. 
510 END SELECT 
520 
530 FNEND! ************************************************ 

II,D,L 
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The following printout shows a typical example of the program's output. 

)~Io_path) assigned to device 701, Select code 7 

)~Io_path' assigned to ASCII file; Select code 7 

)~Io_path) assigned to BDAT file; Select code = 7 

'~Io_path) assigned to BUFFER; Select code = 0 

The user-defined function called FNSc interrogates I/O path registers to find the select 
cooe. If the I/O path name is curn'ntly not assignE:'d. the function returns an arbitrary 
value of -1 (an invalid value of select code). Since STATUS Register 2 of I/O path 
names assigned to files contains thE:' entin' dE:'vice selector. which may include addressing 
information, the function removes any addressing information (Device_selector MOD 
100). 

Notice that buffers have no select code associated with them, since they are a data type 
resident in computer memory; thus the function returns a value of O. 

The SC function is a feature of the "Main" BASIC system. The following statements 
show examples of using this function. 

Select_code=SC(~Io_path) 

IF SC(~File)=4 THEN Device_type$="INTERNAL" 

The only difference in this language-resident function and the preceding example is that 
the SC fUIlction reports an error if thf' I/O path spE:'cified as its argulIlf'nt is not assiglwd. 
rather than returning a Sf'lf'ct code out of rangE:'. 
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Summary of 1/0 Path Registers 
The following list describes the information contained in I/O path STATUS and CON­
TROL registers. Note that only STATUS register 0 is identical for all types of I/O paths; 
the rest of the I/O path registers' contents depend on the type of resource to which the 
name is assigned. 

For All I/O Path Names 
STATUS Register 0 o = Invalid I/O path name 

1 = I/O path name assigned to a device 
2 = I/O path name assigned to a data file 
3 = I/O path name assigned to a buffer 

I/O Path Names Assigned to a Device 
STATUS Register 1 

STATUS Register 2 

STATUS Register 3 

Interface select code 

N umber of devices 

Address of 1st device 

If assigned to more than one device, the addresses of the other devices are available 
starting in STATUS Register 4. 

I/O Path, Names Assigned to an ASCII File 
STATUS Register 1 

STATUS Register 2 

STATUS Register 3 

STATUS Register 4 

STATUS Register 5 

STATUS Register 6 

File type = 3 

Device selector of mass storage device 

N umber of records 

Bytes per record = 256 

Current record 

Current byte within record 
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I/O Path Names Assigned to a BOAT File 
STATUS Register 1 File type = 2 

STATUS Register 2 Device selector of mass storage device 

STATUS Register 3 N umber of defined records 

STATUS Register 4 Definrd record length 

STATUS Register 5 Current record 

CONTROL Register 5 Set record 

STATUS Register 6 Current byte within record 

CONTROL Register 6 Set byte within record 

STATUS Register 7 EOF record 

CONTROL Register 7 Set EOF record 

STATUS Register 8 Byte within EOF record 

CONTROL Register 8 Set byte within EOF record 

I/O Path Names Assigned to a Buffer 
STATUS Register 0 () = Invalid I/O path nanl(' 

1 = I/O path assigned to a drvice 
2 = I/O path assigned to a data file 
3 = I/O path assignrd to a buffrr 

When the status of register 0 indicates a buffer (3). the status and control registers have 
the follovv'ing meanings. 

STATUS Register 1 Buffer type (l=named. 2=unnamed) 

STATUS Register 2 Buffer size in bytes 

STATUS Register 3 Cllrrrnt fill pointrr 

CONTROL Register 3 Set fill pointer 

STATUS Register 4 Current number of bytes in buffer 

CONTROL Register 4 Set number of bytes 

STATUS Register 5 Curreut empty pointer 

CONTROL Register 5 Set empty pointer 
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STATUS Register 6 Interface select code of inbound TRANSFER 

STATUS Register 7 Interface select code of outbound TRANSFER 

STATUS Register 8 If non-zero 1 inbound TRANSFER is continuous 

CONTROL Register 8 Cancel continuous mode inbound TRANSFER if zero 

STATUS Register 9 If non-zero 1 outbound TRANSFER is continuous 

CONTROL Register 9 Cancel continuous mode outbound TRANSFER if zero 

STATUS Register 10 Termination status for inbound TRANSFER 

Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 

0 TRANS- TRANS- TRANS- Device Byte Record Match 
FER FER FER Termi- Count Count Character 
Active Aborted Error nation 

Value=O Value=64 Value=32 Value = 16 Value=8 Value=4 Value=2 Value=l 

STATUS Register 11 Termination status for outbound TRANSFER 

Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 

0 TRANS- TRANS- TRANS- Device Byte Record 0 
FER FER FER Termi- Count Count 
Active Aborted Error nation 

Value=O Value=64 Value=32 Value=16 Value=8 Value=4 Value=2 Value=O 

STATUS Register 12 Total number of bytes transferred by last inbound TRANS­
FER 

STATUS Register 13 Total number of bytes transferred by last out bound TRANS­
FER 
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Direct Interface Access 
The third level of register access provides direct access to interface hardware: this level 
of access is identical to that possessed by the operating-system firmware. Consequently, 
these interface-access techniques should only be used if you have a complete understand­
ing of both the specified register"s definition and of the consequences of reading from 
or writing to these registers. The READIO and WRITEIO interface register definitions 
and access methods are listed in the chapter that describes each interface. 
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Interrupts and Timeouts 7 
The computer can sense and respond to the occurrence of several types of interrupt 
events. This chapter describes programming techniques for handling the interface events 
called "interrupts" and "timeouts" which can initiate program branches. For more de­
tails on event-initiated branches, consult the "Program Structure and Flow" chapter of 
BASIC Programming Techniques, and the BASIC Language Reference descriptions of the 
keywords described in this chapter. 

Overview of Event-Initiated Branching 
Event-initiated branches are very powerful programming tools. With them, the computer 
can execute special routines or subprograms whenever a particular event occurs; the 
program doesn't have to take time to periodically check for each event's occurrence. 

This section describes the general topic of event-initiated branching. Subsequent sections 
take a closer look at interrupt events. 

Types of Events 
The statements that enable events to initiate branches are summarized as follows: 

ON CDIAL-occurs when one of the nine "knobs" (rotary pulse generators) of an 
HP 46085 Control Dial Box is turned. (See the "Communicating with the Operator" 
chapter of BASIC Programming Techniques for details. 

ON END-occurs when the computer encounters the end of a mass storage file while 
accessing the file. (See the "Data Storage and Retrieval" chapter of BASIC Programming 
Techniques for details.) 

ON ERROR-occurs when a program-execution error is sensed. (See the "Handling 
Errors" chapter of BASIC Programming Techniques for details.) 

ON KEY-occurs when a currently defined softkey is pressed. (See the "Program Struc­
ture and Flow" chapter of BASIC Programming Techniques or the "Keyboard Interfaces" 
chapter of this manual for details.) 
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ON KNOB occurs when the "knob" (rotary pulse generator) is turned. (See the "Pro­
gram Structure and Flow~' chapter of BASIC Programming Techniques and the "Key­
board Interfaces'~ chapter of this manual for details.) 

ON INTR-- occurs when an interrupt is requested by a device or when an interrupt 
condition occurs at the interface. (Discussed in this chapter.) 

ON TIMEOUT-occurs when the computer has not detected a handshake response from 
a device within a specified amount of time. (Discussed in this chapter.) 

A Simple Example 
The following program shows how events are serviced by the computer. Subprograms 
called "Key _1" and "Key _2" are the service routines for the events of pressing softkeys 
[IT] and @] ([IT] and CEIJ on 98203 keyboards) being pressed; the software priorities 
assigned to these events are 3 and 4, re8pectively. Run the program and alternately 
press these softkeys; the branch to each key's service routine is initiated by pressing the 
key. The system priority is "graphed" on the CRT display. 

150 ON KEY 1,3 CALL Key_O 
160 ON KEY 2,4 CALL Key_1 

Set up events and 
, assign priorities. 

170 , 
180 OUTPUT CRT; II System ll ,lIPriority ll 

190 V$=CHR$(8)&CHR$(10) , BS & LF. 
200 OUTPUT CRT; II 4 11 &V$&1I3 11 &V$&1I2 11 &V$&"1 1 &V$&"011 
210 , 
220 Main: CALL Bar_graph(7,1I*1I) 
230 

Sys. prior. is 
always >= O. 

240 H~~P iOO,.i Low tone" 
250 FOR Jiffy=1 TO 5000 
260 NEXT Jiffy 
270 
280 GOTO Main Main lOop. 
290 
300 END 
310 
320 SUB Key_l 
330 CALL Bar_graph(4,"*II) 
340 BEEP 300,.1 
350 FOR Iota=1 TO 2000 
360 NEXT Iota 
370 CALL Bar_graph(4," II) 
380 SUBEND 
390 
400 SUB Key_2 
410 CALL Bar_graph(3,1I*1I) 
420 BEEP 400,.1 
430 FOR Twinkle=1 TO 2000 
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440 
450 
460 
470 

NEXT Twinkle 
CALL Bar_graph(3." II) 

SUBEND 
Erase. 

480 SUB 
490 

Bar_graph(Line.Char$) 
CONTROL 1.1;Line ! Locate line. 

500 OUTPUT l;Char$ ! Bar-graph character. 
510 SUBEND 

If [Rl is pressed after [ill is pressed, but while the Key _1 routine is being executed, 
execution of Key _1 is temporarily interrupted and the Key _2 routine is executed. When 
Key _2 is finished, execution of Key _1 is resumed at the point where it was temporarily 
interrupted. This occurs because [Rl was assigned a higher software priority than [ill. 

System 
Priority 

4 

3 

2 

1 

o 

Main program's 
lines being 

executed. 

pressed 

"Key_1" 
being 

executed. 

pressed 

"Key _ 1" execution pre-empted. 

"Key_2" 
being 

executed. 

"Key_1" 
execution 

completed. 

time 

Main program's 
execution 
continued. 

Figure 7-1. Events with Higher Software Priority Take Precedence 
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On the other haml. if OIJ is pn)ss('d while [ill is [wing s()rviced. the computer fillislH's 
executing Key _2 before ('xecuting Key_I. The ev('nt of pressing OIJ was "logged" but not 
processed until after the routine having higher software priority was completed. This 
is a very important concept when dealing with ('vent-initiated branching. The action 
of the computer in logging events and determining assigned software priority is further 
described in the next section. 

System 
Priority 

4 'I' 

3 

2 , 
o 

y 
Main program's 

execution 
continued. 

I 

time .. 

1 
__ ----~A------____ ----~'----~y,-----~~-

"Key _2" "Key _ '" Main program's 
being executed. being executed. lines being t executed. 

k 2 ]( k, 

pressed pressed 

Figure 7-2. An Event with Lower Software Priority Must Wait 
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Conditions Required for Initiating a Branch 
In order for any event to initiate a branch, the following prerequisite conditions must be 
met. The preceding section showed a simple example of softkey events, which are similar 
to interface interrupts. This section describes the additional requirements for servicing 
interface interrupts. Later sections show more details of meeting these requirements. 

1. The branch must be set up by an ON-event-branch statement, and the service 
routine must exist. 

100 ON INTR GOSUB Check_device 

920 Check_device: ! Service routine for interface interrupts. 

The term service routine is any legal branch location for the type of branch specified 
(GOSUB, GOTO, CALLI, or RECOVER) and current context. The "Program 
Structure and Flow" chapter of BASIC Programming Techniques and the BASIC 
Language Reference fully describe the differences between these types of branches. 

2. Before an event (which is set up) can initiate a branch, it must first be enabled to 
do so. With non-interrupt events (such as ON KEY, and ON KNOB), the event is 
automatically enabled when the ON-event statement is executed. However, with ON 
INTR, you must explicitly enable the interrupt to initiate its corresponding branch. 
For example, to enable the interface at select code 7 to initiate an interrupt branch: 

110 ENABLE INTR 7; Intr_mask 

Further details of enabling these events are described in the "Interface Interrupts" 
and "Interface Timeouts" sections of this chapter. 

3. The event must occur and be logged by the BASIC system. (For instance, the HP­
IB "Service Request" signal is sent from the device to the computer and is logged 
by the BASIC operating system.) 

4. The software priority assigned to the event must be greater than the current SYS­
TEM PRIORITy2. 

When all of these conditions have been met, the branch is taken. 

Parameters cannot be passed to the service routine in an ON INTR CALL statement; any variables 
to be used jointly by the service routine and other contexts must be defined in common. See the 
"Subprograms" chapter of BASIC Programming Techniques or the BASIC Language Reference for further 
details. 

2 Software priority is specified in the event's set-up statement; the range of priorities that can be specified 
in this statement is a through 15. Interfaces also have a "hardware" priority which is different from the 
software priority. The following sections describe details of hardware and software priority. 
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Logging and Servicing Events 
The preceding events may occur at any time: hmvever, the computer is only "concenH'd"' 
if these events have been "set up" to initiate a branch. An example of the computer 
ignoring an event is seen when an undefined soft key is pressed. Since the event has 
not been set up, the computer beeps. ~o service routine is executed. even though the 
computer was "aware'~ of the event. Thus, only wh('n an ('vent is first set up and then 
occurs does the computer "service" its occurrence. 

Software Priority 
The computer first "'logs"' the occurr('nc(' of an ev('nt which is spt Up.1 After r('cording 
that the event occurred, the computer then checks the event's software priority against 
t hat of th(' routine currently being executed. The priority of the routine current ly being 
executed is known as system priority. If no service routine is being executed, the system 
priority is 0: otherwisp the system priority is equal to th(' assigned softwar(' priority of the 
routine currently being executed. The following table lists the software priority structure 
of the BASIC system: priority increases from 0 to 17. 

Table 7-1. Software Priorities of Events 

Software Priority 
(SYSTEM PRIORITY) Explanation 

o Systcm priority when no s('rvic(' routine is being ex('­
cuted (known as the "quiescent level""). 

1 thru 15 Software-assignable priorities of service routines. 

16 Effective soft\varp J)ri()rit), of ON END al1u ON TIlvlE­
OUT: th(' softwar(' prioriti('s of thes(' ('vents cannot b(' 
changed. 

17 Effective software priority of 0:'\ ERROR: thc software 
priorities of these events cannot be changed. 

In the above example, system priority was 0 before either of the ('vents occurred. When 
OIJ was pr('ssed. the system priority b('canw 3. Wh('n [gJ was subs('qnently press('d. the 
~y~t(,lll fir~t logg('d t h(' p\'('nt alld t hell checked its priorit.\" against t h(' cnrrent s.\"stpm 
priority. Since [gJ had been assigned a priority of 4. it pre-empted OIJ's service routine 
because of its higher software priority. 

1 Thp procP,," of logging ('vpnt o('('urrpn('O' iO' d('scrihpd in thf' sf'(tinn callpd "Hardwarf' Priority" 
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It is important to note that BASIC only services event occurrences when a program line 
is exited. This change of lines occurs either: 

• at the end of execution of a line, or 

• when the line is exited when a user-defined function is called. 

When the program line is changed, the computer attempts to service all events that have 
occurred since the last time a line was exited. The next sections further describe iogging 
and servicing events. 

When execution of Key _2 started, the system priority was set to 4. If any event was 
to interrupt the execution of this service routine, it must have had a software priority 
of 5 (or greater). When execution of Key _2 completed, the Key _1 service routine had 
the highest software priority, so its execution was resumed at the point at which it was 
interrupted. 

If [IT] was pressed again while its own service routine was being executed, execution of 
the first service routine was finished before the service routine was executed again. Thus, 
if an event occurs that has the same software priority as the system priority, its service 
routine will not interrupt the current routine. The service routine will only be executed 
if the event's software priority becomes the highest priority of any event which has been 
logged (i.e., after all other events of higher software priority have been serviced). 
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Changing System Priority 
Events are assigned a software priority to allow the computer to respond to occurrences 
of events with high software priority before those with lower priorities. Occasionally. 
service routines may contain code segments that should not be interrupted once their 
execution begins. In such cases. the entire service routine may not require a high software 
priority~ even though a portion of the routilIf' needs a high priority to ensure that it will 
not be interrupted by most other processes. 

The SYSTEM PRIORITY statement can be used in these cases to set the system priority 
to a level higher than the BASIC system would otherwise set it when the branch to the 
~rrvi('e rontillf) i:'l takpn. Tlw ClllTcnt :"y:"tClll priority can also be detcrmined by calling 
SYSTEM$C'SYSTEM PRIORITY~~)~ which returns a string value of the current system 
priority in the range 0 through 15. Examples arE' shown in the following program. 

100 GIN IT ! Use default plotter is CRT. 
110 GRAPHICS ON 
120 VIEWPORT 0,131,30,100 
130 WINDOW 0,2000,0,7 
140 
150 ON KEY 1 LABEL IIPrior.ll1,l GOSUB Key_l 
160 ON KEY 2 LABEL IIPrior.2l1,2 GOSUB Key_2 
170 ON KEY 3 LABEL IIPrior.2l1,3 GOSUB Key_3 
180 
190 Sys_prior$=IISYSTEM PRIORITYII ! Define string for SYSTEM$. 
200 
210 Main_program: ! 
220 DISP IIQuiescent system priority level 0. 11 
230 X=X+l 
240 Sys_prior=VAL(SYSTEM$(Sys_prior$)) 
250 GOSUB Plot_priority 
260 GOTO Main_program 
270 
280 Key_l: 
290 
300 
310 
320 
330 
340 
350 

FOR Iota=i TO 100 
DISP IIKey 1; priority 1.11 
X=X+l 
Sys_prior=VAL(SYSTEM$(Sys_prior$)) 
GOSUB Plot_priority 

NEXT Iota 
RETURN 
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360 Key_2: 
370 
380 
390 
400 
410 
420 
430 
440 
450 
460 
470 
480 
490 
500 
510 
520 
530 
540 
550 
560 Key_3: 
570 
580 
590 
600 
610 
620 
630 

FOR Twinkle=l TO 100 
DISP "Key 2; priority 2." 
X=X+l 
Sys_prior=VAL(SYSTEM$(Sys_prior$» 
GOSUB Plot_priority 

NEXT Twinkle 

! Critical routine raise system priority. 
SYSTEM PRIORITY 3 
FOR Split_second=l TO 100 

DISP "Subroutine set system priority to 3." 
X=X+l 
Sys_prior=VAL(SYSTEM$(Sys_prior$» 
GOSUB Plot_priority 

NEXT Split_second 

! System priority lowered when finished. 
SYSTEM PRIORITY 0 
RETURN 

FOR Jiffy=l TO 100 
DISP "Key 3; priority 3." 
X=X+l 
Sys_prior=VAL(SYSTEM$(Sys_prior$» 
GOSUB Plot_priority 

NEXT Jiffy 
RETURN 

640 Plot_priority: 
650 IF X>2000 THEN Draw new plot. 
660 
670 
680 
690 
700 
710 
720 
730 
740 END 

GCLEAR 
MOVE 0,0 
X=O 

END IF 
PLOT X,Sys_prior 
RETURN 

The subroutine called Key _2 raised the system priority from its current level, 2, to level 3 
during the time that the second FOR .. NEXT loop was being executed. During this time, 
pressing [ill will not interrupt the routine, since a priority of 4 or greater is required to 
interrupt the Key _2 routine. 
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By setting the system priority If'vd in this lll'UlIH'r. rOlltinf's can sd('ctivf'ly allow and 
disallow othf'r routinf's from lwing executed: routil1f'S with higher software priority are 
allowed to pre-empt the routine. while those with the same or lower priority are not. If 
no other events are to interrupt the process. system priority can be set to 15. However. 
keep in mind that END. ERROR. and TIMEOUT f'Vf'nts have effective software priorities 
higher than 15 and can therefore interrupt the service routine (if a branch for one of these 
events is currently set up). 

When the "critical" code has been executed. the program returns the systeIIl priority to 
the value set by the BASIC system when the branch was taken (which was 2 since the 
Key_2 f'v('nt was being s('rvic('d). Of course. if an ('V('llt with higlH'r software priority 
occurs while the code segment is being executed, its service routine will pre-empt the 
critical code segment. 

This tf'chniquf' can abo 1)(' used within SPB and FN sllhprograms. Kef'p in mind that 
when program control is returned from a context, the system priority is returned to the 
value it had when the context was called. 

Hardware Priority 
There is a second event priority. hardware priority. that also influences the order in which 
the computer responds to events . 

• Hardware priority determines the order in which events are logged by the system . 

• Software priority determines the order in which events are serviced. 

The hardware priority of an interface interrupt is determined by the priority-switch 
setting on the interface card itselfl. Hardware priority is independent of the software 
priority assigned to the event by the ON INTR statement. 

1 Setting hardware priority on an optional interface is opscribed in the interfa('('s installation manual. 
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All events have a hardware priority, but not all have hardware priorities that can be 
changed. The following table lists the hardware-priority structure of Series 200/300 
computers. Only the optional interfaces' hardware priorities can be changed. 

Table 7-2. Hardware Priorities of Interfaces 

Hardware Interface(s) and Event(s) 
'P~;""P;+-'T at This Priority ......... "' ... .&tJ.1 

0 (Quiescent level; no interface is currently interrupting) 

1 Built-in Keyboard 
(KEY and KNOB events) 

2 Built-in Disc Drive of 226/236 
(END event) 

3 Built-in HP-IB or Serial interfaces 
(INTR and TIMEOUT events) 

3-6 Optional Interface Cards 
(INTR and TIMEOUT events) 

7 Non-Maskable Interrupts, such as the 1 RESET I (I Break I) 
key 

In order to fully understand the differences between hardware and software priority, it 
is helpful to first understand how the computer logs and services events. When any 
event occurs, the interface (at which the event has occurred) signals it to the computer. 
The computer responds by temporarily suspending execution of its current task to poll 
(interrogate) the currently enabled interfaces. 

When the computer determines which interface is interrupting, it records that it has 
occurred on this interface (Le., logs the event) and disables further interrupts from this 
interface. This event is now logged and pending service by the computer. The computer 
can then return to its former task (unless other events have occurred which have not 
been logged). 

If other events have occurred but have not yet been logged, they will be logged in order of 
descending hardware priority. This occurs because events with hardware priority lower 
than that of the event currently being logged are ignored until all events with the current 
hardware priority are logged. 
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Servicing Pending Events 
If BASIC was interrupted while executing a program line. execution of the line i~ re~um('d 
(after logging all events) and continues until ('it h('r the linf' is completdy executed or a 
user-defined function causes the line to be exited. When the line is exited. BASIC begins 
servicing all pending ('vents. 

When servicing pending events. the following rul('s ar(' us('d to determin(' the order ill 
which they are serviced: 

1. Highest software priority first. lowest software priority last. 

2. If hvo or more event:.; have the :-;alIH' software priority. the BASIC :-;ervic(':-; the ('V(,llt:-: 

in order of descending interface select codes. 

3. If events have both the same software priority and interface select code (such as 
soft keys with the same softwar(' priority). the events are serviced in the order in 
which they occurred. 

The process of logging of events is still taking place while events are being serviced. This 
concurrent action has two major effects. 

1. Events of higher hardwar(' priority will interrupt the current activity to be logged 
by the computer. 

2. Events which also have higher software priority will interrupt the computer's present 
activity to be serviced. 

Thus. events of high hardware and software priority can potentially occur and lw serviced 
Il1arlJr tiIllCS bet\Veerl prograIIl liIles. 

For example. suppose that the following events have been set up and enabled to initiate 
branches. Assume that the f'vent~ have the hardware priorities shown in the program's 
comments. 

100 ON INTR 8,15 CALL Serv_8 
110 ON INTR 7,14 CALL Serv_7 
120 ON KEY 0,5 CALL Serv_kO 
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The following diagram shows the INTR event on interface select code 8 occurring and 
being serviced several times after one program line has been exited. 

Program line 
being 

executed. 

t t t . 
T 

Line 
exited. 

These three events 
occur and are logged. 

Serv_7 
executed. 

Serv_8 Serv_k1 Serv_8 Serv_k1 Next line 
executed. begun. executed. finished. executed. 

t t 
INTR on interface INTR on interface 

select code 8 select code 8 
occurs and occurs and 

is logged. is logged. 

Figure 7-3. INTR Event Servicing Example 

Hardware priority's main function is to keep events of lower hardware priority from being 
logged so that more "urgent" events can be serviced quickly. Decreasing the system's 
response time to these urgent events may also increase overall system throughput. 
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Interface Interrupts 
All interfaces have a hardware line dedicated to signal to the computer that an interrupt 
event has occurred. The source of this signal can be either the device(s) connected to the 
interface or the interface hardware itself. These possibilities are shown in the following 
diagram. 

Interrupt ---~--_ 
from Device -

Interrupt 
from 
Interface 
Hardware 

Logical OR of the Two Signals 

Computer 

Both types of interrupts are 
signalled to the computer in 
the same manner. 

Figure 7-4. Interface Interrupts 

There are two general types of interrupt events . 

• One type of event occurs when a device determines that it requires the computer 
to execut(' a special procedure . 

• TIl(' second type occurs when tIl(' interface itself df't('rmin('s that a condition exists 
or has occurred that requires the computer's attention. 

The first type of interrupt event is usually called a service request. Service requests 
originate at the device. An example is a voltmeter signaling to the computer that it 
has a reading; another is a printer generating a service request when it is out of paper. 
The service routine t ak('s t h(' appropriate action. and the program (usually) r(,SHmes 
execution. 

The second type of interrupt event is used to inform the computer of a specific condition 
at the interface. This typ(' of event originates at the interface. An example of this 
interrupt event is the occurrence of a parity error detected by the serial interface. This 
error usually requires that the erroneous data just received be re-transmitted. The service 
routine can often correct this error by telling the send('r to keep sending th(' data until 
the error no longer occurs. after which the computer can resume its form('r task. 
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The specific abilities of each interface to detect interrupt conditions and to pass on service 
requests from devices are described in the interface programming chapters. 

Enabling Interrupt Events 
Before the INTR event can initiate its branch, it must be enabled to do so. The following 
examples show how to enable interrupt events to initiate branches. 

Example 

Enable interrupts occurring at interface select code 7 to initiate the branch set up by an 
ON-event-branch statement. 

ENABLE INTR 7;Mask 

The bit pattern of Mask is copied into the "interrupt-enable" register of the specified 
interface; in this case, register 4 of the built-in HP-IB interface receives Mask's bit 
pattern. Individual bits of the mask are used to enable different types of interrupt 
events for each interface. Each bit which is set (i.e., which has a value of 1) in the mask 
expression enables the corresponding interrupt condition defined for that bit. 

For instance, bit 1 of the HP-IB's interrupt-enable register is used to enable and disable 
service-request interrupts. To enable this event to initiate a branch, bit 1 must be set 
to a "1". Specifying a mask parameter of "2" causes a value of 2 to be written into this 
register, thus enabling only service requests to initiate branches. 

ENABLE INTR 7;2 
Most Significant Bit 

Bit 15 Bit 14 

Value = Value = 
-32768 16384 

Bit 3 Bit 2 

Oth er interrupt causes ------t----~::::::::: 
describe d in subsquent sections 

Value = 8 Value = 4 

Figure 7-5. HP-IB Interrupt-Enable Register 

nificant Bit 

See 
Subsequent 

Sections 
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The mask paralIH'trr is optional. 

• If it is includrd. the spf'cified value is written into the appropriate register of the 
specified interface . 

• If this parameter is omitted. the mask specified in the last ENABLE INTR is used. 
If no ENABLE INTR statrlIH'nt has bren executed for the spf'cified intrrfac('. a 
value of 0 is usrd (all interrupt rvents disabled). 

Example 

Re-enablf' a previously enablrd interrupt event. 

ENABLE INTR 7 

Since no interrupt-enable mask is specified 1 the last mask used to enable interrupts on 
this interface is used. 

Enabling and Disabling Events with WRITEIO 
This section shows how to use WRITEIO to perform the same functions as ENABLE 
INTR and DISABLE INTR statements. The examples are shown for the HP 98630 
Breadboard Interface, an interface for which no driver is installed (and therefore will not 
permit ENABLE INTR and DISABLE INTR to bf' used). 

ON INTR and OFF INTR statements may be executed for any I/O card plugged into 
the computer. Howevf'r. if there is no drivf'r currently loadf'd for an intf'rface canl. all 
other I/O statements (CONTROL, STATUS. ENABLE INTR, OUTPUT, ASSIGN. etc.) 
will generate an ERROR 163 I/O interface not present message. Before an interrupt can 
be generated by a "driverless" interface card. you must emulate the ENABLE INTR 
statement by using WRITEIO. For examplf'. if an HP 98630 Breadboard card is at select 
code 17, the following statements set up the service routine "My _card_isr" and enable 
interrupts for this card: 

100 ON INTR CALL My_card_isr 
110 WRITEIO 17.Mask_reg;Mask_value Set the mask. 
120 WRITEIO 17.3;128 Enable interrupts. 

The two WRITEIO statf'mf'nts simulatf' thf' function of the ENABLE INTR statement. 
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When the Breadboard card interrupts, BASIC clears bit 7 of WRITEIO register 3 (the 
interrupt enable bit) and logs the interrupt so that the service routine will be called 
the next end-of-line (if system priority permits). No other actions are taken during the 
hardware interrupt-logging routine; however, the software service routine is free to do 
whatever you want it to do. 

To perform a DISABLE INTR function, execute this statement: 

300 WRITEIO 17,3;0 ! Disable interrupts. 

Use this information as required, especially if you wish to use the HP 98630 Breadboard 
card for customized I/O. 

Service Requests 
You can program a service routine to perform any task(s) that is "requested" by the 
device that initiated the branch. If this event can occur for only one reason, the service 
routine just performs the specified action. However, with many devices, the service 
request can occur for several different reasons. In this case, the program must have a 
means of determining which event(s) occurred and then take action. 

Example 

The following program shows an example of using a service routine that can be initiated 
by only one cause ~ a service request from a device at address 22 on the built-in HP-IB 
interface. 
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100 ! Example of service routine for HP-IB service requests. 
110 
120 
130 
140 

ON INTR 7,5 CALL Intr7 

150 ENABLE INTR 7;2 
160 
170 
180 Loop: GOTO Loop 
190 
200 END 
210 
220 SUB Intr7 
230 Z=SPOLL(722) 
240 
250 
260 
270 
280 

ENTER 722;Reading 

ENABLE INTR 7 

290 SUBEND 

Set up interface, priority, 
branch type, and location. 

Only service requests 
(bit 1) are enabled. 

Idle loop. 

Clear INTR cause first. 

Take desired action. 

Re-enable service requests. 

The program shows the sequence of steps required to f\et up and enable interrupt eventf\. 
These steps are as follows. 

1. The interrupt event is set up to be logged~ as in line 120. This statement also 
assigns the' e'vellt's software priority: in this case. the priority is 5. 

2. The event must be enabled to initiate' its branch. as in line 150. The mask value 
specifief\ t hat only service requests (enabled by setting bit 1) can initiate branches. 

:~. When the evellt occurs it is logged. AllY further illterrupts from this int<'ffac(' art' 
automatically disabled until this interrupt event is se'rviced. 

4. Determine the interrupt's cause. 011 HI' -113 illterfat'{'s. a serial poll (lillt' 230) lllllst 
be performed by the service routine~ clearing the interrupt-cause register so that the 
same event will not cause another branch upon return to the interrupted context. 
(The serial poll is particular to the HP-IB interface'. but analogous actions can be 
pf'rfornH'd to df'termirw interrupt causes on other interfacf's.) 

5. The actual requested action is performed llinf' 250). 

6. If subsequent events are to also initiate branches. the'Y must be re-enabled before 
resuming execution of tht' previous program segment. as in lim' 270. Since no 
interrupt-enable mask is explicitly spf'cified. the previous mask is uf\ed. 

7-18 Interrupts and Timeouts 



Interrupt Conditions 
The conditions that can be sensed by each type of interface are different. All interrupt 
conditions signal to the computer that either its assistance is required to correct an error 
situation or an operating mode of the interface has changed and must be made known 
to the computer. 

The following service routine demonstrates typical action taken when a receiver-line 
status ("RLS") interrupt condition is sensed by the serial interface. 

100 ! Example of interface-condition interrupt event. 
110 
120 ON INTR 9,4 CALL Intr_9 
130 

Set up for interface select 
code 9 and priority of 4. 
Bit 2 in mask enables 
"RLS"-type interrupts only. 

140 ENABLE INTR 9;4 
150 

600 
610 
620 
630 
640 
650 
660 
670 
680 
690 
700 
710 
720 
730 
740 
750 
760 
770 
780 
790 
800 
810 
820 
830 
840 

• 
• Main program. 
• 

SUB Intr_9 

STATUS 9,10;Intr_cause' ! Clear intr.-cause ·reg. 

! Check errors and branch to "fix" routines. 

IF BIT(Intr_cause,3)=1 
IF BIT(Intr_cause,2)=1 
IF BIT(Intr_cause,l)=l 
IF BIT(Intr_cause,O)=l 
ENABLE INTR 9,4 
SUBEXIT 

THEN GOTO Framing error 
THEN GOTO Parity_error 
THEN GOTO Overrun_error 
THEN GOTO Recv_buf_full 
Ignore others, re-enable 
INTRs, and return. 

Framing_error: "Fix" and re-enable. 
SUBEXIT 

Parity_error: ! "Fix" and re-enable. 
SUBEXIT 

Overrun_error: ! "Fix" and re-enable. 
SUBEXIT 

Recv_buf_full: ! "Fix" and re-enable. 
SUBEXIT 

SUBEND 
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Interface Timeouts 
A atimeouf: occurs when the handshake response from any external device takes longer 
than the specified amount of time. The time specified for the timeout event is usually 
the maximum time that a device can be expected to take to respond to a handshake 
during an I/O statement. 

Setting Up Timeout Events 
The following statements set up this event-initiated branch. The software priority of this 
event cannot be assigned by the program; it is permanently assigned priority 15. The 
maximum time that the computer will wait for a responsr from the peripheral can bE"' 
specified in the statement with a resolution of 0.001 seconds. 

Example 

Set up a timeout to occur after the Serial Interface has not detected a response from the 
peripheral after 0.200 seconds. Branch to a subroutine called "SeriaLdown". 

ON TIMEOUT 9,.2 GOSUB Serial_down 

Example 

Srt up a timeout of 0.060 for the interfacE"' at sd('ct codr 8. 

ON TIMEOUT 8, .06 GOTO Hp_ib_status 
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Timeout Limitations 
Timeout events cannot be set up for any of the internal interfaces except the built-in 
HP-IB. 

Event-initiated branches are only executed at certain times during program execution, 
usually after a program line has been executed. Consequently, BASIC may wait up to 
25% longer than the specified time to detect a timeout event; however, it will ai1.J)ay.s 
wait at least the specified amount of time before generating the interrupt. 

There is no default timeout time parameter. Thus, if no ON TIMEOUT is executed for a 
specific interface, the computer will wait indefinitely on the device to respond. The only 
way that the computer can continue executing the program is for the operator to use the 
1 CLR 1/0 I (I Break I) key. This key aborts the I/O operation that was left "hanging" by the 
failure of the device to respond to and complete the handshake. 

The times specified for timeouts are passed to subprograms. Thus, unless the time for a 
timeout event is changed in the subprogram, it remains the same as it was in the calling 
routine. If the time parameter is changed by the subprogram, it is restored to its former 
value upon return to the calling context. 
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I/O Path Attributes 8 
This chapter contains two major topics, both of which involve additional features pro­
vided by I/O path names . 

• The first topic is that I/O path names can be given attributes which control the 
way that the system handles the data sent and received through the I/O path. 
Attributes are available for such purposes as controlling data representations, gen­
erating and checking parity, and defining special end-of-line (EOL) sequences . 

• The second topic is that one set of I/O statements can be used to access most 
system resources, including the CRT display, the keyboard, mass storage files, and 
buffers (instead of using a separate set of BASIC statements to access each class of 
resources). This second topic, herein called "unified I/O", may be considered an 
implicit attribute of I/O path names. 
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The FORMAT Attributes 
All I/O paths used as means to move data have certain attributes. which involve both 
hardware and software characteristics. For instance. some interfaces handle 8-bit data. 
while others can handle either 8-bit or 16-bit data. Some I/O operations involve sending 
ASCII data (for "human consumption")~ while others may involve sending data in an "in­
ternaP' form (that is easier for the computer to understand). This second characteristic. 
data representation, is what the format attributes control. 

Two FORMAT Attributes Are Available 
All I/O paths possess one of the two following attributes: 

• FORMAT ON- means that the data are sent in ASCII representation l 
. 

• FORMAT OFF Ilwans that the data arp spnt in BASIC internal reprrsrntation l
. 

Before getting into how to assign these attributes to I/O paths, lrt's take a brief look at 
each one. 

FORMAT ON 
With FORMAT ON, internally represented numeric data must be "formatted" into its 
ASCII representation before being sent to the device. Conversely. numeric data being 
recrivro. from the drvicr mnst br "unformatted" back into its intrrnaJ rrpresentation. 
These operations are shown in the diagrams brlow: 

Computer 
Memory 

I Internal-Form Data I 

"Formatter" 
Routine 

ASCII Data 

Computer 
Resource 

Figure 8-1. Numeric Data Transformations with FORMAT ON 

For more informatio11 about the ASCII data format. s('e the "Interfacing C011('rpts" 
chapter. For dctail::; of how itelll::; alld I/O ::;tatclllcllb an' t(,rIuillatcd. ::iCC the "Outputtillg 
Data" and "Entering Data'~ chapters. 

1 ('omp]ptp rlpsrriptions of thp"p d'ltrt rPIHPsPTlt'ltions 'lr(> givPIl in the "IntPrf'lcing ('0I1cPptS" chaptpr, 
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FORMAT OFF 
With FORMAT OFF, however, no formatting is required. The data items are merely 
copied from the source to the destination. This type of I/O operation requires less time, 
since fewer steps are involved. 

I Internal-Form Data 

iA .... Computer V - "\ 
Memo~ ~ / 

~ v 

Computer 
Resource 

Figure 8-2. Numeric Data Transfer with FORMAT OFF 

The only requirement is that the resource also use the exact same data representations 
as the internal BASIC representation. 

Here are how each type of data item is represented and sent with FORMAT OFF: 

• INTEGER: two-byte (16-bit), two's complement. 

• REAL: eight-byte (64-bit) IEEE floating-point standard. 

• COMPLEX: same as two REAL values. 

• String: four-byte (32-bit) length header, followed by ASCII characters. An addi­
tional ASCII space character, CHR$(32), may be sent and received with strings in 
order to have an even number of bytes. 

Here are the FORMAT OFF rules for OUTPUT and ENTER operations: 

• No item terminator and no EOL sequence are sent by OUTPUT. 

• No item terminator and no statement-termination conditions are required by EN­
TER. 

• No non-default CONVERT or PARITY attribute may be assigned to the I/O path 
(discussed later in this chapter). 

• If either OUTPUT or ENTER uses an IMAGE (such as with OUTPUT 701 USING 
"4D.D"), then the FORMAT ON attribute is automatically used. 
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Assigning Default FORMAT Attributes 

As discussed in the "Directing Data Flow" chapter. llame8 are assigned to I/O paths be­
tween the computer and devices with the ASSIGN statement. Here is a typical example: 

ASSIGN Any_name TO Device_selector 

This assignment fills a 'table" in memory with information that describes the I/O path. 
This information includes the device selector, the path·s FORMAT attribute, and otl1f'r 
descriptive information. When the I/O path name is specified in a subsequent I/O 
statement (such as OUTPUT or ENTER), this information is used by the system in 
completing the I/O operation. 

Different default FORMAT attributcs arc given to deviccs and files: 

• Devices- since most devices use an ASCII data representation, the default attribute 
assigned to devices is FORMAT ON. (This is also the default for ASCII files and 
BUFFERs, as discussed later in this chapter and in the next chapter.) 

• BDAT and HPUX files- the default for BDAT and HPUX files is FORMAT OFF. 
(This is because for numeric quantities, the FORMAT OFF representation requires 
no translation time for numeric data: this is possible because humans never see 
the data patterns written to the file, and therefore the items do not have to be in 
ASCII, or humanly readable, form.) 

One of the most powcrful features of this BASIC system IS that you can change the 
attributes of I/O paths programmatically. 
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Specifying I/O Path Attributes 
There are two ways of specifying attributes for an I/O path: 

• Specify the desired attribute(s) when the I/O path name is initially assigned. For 
example: 

100 ASSIGN ~Device TO Dev_selector; FORMAT ON 
or 

100 ASSIGN ~Device TO Dev_selector ! Default for devices is FORMAT ON . 

• Specify only the attribute(s) in a subsequent ASSIGN statement: 

250 ASSIGN ~Device; FORMAT OFF ! Change only the attribute. 

The result of executing this last statement is to modify the entry in the I/O path name 
table that describes which FORMAT attribute is currently assigned to this I/O path. 
The imphcit ASSIGN ~Device TO *, which is automatically performed when the "TO ... " 
portion is included, is not performed. Also, the I/O path name must currently be assigned 
(in this context), or an error is reported. 

Restoring the Default Attributes 
If any attribute is specified, the corresponding entry in the I/O path name table is 
changed (as above); no other attributes are affected. However, if no attribute is assigned 
(as below), then all attributes, except WORD, are restored to their default state (such 
as FORMAT ON for devices.) 

340 ASSIGN ~Device Restores ALL default attributes. 

I/O Path Attributes 8-5 



Additional Attributes 
The first section discussed the FORMAT attributes of I/O path names. Several othrr 
attributes are available to direct the BASIC system to prrform the following operations 
whenever data are moved through the I/O path possessing the attribute: 

• specify that data are to be sent and received 011 a byte or word basis 

• perform conversions on a character-by-character basis on inbound and/or outbound 
data 

• dH;ck fur parity Ull llluuulllillatci. dlld g(,lHTatc parity 011 outbound data 

• re-define the end-of-line sequence normally sent after the last data item in output 
operations 

It is also possible to direct the systelll tu returll a llUllleric code to a variaule which 
describes the outcome of an attelllPted ASSIGN operation. This section describes im­
plementing these functions by using the additional I/O path attributes. 

The BYTE and WORD Attributes 
The HP Series 200/300 computers are capable of handling data as either 8-bit bytes or 
16-bit words when using 16-bit interfaces. This section describes how tq use the BYTE 
and \VORD attribute~ to determine which way t he ~y~tem will handlp datCl w}wn ll~ing 
these interfaces. 

Unless otherwise specified, the system treats data as bytes during I/O operations. For 
instance. \vhen the following I/O statement is executed: 

OUTPUT Device_selector;Integer_array(*) 

thr 16-bit INTEGER values are normally sent one byte at a time. with the most signifi­
cant byte of each INTEGER sent first. Executing the following statement: 

OUTPUT Device_selector USING "W";Integer_array(*) 

directs the system to send the data as words if the interface has the ability to handlr data 
as words. With a 16-bit interface. such as thp HP 98622 GPIO Interfacp. the INTEGER 
data are sent one word at a time (i.e .. one word per handshake cycle). If the illterface 
is not capable of sending one word in a single operation. the word is sent as two bytes 
wit h t he most significant byte first. 
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When the BYTE attribute is assigned to an I/O path name, the system sends and receives 
all data through the I/O path as bytes; one byte is sent (or received) per operation. Thus, 
BYTE directs the system to treat a I6-bit interface as if it were an 8-bit interface. The 
following statements show examples of assigning the BYTE attribute to an I/O path: 

ASSIGN ~Printer TO 701; BYTE 
ASSIGN ~Device TO 12; BYTE 

In the first statement, the BYTE attribute is redundant, because the WORD attribute 
cannot be assigned to the HP-IB Interface (since it is an 8-bit interface). 

When the I/O path name assigned to an interface possesses the BYTE attribute, the 
system sends and receives all subsequent data through the interface one byte per hand­
shake operation. As an example, executing either of the following statements (when the 
I/O path possesses the BYTE attribute): 

OUTPUT ~Device;Integer_array(*) 
OUTPUT ~Device USING "W";Integer_array(*) 

directs the system to send the data as bytes, even though the interface is capable of 
sending the data as words (and in the second example the "W" specifier was used). 
Stated again, the BYTE attribute directs the system to treat 16-bit interfaces as if they 
were 8-bit interfaces. With BYTE, only the 8 least significant bits of the interface are 
used to send and receive data; the most significant bits are always zeros. Keep in mind 
that the logic sense of the signal lines used to send and -receive these bits is determined 
by switch settings on the interface card. 

The WORD attribute specifies that all data sent and received through the I/O path are 
to be moved as words. In other words, this attribute directs the system to use all 16 
data lines of a I6-bit interface for all subsequent I/O operations that use the I/O path 
name. This attribute is designed to improve performance in two types of situations (on 
16-bit interfaces): when sending and receiving FORMAT OFF data, and when sending 
and receiving INTEGERs with FORMAT ON. The WORD attribute can also be used 
under other situations; however, results may show some unexpected "side effects," which 
are explained later in this section. The interface to which the I/O path name is assigned 
must be capable of handling data words; if not, an error will be reported when the 
ASSIGN is executed. 

When an I/O path possesses the WORD attribute, an even number of data bytes will 
always be sent or received by anyone I/O statement that uses the I/O path. Conse­
quently, when an operation involves an odd number of data bytes, the system will place 
pad byte(s) in outbound data or enter (but ignore) additional byte(s) of inbound data. 
These operations can be thought of as "aligning data on word boundaries." This is the 
main side effect that can occur with the WORD attribute. 

I/O Path Attributes 8-7 



\Vith the' FORMAT OFF attribute. all data item:-; are repre:-;eIlted by an e'Ve'Il lllllIlber 
of bytE's (see the disCllssioll in "The FORMAT OFF Attributes" e'ariiE'r in this chapter 
for details). Since thE'sE' rE'prE'sentations use an eVE'n numbf'r of bytes. no pad bytes arE' 
necessary. 

When WORD is used with FORMAT ON. the data will [)(' bufff'rf'd (automatically by 
the system) when necessary to allow sending all data as words. Sending INTEGERs does 
not usually rE'quire this type of buffering. 1wcause each INTEGER consists of two bytes 
of data. However. sending strings of odd IE'ngt h often requires that the systrm perform 
this automatic buffering. The first byte of each word is placed in a two-character buffer 
(created by the system): when th(' second byte is plac('d in thi:-; buffer. th(' tv,'O byt('~. ar(' 
sent as one word, with the most significant eight bits representing the first byte. If an 
odd number of data bytes would othE'rwisE' be sent. a Null character. CHR$(O), is plaC('d 
in the buffer to "flush" the last byte. 

The following statements show assigning thr WORD attribute and using the I/O path 
to send data through the GPIO IntE'rface at select code 12. Remember that the default 
FORMAT attribute assigned to I/O paths to devices is FORMAT ON. 

110 ASSIGN @Gpio TO 12;WORD 
120 OUTPUT @Gpio;"Odd" 
130 OUTPUT @Gpio USING "K.L.K";"Odd"."Even" 

Th(' following diagrams show th(' charact('rs that would 1)(' s('nt by th(' OUTP1TT stat('­
ments in lines 120 and 130~ respectivE'ly. 

I 0 I did I CR I LF INULI 
A H 

Word 1 Word 2 Word 3 

I 0 I did I CR I LF INULI E I v Ie! n I CR I LF I 
l '\ J\ J\ J\ j\ J 

Word 1 Word 2 Word 3 Word 4 Word 5 Word 6 

Figure 8-3. Characters Sent by OUTPUT Statements Shown Above 

In the first statement. a Null was SE'nt after the EOL characters to flush thE' buffer and 
force word alignment for a subsequent OUTPUT. The second statement shows that a 
pad byte will be sent after any EOL sequence when required to achieve word alignment: 
the Null pad byte was not needed after the second EOL sequence. In addition. if a buffer 
or file pointer currently has an odd value. a leading pad bytr will be output to force word 
alignment before any data are sent by the OUTPUT statement. 
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When executing an ENTER statement from an I/O path with the WORD attribute, the 
system always reads an even number of bytes from the source device, since data are sent as 
words. In cases where an odd number of data bytes are sent, such as when an odd number 
of string characters are sent with an even number of statement-terminator characters, the 
system enters (but ignores) the last byte sent (after the statement-terminator characters). 
The following statements show an example of entering the data sent by the OUTPUT 
statements in the preceding example. 

ASSIGN ~Device TO 12;WORD 
ENTER ~Device;String_varl$ 
ENTER ~Device;String_var2$ 
ENTER ~Device;String_var3$ 

The variables receive the following values: 

String_varl$="Odd" 
String_var2$="Odd" 
String_var3$="Even" 

Notice that three ENTER statements were used to enter the data sent by the two pre­
ceding OUTPUT statements. This method was used to handle the pad bytes generated 
by the OUTPUT statement. If two ENTER statements would have been used, the pad 
byte sent after the second "Odd" and EOL sequence would have to have been skipped 
by an "X" image specifier. The following ENTER statements show how this could be 
done. 

ENTER ~Device USING "K.X.K";String_varl$.String_var2$ 
ENTER ~Device USING "K";String_var3$ 

If the "X" specifier would not have been used, a pad byte would have been placed in 
String_ var2$. Thus, a general recommendation for entering data OUTPUT through an 
I/O path with the WORD and FORMAT ON attributes is to enter only one item per 
ENTER statement. 
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\Yhell the' \VORD attribute' i:-; ill ef[e'ct. tIl(' .. \\P. image' specifin ~elHb data that an' 
always aligned on word hOllllciarie's. For instance. thp following stateIIwnt shows how thp 
system defines "W" with the WORD attribute during OUTPUT. 

OUTPUT <ODevice USING "B,W";65,256*66+67 

I A INULI B I C I CR I LF I 
\ H H J 

Word 1 Word 2 Word 3 

TIll' :\ ull (:\CL) pad l)ytt, \\a~ :::>l'llt lwfulC t lll' .. \ \". Illldgl' dat a t u (digll tlH' I);TEG En 
specified by the "W" on a word boundary. 

During ENTER. a pad byte' is PIlt<'red (but ignored) WlH'Il Ile'cessary to align tIl(' ··\V" 
itPlll 011 a \\'ord bouIldary. For instaIlcc. the fullU\\'ing :-;tat<'IlH'nt would ('Ilter the preccdillg 
data items in the same manner as they were sent. 

ENTER <ODevice USING "B,W";One_byte,One_word 

Keep in mind that thesp examples have been provided only to show potential problpllls 
that can arise when sending an odd number of data bytes while using the WORD at­
tribute'. It would be' more' appropriate' to use' only image'S that se'nd an ('ven number of 
bytes when using \VORD during OUTPUT. and it will simplify matters to send only one 
item per OUTPUT statement. Similarly. it is generally much simpler if only one item is 
entered per ENTER statempnt. 

Furthermore. if pad bytes pose a problem when working with INTEGER data (with 
FORMAT ON). you can also use the ';Y'~ specifier. During OUTPUT. the "Y" does not 
force word alignment by sending a pad byte: during ENTER. the .. y" does not skip a 
byte to achieve word alignment. 

Note also that the Null character pad byte may be converted to another character by 
using the CO~VERT attriblltp: SPE.' t hp llext sectiOll for furtlH'r d<,t ails. 

The I3YTE and WORD attributes affect any ENTER. OUTPUT. or TRANSFER state­
ments t hat lIse the I/O path nalIH'. How('ver. only t IH' attribllte slH'cified OIl the IlOI1-

buffer I/O path end of the TRANSFER is used: I3YTE or WORD is ignon'd OIl the 
buffer end. 
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Unlike other attributes, the BYTE and WORD attribute cannot be changed once as­
signed to an I/O path name. For instance, executing: 

ASSIGN ~Printer TO 12 

implicitly assigns the BYTE attribute to @Printer, since it is the default attribute. 
Executing the following statement results in error 600 (Attribute cannot be modified): 

ASSIGN ~Printer;WORD 

The converse situation is true for the WORD attribute. Furthermore, if WORD has been 
assigned to the I/O path, then BYTE is not restored when ASSIGN ~Device is executed; 
all other default attributes would be restored. For instance, executing: 

ASSIGN ~Device TO 12;WORD,FORMAT OFF 

assigns the specified non-default attributes to the I/O path name @Device. Executing: 

ASSIGN ~Device 

restores the default attribute of FORMAT ON (and also other default attributes, if 
currently non-default), but it does not restore the default BYTE attribute. 

Converting Characters 
The CONVERT attribute is used to specify a character-conversion table which is to be 
used for OUTPUT or ENTER operations. If data are to be converted in both directions, 
a separate conversion table must be defined for each direction. Two conversion methods 
are available-by index and by pairs. This section shows simple examples of each. 

CONVERT ... BY INDEX specifies that each original character's code is used to index 
a replacement character in the specified conversion string. For instance, CHR$(10) is 
replaced by the 10th character in the conversion string. The only exception is that 
CHR$(O) will be replaced by the 256th character in the conversion string. If the string 
contains less than 256 characters, characters with codes that do not index a conversion­
string character will not be converted. If the string contains more than 256 characters, 
error 18 is reported. 
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The following program shows an rxalnpl(' of setting up a conv('rsion by indrx for OCT­
PCT oprrations. 

100 DIM Conv_string$[256] 
110 INTEGER Index_val 
120 
130 ! Generate conversion string. 
140 FOR Index_val=l TO 255 
150 SELECT Index_val 
160 CASE NUM(la") TO NUM(lIzll) ! Change to uppercase. 
170 Conv_string$ [Index_val] =UPC$(CHR$(Index_val» 
180 CASE ELSE ! No conversion. 
190 Conv_string$ [Index_val] =CHR$(Index_val) 
200 END SELECT 
210 NEXT Index_val 
220 Conv_string$[256]=CHR$(0) 
230 
240 
250 ! Set up conversions. 

256th element has an 
I effective index of O. 

260 ASSIGN ~Device TO l;CONVERT OUT BY INDEX Conv_string$ 
270 
280 OUTPUT ~Device;"UPPERCASE LETTERS ARE NOT CONVERTED. II 

290 OUTPUT ~Device;"Lowercase letters are converted. II 

300 OUTPUT l;"Conversions are made only II 

310 OUTPUT l;" when the I/O path is used. II 

320 
330 END 

The program is designed to convert lowercasr charactrrs to uppercase characters. In 
order to make the conversion. the program first computes the characters in the conversion 
string: the characters are computed OIle at a time. If the character's original cod() is not 
in the range 97 to 122 ("a': to "z:·). then no change is madr. If it is in the range. 
an uppercase character is placed ill t he string at t IH' location indexed by the original 
(lowercase character's) code. 

The example program's output is as follO\\'8. 

UPPERCASE LETTERS ARE HOT COnVERTED. 
LOWERCASE LETTERS ARE CONVERTED. 
Conversions are made only 
when the I/O path is used. 

To perform thr lowrrcase-to-uppercase conversion. it was not necrssary to includr char­
actrrs with codes 123 through 255 ill th(' COllvrrsioll string. siw'p tlH's(' ('haractrr8 arr 
not to be converted. They were included to rmphasize that tIl(' 256th charactf'r must 1)(' 
included in th(' string if CHR$(O) is to h(' ('Ollv('rtpd with this lllethod. TIl{' C()~VERT 
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attribute is then assigned to the I/O path, and all subsequent data sent through the I/O 
path (while CONVERT is in effect) will be converted. 

CONVERT ... BY PAIRS specifies that the conversion string contains pairs of characters, 
each pair consisting of an original character followed by its replacement character. Before 
each character is moved through the interface, the original characters in the conversion 
string (the odd characters) are searched for the character's occurrence. If the character is 
found, it will be replaced by the succeeding character in the conversion string; if it is not 
found, no conversion takes place. If duplicate original characters exist in the conversion 
string, only the first occurrence is used. The string variable must contain an even number 
of characters; if not, error 18 is reported. 

The following program shows an example of setting up the same conversion as in the 
preceding example, except that conversion by pairs is used. 

100 DIM Conv_string$[512] 
110 
120 ! Define conversion string. 
130 Conv_string$="aAbBcCdDeEfFgGhHiIjJkKlLmMnNoOpP" 
140 Conv_string$=Conv_string$&"qQrRsStTuUvVwWxXyYzZ" 
150 ! 
160 ! Set up conversions. 
170 ASSIGN ~Device TO 1;CONVERT OUT BY PAIRS Conv_string$ 
180 
190 OUTPUT ~Device;"UPPERCASE LETTERS ARE NOT CONVERTED." 
200 OUTPUT ~Device;"Lowercase letters are converted." 
210 OUTPUT 1;"Conversions are made only" 
220 OUTPUT 1; II when the I/O path is used." 
230 
240 END 

The pairs method only requires that each character to be replaced (and its replacement) 
is included in the conversion string. Note that the first character of each pair is the 
original character and the second is the replacement. If a character does not appear in 
the conversion string, it will not be converted. 

Conversion of inbound characters can also be performed with both of these methods. 
In the second example, for instance, the conversion is implemented with the following 
statement. 

ASSIGN ~Device;CONVERT IN BY PAIRS Conv_string$ 
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('onv('rsions ill both dir('ctions \'v'ill continue until disahl('d. The following statpment 
could be used to disabl(' conv('rsions of out bound dat a. 

ASSIGN ~Device;CONVERT OUT OFF 

It is important to note that the conversion string specified in the ASSIGN statement is 
used for each OUTPUT or ENTER stat('ment that llS(,S the I/O path while the conversion 
is enabled. Note that the conversion string's contents ar(' not contained in the I/O path 
data type: only a pointer to th(' string variabl(' is maintained. Thus. any changes to 
the string's value will immediately affect any subsequent OUTPUT or ENTER that uses 
that I/O path. 

It is also important to note that the string must he ddined for at l('ast as long as the 
I/O path which references it: this "lifetime" requirement has spvpral implications. If 
tlip I/O path awl COllv('rsioll strillg Rrc' defined ill differ(,llt C'()~1 blocks. <1.11 error will 
be reported. If the I/O path is to be used as a formal parameter in a subprogram. the 
conversion string variable must either appear in the same formal parameter list or be 
defined in a COM block accessible to that subprogram. If the I/O path name is passed 
to subprogram(s) by including it as a pass parameter. the string variable must currently 
be defined in the cont('xt which defined the I/O path. 

When CONVERT OUT is in effect. the specified conversions ar(' made after any end­
of-line (EOL) sequcnce has been inserted into the data. but bdore parity generation is 
performed (with the PARITY attribute). When CONVERT IN is in effect. COllv('rsions 
are made after parity is checked (if enabled). but before thp data arc checked for any 
i tCll1- or stat erl1ellt -terIllirlatioll cllaract(\rs. 

Keep in mind that no non-default CONVERT attribute can be assigned to an I/O path 
tbat CUlT('lltly possesses the FOR\IAT OFF attrilmte. awl vice versa. 
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Changing the EOl Sequence 
An end-of-line (EOL) sequence is normally sent following the last item sent with free­
field OUTPUT statements and when the "L" specifier is used in an OUTPUT that 
uses an image. The default EOL characters are carriage-return and line-feed (CR/LF), 
sent with no device-dependent END indication. With AP2.0, it is also possible to define 
your own special EOL sequences that include sending special characters, sending an END 
indication; and delaying a specified amount of time after sending the last EOL character. 

In order to define non-default EOL sequences to be sent by the OUTPUT statement, an 
I/O path must be used. The EOL sequence is specified in one of the ASSIGN statements 
which describe the I/O path. An example is as follows. 

ASSIGN ~Device TO 12;EOL CHR$(10)&CHR$(10)&CHR$(13) 

The characters following the secondary keyword EOL are the EOL characters. Any char­
acter in the range CHR$(O) through CHR$(255) may be included in the string expression 
that defines the EOL characters; however, the length of the sequence is limited to eight 
characters or less. The characters are put into the output data before any conversion is 
performed (if CONVERT OUT is in effect). 

If END is included in the EOL attribute, an interface-dependent "END" indication is sent 
with (or after) the last character of the EOL sequence. However, if no EOL sequence is 
sent, the END indication is also suppressed. The following statement shows an example 
of defining the EOL sequence to include an END indication. 

ASSIGN ~Device TO 20;EOL CHR$(13)&CHR$(10) END 

With the HP-IB Interface, the END indication is an End-or-Identify message (EOI) sent 
with the last EOL character. The individual chapter that describes programming each 
interface further describes each interface's END indication (if implemented). 

If DELAY is included, the system delays the specified number of seconds (after sending 
the last EOL character and/or END indication) before executing any subsequent BASIC 
statement. 

ASSIGN ~Device;EOL CHR$(13)&CHR$(10) DELAY 0.1 
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This parameter is useful when using slower d('vices which the comput('r can "overrun" 
if data are sent as rapidly as the computer can send them. For example. a printer 
connected to the computer through a serial interfac(' set to operate at 300 baud might 
require a delay after receiving a CR character to allow the carriage to return before 
sending further characters. Note that the DELAY parameter is not exact: it specifies 
the minimum amount of delay. 

The default EOL sequence is a CR and LF sent with no end indication and no delay: 
this default can be restored by using the EOL OFF attribute. 

Parity Generation and Checking 
Parity is an indication used to help determine whether or not a quantity of data has 
been communicated without error. The sending device generates the parity indication. 
which is then checked against the parity expected by the receiving device. If the two 
indications don't agree. a parity error is report()d. 

With this system, parity may be indicated by the most significant bit of a data byte. The 
parity bit is generated (during OUTPUT) or checked (during ENTER) by the system 
according to the current PARITY attribute in effect for the I/O path through which the 
data bytes are being sent or received. 

Unless otherwise specified. the system will not generate or check parity (the default mode 
is PARITY OFF). The following optional PARITY attributes are available: 
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Table 8-1. Optional PARITY Attributes 

Option Effect During ENTER Effect During OUTPUT 

OFF No check is performed No parity is generated 

EVEN Check for even parity Generate even parity 

ODD Check for odd parity Generate odd parity 

ONE Check for parity bit set (1) 

Set parity bit (1) 

ZERO Check for parity bit clear (0) Clear parity bit (0) 

If PARITY EVEN is specified, the parity bit will be a 1 when required to make the total 
number of l's in the byte an even number; for instance, a byte with a value of 1 will 
have the parity bit set to 1 with even parity. Conversely, PARITY ODD specifies that 
the parity bit will be a 1 when required to make the total number of l's odd. PARITY 
ONE specifies that the parity bit will always be I, while PARITY ZERO specifies that 
it will always be O. PARITY OFF disables parity generation and checking, if currently 
enabled for the I/O path. 

To enable parity generation during OUTPUT and ENTER operations, assign a PARITY 
option to an I/O path. For example: 

ASSIGN OSerial TO 9;PARITY ODD 

specifies that all data sent through the I/O path @Serial will use the most significant 
bit of each byte for parity. However, only 128 different characters will be available, since 
one bit of the eight is not available for data representation. 

If the system detects a parity error while executing an ENTER statement, error 152 
(Pari ty error) will be reported. All characters entered up to (but not including) the 
erroneous byte will be assigned to the appropriate variable, after which the system will 
report the error. 

If the receiving device detects a parity error, it will be responsible for communicating 
the error to the computer. A typical means would be to enable the interface to signal 
the error by generating an interrupt. See the chapters that describe interrupts in general 
and interrupts for the specific interface. 

Parity is generated after conversions have been made during OUTPUT and is checked 
before conversions during ENTER. After parity is checked on inbound data, the parity 
bit is cleared; however, when PARITY OFF is in effect, bit 7 is not affected. 
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Disabling parity generation and checking is accomplislwd by assigning tIlt' PARITY OFF 
attribute to the I/O path. 

ASSIGN ~Serial;PARITY OFF 

Parity is also disabled when an I/O path name is explicitly closed and then re-assigned. 
when an I/O path name is re-assigned without being closed. and when the default at­
tributes are restored with statenwnts such as ASSIGN ((i)Serial. 

Keep in mind that a non-default PARITY attribute cannot be assigned to an I/O path 
that currently possesses the FOR?\IAT OFF attribute. awl vice versa. 

Determining the Outcome of ASSIGN Statements 
Although RETURN is not an attribute. including it in the list of attributes directs tlH' 
system to place a a numeric code that illdicates the outcollle of the ASSIG~ operation illtO 
the specified Ilumeric variable. The following statement shows an example of enabling 
this error check: 

ASSIGN ~Device TO 12;RETURN Outcome 

• If the operation is successfuL a 0 is returned . 

• If a non-zero value is returned. it is th(' error number which otherwise would have 
been reported. For instance. if an interface was not present at select code 12. the 
system would have placed a value of 163 in Outcome. This value is the error code 
for I/O interface not present. 

The following statement shows a method of determining the Open/Closed status of the 
I/O path. 

ASSIGN ~Device;RETURN Closed_status 

If Cci)Device is currently Open. then 0 is returned: if it is Closed. then 177 is returned (Un­

defined I/O path name). When RETURN is used in this manner. the default attrihutes 
are not restored. 

When RETURN is used in this manner. ON ERROR is normally disabled during the 
ASSIGN statement; however. there are certain errors which cannot be trapped by using 
RETURN in the ASSIG~ statement. 

If more than one error occurred during the ASSIGN. there is no assuranc(' that the error 
number returned is either the first or the last error. 
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Concepts of Unified 1/0 
This BASIC language system and hardware provide the ability to communicate with the 
several system resources with the OUTPUT and ENTER statements. 

• The "Display Interfaces" and "Keyboard Interfaces" chapters describe how to com­
municate with the operator (through the CRT and keyboard) by using these I/O 
statements. 

• The next section of this chapter describes how data can be moved to and from 
string variables with OUTPUT and ENTER statements. 

• The "Advanced Transfer Techniques" chapter describes how to use OUTPUT and 
ENTER with buffers, which can also be used to communicate with several system 
resources. 

• The "HP-IB Interface" chapter describes how these I/O statements are used to 
communicate with HP-IB peripheral devices. 

• And, if you have read about mass storage operations (in the "Data Storage and 
Retrieval" chapter of BASIC Programming Techniques), you know that the ENTER 
and OUTPUT statements are also used to move data between the computer and 
mass storage files. 

This ability to move data between the computer and all of its resources with the pame 
statements is a very powerful capability of the computer's BASIC language. 

Before briefly discussing I/O paths to mass storage files, the following discussion will 
present some background information that will help you understand the rationale behind 
implementing the two data representations used by the computer. The remainder of this 
chapter then presents several uses of this language structure. 
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Data-Representation Design Criteria 
A~ you know. ttl() romlmt('r ~upports two geIH'ral data representations the ASCII and 
the internal representations. This discussion presents the rationale of their design. 

The data represelltations used by the computer were chosen accordillg to the following 
criteria. 

• to maximize the rate at which computations can be made 

• to maximize the rate at which the computer can move the data between its resources 

• to minimize tIl(' amollnt of "toragp "pacp required to "tore a giV(,Il amount of data 

• to be compatible with the data representation used by the resources with which 
the computer is to commullicate 

The internal representations implemellted ill th(' computer are drsigllrcl accordillg to 
the first three of the above criteria. HoweveL the last criterion must always be met if 
communication is to be achieved. If the resource uses the ASCII representation. this 
compatibility requirement takes precedence over the other design criteria. The ASCII 
representation fulfills this last criterion for most devices and for the computer opera­
tor. The first three criteria are further discussed ill the following description of data 
representations used for mass storage fIles. 

I/O Paths to Files 
There are three types of data files: ASCII. BDAT. and HPUX. 

• Only the ASCII data reprrsentation is used wit h ASCII fIles. 

• But either the ASCII (FORlVIAT O~) or the interllal (FORMAT OFF) repn)S(,ll­
tation can be used with BDAT and HPUX files. 

I/O paths to fIles are briefly described in this section to further justify the internal data 
representations implemented with this system. and to preface the applications presented 
in the last section of this chapter. 
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BOAT Files 
BDAT (BASIC Data) and HPUX files! have been designed with the first three of the 
preceding design criteria in mind. Both numerz"c and strz"ng computations are much faster. 
These internal data representations generally allow much more data to be stored on a disc 
because there is no storage overhead (for numeric items); that is, there are no "record 
headers" for numeric items. 

The transfer rates for each data type has also been increased. Numeric output operations 
are always much faster because there is no time required for "formatting". Numeric 
enter operations are also faster because the system does not have to search for item- and 
statement-termination conditions. 

In addition, I/O paths to BDAT and HPUX files can use either the ASCII (FORMAT 
ON) or the internal (FORMAT OFF) representation. 

The following program shows a few of the features of BDAT files. The program first 
outputs an internal-form string (with FORMAT ON), and then enters the length header 
and string characters with FORMAT OFF. 

100 OPTION BASE 1 
110 DIM Length$[4] ,Data$[256] ,Int_form$[256] 
120 
130 ! Create a BDAT file (1 record; 256 bytes/record.) 
140 ON ERROR GOTO Already_created 
150 CREATE BDAT "B_file",l 
160 Already_created: OFF ERROR 
170 ! 
180 ! Use FORMAT ON during output. 
190 ASSIGN (OIo_path TO "B_file";FORMAT ON 
200 
210 Length$=CHR$ (O)&CHR$ (0) ! Create length header. 
220 Length$=Length$&CHR$ (O)&CHR$ (252) 
230 

Examples of HPUX files are shown in the "Porting and Sharing Files" chapter of BASIC Programming 
Techniques. 
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240 ! Generate 256-character string. 
250 Data$="01234567" 
260 FOR Doubling=1 TO 5 
270 Data$=Data$&Data$ 
280 NEXT Doubling 
290 ! Use only 1st 252 characters. 
300 Data$=Data$[1,252] 
310 
320 ! Generate internal-form and output. 
330 Int_form$=Length$&Data$ 
340 OUTPUT @Io_path;Int_form$; 
350 ASSIGN @Io_path TO * 
360 
370 ! Use FORMAT OFF during enter (default). 
380 ASSIGN @Io_path TO "B_file" 
390 
400 ! Enter and print data and # of characters. 
410 ENTER Data$ 
420 PRINT LEN (Data$) ; "characters entered." 
430 PRINT 
440 PRINT Data$ 
450 ASSIGN @Io_path TO * Close I/O path. 
460 
470 END 

ASCII Files 
ASCII files are designed for interchangeability with other HP computer systems. This 
interchangeability imposes the restriction that the data must be represented with ASCII 
characters. Each data item sent to these files is a special case of FORMAT ON repre­
s(,lltation~ each item i" preceded by a two-byte length header (analogous to the int{'rnal 
form of string data). In order to maintain this compatibility, there are two additional 
restridiom; plan·d 011 ASCII file:-;: 

• The FORMAT OFF attribute cannot be assigned to an ASCII file 

• You cannot use OUTPUT .. USING or ENTER .. USING with an ASCII file. 

The following program shows the I/O path namc l(lJlo_path l)('ing assign{'d to the ASCII 
file named ASC_FILE. ~otic(' that th{' tli{' nanw is in all uppercase letters: this is also a 
compatibility requirement when using this file with some other systems. 
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The program creates an ASCII file, and then outputs program lines to the file. The 
program then gets and runs this newly created program. (If you type in and run this 
program, be sure to save it on disc, because running the program will load the program 
it creates, destroying itself in the process.) 

100 
110 
120 
130 
140 
150 
160 
170 
180 
190 
200 
210 
220 
230 
240 
250 
260 
270 
280 
290 
300 
310 
320 
330 

DIM Line$(1:3) [100] ! Array to store program. 

! Create if not already on disc. 
ON ERROR GOTO Already_exists 
CREATE ASCII "ASC_FILE".l ! 1 record. 

Already_exists: OFF ERROR 
! 
ASSIGN ~Io_path TO "ASC_FILE" 
STATUS ~Io_path.6;Pointer 
PRINT "Initially: file pOinter=";Pointer 
PRINT 

Line$(1)="100 PRINT 'II'New program."" 
Line$(2)="110 BEEP" 
Line$(3)="120 END" 

OUTPUT ~Io_path;Line$(*) 
STATUS ~Io_path.6;Pointer 
PRINT "After OUTPUT: file pointer=";Pointer 

,PRINT 

Implicitly closes I/O path. 

END 
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Data Representation Summary 
The following table sUIllmarizes tilt' ('ontrol that progralIl~ have 011 the FOR.MAT at­
tribute assigned to I/O paths. 

Table 8-2. Program Control of the FORMAT Attribute 

Type of Default FORMAT Can Default FORMAT 
Resource Attribute Used Attribute Be Changed? 

Devices FORMAT ON Y{'s (if an I/O path is llseo)1 

I3DAT files FORMAT OFF Y{,S 

HPUX files FORMAT OFF Yes 

ASCII fil{'s FORMAT ON2 ;\To 

String variables FOIL\lAT O~ 1\0 

Buffers FORMAT ON Yes 

1 FORMAT 0:'\ is always used whenevC'r an OPTPUT .. CSIN(; or ENTER .. lTSINC statenlPnt is llspd. 
rC'garriipss of the FORMAT attribute assigned to the I/O path. 
'I'L, ,hLi If'I'I\'~('lltdti()1l 11"('<\ with A:-;CII fil,'~ :" ;~ "1'<" i.t! ,;''',. "f tIl(' FOR:"L\T ():'\ repP'''('llLtti()1l 
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Applications of Unified 1/0 
This section describes two uses of the powerful unified-I/O scheme of the computer. The 
first application contains further details and uses of I/O operations with string variables. 
The second application involves using a disc file to simulate a device. 

I/O Operations with String Variables 
Chapter 3 briefly described how string variables may be specified as the source or desti­
nation of data in I/O statements, but it described neither the details nor many uses of 
these operations. This section describes both the details of and several uses of outputting 
data to and entering data from string variables. 

Outputting Data to String Variables 
When a string variable is specified as the destination of data in an OUTPUT statement, 
source items are evaluated individually and placed into the variable according to the 
free-field rules or the specified image, depending on which type of OUTPUT statement 
is used. Thus, item terminators mayor may not be placed into the variable. The 
ASCII data representation is always used during outputs to string variables; in fact, 
data output to string variables is exactly like that sent to devices through I/O paths 
with the FORMAT ON attribute. 

Characters are always placed into the variable beginning at the first position; no other 
position can be specified as the beginning position at which data will be placed. Thus, 
random access of the information in string variables is not allowed from OUTPUT and 
ENTER statements; all data must be accessed serially. For instance, if the characters 
"1234" are output to a string variable by one OUTPUT statement, and a subsequent 
OUTPUT statement outputs the characters "5678" to the same variable, the second 
output does not begin where the first one left off (i.e., at string position five). The 
second OUTPUT statement begins placing characters in position one, just as the first 
OUTPUT statement did, overwriting the data initially output to the variable by the first 
OUTPUT statement. 

The string variable's length header (4 bytes) is updated and compared to the dimensioned 
length of the string as characters are output to the variable. If the string is filled before 
all items have been output, an error is reported; however, the string contains the first n 
characters output (where n is the dimensioned length of the string). 
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Example 

The following program outputs string and numeric data items to a string variable and 
then calls a subprogram which displays each characteL its decimal code, and its position 
within the variable. 

100 ASSIGN ~Crt TO 1 ! CRT is disp. device. 
110 
120 OUTPUT Str _ var$ ; 12. II AB II .34 
130 
140 CALL Read_string(~Crt.Str_var$) 
150 
160 END 
170 
180 

190 SUB Read_string(~Disp.Str_var$) 
200 
210 ! Table heading. 
220 OUTPUT ~Disp;II---------------------1I 
230 OUTPUT ~Disp;IICharacter Code POS.II 
240 OUTPUT ~Disp;II--------- ____ II 
250 Dsp_img$=1I2X.4A.5X.3D.2X.3DII 
260 
270 Now read the string's contents. 
280 FOR Str_pos=l TO LEN(Str_var$) 
290 Code=NUM(Str_var$[Str_pos;l]) 
300 IF Code<32 THEN! Don't disp. CTRL chars. 
310 
320 
330 
340 
350 

Char$= II CTRL II 
ELSE 

Char$=Str_var$[Str_pos;l] 
END IF 

Disp. char. 

360 OUTPUT ~Disp USING Dsp_img$;Char$.Code.Str_pos 
370 NEXT Str_pos 
380 
390 ! Finish table. 
400 OUTPUT ~Disp;II---------------------1I 
410 OUTPUT ~Disp ! Blank line. 
420 
430 SUB END 
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---------------------

Character Code Pos. 
---------
32 1 
1 49 2 
2 50 3 

44 4 
A 65 5 
B 66 6 
CTRL 13 7 
CTRL 10 8 

32 9 
3 51 10 
4 52 11 
CTRL 13 12 
CTRL 10 13 
---------------------

Figure 8-4. Final Display 

Outputting data to a string and then examining the string1s contents is usually a more 
convenient method of examining output data streams than using a mass storage file. The 
preceding subprogram may facilitate the search for control characters, because they are 
not actually displayed, which could otherwise interfere with examining the data stream. 
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Example 

TIl(' followillg ('x;ullple program :-;liov;s how outpllt:-; to string variables ('ell! he u:-;('d to 

1'('d11('(' t h(' ov('rlH'ad l'('quir('d ill AS( 'II dat a fil<':-;. TIl(' fir:-;t lllet hod of out putt illg dat a to 

the file reqllires as llllH'h llledia spac(' for m"(Th('ad as for data storag('. <1U(' to th(' tv.;o-h.vt(' 
lellgth h('a(iP1' that pn)('('d('s ('ach it(,llI :-;(,Ilt to all :\S('Il file. TIl(' :-;('('olld llH'thod u:-;(':-; 

III 0 l'(' (,0111put('1' lll()lllory. hut uses ollly abollt half of t il(' :-;t orag(,-lll('<iia spa('(' l'('qllin'd hy 

t he first lllet hod. Th(' :-;('('OWlllH't hod i:-; also the only way to format data sent to ASCII 
data files. 

100 PRINTER IS 
110 
120 ! Create a file 1 record long (=256 bytes) . 
130 ON ERROR GO TO File_exists 
140 CREATE ASCII "TABLE". 1 
150 File_exists' OFF ERROR 
160 
170 
180 ! First method outputs 64 items individually. 
190 ASSIGN @Ascii TO "TABLE" 
200 FOR Item=l TO 64 ! Store 64 2-byte items. 
210 OUTPUT @Ascii;CHR$(Item+31)&CHR$(64+RND*32) 
220 STATUS @Ascii.5;Rec.Byte 
230 DISP USING Image_l;Item.Rec.Byte 
240 NEXT It em 
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250 Image_1: IMAGE IIItem II,DD,II Record II,D,II Byte 1I,3D 
260 DISP 
270 Bytes_used=256*(Rec-1)+Byte-1 
280 PRINT Bytes_used; II bytes used with 1st method. II 
290 PRINT 
300 PRINT 
310 
320 
330 Second method consolidates items. 
340 DIM Array$(1:64) [2] ,String$[128] 
350 ASSIGN ~Ascii TO II TABLE II 
360 
370 FOR Item=1 TO 64 
380 Array$(Item)=CHR$(Item+31)&CHR$(64+RND*32) 
390 NEXT Item 
400 
410 OUTPUT String$;Array$(*); 
420 OUTPUT ~Ascii;String$ 
430 
440 STATUS ~Ascii,5;Rec,Byte 

Consolidate. 
OUTPUT as 1 item. 

450 Bytes_used=256*(Rec-1)+Byte-1 
460 PRINT Bytes_used; II bytes used with 2nd method. II 
470 
480 END 

TIl(\ program shows many of thr fraturrs of using ASCII filrs and string variables. The 
first method of outputting the data itrms shows how the filr pointer varif's as data 
arr sent to the file. Note that the file pointrr points to thr next filr position at which a 
subsf'quent byte will be placed. In this casr. it is incrrmrntf'd by four by every OUTPUT 
statement (since f'ach item is a two-bytf' quantity preceded by a two-byte length header). 

The program could havr used a BDAT filr, which would havr resultrd in using slightly 
less disc-media space; however1 using BDAT files usually saves much more disc space than 
would be saved in this rxample. Thr program docs not show that ASCII files cannot be 
accessed randomly: this is one of the major diffrrrnces betwren using ASCII and BDAT 
files. 
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Example 

01ltput~ to ~trillg variable~ nUl al~o be Il~ed to g('IH'rate the ~trillg n'pr('~('ntation of a 
llUlllb(,L rat 11('1' t hall U~illg t 11(' \'AL$ fllllCt ion (or a ll~(T-ddilled fUlld iOll subprogram). 
Th(' main advantage i~ that .vou call ('xplicit l.v ~p('cif~' t he mlllll)('r'~ imag(' while ~t ill 
ll~illg ollly a ~illgle program lilH'. The followillg progralll COlllpal'('~ t IH' ~trillg g('n('rat('d 
b~' th(' VAL$ functioll to that gell('rated b~' outputtillg tlH' 111ll111wr to a ~tring variable. 

100 X=12345678 
110 
120 PRINT VAL$(X) 
130 
140 OUTPUT Val$ 
150 PRINT Val$ 
160 
170 END 

Printed Results 

r 1. 2345678E+7 
123.E+05 

USING "#,3D.E";X 

Entering Data From String Variables 
Dat a arc ('llt (']'('<1 from ~t rillg \'ilriabl('~ ill llllJ('h t]\(, ~;Ul\(' lll;UlIH'l' a~ out Pllt to t IH' variahl('. 
All E~TEn ~tatellH'llt~ that us(' strillg variablc~ as the data ~Olln'(' interpret th(' data 
according to th(' FORMAT OJ\; attrilmt('. Data is read frolll t11(' variable b('ginning at th(' 
fir~t ~trillg po~ition: if ~llb~(lquellt E:\TER ~tat(,llH'llh read chara('t('l'~ frolll tlH' variabh'. 
the n'ad also hegiIl~ at tlH' fir~t po~iti()ll. If lllOl'(' data ar(' to 1)(' ('llter('d frolll th(' strillg 
thall are cOlltained ill tlH' ~tring, all error i~ r('port('d: how('ver. all data eIltered illto 
tIl(' de-.:tinatioll \'!lriahld~) hdor(' tlJ(' f'nd of t]](' -.:trill~ V:~lS f'lJ('()111ltf'r('d ]'('lllain in t]](' 

variable(~) after th(' error occnr~. 

\Yhen (,Iltering data from a string variable, the compnter k<'('p~ track of the lllllllber of 
eharaeter~ t akell from the variahle (mel COIllpares it to t he ~triIlg lcngt h. Tllll~. statement­
termination condit iOllS arT not r('<juir('<i: t h(' E\,TEH st at (,lll('llt aut Olllaticallv 1 ('l'lllilla(('s 
whell tIl(' la~t character i~ read froll! the variahle. Ho\WY('L item t('rlllillator~ ar(' ~till 

requir('d if th(' itelll~ ar(' to 1)(' separated and the lpllgths of t11(' itellls an' llot kllOWll. If 
the kllgth of ('aeh it('Ill i~ kllowll. all illlag(' call be IN'd to s('parate tIl(' itelllS. 
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Example 

The following program shows an cxample of the nced for either item tcrminators or 
length of each item. The first item was not propcrly terminated and causf'd the second 
item to not be recognized. 

100 OUTPUT String$;"ABC123"; ! OUTPUT w/o CR/LF. 
110 
120 ! Now enter the data. 
130 ON ERROR GOTO Try_again 
140 
150 First_try: ! 
160 ENTER String$;Str$.Num 
170 OUTPUT 1;"First try results:" 
180 OUTPUT 1; "Str$= "; Str$. "Num=" ; Num 
190 BEEP ! Report getting this far. 
200 STOP 
210 
220 Try_again: OUTPUT 1;"Error";ERRN;" on 1st try" 
230 OUTPUT 1; "STR$="; Str$. "Num="; Num 
240 OUTPUT 1 
250 
260 

OFF ERROR ! The next one will work. 

270 ENTER String$ USING "3A.3D";Str$.Num 
280 OUTPUT 1;"Second try results:" 
290 OUTPUT 1; "Str$= "; Str$. "Num="; Num 
300 
310 END 

This technique is convenient when attempting to enter an unknown amount of data or 
when numeric and string items within incoming data are not terminatcd. The data can 
be entered into a string variable and then scarched by using images. 

Example 

ENTERs from string variables can also be used to generatc a number from ASCII nu­
meric charactcrs (a recognizable collection of decimal digits, dccimal point. and exponent 
information), rather than using the VAL function. As with outputs to string variables. 
images can be uscd to interpret the data lwing entered. 

30 Number$="Value= 43.5879E-13" 
40 
50 ENTER Number$;Value 
60 PRINT "VALUE=";Value 
70 END 
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Taking a Top-Down Approach 
Thi:-; flpplil·;tli()!l ,III)\\', IlI)\\ the 11l1IIPlltl'l", rL\~I('-J;I!!gll(lg(' :-;t]'11(I11I'(' llla~' h<'ll> ,.;illiplify 

Il~illg a .. t op-dO\\'lI" prograIllmillg approach. III t hi~ ('xcullpl('. a ~illlpl<' algorit hIll i,.; fir~t 

de~igll{'d and thell expanded into a progralll ill a g(llleral-to-~pecific. ~tep\\'i~c IllalllH'l'. 

The top-dowll approach ~hO\\'ll here begill"; with the gCllcral ~t('p,.; awl work,.; to\\'ard th(' 

,,;pf'ciiic <let aib of each ,.;t(.p ill all ol'(krl~' fa,.;hioll. 

OIl(' of the tir~t thillg~ ~'Oll should do \\'h(,l1 prograllllllillg (,Olllp\lt(lr~ i~ to plan the proce­
dure before actually coding any software. At t lii:-; poillt of t lUI d('~igll pr()(·(I~~. ~'()ll 11('(ld 

t() hm'(' a g()()d lllj(l('r~tandillg of h()th tIl(' prohlclll and the' ]'(lqllil,(,llH'lIt~ ()f tlH' progralII. 

Thc g('ll<'ral t a~b that t h(' progralll i~ to ;H,(,Olllpli~h lllll~t h(' d('~('l'il)('d hef()re the ord('r 

of t he ~t ep~ call h(' ChO~(,ll. TIl<' folhw.;ing ~iIllpl(' ('XcUllpl(' go('~ through t h(' ~tep~ of 

taking t hi:-; t op-dovv'n approach to :-;olyillg the prohlclll. 

Problem: \\Titl' a progralll to lllUllitUl till' tl'lllIH'l'atUll' of alll'AlH'rillll'lltal U\<'ll 101 uW' 

110111'. 

. '1'tep 1. l'abully dc,';('ribe Il'hrLf the program nIU,,,t do in the most general term;; . 

}'OI1 may wunt to nUlke (l ('fUlrt or dml1 1 (l pi('furc to help I'i.'iua!z'ze 1Ji1Wt z·,'; 

required uj flu proyrurn. 

Illitializ(' the Illollitorillg equiplllcllt. ~tart tl1(1 tilll('I' alld tllI'll tlll ' UVl'll OIl. Bq!,illlllUll­

itorillg U\'('ll tClllpcratUl'(' alld llll'a:-;UH' it c\'ny IllillUtC tlt(I!'(laft(lr for 011(' hOIlr. Ui~pla.v 

tl1(1 (,UlT(,llt ovell t(,lllpnature. alld plot tli(' t('llll)()ratur('~ V~. tilllC 011 the (,HT. 
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Step 2. Verbally descrz'be the algorz'thm. Agaz'n, try to keep the steps as general as 
possz'ble. 

This process is often termed writing the "pseudo code". Pseudo code is merely a written 
description of the procedure that the computer will execute. The pseudo code can later 
be translated into BASIC-language code. 

Setup the equipment. 

Set the oven temperature and turn it on. 

Initialize the timer. 

Perform the following tasks every minute for one hour. 

Read the oven temperature. 

Display the current temperature and elapsed time. 

Plot the temperature on the CRT. 

Turn the oven and equipment off. 

Signal that the experiment is done. 

Step 3. Begz'n translatz'ng the algorz'thm z'nto a BASIC-language program. 

The following program follows the general flow of the algorithm. As you become more 
fluent in a computer language, you may be able to write pseudo code that will translate 
more directly into the language. However, avoid the temptation to write the initial 
algorithm in the computer language, because writing the pseudo code is a very important 
step of this design approach! 
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100 This program: sets up measuring equipment. 
110 turns an oven on. and initializes a timer. 
120 The oven's temperature is measured every 
130 minute thereafter for one hour. The temp. 
140 readings are displayed and plotted on the 
150 CRT. 
160 
170 
180 
190 

Rdgs_interval=60 
Test_Iength=60 

200 CALL Equip_setup 
210 CALL Set_temp 
220 GOSUB Start_timer 
230 
240 Keep_monitoring: 
250 
260 GO SUB Timer 
270 

60 seconds between readings. 
Run test for 60 minutes. 

Main loop. 

280 IF Seconds<=Rdgs_interval THEN 
290 GOTO Keep_monitoring 
300 ELSE 
310 Minutes=Minutes+l 
320 CALL Read_temp 
330 CALL Plot_temp 
340 END IF 
350 
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360 
370 IF Minutes<Test_length THEN 
380 GOTO Keep_monitoring 
390 ELSE 
400 CALL Off_equip 
410 PRINT "End of experiment" 
420 END IF 
430 
440 STOP 
450 
460 
470 First the subroutines. 
480 
490 Start_timer: Init_time=TIMEDATE 
500 PRINT "Timer initialized. II 
510 PRINT 
520 PRINT 
530 RETURN 
540 
550 Timer: 
560 Seeonds=TIMEDATE-Minutes*60-Init time 
570 DISP USING Time_image;Minutes,Seeonds 
580 Time_image: IMAGE "Time: ",00," min ",00.0," see" 
590 RETURN 
600 
610 END 
620 
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630 
640 Now the subprograms. 
650 
660 SUB Equip_setup 
670 PRINT "Equipment setup. " 
680 SUBEND 
690 
700 SUB Set_temp 
710 PRINT "Oven temperature set." 
720 SUBEND 
730 
740 SUB Read_temp 
750 PRINT "Temp.= xx degrees F " . 
760 SUBEND 
770 
780 SUB Plot_temp 
790 PRINT "(plotted)." 
800 PRINT 
810 SUBEND 
820 
830 SUB Off_equip 
840 PRINT 
850 PRINT "Equipment shut down." 
860 PRINT 
870 SUBEND 

At this point 1 you should flm the program to verify that the general program steps are 
being executed in the desired sequence. If not. kc('p refining the program flow until all 

d('sign proc('ss: t h(' sooner you can v('rify t IH' f1mv of t h(' maill program the 1>('t t('r. This 
approach also rcli('ves you of having to set up and p('rform the actual experiment as the 
first t('st of t Iw program. 

Notice also that some of the program steps use CALLs while others use GOSUBs. The 
geIl('fal convention used in this example is that subprograms are used only wh('n a pro­
gram step is to b(' ('xpanded lat('r. C;OSlT13s arf' used when the routine call('d will 
prohahly not n('('d furtIwr refin(,Ill('nt. As tIl(' ";llhprograms ar(' ('xpand('d and rrfinrd. 
each call be separately stored and loaded from disc files. as shown ill the next step. 
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Step 4. After the correct order of the steps has been verified, you can begin program­
ming and verifying the details of each step (known as stepwise refinement). 

The computer features a mechanism by which the process of expanding each step can be 
simplified. With it, each subprogram can be expanded and refined individually and then 
stored separately in a disc file. This facilitates the use of the top-down approach. Each 
subprogram can also be tested separately, if desired. 

In order to use this mechanism, first save or store the main program; for instance, execute: 

SAVE "MAIN1" 

Then, isolate the subprogram by deleting all other program lines in memory. In this 
case, executing: 

DEL 10,650 
and 
DEL 700,900 

would delete the lines which are not part of the "Equip_setup" subprogram currently in 
memory. 

660 SUB Equip_setup 
670 PRINT "Equipment setup." 
680 SUBEND 
690 

At this point, two steps can be taken: 

• Write the temperature-measuring device's initialization routine. 

• Write a test routine that simulates the device by returning a known set of data. 
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Thr "Equip_setup" subprogram might be ('xpalHled as follows to (Trate a elisc fill' and fill 
it with a known set of temperature readings so that t hI' program can be trsted without 
having to write. verify. and refinr the routine that will set up the temperature-measuring 
device. In fact. you don~t even need thr device at this point. 

100 CALL Equip_setup(~Temp_meter.Temp) 
110 END 
120 
130 SUB Equip_setup(~Temp_meter.Temp) 
140 
150 This subroutine will set up a BDAT file as 
160 I be used to simulate a temperature-measuring 
170 device. Refine to set up the actual 
180 equipment later. 
190 
200 ON ERROR GOTO Already 
210 CREATE BDAT "Temp_rdgs".l 
220 

230 Output fictitious readings. 
240 ASSIGN ~Temp_meter TO "Temp_rdgs" 
250 FOR Reading=l TO 60 
260 OUTPUT ~Temp_meter;Reading+70 
270 NEXT Reading 
280 ASSIGN ~Temp_meter TO * ! Reset pOinter. 
290 
300 Already: OFF ERROR 
310 
320 ASSIGN ~Temp_meter TO "Temp_rdgs" 
330 
340 PRINT "Equipment setup." 
350 SUBEND 

Notice that twu pass parallleters have Le('ll added to tlH' formal panuudel' list. Tll('s(' 
parameters allow the main program (and and subprograms to which these paramete'rs 
are passed) to access this I/O path and variable. The' CALL statements in the main 
program must be changed accordingly before the' main program can be' run with these 
suLprograms. These parameters call also be passed to the subprograms by declaring 
them ill variaLlt, COllllllOll (that is. by iucluding the appropriRt(, ('():\1 statplllPnts). 

After the subprogram has been expanded. tested. and refined. you should store it III a 
file with the STORE state'ment (not SAVE). For installce. execute: 

STORE "SETUP1" 
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When the main program is to be tested again, the "Equip_setup" subprogram can be 
loaded back into memory by executing: 

LOADSUB ALL FROM ISETUP1" 

Since this subprogram names an I/0 path which is to be used to simulate the 
temperature-measuring device, the "Read3emp" subprogram can also be expanded at 
this point. The "Read_temp" subprogram only needs to enter a reading from the measur­
ing device (in this case, the disc file which has been set up to simulate the temperature­
measuring device.) The following program shows how this subprogram might be ex­
panded. 

740 SUB Read_temp (~Temp_meter.Temp) 
741 ENTER ~Temp_meter;Temp 
750 PRINT "Temp. =";Temp;" degrees F. II 

760 SUBEND 

This subprogram can also be stored in a disc file by executing: 

STORE IREAD_Tl" 

N ow that both of the expanded subprograms hav~ been stored, the main program can 
be retrieved and modified as necessary. Execute: 

LOAD "MAIN!" 
or 
GET IMAIN1" 

Add the pass parameters to the appropriate CALL statements (lines 200 and 320). Since 
the main program still contains the initial versions of the expanded subprograms, these 
two subprograms should be deleted. Executing these two statements: 

DELSUB "Equip_setup" 
and 
DELSUB "Read_temp 

will delete only these two subprograms and leave the rest of the program intact. 
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Now that the main program has been modified to CALL the expandf'd/refinf'd subpro­
grams. you may want to store (or save) a copy of thf' program on the disc. This will 
relieve you of the effort of deleting the old subprograms from the main program every 
time it is retrieved. Execute: 

STORE "MAIN2 
or 
SAVE "MAIN2" 

Now load the subprograms into memory by executing: 

LOADSUB ALL FROM "SETUP1" 
and 
LOADSUB ALL FROM IREAD_T1" 

Running the program first "sets up" the device simulation and then accesses the file as 
it would access the actual temperature-measuring device. 

Conclusion 
As you can see, this approach can be used vC'ry f'asily with Serif'S 200/300 BASIC. 
In addition. the "Read_temp" subprogram does not have to be revised to access the 
real device. Only "Equip_sf'tup" needs to bf' changed to assign the I/O path name 
"@Temp_meter" to the real device. This unified I/O scheme makes this system very 
powerful and reduces "throwaway" code when using this "top down" approach. 
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Advanced Transfer Techniques 9 
This chapter discusses data transfer techniques available with the TRANS binary. While 
many applications will not need the specialized techniques presented here, these tech­
niques aid in communicating with very slow and very fast devices. 

The Purpose of Transfers 
When using OUTPUT and ENTER to communicate with peripheral devices, special 
problems can arise. Normally, program execution does not leave the statement until all 
data items are satisfied; therefore, a very slow device will keep the computer waiting 
between each byte or word. A great amount of time may be wasted while the com­
puter waits for the device to be ready for the next item. Another problem exists when 
communicating with a very fast device. The device may attempt to send data faster 
than the computer can accept it. To overcome both problems, an alternate method of 
communication has been implemented-the TRANSFER statement. 

The TRANSFER statement allows you to exchange information with a device or file 
through I/O paths. The most important difference between using TRANSFER and the 
regular methods of communication (OUTPUT and ENTER) is that a transfer can take 
place concurrently with continued program execution. Thus a transfer can be thought 
of as a "background" process or an "overlapped" operation. This has far-reaching con­
sequences that affect the behavior of the BASIC system. 
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Overview of Buffers and Transfers 
Before any transfer takes place. an area of memory is reserved to hold thC' data being 
transfC'rred (examples are shown on the following pages). This area of memory is callC'd 
a buffer. Defining a buffer is sOlllewhat analogous to creating a high-speed device ills ide 
the computrr. Two advantages an' gainC'd by simulating a drvice in memory: 

• The buffer is fast rnough to accept incoming data from almost any device . 

• The act ual transfer operatioll call br handled concurrently wit h continurd program 
exrcution (that is. it is a "background procrss" which ran hr "overlapped" with 
concurrent procrssing of other BASIC program linrs). 

Inbound and Outbound Transfers 
Evrry transfer will use a buffrr as rither its SOUl"Ce or its drstination. From the buffer's 
point of view. there are two types of transfers. 

An inbound transfer moves data from a device or file into the buffer. 

device 
or 
file 

TRANSFER ENTER 

P,A,R!TY CONVERT 

Figure 9-1. Inbound Transfer 

An outbound transfcr 1ll0V(,S data from the Imffer to a drvic(' or filr. 

OUTPUT TRANSFER 
program 

buffer 
variable 

EOL CONVERT PARITY 

Figure 9-2. Outbound Transfer 

device 
or 
file 



Data logging is the process of combining inbound and outbound transfers. 

device TRANSFER TRANSFER device 
or buffer or 
file file 

Figure 9-3. Data Logging 

Supported Transfer Sources and Destinations 
TRANSFER operations are allowed for the following types of interfaces and files: 

Interfaces Files 

HP-IB (98624, built-in) BDAT 

GPIO (98622) HPUX 

Serial (98626, 98644, built-in) 

Datacomm (98628) 

Restrictions 
A transfer cannot involve a CRT display, a keyboard, a BCD interface, or a DC600 
cartridge-tape drive. 

One and only one buffer can be specified in a TRANSFER statement. Transfers from 
buffer to buffer or from device to device are not allowed. 

Transfers to and from files on volumes with 512-byte sectors (formatting option 2) is not 
allowed. 

Further restrictions are listed in the "Restrictions" section of this chapters. 
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Examples of Transfer 
Here are two complete programs that show the steps ill creating and using buffers. TiH' 
following paragraphs describe the individual steps of the programs. 

10 
20 
30 
40 

DIM Text$[1025] BUFFER 
ASSIGN ~Buff TO BUFFER Text$ 
ASSIGN ~Print TO PRT 

50 FOR 1=1 TO 25 

'PRT' returns 701 for printer 

60 OUTPUT ~Buff;"How many times do I need to print this?" 
70 NEXT I 
80 
90 TRANSFER ~Buff TO ~Print Start the transfer 
100 Transfer continues as 
110 FOR 1=1 TO 450 a "background" process. 
120 PRINT TABXY(I MOD 15,O);"As many times as it takes." 
130 HEXT I 
140 END 

Lines 10 and 20 create a named buffer. Line 30 assigns a printer that will be used as 
the destination for the transfer. The OUTPUT statement in line 60 fills the buffer wit h 
data (25 lines of 41 characters. including the CR/LF EOL sequence). Lim' 90 contains 
the TRANSFER statement that sends the data in the buffer to the printer. Running til(' 
program shows the overlapped operation of transfers. Buffered data is being printed on 
t he printer while the program prints 011 the CRT. 

A similar technique can be used for inbound transfers. as shown in the following exampl(' 
program. 

10 DIM Text$[256] BUFFER,A$(100) [80] 
20 ASSIGN ~Buff TO BUFFER Text$ 
30 
40 
50 
60 
70 
80 

ASSIGN ~Device TO 12 

TRANSFER ~Device TO ~Buff;CONT 

FOR 1=1 TO 100 
ENTER ~Buff;A$(I) 

90 HEXT I 
100 ABORTIO ~Device 
110 
120 END 

Some device at select code 12 

Start the transfer 

Enter the items 

Terminate TRA::SFER 

A nallwd buffer is (Tf'atf'd in lines 10 and 20. A device is assigIH'd in lillE' 30 that will 
he used as the source for the transfer. The buffer is filled by the TRAl'\SFER in line 50 
:llld t h(' E::\TEH st at (,llH'llt ill lill(, xl) (,lllpti('s t h(' hllffn. 



A Closer Look at Buffers 
A buffer is a section of computer memory reserved to hold the data being transferred. 

Types of Buffers 
Two types of buffers can be created and assigned to I/O path names . 

• A named buffer is a string scalar, or an INTEGER, COMPLEX, or REAL array. 

100 DIM Num_array(1:512) BUFFER ! Named buffer. 
110 ASSIGN ~Buff TO BUFFER Num_array 

• An unnamed buffer is a section of memory which has no associated variable name. 

100 ASSIGN ~Buff TO BUFFER [1024] ! Unnamed buffer. 

A named buffer can also be accessed by its variable name (for instance, by using OUT­
PUT or assigning the variable). However, an unnamed buffer can only be accessed by 
its I/O path name. 

Creating Named Buffers 
Named buffers are buffers which use variables declared in DIM, COM, COMPLEX, 
REAL, or INTEGER statements. Note that a buffer cannot be allocated by an ALLO­
CATE statement. Named buffers are declared by placing the keyword BUFFER after 
the variable name. For instance: 

100 DIM A$[256] ,B$[256] BUFFER,C$ 

110 COM Block(1000),Temp(100) BUFFER,INTEGER X(10,10) BUFFER,Y,Z 

120 REAL Fools_buff (1000) , Real_buff(10) BUFFER, No_buff(10) 

Only the variable name immediately preceding the keyword BUFFER becomes a buffer. 
In the first example statement, B$ is a buffer while A$ and C$ are not buffers. Declaring 
a variable as a buffer does not prevent it from being used in its normal manner, but care 
must be taken not to corrupt the information in the buffer. 
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Assigning I/O Path Names to Named Buffers 
Once a Hallled buffer llati 1Jl'ell dh'lared. all I/O path llallle call be atisigncd to it by all 
ASSIGN statement. For instance: 

ASSIGN ~Path TO BUFFER B$ 

ASSIGN ~Buff TO BUFFER X(*) 

ASSIGN ~Buffer TO BUFFER Real_buff(*) 

Tll(' T 10 pat 11 llaIlle ran now he used to access t h(' 1mff('r, Tlu' kpvword BFFFER lllll..;;t 

appear in both the variable declaratioll statement and the ASSIGN statement for llaIll('d 
huffers. 

Assigning I/O Path Names to Unnamed Buffers 
Unnamed buffers are created in ASSIGN statemrnts and can only br accessed by their 
I/O path names. The following statement shows a typical unnamed buffer assignment. 

ASSIGN ~Buff to BUFFER [65536] 

The value in brackets indicates the numher of bytes of memory to lw reserved for the 
buffrr. This allows a buffer to be largrr than the maximum length of 32767 bytes for 
a strillg variable. ~alll('d buffers using HEAL. COMPLEX. awl I.:\TEC;ER arrays can 
also be larger than 32767 bytes. 

l'sing Ullll<tlll{'d huffers, (,llS,lll'(,S dat a ill! ('grity since the buffer call1lot hr accrssrd by a 
variable nanH'. ('losing an I/O path assignpd to an 11llWHlled buffer (ASSIGN ~Path TO *) 
reI rases the memory [('s('rvrd for tIl(' buffer. This is similar to the behavior of allocated 
\'ariabk:-,. 
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Buffer-Type Registers 
Assigning an I/O path name to a buffer creates a control table. This control table defines 
STATUS and CONTROL registers which can monitor and interact with the operation 
of the buffer. 

All I/O path names, including I/O path names assigned to buffers, use register 0 to 
indicate the path type. 

STATUS Register 0 o = Invalid I/O path name 
1 = I/O path assigned to a device 
2 = I/O path assigned to a data file 
3 = I/O path assigned to a buffer 

Register 0 returns a 3 when the I/O path is associated with a buffer. Register 1 indicates 
whether the buffer is ,named or unnamed. 

STATUS Register 1 Buffer type (l=named, 2=unnamed) 

Buffer Size Register 
Once a buffer has been assigned an I/O path name, Status register 2 returns the buffer's 
capacity (maximum size, in bytes). 

STATUS Register 2 Buffer size in bytes 

When I/O path names are assigned to buffers, the buffer must exist as long as the I/O 
path name is valid. Consider the example of a buffer created locally in a context and 
then assigned an I/O path name declared in COM. When execution leaves the local 
context, the I/O path name would still be valid but the buffer would no longer exist. If 
this happens, an error is reported: 

ERROR 602 Improper BUFFER lifetime, 

This error also occurs if the buffer and the I/O path name being assigned are in different 
COM areas. 
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Buffer Pointers 
In order to understand I/O involving buffers. it is essential to uuderstand how a buffrr 
is set up and maint ained. 

Wheu an ASSIGN statement associates an I/O path name with a buffer. it also creates 
and initializes a buffpr control table. Among the entries in thp control table ar(' two 
pointers and a counter which are used to monitor and control all data transfer to and 
from the buffer through the I/O path. 

• The buffer fill pointer points to the next byte of the bufff'r which can accept data. 

• The empty pointer points to the llf'xt byte of data which can be read from the 
buffer. 

• The byte count shows the number of bytes currently in the buffer (usually equal to 
fill pointer - empty poillter). 

The current values of the pointers can be checked by using the STATUS statement with 
the following registers. 

STATUS Register 3 

STATUS Register 4 

STATUS Register 5 

Currellt fill pointer 

Current number of bytps in buffer 

(;llrn)nt empty poillt ('r 
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As data is written into the buffer (OUTPUT or TRANSFER), the fill pointer is advanced 
as necessary to point to the next available byte of buffer storage, and the counter is 
incremented by the number of bytes added to the buffer. 

(inbound) TRANSFER ~Device TO ~Buffer 

~ fill pointer 

.... ata data data data data data data data data d ............... . 

i empty pointer 

(outbound) TRANSFER ~Buffer to ~File 

Similarly, when data is read from the buffer (ENTER or TRANSFER), the empty pointer 
is advanced to point to the first unread byte, and the counter is decremented by the 
number of bytes which have been read. 

It is also important to realize that the buffers used with the TRANSFER statement are 
circular. This means that when the last byte of buffer storage has been accessed, the 
system will wrap around and access the first byte of buffer storage. The only thing which 
prevents writing more data into the buffer is the byte count (Register 4) to become equal 
to the buffer capacity (Register 2). Similarly, once the system has read the data from 
the last byte of buffer storage, it will next read from the first byte, but reading must 
cease when the byte count reaches zero. 

Both full and empty buffers have the fill pointer and the empty pointer referencing 
the same byte of buffer storage. The system distinguishes between full and empty by 
examining the byte count. If it is zero, the buffer is empty. If it is equal to the buffer's 
capacity, the buffer is full. 

It is impossible to perform any operation which would cause the byte count to take on a 
value less than zero or greater than the buffer capacity. Attempting to OUTPUT more 
data into a full buffer or ENTER data from an empty buffer produces: 

ERROR 59 End of file or buffer found 

Since fill and empty pointers are updated independently of each other and a TRANSFER 
can execute concurrently with other statements, it is possible for one TRANSFER to be 
putting data into the buffer while another TRANSFER is removing data. 
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The amount of data which can b(' moved by a singk transf('r OIH'ratioll is llOt limited 
by the buffer's rapacity. When two TRANSFER stat('ments involving th(' same buffer 
are of comparable speed and execute concurrently, the buffer's fill and ('mpty pointers 
may never reach the empty or full state, If the two TRANSFER statements execute 
at different speeds because of the transfer mode which must be used or becaus(' of th(' 
throughput capacity of the devices involved, it is still possible to keep two TRANSFER 
statements running concurrently by specifying the CONT parameter on both (discussed 
in subsequent sections). CONT directs a transfer not to terminate when the buffer 
becomes full or empty. Instead, the transfer "goes to sle('p" until the buffer is again 
rearly for thp transfer process to continue. 

Accessing Named Buffers via Variable Names 
If you plan to transfer data through a buffer without using the I/O path name (such as by 
using the string varibl("s name or numeric array variable's name), it will be necessary to 
change the values of the pointers. CONTROL registers 3, 4. and 5 control the positioning 
of the pointers. 

If either the fill or empty pointer is changed the appropriate pointer is modified and 
no other action is taken. Assuming no active transfer. if the byte count is changed. 
the empty pointer is set to zero and the fill pointer is set to correspond to the length 
specified. If a transfer is active in both directions, you cannot change the byte count or 
eith('r pointer. If an inbound transfer is activ(', the empty pointer will be adjusted to set 
the byte count as specified. Similarly, if an outbound transfer is active, the fill pointer 
will be adjusted to match the byte count specified. 

When the byte count is s('t along with either th(' till or empty pointer. the pointer is 
moved to the position specified and the remaining pointer is adjusted to correspond to 
the specifi('o length. 

If all three pointers are changed. they must be a consistent set to prevent the following 
error: 

ERROR 19 Improper value or out of range 

If both fill and empty pointers are set to the same value, the length must be either zero 
(buffer empty) or the maximum buffer length (buffer full). 
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Attempting to change a pointer used by an active TRANSFER will result in the error: 

ERROR 612 Buffer pointer(s) in use 

The fill pointer can be changed during an outbound transfer, but not during an inbound 
transfer. Similarly, the empty pointer can be changed during an inbound transfer, but 
not during an outbound transfer. 

Note 

When string variables are used as buffers, the length of the string 
should not be changed. Although this does not affect the operation 
of the buffer, it can prevent access to the contents of the buffer by 
the variable name. 
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A Closer Look at Transfers 
Once a buffer has been created and an I/O path name assigned to it. data can be 
transferred into or out of the buffer by a TRANSFER statement. Every TRANSFER 
will need a buffer as either its source or destination. For example: 

TRANSFER ~Source TO ~Buffer 
or 
TRANSFER ~Buffer TO ~Destination 

From the buffer's point of view~ there are two types of transfers; inbound and outbound. 

• An inbound transfer will move data from a device or file into the buffer, updating 
a fill pointer and byte count as it proceeds. 

• An outbound transfer will rt'lllUve data frolll the buffer, uIJdating all empty pointer 
and byte count as necessary. 

For a complete explanation. see the "Closer Look at Buffer Pointers~' section near the 
end of this chapter. 

Transfer Methods 
The actual method of transfer is device dependent and is chosen automatically hy the 
BASIC system (you canIlot explicitly choose a method). The three possible transfN 
methods are: 

• D~IA (dircct mcmory access) 

• F HS (fast handshake) 

• I:.JT (intermpt) 

Descriptions of each method and how the system chooses one for each TRANSFER are 
covered in the section called "Transfer Methods and Rates" . 
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OUTPUT and ENTER and Buffers 
The OUTPUT and ENTER statements may be used to interact with the data sent 
through the buffer. If the I/O path name of the buffer is used as the source for an 
ENTER or the destination for an OUTPUT, the control table (pointers, size, etc.) will 
be updated automatically. 

Accessing the data in a named buffer by using the variable name \'/ill not update the 
buffer pointers. This could easily lead to corruption of the data in the buffer. 

Transfer Formatting 
OUTPUT and ENTER statements can format data according to a given IMAGE list 
and transform the data according to the attributes specified in the ASSIGN statement. 
No data formatting or transformation occurs, however, when data are transferred by a 
TRANSFER statement. 

Transfer Termination 
The ON EOT (End Of Transfer) statement allows you to define a branch to be taken 
upon the completion of a transfer. When the data being transferred has been divided 
into records, the ON EOR (End Of Recordr) statement can be used to define a branch 
to be taken after each record is transferred. 

Note 

An active TRANSFER will not be terminated by stopping or paus­
ing a program. You may use 1 Reset I (I RESET I) or ABORTIO to 
terminate a TRANSFER prematurely. The 1 Break I (I CLR I/O I) key 
will not terminate a TRANSFER. 

Visually Determining Transfer Status 
If a TRANSFER is active while a program is paused, the "I/O" indicator (1\0 or Trans­
fer) is displayed in the lower-right corner of the CRT instead of the "Pause" indicator (­
or Paused). See the chapter entitled "Introduction to the System" in Installing, Using, 
and Maintaining the BASIC System for details of this status indicator. 
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Choosing Transfer Parameters 
For a standard inbound transfer. data from the device (or file) is placed in the buffer 
and the TRANSFER is deactivated when the buffer is full. For an outbound transfer. 
all data is removed from the buffer and the TRANSFER is deactivated when the buffer 
is empty. 

Continuing Transfers Indefinitely 
To allow a TRANSFER to continue indefinitely. the CONT parameter can 1)(' specified. 

TRANSFER ~Source TO ~Buffer;CONT 

Sf'vf'ral interesting things happen when a continuous TRANSFER is specified. Execution 
cannot If'avf' the curn'nt program context unless the buffer and I/O path nanl(' arf' in 
COM (or passed as parameters). and you will not be able to LOAD, GET, or EDIT a 
program. During program development: you can terminate a transfer by [RESEfI (I Reset I) 
or ABORTIO @Non_buff (use the I/O path name assigned to either the device or file). 
ABORTIO can be used in a program or executed from the keyboard. 

A continuous TRANSFER can also be cancf'led by writing to a CONTROL register (use 
the I/O path name assigned to the buffer). Note that the CONTROL H'gister only 
canceb tIl(' continuous modf'. TIl(' TRANSFER is still active until tllt' buffer is full or 
empty. 

CONTROL ~Buff. 8; 0 for inbound tran.<>fer8 

CONTROL ~Buff. 9; 0 for outbuund tran::Jjers 

\Vhl'll thl' CO~T yarallll'll'l is ;:-'Yl'cifil'd fur all illtJUUlld trall;:-,fl'L tIl{' trdJl::,fl'r filb tlll' 

buffer and is then suspended while program execution continues. The suspended transfer 
"sleeps" until another operation removes some clata from the huffer. Thf' transff'r then 
"wakes up" and continues the transfer operation. When the CONT parameter is specified 
for an out bound transff'r. t hf' t ransff'r ('lllpt ie's t he buffer and is t 11f'11 SllSPf'IHif'd. As soon 
as 1ll00T data arc available. tIl(' trallsfer "wah)..; 11P" aIlll ("olltillll()S tIl(' transfer OIHTatiOll. 

This process proceeds until the transfer is completed or the ('01\T mode is canceled. 
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Waiting for a Transfer to End (Non-Overlapped Transfers) 
By default, transfers take place concurrently with continued program execution. To defer 
program execution until a transfer is complete, use the WAIT parameter. This allows 
transfers to take place serially (non-overlapped). 

TRANSFER ~Source TO ~Buffer;WAIT 

Continuous Non-Overlapped Transfers 
When the WAIT parameter is specified, the program statement following the TRANS­
FER will not be executed until the transfer has completed. By combining both the CONT 
and WAIT parameters, a continuous non-overlapped TRANSFER can be defined. How­
ever, this is only legal if you already have an active TRANSFER for the buffer in the 
opposite direction. 

TRANSFER ~Source TO ~Buffer;WAIT.CONT 

Transferring a Specified Number of Bytes 
The COUNT parameter tells a transfer how many bytes are to be transferred. The 
following TRANSFER specifies 32 bytes to be transferred. The transfer will terminate 
after 32 bytes have been transferred (or when the buffer becomes full for non-continuous 
transfers) . 

TRANSFER ~Source TO ~Buffer;COUNT 32 

Delimiter Characters 
The DELIM parameter can be used to terminate an inbound transfer when a specified 
character is received. The following TRANSFER will terminate when the delimiter 
(comma) is sent or when the buffer is full (unless the CONT parameter is specified). 
The DELIM parameter is not allowed on outbound transfers or WORD transfers. If the 
DELIM string is the null string, the DELIM clause is ignored. This allows programmatic 
disabling of DELIM checking. An error results if the DELIM string contains more than 
one character. 

TRANSFER ~Source TO ~Buffer;DELIM 
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Using the END Indication with Transfers 
The E~D panulletN can also 1)(' us('d to tenninatr a TRA)JSFER. On an outbound 
transfer on an HP-IB interface. for example. specifying END causrs an End-or-Identify 
(EOI) signal to br sent with the last character of the transfrr. 

TRANSFER ~Buffer TO ~Device;END 

Thr END parameter is discussed in detail following thr introduction of thr RECORDS 
parameter. 

Transferring Records 
It is often desirable to divide the data into records. Thr RECORDS parameter is tlwn 
used to indicate the size of each record. 

\Vheneyrr RECORDS is used. thrr{' nl1lst hr a parallletf'r which signals the end of a 
record. The EaR (End-Of-Record) parameter can use COUNT. DELIM. or END (dis­
cussed later) to signify the end of a record. For example. the following statement specifies 
4 records of 15 bytes per record are to be transferred. 

TRANSFER ~Source TO ~Buffer;RECORDS 4,EOR(COUNT 15) 

Multiple Termination Conditions 
\VIH'n mult ipk termination condit ions are sl)('cified. the transfer will terminate wheIl ali.\' 

one of the conditions occurs. 

TRANSFER ~Source TO ~Buffer;COUNT 128,DELIM 11;11 ,END 
TRANSFER ©Source TO ©Buffer;RECORDS 100,EOR(COUNT 15,END) 

As in all transfer operations. unless the CaNT parameter is specified. the TRANSFER 
\\"ill also tf'rminate wlH'n the lmffer is full or ernpt.v. 

The END parameter specifies an inbound transfer will be terminated by recelVlllg an 
interface-dependent signal (for devices) or by encounttTing the current end-of-file (for 
files). Some devices on the HP-IB send an EOI concurrently with the last byte of data. 
{' nless the E);D parameter is specifiecL receiving all EOI will gellerate all (,ITOr. For files. 
('llcountering the end-of-file will generate an error unless th(' E~D pararn('ter is specified. 

{'sing the END parametrr with an outbound transfer on the HP-IB will result ill the 
EOI signal being sent concurrently with the last byte of the transfer. If EOR( EN D) is 
specified. EOI will be sent with the last byte of each record. For files. END will cause 
tlw end-of-file pointer to be updated at the end of the transf(,r. {Tsillg EOR(END) will 
rause the pointer to be updated at the end of each record. 
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TRANSFER Records and Termination 
The following tables show the different system responses to the END and EOR(END) 
parameters. 

Table 9-1. Inbound TRANSFER 

... "-.I. <A.""'''''\... ILl ......... ..... .& ......... ~ ........ &_-
No END Terminate prematurely. Terminate prematurely. 

Bit 3 of Register 10 is set. Bit 3 of Register 10 is set. 
Error 59 waiting. Error 59 waiting. 

END Terminate normally. Bit 3 Terminate normally. Bit 3 
of Register 10 is set. of Register 10 is set. 

EOR(END) Finish current record. ON Terminate normally. Bit 3 
EOR triggered. Start new of Register 10 is set. 
record. 

END,EOR(END) Terminate normally. Bit 3 Terminate normally. Bit 3 
of Register 10 is set. of Register 10 is set. 

An error is logged when a transfer terminates prematurely. For overlapped transfers, this 
error is "waiting" and will be reported the next time the non-buffer I/O path name is 
referenced. At that time, any ON ERROR or ON TIMEOUT branches will be triggered. 
(If the WAIT parameter is specified, the error is reported immediately.) See "Error 
Reporting" for further explanation. 
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An ON END branch will br triggrrrQ only if t hf' END paramrtrr is not spf'cified. 

Table 9-2. Outbound TRANSFER 

Parameter File Device 

No END No special action. No special action. 

END Update EOF pointer after Send an EOI with the last 
TRANSFER is finished. byte of each record. 

EOR(END) Update EOF pointer after Send an EOI with the last 
each record. byte of each record. 

END,EOR(END) Update EOF pointer after Send an EOI with the last 
each record and when the byte of each record and 
TRANSFER is finished. with the last byte of the 

TRANSFER. 

For an outbound transfer to a device, no special action is taken if the device does not 
support EO!. The SeriaL Datacomm and GPIO interfaces do not support EO!. 

Transfer Event-Initiated Branching 
Two types of event-initiated branches can be defined for a transfer. 

• The ON EaT statement defines and enables a branch to be taken upon completion 
of a transfer . 

• The ON EaR statement defines and enables a branch to be taken every time a 
record is transferred. 

ON EOr ~Device CALL Process 
ON EOR ~File GOrO Parse 

No ON EaR branches will be triggered unless the EOR paralllrter is specified in thr 
TRANSFER statement and an item is transff'rred which satisfies one of the end-of-record 
conditions (COUNT, DELIM, or END). 

To Pll:--l!l'(' that it hrancb l'('('('iY(,~ ~('nice. the trall~f('r 11l1l~t «()lIIPl(,tf' hd()n' att(,lliptillg 

to lrave the context in which the branches are defined. If thr I/O path names are 
local to a program context. encountering SUBEND. SUBEXIT. or RETURN brfore the 
transfer has completed will caus(' the cont('xt switch to b(' dd'errrd until completion of 
the transfer. If this happens. any O~ EOR or O~ EOT branch will not be s()rviced. 
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Certain statements wait until a transfer is completed before they are executed. A com­
plete list of these statements is provided later in this chapter. These statements can be 
used to prevent overlapped operation or defer a context switch until completion of the 
transfer. For example, if the following I/O path names were used in a TRANSFER, 
either of the following statements will cause program execution to wait until the transfer 
is finished. 

ASSIGN <DPath TO * (can be a device, file, or buffer) 

WAIT FOR EOT <DNon_buff {can be a device or file) 

When a TRANSFER is used inside a loop, the entire loop may execute before the transfer 
has completed. If this happens, the second execution of the TRANSFER statement 
will wait until the completion of the first. Any event-initiated branch defined for the 
TRANSFER (ON EaT or ON EaR) will be serviced. 

While the WAIT parameter can be specified to ensure completion of a transfer before 
proceeding with the next statement (thus ensuring a branch can be serviced), this defeats 
any advantage of overlapped operation. 

The WAIT FOR statement can be used to allow overlapped operation up to the point 
where the WAIT FOR statement is encountered. The WAIT FOR statement ensures the 
servicing of an event-initiated branch defined for ~he end-of-transfer or end-of-record~ 
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Terminating a Transfer 
A transfer is usually terminated by satisfying tlH' conditions specified by the transfer 
parameters. There are times. especially during program devdopment. when you lllay 
wish to prematurely terminate (abort) a transfer. 

A transfer can be aborted by pressing the I Reset I (I RESET I) key, which will stop tlH' 
program~ close all I/O paths~ and destroy all buffer pointers. 

To abort a transfer without stopping the program. the AI30RTIO statenH'nt can be used 
from the program or the keyboard. For example: 

ABORTIO ~Non_buff 

This statemellt will terlllillate allY active trallsfer associated with tll(' I/O path. A130R­
TIO has no effect if a transfer is not in progress. Using AI30RTIO does not ensure all 
data in the buffer is transferred. but it does leave the buffer pointers and byte count in 
their correct state. 

Note 

If the destination of a TRAl\'SFER is a mass storage file. ahorting 
a TRANSFER with ABORTIO will not canse data already placed 
in the disc buffer to be written to the disC'. Up to 255 bytes of data 
cOllld be lost. 

While most transfers are terminated by fulfilling th(, conditions specified by the param­
eters. a continuou::i TRA.\SFER (using the ('U~T parameter) requires a bit lllon' diort 
to terminate. 

To terminate a continuous TRANSFER without leaving data in the buffer. first cancpl 
the continuous mode (v"ith CO~TROL). t1H'l1 wait for the transfer to COlllp}('tP. CS(' 

fegi:-it('r 8. for illboUlld trall:-ifprs alld H'gis{('r V for out bOUlld t rallsfers. The follow illg t \\u 

methods are the safest ways of terminating a continuous TRANSFER. 

CONTROL ~Buff.8;O 
WAIT FOR EDT ~Path 

CONTROL ~Buff.8;O 
ASSIGN ~Path TO * 
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Remember that the buffer pointers are not reset to the beginning of the buffer when the 
transfer is finished. The RESET statement (RESET @Buff) can be used to reset the 
buffer pointers to the beginning of the buffer and the byte count to zero. 

Transfers are not terminated by pausing the program. The I/O indicator in the lower­
right corner of the CRT will indicate when a transfer is in progress. 

While transfers may continue when the computer is in the paused state, all transfers must 
terminate before entering the stopped state. Pressing I Return 1 or I ENTER I, after editing 
or adding a program line, will attempt to put the computer in the stopped state. If a 
transfer is still in progress, the computer will "hang" until the transfer is completed. To 
abort the transfer without performing a hardware reset, press I Break 1 (I CLR I/O I) to clear 
the I Return 1 or I ENTER 1 and then execute an ABORTIO on the non-buffer I/O path name 
for each active TRANSFER. If a hardware reset can be tolerated, press I Reset 1 (I RESET I) 
to terminate the transfer. 
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More Transfer Examples 
Here is a short program which sets up a continuous transfer from a devin' through the 
buffer to a BDAT file. A program of this type is useful when the data being received 
must be saved for later analysis. 

10 Data Logging Example 
20 
30 Buffer size should be a multiple of disc sector (256) size. 
40 ASSIGN ~Device TO 717 Assign source device on HPIB 
50 ASSIGN ~Buf TO BUFFER [512] Assign BUFFER 
60 ASSIGN ~File TO "LOG_FILE" Assign destination file 
70 
80 
90 
100 

TRANSFER ~Device TO ~Buf;CONT 
TRANSFER ~Buf TO ~File;CONT 

110 Program execution continues 

Continuous TRANSFER 
Continuous TRANSFER 

120 Data logging continues as a "background" task ... 
130 
140 PAUSE 
150 END 

TRANSFER continues in paused state 
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The following program creates and fills a BDAT file and then sends its contents to a 
printer. Notice that the OUTPUT statement used to fill the file placed a CR/LF at the 
end of each record. The TRANSFER statement (line 90) looks for the carriage-return 
as a record delimiter. 

10 
20 
30 
40 
50 
60 
70 
80 
90 
100 
110 
120 
130 
140 
150 
160 
170 
180 
190 
200 
210 
220 
230 
240 
250 
260 
270 
280 
290 
300 
310 
320 
330 

ON ERROR CALL Makefile 
ASSIGN ~File TO "BDAT_FILE" 
OFF ERROR 
ASSIGN ~Buff TO BUFFER [2046] 
ASSIGN ~Print TO PRT 

Cr$=CHR$ (13) 
PRINT "Start" 

Test for file's existence 

Assign buffer 
Assign destination 

ASCII character for carriage return 

TRANSFER ~File TO ~Buff;RECORDS 10,END,EOR (DELIM Cr$) 

TRANSFER ~Buff TO ~Print 
FOR 1=1 TO 10000 

PRINT "TRANSFERS RUNNING",I 
STATUS ~Buff,11;Stat 
IF NOT BIT(Stat,6) THEN 180 

NEXT I 

OUTPUT ~Print;CHR$(12) 
PRINT "File is printed" 
END 

SUB Makefile 
OFF ERROR 
CREATE BDAT "BDAT_FILE",10,12 

ASCII character for formfeed 

ASSIGN ~File TO "BDAT_FILE";FORMAT ON 
FOR 1=1 TO 10 

DISP "Writing";I 
READ WordS 
OUTPUT ~File;Word$ 

NEXT I 
DISP 
DATA ONE,TWO,THREE,FOUR,FIVE,SIX,SEVEN,EIGHT,NINE,TEN 

SUBEND 
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The next program continually shows the activity of the buffer. :.Jotc that a continuous 
TRANSFER is used (line 90). Data is placed in the lmffer a few bytes at a time (line 
130) and the status is displayed by the sun called from line 140. After a few hundred 
bytes are transferred. the continuous mode is canceled (line 180), the program waits for 
the transfer to finish (line 190). and the final status is displayed. 

20 PRINTER IS CRT 
30 PRINT USING "~" Clear Screen 
40 COM ~Buff.~Print.B$[47] BUFFER Declare variables 
50 
60 
70 
80 
90 
100 

INTEGER Characters 
ASSIGN ~Buff TO BUFFER B$ 
ASSIGN ~Print TO PRT 
DISP "printer is off line" 
TRANSFER ~Buff TO ~Print;CONT 
DISP 

120 REPEAT 
130 OUTPUT ~Buff;"AB ". 
140 CALL Buff_status 
150 Times=Times+l 
160 UNTIL Times>100 
180 CONTROL ~Buff.9;0 
190 WAIT FOR EDT ~Print 
200 CALL Buff_status 
210 END 

Assign I/O path name to buffer 
I Assign I/O path name to 701 

Transfer hangs if no printer 
Continuous transfer 
Clear display line 

I Fill buffer with data 

Cancel continuous mode 
Wait for buffer empty 
Show final status 

230 SUB Buff_status ! ---------------------------------------------
240 COM ~Buff.~Print.B$ BUFFER 
250 STATUS ~Buff;RO 
260 PRINT TABXY 0.1) ; "Buffer Status: ". 
270 STATUS ~Buff.l;Rl.R2.R3.R4.R5.R6.R7.R8.R9.Rl0.Rll.R12.R13 
280 IF Rl=l THEN PRINT "Named "; 
290 
300 
310 
320 
330 
340 
350 
360 

IF Rl=2 THEN PRINT "Unnamed Ii; 

PRINT "Buffer[";VAL$(R2) ;"]" 
PRINT TABXY(1.3) ;RPT$(" ".55) 
PRINT TABXY(R3.3) ;"v" 
PRINT TABXY(1.4) ;"""";B$;"""" 
PRINT TABXY(1.5) ;RPT$(" ".55) 
PRINT TABXY(R5.5) ;"-" 
PRINT 

370 PRINT "Fill pOinter: ";R3 
380 PRINT "Bytes in use: " ; R4 
390 PRINT "Empty pointer: ";R5 
400 PRINT 

Show fill pointer position 
Show buffer contents 

Show empty pOinter position 

410 PRINT " inbound/outbound" 
420 PRINT "Select code: ";R6;"/";R7 
430 PRINT "Continuous?: ";R8;"/";R9 
440 PRINT "Term. status: ";Rl0;"/";Rll 
450 PRINT "Total bytes: ";R12;"/";R13 
460 SUBEND 
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Data currently in the buffer can be reused or ignored by manipulating the pointers (with 
CONTROL). When it is necessary to move data through the buffer without using I/O 
path names, the CONTROL statement can be used to modify the pointers, thus allowing 
a TRANSFER to take place. The next program uses this technique. The array size used 
in the next program is for the Model 236; change the array size in lines 50 and 60 for 
other computer models. 

10 GINIT 
20 GCLEAR 
30 GRAPHICS ON 
40 PRINT CHR$(12) 
50 INTEGER I.Graph(1:12480) BUFFER 
60 Gbytes=2*12480 
70 ASSIGN ~Buff TO BUFFER Graph(*) 
80 ON ERROR GOTO Record 
90 ASSIGN ~Read TO "PHOTOS" 
100 ASSIGN ~Read TO * 
110 GOTO Playbac~ 
120 
130 Record:OFF ERROR 
140 CREATE BDAT "PHOTOS".5.Gbytes 
150 ASSIGN ~Write TO "PHOTOS" 
160 FOR 1=1 TO 5 
170 GRID 1*4.1*4 
180 GSTORE Graph(*) 
190 GCLEAR 
200 DISP "SAVING #";1 
210 CONTROL ~Buff.4;Gbytes 
220 TRANSFER ~Buff TO ~Write;WAIT 
230 NEXT I 
240 ASSIGN ~Write TO * 
250 
260 Playback:OFF ERROR 
270 ASSIGN ~Read TO "PHOTOS" 
280 FOR 1=1 TO 5 
290 DISP "LOADING #";1 
300 TRANSFER ~Read TO ~Buff;WAIT 
310 GLOAD Graph(*) 
320 CONTROL ~Buff.4;0 
330 NEXT I 
340 DISP "DONE" 
350 END 

Uses graphics 

Clear the screen 
(1:7500) FOR 9826/9816 
2 * 7500 FOR 9826/9816 

Enable ERROR trap 
Test if file exists 
Close file 
If file exists then Playback 

5 "PHOTOS" of graphics screen 
to be written to the BDAT file 

Fill buffer with GSTORE 

Tell TRANSFER "The buffer is fult" 

Tell TRANSFER "The buffer is empty" 

The program creates five "photos" of the graphics raster and writes them to a disc file. 
The file is then read and each picture is loaded back into the graphics raster. 
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Special Considerations 

Transfer with Care 
Whenever possible. a transfer will take place concurrently with continued program ex­
ecution. You must carefully construct a program using transfers. A poorly designed 
transfer may take longer to execute than using OUTPUT and ENTER. 

A TRANSFER which uses a local I/O path naIlle must terminate before a SUBEXIT. 
~{TI3E:\D. or RET1TR~ (fmIll a functi(lll) ('an return executioIl to the calling context. 
The system will detect that such a transfer is in progress and will make the SUBEXIT 
wait for the transfer to terminate. If this happells. the system will not process any ON 
EOT (or ON EaR) branch which had br('n drfinrd for the transfer. To allow srrvicing 
of thr branch. any statrment which cannot execute in overlap with the TRANSFER can 
be inserted in the subprogram before the SUBEXIT. Two of the most sensible choices 
are: 

WAIT FOR EDT ~Non_buff 
or 
ASSIGN ~Path to * 

A TRA~SFER which uses only nOll-local I/O path nallH'S ("(tIl exrcutr in overlap with a 
SUBEXIT. Onr word of caution is nrcessary: if a local O~ EOT (or ON EOR) statement 
is used in the subprogram. its branch will not be serviced if the SUBEXIT is rncoun­
tered before termination of tlw TRA~SFER. To ensnre the possibility of srrvicing the 
branch. illsert a statement that cannot ('x('cute ill overlap with the TRANSFER. This is 
rssentially the saIlle technique discussed in the precrding paragraph. 

More than one I/O path nallH' can be assigned to a named buffer: however. each path 
name will maintain its own set of pointers. Using multiple path names on the same buffer 
could lead to corruption of the data in the buffer. 

~prcial care should br takrIl when using REAL and CO\1PLEX arrays as buffers. siJl('(' 
a device may send a bit pattrrn that is not a valid realllUmber. Accessing the data as a 
REAL or C(}MPLEX value lllay produce an error. 
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Statements Which Affect Concurrency 
The following statements do not wait for the completion of a TRANSFER statement. 

Buffer in Use Device in Use 

STATUS ~Buf STATUS ~Dev 

CONTROL ~Buf ON EOR ~Dev 

SCRATCH A ON EDT ~Dev 
OFF EOR ~Dev 
OFF EDT ~Dev 

Statements which wait for completion of inbound transfers. 

OUTPUT ~Buf 
TRANSFER ~Dev TO ~Buf 

Statements which wait for completion of outbound transfers. 

ENTER COBuf 
TRANSFER ~Buf TO ~Dev 
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StatrllH'llt:.- which wait for complrtion of inhound and out hound tran:.-fpr:-;. 

Buffer in Use 

ASSIGN <DBuf 

ASSIGN <DBuf 

ASSIGN <DBuf 

ASSIGN <DDev 

ASSTG~J <DDev; 

END 

SUBEXIT 

SUB END 

SCRATCH C 

SCRATCH 

LOAD "PROG" 

GET "PROG" 

STOP 

TO * 

TO BUFFER [bytes] 

TO BUFFER B$ 

(new attributes) 
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Device in Use 

ASSIGN <DDev TO * 

ASSIGN <DDev 

ASSIGN <DDev; 
WAIT FOR EDT 
OUTPUT <DDev 
ENTER <DDev 
TRANSFER <DBuf 
TRANSFER <DDev 

END 

SUBEXIT 

SUBEND 

SCRATCH C 

SCRATCH 

LOAD "PROG" 

GET "PROG" 

STOP 
CONTROL <DDev 

(nell' flttrihutf>.,,) 

<DDev 

TO <DDev 
TO <DBuf 



Error Reporting 
If an error is encountered during an overlapped transfer, the error is logged in the non­
buffer I/O path name and reported the next time the non-buffer I/O path name is 
referenced. Thus, the error line reported will be the most recently executed line contain­
ing the I/O path name and usually not the line containing the TRANSFER statement. 
For example: 

10 
20 

This program shows delayed error reporting for TRANSFER 

30 ON ERROR GO TO Ok 
40 PURGE "bdat_file" 
50 Ok:OFF ERROR 
60 
70 
80 
90 
100 
110 
120 
130 
140 
150 
160 
170 
180 
190 
200 
210 
220 
230 
240 

CREATE BOAT "bdat_file" ,1 
ASSIGN (QNon_buf TO "bdat_file"! 
INTEGER B(100) BUFFER 
ASSIGN (QBuf TO BUFFER B(*) 
PRINT 

WAIT 2 
LIST 150,150 
TRANSFER (QNon_buf TO (QBuf;CONT 

WAIT 2 
LIST 190,190 
STATUS (QBuf,10;Status_byte 

WAIT 2 
LIST 230,230 
STATUS (QNon_buf;Status_byte 
END 

Zap file if it already exists 

CREATE an empty file 
ASSIGN I/O path name to the file 
Declare a variable as a buffer 
Assign I/O path name to buffer 

Error occurs in this line 

Error not reported with (QBuf 

Error reported with (QNon_buf 
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Sillce a ('out inllou:,; TRA~SFER was SIH'cifipd. the eITor that occurs in linr 150 is rE'ported 
in line 2:30 whrn the non_huffer I/O path name is referenced. For continuous transfers. 
the error is always logged with the non-huffer I/O path name. Referencing the buffer's 
I/O path name (line 190) does not cause the error to be reported. After running the 
program, change the CONT parameter in line 150 to WAIT. ThE' program will now report 
the error in line 150 since the \VAIT parametE'r specified a sE'rial TRANSFER. 

At the time the error is reportE'd. any ON END (for filrs). ON TIMEOUT (for deviC('s). 
or ON ERROR statE'ments will be triggcred. HowrvE'r. ON END is not triggered when 
t he END parameter is specifi('d. 

Suspended Transfers 
When a TRANSFER statement is executed, that transfer is said to be "active". The 
transfer proc('eds until eithpr a tE'rmination condition is reachE'd. or until there is nothing 
ebe the transfer can do fur the t illl(, being. All ('xalllple of the laU er is a cOlltinuous 
TRANSFER, which does not terminate when the buffer is full and has not yet met any 
other termination conditions. 

This TRANSFER will be "susp('nded" to give some other TRANSFER operation a 
chance to empty the buffer. It will not be reactivated until one of the following occurs: 

1. The other TRANSFER operation reaches a record boundary, fills or emptirs thE' 
huffer. terminates. or is suspended. 

2. An OUTPUT or ENTER operation active in the other direction fills or empties the 
buffer, or terminates. 

3. A CONTROL statement is ex('culed to change the fill or ('mpty pointfTs. or buff('r's 
byte count. 

1. A C'C);\TROL ,t atplllPIlt is ('x('cl1tf'd to (,<11)(,f'1 c()l1tillll()l1'-; lllodf'. 

A TRANSFER cannot be susp('nded unless it has CONT as Olle of its transfer parameters. 
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Transfer Performance 

Sector Size 
For the best performance when transferring BDAT and HP-UX files, the buffer size 
should be a multiple of 256 or 1024 bytes (the size of a sector on the disc). 1 If the 
buffer is not a multiple of 256 bytes, the system must do sector buffering; this is handled 
automatically, but reduces the transfer rate. 

Internal Disc Drives of Models 226 and 236 Computers 
While a TRANSFER can be assigned to the internal disc drives in the Model 226 and 
Model 236, no noticeable increase in speed (compared to OUTPUT or ENTER) will 
result. Transfers to and from external mass storage (except the 9885) will show an 
increase in speed, especially if a DMA card is present. 

Overlapped Transfers and Disc Drives 
Some of the discs are capable of overlapped operation. This means that other processing 
can occur while a non-continuous TRANSFER to or from the disc is taking place. In 
other words, the program can execute other statements before the transfer has completed. 
Overlapped discs include: 

• CS80 discs (such as the HP 9133 and 9153) 

• SS80 discs (such as the HP 9122) 

• "Amigo" discs (such as the HP 9895 and 82901) 

Discs which are not capable of overlapped operation are called serial discs. When exe­
cuting a non-continuous TRANSFER to or from a serial disc, the program will not leave 
the TRANSFER statement until it completes. Serial discs include the internal discs (of 
Models 226 and 236 computers) and the HP 9885 8-inch flexible disc drive. 

1 Discs with 512-byte sectors cannot be used with TRANSFER. 
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TIl(' following exalllpic illustrate:-; t h(' diff('I'('w'(' IH'tWP(,ll (i serial dis(, (iwI (in overlapped 
disc, 

10 OPTION BASE 1 
20 INTEGER B(128,10) A 10-sector buffer 
30 LINPUT "Enter msus:",Msus$ 
40 CREATE BDAT "bdat"&Msus$,10 
50 ASSIGN ~File TO "bdat"&Msus$ 
60 ASSIGN ~Buffer TO BUFFER [2560] ; FORMAT OFF 
70 OUTPUT ~Buffer;B(*) Fill ~Buffer's with 10 sectors 
80 ON EDT ~File GoTo Serial eat Branch taken if TRANSFER is serial 
90 TRANSFER ~Buffer TO ~File 
100 ON EDT ~File GOTO Overlapped_eat! Branch taken if TRANSFER is overlapped 
110 LOOP 
120 1=1+1 
130 PRINT I,"oVERLAPPED" 
140 END LOOP 
150 Serial_eat: 
160 PRINT "SERIAL" 
170 Overlapped_eat: ! 
180 ASSIGN ~File TO * 
190 PURGE "bdat"&Msus$ 
200 END 

If this program is used with a serial disc. the progralll stays in the TRANSFER statement 
until the transfer is complete. Upon completion of thr transfer. the ON EOT branch to 
SeriaLeot is taken. 

If this program is used with an overlapped disc. the TRANSFER statement begins the 
transfer. but the program executes the Ilex! slall'IlH:~llt lH'fure t11(, transfer (:olllpletb. III 
this program. the next statement changes the ON EOT branch. During the trallsfer. a 
count and the word "OVERLAPPED" are printed. WIH'll the transfer is complete. the 
0.:\ EOT orallch to OverlappelLeot is takell. 

If the CONT parameter is specified for a TRANSFER with a serial disc. the trans­
fer appears overlapped because the program executes any statements which follow the 
TRANSFER st (itemcnt before the transfer terminatps. H('1'c is what really hapIH'lls ill 
thi~ ('(1.:-'(', TIll' trall~f(>r pr()('('('d~ lllltil tllf' hllff('r i~ flIll (for illhoulld trall~f('r.;) or ('mpty 
(for outbound transfers). The transfer is then suspended because CONT was specified. 
The TRANSFER statement is exited and the next statement is executed. The transfer 
will remain suspended until the continuous mod(' is tf'rmillaU'd or until the buffer is filled 
(for inbound trallsff'rs) or until the buffrr is emptied (for out bound transfers). If t h('1'(' 
is a second TRANSFER active for the buffer. an EOR or EOT condition for the second 
TRANSFER can (ilso wak(' up the SllsI)('wlf'd TRANSFER, 
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In contrast to serial discs, overlapped discs would allow the statement following the 
TRANSFER to execute before the buffer was full or empty. 

The following program illustrates a transfer to a serial device which appears overlapped. 

10 OPTION BASE 1 
20 INTEGER B(128,10) ! A 10-sector buffer 
30 LINPUT "Enter Overlapped msus:",Overlapped$ 
40 CREATE BDAT Ibdat"ckOverlapped$,10 
50 LINPUT "Enter Serial msus:II ,Serial$ 
60 CREATE BDAT Ibdat"ckSerial$,10 
70 ASSIGN (QOverlapped TO Ibdat"ckOverlapped$ 
80 OUTPUT (QOverlapped;B(*) 
90 RESET (QOverlapped ! Position to beginning 
100 ASSIGN (QBuffer TO BUFFER [512] ; FORMAT OFF 
110 ASSIGN (QSerial TO Ibdat"ckSerial$ 
120 ON EDT (QOverlapped GO TO Eof 
130 TRANSFER (QOverlapped TO (QBuffer;END,CONT 
140 TRANSFER (QBuffer TO (QSerial;CONT 
150 LOOP 
160 1=1+1 
170 PRINT I,"OVERLAPPED" 
180 END LOOP 
190 Eof: 
200 CONTROL (QBuffer,9;0 
210 ASSIGN (QOverlapped TO * 
220 PURGE Ibdat"ckOverlapped$ 
230 ASSIGN (QSerial TO * 
240 PURGE Ibdat"ckSerial$ 
250 END 

In this example, an overlapped disc is used to fill the buffer while a serial disc empties the 
buffer. Any overlapped device could have been used. After both TRANSFER statements 
are executed, the program prints the count and the word "OVERLAPPED" while reading 
from one disc and writing to the other disc. The inbound transfer is terminated when it 
encounters the end of the file. The outbound transfer is terminated when the CONTROL 
statement cancels the CONT mode. 

Advanced Transfer Techniques 9-33 



Transfer Methods and Rates 
The BASIC system chooses the fastest possible transfer method when executing a 
TRANSFER (you cannot explicitly choose the method). 

Available Methods 
There are three types of transfers available to the BASIC system. 

• DMA (direct memory access) 

• FHS (fast handshake) 

• INT (interrupt) 

DMA Mode 
All transfrrs use DMA mooe Whellf'Ver possible. Howf'ver. any onf' of the following 
reasons will prevent a DMA transfer. 

• The DMA card is not present 

• Both DMA channels are busy 

• The device involved is not HP-IB or GPIO 

• The DELIM parameter is specified 

If DMA cannot be used with the HP-IB or GPIO interfaces, the FHS mode will be used 
if the WAIT parameter was specified and INT mode will be used if the WAIT parameter 
was not specified. 

INT Mode 
The INT mode will always be used for the Serial and Datacomm interfaces. Note also 
that the handshake lines are not used for Serial and Datacomm transfers. Therefore, on 
inbound transfers through the Serial interface, it is easy to overrun the I-byte hard\vare 
buffer on the card. Thf' maximum transfer rate with Serial interfaces is hard to spf'cify. 
because it may be affected by other operations that attempt to alter the BASIC interrupt­
logging structure (statements such as 01\" INTR and ON KEY). In general. using the 
WAIT parameter will result in a higher transfer ratf', with a lowf'r potential for OVf'rrun 
errors. than othf'r methods. The WAIT parameter specifies that the TRANSFER is 
to complete before the next BASIC statement is executed (that is. it specifies that the 
transfer is to be performed in non-overlapped mode). 
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If a very slow device is sending a few bytes at a time, the most efficient method of 
transfer would be to interrupt the processor whenever data is ready. Both DMA and 
INT modes operate in this way. The DMA hardware "steals" a single memory cycle 
from the processor to transfer each byte. The INT mode must completely interrupt the 
processor and therefore takes more time. 

Either type of interrupt (DMA or INT) can occur at any time and will be handled 
immediately by the system. The interrupt doesn't have to wait for a statement to end 
before it is serviced. This is not the same as event-initiated branches which are serviced 
only at the end of a statement. 

Burst Interrupt Mode 
The INT transfers implemented on the HP-IB and GPIO interfaces use a specialized 
"burst interrupt" mode. When an interrupt occurs, the system's interrupt service routine 
will transfer the byte (or word) then wait approximately 20 J-lS for another byte. If the 
device is fast enough to accept or generate another byte each 20 J-lS, the net transfer rate 
will be much faster than if the system must exit the service routine and then re-enter 
the routine for the next byte. 

Approximate Transfer Rates for Devices 
The following table shows the approximate transfer rates of various devices. 

Table 9-3. Device Transfer Rates 

Burst Fast Burst 
Device Interrupt Handshake DMA DMA 

HP-IB (98624 and built-in) 
inbound 55K 130K 350K -

outbound 75K 120K 290K -

(bytes / second) 

GPIO (98622) 
inbound 65K 115K 540K 930K 
outbound 75K 115K 525K 1050K 
( transfers / second) 

Serial (98626, 98644, and 19200 Baud l - - --

built-in) 

Datacomm (98628) 19200 Baud - - -

Note that the maximum rate for inbound transfers through a Serial interface is generally much lower 
than this for two reasons: TRANSFER does not use the handshake lines, and there is only a I-character 
hardware buffer on Serial cards. 
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Restrictions 
All data must be buffered. This means ('v('ry TRAKSFER statf'IIlent will hav(' one I/O 
path assigned to a buff('r and on(' I/O path assign('d to a device (or file). Additionally. 
transfers are not permitted with: 

• Th(' CRT or keyboard 

• The HP 98623 I3CD Interface card 

• The tape backup on CS80 disc drives 

• ASC'II type files 

• Discs init ializ('d wit h 512-byt e sect ors (formatting optiOll 2) 

In arldition. TRA~~";\FER to or fmm a lll<tSS storag(' d('vic(' with hierarchical din'ctori('s 
(such as HFS and SRM volumes) will not operate in overlapped mode (because of the 
"ext ensi bl('''' natur(' of files on t hes(' vol unws) . 

A buffer can only have one inbound and one outbound I/O operation (using I/O path 
names) at any given time. The I/O operation can use TRANSFER .. OUTPUT. or EN­
TER statements, A second I/O operation in the same direction must wait until the 
completion of the current operation. A second I/O operation in the opposite direction 
dops not havf' to wRit, 

The HP-IB and GPIO interfaces support only one I/O operation at any given time. 
A second operation must wait until the completion of the first operation. The Serial 
and Datacomm interfaces a11O\v concurrent inbound and out bound transfer operations if 
each TRAI\SFER has a ullil{uC I/O path llamc assigned to the device. An OCTPCT 
or ENTER must wait until completion of transfers in both dir('ctions. Thus. concurrent 
oIwration rcquires usillg TRA:\SFEH statelIH'llb awl lIut a mixt url' of Tl{A.\ SFEH .. 
OUTPUT. and ENTER statements. 

The I/O path name assign('d to a (iC'vice can be used in only one I/O operation at a 
tilll('. However. the path nalll(' can 1)(> used with 01 "TPl "T. E);"TER. and THA.:\SFER 
illt('rdlitllg(\dl'}y All Ol-TP1TT or E':\TER to tIl(' I/0 path mUllf' \\'ill hf' ddnnd uIltil 

completion of any active TRA~SFEH for that path name. All file operations (includ­
ing CAT. CREATE .. OUTPUT. and ENTER) will be deferred until completion of any 
TRAl\'SFER using the saml' illterfac(' select cod('. 
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Interactions with Other Keywords 
The TRANSFER statement restricts some of the interrupts on various devices. If an ON 
INTR statement and an ENABLE INTR statement have been executed for an interface, 
not all possible ON INTR conditions will be triggered during a transfer. 

GPIO 
For the GPIO interface, the PFLG (data ready) interrupt is not triggered during a 
transfer that uses the interface. The EIR (External Interrupt Request) interrupt is 
triggered even if there is a transfer in progress. 

Serial 
For the Serial Serial interface, the Transmitter Holding Register Empty and Receiver 
Buffer Full interrupts are not triggered during a transfer that uses the interface. The 
Receiver Line Status and Modem Status Change interrupts are triggered even if there is 
a transfer in progress. 

Datacomm 
For the Datacomm interface, all interrupt conditions are triggered even if a transfer is in 
progress. 

HP-IB 
For the HP-IB interface, all interrupt conditions are triggered if they occur during a 
transfer. However, certain interrupt conditions may occur which will cause the transfer 
operation to be prematurely terminated. 

With the exception of the Handshake Error, the majority of interrupt conditions only 
occur when the HP-IB interface is configured as a non-controller. If any of the following 
interrupt conditions are enabled and the given interrupt occurs during a transfer to 
or from the interface, the user interrupt will be logged and the TRANSFER will be 
prematurely terminated. 

• Parallel Poll Configuration Change 

• My Talk Address Received 

• My Listen Address Received 

• Talker/Listener Address Change 

• Trigger Received 
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• Hand~hake Error 

• C nrecognized C niversal Command 

• Secondary Command While Addressed 

• Clear Received 

• Unrecognized Address Command 

If onE' of thE'SE' intE'rrupt conditions occurs and the givE'n intE'rrupt condition has not been 
enabled, the interrupt will be ignored and the TRANSFER will not be terminated. 

Note 

\Vhen an abortive intNrupt condition is ignored. it is possible for 
data to oe corrupted. It i~ n'comlllellded that aoortive interrupt 
conditions be enabled during a transfer. 

The Active Controller and IFC Received interrupt conditions will always prematurely 
terminate a TRANSFER. evell if they have not been enablE'd. 

Premature Termination 
VVhen an overlapped TRA~SFER 18 prem$iturely t('rlllillated because of all abortiv(' 
interrupt condition, thE' following error is logged in the non-buffer I/O path name asso­
ciated with the given TRANSFER. The error will then be reported the next time the 
II () path llalllE' is referencH1. 

ERROR 167 I/O interface status error 

~ote that if an ON INTR condition is triggered during a transfer. the ON INTR servicp 
routine will be executed at the next ('nd-of-line. However. if a TRANSFER is using thp 
intprface ~pecified in an EN ABLE INTR st atelllPnt. t hp EN ABLE INTR st atplllE'nt will 
\vait for the tran;.;fer to cOlnpl('t('. Thi;.; llH'an;.; that only 011e interrupt condition can 1)(' 
trigg-ered dllring a TRA~SFER ~ince the interface's interrupts cannot he I'e-ellRhled llntil 
cOlllpletion of the transfer. 
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Changing Buffer Attributes 
You can change the I/O path name's attributes without changing the current buffer 
pointers. Just execute another ASSIGN statement with the new attributes. For example: 

ASSIGN ~Path;PARITY OFF 

You vviII not be able to change all possible attributes in this manner. The BYTE and 
WORD attributes cannot be changed once assigned. 

By specifying just the I/O path name, the default attributes (except BYTE) can be 
restored. For example: 

ASSIGN ~Path 

See the ASSIGN statement III the BASIC Language Reference for a complete list of 
attributes. 

Note 

It is possible to assign more than one I/O path name to a single 
named buffer. Using two I/O path names on the same buffer could 
lead to the corruption of the data in the buffer. Although each path 
name maintains a separate set of buffer pointers, they are pointing 
to the same buffer. 
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Buffer Status and Control Registers 
STATUS Register 0 o = Invalid I/O path name 

1 = I/O path assigned to a device 
2 = I/O path assigned to a data file 
3 = I/O path assigned to a buffer 

When the status of register 0 indicates a buffer (3). the status and control r('gist('rs hav(' 
t he following meanings. 

STATUS Register 1 Buffer type (l=named. 2=unnamed) 

STATUS Register 2 Buffer size in bytes 

STATUS Register 3 C'llrn'nt fill pointer 

CONTROL Register 3 Set fill pointer 

STATUS Register 4 Current number of bytes in buffer 

CONTROL Register 4 Set number of bytes 

STATUS Register 5 Current empty pointer 

CONTROL Register 5 S('t empty point('r 

STATUS Register 6 Interfac(' select code of inbound TRANSFER 

STATUS Register 7 Interface select cod(' of out bound TRANSFER 

STATUS Register 8 If non-zero. inhonnd TRANSFER is contimlOllS 

CONTROL Register 8 Cancel continuous mode inbound TRANSFER if zero 

STATUS Register 9 If non-zero, out bound TRANSFER is continuous 

CONTROL Register 9 Cancel continuous mode outbound TRANSFER if zero 

STATUS Register 10 T('rmination status for inbound TRANSFER 

Bit i Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 

a TRA~S- TRANS- TRANS- Device Byte Record Match 
FER FER FER Termi- Count Count Character 
Active Aborted Error nation 

Va1ue=() Va1ue=64 Vahlf' = 32 Va1ue=16 Va1u('=8 Va1ue=4 Va1ue=2 Va111('= 1 
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STATUS Register 11 

Bit 7 Bit 6 

0 TRANS-
FER 
A ~~; .. ~ 

r:l.\..-lJl V{:: 

Value=O Value=64 

STATUS Register 12 

STATUS Register 13 

Termination status for outbound TRANSFER 

Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0 

TRANS- TRANS- Device Byte Record 0 
FER FER Termi- Count Count 
}1..bortcd Error nation 

Value=32 Value = 16 Value=8 Value=4 Value=2 Value=O 

Total number of bytes transferred by last inbound TRANS­
FER 

Total number of bytes transferred by last out bound TRANS­
FER 
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