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Figure 42. I/O Channel Interface Pin Assignments, Connector Location Q8 (I/O Channell), Q2 (I/O Channel 2), or T6 (I/O Channel 3) 
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Figure 43. I/O Channel Interface Pin Assignments, Connector Q9 (I/O Channel 1) 
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Figure 44. I/O Channel Interface Pin Assignments, Connector Ql (I/O Channel 2) 
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Figure 45. I/O Channel Interface Pin Assignments, Connector T7 (1(0 Channel 3) 
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Input/Output Channel Interface 

The I/O channel for the P-C consists of two sets of 60 sig­
nal and control lines (three sets with data channel expander). 
These lines connect logically to each I/O adapter in the 
1800 system. Each adapter receives all 60 lines, uses the 
lines it requires, and exits all 60 lines to the next adapter in 
the series. The adapters are connected in parallel (Figure 
46). Thus, no adapter can block the transmission of signals 
or controls to the next adapter. 

The I/O channel exits the P-C via three pairs of serpent 
connectors at connector panel B. These exits are: I/O 
channell, I/O channel 2, and I/O channel 3. A single ser­
pent connector contains the input and output data buses, 
time pulse (A and B), parity, parity error, storage protect, 
XIO data cycle, and XIO control cycle lines. The second 
T/O channel serpent connector also contains fIxed lines. 
The reset, interrupt polling (A and B), cycle-steal control, 
use meter, time pulse C, and initial program load lines are 
the fixed lines in the second serpent connector. The fIve 
cycle-steal request and cycle-steal acknowledge lines are _ 
normally assigned by IBM for optimum system operation 
unless the customer has a special requirement (Figure 47). 

Figure 46 shows the prescribed I/O cable routing sequence. 
In this diagram, an example of a cycle-steal-request line is 
shown connected from the channel control wired-logic ter­
minals, through the internal adapters, and the mixer board 
(gate H), and to the external adapters. The lines not shown, 
follow the same route. However, they are jumpered straight 
through the mixer board. 

I/O Channel Interface Lines 

Out Bus 

The out bus is a set of sixteen lines used to transmit infor­
mation from the P-C to the devices. The interpretation of 
the information depends on the type of channel cycle. Bits 
are numbered 0 through 15 and correspond directly to the 
numbering of the P-C bits. 

In Bus 

The sixteen in bus lines are used to transfer data to the P-C. 
The type of information depends on the type of cycle in 
progress. The bits are numbered in the same manner as the 
out bus bits. 

Parity Bits 

These two lines transmit the parity bits for both input and 
output operations. The left-half parity bit line contains the 
odd parity for data bits 0- 7 and the right-half parity line 
contains the odd parity for data bits 8-15. The utilization 
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of the parity bits on the output bus is defined in the speci­
fications for each adapter connecting to the output bus. 
The input bus must be prOVided with an odd parity bit for 
each half of the data word except during a sense function. 
The destination of the word on the input bus during an XIO 
instruction with a sense function is the accumulator. Since 
the accumulator has no parity bit, a check of the bus parity 
is not made. 

CPU Stop Clock 

This line stops the CPU T and X clocks and prevents them 
from stepping. The line is used by the I/O devices when a 
power off or other catastrophic condition exists in the 
device and it will effect processing. 

Cycle-Steal Request 

These lines are used by the device to request a cycle steal 
from the P-C. The request must be removed from the line 
by X4 time of the last desired cycle. The cycle-steal ac­
knowledge (on the line which corresponds to the request) 
is the signal that the requested cycle-steal cycle is being 
performed. 

Cycle-Ste.al Acknowledge 

These signals indicate which data channel is active during 
the present storage cycle. This line must be activated by 
the device to indicate which CAR is to be loaded during the 
present XIO instruction. These lines are each activated by 
the active channel during cycle-steal cycles to indicate to 
the device that it has usage of the I/O channel during the 
current cycle. 

Cycle-Steal Control 

The three cycle-steal control lines indicate to the channel 
control the type of action that must occur during the pres­
ent cycle-steal cycle. The lines are driven in the device and 
decoded by the channel control. The codes and functions 
are: 

000 Write 
This decode is used by the device to cause the selected 
CAR to be incremented and the contents of the B reg­
ister to be gated to the channel data bus and the 
channel out bus. 

001 Read 
This decode is used by the device to cause the P-C to 
load the B register with the information on the in bus 
at X4 time. The core storage location addressed by 
the CAR is loaded with the contents of the B register. 
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010 Set Address Register 
This decode from the device causes the word in the 
B register to be loaded into the CAR selected by the 
cycle steal acknowledge line. 

011 In Bus to Address Register 
This decode causes the data on the in bus to be gated 
to the channel data bus. The output of the B register 
is blocked. This allows a device to load its CAR. This 
operation must be done only during a cycle-steal 
operation. The storage location which was addressed 
during this operation is not changed. 

101 Block Address Increment 
This decode inhibits the incrementing of all CARs and 
allows multiple references to a single storage cell. 
This command is used to transfer packed data, or for 
comparison to check the correct loading of data to 
core. 

110 CAR Check Request 
This decode is activated by the device to cause the 
P-C to compare the contents of the core storage loca­
tion addressed by CAR with the contents of CAR. 
If they do not compare a check signal is generated. 

Interrupt Poll A and 8 

The interrupt levels are turned on by requests from the de­
vices. The in bus is used to transmit the request to the P-C. 
Any storage cycle which is not a cycle-steal cycle, an XIO 
instruction, or a BSI instruction is utilized as an interrupt 
poll cycle. 

This cycle is divided into two parts. These parts are 1 or 
2 microseconds (fJSec) in length (depending on the memory 
speed, 2, 2.25, or 4 fJ.sec). The interrupt poll lines signal 
the device that it can request an interrupt by activating the 
corresponding bit on the in bus. The timing of the polling 
lines is controlled by the channel and must not be affected 
by the devices. 

IPL Mode 

This line is used during the initial program load sequence. 
The program load key on the operator's console activates 
this line. The P-C loads data into core per the contents of 
the I register and successive core locations when requested. 
Bit 15 on the in bus signals a request to store data and, if 
bit 14 is activated at least 250 nanoseconds (ns) before 
bit 15, the IPL line is deactivated. The P-C then executes 
the instruction at core location zero. 

Metering 

This line is used to indicate the status of the P-C to the I/O 
devices. At every T 1 or Xl of a storage cycle which is not a 
time cycle, this line is activated. Four hundred (400) milli­
seconds (ms) after th~ last attempt to activate, the line is 
deactivated. 

Time Pulse A, 8, and C 

These three lines are generated by the processor-controller 
(T) clock and the channel (X) clock. The lines are used by 
the I/O adapters to synchronize the device operations to the 
processor-controller operations. The timings of these three 
lines are such that any of the eight clock times can be de­
coded by the adapters. 

Parity Error 

The parity generated from the B register is utilized in the 
same manner by the XIO data cycle and the cycle-steal 
cycle. If the function is an XIO write or cycle-steal-write 
cycle, the generated parity from the left-half word and 
right-half word is transmitted with the data word on the 
output bus. The adapter regenerates parity bits for each of 
the half-words. The regenerated parity is compared against 
the parity received with the half words. If the parity con­
ditions do not compare, an error indicator is set in the re­
ceiving adapter during the cycle in which the error occurred. 
When the indicator is off, it assures each device of correct 
data from the B register on each data transmission. When 
the indicator is on, it indicates a parity error within the 
data transmission cycle. 

If the function is an XIO read or a cycle-steal-read cycle, 
the left-half odd parity and right-half odd parity is gated 
on the input bus with the data word. The left- and right­
half parity bits are then exclusive ORed at the P-C and set 
in the B register. This data word with parity is then written 
into core storage. During the write to storage, parity is 
generated on the 16 bits in the B register and is compared 
to the parity written into core. If the parity does not com­
pare, a parity error signal is sent out the I/O channel indi­
cating to the adapter that a parity error was detected at the 
B register, and setting the adapter indicator. When off, this 
indicator assures each device that correct data was received 
by the B register for each data transmission. When set, it 
indicates a parity error occurred during the data 
transmission. 

XIO Data Cycle 

During this cycle, data is transferred between the device and 
the P-C as specified by the function code. 

If the function is initialize write (101), or, if the function 
is initialize read (I 10), the address then specifies the 
starting address of a table in storage (an I/O block). This 
table consists of data words and control information. 

If the function is control (100), and, if area specifies a 
group of units (e.g., magnetic tape), the modifier specifies 
the particular tape unit, and directs the selected unit to 
rewind or backspace, etc. 

If the function is sense (01 1) or (111), the address field is 
ignored. Instead, a non-storage-use machine cycle is 

Input/Output Channel Interface 57 



Name of line Logic line Title Uses 

Out Bus Bit 0 through 15 Out Bus Bit 0 through 15 Bus-Out - Used to transmit information 

(data, I/O device address, commands, 

control orders) from the channel to the 

control unit. 

In Bus Bit 0 through 15 In Bus Bi t 0 through 15 Bus-In - Used to transmit information 

(data, selected I/o device identification, 

status information, sense data and interrupt 

requests) from the control unit to the 

chonnel. 

Parity Bit 0 to 7 Parity Bit 0 to 7 Bidirectional lines which are used to 

transmit parity dota to and from the P-C. 

Parity Bit 8 to 15 Parity Bit 8 to 15 

Cycle Steal Request A CS Request A - Q Used by I/O device adapter to request 

through Q cycle-steal cycles for data transfer. Also 

assigns priority level. Maximum of 5 
. lines per I/O channel • 

Cycle Steal Acknowledge CS Acknowledge A - Q Bidirectional - Activated by I/O device 

A through Q adapter during XIO initialize data cycle 

to load proper CAR. Activated by data 

channel controls on cycle-steal cycles 

to indicate when and which level is 

active. Maximum of 5 lines per I/O 

channel. 

Cycle Steal Control 0, 1, 2 CS Control 0 through 2 Channel Controls - Activated by I/O 

device adapter. Condition of these 

lines determines action to be taken on a 

cycle-steal cycle (load CAR, gate in bus, 

gate out bus, increment CAR, block CAR 

increment, etc.) 

Interrupt Poll A Poll Int Level 0 - 13 Selection Controls - Used for the scanning 

of attached I/O devices for interrupt requests. 
Interrupt Poll B Poll Int Leve I 14 - 23 

Initial Program Mode IPL Mode Se lection Controls - Used to cause the IP L 

device to load core storage. 

Use Meter Gate Use Meter Gate Use Meter - Used for the conditioning of 

the elapsed time meter. 

Time Pulse A Time Pulse A Timing Pu Ises - Used to synchronize device 

Time Pulse B Time Pulse B adapter operation with the P-C operation 

Time Pulse C Time Pulse C and for special sequences. 

Parity Error, Storage Protect Parity Error Used to indicate invalid P-C operations. 

Violation Storage Protect Violation 

XIO Control Cycle XIO Control Cycle Control - Used to indicate the portion of 

XIO Data Cycle XIO Data Cycle the XIO instruction in progress. 

Reset DC Reset Control - Used to reset the adapters and 

I/O devices. 

Figure 47. Input/Output Interface Lines and Uses 
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taken. During this time, the selected I/O device or inter­
rupt level places its status word in the accumulator. 

If the function is write (001) or if the function is read 
(010), the address then specifies storage location of the 
data word. 

If the function is CE mode (000), the adapter specified by 
area is set in the mode using modifier 15 and is reset using 
no modifier 15. Address is not used. 

XID Control Cycle 

This cycle transmits area and function information to all 
devices on the channel. The function codes are listed in a 
following subparagraph. 

Area: This 5-bit field specifies a unique segment ofI/O 
which may be a single device (1442 card read-punch, 1443 
printer, etc.) or a group of several units (magnetic tape 

- drives, serial I/O units, contact sense units, etc.) Figure 48 
, lists the area codes for the various I/O devices. 

I/O Device Area Code 

Coruole 00000 

1st 1816 ond 1053s (first 4) 00001 

2nd 1816 and 1053s (second 4) 01111 

1st 1442 Card Read Punch 00010 

2nd 1442 Cord Read Punch 10001 

1054 and 1055 Paper Tape 00011 

1st 1810 Disk Storage Drive 00100 

1627 Plotter 00101 

1443 Printer 00110 

Reserved by IBM 00111 

2nd 1810 Disk Storage Drive 01000 

3rd 1810 Disk Storage DrIve 01001 

Analog Input 01010 

Analog Input Expander 10000 

Digital Input (Pulse Counter and 

Digital Inputs) 01011 

Digital and Analog Output 

(DO, ECO, RO, AO) 01100 

System/360 Adapter 01101 

2401 to 2402 MagnetIc Tape 01110 

Selector Channel 10010 

1st Communication Adapter 10101 

2nd Communication Adapter 10110 

3rd Communication Adapter 10111 

4th Communication Adapter 10100 

1st 2790 00111 

2nd 2790 10011 

Figure 48. I/O Device Area Codes 

Area 00000 is used to address devices internal to the sys­
tem. When area 00000 is specified, the console status, in­
terrupt, mask register, or interval timer may be selected. 

Function: The primary I/O functions are specified by the 
3-bit function code: 

000 Sets I/O units in or out of CE mode. 
001 Write 

This code transfers a single word from storage to an 
I/O device. The address of the storage location is 
provided by the address field of the IOCC. 

010 Read 
This code transfers a single word from an I/O device 
to storage. The address of the storage location is pro­
vided by the address field of the IOCC. 

all Sense Interrupt Level 
This code directs the I/O device requesting interrupt 
recognition, on the interrupt level in progress, to 
make the device interrupt status available. 

100 Control 
This code causes the selected device to interpret the 
modifier and/or the address field as a specific control 
action. 

101 Initialize Write 
This code initiates a write operation on a device or 
unit which will subsequently make data transfers 
from storage using data channel cycle sealing. 

110 Initialize Read 
This code initiates a read operation from a device or 
unit which will subsequently make data transfers to 
storage using data channel cycle stealing. 

111 Sense Device 
This code causes the selected device to make its cur­
rent status available in the accumulator as the device 
status word. 

Storage Protect Violation 

During an XIO read instruction or a cycle-steal-request 
read, while the data cycle takes place, the word contained in 
storage is checked for the presence or absence of a storage 
protection bit. If the bit is absent, execution proceeds 
without change and the read information is set into the B 
register where it is written into storage. If the protect bit 
is present, the read information is not set into the B reg­
ister, and the storage protection violation line on the I/O 
channel device is conditioned. This signal is detected by 
the adapter which caused the storage violation and it must 
turn on an indicator. 

Reset: This signal is present as long as the reset key on the 
console is pressed, unless the P-C is in run mode. This line 
is also active during the power on sequence. 
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Signal Cable Termination 

All I/O channel lines must be terminated. If no external 
adapters (outside the 1801/1802) are installed, 
the I/O channel signal cables are terminated at the mixer 
panel (gate H). If external adapters are installed, the I/O 
channel signal cables are terminated at the last active adapt­
er board on the I/O channel. 

The resistor terminator cards supply the + 3V "off' level, 
through a 95.n resistor, for each line in the I/O channel. 
The active level of a line is represented by OV, the I/O chan­
nel must be continuous from the channel origin to the ter­
minator cards. If the terminator cards are installed in an 
1810 or an 1826, power must be on at that unit to supply 
the + 3V terminating voltage. The IBM part number for the 
terminator card is 5800320 (5803172). 

I/O Channel Timing 

Timings for I/O channel operations are shown in Figures 49, 
SO, and 51. 

ELECTRICAL SPECIFICATIONS 

Physical Considerations 

The 1800 system signal lines between the P-C and the 
various adapters consist of flat transmission cables, printed 
wire, coaxial cables, twisted pair, or any combination of the 
four provided that the maximum resistance and delay time 
limitations are not exceeded. Tra~smission lines in the 
1800 system can be driven by single or multiple drivers and 
can feed single or multiple receivers. All transmission lines 
must terminate with their characteristic impedance. 

Single Driver and Receiver 

When a transmission line is supplied by a single driver and 
feeds a single receiver, the driver and receiver must be lo­
cated at the extreme ends of the lines. Drivers and receivers 
can be located beyond the line terminator, provided that 
the distance between the terminator and the end-of-line 
driver or receiver is less than 6 inches. 

Multiple Drivers and Receivers 

The I/O channel transmission line in the 1800 system can 
supply a maximum of eight receivers. Drivers driving onto 
the transmission line must be unloaded, as the I/O channel 
transmission line is terminated with the proper impedance 
at each end. 

Multiple receivers on a line should not be less than 3 feet 
apart. However, no minimum spacing requirements have 
been set for the distance between drivers, between an end­
of-line terminator and a driver, or between an end-of-line 
terminator and a receiver. If a line with multiple drivers 
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and/or receivers is not terminated at the extreme end, the 
terminator must be within 6 inches of the end-of-line driver 
or receiver. 

General Electrical Considerations 

Current Flow 

The direction of current flow (conventional) is minus if it is 
flOWing into a component or plus if flowing out of it. 

Voltage Levels 

The positive level on a line denotes a logical zero and the 
more negative level denotes a logical one. See Specific 
Electrical Requirements - Receiver, Driver. 

Impedance 

Lines must have a characteristic impedance of 95 ohms, 
plus or minus 10 ohms. Lines must terminate at each end 
(except as noted above) with their characteristic impedance. 

Noise 

The maximum noise coupled onto any signal line within a 
cable due to any combination of changes external to that 
line must not exceed 300 millivolts. 

Fault Conditions 

The signal line may be grounded with no damage to drivers, 
receivers, or terminators. 

Loss of power at either end does not cause any damage. 
Loss of power at any terminator will cause stopping of 

the CPU clocks. 
Loss of power at both terminators results in generation of 

logical ones, irrespective of information input. 
Line operation is unaffected where power is off in any 

device adapter, except the terminating adapter. 

Specific Electrical Requirements 

Receiver 

The output must be interpreted as a logical one for the 
more negative line signal, and as a logical zero for either a 
plus line signal or an open input. 

Receivers (Figure 52) must not require a switching level 
more positive than +2.52 volts for a logical zero or more 
negative than + 1.42 volts for a logical one. 

Receivers must not be damaged by a most positive direct 
current up level of 3.4 volts or most negative direct current 
down level of 0 volts. 

Receiver input must not require positive current greater 
than 0.35 milliampere at the most positive up level of 3.4 V. 
Positive current required must not be greater than that 
taken by a 15.4K ohm resistor network connected to a 
6.24 -V supply. Input impedance of each receiver should be 
made as high as pOSSible, but never lower than 4.0K ohms. 



No. Signal Name 

1 XIO Control Cycle 

2 XIO Data Cycle 

3 Time Pulse A (Note 4) 

4 Time Pulse B (Note 4) 

5 Time Pulse C (Note 4) 

6 Cycle·Steal Request 

7 Set Cycle·Steal Level 

8 Cycle·Steal Level X Active 

9 Cycle·Steal Ack Level X 

10 Cycle·Steal Control 1 

11 CAR Reset 

12 Set CAR Gate 

13 Set CAR 

14 Gate Out CAR X 

15 Set CAR Buffer 

16 Increment CAR X4 

17 Reset CAR Buffer X7 

18 CA R Check/Parity 

19 Any Cycle·Steal Cycle 

20 Out Bus 

21 Storage Protect Violation 

22 In Bus (Note 3) 

23 Gate In Bus (TOB) 

Items 1·19 show timing sequences for an XIO initialize 
read or write where the device adapter requests a cycle­
steal cycle during the XIO Data Cycle. 

NOTES: 
1. This line active only during in bus operations. 

Control Data 

Word Cycle Word Cycle 

011121314151617101112131415161 70 

1 1 1 

Note 2 

L 

I 

1 IlL L J 

~ote 1 

2. C.S. Ack forced by device adapter during data word cycle; by data channel control during CS cycle. This signal 
is undefined from 6B to 7B time. 

3. Minimum required width at CPU. Optimum width is 0·5 time inclusive. 
4. These lines active whenever T or X clocks are at the indicated times. (Not dependent on run mode.) 

All Rise and Fall Times are Subject to ±100 nsec Skew. 

Figure 49. I/O Channel Control Timing 

Cycle·Steal 

Cycle 

1234567 

1 

II 1 

1 I 
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a- 'Tl tv ~ . 
... 
(1) No. Signal Name 
U> T71 
p 
tTl Set Odd Address Generate 
x 
(1) 

Transfer (") 

S. 2 A·Reg __ M·Reg 
(1) -(3 3 Control Cycle 

X Gate B-Reg Out Bus 
§ 4 

(Gate B-Reg Bits) 
>-l Decrement SC-Reg (SC=O) 3' 5 (lnit RdIWr Sense Control) 5' 

OQ 

6 Set Function Register 

7 Storage Use (XIO Sense) 

8 
Set Data Cycle 
(Init Rd/Wr Sense Control) 

9 
Set Channel Data 
Bus -CAR (Init RdIWr) 

10 
Channel Bus -.. B- Reg 
(Sense) 

11 Transfer 
B·Reg __ D·Reg (Sense) 

12 
Transfer 
D·Reg _ A-Reg XIO,Sense,Rd,Wr XIO Sense Only 

13 E3 Data Cycle 
T7 

14 E3 Cycle (RdIWr) 

15 
XIO Data Cycle 
(RdIWr) 

16 
Transfer 
A·Reg __ M-Reg 

17 
Decrement SC-Reg 
(RdIWr) 

18 
Gate B·Reg - Out Bus 
(Wr) 

NOTES: 
Timings are shown to give relationship to machine cycles and not to a specific XIO operation. 
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C1l 
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No. Signal Name 

1 Poll Gate FF 

2 Poll A 

3 Poll B 

4 I nterrupt Level 0 F F 

5 I nterrupt Level 0 Request F F 

6 Set I nterrupt Level 0-13 

7 I nterrupt Request F F 

8 I nhibit Storage Use 
(-Any Interrupt Request) 

9 
Set BSI OP (Bits 1,5,8) .. __ 
to Data Bus (Bit 1 Example) 

10 Set BSI Instruction to B-Register 

11 Gate I nterrupt Address 
to Data Bus 

12 Reset I nterrupt Level 

Last Instruction 
Before Interrupt 

11 12 El 

012345671:)12345610123456 

. , 
I 

11 
of BSI 

0123456 

., 

II 

I 
I 

Forced BSI Interrupt Routine 

11 12 E1 

12 IA E 1 Next Next Next 
of BSI of BSI of BSI Inst Inst I Inst 11 I 

~1234567Io1234567~123456 0123456710123456no1234567012345671 

Next op.portunlty t.2.In~erruPt I I 
I .ri. '7i.1111 m ~ 

I III 

III 

13 Inhibit I-Reg Increment 'fI',"""""';. J,' 

NOTES: 

1. Example shows interrupt (0) occuring during a normal instruction execution. No wait, XIO, 
or CS occur during this example. 

2. IA and El of forced BSI are the same as in normal BSI cycles. 

3. During a wait instruction, oscillator pulses cause polling to continue with 
the poll A and poll B pulses longer in duration. 

4. Poll A may occur either Tl-T4 or T5-T7, TO and poll B may occur at either 
T5-Tl, TO or Tl-T4. 

5. Polling gate FF set at 11Tl (except interrupt) and reset at Xl cycle-steal 
cycle T4 XIO or BSI instruction to end OP all other instructions. 

11 

Branch 
Out 

012345671 

.C<' 
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CD 

VI 
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CD 

C1 
~. 
CD 
~ 
§ 
Po 

iI' 
CD 
(") 
CD <. 
CD 
~ 

+3V 

95n 

Line Driver 

+6V 

Iinput 

I 
I 
I 
I 

2K 

·3V 

5K 

Lillo Channel Origin 

-----

-----, 
+3V I 

N 

p 

I 
I 
I 
I 

p -

N 

-----~ 

1/0 Channel 
In·Bus Line 

1/0 Channel 
Out·Bus Line 

r---- --I 
Line Driver +3V 

+6V N 

2K 

N 

Input 
P 

N 
5K 

-
·3V 

Line Receiver 

+3V 

Output 

+6V 

N 

p 

N 

I L ~O Adapter __ .3V __ - __ _ 

I 
I 

-~ 

1/0 Channel 
In·Bus Line 

1/0 Channel 
Out·Bus Line 

,---, 
I +3V I 
I I 

I l 
I 95n I 
I I 

I 
I 
I I 

I Resistor I 
L Terminator Card --.l 

NOTES: 

A maximum of eight receivers 
may be placed on anyone 
transmission line. 

A different driver and receiver 

are used on systems with 

expanded data channels. 



Terminator 

The terminator is viewed as a two-terminal network consist­
ing of resistors and power supplies, and must meet the fol­
lowing requirements. 

The terminal connected to the signal line must present an 
open-circuit voltage between +2.88 volts and +3.4 volts. 
Impedance between the terminals must not be less than 
90 ohms nor greater than 105 ohms. Current is measured 
at the terminal that is connected to the cable and must not 
be greater than 22.8 milliamperes flowing out of the com­
ponent at + 1.12 volts. One terminal of the terminator is 
connected to ground, the other to the signal line. 

Driver 

To transmit a logical zero, voltage source drivers (Figure 52) 
must pull less than 100 microamperes from the line. 

To transmit a logical one, the driver conducts. The driver 
must be capable of accepting 56.0 milliamperes from a 
'0.33 V source when in the conducting state. 

If the driver output is open-circuited when conducting, 
the voltage must not fall below 0.00 V. 

Cable 

Cable length is limited by a maximum cable resistance of 
26 ohms, including contact resistance. A maximum of 0.25 
ohm contact resistance per control unit or channel is al­
lowed, including connections to and from the external 
cables. The cable may consist of any combination of flat 
cable, coaxial cable, and printed wire within the above limi­
tation. The maximum allowable internal cable resistance 
offered by any control unit or channel on the interface is 
1.5 ohms. The measurement of this value is made between 
the external connector pins. 

The characteristi~ impedance ranges from 82 to 102 ohms. 

Connectors 

The maximum coupled noise due to all connectors in each 
control unit, including external connectors, is 250 millivolts. 
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Alterations and Attachments 

If lessees are considering the special application of IBM 
leased machines in conjunction with associated equipment, 
they should review the Alterations and Attachments clause 
of the Agreement for IBM Machine Service. Under this 
clause, IBM must receive written notice prior to any altera­
tions or attachments to the machines or units. If the alter­
ation or attachment interferes with the normal operation or 
maintenance of any of the IBM machines or units or sub­
stantially increases the cost of maintenance, the customer 
must remove the alteration or attachment and restore the 
machines and units to their normal condition upon notice 
from IBM. 

The customer is responsible for the design, procurement, 
installation, repair, and service of the alteration or attach­
ment. In the event that an alteration or attachment causes 
interference with the installation of an engineering change 
which is considered necessary to effect an improvement in 
the operation or maintenance of an IBM machine, the cus­
tomer will be required to eliminate such interference. 

66 Alterations and Attachments 

When a lease is terminated, the customer is required to 
remove all alterations or attachments and restore the machine 
to its normal condition before its return to IBM. 

Any liability, personal or otherwise, arising from the al­
teration or attachment or its effect on IBM equipment, rests 
with the customer. 

IBM cannot treat information pertaining to alterations and 
attachments as secret or confidential. 

The rights arising out of the alterations or attachments 
are to be measured and defined by the patent protection 
that may be given under the applicable patent laws or under 
valid patents issued upon such alterations or attachments. 
IBM is to have all the rights that the public would have with 
respect to the alterations or attachments. 

IBM service or maintenance of alterations or attachments 
does not constitute an approval of the alteration or attach­
ment, or a waiver of the right of IBM to discontinue such 
service. 



The 1800 system operates from one three-phase line cord 
(Figure 53) with inputs of 208/230 volts at 60 Hz or 195/ 
220/235/308/408 volts at 50 Hz. 

Primary power enters the 1801 or 1802 through a line 
ftlter and a 50-amp mainline power circuit breaker (CBl) 
and is sequenced to all system units except the 1053 printer 
and the 1816 printer-keyboard. The 1053 and 1816 have 
their own power cords. 

DC power supplies (Figures 54 and 55) provide system 
service voltages and special voltages for core storage and 
process I/O features. Interlocks are provided for critical 
voltages. 

Power-On Sequence 

.. Three-phase primary power is supplied through CBl to 
contactor Kl which is controlled by the emergency power 
off (EPO) switch, and to transformer T 1 which provides 
the 24V ac sequencing voltage. The 24V ac sequencing 
voltage is supplied to the 1828 (for the 1856 units) through 
isolation transformer T6. 

From Kl, primary power is distributed to contactors K2, 
K3, K4, and to transformer T3. Transformer T3 supplies 
115V ac to convenience outlets in the 1801 or 1802, 1810, 
1826, 1828, 1442, and 2401 or 2402. 

Pressing the ON button turns on the power on lamp and 
starts the power-on sequence: 

1. Supply primary power via K3 to CB2 (1826) and CB3 
(1828). 

2. Supply primary power via K2 to 
(a) gate blowers and power supply fans in the 

processor-controller; 
(b) 1442, 1443, 1810, and CB4 (2401 or 2402); 
(c) transformer T2: 1I5V ac power to 1054 and 

1055 (via switches on P-C power tailgate), 1627, 
and gate fans in the 1442; 

(d) transformer T4; 7.5-Vac lamp voltage to P-C 
console and 1442; 

(e) tr:msformer T7; power-failure-protect circuit; 
(f) power supplies, 1, 2, 3, 6, 7, 8, 9, 10, 11, 12, 13, 

and 15 in the processor-controller 
3. When voltages are available at power supplies 1,2,3, 7, 

9, 10, 12, 13 and 15, supply primary power via K4 to 
power supplies 5,14,16,17, and 18 in the processor­
controller. 

The power-on reset line is held at OV (active level) during 
the power-on and power-off sequences. The power-on reset 
ends approximately 1.7 seconds after pressing the ON button, 
at which time the Ready lamp turns on to indicate that dc 
voltages are present. 

Power Supplies and Control 

Resistors are employed in the output circuits of ADC 
power supplies 8(+30V), 1I(-30V), and 14(+12V) to limit 
the initial surge current. When the ready condition is 
reached, the current limiting resistors are shunted by relay 
RY19 points. 

Power-Off Sequence 

The OFF push button is used to power-down the 1800 
system. Pressing the OFF button drops all power in the 
system with the exception of the 115V ac convenience out­
lets and the 24V ac sequencing voltage. 

The use of the OFF push button ensures that power sup­
plies will be cycled down in the following order: 

1. Power supply 18 (+48V magnet Voltage). 
2. Power supply 14 (+12V ADC), and power supplies 5, 

16, and 17 (core storage). 
3. All other power supplies. 

Power supplies in items 1 and 2 are controlled by K4, which 
is the last contactor to pick and the ftrst to drop. The +48V 
is removed before other voltages by opening the output of 
power supply 18 with relay points. Power supplies in 
item 3 are controlled by K2 and loss of any of these volt­
ages (except supply 6,8, or 11) will immediately drop K4. 

Loss of dc voltage from any P-C power supply, except 
supplies 6,8, 11, 14, and 18, will drop system power in the 
same manner as operating the OFF switch. Loss of voltage 
from supply 6, 8, 11, 14, or 18 will not drop system power 
and will be indicated only by program detection of failure 
or by visual observation. 

Power supplies 8 and 11 (+30V and -30V) are interlocked 
so that loss of either supply will drop the output of both 
these supplies and will also drop supply 14 (+12V). 
If loss of voltage is caused by tripping the over-current 

circuit breaker in any MPS (medium power standard) power 
supply, the condition will be indicated by turning on the 
DC CKT BKR TRIP lamp on the I/O monitor interface 
panel. 

Power Failure Protect Circuit 

This circuit ensures proper cycling down of the power sup­
plies after loss of primary power. The power-failure­
protect circuit operates from a three-phase transformer 
(T7) on the load side of contactor K2. The circuit senses 
the loss of power in anyone of the three phases and responds 
by generating a +3V signal. 
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195, 220, 

or 235 vac 

D. 
380 or 408 voe 

y 

A - Power Distribution 

Customer branch 

circuit. Receptacle 

and power cord 

pi ug determined by 

local requirements 

Cable length, wall Attached to mounting 
plug to filter: 152,4 em plate illustrated in 

Section B of this figure 

( I~------i\ 
II I 

l I I 
Filter 

\ I 

II. I I 

( '.J. _____ .j/_"""/ '-

220 vac 1 Phase 

Ground 

1800 System 
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Cable length, filter 
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r ---, 
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,'\--------1\ I I 
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B - Power Cable and line Filter Mounting Specifications - All dimensions are in centimeters unless otherwise noted. 

Power Cable Specifications 

Outside Diameter: 3,66 cm 

Number of Conductors: 5 + Shield 

Outside Diameter, Individual Conductor: 1,0cm 

Wire Size: 20,6 mm 2 

Color Coding -
Black (3): 3 phase leads 
Blue (1): Neutral 
Green/yellow Tracer (1): Ground 
Braided Shield: Tied to ground at line filter. 

line Filter 

line filter 
safety caver 
(not Illustrated) 
approximately 
43,7 cm longi 
23,8 cm wide; 
11,3 cm high 

laminated Phenolic 

Hanger Hole 
Diameter: 2,54 --t-J 

Bolt-down mounting 
slot (4) 

2,54 10,79 __ -/-4--1 



The signal triggers a circuit that drops relay RYI to ini­
tiate the power-off sequence. The +3V signal also gives an 
immediate-stop signal to reset the system at T7 IX7. 

The processor-controller remains in a power-on state for 
power drops to the system up to one cycle in duration (15 
to 17 ms). The power failure sequencing enables the proc­
essor to complete the core storage cycle that is in progress 
at the time of failure. 

Emergency Power Off (EPa) 

This switch is for emergency use only. If pulled off, all 
electrical power (except 24Vac sequencing voltage) is im­
mediately removed from all system units except the 1053 
printer and 1816 printer-keyboard, which have their own 
power cords. Pulling the emergency power off switch drops 
contactor Kl and removes voltage from the power supply 
sense relays that are holding relay 1 energized. 
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Power Power 
Supply Rating Supply 
Number Number 

1 +6V@ 18A 10 
2 +3V@ 16A 11 
3 +6V @ 18A 12 
4 0-3V, Power Failure 13 

Protect 14 
5 +12V@5A 15 
6 1801 - 16 

+36V@3A 
1802 - 17 
-12V @2.5A 

7 +3V@ 16A 18 
8 +30V@2A 
9 +3V@ 12A 

Figure 54. Power Supplies and Ratings 

Rating 

+3V @ 16A 
-30V@2A 
+6V@ 18A 
+6V@ 18A 
+12V@2_5A 
-3V@ 16A 
15V2 psec 
Memory 
-9V to -12V 2 usec 
Memory 
+48V@6A 



-9V to -12V 

15V Memory 
Power Supply 
(2 p.s Memory) 

fa 

+6V,18A 

Power Supply G)---+-H~-+-+-4+!-;"'-!4J~ 
(1801 Only) 

Transformer T 4 
7.5 Vac, 25A 

Lamp Supply ----t~~;:s~lJJLJ~~~ 

Frame Ground 8us 

Note: 
Circled numbers are used to identify 
the corresponding power supply. 

Leveling 
Screw 

Figure 55. 1801/1802 Processor Controller (Front) (Part 1 of 2) 

Gate C 

.J":"~"iiT;----Relay Panel A 

~~~~_~ +48V,6A 
W Power Supply 

Outlet 
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+48V,6A 
Power Supply ~'----1r-+~"~ 

Gate T 
Signal Tailgate 

Note: 

Gate G 
1053/1816 
Expander 

Gate F 
1053/1816 
Basic 

Circled numbers are used to identify the corresponding power supply. 

Figure 55. 1801/1802 Processor-Controller (Rear) (Part 2 of 2) 
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1801 Customer 
Termination Area 

+36V 3A 
Power Supply 
(1801 ) 
-12V,2_5A 
Power Supply 
(1802) 

o +3V,12A 
Power Supply 

+6V,18A 
Power Supply 



Appendix B. I/O Channel, Simplified Data Channel 

(Cycle - Stealing) Operation 

II 

DATA CHANNEL OPERATIONS UTILIZING CYCLE-STEAL 

Objectives: The XIO operations of initialize read or initialize write 
are used to set up the data channel controls. Data channel controls 
supervise the data flow to or from multiple I/O units which must time 
share a single In or Out bus. 

Each I 0 unit has a program assigned data table area in main 
storage, and an assigned Channel Address Register {CAR} which 
addresses core storage during cycle-steal cycles. 

The data channel operation is divided into two parts: 

INITIALIZATION The I/O unit is selected by data contained in 
a 16-bit control word (lace) which is transferred via the Out 
Bus and accepted by the designated I/O unit. Once selected, 
the I/O operation {read a card, for example} can start. During 
the following cycle the Channel Address Register assigned to 
the I/O unit is set with the address in storage of the first data 
word to be addressed when the I/O unit needs access to storage. 
The data channel control circuits wait for a cycle steal request 
signal from the I/O unit. See m 

;i: 
z z 

5 
I/O UNITS g 

w 
U 

:t 

CYCLE STEAL During the main-line program, the T -clock runs. 

Out Bus 
~~ 

When a cycle steal occurs, the T -clock stops at the end of the 
" cycle in progress. All P-C registers continue to hold the 

values set during the main-line program. The X-clock runs 
during one or more cycle steals to time the channel operation. 
Following the cycle steal, the T -clock restarts and the main­
line program resumes. 

The following sequence takes place: 

• Set Up Cycle Steal 
When the I/O unit needs data or needs to send data, a 

cycle steal request signal to the channel controls, delays 
execution of the main-line program. Provided no higher 
priority cycle steal takes precedence, the requested cycle 
steal operation occurs. 

• Transfer Data 
Storage is addressed by the previously set contents 

of the assigned CAR. A single word is transferred {via the 
In or Out Bus} to or from the I/O unit. 

• Increment Address in CAR 
The address in the assigned CAR is set to CAB to core 

storage. CAR is then incremented by one preparing it for 
the next cycle steal operation. 

• Resume P-C Program 
Unless cycle steal request is waiting, the T -clock 

restarts and the main-line program resumes. See G 
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CHANNEL CONTROLS 
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I B-Reg I 

and 
Cycle 
Steal 
Request 
Flip-flops 

t--t---I I OR 

~~ , , 
3~ 

Function 
Register t........... 
and r-­
Decode II 

Channel Data Bus ... ~ , Input Cycle Steal uPeration 

I --0 Output Cycle Steal Operation 

I 
I 

e CYCLE STEAL o When data is needed, I/O - B generates Cycle Steal Request. 

A If higher priority is active, no acknowledge to I/O - B until 
Vall higher priority I/O's are serviced. 

e Acknowledge signal sent from channel controls to I/O - B. 

• I/O - B returns CS control signal (s) to Channel Controls. 

• CAR 2 control lines cause CAR 2 to address storage. 

A If I/O - B is an output device, data from storage is placed in the B-Reg 
V and transferred via the Out Bus to I/O - B. 

If I 0 - B is on in ut device, data from I/O - B is transferred via the 
n Bus to t e -Reg and wri Uen into storage . 

A CAR controls cause CAR 2 to be incremented for access to next data 
V word. 
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DATA CHANNEL OPERATION 
Objectives: The 1442 cycle steal request 
and acknowledge are shown. The flow 
chart is drawn with the assumption that the 
1442 is wired to use CAR 2. 

INITIALIZATION: 

E1, XIO Control Cycle 

• Select I/O unit ond load channel function 
register. 

E2, XIO Doto Cycle 

• Read aut 10CC address ward and load in CAR 0 
a. address of first data ward associated with 1442. 

CYCLE STEAL: 

78 

• When 1442 needs data access, a cycle steal 
request to chanl"l'el controls causes interruption 
of P-C cycling provided that no higher priority 
requests ore waiting_ 

e Data is transferred to or from the core address 
that is addressed by CAR 2 via either In or Out 
bus. 

• Incrementing of CAR 2 take. place so next data 
table location will be addressed an next 1442 ' 
cycle steal cycle. 

• Normal P-C cycling resumes at the end of cycle 
.teal unless another CS reque.t i. waiting. 

Assume XIO Operation 
• Initial ize Read or } Channel operation. 
• Initialize Write involving cycle .teal. 

Service only highest 
priority I/o making 
CS Request 

Control Word 
I Area I Funct I Modified In B-Reg 

Data flow. from B-Reg to 
Channel Data Bu. to 
Out-Bu. to I/O unit 

XIO Data Cycle taken 
during E2 cycle on initiate 
read or write operations. 

10CC Address word i. 
address of first word of 
data table associated with 
.elected I 0 unit. 

Selected I/O unit (1442) 
senDs back CS Ack and 
CS Control I lines which 
sets Channel Data Bus to 
the selected CAR. 

A CAR CHECK at T6 indicates 
the contents of CAR 2 were not 
equal to the 10CC word on the 
channe I Data Bus. 

Set CS Request Level FF. 
FF remains on until priority 
allows request to be honored 

CS Level 8, for example, can return Ack to 
the I/O and gate out CAR 8 only when all 
higher_priority CS requests have been honored 



CS Ctrl 2, not 0 from 
I/O raises Gate In Bus 
and I/O to B-Reg Gate. 

CYCLE 
STEAL 
CYCLE 

No 

Yes 

Ack to I/o unit 

Block T -Clock to stop P-C cycle 
Start X-Clock. Storage Cycle results 
Gate CAR 2 to Star Addr In Bus and CAB 
Block M-Reg (SAR) Star Addr In Bus 
Block Interrupt Palling 

I/O UNITS-

CS Conlrot'Signals to Channel Controls 

Gote word count (ht 
word in data table 
addressed by CAR 2) 
to Out 8 .... 

X4 

X4 

1442 does not use word 
count 

No request and Set CS 
Level SPD 

Force branch if 
interrupt request. 

Set Word Count in 
, Word Counter 
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DATA CHANNEL CIRCUITS 
1442'CYCLE STEAL REQUEST AND ; 

g 

~ 
AcKNOWLEDGE CIRCUITS 

, ,/ 
, ;-

, .I 
Initlollze ,/ 

Write Address 

a: 
The direction of the cs ~ ~ 
A¢k slgnol during the cIota ' -'w 
cycle Is OppQ$ite to the z 
dlrectlon during CS cycles, :i 

,'~~ 
Dot C1AC:kto'CI,"0~' To wired l~giC 
OR , 'in other 1/9 unit. 

ffil f \ es ----I~I< WL Cycle V 
~
Reod or , Set 

, A Register 
XIO I 

It''l A"k X ~ : ___ ...::S~te=o;..1 :::A::,:ck::..O::--¥-_ ........ 

I~CsA~m "Lot ,~ Dot 
chonnel --em 't. CE Test OR 

o ___ ~~C~S~A~c~k~O_~ 

Data ,'---I 

Cyc:I~ 

(To WL - Display) 
~~--~~~~~~~ .... ~ 

Cycle Steal Ack 

CS Ack 

Cycle Steal Level 0 

A Ff 
,.......--...... -i 

~SetCS 
.l.iTR~2 ...... __ -oI-Io- Request 

CS Request -'w~ ___ -.:::C,::.S ,;.:Re::,:eo1:,u:::;es:,:.t,:.L,::.ev:::e:,:.1 .:::O __ --4~-I N t--,..--L-........... -JJ-I-J 

~ CS Poll ins Latch DC Reset 

L-~ 

" Cycle Steal Re~ue.t 

(Not)jPL Mode EJ-~ 
t A ~ 

fX~IO~~~n~c~h~ __ 4-__ -r~--' ~~--r-'r--FF--~~ ~ 
::;Reod=,,:::S.:;lS',-=Go=le:"""+-Ir- l-4---I A ul 

IA OR 1'1-- z 
iNotl Pock Mode A ~ 
fitst Read Cy L..-'-- - " 
nme Pulse 8 a 

r' 

~ 
0: 

X6 ar T 6 X7 or T7 XO or 
A B A B A 

~j~t~~;t;:~1f~ ... SetCyc;le SteoiLevel SPD 
I ~ X-ClockAdvSPD 

(Any CS Level or~ 
Timer CS Cycle) 
Causes X-Clock Adv 

icycle Steal Level l Aekor Active 
Ie!:> Ac:k eve I 

j!! Wl Cycle V 
:!! Steal Ack 1 ey"le Steollevel I Active 
ul~-~~~~~~~--.-~--~~~~~~~~~---rIT-===~-, 
z Oat 
:i CE Te.t CS OR A 
5 ____ ~A=ck~1~-~ 
g 

A B 
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w (To WL - Di.play) 
~~--~~~~~~~.-~ 

ffi CS Request Level I 
~----~--------~~~~~~~t-lf~--~ ul "'---_-1 A Ff 

I '- J;;l L '""; 
e U DC Reset I 
~ 

Cycle Steal 

level J .. 

" l::' 
j!! 
~ 

Cycle Steal level e A"k or Active 

-' w z z 

" :z: 

" 
g CS A.;k Level e 
~ V . {Not lmer CYJ;le or CS levers 0-5 
0: {Not Cycle Steal Lel/e 6 
~ Wl Cycle Not Cvcle Steol level 7 
~1~ __ ~~S~te~a~I~A~c~k~8~~~~~~~ ________ ~C~:y~,c~le~St~ea~IWl=e~ve~IW8~Ac~t~II~~~ 

z ~ U ~ CE Te.t CS OR fiTimet CYCle or CS levels ()..5 -
~ Ack 8 CVcle Steol Level 6 
g~---~~--------~ leve A 
~1~~ _____ (T_o_W_L __ -_D_is_p_la_y_)~~ 

~1 ___ ~ __ ~C~S~R~eq~U~e~.t~L=ev~e~I~8~ __ -.~ ____________ ~lf-8~-,_~rC~~~Ecl~e~S~te~a~1 ul , A FF level 8 
~ ~-------1~~ 

5 L.r:t L.,. ~ 
" -t::r DC Reset I 



CAR 0 CONTROLS CAR 0 
Bit 15 AR 0 Bit 15 

A A 

Display CAR 0 ____ .- -Dl$playConsole A Gate Out 
I~~~~~~ OR~C~A~R~O~ __ ~4-~~ ____________ -4 __ ~ 

X701 A 

Increment 
CAR X4 

CAR Reo .. t 

-
A 

A 

Increment 
CAR 0 

Reset CAR 0 

CAR 1 CONTROLS 

A 

, 

A 

Set CAR 1 SPD 

OR 
Got .. Out CAR I 

Reset 
CAR I 

CAR 8 CONTROLS 

A 
et CAR 8 SPD 

i=~ 
..: 
I­
..: 
Cl 

OR Gate Out ,CAR 8 ~ 

-H-+-I~--f A 

X701 

~lncrement CAR 8 

Cycle St",,1 level 8 

A 
Reo.t CAR 8 

F 

z 
..: 
J: 
U 

G 

From CAR 0 Bit 1 

BitO AR 0 Sit 0 

r-H- A FF 

41--~ 

Gale Aux A "CAR 0 
Storage Set tJ A 

+-",.--...,.--11 L A FF 
GateAu" 11-
Storage Reset r; 

'------Ill-

CAR 1 

CAR 8 

Expanded Data Channels (CAR'S 9-14) 
are not shown as their operation is 
simular to CAR'S 0-8. 

SS 

Xl--! SPD Set CAR Buffer SPD 

X7 N 
Reset CAR Buffer X7 1 lAo, C; C •••• • Timer CS Cycle} 

H 

.;,M;,;.;,;R;,:e9::.;,B i.ts;.0 .. -.1,;;,5_-r-:-r • Star Addr 
- A In Bus 
Chan Addr 
Bits 0-15-" 

CAR BUFFER 
CAR ° Dot Chanrnl Addre" 
Bit 15 OR 8it 15 

Bit r l"" ~fer 
from B1I 15 I 
CAR 1-8, j::e. r-
r----I' A Ff , 

-
CAR output far selected 
CS reque$! levet is ploced 
dIrect I y an Channel 
Addre" Bus ta ovoid C;f-

, cUihlelays of CAR buffer. 
The CAR buffer keeps 
storage ,elect If nes up 
unlll lote In cycle to 
QUOW tIme to increment 
the CAR lust used. 

IrAR 0 
IQ';'t'A Dot 
]'" ux OR Addres. Bit ~ 

~~~"------~ 
15 fram I 
CAR L....~r---"1-i 
1-8 I~ FF 

or) 

I 
0 

'" I-
;;; 

'" ::::> 
'" 
'" '" w 

"" Cl 
Cl 
..: 
--' 

Z 
Z 
..: 
J: 
u 

J 

- _ OR Bits 0-15 

A 

~ 
~ ." 

~ 
." 
." « 

I~ " Ie Ol 

0 Ie 
~ 0 

ig Vi 
c 

~ 
c 

..<: 
U 

" " k~ c 
<.9 

K L 

1206965 1 
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DATA CHANNEL CIRCUITS (Cont.) 

A 

-' w z 
z 

" 5 COMMON CAR CONTROLS 
g 14 T6 (or) X4 XI1 
w 

; _B_Ph_"'_"_pow_e_' ____ -lJ A I A SPD (Set CAR) 

~ (Not) CS C""tral 2 ~ 
!!i <..S <"MtrQ I ..---. Ine,eIMn' 

~~_I_w_ay~s+a-t-n-a-t-fu-r-I-44-2~}-C-S-C-o-nt-ro-I-O--~1~ __ --~\~N'a~t~~S~OO~I~ro~~--~1 OR ~+~---------~~X~4~······A· II CARX4 

L-....:.Se:.;I...,:A..:;d:..:d:.;re:..:s:js :.:.Re::.;g:;.is:.:.te:.;r ____ ... _c=-s::....::C:.;an.:.:l:.;ra:.:.l...:l ____ I~ CS Contrail A 1-.[""'" ~:"-I.:::CA=R..::G::.::O""t.=--__t 
~ XJ234 (X3 or T3) A 

CAR Reset 

~ 
a: Time Pulse A T1234 or I 

CS Ack N CS Control 2 i .' GATE IN BUS TO 
Any Cvda Steel Cycle 

(Initiate) XIO Read {latch A t g - CHANNEL DATA BUS I""""'='"""'=..:<!.!'~="'---------
XIO Read CS _.--w 

CY 

line 
a I 

0 a 
a a 
a 
0 

0 

0 

Si no! Name 
Time Pulse A 

Time Pulse B 

Acknowledge ; 
>-
~ 

~ 
z 
z 

" :J: 

~ 
g 
w 
U 

Out Bus 

I 
~ 
>-z 

Channel Out Bus Bits 0-15 

-' w z Gote In Bus --z 
In Bus 

I 
" :J: 

t ~ 
g 

Channel In Bus Bits 0-15 

l--
A 

CLE STEAL CONTROL LI NE CODE 
w 
u ;:: Set Inlerrupt BSI Op A 

2 

0 

1 

a 
1 

0 

I 

0 

I 

ACTION 

B-Reg _ Oul Bus 

In Bus _B-Reg 

B-Reg _CAR 

In Bus-CAR 

B-Reg _ Out Bus 

B-Reg _ Oul Bus 

CAR Check 

B-Reg _ Out Bus 

Incr CAR 

Yes 

'Yes 

No 

No 

Yes 

No 

Yes 

Yes 

XIO Control Cycle 

XIO Data Cycle 

a: 
~ 
~ 
-' w 
z z 

" :J: 

~ 
g 
-' w 
Z 
Z 

" :J: 
U 
w 

W~a: 

l--; OR~ 
Gate Program Switches 

Gate Bil Switches l--; 
I ..J!JttIIf' B-Reoiste, 91 Is 0-15 

GATE B·REG TO 
CHANNEL DATA BUS 

A 

{Noi) Gale lliletrupl Addre$> Gale B-Reg 

~ -8 ~it. S·15 } 

~ (Not) Gate 8it Swltche. L -A I-~l .. :G=o.;,;ttee;.. BB;;,.--.;,;RR.;,; .. g:2. . .;,;B...,:its,;....:;,O • ...,:7_ 
~ Not Gate Prooram Sw1tch.,. 
~ (Not Any InlerruDt Req 

z 

" 
XIO Control Cycle 

XIO Data Cycle 

- FUNCTION 
REGISTER 
AND DECODE I'. I 

CAR Check/Parity Error CAR Check Parity Error cv-
~~~~~~~---~I~~~~~~~~~-~~-~ 2 

~ 
SPD . , ait 11 

~
SetChn -......;;.;,;..;;---

" Time Pulse A :x: 
~Ti~m-e~p~u'ls-e~B---------r~~----~ 
Time Pulse C L.- ~ 

Time Pulse Time Pulse A 
A.B.C- T1234or X1234 

S5 Funct 
N Reg SPC 

T or X Clock 

I ~I---l 
L-______ Ii~~----~ 

Generation Time Pulse B 
T3456 or X3456 
Time Pulse C Bit 7 

0123456701234567 -' w 
z 
:;: 
~ 
u 

g 

TXOI and TX45 

SPD 

N SS 
Reset Channel Function 

Time Pulse C .......... _ ...... __ ... _ .............. -_-............ -_ ... __ -'-' 
Reg SDD 
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E ~ 
Cycle Steal Levelh7:;---1:r;;L 
Cycle Steal Level 6 ~ 

Cycle Steal Level 5 
Cycle Steal Level 4 

OR 
Cycle Steal Level 3 

H 

-B Gate M Reg Storage Address 

Gate Chan Storage Address 
Any Cycle 
Steal Cycle {Block T -Clock 

~ A ]OR 

B Phase Power J 
X7 

Timer CS Cycle 

FL 
VI 

ill 
'" o o « 

Storage Control 
Block InterruDt Rea 

From Storage 

GATE CHANNEL 
DATA BUS (IN BUS)" 
'TO B-REGISTER 

,TO 

DC Reset 

Function (Not' Wi ~Not} Initialize Recod 
Regi,ster ~ A N Dot: 

.+:8:::it.:.5:..r .... r'""-..... __ 4+~ .. B·tl.t..::.t5 ' XlO Input 
r-- FF A Ftmctlo~ (R....t 

SPD 
Chnl Bus to B-Reg SPD 

~ 
r A 

-' w 
Z z « :z: 
U 

B-Register 

~ 

~70R~--I 
l'--r-

A 

15 
'--

To Storage 

1>---" 

_ •• ~".; Y:,:,at::;d::.L..'Yrc:::;'I'f<K:.::...".. ________ -L...J j 

Go to E Cyc(6$ 

XIOOp J A 
TOPwrd II .. 

XIO Data Cycle 
XIO Contra CyC e 

X,OCYCLE J 
CONTROL Chi ~ XIO 

Ff II:-.ontrol loycl. 
(EI) ~ ~ l r=====il r-l..2:J~:: :;'.~~ or 

r- A I Pcsitlon- II l(Not) P;;;;;;: iU, Swltche$ Sel LJ L r--:- _ 
++-LJ-'L--....-J---rr"il 5 (, 7 FUNCTION E2 Cycle n.· Active otTO ,..-...... _--'" 

"1-"- A 
r--; A -

(, 0 0 1 W,lte Chnl Function RdorWr I-- ,A of E3 Cycle I .-
o I 0 R....t ' ,-,,' I Oil IH-=':':'~--1t-----ir+:-i ' I Doto eye: 

FF 0 I 1 Sense hlterruot ""--L- IPL T.;;.t , [J FF 

o 0 II_Con;;;.;.;,.;.;koI,,-"_ ' 4 .. ~ 'r fL 
El CI'cleP "A Ac:tlveotTOJ, ....--

y ',,- of fa Cycle '" 

lG-C:=r:l7 l'wrd I-- ' 

'II 1-....;...----' 
A I'Itase ' I -

I 0 I 
Inltiolla Write 

~ 1 I 0 
Inlt1ali~ R....t 

I I t Sense Devlc:e -
" 

~COder 

.,~ 
, , 

~,~ -
I DC Reset 

XIO Data 

Cycle (E2 on 
Initiate Rd 
orWr) 
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AREA FEATURE 

Consolo Interrupt 

Intervol Timen 

0 
Data Entry Switches 

Sense Switches 

I (1st) 1816 Printer-Keyboard 
15 (2nd) 1053 Printer 

2 (1st) 
17 (2nd) 1442 Card Read Punch 

1054/1055 Paper Tape 
3 Reader/Punch 

1810 Disk Storage 
4 1st Drive 
8 2nd Drive 
9 3rd Drive 

5 1627 Plotter 

6 1443 Printer 

Analog Input 

10 (1st) 
16 (2nd) 

Comparator 

Digital Input 

II 

PISW 

Digital and Analog 
12 Output 

S/36O Adapt.r 

13 

Adopter Word Counter 

14 
Tape Control Unit 

TCU Word Counter 

• Interrupt Conditions 

Active Only in CE tv\ode 

0 I 2 3 4 

· Interrupt 
Request 

· · Timer Timer Timer 
A B C 

0 I 2 3 4 

.- Sense .. .-
0 I 2 3 4 

• Printer Keyboard · Printer 
Service Service Keyboord Busy 
Response Response Request 

(1816) (1816) 

· last 
Error Card Operation 

Complete 

PT Reader • PT PT • PT PT 
Any Reader Punch Punch Reader 
Error Service Parity Service Busy 

Request Error Request 

· Disk Disk 
Any Operation Not Busy Carriage 
Error Complete Ready (R;WorCtrl) Home 

· Parity 
Service 
Response 

Error 

· · 
Transfer Error Printer Channel Channel 

Complete Complete 9 12 

· · · DPC DPC Storoge Parity 
End of SS Con v Rly Conv Protect Control 
Table Complete Complete Violation Error 

· · High Low · AMAR 
Out of Out of Overload SS MPX 
limit limit · · · · Storage 01 
Parity Protect Scan Command 
Error Violation Complete Reject .. 
· Pulse * D&A * Data 
Parity Output Out Sccn Command Channel 
Error Timer Complete Reiect Active 

· · 1800 360 · · Command Command Command Halt Data 
Reject Stored Stored Check .. 

Tape · · Unit 1 Command End of 
Chain 

Select Reject Table 
Stop 

00 = True Count 
11 = 1'5 Complement .. 

5 6 7 8 9 10 

5 6 7 8 9 10 

Program .. .-
5 6 7 8 9 10 

Printer Keybomd Storage Keyboard Printer 
Not Not Protect Parity Parity 
Ready Ready Violation Error Error 

(1816) (1816) (1816) 

Storage Feed Check 
Parity Read 
Error Protect 

Violation Station 

PT PT PT PT PT tCE PT 
Reader Punch Punch Reader Reader Reader 
Not Busy Not Parity Storage Busy 
Ready Ready Error Protect 

Storage Write 
Parity Protect Data Select Data 
Error Error Error Error Overrun 

tCE 
Channel Carriage Parity I Busy . 

Cyc Steal DPC Parity . 
Overlap SS,AMAR Reloy Doto 

Error Overload Conflict Busy Busy 

AMAR AMAR AMAR AMAR AMAR 
512 256 128 64 32 

Process Interrupt Points (Customer Assigned Groups) 

. 
Storage . . 
Protect Trarufer End of .-
Violation End Table 

Word Count 

Storage 
Tape 

Data Bus 
Data . CE 

Protect 
Dato 

Out or P-C 
Overrun Operation Diagnostic 

Violation 
Error 

Parity 
Error Complete Indicator 

Stop Error 

Word Count 

II 12 13 

II 12 13 

CE Sense 
II 12 13 

tCE tCE 

Busy Not 
Ready 

tCE tCE 

Busy Not 
Ready 

tCE PT tCE PT tCE PT 
Reader Punch Punch 
Not Rdy Busy Not Rdy 

tCE 
tCE 

Not 
Ready Busy 

teE tCE 
Not Busy 
Ready 

tCE tCE Printer 
Printer Not Carriage 

Busy Ready Busy 

AMAR AMAR AMAR 
16 8 4 

360 Command Byte 

Wrong At Tape 
length Lood Indicator 
Record Point or Mark 

14 

14 

14 

Busy 

Sector 
Count 
High 

Busy 

Printer 
Busy 

AMAR 
2 

Tape 
Busy or 
Rewind 

15 

15 

.. 
15 

Not 
Ready 

Sector 
Count 
Low 

Not 
Ready 

Printer 
Not 
Ready 

Any 
Error 

AMAR 
I 

01 
Busy 

... 
D/AO 
Busy 

.. 

.. 
Tope 
Busy or 
Not Ready .. 

» 
"0 
"0 
CD 
::s 
c. -. 
>< 
(") . 
o 
CD 
< -. n 
CD 

~ 
r+ 
C 
en 

~ o ... 
C. 
en 



Appendix D. 1801/1802 I/O Adapter Interfaces 

III II 
End of line +12V 

Ready +12V 

CRLFT (Carrier Return line Feed Tab) +12V 

Upper Case Contact +12V 

+48V +48V 

+48V +48V 

0 Ground 
Motor On +12V 

Printer Cam +12V 

+48V +48V 

+48V +48V 

·a 
Backspace OV OV RI 

R2 OV 

line Feed OV OV R5 

Space OV 
OV R2A 

OV Upper Case 

Tab OV 
OV Lower Case 

Carrier Return OV 
0 Ground 

Au" OV 
OV Drop Motor Relay 

T1 OV 
OV Red 

T2 OV 

+12V +12V 

OV Black 

o Ground Shield 

Note: Internal drivers that appear in the G and J portions 
of the interface are OV when turned on and 48V when turned off. 

1801 or 1802 Signal Panel Connector Locations 

Printer Unit Connector Printer Unit Connector 

1st, 1816 or 1053 R9 5th, 1816 or 1053 S9 
2nd, 1053 R7 6th, 1053 S7 
3rd, 1053 R6 
4th, 1053 R5 

7th, 1053 S6 
8th, 1053 S5 

Printer Interface Pin Assignments, 1053/1816 Appendix D 85 



II 
Kybd Reenter Field +12V 

K ybd Contact 12 +12V 

K ybd Contact 11 +12V 

K ybd Contact 0 +12V 

K ybd Cantact 1 +12V 

K ybd Contact 2 +12V 

Kybd Contact 3 +12V 

K ybd Contact 4 +12V 

Keyboard Restore Magnet OV 

K ybd Ca"ntact 5 +12V 

K ybd Contact 6 +12V 

• 

o Graund 
1816 Keyboard signals are +12V (up) and -12V (down). 

1801 or 1802 Signal Panel Cannector locations: 

1st 1816 Keyboard, Connectar R8 
2nd 1816 Keyboard, Connector S8 

Keyboard Interface Pin Assignments, 1816 

86 

II 
+12V K ybd Contact 7 

OV Keyboard Proceed lomp 

+12V K ybd Contact 8 

+12V K ybd Contact 9 

+12V Kybd Space 

+12V Kybd End Field 

0 Ground 

+12V Kybd Reenter Char 

+12V Kybd Interrupt Req Key 

+12V K ybd Restore Key 

1+12V Kybd Ready 

II 



DO Bus Address Bit 15 

DO Bus Address Bit 14 

DO Bus Address Bit 13 

DO Bus Address Bit 12 

DO Bus Address Bit 11 

DO Bus Address Bit 10 

DO Bus Address Bit 9 

Spare 

Spore 

Spare 

DO Bus Data Bit a 

DO Bus Data Bit 1 

DO Bus Data Bit 2 

DO Bus Data Bit 3 

DO Bus Data Bit 4 

DO Bus Data Bit 5 

DO Bus Data Bit 6 

DO Bus Data Bit 7 

DO Bus Data Bit 8 

DO Bus Data Bit 9 

• Signal (Standard SLT) 
o Ground Shield 

II 
• 
• 
• 

• 

• 

• 

• 
• 

• 

• 

• • 
• 
• 

• 

• 

• 
• 

• 

• 
• 

•• _. 
• _. ••••• ••.. :. 
••• .-••• ·0' 
.(Ij~ 
•• •••• a .:: .. 
• •• •• •• •• •• • 

Digital Output Interface Pin Assignments, Connector Q3 

" 

• DO Bus Data Load 

• DO Bus Data Reset 

• DO Bus Moster Reset 

• DO Bus Load AO Output 

• DO Bus Pulse Output Reset 

0 Ground 

• Spare 

• Spare 

• Spare 

• Spore 

• Spare 

1m 
• DO Bus Data Bit 10 

• DO Bus Data Bit 11 

• DO Bus Data Bit 12 

• DO Bus Data Bit 13 

• DO Bus Data Bit 14 

0 Ground 

• DO Bus Data Bit 15 

• Spare 

• Spare 

• Spare 

• Spare 
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AO Bus Address Bit 15 

AO Bus Address Bit 14 

AO Bus Address Bit 13 

AO Bus Address Bit 12 

AO Bus Address Bit 11 

AO Bus Address Bit 10 

AO Bus Address Bit 9 

Spare 

Spare 

Spare 

AO Bus Data Bit 0 

AO Bus Data Bit 1 

AO Bus Data Bit 2 

AO Bus Data Bit 3 

AO Bus Data Bit 4 

AO Bus Data Bit 5 

AO Bus Data Bit 6 

AO Bus Data Bit 7 

AO Bus Data Bit 8 

AO Bus Data Bit 9 

• Signal (Standard SLT) 
o Ground Shield 

II 
• 
• 
• 
• 

• 
• 
• 
• 

. -

• 
• 

• 

• 
• 
• 

• 
• 

• 

• 

• 
• 

Analog Output Interface Pin Assignments, Connector Q4 
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..• : .•. :.::: ::.t.':,: 
.. ':;'.:.'. 
: .... : 

........ :. 
~~~=~­
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::.J:.~:::.: ... ~:.: ..... : :::.":.' 
::::: ............ : ... :. 
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II 
• AO Bus Data Load 

• AO Bus Data Reset 

• AO Bus Master Reset 

• AO Bus Load AO Output 

• AO Bus Pu Ise Output Reset 

0 Ground 

• Spare 

• Spare 

• Spare 

• Spare 

• Spare 

II 
• AO Bus Data Bit 10 

• AO Bus Data Bit 11 

• AO Bus Data Bit 12 

• AO Bus Data Bit 13 

• AO Bus Data Bit 14 

0 Ground 

• AO Bus Data Bit 15 

• Spare 

• Spare 

• Spare 

• Spare 



DC Reset to Read Point 

Add,e" Valid 

Pulse Counter Reset 

Spare 

Spare 

Spare 

Spare 

Spare 

Spare 

Spare 

Digital Input Nat Bit 0 

Digital Input Not Bit I 

Digital Input Nat Bit 2 

Digital Input Not Bit 3 

Digital Input Not Bit 4 

Digital Input Nat Bit 5 

Digital Input Not Bit 6 

Digital Input Not Bit 7 

Digital Input Not Bit 8 

Digital Input Not Bit 9 

• Signal (Standard SLT) 
o Ground Shield 

II 
• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

II 
• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

Digital Input Interface Pin Assignments, Connector PI 

_. 
-_. 

•• • • --• 

• • 
• •• 

• Read Address Bit 10 

• Read Address Bit 11 

• Read Address Bi t 12 

• Read Address Bit 13 

• Read Address Bit 14 

0 Ground 

• Read Address Bit 15 

• Spare 

• Spare 

• Spare 

• Spare 

• • Digital Input Not Bit 10 

• Digital Input Not Bit II 

• Digital Input Not Bit 12 

• Digital Input Not Bit 13 

• Digital Input Nat Bit 14 

0 Ground 

• Digital Input Not Bit 15 

• Spare 

• Spare 

• Spare 

• Spare 
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Out Bus Bit 0 to Process Interrupt 

Out Bus Bit 1 to Process Interrupt 

Out Bus Bit 2 to Process Interrupt 

Out Bus Bit 3 to Process Interrupt 

Out Bus Bit 4 to Process Interrupt 

Out Bus Bit 5 to Process Interrupt 

Out Bus Bit 6 to Process Interrupt 

Out Bus Bit 7 to Process Interrupt 

Out Bus Bit 8 to Process Interrupt 

Out Bus Bit 9 to Process Interrupt 

Process Interrupt Bit 0 

Process Interrupt Bit 1 

Process Interrupt Bit 2 

Process Interrupt Bit 3 

Process Interrupt Bi t 4 

Process Interrupt Bit 5 

Process Interrupt Bit 6 

Process Interrupt Bit 7 

Process Interrupt Bit 8 

Process Interrupt Bit 9 

• 5 i gna I (Standard S L T) 
o Ground Shield 

· , II 
• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• • 

• 

• 

• 

• 

• 

• 

• 

• 

• 

Process Interrupt Interface Pin Assignments, Connector P2 
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• 

• 

• 
• 

• 
0 

• 

• 
• 

• 

• 

• 

• 

• 
• 

• 
0 

• 

• 
• 

• 

• 

Out Bus Bit 10 to Process Interrupt 

Out Bus Bit 11 to Process Interrupt 

Out Bus Bit 12 to Process Interrupt 

Out Bus Bit 13 to Process Interrupt 

Out Bus Bit 14 to Process Interrupt 

Ground 

Out Bus Bit 15 to Process Interrupt 

Device Sense Operation Gate 

I L5W Operation Gate 

DC Reset to Process Interrupt 

Interrupt Address Bit 11 

Process Interrupt Bit 10 

Process Interrupt Bit 11 

Process Interrupt Bit 12 

Process Interrupt Bit 13 

Process Interrupt Bit 14 

Graund 

Process Interrupt Bit 15 

Interrupt Address Bit 12 

Interrupt Address Bit 13 

Interrupt Address Bit 14 

Interrupt Address Bit 15 



Process Interrupt 0 

Process Interrupt I 

Process Interrupt 2 

Process Interrupt 3 

Process Interrupt 4 

Process Interrupt 5 

Process Interrupt 6 

Process Interrupt 7 

Process Interrupt 8 

Process Interrupt 9 

Process Interrupt 12 

Process Interrupt 13 

Process Interrupt 14 

Process Interrupt 15 

Process Interrupt 16 

Process Interrupt 17 

Process Interrupt 18 

Process Interrupt 19 

Process Interrupt 20 

Process Interrupt 21 

• Signol (Standard SLT) 
o Ground Shield 

DB 
• 

• 

• 

• 

• 

• 
• 

• 

• 
• 

• • 

• 

• 

• 

• 

• 

• 

• 

• 

• 

Process Interrupt Interface Pin Assignments, Connector P3 
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D 
• 

• 
• 

• 

• 
0 

• 

• 

• 

• 
• 

• 

• 

• 

• 

• 

0 

• 

• 

• 

• 

• 

Process Interrupt 10 

Process Interrupt II 

Spare 

Spare 

Spare 

Ground 

Spare 

Spare 

Spare 

Spare 

Spare 

Process Interrupt 22 

Process Interrupt 23 

Spare 

Spare 

Spare 

Ground 

Spare 

Spare 

Spare 

Spare 

Spare 
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Ground 

Reod Select for Tape Drive 0 

Ground 

Read Select for Tape Drive 1 

Ground 

Not Ready for Tape Drive 0 

Ground 

Not Ready for Tape Drive 1 

• Signal (Standard SLT) 
o Ground Shield 

II 
? 
1 

? 
1 

• 

? 
! 

9 
l 

' .• 
'.111. 
·IID:_ ...... ,-. 
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Ground 

Go 

Ground 

Backward 

Ground 

Set Write Status 

Ground 

Sat Read Status 

Write Pu Ise Can Irol 

Ground 

Ground 

Write Bus P 

Ground 

Write Bus 0 

Ground 

Write Bus 1 

Graund 

Write Bus 2 

Write Bus 3 

Ground 
, 

• Signal (Standard SLT) 
a Ground Shield 

• " 

9 
! 

? 
~ 

? 
! 

? 
! 

T 
6 

• ? 
! 

? 
! 

9 
1 

9 
! 

T 
6 

Magnetic Tape Interface Pin Assignments, Connector Q6 

~ 

T Rewind 

6 Ground 

~ Ground 

! Rewind Unload 

? Ground 

! Meter Out 

• 2400 Modell, 2 and 3 

a 

T Write Bus 4 

6 Ground 

T 
Write Bus 5 

6 Ground 

f Ground 

! Write Bus 6 

? Ground 

! 
, 

Write Bus 7 

? Ground 

! Write Pulse 
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Ground 

IvIod 3 

Ground 

IvIod 2 

Ground 

IvIod I 

Ground 

7 Track 

Se lect + Read Status 

Ground 

Ground 

Read Bus P 

Ground 

Read Bus 0 

Ground 

Read Bus I 

Ground 

Read Bus 2 

Read Bus 3 

Ground 

• Signal (Standard SLT) 
o Ground Shield 

• ? 
~ 

? 
~ 

? 
! 

? 
! 

i 
6 

II 
? 

* 1 

* 
1 

/ , 
( 

V' .-, 

~ 
6 

)( Amplifier Analog Signal approximately lOY peak to peak. 
\ 

Magnetic Tape Interface Pin Assignments, Connector Q7 
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II 

T Select + Load Point 

6 Ground 

T Backward Status 

b Ground 

? Ground 

! Select + Tape Ind Off 

? Ground 

~ Sel + NFPI 

• 
¥ Read Bus 4 

6 Ground 

)} Read Bus 5 

6 Ground 

? Ground 

* Read Bus 6 

? Ground 

* Reod Bus 7 

Ground 

Write Echo 



Read SCA 12 

Read SCA 0 

Read SCA 1 

Read SCA 3 

Read SCA 6 

Read SCA 8 

Read SCA 9 

Card Feed C B 1 

Card Feed CB 3 

Card Feed CB 4 

Punch CB 2 

Incr Drive CB B 

Punch Lamp Dark 

Punch Check Amp 11 

Punch Check Amp 2 

Punch Check Amp 4 

Punch Check Amp 5 

Punch Check Amp 7 

Start Switch 

NPRO Switch 

• Signal (Standard SLT) 
o Ground Shield 

II 
• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

II 
• 

• 

• 

• 

• 

• 

• 

• 

+5V 

+5V 

Note: G 12 & 13, and J 12 & 13 Switch Levels are 
+5V (up) and -3V (down). 

Connector P8(1442 #1) or P5(1442 #2) 

1442 Card Read-Punch Interface Pin Assignments, Connector P8 Dr P5 (1442 #2) (1442 #1) 

• Read SCA 11 

• Read SCA 2 

• Read SCA 4 

• Read SCA 5 

• Read SCA 7 

0 Ground 

• Read Emitter 1 

• Card Feed CB 2 

• Punch CB 1 

• Incr Drive CB A 

• Punch Check Amp 12 

• Punch Check Amp 0 

• Punch Check Amp 1 

• Punch Check Amp 3 

0 Ground 

• Punch Check Amp 6 

• Punch Check Amp 8 

• Punch Check Amp 9 

-3V Stop Switch 

+5V Hopper Empty Switch 
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Stacker Jam Switch 

Punch Magnet 12 

Punch Magnet 0 

Punch Magnet 2 

Punch Magnet 4 

Punch Magnet 6 

Punch Magnet 8 

Ready I ndi cator 

Misfeed Indicator 

Punch Station Jam Indicator 

Read Error Indicator 

Data Overrun 

Stacker Sel Magnet 

Motor Relay 

Incr Drive Magnet A 

• Signal (Standard SlT) 
o Grour,l Shield 

• -3V 

• 

• 

• 

• 

• 

• 

• • 

• 

• 

• 

• 

• 

• 

i;t=~??:; 
.. : .. : •.....• :./.::. 

.. 
• 

1442 Card Read-Punch Interface Pin Assignments, Connector P9 (1442 #1) or P6 (1442 #2) 

96 

• -3V Idle Relay Contact 

• Punch Magnet II 

• Punch Magnet I 

• Feed Clutch Mlsfeed Indicator 

• Punch Magnet 3 

0 Ground 

• Punch Magnet 5 

• Punch Magnet 7 

• Punch Magnet 9 

• Check Indicator 

• Read Station Jam Indicator 

• Stacker Jam Indicator 

• Punch Error Indicator 

0 Ground 

• Process Meter 

• Idle RelaY 

• Feed Clutch Relay 

• Incr Drive Magnet B 



Process Bi t C 

Process Bit A 

Process Bit 4 

Carriage Control 

Space Suppress 

Print Clock Control Trigger 

Time 015 - 030 

Time 105 - 000 

End of Form 

Carriage Channel 12 

Process Release 

Print Check 

Time 090 - 000 

• Signal (Standard S IT) 
o Ground Shield 

rm ".\<. 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 
• 

• 

1443 Printer Interface Pin Assignments, Connector P7 

• .: 
. . .':- . . .. :: .. . . .":. .. 

-. -.:.,:: . ::::: 

.. :.' .'::.'. ": ." ..... • .: .. 
•••••••••• 

• Process Bit B 

• Process Bit 8 

• Process Bit 2 

• Process Bi t 1 

0 Ground 

• !vIeter On 

• Process + D C yc Ie 

II 

• Time 060 - 090 

• Print Check Reset 

• Carriage Busy 

• Carriage Channel 9 

0 Ground 

• Carriage Channel 1 

• Print Ready 

• Reset SCM 

• Inhibit Print Clock Reset 
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Appendix E. Analog I nput Interfaces 

Connector A-A2N7 

Spore 

Spore 

Spare 

XOO 

XOI 

X02 

X03 

X04 

X05 

• Signal (Standard SLT) 
o Graund Shield 

II 

+6V 

+6V 

+6V 

+6V 

+6V 

+6V 

,. 
+6V X06 

3 

+6~ X07 
4 

~ X08 

6 +6V X09 

7 +6V XlO 

8 
0 Ground 

9 
+6V X11 

1 +6V X12 

11 
+6"- X13 

12 
+6V XI4 

13 
+6\{ XI5 

1851 Solid State Multiplexer X Drive Lines 

Connectar A-A2A7 

Relay as x Drive 

XOO 

XOI 

X02 

X03 

X04 

X05 

• Signal (Standard SLT) 
o Graund Shield 

.- II 
2 +12V 

1+12V 
4 +12V 

5 
+12V 

6 +12V 

+12V 7 +12V 

8 
+12V 

+12V +12V 

+12V 1 +12V 

1 
+12V 

+12V I +12V 

+12V I +12V 

1851 Relay Multiplexer X Drive Lines 

98 Appendix E 

X06 

X07 

X08 

X09 

Xl0 

Xli 

X12 

X13 

X14 

X15 

Connector A-A2N6 

Spore 

Spore 

Spore 

YOOO-015 

--"'Ql6-031 

Y032-047 

Y048-063 

Y064-079 

YOBO-095 

• Signal (Standard SLT) 
o Ground Shield 

JD 

OV 

OV 

OV 

OV 

OV 

OV 

II 
OV Y096-111 

4 OV Y112-127 

OV Y12B-143 

OV YI44-159 

7 OV Y160-175 

0 Ground 

OV Y176-191 

1 o 
OV Y192-207 

1 
OV Y20B-223 

1 
OV Y224-239 

13 
OV Y240-255 

1851 Solid State Multiplexer Y Drive Lines 

Connector A-A2A6 

Spare 

Spore 

Spore 

YOOO-015 

YOI6-031 

Y032-047 

Y048-063 

Y064-079 

Y080-095 

• Signal (Standard SLT) 
o Ground Shield 

.-
2 

3 

i 4 

5 

6 

OV 
7 

OV 8 

OV 
9 

OV 110 

111 

OV 
112 

OV 113 

-OV Y096-111 

OV Y112-127 

OV YI2B-I43 

OV Y 144-159 

OV Y160-175 

0 Ground 

OV Y176-191 

OV Y192-207 

OV Y208-223 

OV Y224-239 

OV Y240-255 

1851 Relay Multiplexer Y Drive Lines, 000 to 255 



Connector A-A2A5 • Ell 
Spore : 2 rN Y352-367 

3 

Spore 4 
rN Y368-383 

.Spore 
5 

OV Y354-399 

6 rN Y400-415 

Y256-271 rN 7 rN Y416-43 I 

Y272-2S7 rN S 0 Ground 

Y2SS-303 rN 9 
rN Y432-447 

Y304-319 rN 110 OV Y448-463 

111 
rN Y464-479 

Y320-335 rN 112 rN Y480-495 

.Y336-35I rN 
113 

rN Y496-511 

o Signal (Standard SLT) 
o Ground Shield 

1851 Relay Multiplexer Y Drive Lines, 256 to 511 

Connector A-A2A3 

. Spore 

Spore 

Spare 

/ 

Y76S-783 

Y784-799 

YSOO-SI5 

YS16-S3I 

YS32-547 

YS48-S63 

• Signal (Standard SLT) 
o Ground Shield 

II 

rN 

rN 

OY 

OY 

OY 

rN 

III 
2 OY YS64-S79 

4 OY YSSO-S95 

OY Y896-911 

6 
rN Y912-927 

7 
rN Y92S-943 

S 
0 Ground 

9 
OY Y944-959 

10 
OY Y960-975 

I 
OY Y976-99I 

12 rN Y992-IOO7 

3 OY Y100S-1023 

1851 Relay Multiplexer Y Drive Lines, 768 to 1023 

Connector A-A2A4 

Spare 

Spore 

Spore 

Y512-527 

Y52S-543 

Y544-559 

Y560-575 

Y576-59I 

Y592-607 

• Signal (Standard SLT) 
o Ground Shield 

1m 

OY 

OY 

OY 

OY 

OY 

OY 

3 

4 

6 

7 

I o 

II 

I 

I 

lI! 
OY Y608-623 

OY Y624-639 

OY Y640:655 

OY Y656-671 

OY Y672-6S7 

0 Ground 

Oy Y68S-703 

OY Y704-719 

rN Y720-735 

OY Y736-751 

OY Y752-767 

1851 Relay Multiplexer Y Drive Lines, 512 to 767 

Connector A-B2A7 

+6 Vdc Current Limited 

Spore 

Spore 

Ground 

Ground 

Spore 

+30 Ydc SelVlce 

Spare 

-30 Ydc SelVice 

• Signal (Standard SLT) 
o Ground Shield 

== +6Y 

0 

0 

+3rN 

1-3rN 

1851 Multiplexer Power Cable 

1:1 
2 +6Y +6 Ydc Current Limited 

3 

14 Spore 

15 Spore 

16 _ Spore 

17 0 Ground 

;S 0 Ground (Not Used) 

! 9 Spore 

1
10 1+3rN +30 Vdc Service 

111 Spore 

112 Spore 

113 -3rN -30 Ydc SelVlce 
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ANALOG INPUT INTERFACE TIMING 

Relay Multiplexer 

Amplifier 

L .... r-T_o_ta_I_R_e-:l:-'ay7-Se_t_tl_in_g~Ti.fm.f-e_+It-B_lo_c_k_S_w_it_c_h_D_e_la...:y_-.. ...... I--____ c_on_v_e_rs_io_n _____ .... +_- Re lay End De lay 1-" / --~ 
8.9ms; 18flsec 14bit-44flS 800).ls 

Load Amplifier Start II bit - 36flS Reset 
Block Switch Conversion 8 bit - 29flS Drivers Load Relay 

X and Y Drivers X Driver 

~-----------~------___ Approximate 10ms ____________________ .... ~ 

Solid State Multiplexer 

Solid 
State~~It-----C-o-n-v-e-rs-io-n----~~~~-------D-u-ty~C~y_c_le_D_e_l_a~y ______ .... ~ 
Switch 14 bit - 44fls 50fls 
Delay II bit - 36fls 
IOflS 8 bit - 29fls 

Load 
Drivers 

End of 
Conversion 
Reset 
Drivers 

~-------------------Approximate 100flS----------------~~ 

ADC Modell Timing 

100 



Relay Multiplexer 

Pick 
X and Y 

End af 
Canversian 

~ ______________ --1~ ______ ~+-~ ________ ~~ _________ C~on~v~e~r~si~an~ ____________ ~~ ________ 800~sRelay ________ ~ 
18 fJsec 14 bit - 44 fJsec End Delay 8.9 ms: 

1.2 ms~ 

Load Relay 
Block Switch 

Load Relay 
X and Y 
Drivers 

Pi k 
Amplifier 
Block 
Switch 

Start 
Conversion 

(Hold Mode) 

.,... 

11 bit - 36 fJsec 
8 bit - 29 fJsec 

1...--3 jJSec 
I 
I 
I 

I 
Drop Amplifier 
Block Switch 

.. 1._---------------------------------------- Approxi mate Iy 10 ms 

Solid State Multiplexer 

Pick 

10 fJsec 

-r-
- :--- 3 ~sec 

I 

Start I 

Conversion I 
I 
1 

Drop X and Y Drivers 

X and Y 
Drivers 

Conversion 
14 bit - 44 fJsec 
11 bit - 36 \!Sec 
8 bit - 29 fJsec 

End of 
Conversion 

""1 .. _--------- Approximately 50 ms -------------+/ 

ADC Model 2 Timing 

Reset Relay 
Drivers 
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INDEX 

A Reqister 8 
Accumulator 

Extension Register 9 
Reqister 8 

Acknowledqe, Cycle-Steal 23 
Adapter, I/O 1,21 
ADC See Analoq-Digital converter 
ADC Timing 100 
Address 

Double Precision 5 
Field, Iacc 16 
Word 16 

Addressinq 7 
Air conditioninq 29 
Air Filtration 29 
Alterations and Attachments 66 
Analoq-Diqital Converter (ADC) 3 
Analoq Input (AI) 1 
Analoq Output 

Description 4 
Interface 88 

Area Field 16,59 
Arithmetic Factor Register 8 
A tmospher ic C ontaminan ts 29 
Attachments and Alterations 66 

B Reqister 8 
Binary Number 5 
BO Reqister 9 
Branch or Skip on Condition Instruction 

(BSC) 18 
Branch Out (BO) 7 
Branch Out Reqister 9 
BSC (Branch or Skip on Condition) 18 

C/OF Reqister 9 
Cable 

Connectors 36 
Description 36 
Specifications 65 

cablinq 
Schematic 39 
Siqnal 45 
Specifications 40 

CAR Check 27,23,28 
Carry Register 9 
CE Level Interrupt 19 
chaininq 

CAR Check 27 
Data Tables 28 
FUnctions 23 

Channel Description, I/O 
Channel Tirring Pulses 11 
Clearance Floor to Frame 
Clock 11 
Computer Room Conditions 
Conditions, Branch or Skip 

102 INDEX 

45 

29 
7 

Configuration, System 4 
Connector 

Cable 36 
Panel A, Power ]8 
Panel Loca tions 37 
Panels 37 
Power 36,46 
Power Input 45 
Signal 49 

contact Description 
Digital Input 3 
Electronic Operate 4 
Progress Interrupt 3 

Contaminants, Atmospheric 
Continuous SCan 23 
Control 

Command 16 
Cycle 15 
Function 18 
Lines, cycle-Steal 28 
Registers 9 
Word 16 

Conversion Time, ADC 3 
Core Storage Unit, 1803 
CPU stop Clock 58,54 
Cycle 

cycle-Steal 27 
E 14 
I 11 
IA 14 
XIO Control 15 
XIO Data 15 

Cyc le-S teal 
Acknowledge 23,45,54 
Control 28,54 
Cycle 21,27 
Example 24 
Request 21,45,54 

Cycle Times, storage 

D Register 
Data 

Chaining 
Cycle 15 

8 

26 

1 

Flow Basic Processor-Controller 
Flow Diagram 10 
Format 5 
Process ing I/O 
Table 27 

4 

Tables for Chaining 
Data Channel 

28 

21 

25 
76 

45 
22 

Controlled Operation 
Description 1 
Operation (Chaining) 
operation, Simplified 
Priority Assignment 
Storage Addressing 
Word Count Format 23 

DC Grounding Internal System 31 

9 



Descriptions, Feature 1 
Device status Word (DSW) 18,84 
Digital Input (DI) 

Description 3 
Interface 89 
Voltage Description 3 

Digital Output (DO) 
Description 4 
Interface 87 

Direct Address 14 
Direct Program Controlled Operation 
Displacement 5 
Double Precision Data Word 5 
Double-Word Instruction Format 7 
Driver 65 
Drivers and Receivers, Line 64 
DSW (see Device Status Word) 
DSW Indicators 20 

E (Execution Cycle) 14 
Effective Address {EA) 8,14,5 
Electrical Power Requirements 30 
Electrical Specifications 60 
Electronic Contact Operate Description 
Emergency Power Off (EPO) 70 
Environmental conditions 29 
Execute I/O (XIO) 

Description 16 
Timing 62 

Execution Cycle 14 
Execution, XIO 17 
External Interrupt Polling 20 
External Synchronization Description 
El, E2, E3 Cycles 15 

F Register 9 
Features, Standard 
Format 

(F) Bit 5 
Data 5 
Data Channel Word Count 23 
Instruction 5 
Register 9 

Function Field 16,59 

m 
Glossary 73 
Grounding 68,31 
Grounding Electrode Types 

m 
Hazardous Locations 

0 
I (Instruction Cycle) 
I/O Adapter 

Description 1,21 
Interfaces 85 

I/O Cable Routing 55 

30 

11 

31 

17 

4 

4,3 

I/O Channel 
Control Timing 61 
Description 1 
Interface Lines 54 
Interface Pin Assignments 50 
Signal and Power Paths 2 
Timing 60 

I/O Control Command (IOCC) 16 
I/O Interface Description 54 
I Register 9 
IA (Indirect Addressing) CYcle 14,8 
IA Register 9 
ILSW (see Interrupt Level Status Word) 
Impedance 60 
In Bus 54 
Index Register 8 
Indexing 8 
Indicators 

DSW 20 
Status 20 

Indirect Address (IA) 
Instruction 

Addre ss Register 
Cycle 9,11 
Format 

Double-Word 
Single-Word 

Set 7,8 

7,5 
5,6 

9 

Interface Lines 54 
Interfaces, I/O Adapter 
Internal Interrupt 19 
Interrupt 

Level 
Description 
Masking 19 

5,7, 14 

85 

Status Word (ILSW) . 18,21 
Table 19 

57 Poll A and B 
Polling 20 
Programmed 20,21 
Request Timing 63 

IOCC (See I/O Control Command) 
IPL Mode 57 
11 cycle 

Description 11 
Log ic Flow Cha rt 

12 Cycle 
Description 11 
Logic Flow Chart 

13,12 

14 

Keyboard Interface 86 

Lighting, Computer Room 30 
Lightning Protection 32 

M Register 
Machine 

cycles 
Language 
Operation 

11 

9 

5 
9 

INDEX 103 



Maqnetic Tape Inter face 92 
Mask Instruction 20 
Maskinq, Interrupt Level 19 
Meterinq 57 
Modifier Field, IOCC 17 
Multiplexer Overlap Description 3 
Multiplexer/R Control Description 3 
Multiplexer/S Control Description 3 

m 
Neqative Numbers 5 
Noise 60 

One's Conplement 5 
Op Code 5 
Operation (Op) Code Reqister 9 
Operation, Machine 9 
Operational sequence, Data Channel 25 
Operations Monitor Description 1 
Overflow Register 9 

Parity Bits 5" 
Parity Error 57 
Phase Rotation 32 
Pin Assiqnments, I/O Channel Interface 
Pollinq, External Interrupt 20 
FOsitive Numbers 5 
Power 

Cablinq 36 
Connectors 36,"6 
Distribution 30,68 
FailUre Protect Circuit 67 
Input Connector "5 

Power and Signal Paths, I/O Channel 2 
Power-Off Sequence 67 
Power-On Sequence 67 
Power Supply 

Control 67 
Locations 71 
Ratinqs 70 

Printer Interface 85 
Priority 

Assiqnment, Data Channel 45 
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