


















































































































































































































































































































































































































































































































































































































































































































































Adapters with PC 1/0 Bus 

Pin 811 - MEMW 
The memory write command line, when active (low), instructs the memory at the present 
address to store the data present on the data bus. The data on the data bus will be valid after 
the MEMW is active and must be held on the bus until the MEMW goes inactive. The address on 
the address bus must be valid prior to MEMW going active and must remain valid until the 
MEMW goes inactive. 

Pin 812 - MEMR 
The memory read command line, when active (low), instructs the memory at the present 
address to drive its data onto the data bus. The address on the address bus must be valid prior 
to the MEMR line going active and must remain valid during the read operation. The memory 
data must remain valid on the data bus until the MEMR line goes inactive. 

Pin 813 -lOW 
The input/output write command line, when active (low), instructs the I/O port at the present 
address to store the data present on the data bus. The address on the address bus must be 
valid prior to the lOW line going active and must remain valid during the write operation. The 
data on the data bus will be valid after the lOW line goes active and must remain valid until the 
lOW line goes inactive. 

Pin 814 -lOR 
The input/output read command line, when active (low), instructs the I/O port at the present 
address to drive its data onto the data bus. The address on the address bus must be valid prior 
to the lOR line going active and must remain valid during the read operation. The data on the 
data bus must be valid after the lOR line goes active and must remain valid until the lOR line 
goes inactive. 

Pin 819 - MREF 
The memory refresh line, when active (low) is used by the IBM PC system logic to indicate to 
the adapter that a memory refresh cycle is in progress. 
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Adapters with Micro Channel 

Token-Ring Network Adapters with Micro Channel 

Power 

The PC system with Micro Channel uses one voltage from the IBM Personal System/2, + 5 volts DC. 

Adapter 1/0 Pins 

The signal requirements are further explained in the Technical Reference provided with your computer. 

All circuit loads are no more than the equivalent of two LS TTL loads per pin. 

The pins at the PC system I/O connector are used as described in the following chart. 

Pin Dlr Card Driver Type Signal Name 

AOl I - CD Setup 

A02 I + MADE 24 

A03 PWR GND 

A04 I + All 

AOS I + A 10 

A06 I + A09 

AO? PWR + S Power 

AOa I + AOa 

A09 I + AO? 

Al0 I + A06 

All PWR + S Power 

A12 I + AOS 

A13 I + A04 

A14 I + A03 

A1S PWR + S Power 

A16 I + A02 

A17 I + A 01 

Ala I + AOO 

A19 --- + 12 Power 

A20 I - ADL 

A21 --- - PREEMPT 

A22 --- - BURST 

A23 --- -12 Power 

A24 --- + ARB 00 

A2S --- + ARB 01 

A26 --- + ARB 02 

Legend 
D/R Meaning D:2!. Meaning 

--- The pin is not used by the adapter. OC Open Collector or tri-state in open collector 
B Bidirectional line to/from the adapter. configuration 
I Input to the adapter. TP Totem Pole 
0 Output from the adapter. TS Tri-state 
PWR Power or Ground input to the adapter. 
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Adapters with Micro Channel 

Pin Dir Card Driver Type Signal Name 

A27 --- - 12 Power 

A28 --- + ARB 03 

A29 --- + ARB/-GNT 

A30 --- -TC 

A31 PWR + 5 Power 

A32 I - SO 

A33 I - S1 

A34 I + M/-IO 

A35 --- + 12 Power 

A36 0 TP + CD CHRDY 

A37 B TS + DOO 

A38 B TS + D 02 

A39 PWR + 5 Power 

A40 B TS + D05 

A41 B TS + D06 

A42 B TS + D 07 

A43 PWR GND 

A44 --- - DS 16 RTN 

A45 I - Refresh 

A46 Key 

A47 Key 

A48 PWR + 5 Power 

A49 B TS + D 10 

A50 B TS + D 11 

A51 B TS + D 13 

A52 --- + 12 Power 

A53 --- Reserved 

A54 I -SBHE 

A55 0 TP - CD OS 16 

A56 PWR + 5 Power 

A57 --- - IRQ 14 

A58 --- - IRQ 15 

B01 --- Audio GNO 

B02 --- Audio 

B03 PWR GND 

B04 --- OSC 

B05 PWR GNO 

B06 I + A 23 

B07 I + A 22 

Legend 
D/R Meaning ~ Meaning 

--- The pin is not used by the adapter. OC Open Collector or tri-state in open collector 
B Bidirectional line to/from the adapter. configuration 
I Input to the adapter. TP Totem Pole 
0 Output from the adapter. TS Tri-state 
PWR Power or Ground input to the adapter. 
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Adapters with Micro Channel 

Pin Dlr Card Driver Type Signal Name 

B08 I + A21 

B09 PWR GNO 

B10 I + A20 

B11 I + A 19 

B12 I + A 18 

B13 PWR GNO 

B14 I +A17 

B15 I + A 16 

B16 I + A 15 

B17 PWR GNO 

B18 I + A 14 

B19 I + A 13 

B20 I + A 12 

B21 PWR GNO 

B22 0 OC -IRQ 02 (09) 

B23 0 OC -IRQ 03 

B24 --- -IRQ 04 

B25 PWR GNO 

B26 --- -IRQ 05 

B27 --- -IRQ 06 

B28 --- -IRQ 07 

B29 PWR GNO 

B30 --- Reserved 

B31 --- Reserved 

B32 0 OC -CHCK (not used by Adapter/A) 

B33 PWR GNO 

B34 I -CMO 

B35 --- + CHROYRTN 

B36 0 TP - CO SFOBK 

B37 PWR GNO 

B38 B TS + 001 

B39 B TS + 003 

B40 B TS + 004 

B41 PWR GNO 

B42 I + CHRESET 

B43 --- Reserved 

844 --- Reserved 

845 PWR GNO 

B46 Key 

Legend 
D/R Meaning ~ Meaning 

--- The pin is not used by the adapter. OC Open Collector or tri-state in open collector 
B Bidirectional line to/from the adapter. configuration 
I Input to the adapter. TP Totem Pole 
0 Output from the adapter. TS Tri-state 
PWR Power or Ground input to the adapter. 
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Adapters with Micro Channel 

Pin Dir Card Driver Type Signal Name 

B47 Key 

B48 B TS + D 08 

B49 B TS + D 09 

B50 PWR GND 

B51 B TS + D 12 

B52 B TS + D 14 

B53 B TS + D 15 

B54 PWR GND 

B55 0 OC -IRQ 10 

B56 0 OC - IRQ 11 

B57 --- - IRQ 12 

B58 PWR GND 

Legend 
D/R Meaning !m! Meaning 

--- The pin is not used by the adapter. OC Open Collector or tri-state in open collector 
B Bidirectional line to/from the adapter. configuration 
I Input to the adapter. TP Totem Pole 
0 Output from the adapter. TS Tri-state 
PWR Power or Ground input to the adapter. 

Chapter 8. Token-Ring Network Adapters 8-9 



Token-Ring Network Adapter Cable 

Token-Ring Network Adapter Cable 

A cable is required to connect the TOken-Ring Network adapter to the cabling system used by the IBM 
Token-Ring Network. IBM PIN 6339098 is available for use with the IBM Cabling System. A cable with 
built-in filters housed in a nine-pin D-connector at the system unit end and a six-pin modular plug at the 
cabling end is available for type 3 media use. This cable is not available from IBM. Consult your IBM 
representative or local branch office for a I ist of suppliers. 

Figure 8-1. Adapter Cable 0 Connector 
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Table 8-1. PIN 6339098 Cable Schematic 

Adapter D Connector Pin Wire Number Wire Color Data Connector Pin Usage 

Shield (ground) 1 Shield Shield (ground) Ground 

1 4 Red Red Receive 

2 Reserved 

3 Reserved 

4 Reserved 

5 3 Black Black Transmit 

6 5 Green Green Receive 

7 Reserved 

8 Reserved 

9 2 Orange Orange Transmit 

Table 8-2. Type 3 Media Filter Schematic 

Adapter D connector Pin Wire Color 6·PIN Connector Pin Usage 

1 Orange 3 Receive 

2 Reserved 

3 Reserved 

4 Reserved 

5 Black 2 Transmit 

6 Blue 4 Receive 

7 Reserved 

8 Reserved 

9 Yellow 5 Transmit 
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Appendix A. Valid Commands 

The following charts show the valid commands found in control blocks. An X indicates what interface(s) the 
command may be directed to. Some commands sent to NETBIOS can request that the adapter complete 
the commaRd before allowing the application program to continue. An additional bit (high order) is 
included in the hexadecimal command code to request this wait for completion. 

Notes: 

1. Command codes not listed are reserved. 

2. The commands used to operate the adapter directly, without the adapter support software, are not 
listed here. See Chapter 7, "The Token-Ring Network Adapter Interface." 

DLC and Direct Interface Commands 

HEX 
PSEUDO COMMAND NAME Page Code CCB1 CCB2 CCB3 

BUFFER.FREE 3-3 27 x x x 

BUFFER.GET 3-4 26 x x x 

DIR.CLOSE.ADAPTER 3-25 04 x x x 

DIR.CLOSE.DIRECT 3-27 34 x x 

DIR.DEFINE.MIF.ENVIRONMENT 3-27 2B x 

DIR.INITIALIZE 3-29 20 x x x 

DIR.INTERRUPT 3-33 00 x x x 

DIR.MODIFY.OPEN.PARMS 3-33 01 x 

DlR.OPEN.ADAPTER 3-34 03 x x x 

DIR.OPEN.DIRECT 3-46 35 x x 

DIR.READ.LOG 3-47 08 x x x 

DIR.RESTORE.OPEN.PARMS 3-50 02 x 

DIR.SET.EXCEPTION.FLAGS 3-50 2D x x 

DIR.SET.FUNCTIONAL.ADDRESS 3-52 07 x x x 

DIR.SET.GROUP .ADDRESS 3-52 06 x x x 

DIR.SET.USER.APPENDAGE 3-53 2D x 

DIR.STATUS 3-54 21 x x x 

DIR.TIMER.CANCEL 3-57 23 x x x 

DIR.TIMER.CANCEL.GROUP 3-58 2C x x x 

OIR.TIMER.SET 3-59 22 x x x 

OLC.CLOSE.SAP 3-5 16 x x x 

OLC.CLOSE.ST ATION 3-6 1A x x x 

OLC.CONNECT .ST ATION 3-7 1B x x x 

DLC.FLOW.CONTROL 3-8 10 x x x 

DLC.MODIFY 3-9 1C x x x 

DLC.OPEN.SAP 3-11 15 x x x 

DLC.OPEN.STATION 3-16 19 x x x 

OLC.REALLOCATE 3-19 17 x x x 

OLC.RESET 3-20 14 x x x 
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HEX 
PSEUDO COMMAND NAME Page Code CCB1 CCB2 CCB3 

DLC.SET.THRESHOLD 3-22 33 x 

DLC.STATISTICS 3-23 1E x x x 

PDT.TRACE.OFF 3-67 25 x 

PDT.TRACE.ON 3-59 24 x 

PURGE.RESOURCES 3-68 36 x 

READ 3-69 31 x x 

READ. CANCEL 3-77 32 x x 

RECEIVE 3-77 28 x x x 

RECEIVE.CANCEL 3-83 29 x x x 

RECEIVE.MODIFY 3-84 2A x x 

TRANSMIT.DIR.FRAME 3-88 OA x x x 

TRANSMIT.I.FRAME 3-88 OB x x x 

TRANSMIT.TEST.CMD 3-89 11 x x x 

TRANSMIT.UI.FRAME 3-90 OD x x x 

TRANSMIT.XID.CMD 3-90 OE x x x 

TRANSMIT.XID.RESP.FINAL 3-90 OF x x x 

TRANSMIT.XID.RESP.NOT.FINAL 3-91 10 x x x 
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NETBIOS Commands 

Hex Code 

No 
PSEUDO COMMAND NAME Page Walt Walt 

NCB.ADD.GROUP.NAME 4-14 B6 36 

NCB.ADD.NAME 4-14 BO 30 

NCB.CALL 4-15 90 10 

NCB.CANCEL 4-16 35 

NCB.CHAIN.SEND 4-17 97 17 

NCB.CHAIN.SEND.NO.ACK 4-18 F2 72 

NCB.DELETE.NAME 4-19 B1 31 

NCB.FIND.NAME 4-20 F8 78 

NCB.HANG.UP 4-21 92 12 

NCB.LAN.ST ATUS.ALERT 4-22 F3 

NCB.L1STEN 4-22 91 11 

NCB.RECEIVE 4-23 95 15 

NCB. RECEIVE.ANY 4-24 96 16 

NCB.RECEIVE.BROADCAST.DATAGRAM 4-25 A3 23 

NCB. RECEIVE. OAT AG RAM 4-26 A1 21 

NCB.RESET 4-26 32 

NCB.SEND 4-30 94 14 

NCB.SEND.BROADCAST.DAT AGRAM 4-31 A2 22 

NCB.SEND.DATAGRAM 4-32 AO 20 

NCB.SEND.NO.ACK 4-32 F1 71 

NCB.SESSION.STATUS 4-33 B4 34 

NCB.STATUS 4-35 B3 33 

NCB.TRACE (For Local Area Network Support Program only) 4-37 F9 79 

NCB.UNLINK 4-41 70 
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Appendix B. Return Codes 
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CCB Return Codes 

This chapter includes: 

• OLe and Direct Interface return codes 
• NETBIOS return codes 
• Other reason and status codes 
• Exception indications 
• Formats of special returned tables. 

CCB Return Codes Listed by Interface 

Code Meaning CCB1 CCB2 CCB3 

00 Operation completed successfully X X X 

01 Invalid command code X X X 

02 Duplicate command, one already outstanding X X X 

03 Adapter open, should be closed X X X 

04 Adapter closed, should be open X X 

05 Required parameter(s) not provided X X X 

06 Option(s) invalid or incompatible X X X 

07 Command canceled, unrecoverable failure X X X 

08 Unauthorized access priority X X X 

09 Adapter not initialized, should be initialized X 

OA Command canceled by user request X X X 

OB Command canceled, adapter closed while command in progress X X X 

OC Command completed successfully, adapter not open X 

10 Adapter open, NETBIOS not operational X 

11 DIR.TIMER.SET or DIR.TIMER.CANCEL error X X X 

12 Available work area exceeded X 

13 Invalid LOG.ID X X X 

14 Invalid shared RAM segment or size X 

15 Lost log data, inadequate buffer space, log reset X X X 

16 Requested buffer size exceeds pool length X X X 

17 Command invalid, NETBIOS operational X 

18 Invalid buffer length X X X 

19 Inadequate buffers available for request X X X 

1A User length too large for buffer length X X X 

1B The CCB_PARM_TAB pOinter is invalid X X X 

1C A pOinter in the CCB parm table is invalid X X X 

1D Invalid CCB_ADAPTER value X X X 

20 Lost data on receive, no buffers available X X X 

21 Lost data on receive, inadequate buffer space X X X 

22 Error on frame transmission, check TRANSMIT.FS data X X X 

23 Error in frame transmit or strip process X X X 

24 Unauthorized MAC frame X X X 

25 Maximum commands exceeded X X X 

26 Unrecognized command correlator X 

27 Link not transmitting I frames, state changed from link opened X X X 
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CCB Return Codes 

Code Meaning CCB1 CCB2 CCB3 

28 Invalid transmit frame length X X X 

30 Inadequate receive buffers for adapter to open X X X 

32 Invalid NODE_ADDRESS X X X 

33 Invalid adapter receive buffer length defined X X X 

34 Invalid adapter transmit buffer length defined X X X 

40 Invalid STATIONJD X X X 

41 Protocol error, link in invalid state for command X X X 

42 Parameter exceeded maximum allowed X X X 

43 Invalid SAP _VALUE or value already in use X X X 

44 Invalid routing information field X X X 

45 Requested group membership in non-existent group SAP X X X 

46 Resources not available X X X 

47 SAP cannot close unless all link stations are closed X X X 

48 Group SAP cannot close, individual SAPs not closed X X X 

49 Group SAP has reached maximum membership X X X 

4A Sequence error: incompatible command in progress X X X 

4B Station closed without remote acknowledgment X X X 

4C Sequence error, cannot close, DLC commands outstanding X X X 

4D Unsuccessful link station connection attempted X X X 

4E Member SAP not found in group SAP list X X X 

4F Invalid remote address, may not be a group address X X X 

50 Invalid pOinter in CCB_POINTER field X 

52 Invalid application program ID X X 

53 Invalid application program key code X X 

54 Invalid System Key code X X 

55 Buffer is smaller than buffer size given on DLC.OPEN.SAP X X 

56 Adapter's system process is not installed X 

57 Inadequate stations available X X 

58 Invalid CCB_PARAMETER_1 parameter X X 

59 Inadequate queue elements to satisfy request X X 

5A Initialization failure, cannot open adapter X X 

5B Error detected in chained READ command X 

5C Direct stations not assigned to application program X X 

5D Device Driver Interface not installed X 

5E Requested adapter is not installed X X 

SF Chained CCBs must all be for the same adapter X 

60 Adapter initializing, command not accepted X X 

61 Number of allowed application programs has been exceeded X X 

62 Command cancelled by system action X X 

63 Direct stations not available X X 

64 Invalid DDNAME parameter X X 

65 Inadequate GDT selectors to satisfy request X X 

67 Command cancelled, CCB resources purged X 

68 Application ID not valid for interface X X 

69 Segment associated with request cannot be locked X 
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CCB Return Codes 

Code Meaning 

FF Command in progress 

CCB Return Codes Listed by Command 

Return Codes for CC81 Commands 

CC81 Commands 00 01 02 03 04 05 06 07 08 09 

BUFFER.FREE x x x x 

BUFFER.GET x x x x 

DLC.CLOSE.SAP x x x x x 

DLC.CLOSE.STATION x x x x x 

DLC.CONNECT.STATION x x x x x x 

DLC. FLOW.CONTROL x x x x x 

DLC.MODIFY x x x x x x 

DLC.OPEN.SAP x x x x x x x 

DLC.OPEN.STATION x x x x x X IX 

DLC.REALLOCATE x x x x x 

DLC.RESET x x x x x 

DLC.ST ATISTICS x x x x x 

RECEIVE x x x x x x 

RECEIVE.CANCEL x x x x 

RECEIVE.MODIFY x x x x x x 

TRANSMIT.DIR.FRAME x x x x x x 

TRANSMIT.I.FRAME x x x x x x 

TRANSMIT.TEST.CMD x x x x x x 

TRANSMIT.UI.FRAME x x x x x x 

TRANSMIT.XID.CMD x x x x x x 

TRANSMIT.XID.RESP.FINAL x x x x x x 

TRANSMIT.XID.RESP.NOT.FINAL x x x x x x 

DIR.CLOSE.ADAPTER x x x x x x 

DIR.DEFINE.MIF.ENVIRONMENT x x 

DIR.INITIALIZE x x x x 

DIR.INTERRUPT x x x x 

DIR.MODIFY.OPEN.PARMS x x x x x x 

DIR.OPEN.ADAPTER x x x x x x x 

DIR.READ.LOG x x x x x 

DIR.RESTORE.OPEN.PARMS x x x x x x 

DIR .SET .FUNCTIONAL.ADDR ESS x x x x x 

DlR.SET.GROUP.ADDRESS x x x x x 

DIR.SET.USER.APPENDAGE x x x x x 

DIR.STATUS x x x 

DIR.TlMER.CANCEL x x x 

DlR.TIMER.CANCEL.GROUP x x x 

DIR.TIMER.SET x x x x 

PDT.TRACE.ON x x x 

PDT.TRACE.OFF x 

CC81 Commands 00 01 02 03 04 05 06 07 08 09 
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CCB1 CCB2 CCB3 

x x x 

Return Codes In Hex 

OA 08 OC 10 11 12 13 14 15 16 17 18 19 1A 18 1C 10 20 21 
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CCB Return Codes 

Return Codes in Hex 

CCB1 Commands 22 23 24 25 26 27 28 30 31 32 33 34 40 41 42 43 44 45 46 47 48 49 4A 4B 4C 4D 4E 4F FF 

BUFFER.FREE x 

BUFFER.GET x 

DLC.CLOSE.SAP x x x x 

DLC.CLOSE.STATION x x x x 

DLC.CONNECT.STATION x x x x x 

DLC.FLOW.CONTROL x 

DLC.MODIFY x x x x x 

DLC.OPEN.SAP x x x x x 

DLC.OPEN .STATION x x x x x 

DLC.REALLOCATE x 

DLC.RESET x 

DLC.STATISTICS x 

RECEIVE x 

RECEIVE.CANCEL x 

RECEIVE.MODIFY x 

TRANSMIT.DIR.FRAME x x x x x x x x x x 

TRANSMIT.I.FRAME x x x x x x x x x x : 

TRANSMIT.TEST.CMD x x x x x x x x x x 

TRANSMIT.UI.FRAME x x x x x x x x x x 

TRANSMIT.XID.CMD x x x x x x x x x x 

TRANSMIT.XID.RESP.FINAL x x x x x x x x x x 

TRANSMIT.XID.RESP.NOT.FINAL x x x x x x x x x x 

DIR.CLOSE.ADAPTER 

DIR.DEFINE.MIF.ENVIRONMENT 

DIR.INITIALIZE 

DIR.INTERRUPT 

DIR.MODIFY.OPEN.PARMS 

DIR.OPEN.ADAPTER x x x x 

DIR.READ.LOG 

DIR.RESTORE.OPEN.PARMS 

DIR.SET.FUNCTIONAL.ADDRESS 

DIR.SET.GROUP.ADDRESS 

DIR.SET.USER.APPENDAGE 

D1R.STATUS 

DIR.TIMER.CANCEL 

DIR.TIMER.CANCEL.GROUP 

DIR.TIMER.SET 

PDT.TRACE.ON 

PDT.TRACE.OFF 

CCB Commands 22 23 24 25 26 27 28 30 31 32 33 34 40 41 42 43 44 45 46 47 48 49 4A 4B 4C 4D 4E 4F FF 

Return Codes in Hex 
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CCB Return Codes 

Return Codes for CCB2 Commands 

"I Return Codes in Hex 

CCB2 Commands 00 01 02 03 04 05 06 07 08 OA OB OC 11 13 15 16 18 19 1A 1B 1C 10 20 21 22 23 24 25 27 

BUFFER.FREE x x x x x x x 

BUFFER.GET x x x .x x x x 

OLC.CLOSE.SAP x x x x x x 

OLC.CLOSE.STATION x x x x x x x 

OLC.CONNECT.STATION x x x x x x x x x x 

OLC.FLOW.CONTROL x x x x x x 

OLC.MODIFY x x x x x x x x x x 

OLC.OPEN.SAP x x x x x x x x x x x x x 

OLC.OPEN.STATION x x x x x x x x x x 

OLC.REALLOCATE x x x x x x x x x 

OLC.RESET x x x x x x 

OLC.SET .TH R ESHOLO x x x x x x x 

OLC.STATISTICS x x x x x x x x x x 

READ x x x x x x x x x x 

REAO.CANCEL x x x x x 

RECEIVE x x x x x x x x x x x x x x 

RECEIVE.CANCEL x x x x x 

TRANSMIT.OIR.FRAME x x x x x x x x x x x x x x x x 

TRANSMIT.I.FRAME x x x x x x x x x x x x x x x x 

TRANSMIT.TEST.CMO x x x x x x x x x x x x x x x x 

TRANSMIT.UI.FRAME x x x x x x x x x x x x x x x x 

TRANSMIT.XIO.CMO x x x x x x x x x x x x x x x x 

TRANSMIT.XIO.RESP.FINAL x x x' x x x x x x x x x x x x x 

TRANSMIT.XID.RESP.NOT.FINAL x x x x x x x x x x x x x x x x 

OIR.CLOSE.AOAPTER x x x x x 

OIR.CLOSE.OIRECT x x x x x x 

OIR.INITIALlZE x x x x x x 

OIR.INTERRUPT x x x x x x 

OIR.OPEN.AOAPTER x x x x x x x x x 

OIR.OPEN.OIRECT x x x x x x x x x x x x x 

OIR.READ.LOG x x x x x x x x x x x 

OIR.SET.EXCEPTION.FLAGS x x x x x x x 

DIR.SET.FUNCTIONAL.ADDRESS x x x x x x 

OIR.SET.GROUP.AOORESS x x x x x x 

OIR.STATUS x x x x x x x x 

OIR.TIMER.CANCEL x x x x x x 

OIR.TIMER.CANCEL.GROUP x x x x x x 

OIR.TIMER.SET x x x x x x x x 

CCB2 Commands 00 01 02 03 04 05 06 07 08 OA OB OC 11 13 15 16 18 19 1A 1B 1C 10 20 21 22 23 24 25 27 
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CCB Return Codes 

Return Codes In Hex 

CCB2 Commands 28 30 32 33 34 40 41 42 43 44 45 46 47 48 49 4A 4B 4C 40 4E 4F 50 52 53 54 55 56 57 58 

BUFFER.FREE x x x x x x 

BUFFER.GET x x x x x 

DLC.CLOSE.SAP x x x x x x x x 

DLC.CLOSE.ST ATION x x x x x x x 

DLC.CONNECT .ST ATION x x x x x x x x x 

DLC.FLOW.CONTROL x x x x x 

DLC.MODIFY x x x x x x x x x 

DLC.OPEN.SAP x x x x x x x x x 

DLC.OPEN.ST ATION x x x x x x x x x 

DLC.REALLOCATE x x x x x x 

DLC.RESET x x x x x x 

OLC.SET.THRESHOLD x x x x x 

DLC.ST ATISTICS x x x x x 

READ x x x x x 

READ.CANCEL x x x x x 

RECEIVE x x x x x 

RECEIVE.CANCEL x x x x x 

TRANSMIT.DIR.FRAME x x x x x x x x x x 

TRANSMIT.I.FRAME x x x x x x x x x x 

TRANSMIT.TEST.CMD x x x x x x x x x x 

TRANSMIT.UI.FRAME x x x x x x x x x x 

TRANSMIT.XID.CMD x x x x x x x x x x 

TRANSMIT.XID.RESP.FINAL x x x x x x x x x x 

TRANSMIT.XID.RESP.NOT.FINAL x x x x x x x x x x 

DI R.CLOSE.ADAPTER x x x x x 

DIR.CLOSE.DIRECT x x x x x 

DIR.INITIALIZE x x x 

DIR.INTERRUPT x x x x 

DlR.OPEN.ADAPTER x x x x x x 

DIR.OPEN.DIRECT x x x x x 

DIR.READ.LOG x x x x x 

DIR.SET.EXCEPTION.FLAGS x x x x 

DIR.SET.FUNCTIONAL.ADDRESS x x x x x 

DIR.SET.GROUP.ADDRESS x x x x x 

DIR.STATUS x x x x 

DIR.TIMER.CANCEL x x x x 

DIR.TIMER.CANCEL.GROUP x x x x 

DIR.TIMER.SET x x x x 

CCB2 Commands 28 30 32 33 34 40 41 42 43 44 45 46 47 48 49 4A 4B 4C 40 4E 4F 50 52 53 54 55 56 57 58 

Return Codes in Hex 
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CCB Return Codes 

Return Codes In Hex 

CC82 Commands 59 5A 58 5C 50 5E 5F 60 61 62 63 64 65 68 69 FF 

BUFFER.FREE x x x x x x x x 

BUFFER.GET x x x x x x x x 

OLC.CLOSE.SAP x x x x x x x x x 

OLC.CLOSE.STATION x x x x x x x x x 

OLC.CONNECT.STATION x x x x x x x x x 

OLC.FLOW.CONTROL x x x x x x x x x 

OLC.MOOIFY x x x x x x x x x 

OLC.OPEN.SAP x x x x x x x x x 

OLC.OPEN.STATION x x x x x x x x x 

OLC.REALLOCATE x x x x x x x 

OLC.RESET x x x x x x x x x 

OLC.SET.THRESHOLO x x x x x x x x 

OLC.ST ATISTICS x x x x x x x x x 

READ x x x x x x x x 

REAO.CANCEL x x x x x x x 

RECEIVE x x x x x x x x x 

RECEIVE.CANCEL x x x x x x x x 

TRANSMIT.OIR.FRAME x x x x x x x x x 

TRANSMIT.I.FRAME x x x x x x x x x 

TRANSMIT.TEST.CMO x x x x x x x x x 

TRANSMIT.UI.FRAME x x x x x x x x x 

TRANSMIT.XID.CMO x x x x x x x x x 

TRANSMIT.XID.RESP.FINAL x x x x x x x x x 

TRANSMIT.XID.RESP.NOT.FINAL x x x x x x x x x 

OIR.CLOSE.AOAPTER x x x x x x x x 

OIR.CLOSE.OIRECT x x x x x x x x x x 

OIR.INITIALIZE x x x x x x 

OIR.INTERRUPT x x x x x x x x x 

OIR.OPEN.AOAPTER x x x x x x x x x 

OIR.OPEN.OIRECT x x x x x x x x x x 

OIR.REAO.LOG x x x x x x x x x x 

OIR.SET.EXCEPTION.FLAGS x x x x x x x x 

OIR.SET.FUNCTIONAL.AOORESS x x x x x x x x x 

OIR.SET.GROUP.AOORESS x x x x x x x x x 

OIR.STATUS x x x x x x x x 

OIR.TIMER.CANCEL x x x x x x x x 

01 R .TI M ER .CANCEL.GROUP x x x x x x x x 

OIR.TIMER.SET x x x x x x x x x 

CC82 Commands 59 5A 58 5C 50 5E 5F 60 61 62 63 64 65 68 69 FF 

Return Codes in Hex 
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CCB Return Codes 

Return Codes for CC83 Commands 

Return Codes In Hex 

CCB3 Commands 00 01 02 03 05 06 07 08 OA OB OC 11 13 15 16 18 19 1A 1B 1C 10 20 21 22 23 24 25 27 28 

BUFFER.FREE x x x x x x 

BUFFER.GET x x x x x x x 

DLC.CLOSE.SAP x x x x x 

DLC.CLOSE.ST ATION x x x x x x 

DLC.CONNECT.STATION x x x x x x x x x 

DLC.FLOW.CONTROL x x x x x 

DLC.MODIFY x x x x x x x x x 

DLC.OPEN.SAP x x x x x x x x x x x x 

DLC.OPEN.ST ATION x x x x x x x x x 

DLC.REALLOCATE x x x x x x x x 

DLC.RESET x x x x x 

DLC.ST ATISTICS x x x x x x x x x 

PURGE.RESOURCES x x x x 

RECEIVE x x x x x x x x x x x x x 

RECEIVE.CANCEL x x x x 

RECEIVE.MODIFY x x x x x x x x x x x x 

TRANSM IT. DIR. FRAM E x x x x x x x x x x x x x x x x 

TRANSMIT.I.FRAME x x x x x x x x x x x x x x x x 

TRANSMIT.TEST.CMD x x x x x x x x x x x x x x x x 

TRANSMIT.UI.FRAME x x x x x x x x x x x x x x x x 

TRANSMIT.XID.CMD x x x x x x x x x x x x x x x x 

TRANSMIT.XID.RESP.FINAL x x x x x x x x x x x x x x x x 

TRANSMIT.XID.RESP.NOT.FINAL x x x x x x x x x x x x x x x x 

DIR.CLOSE.ADAPTER x x x x 

DIR.CLOSE.DlRECT x x x x x 

DIR.lNITIALIZE x x x x x x 

DIR.INTERRUPT x x x x x 

DIR.OPEN.ADAPTER x x x x x x x x 

DIR.OPEN.DlRECT x x x x x x x x x x x x 

DIR.READ.LOG x x x x x x x x x x 

DIR.SET.EXCEPTION.FLAGS x x x x x x 

DIR.SET.FUNCTIONAl.ADDRESS x x x x x 

DIR.SET.GROUP.ADDRESS x x x x x 

DIR.STATUS x x x x x x x 

DIR.TIMER.CANCEL x x x x x 

DIR.TIMER.CANCEl.GROUP x x x x x 

DIR.TIMER.SET x x x x x x x 

CCB3 Commands 00 01 02 03 05 06 07 08 OA OB OC 11 13 15 16 18 19 1A 18 1C 10 20 21 22 23 24 25 27 28 

Return Codes In Hex 
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CCB Return Codes 

Return Codes in Hex 

CCB3 Commands 30 32 33 34 40 41 42 43 44 45 46 47 48 49 4A 4B 4C 40 4E 4F 52 53 54 55 57 58 59 5A 5C 

BUFFER. FREE x x x x x 

BUFFER.GET x x x x 

OLC.CLOSE.SAP x x x x x x x 

OLC.CLOSE.STATION x x x x x x 

OLC.CONNECT.STATION x x x x x x x x 

OLC. FLOW.CONTROL x x x x 

OLC.MODIFY x x x x x x x x 

OLC.OPEN.SAP x x x x x x x x 

OLC.OPEN.STATION x x x x x x x x 

OLC.REALLOCATE x x x x x 

OLC.RESET x x x x x 

OLC.ST ATISTICS x x x x 

PURGE.RESOURCES x x x 

RECEIVE x x x x 

RECEIVE.CANCEL x x x x 

RECEIVE.MOOIFY x x x x 

TRANSMIT.OIR.FRAME x x x x x x x x 

TRANSMIT.I.FRAME x x x x x x x x 

TRANSMIT.TEST.CMO x x x x x x x x 

TRANSMIT.UI.FRAME x x x x x x x x 

TRANSMIT.XID.CMO x x x x x x x x 

TRANSMIT.XIO.RESP.FINAl x x x x x x x x 

TRANSMIT.XID.RESP.NOT.FINAL x x x x x x x x 

OIR.CLOSE.AOAPTER x x x x 

OIR.CLOSE.OIRECT x x x x x 

OIR.INITIALIZE x x 

OIR.lNTERRUPT x x x 

OIR.OPEN.AOAPTER x x x x x x 

OIR.OPEN.OIRECT x x x x 

OIR.REAO.LOG x x x x x 

DlR.SET.EXCEPTION.FLAGS x x x 

OIR.SET.FUNCTIONAL.AOORESS x x x x 

OIR.SET.GROUP.AOORESS x x x x 

OIR.STATUS x x x 

OIR.TIMER.CANCEL x x x 

OIR.TIMER.CANCEL.GROUP x x x 

OIR.TIMER.SET x x x 

CCB3 Commands 30 32 33 34 40 41 42 43 44 45 46 47 48 49 4A 4B 4C 40 4E 4F 52 53 54 55 57 58 59 5A 5C 

Return Codes in Hex 
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CCB Return Codes 

Return Codes In Hex 

CCB3 Commands 5E 60 61 62 63 64 65 67 68 FF 

BUFFER.FREE x x 

BUFFER.GET x x 

DLC.CLOSE.SAP x x x x 

DLC.CLOSE.ST ATION x x x x 

DLC.CONNECT.STATION x x x x 

DLC.FLOW.CONTROL x x x x 

DLC.MODIFY x x x x 

DLC.OPEN.SAP x x x x 

DLC.OPEN.ST ATION x x x x 

DLC.REALLOCATE x x x x 

DLC.RESET x x x x 

DLC.ST ATISTICS x x x x 

PURGE.RESOURCES x x 

RECEIVE x x x x 

RECEIVE.CANCEL x x 

RECEIVE.MODIFY x x x x x 

TRANSMIT.DIR.FRAME x x x x 

TRANSMIT.I.FRAME x x x x 

TRANSMIT.TEST.CMD x x x x 

TRANSMIT.UI.FRAME x x x x 

TRANSMIT.XID.CMD x x x x 

TRANSMIT.XID.RESP.FINAL x x x x 

TRANSMIT.XID.RESP.NOT.FINAL x x x x 

DIR.CLOSE.ADAPTER x x 

DIR.CLOSE.DlRECT x x x x 

DlR.INITIALIZE x 

DIR.INTERRUPT x x x x 

DIR.OPEN.AOAPTER x x x x 

DIR.OPEN.DlRECT x x x x x 

DIR.READ.LOG x x x x 

DIR.SET.EXCEPTION.FLAGS x x 

DIR.SET.FUNCTIONAL.ADDRESS x x x x 

DlR.SET.GROUP.ADORESS x x x x 

DIR.STATUS x x 

DIR.TIMER.CANCEL x x 

DIR.TIMER.CANCEL.GROUP x x 

OIR.TIMER.SET x x x x 

CCB3 Commands 5E 60 61 62 63 64 65 67 68 FF 

Return Codes in Hex 
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CCB Return Codes 

CCB Return Codes Cause and Action 

Hex 00 

Explanation: Operation completed successfully. 

Hex 01 

Explanation: Invalid command code. 

Cause: CCB_COMMAND did not contain a recognized command code. 

Action: Try again, using a valid command. 

Hex 02 

Explanation: Duplicate command-one already outstanding. 

Cause: Only one command of this type may be outstanding at one time. 

Action: Wait for the previously issued command to complete. 

Hex 03 

Explanation: Adapter open-should be closed. 

Cause: This command may only be issued when the adapter is not open. 

Action: Close the adapter or issue the correct command. 

Note: For an exception to the above, see the DIR.OPEN.ADAPTER command on page 3-34. 

Hex 04 

Explanation: Adapter closed-should be open. 

Cause: This command may only be issued when the adapter is open. 

Action: Open the adapter. 

Hex 05 

Explanation: Required parameter(s) not provided. 

Cause: At least one required parameter for which no default is available is coded as zero. 

Action: Correct the value and try again. 

Hex 06 

Explanation: Option(s) invalid, or incompatible. 

Cause: The options selected are not a valid combination. For example, this return code can occur if an 
attempt is made to open a SAP if that SAP has an XID command handling option different from that of the 
GSAP it is associated with. In that case the command will have completed up to the point where the failing 
item in the GSAP list was encountered. Otherwise, no action will have been taken for the command. 

Action: Correct the options and try again or issue a DLC modify for the remaining GSAP list members. 
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Hex 07 

Explanation: Command canceled-unrecoverable failure. 

Cause: The adapter has been closed because of an error condition. 

Action: Analyze the error indications. If the error is not permanent, issue DIR.INITIALIZE (for DOS) and 
DIR.OPEN.ADAPTER (for DOS and OS/2). 

Hex 08 

Explanation: Unauthorized access priority. 

Cause: The requested access priority has not been authorized. 

Action: Lower the priority specified with either the OPTIONS_PRIORITY or the ACCESS_PRIORITY value 
and reissue the command. 

Hex 09 

Explanation: Adapter not initialized-should be initialized. 

Cause: This command may be completed only if the adapter is initialized. 

Action: Issue the DIR.INITIALIZE command. 

HexOA 

Explanation: Command canceled by user request. 

Cause: This is the expected response when a command is canceled by an application program command. 

Action: None. 

HexOB 

Explanation: Command canceled-adapter closed while command in progress. 

Cause: A DIR.CLOSE.ADAPTER command was issued while this command was in process. 

Action: As appropriate for the application program. 

HexOC 

Explanation: Command completed successfully-adapter not open. 

Cause: Information only. The command may execute even though the adapter is not open. 

Action: None. 

Hex 10 

Explanation: Adapter open-NETBIOS not operational. 

Cause: One of the following: 

• The DIR.OPEN.ADAPTER command has been passed NETBIOS parameters and NETBIOS code is not 
loaded. 

• One or more NETBIOS parameters in the DIR.OPEN.ADAPTER command was incorrect. 
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CCB Return Codes 

Note: This can occur if the NCB_MAX_NAMES or NCB_MAX_SESSIONS values are not less than 255, 
or if there is insufficient work space available to satisfy the values of NCB_STATIONS, 
NCB_MAX_NAMES, NCB_MAX, and NCB_MAX_SESSIONS. 

Action: 

• To continue without NETBIOS, do nothing. The adapter is open. 
• To use NETBIOS, close the adapter, make appropriate changes, and reissue DIR.OPEN.ADAPTER. 

Hex 11 

Explanation: DIR.TIMER.SET or DIR.TIMER.CANCEL error. 

DIR.TIMER.SET: 

Cause: The TIMER_VALUE is not in the 0 to 13107 range. 

Action: Set a valid value and try again. 

DIR.TIMER.CANCEL: 

Cause: The DIR.TIMER.SET command to be canceled was not found. 

Action: None 

Hex 12 

Explanation: Available work area exceeded. 

Cause: Requested parameters exceeded allotted memory. Either the adapter support software work area 
or the work area provided by the application program is not adequate. 

Action: Reduce MAX.STATION and/or MAX.SAP values or increase memory to the value returned in 
parameter DLC.WORK.LEN.ACT. 

Hex 13 

Explanation: Invalid LOG.lD. 

Cause: The requested LOG.ID is not defined. 

Action: Adjust the value accordingly. 

Hex 14 

Explanation: Invalid shared RAM segment or size. 

Cause: The value is not an allowable value. 

Action: Adjust the value accordingly. 

Hex 15 

Explanation: Lost log data, inadequate buffer space-log reset. 

Cause: The buffer pointed to by DIR.READ.LOG or DLC.STATISTICS was too short to continue the entire 
log contents. The information that could not be placed in the buffer was lost if the command indicated 
"reset." 

Action: The next time the command is issued, increase the size of the buffer. 
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Hex 16 

Explanation: Requested buffer size exceeds pool length. 

Cause: The buffer pool is not large enough to hold one buffer. 

Action: Issue the command with either smaller buffers or larger pool. 

Hex 17 

Explanation: Command invalid-NETBIOS operational. 

CCB Return Codes 

Cause: The command being issued would cause a change to NETBIOS parameters that are currently 
operational. 

Action: To issue the command, the adapter must be closed and then re-opened, either without NETBIOS, 
or with NETBIOS parameters that avoid the conflict. 

Hex 18 

Explanation: Invalid SAP buffer length. 

Cause: The specified buffer size must be at least 80 bytes and a multiple of 16. 

Action: Specify the buffer size accordingly. 

Hex 19 

Explanation: Inadequate buffers available for request. 

Cause: A request was made for more buffers than were available. 

Action: Either issue the command requesting fewer buffers, or wait until more buffers become available 
and try again. 

Hex1A 

Explanation: USER LENGTH too large for buffer length. 

Cause: The user requested area is too large. 

Action: Reduce the user space specified by the USER_LENGTH field. 

Hex 18 

Explanation: The CCB_PARM_TAB pointer is invalid. 

Cause: The CCB_PARM_TAB field value is either pointing into the PC system interrupt vector area or the 
offset is too near the end of the segment and wrap-around will occur on some of the fields. 

Action: Re-issue the command with the CCB_PARM_TAB field corrected. 

Hex1C 

Explanation: A pointer in the CCB Parm table is invalid. 

Cause: A pointer value in the CCBs parameter table is either pointing into the PC system interrupt vector 
area or the offset is too near the end of the segment and wrap-around will occur on some of the fields. 

Action: Re-issue the command with the CCB_PARM_TAB field corrected. 

Appendix B. Return Codes 8-15 



CCB Return Codes 

Hex 1D 

Explanation: Invalid CCB_ADAPTER value. 

Cause: The value is outside the prescribed range. 

Action: Set an acceptable value. 

Hex 20 

Explanation: Lost data on receive, no buffers available. 

Cause: There were no available buffers in the SAP's buffer pool. The frame was lost. This return code 
will not occur if the frame was an I frame. 

Action: Free some buffers via BUFFER.FREE, then reissue the receive command. The frame was lost if it 
was for a link station. 

Hex 21 

Explanation: Lost data on receive-inadequate buffer space. 

Cause: There was inadequate buffer space in the SAP's buffer pool to contain the entire frame. As much 
of the frame as possible was placed into receive buffers. The remainder of the message was lost. This 
return code will not occur if the frame was an I frame. 

Action: Free some buffers via BUFFER.FREE and reissue the receive command. 

Hex 22 

Explanation: Error on frame transmission-check TRANSMIT _FS data. 

Cause: The frame mayor may not have been received by the destination adapter, as indicated by the FS 
byte. 

Action: As appropriate for the application program. 

Hex 23 

Explanation: Error in frame transmit or read back checking 

Cause: An error was detected either during the frame transmission or when the frame was read back and 
checked. 

Action: As appropriate for the application program. 

Hex 24 

Explanation: Unauthorized MAC frame. 

Cause: Possible causes: 

• The adapter is not authorized to send a MAC frame with the specified source class. 

• The source class was zero. 
• An attempt has been made to transmit a MAC frame via a SAP. 
• An attempt has been made to transmit a MAC frame on the PC Network. 

Action: Adjust the value and try again. 
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Hex 25 

Explanation: Maximum commands exceeded. 

Cause: The maximum number of transmit commands that may be outstanding for a given station at any 
time (128) has been exceeded. 

Action: Issue the transmit command at some later time. 

Hex 26 

Explanation: Unrecognized command correlator. 

Cause: The command correlation sent to the adapter during ASB communications is invalid. 

Action: The application program will never see this return code, since the adapter support software will 
assume a PC Hard Error state. 

Hex 27 

Explanation: Link not transmitting I frames-state changed from link opened. 

Cause: This return code will be set in a transmit CCB whenever the link station leaves link-opened state 
because of a received frame (for instance, OISC), or because of a timeout. It will not be set if the link 
leaves link-opened state because of receipt of a CCB (for instance, OLC.CLOSE.STATION). 

Action: The LINK STATION may be closed via OLC.CLOSE.STATION, or an attempt may be made to 
re-establish the connection via OLC.CONNECT.STATION. If the remote station is on a different ring, a 
different route may be required in order to re-establish the link. 

Hex 28 

Explanation: Invalid transmit frame length. 

Cause: The frame length, as specified, is either too short to contain sufficient header information, or too 
long for the adapter's transmit buffer. If the transmit was for a link station, it has entered the disconnected 
state. 

Action: Transmit frames must be no longer than the maximum transmit length, as defined by 
OIR.OPEN.AOAPTER. 

Hex 30 

Explanation: Inadequate receive buffers for adapter to open. 

Cause: The requested OIR.OPEN.AOAPTER parameters have not allowed adequate receive buffer space 
in the adapter's shared RAM. 

Action: Reduce the RAM requirements by reconfiguring with either the configuration aid (OS/2) or the 
OIR.OPEN.AOAPTER command (OOS). Resources that may be reduced first to free up larger amounts of 
Shared RAM space are Oata Hold buffers (if more than one is specified), and the number of queue 
elements. In addition, if the number of receive buffers can be reduced without affecting the expected 
performance level, the number of receive buffers may also be reduced. 
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Hex 32 

Explanation: Invalid NODE_ADDRESS. 

Cause: The defined node address is invalid. 

Action: Adjust the value accordingly. Refer to the IBM Token-Ring Network Architecture Reference for 
node address restrictions. 

Hex 33 

Explanation: Invalid adapter receive buffer length defined. 

Cause: The value is either greater than the allowable maximum, less than the allowable minimum, or not 
a multiple of 8. 

Action: Adjust the value accordingly. 

Hex 34 

Explanation: Invalid adapter transmit buffer length defined. 

Cause: The value is either greater than the allowable maximum, less than the allowable minimum, or not 
a multiple of 8. 

Action: Adjust the value accordingly. 

Hex 40 

Explanation: Invalid STATIONJD. 

Cause: Either the requested station ·ID does not exist or the command code is invalid for the station type. 

Action: Make the appropriate changes and reissue the command. 

Hex 41 

Explanation: Protocol error-link in invalid state for command. 

Cause: The requested command cannot be accepted because of the existing primary link state of the link 
station. A DLC.CONNECT.STATION command will not be accepted if the link is in the disconnected or 
closed state. A transmit command will not be accepted if the link is in any state other than opened. 

Action: According to the situation. 

Hex 42 

Explanation: Parameter exceeded maximum allowed. 

Cause: One of the parameter values is greater than acceptable. 

Action: Use an acceptable value. 
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Hex 43 

Explanation: Invalid SAP_VALUE or value already in use. 

Cause: For a DLC.OPEN.SAP command, this return code indicates that the SAP_VALUE has already been 
used or the specified SAP is the Null or Global SAP. 

For a DLC.OPEN.STATION command, this return code indicates that this SAP already has a link to the 
specified RSAP _VALUE and DESTINATION_ADDR combination, or that the remote SAP specified was the 
Null SAP, Global SAP, or a group SAP. 

Action: Use an acceptable value. (Do not use X I 00 I.) 

Hex 44 

Explanation: Invalid routing field length. 

Cause: The indicated routing field is either too short, greater than 18 bytes long, or is an odd number of 
bytes long. 

Action: Set the length field to a correct value. 

Hex 45 

Explanation: Requested group membership in non-existent group SAP. 

Cause: Membership has been requested in a group SAP that is not open. 

Note: The command has been completed up to the point at which the adapter encountered the error. 
Other parameters have been changed if the command was DLe.MODIFY. However, the SAP has not 
been added as a member to a group SAP. 

Action: Either change the group SAP value to a group SAP that has been opened or open the group SAP 
prior to requesting its membership. 

Hex 46 

Explanation: Inadequate link stations. 

Cause: 

• DLC.OPEN.SAP: There are inadequate link stations or SAPs available to satisfy the open. 

• DLC.OPEN.STATION: All link stations assigned to this SAP are in use. 

Action: 

• DLC.OPEN.SAP: Close other SAPs, reduce the number of link stations being requested for the SAP, or 
wait for these resources to be freed. 

• DLC.OPEN.STATION: Close other link stations for the SAP, reallocate some link stations using the 
DLC.REALLOCATE command, close the SAP and reserve additional link stations, or wait for these 
resources to be freed. 
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Hex 47 

Explanation: SAP cannot close unless all link stations are closed. 

Cause: At least one link station is open for this SAP. 

Action: Close all link stations and try again. 

Note: If a 47 error code results when a OLC.CLOSE.SAP command closely follows a OLC.CLOSE.STATION 
command for the last open station for that SAP, reissue the OLC.CLOSE.SAP command. 

Hex 48 

Explanation: Group SAP cannot close-all member SAPs not closed 

Cause: At least one individual member SAP of this group SAP is open. 

Action: Oelete all SAPs in the group using the OLC.MOOIFY command and try again. 

Hex 49 

Explanation: Group SAP has reached maximum membership 

Cause: As stated. 

Note: The command has completed up to the point at which the adapter encountered the error. Other 
parameters have been changed if the command was OLC.MOOIFY. 

Action: According to the application program. 

Hex4A 

Explanation: Sequence error-incompatible command in progress. 

Cause: The station is in the process of closing or establishing a connection. 

Action: Await completion or issue a OLC.RESET command. 

Hex4B 

Explanation: Station closed without remote acknowledgment. 

Cause: The adapter issued a OISC command to the remote station as a result of receiving a 
OLC.CLOSE.STATION SRB. No acknowledgment has been received from the remote adapter and the link 
station has been closed. 

Action: According to the application program. 

Hex4C 

Explanation: Sequence error-cannot close while commands are outstanding. 

Cause: Commands are in process. This prevents closing the SAP or link station. 

Action: Wait until all outstanding commands are complete, or issue a reset. 
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Hex4D 

Explanation: Unsuccessful link station connection attempt. 

Cause: The DLC.CONNECT.STATION command could not establish a requested connection. 

Action: Determine the cause for the failure (for example, verify RSAP values, routing information, MAC 
address, and connection between the two work stations) and try again when resolved. 

Hex4E 

Explanation: Member SAP not found in group SAP list. 

Note: The command has completed up to the point at which the adapter encountered the error. Other 
parameters have been changed if the command was DLC.MODIFY. 

Cause: A request was issued to delete an individual member SAP from a group SAP. The SAP was not 
found to be assigned to the group. 

Action: Verify the SAP value. 

Hex4F 

Explanation: Invalid remote address-may not be a group address. 

Cause: The remote address parameter has the high bit of the high byte set to 1, which indicates a group 
address. A group address is not allowed to be specified for this command. 

Action: Correct the remote address and reissue the command. 

Hex 50 

Explanation: Invalid pointer in the CCB_POINTER field. 

Cause: As stated. 

Action: Check to ensure that all 4 byte pointers in the CCB's pointer field are accessible to the Operating 
System/2 process issuing the command. 

Hex 52 

Explanation: Invalid application program ID. 

Cause: As stated. 

Action: Use the CCB_APPLJD field returned on the DlR.OPEN.ADAPTER command. 

Hex 53 

Explanation: Invalid application program key code. 

Cause: As stated. 

Action: Use the CCB_APPL_KEY field provided on DIR.OPEN.ADAPTER command. 

Hex 54 

Explanation: Invalid System Key code. 

Cause: As stated. 

Action: Use the System Key code as defined by the configuration parameters. 
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Hex 55 

Explanation: Buffer is smaller than buffer size given on the DIR.OPEN.SAP command. 

Cause: As Stated. 

Action: Increase the size of the buffer being used to at least that of the buffers in the SAP buffer pool. 

Hex 56 

Explanation: The adapter's system process is not installed. 

Cause: As stated. 

Action: Load the adapter support software's system process. Insert the DETACH command into 
STARTUP.BAT file specifying the system process load module name. 

Hex 57 

Explanation: Inadequate stations are available. 

Cause: Command has completed, however only a portion of the stations requested have been reserved. 
No more stations are available for reservation. 

Action: None 

Hex 58 

Explanation: Invalid CCB_PARAMETER_1. 

Cause: As stated. 

Action: Adjust the parameter defined in the CCB_PARAMETER_1 field and reissue the command. 

Hex 59 

Explanation: Inadequate queue elements to satisfy request. 

Cause: As stated open. 

Action: On a short term basis wait for other requests to complete. Otherwise, increase queue elements 
using the configuration aid. 

Hex5A 

Explanation: Initialization failure, cannot open the adapter. 

Cause: As stated. 

Action: Check Bring-up error code for details of initialization failure. 

Hex5B 

Explanation: Error detected in chained READ command. 

Cause: Bad return code given on a chained READ command. 

Action: Correct READ command problem and reissue the command. 
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Hex5C 

Explanation: Direct stations are not assigned to this application program. 

Cause: The invoking application program must request ownership of direct stations before issuing any 
requests involving the direct stations. 

Action: Issue a DIR.OPEN.DIRECT command to gain ownership of the direct stations. 

Hex5D 

Explanation: The Device Driver Interlace is not installed. 

Cause: As stated. 

Action: Insert the DEVICE command into CONFIG.SYS file specifying the device driver load module name. 

Hex5E 

Explanation: The requested adapter is not installed. 

Cause: As stated. 

Action: Install the adapter into the system. Check that the adapter is configured correctly for the primary 
or alternate adapter. 

Hex5F 

Explanation: Chained commands must all be for the same adapter. 

Cause: As stated. 

Action: Only chain multiple command requests that are for the same adapter. Do not mix primary and 
alternate adapter requests. 

Hex 60 

Explanation: Adapter initializing, command not accepted. 

Cause: As stated. 

Action: Reissue the DIR.OPEN.ADAPTER command until command completes successfully. 

Hex 61 

Explanation: The number of allowed application programs has been exceeded. 

Cause: As stated. 

Action: On a short term basis, terminate one of the applications using the adapter support software. 
Otherwise, adjust the configuration parameter: MAX_USERS. 

Hex 62 

Explanation: Command cancelled, system action. 

Cause: The system administrator has issued a command using the System Key. 

Action: Re-establish session with the adapter support software if necessary. 

Appendix B. Return Codes 8-23 



CCB Return Codes 

Hex 63 

Explanation: Direct stations are not available. 

Cause: Direct stations have already been assigned. 

Action: The application program owning the direct stations must issue the DIR.OPEN.DIRECT command to 
relinquish ownership of direct stations in order for the command to complete successfully. 

Hex 64 

Explanation: Invalid DDNAME parameter. 

Cause: Either the device driver name given was invalid or the device driver did not provide the proper 
inter-device driver communication information in its device driver header. 

Action: Make sure the device driver is loaded and has a valid header. 

Hex 65 

Explanation: Inadequate GDT selectors to satisfy request. 

Cause: The number of GDT selectors defined during configuration is not adequate to support the number 
of control blocks and buffers passed to the adapter support software. 

Action: Increase the number of GDT selectors when configuring the adapter support software using the 
configuration aid. 

Hex 67 

Explanation: Command cancelled, CCB resources purged 

Cause: The command has been cancelled as a result of the PURGE. RESOURCES command. 

Action: None 

Hex 68 

Explanation: The application program ID is not valid. 

Cause: The application program ID provided was not obtained from the interface used for the command 
request. 

Action: The application program ID can only be used at the interface where it was obtained, use the other 
interface (For example, Dynamic Link Routine Interface or Device Driver Interface). 

Hex 69 

Explanation: The segment associated with the request cannot be locked. 

Cause: Too many processes are running concurrently and the system has run out of the resources. The 
segment cannot be locked. 

Action: Reduce the number of Operating System/2 processes (the overall number of different segments 
controlled by the adapter support software), or wait until the resources are available. Memory references 
that are passed to the application program that contain control blocks that will be accessed when the 
adapter support software processes an adapter interrupt (for example, CCSs and buffers in the SAP buffer 
pool) are locked so they will not be moved or swapped by OS/2. By canceling processes using the 
application program or reducing the amount of control blocks passed to the application program, more 
memory will be available for other requests that require their control blocks locked. Adding memory to 
your system may also alleviate this problem. 
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Explanation: Command in process. 

Cause: As stated. 

Action: None. 

OLC Status Codes 

OLC Status Codes 

For CCB1: Certain conditions that arise in the OLC function of the adapter (for Token-Ring Network) or the 
OLC function of the adapter support software in the PC system (for PC Network) are reported to 
a OLC Status Appendage. OLC status codes are presented to the appendage in the AX register. 
The CX register contains the adapter number (0 or 1). Register SI contains a user value as 
defined in the USER_STAT_VALUE parameter of the OLC.OPEN.SAP command. Registers ES 
and BX point to the OLC status table that contains additional data for certain status codes. See 
"Appendages" on page 2-4 for more about providing an appendage to use these codes. 

For CCB2: Certain conditions that occur in the OLC function are returned in the READ command for OLC 
status change events. The format of the OLC Status table in the READ command's CCB is 
shown below. This table starts at offset 10 in the READ command's parameter table. 

For CCB3: Certain conditions that arise in the OLC function of the adapter (for Token-Ring Network) or the 
OLC function of the adapter support software in the PC system (for PC Network) are reported to 
a OLC Status Appendage. OLC status codes are presented to the appendage in the AX register. 
The CX register contains the adapter number (0 or 1). Register SI contains a user value as 
defined in the USER_STAT_VALUE parameter of the OLC.OPEN.SAP command. Registers ES 
and BX point to the OLC status table that contains additional data for certain status codes. See 
"Appendages" on page 2-4 for more about providing an appendage to use these codes. 

The 01 register contains the offset of the OLC appendage. The OS register contains the 
application program device driver protect mode data segment. An invocation code of X' 0001' 
has been pushed onto the stack. Before returning the the adapter support software, the 
application program must remove the invocation code from the stack. 

OLe Status Table 

OFF- PARAMETER NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

0 STATIONJD 2 DW STATION.lD 

2 DLC_STATUS_CODE 2 DW DLC status Code 

4 FRMR_DATA 5 DB 5 bytes of reason code that are applicable when an FRMR is 
either transmitted or received. 

9 ACCESS_PRIORITY 1 DB The new access priority that is applicable when status bit 5 is 
on. The format is: B'nnnOOOOO' where u nnn " is the access 
priority. This byte is not used and set to zero when used on 
the PC Network. 

10 REMOTE_NODE 6 DB The 6-byte remote node value of a newly opened link station. 
Applicable when status bit 10 is on. 

16 REMOTE_SAP 1 DB The 1-byte remote SAP value of a newly opened link station. 
Applicable when status bit 10 is on. 

For CCB2 and CCB3: 

17 1 DB Reserved 

18 USER_STAT_VALUE 2 DW User value as defined in the DLC.OPEN.SAP command 
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OLC Status Codes 

BIT FUNCTION ADDITIONAL DATA 

15 Link lost 

14 OM or DISC received, or DISC 
acknowledged 

13 FRMR received Five bytes of reason code data are contained in the area pointed to by the 
address in the ES:BX register (FRMR_OATA). 

12 FRMR sent Five bytes of reason code data are contained in the area pOinted to by the 
address in the ES:BX register (FRMR_OATA). 

11 SABME received for an open link 
station 

10 SABME received, link station opened A new link station has been opened by the adapter. A OLC.OPEN.STATION 
command should NOT be issued for that link station. A 
OLC.CONNECT.STATION command must be issued to accept the SABME or a 
OLC.CLOSE.STATION command to reject it. The local STATIONJO, remote 
node address (OESTINATION_AOOR), and remote SAP value (RSAP _VALUE) 
are provided in the status table pointed to by the address in the ES and BX 
registers. 

9 Remote station has entered a "local 
busy" condition 

8 Remote station has left a "local 
busy" condition 

7 Ti has expired 

6 OLC counter overflow One or more of the OLC LINK STATION's OLC log counters has reached one 
half the maximum value. A OLC.STATISTICS command should be issued. 

5 Access Priority lowered The new access priority (ACCESS_PRIORITY) is in the area pointed to by the 
address in the ES:BX register. This bit is not set on the PC Network. 

4-1 Reserved 

0 Local station has entered a "local This code is reported only when the state has changed because of a buffer pool 
busy" condition (out-of-buffers) condition when the adapter support software cannot accept an 

I-frame. It is not reported because of a OLC.FLOW.CONTROL command being 
issued by the network application program. 

It is the responsibility of the application program to issue a "flow control on" 
command to reset the "local busy" condition. 

Suggested Actions in Response to OLC Status 

• Link Lost 
It appears that the connection to the remote partner has been lost, or that the remote station has been 
closed. A OLC.CLOSE.STATION command may be issued to free the control block, or a 
OLC.CONNECT.STATION command (possibly with different routing information) may be issued to 
attempt to reestablish the connection. Any outstanding transmit commands will be returned with a 
CCB_RETCOOE of X 127 1. 

• DM or DISC received 
The remote partner is attempting to terminate the connection. A OLC.CLOSE.STATION command 
should be issued. Any outstanding transmit commands will be returned with a CCB_RETCOOE of 
X1271. 

• FRMR Received 
The remote partner has detected a OLC protocol error in the frame received from this station. Either a 
OLC.CLOSE.STATION or OLC.CONNECT.STATION command should be issued. Any outstanding 
transmit commands will be returned with a CCB_RETCOOE of X 127 1. 

• FRMR Sent 
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The local link station has detected a OLC protocol error in a frame received from the remote partner. 
However, if a Ti Timer-expired OLC Status interrupt is received after receipt of this interrupt, a 
OLC.CLOSE.STATION or OLC.CONNECT.STATION command should be issued to the local station. Any 
outstanding transmit commands will be returned with a CCB_RETCOOE of X 127 1. 

• SABME Received for an Open Link Station 
The remote station wishes to reset an existing connection. A OLC.CONNECT.STATION command may 
be issued to reestablish the connection, or a OLC.CLOSE.STATION command may be issued to 
terminate it. Any outstanding transmit commands will be returned with a CCB_RETCOOE of X 127 1. 

• SABME Received, Link Station Opened 
A control block has been allocated and a station has been opened, in disconnected state, in response 
to a SABME received from a remote station. The connection request may be accepted by issuing a 
OLC.CONNECT.STATION command, or rejected by issuing a OLC.CLOSE.STATION command. 

• Remote Station Has Entered Local Busy 
The remote station has temporarily stopped receiving I frames, probably because of buffer congestion. 
The local station will stop sending I frames. The application program may choose to issue transmit 
commands for the affected station, up to the maximum number accepted by the adapter, but they will 
be queued until the remote station leaves the local busy state. 

• Remote Station Has Left Local Busy 
The local station will resume I-frame transmission. 

• Ti Timer Expired 
This status is not returned while the link is in link-opened state. In other states it is returned to indicate 
that there is no activity on the link, and that the PC system may therefore wish to close the link to free 
up the control block. 

• OLC Counter Overflow 
One or more of the error counters maintained for the link station has reached half of its maximum 
value. The counter will wrap back to zero when it reaches its maximum value. The application 
program should issue a OLC.STATISTICS command to read and reset the counters. 

• Access Priority Reduced 
The access priority requested for this SAP or link station was greater than that authorized for the 
adapter and it has been reduced. The new priority is in the Adapter Status Table or if the adapter is 
being operated without the adapter support software, in ARB byte 13. There is no PC system 
application program action required as this is for information only. However, a OLC.MOOIFY command 
may be issued to change the access priority. Access priority is not set on the PC Network. 

NCB Return Codes 

Code Meaning 

00 Good return 

01 Illegal buffer length 

03 Invalid command 

05 Command timed out 

06 Message incomplete 

07 Data for one or more SEND type NO.ACK commands was not received 

08 Illegal local session number 

09 No resource available 

OA Session closed 

08 Command canceled 
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Code Meaning 

OD Duplicate name in local name table 

OE Name table full 

OF Command completed-name has active session and is now de-registered 

11 Local session table full 

12 Session open rejected 

13 "legal name number 

14 Cannot find name called 

15 Name not found or cannot specify .... " or null 

16 Name in use on remote NETBIOS 

17 Name deleted 

18 Session ended abnormally 

19 Name conflict detected 

21 Interface busy 

22 Too many commands outstanding 

23 Invalid number in NCB_LANA_NUM field 

24 Command completed while cancel occurring 

26 Command not valid to cancel 

30 Name defined by another environment 

34 Environment not defined, RESET must be issued 

35 Requ"ired operating system resources exhausted, retry later. 

36 Maximum applications exceeded 

37 No SAPs available for NETBIOS. 

38 Requested resource(s) not available. 

39 Invalid NCB address or length does not fit in segment. 

3A RESET may not be issued from a NETBIOS adapter appendage. 

3B Invalid NCB_DD-'D value. 

3C NETBIOS attempted to lock user storage and the lock failed. 

3F NETBIOS Device Driver open error. 

40 OS/2 error detected. 

4E Network status-one or more of bits 12, 14, 15 on for longer than 60 seconds 

4F Network status-one or more of bits 8-11 on 

F6 Unexpected error on CCB completion 

F7 Error on implicit DIR.INITIALIZE 

F8 Error on implicit DIR.OPEN.ADAPTER 

F9 adapter support software internal error 

FA Adapter check 

FB NETBIOS program not loaded in PC 

FC DIR.OPEN.ADAPTER or DLC.OPEN.SAP failed, check parameters 

FD Unexpected adapter close 

FE NETBIOS not operational and application program explicitly opened the adapter. 
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NCB Return Codes Listed by Command 

Return Codes in Hex 

NCB Commands 00 01 03 05 06 07 08 09 OA OB 00 DE OF 11 12 13 14 15 16 17 18 19 21 22 23 24 26 30 

NCB.ADD.GROUP.NAME x x x x x x x x x x 

NCB.ADD.NAME x x x x x x x x x x x 

NCB.CALL x x x x x x x x x x x x x x x 

NCB.CANCEL x x x x x x 

NCB.CHAIN.SEND x x x x x x x x x x x x x 

NCB.CHAIN.SEND.NO.ACK x x x x x x x x x x x x 

NCB.DElETE.NAME x x x x x x x 

NCB.FIND.NAME x x x x x x x x 

NCB.HANG.UP x x x x x x x x x x 

NCB.LAN.STATUS.ALERT x x x x x x 

NCB.L1STEN x x x x x x x x x x x x x 

NCB.RECEIVE x x x x x x x x x x x x x 

NCB.RECEIVE.ANY x x x x x x x x x x x x x x 

NCB.RECEIVE.BROADCAST.DAT AGRAM x x x x x x x x x x x x 

NCB.RECEIVE.DATAGRAM x x x x x x x x x x x x x 

NCB.RESET x x x x x 

NCB.SEND x x x x x x x x x x x x 

NCB.SEND.BROADCAST.DAT AG RAM x x x x x x x x x 

NCB.SEND.DATAGRAM x x x x x x x x x 

NCB.SEND.NO.ACK x x x x x x x x x x x x 

NCB.SESSION.STATUS x x x x x x x x x x 

NCB.STATUS x x x x x x x x x x x 

NCB.TRACE x x x x x x 

NCB.UNLINK x x x x 

NCB Commands 00 01 03 05 06 07 08 09 OA OB 00 OE OF 11 12 13 14 15 16 17 18 19 21 22 23 24 26 30 

Return Codes in Hex 
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Return Codes in Hex 

NCB Commands 34 35 36 37 38 39 3A 3B 3C 40 4x Fx 

NCB.ADD.GROUP.NAME x x x x x x x x 

NCB.ADD.NAME x x x x x x x x 

NCB.CAll x x x x x x x x 

NCB.CANCEl x x x x x x x x 

NCB.CHAIN.SEND x x x x x x x x 

NCB.CHAIN.SEND.NO.ACK x x x x x x x x 

NCB.DElETE.NAME x x x x x x x x 

NCB.FIND.NAME x x x x x x x x 

NCB.HANG.UP x x x x x x x x 

NCB.lAN.STATUS.AlERT x x x x x x x x 

NCB.LlSTEN x x x x x x x x 

NCB. RECEIVE x x x x x x x x 

NCB.RECEIVE.ANY x x x x x x x x 

NCB .RECEIVE.BROADCAST .DAT AG RAM x x x x x x x x 

NCB.RECEIVE.DATAGRAM x x x x x x x x 

NCB.RESET x x x x x x x x x 

NCB.SEND x x x x x x x x 

NCB.SEND.BROADCAST.DATAGRAM x x x x x x x x 

NCB.SEND.DATAGRAM x x x x x x x x 

NCB.SEND.NO.ACK x x x x x x x x 

NCB.SESSION.STATUS x x x x x x x x 

NCB.STATUS x x x x x x x x 

NCB.TRACE x 

NCB.UNLINK x x x x 

NCB Commands 34 35 36 37 38 39 3A 3B 3C 40 4x Fx 

Return Codes in Hex 

NCB Return Codes Cause and Action 

Hex 00 

Explanation: Operation completed successfully. 

Hex 01 

Explanation: Illegal buffer length. 

Cause: The requested buffer length (or invalid buffer selector if using NETBIOS 3.0) is illegal for the 
NCB.SEND.DATAGRAM, NCB.SEND.9ROADCAST, NCB.STATUS, or NCB.SESSION.STATUS command. 

Action: Specify the correct size for the buffer and retry. 

Hex 03 

Explanation: Invalid command. 

Cause: As stated. 

Action: Issue the correct command. 
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Hex 05 

Explanation: Command timed out. 

Cause: As stated. 

NCB Return Codes 

Action: Reissue the same command or another command. If a send timed out, there may not be a receive 
outstanding from the other name. 

Hex 06 

Explanation: Message incomplete. 

Cause: The application program received part of a message because the specified buffer length is not 
large enough to receive the full message. 

Action: 

• NCB.RECEIVE and NCB.RECEIVE.ANY: Issue another receive to get the rest of the message before the 
remote side times out. 

• NCB.STATUS, NCB.SESSION.STATUS, NCB.RECEIVE.DATAGRAM, and 
NCB.RECEIVE.BROADCAST.DATAGRAM: The remaining data is lost. 

Note: If the command was a NCB.STATUS, this error code could occur because the remote side could 
not transmit the entire status update if the data was of greater length than the maximum length 
UI-frame that may be transmitted. 

Hex 07 

Explanation: Data for one or more SEND type NO.ACK commands was not received. 

Cause: Data sent by a previous NCB.SEND.NO.ACK or NCB.CHAIN.SEND.NO.ACK command was either 
not received at all or only partially received by the remote application program. 

Action: The application program will need to initiate any data recovery needed. 

Hex 08 

Explanation: Illegal local session number. 

Cause: The session number specified is not one of the active sessions. 

Action: Reissue the command with the correct active session number. 

Hex 09 

Explanation: No resource available. 

Cause: Trying to establish a session with a remote application program that has no more room in the 
session table. 

Action: Reissue the command at a later time. 

HexOA 

Explanation: Session closed. 

Cause: The name from the transmitting side closed the session. The session has terminated normally. 

Action: None. 

Appendix B. Return Codes 8-31 



NCB Return Codes 

HexOB 

Explanation: Command canceled. 

Cause: As stated. 

Action: None. 

HexOD 

Explanation: Duplicate name in local name table. 

Cause: Tried to specify a name that is currently in the name table. 

Action: Reissue the command and specify another name. 

HexOE 

Explanation: Name table full. 

Cause: The number of names defined has exceeded the number defined at initialization (default= 17). 

Action: Wait until a delete name is issued so an entry will become available. 

Hex OF 

Explanation: Command completed, name has active session and is now de-registered. 

Cause: The name to be deleted is active in a session now, but is de-registered. When the name is marked 
de-registered and has active sessions, it still occupies a slot in the table. The name is unusable for any 
new sessions. 

Action: Close all the sessions using this name. 

Hex 11 

Explanation: Local session table full. 

Cause: There are no available entries on the session table. (The number of sessions is user-specified in 
NCB. RESET. 

Action: Wait until a session has closed so an entry will become available. 

Hex 12 

Explanation: Session open rejected. 

Cause: No LISTEN command is outstanding on the remote NETBIOS. 

Action: Wait until a LISTEN is issued on the remote NETBIOS. 

Hex 13 

Explanation: Illegal name number 

Cause: The number of the name has been changed or was never specified. 

Action: Must use the most recent number that was assigned to the name. 
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Hex 14 

Explanation: Cannot find name called or no answer. 

Cause: No response to the NCB.CALL command received. 

Action: Try again later. 

Hex 15 

Explanation: Name not found or cannot specify u*" or null. 

NCB Return Codes 

Cause: The name specified is not in the table, or the first character of the name is either an ASCII asterisk 
or "00." 

Action: Try again with another name that has been verified to be correct. 

Hex 16 

Explanation: Name in use on remote NETBIOS. 

Cause: Name found in another table. Names used in the network are unique and can only be used in one 
place. The name is already defined on another node. 

Action: Either specify another name or have the name changed at the remote end. 

Hex 17 

Explanation: Name deleted. 

Cause: As stated. 

Action: Add the name to the table and reissue the command. 

Hex 18 

Explanation: Session ended abnormally. 

Cause: The most probable cause is that a send-type NCB timed-out because no receive command was 
available in the remote node. 

Action: 

• If a send timed-out, re-establish the session and ensure that the remote node has issued a receive. 
• If the session cannot be re-established, maintenance procedures should be initiated for the node in 

question. 

Hex 19 

Explanation: Name conflict detected. 

Cause: Network protocol has detected two or more identical names on the network. 

Action: Identical names on the network should be removed. 
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Hex 21 

Explanation: Interface busy. 

Cause: NETBIOS is either busy or out of local resources. 

Note: This condition can also be caused by any of the network status bits 12, 14, or 15 being on. 

Action: Try again later. 

Hex 22 

Explanation: Too many commands outstanding. 

Cause: As stated. 

Action: Try again later. 

Hex 23 

Explanation: Invalid number in NCB_LANA_NUM field. 

Cause: Tried to specify a value other than "00" or "01," or the adapter is not present. 

Action: Verify that the adapter is present, or correct the value and try the command again. Use "00" for 
the primary adapter and "01" for the alternate. 

Hex 24 

Explanation: Command completed while cancel occurring. 

Cause: Tried to cancel a command that had already been completed. 

Action: None. 

Hex 26 

Explanation: Command not valid to cancel. 

Cause: Tried to cancel a command that is invalid to cancel. 

Action: Verify the correctness of the cancel command. 

Hex 30 

Explanation: Name defined by another environment. 

Cause: Another environment has already defined the name. 

Action: Choose another name. 

Hex 34 

Explanation: Environment not defined, RESET must be issued. 

Cause: As stated. 

Action: Issue RESET. 
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Hex 35 

Explanation: Required operating system resources exhausted, retry later. 

Cause: As stated. 

Action: Retry command later. 

Hex 36 

Explanation: Maximum applications exceeded. 

NCB Return Codes 

Cause: The maximum number of applications defined at NETBIOS 3.0 load-time are executing. 

Action: Wait until another application terminates. 

Hex 37 

Explanation: No SAPs available for NETBIOS. 

Cause: The adapter has no SAPs available for NETBIOS. 

Action: Wait until an application using SAPs relinquishes use of a SAP. 

Hex 38 

Explanation: Requested resource{s) not available. 

Cause: As stated. 

Action: Operate with the smaller number of resources or terminate. 

Hex 39 

Explanation: Invalid NCB address or length does not fit in segment. 

Cause: As stated. 

Action: Application error. Correct NCB address and selector length. 

Note: In the case of this return code, since the NCB is in doubt, the value is returned only in register AL. 
No attempt is made to place the return code into the NCB. 

Hex3A 

Explanation: RESET may not be issued from a NETBIOS adapter appendage. 

Cause: The RESET command was issued when the NETBIOS 3.0 adapter was processing a hardware 
interrupt. 

Action: Application error. Do not issue RESET in this situation. 

Note: Return code applies only to the Device Driver (DD) interface. 

Hex3B 

Explanation: Invalid NCB_DDJD value. 

Cause: The value in NCB_DDJD is not identical to the value returned by NETBIOS 3.0 in the first RESET 
issued by the device driver application program. Note that NCB_DDJD must be X I 0000 I in the first RESET 
issued for a given device driver application program. 

Action: Application error. Correct NCB_DDJD value. 
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Note: Return code applies only to the Device Driver (DO) interface. 

Hex3C 

Explanation: NETBIOS attempted to lock user storage and the lock failed. 

Cause: As stated. 

Action: Try the command at a later time. 

Hex3F 

Explanation: NETBIOS Device Driver open error. 

Cause: Either the device driver had an actual problem in its open process or the NETBIOS device driver 
was not loaded. 

Action: Load the appropriate code before executing NETBIOS applications. 

Hex 40 

Explanation: OS/2 error detected. 

Cause: During processing, an unexpected error was indicated by OS/2. 

Action: Issue RESET and restart. If failure continues, notify IBM. 

Hex4E 

Explanation: Network status-one or more of bits 12, 14, or 15 are on for more than 60 seconds. 

Cause: As stated. 

Action: Check the extended status last network status code. The only NETBIOS command that may be 
issued is NCB. RESET. 

Note: This return code is not reported at all if some status bits (8-11) are also on. This return code is 
reported to the application program only if the status bits 12, 14, or 15 remain on longer than 60 
seconds. 

Hex4F 

Explanation: Network status-one or more of bits 8 - 11 on. 

Cause: As stated. 

Action: Check the extended status last network status code. The only NETBIOS command that may be 
issued is NCB. RESET. 

Hex F6 

Explanation: Unexpected error on CCB completion. 

Cause: This is a NETBIOS 2.X return code that indicates that a CCB has completed with an unexpected 
bad return code. NETBIOS 1.X returned a X I FA I in these situations. 

Action: The only NETBIOS command that may be issued is NCB.RESET. 
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Hex F7 

Explanation: Error on implicit DIR.INITIALIZE. 

Cause: As stated. 

NCB Return Codes 

Action: Check the extended status bring-up error code. The only NETBIOS command that may be issued 
is NCB. RESET. 

Hex F8 

Explanation: Error on implicit DIR.OPEN.ADAPTER. 

Cause: As stated. 

Action: Check the extended status bring-up error code. The only NETBIOS command that may be issued 
is NCB.RESET. 

Notes: 

1. There is a possibility that a DIR.OPEN.ADAPTER could fail because of a temporary timing condition. 
Because of this, before reporting this return code, the DIR.OPEN.ADAPTER is retried twice at 
thi rty-second intervals. 

2. This error could be caused by by an attempt to open on a Token-Ring Network with the adapter set to 
the wrong data rate. Check the data rate setting. 

Hex F9 

Explanation: adapter support software internal error. 

Cause: As stated. 

Action: Check the PC System detected error code. The only NETBIOS command that may be issued is 
NCB.RESET. 

Hex FA 

Explanation: Adapter check. 

Cause: As stated. 

Action: Check the adapter check reason code. The only NETBIOS command that may be issued is 
NCB.RESET. 

Hex FB 

Explanation: NETBIOS code not loaded in the PC system. 

Cause: NETBIOS is not loaded or is loaded and not operational due to an error at load time, but a control 
block has been received by the adapter support software with a value greater than XI 03 1 in the first field. 

Action: Load and start NETBIOS or correct the conditions that cause a load error and reissue the 
command or correct the control block. 
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Hex FC 

Explanation: DIR.OPEN.ADAPTER or DLC.OPEN.SAP failed-check parameters. 

Cause: As stated. 

Action: Correct the parameters in error and execute the DIR.OPEN.ADAPTER command again. Note that 
the DLC.OPEN.SAP command is executed on initial start and restart of NETBIOS. The parameters used are 
obtained from the DIR.OPEN.ADAPTER command (executed either explicitly or implicitly). 

Note: There is a possibility that a DIR.OPEN.ADAPTER could fail because of a temporary timing condition. 
Because of this, before reporting this return code, the DIR.OPEN.ADAPTER is tried again twice at 
thirty-second intervals. 

Hex FD 

Explanation: Unexpected adapter close. 

Cause: The adapter was closed while NETBIOS was executing. 

Action: Issue a NCB. RESET command. 

Hex FE 

Explanation: NETBIOS not operational and application program explicitly opened the adapter. 

Cause: The adapter has been explicitly opened by the application program and NETBIOS is not 
operational. 

Action: Close the adapter and re-issue the NETBIOS command. 

Notes: 

For the following codes 'FT to 'FD': 

1. The condition to be reported via NCB_RETCODE is the last to have occurred. 

2. Extended status information, with the exception of adapter counters, is available in the NCB_RESERVE 
field of the command block. In the case of the NCB. RESET command, it is the status prior to the 
NCB.RESET. 

3. Network status information: 

• Any network status bits 8 - 11 on, cause error code '4F'. 
• Any network status bits 12, 14, or 15 on, for longer than 60 seconds, cause error code '4E'. Code 

'4F' has priority over code '4E'. 
• Network status bits 6 and 7 do not cause errors. If bit 7 (counter overflow) is on, nothing is 

reported. If no network status appendage is defined, the local NETBIOS counters will be updated 
via the DIR.READ.LOG command. Bit 6 (single station) is ignored. 

Adapter Status Parameter Table 

This information is placed in PC system memory by the adapter support software in response to a 
DIR.STATUS command. The adapter support software places a pointer address in the 
ADAPTER_PARMS_ADDR field of the DIR.STATUS command's parameter table. 

OFF- PARAMETER NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

4 DB Adapter physical address 
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Frame Status 

OFF- PARAMETER NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

4 UP _NODE_ADDR 6 DB The upstream node address 

10 UP _PHYS_ADDR 4 DB The upstream physical address 

14 POLL_ADDR 6 DB Last poll address 

20 AUTH_ENV 2 DB Authorized environment 

22 ACC_PRIORITY 2 DB Transmit access priority 

24 SOURCE_CLASS 2 DB Source class authorization 

26 ATT_CODE 2 DB last attention code 

28 SOURCE_ADDR 6 DB last source address 

34 BEACON_TYPE 2 DB last beacon type 

36 MAJOR_VECTOR 2 DB last major vector 

38 NETW_STATUS 2 DB Network status 

40 SOFT_ERROR 2 DB Soft error timer value 

42 FE_ERROR 2 DB Front end error counter 

44 lOCAL_RING 2 DB Ring number 

46 MON_ERROR 2 DB Monitor error code 

48 BEACON_TRANSMIT 2 DB Beacon transmit type 

50 BEACON_RECEIVE 2 DB Beacon receive type 

52 FRAME_CORREl 2 DB Frame correlation save 

54 BEACON_NAUN 6 DB Beaconing station NAUN 

60 4 DB Reserved 

64 BEACON_PHYS 4 DB Beaconing station physical address 

Frame Status 

The frame status (FS) byte is returned to the application program for some commands on the Token-Ring 
Network only. 

Note: This FS byte is also referred to as the TRANSMIT_PCFE field for transmit commands. 

Some values and their meanings are: 

X'CC' The frame was copied. 
X'OO' The address was not received and the frame was not copied (the destination adapter must not be 

on the ring). 
X '88' The destination adapter recognized the frame, but did not copy it (possibly due to being 

overloaded). 

See the IBM Token-Ring Network Architecture Reference for more about the FS byte. 
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Adapter Check 

Exception Indications 
The exception indications include: 

• Adapter Check 
• Network Status 
• Bring-Up and Open Errors 
• PC System Detected Errors 
• System Action Exceptions for OS/2. 

Adapter Check 

Adapter Check for CCB1 

When an adapter check occurs, the adapter support software will close the adapter, all ring communication 
will cease. The adapter support software will assume the adapter has encountered an unrecoverable 
error. An adapter check appendage (ADAPTER_CHEeK_EXIT), if defined by these 
commands(DIR.INITIALlZE, DIR.OPEN.ADAPTER, DIR.MODIFY.OPEN.PARMS, 
DIR.SET.USER.APPENDAGE), will be taken. On entry, the ex register will contain the adapter number, the 
AX will contain the adapter check reason code, and the ES and BX registers will point to the following table. 
While interrogating the information, the application program should either move the data to private memory 
or keep all interrupts masked off. 

OFF- PARAMETER NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

0 NOTIFICATION_FLAG 4 DD A pointer to the first of a queue of commands that were 
outstanding when the adapter closed 

4 REASON_CODE 2 DW Adapter check reason code, see "Token-Ring Network 
Adapt~r Check Reason Codes for All CC8s" on page 8-43. 

6 PARAMETER_O 2 DW Parameter 0: Set per reason-code 

8 PARAMETER_1 2 DW Parameter 1: Set per reason-code 

10 PARAMETER_2 2 DW Parameter 2: Set per reason-code 

Adapter Check for CCB2 

In some instances, the adapter hardware or software is in such a state that operation is not possible. If this 
is the case, the following will occur. 

1. If possible, the adapter will close and all network communications will cease. 
2. All adapters will assume a closed state. 
3. SAPs and link stations are closed due to the adapter closing and SAP and direct station buffer pools, 

outstanding receive frames, and CeBs may be returned to the application program if the 
ADAPTER_ CHECK_FLAG is set. 

4. If the ADAPTER_CHEeK_FLAG is set the application program can be notified of this event. In order for 
an application to receive notification of an adapter check, a READ command must be issued before the 
event occurs requesting notification of Critical Exceptions. When the event occurs the READ command 
will be posted using a semaphore. The information listed in the following table will be copied into the 
READ command's CCB parameter table. 
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Adapter Check 

OFF- PARAMETER NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

0 NOTIFICATIONfLAG 4 DD User exception flag 

4 CCB_COUNT 2 DW Count of CCSs chained to EVENT_CCB_POINTER 

6 EVENT_CCB_POINTER 4 DD Pointer to the first of a queue of commands that were 
outstanding when the adapter closed 

10 BUFFER_COUNT 2 DW Count of buffers chained to FIRST _BUFFER_ADDR 

12 FIRST _BUFFER_ADDR 4 DD Address of first buffer in SAP and direct station buffer pools 

16 RCVfRAME_COUNT 2 DW Count of received frames chained to RCV _FRAME_ADDR 

18 RCV _FRAME_ADDR 4 DD Address of the first received frame of a possible chain of 
frames 

22 REASON_CODE 2 DW Adapter check reason code, see "Token-Ring Network 
Adapter Check Reason Codes for All CCBs" on page B-43. 

Note: The next three fields are event error data. 

24 PARAMETER_O 2 DW Parameter 0: set per REASON_CODE 

26 PARAMETER_1 2 DW Parameter 1: set per REASON_CODE 

28 PARAMETER_2 2 DW Parameter 2: set per REASON_CODE 

NOTIFICATION_FLAG 

Explanation: This user exception flag is ADAPTER_CHECK_FLAG as defined using the 
DIR.SET.EXCEPTION.FLAGS command. 

FIRST_BUFFER_ADDR 

Explanation: Address of the fi rst buffer in the SAP or Di rect buffer pool. 

Buffers provided with the DLC.OPEN.SAP or DIR.OPEN.DIRECT commands are returned to the application 
program when the adapter closes as a result of entering the closed state. 

RCV _FRAME_ADDR 

Explanation: Address of the fi rst received frame. 

All received frames for this application program that were on the completion list at the time of the 
exception will be queued to this field when the adapter enters the closed state. The first buffer of each 
frame will point to the next frame. 

REASON_CODE 

Explanation: Reason code for the adapter check, see "Token-Ring Network Adapter Check Reason Codes 
for All CCBs" on page B-43. 

Note: Only one reason code will be reported at a time. 

PARAMETERS - 0,1,2 

Explanation: PARAMETER_D, PARAMETER_1 and PARAMETER_2 provide additional information on a per 
reason-code basis. The information may be useful for maintenance purposes and is not intended for 
application program use. 
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Adapter Check 

Adapter Check for CCB3 

In some instances, the adapter hardware or software is in such a state that operation is not possible. If this 
is the case, the following will occur. 

1. If possible, the adapter will close and all network communications will cease. 
2. All adapters will assume a closed state. 
3. If SAPs and link stations are closed due to the adapter closing and the adapter check appendage 

(AOAPTER_CHECK_APPNOG_OFFSET) is defined, the SAP and direct station buffer pools and CCBs 
may be returned to the application program in the information table pointed to by registers ES and BX. 
When the adapter support software calls the application program's device driver, the appropriate event 
appendage offset is passed in register 01 See the OIR.SET.EXCEPTION.FLAGS command on page 3-50 

4. If the adapter check appendage offset is specified, the application program can be notified of this event. 
Once the adapter check occurs, the adapter support software notifies the application program of the 
event by calling the application program's device driver with the appropriate event appendage offset 
passed in register 01. The information listed in the following table will be provided in the table pointed 
to by registers ES and BX when the adapter support software calls the application program's device 
driver. 

Application Calls 

When the adapter support software calls the application program's device driver entry point, the following 
information is provided to the application program. 

• An Invocation code of XI 0001 1 has been pushed onto the stack. Before returning to the adapter support 
software the application program must remove the invocation code from the stack. 

• Register 01 contains the offset of the adapter check appendage as defined by the 
OIR.SET.EXCEPTIONS.FLAG command 

• Register OS contains the application program's device driver protect mode data segment. 

• Register CX contains the adapter number. 

• Registers ES and 8X contain the address of a 14 byte information table. 

• Register AX contains the error code. 

OFF- PARAMETER NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

0 CCB_COUNT 2 ow Count of CCBs chained to EVENT _CCB_POINTER 

2 EVENT _ CCB _POINTER 4 DO Pointer to the first of a queue of commands that were 
outstanding when the adapter closed 

6 BUFFER_COUNT 2 OW Count of buffers chained to FIRST_BUFFER_ADDR 

8 FIRST _BUFFER_ADDR 4 DO Address of first buffer in SAP and direct station buffer pools 

12 REASON_CODE 2 OW Adapter check reason code, see "Token-Ring Network 
Adapter Check Reason Codes for All CCBs" on page B-43. 

Note: The next three fields are event error data. 

14 PARAMETER_O 2 OW Parameter 0: set per reason-code 

16 PARAMETER_1 2 OW Parameter 1: set per reason-code 

18 PARAMETER_2 2 OW Parameter 2: set per reason-code 
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Adapter Check Reason Codes 

FIRST_BUFFER _ADDR 

Explanation: Address of the first buffer in the SAP and direct station buffer pool. 

Buffers provided with the DLC.OPEN.SAP or DIR.OPEN.DIRECT commands are returned to the application 
program when the adapter closes as a result of entering the closed state. 

REASON_CODE 

Explanation: Reason code for the adapter check, see "Token-Ring Network Adapter Check Reason Codes 
for All CCBs" on page B-43. 

PARAMETERS - 0,1,2 

Explanation: PARAMETER_O, PARAMETER_1 and PARAMETER_2 provide additional information on a per 
reason-code basis. The information may be useful for maintenance purposes only and is not intended for 
application program use. 

Token-Ring Network Adapter Check Reason Codes for All CCBs 

VALUE FUNCTION MEANINGS/PARAMETERS 

8000 Adapter inoperative See note. 

Note: Adapter inoperative (8000) 

When a machine check occurs in the adapter processor, it is reported to the adapter support software via an "adapter check 
interrupt." The PC system may receive this interrupt before the adapter processor is able to set the adapter check bits. Therefore 
the adapter support software does the following: 

1. If a reason code is set, that code is passed to the application program. 

2. If a reason code is not set, the adapter support software goes into a tight loop for 250 milliseconds. The adapter support 
software then checks the reason code set by the adapter processor and does one of the following: 

a. If a code is set, the adapter support software passes that code to the application program. 

b. If no code is set, the adapter support software assumes that the adapter processor's machine check handler was not 
capable of executing because of the severity of the processor's problem. The adapter support software then sets a value 
of (8000) in the adapter check reason code and passes that code to the application program. 

4000 Reserved 

2000 Reserved 

1000 Illegal op code The adapter detected an illegal op code (micro failure). 

0800 Local bus parity error The adapter local bus detected a parity error. 

0400 External Parity error 

0200 Reserved 

0100 Internal parity error 

0080 Parity error, Ring transmit The adapter local bus detected a parity error while 
transmitting on the ring. 

0040 Parity error, Ring receive The adapter local bus detected a parity error while 
receiving from the ring. 

0020 Transmit underrun 

0010 Receive overrun 

0008 Unrecognized interrupt 

0004 Unrecognized error interrupt 

0003 Adapter detected no PC system service 

0002 Unrecognized supervisory request 

0001 Program detected error 
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Network Status 

PC Network Adapter Check Reason Codes for All CCBs 

The values shown for the reason codes are as if the values were contained in the AX register. 

Code Meaning 

X10100 1 Program Detected Error 

X'0200 ' Reserved 

X'0300 ' Invalid Supervisor Request Code 

X' 0400 ' Invalid Task 10 on Supervisor Call 

X'0500 ' Invalid Ready Task Request 

X'0600 ' Invalid Adapter Number on Supervisor Call 

X' 0700 ' Invalid ES Value on Supervisor Call 

Netv/ork Status 

Network Status for CCB1 

Whenever network status changes, the application program will be notified if the network status appendage 
has been defined in the NETW_STATUS_EXIT field of the CCB for a DIR.INITIALIZE or in the 
NETW_STATUS_EXIT field of the DIRECT_PARMS table of the DIR.OPEN.ADAPTER command. See 
"Token-Ring Network Status Codes for All CCBs" on page B-47 for the information returned. 

The AX register contains the network status code and the CX register contains the adapter number. 
Registers ES and BX point to the chain of outstanding CCBs if the adapter was closed. 

Network Status for CCB2 

In some instances the Network Status will indicate that the adapter closed due to an unrecoverable error, 
(Critical Network Status). When the adapter is closed, link stations are closed and the SAP and direct 
station buffer pools, outstanding receive frames, and CCBs may be returned to the application program if 
the NETWORK_STATUS_FLAG is set. See the DIR.SET.EXCEPTION.FLAGS command on page 3-50. 

Whenever Network Status changes, the application program can be notified if the 
NETWORK_STATUS_FLAG is set. In order for an application program to receive notification of a Network 
Status (non-critical), a READ command must be issued. If a READ command is already outstanding, it will 
be posted immediately using a semaphore. 

In order for an application program to receive notification of a Critical Network Status (the adapter closes), 
a READ command must be issued before the event occurs requesting notification of Critical Exceptions. 
When the event occurs, the READ command will be posted using a semaphore. 
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Network Status 

The information in the following table will be copied into the READ command's parameter table. 

PARAMETER NAME BYTE 8086 DESCRIPTION 
LEN TYPE 

NOTIFICATION_FLAG 4 DD User exception flag 

CCB_COUNl 2 DW Count of CCBs chained to EVENT_CCB_POINTER * 

EVENT_CCB_POINTER 4 DD Pointer to the first of a queue of commands that were outstanding when 
the adapter closed * 

BUFFER_COUNT 2 DW Count of buffers chained to FIRST _BUFFER_ADDR * 

FIRST_BUFFER_ADDR 4 DD Address of first buffer in SAP and direct station buffer pools * 

RCV_FRAME_COUNT 2 DW Count of received frames chained to RCV JRAME_ADDR * 

RCV _FRAME_ADDR 4 DD Address of the first received frame of a possible chain of frames • 

NETWORK_STATUS_CODE 2 DW Network Status Code 

* Indicates that this value is only returned when the adapter is closed as a result of encountering an unrecoverable error state. 

NOTIFICATION_FLAG 

Explanation: User Notification Flag. 

This user exception flag is NETWORK_STATUS_FLAG as defined using the DIR.SET.EXCEPTION.FLAGS 
command. 

FIRST _BUFFER_ADDR 

Explanation: Address of the first buffer in the SAP and direct station buffer pools. 

Buffers provided with the DLC.OPEN.SAP and DIR.OPEN.DIRECT commands are returned to the application 
program if the adapter closes. 

RCV _FRAME_ADDR 

Explanation: Address of the first received frame. 

All received frames for this application program that were on the completion list at the time of the 
exception will be queued to this field if the adapter closes. The first buffer of each frame will point to the 
next frame. 

NETWORK_STATUS_CODE 

Explanation: Network Status Code being reported. 

See "Token-Ring Network Status Codes for All CCBs" on page B-47 when using a Token-Ring Network 
adapter, and "PC Network Status Codes for All CCBs" on page B-48 when using a PC Network adapter. 

Appendix B. Return Codes 8-45 



Network Status 

Network Status for CCB3 

In some instances the Network Status will indicate that the adapter closed due to an unrecoverable error, 
(Critical Network Status). When the adapter is closed, link stations are closed and the SAP and direct 
station buffer pools, and CCBs may be returned to the application program if the 
NETWORK_STATUS_APPNOG_OFFSET is set. See the OIR.SET.EXCEPTION.FLAGS command on page 
3-50. 

Whenever the network status changes, the application program is notified by a 
NETWORK_STATUS_APPNOG_OFFSET defined using the OIR.SET.EXCEPTION.FLAGS command. In order 
for an application program to receive notification of a network status exception (critical/non-critical), the 
OIR.SET.EXCEPTION.FLAGS command must have been executed and the adapter support software must 
have been supplied with an appendage offset for network status. 

When the event occurs the adapter support software calls the application program's device driver entry 
point with the appropriate event appendage offset passed in register 01. The information listed in the 
following table will be supplied to the application program by the registers ES and BX. ES and BX point to 
the information table when the adapter support software calls to the application program's device driver. 

Application Calls: When the adapter support software calls the application program at the address 
obtained by the ATTACHOO function, the following information is provided to the application program. 

• An Invocation code of X' 0001' has been pushed onto the stack. Before returning to the adapter support 
software the application program must remove the invocation code from the stack. 

• Register 01 contains the offset of the network status appendage as defined by the 
DIR.SET.EXCEPTIONS.FLAGS command. 

• Register OS contains the application program device driver's protect mode data segment. 

• Register CX contains the adapter number. 

• Registers ES and BX contain the address of the following 14 byte information table. 

• Register AX contains the network status code. 

PARAMETER NAME BYTE 8086 DESCRIPTION 
LEN TYPE 

CCB_COUNT 2 OW Count of CCBs chained to EVENT_CCB_POINTER * 

EVENT _ CCB _POINTER 4 DO Pointer to the first of a queue of commands that were outstanding when 
the adapter closed * 

BUFFER_COUNT 2 OW Count of buffers chained to FIRST _BUFFER_ADDR * 

FIRST _BUFFER_ADDR 4 DO Address of first buffer in SAP and direct station buffer pools * 

NETWORK_STATUS_CODE 2 OW Network Status Code 

... Indicates that this value is only returned when the adapter is closed as a result of encountering an unrecoverable error. 

FIRST_BUFFER_ADDR 

Explanation: Address of the first buffer in the SAP and direct station buffer pools. 

Buffers provided with the OLC.OPEN.SAP and OIR.OPEN.OIRECT commands are returned to the application 
program if the adapter closes. 
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NETWORK_STATUS_CODE 

Explanation: Network Status Code being reported. 

See "Token-Ring Network Status Codes for All CCSs" on page B-47 when using a Token-Ring Network 
adapter, and "PC Network Status Codes for All CCBs" on page B-48 when using a PC Network adapter. 

Token-Ring Network Status Codes for All CCBs 

BIT FUNCTION MEANING 

15 Signal loss Absence of any received signal detected. 

14 Hard error Beacon frames are being transmitted or received. 

13 Soft error This adapter has transmitted a soft error report MAC frame. 

12 Transmit beacon The adapter is transmitting beacon frames. 

11 Lobe wire fault An open or short circuit has been detected in the lobe data path. The adapter will be closed. 

10 Auto-removal error An adapter hardware error has been detected following the beacon auto-removal process. The 
1 adapter has been removed from the ring. The adapter will be closed. 

9 Reserved 

8 Remove received A remove MAC frame has been received. The adapter will be closed. 

7 Counter overflow One of the adapter error log counters has been incremented from 254 to 255. The 
DIR.READ.LOG command should be issued. 

6 Single station The adapter has opened and is the only station on the ring. The bit will be reset when another 
station is detected. 

5 Ring Recovery The adapter is transmitting or receiving Monitor Contention (claim token) MAC frames. This bit 
will be reset upon receipt of a Ring Purge MAC frame. 

0- Reserved 
4 

Multiple bits may be set when a network status change is posted. 

For a beaconing condition the following network status events will be reported in the following order: 

• For the station that will initially be transmitting the beacon frames 

Ri ng Recovery (bit 5) set 

Then after 1 second 

Signal Loss (bit 15) set 

Hard Error (bit 14) set 

Transmit Beacon (bit 12) set. 

• For the station that will initially be receiving the beacon frames 

Ring Recovery (bit 5) set 

Then after 1 second 

- Hard Error (bit 14) set. 

The Ring Recovery bit will remain on for the entire time that the ring is beaconing. When using OS/2, if the 
ring is beaconing when an application program issues the DIR.OPEN.ADAPTER command and then issues 
the DIR.STATUS command the Ring Recovery bit will be set. However, bits 15, 14, and 12 may toggle 
depending on the immediate state of the ring seen by each adapter as a result of adapters doing diagnostic 
testing. When the ring stops beaconing all bits including the Ring Recovery bit will be zero. 
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PC Network Status Codes for All CCBs 

BIT FUNCTION MEANING 

15 No Carrier No carrier on this card during transmit. 

14 Reserved 

13 Reserved 

12 Continuous Carrier The adapter has detected Continuous Carrier on the network for more than 30 seconds. 

11 Reserved 

10 Continuous Carrier This adapter is generating Continuous Carrier. (The adapter will be closed.) 

9 Reserved 

8 Remove Received A network management REMOVE frame has been received. (The adapter will be closed.) 

7 Counter Overflow One of the Error Log Counters has incremented from 254 to 255. 

0-6 Reserved 

Bring-Up Errors for All CCBs 

For CCB1: Bring-up testing is done when the DIR.INITIALIZE command is executed. If these tests are not 
completed successfully indicating an adapter failure, the bring-up error code will be returned in 
the BRING_UP field of the DIR.INITIALIZE parameter table. The CCB_RETCODE in the CCB will 
also contain '01' (command canceled: unrecoverable failure) when the command is terminated. 

For CCB2 and CCB3: Bring-up testing is done during initialization when the adapter support software is 
loaded and when the DIR.INITIALIZE command is issued with the correct System 
Key. The results of the bring-up tests are returned to application programs when the 
DIR.OPEN.ADAPTER and DIR.INITIALIZE commands are executed. 

The bring-up error code is included in the ADAPTER_PARMS table of the 
DIR.OPEN.ADAPTER command. 

If during system initialization bring-up testing is not successful, error messages are 
displayed and logged in the ACSLAN.LOG file. 

The values shown for the bring-up codes are as if the values were contained in the 
AX register. 

Bring-up Error Codes for All CCBs 

Code 8086 Meaning 
Type 

'0020' DW Diagnostics could not execute 

'0022' DW ROM (ROS) diagnostics failed 

'0024' DW Shared RAM diagnostics failed 

'0026' DW Processor instruction test failed 

'0028' DW Processor interrupt test failed 

'002A' DW Shared RAM interface register diagnostics failed 

'002C' DW Protocol-handler diagnostics failed 

'0040' DW Adapter's programmable timer for the PC system failed (set by the PC system code) 

'0042' DW Cannot write to shared RAM (set by the PC system code) 
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Adapter Open Errors 

Code 8086 Meaning 
Type 

'0044' OW Reading from shared RAM read-only area caused an invalid error indication (interrupt) (set by the PC system 
code). 

'0046' OW Writing into shared RAM read-only area did not cause an error indication (interrupt) (set by the PC system 
code). 

'0048' OW Initialization timed out 

Token-Ring Network Adapter Open Errors for All CCBs 
For CCB1: Adapter open testing is done when the DIR.OPEN.ADAPTER command is executed. If these 

tests do not complete successfully, indicating either an adapter failure or a ring problem, the 
open error codes will be returned in the OPEN_ERROR_CODE field of the DIR.OPEN.ADAPTER 
parameter table. The CGB_RETGODE in the CGB will also contain '07' (command 
canceled-unrecoverable failure) when the command is terminated. 

For CCB2 and CCB3: Adapter open testing is done at system initialization, or when a physical open is 
issued as a result of the DIR.OPEN.ADAPTER command being issued. If these tests 
do not execute successfully, any subsequent DIR.OPEN.ADAPTER commands will be 
terminated with a return code of X I 07 1

• 

The open error codes are passed back to the user in the DIR.OPEN.ADAPTER 
ADAPTER_PARMS table. 

Open Error Codes for All CCBs 

The open errors are returned in 2 bytes. The high-order byte is always zero and the low-order byte 
contains: 

1. The phase of testing in which the error was encountered is in the high-order nibble (half-byte) of the 
low-order byte. 

2. The error condition is in the low-order nibble of the low-order byte. 

Phases 

VALUE MEANING 

'1n' Lobe media test 

'2n' Physical insertion 

'3n' Address verification 

'4n' Roll call poll (neighbor notification) 

'Sn' Request parameters 
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Adapter Open Errors 

Errors 

Value Meaning 

'n1' Function failure 

'n2' Signal loss 

'n3' Reserved 

'n4' Reserved 

'n5' Timeout 

'n6' Ring failure 

'n7' Ring beaconing 

'n8' Duplicate node address 

'n9' Parameter request 

'nA' Remove received 

'nS' Reserved 

'nC' Reserved 

'nO' No monitor detected 

'nE' Monitor contention failed for RPL 

Suggested Actions in Response to Open Errors 

When the following Phase - Error combination values are presented, they are the result of certain specific 
occurrences. Explanation of the occurrences follow with recommended actions listed. A list of 
recommended actions for both the application program and the PC system operator is provided following 
the explanations. 

Explanations of Occurrences 

X '11' Lobe Media, Function Failure Failure Definition: The testi ng of the lobe between the adapter and the 
access unit has been unsuccessful because the lobe has a bit-error rate that is too high or the 
adapter cannot receive successfully. 

Recommended Actions 1, 3, and 5 

X '26' Physical Insertion, Ring Failure Failure Definition: The adapter, acting as an active monitor, was 
unable to complete the ring purge function successfully indicating an error condition has 
occurred since the successful completion of monitor contention (claim token), when this adapter 
became the active monitor. 

Recommended Actions 1 and 2a 

X '27' Physical Insertion, Ring Beaconing Failure Definition: The adapter has detected one of the following 
conditions. 

• The adapter tried to insert on a ring that was operating at a different data rate. 
• A monitor contention (claim token) failure occurred. 
• The adapter received a beacon MAC frame from the ring. 

Recommended Actions 1, 2, and 2b 

X'2A' Physical Insertion, Timeout Failure Definition: The adapter has received a remove ring station MAC 
frame indicating that a network management function has directed this adapter to get off the 
ring. 

Recommended Actions 2a and 4 
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X '2D' No Monitor Detected Failure Definition: RPL station is the first station attempting to insert onto the 
ring. 

Recommended Actions 1 and 2a 

X'2E' Monitor Contention Failed for RPL Failure Definition: Physical insertion failure of RPL station. 

Recommended Action 2 

X'32' Address Verification, Signal Loss Failure Definition: The adapter has detected a 250-millisecond 
signal loss (receiver cannot recognize signal) indicating that an error condition has occurred 
since the adapter successfully completed the ring signal recognition phase of the open 
operation. 

Recommended Actions 1 and 2a 

X'35' Address Verification, Timeout Failure Definition: The insertion timer has expired before this function 
completed, indicating that the ring may be congested, experiencing a high bit-error rate, or 
losing an abnormally high number of tokens or frames, thus preventing successful Address 
Verification MAC frame transmissions. 

Recommended Actions 1 and 2a 

X '36' Address Verification, Ring Failure Failure Definition: The adapter, acting as an active monitor, was 
unable to complete the ring purge function successfully indicating an error condition has 
occurred since the successful completion of monitor contention (claim tOken), when this adapter 
became the active monitor. 

Recommended Actions 1 and 2a 

X '37' Address Verification, Ring Beaconing Failure Definition: The adapter has either detected a monitor 
contention (claim token) failure or received a beacon MAC frame from the ring. 

Recommended Actions 1 and 2b 

X '38' Address Verification, Duplicate Node Address Failure Definition: The adapter has detected that 
another station on the ring has an adapter address equal to the adapter address being tested. 

Recommended Action 4 

X'3A' Address Verification, Remove Received Failure Definition: The adapter has received a remove ring 
station MAC frame indicating that a network management function has directed this specific 
address to get off the ri ng. 

Recommended Actions 2a and 4 

X'42' Ring Poll, Signal Loss Failure Definition: The adapter has detected a 250-millisecond signal loss 
(receiver cannot recognize signal) indicating that an error condition has occurred since the 
adapter successfully completed the ring Signal recognition phase of the open operation. 

Recommended Actions 1 and 2a 

X'45' Ring Poll, Timeout Failure Definition: The insertion timer has expired before this function completed, 
indicating that the ring may be congested, experiencing a high bit error rate, or lOSing an 
abnormally high number of tokens or frames. This prevents the adapter's successful reception 
of either the ring poll request or response MAC frame, or transmission of the required ring poll 
response MAC frame. 

Recommended Actions 1 and 2a 

X '46' Ring Poll, Ring Failure Failure Definition: The adapter, acting as an active monitor, was unable to 
complete the ring purge function successfully indicating an error condition has occurred since 
the successful completion of monitor contention (claim token), when this adapter became the 
active monitor. 
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Recommended Actions 1 and 2a 

X'47' Ring Poll, Ring Beaconing Failure Definition: The adapter has either detected a monitor contention 
(claim token) failure or received a beacon MAC frame from the ring. 

Recommended Actions 1 and 2b 

X'4A' Ring Poll, Remove Received Failure Definition: The adapter has received a remove ring station 
MAC frame, indicating that a network management function has directed this adapter to get off 
the ring. 

Recommended Actions 2a and 4 

X'55' Request Parameters, Timeout Failure Definition: The insertion timer has expired before this function 
completed, indicating that the ring may be congested, experiencing a high bit-error rate, or 
losing an abnormally high number of tokens or frames. This prevents successful transmission 
of the request parameter MAC frame or reception of either the set parameters 1 or set 
parameters 2 MAC frame (required response to the adapter's request). 

Recommended Actions 1 and 2a 

X' 56' Request Parameters, Ring Failure Failure Definition: The adapter, acting as an active monitor, was 
unable to complete the ring purge function successfully, indicating an error condition has 
occurred since the successful completion of monitor contention (claim token), when this adapter 
became the active monitor. 

Recommended Actions 1 and 2a 

X' 57' Request Parameters, Ring Beaconing Failure Definition: The adapter has received a beacon MAC 
frame from the ring. 

Recommended Actions 1 and 2b 

X'59' Request Parameters, Parameter Request Failure Definition: The adapter has detected that the ring 
parameter server is present on the ring, but that the required response (set parameters 1 or set 
parameter 2 MAC frame) has not been received in the allotted time. This indicates that the ring 
may be congested, experiencing a high bit-error rate, or losing an abnormally high number of 
tokens or frames. 

Recommended Actions 1 and 2a 

X' 5A' Request Parameters, Remove Received Failure Definition: The adapter has received a remove ring 
station MAC frame, indicating that a network management function has directed this adapter to 
get off the ring. 

The Recommended Actions 2a and 4 

Recommended Actions Table 

NUM Description 

1 After delaying at least 30 seconds, retry the open two times, inserting the same delay between each retry. 

2 After delaying at least 30 seconds, check the adapter configuration (especially the adapter data rate) and retry the open. 

2a If this error persists, direct the PC system operator to contact the network administrator for assistance and provide 
"Open Error" information. 

2b If this error persists, direct the PC system operator to contact the network administrator for assistance and provide 
information from the" Adapter Status Parameter Table" on page 8-38. 

3 Direct the PC system operator to contact the network administrator for assistance and provide "Open Error" 
information. 

4 Direct the PC system operator to contact the network administrator for assistance and provide "Node Address" 
information and try attaching to the ring after 6 minutes. 
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NUM Description 

5 If this error persists, problem determination of the adapter or lobe is necessary. Contact your network administrator for 
problem determination assistance. 

PC Network Adapter Open Errors for All CCBs 

The open error codes are returned in a DW, the high order byte is always zero: 

VALUE MEANING 

X'OO22' No carrier 

X'OO23' Continuous carrier 

X'OO33' Unable to transmit 

X'OO38' Duplicate node address 

X'OO3A' REMOVE frame received 

PC System Detected Errors 

PC System Detected Errors for CCB1 

This appendage is defined by the DIR.OPEN.ADAPTER, DIR.SET.USER.APPENDAGE, DIR.INITIALlZE, and 
DIR.MODlFY.OPEN.PARMS commands. 

Note: The PC System Detected error is not intended as a substitute for normal PC system error detection, 
for example, a divide check. 

If the adapter support software detects an error condition in the PC system, the sequence of events will be 
determined by the type of error, which is passed to the appendage in register AL. 

The following information is passed to the appendage: 

1. Register AL contains the error code. 

2. Register AH contains information on a per error code basis. 

If register AH is used, it is indicated in the status code explanation. 

3. Register CX contains the adapter number. 

4. Registers ES and BX: 

If both registers are not X I 0000 I, they are pointers to a queue of commands that were outstanding 
when the error occurred. 

If both registers were X 10000 I, either the command executing could not be determined or it is not 
applicable. 

The error code is passed to the appendage in register AX. 

The PC System detected error codes are: 

Code . Meaning 

X'OOOO' Spurious interrupt detected. 

X'0001' Access violation. An attempt to write into the read-only portion of shared RAM has occurred. 
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X'01xx' An ARB command code error, where xx is the command code. 

X' 02xx' An ARB return code error, where xx is the return code from the adapter. 

X'03xx' An SRB/SSB command code error, where xx is the CCB command code. 

X' 04xx' ARB transmit data request error, (the transmit CCB was not found) where xx is the command 
correlator from the adapter. 

PC System Detected Errors for CCB2 

These types of errors are errors encountered by the adapter support software during operation. 

Note: The PC System Detected error is not intended as a substitute for normal PC system error detection, 
for example, a divide check. 

If the adapter support software detects an error condition in the PC system or OS/2 generates a return code 
that is not acceptable for the given situation, an error code is passed to the application program via the 
READ command. 

In these cases the adapter will be closed, adapter support software will assume the adapter has 
encountered an unrecoverable error. 

When the unrecoverable error is entered, link stations are closed and SAP and direct station buffer pools, 
outstanding receive frames, and CCBs may be returned to the application program if the PC_ERROR_FLAG 
is set. See DIR.SET.EXCEPTION.FLAGS on page 3-50. 

Whenever a PC System Detected error occurs, the application program can be notified if the 
PC_ERROR_FLAG is set. In order for an application program to receive notification of a PC System 
Detected error a READ command must be issued before the event occurs requesting notification of critical 
exceptions. When the event occurs the READ command will be posted using a semaphore. 

The information listed in the table below will be copied into the READ commands parameter table. 

PARAMETER NAME BYTE 8086 DESCRIPTION 
LEN TYPE 

NOTIFICATION_FLAG 4 DD User exception flag 

CCB_COUNT 2 DW Count of CCBs chained to EVENT_CCB_POINTER 

EVENT _ CCB _POINTER 4 DD Pointer to the first of a queue of commands that were outstanding when 
the adapter closed 

BUFFER_COUNT 2 DW Count of buffers chained to FIRST_BUFFER_ADDR 

FIRST _BUFFER_ADDR 4 DD Address of first buffer in SAP and direct station buffer pools 

RCV_FRAME_COUNT 2 DW Count of received frames chained to RCV _FRAME_ADDR 

RCV _FRAME_ADDR 4 DD Address of the first received frame of a possible chain of frames 

ERROR_CODE 1 DB Error Code 

ERROR_DATA 1 DB Error Data 

FUNCTION_CODE 1 DB Operating System/2 command code that failed 

1 DB Reserved 

2 DW Reserved 

PROCESS_ID 2 DW Process ID 
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NOTIFICATION_FLAG 

Explanation: User Notification Flag. 

This user exception flag is the PC_ERROR_FLAG as defined using the DIR.SET.EXCEPTIONS.FLAG 
command. 

FIRST_BUFFER_ADDR 

Explanation: Address of the first buffer in SAP and direct station buffer pools. 

Buffers provided with the DLC.OPEN.SAP and DIR.OPEN.DIRECT commands are returned to the application 
program when the adapter closes as a result of an unrecoverable error. 

RCV_FRAME_ADDR 

Explanation: Address of the first received frame. 

All received frames for this application that were on the completion list at the time of the exception will be 
queued to this field when the adapter encounters an unrecoverable error. The first buffer of each frame 
will point to the next frame. 

ERROR_ CODE/ERROR_DATA 

Explanation: Theses two fields contain the error code and associated data for the PC System Detected 
error. 

The list below indicates both the ERROR_CODE and the ERROR_DATA. The ERROR_CODE is the first byte 
and the ERROR_DATA is the second byte. 

X'OOOO' A Token-Ring Network adapter interrupt has occurred and the interrupt was unexpected. For 
example, the adapter is not open. 

X' 0001' Access violation: an attempt was made to write to the read-only portion of shared RAM. 

X'01xx' ARB command code error: an undefined ARB was returned from the adapter. The "xx" indicates 
the command code. 

X'02xx' ASB return code error: there was an unexpected ASB interrupt from the adapter as a result of an 
ARB command. The "xx" will be set to the return code from the adapter. 

X'03xx' SRB/SSB command code error. The "xx" will be set to the CCB command code. 

X'04xx' ARB transmit data request error: the transmit CCB was not found. The "xx" is the command 
correlator from the adapter. 

X '05xx' Unacceptable error conditions resulting from Operating System/2 return code values. 

If while processing on the thread of an application program in the adapter support software device 
driver, an Operating System/2 return code is generated that is not acceptable for a given situation, 
the return code in the AX register will containX ' 041. 

X'06xx' An adapter support software internal error. The "xx" will be set to an internal error code. 

Note: Codes not shown (X I 07 I through X '7F I) are reserved. 
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FUNCTION_CODE 

Explanation: The Operating System/2 command code that failed 

This field is only used for an ERROR_CODE of X ' 05 1. 

This field wi" contain the Function Code of a Device Help command that resulted in this PC System 
Detected error. 

PROCESS_ID 

Explanation: The Operating System/2 Process 10 

This field is only used for the error codes XI 05 1 and XI 06 1, and wi" contain the Operating System/2 

Process 10 that was dispatched while the error occurred. A Process 10 of X10000 1 is used when an error 
occurs while processing an interrupt. 

PC System Detected Errors for CCB3 

These types of errors are errors encountered by the adapter support software during operation. 

Note: The PC System Detected error is not intended as a substitute for normal PC system error detection, 
for example, a divide check. 

If the adapter support software detects an error condition in the PC system, or OS/2 generates a return 
code that is not acceptable for the given situation, an error code is passed to the application program when 
the adapter support software calls the application program's device driver with the appropriate event 
appendage offset passed in register 01. Upon entry into the application program's device driver, the AX 
register wi" contain the error code. 

In these cases the adapter will be closed, the adapter support software wi" assume that the adapter has 
encountered an unrecoverable error. 

When the unrecoverable error is entered, link stations are closed and SAP and direct station buffer pools 
and CCBs may be returned to the application program if the PC detected error appendage 
(PCERROR_APPNOG_OFFSET) has been defined using the OIR.SET.EXCEPTION.FLAGS command, see 
OIR.SET.EXCEPTION.FLAGS on page 3-50. If the appendage has been defined, the adapter support 
software will call the application program's device driver with the PC system detected appendage offset 
passed in register 01 to notify the user of the error. 

Whenever a PC System Oetected error occurs, the application program can be notified if the PC detected 
error appendage has been defined using the DIR.SET.EXCEPTION.FLAGS command. 

The information listed in the table below will be contained in the table pointed to by registers ES and BX 
when the adapter support software calls the application program's device driver with the appropriate event 
appendage offset passed in register 01. 

Application Calls: When the adapter support software calls the application program at the address 
obtained by the ATTACHOO function, the following information is provided to the using application. 

• An Invocation code of XI 0001 1 has been pushed onto the stack. Before returning to the adapter support 
software the application must remove the invocation code from the stack. 

• Register 01 contains the offset of the adapter check appendage as defined by the 
OIR.SET.EXCEPTIONS.FLAG command. 

• Register OS contains the application program device driver's protect mode data segment. 
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• Register CX contains the adapter number. 

• Registers ES and ax contain the address of the following 20 byte information table. 

• Register AX contains the error code. 

PARAMETER NAME BYTE 8086 DESCRIPTION 
LEN TYPE 

CCB_COUNT 2 DW Count of CCBs chained to EVENT_CCB_POINTER 

EVENT_CCB_POINTER 4 DD Pointer to the first of a queue of commands that were outstanding when 
the adapter closed 

BUFFER_COUNT 2 DW Count of buffers chained to FIRST_BUFFER_ADDR 

FIRST _BUFFER_ADDR 4 DD Address of first buffer in SAP and direct station buffer pools 

ERROR_CODE 1 DB Error Code 

ERROR_DATA 1 DB Error Data 

FUNCTION_CODE 1 DB Operating System/2 command code that failed 

1 DB Reserved 

2 DW Reserved 

2 DW Reserved 

FIRST_BUFFER_ADDR 

Explanation: Address of the first buffer in SAP and direct station buffer pools. 

Buffers provided with the DLG.OPEN.SAP and DIR.OPEN.DIREGT commands are returned to the application 
program when the adapter closes as a result of an unrecoverable error. 

ERROR CODE/ERROR DATA 

Explanation: These two fields contain the error code and associated data for the PC System Detected 
error. 

The list below indicates both the ERROR_CODE and the ERROR_DATA. The ERROR_CODE is the first byte 
and the ERROR_DATA is the second byte. 

X'OOOO' A Token-Ring Network adapter interrupt has occurred and the interrupt was unexpected. For 
example, the adapter is not open. 

X'0001' Access violation: an attempt was made to write to the read-only portion of shared RAM. 

X'01xx' ARB command code error: an undefined ARB was returned from the adapter. The "xx" indicates 
the command code. 

X'02xx' ASB return code error: there was an unexpected ASB interrupt from the adapter as a result of an 
ARB command. The "xx" will be set to the return code from the adapter. 

X'03xx' SRB/SSB command code error. The "xx" will be set to the CGB command code. 

X'04xx' ARB transmit data request error: the transmit CCB was not found. The "xx" is the command 
correlator from the adapter. 

X'05xx' Unacceptable error conditions resulting from Operating System/2 return code values. 

If while processing on the thread of an application program in the adapter support software device 
driver, an Operating System/2 return code is generated that is not acceptable for a given situation 
the immediate return code in the AX register will contain XI 04 1

• 

X'06xx' An adapter support software internal error. The "xx" will be set to an internal error code. 
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Note: Codes not shown (X I 07 1 through X '7F I) are reserved. 

FUNCTION_CODE 

Explanation: The Operating System/2 command code that failed. 

This field is only used for an ERROR_CODE of X ' 05 1
• 

This field will contain the Function Code of a Device Help command that resulted in this PC System 
Detected error. 

System Action Exceptions for OS/2 

System Action Exceptions for CCB2 

This exception is the result of a system administrator issuing commands using the SYSTEM.KEY defined by 
the configuration parameters. The following commands when issued with the SYSTEM. KEY will result in a 
System Action exception. 

DIR.CLOSE.ADAPTER 
DI RCLOSE. DI RECT 
DIRINITIALIZE 
DIRREAD.LOG 
DI RSET. FUNCTIONAL.ADDRESS 
DIR.SET.GROUP .ADDRESS 
DLC.RESET 

System Action exceptions result in an adapter closing, an adapter initializing, reading of either the adapter 
or direct interface logs, modification of the functional or group addresses, resetting link stations, or forced 
availability (closed) of the direct stations. When link stations are closed or the direct stations are closed 
due to a System Action exception, the link and direct station's buffer pools, outstanding receive frames, and 
CCSs may be returned to the application program if the SYSTEM_ACTION_APPENDG_OFFSET is set. See 
the DIRSET.EXCEPTION.FLAGS on page 3-50. 

Whenever a System Action occurs, the application program will be notified if the SYSTEM_ACTION_FLAG is 
set and the using code has a READ outstanding. To receive notification of a System Action Exception 
resulting from the DIRCLOSE.ADAPTER and DIR.lNITIALIZE commands, the READ command must be 
issued before the event occurs. The information listed in the following table is copied into the READ 
command's parameter table and the READ command's semaphore is cleared to post the application 
program. 
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For the commands and associated application programs listed below, if the 
SYSTEM_ACTION_APPNDG_OFFSET is set, the adapter support software will notify the application 
program of system action exceptions. 

• DIR.CLOSE.ADAPTER for all application programs 

• DIRCLOSE.DIRECT for an application program owning the Direct Interface (a previously issued 
DIR.OPEN.DIRECT command was successful) 

• DIRINITIALIZE for all application programs 

• DIR.READ.LOG for an application program owning the Direct Interface (a previously issued 
DIROPEN.DIRECT command was successful) 

• DIRSET.FUNCTIONAL.ADDRESS for all application programs 

• DIRSET.GROUP.ADDRESS for all application programs 

• DLC.RESET for application programs owning the affected SAPs 

PARAMETER NAME BYTE 8086 DESCRIPTION 
LEN TYPE 

NOTIFICATION_FLAG 4 DD User exception flag 

CCB_COUNT 2 DW Count of CCBs chained to EVENT_CCB_POINTER 

EVENT _ CCB_POINTER 4 DD Pointer to the first of a queue of commands that were outstanding when 
the adapter closed or when direct stations are closed 

BUFFER_COUNT 2 DW Count of buffers chained to FIRST_BUFFER_ADDR 

FIRST _BUFFER_ADDR 4 DD Address of first buffer in SAP or DIRECT buffer pools 

RCV fRAME_COUNT 2 DW Count of received frames chained to RCV _FRAME_ADDR 

RCV _FRAME _ADDR 4 DD Address of the first received frame of a possible chain of frames 

SYSTEM_ACTION_ID 1 DB System action identifier 

SAP _STATION_RESET 1 DB link station reset 

NOTIFICATION_FLAG 

Explanation: User Notification Flag. 

This user exception flag is SYSTEM_ACTION_FLAG as defined using the DIRSET.EXCEPTION.FLAGS 
command. 

FIRST _BUFFER_ADDR 

Explanation: Address of the first buffer in SAP and direct station buffer pools. 

Buffers provided with the DLC.OPEN.SAP and DIROPEN.DIRECT commands are returned to the application 
program if link stations are closed or reset. 

Explanation: Address of the first received frame. 

All received frames for the affected link stations that were on the completion list at the time of the 
exception will be queued to this field. The first buffer of each frame will point to the next frame. 
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SYSTEM_ACTIONJD 

Explanation: System action identifier code. 

The system action identifier code is passed to the user in the SYSTEM_ACTIONJD field. This code 
identifies the command issued that generated the system action exception. 

X'01' DIR.CLOSE.ADAPTER command issued resulting in the adapter closing 

X'02' DIR.INITIALIZE command issued reinitializing the adapter 

X'03' DIR.READ.LOG command issued reading the adapter and/or direct interface logs 

X'04' DIR.SET.FUNCTIONAL.ADDRESS command issued modifying the functional address 

X'05' DIR.SET.GROUP.ADDRESS command issued modifying the group address 

X'06' DLC.RESET command issued resetting a single SAP 

When a single SAP is reset the SAP _STATION_RESET field will contain the SAP that was reset. 

X'07' DLC.RESET command issued resetting all link stations 

When all link stations are reset no link station values are returned. 

X'08' D1R.CLOSE.DIRECT command issued resulting in the direct stations closing and becoming 
available 

SAP _STATION_RESET 

Explanation: Link station reset. 

If the SYSTEM_ACTIONJD is set to X'06' then this value contains the SAP number that was reset. 

System Action Exceptions for CCB3 

This exception is the result of a system administrator issuing commands using the SYSTEM.KEY defined by 
the configuration parameters. The following commands when issued with the SYSTEM.KEY will result in a 
System Action exception. 

DIR.CLOSE.ADAPTER 
DIR.CLOSE.DIRECT 
D1R.lNITIALIZE 
DIR.READ.LOG 
DIR.SET.FUNCTIONAL.ADDRESS 
DIR.SET.GROUP.ADDRESS 
DLC.RESET 

System Action exceptions result in an adapter closing, an adapter initializing, reading of the either the 
adapter or direct interface logs, modification of the functional or group addresses, resetting link stations, or 
forced availability (closed) of the direct stations. When link stations are closed or the direct stations are 
closed due to a System Action exception, the link and direct station's buffer pools and CCBs may be 
returned to the application program if the user has passed the system action appendage 
(SYSTEM_ACTION_APPNDG_OFFSET) to the adapter support software by issuing the 
DIR.SET.EXCEPTION.FLAGS command. See the DIR.SET~EXCEPTION.FLAGS on page 3-50. 

Whenever a System Action occurs, the application program will be notified if the 
SYSTEM_ACTION_APPNDG_OFFSET has been defined to the adapter support software. Once the 
exception has occurred, the information listed in the table below is copied into the table referenced by the 
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ES and BX registers when the adapter support software calls the application program's device driver with 
the appropriate event appendage offset passed in register 01. 

For the commands and associated application programs listed below, if the 
SYSTEM_ACTION_APPNDG_OFFSET is set, the adapter support software will notify the application 
program of system action exceptions. 

• DIR.CLOSE.ADAPTER for all application programs 

• DIR.CLOSE.DIRECT for an application program owning the Direct Interface (a previously issued 
DIR.OPEN.DIRECT command was successful) 

• DIR.INITIALIZE for all application programs 

• DIR.READ.LOG for an application program owning the Direct Interface (a previously issued 
DIR.OPEN.DIRECT command was successful) 

• DIR.SET.FUNCTIONAL.ADDRESS for all application programs 

• DIR.SET.GROUP.ADDRESS for all application programs 

• DLC.RESET for application programs owning the affected SAPs 

Application Calls: When the adapter support software calls the application program device driver entry 
point, the following information is provided to the using application. 

• An Invocation code of XI 0001 1 has been pushed onto the stack. Before returning to the adapter support 
software the application must remove the invocation code from the stack. 

• Register 01 contains the offset of the adapter check appendage as defined by the 
DIR.SET.EXCEPTIONS.FLAG command. 

• Register OS contains the application program device driver's protect mode data segment. 

• Register CX contains the adapter number. 

• Registers ES and BX contain the address of the following 14 byte information table. 

• Register AL contains the System Action 10. 

• Register AH contains the SAP value associated with the System Action 10. 

PARAMETER NAME BYTE 8086 DESCRIPTION 
LEN TYPE 

CCB_COUNT 2 DW Count of CCBs chained to EVENT_CCB_POINTER 

EVENT _ CCB _POINTER 4 DD Pointer to the first of a queue of commands that were outstanding when 
the adapter closed or when the direct stations are closed 

BUFFER_COUNT 2 DW Count of buffers chained to FIRST_BUFFER_ADDR 

FIRST _BUFFER_ADDR 4 DD Address of first buffer in SAP or direct station buffer pools 

SYSTEM_ACTIONJD 1 DB System action identifier 

SAP _STATION_RESET 1 DB link station reset 

FIRST BUFFER ADDR - -
Explanation: Address of the first buffer in SAP and direct station buffer pools. 

Buffers provided with the DLC.OPEN.SAP and DIR.OPEN.DIRECT commands are returned to the application 
program if link stations are closed or reset. 
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Explanation: System action identifier code. 

The system action identifier code is passed to the user in the SYSTEM_ACTIONJD field. This code 
identifies the command issued that generated the system action exception. 

X'01' DIR.CLOSE.ADAPTER command issued resulting in the adapter closing 

X'02' DIR.lNITIALIZE command issued reinitializing the adapter 

X'03' DIR.READ.LOG command issued reading the adapter and/or direct interface logs 

X'04' DIR.SET.FUNCTIONAL.ADDRESS command issued modifying the functional address 

X'05' DIR.SET.GROUP.ADDRESS command issued modifying the group address 

X'06' DLC.RESET command issued resetting a single SAP 

When a single SAP is reset the SAP _STATION_RESET field will contain the SAP that was reset. 

X'07' DLC.RESET command issued resetting all link stations 

When all link stations are reset no link station values are returned. 

X'08' DIR.CLOSE.DIRECT command issued resulting in the direct stations closing. 

SAP _STATION_RESET 

Explanation: Link station reset. 

If the SYSTEM_ACTIONJD is set to XI 06 1 then this value contains the SAP number that was reset. 
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The Sample Program Diskette 

Sample program listings are included on the diskette provided with this manual. These listings provide 
examples of NETBIOS use and the DLC interface use for both DOS and Operating System/2. The direct 
interface commands necessary to use the DLC interface are shown also. 

See the READ.ME file on the diskette for a description of the sample program listings. 

The materials on this diskette could include technical inaccuracies, typographical errors, or 
incompatibilities with IBM products, and could be modified or excluded from the generally available 
reference materials. IBM expressly reserves the right, without notice to you, to modify the information 
contained in this manual in a manner that affects the compatibility or usability of the application programs 
developed by you using the materials on this diskette. 

INTERNATIONAL BUSINESS MACHINES CORPORATION PROVIDES THIS DISKETIE "AS IS" WITHOUT 
WARRANTY OF ANY KIND, EITHER EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO THE 
IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. 

It is possible that this diskette may contain reference to, or information about IBM products (machines and 
programs), programming, or services that are not announced in your country. Such references or 
information must not be construed to mean that IBM intends to announce such IBM products, programming, 
or services in your country. 

System Administrators may copy and distribute the sample programs on this diskette in any form without 
payment to IBM, for the purpose of developing, using, marketing, or distributing application programs for 
use with the IBM Token-Ring Network and IBM PC Network. 

Attach a label that contains the following copyright notice to each copy: 

Version 2.0 (C) Copyright International Business Machines Corp. 1986, 1988 

Appendix C. Local Area Network Program Listings C-1 



C-2 IBM Local Area Network Technical Reference 



Appendix D. Local Area Network Support Program 
Information 

16/4 Mbps Token-Ring Network Adapters ......................................... D-2 
Token-Ring Network Adapter Failure to Open ...................................... D-2 
PC BIOS and TIMERINT.SYS ........................................ . . . . . . . . .. D-3 
Considerations When Using Two LAN Adapters ..................................... D-3 

Using PC Network Adapters ................................................ D-4 
NETBIOS Differences: Local Area Network Support Program Versions 1.1 and 1.0. ............ D-4 
NETBIOS: Adapter Transmit/Receive Buffer Default Sizes .............................. D-5 
NETBIOS: Determination of Session Data Transmit Frame Size .......................... D-5 
Device Driver Summary ..................................................... D-6 
Token-Ring Network Device Driver Parameters ..................................... D-6 

Token-Ring Network Adapter Addresses ........................................ D-6 
Shared RAM ......................................................... D-7 

PC Network Device Driver Parameters ........................................... D-9 
PC Network Adapter Addresses ............................................ " D-9 

Work Space .......................................................... D-9 
NETBIOS Device Driver Parameters ............................................ D-10 

NETBIOS Device Driver Keyword Old Parameter Summary ........................... D-10 
NETBIOS Device Driver Keyword New Parameter Summary .......................... D-11 

NETBIOS Device Driver Keyword Parameter Descriptions .......................... D-12 
The Local Area Network Support Program Interrupt Arbitrator ........................... D-16 

Command Line Parameters .............................................. D-16 
Registration Process Overview .............................................. D-17 

Language Request CCB ................................................. D-18 
Interface Registration CCB ............................................... D-18 
NCB Handler Registration (NETBIOS using 802.2) ................................ D-21 
Additional Functions ................................................... D-22 

Appendix D. Local Area Network Support Program Information D-1 



The major portion of this Appendix describes how to code parameters for the device drivers that are 
supplied with the Local Area Network Support Program. These parameters customize the installation of 
the LAN Support Program for certain network application programs. 

Also included are considerations when using the Token-Ring Network and PC Network adapters. 

If any of the following applies, this Appendix will be of interest: 

• If you want to customize the device drivers for certain network application programs. 
• If you are using PC Network device drivers with heavy traffic and/or a large number of sessions (for 

example, a disk server). 
• If you have an PC system that has (or you believe may have) a Basic Input/Output System (BIOS) date 

prior to June 1985. 
• If you are using two Local Area Network (LAN) adapters in one computer. 
• If your network is using the 16/4 Mbps Token-Ring Network adapters. 
• If a Token-Ring Network adapter fails to open into the network even though the adapter diagnostics run 

correctly. 
• If you are using the original IBM PC Network Adapter. 

16/4 Mbps Token-Ring Network Adapters 

The 16/4 Token-Ring Network adapters contain 64 KB of shared RAM that increases the number of 
available data buffers which allow the adapters to handle more traffic on the network. When installing the 
adapters you may set the shared RAM size to either 8, 16,32, or 64 KB. When set to 16 KB the adapters 
allow access to the entire 64 KB shared RAM by using a technique called RAM Paging. 

For most users it is recommended that these adapters be installed with a shared RAM size of 16 KB. This 
allows the entire 64 KB of shared RAM to be available with RAM Paging and minimizes the possibility of 
the adapter having a memory addresses conflict with other adapters that may be in the computer. This is 
especially true if you have two LAN adapters installed. 

If 16 KB is not available in the computer then you will need to install the adapter with an 8 KB page size; in 
this case paging will not be available. 

When operating at a data rate of 16 Mbps these adapters support the Early Token Release option. This 
option increases the utilization of the network by reducing the token latency time. This option can be 
disabled with a command line parameter for DXMCOMOD.SYS. 

Token-Ring Network Adapter Failure to Open 

After installing a Token-Ring Network adapter you should run the adapter diagnostics that come on the 
diskette that is packaged with the adapter. This will verify that the adapter is operating correctly. 

Warning: The test will not verify that the adapter data rate is set to the same data rate as that of the 
network. 

If the adapter tries to open into the network at an incorrect data rate, the ring will beacon and all data on 
the network will stop temporarily. 

The DXMTOMOD.SYS may automatically open the Token-Ring Network adapter into the network when the 
computer is started and the device driver is loaded into memory. If the adapter tries to open and then fails, 
error message "32E" will be displayed on the computer display. See Appendix A in the IBM LAN Support 
Program User's Guide. 

D-2 IBM Local Area Network Technical Reference 



If the Local Area Network Support Program device driver does not open the adapter at load time, the 
adapter will open into the ring at a later time when an application program is started. The application 
program will then detect the error and display its own error message when it opens the adapter. 

If you suspect that the adapter data rate is different than that of the network then you will need to compare 
the two data rates. 

1. Restart your computer. When the OXMCOMOO device driver is started an informational message is 
displayed that indicates the adapter data rate. 

2. You will then need to determine the data rate of the network. If you do not know the data rate, check 
the adapter data rate of another station on the network that is known to be operating correctly. Another 
possibility is to ask your LAN administrator or the person that installed your LAN adapter. The data 
rate will be either 4 Mbps or 16 Mbps. 

3. Compare the data rates from steps 1 and 2. If they are different, you will need to change the data rate. 
Refer to the installation instructions that came with the adapter. 

PC BIOS and TIMERINT.SYS 

Included on the Local Area Network Support Program diskette is a file called TIMERINT.SYS. This file is a 
device driver that replaces the timer interrupt code on the IBM PC system BIOS (Basic Input/Output 
System). It reduces the likelihood of the DOS internal stack error. The CONFIG.SYS "STACKS = ••• II 
statement is no longer required. 

Note: This device driver should be used only on IBM PCs, PC XTs, and Personal Computer ATs that have 
BIOS dates earlier than June 1985. 

To find out the BIOS date run the BIOSOATE.EXE. To do this, type "BIOSOATE" with the Local Area 
Network Support Program diskette as the default disk. 

If your BIOS is dated prior to June 1985, copy the TIMERINT.SYS file onto your working diskette and include 
the following statement in the CONFIG.SYS file: 

DEVICE=TIMERINT.SYS 

Considerations When Using Two LAN Adapters 

The Local Area Network Support Program will support one or two LAN adapters. (Support for the original 
IBM PC Network Adapter is limited to a single adapter, see restrictions in "Using PC Network Adapters" on 
page 0-4.) When two LAN adapters are used, one must be set up as "PRIMARY" and the other set up as 
"ALTERNATE." The setup is done when the adapter is installed. Refer to your adapter documentation for 
information on setting up the adapter. 

If you are using both a Token-Ring Network adapter and a PC Network adapter then: 

1. The PC Network adapter must be set up as "PRIMARY" and the Token-Ring Network adapter must be 
set up as "ALTERNATE." 

2. The shared RAM and BIOS/MMIO addresses of the Token-Ring Network adapter must be changed to 
avoid memory conflicts with the PC Network adapter. If your Token-Ring Network adapter allows you to 
set the shared-RAM size, it is recommended that you verify and set the shared RAM size to 16 KB. 

• The suggested TOken-Ring Network shared RAM address is 08000. (This address requires that the 
shared RAM size is 32 KB or less). 

• The suggested Token-Ring Network adapter BIOS/MMIO address is OCOOO. 

If the Local Area Network Support Program Configuration Aid is used, the shared RAM address is changed 
to 08000 automatically; otherwise the address must be changed manually. The BIOS/MMIO address is set 
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when the Token-Ring Network adapter is installed. See the Local Area Network Support Program User's 
Guide for more information. 

If the Local Area Network Support Program Configuration Aid is used, any required device drivers will be 
installed. If additional device driver parameters are desired, then the CONFIG.SYS file will need to be 
edited. 

Using PC Network Adapters 

When using PC Network adapters, you may need to change the environment when there is a large amount 
of data traffic and/or many sessions are defined in one computer, for example a disk server. 

The PC Network adapter device drivers (DXMGnMOD.SYS) have a "work area" parameter to allow for this 
situation. See "PC Network Device Driver Parameters" on page D-9. 

In some situations where many computers are sending large amounts of information to one computer, 
increasing the receiving computer's work area is an incomplete solution. It may also be necessary to 
decrease the size of the transmit buffers in the sending computers. This is because the receiving adapter 
is receiving incoming traffic faster then it can be handled. The sending computer's transmit buffers may be 
changed in size by one of the following methods: 

1. If NETBIOS is being used, the size of the transmit buffer may be changed via command line parameters 
on the NETBIOS device driver. 

2. If the application program issues a DIR.OPEN.ADAPTER command, the size of the transmit buffer may 
be changed via the command. 

Note: The following restrictions apply when supporting the original PC Network Adapter with the Device 
Driver, DXMG2MOD.SYS. This device driver allows the adapter to use IEEE protocols on the PC 
Network and communicate with the other supported PC Network adapters. The following restrictions 
apply when using this device driver. 

• Only one IBM PC Network Adapter is supported in each PC system. 
• No other communications adapters should be used in the PC system (e.g. LAN adapters, 

modems, etc.). The device driver cannot be used in LAN bridges or gateways. 
• The performance of the device driver may not meet your needs if used on a PC system 

configured by the PC LAN Program as a file or print server. 

NETBIOS Differences: Local Area Network Support Program 
Versions 1.1 and 1.0. 

1. Support for the 16/4 Mbps Token-Ring Network adapter has been added. 

2. Default values of the STATIONS and SESSIONS parameters has been increased from 6 to 16. 

3. The maximum DHB.SIZE parameter has been increased to 17960 bytes. 

4. The X '4E I return code has been eliminated. An application program will now need to issue a 
LAN_STATUS_ALERT command to be notified of temporary errors that continue for more than 60 
seconds. 

5. New NCB commands have been added. See Chapter 4, "NETBIOS" for a complete description of these 
commands. 

• LAN_STATUS_ALERT. 
• SEND_NO_ACK. 
• CHAIN_SEND_NO_ACK. 
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6. A X I FE I return code has been added. This return code is issued if NETBIOS commands are issued 
when the adapter is explicitly opened and NETBIOS is not operational. The adapter must first be 
closed prior to issuing any NETBIOS commands. 

NETBIOS: Adapter Transmit/Receive Buffer Default Sizes 

When the adapter is opened by NETBIOS, the adapter's transmit and receive buffer sizes are determined 
by NETBIOS, unless specifically overridden. The adapter type and the number of link stations are used to 
determine these values: 

Table D-1. Token-Ring Network adapter with 8 KB of Shared RAM 

Number of Link Stations Number of Transmit Buffers Transmit Buffers in Bytes Receive Buffers in Bytes 

1 to 6 2 1048 280 

7 to 12 1 1048 192 

13 to 18 1 600 144 

19 to 24 1 600 112 

more than 24 1 600 96 

Table D-2. Token-Ring Network adapter with 16 KB of Shared RAM 

Number of Link Stations Number of Transmit Buffers Transmit Buffers In Bytes Receive Buffers in Bytes 

1 to 32 2 2040 280 

33 to 48 2 1048 280 

49 to 64 1 1048 280 

more than 64 1 600 144 

Table D-3. PC Network adapter 

Number of Link Stations Number of Transmit Buffers Transmit Buffers in Bytes Receive Buffers in Bytes 

1 to 32 2 2040 280 

33 to 48 2 1048 280 

49 to 64 1 1048 280 

more than 64 1 600 144 

NETBIOS: Determination of Session Data Transmit Frame Size 

When a session is established between two NETBIOS nodes, the length of the largest data frame sent 
between the two sessions is determined by three factors: 

1. The length of the sender's transmit buffer 
2. The amount of receive-buffer space in the receiver 
3. The maximum frame that can pass any bridge in the path. 

On each side (node) the receive buffer space calculation is made: 

• The number of receive buffers is calculated. 

• One-half of the number of receive buffers is multiplied by the data-size of one buffer. This determines 
the maximum size frame that may be transmitted to the session. The purpose for this is to ensure that 
one adapter may hold two maximum-size received frames. 

Appendix D. Local Area Network Support Program Information D-5 



Device Driver Summary 

The Local Area Network Support Program has seven different device drivers. 

• One device driver (that is required in all installations) is an interrupt arbitrator that uses only one 
parameter, which defines the language that load-time error messages are displayed in. Languages 
other then English are supported in certain countries outside of North America. The parameter value is 
the same as used by the COUNTRY command defined in the DOS OPERATING SYSTEM REFERENCE 
manual. 

DXMAOMOD.SYS Required in all installations 

• The other device drivers can be used with parameters to customize the installation. For example, an 
adapter's address can be changed as well as other factors, such as work area size. Subsequent pages 
provide a description of the various parameters, and how to code them. 

The device drivers fall into three categories: 

The first two categories are adapter support device drivers. One of these device drivers is required for 
each adapter type. The third category is the NETBIOS Interface. It is required to allow NETBIOS 
application programs a program interface to the adapter support device drivers. 

Token-Ring Network adapter support device drivers 

DXMCOMOD.SYS Supports IBM Token-Ring Network adapters 

DXMC1 MOD.SYS Use instead of DXMCOMOD when running the 3270 Workstation Program 

PC Network adapter support device drivers 

DXMGOMOD.SYS Supports IBM PC Network adapters except the original IBM PC Network Adapter. 

DXMG1MOD.SYS Use instead of DXMGOMOD when running the 3270 Workstation Program. This 
device driver does not support the original PC Network Adapter. 

DXMG2MOD.SYS Supports the original IBM PC Network Adapter. See restrictions on use in "Using 
PC Network Adapters" on page D-4. 

NETBIOS Interface 

DXMTOMOD.SYS Requires at least one of the adapter support drivers. 

Token-Ring Network Device Driver Parameters 

There are three parameters that can be coded with the Token-Ring Network device drivers: adapter 
addresses, shared RAM locations, Early Token Release option. If your computer has two Token-Ring 
Network adapters, these parameters can be set individually for each adapter. 

Token-Ring Network Adapter Addresses 

This address is in the range that is administered universally by the standards committees for local area 
networks. This UNIVERSALLY ADMINISTERED ADDRESS is the default address for the adapter if no other 
address is assigned. 

If your network administrator chooses, he may assign a LOCALLY ADMINISTERED ADDRESS that will 
override the UNIVERSALLY ADMINISTERED ADDRESS on the adapter. This address must consist of 12 
hexadecimal digits that range from '400000000000' to '4000 7FFF FFFF'. Values outside this range may be 
incompatible with other products on the network. 
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It is recommended that the address be restricted to decimal values. The LOCALLY ADMINISTERED 
ADDRESS would then range from '400000000000' to '40007999 9999' decimal. 

Note: Make sure the address is recorded on the physical and logical address Locator Charts. These 
charts and an explanation of them can be found in the IBM Token-Ring Network Introduction and 
Planning Guide. 

Warning: Each address must be unique on the LAN segment. An error will result when two or more 
adapters with the same address attempt to use the same LAN segment. Also it is recommended that each 
address be unique on the network. 

To code the adapter address, see "Coding Parameters for the Token-Ring Network Device Drivers" on 
page 0-7. 

Shared RAM 

The Token-Ring Network Adapters contain random access memory (RAM) that is shared with the computer. 
The default segment location for the primary adapter (where the computer locates the RAM) is 0800. (Note 
that segment 0800 is memory address 08000.) For the alternate adapter it is 0400. If the features that your 
system unit has installed use these locations, you will need to assign other locations that are not used. 
Valid locations must consist of four hexadecimal digits that represent the upper four digits of a five-digit 
hexadecimal address. 

The Token-Ring Network PC Adapter Shared RAM address should be on a 8 KB boundary. The adapter 
needs 8 KB of memory above this address. 

The Token-Ring Network PC Adapter \I and the Token-Ring Network AdapterlA Shared RAM address should 
be on a 16 KB boundary. These adapters need 16 KB of memory above this address. 

The Token-Ring Network 16/4 Adapter and the Token-Ring Network 16/4 AdapterlA allow you to set the 
shared RAM size to either 8, 16,32, or 64 KB. The shared RAM address should be on the same boundary 
as the shared RAM size. For most application programs you should select the shared RAM size to be 16 
KB. For this size the adapter uses a technique called RAM Paging to give you access to the entire 64 KB 
shared RAM. When you set a larger shared RAM size, you will need to be be sure that the address range 
does not conflict with other adapters that may be in the computer. 

To find locations that can be used, see the Technical Reference for your computer for a list of PC system 
memory locations. To code the shared RAM location, see the next section. 

Notes: 

1. If you have two adapters, the shared RAM address for the alternate adapter must be different from the 
primary adapter. 

2. If the Token-Ring Network AdapterlA or Token-Ring 16/4 AdapterlA is used then the shared RAM 
address parameter will be ignored. The shared RAM address is set when the adapter is installed. 

Coding Parameters for the Token-Ring Network Device Drivers: These parameters are valid for 
DXMCOMOD.SYS and DXMC1 MOD.SYS. 

DEVICE = DXMCnMOD.SYS addrO,memO,etrO,addr1,mem1,etr1 

addrO 

memO 

etrO 

Replace with the locally administered address for the primary or only adapter. 

Replace with the RAM location for the primary or only adapter. 

0= use Early Token Release, 1 = Do not use Early Token Release (parameter is ignored if 
adapter data rate is 4 Mbps). 
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addr1 

mem1 

etr1 

Replace with the locally administered address for the alternate adapter. 

Replace with the RAM location for the alternate adapter. 

0= use Early Token Release, 1 = Do not use Early Token Release. (parameter is ignored if 
adapter data rate is 4 Mbps) 

If two Token-Ring Network adapters are installed in the same computer, the parameters are entered with 
the primary coded first and the alternate second. When coding a parameter list, observe these rules: 

• Use a blank to separate the parameter list from 'DEVICE = DXMCnMOD.SYS'. (Either DXMCOMOD.SYS 
or DXMC1 MOD.SYS.) 

• Use a comma to separate one parameter from another. 
• Indicate an omitted parameter with a comma. 
• If one or more parameters are omitted from the end of the list, the commas are unnecessary. 

Parameter List Coding Examples: 

To specify a LOCALLY ADMINISTERED ADDRESS for the primary adapter, add a parameter to the 
CONFIG.SYS file, as in the following example: 

DEVICE=DXMCnMOD.SYS 400000000001 

In the example above, '400000000001' is the new address for the primary adapter, which will override the 
default address encoded on the adapter. All other defaults will be retained. 

To specify a new shared RAM address for the primary adapter, add the parameter to the CONFIG.SYS file, 
as in the following example: 

DEVICE=DXMCnMOD.SYS ,C400 

In the example above, 'C400' is the new shared RAM segment (the physical address is C4000) for the 
primary adapter. The default location for the primary adapter will be overridden. All other defaults will be 
retained. Note the comma before the RAM location. This indicates that a parameter (the primary adapter 
address) has been omitted. 

To disable the Early Token Release option add the parameter to the CONFIG.SYS file, as in the following 
example. 

DEVICE=DXMCnMOD.SYS ,,1 

In the example above, 1 disables the Early Token Release option. The parameter can be either 0 or 1. This 
parameter is only used for adapters with a data rate of 16 Mbps. The default value for 16 Mbps is to enable 
the option. For adapters with a data rate of 4 Mbps Early Token Release is not used. 

Here are three more coding examples: 

DEVICE=DXMCnMOD.SYS 400000000001",400000000002 

In the example above, '400000000001' is the address for the primary adapter, and '400000000002' is the 
address for the alternate adapter. The second comma in the list indicates that the default value for the 
primary shared RAM location is being retained. The third comma in the list indicates that the default value 
for Early Token Release is to be used. The alternate shared RAM location will also be retained since 
nothing is coded after the alternate adapter address in the list. 

DEVICE=DXMCnMOD.SYS ,C400",0800 

In the example above, 'C400' is the shared RAM location for the primary adapter, and '0800' is the shared 
RAM location for the alternate adapter. The default adapter addresses for the primary and alternate 
adapters will be retained. 
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DEVICE=DXMCnMOD.SYS 400000000001,C400,,400000000002,D800 

In the example above, the defaults for both adapter addresses and both shared RAM locations have been 
changed. 

PC Network Device Driver Parameters 

There are two kinds of parameters that can be coded with the PC Network device drivers: adapter 
addresses and work area size. 

PC Network Adapter Addresses 

For adapter address information, see "Token-Ring Network Adapter Addresses" on page D-6. 

Work Space 

The PC Network Device Drivers allow a maximum internal work area of 64 KB bytes per adapter, all of 
which mayor may not be needed. The amount of work space depends on the requirements of the 
application program. The default work space is 8 KB bytes for each adapter in your computer. 

Requirements for One Adapter Work Space 

Default 8 KB 

Less than 16 sessions 8 KB 

16 to 32 sessions 12 KB 

24 to 32 sessions 16 KB 

Notes: 

1. The above table is a guideline. As the number of sessions and traffic increases, the work area may 
have to be increased. 

2. To code the work space parameter, see the example below. 

Coding Parameters for the PC Network Device Drivers: These parameters are valid for DXMGOMOD.SYS, 
DXMG1 MOD.SYS and DXMG2MOD.SYS. 

DEVICE = DXMGnMOD.SYS addrO,wrkO,addr1,wrk1 

addrO 

wrkO 

addr1 

wrk1 

Replace with the locally administered address for the primary or only adapter. 

Replace with the work area for the primary or only adapter. 

Replace with the locally administered address for the alternate adapter. 

Replace with the work area for the alternate adapter. 

To code the adapter address, see the address examples in "Coding Parameters for the Token-Ring 
Network Device Drivers" on page D-7. 

To specify a work area different from the default, add the parameter as in the following example: 

DEVICE=DXMGnMOD.SYS ,20 

In the example above, '20' is the new size of the work area for the primary adapter (20 KB). All other 
defaults will be retained. Note the comma before the work area size: this indicates that a parameter (the 
primary adapter address) has been omitted. 

Appendix D. Local Area Network Support Program Information D-9 



NETBIOS Device Driver Parameters 

The NETBIOS Interface has many optional parameters available to customize the driver for certain network 
application program. Only one of the parameters is position dependent. It is the Enable parameter and, if 
used, must be coded as the first parameter. See the following example. 

DEVICE=DXMT0MOD.SYS ENABLE 

Note: 'ENABLE' may be abbreviated as 'E'. 

If not coded, the processing of a NETBIOS command occurs when the 'SC' interrupt is issued. Because 
interrupts are disabled for a short time, some loss of data may occur in an asynchronous adapter if it is 
used simultaneously with a LAN adapter. 

If the computer contains an asynchronous adapter that is used simultaneously with a LAN adapter then the 
Enable parameter should be used. In this case the NETBIOS command will be processed at a later time 
during a LAN adapter appendage interrupt. Since interrupts are enabled, data is not lost. Because of the 
short delay there may be some loss in performance. 

NETBIOS Device Driver Keyword Old Parameter Summary 

There is a migration selection for users of previous NETBIOS Program releases. It allows the option of 
selecting the positional parameters that were used in the past. To do this, see the following example: 

DEVICE=DXMT0MOD.SYS OLD.PARMS.0=x y z OLD.PARMS.l=a b c 

"OLD.PARMS.O" is the keyword that indicates that the old form of positional parameters will be used for the 
primary or only adapter. The "x y z" indicates the old parameters: 

x PC RAM used as internal work space, the default is 9 (9 KB). For large systems, this value may have to 
be increased (the maximum value is 64 - 64 KB). 

y Extra SAPs. Indicates the number of "extra" (non-NETBIOS) SAPs that will be defined when NETBIOS 
opens the adapter. The default value is 0 and the maximum value is 99. 

z Extra link stations. Indicates the number of "extra" (non-NETSIOS) link stations that will be defined 
when NETBIOS opens the adapter. The default value is 0 and the maximum value is 99. 

Note: If 'y' is coded, 'x' must be coded. If 'z' is coded, both 'x' and 'y' must be coded. 

"OLD.PARMS.1" is the keyword for positional parameters for the alternate adapter. The 'a b c' indicates 
the positional parameters. 

Table 0-4. NETBIOS 2.X (Default = OLD.PARMS) Parameters 

Load Parameters Valid Values 2.X Defaults 

Work Area o to 64 for 2.X 9 

EXTRA.SAPs o to 99 * 0 

EXTRA.ST ATIONS o to 99 * 0 

* If this value is too large, the adapter open will fail. 

The maximum value allowed here typically exceeds current adapter maximum values. 
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NETBIOS Device Driver Keyword New Parameter Summary 

On the following page is a table which indicates all the new NETBIOS Interface parameters. They are not 
position dependent. They need to be separated by a blank as shown below. It is also required that they be 
on the same line. 

Note that keywords may be defined for either one or two adapters: if there are two adapters, the keywords 
are separated by a 'I'. Further, any undefined keywords take the default value, on a per-adapter basis. 

One or more keywords may be coded, per adapter: 

• For the primary or only adapter, or to code keywords for the primary adapter and use all keyword 
defaults for the alternate adapter. In this instance, note that 64 sessions are defined: 

DEVICE=DXMT0MOD.SY5 5T=64 S=64 N=32 C=32 

• To code keywords for the alternate adapter and use all keyword defaults for the primary adapter, if it 
exists (note the' /'): 

DEVICE=DXMT0MOD.SY5 / ST=16 S=32 C=32 

• To code keywords for both the primary and alternate adapters (note the '/'): 

DEVICE=DXMT0MOD.5Y5 ST=16 5=32 C=16 / 5T=8 5=8 

• To code keywords for the primary adapter and define the alternate adapter the same way (note the 'I 
='): 

DEVICE=DXMT0MOD.SY5 ST=16 5=32 C=16 / = 

Notes: 

1. These parameters are used to customize the system, if required. 

2. May not be used if OLD.PARMS.O andlor OLD.PARMS.1 are used. 

3. The keywords STATIONS, SESSIONS, and COMMANDS provide maximum values that will be used: if a 
program issues a RESET command, and the RESET indicates a value larger than indicated by these 
keywords, the value used will be the keyword value. 

4. If any of these keywords are used, all other keywords will assume the default values indicated here. 

5. The following section provides more detail on each parameter. 

Table D-5 (Page 1 of 2). NETBIOS Device Driver Keyword Values 

Keyword Abbreviations Valid Values 2.0 2.1 2.X 
Default Default Default 

STATIONS ST o to 254 (1) 6 6 16 

SESSIONS S o to 254 6 6 16 

COMMANDS C o to 255 12 12 12 

NAMES N o to 254 17 17 17 

CLOSE.ON.RESET CR Y(Yes)/N(No) No No No 

TRANSMIT.TIMEOUT TT o to 20 2 1 1 

TRANSMIT.COUNT TC o to 10 3 6 6 

DLC.MAXOUT MO o to 9 2 2 2 

DLC.MAXIN MI o to 9 1 1 1 

RING.ACCESS RA o to 3 0 0 0 

DLC.RETRY.COUNT RC o to 255 8 8 8 

EXTRA.SAPS ES o to 99 (1) 0 0 0 
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Table D-5 (Page 2 of 2). NETBIOS Device Driver Keyword Values 

Keyword Abbreviations Valid Values 2.0 2.1 2.X 
Default Default Default 

EXTRA.ST ATIONS EST o to 99 (1) 0 0 0 

DLC.T1 T1 o to 10 5 (4) 5 5 

DLC.T2 T2 o to 11 2 (4) 2 2 

DLC.Ti Ti o to 10 3 (4) 3 3 

DHB.SIZE DS 200 to 17960 (1) 1048 (2) 1048 (2) (3) 

DHB.NUMBER DN o to 9 (1) (2) (2) (3) 

RECEIVE.BUFFER.SIZE (4) R o to 9999 (1) 280 280 (3) 

OPEN.ON.LOAD 0 Y(Yes)/N(No) Yes Yes Yes 

DATAGRAM.MAX DG Y(Yes)/N(No) No No No 

RESET.VALUES RV Y(Yes)/N(No) N/A (5) No No 

ADAP .ADD.NOT .REVERSED ANR Y(Yes)/N(No) N/A (5) No No 

REMOTE.NAME.DIRECTORY RND o to 255 N/A (5) 0 0 

REMOTE.DATAGRAM.CONTROL RDC Y(Yes)/N(No) N/A (5) No No 

Notes: 

1. If this value is too large the adapter open will fail. The maximum value allowed here typically exceeds 
current adapter maximum values. 

2. The exception is that in the case of NETBIOS 2.0 or 2.1, the DHB size of 2040 bytes is used for a 
Token-Ring Network adapter with a 16Kb of shared RAM. 

3. The default value for NETBIOS 2.2 set by the NETBIOS Interface Device Driver is based upon the 
number of stations. 

The valid value for NETBIOS 2.0 and 2.1 versions are 0 and 200 to 9999. 

4. If a value is specified, its value is not checked by the NETBIOS Interface Device Driver. The value is 
checked by the adapter on open. Current adapters require a minimum value of 96. 

5. The keyword option is not implemented in NETBIOS 2.0. 

NETBIOS Device Driver Keyword Parameter Descriptions 

Each keyword has an abbreviated version, which is indicated in parentheses following the keyword. 

STATIONS= (ST=) 

• Indicates the maximum number of NETBIOS Interface link stations that may be defined. 

• Must be a decimal number from 0 to 254. 
- The realistic maximum is affected by the size of the shared RAM on the adapter. 
- The EXTRA.STATIONS value reduces the maximum for the NETBIOS Interface. 

• If omitted or 0, the default value is 16. 

SESSIONS = (S = ) 

• Indicates the maximum number of NETBIOS Interface Device Driver sessions that may be 
defined. 

• Must be a decimal number from 0 to 254. 
• If omitted or 0, the default value is 16. 

- If the value is less than STATIONS, it will be set to the value of STATIONS. 
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COMMANDS= (C=) 

• Indicates the maximum number of NETBIOS Interface commands (MCB) that may be 
outstanding at one time. 

• Must be a decimal number from 0 to 255. 
• If omitted or 0, the default value is 12. 

NAMES= (N=) 

• Indicates the maximum number of NETBIOS Interface Device Driver names that may be 
defined, including the NAME_NUMBER_1. 

• Must be a decimal number from 0 to 254. 
• If omitted or 0, the default value is 17. 
• If 1, the value will be set to 2. 

OPEN.ON.LOAD = (0 =) 

• If OPEN.ON.LOAD = YES, the NETBIOS Interface will open the adapter at load time. This 
will eliminate the delay caused by adapter open when an application program later is 
loaded and issues the first MCB. 

• Must be coded as either Y(yes) or N(no). 
• If omitted, the default is YES. 

DATAGRAM.MAX= (DG =) 

• Indicates that the maximum length datagram transmitted by the NETBIOS Interface Device 
Driver will be based on the size of the adapter's transmit buffer or data hold buffer (DHB). 
Normally, a datagram is limited to 512 bytes. 

• Must be coded as either Y(yes) or N(no). 

• If coded as DG = Y, the maximum length of a datagram will be: 

- DHB length - 86 (The size of the transmit buffer less 86 bytes.) 

• If omitted or N, this function will not be performed. 

CLOSE.ON.RESET = (CR =) 

• Indicates that the NETBIOS Interface will close the adapter and then re-open it when a 
RESET is issued. 

• Must be coded as either Y(yes) or N(no). 
• If omitted or N, this function will not be performed. 

DHB.SIZE = (DS = ) 

• Indicates the size of the DHB: the adapter's transmit buffer(s). 
• Must be a decimal number within the range of acceptability to the adapter. 

- Note that the minimum size allowed by NETBIOS Interface is 200, therefore the value 
coded must be either 0 or a number 200 to 17960. 

• If omitted or 0, the value will be determined by NETBIOS Interface. 

DHB.NUMBER = (DN =) 

• Indicates the number of DHBs allocated by the adapter. 
• Must be a decimal number within the range of acceptability to the adapter. 
• If omitted or 0, the value will be determined by NETBIOS Interface Device Driver. 

RECEIVE.BUFFER.SIZE = (R = ) 

• Indicates the size of the adapter's receive buffers. A minimum of 8 adapter buffers of the 
specified size will be allocated. 

• Must be a decimal number within the range of acceptability to the adapter. 
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• If omitted or 0, the value will be determined by the NETBIOS Interface. 

TRANSMIT.TIMEOUT= (TT=) 

• Indicates the time between transmission of queries (for instance, CALL). 
• The time is indicated in 1/2-second periods. 
• Must be a decimal number from 0 to 20. 
• If omitted or 0, the default is 1 (1/2 second). 

TRANSMIT.COUNT= (TC=) 

• Indicates the number of times queries (for instance, CALL) are transmitted. 
• Must be a decimal number from 1 to 10. 
• If omitted or 0, the default is 6. 

DLC.MAXOUT = (MO =) 

• Sets the MAXOUT value for all NETBIOS Interface link stations. 
• Must be a decimal number from 1 to 9. 
• If omitted or 0, the default is 2. 

DLC.MAXIN = (MI =) 

• Sets the MAXIN value for all NETBIOS Interface link stations. 
• Must be a decimal number from 1 to 9. 
• If omitted or 0, the default is 1. 

RING.ACCESS = (RA = ) 

• Indicates the adapter's ring access priority for NETBIOS Device Driver Interface messages. 
• Must be a decimal number from 0 to 3. 
• If omitted or 0, the default is O. 
• The higher the number, the higher the priority. 

EXTRA.SAPS = (ES = ) 

• Indicates additional SAPS requested by the NETBIOS Interface when it implicitly opens the 
adapter. These SAPs are not used by the NETBIOS Interface. 

• Must be a decimal number from 0 to 99. 
• If omitted or 0, no additional SAPs are requested. 

Note: If this value exceeds adapter maximum values, the error will be detected when the 
adapter is opened. See the Local Area Network Support Program User's Guide. 

EXTRA.STATIONS = (EST = ) 

• Indicates additional link stations requested by the NETBIOS Interface when it implicitly 
opens the adapter. These link stations are not used by the NETBIOS Interface. 

• Must be a decimal number from 0 to 99. 
• If omitted or 0, no additional stations are requested. 

Note: If this value exceeds adapter maximum values, the error will be detected when the 
adapter is opened. See the Local Area Network Support Program User's Guide. 

REMOTE.NAME.DIRECTORY = (RND = ) 

• May be coded as a number from 0-255. 
• If omitted or 0, the RND function is not implemented: all CALLS, STATUS QUERIES, and 

SEND DATAGRAMS will operate as in previous levels of NETBIOS and broadcast messages 
to all NETBIOS nodes. 

• If a non-zero value is coded, the RND function is implemented with the value indicating the 
numberof remote names that may be saved by the local node. Note that four is the 
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minimum number of name entries: if coded as 1, 2, or 3 the value of 4 is used. When RND is 
implemented (after the local station has located a remote name), the remote node address 
is saved and subsequent messages to that name will be to a specific node rather than a 
broadcast to all nodes. This is true for CALLS, STATUS QUERIES, and SEND DATAGRAMS 
(see next keyword REMOTE.DATAGRAM.CONTROL). 

• Important: Using the RND can significantly improve performance in situations where large 
numbers of DATAGRAMS, CALLS, and REMOTE_ADAPTER_STATUS commands are used. 

• Warning: When the RND function is being used, a duplicate network name will not be 
detected by a CALL function unless it is the first time that the remote (CALL) name has been 
used. 

REMOTE.DATAGRAM.CONTROL= (RDC=) 

• This keyword is meaningless if REMOTE.NAME.DIRECTORY is omitted or coded as O. 
• If omitted or coded as NO, SEND DATAGRAMS will not use the RND function. 
• If coded as YES, SEND DATAGRAMS will also use the RND for sending to remote nodes. 

Note that for datagrams, if a bridge in the transmission path drops out, there is no indication 
that the path is no longer valid. Therefore, if this function is used, the user may wish to 
update the RND if he becomes aware of the fact that the remote node is not receiving 
datagrams. This may be accomplished by having the application program issue a 
FIND_NAME command with a receive buffer length of zero. This is a new function to allow 
an RND update without having to execute either a CALL or REMOTE ADAPTER STATUS. 

RESET.VALUES= (RV=) 

• If omitted or coded as NO, RESET works as it does in earlier releases of NETBIOS. 
• If coded as YES, when a RESET is issued: 

If the number of sessions is coded as zero in the RESET, the default will be the value 
defined by the keyword SESSIONS = rather than the normal default value of 6. 
If the number of commands is coded as zero in the RESET, the default will be the value 
defined by the keyword COMMANDS = rather then the normal default value of 12. 

ADAP.ADDR.NOT.REVERSED == (ANR =) 

• If omitted or coded as NO, the adapter's "burned-in address" as used in the 
ADAPTER_STATUS command and in "NAME_NUMBER_1" will be byte-reversed (if the 
value is XI 010203040506 I , it will be saved as X ' 060504030201 1

). 

• If coded as YES, the adapter's "burned-in address" as used in the ADAPTER_STATUS 
command and in "NAME_NUMBER_1" will be in proper order (if the value is 
X ' 010203040506 1

, it will be saved as X'010203040506 1
). 

DLC.RETRY.COUNT = (RC =) 

• Determines the number of retry attempts to be made by the adapter's LLC code. 
• May be a value from 1-255. 
• If omitted or 0, the default value of 8 is used. 

DLC.T1 = (T1 =) 

• Determines the value of the T1 timer in the adapter's LLC code. 
• May be a value from 0-10. 
• If omitted or 0, the default value of 5 is used. 

DLC.T2= (T2=) 

• Determines the value of the T2 timer in the adapter's LLC code. 
• May be a value from 0-11. 
• If the value is 11, the T2 timer function is not implemented. 
• If omitted or 0, the default value of 2 is used. 
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DLC.TI = (TI =) 

• Deterrt:lines the value of the TI timer in the adapter's LLC code. 
• May be a value from 0-10. 
• If omitted or 0, the default value of 3 is used. 

The Local Area Network Support Program Interrupt Arbitrator 

This is the description of the software interface to, and the registration process of the Local Area Network 
Support Program Interrupt Arbitrator. The Local Area Network Support Program Interrupt Arbitrator is a 
software module provided with the Local Area Network Support Program diskette. The purpose of the 
Local Area Network Support Program Interrupt Arbitrator is to remove the majority of the load order 
dependencies of the interfaces provided by the Local Area Network Support Program. 

Important: In this appendix the term CCB will apply only to the IEEE 802.2 adapter support software 
supplied with the Local Area Network Support Program. 

Currently there are two software interfaces to IBM's network adapters. 

• NETBIOS 

• The IEEE 802.2 Interface 

A usability problem arises due to the fact that both of these interfaces utilize the X '5C' software interrupt in 
their API. 

Since two network adapters may be present in a PC system, multiple IEEE 802.2 interfaces and/or NETBIOS 
may be present in a PC at one time. This currently requires that each interface know whether another 
interface is also using the X '5C' interrupt, so that it can pass any control blocks that it does not understand 
(or are not for its adapter) to the next X '5C' interrupt handler in the chain. 

This need to know whether the other interfaces are using the X '5C' interrupt results in replicated logic at 
the entry points to the interrupt handlers. In addition, due to migration considerations, the interrupt 
handlers may have to be loaded in a specific sequence to avoid conflicts. 

The purpose of the Local Area Network Support Program Interrupt Arbitrator is to eliminate the above 
problems by having a single owner of the X '5C' software interrupt. The Local Area Network Support 
Program Interrupt Arbitrator takes over the X '5C' interrupt vector. It then allows the other users of the 
X '5C' interrupt to register with the Local Area Network Support Program Interrupt Arbitrator. Registering 
programs specify which interface they provide (IEEE 802.2 or NETBIOS) and for which network adapter (0 or 
1). The Local Area Network Support Program Interrupt Arbitrator then monitors the flow of control blocks 
across the X '5C' interrupt and routes the control block to the appropriate interface. 

The use of the Local Area Network Support Program Interrupt Arbitrator eliminates the two previously 
stated problems. Since there is a single owner of the X '5C' interrupt, all logic for determining how to route 
the control blocks is contained there, not replicated in each individual interface. In addition, since each 
interface registers its needs with the Local Area Network Support Program Interrupt Arbitrator, the 
interface modules can be loaded in any sequence. The only requirement is that the Local Area Network 
Support Program Interrupt Arbitrator must be loaded fi rst. 

Command Line Parameters 
The command line for the Local Area Network Support Program Interrupt Arbitrator has the following 
format in the CONFIG.SYS file: 
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DEVICE = DXMAOMOD.SYS < Language Code>: where the language code option is a two character 
hexadecimal number that corresponds to the DOS country code. This code indicates which language text 
messages are to be printed. This language code is translated to a simple index that can be requested by 
any registering interface. This allows all Local Area Network Support Program device drivers to print error 
messages in the same language. 

The valid values for this field and their translated values are shown in the following table. 

Language DOS Country Code Language Index 

US English 01 00 

Danish 45 01 

German 49 03 

If this field is omitted or an unrecognized value is detected, a default of US English is used. 

Registration Process Overview 

When a network interface program wishes to register with the Local Area Network Support Program 
Interrupt Arbitrator, it should perform the following functions during its initialization sequence: 

1. Test that the Local Area Network Support Program Interrupt Arbitrator present flag (bit 5 at memory 
location 0040:00A 1) is set. If the Local Area Network Support Program Interrupt Arbitrator present flag 
is not set the requesting interface will abort its load and print the appropriate error message (in 
English) indicating that the required software is not present. 

2. Build a language request CCB (Refer to "Language Request CCB" on page 0-18 for the definition of 
this CCB). 

3. Place the address of the language request CCB in ES and BX. 

4. Execute an INT X '5C I instruction. 

5. Save the returned language code index. 

6. Test the CCB_RETCOOE field. 

• If CCB_RETCOOE is X ' 83 1
, abort the load. 

• Otherwise continue the load sequence. 

7. Build the appropriate network interrupt registration request CCB (Refer to "Interface Registration CCB" 
on page 0-18 and "NCB Handler Registration (NETBIOS using IEEE 802.2)" on page 0-21 for the 
definitions of these CCBs). 

8. Place the address of the registration request CCB in ES and BX. 

9. Execute an INT X '5C I instruction. 

10. Test the return code field; if this field is non-zero the registration request has failed. 

• If the registration request fails, the requesting program should print an error message to the 
standard output device, and abort the load. The error message displayed depends on the return 
code. 

• If the return code field is zero, the registration request has been accepted and the requesting 
program can continue its load sequence. 
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Language Request CCB 

LANGUAGE REQUEST 

Return Codes (CCB_RETCODE): 

XI 00 1
: Operation completed successfully 

X 183 1: Local Area Network Support Program Interrupt Arbitrator load failed 

OFF- FIELD NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

0 CCB_ADAPTER 1 DB Adapter 0 or 1 

1 CCB_COMMAND 1 DB X '31': Language Request 

2 CCB_RETCODE 1 DB Set by Network Arbitrator on return 

3 CCB_LC 1 DB * Language code for messages 

4 12 DB Reserved 

* Indicates a returned value. (for example, a value set by the Local Area Network Support Program Interrupt Arbitrator). 

CCB_ADAPTER 

Explanation: This command is adapter independent. However, the value contained in this field must be 
less than X ' 041. 

CCB_LC 

Explanation: The Local Area Network Support Program Interrupt Arbitrator uses this field to return a 
language index to the registering interface. The registering interface should use this value to determine 
the language in which to print any error messages. Refer to "Command Line Parameters" on page 0-16 
for the meaning of the values returned in this field. 

Interface Registration CCB 

REGISTRATION REQUEST 

Return Codes (CCB _RETCODE): 

XI 00 I: Operation completed successfully 
X ' 80 ' : CeB interface already registered for requested adapter 
X 1811: NETBIOS already registered for requested adapter 
X 183 1: Local Area Network Support Program Interrupt Arbitrator load failed 

OFF- FIELD NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

0 CCB_ADAPTER 1 DB Adapter 0 or 1 

1 CCB_COMMAND 1 DB X '32': Network interrupt registration 

2 CCB_RETCODE 1 DB Set by Network Arbitrator on return 

3 CCB_WORK 1 DB Reserved 

4 5C_ENTRY 4 DO @ to pass control for any CCB and NCBs 

8 NCB_FLAGS 4 DO @ of flags passed to NETBIOS is AL 

* Indicates a returned value (for example, a value set by the Local Area Network Support Program Interrupt Arbitrator). 

@ Indicates an address throughout this document. 
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OFF- FIELD NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

12 CCB_PARM 1 DB Defines type of registration request 

12 CCB_CONFIG 1 DB Interface configuration data 

14 CCB_TRACE 2 DB Offset to CCB trace routine 

* Indicates a returned value (for example, a value set by the Local Area Network Support Program Interrupt Arbitrator). 

@ Indicates an address throughout this document. 

CCB _ADAPTER 

Explanation: This field indicates which adapter the registration request is for. If an interface wishes to 
register for both adapters, it must issue two separate registration requests. 

5C_ENTRY 

Explanation: This is the address to which the Local Area Network Support Program Interrupt Arbitrator 
passes control when it detects a CCB or NCB for the specified adapter. The Local Area Network Support 
Program Interrupt Arbitrator pushes all registers (except for AX) onto the stack and then transfers control to 
the specified address by a simulated INT instruction. The registers (except for AX) will be restored after 
the registered interface executes the IRET instruction to return control to the application program that 
issued the CCB or NCB. 

The registers are pushed in the following order: BX, CX, OX, 01, SI, BP, ES, OS. 

NCB_FLAGS 

Explanation: This is the address of the 1 byte flag field that is to be passed to the NETBIOS interface that is 
registered for the same adapter number when an appropriate NETBIOS is detected. The byte pointed to by 
this field is loaded into the AL register before control is passed to NETBIOS. This field is only meaningful 
for a CCB interface registration. The contents of this field are ignored for a NETBIOS interface registration. 

CCB_PARM 

Explanation: This is a bit significant field that is used to determine the type of registration request. The 
definition of the bits contained in this field are as follows: 

BIT 0 CCB Interface (IEEE 802.2 Interface) 

This bit indicates that the requesting interface is an IEEE 802.2 CCB interface. 

BIT 1 NETBIOS (NETBIOS not using IEEE 802.2) 

This bit indicates that the requesting interface is a NETBIOS interface. 

BITS 2-6 Reserved 

BIT 7 Override Indicator 

This bit indicates that the requesting interface wishes to override any currently registered 
interface on the specified adapter. An example of the use of this bit would be for the Local Area 
Network Support Program product. Since Local Area Network Support Program converts the 
NCB interface on a original PC Network Adapter to an IEEE 802.2 CCB interface, the override bit 
would be required because the original PC Network Adapter would already be "auto-registered" 
as an NCB interface. This bit is only meaningful when used in conjunction with bit 2 of this field. 
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CCB_CONFIG 

Explanation: This field is used to determine the configuration characteristics of the registering interface. 
For CCB interfaces, the contents of this field are passed to any registering NCB interfaces in the 
CCB_WORK field of the OEFINE.MIF command used to register the NCB interface. Refer to "NCB Handler 
Registration (NETBIOS using IEEE 802.2)" on page 0-21 for the definition of the OEFINE.MIF command. 
The definition of the bits contained in this field are: 

BIT 0 PC 3270 Control Program Supported 

This bit indicates that the requesting interface supports the 3270 Control Program with the XMA 
adapter. When this bit is set the Local Area Network Support Program Interrupt Arbitrator 
activates logic that provides the required environment data to the registered interface via the 
interface defined in "PC 3270 Support" on page 0-22. 

BITS 1-7 Reserved 

CCB_TRACE 

Explanation: This field contains the offset portion of the address to the CCB trace r.outine. The segment 
portion of the address is assumed to be the same as the 5C_ENTRY segment. 

This address allows the Local Area Network Support Program Interrupt Arbitrator to pass trace data to the 
registered CCB interface's trace routine for: 

• NCB's passed to NETBIOS that is using the registered CCB interface. 
• CCB's that are rejected by the Local Area Network Support Program Interrupt Arbitrator. 

When trace is active the Local Area Network Support Program Interrupt Arbitrator will make a FAR CALL to 
the specified address with the registers set as follows: 

• If the traced control block is as NCB, the registers values are: 

CH = Adapter Number 

CL = X'OF' (Trace 10) 

OH = Return Code 

OL = Command Code 

SI = Number of bytes pushed on the stack since the INT X '5C' plus 4. (This includes the four bytes 
pushed on the stack during the FAR CALL.) 

This value is used to determine the location of the interrupt address on the stack. 

• If the traced control block is a CCB, the register values are: 

CH = X'OO' 

CL = Adapter Number 

OH = Return Code 

OL = Command Code 

SI Number of bytes pushed on the stack since the INT X'5C' plus 4. (This includes the four bytes 
pushed on the stack during the FAR CALL.) 

This value is used to determine the location of the interrupt address on the stack. 
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NCB Handler Registration (NETBIOS using IEEE 802.2) 

NCB registration is done using a modified DIR.DEFINE.MIF.ENVIRONMENT command. The command is 
essentially the same as the DIR.DEFINE.MIF.ENVIRONMENT command with one exception: 

• The CCB_WORK field has been changed to the CCB_CONFIG field. 

After the Local Area Network Support Program Interrupt Arbitrator has used the DEFINE.MIF command to 
register the interface with the Local Area Network Support Program Interrupt Arbitrator, the CCB is 
forwarded to the appropriate CCB interfaces for further processing. 

NCB REGISTRATION 

Return Codes (CCB_RETCODE): 

XI 00 I: Operation completed successfully 
XI 01 1: Invalid command code 
X'1B': Invalid CCB_PARM_TAB pointer 
X 11C I: Invalid pointer in the CCB parameter table 
X 11 D I: Invalid Adapter Number (No CCB interface registered) 
X 1821: NCB interface already registered for requested adapter 

OFF- FIELD NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

0 CCB_ADAPTER 1 DB Adapter 0 or 1 

1 CCB_COMMAND 1 DB X I 2B I: DlR.DEFINE.MIF.ENVIRONMENT 

2 CCB_RETCODE 1 DB Command return (completion) code 

3 CCB_CONFIG 1 DB * CCB interface configuration data 

4 CCB_POINTER 4 DO Queue pOinter and work area 

8 CCB_CMD_CMPL 4 DO Command completion user appendage 

12 CCB_PARM_TAB 4 DO Pointer to CCB parameter table 

* Indicates a returned value (for example, a value set by the Local Area Network Support Program Interrupt Arbitrator). 

CCB_CONFIG 

Explanation: The Local Area Network Support Program Interrupt Arbitrator passes the configuration data 
from the registered CCB interface, to the registering NCB interface in this field. The definition of the bits 
contained in this field are: 

PC 3270 Control Program Supported 

This bit indicates that the requesting interface supports the 3270 Control Program with the XMA 
adapter. When this bit is set the Local Area Network Support Program Interrupt Arbitrator 
activates logic that provides the required environment data to the registered interface via the 
interface defined in "PC 3270 Support" on page 0-22. 

Bits 1-7 Reserved 
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CCB Parameter Table structure 

OFF- FIELD NAME BYTE 8086 DESCRIPTION 
SET LEN TYPE 

0 NCB.INPUT@ 4 DD Address of NCB input module 

4 NCB.OPEN@ 4 DD Address of the NCB open module 

8 NCB.CLOSE@ 4 DD Address of the NCB Close module 

12 NCB.ENABLE@ 4 DD * Address of the interrupt enable module 

* Indicates a returned value (for example, a value set by the Local Area Network Support Program Interrupt Arbitrator). 

PARAMETERS 

NCB_INPUT@ 

Explanation: This is the address to which the Local Area Network Support Program Interrupt Arbitrator 
passes control when it detects an NCB for the specified adapter. The Local Area Network Support Program 
Interrupt Arbitrator pushes all registers (except for AX) onto the stack and then transfers control to the 
specified address by a simulated INT instruction. The registers (except for AX) will be restored after the 
registered interface executes the IRET instruction to return control to the application program that issued 
the NCB. 

The registers are pushed in the following order: BX, CX, OX, 01, SI, BP, ES, OS. 

NCB_ENABLE@ 

Explanation: It should be noted that the value returned in this field is from the GCB interface registered for 
adapter 1 if multiple CGB interfaces are registered with the Local Area Network Support Program Interrupt 
Arbitrator. 

Additional Functions 

Monitored Control Blocks: There are certain CCB_COMMAND values that are adapter independent. These 
commands are intended for all currently active CCB interfaces. These CCB_COMMAND values include: 

• X 12B 1 - DIR.DEFINE.MIF.ENVIRONMENT 

• X 1241 - PDT.TRACE.ON 

• X 125 1 - PDT.TRACE.OFF 

The Local Area Network Support Program Interrupt Arbitrator monitors the CGB interface for the 
occurrence of one of these CCB_COMMANDS. When one of these commands is detected the Local Area 
Network Support Program Interrupt Arbitrator propagates the CCB to all currently registered CCB 
interfaces. If the CCB_CMD_CMPL field is not zero, then the Local Area Network Support Program 
Interrupt Arbitrator gives control to the defined appendage after the CCB has been passed to all of the 
registered CCB interfaces. 

PC 3270 Support: The Local Area Network Support Program Interrupt Arbitrator supports the PC 3270 
Control Program including bank swapping with the XMA adapter via the following interface. 

When a CCB or NCB interface registers with the PC 3270 Control Program Supported bit set (Bit 0 in the 
CCB-,G field). The Local Area Network Support Program Interrupt Arbitrator will activate the following 
interfaces: 
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For CCB Interfaces: 

• The AX register will be used to indicate the currently active bank to the registered CCB interface. 

AX = X I FFFF I indicates that the 3270 Control Program is not loaded, or bank swapping is not 
active so all programs are in common memory. 

AX = X'OOFF ' indicates that the 3270 Control Program is loaded an,d bank swapping is active. 
However the "CCB in common memory" bit (bit 3 in the CCB_ADAPTER field) is set indicating that 
the control block is in common memory. 

AX < > X'FFFF ' or < > X'OOFF ' indicates that the 3270 Control Program is loaded and bank 
swapping is active. AX contains the current environment and bank 10. This information is in the 
same format that would be returned via an interrupt X 17 A I function X 190 I request to the 3270 
Control Program. 

For NETBIOS Interfaces: 

• The first two bytes of the NCB reserved space (offset X 1321) will be used to indicate the currently active 
bank to the registered NETBIOS interface. 

NCB offset X 1321 = X I FFFF I indicates that the 3270 Control Program is not loaded, or bank 
swapping is not active so all programs are in common memory. 

NCB offset X ' 32 1 < > X'FFFF ' indicates that the 3270 Control Program is loaded and bank 
swapping is active. Offset X 1321 in the NCB/NCB contains the current environment and bank 10. 
This information is in the same format that would be returned via an interrupt X 17 A I function X 190 I 
request to the control program. 
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CONFIG.SYS Commands 

The Operating System/2 System Initialization facility processes the configuration commands in the 
CONFIG.SYS file, establishing the final operating environment. 

The CONFIG.SYS file contains commands used to configure the PC system. During PC system 
initialization, Operating System/2 opens and reads the CONFIG.SYS file and interprets the commands 
within the file. The adapter support software relies on the DEVICE command to install its device drivers 
(LANDD.SYS/TRNETDD.SYS/PCNETDD.SYS) and NETBIOS (NETBDD.SYS). 

The DEVICE command is used to specify the path and filenames of the adapter support software's device 
drivers in order that they may be installed. 

The keyword "cfg = " is provided on the DEVICE command line which is used to specify the path and 
filename of a configuration file. The configuration file is created by the configuration aid in Operating 
System/2 Extended Edition 1.1. If the parameter is not provided or the file is not found a set of defaults will 
be used as described in the following section. 

There is also a trace level parameter passed to the adapter support software with the DEVICE command to 
enable OS/2 PC system tracing for the adapter support software (see -- Heading 'OS2TR' unknown -- for 
more information about the trace). The keyword t = n (where n can be 2,3, or 4) is provided on the DEVICE 
command line. 

These CONFIG.SYS commands might appear as follows in the CONFIG.SYS file: 

DEVICE=LANDD.SYS (Using NETBIOS or adapter support software Device Driver Interface) 
DEVICE=TRNETDD.SYS CFG=pathname\filename.CFG t=n (Token-Ring Network) 
DEVICE=PCNETDD.SYS CFG=pathname\filename.CFG t=n (PC Network) 
DEVICE=NETBDD.SYS CFG=pathname\filename.CFG t=n 

These command statements are only examples, see the IBM Operating Systeml2 Extended Edition Version 
1.1 Command Reference for details on how these commands may be used. 

Note: The DEVICE= LANDD.SYS command must appear first in the CONFIG.SYS file. 

The following list summarizes the global parameters that define the user's environment for each adapter. 

• OPEN_OPTIONS (Not used for PC Network support) 

Note: Some of these options can only be set by the application program. 

• NODE_ADDRESS 

• GROUP_ADDRESS (Set only by the application program)OO 

• FUNCTIONAL_ADDRESS (Set only by the application program)OO 
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• NUMBER_RCV _BUFFERS 

• RCV _BUFFER_LENGTH 

• DHB_BUFFER_LENGTH 

• DATA_HOLD_BUFFERS (Not used for PC Network support) 

• PRODUCTJD 

• SRAM_ADDRESS (Not used for PC Network support) 

• DLC_MAX_SAP 

• DLC_MAX_STATIONS 

• DLC_MAX_GSAP 

• DLC_MAX_GSAP _MEM 

• DLC_T1_TICK_ONE 

• DLC_T2_TICK_ONE 

• DLC_TI_TICK_ONE 

• DLC_T1_TICK_TWO 

• DLC_T2_TICK_TWO 

• DLC_TI_TICK_TWO 

• SYSTEM_KEY 

• MAX_USERS 

• ADAPTER_WORK_SIZE (Used only for PC Network adapters) 

• aSIZE 

• GDTSIZE 

None of the parameters are required, as defaults are used if the configuration file does not exist. 

Adapter Parameters 

• OPEN_OPTIONS (ignored by PC Network adapters): Various options used when the adapter is 
physically opened. 

Argument specified as a 2 byte character string hex number, for example X 12000 1 
Character set supported (0,1,2,3,4,5,6,7,8,9,A,B,C,D,E,F) 
Optional - Default is X 12000 1 
Range - See option settings below. 

Various options, each represented by a bit where the bit on (1) indicates that the option is to be taken. 
Bit 15 is the leftmost (high order) bit: 
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OPEN OPTION - Bit 15: WRAP INTERFACE 

The adapter will not insert into the ring. Instead, it will cause all user transmit data to appear as 
received data. 
OPEN OPTION - Bit 14: DISABLE HARD ERROR" 

If this option is taken, the Network Status HARD ERROR and TRANSMIT BEACON interrupts will not 
occur. 
OPEN OPTION - Bit 13: DISABLE SOFT ERROR' 

If this option is taken, the Network Status SOFT ERROR interrupt will not occur. 
OPEN OPTION - Bit 12: PASS ADAPTER MAC FRAMES" 

Pass Adapter Class MAC frames which are received but not supported by the adapter as direct 
interface data to the PC system. 

If this option is not taken, frames in this class will be rejected. 
OPEN OPTION - Bit 11: PASS ATTENTION MAC FRAMES" 

All Attention MAC frames that are not the same as the last received Attention MAC frame will be 
passed as direct interface data to the PC system. 

If this option is not taken, these frames will not be passed to the PC system. 

OPEN OPTION - Bits 9-10: Reserved. Should be set to 0, but not checked. 

OPEN OPTION - Bit 8: CONTENDER 

The adapter will participate in Monitor Contention, if that possibility presents itself. 

OPEN OPTION - Bit 7: PASS BEACON FRAMES' 

The adapter will pass beacon frames up to the attached processor. 

OPEN OPTION - Bits 5-6: Reserved. Should be set to 0, but not checked. 

OPEN OPTION - Bit 4: TOKEN RELEASE 

Setting this bit selects the non-default state of Token Release. 

Adapter Data Rate Default Token Release 

16Mbps Early Token Release Regular Token Release 

- OPEN OPTION - Bits 0-3: Reserved. Should be set to 0, but not checked. 

• NODE_ADDRESS: This station's ring address 

The 12 hexadecimal digit specific node address of this station on the LAN. The two high order bits of 
this value must be B'01'. If this value is coded as zero then the permanently encoded address will be 
used and if this value is coded to a non-zero value then the coded value will be used. 

Argument specified as a 6 byte character string hex number 
- Optional - Default is permanently encoded address 
- Recommended Range - XI 400000000000 I to X 1400079999999 I 

• GROUP_ADDRESS: Group address 

- Argument specified as a 4 byte character string hex number 

• These open options are set by the application program, not by the OS/2 configuration. 
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- Optional - Default is XI 00000000 1 

- Range - XI 00000000 1 to XI FFFFFFFF 1 

Group address for which the adapter will receive messages. 

• FUNCTIONAL_ADDRESS: Functional address 

Functional address for which the adapter will receive messages. 

Note that Bits 0 and 31 are ignored 

Argument specified as a 4 byte character string hex number 
- Optional - Default is X100000000 1 

- Range - XI 00000000 1 to XI 7FFFFFFE 1 

• NUMBER_RCV_BUFFERS: Number of receive buffers 

The number of receive buffers required for the adapter support software to initialize. The adapter will 
configure all RAM remaining after other storage requirements have been met as receive buffers. If the 
number available is less than the number specified, then a message will be displayed to the user 
stating inadequate receive buffers for adapter to open: Initialization will fail and all commands will be 
rejected with CCB_RETCODE set to X 130 I. If the number available is greater than the number 
requested, no action will be taken. 

Argument specified as a character string decimal number 
- Optional - Default is 8 if value is less than 2 or not specified 
- Range - 2 to upper boundary, determined by the amount of memory available in shared RAM 

• RCV _BUFFER_LENGTH: Length of receive buffers 

The length of the adapter's receive buffers, which reside in the adapter's shared RAM. A receive buffer 
has eight bytes of overhead, for example when a buffer is defined as 112 bytes it can hold only 104 
bytes of received data. 

Receive buffers are allocated from the remaining shared RAM after all other requirements are 
satisfied. 

Argument specified as a character string decimal number 
- Optional - Default is 112 if value is 0 or not specified 
- Range - 96 to 2048 bytes in multiples of 8 bytes. 

• DHB_BUFFER_LENGTH: Length of transmit buffers 

The length of the adapter's transmit data hold buffers (DHB). When using Token-Ring Network 
adapters, the DHB resides in the adapter's shared RAM. When the PC Network adapters are used the 
DHB are located in PC system memory. A transmit buffer has six bytes of overhead, for example when 
a buffer is defined as 600 bytes it can hold only 594 bytes of transmit data (see TRANSMIT command). 

Argument specified as a character string decimal number 
Optional - Default is 600 if value is 0 or not specified 
Range - 96 to 17960 bytes in multiples of 8 bytes. 

Note: It is the responsibility of the sending node to ensure that the size of transmitted frame does 
not exceed the receive buffer capacity of the receiving node. 

• DATA_HOLD_BUFFERS (Ignored by PC Network adapters): Number of transmit buffers (DHBs) 

This defines the number of adapter holding buffers which contain transmit data passed from the PC 
system to the adapter. 

The adapter will accept any value 1-255, but the user should be aware that the integrity of adapter 
operation cannot be guaranteed if the value is greater than two. The control information for the first 
two DATA_HOLD_BUFFERS are located in read-only memory, thus application programs cannot write 
over this control information. However, once more than 2 buffers have been specified the control 
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information for the remaining buffers is no longer isolated from the application program's write 
operations; the control information is located in read/write memory. Requesting two DHBs may 
improve adapter performance by allowing a frame to be moved into the second DHB while the adapter 
is transmitting from the first. However, this will reduce the storage available for receive buffers. 

Argument specified as a character string decimal number 
- Optional - Default is 1 if value is not specified 
- Range - 1 to 255. 

• PRODUCTJD: 18 byte product ID 

Argument specified as a character string as described in Table 3-2 on page 3-41. 

If less than 18 characters are specified the product ID will be padded with blanks on the right. This 
character string is provided for RAS purposes and should describe the PC system attached to the 
network. 

Character set supported - All upper case letters (A-Z) and decimal digits (0-9) 
Optional - Default is 18 blanks if a value is not specified 

• SRAM_ADDRESS (Not used for PC Network support): Defines the segment in PC system storage where 
the adapter's shared RAM is. This value should be on a boundary that is equal to the size of shared 
RAM, for example if shared RAM is 8K the SRAM_ADDRESS should be on an 8K boundary or if shared 
RAM is 16K the SRAM_ADDRESS should be on a 16K boundary. When using 16/4 Token-Ring Network 
adapters shared RAM, paging can be used, which would allow the use of a 16 KB boundary. The 
SRAM_ADDRESS parameter is only used for a PC system with PC I/O Bus since there is no SETUP 
facility for these PC systems. 

Argument specified as a 2 byte character string hex number, for example X I DOOO I 

Optional - If value is 0 or not specified the defaults are: 
- Adapter 0 (primary) - Segment value X I D800 I 

- Adapter 1 (secondary) - Segment value X I D400 I 

Range - Starting Address Range X I COO I to X I DEOO I on the appropriate boundaries. 

OLe Parameters 

The parameter ranges that represent quantities (ranges for DLC_MAX_SAP, DLC_MAX_STATIONS, 
DLC_MAX_GSAP and DLC_MAX_GSAP _MEM parameters) are defined to ensure that values specified can 
be stored in the allotted memory sizes and do not represent the capabilities of the supported network 
adapters. 

• DLC_MAX_SAP: Maximum number of SAPs 

Indicates the maximum number of SAP stations that may be opened. 

The maximum value of this parameter is 126. However, the maximum allowable value may be limited 
by the amount of available internal PC system RAM work area or by the amount of available Adapter 
Shared RAM. 

Argument specified as a character string decimal number, for example 6. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 2 if value is not specified 
Range - 0 to 126 (upper limit is 125 for PC Network support) 

• DLC_MAX_STATIONS: Maximum number of link stations 

Indicates the maximum number of link stations that may be opened. 

The maximum allowable value may be limited by the amount of available internal PC system RAM 
work area or by the amount of available Adapter Shared RAM. 
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Argument specified as a character string decimal number, for example 6. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 6 if value is not speci!ied 
Range - 0 to 255. 

• DLC_MAX_GSAP: Maximum number of Group SAPs 

The maximum number of Group SAPs that may be opened at one time. 

If 0, no Group SAPs are allowed. 

Argument specified as a character string decimal number, for example 2. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 0 if value is not specified 
Range - 0 to 125 (upper limit is 124 for PC Network support) 

• DLC_MAX_GSAP _MEM: Maximum members per Group SAP 

The maximum number of SAPs that may be members in any given Group. 

Argument specified as a character string decimal number, for example 2. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 0 if value is not specified 
Range - 0 to 126 (upper limit is 125 for PC Network support) 

• DLC.T1_TICK_ONE: Define DLC timer T1 interval, group one 

Indicates the number of 40 millisecond intervals between timer ticks for DLC timer T1, timer values 1-5. 

Argument specified as a character string decimal number, for example 2. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 5 (200-400 milliseconds) if value is 0 or not specified 
Range - 0 to 255. 

• DLC_T2_TICK_ONE: Define DLC timer T2 interval, group one 

Indicates the number of 40 millisecond intervals between timer ticks for DLC timer T2, timer values 1-5. 

Argument specified as a character string decimal number, for example 2. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 1 (40-80 milliseconds) if value is 0 or not specified 
Range - 0 to 255. 

• DLC_TI_TICK_ONE: Define DLC timer Ti interval, group one 

Indicates the number of 40 millisecond intervals between timer ticks for DLC timer Ti, timer values 1-5. 

Argument specified as a character string decimal number, for example 20. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 25 (1-2 seconds) if value is 0 or not specified 
Range - 0 to 255. 

• DLC_T1_TICK_TWO: Define DLC timer T1 interval, group two 

Indicates the number of 40 millisecond intervals between timer ticks for DLC timer T1, timer values 
6-10. 

Argument specified as a character string decimal number, for example 20. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 25 (1-2 seconds) if value is 0 or not specified 
Range - 0 to 255. 

• DLC_T2_TICK_TWO: Define DLC timer T2 interval, group two 

Indicates the number of 40 millisecond intervals between timer ticks for DLC timer T2, timer values 
6-10. 
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Argument specified as a character string decimal number, for example 100. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 10 (400-800 milliseconds) if value is 0 or not specified 
Range - 0 to 255. 

• DLC_TI_TICK_TWO: Define DLC timer Ti interval, group two 

Indicates the number of 40 millisecond intervals between timer ticks for DLC timer Ti, timer values 
6-10. 

Argument specified as a character string decimal number, for example 100. 
Character set supported (0,1,2,3,4,5,6,7,8,9) 
Optional - Default is 125 (5-10 seconds) if value is 0 or not specified 
Range - 0 to 255. 

• SYSTEM_KEY: System key code. This key code is used to enable only a system administrator to 
perform operations that could stop ring communication for application programs. 

This key code is used for the following: 

Change functional address 

Change group addresses 

Reset selected or all SAPs and all stations 

Relinquish ownership of direct stations 

Force.a physical close for an adapter 

Force the adapter to initialize 

Read and reset adapter error and direct interface logs. 

The SYSTEM_KEY is not typically used by application programs, but for maintenance and RAS 
operations. 

The SYSTEM_KEY should be defined as listed below: 

- Argument specified as a 2 byte character string hex number 
- Range - X I 0001 1 

- XI FFFF I 

• MAX_USERS: Maximum number of users to concurrently use the Token-Ring Network adapter 

This parameter provides a mechanism whereby the adapter support software can determine the size of 
memory needed for its work area. If requests issued to adapter support software continue to fail with 
CCB_RETCODE set to X ' 59 1

, then either the number of MAX_USERS or the aSIZE parameter should be 
increased and the adapter support software restarted by re-IPLing the system. 

Argument specified as a character string decimal number 
- Optional - Default is 3 if value is 0 or not specified 
- Range - 0 to 5. 

• ADAPTER_WORK_SIZE: This PC Network only parameter defines the size of memory allocated by the 
adapter support software during the initialization process. This memory is used to contain Link Station 
Control Blocks, SAP Control Blocks, Group SAP Control Blocks and receive buffers. 

Argument specified as a character string decimal number 
- Optional - Default is X '2000 ' 
- Range - X ' 2000 ' to XI FFFF' 

• aSIZE: Number of queue elements 

This parameter may be used to specify the number of internal queue elements that the adapter support 
software should allocate for all application programs. If no parameter is provided then the number of 
queue elements will be calculated using the number of users (MAX_USER). The number of queue 
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elements allocated per user is 200. Thus, if 5 users are defined to be the maximum number of users at 
one time 1000 queue elements will be allocated. 

Argument specified as a character string decimal number 
- Optional - Default is calculated using MAX_USER. 
- Range - 200 to 1400. The default is 200. 

• GDTSIZE: Number of GDT selectors 

This parameter may be used to specify the number of Global Descriptor Table (GDT) selectors that the 
adapter support software should allocate for all application programs. If no parameter is provided then 
the number of GDT selectors will be calculated using the number of users (MAX_USER), but not to 
exceed 30. The number of GDT selectors allocated per user is 10. Thus, if 2 users are defined to be the 
maximum number of users at one time 20 GDT selectors will be allocated. 

Argument specified as a character string decimal number 
Optional - Default is calculated using MAX_USER. 
Range - 10 to 30. The default is 20. 

NETBIOS 3.0 Parameters 

NETBIOS version 3.0 is the NETBIOS interface executing under OS/2. 

Table E-1. NETBIOS 3.0 System Default Values 

Load Parameters Abbr. 

STATIONS ST 

SESSIONS S 

COMMANDS C 

NAMES N 

TRANSMIT.TIMEOUT TT 

TRANSMIT.COUNT TC 

DLC.MAXOUT MO 

DLC.MAXIN MI 

DLC.RETRY.COUNT RC 

DLC.T1 T1 

DLC.T2 T2 

DLC.TI TI 

RING. ACCESS RA 

DATAGRAM.MAX DG 

REMOTE.NAME.DIRECTORY RND 

REMOTE.DATAGRAM.CONTROL ROC 

ADAP .ADDR.NOT .REVERSED ANR 

* The default values are determined by the adapter and the adapter interface code. 

Valid Values Default 

0-254 32 

0-254 32 

0-255 32 

0-254 17 

0-20 1 

0-10 6 

0-9 2 

0-9 1 

0-255 .. 

0-10 5 

0-11 2 

0-10 3 

0-3 0 

Y(yes)/N(no) NO 

0-255 0 

Y(yes)/N(no) NO 

Y(yes)/N(no) NO 
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The Operating System/2 Trace Facility 

The adapter support software utilizes the Operating System/2 System Trace facilities. In order for the 
adapter support software to use the Operating System/2 System Trace facilities, the application program 
must provide a keyword "t=" on the "DEVICE =" command line of th CONFIG.SYS file when defining the 
adapter support software device drivers. The keyword is defined below. 

The trace keyword "t=" must appear on the "DEVICE=" command line of the CONFIG.SYS file when 
defining the adapter support software's device drivers. 

DEVICE=TRNETDD.SYS CFG=pathname filename.CFG t=n 

The value of n can be 2, 3, or 4. 

Value 

1=2 

Meaning 

A value of 2 indicates the adapter support software will trace the following codes. See "Trace 
Code Definition" on page E-11 for a definition of what each trace code means. 

XIOO I 

X ' 02 1 

X'OB ' 
X ' 09 1 

X'OA ' 
X'OD ' 

1 = 3 A value of 3 indicates the adapter support software will trace the following codes. See "Trace 
Code Definition" on page E-11 for a definition of what each trace code means. 

XIOO I 

X' 02 1 

X'OB ' 
X ' 09 1 

X'OA ' 
X'OB ' 
XIOC I 

X'OD ' 

1 = 4 A value of 4 indicates the adapter support software will trace the following codes. See "Trace 
Code Definition" on page E-11 for a definition of what each trace code means. 

XIOOI 

X I 01 1 

X' 02 1 

X ' 03 1 

X ' 04 1 

XIOS I 

X ' 06 1 

XIO?I 

X'OB ' 
X' 09 1 

X'OA ' 
X'OB ' 
XIOC I 

X'OD ' 
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Trace Code Definition 

Trace Entry Format 

Each trace entry is sixteen bytes in length and each entry varies slightly depending upon the type of trace 
data (determined by the trace code). 

The trace code in each trace entry identifies the point at which the trace entry was created and the format 
of the remainder of the trace entry. The Trace Codes are: 

X'00 1: CCB command received 
X' 011: CCB command verified, queue element created 
X'021: CCB command error 
X' 03 1: CCB command issued to the adapter (SRB) (not used by Token-Ring Network) 
X'041: CCB queue element added to receive "queue" 
X'05 1: CCB queue element added to read queue 
X'06 1: CCB queue element added to SRB wait queue 
X'071: CCB queue element added to SSB wait queue 
X'08 1: Completion of a CCB command or transmit command event occurred 
X' 09 1: Completion of a received frame event occurred 
X'0A': Completion of a network status, OLC status, PC system action, or 

exception event occurred 
X' 0B': Adapter interrupt received 
X' 0C ' : Adapter timer expired 
X'00 ' : Adapter interrupt error detected 
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Trace Code Formats 

Byte: 
8 1 2 3 4 5 6 7 8-9 18-13 14-15 
I I I I I I I I I 
ITracelAdapterlAdapter 1---ICommandIRC / I Element IAppl I Process ICCB ITimer I 
ICode INumber IWork Flagl ICode ICorrelatorlFlag 110 110 IVirtlTicks I 
I 1(8/1) 176543218 I I I I I I IAddrlLo Word I 
I I I I I I I I I I I I 

Byte 2: Adapter Work Flags: 
Bit 7: Adapter initialized successfully 
Bit 6: Adapter initialization in progress 
Bit 5: Adapter initialization failure 
Bit 4: Adapter opened successfully 
Bit 3: Adapter open in progress 
Bit 2: Adapter open failure 
Bit 1: Adapter reset in progress 
Bit 8: Adapter interrupt in progress 

Byte 6: Element Flag: 
Bit 7: Chain transmits/receives by SAP 
Bit 6: Chain transmits/receives by link station 
Bit 5: Purge the link station 
Bit 4: Purge the SAP 
Bit 3: Purge the application program 
Bit 2: Not used 
Bit 1: No active CCB corresponding to this CCB queue element 
Bit 8: Completion flag set for this completion event 

Bytes 18-13: CCB Virtual Address: 
Points to the corresponding application program'CCB 

Figure E-1. CCB Trace Entry (Trace Codes X'OO' - X'D?') 

Byte: 
8 1 2 3 4 5 6 7 8-9 18-13 14-15 
I I I I I I I I I I 
ITracelAdapterlAdapter IEventlCommandlRC / IElementlAppllProcesslCCB ITimer I 
ICode INumber IWork FlaglCode ICode ICorrelatorlFlag 110 110 IVirtlTicks I 
I 1(8/1) 176543218 I I I I I I I Addr I Lo Word I 
I I I I I I I I I I I I 

Byte 3: Event Code: 
Bit 7: Not used 
Bit 6: PC system action 
Bit 5: Network status 
Bit 4: Critical exception 
Bit 3: DLC status 
Bit 2: Receive 
Bit 1: Transmit 
Bit 8: CCB command complete 

Figure E-2. CCB Completion Trace Entry (Trace Code X'OB') 
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Byte: 
o 1 2 3 4-5 6 7 8-9 10-13 14-15 

I I I I I I I I 
ITracelAdapterlAdapter IEventl---IElementIApplIProcessISAP ITimer I 
ICode INumber IWork FlaglCode I IFlag lID lID IVirtlTicks I 
I 1(0/1) 176543210 I I I I I IAddrlLo Word I 
I I I I I I I I I I I 

Bytes 10-14: SAP Virtual Address: 
Points to the corresponding received frame's first SAP buffer 

Figure E-3. Receive Completion Trace Entry (Trace Code X'09') 

Byte: 
o 1 2 3 4 5 6 7 8-9 10-13 14-15 
I I I I I I I I I 
ITracelAdapterlAdapter IEventlEvent 1---IElementIApplIStatusIStatusITimer 
ICode INumber IWork FlaglCode I SubCode I IFlag lID I IData ITicks I 
I 1(0/1) 176543210 I I I I I I I I Lo Word I 
I I , !, I' I I I ! , 

Byte 4: Event SubCode: 
For PC system action event code: 

X'01 1
: DIR.CLOSE.ADAPTER 

X'02 1
: DIR.INITIALIZE 

X'03 1
: DLC.RESET for a single SAP station 

X'04 1
: DLC.RESET for all SAP stations 

For critical exception event code: 
X'01 1

: Network status 
X'02 1

: Adapter check 
X'03 1

: PC error 
X'04 1

: PC system action 

Bytes 8-9: Status: 
The two byte status code corresponding to the type of event 
(network status code, DLC status code, adapter check code, PC system error code) 

Bytes 10-13: Status Data: 
The first four bytes of the data corresponding to the type of event 

Figure E-4. Status/Exception Completion Trace Entry (Trace Code X/OA') 
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Adapter Support Software Trace Entry: 

Byte: 
o 1 2 3 4 5 6-7 8-13 14-15 

I I I I I I 
ITracelAdapterlAdapter 1---IISRPIISRPITimerl---ITimer 
1 Code 1 Number 1 Work Fl ag 1 1 Hi gh 1 Low 1 Count 1 1 Ti cks 1 
1 1 (0/1) 176543210 1 1 1 1 1 1 Lo Word 1 
I I I I I I I I I I 

Byte 4: ISRP High: 
Bit 7: NMI disabled (always on) 
Bit 6: Interrupt enable (always on) 
Bit 5: Parity error in Shared RAM 
Bit 4: Timer expired (100 millisecond programmable timer) 
Bit 3: Adapter check 
Bit 2: Shared RAM access violation 
Bit 1: Always on 
Bit 0: Adapter number (0 or 1) 

Byte 5: ISRP Low: 
Bit 7: IMPL received 
Bit 6: Adapter check 
Bit 5: SRB response 
Bit 4: ASB free 
Bit 3: ARB command 
Bit 2: SSB response 
Bit 1: Always 0 
Bit 0: Always 0 

Bytes 6-7: Timer Count: 
Number of timer interrupts from adapter 0 and 1 

Adapter Support Software Trace Entry: 
Byte: 
o 1 2 3 4 5 6-9 10-13 14-15 

I I I I I I 
ITracelAdapterlAdapter IActivation ICommandlReturnlCommand ISS:SPITimer I 
ICode INumber IWork FlaglRecord ICode ICode Ispecificl ITicks 1 
I 1(0/1) 176543210 IReason codel I 1 1 ILo Word I 
I I I I I I I I I I 

Figure E-S. Interrupt Received Trace Entry (Trace Codes X'DB' - X'DC') 
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Byte: 
o 1 2 3-13* 14-15 

I I 
ITracelAdapterlAdapter ISRB/SSB/ ITimer 
ICode INumber IWork FlaglARB ITicks I 
I 1(0/1) 176543210 IWork ArealLo Word I 
1 I 1 I 1 1 

Bytes 3-13: SRB/SSB/ARB Work Area 
First eleven bytes of the SRB/SSB/ARB that corresponds to the interrupt 
(The format of the eleven bytes depends upon the command, interrupt, ••• ) 

* These eleven bytes of work area are not used by the adapter support software. 

Figure E-6. Interrupt Error Trace Entry (Trace Codes X'DD') 

Operating System/2 NETBIOS Trace Facility 

The NETBIOS major trace code is XI A41. There are two minor trace codes: X 120 1 indicates an Operating 
System/2 Device Driver Interface level trace entry and X 1211 indicates an Operating System/2 Dynamic 
Link Routine Interface level trace entry. 

Further, receipt of NETBIOS protocol message "remote trace off" is not supported by NETBIOS 3.0 (the 
message is ignored). 

The specific trace data in the system is shown in the table below. 

Notes: 

1. The basic information is similar to trace data in previous levels of NETBIOS. See the NCB.TRACE 
command in Chapter 4, "NETBIOS." 

2. There is a new entry type: SYSTEM ACTION. This is indicated in the trace with the entry type and modifier 
X ' EE04 1. 

Byte Offset Usage 

0 Adapter number indicator 

X'AA' = Adapter a 
X'BB' = Adapter 1 

1 X' 00' or an environment 10 assigned by NETBIOS 

2 Entry type 

3 Entry modifier 

4-7 Reserved 

8-11 Type-dependent data 

12-15 Address of data in bytes 16 through 31 

16-31 Type-dependent data 
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List of Abbreviations 

AC access control field LSB least significant bit 

A/C address recognized/frame copied LSN least significant nibble 

AlP adapter identification PROM MAC medium access control 

ARB adapter request block MMIO memory mapped input output 

ASB adapter status block MSB most significant bit 

CCB command control block MSN most significant nibble 

CSMA/CO carrier-sense multiple-access with collision NCB network control block 
detect POU protocol data unit 

DB define byte PIO programmed input output 
DO define doubleword POS program option selection 
OHB data holding buffer POST power-on self test 
DISC disconnect PROM programmable read only memory 
OLC data link control PU protocol unit 
OM disconnect mode RAM random access memory 
OMA direct memory access RPL Remote Program Load 
OSAP destination service access pOint RRR RAM relocation register 
OW define word RR/RNR receiver ready/receiver not ready 
ED ending delimiter RSAP remote service access pOint 
ETR early token release SABME set asynchronous balanced mode extended 
FC frame control field SAP service access pOint 
FCS frame check sequence field SO starting delimiter 
FRMR frame reject SOLC synchronous data link control 
FS frame status field SNA System Network Architecture 
GOT global descriptor table SRAM shared random access memory 
GSAP group service access point SRB system request block 

information (frame) SRPR shared RAM paging register 
IEEE Institute of Electrical and Electronic SSB system status block 

Engineers, Inc. 

1/0 input/output 
SSAP source service access pOint 

10PL input/output parameter list 
TCR timer control register 

ISRA interrupt status register, adapter 
TVR timer value register 

ISRP interrupt status register, PC 
UA unnumbered acknowledgment 

LAN local area network 
UI unnumbered information 

LOT local descriptor table 
WRBR write region base management register 

LLC logical link control 
WWCR write window close management register 

LPOU logical link control protocol data unit 
WWOR write window open management register 

LSAP local service access point 
XIO exchange identification 
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Glossary 

Definitions from draft proposals and working papers 
under development by the ISO/TC9? vocabulary 
subcommittee are identified by the symbol "(TC9?)," 
indicating that final agreement has not yet been 
reached among its participating members. 

A 

access channel control. The collection of logic and 
protocol machines that manages the transfer of data 
from the link stations to medium access controi and 
from medium access control to the link stations. 

access control byte. The byte following the start 
delimiter in a token or frame. It is used to control 
access to the ring. 

access priority. The maximum priority that a token can 
have for the adapter to use it for transmission. 

access procedure. The procedure or protocol used to 
gain access to a shared resource. In a local area 
network the shared resource is the medium. The 
medium access procedures specified by the IEEE 802 
standard are CSMA/CD token, bus, and ring. 

active monitor. A function in a single adapter on a ring 
network that initiates the transmission of tokens and 
provides token error recovery facilities. Any active 
adapter on a network has the ability to provide the 
active monitor function if the current active monitor 
fails. 

adapter. In an IBM Network, the circuit card within a 
communicating device, and its associated software, 
that enable the device to communicate over the 
network. 

adapter support software. The software used to 
operate adapters in a PC system and provide a 
common interface to application programs. In this 
document the term" adapter support software" also 
means any of the following: 

• The adapter support software (TOKREUI.COM) 
provided with the original Token-Ring Network PC 
Adapter 

• The adapter support software provided with the 
Local Area Network Support Program 

• The adapter support software provided with the 
Communications Manager in the Operating 
System/2 Extended Edition 1.1. 

address segment. A section of PC system memory 
that can be up to 64 Kilobytes. 

appendage. An application program routine provided 
to assist in handling a specific occurrence. 

attach. To connect a device logically to a ring. To 
participate in the data passing protocol of the ring. 

auto removal. Removing a device from the data 
passing activity without human intervention. This action 
is accomplished by the adapter. 

B 
beacon. A frame sent by an adapter indicating a 
serious network problem, such as a broken cable. 

beaconing. To send beacon frames continuously. 

bridge. A device that links one LAN segment to 
another LAN segment of the same type. 

buffer. A memory area reserved for use in performing 
input/output operations. 

bypass. To eliminate a component from a network by 
allowing the path to go past it. 

c 
checksum. A value that when added with a sum 
calculated from accumulating all the bits in the field will 
result in zero. 

completion code. The final return code provided by 
the adapter as a result of an issued command. 

CCB. The Command Control Block as it would apply to 
all adapter support software interfaces supplied with 
the original Token-Ring Network PC Adapter, 
Token-Ring Network PC Adapter II, the Local Area 
Network Support Program, and Operating System/2 
Extended Edition 1.1. 

CCB1. The Command Control Block description 
applied specifically to the IEEE 802.2 adapter support 
software provided with the original Token-Ring Network 
PC Adapter, Token-Ring Network PC Adapter II, and the 
IEEE 802.2 adapter support software supplied with the 
Local Area Network Support Program. 

CCB2. The Command Control Block description 
applied specifically to the Operating System/2 Dynamic 
Link Routine Interface (as supplied with Operating 
System/2 Extended Edition 1.1). 

CCB3. The Command Control Block description 
applied specifically to the Operating System/2 Device 
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Driver Interface (as supplied with Operating System/2 
Extended Edition 1.1). 

control block. In the IBM Token-Ring Network, a 
specifically formatted block of information provided 
from the application program to the adapter support 
software to request an operation. 

cyclic redundancy check. A numeric value derived 
from the bits in a message that is used to check for any 
bit errors in transmission. 

D 
data frame. See frame. 

datagram. A particular type of information 
encapsulation at the network layer of the adapter 
protocol for NETBIOS. No explicit acknowledgment for 
the information is sent by the receiver. Instead, 
transmission relies on the "best effort" of the link layer. 

data link. Any physical link, such as a wire or a 
telephone circuit, that connects one or more devices or 
communication controllers. 

data link layer (or level). (TC97) In open systems 
architecture, the layer that provides the functions and 
procedures used to establish, maintain, and release 
data link connections between elements of the network. 

data rate. On a local area network, the data rate is the 
frequency of the signal being transmitted. 

delimiter. In the IBM Token-Ring Network, a bit pattern 
that defines the limits of a frame or token on a ring. 

device. An input/output unit such as a terminal, 
display, or printer. 

distribution panel. A wiring board that provides a 
patch panel function and mounts in a rack. 

downstream. On a network, the direction of data flow. 

E 

early token release. Early token release allows a 
transmitting station to release a new token as soon as 
it has completed frame transmission, whether or not 
the frame header has returned to that station. 
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F 

faceplate. A plate for mounting cable data and 
telephone jack connectors. It comes in two varieties, 
wall-mounted and surface-mounted. 

frame. The unit of transmission in the Token-Ring 
Network. It includes delimiters, control characters, 
information, and checking characters. A frame is 
created when a token has data appended to it by a 
node. 

H 

hard error. A serious error on the network that 
requires that the network be reconfigured or that the 
source of the error be removed before the network can 
resume reliable operation. 

idles. Signals sent along a network when neither 
frames nor tokens are being transmitted. 

initialize. In the IBM Token-Ring Network, to prepare 
the adapter (and the adapter support software if used) 
for use by an application program. 

L 
latency. 1. The time interval between the instant at 
which an instruction control unit initiates a call for data 
and the instant at which the actual transfer of data 
begins. Synonymous with waiting time. 2. See also 
ring latency. 

link. In the IBM Token-Ring Network, the logical 
connection between nodes including the end-to-end link 
control procedures. 

link connection. All physical components and protocol 
machines that lie between the communicating link 
stations of a link. The link connection may include a 
switched or leased physical data ci rcuit, a local area 
network, or an X.25 virtual circuit. 

link station. A protocol machine in a node that 
manages the elements of procedure required for the 
exchange of data traffic with another communicating 
link station. 

lobe. The section of cable that connects a device to an 
access unit. 

lobe receptacle. An outlet on a wiring concentrator for 
connecting a lobe. 

local area network. A network in which 
communications are limited to a moderate-sized 



geographic area such as a single office building, 
warehouse, or campus, and which do not extend across 
public rights-of-way. 

local busy. A state that may occur for a given link 
station during which I-frame reception is suspended. 
May occur because of (1) application program request, 
(2) lack of buffers in the SAP buffer pool. 

Logical Link Control Protocol Data Unit (LPDU). The 
unit of information exchanged between link stations in 
different nodes. The LPOU consists of the OSAP and 
SSAP address fields, the control field, and the 
information field (if present). 

M 
MAC frame. Frames that control the operation of the 
IBM Token-Ring Network and any ring station 
operations that affect the ring. 

medium. A physical carrier of electrical energy. 

medium access control. The sUb-component of OLC 
that supports medium-dependent functions and uses 
the services of the physical layer to provide services to 
logical link control. MAC includes the medium access 
port. 

memory mapped I/O (MMIO). In an IBM PC, a method 
of accessing an input or output port as if it were a 
memory location. 

monitor. In the IBM Token-Ring Network, the function 
required to initiate the transmission of a token on the 
ring and to provide soft-error recovery in case of lost 
tokens, circulating frames, or other difficulties. The 
capability is present in all ring stations. 

See active monitor. 

N 

NAUN. Nearest active upstream neighbor. For any 
station on a ring, the station that is sending frames or 
tokens directly to it. 

NETBIOS. The IBM NETBIOS API provides a 
programming interface to the LAN so that an 
application program can have LAN communication 
with()ut knowledge and responsibility of the Oata Link 
Control (OLC). 

network. (1)(TC97) An interconnected group of nodes. 
(2) The assembly of equipment through which 
connections are made between data stations. 

network administrator. A person who manages the 
use and maintenance of a network. 

network management. The conceptual control element 
of a station that interfaces with all of the layers of that 
station and is responsible for the resetting and setting 
of control parameters, obtaining reports of error 
conditions, and determining if the station should be 
connected to or disconnected from the medium. 

network status. The condition of the network. 

node. An endpoint of a link or a junction common to 
two or more links in a network. 

node address. The address of an adapter on the ring. 

numbered frames. Information segments arranged in 
numbered order for accountability. 

o 
open. (1) To make an adapter ready for use. (2) A 
break in an electrical circuit. 

p 

patch cable. In the IBM Token-Ring Network, a cable 
with IBM Cabling System connectors at each end, used 
to connect together components, devices, and cables of 
the network. 

path. In a network, a route between any two nodes. 

PC system. A term used specifically in this book to 
refer to all IBM Personal Computers and all IBM 
Personal System/2s. 

programmed 1/0 (PIO). In an IBM PC, a method of 
accessing an input or output port with specific 
i nstructi ons. 

post. To affix to a usual place. Used with NETBIOS to 
indicate providing items such as a return code at the 
end of a command or function. Also used to define an 
appendage routine. 

R 
receive. To obtain a message transmitted from a 
device. 

remove. To stop an adapter from participating in data 
passing on the network. 

return code. A hexadecimal value provided by the 
adapter to indicate the result of an action. 

ring (network). A network configuration consisting of a 
series of attaching devices connected by unidirectional 
transmission links to form a closed path. 
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Ring Diagnostic. In the IBM Token-Ring Network, a 
program to be run in PC systems that allows the user to 
monitor ring activity. 

ring latency. In a Token-Ring Network, the time, 
measured in bit times at the data transmission rate, 
required for a signal to propagate once around the ring. 
Ring latency includes the signal propagation delay 
through the ring medium, including drop cables, plus 
the sum of propagation delays through each data 
station connected to the Token-Ring Network. 

ring in. On an access unit, the receive or input 
receptacle. 

ring out. On an access unit, the transmit or output 
receptacle. 

ring sequence. The order in which components are 
connected to a ring. 

ring topology. A logically circular, unidirectional 
transmission path without defined ends. Control can be 
distributed or centralized. 

routing. The assignment of the path by which a 
message will reach its destination. 

s 
SABME. Set Asynchronous Balanced Mode Extended. 
An LLC command used in the establishing of a link. 

segment. A portion of a network. It may contain 
cables, components, or lobes. 

See address segment. 

service access point. The logical pOint at which an 
n + 1-layer entity acquires the services of the n-Iayer. 
In this document, the layer is assumed to be OLC. A 
single SAP can have many links terminating in it. 
These link "end-points" are represented in OLC.LAN by 
link stations. 

session. The data transport connection resulting from 
a call or link between two devices. 

soft error. An error on a network that can impair the 
network's performance but does not, by itself, affect its 
reliability. 

start delimiter. The first byte of a token or frame. It 
consists of a special recognizable bit arrangement. 
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star wiring. A wiring arrangement in which an 
individual cable runs from each work area to a 
concentration point. 

T 

terminal. A device or work station. 

token. A sequence of bits passed from station to 
station along the network. It consists of a starting 
delimiter, a frame control field, and an ending 
delimiter. The frame control field contains a token 
indicator bit that indicates to a receiving station that the 
token is ready to accept information. If the station has 
data to send along the network, it appends the data to 
the token. The token then becomes a frame. 

token ring. A network with a ring topology that passes 
tokens from station to station. 

transmission medium. A physical carrier of electrical 
energy. 

transmit. To send information from one place for 
reception elsewhere. 

u 
unnumbered acknowledgment. A OLC command used 
in establishing a link and in answering receipt of LLC 
frames. 

upstream. On a network, the direction opposite that of 
data flow. 

w 
wire fault. An error condition caused by a break in the 
wires or a short between the wires in a segment of 
cable. 

wiring closet. A room that contains one or more 
distribution racks and panels that are used to connect 
various cables together (via patch cables) to form 
physical networks. 

work area. An area in which terminal devices (such as 
displays, keyboards, and printers) are located. 

work station. An input/output device that allows either 
the transmission of data or the reception of data (or 
both) from a host system, as needed to perform a job; 
for example, a display station or- printer. 
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