




































































































































































































































































































































































































































































































































































































































































































































































































































































































































Introduction 

The PC LAN Installation Aid is controlled by 
profiles that describe the Installation Aid screens 
and the steps to install an application. Your PC 
LAN Installation Aid diskette has profiles that 
you can use to install IBM applications. Some 
applications have installation aid profiles on 
their first diskette. These can be interpreted by 
the PC LAN Installation Aid. You also can 
create your own profiles using any text editor 
and the application profile commands. 

This chapter tells you: 

• How to add installation aid profiles 

• How to use the application profile commands. 

It also provides profile examples. 

Adding Installation Aid Profiles 

The profiles that control the PC LAN 
Installation Aid are on one of two diskettes: 

• The PC LAN Installation Aid diskette in the 
files NETAIDl.PRO and NETAID2.PRO. 

• An application's first diskette in the file 
PROFILE.NIA. 

If you are adding a new profile, write the profile 
according to the profile rules and place it on the 
application's first diskette as PROFILE.NIA. 
When you use the PC LAN Installation Aid, the 
following choice appears: 
OTHER APPLICATION NOT LISTED 
BELOW. 
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If you select this option, you are prompted to 
insert your application's first diskette which 
contains PROFILE.NIA. 

Note: OTHER APPLICATION NOT 
LISTED BELOW is not a valid choice 
while the network is active. 

Installation Aid Profile Rules 
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The following rules must be followed when 
modifying or building new profiles for the PC 
LAN Installation Aid: 

• Do not use tabs or save PROFILE.NIA with 
"tabs on". 

• Do not leave a line blank. Use %BL% to 
indicate a blank line. 

• All profiles must begin with .NB and end with 
.EN. 

• Do not include any lines in PROFILE.NIA 
that do not conform to the profile rules listed 
in this chapter. 

( 

( 



Profile Variables 

The PC LAN Installation Aid allows you to 
substitute drive identifiers dynamically during 
installation time. You can use the Installation 
Aid to install applications from drives A, B, D, or 
E to the fixed disk C. It also keeps track of the 
drive letter that the Server operator chose for 
remote machines to use to access the APPS 
directory. By using substitute variables for drive 
identifiers, you do not need to know which drive 
identifiers remote users have specified. 

The variables also allow future change to be 
made to the Installation Aid without changing 
your installation procedure. 

When you design your application profile, use 
the following substitute variables: 

%SRCO/o The source drive letter. 

%TAR%) The target drive letter. 

For example, to copy all files from the 
source drive A to the target directory of 
C:\APPS\ABC, use the command: 

.CO %SRC%:*.* %TAR%):\APPS\ABC 

0/0 D % The APPS drive letter. 

The %D% variable is used primarily in 
the remote user batch files. Using this 
variable means that you do not have to 
know which letter the Server chose for 
his APPS directory. For example, even 
if the Servers on different machines have 
remote users who access their C:\APPS 
directories with different identifiers, the 
following starts the "Exploring the IBM 
PC Network" application: 
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%D%):\NET\EXPLRING 

During installation, the %D% is 
substituted with the identifier of the 
Server being installed. 

010 BL % A blank line. For example: 

%BL% 
EXPLORING THE IBM PC NETWORK 
PROGRAM (1.00) 
%BL% 
To start the application enter: NETWORK 
%BL% 



COMMENT LINE (;) 
Command 

Purpose 

No characters following a semicolon (on the 
same line) are processed. The text following a 
semicolon is a comment to the programmer. 

Format 

Place a semicolon to the left of any text that you 
do not want processed. 

Syntax 

None 

I Example 

;Set up the date 
DATE ; This is another comment 
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APPEND FOLLOWING TEXT TO 
FILE (.AF) 
Command 

Purpose 

This command appends all subsequent lines (up 
to the .EF command) to the end of the specified 
file. All .AF commands must have corresponding 
.EF commands. 

Format 

.AF filename 

Syntax 

( 

filename any valid DOS filename (* and ? are ( 
not allowed) 

Example 
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.AF SETUP.BAT 

ECHO 
DATE 
TIME 
.EF 

;append following text to 
;setup.bat 

;end of text 



APPEND SOURCE FILE TO 
DESTINATION FILE (.AP) 
Command 

Purpose 

This command adds the source file to the end of 
the destination file. 

Format 

.AP source destination 

Syntax 

source any valid DOSfilename (* and ? are 
not allowed) 

destination any valid DOSfilename (* and ? are 
not allowed) 

Example 

AP C:\THG\SRC.BAT C:\THG\BATCH\DEST.BAT 
;copy SRC.BAT to end of DEST.BAT 
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ATTRIBUTE FILE (.AT) 
Command 

Purpose 

This command sets the file attribute as 
READ-ONLY or READ-WRITE-CREATE. 

Format 

.AT + I-R filename 

Syntax 

+ R READ-ONLY attribute 

-R READ-WRITE-CREATE attribute 

filename any valid DOS filename 

Example 
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.AT + R C:\NETWORK\*.* ;make all files in 
;C:\NETWORK directory 
;READ-ONLY 

:' 
\, 



CHANGE DIRECTORY (.CD) 
Command 

Purpose 

This command changes the current directory of 
the specified or default drive. 

Format 

. CD directory 

Syntax 

directory any valid DOS directory name 

Example 

.CD \ ;make the root of the current drive the 
;current directory 
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CENTER TEXT (.CE) 
Command 

Purpose 

This command centers the indicated text on the 
specified display line. 

Format 

.CE row all text 

Syntax 

row a to 24 

o low intensity, white characters 

1 high intensity, yellow characters 

text character string to be displayed 

Example 
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.CE 5 1 CENTER TEXT 
;center "CENTER TEXT" on line 
;in high intensity jyellow 

I 
\ 
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COpy FOLLOWING TEXT TO 
FILE (.CF) 
Command 

Purpose 

This command copies all subsequent lines (up to 
the .EF command) into the specified file, deleting 
anything that was previously in the specified file. 
All .CF commands must have a corresponding 
.EF command. 

Format 

.CF filename 

Syntax 

filename any valid DOS filename 

Remarks 

If the specified file exists, it is truncated to zero 
length before the new text is copied. If the 
specified file does not exist, it is created. 

Example 

.CF C:\BATCH\DATETIME.BAT 
;copy following text to 

ECHO DATE and TIME file 
;C:\BATCH/DATETIME.BAT 

DATE 
TIME 
.EF ;end of text 
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CLEAR SCREEN(.CL) 
Command 

Purpose 

This command clears the display screen. 

Format 

.CL 

Syntax 

None 

Example 

. CL ;clear the screen 
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COpy FILE (.CO) 
Command 

Purpose 

This command copies a file to a specified disk. 

Format 

. CO source destination 

Syntax 

source any valid DOS filename 

destination any valid DOS filename or directory 
name 

Example 

.CO A:*.BAT C:\BATCH ;copy all .BAT files in 
;the A:\ directory to the 
;C:\BATCH directory 
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CURSOR POSITION (.CP) 
Command 

Purpose 

This command positions the cursor at the 
indicated display location. 

Format 

.cP row column 

Syntax 

row 0 to 24 

column 0 to 79 

Example 

.cP 12 2 ;position cursor at line 12, column 2 

13-16 

\ 



CARRIAGE RETURN (.CR) 
Command 

Purpose 

This command pauses the screen processing until 
the user presses the Enter key 0 

Format 

oCR 

Syntax 

None 

Example 

oCR ;pause until user presses the Enter 
;key 
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DEFINE DEFAULT DRIVE (.DD) 
Command 

Purpose 

This command defines the current default drive. 

Format 

.DD driveletter 

Syntax 

driveletter A, B, C, D, or E 

Example 

.DDA 
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;make A: the default drive 



DECISION (.DE) 
Command 

Purpose 

This command pauses execution until the user 
presses either the Enter or Esc keys. The Enter 
key continues the execution. The Esc key 
terminates the current operation and displays the 
PC LAN Application List screen. 

Format 

.DE 

Syntax 

None 

Example 

.DE ;pause until user presses: 
;Enter - continue executing profile commands 
;Esc - stop executing profile commands and 

display Application List screen 
(i.e., ABORT installation in progress) 
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DISPLAY LINE (.DL) 
Command 

Purpose 

This command writes a line of text to the display 
in the specified location. 

Format 

.DL row column 011 text 

Syntax 

row 0 to 24 

column 0 to 79 

o low intensity, white characters 

1 high intensity, yellow characters 

text character string to be displayed 

Example 

.DL 5 0 0 WELCOME 
;display "WELCOME" at row 5, colO 

;in low intensity, white 
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ECHO (.EC) 
Command 

Purpose 

This command displays subsequent text on the 
output device. 

Format 

.EC text 

Syntax 

text character string to be displayed 

Example 

.EC Installing DOS ;display "Installing DOS" at 
;current cursor position using 
;low intensity characters 
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END-OF-FILE TEXT FOR .CF 
and .AF (.EF) 
Command 

Purpose 

This command terminates the COPY and 
APPEND FILE commands. 

Format 

.EF 

Syntax 

None 

Example 
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.AF SETUP.BAT 

ECHO 
DATE 
rnT ..... ~ 
IllVl~ 

.EF 

;append following text to 
;setup.bat 

;end of text 



END PROFILE DEFINITION 
(.EN) 
Command 

Purpose 

This command indicates the end of the current 
profile. 

Format 

.EN 

Syntax 

None 

Example 

.NB MY _APP ;Installation 
;profile called MY _APP 

.EN ;end of profile for MY _APP 
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ERASE FILE (.ER) 
Command 

Purpose 

This command deletes a specified file from the 
specified directory on the default or specified 
drive. 

Format 

.ER filename 

Syntax 

filename any valid DOS filename (* and? are not 
allowed) 

Example 
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.ER C:\THG\THG.TMP ;delete file 
;THG.TMP from C drive 

! 

\ 
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MAKE DIRECTORY (.MD) 
Command 

Purpose 

This command creates a subdirectory on the 
specified disk. 

Format 

.MD directory 

Syntax 

directory any valid DOS directory name 

Example 

.MD C:\THG2 ;create directory 
;named C:\THG2 
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PROFILE NAME - APPLICATION 
(.NB) 
Command 

Purpose 

This command indicates the name of the current 
application profile. Profiles beginning with 
".NB" cannot be installed while the PC LAN is 
active. 

Format 

.NB profile _name 

Syntax 

Profile _name unique character string 
(without embedded blanks) 

Remarks 

The Installation Aid Program does not allow 
execution of installation profiles beginning with 
.NB while the PC LAN is active. 

Example 
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.NB MY_APP2 ;Installation 
;profile for MY _APP2 

.EN ;end of profile for MY _APP2 



PRINTER DECISION (.PR) 
Command 

Purpose 

This command allows the user to ready the 
selected printer or to terminate the current task. 

Format 

.PR 

Syntax 

None 

Example 

.PR ;pause until the user presses: 
;Enter - if LPTI is ready, continue 

profile execution else, allow 
, user to press Enter or Esc again 
;Esc - abort execution of installation 

profile and display Application 
List screen. 

13-27 



RENAME FILE (.RE) 
Command 

Purpose 

This command renames a file. 

Format 

.RE old _name new _name 

Syntax 

old _name any valid DOS filename (* and? are 
not allowed) 

new _name any valid DOS filename (* and ? are 
not allowed) 

Rxample 
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.RE C:\BATCH\OLD.BAT C:\BATCH\NEW.BAT 
;OLD.BAT to NEW.BAT 

( 



RIGHT JUSTIFY TEXT (.RJ) 
Command 

Purpose 

This command aligns the right margin of the 
indicated text. 

Format 

.RJ row 011 text 

Syntax 

row 0 to 24 

o low intensity, white characters 

1 high intensity, yellow characters 

text character string to be displayed 

Example 

.RJ 0 0 IBM PC LAN Program 
;display IBM PC LAN Program 
;right justified on line 0 in 
;low intensity characters 
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VERIFY DISKETTE (. VD) 
Command 

Purpose 
:' 
\ 

This command verifies that the correct diskette 
was inserted into diskette drive %SRCO/o. 

Format 

.VD filename text 

Syntax 

filename any valid DOS filename 

text character string to be displayed 

Remarks ( 
\ 

The FILENAME parameter should be a unique 
file to the application being installed. 

If the application installation requires two or 
more diskettes, the filename should be unique to 
each required diskette. 

Example 
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.VD A:MY_APP3.EXE Insert MY_APP3 into drive a: 
;clear screen and display text message that 
;prompts user for the MY _APP3 diskette. 
;Search for A:MY_APP3.EXE to ensure 
;user has inserted correct diskette. Issue 
;message for user to insert correct diskette 
;if MY _APP3.EXE is not found. 



VERIFY DISKETTE (.VD) 
Command 

Note: A: is used here only for simplicity; 
%SRC% should be used in an applications 
profile. 
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Installation Aid Profile Examples 

This section has example profiles for installing 
applications. The first profile installs a general 
application, while the second profile installs 
"Exploring the IBM PC Network". The second 
profile is followed by an explanation of each 
section in the profile. 

Example of an Installation Aid 
Application Profile 
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The following example profile installs 
application "XXX" into the directory 
C:\APPS\SAMPLE . 

. NB XXX ;NB must be the first 
command in each profile 

. CL ;clear screen 

.VD %SRC%:FILE.EXE Insert the XXX diskette 
into drive %SRC%. 

, 
.CL 

This nromnts the user for the 
XXX disk~tte. The profile checks 
for FILE.EXE on the diskette 
before it continues. 

.EC Your XXX program is being installed . 

. MD %TAR%:\BATCH ;create the batch 
; directories 
.MD %TAR%:\APPS\BATCH 
.MD %TAR%:\APPS\SAMPLE 

create the directory where the application 
; program is to be installed . 
. CO %SRC%:*.* %TAR%:\APPS\SAMPLE 
---------------------------------, 
.CF %TAR%:\BATCH\SAM.BAT 

create the batch file that will start the 
; application for the server user 
ECHO OFF 
CLS 
APPEND> SAVEPATH.BAT 

( 
\ 



ECHO CLEANSAV.BAT > > SAVEPATH.BAT 
APPEND %TAR%:\APPS\SAMPLE 
%TAR%:\APPS\SAMPLE\DOIT.EXE 
SAVE PATH 
.EF ;creation of file is finished 
---------------------------------, 
.CF %TAR%:\APPS\BATCH\SAM.BAT 

create the batch file that will start 
; the application for the remote user 
ECHO OFF 
CLS 
APPEND> SAVEPATH.BAT 
ECHO CLEANSAV.BAT > > SAVEPATH.BAT 
APPEND %D%:\SAMPLE 
%D%:\SAMPLE\DOIT.EXE 
SAVE PATH 
.EF 
---------------------------------, 
.CL 
.EC XXX has been installed 
.EC Type SAM to start it . 
. EN 
;*** END OF PROFILE 
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Installing "Exploring the IBM PC 
Network" Program 
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The following example profile installs the 
Exploring the IBM PC Network program. The 
profile is divided into sections that are explained 
following the example profile. 

A) .NB Exploring IBM PC Network Program (1.00) 

B) .CL 
.VD %SRC%:MOBW80.CIM Insert the 
Exploring diskette into drive %SRCO/o: 

C) .CL 
.EC Your Exploring IBM PC Network Program 
(1.00) is being installed . 
. MD %TAR%:\APPS\NET 
.AT -R %TAR%:\APPS\NET\*.* 
.CO %SRC%:*.* %TAR%:\APPS\NET 
.ER %TAR%:\APPS\NET\AUTOEXEC.BAT 
.ER %TAR%:\APPS\NET\G.BAT 
.ER %TAR%:\APPS\NET\COMMAND.COM 
.AT +R %TAR%:\APPS\NET\*.* 

D) .CF %TAR%:\BATCH\NETWORK.BAT 
ECHO OFF 
CLS 
REM EXPLORING IBM PC Network 

Program (1.00) 
APPEND> SAVEPATH.BAT 
ECHO %TAR%:\APPS\BATCH\CLEANSAV 

> > SAVEPATH.BAT 
APPEND %TAR%:\APPS\NET 
%TAR%:\APPS\NET\EXPLRING 
SAVE PATH 
.EF 

E) .CF %TAR%:\APPS\BATCH\NETWORK.BAT 
ECHO OFF 
CLS 
APPEND> SAVEPATH.BAT 
ECHO %D%:\BATCH\CLEANSAV 

> > SAVEPATH.BAT 



ECHO Setting up to run Exploring IBM PC 
Network Program (1.00) 

APPEND %D%:\NET 
%D%:\NET\EXPLRING 
SAVE PATH 
.EF 

F) .AF %TAR%:\BATCH\README.NIA 
%BLO/o 
To start Exploring, enter: NETWORK 
%BL% 
Exploring is installed in: %TAR%:\APPS\NET 
%BL% 
.EF 

G) .AF %TAR%:\APPS\BATCH\HELP.NIA 
NETWORK Exploring the IBM PC 
Network (1.00) 
.EF 
.EN 

Explanation of Profile to Install 
"Exploring the IBM PC Network" 

The following is an explanation of the previous 
profile example. The steps and sequence can be 
changed or modified. For example, if your 
application has multiple diskettes, repeat 
Sections Band C (request the next diskette and 
copy the information). 

Section A: This section (.NB) contains the name 
of the application to be installed. In this case, 
the application is "Exploring the IBM PC 
Network Program (1.00)". 

Section B: This section clears the screen and 
validates that the correct diskette has been 
inserted into the source (%SRCO/o) drive. In this 
case, the diskette contains the file 
"MOBW80.CIM". 
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Section C: This section does the following: 

1. Creates the directory that contains the 
application (if it does not already exist) 

2. Uses the interface to the DOS ATTRIB 
command to mark all of the files as 
read/write/create (necessary if this is a 
re-install a tion) 

3. Copies the application into the directory 
(from %SRC% to target %TAR%) 

4. This application requires that some of the 
files be removed from this subdirectory, such 
as COMMAND. COM. These files are erased. 

5. Uses the interface to the DOS ATTRIB 
command to mark all of the files as read-only 
so that multiple users can access the file at 
one time. 

Section D: This section builds the batch file (to 
be used by the Server operator) to set up the 
environment and start the application. 

Section E: This section builds the batch file (to 
be used by the Remote users) to set up the 
environment and start the application. 

Section F: This section adds to the application 
log information. 

Section G: The last section adds to the help 
information. 

I 
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Introduction 

To use the PC LAN Program with the IBM 
Token-Ring Network, your computer must be 
equipped with an IBM Token-Ring Network PC 
Adapter. This chapter describes the types of 
errors you may receive if you are connected to 
the IBM Token-Ring Network 

NET 700 Errors for Token-Ring 
Network 

A NET ERROR command can be issued to obtain 
addi tional error information if the PC LAN 
configuration is either Messenger or Server. 

An example of the information returned when a 
NET ERROR command is entered follows: 

01:33:20.58 NETWORK ERROR 
NET807: System error; NETBIOS error 
91 FA 01 03 0000:0000 
* MACHI 
00 3C ID86:9C7F 00 
FA000000000000030000001500000000 

In the line of information following the 
"NET807" line, the first group of 2 characters is 
the Command issued by the program to the IBM 
Token-Ring Network PC Adapter. The next 
group of 2 characters is the resulting Return 
Code. 

The last line contains 32 characters (16 bytes, 
each represented by 2 characters). The first 12 
bytes of this information are additional return 
status details provided by the adapter. 
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Your network administrator or problem 
determination representative may need this 
information. The definition of these bytes are: 

Bytes 0-1 

Bytes 2-3 

Bytes 4-5 
Bytes 6-7 
Bytes 8-9 

Bytes 8-9 

Bring-up error code resulting from an 
error during adapter initialization 
(DIR.INITIALIZE command) 
Open error code resulting from an error 
d uring adapter opening 
The latest ring status field 
Adapter Check reason code 
The latest PC-detected error (contents of 
register AX) 
Information about implicit commands that 
an analyst may want to have. 

Determining What to Do After an 
Error 
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1. Determine the Return Code from the line 
following the NET807 message. 

2. Look up that value in the following list. 
3. Take the suggested action. 

4E or 4F Ring Status Change 

Cause: An error condition has 
occurred on the Token-Ring Network. 

Action: Notify your network 
administrator or problem determination 
representative of the failure and 
provide the Return Code and Ring 
Status. 



F7 or F8 Error Starting the Adapter 

Cause: An error condition has 
occurred when the adapter was started. 

Action: Run the Adapter Diagnostics 
to test the adapter. See the IBM 
Token-Ring Network PC Adapter Guide 
to Operations. If the diagnostics 
indicate a failure, return your adapter 
for service and provide the bring-up 
error code value. If the diagnostics do 
not indicate a failure, restart your 
computer. If the error still persists, 
notify your network administrator or 
problem determination representative 
and provide the error information 
displayed above. 

F9 PC to Adapter Error 

Cause: An error condition has 
occurred between the adapter and the 
IBM PC. 

Action: Run the Adapter Diagnostics 
to test the adapter. See the IBM 
Token-Ring Network PC Adapter Guide 
to Operations. If the diagnostics 
indicate a failure, return your adapter 
for service and provide the bring-up 
error code value. If the diagnostics do 
not indicate a failure, run the 
diagnostics provided with your 
computer. If an error is indicated, 
follow the instructions supplied by your 
computer diagnostics. If the computer 
diagnostics do not indicate an error, 
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and the error still persists, notify your 
network administrator or problem 
determination representative and 
provide the error information displayed 
above. 

F A Adapter Check 

Cause: An error condition has 
occurred in the adapter. 

Action: If this is the first attempt to 
use the adapter, verify that the switches 
have been set correctly and that there 
is no conflict in memory assignments 
with other adapters. Run the Adapter 
Diagnostics to test the adapter. See the 
IBM Token-Ring Network PC Adapter 
Guide to Operations. If the diagnostics 
indicate a failure, return your adapter 
for service and provide the bring-up 
error code value. If the diagnostics do 
not indicate a failure, restart your 
computer. If the error still persists, 
notify your network administrator or 
problem determination representative 
and provide the error information 
displayed above. 

FC Error When Connecting to the 
Network 

Cause: An error condition or conflict 
has occurred when the adapter 
attempted to attach to the network. 



Messages 

Action: Notify your network 
administrator or problem determination 
representative and provide the error 
information displayed above. 

Network error conditions may occur when using 
the Token-Ring Network that are different from 
those for the PC Network. Also, some messages 
may occur for different reasons than when using 
a PC Network. Appendix A contains additional 
information for the affected messages. 

Problem Determination 

The Token-Ring Network PC Adapter diskette 
has a Ring Diagnostic that can be run in your 
computer to further define network problems. 
This program is explained in the IBM 
Token-Ring Network Problem Determination 
Guide. 

You should use the Ring Diagnostic when a 
hardware error is indicated by a PC LAN 
Program message. You cannot run the Ring 
Diagnostic while the PC LAN Program is 
operating. You will have to stop the PC LAN 
Program, load the Ring Diagnostic, and reload 
the PC LAN Program after you are finished with 
the Ring Program. 
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Where to Find Additional 
Information on the Token-Ring 
Network 
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• IBM Token-Ring Network PC Adapter Guide 
to Operations 

This book and a diskette accompany the 
adapter. The book explains how to install the 
adapter and the files supplied on the diskette. 

• IBM NETBIOS Program User's Guide 

This book comes with the NETBIOS Program, 
which is necessary before the PC LAN 
Program can be used on the Token-Ring 
Network. It explains how to install the 
program. 

• IBM Token-Ring Network Problem 
Determination Guide, SY27-0280 

This book explains how to use the Ring 
Diagnostic and how to locate problems with 
the Token-Ring Network hardware. 

( 



Appendix A. Messages 

This appendix lists messages you may receive 
while you are on the network. 

The first part of this appendix lists prompt and 
information messages. These messages do not 
start with NET and a number. These messages 
are in alphabetic order. 

The second part of this appendix lists network 
error messages. These messages start with NET, 
followed by a number. These messages are in 
numeric order. 

Messages that start with 3xxx are network 
hardware messages. See the Problem 
Determination Procedures that you received with 
your network adapter for information on these 
messages. 

Message Information Format 
The Explanation for each message tells you 
what caused the message. The information in 
parentheses after the explanation tells you if the 
error is from the PC LAN Program menus, the 
PC LAN Program commands, or from another 
program. (Y ou may need to know this if you call 
someone for help.) 

The Action for each message tells you what you 
should do after you receive the message. 

Some of the messages ask if you want to Abort, 
Retry, or Ignore the message or error . You 
should answer with one of the following 
responses: 

A-I 



A Abort means that the system ends the 
program or command that caused the error. 

R Retry means that the system tries again 
because the error may not occur again. 

I Ignore means that either the system 
pretends that the error did not occur and 
continues, or that the system passes the 
error to the program or command and 
continues. All of the network errors that 
start with NET return the error to the 
program or command. 

F Fail means the command terminates. 

Note: When using network commands, it is 
possible to answer 'A' for abort and still have the 
network command continue and possibly present 
another Abort, Retry, or Ignore or Abort, 
Retry, Ignore, or Fail request. 

Prompt and Information Messages 

A-2 

Are'you sure you want to exit the menus? 
(YIN) · 

Explanation: (Menus) You chose to leave the 
menus by either pressing the Ctrl-Break key on 
any menu or pressing the Esc key on the Main 
menu. 

Action: Type Y if you want to leave the 
menus or type N if you do not want to leave the 
menus. 

Are you sure you wish to close the file? (YIN) 

Explanation: (Commands) You tried to close 
a file using the NET FILE command. Closing 
the file will cause errors if other people are still 
using the file. 



Action: You should check the status of the 
file by entering NET FILE. If the file is open, 
check to see if the computer that has the file 
open is using it before you close the file. 

Are you sure you want to exit the application 
(YIN)? 

Explanation: (Menus) You chose to leave 
the Message Manager for Top View application 
by either pressing Ctrl-Break on a menu, pressing 
the Esc key from the Message Tasks menu, or 
selecting the Top View Quit option. 

Action: Type Y if you want to exit the 
Message Manager or type N if you do not want 
to exit the application. 

Command completed successfully 

Explanation: (Commands) The network 
command that you just entered executed 
successfully. For example, if you entered a NET 
SEND * command (broadcast message), the 
broadcast message was sent. 

Action: Continue with your work. 

Command cancelled 

Explanation: (Commands) The network 
command that you just entered was not executed. 

Action: Try the command again. 

Disk or directory in use by computer name: 
xxx x 

Explanation: (Commands) The disk or 
directory that you PERMITed for use is being 
used by the computer name xxxx (the xxxx will 
be replaced by a computer name). 

Action: You can't use the disk or directory 
until computer name xxxx has finished using it. 
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You can force termination by pressing 
Ctrl-Break; however, computer name xxxx will 
get an error. 

Do you want to start the network (YIN)? 

Explanation: (Commands) You've saved 
your network setup and have restarted DOS. 

Action: If you enter Y, you'll start the 
network with your saved setup. 

If you enter N, you will not start the network. If 
you want to start the network, you'll have to 
either use the menus or the commands to start 
the network and set up your computer on the 
network. 

DOS device name is the current drive; are 
you sure (YIN)? 

Explanation: (Menus) The drive you 
specified is the drive on your computer that 
you're currently using. If you use the drive as a 
DOS name for a network device or directory, you 
won't be able to use the applications or prograrI1S 
that are in the drive. 

Action: If possible, use another drive 
Qntlf"'lfltl"l" Tf 'Urlll h!:l'Utl trl llQtl thtl rl"l"l'Utl Qntlf"'ifio"l" 
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for the current drive, be sure that you don't need 
to use the applications or programs that are in 
the drive. 

Incorrect DOS Version 

Explana tion: The DOS command. or program 
you are trying to use is not compatible with the 
version of DOS you started on your computer. 
This can occur if you are using DOS commands 
or programs that are installed on and shared by a 
Server computer across the network, and the 
version of DOS on the Server computer is 
different from the version of DOS started on your 
computer. 



Action: Make sure the version of the DOS 
command or program you are trying to use is the 
same as the version of DOS you started on your 
computer. If you are using DOS commands or 
programs that are installed on and shared by a 
Server computer, and if the PC LAN Installation 
Aid was used to install the applications on the 
Server, edit the PATH statement in the 
NETPATH.BAT file for your computer. Change 
the drive letter for DOS in (d:\DOS) to the drive 
letter of DOS on your computer. 

Incorrect Network Version 

Explanation: The PC LAN Program 
command you are trying to use is not compatible 
with the version of PC LAN Program you started 
on your computer. This can occur if you are 
using PC LAN commands that are installed on 
and shared by a Server computer across the 
network, and the version of the PC LAN program 
on the Server computer is different from the 
version of PC LAN started on your computer. 

Action: Make sure the version of the PC 
LAN Program command you are trying to use is 
the same as the version of the PC LAN Program 
you started on your computer. If you are using 
PC LAN Program commands that are installed 
on and shared by a Server computer, and if the 
PC LAN Installation Aid was used to install PC 
LAN on the Server, have the Server run the 
Network Installation Aid and choose Option 2 on 
the main menu (Install or Update Remote Users). 
After the Server has completed this step, execute 
your NETPATH.BAT to set up you PATH 
statement correctly. 

A-5 



A-6 

Message sent ... and successfully received 

or 

Message sent and successfully received 

Explanation: The message you sent was 
received by the computer that you sent it to. 

Action: Continue with your work. 

Name is forwarded; delete forwarded name 
(YIN)? 

Explanation: (Menus, Commands) You're 
trying to use a name on your computer that 
already is on the network and is forwarded. 

Action: If you are starting the PC LAN 
Program or the Message Manager for Top View 
and you choose Y, the forwarded name is deleted. 
The name will be your name and you will receive 
messages for the name. If you choose N, the 
forwarded name isn't deleted and all messages for 
the name are far\varded. Yau \van't receive any 
messages. 

If you are trying to add the name to your 
computer so that you can receive messages for 
the name and you choose Y, the forwarded name 
is deleted. You will receive messages for the 
name. If you choose N, the forwarded name isn't 
deleted and all messages for the name are 
forwarded. You won't receive messages for the 
name. 

Network device or directory in use; are you 
sure (YIN)? 

Explanation: (Menus, Commands) Y ou're 
trying to stop sharing a disk, directory, or 
printer but other computers are using the device. 

( 
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Action: If you stop sharing the device, the 
other computers will receive errors. Ask the 
other computers to stop using the device; then 
stop sharing the device. 

No appended directories 

Explanation: No directories are currently 
being searched by APPEND requests. The 
APPEND ; command was the last APPEND 
command executed. 

Action: See the APPEND command in 
Chapter 8 to determine how to set the directory 
search list. 

Permit started; Disk or directory available 

Explanation: (Commands) You used the 
PERMIT command to share your disk with 
another user on the network. The disk is 
available for use by the other user. 

Action: The other user should use the menus 
or the NET USE command to use your disk or 
directory. You won't be able to use your 
computer while it is PERMITTed for use on the 
network. 

Press Ctrl-Alt-Del again to confirm 

Explanation: (Menus, Commands) You've 
pressed Ctrl-Alt-Del to restart DOS. If you 
restart DOS and you're sharing devices on the 
network, the computers that are using your 
devices won't be able to use them anymore and 
will receive error messages. 

Action: If you want to restart DOS, press 
Ctrl-Alt-Del again. If you don't want to restart 
DOS, press Ctrl-Break. 

Sector not found error writing device LPTx 
Abort, Retry, Ignore, Fail? 
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Explanation: (Menus, Commands) The print 
redirector sent a file to the Server printer to be 
printed. An error was received when the Server 
tried to write (spool) the print file to the fixed 
disk. The Server gets the following error: 

Sector not found error writing C drive. I 

Action: Choose Abort (A) and see the person 
responsible for the Server for additional 
information. 

Specified drive contains the network 
programs; are you sure (YIN)? 

Explanation: (Commands) The drive you 
specified is the drive on your computer that 
contains the PC LAN Program. If you use the 
drive as a DOS name for a network device or 
directory, you won't be able to do any network 
tasks. 

Action: Use another drive specifier. 

Specified drive is the current drive; are you 
sure (YiN)? 

Explanation: (Commands) The drive you 
specified is the drive that you're currently using 
on your computer. If you use the drive as a DOS 
name for a network device or directory, you 
won't be able to use the applications or programs 
that are in the drive. 

Action: If possible, use another drive 
specifier. If you have to use the drive specifier 
for the current drive, be sure that you don't need 
to use the applications or programs that are in 
the drive. 

System printer(s) have been deleted and 
reconnected 

Explanation: (Menus, Commands) You tried 
to recover from an error on the system use of 

\ 



your printer or you tried to delete the system use 
of your printer. The entry has been deleted and 
then reconnected again. 

Action: None. Continue with your work. 
This system use was created the first time that 
you shared your printer. It will automatically be 
deleted when you stop sharing your printer. 

Error Messages 

NET 001: Command does not exist 

Explanation: (Commands) The command you used is 
an invalid PC LAN Program command. 

Action: Check your spelling and correct it if 
necessary. If your spelling is correct, check the PC LAN 
Program reference card for the correct command. 

This message also appears if the files NETWORKl.CMD, 
NETWORK2.CMD, or NETWORK3.CMD cannot be 
accessed. 

NET 002: Command operand(s) incorrect 

Explanation: (Commands) You tried to enter a 
command containing incorrect operands. This can occur 
on the NET START command if you use parameters that 
conflict with each other, or that when specified together 
exceed the maximum memory, sessions, or commands that 
can be specified. 

Action: Check your typing. If your typing is correct, 
you may have used an incorrect operand. Refer to the 
command format in Chapter 7, "PC LAN Program 
Command Reference." Correct the command, and enter it 
agaIn. 

Note: Remember that operands are the parts of the . 
command that do not start with a slash (f). 

NET 003: Command parameter(s) incorrect 
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Explanation: (Commands) You tried to enter a 
command containing incorrect parameters. You may have 
specified a value with a parameter that doesn't have 
values, or you may have forgotten to specify a value. 

Action: Check your typing. Make sure that you did 
not put a space between the slash (I) and the parameter. 

If your typing is correct, refer to the command format in 
Chapter 7, "PC LAN Program Command Reference." 
Correct the command, and enter it again. 

Note: Remember that parameters are the parts of the 
command that start with a slash (/). 

NET 004: Command operand(s) missing 

Explanation: (Commands) You tried to enter a 
command and did not use a required operand. 

Action: Check your typing. If your typing is correct, 
you may have left out an operand. Refer to the command 
format in Chapter 7, "PC LAN Program Command 
Reference." Correct the command, and enter it again. 

Note: Remember that operands are the parts of the 
command that do not start with a slash (/). 

NET 005: Command parameter(s) missing 

Explanation: (Commands) You tried to enter a 
command and did not use a required parameter. 

Action: Check your typing to see if you mistyped a 
parameter. If your typing is correct, you may have left 
out a parameter. Refer to the command format in 
Chapter 7, "PC LAN Program Command Reference" to 
correct the command, and enter it again. 

Note: Remember that parameters are the parts of the 
cOIllmand that start with a slash (/). 

NET 006: Incorrect number of operands 
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Explanation: (Commands) You used too many or too 
few operands in the command. 

Action: Refer to the command format in 
Chapter 7, "PC LAN Program Command Reference" to 
correct the command, and enter it again. 

Note: Remember that operands are the parts of the 
command that do not start with a slash (f). 

NET 007: Incorrect number of parameters 

Explanation: (Commands) You used too many or too 
few parameters in the command. 

Action: Refer to the command format in 
Chapter 7, "PC LAN Program Command Reference" to 
correct the command and enter it again. 

Note: Remember that parameters are the parts of the 
command that start with a slash (f). 

NET 008: Command operand specified more than 
once 

Explanation: (Commands) You tried to enter a 
command and used the same operand more than one time. 
You can only use each operand once with this command. 

Action: Remove the extra operand, and enter the 
command again. You may want to refer to the command 
format in Chapter 7, "PC LAN Program Command 
Reference" to correct the command, and enter it again. 

Note: Remember that operands are the parts of the 
command that do not start with a slash (f). 

NET 009: Command parameter specified more than 
once 

Explanation: (Commands) You tried to enter a 
command and used the same parameter more than one 
time. You can only use each parameter once. 
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Action: Remove the extra parameter, and enter the 
command again. You may want to refer to the command 
format in Chapter 7, "PC LAN Program Command 
Reference" to correct the command, and enter it again. 

Note: Remember that parameters are the parts of the 
command that start with a slash (/). 

NET 010: Command parameter value out of range 

Explanation: (Commands) You specified a value for a 
parameter that is too high or too low. If you were 
entering the NET START command, you may have used 
correct values, but some of the values conflicted with 
others. 

Action: Check your typing to see if you mistyped a 
parameter. If your typing is correct, refer to the command 
format of the "NET START Command" on page 7-75 to 
correct the command, and enter it again. 

Note: Remember that parameters are the parts of the 
command that start with a slash (/). 

NET 011: Cannot share more than three printers at 
one time 

Explanation: (Menus, Commands) You tried to share 
more than three printers. You can only share three 
printers at one time. 

Action: Check to see if you can stop sharing one of 
your printers. 

NET 012: Cannot share a network device 

Explanation: (Menus, Commands) You tried to share 
a device that is not attached to your computer. Or, you 
may have tried to share a device that is attached to your 
computer, but you've already used the DOS device name 
for a network device. For example, you may have a drive 
D, but have used D as the name for a network device that 
you're using. 
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Action: You can't share a device that is not attached 
to your computer. If the device is attached to your 
computer but you've used the DOS device name for a 
network device, you must stop using the network device 
first. 

NET 013: DOS device name and/or pathname 
incorrect 

Explanation: (Commands) The DOS name or the 
directory path name you used is incorrect. 

Action: Check your spelling. If your spelling is 
correct, see your PC LAN Program Quick Reference card 
for a list of DOS names for devices. See the DOS 
Reference for information about specifying directory paths. 

NET 014: Cannot find name on network 

Explanation: (Menus, Commands) The remote 
network name you specified does not exist on the network. 
The name was incorrect or misspelled, or the remote 
computer has deleted the name or has been turned off. 

Action: Check your spelling. If your spelling is 
correct and you think the name is on the network, send a 
message to all computers and ask for the correct name. 

NET 017: Not enough available memory 

Explanation: (Menus, Commands) Your computer 
does not have enough memory available to let you start 
the network the way that you specified. Or, your 
computer does not have enough available memory to let 
you do the task that you specified. 

Action: If you get this message when you start the 
network, you must change the way that you started the 
network so that you use less memory. If you get this 
message when you do a task, you need to make more 
memory available. To make memory available, you can 
stop sharing some devices or directories, stop using some 
devices or directories, or delete some names that you've 
added. 
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NET 018: Cannot forward, remote computer paused 

Explanation: (Menus, Commands) You attempted to 
forward a name to a computer on which the Messenger 
was paused. 

Action: 
else. 

Try again later, or try to forward to someone 

NET 019: Network name limit exceeded 

Explanation: (Menus, Commands) You tried to use 
too many network devices. Or, you tried to use devices 
from too many other computers. 

Action: (Menus) Stop using some of the network 
devices and directories that you're currently using. Or, 
you can restart DOS and the network and choose to 
change the value for the number of drives you can use. 

Note: If you're using devices from too many other 
computers when you restart DOS and the network, you 
have to use the NET START command to increase this 
number. 

Action: (Commands) Stop using some of the network 
devices and directories that you're currently using, or 
restart DOS and the network and change the value of the 
/ASG or /SRV parameters of the NET START command. 

NET 020: Device is not redirected 

Explanation: (Commands) You're trying to stop using 
a disk, directory, or printer but you never started using 
the network disk, directory, or printer that you specified. 

Action: Check your typing and correct it if necessary. 
If your typing is correct, enter NET USE to see a list of 
devices that you're using. Find the device you want to 
stop using and try the task again. 

NET 021: Device or directory already shared 

Explanation: (Menus, Commands) You've already 
shared the disk, directory, or printer with the network 
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and used the same network name and password for the 
device or directory. 

Action: If you want to share the device again, you 
must use a different network name or a different 
password. 

If you want to change the access rights, you must first 
stop sharing and then start sharing again using the new 
access rights. 

NET 022: Number of devices or directories you can 
share exceeded 

Explanation: (Menus, Commands) You've already 
shared as many disks, directories, and printers as you can. 

Action: (Menus) If you're using menus and you need 
to share more devices and directories, you must restart 
DOS. Then, restart the network and change the defaults 
for starting (Answer "Y" to change defaults for starting). 
Change the value for the "Number of devices you can 
share." 

Action: (Commands) If you're using commands, you 
must restart DOS and the network. Use the jSHR 
parameter of the NET START command to specify the 
number of devices and directories you can share. 

NET 023: Network device or directory does not exist 

Explanation: (Menus, Commands) You're trying to 
stop sharing a device or directory, but the device or 
directory isn't shared. 

Action: Check your typing. If your typing is correct, 
display the list of devices that you're sharing and check 
the list for the device. 

NET 025: Cannot forward; Name already forwarded 
once 

Explanation: (Menus, Commands) The name you tried 
to forward messages for has already been forwarded by 
you to another computer. Or, the name has been 
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forwarded to you by another computer. The name can 
only be forwarded once. 

Action: (Menus) Choose "Display Names that can 
Receive Messages" on the message tasks menu. You'll see 
one of the following on the menu: 

• A name in the first column with another name in the 
"Forwarded to Computer Name" column, meaning that 
you have forwarded the name to someone else. 

Stop forwarding the name. Then, start forwarding to 
the new name. 

• A name in the first column with "FORWARDED 
NAME" in the "Type" column, meaning that someone 
else has forwarded the name to you. 

If you don't want to receive messages for the name, 
choose "Stop receiving messages for another name" on 
the Message Tasks menu and delete the name from 
your computer. 

Action: (Commands) Enter NET NAME to display the 
names on your computer. You'll see one of the following 
on the list: 

• A name in the first column with another name in the 
"Forwarded to Computer Name" column, meaning that 
you have forwarded the name to someone else. 

Enter the NET FORWARD (with the ID parameter) 
command to delete the forwarded name. Then enter 
the NET FORWARD command to forward to the new 
name. 

• A name in the first column with "FORWARDED 
NAME" in the "Type" column, meaning that someone 
else has forwarded the name to you. 

If you don't want to receive messages for the name, 
enter the NET NAME (with the ID parameter) 
command to delete the name. 

NET 026: Specified drive is shared 
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Explanation: (Commands) You attempted to redirect a 
drive that has been shared or has directories that have 
been shared. 

Action: Choose another drive letter to redirect 
another drive; this one cannot be used. 

NET 027: Name already exists on your computer 

Explanation: (Menus, Commands) You're trying to 
add a name to your computer, but the name you specified 
already exists on your computer. 

Action: (Menus) Check your typing and correct it if 
necessary. If your spelling is correct, choose "Network 
status tasks" on the Main Menu and press Enter. Choose 
"Display names on your computer" on the Network Status 
Tasks menu and press Enter. A list of the names on your 
computer is displayed. 

Action: (Commands) Check your typing and correct it 
if necessary. If your spelling is correct, enter NET NAME 
at the DOS prompt to display a list of the names on your 
computer. Now try to add a different name to the list. 

NET 028: Number of names you can add exceeded 

Explanation: (Commands) You cannot receive 
messages for any more names. 

Action: If you want to change the number of names 
for which you can receive messages, you must restart DOS 
and the network. Use the jUSN parameter of the NET 
START command to specify the number of names that you 
want to add. 

NET 029: Cannot delete the computer name 

Explanation: (Commands) You tried to delete the 
name of your computer. 

Action: You can't delete the name of your computer 
while you are on the network. The only way to delete 
your computer name is to stop using the network by 
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switching off your computer or by restarting DOS 
(Ctrl-Alt-Del). 

If you're trying to delete the name because you don't want 
to receive messages, you should do one of the following: 

• Start saving messages in a save file 
• Pause receiving messages. 

If you want to save your messages in a file, use the NET 
LOG command. 

If you want to pause receiving messages, use the NET 
PAUSE command. 

NET 030: Cannot forward messages to your own 
computer 

Explanation: (Menus, Commands) 

1. You tried to forward a name on your computer to 
another name on your computer. 

2. You tried to forward a name on your computer to 
itself. 

Action: You can't forward names to a name on your 
computer; you can only forward to another computer. 

You can't forward a name to itself. 

NET 031: Log file or device not specified 

Explanation: (Commands) You haven't specified a file 
or device in which to save your messages. 

Action: Use the NET LOG command to specify a log 
file or device for your messages. 

NET 032: Cannot redirect to a network path on your 
computer 

Explanation: (Commands) You attempted to redirect 
to a network path on your computer. You cannot redirect 
to yourself. 
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Action: Specify the correct computer name. 

NET 034: Message sent but message reception paused 

Explanation: (Menus, Commands) . The message you 
sent was not received because the person you sent it to 
has paused receiving messages. 

Action: Try sending the message again later. 

NET 035: Message sent but not received 

Explanation: (Menus, Commands) The message you 
sent was not received by the other computer. The other 
computer may not have room to store the message, or the 
person at the other computer may be logging messages 
and the log file isn't available. 

Action: Try sending the message again later. 

NET 040: Cannot do this command, Receiver not 
started 

Explanation: (Commands) You attempted to pause or 
continue the Receiver, but the Receiver configuration was 
not started. 

Action: Correct the command and try again. 

NET 041: System error or Network adapter card not 
installed or not functioning 

Explanation: (Menus, Commands) Your computer does 
not have a network adapter, or your network adapter card 
is not working correctly. 

Action: Check your computer to see if you have an 
adapter. If your computer does have an adapter, see the 
"Problem Determination Procedures" for the network in 
your Guide to Operations manual. 

If your computer is connected to a Token-Ring Network, 
this message has additional possible explanations. 

Explanation: One of the following is not present: 
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• The Token Ring Network PC Adapter Card 
• The Adapter Support Interface (is not loaded in 

memory) 
• The NETBIOS Program (is not loaded in memory) 

You can load and run the Ring Diagnostic Program to 
verify that the adapter is connected and obtaining access 
to the Token-Ring Network. See the IBM Token-Ring ( 
Network Problem Determination Guide to use the Ring 
Diagnostic. 

If your computer and PC LAN Program have been 
operating, this message has additional possible 
explanations. 

Explana tion: One of the following may be the cause: 

• The adapter in your computer has been removed from 
the network by a Network Manager Program. 

• The cables connecting your adapter to the IBM 8228 
Multistation Access Unit have been disturbed (such as 
during problem determination on the network, or 
reconfiguration) . 

Action: Restart the PC LAN Program to cause the 
adapter to reattach to the network. 

NET 042: Unable to do requested command 
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error has occurred. Or, you tried to forward a name to 
another computer, but an error occurred at the other 
computer. 

Action: Retry the command. If the problem continues, 
the command cannot be executed. 

NET 043: Cannot do this command, Receiver or 
Messenger not started 

Explanation: (Commands) You can't do the command 
because you aren't using the Receiver, Messenger, or 
Server configuration. 
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Action: To start the Receiver, Messenger, or the 
Server, you first must restart DOS. Then, you must 
restart the PC LAN Program and specify the Receiver, 
Messenger, or Server configuration. 

NET 044: N etwor k already started 

Explanation: (Commands) You've already started the 
PC LAN Program (either by using the menus or by 
entering NET START). If you are using Top View, you 
tried to start the IBM PC LAN Program but it is already 
started in another TopView window. 

Note: Remember, if you've saved your network setup, the 
PC LAN Program is automatically started for you. 

Action: If you are using Top View, quit this window 
and switch to the IBM PC LAN Program already started. 

If you are not using Top View and you want to restart the 
network, you must restart DOS (Ctrl-Alt-Del); then start 
the network again. 

If you've saved your network setup, cancel your saved 
setup. Then restart DOS and start the network. 

NET 045: Cannot do this command, Redirector not 
started 

Explanation: (Commands) You can't do the command 
because you probably haven't started the network. 

Action: To start the network, you first must start 
DOS. Then, you must start the PC LAN Program and 
specify the Redirector, Receiver, Messenger, or Server 
configura tion. 

NET 046: Cannot do this command, Server not 
started 

Explanation: (Commands) You can't do the command 
because you aren't using the Server configuration. 
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Action: To change the configuration that you're using, 
you first must restart DOS. Then, you must restart the 
PC LAN Program and specify the Server configuration. 

NET 047: Cannot do this command, Messenger not 
started 

Explanation: (Commands) You can't do the command \, 
because you aren't using the Messenger or the Server 
configura tion. 

Action: To change the configuration that you're using, 
you first must restart DOS. Then, you must restart the 
PC LAN Program and specify the Messenger or Server 
configuration. 

NET 048: No entries in list 

Explanation: (Commands) The status list that you 
wanted to look at doesn't have any entries in it. 

Action: None. 

NET 050: Directory path too long 

Explanation: (Menus, Commands) The directory path 
you specified is too long. The path can be up to 64 
characters long. 

Action: 
command. 
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NET 051: Insufficient disk space 

Explanation: (Menus, Commands) Your diskette or 
disk doesn't have enough room to complete your network 
command or task. 

Action: Go to the DOS prompt. List the directory and 
see if you can delete any of the files on the disk so that 
you have more room on your disk. Retry your command 
or task after making room. 

NET 056: Broadcast message too long 
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Explanation: (Menus) You tried to send a broadcast 
message that is longer than 128 characters. Broadcast 
messages can be up to 128 characters long. 

Action: Shorten the message and send it again. 

NET 057: Cannot find print queue file, PQ.SPL 

Explanation: (Menus, Commands) The print queue file 
PQ.SPL is not in the directory with the PC LAN Program 
that you installed. 

Action: Copy the file PQ.SPL from the PC LAN 
Program diskette that you received with this manual to 
the directory that contains your PC LAN Program. (Use 
the DOS COpy command to copy the file.) After you've 
copied the file, start the network. 

NET 058: Print queue not correct 

Explanation: (Menus, Commands) The print queue 
(PQ.SPL) in the PC LAN Program directory is incorrect. 

Action: Go back to the DOS prompt. Enter the 
following command to delete the print queue files from the 
DOS/PC LAN diskette that you installed, or from your 
fixed disk: 

del pq*.spl 

Now, copy the file named PQ.SPL from the PC LAN 
Program diskette that you received with this manual to 
your DOS/PC LAN diskette, or to the network directory 
on your fixed disk. 

After you copy the file, you can use the print queue again. 

NET 059: Print queue full; File not submitted 

Explanation: (Menus, Commands) The print queue for 
the printer you are using is full so your file was not 
submitted to the queue. 

Action: Try submitting the file again later. 
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NET 060: Printer not available; Files still queued to 
print 

Explanation: (Menus, Commands) You stopped 
sharing your printer. Files are still in the print queue to 
be printed on your printer. Until the files are printed, 
you can't use your printer. 

Action: Wait until the files in the queue are printed; 
then submit your file to the printer again. If you need to 
print the file immediately, you can pause printing, and 
then submit the file again. The file will be printed. 

NET 062: Print device not shared 

Explanation: (Menus, Commands) You attempted to 
pause or continue a printer that has not been shared, or 
you attempted to activate a separator page on a printer 
that has not been shared. 

Action: You must first share a printer before you can 
pause or continue the printer or activate separator pages. 

NET 064: Cannot delete; No active separator page for 
this printer 

Explanation: (Menus, Commands) You tried to delete 
a separator page, but you are not using a separator page 
on the printer. 

Action: Check your typing. If you made a mistake, 
correct it and try again. If you didn't make a mistake, the 
separator page you specified has already been deleted. 

NET 065: Cannot find name on your computer 

Explanation: (Menus, Commands) You tried to delete 
or forward a name that does not exist on your computer. 

Action: (Menus) Check the spelling of the name and 
correct it if it's wrong. If the spelling is correct, choose 
"Display names that can receive messages" to see if the 
name is on your computer. 
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Action: (Commands) Check the spelling of the name 
and correct it if it's wrong. If the spelling is correct, use 
the NET NAME command to display the names on your 
computer. 

NET 066: File not open 

I Explanation: (Menus, Commands) You tried to 
display status for a file that isn't open. Or, you tried to 
close a file that isn't open. 

Action: Check your typing. If your typing is correct, 
the file isn't open. Continue with your work. 

NET 068: Name conflict with previous share 

Explanation: (Menus) You're trying to share a device 
or directory, but you've already shared a device or 
directory and used the same name that you just specified. 

Action: (Menus) Use another name. 

Explanation: (Commands) You're trying to share a 
device, but you've already shared a device and used the 
same name that you just specified. If you're sharing a 
directory, you may have used the name as the network 
name for a directory, or you may have used the name as 
the short name for a directory. 

For example, suppose you shared a subdirectory named 
\ACCOUNTS (without a short name) by entering the 
following command: 

net share \accounts 

Now, you share another subdirectory named 
\ORDERS\MA Y\BILLS, and use a short name of 
ACCOUNTS by entering the following command: 

net share accounts=c:\orders\may\bills 

When you try to share the second subdirectory 
\ORDERS\MA Y\BILLS, you get the message "Name 
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conflict with previous share" because you've already used 
ACCOUNTS as a name for a network device. 

Action: (Commands) Delete the previous share or use 
another name. 

NET 069: Cannot delete; Access code does not match 

Explanation: (Commands) You tried to delete a share 
entry by using the wrong access mode like R, W, WC. 

Action: Try again and use the correct access mode. 

NET 070: Cannot delete; System share 

Explanation: (Commands) You tried to delete a 
system share. This is not allowed. 

Action: If you want to delete the system share, you 
must delete all shares to the same print device; then the 
system share is automatically deleted. 

NET 072: Printer does not exist 

Explanation: (Menus, Commands) You tried to share 
a printer but the printer does not exist. 

Action: Check your typing and make sure that you 
typed the name correctly. 

NET 073: Unable to pause; Files are open 

Explanation: (Menus) Sharing can only be paused 
when no file activity is occurring. Therefore, if files are 
open on the computer, the computer cannot be paused. 
Everything other than the sharing can be paused on the 
computer, however. 

Explanation: (Commands) The Server on the Server 
computer can only be paused when no file activity is 
occurring. Therefore, if files are open on the Server, the 
Server cannot be paused. Everything other than the 
Server can be paused on the Server computer, however. 
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Action: (Commands) Type the NET FILE command to 
see what users have files open. Send a message to these 
users asking them to stop using your network devices so 
that you can pause the Server. 

Action: (Menus) Press the F2 key in the menus, type 
FILE, and press Enter to see what users have files open. 
Send a message to these users asking them to stop using 
your network devices so that you can pause the Server. 

NET 074: Cannot start; Network adapter resources 
exceeded 

Explanation: (Menus, Commands) You tried to start 
the IBM PC LAN Program, but the start parameters 
exceeded the LAN adapter/device driver maximum 
allowable value for sessions and/or commands. 

Action: If the NET START parameters specify more 
sessions and/or commands than are supported by the LAN 
adapter/device driver, then you cannot start the network 
as specified. Otherwise, the LAN adapter has already 
been reset by another application or a failed start attempt. 
You should reset (Ctrl-Alt-Del) your system and start the 
IBM PC LAN Program again. 

NET 075: Cannot find forwarded name on network 

Explanation: (Menus, Commands) You have 
attempted to delete a forwarded name. However, the 
forwarded name does not exist on the network. The 
computer you forwarded the name to could have deleted 
the name, or the computer is switched off. 

Action: (Menus) Check your typing. If the name you 
typed is correct, choose "Display names that can receive 
messages" to see if the forwarded name still exists on the 
network. 

Action: (Commands) Check your typing. If the name 
you typed is correct, use the NET NAME command to see 
if the forwarded name still exists on the network. 
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NET 077: Cannot start; Server configuration must 
start from a fixed disk 

Explanation: (Commands) You have attempted to 
start the Server configuration from a diskette. The Server 
configuration must be started from a fixed disk. 

Action: If you do not have a fixed disk, you cannot 
start the Server configuration. If you have a fixed disk, 
follow the installation procedures in Chapter 2 to install 
the program on a fixed disk. 

NET 078: Remote computer cannot receive messages 
for any more names 

Explanation: (Menus, Commands) The remote 
computer you tried to forward your messages to cannot 
receive messages for any more names. 

Action: (Menus) If you want to forward your 
messages to that computer, the user at the remote 
computer must restart DOS and the network, or stop 
receiving messages for another name. If the user decides 
to restart DOS and the network, he must change the value 
for "Number of names for messages" on the Change 
Defaults for Starting menu. 

Action: (Commands) If you want to forward your 
messages to that computer, the user at the remote 
computer must restart DOS and the network, or delete a 
name on his computer before you can forward messages to 
that computer. If the user decides to restart DOS and the 
network, he should increase the jUSN parameter of the 
NET START command. 

NET 080: Unable to reconnect; All shared printers 
should be deleted 

Explanation: (Menus, Commands) You tried to 
recover from an error on the system use of the printer. 
The entry was deleted successfully but reconnection 
failed. 

Action: You have to delete all shared printers, then 
share them again later. 
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NET 081: Separator file cannot be on another 
computer 

Explanation: (Commands) You attempted to specify a 
separator page file that was not on your computer. 

Action: Try the command again, using a separator 
page file that is on your computer. 

NET 084: Cannot Pause/Continue redirection from 
this Top View window 

Explanation: (Menus, Commands) You can 
Pause/Continue redirection from the PC LAN window 
only. 

Action: Select PC LAN from the Top View menus, then 
try the operation again. 

NET 102: Required field incorrect 

Explanation: (Menus) The information you typed in 
the highlighted field is incorrect. 

Action: Check your spelling and correct it if 
necessary. Press Fl if you need help for the field. 

NET 104: Required field missing 

Explanation: (Menus) You didn't fill in the 
information for a required field. 

Action: You must fill in the field. Press Fl if you 
need help for the field. 

NET 110: Number too small or too large 

Explanation: (Menus) The value you used for the 
field is too high or too low. 

Action: Check your typing. If your typing is correct, 
press Fl for help. 

NET 120: Device is not on network 
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Explanation: (Menus) You're trying to stop using a 
network disk, directory, or printer, but you never started 
using the network disk, directory, or printer that you 
specified. 

Action: Check your typing and correct it if necessary. 
If your typing is correct, choose "Network status tasks" 
on the Main Menu. Then, choose "Display devices you 
are using" on the Network Status Tasks Menu. You'll see 
a list of devices that you're using. Find the device you 
want to stop using and try the task again. 

NET 126: DOS drive name is shared 

Explanation: (Menus) The DOS drive name you 
specified is a physical drive on your computer and you 
have either shared this drive or a directory on the drive. 

Action: Choose another DOS drive name. The DOS 
drive name you used can't be used. 

NET 128: Number of names you can receive 
messages for exceeded 

Explanation: (Menus) You cannot receive messages 
for any more names. 

Action: (Menus) If you're using menus and you need 
to receive messages for more names, you must restart 
DOS. Then, restart the network and change the defaults 
for starting. On the Change Defaults for Starting menu, 
change the value for the "Number of names for messages." 

If you do not want to restart DOS and the network, stop 
receiving messages for another name to allow room for the 
new name. 

NET 129: Cannot stop receiving messages for this 
name 

Explanation: (Menus) You tried to stop receiving 
messages for the name you gave your computer. 

Action: You can't stop receiving messages for the 
name you gave your computer. 
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If you don't want to receive messages, you can pause 
receiving messages or save your messages in a file. To 
pause receiving messages, choose "Pause and continue 
tasks" on the Main Menu and follow the menus so that 
you pause receiving messages. To send messages to a save 
file, choose "Message tasks" on the Main Menu and 
follow the menus to start saving messages in a file. 

NET 132: Cannot use; Network device exists on your 
computer 

Explanation: (Menus) You attempted to use a 
network disk or directory that exists on your own 
computer, and you have shared the disk or directory. This 
cannot be done. 

Action: Check to be sure you specified the correct 
computer name. 

NET 142: Unable to do requested task 

Explanation: (Menus) An unexpected program error 
has occurred. Or, you tried to forward a name to another 
computer, but an error occurred at the other computer. 

Action: Retry the task. If the problem continues, the 
task cannot be done. 

NET 149: Cannot save network setup; 
AUTOUSER.BAT exists 

Explanation: (Menus) You tried to save your 
network setup but it can't be saved, because you have a 
file named AUTOUSER.BAT on your diskette or in the 
root directory of your disk. 

Action: Delete or rename your AUTOUSER.BAT file 
(use the DOS DEL or REN command). Save your network 
setup after you've deleted or renamed the file. 

NET 152: Unable to save setup; Directory path 
contains joins or substitutions 

Explanation: (Menus) You tried to save your setup, 
but a directory path that's part of your setup contains 
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joins or substitutes. You can't save joins and substitutes. 
The path that contains the joins or substitutes probably is 
for a directory that you've shared or a path to the file in 
which you're saving your messages. 

Action: Delete any shares or stop saving messages to 
any path that contains joins or substitutes; then try to 
save your setup again. 

NET 155: Cannot use; DOS drive name contains the 
PC LAN Program 

Explanation: (Menus) The DOS drive name for the 
network disk or directory you specified is a physical drive 
on your computer that contains the network programs. 
These programs are needed by the screens. You cannot 
use this DOS drive name. 

Action: Choose another drive. 

NET 163: Cannot cancel network setup; Network 
batch file not found 

Explanation: (Menus) You can't cancel your network 
setup because you've never saved a setup. 

Action: Choose "Save network setup" to save your 
setup as a new setup. 

NET 167: Cannot change print size; Not a network 
printer 

Explanation: (Menus) You tried to change the mode 
of a printer using the network menus, but you are not 
using the network printer. 

Action: If the printer is attached to your computer, 
use the DOS MODE command to change the mode of 
operation of the printer. If the printer is not attached to 
your computer, you can't change the mode until you start 
using the network printer. 
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NET 171: Unable to save setup; Save file path has 
changed 

Explanation: (Menus) You can't save your setup 
because the path for the network save file has changed. 
You may have used the drive specifier that used to 
contain the save file as a drive specifier for a network 
device. Or, joins and substitutes may have occurred. Or, 
you paused disk or print redirection. 

Action: If you've used the drive specifier for the save 
file for a network device, stop using the network device. 
If you've used joins and substitutes, delete them. If you 
paused disk or print redirection, continue them. Try 
saving your setup again. 

NET 177: Cannot start; Sharing devices must start 
from fixed disk 

Explanation: (Menus) You started the PC LAN 
Program from a diskette and attempted to share. To share 
devices, you must start the PC LAN Program from a fixed 
disk. 

Action: If you do not have a fixed disk, you cannot 
share printers, disks, or directories. If you have a fixed 
disk, you need to follow the installation procedures in 
Chapter 2 for installing on a fixed disk. 

NET 179: Cannot save/cancel setup; Network 
program is on a redirected drive 

Explanation: (Menus) You cannot save/cancel your 
network setup because your network program is on a 
redirected device. 

Action: Exit the menus, and change your current 
drive and directory to the drive and directory that you 
started the network from. If you started from diskette, be 
sure the PC LAN Program diskette is in the drive. Now, 
type NET and save/cancel your network setup again. 

NET 181: Cannot specify a separator file that is on 
another computer 
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Explanation: (Menus) You attempted to specify a 
separator page file that is on someone else's computer. 

Action: Try again, using a separator page file that is 
on your computer. 

NET 182: Cannot save/cancel setup; Invalid network 
batch file 

Explanation: (Menus) You attempted to save or 
cancel your network setup, but your network batch file 
has been invalidated. Namely, the ": ***" has been 
deleted from your network batch file. 

Action: Return to DOS. Insert the ": ***" back into 
your network batch file as shown below: 

.*** Network batch file *** 
{ user area } 

.*** 
echo off 

• 
• 
• 

See "Saving Your Network Setup" on page 4-18 for 
additional information about the network batch file user 
area. 

Try to save your setup again. 

NET 183: Network setup is saved; AUTOEXEC.BAT 
may require changes. 

Explanation: (Menus) The save network setup 
created a new AUTOEXEC.BAT file. If you had an 
AUTOEXEC.BAT file, it was renamed to 
AUTOUSER.BAT. The new AUTOEXEC.BAT may 
require modification. 

Action: See "Saving Your Network Setup" on 
page 4-18 for information about the new AUTOEXEC.BAT 
file, and how you may need to modify it. 
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NET 201: INIT ERROR xxxx 

Explanation: (Menus, Commands) You don't have the 
programs that you need to start the network, or your 
computer doesn't have enough memory to start the 
network the way that you specified. The following is a 
list of INIT ERROR codes. 

Code Explanations and Actions 

0002 Explanation: The PC LAN Program was unable 
to initialize the screens. This error can occur for 
several reasons. The most likely reason is that the 
file NETWORK1.SCN is not in the directory that 
contains the network code. This could happen 
because the file was accidentally deleted or 
renamed. Another reason is that the contents of 
NETWORK1.SCN, NETWORK1.CMD, or 
NETWORK2.CMD have been damaged. This error 
is also possible when there is insufficient memory to 
reload the screens after starting the network. 

Action: Restart the computer by using 
Ctrl-Alt-Del and check to see if the file 
NETWORK1.SCN is in the network directory. If 
needed, copy it to the network directory from the PC 
LAN Program diskette. 

0003 Explanation: The PC LAN Program encountered 
an error when it was initializing the network 
adapter card for subsequent requests. This usually 
means that the adapter card is not functioning 
correctly. This error can also occur when this 
adapter or other adapters on other computers have 
been disconnected from the network cable and then 
reconnected. 

Action: Restart the computer by using 
Ctrl-Alt-Del and try again. If the problem recurs, 
run the network adapter diagnostics. 

OYXX Explanation: The Y of OYXX indicates the 
failing program. Use the following codes to 
determine which program failed: 
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Code Program 

1 PSPRINT.EXE 
2 REDIR.EXE 
3 Receiver. COM 
4 SHARE.EXE 
5 NETBIOS.COM 
6 CACHE.COM 
7 NET.COM 

The XX of OYXX indicates the cause of the error. 
The XX is a hexadecimal representation of either a 
DOS error code or one of the following errors: 

Code Error 

02 Network program Y not found 
03 Network program Y not found 
7F The PC LAN Program was unable to load 

program Y 
80 Incorrect DOS version. The PC LAN Program 

is not compatible with this version of DOS. 
FF Not enough storage available to load program 

Y, or invalid parameters to program Y. 

The PC LAN Program was unable to load program 
Y. This error can occur for several reasons. The 
most likely reason is that the file (program Y) is not 
in the directory that contains the network code. 
This could happen because the file was accidentally 
deleted or renamed. Another reason is that the -
contents of the file have been damaged. 

If you get error 04FF, restart the computer by 
pressing the Ctrl-Alt-Del keys. When you start the 
Server configuration, reduce the jSHB andj or jSHL 
parameters. 

If you get error 06FF, you have set the jCAC 
parameter too high. Restart the computer by 
pressing Ctrl-Alt-Del. Start the PC LAN Program 
with a lower value for jCAC. 

Another cause for error 07XX is that the PC LAN 
Program was unable to reload the NET.COM 



program. The most likely cause of this problem is 
that there was insufficient room to reload the NET 
command. Another cause is that the NET.COM file 
was renamed and that the new name was used to 
start the Network. For example: 

RENAME NET.COM NETWORK.COM. 

This is not allowed. If another name for NET. COM 
is desired, then use 

COpy NET.COM NETWORK.COM. 

Action: Restart the computer by using 
Ctrl-Alt-Del and check to see if the failing Y 
program file is in the network directory. If needed, 
copy it to the network directory from the PC LAN 
Program diskette. Otherwise, refer to the exact 
error code for more information. 

If you still can't start the network, you may have installed 
the PC LAN Programs incorrectly on your disk or your 
diskette. Refer to Chapter 2, "Installing Your Programs" 
and reinstall the PC LAN Programs on your disk or 
diskette. 

NET 202: Not enough storage to use menus; Please 
use commands 

Explanation: (Menus) Your computer does not have 
enough memory to load the menus, but you can use the 
commands. 

Action: If you don't want to use the commands, restart 
DOS. Then, restart the network. Change the way you 
choose to start the network so that you use less memory. 

This error can also happen if the file NETWORKl.SCN is 
unavailable. 
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NET 206: Message cut short due to error 

Explanation: (Menus, Log or Save file) An error 
occurred on your computer and you didn't get the entire 
message. 

Action: Send a message to the person who sent you 
the message and ask them to send it again. 

NET 212: Cannot perform function on remote files 

Explanation: (Commands) You tried to obtain status 
information for a file that does not exist on your 
computer. The NET FILE command can only obtain 
status information for files that exist on your computer. 

Action: Check your typing or see if that file is on your 
computer. If your typing is correct and the file is on your 
computer, you cannot obtain status information for that 
file. 

NET 215: Print queue no longer correct; Queue has 
been updated 

Explanation: (Menus) You tried to change the status 
of a file on the print queue screen; but the status of the 
print queue is no longer the same. The queue is 
automatically updated so you can see the most current 
status of the file. 

Action: 
request. 

Look at the queue again and retry your 

NET 216: Cannot release a printing file 

Explanation: (Menus) You tried to release a file 
that's being printed. Releasing the file means that you're 
allowing it to print. You don't need to release the file 
because it's already printing. 

Action: 
file. 
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NET 217: Cannot change status of file at this time 

Explanation: (Menus) You're trying to change the 
status of a file in the print queue, but the file is in a state 
that can't be changed. 

Action: Retry your request later. 

NET 218: Cannot perform this task here; the network 
is active in another session 

Explanation: (Menus, Commands) Either the network 
menus or a network command is active in another 3270-PC 
session or Top View window. 

Action: Jump to the session that has the network 
active, and either exit the network menus or allow the 
network command to complete. Then retry your request. 

NET 250: Required field; Cannot be left blank 

Explanation: (Menus) You must fill in the 
information for the field. 

Action: Press Fl if you need help for the field. 

NET 253: Incorrect format 

Explanation: (Menus) You typed an incorrect 
character in the command. 

Action: Correct the information in the field. 
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NET 254: Invalid name for printer 

Explanation: (Menus) The name you used is not a 
valid name for a printer. 

Action: Check your typing and correct it if necessary. 
Retry your request. If you still get an error, press Fl for 
help with the field. \ 

NET 255: Invalid DOS name for directory path 

Explanation: (Menus) The path you used is not a 
valid directory path. 

Action: Check your spelling and correct it if 
necessary. If your spelling is correct, see the command 
format for a directory path in the table on "PC LAN 
Command Parameters and Operands" on page 7-6 and 
correct the directory path. 
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NET 256: Invalid number 

Explanation: (Menus) The number you used is not 
valid for the field. You may have typed letters instead of 
a number, or you may have typed a mixture of numbers 
and letters. 

Action: Type a number in the field. Press Fl if you 
need help. 

Note: If the field asks for a memory size, you can enter 
the letter K (for K byte) beside the number. For example, 
you would enter 60K to indicate 60K bytes. 

NET 259: Invalid format 

Explanation: (Menus, Commands) The format you 
used for the command is incorrect. 

Action: (Menus) Check your typing and correct it if 
necessary. Retry your request. If you still get an error, 
press Fl for help with the field. 

Action: (Commands) If the command is a network 
command, see the PC LAN Program Quick Reference Card 
and correct the command. 

NET 260: Invalid format for a DOS file name 

Explanation: (Menus) You typed an incorrect DOS 
filename. You may have used the wrong format for the 
name or used an invalid character in the name. 

Action: See the format for a file name in the table "PC 
LAN Command Parameters and Operands" on page 7-6, 
and correct the file name. 

NET 275: Message area full 

Explanation: (Menus) You've typed as many 
characters as you can in your message. 

Action: 
message. 

Make the message shorter, or end the 
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NET 278: Cannot access save/retrieve file 

Explanation: (Menus) If you were on the View 
Messages menu when you received the message, one of the 
following happened. 

• You tried to view a message from your save file using 
F5 or F6, but either you haven't started saving 
messages yet or your save file has been deleted. 

• You tried to save a message to your save file using F7, 
but you haven't started saving messages yet. 

• A DOS error occurred and prevented access to the save 
file. 

Action: Go to the Message Tasks menu; select and 
follow the menus to start saving messages to a file. 

If you were on the Send Messages menu when you 
received the message, one of the following happened. 

• You tried to retrieve a message from your retrieve file 
using F6, but either you haven't started saving 
messages yet or your retrieve file has been deleted. 

• You tried to retrieve a message using F5, but the file 
you specified does not exist. 

• A DOS error occurred and prevented access to the 
retrieve file. 

Action: Create a file to retrieve messages and then go 
to the Send Messages menu and select "Retrieve First" 
specifying the file you just created. 

NET 279: No more waiting messages to view 

Explanation: (Menus) You've viewed all the waiting 
messages you had. You can't view them again. 

Action: None 
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NET 280: Message area for broadcast message full 

Explanation: (Menus) You've typed as many 
characters as you can in your message. Broadcast 
messages cannot be more than 128 characters in length. 

Action: 
message. 

Make the message shorter, or end the 

NET 281: No more saved messages to view/retrieve 

Explanation: (Menus) You've viewed/retrieved all the 
saved messages from the file. 

Action: If you want to see the messages again, press 
F5 to view/retrieve the first saved message from the file. 
Press F6 to view/retrieve the next saved message. 
Continue pressing F6 until you've viewed/retrieved all of 
the messages. 

NET 282: Cannot delete message; Not viewing 
saved/retrieve message 

Explanation: You attempted to delete a saved 
message; however, you are not currently viewing a saved 
message. Only the message being viewed/retrieved can be 
deleted. 

Action: If there is a saved message you wish to delete, 
press F5 and F6 to view/retrieve this message. Then delete 
it. 

NET 286: Cannot access printer 

Explanation: (Menus) You tried to print a message 
on the printer, but the printer returned an error. 

Action: Check to see if the printer is on and try again. 

NET 287: Retrieve file not specified 

Explanation: (Menus) You tried to retrieve the next 
message without retrieving the first message. 
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Action: Specify a retrieve file by doing a Retrieve 
First (F5). 

NET 298: Incorrect APPEND Version 

Explanation: (Commands) The version of the 
APPEND command that was recently invoked does not 
match the version of the APPEND command loaded 
initially. 

Action: Make sure all copies of the file 
APPEND.COM found on your system and through your 
path statements are the same. This can be done by 
comparing the date and time of the file. 

NET 299: APPEND / ASSIGN Conflict 

Explanation: (Commands) The ASSIGN command has 
been executed before the first APPEND command. The 
APPEND command must be executed once before the 
ASSIGN command can be executed. 

Action: Reset the system (Ctrl-Alt-Del), and ensure 
that APPEND is executed before the first ASSIGN 
command is issued. 

NET 310: Unable to access NETWORK file 
NET 312: Unable to access NETWORK file 

Explanation: (Menus, Commands) The PC LAN 
Program is unable to access one of the following files: 

NETWORK1.CMD, NETWORK2.CMD, 
NETWORK3.CMD, NETWORK1.SCN, NETWORK.MSG 

This could be because: 

• The file was deleted 

• The diskette door is open 

• There aren't enough open file handles 

• There isn't enough memory to load the file. 
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Action: Do the following: 

• Check that the correct diskette is in the drive and the 
drive door is closed. 

• Increase the number of FCBs and FILES that can be 
opened concurrently by changing the number specified 
in the CONFIG.SYS file. 

• Make sure you have enough memory available to load 
the configuration you requested. 

• Reinstall the PC LAN Program because you probably 
have an error on the diskette. Follow the instructions 
in Chapter 2 to reinstall the PC LAN Program. 

NET 336: Message Manager for Top View Already 
Started 

Explanation: You've already started the Message 
Manager for Top View application. 

Action: To restart the Message Manager, end the 
application and start it again. 

NET 337: Unable to access NETWORK file 

Explanation: The Message Manager for Top View 
application is unable to access one of the following files: 

NETWORK.MSG, NETWORK.PLB, or NETWORK.TVM. 

This could be because the wrong diskette is in your drive, 
the file was deleted, the diskette door is open, or there 
aren't enough open file handles. 

Action: Check to be sure that you have the correct 
diskette in the drive and the drive door is closed. If the 
diskette is correct, increase the number of FCBs and files 
that can be opened concurrently by changing the number 
specified in the CONFIG.SYS file. Otherwise, you have 
an error on the diskette and must reinstall the Message 
Manager for Top View application. 
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NET 340: Error on computer name - restart 
application 

Explanation: (Menus) You tried to delete a computer 
name from the network, and a critical network error 
occurred for the specified name. The error could be in the 
network adapter, or as a result of many network 
applications contending for network resources. 

Action: End the Message Manager for Top View 
application and start it again. 

NET 341: Cannot start; Insufficient network 
resources 

Explanation: You tried to start the Message Manager 
for Top View application, but the number of available 
network resources is insufficient. 

Action: Do one of the following: 

• Restart the PC LAN Program and specify a larger 
jSES and jCMD parameter value. Then restart the 
Message Manager application. 

• lJse fewer network resources by decreasing the value 
for the jUSN parameter in the Program Information 
File for the Message Manager application. Try to 
start the application. 

Note: For information on updating the Program 
Information File, see "Changing the Start Parameters 
for Message Manager" in chapter 11. 

NET 342: Message Manager for TopView not started 

Explanation: You tried to start the Message Manager 
for Top View application from the DOS command line. 
This application must be started from the Top View Start a 
Program menu. 

Action: Use the TopView Start a Program menu to 
start the Message Manager for Top View application. See 
Chapter 11, "Using TopView with the PC LAN Program" 
for further information. 
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NET 351: Invalid DOS function 

Explanation: (Menus, Commands) The command or 
task you specified issued an illegal DOS function. 

Action: Refer to the DOS Reference to correct the 
function and try again. 

NET 352: File not found 

Explanation: (Menus, Commands) A file named in the 
command or task does not exist in the directory or the 
drive that you specified. 

Action: Check your typing. If your typing is correct, 
check to see what drive or directory contains the file and 
correct the command or field in the menu. 

NET 353: Path not found 

Explanation: (Menus, Commands) A drive or 
directory named in the command or task does not exist or 
is invalid. 

Action: Check your spelling and make sure you used 
the correct syntax for the path. If your spelling and 
syntax is correct, you may have used the wrong path or 
the path may not exist any more. 

NET 354: Too many open files 

Explanation: (Menus, Commands) You've exceeded 
the number of files that DOS can have open. You can't 
perform your request. 

Action: Retry the command or task. If you are 
unsuccessful, go to the DOS prompt. Change the value for 
FILES in your CONFIG.SYS file. Restart DOS and the 
PC LAN Program. Retry your request. 

NET 355: Access denied 

Explanation: (Menus, Commands) You can't access 
the disk, directory, or file because you don't have the 
correct access right for the file. 
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(TopView) You attempted to either use or cancel a device 
that was original specified by another application running 
under Top View, or you attempted to access a file or device 
currently opened or owned by another task. 

Action: Find out what the access right for the file is. 
You may have to change the access right. 

(Top View) If you are trying to cancel a device, go to the 
PC LAN menus and try the task again. 

NET 358: Insufficient memory 

Explanation: (Menus, Commands) Your system 
doesn't have enough memory available to do your request. 

Action: (Menus, Commands) If you get this message 
when you start the network, change the way you start the 
network so that you use less memory. If you get this 
message when you do a task, you need to make more 
memory available. To make memory available, you can 
stop sharing some devices or directories, stop using some 
devices or directories, or delete some names that you've 
added. 

i\ction: (1\1essage l\fanager for Top View) Do one of the 
following: 

• Increase the minimum, maximum, and system memory 
values in the Program Information File for the 
Message Manager application. 

• Use fewer network resources by decreasing the value 
of the jUSN parameter in the Program Information 
File for the Message Manager application. Try to 
start the application again. 

Note: For information on updating the Program 
Information File, see "Changing the Start Parameters 
for Message Manager for TopView" in chapter 11. 

NET 363: Invalid data 

Explanation: (Menus, Commands) The data you're 
using is invalid for DOS. 
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Action: Retry the command using valid data. 

NET 364: Invalid device 

Explanation: (Menus, Commands) The device you 
specified is not a device on your computer. 

Action: Use a different device name and try your 
request again. 

NET 365: Attempt to remove current directory 

Explanation: (Menus, Commands) You attempted to 
erase the directory that you're using. You can't erase the 
directory while you are using it. 

Action: You must get out of the directory, erase its 
contents, and then erase the directory. 

NET 367: No more files. 

Explanation: 

The command or task you attempted caused the limit of 
concurrently opened files to be exceeded. This limit could 
either be exceeded on your computer or, if the file is on a 
network disk, on the Server computer. 

Note: See the FILES command in Chapter 9 for more 
information. 

Action: If the file being accessed is on your computer, 
increase or add a FILES = parameter to your 
CONFIG.SYS file. If you are adding to an existing 
number, specify a number larger than 8 (the default). If 
the file is a network file, try executing the command or 
task specifying a local file. If this works, the problem 
exists on the Server computer. Inform the user at the 
Server computer of this problem. 

NET 368: Write protected diskette 

Explanation: (Menus, Commands) The diskette you 
are using is write-protected, so you can't write 
information to the diskette. 
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This message appears if: 

• You try to write to a diskette that's already been 
written on as a double-sided diskette diskette in a 
single-sided drive 

• You try to use a diskette that's been formatted at 9 
sectors-per-track with a version of DOS lower than 
DOS Version 2.0 or Version 2.1. 

Action: Check your diskette to be sure you want to 
write on the diskette. If the diskette has a write-protect 
tab, you must remove the tab to write on it. 

NET 369: Bad unit 

Explanation: (Menus, Commands) A device driver 
was passed an invalid subunit number. 

Action: Retry your request. If you get the same 
message, contact the dealer who you purchased the 
program from. 

NET 370: Drive not ready 

Explanation: (Menus, Commands) 
specified isn't ready to use. 

Action: Check the drive and make sure that the door 
is shuto Retry your request. 

NET 371: Bad command 

Explanation: (Menus, Commands) A device driver 
issued an invalid command to a device. 

Action: Retry (R) your request. If you get the same 
message, review your device interface specification and 
DOS driver implementation and make sure that 
everything you're trying to do is supported. 

NET 372: Data error; Bad CRC 

Explanation: (Menus, Commands) DOS couldn't read 
or write the data correctly. 
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Action: If you are using diskettes, this message 
usually means that the diskette has developed a defective 
spot. Try the operation again. If you get the same 
message again, replace the diskette that you are using. 

NET 373: Bad call format 

Explanation: (Menus, Commands) A device driver 
was passed an incorrect length request header. 

Action: If you are using a purchased device driver, 
contact the dealer who you purchased the device driver 
from. 

NET 374: Seek error 

Explanation: (Menus, Commands) The fixed disk or 
diskette drive couldn't find the correct track on the disk. 

Action: Make sure the diskette is properly inserted in 
the drive and that the drive door is shut. Retry (R) your 
request. If the diskette is inserted correctly and you get 
the same message, use a different drive and rerun the 
command. If you still get the message, run CHKDSK. 

NET 375: Non-DOS disk 

Explanation: (Menus, Commands) The file allocation 
table contains invalid information. The disk needs to be 
reformatted. 

Action: Try running CHKDSK to see if any corrective 
action is possible. If you have to reformat the disk, you 
will lose the files that are on the disk. 

NET 376: Sector not found 

Explanation: (Menus, Commands) The sector 
containing the data could not be located on the disk. 

Action: Retry your request. If you get the same 
message, retry the request with a different disk. 

A-51 



NET 377: Printer is out of paper 

Explanation: (Menus, Commands) The indicated 
printer is either out of paper or is not switched on. 

Action: If the printer is out of paper, put the printer 
offline and load more paper. If the printer is switched off, 
switch on the printer and make sure the printer is online. 
Retry your request. 

NET 378: Write fault 

Explanation: (Menus, Commands) DOS couldn't write 
the data to the device. 

Action: If you are trying to print to a network printer, 
make sure that you "start using" that printer before 
printing. 

If you are trying to write to a diskette, make sure your 
diskette is properly inserted in the drive. If the diskette is 
in the drive correctly, choose retry (R). If you get the 
same message, rerun the command with a different disk. 

NET 379: Read fault 

Explanation: (Menus, Commands) DOS couldn't read 
the data from the device . 

.l\ction: If you are using diskettes, make sure your 
diskette is in the drive and that the drive door is shut. 
Retry (R) your request. If you get the same message, retry 
the command with a different disk. 

NET 380: General failure 

Explanation: (Menus, Commands) An unexpected 
error has occurred. 

Action: Abort (A) the request. 

NET 381: Sharing violation 

Explanation: (Menus, Commands) You're trying to 
access a file that's currently being used by someone else. 
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Action: Retry your request later. 

NET 382: Lock violation 

Explanation: (Menus, Commands) The command or 
task you are running attempted to lock or access part of a 
file that is already locked. 

Action: Retry the request later. 

NET 383: Invalid disk change 

Explanation: (Menus, Commands) The diskette in the 
high capacity drive was changed while files were still 
open on the diskette. 

Action: Reinsert the correct diskette. 

NET 384: FeB unavailable 

Explanation: (Menus, Commands) You tried to open 
more file control blocks than were specified by the FCBS 
command in your CONFIG.SYS file. 

Note: See the FCBS command in Chapter 9 for more 
information. 

Action: Abort (A). Then, increase the value for FCBS 
in your CONFIG.SYS file. 

NET 408: File creation error 

Explanation: (Menus, Commands) An unsuccessful 
attempt was made to add a new filename to the directory 
or to replace a file that was already there. 

Action: If the file was already there, check whether 
the file is marked read only and cannot be replaced. 
Otherwise, run CHKDSK to determine if the directory is 
full, or if some other condition caused the error. 

NET 410: Limit exceeded 

Explanation: (Menus, Commands) The command or 
task you attempted could not be performed because a 
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network data structure limit is exceeded. This can occur 
when you attempt to use more than the specified number 
of Servers, or when you attempt to use more network 
pa ths than specified. 

Action: (Menus) Stop using some of the network 
devices and directories that you're currently using. Or, 
you can restart DOS and the network and choose to 
change the value for the number of drives you can use. 

Note: If you're using devices from too many other 
computers, you have to use the NET START command. 

Action: (Commands) Stop using some of the network 
devices and directories that you're currently using, or 
restart DOS and the network and change the value of the 
jASG or jSRV parameters of the NET START command. 

NET 411: Device/Path in use 

Explanation: (Menus, Commands) You tried to use a 
device or a path that is already in use. 

This error can also be the result of a previous NET USE, 
SUBST, or JOIN command using the device or path 
sPecified. 

Action: 
letter. 

You must use another device, path, or drive 

If this message appeared as a result of executing a series 
of NET USES in a batch file for the purpose of 
re-executing some commands that failed, it may be 
appropriate to ignore this message. 

NET 415: Network data fault error 

Explanation: (Menus, Commands) A disk error 
occurred while you were writing information to a file on a 
network disk. The most probable cause for this error is 
that the network disk is full. (Other disk errors can cause 
this problem too). 

Action: Check to see if the disk that you are writing 
to is full by using the DOS DIR command to list the 
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contents of the network disk. If the disk is not full, try 
performing the request again. 

NET 416: Sharing buffer exceeded 

Explanation: (Menus, Commands) While you were 
trying to access a file on the Server computer, the buffer 
area for file sharing and block locking on the Server 
computer was exceeded. 

Action: Choose Retry. If you receive the error again, 
the user at the Server computer should restart the PC 
LAN Program and increase the size of the /SHB or /SHL 
parameters of the NET START command. 

NET 456: Network session closed 

Explanation: (Menus, Commands) A problem has 
occurred on the network computer that you are 
attempting to access. This could occur if the network 
computer was turned off or restarted. If you are 
attempting to use a network disk or printer, this device 
may have been removed from the network. 

Action: Try the command again later. If unsuccessful, 
try sending a message to the user of the network 
computer. Tell the user about the problem you are having 
accessing the network computer. 

NET 459: Too many network names 

Explanation: (Menus, Commands) You have added 
the maximum number of names (16) that can be added to 
your network adapter card. This could be caused by an 
application running on the computer that uses the 
network too. 

Action: You will have to remove a name before you 
can add another one. N ames are removed from your 
network adapter card when you stop receiving messages 
for another name using the full screen interface. This is 
done with the NET NAME /D command if you are a 
command user. 
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NET 460: Cannot delete name now, will 
automatically be deleted later 

Explanation: (Menus, Commands) The name you 
attempted to remove cannot be deleted immediately 
because sessions are still established with this name. This 
name will be automatically deleted when the sessions are 
closed. 

Action: N one. The name will be removed from the 
card once all sessions are closed. 

NET 466: Name already exists on the network 

Explanation: (Menus, Commands) You're trying to 
add a name to your computer, but the name you specified 
already exists on another network computer. 

Action: Use a different name. 

NET 468: Session ended abnormally 

Explanation: (Menus, Commands) The command was 
unable to end successfully because the session between 
your computer and the network computer was terminated 
before the function ended. This error may occur when the 
network computer powers down, or when the network 
computer is too busy to handle your request. 

Action: Retrv the command. If the error continues, 
you cannot do the command. 

NET 473: Network command completed while being 
cancelled 

Explanation: (Menus, Commands) A network 
command was canceled after it had already erided. 

Action: None. 

NET 475: Active command cannot be cancelled 

Explanation: (Menus, Commands) The command is 
executing and you can't cancel it. 
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Action: None. Let the command finish. 

NET 476: Netbeui not loaded 

Expianation: The NETBIOS Program has not been 
located in PC memory. The program must be loaded into 
memory before the PC LAN Program. 

Action: Make sure your LAN adapter has been 
properly configured for the NETBIOS interface before 
loading the PC LAN Program. 

NET 477: Unexpected Adapter Close 

Explanation: The Token-Ring Network Adapter has 
been closed. This means that the adapter is no longer 
attached to your network. The adapter could be closed 
for one of the following reasons: 

• It detected an internal defect. 

• It was forced off the network by a network manager 
program. 

Action: See "NET 700 Errors for Token-Ring 
Network" on page 14-3 to obtain further information to 
determine the reasons for the adapter being closed. 
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NET 500: Network not started 

Explanation: (Commands) You tried to use a 
network command but you haven't started the network. 

Action: Use the menus or the NET START command 
to start the network. See Chapter 4, "Setting Up and 
Using the PC LAN Program" or Chapter 7, "PC LAN 
Program Command Reference" if you need instructions. 

NET 501: Cannot start network; Program conflict 

Explanation: (Menus, Commands) You have started a 
program (such as SHARE, REDIR, PRINT, PSPRINT, IBM 
DISK CACHE, ASSIGN, TopView, or PC 3270 Emulation 
Program 3.00) that conflicts with the PC LAN Program. 
The PC LAN Program must be started before any of these 
programs (except the IBM DISK CACHE). 

Action: To start the PC LAN Program, exit Top View, 
PC 3270 Emulation Program 3.00, or reset (Ctrl-Alt-Del) 
your computer. Then try starting the PC LAN Program 
again; if you are starting as server, try specifying jCAC:O. 

NET 700: SYSTEM ERROR; XXXX@YYYY:ZZZZ 

Explanation: (Menus, Commands) The PC LAN 
Program has detected either an internal program error or 
a hardware error. The X's, Y's, and Z's are replaced by 
numbers telling you more about the error. 

The X's represent the error code. Error code 04xx 
indicates a network adapter error. See the PC Network 
Technical Reference for a definition of xx. 

If the xx field of the NET 700 message is greater than Hex 
4E, the error must be from a Token-Ring Network 
Adapter. For additional information, see "NET 700 Errors 
for Token-Ring Network" on page 14-3. All other error 
codes are internal PC LAN Program failure codes and 
have no useful meaning to users. 

The Y's and Z's represent the hexadecimal address of the 
error. 
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Action: Try to end your application. Then, restart 
DOS (Ctrl-Alt-Del) and restart the PC LAN Program. Set 
up your computer on the network again. If the error 
occurs again, see the dealer who sold you the PC LAN 
Program and your network adapter. 

NET 750: System Error; ... 

Explanation: (Menus, Commands) The ... is 
replaced by error information depending on the cause of 
the error. Here are a few examples: 

• NET 750: System error; not same device 
• NET 750: System error; file already exists 
• NET 750: System error; fail request chosen 
• NET 750: System error; invalid parameter. 

You have an internal program or hardware error. 

Action: Try to end your application. Then, restart 
DOS (Ctrl-Alt-Del) and restart the PC LAN Program. Set 
up your computer on the network again. 

IMPORT ANT: If the problem continues, contact your 
dealer or the IBM representative who sold you the PC 
LAN Program and your network adapter and report this 
error. 

NET 801: Remote computer not listening 

Explanation: (Menus, Commands) There are a 
number of reasons for this error. Sometimes this error is a 
temporary situation; other times it is an error by the user 
of the command. This error can occur when you are 
attempting to: 

• Send a message to a computer that has been started as 
a Redirector. A Redirector cannot receive messages. 

• Use a network device being PERMITed to someone 
other than your computername. 

• Access a computer that is busy servicing other 
requests (temporary). 
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• Use a network device on a computer that has no 
sessions available to allow you to use the device. 

• Use a network device on a Redirector computer. 

• Share your printer when the maximum number of 
remote computers are already using your computer. 
When you share your printer, the PC LAN Program 
automatically allows you to use your printer as a 
redirector. However, the PC LAN Program on your 
computer doesn't have enough memory available for 
another redirector. 

Action: Retry the command. If the error occurs again, 
the Server probably has no sessions remaining to service 
your requests. The Server computer should restart the 
network specifying a larger jSES number. 

If you are the Server trying to share your printer, start 
the PC LAN again and specify a larger number for the 
jRDR parameter of the NET START command. 

NET 802: Duplicate name on network 

Explanation: (Menus, Commands) Someone else on 
the network has the same name you've used. 

Action: Use a different name. 

NET 803: Network path not found 

Explanation: (Menus, Commands) The network path 
you specified doesn't exist. 

Action: Check the path and correct it. 

NET 804: Network busy 

Explanation: (Menus, Commands) The network is 
busy and can't do your request. 

Action: Retry your request at another time. 
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NET 805: Network device no longer exists 

Explanation: (Menus, Commands) The device you 
attempted to access is no longer available. The device is 
no longer available because the computer that shared the 
device may have reset the machine, powered off the 
machine, or deleted the shared device. 

The error may occur if you explicitly attempt to access 
the device, if you start a program and the invalid drive 
exists in your DOS PATH statement, or when your 
program ends. 

Action: (Menus) Abort the request. Go to the menus 
and choose Disk or Directory Tasks on the Main menu. 
Then, choose Display devices you are using on the Disk or 
Directory Tasks menu. You'll see a list of the devices you 
are using. Note which devices have a status of ERROR. 
Now, go to the Start or Stop Using Network Disk or 
Directory menu and stop using all the devices that had a 
status of error. 

If you want to use the device again, send a message to the 
person that shared the device and find out why the device 
is no longer available. 

Check with the person responsible for the Server 
computer about the availability of the device. The person 
responsible for the Server computer should notify the 
users before stopping a device or the Server itself. 

When this happens, "stop using" before your next attempt 
to start using again. 

Action: (Commands) Abort the request. Enter the 
NET USE command to see a list of the devices you are 
using. Enter the NET USE jD command for all the 
devices that have a status of ERROR. 

If you want to use the device again, send a message to the 
person that shared the device and find out why the device 
is no longer available. 

Check with the person responsible for the Server 
computer about the availability of the device. The person 
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responsible for the Server computer should notify the 
users before stopping a device or the Server itself. 

When this happens "stop using" before your next attempt 
to start using again. 

NET 806: NETBIOS command limit exceeded 

Explanation: (Menus, Commands) The network has 
too many NETBIOS requests waiting to be performed. 

Action: Retry your request at another time. If the 
error continues, restart the network and specify a larger 
ICMD parameter value. 

NET 807: System Error; NETBIOS error 

Explanation: (Menus, Commands) Your network 
adapter has an error or the cable is not connected. 

Action: Check the cable to see if it is connected to 
your network adapter correctly. If the cable is not a 
problem, see your dealer and have your adapter checked. 

If your computer is connected to a Token-Ring Network, 
this message has additional possible explanations. 

On the Token-Ring Network, this error can indicate one 
of the following: 

Explanation 
ring address). 

A duplicate adapter address (also called 

Action: If your installation uses locally administered 
address for adapters, verify that you have used the correct 
address. If so, contact your network administ:r;ator to 
determine who is using your assigned address. 

If your install a tion does not use locally administered 
addresses, there are two adapters with the same address 
permanently assigned. 

Explanation: One of the errors described under 
message NET 700 for Token-Ring Network has occurred. 
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Action: See "NET 700 Errors for Token-Ring 
Network" on page 14-3 for additional information. 

NET 808: Incorrect response from network 

Explanation: (Menus, Commands) You attempted to 
do a network task with a remote computer and received 
an error. The remote computer can't do the task you 
specified. 

Action: Check to see if you're specifying the correct 
remote computer for the command or task you are 
attempting. If not, specify the correct computer. If you 
were specifying the correct computer, check to see if an 
application program is running along with the IBM PC 
LAN Program on the remote computer. The application 
could be returning the incorrect response. 

NET 809: Network request not supported 

Explanation: (Menus, Commands) You attempted to 
do a network task with a remote computer and received 
an error. The remote computer can't do the task you 
specified. 

Action: Check to see if you're specifying the correct 
remote computer for the command or task you are 
attempting. If not, specify the correct computer. If you 
were specifying the correct computer, check to see if an 
application program is running along with the IBM PC 
LAN Program on the remote computer. The application 
could be returning the incorrect response. 

NET 810: Unexpected network error 

Explanation: (Menus, Commands) An unexpected 
network error occurred. 

Action: Try to end your application. Then, restart 
DOS by using Ctrl-Alt-Del and restart the PC LAN 
Program. Set up your computer on the network again. 

IMPORT,ANT: If the problem continues, contact your 
dealer or the IBM representative who sold you the PC 
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LAN Program and your network adapter and report this 
error. 

NET 811: Incompatible remote adapter 

Explanation: (Menus, Commands) You tried to 
communicate with another computer and had trouble 
because either your network adapter or the remote '\ 
network adapter is incompatible. 

Action: Try to communicate with another computer. 
If the communication fails, make sure that the network is 
set up properly. If you succeed in communicating with 
another computer, then check the setup of the computer 
you had trouble with. 

NET 812: Print queue full 

Explanation: The printer has 99 files queued to be 
printed on it and your file was the lOath file. The print 
queue can only hold 99 files. 

Action: Retry your request, or wait until one of the 
other jobs is done and resubmit the request again. 

NET 813: Not enough space ior print file 

Explanation: (Menus, Commands) You tried to 
submit a print file to a PC LAN printer, but the computer 
that's sharing the printer doesn't have enough disk space 
to keep the file until it is printed. 

Action: Retry your request. If you get an error 
message again, abort the request and resubmit the file at 
another time. 

NET 814: Print file was cancelled 

Explanation: (Menus, Commands) The print file that 
you submitted for printing on a network printer was 
cancelled by the user at the Server computer. 

Action: Type A for abort and try again later. 

NET 815: Network name was deleted 
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Explanation: (Menus, Commands) The device you 
attempted to access is no longer available. The device is 
no longer available because the computer that shared the 
device may have reset the machine, powered off the 
machine, or deleted the shared device. 

The error may occur if you explicitly attempt to access 
the device, if you start a program and the invalid drive 
exists in your DOS PATH statement, or when your 
program ends. 

Action: (Menus) Abort the request. Go to the menus 
and choose Disk or Directory Tasks on the Main menu. 
Then, choose Display devices you are using on the Disk or 
Directory Tasks menu. Y ou'll see a list of the devices you 
are using. Note which devices have a status of ERROR. 
Now, go to the Start or Stop Using Network Disk or 
Directory menu and stop using all the devices that had a 
status of error. 

If you want to use the device again, send a message to the 
person that shared the device and find out why the device 
is no longer available. 

Check with the person responsible for the Server 
computer about the availability of the device. The person 
responsible for the Server computer should notify the 
users before stopping a device or the Server itself. 

When this happens, "stop using" before your next attempt 
to start using again. 

Action: (Commands) Abort the request. Enter the 
NET USE command to see a list of the devices you are 
using. Enter the NET USE jD command for all the 
devices that have a status of ERROR. 

If you want to use the device again, send a message to the 
person that shared the device and find out why the device 
is no longer available. 

Check with the person responsible for the Server 
computer about the availability of the device. The person 
responsible for the Server computer should notify the 
users before stopping a device or the Server itself. 
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When this happens, "stop using" before your next attempt 
to start using again. 

NET 816: Incorrect password 

Explanation: 
not correct. 

(Menus) The password you specified is 

Action: Check your typing. If your typing is correct, 
the password may have changed. 

NET 817: Network device type incorrect 

Explanation: (Menus, Commands) The local device 
type is different from the PC LAN device type. You have 
attempted to use a network disk or directory and have 
used device LPTl-3 as a DOS name, or used a network 
printer and have used device A-Z as a DOS device name. 
You can also get this error if you try to open an 
install able character device driver that is installed on a 
Server computer across the network. 

Action: 
name. 

Retry the request with the corrected device 

NET 818: Network name not found 

Explanation: (Menus, Commands) The network name 
you specified is incorrect. 

Action: Check the name to be sure that you've spelled 
it correctly. If the name is correct, the name is no longer 
on the network. 

NET 819: Network name limit exceeded 

Explanation: (Menus, Commands) You have tried to 
redirect too many devices. 

Action: (Menus) Stop using some of the network 
devices and directories that you're currently using. Or, 
you can restart DOS and the network and choose to 
change the value for the number of drives you can use. 

A-66 



Note: If you're using devices from too many other 
computers, you have to use the NET START command. 

Action: (Commands) Stop using some of the network 
devices and directories that you're currently using, or 
restart DOS and the network and change the value of the 
jASG or jSRV parameters of the NET START command. 

NET 820: NETBIOS session limit exceeded 

Explanation: (Menus, Commands) The Network BIOS 
local session table is full. You can't do your request. 

Action: Retry your request at another time. If the 
error continues, restart the network and specify a larger 
jSES parameter value. 

NET 821: Sharing temporarily paused 

Explanation: (Menus, Commands) The Server either 
has not completed startup, or is paused and therefore is 
not accepting network requests. 

If you are the Server and are attempting to continue 
message reception, your Server is paused. 

Action: Retry the request. If you get the message 
again, abort (A) and retry (R) your request later. 

If you are the Server, you must continue sharing or you 
cannot continue message reception. 

NET 822: Print of disk redirection is paused 

Explanation: (Menus, Commands) The printer or disk 
redirector is paused and therefore your request cannot be 
performed. 

Action: Use the NET CONT command to continue 
print or disk redirection, then try again. 

NET 823: Network request not accepted 

Explanation: (Menus, Commands) An error was 
returned by a network computer indicating that this 
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computer does not support the network request specified. 
The PC LAN Program verifies each network request to 
determine if the request is properly formatted. 

Action: Check to see if you're specifying the correct 
remote computer for the command or task you are 
attempting. If not, specify the correct computer. If you 
were specifying the correct computer, check to see if an 
application program is running along with the IBM PC 
LAN Program on the remote computer. The application 
could be returning the incorrect response. 

NET 825: Network data fault 

Explanation: (Commands) You tried to write data to 
a network disk or diskette that is full. 

Action: Type A for abort, and tell the user at the 
Server computer that the disk or diskette is full. 
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Appendix B. Guidelines for 
Application Developers 

If you are developing applications for the PC LAN 
Program, you should use the regular DOS interfaces to 
ensure compatibility. In every case, you should use the 
highest-level interface for any given function to ensure 
portability and upward compatibility of applications. For 
example, you should use the DOS Interrupt 21H Open 
(3DH) and Write to a File or Device (40H) function calls 
instead of Interrupt 17H to print characters on LPTl. See 
Chapter 5, "DOS Interrupts and Function Calls" in the 
DOS Technical Reference for more information about DOS 
interfaces. 

In addition to the DOS guidelines, the PC LAN Program 
has special requirements. These requirements are in the 
following categories: 

• General guidelines for the networking environment 

• Multiuser considerations 

• Coexistence of applications with the PC LAN Program 
(use of resources and conflicts in using certain 
functions) 

• Application setup and initialization 

• Application-to-application communication on the 
network 

• Error recovery and problem determination. 
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General Guidelines for the 
Network Environment 

In general, you should code applications on the PC LAN 
so that they can be run alone or in a networking 
environment. Applications should not be coded with the 
assumption that the application will be the only 
application or program running on the computer. 

Applications should be able to access their data files 
whether the data files are available locally or across the 
network. If network support is coded into the application, 
you should include code to prompt the user for 
network-specific information. 

You should code applications so that, for loading the 
program, the application can reside on either a diskette or 
a device that is shared on the network. 

Use of the APPEND Command 
The APPEND command will direct a search for all files, 
with extensions other than EXE, COM, or BAT, in the 
appended directories only on the following function calls: 

Code 

OFH 
3DH 
23H 

Function Call 

FCB File Open 
Handle File Open 
Get File Size 

Note: If you are using DOS Version 3.30, use the DOS 
version of the APPEND command instead of the PC LAN 
Program version of the APPEND command. To do this, 
make sure that your DOS directory is before your PC 
LAN Program directory in your PATH statement. 
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Use of the Display Controller 
An application should not reprogram the display 
controller directly. An application should establish all 
mode information with BIOS calls (INT lOH). Failure to 
do this can cause the PC LAN Program's network request 
key (Ctrl-Alt-Break) support to improperly restore an 
application screen image. If you must reprogram the 
display controller mode, make sure any changes are 
recorded in the display variables kept by the BIOS at 
segment 0040H. 

Any changes set into this area should be tested with the 
PC LAN Program active to verify that the changes are 
effective. To verify, send a message to the computer with 
the data area changed. View the message with the 
network request keys (Ctrl-Alt-Break) and exit the menus. 
Check for proper restoration of the display. 

Physical Resource Sharing 
Applications 
Physical resource sharing applications use a remote 
device, such as a disk, directory, or printer, through the 
redirector. Some of the messages and operating 
instructions of the application may not be meaningful in a 
network environment. For example, instructions that 
reference a device may not be applicable if the device is a 
remote device. 

The PC LAN Programming interfaces provide information 
about the status of remote and local devices. The 
application can use these interfaces to issue messages that 
are meaningful to the computer, whether the computer is 
using a local device or redirecting to a remote device. For 
example, if an error occurs because data is not available, 
a computer that is using a local drive may receive a 
message telling the user to insert the correct diskette. 
However, this message won't be applicable to a computer 
that is using a remote drive. In the case of a remote 
drive, the computer should receive a message telling the 
user that the diskette that needs to be inserted is not 
available. 
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You may want to use the following interfaces in physical 
resource sharing applications: 

• DOS Extensions 

(See the DOS Technical Reference for more 
information.) 

Get Extended Error Code 
Create Unique File 
Create New File 
Get Machine Name 
IOCTL Is Changeable 

• Redirector Extensions 

(See the Interrupt 2FH function calls or the DOS 
Technical Reference for more information.) 

Get Assign List Entry 
IOCTL Is Redirected Block (Interrupt 21H) 
IOCTL Is Redirected Handle (Interrupt 21H) 
Installation Check (Interrupt 2AH) 
Installation Check (Interrupt 2FH) 

• EXEC Systern Call 

(See Chapter 7, "PC LAN Program Command 
Reference" for more information about the following 
commands.) 

B-4 

NET USE (PC LAN Program Command) 
NET SHARE (PC LAN Program Command) 
MODE (DOS Command) 
PERMIT (DOS Command). 



Multiuser Considerations 

Using File Control Blocks (FCBs) is not recommended 
because FCBs do not support any of the new sharing 
modes or the file locking functions. Most network 
applications should recognize that multiple network users 
of files is a common occurrence and should support this 
environment. To do this, applications must use the DOS 
sharing modes that are only available with the DOS 
Handle (Version 2.0 and later) type calls. 

In addition, you should consider multiuser access to 
shared files. The DOS Open function (3DH) details the 
available sharing modes. The proper mode should be 
used. In general, shared data (such as help text and 
program overlays) should be accessed as read-only with 
deny-write sharing. Files that are changed should be 
opened Read-write with either deny-all or deny-none 
access. The access mode should be determined by the way 
the application updates the file. If the application uses 
Record (Block) locks to control concurrent updates by 
multiple programs, then deny-none is the correct choice. 

Most applications require temporary work files to run. In 
most cases, the temporary files are not multi-user shared 
files. If the application uses a fixed name for these files 
and is run concurrently by several users, problems can 
occur. To fix these problems, all work files shquld be 
created by the DOS Create Unique File function (5AH) to 
ensure that each occurrence of the application will get a 
private copy of the work file. ' 

Many applications check to see if a file exists. If the file 
does not exist, the application creates the file. Creatip,g 
the file can cause problems in a multi-user environment 
because one application checks for the file and finds that 
it does not exist, but before the file can be created, 
another application (or another occurrence of the same 
application) creates the file. In this case, the first 
application will end up destroying the data put into the 
file. To correct t4is problem, the applicatiop should use 
the DOS Create New File function (5BH).This function 
does the check for existence and the file creation in one 
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uninterrupted sequence. Create New File also returns an 
indicator if the file already exists. 

Multistation Data Processing 
Applications 

Applications that perform data processing usually perform 
data I/O on a complete data file (batch processing) or on 
records of a data file (interactive processing). In 
multistation data processing, several network computers 
may be performing data I/O on the same data file. The 
application must ensure data integrity by using file or 
record locking control. 

The following PC LAN Programming interfaces and the 
DOS extensions for sharing can be used to provide file 
and record locking control: 

• DOS Extensions 

(See the DOS Technical Reference for more 
information. ) 

Get Extended Error Code 
Create Temp 
Create New File 
IOCTL Is Changeable 

• Sharing Extensions 

(See the Interrupt 21H function calls in the DOS 
Technical Reference for more information) 
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Open File Handle 
Lock Block 
Unlock Block 
IOCTL Set Retry. 
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Coexistence of Applications With 
the PC LAN Program 

Applications should be coded to determine the presence of 
the PC LAN Program (see Appendix C, "Programming 

I Interfaces" on page C-l for more information). The 
restrictions listed below must be observed to ensure 
successful coexistence of applications with the PC LAN 
software. 

Any applications coded to use the NETBIOS interface 
(either by the EXECNCB Interrupt 2AH or by Interrupt 
5CH) must not use all of the available functions. In 
particular, the Reset (32H) and Receive Any to Any Name 
(16H or 96H to an NCB_NUM of OFFH) should not be 
used. Also, applications should not use NETBIOS names 
added by the PC LAN Program. Use of the name and 
name number returned by the DOS Get Machine Name 
(5EOOH) function is allowed. Applications should not 
create a NETBIOS name with the 16th character position 
set to the values OOH -lFH. These values are reserved for 
names added by the PC LAN Program. It is recommended 
that the 16th character position be a blank (20H) to 
ensure that name duplication with the network program 
can be detected. 

Any application that issues NETBIOS requests must 
ensure that the required network resources exist. Failure 
to ensure that the resources exist can result in 
unpredictable errors in both the PC LAN Program and the 
network application. Use the Get Network Resource 
Information function call (0500H INT 2AH described in 
Appendix C) to determine what resources are available. If 
the values found are not sufficient, your application 
should instruct the user to restart the PC LAN Program 
and specify larger values for the jSES and jCMD 
parameters. 

Applications should not monitor NETBIOS requests issued 
by the PC LAN Program and under no circumstances 
should the requests be altered in any way. Use of the 
Receive Broadcast Datagram (23H or A3H) is not allowed. 
The Non-Unique Name feature of the NETBIOS should be 
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used instead to implement any needed broadcast function. 
Failure to follow these restrictions will probably result in 
PC LAN or application program failures that will require 
the user to reset (Ctrl-Alt-Del) the computer. 

Any application that replaces interrupt vectors must take 
special care when the PC LAN Program is loaded. In 
particular, no interrupt should be replaced or set to some 
predefined value. In all cases, the old vector contents 
must be saved and control transferred to the saved address 
before leaving the interrupt service routine. This is true 
for hardware as well as software interrupts. 

The PC LAN Program makes strong use of the hardware 
timer (vector 08) and keyboard (vector 09) interrupts. 
This means that these interrupts must be passed to the PC 
LAN Program for it to work correctly. Also, the PC LAN 
Program assumes that each Interrupt 08 (timer) represents 
the passage of 1/18.2 second of time. If this is not true, 
unpredictable problems may occur. If an application 
intercept~ a DOS INT 21H call, the application must 
execute all possible functions or pass control to DOS to do 
them. If control is passed to DOS, then interrupts should 
not be enabled before control is passed. Failure to do this 
will cause the PC LAN Program to fail. 

Applications running on a Server configuration must not 
do direct disk or diskette accesses except under certain 
circumstances. If the applications do direct accesses to a 
disk or diskette, then nlultiple concurrent updates to the 
media can occur. If updates do occur, the File Allocation 
Table (FAT), the Directory, or the contents of a file will 
be destroyed. This can result in a disk or diskette in 
which all the information recorded on the disk is lost. 
The only time that direct access is allowed is when the 
application can determine that the drive is not currently 
shared (NET SHARE command) or if the Server 
component is paused (NET PAUSE command). See 
"0300H (INT 2AH) Check Direct I/O " on page C-9 for 
more information. 

Any application that does I/O over the network cannot 
use FCBs in the following ways: 

• Construct its own open FCB 
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• Save an FCB in a file and use it later in a different 
run 

• Change the FCB reserved areas 

• Close the FCB and then continue to use it as if it were 
still open 

If an application wants to ensure that data is written to 
the disk, the application must either close and reopen the 
FCB or issue a Disk Reset (DOS function ODH) to commit 
the data. These methods are slower than those listed 
above, but are the only methods supported on the 
network. 

When the PC LAN Program is running, activity occurs in 
the background. This means that the computer is 
executing more than just the user program. As a result, 
the user program does not have control of the entire 
computer so that the user program may have inconsistent 
keyboard response. Often, a noticeable delay occurs from 
the time that a key is pressed to the time that the user 
program receives the keyboard input and processes it. 
You should plan for this to occur when you design a user 
interface. Also, highly interactive programs, such as 
arcade-like games, will not function acceptably when the 
PC LAN Program is running on the computer. 
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Setting Up and Initializing 
Applications 

On a network, applications should not require the user to 
do a power-on or Ctrl-Alt-Del key sequence to start the ( 
application. DOS and the PC LAN Program should be the \ 
only programs started in this manner. Applica tions 
should use batch files or a prompted initialization within 
the application to set up the network environment that 
they want to run in. The environment should be undone 
when the application terminates. 

Application -to-Application 
Communication 

Within the restrictions stated above, applications can use 
the NETBIOS interface to do application-to-application 
communication. Applications that intend for messages to 
be sent to them using the functions provided by the PC 
LAN Program (NET SEND and the Messenger) and wish 
to handle those messages within the application program 
should use the user post interface (see 
Appendix C, "Programming Interfaces" for more 
information). 

When the PC LAN Programs are loaded, you should use 
the DOS redirection capability (NET USE and NET 
SHARE commands) if at all possible. If this capability is 
not sufficient, application programs may use the network 
functions provided by NETBIOS (with the restrictions 
mentioned above) to perform network functions. To 
provide for enhanced function, the PC LAN Program has 
the Interrupt 2AH (Execute NCB or EXECNCB) interface 
to NETBIOS. See Appendix C, "Programming Interfaces" 
for more information about the Interrupt 2AH interface. 

For future compatibility, you should code applications to 
use the Interrupt 2AH interface to NETBIOS. Using the 
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interface requires that the application determine if INT 
2AH is installed (meaning that the PC LAN Program is 
started) and the application should fail to run if INT 2AH 
is not installed. 

The PC LAN Program provides a message presentation 
user interface. For the receiver configuration, the 
interface presents a "beep" followed by the display of the 
message on the user's screen. If the user is in a 
full-screen application, the message overlays the 
information on the application screen. The interface for 
the Messenger and Server configurations is a "beep," save 
the user's display image, paint a box, and wait for a signal 
to display the message. The PC LAN Program provides an 
interface where an application program can intercept 
incoming messages before they are presented to the user. 
This allows the application to provide better notification 
of message reception (such as an indication in a status 
line). It also allows for better presentation of the 
message. For example, in a windowing system, the 
application could have a special window to show messages 
so that the window would not interfere with any other 
user activities. See Appendix C, "Programming 
Interfaces" for more information about using this 
interface. 

Transaction Processing Applications 
Applications that perform transaction processing require 
that messages be interchanged between two applications 
and also have defined data formats and data protocol. 
Transaction processing applications normally are 
executed at two computers by establishing sessions on 
each computer and then sending and receiving 
transactions in agreed-upon formats. 
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Transaction processing applications can use the following 
NETBIOS functions (Interrupt 2A) to interface with the 
PC LAN: 

• Cancel Network Request 

• Get Network Adapter Status 

• Add Name 

• Delete Name 

• Call 

• Listen 

• Hangup 

• Send 

• Chained Send 

• Receive 

• Receive Any 

• Get Session Status 

• Send Datagram 

• Receive Datagram. 

See the PC Network Technical Reference for more 
information about NETBIOS functions. 
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Error Recovery and Problem 
Determination 

Extended error support is available for DOS functions 
that are redirected across the network. Applications that 
use networking should be coded to check for 
network-specific types of errors that may require special 
action on the part of the application or the user. For 
example, a network request can fail as a result of a 
timeout. The user or the application may want to retry 
the operation that failed again. DOS Extended Error 
support provides explicit error codes for each error as well 
as an error class, action, and locus information. This 
information should be used in application error recovery 
procedures. See the DOS Technical Reference for more 
information. 

Any application that issues NETBIOS requests must 
ensure that these requests have ended when the 
application terminates. Because DOS will only terminate 
an application at a DOS call, this is not a problem if all 
NETBIOS requests are "wait" mode. If some requests are 
"nowait" mode, the requests may still be outstanding at a 
DOS call. If DOS terminates the application, the request 
is not terminated. This means that the request is still 
running for a program that no longer is in memory, 
resulting in unpredictable (and often fatal) behavior. To 
prevent this problem, the application must set up traps for 
Ctrl-Break, Ctrl-C, and DOS critical errors so that the 
application can gain control and issue NETBIOS Cancels 
for each outstanding request NCB. See the DOS 
Technical Reference for more information about setting 
traps. 
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Transferring Data to the Video Buffer 

Some applications write information from the video buffer 
to a network file or read information from a network file 
to the video buffer. If the size of the data transfer is 
larger than the size of the network /NBS buffer, users may 
see unpredictable results. 

If you are writing an application, do not transfer data to 
and from the video buffer and a network file. Instead, 
transfer data from the screen buffer to a local buffer and 
then to the network file. 

If you choose to transfer data to and from the video buffer 
and a network file, network users must increase the value 
of the /NBS parameter of the NET START command. The 
/NBS buffer should be as large as the screen buffer. 
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Appendix C. Programming 
Interfaces 

Introduction 

The PC LAN Program with DOS provides function calls 
that allow an application to redirect devices, display 
received messages and critical errors, and perform other 
network-related functions. This appendix describes the 
PC LAN Program function calls. For a complete list of 
DOS function calls, see Chapter 5, "DOS Interrupts and 
Function Calls," in the DOS Technical Reference. 

Function Call Overview 

The following DOS Interrupt 21H function calls can be 
useful in a network environment. 

Function Call Description 
Get Extended Returns an extended 
Error error code 

Create Temp Creates a temporary 
file with a unique 
name 

Create New Creates a new file 

IOCTL Retry Changes sharing retry 
count 
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Function Call . Description 
IOCTL Is Determines if a 
Redirected Block logical device is 

associa ted with a 
network directory 

IOCTL Is Determines if a 
Redirected handle is local or 
Handle remote 

Open Opens a file with 
multiuser sharing 
rules enforced 

Lock Prevents access to the 
specified byte range in 
the file 

Unlock Releases a lock to a 
region of a file 

Get Machine Returns the name of 
Name the local computer 

Redirect Device Redirects a device 
over the network 

Cancel Cancels a previous 
Redirection redirection 

Get Redirection Return nonlocal 
List network assignments 

Set Printer Setup Specifies an initial 
string for printer files 

Get Printer Setup Gets an initial string 
for printer files 
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The following network-specific function calls are 
described in this appendix. 

Function Call Description 

2A Installation Checks to see if the 
Check 2A interface is 

installed 

2A Check Checks to see if an 
Direct I/O absolute disk access is 

allowed to the device 

2A Execute Executes a NETBIOS 
NETBIOS function call 

2A Get Network Returns the network 
Resource resource information 
Information available to an 

application 

2F APPEND Checks to see if the 
Installation APPEND command is 
Check installed 

2F PC LAN Checks to see if the 
Program network program is 
Installation installed 
Check 

2F Get Current Returns the address 
Post Address that is posted on 

network events 

2F Set New Post Sets the address to 
Address post on network 

events 
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EXEC 
System Call 

Purpose 

The DOS EXEC function call is used to load and 
execute a program. 

Remarks 

C-4 

A program may execute any PC LAN command 
(except NET START) by using the DOS EXEC 
call. To successfully execute the network 
command, the program must make sure that 
sufficient storage is available. The program 
should release memory to make room for the 
EXEC call. 

The DOS Get Return Code function can be used 
to determine if the network command worked 
successfully. The return code is zero if no error 
occurred or greater than zero if an error 
occurred. A PC LAN command ends in error if a 
message starting with NET xxx is displayed. 

For more information about the EXEC function 
call, see function 4BH, Load and Execute a 
Program EXEC, of the Interrupt 21H Function 
Calls in Chapter 5, "DOS Interrupts and 
Function Calls" in the DOS Technical Reference. 



OOH (I NT 2AH) 
Installation Check 

Purpose 

Checks to see if the interrupt 2AH interface is 
installed 

On Register Contents 
Entry 

AH 0 

On Register Contents 
Return 

AH Installed Flag 

Zero , Not installed 
Non-Zero , Installed 

Remarks 

A program can tell if the interrupt 2AH interface 
is loaded by calling Interrupt 2AH Installation 
Check. 
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06H (INT 2AH) 
Network Print Stream Control 

Purpose 

Controls the truncation and concatenation of 
print streams for network printers. 

On Register Contents 
Entry 

AH 06 

AL 01 ; Set print output into 
, concatenation mode 

02 ; Set print output into 
, truncation mode 

103 ; Truncate print stream 

IOn 
Return 

AX DOS error code if carry set. 
None if carry flag not set. 

Remarks 
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DOS defines separate print streams for each of up 
to three redirected printers. These printers are 
LPT1 (or PRN), LPT2, and LPT3. These print 
streams are delimited by the following events: 
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06H (I NT 2AH) 
Network Print Stream Control 

• End of program 

• Open and! or close of the files LPTl, LPT2, or 
LPT3 

• Making a transition from printing with the 
IBM PC BIOS function INT 17H and printing 
with DOS (in both directions) 

• Printing with INT 17H from different DOS 
processes (a process is created by the DOS 
EXEC function). 

DOS is normally in Truncation mode, which 
means the stream delimiters listed above take 
effect. Concatenation mode (AL = 01) causes DOS 
to ignore the stream delimiters listed above. In 
this mode, the streams are delimited only when a 
DOS command returns to asking for user input. 
This is either when a single DOS command ends 
or when a DOS Batch (.BAT) ends. This allows 
output from several commands to be kept 
together if the commands are in a Batch file. Set 
Concatenation mode changes the stream state for 
all redirected printers. It has no affect on 
nonredirected printers. 

Set Truncation mode (AL= 02) returns DOS to 
Truncation mode. It is used to cancel the Set 
Concatenation mode function. This call does not 
truncate streams, the next stream delimiter will 
cause the truncation. Truncation mode is 
automatically set at the end of all DOS batch 
files and at the end of any command not in a 
batch file. Set Truncation mode changes the 
stream state for all redirected printers. It has no 
affect on nonredirected printers. 
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06H (INT 2AH) 
Network Print Stream Control 
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Not all programs print output in such a way that 
DOS can determine when a print stream ends. 
Printing using INT 17H is the most common 
occurance of this situation. Truncate Print 
Stream (AL = 03) allows a program to indicate 
that the data currently printed is a complete 
stream and it should be ended and printed. This 
function serves the same purpose as the 
Ctrlj AltjPrtSc key that is available to users to 
end print streams. Truncate Print Stream 
truncates the streams for all redirected printers. 
It has no affect on nonredirected printers. The 
PC LAN Program must be started for this 
function call to work. 

( 



0300H (I NT 2AH) 
Check Direct I/O 

Purpose 

Checks to see if an absolute disk access is 
allowed to the device. 

On Register Contents 
Entry 

AX 0300H 

DS:SI Pointer to ASCIIZ disk device 
name 

On Register Contents 
Return 

Carry Set if absolute access is denied 
flag Clear if access is allowed 

Remarks 

The Check Direct I/O function call provides a 
check to see if a direct disk access is allowed to 
the specified device. Direct disk access is the use 
of DOS interrupts 25H and 26H or BIOS 
interrupt I3H. Use Check Direct I/O in programs 
that perform direct disk access. If the device is 
redirected (see function call 5F02H, "Get Assign 
List," in the DOS Technical Reference), or this 
function returns with carry set, then the program 
should not perform direct disk I/O. 

Use Check Direct I/O to eliminate disk data 
integrity problems that can result from multiple 
concurrent processes updating the DOS disk data 
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0300H (INT 2AH) 
Check Direct I/O 

C-IO 

structures. See Chapter 5, "DOS Disk 
Allocation" in the DOS Technical Reference for 
more information. 

Possible causes for not allowing direct access to 
a device are the following: 

• Messages are logged to a file on the device. 
• The print queue for the PC LAN Program is 

on the device. 
• The device or a subdirectory on the device is 

shared. 

Direct access to devices is allowed when none of 
the above conditions occur or when message 
reception, printing, and sharing are paused. For 
more information, see "NET PAUSE Command" 
on page 7-43. 

The device pointed to by DS:SI must include the 
colon (:). The path may be a full path or only the 
drive specifier. 

Interrupt 2AH (Installation Check) should be 
done before the Check Direct I/O function call. 
If Interrupt 2A is not installed (AH = 0), then 
absolute disk I/O is allowed. Programs should 
not use the Check Direct I/O function call 
frequently since it may take some time to run. If 
constant checks are needed, save the results of 
the first check, and check the saved result. 

Note: The PC LAN Program must be loaded for 
the function call to execute properly. 



0400H (INT 2AH) 
Execute NETBIOS (Error Retry) 

Purpose 

Executes the specified NETBIOS function call 
with error retry support provided. 

On Register Con ten ts 
Entry 

AX 0400H 

ES:BX Pointer to the Network Control 
Block (NCB) 

On Register Contents 
Return 

AH=O, No error 
AL=O 

AH=l, NCB error occurred. AL 
AL=X contains the error code, X. 

Remarks 

Execute NETBIOS is reserved for use to support 
additional functions by capturing the intended 
function call and providing compatibility with 
extended functions. To ensure hardware 
independence, use the interrupt 2AH function. 
Do not use the interrupt 5CH function provided 
by the network adapter. 

This function call provides error retry support 
for the following NETBIOS errors: 
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09H - No Resource Available 
12H - Session Open Rej ected 
21H - Interface Busy 

The IBM PC LAN Program retries the NETBIOS 
command that caused the error a number of 
times. To provide their own error recovery 
support, applications should invoke the Execute 
NETBIOS (0401H) function call. 

On entry, the ES:BX register pair points to a 
network control block (NCB). See the IBM PC 
Network Technical Reference book for a detailed 
description of the NCB. 

See Appendix B, "Guidelines for Application 
Developers" for more information about 
recommended programming interfaces for the PC 
LAN Program. 

Note: The IBM PC LAN Program must be 
loaded for the function call to execute properly. 

( 



0401H (INT 2AH) 
Execute NETBIOS (No Error 
Retry) 

Purpose 

Executes the specified NETBIOS function call 
with no error retry support provided. 

On Register Contents 
Entry 

AX 0401H 

ES:BX Pointer to the Network Control 
Block (NCB) 

On Register Contents 
Return 

AH=O, No error 
AL=O 

AH=l, NCB error occurred. AL 
AL=X contains the error code, X. 

Remarks 

Execute NETBIOS is reserved for supporting 
additional functions by capturing the intended 
function call and providing compatibility with 
extended functions. To ensure hardware 
independence, use the interrupt 2AH function 
call. Do not use the interrupt 5CH function 
provided by the network adapter. 

This function call does not provide error retry 
support. (Execute NETBIOS function call 0400H 
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provides error retry support.) Applications 
should provide their own error recovery if 
needed. 

On entry, the ES:BX register pair points to a 
network control block (NCB). See the IBM PC 
Network Technical Reference book for a detailed 
description of the NCB. 

See Appendix B, "Guidelines for Application 
Developers" for more information about 
recommended programming interfaces for the 
IBM PC LAN Program. 

Note: The IBM PC LAN Program must be 
loaded for the function call to execute properly. 



0500H (INT 2AH) 
Get Network Resource 
Information 

Purpose 

Returns the number of local network names, 
network commands, and network sessions 
available to an application after the IBM PC 
LAN Program has started. 

On Register Contents 
Entry 

AX 0500H 

On Register Contents 
Return 

AX Reserved 

BX Number of network names 
available 

CX Number of network commands 
available 

DX Number of network sessions 
available 

Remarks 

The get network resource information allows an 
application to determine how many local 
network resources are available for use after the 
IBM PC LAN Program starts. The application 
should invoke the function call before using any 
network commands. The application should 
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maintain its own network resource count so that 
it does not exceed the values returned from get 
network resource count. Failure to comply with 
this requirement may cause unpredictable results 
from both the IBM PC LAN Program and the 
network application. 

If the application requires more resources than 
are available, the user should increase the jSES 
and jCMD parameters or decrease the jUSN 
parameter when starting the IBM PC LAN 
Program. See "NET START Command" on 
page 7-75 for more information about the 
parameters. 



B700H (INT 2FH) 
APPEND Installation Check 

Purpose 

Checks to see if the APPEND command is 
installed. 

On Register Contents 
Entry 

AX B700H 

On Register Con ten ts 
Return 
AL Network installed flag: 

Zero ;APPEND not 
installed 
Non-Zero ;APPEND is 
installed 

Assembler Usage 

MOV AX,B700H ;AX - function code 
INT 2FH ;Call function 
CMP AL,O ;Is APPEND installed? 
JE NOT_INSTALLED ;No, APPEND is not 

; installed 
APPEND_INSTALLED: 
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APPEND Version Check 

Purpose 

Returns the version level of APPEND 

On Register Contents 
Entry 

AX B702H 

Major version number 

Remarks 

C-18 

An APPEND installation check (AX = B700H) 
should be performed first to determine if 
APPEND has been installed. 



B800H (I NT 2FH) 
PC LAN Program Installation 
Check 

Purpose 

Checks to see if the PC LAN Program is 
installed. If the program is installed, Installation 
Check returns the installed network components. 

On Register Contents 
Entry 

AX B800H 

On Register Contents 
Return 

AL Network installed flag: 

Zero , Network not installed 
Non-Zero , Network is installed 

BX Installed component flag (bit flags): 

xxxxxxxx xxxxlxxx Redirector 
xxxxxxxx lxxxxxxx Receiver 
xxxxxxxx xxxxxlxx Messenger 
xxxxxxxx xlxxxxxx Server 

Note: The x represents an undefined value. 
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Check 

Assembler Usage 

MOV 
INT 
CMP 
JE 

TEST 
JNZ 

TEST 

JNZ 

TEST 

JNZ 

AX,B800H 
2FH 
AL,O 
NOT_INSTALLED 

BX,SERVER_FLAG 
SERVER_STARTED 

BX,MESSENGER_FLAG 

MESSENGER_STARTED 

8X, RECEIVER_FU\G 

RECEIVER_STARTED 

;AX - function code 
;Call function 
;Is network installed? 
;No, network not 
; installed 
;Is Server installed? 
;Yes, Server is 
; installed 
;Is Messenger 
; installed? 
;Yes, Messenger is 
; installed 
;1s Receiver 
; installed? 
;Yes, Receiver is 
; installed 

TEST BX,REDIRECTOR_FLAG ;Is Redirector 
; installed? 

JNZ REDIRECTOR_STARTED ;Yes, Redirector is 
; installed 

Remarks 

Use interrupt 2F (Installation Check) to determine if the 
PC LAN Program is installed. If the program is installed, 
Installation Check returns the components of the program 
that are installed. To determine which configuration the 
users specified when they started the network, perform the 
component checks in the order specified in the preceding 
assembler code. This order is required because a given 
configuration may install more than one component. 
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Get Current Post Address 

Purpose 

Determines the address that will be posted on the 
next network event (used for server, messenger, 
or receiver configurations) 

On Register Contents 
Entry 

AX B803H 

On Register Contents 
Return 

ES:BX Current post address 

Remarks, 

Use the Get Current Post Address, in 
conjunction with the Set Current Post Address, 
to hook into the network event post routine. 
Once you've determined the current post address, 
save the address and set the new post address to 
your event handler. 

Note: The PC LAN Program must be loaded for 
the function call to execute properly. 

C-21 



B804H (I NT 2FH) 
Set New Post Address 

Purpose 

Sets the address to post on next network event 
(used for server, messenger, or receiver 
configurations). 

On Register Contents 
Entry 

AX B804H 

ES:BX New post address 

Remarks 

Set New Post Address, in conjunction with Get 
Current Post Address, allows a user to hook into 
the network event post routine. Once the user 
determines the current post address, the user 
should save the address and set the new post 
address to his event handler. 

Note: The PC LAN Program must be loaded for 
the function call to execute properly. 

Network Event Handling 

C-22 

Once the user program sets the post address, the 
post address gets control on any network event. 
The program should determine if it wants to 
process the network event. If the program does 
not want to process the event, the program 
should transfer to the address of the routine 
returned by Get Current Post Address. 
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Values of AH and AL different from those shown 
in the following chart are possible. Ignore any 
different values in AH and AL, and pass control 
to the saved post routine. All post routines 
receive control with interrupts disabled. Use an 
IRET instruction to exit from the post routine. 

Two network events are defined: 

• The message-received event 

• The critical-network-error event 

Message Received Event 

The message-received event allows the user to 
intercept message blocks before the PC LAN 
Program has a chance to process them. 
Intercepting the message allows you to tailor 
message reception to fit the specific needs of 
your application. 

The PC LAN Program can receive the following 
types of messages: 

• Single block messages 

• Multiple block messages 

Single block messages can be sent in a single 
network transmission. The message block 
contains the name of the computer that sent the 
message, the name of the message receiver, and 
the entire message text. 

Multiple block messages require more than one 
network transmission. The first message block 
(start-multiple-block) identifies the start of the 
message. The following blocks 
(multiple-block-text) contain the message. The 
last block (end-multiple-block) signifies the end 
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of the message. All message blocks associated 
with the same message are tagged with the same 
group identifier value. 

hp2.Inputs to the Message Received Event 
Handler 

Single Block Message 

On Register Contents 
Entry 

AH OOH 

AL OOH 

DS:SI Pointer to ASCIIZ originator 
name 

DS:DI Pointer to ASCIIZ destination 

ES:BX POInter to text header 

Start Muitipie Block Message 

I 
On I Register Contents 
Entry 

AH OOH 

AL OIH 

DS:SI Pointer to ASCIIZ originator 
name 

DS:DI Pointer to ASCIIZ destination 
name 

CX Block group identifier 
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Multiple Block Text 

On Register Contents 
Entry 

AH OOH 
AL 02H 
ex Block group identifier 

ES:BX Pointer to text header 

End Multiple Block Message 

On Register Contents 
Entry 
AH OOH 

AL 03H 
ex Block group identifier 

Message Aborted Due to Error 

On Register Contents 
Entry 
AH OOH 
AL 04H 
ex Block group identifier 

Text header format: 

OW 
DB 

LENGTH 
LENGTH DUP(?) 

Length of text 
Text of message 
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The text of the message is in ASCII except the value 
14H (the line terminator code) replaces the carriage 
return/line feed sequence of ODH,OAH. Values below 
20H are reserved. The maximum length of a message is 
512 bytes. 

hp2.0utputs from the Message Received Event Handler 

AX Response Code 

o ; User post routine 
; processed the message 

-1 ; PC LAN Program 
; will process the message 

1 ; PC LAN Program 
; will process the message, 
; but message window 
; is not displayed 

IMPORTANT: For multiple block messages, the 
application must respond with the same AX value for 
all message blocks in a single message group. 
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Critical Network Error Event 

The Server Has Received a Badly 
Formatted Network Request 

On Register Contents 
Entry 

AH OIH 

AL OIH 

On Register Contents 
Return 

AX Response code 

-1 ; PC LAN Program 
; will process the error 

C-27 



B804H (INT 2FH) 
Set New Post Address 

C-28 

Unexpected Network Error 

On Register Contents 
Entry 

AH 01H 

AL 02H 

ES:BX Pointer to NCB in error 

On Register Contents 
Return 

AX Response code 

o ; User post routine has 
; handled the error and 
; corrected the problem 

-1 ; PC LAN Program 
; will process the error 

1 ; Reissue the NCB 

For more information about the NCB (Network Control 
Block), see the IBM PC Network Technical Reference. 
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Server Received DOS INT 24H Error 

On Register Con ten ts 
Entry 

AH OIH 

AL 03H 

Other Registers as described in 
Registers DOS, except the contents of 

the AH register, will be in 
the BH register. The stack 
cannot be assumed to be the 
stack described in DOS. 

On Register Contents 
Return 

AX Response code 

0 ; Retry request 
-1 ; PC LAN Program 

; will process the error 

For more information about DOS INT 24H critical 
errors, see the IBM DOS Technical Reference. 
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The following restrictions apply to network event 
handlers: 

• Keyboard Input 

Keyboard input can be confusing to the user, due to 
task switching. Keyboard input can randomly be 
sent to either the user's application or the network 
event handler, due to task switching on timer ticks 
wIth a user application in the foreground. Caution 
must be used with the following DOS INT 21H 
function calls: 

Function Description 
Code 
OIH Keyboard input 

06H Direct console I/O (for input) 

07H Direct console input 

OAH Buffered keyboard input 

OBH Check input status 

OCH Clear and invoke function 

When the PC LAN Program starts, it closes file 
handles 0000-0004 (all standard in/out files). As a 
result all function calls 01H-12H will not work 
unless these handles are restored. If your event 
handler must do device (including CON device) 
input or output, open the device using DOS call 
4DH and use the returned DOS handle to do the 
input and output. The device should also be closed 
before the event handler exits. 
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• Changing System State 

Network event handlers should not change the 
state of the system for the user, due to task 
switching on timer ticks with a user application in 
the foreground. Items such as current drive and 
directory should be maintained. Caution must be 
used with the following DOS INT 21H function 
calls: 

Function Description 
Code 

OEH Select disk 

25H Set interrupt vector 

2BH Set date 

2DH Set time 

2EH Reset verify switch 

33H Reset Ctrl/Break setting 

38H Set country information 

3BH Change current directory 
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• FeB, Using 

Network event handlers should not use FCBs, due 
to the FCB dependence on a current directory for ( 
the specified drive and the fact that the foreground 1\ 
application owns the current directory FCB's. 
Caution must be used with the following DOS INT 
21H function calls: 

Function Description 
Code 

OFH Open FCB 

IOH Close FCB 

IIH Search first FCB 

12H Search next FCB 

13H Delete FCB 

14H Sequential read FCB 

15H Sequential write FCB 

16H Create FCB 

17H Rename FCB 

2lH Random read FCB 

22H Random write FCB 

23H File size FCB 

24H Set relative record FCB 

27H Random block read FCB 

28H Random block write FeB 
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Network event handlers should not attempt to 
allocate or free memory. Normally, when an 
application program is running all available 
memory is allocated to the application. An attempt 
to allocate or free memory usually damages the 
foreground application. Caution must be used with 
the following DOS INT 21H function calls: 

Function Description 
Code 

48H Allocate memory 

49H Free memory 

4AH Modify memory 

4BH EXEC program 

• Network event handlers must not invoke the 
following DOS INT 21H function calls: 

Function Description 
Code 

OOH Program terminate 

31H Terminate and remain resident 

4CH Terminate process 

4DH Get return code (unless after 
an EXEC) 
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• Network event handlers should not use the 
following DOS interrupts: 

Interrupt Description 

INT 20H Terminate program 

INT 27H Terminate and stay resident 

• DOS INT 24H should not be replaced, but all DOS 
calls need to have any resulting critical errors 
processed. Use the DOS INT 24H error post (AX = 
Ol03H) to detect critical errors. 



B809H (INT 2FH) 
Network Version Check 

Purpose 

Returns the version level of NET 

On Register Contents 
Entry 

AX B809H 

On Register Contents 
Return 

AH Minor version number 

AL Major version number 

Remarks 

A network installation check (AX = B800H), should be 
performed first to determine if the network has been 
installed. 

The N etwork Version Check returns the hexadecimal 
equivalent of the PC LAN Program version. For 
example, version 1.20 is returned as: 

AH = 01 H 
AL = 14 H 
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steps for 4-27 
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APPS directory, contents 
of 10-44 
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example of 10-13 
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file 2-10, 2-15, 2-20, 2-29 
4-18 ' 

AUTOEXEC.BAT file 
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AUTOUSER.BAT 
file 4-18 
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of 10-47 

BATCH directory (Server 
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of 10-48 

batch files, creating 10-58 
beeps, computer 4-11 
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7-56 

broadcast message, 
definition of 1-26 
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CANCEL 10-30 
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CANCELLED 10-29 
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change defaults for 
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queue 5-27 
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queue 5-28 
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close a file 5-42, 7-24 
co-existence of 
applications with the PC 
LAN Program B-7 
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server 
configuration 6-13 
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displaying current users, 
command for 7 -24 

displaying errors, 
command for 7 -20 

DOS 
*(numeric keypad) key, 
using the 4-25, 6-20 

X-6 

commands not to 
use 1-31 

commands used with 
the network 1-31 

functions and the 
network 1-30 

PrtSc key, using 
the 1-30 

using DOS with the 
network 1-12 

U sing The *(numeric 
keypad) Key 4-25, 
6-20 

U sing The PrtSc 
Key 1-30 

DOS and the PC LAN 
Program 1-4 

DOS buffers 9-6 
DOS names, definition 
of 1-12 

DOS names, pictures 
of 1-12 

double-sided drives 
installing the Network 
Program 2-11 

drive specifier 9-13 
drives' 

3-1/2" 2-16 
drives, indicating number 
of 9-13 

editing 
editing keys on 
menus 3-16 

enter key 3-13 
entering a command 3-15 
error list 5-42 
error messages A-I, A-9 
error, beeps 4-11 
errors 



errors in print queue, 
correcting 10-29 

errors on shared 
prin ters 10-32 

errors, critical 10-35 
Esc key 3-14 
external commands 7-3 

fast file access 8-10 
FASTOPEN 

command 8-10 
for performance 12-13 

fields on menus 3-10 
file control blocks, 
command for 
specifying 9-8 

file sharing 9-9 
file, check status of 7-24 
file, current users 7-24 
file, sharing a single 10-8 
files 
files, tracking number of 
opened 9-11 

fixed disk 
format, command 7-4 
forward messages to 
another computer 1-38 

forwarding messages to 
another computer, 
command for 7-28 

function calls 
function keys 
F1 key 3-12 

getting program ready to 
use 2-5 

getting started 2-1 

hardware factors 12-4 
help 
help key 3-12 
high-capacity drives 

installing the Network 
Program 2-6 

HOLD 10-30 
horizontal spacing, 
conlmand for 
setting 8-13 

IBM Network adapter 2-4 
Identifying a computer to 
the network 1-14 

indicating number of DOS 
buffers 9-6 

information 
messages A-1, A-2 

install new 
applications 5-40 

Installation Aid 
APPS directory 10-44 
BATCH directory 
(remote 
computers) 10-47 

BATCH directory 
(Server 
computer) 10-48 

copying 2-22 
creating profiles 13-3 

X-7 



help for 2-25, 2-34 
installing applications 
with 10-51 

installing without the 
Installation Aid 10-56 

NETWORK 
directory 10-44 

organiza tion 
created 10-40 

profile examples 13-32 
profile rules 13-4 
profile variables 13-5 
PROFILES directory 
(remote 
computers) 10-48 

root directory 10-43 
starting, instructions 
for 2-24 

USERS directory 10-46 
USERS MDL 
directory 10-46 

uses of 2-21 
using for fixed disk 
installation 2-21 

installing 
fn .... rln"hlcLl:"'~rlarl 
.LV..l. \.A.VYJJ.L\....--O..L\A.\...f\A.. 

drives 2-11 
for high capacity 
drives 2-6 

for 3-1/2" drive 2-16 
for 5-1/4" drives 2-11 
general 
information 2-5 

installing 
applications 2-30 

installing PC LAN 
Program 

diskette drives 2-5 
for a fixed disk 2-21 
for high capacity 
drives 2-6 

for 3-1/2" drive 2-16 
for 5-1/4" drive 2-11 

interrupt an 
application 1-38 

X-B 

Interrupt 2AH 
Interrupt 2FH 
Interrupt 21H 
interrupting an 
application 1-24, 5-40 

key, *(numeric 
keypad) 4-25, 6-20 

key, Ctrl-Alt-*(numeric 
keypad) 4-25, 6-20 

key, Ctrl-Alt-Break 4-7, 
4-26 

key, Ctrl-PrtSc 1-30 
key, PrtSc 1-30 
key, Shift-PrtSc 1-30 
keys 
keys used with 
menus 3-12 

Local Area Network 
adapter 2-4 

locks for a file 7 -24 
log file 
log file for messages 5-11, 
11-17 

log messages to a 
file 1-40, 5-11, 11-17 

log messages to a 
printer 5-11 

log messages to the 
display 5-11 

log messages, definition 
of 1-27 

logging messages 
look at messages by using 
network request keys 5-8 



look at messages without 
using network request 
keys 5-10 

maintaining the Server's 
disk 10-34 

managing the Server, 
tasks for 10-5 

memory 
memory requirements 

messenger 6-8 
number of DOS 
buffers 9-6 

receiver 6-9 
server 
configura tion 6-6 

memory, directory location 
in 8-10 

menus 
change background 
color 3-16 

Ctrl-Home key 3-15 
disk or directory 
tasks 4-13 

editing keys 3-16 
enter key 3-13 
entering a 
command 3-15 

Esc key 3-14 
examples 3-7 
fields 3-10 
help (Fl) key 3-12 
keys used 3-12 
main menu 4-10 
Main Menu-Task 
selection 3-6 

message line 3-10 
message tasks 4-14 
overview of 4-3 
parts of 3-9 
printer tasks 4-13 

starting the 
network 4-5 

status line 3-11 
tab key 3-13 

message 7-9 
message buffer (lMBI) 
parameter 7-81 

message line or 
menus 3-10 

Message Manager for 
Top View, how to 
use 11-3 

Message Manager tasks 
cancel message 
manager setup 11-22 

continue receiving 
messages 11-20 

display names for 
receIvIng 
messages 11-19 

pause receiving 
messages 11-20 

receive messages for 
others 11-18 

save message manager 
setup 11-21 

save messages in a 
file 11-17 

specify a log file 11-17 
stop forwarding 
messages 11-19 

stop receiving messages 
for others 11-18 

stop saving messages to 
a file 11-18 

message tasks 
broadcast a 
message 5-7 

look at by using 
network request 
keys 5-8 

look at without using 
network request 
keys 5-10 

X-9 



pause receiving 
messages 5-33 

receive for others 5-13 
receive without using 
the network request 
keys 5-10 

recei ved by using the 
network request 
keys 5-8 

refresh your 
screen 5-10 

save to a file 5-11 
save to a printer 5-11 
save to the 
display 5-11 

send to all 
computers 5-7 

send to another 
computer 5-7 

specify a log file 5-11 
stop forwarding 5-15 
stop receiving messages 
for others 5-13 

stop saving to a 
file 5-12 

stop saving to a 
printer 5-12 

stop saving to the 
display 5-12 

message, broadcast 1-26 
messages 
messages, error A-I, A-9 
messages, 
information A-I, A-2 

messages, prompt A-I, 
A-2 

messenger 
configuration 1-33, 6-7 

messenger, starting 
(menus) 4-7 

mouse-pointing device, 
using a 11-14 

moving the cursor to 
another field 3-13 

X-10 

multistation data 
processing applications 

DOS extensions 
for B-6 

EXE C extensions 
for B-6 

Redirector extensions 
for B-6 

Sharing extensions 
for B-6 

names 
naming a computer 1-14 
NET ERROR command 

when to use 10-38 
NET FILE command 

when to use 10-38 
NET START command 
NET xxx messages A-I, 
A-9 

NETBIOS 1-4, 7-77 
NETPATH 4-22 
NETPATH, explanation 
of 10-49 

network 
buffer (/NBC) 
parameter 7 -79 

buffer (fNBS) 
parameter 7 -79 

definition of 1-7 
getting started 
using 2-1 

how it works 1-12 
how you can use 1-8 
messages, sending and 
recei ving 1-26 

printer availability 1-8 
request keys 1-24 
requirements for using 
the network 1-33 



saving a network 
setup 1-19 

sending messages 1-26 
setting up devices 1-17 
setting up your 
computer 1-16 

share files 1-10 
share programs 1-9 
sharing devices 1-16 
starting the 
network 1-14 

stopping 10-35 
tasks to start 2-3 
using applications 1-21 

network adapter 2-4 
network control tasks 

close a file 5-42 
display the error 
list 5-42 

display users and record 
locks 5-:43 

network data 
integrity 10-8 

NETWORK directory, 
contents of 10-44 

network disk buffer 
pool 12-7 

network error 7 -21 
network name 1-14, 1-16 
network name for a device, 
definition of 1-16 

network name for 
computer, definition 
of 1-14 

network name, 
choosing 10-6 

network path and network 
name 10-6 

Network Request 
keys 1-24 

interrupt on 
application 4-26 

interrupting an 
application 1-24 

interrupting an 
application, setup 
for 5-40 

interrupting 
application 1-41 

selecting for use 4-7 
view messages 1-27, 
1-41 ' 

network status tasks 
display network devices 
being useq 5-30 

display shared network 
devices 5-29 

network, definition of 1-7 
new applications, 
install 5-40 

open files 7 -24 
opened files, tracking 
number of 9-11 

operands, list of PC 
LAN 7-6 

organizing the Server's 
disk 10-40 

parameters, list of PC 
LAN 7-6 

parameters, NET START 
command 7-76 

password 
asterisk as a 
password 10-10, 10-17 

example of 10-10 
for disks and 
directories 10-9 

prompt for 10-10, 10-17 
security 10-9 

X-II 



securi ty for 
printers 10-1 7 

path 7-8 
pause a printer 5-36 
pause and continue tasks 

continue printing on a 
network printer 5-37 

continue receiving 
messages 5-34 

continue sharing 
network devices 5-35 

continue using network 
disks and 
directories 5-32 

continue using network 
printers 5-33 

pa use a printer 5-36 
pause receiving 
messages 5-33 

pause sharing network 
devices 5-34 

pause using network 
disks and 
directories 5-31 

pause using network 
printers 5-32 

restart a network 
printer 5-37 

pause receiving 
messages 5-33; 11-20 

pause sharing network 
devices 5-34 

pause using network disks 
and directories 5-31 

pause using network 
printers 5-32 

pausing 
pausing and 
continuing 10-33 

pausing printing 10-33 
pausing sharing 10-33 
pausing the network, 
command for 7 -43 

PC LAN Program 

X-12 

copying the PC LAN 
Program Installation 
Aid 2-22 

copying the 
program 2-4 

getting started 
using 2-1 

installing on a 
computer 2-5 

tasks to start 2-3 
PC LAN Program 
Installation Aid 
diskette 2-22 

performance 
considerations 12-3 
FASTOPEN 12-13 
hardware factors 12-4 
options 12-6 
remote computer 
options 12-7 

server options 12-10 
server work load 12-5 

physical resource sharing 
applications 

DOS extensions 
for B-4 

EXEC System Call 
extensions for B-4 

Redirector Extensions 
for B-4 

placing messages in a file, 
command for 7 -32 

print a file in condensed 
type, how to 8-13 

print buffer (/PB) 
parameter 7 -79 

print buffer (fPRB) 
parameter 7 -85 

print file error 7-22 
PRINT NEXT 10-30 
PRINT NOW 10-30 
print on your local 
printer 5-32 



print priority (fPRP) 
parameter 7 -86 

print queue 
correcting errors 10-29 
number of files 10-29 
status 10-29 
when to check or 
change 10-29 

print the default separator 
page 5-20 

print your separator 
page 5-20 

printdevice 7-9 
printer and print queue 
tasks 5-19 

PRINTER ERROR 10-29 
printer errors 10-29 
printers 

correcting errors 10-32 
maintenance of 10-32 
pausing 10-33, 10-34 
print queue 
errors 10-29 

securi ty for 
sharing 10-17 

printers, sharing 10-14 
printing 

change the print 
queue 5-27 

change the type 
size 5-19 

check the print 
queue 5-28 

creating a separator 
page 10-18 

on your local 
printer 5-32 

print the default 
separator page 5-20, 
7-58 

print your separator 
page 5-20, 7-58 

share your printer 5-16 
stop printing a 
separator page 5-22 

stop sharing your 
printer 5-17 

stop using a 
printer 5-18 

use a network 
printer 5-18 

using separator 
pages 10-18 

printing a file, command 
for 7-50 

printing a screen 1-30 
printing a separator page, 
command for 7 -58 

printing files from 
applications 4-25, 6-20 

printing what you 
type 1-30 

printname 7-10 
private directories 

access rights for 
sharing 10-54 

sharing 10-54 
structure of 10-46 
use of 10-54 

private directory, 
definition of 1-14 

profile 
examples 13-32 
rules 13-4 
variables 13-5 

PROFILES directory 
(remote computers), 
contents of 10-48 

program interface 
multistation data 
processing 
applications B-6 

physical resource 
sharing 
applications B-3 

transaction processing 
applications B-11 

program, copying 2-4, 
2-22 

X-13 



programming applications 
to co-exist with the PC 
LAN Program B-7 

prompt messages A-I, A-2 
PrtSc key 1-30 

Read Only access 
definition 10-11 
use 10-11 

Read-Only files 4-22 
Read/W ri te access 

definition 10-12 
use 10-12 

Read/Write/Create access 
, definition 10~11 

use 10-11 
receive messages 1-40, 5-8 
receive messages by using 
the network request 
keys 5-8 

receive messages for 
others 1-38, 5-13, 11-18 

receive messages without 
using the network request 
keys 5-10 

receive request buffer 
(/R~B) parameter 7 -85 

receIver 
configuration 1-33, 6-9 

receiver, starting 
(menus) 4-8 

receiving messages 1-27 
receiving messages for 
others, command 
for 7-39 

receiving messages with 
Message Manager 11-15 

record locks 5-43 
record locks for a 
file 7-'24 

X-14 

redirector 
configuration 1-33, 6-10 

redirector, starting 
(menus) 4-7 

reference, command 6-3 
reference, PC LAN 
Program Qtlick Reference 
Card 6-3 

refresh your screen 5-10 
refresh, definition of 1-27, 
1-29 

RELEASE 10-30 
remote computer 
performance 
options 12-7 

remote computers, 
definition of 10-4 

restart a network 
printer 5-37 

restarting, command 
for 7-14 

return to an 
application 5-41 

return to main menu 3-15 
return to previous 
menu 3-14 

Ring Diagnostic 14-7 
root directory, contents 
of 10-43 

root directory, 
sharing 10-8 

save a message manager 
setup 11-21 

save a network 
setup 4-18, 5-37 

save messages In a 
file 1-40 

save messages to a 
file 5-11, 11-17 



save messages to a 
printer 5-11 

save messages to the 
display 5-11 

save messages, definition 
of 1-27 

save network setup tasks 
cancel a network 
setup 5-39 

save a network 
setup 5-37 

saving 
saving message manager, 
steps for 11-21 

saving PC LAN setup, 
steps for 4-20, 5-37 

saving your setup, 
definition of 1-19 

screens 
search sequence 8-6 
security 10-39 
security for disks and 
directories 10-9 

security for shared 
printers 10-17 

security, password 7-9 
send a message to all 
computers 5-7 

send a message to another 
computer 5-7 

send messages to other 
computers 1-40 

sending messages 1-26 
sending messages, 
command for 7 -55 

separa tor page 
esca pe character 10-20 
example of 10-25 
print a separator 
page 5-20, 7-58 

when to use 10-18 
server 6-6 
server configuration 1-33, 
6-6 

server error 7-22 
server performance 
options 12-10 

server work load 12-5 
Server, definition of 10-4 
server, starting 
(menus) 4-6 

sessions (fSES) 
parameter 7 -77 

setting a path 10-49 
setting file control 
blocks 9-10 

setting up devices on the 
network 1-17 

setting up PC LAN 
Program 4-3 

setting up to share 
devices, steps for 4-15 

setting up to use network 
devices, steps for 4-12 

setting up your computer 
on the network 1-16 

setting up your computer 
on the network, 
definition of 1-16 

share a directory 5-23 
share a disk 5-23 
share a disk or directory 
temporarily 5-24 

share a file 5-23 
share network 
devices 1-38, 5-23 

share your printer 5-16 
shares (fSHR) 
parameter 7-87 

sharing 
applications 10-52 
data files 10-50 
directories 
diskettes, caution 10-8 
disks 
entire disk 10-8 
parallel printer 10-14 
printers 

X-I5 



security for disks and 
directories 10-9, 10-17 

serial printer 10-14 
Server using shared 
disks 10-13 

stopping 10-35 
when to share disks and 
directories 10-5 

sharing a device 
temporarily 8-15 

sharing a single file 10-8 
sharing devices on the 
network 1-16 

sharing devices, command 
for 7-63 

sharing with different 
access rights 10-12 

Shift-PrtSc key 1-30 
shortname 7 -8, 7-67 
single-sided drives 
specify a log file for 
messages 5-11, 11-17 

specifying directories to be 
searched, command 
for 8-5 
SPOOLlt~G 10-29 
start placing messages in a 
file, command for 7 -32 

start the PC LAN 
Program 5-5 

starting applications 4-21 
starting PC LAN 
configurations, command 
for 7-75 

starting PC LAN menus, 
command for 7 -12 

starting PC LAN, steps 
for 4-4 

starting programs and 
applications 
(Top View) 11-4 

starting the network 1-14 
starting the PC LAN 
Program 

X-I6 

status line or menus 3-11 
status of a file 7-24 
stop forwarding 
messages 5-15, 11-19 

stop placing messages in a 
file, command for 7 -32 

stop printing a separator 
page 5-22 

stop receiving messages 
for others 5-13, 11-18 

stop saving messages to a 
file 5-12, 11-18 

stop saving messages to a 
printer 5-12 

stop saving messages to 
the display 5-12 

stop sharing a 
directory 5-24 

stop sharing a disk 5-24 
stop sharing your 
printer 5-17 

stop using a printer 5-18 
stop using network 
printers temporarily 5-32 

stopping 
~~,,~~.:~,... +"h" 
~"'V.l-'.l-'~1J.O '"'He 

network 10-35 
syntax, command 7-3 

tab key 3-13 
tasks 

cancel network 
setup 5-37 

disk or directory 5-23 
messages 5-7 
network control 5-42 
network status 5-27 
pause and 
continue 5-31 

printer and print 
queue 5-19 



save network 
setup 5-37 

separator pages 10-18 
starting the 
network 5-5 

tasks, command and menus 
used for 

tasks, configuration 
requirements 

messenger 6-7 
receiver 6-9 
redirector 6-10 
server 6-6 

tasks, configuration 
requirements for 1-38 

temporarily share your 
disk or directory 5-24 

temporary sharing of 
devices 8-15 

time slice interval (/TSI) 
parameter 7 -82 

Token-Ring Network 
NET 700 errors 14-3 

transaction processing 
applications 

NETBIOS functions 
for B-12 

transfer messages to 
another computer 1-38 

unable to access 
error 7-21 

use a network disk or 
directory 5-25 

use a network 
printer 5-18 

use network devices 1-40, 
4-12 

use of the APPEND 
Command B-2 

use of the display 
controller B-3 

user area, 
AUTOEXEC.BAT 
file 4-18 

USER MDL directory, 
contents of 10-46 

user name (JUSN) 
parameter 7 -83 

user subdirectories 10-54 
username 7 -10 
USERS directory, contents 
of 10-46 

uSIng 
stopping 10-35 

using a mouse-pointing 
device 11-14 

using a network device, 
command for 7 -93 

using applications on the 
network 4-21 

using applications with 
the network 1-21 

using commands 
messenger 
configura tion, 
commands used 
with 6-14 

receiver configuration, 
commands used 
with 6-15 

redirector 
configura tion, 
commands used 
with 6-15 

server configuration, 
commands used 
with 6-13 

setting up to use 
network devices 6-13 

starting the 
network 6-11 

using DOS with the 
network 1-12 

X-I7 



using menus 
saving PC LAN 
setup 4-20 

setting up to share 
devices 4-15 

setting up to use 
network devices 4-12 

starting PC LAN 4-4 
Using The *(numeric 
keypad) Key 4-25, 6-20 

U sing The PrtSc Key 1-30 

vertical spacing, command 
for setting 8-13 

video buffer B-14 
viewing messages with 
Message Manager 11-16 

X-IS 

virtual drive 9-13 

WAITING 10-29 
Write Only access 

definition 10-11 
use 10-11 

Write/Create access 
definition 10-11 
use 10-11 

I Numerics I 

3-1/2" drive 
installing the Network 
program 2-16 

3xxx messages A-I 
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Continued from inside front cover 

THE ENTIRE RISK AS TO THE 
QUALITY AND PERFORMANCE OF 
THE PROGRAM IS WITH YOU. 
SHOULD THE PROGRAM PROVE 
DEFECTIVE, YOU (AND NOT IBM 
OR AN AUTHORIZED PERSONAL 
COMPUTER DEALER) ASSUME 
THE ENTIRE COST OF ALL NECES­
SARY SERVICING, REPAIR OR 
CORRECTION. 

SOME STATES DO NOT ALLOW 
THE EXCLUSION OF IMPLIED 
WARRANTIES, SO THE ABOVE 
EXCLUSION MAY NOT APPLY TO 
YOU. THIS WARRANTY GIVES 
YOU SPECIFIC LEGAL RIGHTS 
AND YOU MAY ALSO HAVE 
OTHER RIGHTS WHICH VARY 
FROM STATE TO STATE. 

IBM does not warrant that the 
functions contained in the program 
will meet your requirements or that 
the operation of the program will be 
uninterrupted or error free. 

However, IBM warrants the 
diskette(s) or cassette(s) on which the 
program is furnished, to be free from 
defects in materials and workmanship 
under normal use for a period of 
ninety (90) days from the date of 
delivery to you as evidenced by a copy 
of your receipt. 

LIMITATIONS OF 
REMEDIES 

IBM's entire liability and your 
exclusive remedy shall be: 

1. the replacement of any 
diskette(s) or cassette(s) not 
meeting IBM's "Limited 
Warranty" and which is returned 
to IBM or an authorized IBM 
PERSONAL COMPUTER dealer 
with a copy of your receipt, or 

2. if IBM or the dealer is unable to 
deliver a replacement diskette(s) 
or cassette(s) which is free of 
defects in materials or 
workmanship, you may terminate 
this Agreement by returning the 
program and your money will be 
refunded. 

IN NO EVENT WILL IBM BE 
LIABLE TO YOU FOR ANY 
DAMAGES, INCLUDING ANY LOST 
PROFITS, LOST SAVINGS OR 
OTHER INCIDENTAL OR 
CONSEQUENTIAL DAMAGES 
ARISING OUT OF THE USE OR 
INABILITY TO USE SUCH 
PROGRAM EVEN IF IBM OR AN 
AUTHORIZED IBM PERSONAL 
COMPUTER DEALER HAS BEEN 
ADVISED OF THE POSSIBILITY OF 
SUCH DAMAGES, OR FOR ANY 
CLAIM BY ANY OTHER PARTY. 

SOME STATES DO NOT ALLOW 
THE LIMITATION OR EXCLUSION 
OF LIABILITY FOR INCIDENTAL 
OR CONSEQUENTIAL DAMAGES 
SO THE ABOVE LIMITATION OR 
EXCLUSION MAY NOT APPLY TO 
YOU. 

GENERAL 

You may not sublicense, assign or 
transfer the license or the program 
except as expressly provided in this 
Agreement. Any attempt otherwise to 
sublicense, assign or transfer any of 
the rights, duties or obligations 
hereunder is void. 

This Agreement will be governed by 
the laws of the State of Florida. 

Should you have any questions 
concerning this Agreement, you may 
contact IBM by writing to IBM 
Personal Computer, Sales and Service, 
P.O. Box 1328-W, Boca Raton, Florida 
33429-1328. 

YOU ACKNOWLEDGE THAT YOU 
HAVE READ THIS AGREEMENT, 
UNDERSTAND IT AND AGREE TO 
BE BOUND BY ITS TERMS AND 
CONDITIONS. YOU FURTHER 
AGREE THAT IT IS THE 
COMPLETE AND EXCLUSIVE 
STATEMENT OF THE 
AGREEMENT BETWEEN US 
WHICH SUPERSEDES ANY 
PROPOSAL OR PRIOR 
AGREEMENT, ORAL OR WRITTEN, 
AND ANY OTHER 
COMMUNICATIONS BETWEEN US 
RELATING TO THE SUBJECT 
MATTER OF THIS AGREEMENT. 
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