
































































































































Panel Sequence 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

Pioose sC!ie:.! OflO ,,1 �~�;�'�O�S�G� f';1"l('4! i.)"lS. F.)( holp, sG!e:.! 1. the" i1oip. 

lD FUNCT!ON 

SERVICES 

Pi 60sa 86! a:,! 0"6 01 

lD FUNCT!ON 

INTERVENTION 

IBM TOKEN-RING NETWORK MANAGER 
SYSTEM SERVICES 
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Instructions 

1 At the Services panel, select "Intervention." 

2 Do what is necessary to correct the problem, then at 
the Operator Intervention panel, choose "A" 
(Abort), "R" (Retry), or "I" (Ignore). 

Shutdown (Return to DOS) 

Description 

Choose "Shutdown" from the Services panel if you want 
to return to DOS. 

Before you can shut down the Network Manager and 
return to DOS, you need to have already selected 
"Shutdown" from the Ring Manager Functions panel 
and from the Alerts panel. 

If you have not shut down those functions, leave the 
Shutdown panel by pressing Scroll Lock. The Main 
Selection panel is displayed. Select "Ring Mgr" or 
Alerts according to the function that has not been shut 
down. Follow the instructions on page 3-90 to shut down 
the Ring Manager Functions or the instructions on page 
3-30 to shut down the Alerts. Then choose "Services" at 
the Main Selection panel. 
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Panel Sequence 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK NAMAGER 
SYSTEM SERVICES 

Pieuse se!ec! "'le of !hese f,~'lc! i,,'lS; 

!D FUNCT!ON 

! NTERVENT! ON 
2 SHUTDOWN 
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Instructions 

1 Be sure that you have selected "Shutdown" from the 
Ring Manager Functions panel and from the 
Alerts panel before you attempt to exit to DOS. 

2 At the Main Selection panel, type the ID number of 
the Services panel and press Enter. 

3 At the Services panel, type the ID number of the 
"Shutdown" option and press Enter. 
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Alerts 

An alert is a notification that appears on the bottom line 
of any panel to indicate an interruption or a potential 
interruption in the flow of data around the network. 

Description 

Select "Alerts" to check: 

• Details for a selected alert 
• Recommended actions for a selected alert. 

To view an alert message (after you have received an 
"AL" indication at the bottom of your screen) select 
"Exit" from the Ring Manager Functions panel or press 
the Scroll Lock key. 

Either action displays the Main Selection panel. Choose 
"Alerts" to use any of the functions available in Alerts. 

A beep and the letters "AL" displayed on the last line of 
the panel tell you that the network has an alert condition 
and that the Network Manager is unable to perform 
certain tasks. 

An alert can appear while you are viewing any Network 
Manager panel. However, you must select "Alerts" from 
the Main Selection panel to display the list of alerts, 
delete an alert from the list, or to request details or 
recommended actions for an alert. Use PgUp and PgDn to 
scroll the Alerts, Details for Selected Alert, and 
Recommended Actions for Selected Alert panels. 

As each alert occurs, it is recorded in the alerts file and in 
the event log. (Alert DFIPD990 is not included in the 
event log.) The alerts file holds 250 alerts and then begins 
to overwrite existing alerts. The messages "Alert file 80% 
full" and "Alert file full" warn that the Network Manager 
is about to begin or has begun overwriting the oldest 
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entries in the alert file. You may delete alerts to make 
more room, if you choose. 

Each of the alert panels indicates the following: 

• Application 
• Resource 
• Type 
• Time 
• Date 
• Alert Number 
• Descriptive information. 

The application is the name of the application program 
that has reported the alert information to this panel. In 
this case, application will always be "Ring Mgr." 

The resource is the name of the software or hardware that 
has detected the alert status. In this case, resource will 
always be "LAN" (IBM Token-Ring Network). 

The type indicates the severity of the alert. The seven 
types are listed below. 

• 00 UNKNOWN: The Network Manager does not 
know how severe the alert is. 

• 01 PERM ERROR: The adapter that is the source of 
the problem will not recover from the permanent error 
by itself. 

• 02 TEMP ERROR: The user of the adapter that is the 
source of the problem will notice that an error has 
occurred, but the adapter will recover from the 
temporary error by itself. 

• 03 PERFORMANC: The performance of the adapter 
that is the source of the problem has been degraded. It 
is responding more slowly than the established normal 
response time. 

• 04INTER.REQ: Operator intervention is required to 
solve the problem. See page 3-9 for further 
information. 
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• 05 NOTIFICATI: The Network Manager is notifying 
you that the adapter that is the source of the problem 
may encounter a critical error soon. 

• 06 DELAYED: Reporting the error was delayed since 
the error prevented the Network Manager from 
reporting it. 

The time displayed is the time the alert occurred. 

The date displayed is the date the alert occurred. 

The alert number is the number assigned to each alert 
when it is logged. Numbers range from 1 to 10,000 and 
repeat after 10,000. 

The descriptive information includes a short description of 
the alert. The following table indicates the Network 
Manager error message that corresponds to the short 
description of the alert. You can find additional 
information about each error message in Appendix A. 

3-16 Alerts 



Short Description Message No. Error Message 

Error limit DFIPD101 Ring error limit 
exceeded exceeded 

LAN Manager DFIPD120 Error reporter 
error reporter failed, processing 
failed continues 

Ring not DFIPD202 Ring recovery 
working failed 

Adapter DFIPD204 Ring recovered, 
automatically adapter removed 
removed 

LAN Manager DFIPD209 Auto-removal 
ring attachment error 
lost 

LAN Manager DFIPD212 Ring adapter 
ring adapter hardware failed 
inoperative 

LAN Manager DFIPD213 Ring adapter 
ring adapter microcode failed 
inoperative 

LAN Manager DFIPD215 Ring adapter or 
ring attachment lobe failed 
lost 

LAN Manager DFIPD222 Adapter removed 
ring attachment 
lost 

Software DFIPD990 System abend 
program 
abnormally 
terminated 
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From the Alerts panel, you may choose to do the 
following: 

• F5 (Refresh): Display any new alerts that are received 
while the Alerts panel is displayed 

• F7 (Details): Request further details about a 
particular alert 

• F8 (Recommend): Request recommended actions for a 
particular alert 

• F9 (Delete): Delete an alert from the list of alerts 
displayed 

• FlO (Shutdown): Close the alerts file to prepare for 
Network Manager shutdown. 

Function Task Page 
F5 (Refresh) Display new alerts to the 3-28 

list of alerts 

F7 (Details) Request description of an 3-20 
alert 

F8 Request suggestions for 3-23 
(Recommend) solving an alert 

F9 (Delete) Delete an alert from the 3-26 
alert file 

FlO Close the Alerts part of the 3-30 
(Shutdown) Network Manager 
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Panel Sequence 

IBM TOKEN-RING NETWORK NAMAGER 
MAIN SELECTION 

P!G!JS .. Q SGio:,.~ Or'lG (;1 ~;lGSG f,)r;:;!i""s. For he;p, seic;o.' ~. t;,e" ;lG1p. 

~----
Ii) FUNCT ION 

1 SERViCES 
2 ALERTS 

IBM TOKEN-R I NG NETVtORK MANAGER 
ALERTS 

Place the cursor next to the selected alert. 
To see details for the alert. press F7 (Oetat Is). 
To see recorrmended options for the alert, press F8 (Reoorrmend). 
To delete the alert. press F9 (Delete). 

SELECT APPL I CAT RESOURCE TYPE TIME DATE ALERT # 
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Details 

Description 

Press F7 (Details) to see additional information about the 
alert or to make sure you are deleting the correct alert 
before you press F9 (Delete). 

The Details panel gives the following information about 
the alert: 

• Probable cause: An indication of the network 
component that failed, in a list of up to 10 probable 
causes from the most probable to the least 

• Alert description: The Network Manager error 
message and a description of the error 

• Text message: Any additional information about the 
alert and its fault domain (the area of the network in 
which the problem is occurring). 
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Panel Sequence 

IBM TOKEN-RING NETWORK NAMAGER 
MAIN SELECTION 

P!QaSG 50 i O;-.1 .)"0 .)1 ~hG:se flj":.,i""s. F"IJ( !lG!~;1 saior.1 It !;lOrt hG!~i. 

1 SERViC.ES 
2 ALERTS 

IBM TOKEN-RING NETWORK MANAGER 
ALERTS 

PiuC'.6 tho cursor ,..,ax~ !o the S(,i6C'.!oci oi6"!. 
To sao uolo'!s for !fl(, (7!orl. pross F7 (Details). 

IBM TOKEN-R I NG NElVtORK MANAGER 
OET A I LS FOR SELECTED ALERT 

To see reconmended optIons for the alert, press F8 (Reconmend). 
To delete the alert, press F9 (Delete). 

APPL I CAT RESOURCE TYPE TIME DATE ALERT # 
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Instructions 

1 On the Alerts panel, tab the cursor to the alert you 
want to examine. Press F7 (Details) to see 
additional information about the alert you have 
selected. 

2 To see recommended actions for the alert, press F8 
(Recommend). 

3 Use PgUp and PgDn to scroll through the panels (if 
there are more than one). Use the Home or End key 
to display the top or the bottom of the information. 

4 To delete the alert, press F9 (Delete). 

To return to the Alerts panel, press F2 (Quit). 

To return to the Main Selection panel, press F4 
(Return). 
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Recommended actions 

Description 

Press F8 (Recommend) to see additional information about 
the alert or to make sure you are deleting the correct 
alert before you press F9 (Delete). 

The Recommended Actions panel suggests additional 
possible causes and action you should take. The following 
information is displayed: 

• Failure cause: An indication (more specific than 
"probable cause") of the component that failed, in a 
list of up to 10 failure causes from the most probable 
to the least 

• Actions: The recommended actions you should take in 
response to the alert, listed in the order they should be 
performed. 
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Panel Sequence 

l D FUNC'.T l flN 

SERV!CES 
2 ALERTS 

IBM TOKEN-RING NETWORK NAMAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
ALERTS 

P i Ot.6 ~he '.urso' r,c:x~ to 1;'6 s(,i6r.~(,ci oie{"~. 
T" see de~oj is f"r ~;'B crier! f nress ~ui {D6~O: !s'1. 
T.) sec, re:"7ffl1C:"OeO 0:.1 ;o"s for' 1 he, oieri. press' F8 (Recommend). ------
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Instructions 

1 On the Alerts panel, tab the cursor to the alert you 
want to examine. Press F8 (Recommend) to see the 
recommended actions for the alert you have selected. 

2 To see details for the alert, press F7 (Details). 

3 Use PgUp and PgDn to scroll through the panels (if 
there are more than one). Use the Home or End key 
to display the top or the bottom of the information. 

4 To delete the alert, press F9 (Delete). 

To return to the Alerts panel, press F2 (Quit). 

To return to the Main Selection panel, press F4 
(Return). 
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Delete 

Description 

Press F9 (Delete) when you no longer need the alert 
information to be maintained in the alerts file. You may 
delete an alert from the Alerts, Details for Selected 
Alert, and Recommended Actions for Selected Alert 
panels. 

Panel Sequence 

iD FUNCTiON 

1 SERV!CES 
2 ALERTS 
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Instructions 

1 Use PgUp and PgDn to scroll through the panels (if 
there are more than one). Use the Home or End key 
to display the top or the bottom of the information. 

2 If you are on the Alerts panel, tab the cursor to the 
alert you want to delete. Press F9 (Delete) to delete 
the alert from the alerts file. 

If you are on the Details for Selected Alert panel, 
press F9 (Delete) to delete the alert from the alerts 
file. 

If you are on the Recommended Actions for 
Selected Alert panel, press F9 (Delete) to delete the 
alert from the alerts file. 

3 Respond to the message "Press F9 (Delete) to 
confirm deletion request" by pressing F9 again. 
Otherwise, press any key to cancel the delete 
request. Then press the appropriate function key for 
the action you choose to perform. 

4 On the Alerts panel, press F2 (Quit) or F4 (Return) 
to return to the Main Selection panel. 
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Refresh 

Description 

You should choose to refresh if you receive an "AL" at 
the bottom of your screen while you are viewing either 
the Alerts, the Details for Selected Alert, or the 
Recommended Actions for Selected Alert panels. 

Panel Sequence 
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Instructions 

On the Alerts panel, the most recent alert is at the top of 
the list. To add the new alert to the top of the list, return 
to the Alerts panel (if you are not already there) and 
press F5 (Refresh). 
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Shutdown (from Alerts) 

Description 

Before you stop the Network Manager, you must shut 
down both Alerts and Ring Manager Functions. 

Once you have shut down Alerts, you may not return to 
it without returning to DOS and restarting the Network 
Manager. 

If you intend to return to Alerts before you stop the 
Network Manager, use either F2 (Quit) or F4 (Return) to 
return to the Main Selection panel. 
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Panel Sequence 

I D FUNCT ION 

SERV!CES 
2 ALERTS 

IBM TOKEN-RING NETWORK NAMAGER 
MAIN SELECTION 

I liM·t'OKEN-R I NG NElVtCRK WANAGER 
ALERTS 

Place the cursor next to the selected alert . 
To 88e detaIls for the alert, press F7 (Details). 
To see reccmnended optIons for the alert. prell F8 (Reccmnend). 
To delete the alert. press F9 (Delete). 

SELECT APPLICAT RESOURCE TYPE Tlt.£ DATE 

Instructions 

Press FlO (Shutdown) to leave the Alerts panel to prepare 
to return to DOS. 
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Ring Manager 

Description 

Select "Ring Mgr" to perform all other IBM Token-Ring 
Network Manager functions besides those available 
through Services or Alerts. 

To use the Ring Manager Functions, select "Ring Mgr" 
from the Main Selection panel. If you have set an 
operator password, the Password panel is displayed. You 
must enter the password before the Ring Manager 
Functions panel appears. If you have not set a password, 
the Ring Manager Functions panel is displayed. You 
may need to wait for several seconds at the Initialization 
panel before you can continue. You do not need to do 
anything on this panel. 

The menu allows you to choose among the following: 

• Event Log 
• System Definition 
• Adapter Functions 
• Path Test 
• Ring Configuration 
• Soft Error Logging 
• Shutdown 
• Exit. 
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Function Task Page 

Event Log Display or print reports from 3-35 
the event log 

System Check or change the adapter 2-16 
Definition number 

Request information about the 2-24 
Network Manager's adapter 

Add/find/ change/ display 3-45 
symbolic names 

Establish or change the 2-20 
operator password 

Specify whether to log 3-57 
configuration changes 

Adapter Request information about 3-61 
Functions adapters 

Remove an adapter from the 3-65 
network 

Conduct a ring test 3-68 

Start traffic on the ring 3-71 

Display adapters experiencing 3-74 
soft errors 

Path Test Test the data path between 3-78 
two adapters 

Ring Display or print order of 3-81 
Config. active adapters on the ring 

Soft Error Set or reset the mode in which 3-86 
Logging errors are reported 

Shutdown Close Ring Manager 3-90 
Functions in order to return 
to DOS 

Exit Leave Ring Manager 3-93 
Functions to go to Alerts or 
Services 
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Panel Sequence 

!D FUNCT!ON 

SE"R .... !GES 
2 ALERTS 
3 RING MGR 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 
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Event Log (Reports) 

Description 

You may use "Event Log" to: 

• Determine where errors are occurring most frequently 
(by requesting reports by time, date, and adapter) 

• See whether an alert status has been resolved 

• Examine soft errors 

• Create a report or summary of the event log 

• Inspect information about NAUN changes. 

The event log contains information about activity on the 
ring. All alerts except alert DFIPD990 are included in the 
event log. 

The Network Manager can provide reports for the 
network for a specific date range, a specific time range, a 
segment of time within a date range, and for a specific 
adapter symbolic name or hexadecimal address. You may 
specify any combination of these values by filling in the 
fields on the Request Event Log Report panel. 

If you do not fill in these fields, the Network Manager 
will display every entry in the event log. 

Note: If you set the date and time incorrectly when you 
started the Network Manager, some entries in the event 
log will be filed with the wrong date and time stamps. 

These are the fields on the Request Event Log Report 
panel: 

• Start date and stop date: The format for dates is 
mm/dd/yy. If you indicate: 
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Only dates, the report will contain all of the events 
that occurred for all adapters during the given date 
range. 

Only dates and times, the report will contain the 
events that occurred for all adapters during the 
given time range on each day within the given date 
range. 

Dates, times, and an adapter, the report will 
contain events that occurred for the adapter within 
the range given. 

• Start time and Stop time: The format for times is 
hhjmmjss. Use the 24-hour system. For example, "2:00 
p.m." should be typed as "14:00." If you indicate: 

Only times, the report will contain all of the events 
(for all days and all adapters) that occurred during 
the given time range. 

Only times and dates, the report will contain the 
events that occurred for all adapters during the 
given time range on each day that falls within the 
given date range. 

Times, dates, and an adapter, the report will 
contain the events for the adapter within the time 
range on each day that falls within the given date 
range. 

• Summary Only: If you type "N" in the "Summary 
Only" field, the report will include a summary and a 
report from the event log. 

The summary appears at the end of the report. 

If you type "Y," you will see only summary and no 
report from the event log. 

A summary gives the number of times each type of 
event occurs for the range specified. Each Network 
Manager message is one of six types of events. 
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Soft Error Reporter Notifications 

101: Ring error limit exceeded 
102: Ring errors increasing 
103: Ring errors decreasing 
104: Recovered error counters 
106: Ring error report 
108: Ring poll failure 
109: Ring monitor error - ring recovered 

Ring Status (Beaconing) 

200: Ring not working 
201: Ring not working - this adapter beaconing 
202: Ring recovery failed 
203: Ring recovered 
204: Ring recovered - adapter removed 
205: Ring not working - fault domain changed 

Adapter Status 

210: Unable to initialize ring adapter 
211: Unable to open ring adapter 
212: Ring adapter hardware failed 
213: Ring adapter microcode failed 
214: Unable to close ring adapter 
215: Ring adapter or lobe failed 
216: Ring adapter closed 
230: Unable to open ring adapter interface 
231: Unable to close ring adapter interface 

Ring Manager Events 

001: Network Manager started 
010: Full error logging enabled 
011: Full error logging disabled 
012: Limited error logging enabled 
014: Error counters reset 
017: Ring test 1 failed - test stopped 
019: Ring test 2 failed - test complete 
030: Data loss started 
031: Data loss stopped 
032: Soft error and NAUN change logging was 
stopped 
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033: Soft error and NAUN change logging was 
restarted 
049: Network Manager ended 
120: Error reporter failed, processing continues 
225: Adapter removed by Network Manager 

Ring Events 

020: Traffic generation started 
021: Traffic generation ended 
140: Only adapter on ring 
141: Additional adapters on ring 
190: Invalid message length 
191: Duplicate data in message 
192: Missing data in message 
222: Adapter removed 
224: New ring monitor 

NAUN Activity 

- 220: NAUN change 

• Adapter: The adapter value may be either a 
hexadecimal address or the symbolic name of an 
adapter. 

• Report entries: The figure below shows a typical report 
entry. Events are listed by message number in 
Appendix A. 

01/13/86 16:06:46 Ring error report DFIPD106E 
ADDR: 10005A000030 NAME: RING: 0000 MISC: 0003070011 
ADDITIONAL DATA: 000000000000 800000000000 00000000 
ADDR: 10005A0002AB NAME: MISC: 

A report is a subset of the event log, which includes 
information regarding: 

• Changes in the configuration of the network 
• Alerts 
• Invalid data frames 
• Change in the adapter that is running the Network 

Manager 
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• Soft error reporter notifications 
• Soft errors. 

The event log report for the indicated time range and/or 
adapter hexadecimal address or symbolic name is 
displayed to the screen. You may print the entire report. 
Pressing F6 (Print) requests a printout, and pressing it 
again cancels the request. The following messages 
displayed at the bottom of the screen tell you whether 
your request is active or canceled: 

• "The report will be printed when F2 (QUIT) or F4 
(RETURN) pressed" 

• "The report will NOT be printed." 

For detailed instructions about printing the report, see 
page 3-41. 
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Panel Sequence 

SERVICE:. 
2 ALERT:. 
3 RING MGR 

3-40 Event log 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER fUNCTIONS 



Instructions 

1 On the Request Event Log Report panel, fill in the 
appropriate information in the column titled 
"Choice. " 

Remember, if you do not change anything on the 
panel, the Network Manager provides a report of all 
events in the log for all adapters on the network. 

2 Press Enter to see the logged messages for the time 
period and for the adapters specified. 

3 Use the PgUp and PgDn keys to scroll through the 
messages. Use the Home or End key to display the 
top or the bottom of the information. Recent entries 
are added at the bottom of the list. 

4 To request a printout of the configuration, press F6 
(Print). 

To cancel your request for a printout, press F6 
(Print) again. Messages are displayed at the bottom 
of the screen to tell you whether your request is 
active or canceled. 

The event log report will not be printed until you 
press F2 (Quit) or F4 (Return). 

5 To return to the Reports panel, press F2 (Quit). 

To return to the Ring Manager Functions panel, 
press F4 (Return). 
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System Definition 

Description 

Choose "System Definition" to use any of the following 
functions: 

• Adapter Number 
• Manager Profile 
• Symbolic Names 
• Security 
• Log Options. 

This section describes each function and suggests when to 
use it. 
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Adapter Number Specification 

Description 

Choose "Adapter Number" to: 

• Check whether the adapter number has been set 
correctly 

• Change the adapter number. 

Instructions 

For information about checking or setting the adapter 
number, see page 2-16. 
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Manager Profile 

Description 

This function gives you the following information about 
the Network Manager's adapter: 

• Its symbolic name (if one has been assigned) 

• Its adapter address 

• Its ring ID (always "0000") 

• Its Nearest Active Upstream Neighbor (NAUN) 

• The microcode level of its adapter 

• The microcode level of the IBM Token-Ring Network 
PC Adapter Support Interface 

• The version of the Network Manager 

• Its product ID 

• Its group address (if one has been assigned) 

• A list of its functional addresses. 

Instructions 

For information on how to use this function, see page 
2-24. 
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Symbolic Names 

Description 

Choose "Symbolic Names" to: 

• Display the entire list of symbolic names assigned to 
adapters on the ring. 

• Display operator comments about each adapter 

• Add or assign a symbolic name 

• Find a symbolic name assigned to a particular adapter 

• Change a symbolic name 

• Delete a symbolic name. 

Instructions 

For information about symbolic names, see page 2-27. 

For information about the functions available within the 
symbolic names function, continue reading this section. 
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Add 

Description 

Press F6 (Add) to assign a symbolic name to represent the 
hexadecimal address of an adapter. 

Instructions 

For information about assigning symbolic names, see page 
2-27. 
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Find 

Description 

Press F7 (Find) to: 

• Check whether a symbolic name has already been used 

• Request additional information about a symbolic name 
you are about to delete 

• Display a symbolic name that you are considering 
changing 

• Find the symbolic name assigned to a particular 
adapter address 

• Find the adapter address of a particular symbolic 
name. 
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Panel Sequence 

sn~V!CES 
:< ALERTS 
3 RING MGR 

i D FUNGT ! t1N 

EVENT LOG 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK NAMAGER 
RING MANAGER FUNCTIONS 

2 SYSTEM DEFINITION 

! D FUNCT i (IN 

ADAPTE R NUM8E R 
.L MAN .... GE R P:~OF i L E 

3 SYMBOLIC NAMES 

IBM TOKEN-RING NETWORK MANAGER 
SYSTEM DEFINITION 

IBM TOKEN-RING NETWORK MANAGER 
SYMBOLIC NAME DEFINITION 

To ocid 0 SyrrXlojjt. t'1~n61 pr~ss F'o (/ •. dd). 
T.) f ''''0 0 :;yrrih)! ':; "'(TI'1C, !1(f.Sli F7 (Find). 
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Instructions 

1 On the Find Symbolic Name panel, fill in the 
appropriate information and press F7 (Find). 

Consult the Help panel if you are unsure of how to 
fill in the field. 

2 The Network Manager displays the information 
about the symbolic name you requested. 

To find another symbolic name, type over the 
previous name you requested and press F7 (Find). 

To change the symbolic name, press F8 ( Change) and 
the Change Symbolic Name panel is displayed. 

To delete the symbolic name, press F8 (Change) and 
follow the instructions on the panel for deleting. 

3 To return to the Symbolic Names panel, press F2 
(Quit). 

To return to the Ring Manager Functions panel, 
press F4 (Return). 
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Change 

Description 

Press F8 (Change) to: 

• Change a symbolic name assigned to an adapter 
address 

• Delete a symbolic name. 

The Network Manager allows you to change symbolic 
names, but note that changing the symbolic name 
assigned to a hexadecimal address affects event log 
reports. See 2-27 for more information. 
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Panel Sequence 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

P!Gose s"ier.~ ""e ,)-{ !hese 11)",.,io"s. For heip. s(,iect ~. ~"C':" heip. 

!D FUNCTiON 

SERV!CES 
./.. ALERTS 
3 RING MGR 

iD FUNCT!ON 

EVENT LOG 

IBM TOKEN-RING NETWORK NAMAGER 
RING MANAGER FUNCTIONS 

2 SYSTEM DEFINITION 

"DM"'TER NUMBER 
L MANAGER PRoriLE 

3 SYMBOLIC NAMES 

IBM TOKEN-RING NETWORK MANAGER 
SYSTEM DEFINITION 

IBM TOKEN-RING NETWORK MANAGER 
SYMBOLIC NAME DEFINITION 

~~ ~~~d'-' () s~~.~~ ~<,"~, P~~::sF~/(~~~d). 
To :'~l()"gCl () s,....m.,; i:, "0111Cl, tab :,oJ(SOf 1" ; ;"e u"d press F8 (Change). 
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Instructions 

1 On the Find Symbolic Name panel, fill in the fields 
with either the hexadecimal address or the symbolic 
name of an adapter whose symbolic name is to be 
changed. 

2 On the Change Symbolic Name panel, type the 
new symbolic name in the field next to "Symbolic 
Name" and press F8 (Change). 

Consult the Help panel if you are unsure of how to 
fill in the field. 

3 To delete the symbolic name from this panel, press 
F9 (Delete) and then F9 again to confirm that you 
wan t to delete this name. 

To return to the Find Symbolic Name panel, press 
F2 (Quit). 

To return to the Symbolic Names panel, press F4 
(Return). 
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Delete 

Description 

If you delete a symbolic name, you will not be able to use 
that name to retrieve data associated with that name from 
files such as the event log. You will be able retrieve the 
data using the adapter address. 

Press F9 (Delete) to delete a symbolic name that: 

• You no longer need or want to use 
• You want to assign to another adapter 
• Belongs to an adapter that will never be active on the . . 

rIng agaIn. 

If you are certain which symbolic name you wish to 
delete, use the following procedure. If you are not 
certain, you may request that the Network Manager find 
a particular symbolic name and hexadecimal address so 
that you can delete it. See page 3-47. 
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Panel Sequence 

! D FUNCT i (IN 

~,ERV!G[$ 

"- ".LEIUS 

3 RING MGR 

iD FUNCT!ON 

(V(NT Lt~G 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK NAMAGER 
RING MANAGER FUNCTIONS 

2 SYSTEM DEFINITION 

!D FUNCTiON 

ADAPTER NUM8ER 
7. MANAGE R PROF i LE 

3 SYMBOLIC NAMES 

IBM TOKEN-RING NETWORK MANAGER 
SYSTEM DEFINITION 
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Instructions 

1 Use PgUp and PgDn to scroll through the panels (if 
there are more than one). Use the Home or End key 
to display the top or the bottom of the information. 

2 On the Symbolic Names panel, use the tab key to 
position the cursor at the symbolic name you want 
to delete and press F9 (Delete). Press F9 again to 
confirm that you wish to delete this symbolic name. 

3 To return to the System Definition panel, press F2 
(Quit). 

To return to the Ring Manager Functions panel, 
press F4 (Return). 
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Security 

Description 

Choose "Security" to: 

• Set a password when you first install the Network 
Manager 

• Change the password. 

Instructions 

For additional information, see page 2-20. 

3-56 



Log Options 

Description 

Choose "Log Options" to indicate that you want the event 
log: 

• To contain notification of NAUN changes (changes in 
the configuration of the ring) 

• To omit NAUN changes to save space in the log or to 
make error messages easier to recognize. 

The configuration of the network changes constantly as 
adapters attach to and remove themselves from the ring. 

Each adapter has two neighboring adapters: a Nearest 
Active Upstream Neighbor (NAUN) and a Nearest Active 
Downstream Neighbor (NADN). The NAUN immediately· 
precedes the adapter in the data path and the NADN 
immediately follows the adapter in the data path. When 
an adapter joins or leaves the ring, its NAUN and NADN 
change. 

By selecting "yes" or "no" on the Log Options panel, you 
choose whether you want changes in the configuration of 
the ring to be logged. 

If the setting is "no" on the Log Options panel, changes 
will not be recorded in the event log. This is the normal 
setting. 

If the setting is "yes," changes will be recorded in the 
event log and you can see the changes by displaying or 
printing an event log report. The event log will fill up 
more quickly if the setting is "yes." 
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Panel Sequence 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

P!C!OSO 30 i O:O.! 0"0 of !hese! fVr'l:.ti""3. For rlG!pt 3G i O:-.! 1, ti10r"1 ;lC!!p. 

!D FUNCT!ON 

SERV!GES 
2 ALERTS 

3 RING MGR 

!D FUNGT!ON 

EVENT LOG 

IBM TOKEN-RING NETWORK NAMAGER 
RING MANAGER fUNCTIONS 

2 SYSTEM DEFINITION 

IBM TOKEN-RING NETWORK MANAGER 
SYSTEM DEFINITION 

56!6:.! 0110 of thosC's furpcti',l1s: 

!D FUNCT!ON 

.... D .... PTER NUMBER 
.!. MAN .... GER PROF!LE 
3 SYMBOL! C N.~£S 
4 SECUR!TY 
5 LOG OPTIONS 
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Instructions 

1 From the Log Options panel, type the ID number of 
your selection and press Enter. 

For information about the options, consult the Help 
panel. 

2 To return to the System Definition panel, press F2 
(Quit). 

To return to the Ring Manager Functions panel, 
press F4 (Return). 
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Adapter Functions 

Description 

Choose "Adapter Functions" to use any of the following 
functions: 

• Adapter Profile 
• Adapter Removal 
• Ring Test 
• Traffic 
• Soft Error Conditions. 

This section describes each function and suggests when to 
use it. 
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Adapter Profile 

Description 

This function gives you the following information about 
any adapter active on the ring. (Use the Manager 
Profile function if you need information about the 
Network Manager's adapter. See page 2-24.) 

• Its adapter address 

• Its symbolic name (if one has been assigned) 

• Its ring ID (always "0000") 

• Its Nearest Active Upstream Neighbor (NAUN) 

• The microcode level of its adapter card 

• Its product ID 

• Its group address (if one has been assigned) 

• A list of its functional addresses 
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Functional addresses and function names 

Functional addresses indicate the adapter's function, such 
as "Active Monitor." An adapter may have up to 31 
functional addresses. For more information about 
functional addresses, see the IBM Token-Ring Network 
Architecture Reference or the IBM Token-Ring Network 
Technical Reference. Possible function names and 
addresses are listed below: 

Function name Functional address 

Active monitor X'OOOOOOOl' 
Ring parameter server X'00000002' 
Network server heartbeat X'00000004' 
Ring error monitor X'00000008' 
Configuration report server X'00000010' 
Synchronous bandwidth manager X'00000020' 
Locate - directory server X'00000040' 
Message interface X'00000080' 
Bridge X'00000100' 
IMPL server X'00000200' 
Ring authorization X'00000400' 
LAN gateway X'00000800' 
Ring wiring concentrator X'00001000' 
(U ser defined) X'00008000' to X' 40000000' 

Functional name and address of Network 
Manager's adapter 

If an adapter has the combination of names and addresses 
listed below, you can assume it is a Network Manager's 
adapter. 

Function name 

Ring error monitor 
Configuration report server 
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Functional address 

X'00000008' 
X'00000010' 



Panel Sequence 

iD FUNCTiON 

::.ERV!CE::. 
2 ALERT::. 

3 RING MGR 

iD FUNCTiON 

EVENT L~X; 
.L SY~.TtM flrr;!,j,T,t)!,j 

3 

iD CO~.f.1,\ND 

ADAPTER PROFILE 

ADAPTER ..... 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER FUNCTIONS 

IBM TOKEN-RING NETWORK MANAGER 
ADAPTER FUNCTIONS 

IBM TOKEN-RING NETWORK MANAGEfi 
REQUEST ADAPTER PROFILE 
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Instructions 

1 On the Request Adapter Profile panel, fill in the 
appropriate hexadecimal address or symbolic name 
and press Enter. 

To erase the field next to "Adapter," press F5 
(Redisplay). 

2 Use the PgUp and PgDn keys to scroll through the 
panels (if there are more than one). Use the Home 
or End key to display the top or the bottom of the 
information. 

3 To request information about another adapter, on 
the Adapter Profile panel press F2 (Quit) and 
repeat step 1. 

To return to the Adapter Functions panel from the 
Adapter Profile panel, press F2 (Quit). On the 
Request Adapter Profile panel press F2 (Quit). 

To return to the Ring Manager Functions panel 
from the Adapter Profile panel, press F4 (Return). 
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Adapter Removal 

Description 

Choose "Adapter Removal" to: 

• Take an adapter that is causing excessive errors off 
the ring 

• Take an adapter off the ring to check whether it is the 
cause of slow ring performance. 
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Panel Sequence 

!D FUNCnON 

SERV!CES 
1 ALERTS 
3 RING MGR 

!D FUNCT!ON 

ADAPTER PROF! LE 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK. MANAGER 
RING MANAGER FUNCTIONS 

IBM TOKEN-RING NETWORK NAMAGER 
ADAPTER FUNCTIONS 

2 ADAPTER REMOVAL 

ADAPTER ..... 

IBM TOKEN-RING NETWORK MANAGER 
REQUEST ADAPTER REMOVAL 
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Instructions 

1 On the Request Adapter Removal panel, fill in the 
field with the hexadecimal address or symbolic name 
of the adapter you want to remove. 

The Network Manager will provide information 
about the adapter to allow you to check that you 
have chosen the correct adapter. 

For information about functional addresses, see page 
3-62. 

2 Use the PgUp and PgDn keys to scroll through the 
panels (if there are more than one). Use the Home 
or End key to display the top or the bottom of the 
informa tion. 

To erase the field next to "Adapter," press F5 
(Redisplay). 

3 On the Confirm Adapter Removal panel, press F9 
(Remove) to remove this adapter. 

4 On the Confirm Adapter Removal panel: 

To remove another adapter, press F2 (Quit) to return 
to the Request Adapter Removal panel. Repeat 
step 1. 

To return to the Adapter Functions panel, press F2 
(Quit). On the Request Adapter Removal panel, 
press F2 (Quit). 

To return to the Ring Manager Functions panel, 
press F4 (Return). 
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Ring Test 

Description 

Choose "Ring Test" to: 

• Check whether the Network Manager's adapter can 
communicate with the ring after you have installed the 
Network Manager 

• Determine whether the ring can transfer data after you 
have attempted to resolve a problem. 
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Panel Sequence 

!D VUNCT!ON 

S(RI/!CES 
.!. ALERTS 

3 RING MGR 

!D FUNCT!ON 

EVENT L ~)G 
2 SY~,TO.1 DEF!N!T!ON 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER FUNCTIONS 

3 ADAPTER FUNCTIONS 

f 8M TOKEN-R f NG NE'T\\ORK MANAGER 
ADAPTER FUNCT IONS 

Please I18lec;t one. of these c;Q'Imcmc!s= 

C(M.tAND DESCR I PHON 10 

1 
2 
3 
4 
5 

ADAPTER PROF I.LE 
ADAPTER REt.«>VAL 
RING TEST 
TRAFFIC 

Q~ery adapter status. 
Remove adopter .. f rQ'l'lr: I ng. 
.Rlng/adap,ter state tes,t. 
Mokethis adopter generate trattlc;. 

SOFT ERROR CONO 1 TI ONS 01 spJ oy adopters that are uper i enc i ng 
soft.rrors. 

Type· the 10 of the c;orrmond and press Enter ==> 
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Instructions 

1 On the Adapter Functions panel, type the ID 
number for the "Ring Test" and press Enter. 

You will receive a message on your screen 
indicating whether the two-part test was completed 
successfully or failed. If the test succeeded, you will 
receive the message "Operation complete." Go to 
step 3. 

If the test failed, you will receive the message 
"Operation failed." Continue with step 2. 

2 If the test failed, you may receive an alert soon 
after. If you do, check Alerts for information about 
the possible source of the problem. 

If you do not receive an alert, check Appendix A for 
information about how to respond to each of the 
messages listed below. These are recorded in the 
event log. 

DFIPD017 Ring test 1 failed - test stopped 
DFIPD019 Ring test 2 failed - test complete 

3 To return to the Ring Manager Functions panel, 
press either F2 (Quit) or F4 (Return). 
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Traffic 

Description 

The Network Manager allows you to create traffic (a 
continuous stream of data frames) on the ring to assist 
you in troubleshooting. 

Choose "Traffic" to: 

• Send test messages on the ring during troubleshooting 

• Check whether the ring can transfer data after you 
have attempted to resolve a problem 

• Test the ring after you have installed the Network 
Manager 
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Panel Sequence 

3-72 

:,ERVI CE:, 
2 ALERTS 

3 RING MGR 

2 
3 

/ • .DAPTER PROF I LE 
2 ... .DAPTER RE~+JWL 
.:.'i RING TEST 
4 TRAFFIC 

Traffic 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER FUNCTIONS 

IBM TOKEN-RING NETWORK MANAGER 
ADAPTER FUNCTIONS 



Instructions 

1 The Traffic panel indicates the current setting: 
started or stopped. If you wish to change the 
setting, type the ID number of your selection and 
press Enter. 

2 To return to the Adapter Functions panel, press F2 
(Quit). 

To return to the Ring Manager Functions panel, 
press F4 (Return). 
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Soft Error Conditions 

Description 

The Network Manager allows you to determine the 
adapters that may be harming the ring's performance by 
displaying a list of adapters that are experiencing soft 
errors at the time of the request. 

Choose "Soft Error Conditions": 

• When the Recommended Actions for Selected Alert 
panel indicates that you should use this function 

• When the IBM Token-Ring Network Problem 
Determination Guide indicates that you should use this 
function. 

U sing this function, you may request an adapter profile or 
an adapter removal. However, if the ring is experiencing 
soft errors, you may need to request the profile or the 
removal more than once before the Network Manager is 
able to respond. 

If you try again to remove an adapter and receive the 
message "Adapter not found on ring," the Network 
Manager has already removed the adapter (even though 
you may have received the message "Operation failed" 
after a previous attempt). 

The Soft Error Conditions displays a list of adapters 
that are experiencing soft errors. 

Adapters that are in the pre-weight exceeded condition 
have a single asterisk (*) in the "Condition" column. 
Adapters that are in the weight exceeded condition have 
double asterisks (**) in the "Condition" column. Weight 
is a measure of the number of soft errors the adapter is 
experiencing. As the weight approaches a predefined 
level, it is in pre-weight exceeded condition. 
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Panel Sequence 

£.ERV! ('.E~. 
2 ".i.ERT~. 

3 RING MGR 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER FUNCTIONS 

Piooso seio:.~ OI1G ,'f ~j.1GSG fIJ,,~;~i""";i: 

EvENT LOG 
2 f,r:; TEM DE F ! N! T ! ON 

3 ADAPTER FUNCTIONS 

ADAPTER ?RO~'! i.E 
2 ADAPTER \~EMOVAL 
3 R!NG TEST 
4 TRAFF!C 

IBM TOKEN-RING NETWORK MANAGER 
ADAPTER FUNCTIONS 

5 SOFT ERROR CONDITION. 
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Instructions 

1 To see the adapter profile of an adapter on the list, 
position the cursor on the appropriate line in the list 
and press F7 (Profile). (You may use the "Adapter 
Profile" function to find a symbolic name.) 

The Adapter Profile panel will be displayed. To 
return to the Soft Error Conditions panel, press F2 
(Quit). 

2 To remove an adapter on the list from the ring, 
position the cursor on the appropriate line in the list 
and press F9 (Remove). 

Note: You may remove an adapter only if there is 
an adapter first on the list that is in the weight 
exceeded condition (as indicated by ** in the 
"Condition" column). You cannot remove the 
Network Manager's adapter from this panel. 

3 The Confirm Adapter Removal will be displayed. 
Press F9 (Delete) to confirm your decision to remove 
the adapter. 

After an adapter has been removed, it may stay on 
the Soft Error Conditions panel for several minutes, 
but refreshing the panel after a few seconds should 
show that the Error Count is decreasing for the 
adapter. If it is not decreasing, the adapter may 
have been reinserted on the ring. 

To return to the Soft Error Conditions panel, press 
F2 (Quit). 

To return to the Adapter Functions panel, press F4 
(Return). 
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4 To refresh the list of adapters on the panel (in case 
new entries have been added since you displayed 
this panel), press F5 (Refresh). 

5 To return to the Adapter Functions panel, press F2 
(Quit). 

6 To return to the Ring Manager Functions panel, 
press F4 (Return). 
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Path Test 

Description 

Choose "Path Test" to check the path between two 
adapters if one reports that it is unable to send messages 
to the other. 

If the path test fails, you may receive an alert soon after. 
Go to Alerts for information about the possible cause of 
the failure. 
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Panel Sequence 

l D FUNO:".T ION 

5ERVICE::. 
2 ALERT::. 

3 RING MGR 

lD FUNCTION 

EVENT LOG 
2 5YSTEM DEFlNITION 
3 ADAPTE R rUNG T lONS 

4 PATH TEST 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER FUNCTIONS 
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Instructions 

1 On the Path Test panel, fill in the fields with the 
information for the two adapters at either end of the 
path you are checking and press Enter. 

If one of the adapters you have listed encounters an 
error, you receive an error message and the cursor is 
positioned under the adapter that has the error 
condition. 

2 To test the path between two different adapters, type 
over the previous information with the new adapter 
information. If you wish, you may press F5 
(Redisplay) to erase the previous information. 
Return to step 1. 

3 To return to the Ring Manager Functions panel, 
press either F2 (Quit) or F4 (Return). 
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Ring Configuration 

Description 

Choose "Ring Configuration" to: 

• Display or print a list of active adapters on the ring in 
upstream order 

• Obtain a list that allows you to determine the NAUN 
(Nearest Active Upstream Neighbor) of the active 
adapters on the ring at the time of request 

• Learn the symbolic names of the active adapters on the 
ring 

• See the functional and group addresses for each 
adapter on the ring. 
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Information provided 

The Network Manager provides the following information 
for each adapter: 

• Its ring ID (always "0000") 
• Its adapter address 
• Its symbolic name (if one haS' been assigned) 
• Its group address (if one has been assigned) 
• A list of its functional addresses. 

Functional addresses and function names 

Functional addresses indicate the adapter's function, such 
as "Active Monitor." An adapter may have up to 31 
functional addresses. For more information about 
functional addresses, see the IBM Token-Ring Network 
Architecture Reference or the IBM Token-Ring Network 
Technical Reference. Possible function names and 
addresses are listed below: 

Function name Functional address 

Active monitor X'OOOOOOOl' 
Ring parameter server X'00000002' 
Network server heartbeat X'00000004' 
Ring error monitor X'00000008' 
Configuration report server X'00000010' 
Synchronous bandwidth manager X'00000020' 
Locate - directory server X'00000040' 
Message interface X'00000080' 
Bridge X'00000100' 
IMPL server X'00000200' 
Ring authorization X'00000400' 
LAN gateway X'00000800' 
Ring wiring concentrator X'00001000' 
(U ser defined) X'00008000' to X' 40000000' 
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Functional name and address of Network 
Manager's adapter 

If an adapter has the combination of names and addresses 
listed below, you can assume it is a Network Manager's 
adapter. 

Function name Functional address 

Ring error monitor X'00000008' 
Configuration report server X'OOOOOOlO' 
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Panel Sequence 

!D FUNCT!ON 

SERV:CE~. 
2 I>LERT5 
3 RING MGR 

: D ~'UNCT: ON 

EVENT tOG 
2 5Y~.TEM DEF:NT:ON 
3 ..... DI>.PTE R rUNG T : ON~ • 
.; 

5 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER FUNCTIONS 

IBM TOKEN-R I NG NETYtURK MANAGER 
RING CONF I GURAT I ON 
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Instructions 

1 On the Request Ring Configuration panel, you do 
not need to do anything except press Enter. 

The Ring Configuration panel displays the entire 
configuration of the active adapters on the ring in 
upstream order. 

The first adapter on the list is the Network 
Manager's adapter. The second adapter on the list 
is the first adapter's NAUN. The third adapter on 
the list is the second adapter's NAUN and so on. 

2 Use the PgUp and PgDn keys to scroll through the 
panels (if there are more than one). Use the Home 
or End key to display the top or the bottom of the 
information. 

3 To request a printout of the configuration, press F6 
(Print). 

To cancel your request for a printout, press F6 
(Print) again. Messages are displayed at the bottom 
of the screen to tell you whether your request is 
active or canceled. 

The ring configuration will not be printed until you 
press F2 (Quit) or F4 (Return). 

4 To return to the Request Ring Configuration 
panel to request another ring configuration, press F2 
(Quit). 

To return to the Ring Manager Functions panel, 
press F4 (Return). 
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Soft Error Logging 

Description 

Choose "Soft Error Logging" to change the level of detail 
of the information that is logged about soft errors on the 
rIng. 

The soft error reporter function of the Network Manager 
provides information regarding soft errors occurring on 
the ring. Regardless of the level of logging you specify, 
the reporter notifies you with an alert when the ring is 
experiencing an unacceptable number of soft errors. If 
you specify "Full" or "Limited" soft error logging, the 
Network Manager logs the individual soft error reports 
that caused the alert. From these reports, you can tell 
what kind of soft errors the ring is experiencing. 

Normally, it is not necessary to know what kind of soft 
errors are occurring. For problem determination, you 
need only the information that accompanies the alert, not 
the detailed information from the individual reports. 

A soft error is an error on the network that temporarily 
harms the ring's performance. It causes the data to be 
transmitted on the ring more than once to be received 
correctly. A ring can automatically recover from a soft 
error. You may choose among four options: 

• Full soft error logging: All soft error reports from all 
adapters on the ring are logged. The following 
messages are logged only when this option is selected. 
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DFIPDI02 W Ring errors increasing 
DFIPDI04 I Recovered error counters 
DFIPDI08 W Ring poll failure 
DFIPDI09 W Ring monitor error - ring recovered 
DFIPD190 W Invalid message length 
DFIPD191 W Duplicate data in message 
DFIPD192 W Missing data in message 
DFIPD224 I New ring monitor 



Use this option only when you need to know what 
kinds of soft errors are being experienced on the entire 
ring. 

• Limited soft error logging: Only those soft error 
reports from any adapter(s) accumulating soft errors 
exceeding a predefined level are logged. With this 
option, the Network Manager also logs soft error 
reports from the adapters on both sides of the 
adapter(s). 

Use this option only when you need to know what 
kinds of soft errors are being experienced by adapters 
in areas of the ring where large numbers of soft errors 
are occurring. 

• No soft error logging: No individual soft error reports 
are logged. This is the default value for this function. 

This is the normal setting for soft error logging. This 
option allows you to receive alerts necessary for most 
troubleshooting, but not log all the soft error reports 
that caused the alerts. 

• Reset soft error logging: The internal counters for soft 
error reporting are returned to o. This option updates 
the error logging mode to No soft error logging. 

Reset soft error logging if you want to erase the 
counters for soft errors that have occurred up to now. 
This would be appropriate if a change (such as 
removing an adapter) had been made to the ring as a 
result of a soft error condition. Choose "Reset" if you 
have received the alert "LAN Manager error reporter 
failed." 
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Panel Sequence 

5ERV!CE5 
2 ALERTS 
3 RING MGR 

!D FUNCT!ON 

EVENT LOG 
J.. ::.YSTEM DEF!N!T:ON 
3 I>D/'.PTER FUNCT:ONS 
4 PIa.TH TE::;r 
:) R ! NG C.ONF: GURAT ! ON 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER FUNTIONS 

6 SOFT ERROR LOGGING 

RING 10 ... : 

IBM TOKEN-RI NG NETWORK MANAGER 
SOFT ERROR LOGG I NG 
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Instructions 

1 On the Soft Error Logging panel, you do not need 
to do anything except press Enter. 

2 On the Change Soft Error Logging panel, type the 
ID of the kind of error logging you need and press 
Enter. See the Help panel for a description of each 
kind. 

3 To return to the Soft Error Logging panel, press 
F2 (Quit). 

To return to the Ring Manager Functions panel, 
press F4 (Return). 
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Shutdown (from Ring Manager 
Functions) 

Description 

Select "Shutdown" if you wish to return to DOS. 

Selecting "Shutdown" from this panel will not 
immediately return you to DOS. You will also need to 
shut down the Alerts functions before you choose 
"Shutdown" at the Services panel to return to DOS. 

If you intend to return to the Ring Manager Functions 
before you stop the Network Manager, follow the 
instructions in the next section to "Exit" the Ring 
Manager Functions rather than "Shutdown." 
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Panel Sequence 

!D FUNCT!ON 

5ERV ~ GE5 
2 ALERT:. 

3 RING MGR 

~D FUNC;T~ON 

EVENT LOG 
.!. :.YSTEM Dn"~NiT!ON 
3 "DAPTER FUNGT! ON:. 
<l PATH TEST 
5 RiNG CONF!GURATiON 
'" :.on ERROR L OGG i NG 

10 SHUTDOWN 

IBM TOKEN-RING NETWORK MANAGER 
MAIN SELECTION 

IBM TOKEN-RING NETWORK MANAGER 
RING MANAGER FUNTIONS 

Shutdown (Ring Manager Functions) 3-91 



Instructions 

1 On the Ring Manager Functions panel, type the 
ID number for "Shutdown" and press Enter. 

2 On the Shutdown panel, press FlO (Shutdown) to 
confirm that you want to shut down. 

Otherwise, press F2 (Quit) or F4 (Return) to return 
to the Main Selection panel. 

3 On the Main Selection panel, select "Services" to 
return to DOS. (See page 3-11.) 
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Exit (Ring Manager Functions) 

Description 

Select "Exit" to return to the Main Selection panel and 
leave the Ring Manager Functions active to monitor the 
rIng. 

Note: The next time you select "Ring Mgr" from the 
Main Selection panel, you will be asked for the password 
(if you have established a password). 

You may choose to return to the Main Selection panel by 
pressing Scroll Lock. The next time you select "Ring 
Mgr" from the Main Selection panel, you will not be 
required to type the password (regardless of whether you 
have established a password). 

If you choose to return to DOS, follow the instructions on 
page 3-90. 

After you have selected "Exit" and pressed Enter, the 
Main Selection panel is displayed. From here you can 
select "Services," "Alerts," or return to "Ring Manager." 
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Panel Sequence 

Instructions 

1 On the Ring Manager Functions panel, type the 
ID number to "Exit" the Network Manager and 
press Enter. 

2 On the Main Selection, type the ID number of the 
function you wish to use. 
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Chapter 4. Basic Troubleshooting 

This chapter includes some hints about using the Network 
Manager to find problems on the ring. For detailed 
procedures, see the IBM Token-Ring Network Problem 
Determination Guide. To investigate problems between 
adapters that cannot communicate, use the procedure in 
this chapter on page 4-4. Included are suggestions to help 
solve problems that: 

• Are currently occurring 

• Have occurred prior to troubleshooting 

• Exist between two adapters that cannot communicate. 
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Problems Occurring Currently 

The following are some suggestions for analyzing 
problems that either have been reported by someone using 
an adapter on the ring or by an alert indication on a Ring 
Manager Functions panel. 

Check the ring status in the upper left corner of any Ring 
Manager Functions panel. If the ring status is 

Beaconing, go to Alerts and look for the most recent 
beaconing alert (DFIPD202-204). Record the message 
number for that alert (found under the description on 
the Details for Selected Alert panel). Follow the 
recommended actions for that alert. 

Soft Error, go to Alerts and look for the most recent 
alert with the short description "Error limit exceeded." 
Go to the panel with details for that alert. Using the 
text message information, follow the instructions for 
message DFIPDIOl, in Appendix A of this manual. 

Wire Fault or Adapter Closed go to Alerts and look for the 
most recent alert. Record the message number for that 
alert (found under the description on the Details for 
Selected Alert panel). Follow the recommended 
actions for that alert. 

Data Lost wait for the ring status to change. Follow the 
action for the new ring status. 

Normal, request an adapter profile for the adapter that 
has the problem to see if the adapter is still active on 
the ring. (It is helpful to know whether it is active as 
you continue troubleshooting.) Use the problem 
determination procedures in the documentation for the 
application program that the adapter is running. 
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Problems that Occurred Previously 

Go to Alerts and check for an alert that occurred prior to 
the time of the problem. If you see the alert(s): 

Error limit exceeded, check the event log for the 
adapter that is indicated in the alert message. Check 
to see if the message "Ring errors decreasing" was 
logged for that adapter. 

If it was not logged before the time of the problem, 
then the ring was still experiencing excessive soft 
errors that may have caused the problem. 

If it was logged, continue searching for alerts that 
indicate the source of the problem. 

Ring not working, check the event long for the 
message "Ring recovered" or "Ring recovered - adapter 
removed." 

If these messages were not logged before the tiIne of 
the problem, then beaconing was the cause of the 
problem. 

If these messages were logged, check to see if the 
adapter reporting the problem was removed. 

If it was removed, then that adapter was the 
cause of the problem. 

If it was not removed, continue to look for the 
problem. 

If none of the alerts listed above occurred, look at the 
event log. 

If no messages were logged at the time of the problem, 
then the IBM Token-Ring Ring Network Manager was not 
aware of the problem. 
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Problems between Two Adapters 
That Cannot Communicate 

Use the following procedure when you have no indication 
of hardware errors, no beaconing messages, nor an 
unusual level of soft errors. 

Before you begin, start the Network Manager. (The 
Network Manager must be on the ring with the adapters 
that cannot communicate.) 

Using the "Adapter Profile" function, verify that each 
adapter is active on the ring. 

If both are active, begin with step 1 of the following 
procedure. 

Otherwise, begin with step 6 on page 4-6. 
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1 Run a "Path Test" between the two adapters. 

If the test was successful, continue with step 2. 

Otherwise, go to step 4. 

2 Check the application programs that are running in 
each adapter to see whether they have been 
correctly configured and are using the correct 
addresses and symbolic names. 

If the configuration, addresses, and names are 
correct, this procedure has failed to locate the 
problem. Contact your network administrator. 

Otherwise, continue with step 3. 

3 Correct the error and retry the operation that failed, 
then return to this step. 

If the operation no longer fails, you do not need 
to continue with this procedure. You have 
recovered from the problem. 

Otherwise, this procedure has failed to locate the 
problem. Contact your network administrator. 

4 Run all of the diagnostics available on one adapter. 

If the diagnostics indicate an error, correct the 
problem. 

Otherwise, continue with step 5. 

5 Run all of the diagnostics available on the other 
adapter. 

If the diagnostics indicate an error, correct the 
problem. 
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Otherwise, this procedure has failed to locate the 
problem. Contact your network administrator 
and your software supplier. 

6 Make sure that the adapter that was not active on 
the ring during the request for an adapter profile 
has been made active. Restart its application 
program or start the Network Manager on that 
adapter. Verify that the correct adapter address is 
being used. 

7 Request an adapter profile for the adapter that was 
previously not active on the ring. 

If it is now active, you have recovered from the 
problem and do not need to continue with this 
procedure. 

Otherwise, continue with step 8. 

8 Run all of the adapter diagnostics available on the 
adapter that remains not active on the ring. 

If the diagnostics indicate an error, correct the 
problem. 

Otherwise, this procedure has failed to locate the 
problem. Contact your network administrator 
and your software supplier. 
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Appendix A. Messages 

You may encounter three types of messages while running 
the Network Manager. They include: 

I: Information 

An information message tells you about non-critical 
activity on the ring. 

W: Warning 

A warning message indicates a potential problem on 
the ring. 

E: Error 

An error message is more serious than a warning 
message and tells you about a problem on the ring. 

Messages may be displayed in three ways: 

• On the message line: Messages that are displayed here 
cause a beep to sound and contain only the message 
number and a written description. 

• As an alert: An alert, a special type of message, 
appears as an ".A.L" on the bottom line of the screen. 
These also cause a beep to sound and are recorded in 
the event log (with the exception of alert DFIPD990). 
(To see a description of the alert, you need to press 
Scroll Lock to return to the Main Selection panel and 
then select" Alerts.") 

• In the event log: Messages that are not displayed on 
message line on the screen are recorded in the event 
log and in the alerts file with the date, time, and any 
additional data associated with the message, such as 
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ring ID or adapter address. All alerts are recorded in 
the event log with the exception of alert DFIPD990. 

All of the Network Manager messages are listed below by 
message ID number. Any additional data that may 
accompany the message (or alert), a brief explanation of 
the message meaning, and suggestions for action to take 
are included. 

The terms First Adapter and Second Adapter indicate the 
adapter that detected the error and its NAUN (Nearest 
Active Upstream Neighbor) or NADN (Nearest Active 
Downstream Neighbor). 
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DCJSS801 E Invalid key depressed. Please try again. 

Meaning: You have pressed a key that is not defined for 
use with this panel. 

Action: Press a valid key to continue. 

DCJSS828 E Invalid response. 

Meaning: Y ou have not responded correctly to the 
condition indicated. 

Action: Try another response. 

DCJSS871 E Target file already exists. 

Meaning: The file indicated by the name displayed 
already exists in the target directory. 

Action: Choose one of the following responses: 

• To stop the operation, type "A" for Abort. 
• To try again, change diskettes or change the name of 

the file (indicated by the displayed name) and type "R" 
for Retry. 

• To overwrite the existing file, type "I" for Ignore. 
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DCJSS872 E Target file full. 

Meaning: All of the space in the target file has been 
used. A new file needs to be created or some records need 
to be deleted. 

Action: Choose one of the following responses: 

• To stop the operation, type "A" for Abort. 
• To try again, change diskettes and type "R" for Retry. 

DCJSS873 E Target disk full. 

Meaning: All of the space on the target diskette has 
been used. The contents of the file indicated by the name 
displayed must be started on another diskette. 

Action: Choose one of the following responses: 

• To stop the operation, type "A" for Abort. 
• To try again, change diskettes and type "R" for Retry. 
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DCJSS874 E Target disk is write-protected. 

Meaning: The diskette has a write-protect seal on it or it 
does not have a write notch. 

Action: Choose one of the following responses: 

• To stop the operation, type "A" for Abort. 
• To try again, change diskettes or remove the 

write-protect seal from the current diskette and type 
"R" for Retry. 

DCJSS875 E Target drive not ready. 

Meaning: The file indicated by the name displayed 
cannot be copied to the target drive. 

Action: Choose one of the following responses: 

• To stop the operation, type "A" for Abort. 
• To try again, insert a diskette in the target drive, close 

the drive door, and type "R" for Retry. 
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DCJSS876 E Printer out of paper. 

Meaning: The file indicated by the name displayed 
cannot be printed until the printer is loaded with paper. 

Action: Choose one of the following responses: 

• To stop the operation, type "A" for Abort. 
• To try again, load the printer with paper and type "R" 

for Retry. 
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DFIPD001 I Network Manager started 

Meaning: The Network Manager has begun 
initialization. This message is recorded in the event log. 

Action: None required. 

Data: 

Ring 
10 

01/09/86 13:53:24 Network Manager started ~ DF I PDDOl I 
ADDR: 10005A0002AB NAME: RING: 0000 MiSe: 
ADDITIONAL DATA, OOO~A33802B OOOOO;r33832B ~ 

Network Microcode Microcode Level of 
Manager's Level of Level of Network 
Adapter Network PC Adapter Manager 
Address Manager's Support 

Adapter Interface 

DFIPD002 I Operation in progress. please wait 

Meaning: The program is performing an operation that 
you requested. This message is not recorded in the event 
log. 

Action: None required. 

DFIPD006 I Operation completed successfully 

Meaning: The operation you requested has been 
completed. This message is not recorded in the event log. 

Action: None required. 

Appendix A A-7 



DFIPD007 I Operation failed 

Meaning: The operation you requested has failed. This 
message is not recorded in the event log. 

Action: Try the following actions in response to this 
message: 

1. Retry the operation that failed. 
2. Check any alerts that occurred at the same time and 

follow the recommended actions for the most recent 
alert or for the alert that occurred closest to the time 
this message was received. 

3. Examine the event log for messages that occurred at 
the same time that you received the "Operation failed" 
message. Check for: 

Beaconing messages (DFIPD200-205) 
Data frame messages (DFIPD190-192) 
Ring error messages (DFIPD10l-109). 
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DFIPD010 I Full soft error logging enabled 

Meaning: Full soft error logging has been started by 
selecting that option from the Change Soft Error Logging 
panel. This message is recorded in the event log. 

Action: None required. 

Data: 

01/10/86 15:17:52 Ful I soft error logging enabled 

RING'T 
Ring 

10 

DFIPD011 I Soft error logging disabled 

DFIPD0101 
Mise: 

Meaning: Neither full nor limited soft error logging is in 
effect. This message is recorded in the event log. 

Action: None required. 

Data: 

01/10/86 17:02:17 Soft error logging disabled 

RING'T 
Ring 

10 

DFI PDOlll 
Mise: 
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DFIPD012 I Limited soft error logging enabled 

Meaning: Limited soft error logging has been started. 
This message is recorded in the event log. 

Action: N one required. 

Data: 

01/10/86 17:02:12 Limited soft error logging enabled 
RING, T 

Rmg 
10 
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o FIPD014 I Error counters reset 

Meaning: Reset soft error logging has been chosen from 
the Change Soft Error Logging panel. 

When this message is displayed, if the ring status is Soft 
Error it will change to Normal. This message is recorded in 
the event log. 

Action: None required. 

Data: 

01/10/86 17:02:16 Error counters reset 
RING: 0000 

TR· m9 
10 

DFIPD0141 
Mise: 
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DFIPD017 E Ring test 1 failed - test stopped 

Meaning: The Network Manager could not complete ring 
test 1. This message is recorde<i in the event log. 

Action: Try to run the test again. If it f~ils again, 
continue with these instructions. 

If the ring status is Normal run the Adapter Diagnostics 
described in Chapter 3 of the IBM Token-Ring Network 
PC Adapter Guide to Operations. If you have the IBM 
Token-Ring Network PC Adapter Hardware Maintenance 
and Service manual and diskette, use the advanced 
diagnostics instead. If the diagnostics indicate that the 
adapter is operating correctly, contact the place where 
you purchased your adapter. 

If the ring status is not Normal record the ring status. If 
you came from the problem determination procedures in 
the IBM Token-Ring Network Problem Determination 
Guide, return to the step that sent you here. Otherwise, 
go to Chapter 2 of the Problem Determination Guide, 
"Preparing for Problem Determination." Use the ring 
status as the symptom. 

Data: 

01/10/86 15: 17:52 Ring test 1 fai led - test stopped 
RING: 0000 

~-

.1 
Ring 

10 
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DFIPD019 E Ring test 2 failed - test complete 

Meaning: Ring test 2 failed to send a message around the 
ring. The Adapter Support Interface or one (i)f the 
adapters on the ring is failing to send the message 
properly. 

This message is recorded in the event log. 

Action: Try to run the test again. If it fails again, 
continue with these instructions. 

If the ring status is Normal run the Adapter Diagnostics 
described in Chapter 3 of the IBM Token-Ring Network 
PC Adapter Guide to Operations. If you have the IBM 
Token-Ring Network PC Adapter Hardware Maintenance 
and Service manual and diskette, use the advanced 
diagnostics instead. If the diagnostics indicate that the 
adapter is operating correctly, contact the place where 
you purchased your adapter. 

If the ring status is not Normal record the ring status. If 
you came from the problem determination procedures in 
the IBM Token-Ring Network Problem Determination 
Guide, return to the step that sent you here. Otherwise, 
go to Chapter 2 of the Problem Determination Guide, 
"Preparing for Problem Determination." Use the ring 
status as the symptom. 

Data: 

01/10/86 15:17:53 Ring test 2 failed - test complete DFIPD019E 

RING'T 
Rmg 

10 
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DFIPD020 I Traffic generation started 

Meaning: Start traffic has been selected from the Traffic 
Generator panel. The Network Manager is generating 
continuous traffic on the ring in the form of test messages. 
This message is recorded in the event log. 

Action: None required. 

Data: 

01/10/86 17:07:11 Traffic generation started 
RING: 0000 

T 
Ring 

10 

DFIPD021 I Traffic generation ended 

DFIPD0201 
MISC: 

Meaning: Stop traffic has been selected from the Traffic 
Generator panel. The Network Manager has stopped 
generating continuous traffic on the ring in the form of 
test messages. This message is recorded in the event log. 

Action: None required. 

Data: 

01/10/86 17:07:15 Traffic generation ended 
RING: 0000 

T 
Ring 

10 
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DFIPD030 W Data loss started 

Meaning: The Network Manager has minimum buffer 
space available. It is no longer logging messages for full 
soft error logging, soft error alerts, or NAUN changes. 
This message is recorded in the event log. 

Action: On the Change Soft Error Logging panel, select 
no soft error logging and on the Log Option panel, select 
No. 

DFIPD031 W Data loss stopped 

Meaning: The Network Manager has resumed logging 
messages for full soft error logging, soft error alerts, and 
NAUN changes. This message is recorded in the event 
log. 

Action: None is required. 

DFIPD032 I Soft error and NAUN change logging was stopped 

Meaning: The Network Manager has minimum buffer 
space available. It is no longer logging messages for full 
soft error logging and NA UN changes. Soft error alerts 
are still logged. This message is recorded in the event log. 

Action: None is required. 
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o FI Po033 I Soft error and NAU N change logging was restarted 

Meaning: The Network Manager has resumed logging 
messages for full soft error logging and NA UN changes. 
This message is recorded in the event log. 

Action: None is required. 

oFIPo049 I Network Manager ended 

Meaning: Shutdown was selected from the Ring Manager 
Functions panel, causing the Ring Manager Functions to 
end. This message is recorded in the event log. 

Action: None required. 

Data: 

01/10/86 14:51:55 Network Manager ended 
ADDR: 10005A0002AB NAME: 

I 
Network 

Manager's 
Adapter 
Address 
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DFIPD050 E DOS level incorrect - 3.2 or higher required 

Meaning: You are using an unacceptable level of DOS. 
This message is not recorded in the event log. 

Action: Replace DOS with DOS level 3.2 or higher. 

DFIPD051 E Insufficient free memory to load program 

Meaning: The computer you are using is not equipped 
with enough memory to run the Network Manager. This 
message is not recorded in the event log. 

Action: Run the Network Manager in a computer that 
has at least 440 KB of free memory. Your computer may 
have memory of 512 KB, but if you have memory-resident 
extras, such as print spoolers or a program such as 
"Sidekick," you may not have enough room for the 
Network Manager. 
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DFIPD080 I No files are available for the report 

Meaning: The buffer space allotted for files to create an 
event log report or a ring configuration report is full. A 
maximum of five files can be used to create reports. In 
other words, if you have enough disk space, you can have 
four files in the print queue and one file being reviewed. 
This message is not recorded in the event log. 

Action: Make sure the printer is powered on to print the 
queue of files in the buffer space. Retry the Print 
command after the current report has printed. 

DFIPD081 E File not found (two-digit file number) 

Meaning: The Network Manager file needed to perform 
the requested operation has not been loaded into the 
computer. This message is not recorded in the event log. 

Action: If you are using an IBM Personal Computer with 
two diskette drives, make sure the correct diskette is in 
the diskette drive. 

Regardless of the type of IBM Personal Computer you are 
using, check the directory of files against the list of files 
in Appendix B to ensure that all the files have been 
copied on your working diskette(s) or fixed disk. If the 
missing file is also missing from the Network Manager 
diskettes that you purchased, call the place where you 
purchased the Network Manager. 
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DFIPD082 E Drive not ready 

Meaning: The diskette drive is not ready. The diskette 
dri ve door may not be closed. This message is not 
recorded in the event log. 

Action: Close the diskette drive door and press Enter. 
Check your IBM Personal Computer Guide to Operations 
if you need additional information about the drive. 

DFIPD083 E File full 

Meaning: All available space on the target file has been 
used. No data can be added. 

Action: To add new information to the file, delete some 
existing data. This message is not recorded in the event 
log. 
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DFIPD101 E Ring error limit exceeded 

Meaning: The number of soft errors has exceeded the 
allowable limit. This may cause a noticeable decrease in 
the ring's performance. This message is an alert and is 
recorded in the event log. 

Action: Record the ring status and the two addresses 
given in the data section of the message. 

1. Select Soft Error Conditions from the Adapter 
Functions panel. 

You may need to attempt operations on this panel 
more than once before the Network Manager is able to 
respond since the ring is experiencing soft errors. 

2. Record the addresses for each of the adapters (and 
their NAUNs) that have one or two asterisks. To find 
their symbolic names, use F7 (Profile). 

3. Use the F9 (Remove) key to remove all of the flagged 
adapters from the ring. Start with the last adapter 
wi th one or two asterisks on the list. 

4. After all the flagged adapters have been removed, 
observe the ring status indication at the top left corner 
oft,your screen. It should change to Normal after 30 
seconds to a minute. 

Note: It may take 20-30 seconds after the status has 
returned to Normal for the adapters to be removed from 
the table. Press F5 (Refresh) to see which adapters are 
still in the table. 

If the status does not change to Normal, return the 
removed adapters to the ring (by restarting the 
application programs they were running) and go to the 
IBM Token-Ring Network Problem Determination 
Guide. 

A-20 Appendix A 



If the status changes to Normal and then returns to Soft 
Error within six minutes, return the removed adapters 
to the ring (by restarting the application programs 
they were running) and go to the IBM Token-Ring 
Network Problem Determination Guide. 

If the status changes to Normal and remains Normal for 
at least six minutes, continue with the next step. 

5. Using the addresses recorded in step 2 on page A-20, 
return one of the removed adapters to the ring (by 
restarting the application program it was running). 

6. Observe the ring status indication. 

If the status changes to Soft Error within six minutes, 
record the address of the adapter you just returned to 
the ring. Remove it from the ring. 

If the status remains Normal for at least six minutes, 
continue with the next step. 

7. If all of the removed adapters have been returned to 
the ring, go the step 8. 

Otherwise, return the next adapter to the ring and go 
to step 6. 

8. If any adapter adapter addresses were recorded in step 
6, go to the IBM Token-Ring Network Problem 
Determination Guide using a symptom of "Soft Errors 
on a Lobe." 

If no addresses were recorded in step 6, the problems 
have disappeared. No further actions are required. 
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Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. If no symbolic name is available, a 
space of 16 characters is displayed instead. Each adapter 
address in the data begins a new line. 

Second 
Adapter's 
Address 

01/10/86 16:23:11 Ring error 
ADDR: 10005A0005DO NAME: 
ADDR, 'DDDSjDDDDS7 NAME, 

First 
Adapter's 
Address 

I imi t exceeded 

Second 
Adapter's 

Ring Physical Error 
10 Address Counts 

~ ~~PD'D1E 
RING: 0000 Mise: 00000000 79 

~I~DDDD Ir 
First Error 

Adapter's Counts 
Physical 
Address 

Note: If the data for the first adapter is not available, the 
single line of data that appears here is for the second 
adapter. 
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DFIPD102 W Ring errors increasing 

Meaning: Adapters on the ring are detecting soft errors 
and the number is approaching an unacceptable level. 

). You see this message only when you have selected full 
soft error logging from the Change Soft Error Logging 
panel. This message is recorded in the event log. 

Action: None required. 

Data: 

First 
Adapter's 
Address 

01/10/86 17:08:~ Ring errors 
ADDR: 10005A0005DO NAME: 
ADDR: 10005A000057 NAME: 

I 
Second 

Adapter's 
Address 

increasing 

First 
Adapter's 

Ring Physical Error 
10 Address Counts 

~ ~D~PD102W 
RING: 0000 Mise: 00000000 46 

MIS~OOOO 1i 
Second Error 

Adapter's Counts 
Physical 
Address 

Note: If the data for the first adapter is not available, the 
single line of data that appears here is for the second 
adapter. 
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DFIPD103"1 Ring errors decreasing 

Meaning: The rate of soft errors is decreasing. The 
source of the soft errors may have been removed. This 
message is recorded in the event log. 

Action: None required. 

Data: 

11/25/86 18:28:57 Ring errors decreasing 
ADDR: 10005A0005DO NAME: 

I 
Second 

Adapter's 
Address 

DFIPD1031 
RING: 0000 Mise: 00000000 7E 

7 7 T 
Ring Second Error 

10 Adapter's Counts 
Physical 
Address 

Note: If the data for the first adapter is not available, the 
single line of data that appears here is for the second 
adapter. 
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OFIP0104 I Recovered error counters 

Meaning: The number of non-isolating errors has 
exceeded the reporting limit (for one or more of the eight 
counters listed above in "Data" section). The source is 
unknown. You see this message only when you have 
selected full soft error logging from the Change Soft Error 
Logging panel. 

Sometimes you see this message during normal operation 
since adapter insertions are considered non-isolating 
errors. This message is recorded in the event log. 

Action: None required. 

Data: 

Ring 
10 

01/13/86 15\46'28 Reeo,e,ed "'0' eo"n'e,' 
RING: 0000 Mise: 

ADDIT10::tD:::J J J 00 
051 I tnimum Decrement Error 

Receive Congestion Table Full Error 

Frame Copied Error Spare Counter 

Frequency Error ------' '---- Token Error 

Note: See the IBM Token-Ring Network Technical 
Reference for information about these fields. 

DFIPD1041 
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DFIPD106 I Ring error report 

Meaning: A soft error has been detected. This message 
can be expected as a normal function of the ring . You see 
this message only when you have selected full or limited 
soft error logging from the Change Soft Error Logging 
panel. This message is recorded in the event log. 

Action: None required. 

Data: 

Reporting 
Adapter's Ring 
Address 10 

01/10/B6 17'0"~Rlng "'0' ,.po,' ~ 
ADDR: 1000SA0002AB NAME: RING: 0000 Mise: 
ADDITIONAL DATA: 000000000000 000000000100 00000000 
ADDR, 10005A

I
000057 'ME, T M,se, 

NAUN Reporting 
Adapter's Adapter's 
Address Physical 

Line Error~ 
Wire Fault 

Burst Error 

ARI/FCI Error 

Abort Delimiter 

Reserved -----' 

Address 

Spare Counter 

- Token Error 

~ Frequency Error 

- Frame Copied Error 

Receive Congestion 

Lost Frame 

Note: See the IBM Token-Ring Network Technical 
Reference for information about these fields. 
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DFIPD108 W Ring poll failure 

Meaning: The ring poll process has encountered an error 
and recovery has taken place. You see this message only 
w hen you have selected full soft error logging from the 
Change Soft Error Logging panel. This message is 
recorded in the event log. 

Action: None required. 

Data: 

12/13/85 14:12:51 Ring poll failure 
ADDR: 10005A0002AB NAME: 

I 
Reporting 
Adapter's 
Address 

DFIPD10BW 
RING: 0000 Mise: 10005A000126 

T 
Ring 

10 

I 
Address 
of Last 

Ring 
Poll 
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DFIPD109 W Ring monitor error - ring recovered 

Meaning: The ring recovered after a ring monitor error 
occurred. You see this message only when you have 
selected full soft error logging from the Change Soft Error 
Logging panel. This message is recorded in the event log. 

Action: None required. 

Data: 

12/13/85 
ADDR: 
ADDR: 

Reporting 
Adapter's 
Address 

14:13:38 Ring rrcnitor error - ring 
10005A0005DO NAME: TB3 
10005A0002A8 NAME: T 

I 
NAUN Reporting 

Adapter's Adapter's 
Address Symbolic 

Name 
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Reason 

,.,o,.,.d ~e DrIPDlD" 
RING: 0000 MiSe: 0001 00000000 

TMISC' T 
Ring Reporting 

10 Adapter's 
Physical 
Address 



DFIPD120 E Error reporter failed, processing continues 

Meaning: The soft error reporter function of the 
Network Manager has failed and the Network Manager is 
continuing to process other information. This message is 
an alert and is recorded in the event log. 

Action: 

1. Select the reset option from the Change Soft Error 
Logging panel. If this message reoccurs, continue with 
step 2. Otherwise, you may stop here. 

2. Shut down the Network Manager and return to DOS. 

3. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

4. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

5. If the message continues to be displayed, run the 
Adapter Diagnostics supplied with the IBM 
Token-Ring Network PC Adapter Guide to Operations. 
If you have the IBM Token-Ring Network PC Adapter 
Hardware Maintenance and Service manual and 
diskette, use the advanced diagnostics instead. 

6. If the message continues to be displayed, recopy the 
files for the working diskette(s) or fixed disk. See 
Chapter 2 of this manual. 

7. If the problem is still not corrected, record the data 
section of the message and call the place where you 
purchased the Network Manager. 
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Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at-the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. 

01/13/86 15:47:29 Error reporter fai led. processing continues DFIPD120E 
RING: ~ Mise: ~ 

Ring Error 
10 Reason 

Code 
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DFIPD140 I Only adapter on ring 

Meaning: The Network Manager detects that this is the 
only active adapter on the ring. This message is recorded 
in the event log. 

Action: If other devices are known to be active on the 
ring, go to the IBM Token-Ring Network Problem 
Determination Guide. Otherwise, no action is required. 

DFIPD141 I Additional adapter(s) on ring 

Meaning: The Network Manager detects that at least 
one other adapter on the ring has become active. This 
message is recorded in the event log. 

Action: None required. 

DFIPD150 E Invalid key pressed, please try again 

Meaning: A key that is not defined for the current panel 
has been pressed. This message is not recorded in the 
event log. 

Action: Select a key that has been defined. 
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DFIPD151 I Press F9 to confirm DELETE operation 

Meaning: You see this message when you delete either 
an alert or a symbolic name. This message is not recorded 
in the event log. 

Action: Press F9 if you choose to delete the item from 
the file. Otherwise press any other F key or the Enter key 
and data will not be deleted. 

DFIPD153 I Invalid selection, please try again 

Meaning: You see this message when you have 
attempted to perform a function that is not available from 
this panel. This message is not recorded in the event log. 

Action: Select a function that is listed on the panel. 
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DFIPD154 I Requested function not available 

Meaning: You see this message when you have 
attempted to perform a function from the Ring Manager 
Functions or Limited Ring Manager Functions panels. 

The Network Manager is not able to load the appropriate 
file or files from the diskette or fixed disk. This message 
is not recorded in the event log. 

Action: If you are using diskettes, check that the correct 
diskette is in the correct diskette drive and that the 
diskette drive doors are closed. 

Otherwise, do the following: 

1. Shut down the Network Manager and return to DOS. 

2. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

3. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

4. If the message continues to be displayed, recopy the 
files for the working diskette(s) or fixed disk. See 
Chapter 2 of this manual. 

5. If the problem is still not corrected, record the data 
section of the message and ring status and call the 
place where you purchased the Network Manager. 
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DFIPD155 E Cursor must be on a line with data 

Meaning: The cursor needs to be positioned on a line 
with data for the operation to be performed. This message 
is not recorded in the event log. 

Action: Move the cursor with the tab key. 

DFIPD156 I No symbolic names have been defined 

Meaning: You see this message if you choose to find a 
name in the symbolic names file and no symbolic names 
have been assigned yet. This message is not recorded in 
the event log. 

Action: Define symbolic names from the Symbolic Names 
Definition panel. 
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DFIPD160 E Page Up not allowed - top of list 

Meaning: The top of the file or the list is currently 
displayed. This message is not recorded in the event log. 

Action: None required. 

DFIPD161 E Page Down not allowed - bottom of list 

Meaning: The bottom of the file or the list is currently 
displayed. This message is not recorded in the event log. 

Action: None required. 
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DFIPD190 W Invalid message length 

Meaning: The length of a message received by the 
Network Manager is incorrect. You see this message only 
when you have selected full soft error logging from the 
Change Soft Error Logging panel. This message is 
recorded in the event log. 

Action: Determine which adapter is generating the 
message from the adapter address in the data section of 
the message. 

Run the Adapter Diagnostics on the adapter generating 
the data section of the message, as described in Chapter 3 
of the IBM Token-Ring Network PC Adapter Guide to 
Operations. If you have the IBM Token-Ring Network PC 
Adapter Hardware Maintenance and Service manual and 
diskette, use the advanced diagnostics instead. 

If the diagnostics indicate that the adapter generating the 
message is operating correctly, run the diagnostics on the 
Network Manager's adapter. If the diagnostics indicate 
that the Network Manager's adapter is operating 
correctly and you still get this message, do the following: 

1. Shut down the Network Manager and return to DOS. 

2. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

3. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

4. If the message is logged repeatedly, recopy the files for 
the working diskette(s) or fixed disk. See Chapter 2 of 
this manual. 

5. If the problem is still not corrected, record the data 
section of the message and call the place where you 
purchased your adapter. 
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Data: 

Address of 
Adapter 

Generating Ring 
Data ID 

01/13/.6 '5"7'~'nvol I. massog. I.ngth ~ 
ADDR: 10005A0005DO NAME: RING: 0000 Mise: 
ADDITIONAL DATA: 100110005A00005710005A0005D000896029 

~7 T~ 
This Address of Message Major 

Adapter's Adapter Length Vector 
Address Generating ID 

Data 

DFIPD19C1N 
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DFIPD191 W Duplicate data in message 

Meaning: Duplicate data is detected in a message 
received by the Network Manager You see this message 
only when you have selected full soft error logging from 
the Change Soft Error Logging panel. This message is 
recorded in the event log. 

Action: Determine which adapter is generating the 
message from the adapter address in the data section of 
the message. 

Run the Adapter Diagnostics on the adapter generating 
the data section of the message, as described in Chapter 3 
of the IBM Token-Ring Network PC Adapter Guide to 
Operations. If you have the IBM Token-Ring Network PC 
Adapter Hardware Maintenance and Service manual and 
diskette, use the advanced diagnostics instead. 

If the diagnostics indicate that the adapter generating the 
message is okay, run the diagnostics on the Network 
Manager's adapter. If the diagnostics indicate that the 
Network Manager's adapter is okay, and you still get thif 
message contact the place where you purchased the 
adapter. 

1. Shut down the Network Manager and return to DOS. 

2. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

3. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

4. If the message is logged repeatedly, recopy the files for 
the working diskette(s) or fixed disk. See Chapter 2 of 
this manual. 

5. If the problem is still not corrected, record the data 
section of the message and call your service supplier, 
and see Appendix D. 
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Data: 

Address of 
Adapter 

Generating 
Duplicate Ring 

Data ID 

01/13/86 15:47:~DUPllcate data in message ~ DF I PD191W 
ADDR: 10005A0005DO NAME: RING: 0000 MiSe: 
ADDITIONAL DATA: 100110005A00005710005A0005D000226029082D 

~~T~~ 
This Address of Message Major Subvector 

Adapter's Adapter Length Vector ID 
Address Generating ID 

Duplicate 
Data 
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o FI PO 192 W Missing data in message 

Meaning: Required data is missing in a message received 
by the Network Manager. You see this message only 
when you have selected full soft error logging from the 
Change Soft Error Logging panel. This message is 
recorded in the event log. 

Action: Determine which adapter is generating the 
message from the adapter address in the data section of 
the message. 

Run the Adapter Diagnostics on the adapter generating 
the message, as described in Chapter 3 of the IBM 
Token-Ring Network PC Adapter Guide to Operations. If 
you have the IBM Token-Ring Network PC Adapter 
Hardware Maintenance and Service manual and diskette, 
use the advanced diagnostics instead. 

If the diagnostics indicate that the adapter generating the 
message is okay, run the diagnostics on the Network 
Manager's adapter. If the diagnostics indicate that the 
Network Manager's adapter is okay and you still get this 
message, do the following: 

1. Shut down the Network Manager and return to DOS. 

2. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

3. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

4. If the message is logged repeatedly, recopy the files for 
the working diskette(s) or fixed disk. See Chapter 2 of 
this manual. 

5. If the problem is still not corrected, record the data 
section of the message, and call the place you 
purchased your adapter. 
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Data: 

Address of 
Adapter 

Generating 
Frame With 

Missing Data 
Ring 

01/13/86 15:47:22 Missing data in message I DFIPD192W 
ADDR: 10005A0005DO NAME: RING: 0000 MiSe: 

ADDITIONAL DATA'7DD7DDD5DT~~ 

This Address of Message Major Subvector 
Adapter's Adapter Length Vector ID 
Address Generating ID 

Frame With 
Missing Data 
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DFIPD200 E Ring not working 

Meaning: The Network Manager has determined that the 
ring is beaconing. Recovery may take a few minutes. If 
the Network Manager was already running, automatic 
recovery is in progress. If the Network Manager was not 
already running, automatic recovery has failed. 

When this message is logged, the ring status is Beaconing. 
This message is recorded in the event log. 

Action: If the Network Manager was already running 
when the error occurred then, wait at least one minute 
and observe the ring status. If the ring status changes, 
wait for a subsequent message and follow the actions for 
that message. 

If the Network Manager was not already running, when 
the error occurred information provided on panel 
DFIPINZ2, should have been used to perform error 
recovery. 

Data: 

Beaconing 
Adapter's 
Address 

01/09/86 11:52:22 Ring not working 
ADOR: 10005A000057 NAME: 
AODR: 10005A0002AB NAME: 

I 
NAUN 

Adapter's 
Address 
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Beacon 
Ring Reason 

10 Code 

~ ~ OF I P0200E 
RING, 0000 ~:~: 0002 ~ 

Reporting 
Adapter's 
Physical 
Address 



DFIPD201 E Ring not working - this adapter beaconing 

Meaning: The Network Manager has determined that its 
own adapter is beaconing. 

When this message is logged, the ring status is Beaconing. 
This message is recorded in the event log. 

Action: Wait for a subsequent message and follow the 
instructions for that message. 

Data: 

01/09/86 13:54:24 Ring not working - this adapter beaconing DFIPD201E 
ADDR: 10005A0002AB NAME: RING: 0000 MiSe: 

I T 
Network Rmg 

Manager's 10 
Adapter 
Address 

Appendix A A-43 



DFIPD202 E Ring recovery failed 

Meaning: The ring is unable to recover automatically 
from the problem. When this message is logged, the ring 
status is Beaconing. This message is an alert and is 
recorded in the event log. 

Action: Manual recovery is required. Record the ring 
status and the data that is displayed with this message. 

If you came from the problem determination procedures in 
the IBM Token-Ring Network Problem Determination 
Guide, return to the step that sent you here. If you did 
not, go to Chapter 2 of the Problem Determination Guide, 
"Preparing for Problem Determination." 

Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. If no symbolic name is available, a 
space of 16 characters is displayed instead. Each adapter 
address in the data begins a new line. 

Beaconing 
Adapter's 
Address 

01/10/86 14:54:24 Ring recovery failed 
ADDR: 10005A000057 NAME: 
AOOR: 10005A0002AB NAME: 

I 
NAUN 

Adapter's 
Address 
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Beacon 
Ring Reason 

10 Code 

~ ~ OF I P0202E 
RING: 0000 Mise: 0002 00000000 

.,sc, ~ 

Reporting 
Adapter's 
Physical 
Address 



DFIPD203 I Ring recovered 

Meaning: The ring has recovered and is operating 
normally. When this message is logged, the ring status is 
Normal or Soft Error. This message is recorded in the event 
log. 

Action: If you came from the problem determination 
procedures in the IBM Token-Ring Network Problem 
Determination Guide, record the ring status and the data 
section of the message and return to the step that sent 
you here. Otherwise, no action is required. 

Data: 

01/10/86 14:51:15 Ring recovered 
RING: T 

Ring 
10 

OFIP02031 
Mise: 
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DFIPD204 E Ring recovered - adapter removed 

Meaning: The ring has recovered, but an adapter in the 
fault domain indicated in message DFIPD202 has been 
removed (either manually or by the auto-removal process). 
This message indicates that there may be a fault on the 
lobe. When this message is logged, the ring status is 
Normal or Soft Error. This message is an alert and is 
recorded in the event log. 

Action: If you came from the problem determination 
procedures in the IBM Token-Ring Network Problem 
Determination Guide, record the ring status and the data 
section of the message and return to the step that sent 
you here. Otherwise, using the data section of the 
message, go to the device with the adapter address 
indicated. Follow the instructions given in the 
documentation for the application program that device is 
using to remedy the error. 

Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. If no symbolic name is available, a 
space of 16 characters is displayed instead. Each adapter 
address in the data begins a new line. 

12/13/85 14:31:14 Ring recovered - adapter removed DFIPD204E 
ADDR: 10005A000126 NAME: RING: 0000 MiSe: 

I T 
Adapter's Ring 
Address 10 
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DFIPD205 E Ring not working - fault domain changed 

Meaning: The fault domain has changed as a result of 
manual recovery. This message is recorded in the event 
log. 

Action: None required. 

Data: 

Beaconing 
Adapter's 
Address 

01/09/86 11:52:22 Ring not working - fault 
ADDR: 10005A000057 NAME: 
ADDR: 10005A0002AB NAME: 

I 
NAUN 

Adapter's 
Address 

Beacon 
Reason 

Code 

daroin changed ~ DFIPD205E 
RING: 0000 MiSe: 0002 00000000 

T~ISC' T 
Ring Reporting 

ID Adapter's 
Physical 
Address 
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OFIP02U9 E Auto-removal error 

Meaning: The Network Manager has automatically 
removed its own adapter from the ring. This message is 
an alert and is recorded in the event log. 

Action: If you came from the problem determination 
procedures in the IBM Token-Ring Network Problem 
Determination Guide, return to the step that sent you 
here. Otherwise, record the data section of the message 
and go to Chapter 2 of the Problem Determination Guide, 
"Preparing for Problem Determination." 

Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. If no symbolic name is available, a 
space of 16 characters is displayed instead. Each adapter 
address in the data begins a new line. 

03/14/86 10:55:15 Auto-rSTDval error 
ADDR: 10005A0005DO NAME: T83 

I T 
Adapter's Adapter's 
Address Symbolic 

Name 
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DFIPD209E 
RING: 0000 MiSe: 

T 
Ring 

10 



DFIPD210 E Unable to initialize ring adapter 

Meaning: The Network Manager's adapter did not 
respond to the Network Manager's attempt to initialize 
the adapter. This message is recorded in the event log. 

Action: Run the Adapter Diagnostics described in 
Chapter 3 of the IBM Token-Ring Network PC Adapter 
Guide to Operations. If you have the IBM Token-Ring 
Network PC Adapter Hardware Maintenance and Service 
manual and diskette, use the advanced diagnostics 
instead. If the diagnostics indicate that the adapter is 
okay and you still get this message, record the data 
section of the message and contact the place you 
purchased your adapter. 

If the command in the data section of the message is ID, 
the adapter number has been specified incorrectly. Use 
the Adapter Number function to correct the adapter 
number. 

Data: 

01/13/86 16:11:57 Unable to 
ADDR: 10005A000500 NAME: 

I 
Adapter's 
Address 

Adapter 
Number Command 

initial ize ring adapter ~~FIP0210E 
RING: 0000 MiSe: 0120100000 

T T 
I I 

Ring Command 
10 Return 

Code 

Note: The "MISC" data may appear on the next line 
instead. 
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DFIPD211 E Unable to open ring adapter 

Meaning: The Network Manager's adapter did not 
respond to the Network Manager's attempt to open the 
adapter. The adapter detected an error when the Network 
Manager attempted to open it. This message is recorded 
in the event log. 

Action: If the return code is 07 or FF, perform step 1 
only. Otherwise, start with step 2 and continue to the end 
of the procedure. 

1. When the return code is 07 or FF, record the data 
section of the message. If you came here from the 
problem determination procedures in the IBM 
Token-Ring Network Problem Determination Guide, 
return to the step that sent you here. If you did not, 
go to Chapter 2 of the Problem Determination Guide, 
"Preparing for Problem Determination." 

2. When the return code is other than 07 or FF, shut 
down the Network Manager and return to DOS. 

3. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

4. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

5. If the message continues to be displayed, run the 
Adapter Diagnostics supplied with the IBM 
Token-Ring Network PC Adapter Guide to Operations. 
If you have the IBM Token-Ring Network PC Adapter 
Hardware Maintenance and Service manual and 
diskette, use the advanced diagnostics instead. 

6. If the message continues to be displayed, recopy the 
files for the working diskette(s) or fixed disk. See 
Chapter 2 of this manual. 
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7. If the problem is still not corrected, record the data 
section of the message and call the place you 
purchased your adapter. 

Data: 

Adapter 
Nu~r Command 

01/10/86 16:58:47 Unable to open ring adapter ~~FIPD211E 
ADDR: 10005A0002AB NAME: RING: 0000 MiSe: 0003FFOOOO 

I -r- T 
Adapter's Ring Command 
Address 10 Return 

Code 

Note: The "MISC" data may appear on the next line 
instead. 

DFIPD212 E Ring adapter hardware failed 

Meaning: The Network Manager's adapter hardware 
failed. This message is an alert and is recorded in the 
event log. 

Action: Run the Adapter Diagnostics described in 
Chapter 3 of the IBM Token-Ring Network PC Adapter 
Guide to Operations. If you have the IBM Token-Ring 
Network PC Adapter Hardware Maintenance and Service 
manual and diskette, use the advanced diagnostics 
instead. If the diagnostics indicate that the adapter is 
okay and you still get this message, record the data 
section of the message and contact the place you 
purchased your adapter. 
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Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. If no symbolic name is available, a 
space of 16 characters is displayed instead. Each adapter 
address in the data begins a new line. 

01/13/86 15:47:35 Ring adapter hardware failed OFIP0212E 
AOOR: 10005A000500 RING: 0000 MiSe: 01 

ITT 
Adapter's Ring Adapter 
Address 10 Number 

Note: The "MISe" data may appear on the next line 
instead. 
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DFIP0213 E Ring adapter microcode failed 

Meaning: The Adapter Support Interface code failed. 
This message is an alert and is recorded in the event log. 

Action: 

1. Shut down the Network Manager and return to DOS. 

2. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

3. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

4. If the message continues to be displayed, run the 
Adapter Diagnostics supplied with the IBM 
Token-Ring Network PC Adapter Guide to Operations. 
If you have the IBM Token-Ring Network PC Adapter 
Hardware Maintenance and Service manual and 
diskette, use the advanced diagnostics instead. 

5. If the message continues to be displayed, recopy the 
files for the working diskette(s) or fixed disk. See 
Chapter 2 of this manual. 

6. If the problem is still not corrected, record the data 
section of the message and call the place where 
purchased the adapter. 
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Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. If no symbolic name is available, a 
space of 16 characters is displayed instead. Each adapter 
address in the data begins a new line. 

01/13/85 13:34:55 Ring adapter microcode failed OflP0213E 
ADDR: 10005A0005DO 'RING: 0000 MiSe: 0000012802 

! T I 
Adapter's Ring Adapter 
Address 10 Number 

Note: The "MISe" data may appear on the next line 
instead. 
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DFIPD214 E Unable to close ring adapter 

Meaning: The Network Manager's adapter did not 
correctly respond to the Network Manager's attempt to 
close the adapter. This message is recorded in the event 
log. 

Action: Run the Adapter Diagnostics described in 
Chapter 3 of the IBM Token-Ring Network PC Adapter 
Guide to Operations. If you have the IBM Token-Ring 
Network PC Adapter Hardware Maintenance and Service 
manual and diskette, use the advanced diagnostics 
instead. If the diagnostics indicate that the adapter is 
okay and you still get this message, do the following: 

1. Shut down the Network Manager and return to DOS. 

2. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

3. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

4. If the message continues to be displayed, recopy the 
files for the working diskette(s) or fixed disk. See 
Chapter 2 of this manual. 

5. If the problem is still not corrected, record the data 
section of the message and call the place where you 
purchased the adapter. 

Data: 

01/10/86 10:36:07 Unable to close ring adapter DFIPD214E 
ADDR: 10005A000049 NAME: RING: 0000 MiSe: 000409 

ITT 
Adapter's Ring CCB 
Address 10 Return 

Code 

Note: The "MISC" data may appear on the next line 
instead. 
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DFIPD215 E Ring adapter or lobe failed 

Meaning: A wire fault has caused this adapter or lobe to 
fail. When this message is logged, the ring status is Wire 
Fault. This message is an alert and is recorded in the 
event log. 

Action: If you came from the problem determination 
procedures in the IBM Token-Ring Problem Determination 
Guide, return to the step that sent you here. If you did 
not, go to Chapter 2 of the Prob lem Determination Guide, 
"Preparing for Problem Determination." 

Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. If no symbolic name is available, a 
space of 16 characters is displayed instead. Each adapter 
address in the data begins a new line. 

12/13/85 14:33:34 Ring adapter or lobe failed DflPD215E 
ADDR: 10005A0005DO NAME: T83 RING: 0000 MiSe: 

! T T 
Adapter's Adapter's Ring 
Address Symbolic 10 

Name 

DFIPD216 I Ring adapter closed 

Meaning: You have chosen to end the Network 
Manager. When this message is displayed, the ring status 
is Adapter Closed. This message is recorded in the event 
log. 

Action: N one required. 
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Data: 

12/13/85 14:21 :39 Ring adapter closed 
ADDR: 10005A0005DO NANE: T83 

I T 
Adapter's Adapter's 
Address Symbolic 

Name 

DFIPD216E 
RING: 0000 Mise: 00 

T T 
Ring Adapter 

10 Number 

Note: The "MISe" data may appear on the next line 
instead. 
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DFIPD217 E Adapter error; see event log for details 

Meaning: This adapter is experiencing a problem during 
initialization. This message is not recorded in the event 
log. 

Action: 

1. Press Enter to continue to the Limited Ring Manager 
Functions panel. 

2. Check the event log for the following messages and 
perform the actions for those messages. 

DFIPD210 
DFIPD211 
DFIPD213 
DFIPD230 
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DFIPD218 E Ring not working - unable to open adapter 

Meaning: The ring is beaconing while this adapter is 
trying to become active. This message is not recorded in 
the event log. 

Action: 

1. Select Retry from the Initialization panel (DFIPINZ2). 

2. If this message is displayed again, select retry one 
more time. 

3. If this message is still displayed, copy the fault domain 
from the panel D FIPINZ2 and go to Chapter 2 of IBM 
Token-Ring Network Problem Determination Guide, 
"Preparing for Problem Determination." 
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OFIP0219 E Adapter not found, press ENTER to continue 

Meaning: The Network Manager cannot find its own 
adapter or its adapter code. This is an initialization error. 
This message is not recorded in the event log. 

Action: 

1. Press Enter to see the Limited Ring Manager 
Functions panel. 

2. Select System Definition and then select Adapter 
Number to see what adapter (0 or 1) is being used by 
the Network Manager. 

If the switch on the adapter card does not correspond 
to the adapter number, change the adapter number, 
shut down the Network Manager, return to DOS, and 
restart the Network Manager. See page 2-16 for 
additional information. 

If the adapter number is correct, shut down the 
Network Manager, return to DOS, and check to be 
sure the file TOKREULCOM is on your working 
diskette or fixed disk. 

If it is not present, copy it using the directions on page 
2-12. 

If it is present, copy the file DFIRINGM.BAT from the 
distribution diskette to the working diskette or fixed 
disk and try the current operation again (the operation 
during which you received this message). 
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DFIPD220 I NAUN change 

Meaning: You see this message if you have answered yes 
on the Log Configuration Change panel and an adapter 
joins or leaves the ring. This message is recorded in the 
event log. 

Action: None required. 

Data: 

Reporting 
Adapter's 
Address 

01/10/86 11:38:~NAUN change 
ADDR: 10005A000057 NAME: 
ADDR: 10005A0002A8 NAME: 

I 
NAUN 

Adapter's 
Address 

DflPD2201 
RING: 0000 Mise: 00000000 TMISC'T 

Ring Reporting 
10 Adapter's 

Physical 
Address 
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DFIPD222 E Adapter removed 

Meaning: The Network Manager's adapter has been 
removed from the ring. This message is an alert and is 
recorded in the event log. 

Action: Consult your network administrator. Wait at 
least six minutes before you try again to become active on 
the ring. 

Data: 

The figure below illustrates how the information appears 
in the event log. If you are looking at the Details for 
Selected Alert panel, the first 4-digit number is the Ring 
ID. The rest of the data is displayed in the same order as 
that in the event log. If no symbolic name is available, a 
space of 16 characters is displayed instead. Each adapter 
address in the data begins a new line. 

12/13/85 14:43:30 Adapter removed 
ADOR: 10005A0005DO NAME: TB3 

I T 
Network Network 

Manager's Manager's 
Adapter Symbolic 
Address Name 
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RING: 0000 Mise: 
OF I P0222E 

10005A000057 

T 
Ring 

10 

I 
Address of 
the Adapter 

That Removed 
the Adapter 



DFIPD224 I New ring monitor 

Meaning: A new ring monitor has become active on the 
ring. You see this message only if you have selected full 
soft error logging from the Change Soft Error Logging 
panel. This message is recorded in the event log. 

Action: None required. 

Data: 

Reporting 
Adapter's 
Address 

OF I P0224 I 01/10/86 15:23:~New ring monitor 
ADDR: 10005A0002AB NAME: 
ADDR: 10005A0005DO NAME: 

I 
RING, ~ ~:~g~ ~ 

NAUN 
Adapter's 
Address 

Ring Reporting 
10 Adapter's 

DFIPD225 I Adapter removed by Network Manager 

Physical 
Address 

Meaning: You have logically removed an adapter using 
the Network Manager. This message is recorded in the 
event log. 

Action: None required. 

Data: 

12/13/85 14:41:46 Adopter removed by Network Manager OFIPD2251 
ADDR: 10005A0005DE NAME: RING: 0000 MISe: 

I T 
Removed Ring 
Adap~~ 10 
Address 
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DFIPD226I Adapter closed; press F4 (RETURN) to exit 

Meaning: You see this message when you are using any 
of the Ring Manager Functions that require 
communication with the ring when the Network 
Manager's adapter closes. This message is not recorded in 
the event log. 

Action: 

1. Press F4 to return to the Limited Ring Manager 
Functions panel. 

2. Press Scroll Lock and choose Alerts from the Main 
Selection panel to see any alert indications of the 
cause of the failure. 

You may choose to select Event Log from the Limited 
Ring Manager Functions panel to examine the 
occurrence of this message in an event log report. 
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OFIP0227 I Adapter closed; limited function is available 

Meaning: You see this message on the Limited Ring 
Manager Functions panel when the Network Manager's 
adapter has closed. This message is not recorded in the 
event log. 

Action: Press Scroll Lock and choose Alerts from the 
Main Selection panel to see any alert indications of the 
cause of the failure. 

You may choose to select Event Log from the Limited 
Ring Manager Functions panel to examine the occurrence 
of this message in an event log report. 

DFIP022S I Adapter removed; press F2 (QUIT) or F4 (RETURN) 

Meaning: You see this message if you attempt to remove 
an adapter that has already been removed. This message 
is not recorded in the event log. 

Action: Press F2 (Quit) or F4 (Return) to return to the 
Request Adapter Removal panel. 
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DFIPD230 E Unable to open ring adapter interface 

Meaning: The Adapter Support Interface code did not 
accept the open command from the Network Manager. 
This message is recorded in the event log. 

Action: Run the Adapter Diagnostics described in 
Chapter 3 of the IBM Token-Ring Network PC Adapter 
Guide to Operations. If you have the IBM Token-Ring 
Network PC Adapter Hardware Maintenance and Service 
manual and diskette, leave this procedure and use the 
advanced diagnostics instead. If the diagnostics indicate 
that the adapter is okay and you still get this message, do 
the following. 

1. Shut down the Network Manager and return to DOS. 

2. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

3. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

4. If the message continues to be displayed, recopy the 
files for the working diskette(s) or fixed disk. See 
Chapter 2 of this manual. 

5. If the problem is still not corrected, record the data 
section of the message and call the place where you 
purchased the adapter. 

Data: 

01/13/86 16:11:57 Unable to open ring adapter interface DFIPD230~ 
ADDR: 10005A0005DO RING: 0000 MISC: 01200000CC . 

I T 
Adapter's Ring 
Address 10 
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OFIP0231 E Unable to close ring adapter interface 

Meaning: The Adapter Support Interface code did not 
accept the close command from the Network Manager. 
This message is recorded in the event log. 

Action: Run the Adapter Diagnostics described in 
Chapter 3 of the IBM Token-Ring Network PC Adapter 
Guide to Operations. If you have the IBM Token-Ring 
Network PC Adapter Hardware Maintenance and Service 
manual and diskette, use the advanced diagnostics 
instead. If the diagnostics indicate that the adapter is 
okay and you still get this message, do the following: 

1. Shut down the Network Manager and return to DOS. 

2. Restart the computer (press and hold Ctrl and Alt and 
then press Del). 

3. Start the Network Manager by typing DFIRINGM and 
pressing Enter. 

4. If the message continues to be displayed, recopy the 
files for the working diskette(s) or fixed disk. See 
Chapter 2 of this manual. 

5. If the problem is still not corrected, record the data 
section of the message and call the place where you 
purchased your adapter. 

Data: 

01/13/86 16:11:57 Unable to close ring adapter interface DFIPD231E 
ADDR: 10005A000057 NAME: RING: 0000 MiSe: 01200000CC 

I ~ I 
Adapter's 
Address 

Ring 
10 

CCB 
Return 
Code 
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DFIPD240 E Invalid adapter address 

Meaning: The adapter address entered is either a 
functional address or a group address. If more than one 
adapter address has been entered on the panel, the cursor 
is positioned under the address in error. This message is 
not recorded in the event log. 

Action: Check the address to be sure it is not a 
functional address or group address and try again. 

If you are on the Add Symbolic Names panel make sure 
you have followed the rules for a symbolic name when you 
fill in the blank next to "Symbolic Name." 

Refer to the Help panels for the rules. 

DFIPD241 E Symbolic name not found 

Meaning: You see this message if you have assigned 
symbolic names and then used a symbolic name that is not 
in the symbolic names file. If more than one symbolic 
name has been entered on the panel, the cursor is 
positioned under the name in error. This message is not 
recorded in the event log. 

Action: On the Find Symbolic Name panel, give the 
adapter address of the adapter whose symbolic name you 
do not know. 
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OFIP0242 E Adapter address not found 

Meaning: The adapter address you entered has not been 
assigned a symbolic name. If more than one adapter 
address has been entered on the panel, the cursor is 
positioned under the address in error. This message is not 
recorded in the event log. 

Action: You may assign a symbolic name from the Add 
Symbolic Names panel. 

OFIP0244 E Invalid symbolic name 

Meaning: The symbolic name entered does not follow the 
rules for assigning symbolic names. This message is not 
recorded in the event log. 

Action: Read the information on the Help panels about 
the rules for symbolic names and then try again. 
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DFIPD245 E This symbolic name already exists 

Meaning: The symbolic name is already assigned to 
another adapter address. This message is not recorded in 
the event log. 

Action: Choose another symbolic name and try again. 

DFIPD246 E Symbolic name already exists for this adapter 

Meaning: A symbolic name has already been assigned to 
the adapter. This message is not recorded in the event 
log. 

Action: Using the adapter address, find the symbolic 
name for this adapter on the Find Symbolic Name panel. 

DFIPD247 E Adapter not on ring or not responding 

Meaning: The adapter with the address or symbolic 
name entered is either not active on the ring at the time 
of request or has no buffer space available to receive 
messages. This message is not recorded in the event log. 

If more than one adapter has been specified on the panel, 
the cursor is positioned under the adapter that was not 
found. 

Action: Check the adapter address and try again. 
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DFIPD248 E Source and target adapters must be different 

Meaning: On the Path Test panel, you have entered 
identical addresses or names for the From and To 
adapters. This message is not recorded in the event log. 

Action: Change one of the adapter addresses or symbolic 
names. 

DFIPD260 E Incorrect password entered, please try again 

Meaning: You have entered the wrong password. This 
message is not recorded in the event log. 

Action: Type the password again on the Password panel. 

DFIPD261 E Password attempts exceeded, press F2 (Quit) 

Meaning: The password has been incorrectly entered 
three times. This message is not recorded in the event 
log. 

Action: Start the Network Manager again with the 
correct password. 
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DFIPD262 E Invalid data, please try again 

Meaning: The data entered is not valid for the current 
panel. This message is not recorded in the event log. 

Action: Read the instructions on the panel and on the 
Help panel and try again. 

DFIPD263 E Mandatory data is missing, please try again 

Meaning: The data that is required to perform an 
operation is missing. This message is not recorded in the 
event log. 

Action: Add the missing data and try again. 

DFIPD264I Data not deleted 

Meaning: Either you have not confirmed a deletion or a 
problem with the Network Manager causes you to be 
unable to delete either a symbolic name or an alert. This 
message is not recorded in the event log. 

Action: Retry, making sure that you confirm the 
deletion. 
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DFIPD265 I No records found 

Meaning: No data exists in the event log that meets the 
conditions (such as time and date range) you specified 
when you requested the report. This message is not 
recorded in the event log. 

Action: Consider changing the conditions you indicated 
on the Request Event Log Report panel. 

DFIPD267 I The report will be printed when F2 (QUIT) or F4 
(RETURN) pressed 

Meaning: You have pressed F6 (Print) on the Event Log 
panel. The report will print after you press F2 (Quit) or 
F4 (Return). This message is not recorded in the event 
log. 

Action: Press F2 (Quit) or F4 (Return) to print the 
report. 

DFIPD268 I The report will NOT be printed 

Meaning: You have pressed F6 (Print) to change the 
print request from "The report will be printed." This 
message is not recorded in the event log. 

Action: None required. 
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DFIPD270 I Network Manager's adapter cannot be removed from 
this panel 

Meaning: You cannot request an adapter removal for the 
Network Manager's adapter on this panel. This message 
is not recorded in the event log. 

Action: If you are sure that you want to remove the 
Network Manager's adapter, go to the Request Adapter 
Removal panel. 

DFIPD271 I Remove not allowed when top adapter is not weight 
exceeded 

Meaning: You cannot request an adapter removal if the 
first adapter on the list does not have two asterisks next 
to it. This message is not recorded in the event log. 

Action: Wait until the first adapter on the list has two 
asterisks next to it and request an adapter removal again. 

A-74 Appendix A 



DFIPD272 I Old password is incorrect, please try again 

Meaning: The old password entered does not match the 
current password. If the Security function is not active, 
the "Old password" field should be left blank on the 
Change Operator Password panel. This message is not 
recorded in the event log. 

Action: Enter the old password and the two new 
passwords. 

DFIPD273 I New password format is incorrect, please try again 

Meaning: The new passwords must be 6 to 8 characters 
long with no imbedded blanks. The valid characters are: 
letters "A" to "Z" and "a" to "z," numbers "0" to "9," and 
special characters @, $, %, and #. This message is not 
recorded in the event log. 

Action: Enter the old password and the two new 
passwords. 

DFIPD274 I New passwords do not match, please try again 

Meaning: The two new password fields must match. The 
first new password is valid. The second does not match 
the first. This message is not recorded in the event log. 

Action: Enter the old password and the two new 
passwords. 
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DFIPD275 I No adapters have accumulated error counts 

Meaning: No adapters have accumulated enough soft 
errors to be reported at this time. The Soft Error 
Conditions panel will not contain any adapters. 

Action: None is required. 

DFIPD990 E 

Meaning: This message has no text. The Network 
Manager is experiencing a critical internal error. This 
message is an alert, but is not recorded in the event log. 

Action: 

1. Make new copies of the diskettes that came with this 
kit. Use them instead of the copies you are currently 
using. 

2. If the problem reoccurs, record the numbers next to 
the message ID and call the place where you purchased 
the Network Manager. 
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Appendix B. Directory List 

Following is a list of files that are included on the two 
Network Manager diskettes contained in this package. 

Network Manager Diskette 1 

Name 

DFIFACO 
DFIFSDO 
DFIFRPO 
DFIFCON 
DFIFTOP 
DFIFERO 
AUTOEXEC 
PCINST1 
NMWS 
DFICONFG 
SYSTEXTN 
DCJTM 
DCJDB 
DCJSS 
DCJOS 
IWSKEYAT 
IWSKEYXT 
DCJDM 
DCJR 
DCJSS 
ISPD 
NMWS 
DFIRINGM 
DFICONFG 
DFIALRT 
DFIALCOM 
DFIALGTF 
DFIALPID 
DFIALTYP 

Extension 

EXE 
EXE 
EXE 
EXE 
EXE 
EXE 
BAT 
BAT 
PC1 
PC1 
COM 
EXE 
EXE 
EXE 
EXE 
SYS 
SYS 
EXE 
MSG 
PRO 
MSG 
BAT 
BAT 
DAT 
EXE 
DAT 
TXT 
DAT 
DAT 
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DFI MSG 
DFI PRO 
DFISYSTM DAT 
DFIRPMSG DAT 
DFILABEL DAT 
DFISFADF DAT 
DFIRSTAT DAT 
DFIPDPO EXE 
CFG SYS 
INSTALLl BAT 
HDINSTl BAT 
ATINSTl BAT 
DFITMC EXE 
RESETPW BAT 
DFIRPW EXE 
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Network Manager Diskette 2 

The files with extension "PAN" are in the subdirectory 
"Panels." Name Extension 

DFIDISP EXE 
DFITMC EXE 
INSTALL2 BAT 
PCINST2 BAT 
HDINST2 BAT 
ATINST2 BAT 
PANELS <DIR> 

DFIPACIO PAN 
DFIPAC20 PAN 
DFIPAC30 PAN 
DFIPAC35 PAN 
DFIPAC40 PAN 
DFIPAC50 PAN 
DFIPAC55 PAN 
DFIPAC60 PAN 
DFIPAMIO PAN 
DFIPAM20 PAN 
DFIPAM30 PAN 
DFIPCOIO PAN 
DFIPCPIO PAN 
DFIPERIO PAN 
DFIPER20 PAN 
DFIPINZO PAN 
DFIPINZI PAN 
DFIPINZ2 PAN 
DFIPCP20 PAN 
DFIPPFIO PAN 
DFIPRPIO PAN 
DFIPRP20 PAN 
DFIPSDIO PAN 
DFIPSD40 PAN 
DFIPSD70 PAN 
DFIPSD71 PAN 
DFIPSD75 PAN 
DFIPSEIO PAN 
DFIPSE20 PAN 
DFIPSNIO PAN 
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DFIPSN20 PAN 
DFIPSN30 PAN 
DFIPSN40 PAN 
DFIPTOIO PAN 
DFIPT020 PAN 
DFIPTMIO PAN 
DCJSSP Al PAN 
DCJSSPSI PAN 
DCJSSPII PAN 
DCJSSPJI PAN 
DFIHACIA PAN 
DFIHACIO PAN 
DFIHAC20 PAN 
DFIHAC30 PAN 
DFIHAC40 PAN 
DFIHAC50 PAN 
DFIHAC60 PAN 
DFIHAMIA PAN 
DFIHAMIO PAN 
DFIHAM20 PAN 
DFIHAM30 PAN 
DFIHCOIO PAN 
DFIHCPIO PAN 
DFIHCP20 PAN 
DFIHERIO PAN 
DFIHER20 PAN 
DFIHRPIO PAN 
DFIHRP20 PAN 
DFIHSDIO PAN 
DFIHSD40 PAN 
DFIHSD70 PAN 
DFIHSD75 PAN 
DFIHSEIO PAN 
DFIHSE2A PAN 
DFIHSE20 PAN 
DFIHSNIO PAN 
DFIHSN20 PAN 
DFIHSN30 PAN 
DFIHSN40 PAN 
DFIHSRIO PAN 
DFIHSR20 PAN 
DFIHSSIA PAN 
DFIHSSIB PAN 
DFIHSSIC PAN 
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DFIHSSID PAN 
DFIHSSIO PAN 
DFIHTOIO PAN 
DFIHT020 PAN 
DFIHSSIE PAN 
DFIHSSIF PAN 
DFIHSR2A PAN 
DFIHSR2B PAN 
DFIHSR2C PAN 
DFIHSR2D PAN 
DFIHSR2E PAN 
DFIHSR30 PAN 
DFIHCPIA PAN 
DFIHINZ2 PAN 
DFIHSD7A PAN 
DFIHAC3A PAN 
DFIHER2A PAN 
DFIHRPIA PAN 
DFIHTMIO PAN 
DFIHMENU PAN 
DFIHAC5A PAN 
DFIHPFIO PAN 
DFIPAMOO PAN 
DFIPAC80 PAN 
DFIHAC80 PAN 
DFIPDSKO PAN 
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Appendix C. Table of Functions 

The three following tables indicate the page numbers of 
the instructions for each function of the Network 
Manager. 

Services 

Function Task Page 
Intervention Respond to error messages 3-9 

such as "Operator 
Intervention Required" 

Shutdown Return to DOS 3-11 

Alerts 

Function Task Page 
F5 (Refresh) Display new alerts to the 3-28 

list of alerts 

F7 (Details) Request description of an 3-20 
alert 

F8 Request suggestions for 3-23 
(Recommend) solving an alert 

F9 (Delete) Delete an alert from the 3-26 
alert file 

FlO Close the Alerts part of the 3-30 
(Shutdown) Network Manager 
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Ring Manager Functions 

Function Task Page 
Event Log Display or print reports from 3-35 

the event log 

System Check or change the adapter 2-16 
Definition number 

Request information about 2-24 
the Network Manager's 
adapter 

Add/find/ change/ display 3-45 
symbolic names 

Establish or change the 2-20 
operator password 

Specify whether to log 3-57 
configuration changes 

Adapter Request information about 3-61 
Functions adapters 

Remove an adapter from the 3-65 
network 

Conduct a ring test 3-68 

Start traffic on the ring 3-71 

Display adapters experiencing 3-74 
soft errors 

Path Test Test the data path between 3-78 
two adapters 

Ring Display or print order of 3-81 
Configura tion active adapters on the ring 

Soft Error Set or reset the mode in 3-86 
Logging which errors are reported 

Shutdown Close Ring Manager 3-90 
Functions in order to return 
to DOS 
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Function Task Page 
Exit Leave Ring Manager 3-93 

Functions to go to Alerts or 
Services 
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Appendix D. Statement of 
Service 

IBM will provide service for valid program-related defects 
in the IBM Token-Ring Network Manager to program 
licensees at no additional charge. Program service is 
available until December 31, 1987, or until after 90 days 
written notice by IBM that the service period has been 
terminated, whichever is sooner. 

The way each licensee obtains access to program service 
depends on the marketing channel through which the 
license was obtained. 

For example, in the United States and Puerto Rico, if the 
IBM Token-Ring Network Manager was obtained through: 

• An authorized IBM Personal Computer dealer. 

Requests for program service should be made through 
the dealer. 

• The IBM North/Central or IBM South/West Marketing 
Divisions. 

Requests for program service should be made through 
the service coordinator of the licensee's company. 

The service coordinator is a representative of the 
customer who serves as the interface between end 
users and the IBM support location for IBM licensed 
program defect support. The service coordinator is 
registered by the IBM branch office, under the terms of 
the Quantity Discount Agreement. The service 
coordinator's responsibilities include, but are not 
limited to, problem determination, problem source 
identification, submission of problem reports, 
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application of maintenance, and action on IBM 
support organization recommendations. 

The service coordinator may call the IBM Support 
Center at any time, and will usually be called back 
within eight business hours. The IBM Support Center 
will contact the service coordinator Monday through 
Friday between 8 a.m. and 5 p.m., local customer time. 

If the IBM Token-Ring Network Manager is obtained 
through transfer of license from another party under the 
conditions of the IBM Program License Agreement 
supplied with this product, the new licensee may obtain 
program service through the access arrangement provided 
for the original licensee. 

When a license is transferred, if the original license was 
obtained through the IBM North/Central or IBM 
South/West Marketing Divisions, the previous licensee is 
responsible for contacting the IBM marketing 
representative to make arrangements to transfer service 
entitlement to the new licensee. The new licensee must 
also establish a qualified service coordinator to work with 
IBM central service. 

IBM does not guarantee service results, or that the 
program will be error-free, or that all program defects will 
be corrected. 

When a report of a defect in an unaltered portion of a 
supported release of the program is submitted, IBM will 
respond by issuing one of the following: 

• Defect correction information, such as corrected 
documentation, corrected code, or notice of 
availability of corrected code 

• A restriction notice 

• A bypass. 

Corrected code is provided on a cumulative basis on 
diskettes; no source code is provided. Only one copy of 
the corrections with supporting documentation will be 
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issued to the licensee, or the agent of the licensee 
reporting the defect. IBM will authorize various agents, 
such as IBM Personal Computer dealers and service 
coordinators of IBM North/Central and IBM South/West 
Marketing Division customers, to make and distribute a 
copy of the corrections, if needed, to each IBM 
Token-Ring Network Manager licensee that they serve. 

The total number of copies of an update distributed to 
IBM Token-Ring Network Manager licensees within a 
customer's location may not exceed the number of copies 
of the IBM Token-Ring Network Manager licensed to the 
customer. 

IBM does not plan to release updates of the IBM 
Token-Ring Network Manager code on a routine basis for 
preventive service purposes. However, should IBM 
determine that there is a general need for a preventive 
service update, it will be made available to all licensees 
through the same process used to distribute general IBM 
Token-Ring Network Manager updates. 

Following the discontinuance of all program services, this 
program will be distributed on an "as is" basis, without 
warranty of any kind either express or implied. 
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Glossary 

accessory. An IBM designation for a separately 
orderable part that (1) has no type number, (2) is for 
purchase only, and (3) does not receive normal IBM 
maintenance. 

access unit. See multistation access unit. 

active. Able to communicate on the network. An 
adapter is active if it is able to pass tokens on the 
network. 

adapter. In the IBM Token-Ring Network, the circuit 
card within a communicating device, and its associated 
software, that enable the device to communicate over a 
local area network. 

application program. A program written for or by a 
user that applies to the user's work. 

attaching device. Any device that is physically 
connected to a network and can communicate over the 
network. 
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beacon. A frame sent by an adapter indicating a serious 
ring problem, such as a broken cable. An adapter is said 
to be beaconing if it is sending such a frame. 

bridge. A device that links networks that use the same 
logical link protocols. 

cable chart. A chart, prepared by the network planner, 
that indicates the location of patch cables connected to 
the IBM 8228 Multistation Access Unit. 

component. Any part of a network other than an 
attaching device, such as an access unit. 

device. An input/output unit such as a terminal, display, 
or printer. See attaching device. 

distribution panel. A wiring board that provides a 
patch panel function and mounts in a rack. 

downstream. On a ring network, the direction of data 
flow. Contrast with upstream. 

drop. A cable that leads from a faceplate to the 
distribution panel in a wiring closet. When the IBM 
Cabling System is used with the IBM Token-Ring 
Network, a drop may form part of a lobe. See lobe. 
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equipment rack. A metal stand for mounting network 
components, such as distribution panels and IBM 8228 
Multistation Access Units. 

faceplate. A plate for connecting data and voice 
connectors to a cabling system. It may be wall mounted 
or surface mounted. 

formatted diskette. A diskette that can be used by the 
computer to store data. 

frame. The unit of transmission in some local area 
networks, including the IBM Token-Ring Network. It 
includes delimiters, control characters, information, and 
checking characters. 

hard error. A error condition on a ring network that 
requires that the ring be reconfigured or that the source 
of the error be removed before the ring can resume 
reliable operation. 

idles. Signals sent along a ring network when neither 
frames nor tokens are being transmitted. 
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lobe. In the IBM Token-Ring Network, the section of 
cable (which may consist of several segments) that 
attaches a device to an access unit. 

lobe receptacle. An outlet on an access unit for 
connecting a lobe. 

local area network. A network in which 
communications are limited to a moderate-sized 
geographic area such as a single office building, 
warehouse, or campus and which do not generally extend 
across public rights-of-way. 

main ring path. The part of the ring made up of access 
units and the cables connecting them. 

multistation access unit. In the IBM Token-Ring 
Network, a wiring concentrator that can connect up to 
eight lobes to a ring network. 

NAUN. Nearest active upstream neighbor. For any 
given station on a ring network, the station that is 
sending data directly to it. 

node. An endpoint of a link or a junction common to 
two or more links in a network. 

X-4 



patch cable. In the IBM Cabling System, a length of 
type 6 cable with data connectors on both ends. 

read-only memory (ROM). A computer's storage area 
whose contents cannot be modified. 

receptacle. See lobe receptacle. 

remove. To take an attaching device off the ring. 

repeater. In a ring network, a device that amplifies or 
regenerates data signals in order to extend the distance 
between attaching devices. 

ring (network). A network configuration where a series 
of attaching devices are connected by unidirectional 
transmission links to form a closed path. 

ring in. On an access unit, the receive or input 
receptacle. 

ring error limit. In the Network Manager, the point at 
which the number of soft errors can make ring operation 
unreliable. 

ring out. On an access unit, the transmit or output 
receptacle. 

ring sequence. The order in which devices are attached 
on a ring network. 

ring status. The- condition of the ring. 

X-5 



segment. A section of cable between components or 
devices on the network. A segment may consist of a 
single patch cable, multiple patch cables connected 
together, or a combination of building cable and patch 
cables connected together. 

server. A device on a network dedicated to specific 
functions. 

soft error. An intermittent error on a network that 
causes data to have to be transmitted more than once to 
be received. A soft error does not, by itself, affect the 
network's overall reliability. If the number of soft errors 
reaches the ring error limit, reliability is affected. 

star. A wiring arrangement in which an individual cable 
runs from each work area to a concentration point. 

token. A sequence of bits passed from one device to 
another along the network. When the token has data 
appended to it, it becomes a frame. 

token ring. A network with a ring topology that passes 
tokens from one attaching device to another. 

upstream. On a ring network, the direction opposite to 
that of data flow. Contrast downstream. 
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wire fault. An error condition caused by a break in the 
wires or a short between the wires (or shield) in a segment 
of cable. 

wiring closet. A room that contains one or more 
equipment racks and distribution panels that are used to 
connect cables together to form physical networks. 

working diskette. A computer diskette to which files 
are copied from an original diskette for use in everyday 
operation. 
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