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KENNEDY 
An Allegheny International Company 

CORPORATE 
HEADQUARTERS 
1600 Shamrock Ave. 
Monrovia, CA 91016 
(818) 357-8831 

EUROPEAN 
HEADQUARTERS 
Koningin Elisabethplein, 8 
~2700 Sint-Niklaas 
Belgium 

ITI TELEX 472-0116 KENNEDY Tel : (32) 3-n7.19.62 
Telex: 71870 KEN CO 

Specifications - Model 6500 
5% Inch Floppy Footprint 

Y4 Inch Cartridge Tape Drive 

Number of Tracks 9 

Head Type 2 Track Serpentine Read after 
Write with separate Erase Bar 

Recording Form Serial 

Formatted Capacity 60 MBytes with 600' Cartridge 

Recording Mode GCR 

Recording Density 8000 BPI 

Flux Density 10,000 FRPI 

Recording Format QIC-24 & QIC-11 

Tape Speed 90 ips ± 1% 

Start/Stop Time 150 Ms. Max. 

Data Reliability 
Soft Read 1 in 10 E9 

Hard Read 1 in 10 E10 

MTBF > 5000 Hrs. 

MTTR < 30 Minutes 

KENNEDY 
INTERNATIONAL 
McGraw-Hill House 
Shoppenhangers Road 
Maidenhead, Berkshire 
SL 6 2QL 
England 
Tel : (0628) 73939 
Telex: 847871 KENUKS G 

Voltage 

Current 

+ 12 voe 
Operating 

Max. 

+ s voe 
Operating 

Interface 

Formatted 
Drive Level 

Full Height Version 

Depth 

Width 

Height 

Y2 Height Version 
Depth 

Width 

Height 

REGIONAL 
SALES OFFICES 
Woburn, MA (617) 935-9787 
Hauppauge, NY (516) 231-6063 
Columbia, MD (301) 621-5254 
San Mateo, CA (415) 341-3712 

+ 12 +/- HJ% VDC 

+ 5 +/- 5%VDC 

1.5 Amp. 

3.0 Amp. 

1.5 Amps. Formatted Version 

.5Amp. Basic Version 

QIC-02/ ANSC X3T9.6/83-20 

QIC-36 

Dimensions 

8 inches 

5.75 inches 

3.25 inches 

8 inches 

5.75 inches 

1.625 inches 
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